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Method of forming coating film and apparatus 
therefor 

IPOS &o'f'V 

The present invention relates a method of forming 

a coating film such as a resist film on a semiconductor 

wafer or a layer formed thereon, and an apparatus 

therefor. 
As is well known, in the field of semiconductor 

· .. ·.,,,· 

techniques, a resist film is formed on the surface of a 

layer as a mask for a pattern portion when a. semiconduc­

tor layer, an insulating layer, or an elec.trode layer 

formed on a semiconductor wafer is to be etched into a 

10 predetermined pattern. 

15 

20 

25 

For example, spin coating is known as a method of 

forming a resist film. According to this method, a 

table is rotated with a semiconductor wafer being placed 

and fixed thereon. For· example, a resist solution 

consisting of a solvent and a photo-sensitive resin ·is 

dropped on the central portion of the upper surface of 

the wafer. The resist solution is spirally diffused 

from the central position of the wafer to its peripheral 

portion in accordance with the rotational and centrifu-

gal forces of the wafer, thereby coating the resist 

solution on the semiconductor wafer. 

According to this method, in the process of dif­

fusing the resist solution from the central position 

of the wafer to its peripheral portion, the solvent in 

the resist solution evaporates. For this reason, the 

viscosity of the resist solution varies in a diffusion 
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direction, and the thickness of the resist film at the 

central portion is different from that at the peripheral 

portion. In addition, the peripheral velocity at the 

peripheral portion is higher than that at the .central 

5 position, and a scattering amount of the resist solution 

at the peripheral portion is much larger than that at 

the central position. Thus, uniform coating can not be 

obtained. 
For this reason, as described in jpn. Pat. Appln. 

10 KOKAI Publication Nos. 57-43422 and 59-141220, there 

is provided a method of adjusting the temperature of a 

resist solution or a method of filling the same solvent 

as in a resist solution in a resist film formation 

atmosphere to suppress evaporation of the solvent in 

l5 the resist solution. As described in Jpn. Pat. 

Appln. KOKAI Publication.Nos. 59-11895, 61-91655, and 

61-150332, a method of dropping the solvent of a resist 

solution on a wafer surface prior to-resist solution 

coating is also proposed. 
20 In the former method, however, the·amount of resist 

solution used in forming a resist film is large. For 

example, only 1 to 2% of the t~tal amount of ·resist 

solution contribute to actual formation of the resist 

film. For example, to form a 1-µm thick resist film, 4 

25 to a cc of a resist solution are required for an.a" 
semiconductor wafer. In the latter method, it is 

difficult to obtain uniform coating and thus, the 

conventional problems ·cannot be satisfactorily solved. 

It is an object of the present invention to provide 

30 a method which requires a smaller amount of coating 

solution such as a resist solution and can form a 

coating film having a uniform thickness, and an 

apparatus.therefor. 
According to an aspect of the present invention, 

35 there is provided a method of forming a coating film, 

comprising the steps of applying a solvent of a coating 

solution on one surf ace of a substrate kept rotated or 
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stopped, rotating the substrate applied with the solvent 
at a first rotational speed to diffuse the solvent 
through an entire area of one surface, and applying a 
predetermined amount of coating solution at substan-

5 tially the center of the substrate while rotating the 
substrate at a second rotational speed, thereby dif­
fusing the coating_ solution to the entire· area of one 
surface to form a coating film. 

According to the present invention, a substrate 
10 (semiconductor wafer, liquid crystal substrate or the 

like) means a substrate itself and a substrate including 
layers or a layer of other materials such as a. metal 
layer and semiconductor layer. Therefore, a substrate 

15 

applied with a solvent indicates a. s_olvent directly 
applied on the substrate or a solvent applied on such a 

layer formed on the substrate. That is, it means a 
substrate on which a coating solution is to be applied. 
The shape of the substrate is not limited. Thus, it may 

have a circular disk shape, rectangular shape or the 

20 like. 
According to the present invention, a coating 

solution indicates a solution which present in a 
liquid state by a solvent, as is conventionally used 
in the common field. For example, it means a resist 

25 (photo-sensitive) solution, magnetized solution on the 
like. 

According to the present .invention, the size of, 
for example, a semiconductor wafer serving as a 
substrate, the rotational speed during coating a coating 

30 solution, the inner diameter of a nozzle (second. nozzle) 
for· the coating solution, supply time and amount of the 
coating solution are preferably set as follows. 

35 

However, the conditions are not limited to these. 
6 11 Wafer 
Rptational Speed: 
Inner Diameter of Nozzle: 

3,000 to 6,000 rpm 
0.1 to 2.0 mm 
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Supply Time 
.Flat Wafer: 
Uneven Wafer: 

Supply Amount 
Flat Wafer: 
Uneven Wafer: 

8" Wafer 
Rotational Speed: 

- 4 

Inner Diameter of Nozzle: 
Supply Time 

Flat Wafer: 
Uneven Wafer: 

Supply Amount 
Flat Wafer: 
Uneven Wafer: 

12" Wafer 
Rotational Speed: 
Inner Diameter of Nozzle: 
Supply Time 

Flat Wafer: 
Uneven Wafer: 

Supply Amount 
Flat Wafer: 
Uneven.Wafer: 

LCD Substrate: 
Rotational Speed: 
Inner Diameter of Noz.zle: 
Supply Time: 
Supply Amount: 

4 ±2 sec 
3 ±2 sec 

0.2 to 1.0 cc 
0.5 to 2.0 cc 

2,000 to 4,000 rpm 
o.s to 2.0 mm 

6 ±2 sec 
4 ±2 sec 

0.5 to 2.0 cc 
1.0 to 3.0 cc 

1,000 to 3,000 rpm 
0.8 to 3.5 mm 

9 ±1 sec 
7 ±1 sec 

1.0 to 3.0 cc 
1.5 to 5.0 cc 

500 to 2,000 4rpm 
0.8 to s.o mm 

12 ±4 sec 
2.0 to 9.0 cc 

30 This invention can be more fully understood from 

the following detailed description when taken in con­

j unction with the accompanying drawings, in which: 
FIG .. 1 is a schematic view showing a resist c6ating 

apparatus for performing a method of forming a coating 

35 film according to an embodiment of the present inven­

tion; 
FIG. 2 is a plan view of the coating apparatus; 
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FIG-~ 3 is a timing chart showing th~ discharge 
flow rate. (driving time of a bellows pump) of a resist 
solution from a nozzle and the operation timing of an 

air-operated valve with a lapse of time; 
5 FIGS. 4A to 4C are sectional views respectively 

showing the different modifications of a resist solution 

supply nozzle and. its distal portion; 
FIG. 5 is an enlarged perspective view showing a 

spray head used in the coating apparatus; 
10 FIG. 6 is a sectional view of the spray head; 

15 

FIG. 7 is a flow chart for explaining a method of 
forming a resist film using the coating apparatus; 

. FIG. 8 is a schematic perspective view showing an 
entire resist coating/developing apparatus to which the 
coating apparatus is applied; 

FIGS. 9 and 10 are a perspective view and a 
sectional view, respectively, showing the modification 
of a spray head; 

FIGS. 11 to 13 are sectional views respectively 
20 showing the different modifications of the nozzle 

25 

assembly of a spray head; 
FIG. 14 is a perspective view showing the modifica­

tion of a nozzle assembly and a glass substrate as a 
body on which a coating film is to be formed; 

FIG. 15 is a gr~ph showing a thickness variation 
range by the relationship between the discharge time of 

the resist solution and the rotational speed of an 8 11 

semiconductor wafer; 
FIG. 16 is a graph showing the relationship between 

30 the discharge time and the discharge flow rate of the 
resist solut~on, and the rotational speed of the wafer; 

FIG. 17 is a graph showing a thickness variation 
range by the relationship· between the discharge time of 

the resist solution and the rotational speed of a 6" 

35 semiconductor wafer; 
FIG. is.is a schematic sectional view showing 

an apparatus for forming a resist film in a solvent 
.---~~--,~~~~~~ 
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atmosphere; 
FIG .. 19 is a schematic sectional view showing an 

apparatus for forming a resist film in a reduced 

pressure atmosphere; 

5 FIGS. 20 and 21 are a schematic sectional· view and 

a schematic plan view, respectively, showing a coating 

apparatus having three resist solution supply nozzles; 

FIG. 22 is a schematic plan view for explaining the 

modification of the apparatus shown in FIG. 21; 

10 FIG. 23 is a schematic plane view for explaining 

15 

the modification of the apparatus shown in FIG. 22; 

FIG. 23A and 23B are cross-sectional views taken 

along lines 23A-23B and 23B-23B in FIG. 23, respectively; 

FIG. 24 is a schematic plane view for explaining the 

other modification of the apparatus shown in FIG. 22; 

FIG. 24A and 24B are cross sectional view~ taken 

along lines 24A-24A and 24B-24B in FIG. 24, respectively; 

FIG. 25 is a plan view for explaining an apparatus 

having further different spray heads; and 

20 FIG. 26 is a plan view showing the modification of 

25 

a spray head of the apparatus shown in FIG. 25. 

An embodiment of the present invention will be 

described in detail with reference to the accompanying 

drawings. 
In this description, a method of forming a coating 

film and a forming apparatus or a coating apparatus 

according to the present invention will be applied to a 

method of forming a resist film of a semiconductor wafer 

and a forming. apparatus therefor. 

30 As shown.in FIG. 1, the coating apparatus comprises 

a process vessel 1, a rotating member having a ver­

tically movable mechanism, e.g., a spin chuck 2, a motor 

2a such as a pulse motor as a means.for rotating this 

spin chuck 2, a spray head 5, and a scanning mechanism 

35 6. The process vessel 1 houses a target to be coated or 

a disk-like substrate, e.g., a semiconductor wafer W (to 

be referred to as a wafer hereinafter). The spin chuck 
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2 holds the wafer w on its upper surface in a horizontal 
state by vacuum suction, and is rotated at a variable 

rotational speed according to a preset program. A 

supply nozzle 3 (first nozzle) o.f a solvent A of a 

5 coating solution and a supply nozzle 4 (second nozzle) 

of a resist solution B as the coating solution, both of 

which are movable above the spin chuck 2, are close to 
each other and integrally mounted on the spray head 5. 

The scanning mechanism 6 is a means for holding the 
10 spray head 5 to move between a spray head waiting 

position and an operating position above the wafer. A 
solvent supply path and a resist solution supply path 
respectively from the nozzles 3 and 4 comprise tem­
perature adjustment mechanisms 10 for setting the 

15 solvent A and the resist solution B flowing through. 

these paths to preset temperatures, respectively. 
The supply nozzle 3 is connected to a solvent tank 

7b through a solvent supply tube 7 as a solvent supply 
path and an opening/closing valve 7a. A predetermined 

20 .amount of the solvent A in the solvent tank 7b can be 

supplied to the wafer W in a predetermined time by 
controlling the pressure of a nitride (N2) gas supplied 
to the solvent tank 7b. 

The resist -solution supply nozzle 4 communicates 

25 with.a resist solution tank Sb through a resist solution 
supply tube 8 as a resist so·1ution supply path. A suck 
back valve Sc, an air-operated valve Sd, a bubble 
removing mechanism Se for separating and removing 

bubbles in the resist solution B, a filter Sf, and a 
30 bellows pump Sg are subsequently provided to the tube 8. 

The bellows pump Sg is controlled by a driving section 
to be expandable and can supply (for example drop) a 

predetermined amount of resist solution on the central 

portion of the wafer w through the nozzle 4. Thus, this 

35 mechanism can control a supply amount of the resist 
solution so that it is less than that in a conventional 

method. The driving section comprises, e.g., a ball 
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screw assembly Bk constituted by a screw having one end 

attached to one end of the bellows pump and a nut 

threadably engaged with this screw, and a stepping motor 

Sh for linearly moving the screw by rotating the nut. 

More particularly, the inner diameter of the resist 

solution supply nozzle 4 is set to 0.1 to 2.0 mm, and 

preferably 1.0 mm for a 6" wafer, 0.5 to 2.0 mm, and 

preferably 1.5 mm for an ·8" wafer, and 0.8 to 3.5 mm, 
and preferably 2.0 mm for a 12 11 wafer. In this manner, 

although the diameter of the nozzle is preferably set 

in accordance with the size of the wafer, it can be 

arbitrarily set within the range of 0.1 to 3.5 mm. 

In any case, the nozzle can supply the resist solution 

in a smaller amount for a longer time. When the supply 

time is short, uniformity of the film thickness is 

degraded, and when it is long, the resist solution does 

not reach the peripheral portion of the wafer·. Here, 

the smaller supply amount of resist solution depends on 

the inner diameter of the nozzle and the pressure for 

20 supplying the resist solution. 

25 

In the resist solution supply system having the 

above arrangement, the discharge time of the resist 

solution is controlled by the drive time of the stepping 

motor Sh for the bellows pump Sg (control precision: 

±2 msec). The discharge amount of the resist solution 

is set by the drive operation of the bellows pump 8g, 

e.g., a drive time and a drive speed, and the 

opening/closing operation (ON-OFF operation) of the 

air-operated valve ad for opening/closing the resist 

30 solution supply path. For.example, as shown in FIG. 3, 

the discharge steps of the bellows pump Sg are divided 

into a drive rise time (initial period after starting 

discharg~) TDl when a flow rate gradually increases, 

a drive time (intermediate period after discharge) TD2 

35 when the flow rate is kept constant, and a drive fall 

time (last period before finish) TD3 when the flow rate 

gradually decreases, according to film forming 
~---~~~~~~~~ 
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conditions. The discharge (supply) amount of.the resist 
solution,.and also the discharge (supply) time can be 
accurately controlled by controlling these steps singly 
or .in a combination. The abscissa of FIG. 3 indicates 

5 a time (sec), and the ordinate indicates the discharge 
flow rate (this is proportional to the driving time 

10 

of the bellows pump) of the resist solution from the 
nozzle 4 and the operation timing of the air-operated 
valve. 

In addition, since the contraction operation of 
the bellows pump 8g can be changed by controlling and 
changing only the rotational speed of the stepping motor 
8h, the discharge flow rate can be controlled during the 
TDl, TD2, and TD3 periods. For example, the discharge 

15 flow rate is automatically controlled such that the 
discharge flow rate is gradually incre?sed by gradually 
increasing the rotational speed of the stepping motor Sh 
during the TDl period, is kept constant by keeping the 
rotational speed constant during the.-TD2 period, and is 

20 gradually de_creased by gradually decreasing the rota-

25 

tional speed during· the TD3 period. 
As shown in FIG. 3, the air-operated valve 8d is 

turned on in accordance with the discharge steps of the 
bellows pump 8g, and kept on during a predetermined 
time T (e.g., 0.1 to 1.2 seconds) after the end of the 
discharge steps of the bellows pump ag. That is, the 
bellows pump 8g is turned off with a delay time to per­
form a delay operation, so that q. pressure acting on the 
resist solution through piping from the bellows pump 8g 

30 to the supply nozzle 4 is reduced to be 0, thereby per­
forming the OFF operation. Therefore, instability of 
the discharge of the resist solution.in a step next to 
the OFF operation can be eliminated, and the resist 
solution B can be accurately discharged every time. The 

35 setting of the drive times (TDl, TD2, and TD3) of the 
bellows pump ag, and the ON-OFF operation of the air­
operated valve 8d are automatically con~rolled by~ 

i 
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operation of a computer on the basis of a preset 

program .. 
The importance in the setting of the drive times 

(TDl, TD2, and TD3) of the bellows pump8g will be 

5 described as follow. After the discharge flow rate of 

the resist solution is set so that a predetermined 

amount of a predetermined total discharge amount (TD2) 

is discharged, the residual amount to be discharged is 

supplied at a lower flow rate (TD3). In other words, 

10 during the TD3 period, the discharge flow amount is 

gradually decreased and supplied with_ a elapse· of time. 

Therefore, t}J.e problem that the thickness of the resist 

film becomes thinner at the peripheral portion of the 

processing target can be solved. 

15 Alternately, the discharge time of the resist solu-

tion may be controlled by the opening/closing operation 

of a variable orifice (not 
solution supply nozzle 4. 

tion B may be supplied not 

shown) provided to the resist 
In addition, the resist solu­

using the bellows pump Sg, 

20 but pressurizing N2 gas to the resist solution tank Sb. 

25 

In this case, the discharge time of the resist solution 

B can be controlled by adjustment of the pressurization 

amount of N2 gas. 
According to the system of this embodiment, since 

the consumption amount of the resist solution can be 

redu·ced, contamination inside the processing vessel 

is decreased so as to efficiently clean a cup, reduce 

particles in the cup, and reduce mist attaching the 

target to be_ coated. Furthermore, according to ~n 

30 experiment conducted _by the present inventor, it was 

confirmed that the consumption amount of the resist 

solution was decreased to, for example, about.l/4 per 

day. 
Although the setting of the drive times (TDl, TD2, 

35 and TD3) of the bellows pump·, and the setting of the 

ON-OFF operation of the air-operated valve are automati­

cally controlled by the operation of a computer on the 
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basis of a preset program, the respective settings can 
be independently arbitrarily corrected and changed. In 
addition, only the TD2 is arbitrarily corrected and 
changed, and a sequencer can be newly added. 

After the resist solution is discharged from the 
supply nozzle 4, the suck back valve Sc provided to 
the resist solution supply system draws, in the supply 
nozzle 4, the resist soluti.on B remaining by surface 
tension on the inner wall of the distal end portion 
of the resist solution supply nozzle 4. Therefore, 
solidification of the residual resist solution can be 
prevented. In the resist solution supply nozzle 4 
which discharges a small amount of the resist solution 
B, when the resist solution is normally drawn in the 

15 resist solution supply nozzle 4 by the operation of the 
negative pressure of the suck back valve Sc, air around 
the distal end of the nozzle 4 also is drawn in the 
nozzle 4, a residue of the resist solution B attached to 
the distal end of the nozzle 4 enters the nozzle 4, 

20 thereby causing clogging of the nozzle 4. In addition, 
the wafer w is contaminated by generation of particles 
which are formed by dried resist, and the yield may be 
decreased. 

25 
In order to solve the above prqblem, as shown in 

FIG. 4A, the thickness of a portion 4b near the opening 
is made larger as compared to a diameter of a nozzle 
hole 4a of the resist solution supply nozzle 4. That 
is, the nozzle 4 comprises a cylindrical distal end 
portion 4b and an inverted conical trapezoidal portion 

30 following to this cylindrical distal end portion. 
Instead, as.shown in FIG. 4B, an outer flange 4c is 
provided to the cylindrical distal end portion or the 
opening of the resist solution supply nozzle 4 so as to 
prevent air drawing around the distal end of the nozzle 

35 4 upon suck-back. In addition, as shown in FIG. 4C, a 
small-diameter bent portion 4d extending in a lateral s­
shape is formed at the distal end of the vertically 
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extending cylindrical portion of the resist solution 

supply nozzle 4. The suck-back is performed near the 

center of the bent portion 4d, thereby preventing air 

drawing around the distal end portion of the nozzle. 

As shown in FIG. S, the temperature adjustment 

mechanisms 10 comprise temperature adjustment solution 

supply paths 11 provided "to surround the respective 

outer circumferences of the solvent supply tube 7 and 

the resist solution supply tube 8, circulating paths 12 

each having two ends connected to the two ends of the 

corresponding temperature adjustment solution supply 

path 11, a circulating pump 13 provided to each cir­

culating path 12, and thermo modules 14, each connected 

to the course of the circulating path 12, for keeping 

a temperature adjustment solution C (e.g., constant-

temperature pure water) at a constant temperature. 

The solvent A flowing through the solvent supply 

tube 7 and the resist solution B flowing through 

the resist solution supply tube 8 can be kept at a 

20 constant temperature (e.g., about 23°C) by the 

temperature adjustment mechanisms 10 having the above 

2S 

arrangement. 
In FIG. S, the solvent supply nozzle 3 and the 

solvent supply tube 7, and the resist solution supply 

nozzle 4 and the resist solution supply tube 8 are 
integrally formed, respectively. As will be described 

below with reference to FIG. 6, however, they are pre­

ferably separately formed. 
The spray head S is constituted by a stainless 

30 ste.el or aluminum alloy member. u-shaped holes which 

respectively constitute the parts of contour paths 15 

are formed in the upper portion of the spray head s. 
Each vert!cal through hole Sa extending through the 

lower surface of the spray·head Sis formed on the 

3S b~ttom portion of each hole. Each through hole Sa 

comprises an inclined middle portion Sb whose diameter 

becomes larger downward, and a lower large-diameter 
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portion Sc. An internal thread is formed in the inner 
circumferential surface of this lower portion. When the 
nozzles 3 and 4 are mounted on the spray head s having 
the above arrangement, the cylindrical nozzles 3 and 4 

S are inserted through the through holes Sa to extend the 
upper and lower portions of the respective nozzles 3 

and 4, substantially conical seal members 16 made of 
a synthetic resin and having vertical through holes 
through which the nozzles 3 and 4 can extend are 

10 packed in the inclined middle portions Sb, and thread 

members 17 having vertical through holes through which 

15 

the nozzles 3 and 4 can extend are threaded in the 
thread-mounted lower portions Sc, thereby pressing the 
seal members 16 against the inclined inner circumferen-

tial surfaces of the middle portions Sb. In this 
manner, the nozzles 3 and 4 are liquid-tightly mounted 
on the spray head s. As shown in FIG. 6, an 0-ring 18 
is interposed between the upper surface of each middle 

portion Sb and the upper portion of each seal.member 16, 
20 so that water-tightness between the contour path 15 and 

the respective nozzles 3 and 4 can be assured. 

25 

A holding pin 19 extends on th~ upper surface of 

the spray head 5 at one side. When ~ scanning arm Ga 
holding the holding pin 19 is moved by the scanning 

mechanism 6 in x and Y (horizontal), and z (vertical) 
directions, the spray heads, i.e., the solvent supply 

nozzle 3 and the resist solution supply nozzle 4 are 
selectively moved between an operation position above 

the central portion of the wafer W and. a waiting posi-

30 tion above a nozzl.e waiting portion 20. In this case, 

four kinds of the spray heads S (FIG. 2) are disposed 
in accordance with kinds of the resist solutions. That 
is, the four spray heads 5 are prepared at the nozzle 
waiting portion 20, and the resist solution supply 

35 nozzles 4 of these spray heads 5 communicate with tanks 

in which different resist solutions are contained, 

respectively. In this case, only the resist solution 
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supply nozzle 4 is provided to each spray head 5, and 
the solvent supply nozzle 3 may be mounted on the distal 
end of the scanning arm Ga in advance to be commonly 
used for all the spray heads 5. Furthermore, a plura-

5 lity of solvent supply nozzles 3 are linearly disposed, 

and the solvents are supplied from a plurality of por­

tions along the radial direction of the wafer. In this 
case, different outlet diameters of nozzles are provided 
to cope with different discharge flow rates and changed 

10 according to discharge flow rate, thereby arbitrarily 
controlling discharge from the respective nozzles. 

15 

As shown in FIG. l, the process vessel l comprises 

a cylindrical outer vessel la surrounding the wafer w 
held by the spin chuck 2, and an annular inner vessel ld 
positioned near the lower surface of the wafer w and 

having a horizontal piece lb and a cylindri-cal wall le. 
An exhaust port le and a liquid discharge port lf are 

provided to the bottom portion of the outer· vessel la. 

An exhaust pipe 21 connected to a suction means, e.g., a 
20 vacuum pump (not shown), is-connected to the exhaust 

port le, and a liquid discharge pipe 22 is connected to 

the liquid discharge port lf. 

25 

As shown in FIG. 2, a rinse solution supply nozzle 

23 is provided to a side opposing to the nozzle waiting 
position with respect to the spin chuck 2. The rinse· 
solution supply nozzle 23 is also provided to one end 
portion of a moving mechanism 24 for vertically moving 
and pivoting the rinse solution supply nozzle 23. The 
moving mechanism 24 retreats from the process vessel 1 

30 during not supplying a rinse solution, and pivots and 

moves downward the rinse solution supply nozzle 23 

waiting above to supply the rinse solution to the 
peripheral portion of the wafer w. 

The procedure of forming a resist film by the 
35 coating apparatus having the above arrangement will be 

described with reference to a flow chart of FIG. 7, 

using an 8 11 wafer. 
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A centering structure is provided to a wafer sup­

porting arm (not shown). By this means, one wafer w 
which is unloaded and positioned from a wafer carrier 

is· moved on the stationary spin chuck 2 by a convey 

5 arm (not shown), and held and supported by the spin 

chuck· 2 by vacuum suction (preliminary positioning). 

In this stationary state, the wafer W is in a still 

state (0 rmp) without rotation, or is rotated at lower 

speed (range between about 500 to 1,500 rpm, e.g., rota-

10 tional speed: l,OOOrpm) than normal rotational speed 

(range between about 1,500 to 3,500 rpm, e.g., rota­

tional speed: 2,500 rpm) during processing for about l 

to 3 sec, e.g., 2.0 sec (step l). During or before 

this rotation, 1.0 cc.of methyl-3-methoxypropionate 

15 (MMP) as the solvent A of the coating solution is 

supplied {dropped) on the center of the wafer surface 

within, e.g., 0.5 sec from the solvent supply nozzle 3 

of the spray head 5 clamped by the scanning arm 6a to be 

moved above the central portion of the wafer W by the 

20 scanning mechanism 6 {step la) .. 

25 

Then, the solvent A is diffused along the entire 

surf ace of the wafer w and scattered from the wafer by 

rotating the spin chuck 2 for about 2 to 10 sec, e.g., 

6.0 sec, a-t high speed {rotational speed: range between 

about 3,000 to 5,ooo. rpm, e.g., 4,000 rpm) (step 2). 
During 6.0 sec, in order to suppress an average 

variation between different wafers W (variation in 

average film thickness), the spin chuck 2 is rotat~d 

for about l to 5 sec, e.g., 2.0 sec, at low speed 

30 (rotational speed: range between about 1,000 to 

2,000 rpm, e.g., 1,500 rpm) (step 2a). Thereafter, the 

spin chuck 2 is preferably rotated at a higher speed 

(range between about 2,000 to 4,000 rpm, e.g., rota­

tional speed: 2, 900 r'pm) than normal rotational speed 

35 (2,500 rpm) upon processing to control the film 

thickness of the peripheral portion of the wafer W 

(step 2b) .. 
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The.rotational speed of the wafer w is reduced 

to 1,500 rpm. This is .because it is .assured by an 

experiment that unevenness of the resist films occurs 

among the coated wafers W when rotational speed is 

5 not reduced, and this unevenness is to be prevented. 

The rotational speed of _the wafer w is equal to the 

rotational speed (rotational speed: 2,900 rpm) during 

resist supply (to be described below) after the step 

of suppressing the average variation. This is because 

10 it is assured by an experiment.that this rotational 

speed is effective to stabilize the thickness of the 

resist film, and the effective stabilization is to be 

enhanced. 
When the 6.0 sec have elapsed in the step 2, and 

15 a solvent film is formed on the surface of the wafer 

(before the solvent A is dried), the wafer Wis rotated· 

at the rotational speed in the range between about 

2,500 and 3,500 rpm, e.g., 2,900 rpm, and 1.5 cc of 

the coating solution, e.g., the resist solution B. are 

20 supplied (dropped) from the resist solution supply 

nozzle 4 on the central portion of the solvent film on 

the wafer surface within 3.5 sec (step 3). The time 

when the solvent A is dried can be obtained by an 

experiment in advance. For example, while interference 

25 fringes are visually checked on the surface of the wafer 

W, the surface of the wafer W is not dried, and if the 

interference fringes are not seen, the surface is dried, 

thereby knowing the end o·f drying. In this case, the 

supply time for 3.5 sec is the drive time of the bellows 

30 pump Sg, i.e., is divided into the drive rise time TDl, 

the normal drive time TD2, and the drive fall time TD3. 

By this arrangement, the respective times (number of 

cycle steps) can be independently controlled, and the 

supply amount of the resist solution can be accurately 

35 minutely controlled. The rotational speed of the wafer 

in step 3 need not be set higher than that in step 2, 

but also may be set equal to or lower than that in step 



'--' 

- 17 -

2. At this time, the supply speed of the resist solu­
tion and the rotational speed of the wafer are pre­
ferably set in consideration of drying speed of the 
solvent. The above conditions are set to match dif-

5 fusion speed of the resist solution on ~he wafer with 
the drying speed of the solvent, so that the resist film 

having a uniform thickness can be formed in a small 
amount of resist solution. 

10 

15 

At the end of step 3, the resist supply nozzle 4 is 
returned to the waiting position, and the rot"ational 
speed of the wafer W is reduced to 2,500 rpm (normal 
rotation) to rotate it for 15 sec (step 4). After 
coating process is finished in this manner, the solvent 

supply nozzle 23 is moved above the peripheral edge 

portion of the wa-f~r W, and a. solvent for resist is 
supplied for, e.g., 9.0 sec to dissolve and remove a 
residual resist solution on the peripheral portion of 
the wafer w, while the rotational speed of the wafer W 
is kept at 2,500 rpm. In addition, the solvent for 

20 resist is sprayed from a back cleaning nozzle (not 
shown) to the lower surface of the wafer W to.remove 
the resist solution attached to the lower surface of 
the wafer W (step 5), thereby finishing the coating 

25 
operation. 

The coating apparatus having the above arrangement 
according to the present invention is singly used as 
a resist coating apparatus of the semiconductor wafer 
w, and can be incorporated for use in a resist coating/ 
developing apparatus of the semiconductor wafer W (to be 

30 described below). The structure of the resist coating/ 
developing apparatus in which the coating apparatus of 
the above embodiment is incorporated will be described 
below. 

As shown in FIG. 8, a resist coating/developing 

35 apparatus 40 comprises a carrier station 30 at one end. 
A plurality (e.g., four) of cassettes 31 for containing, 
e.g., a large number of semiconductor wafers Was 

,-­
. i 

I 

' 
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a processing target can be mounted in the carrier sta­

tion 30 .. An auxiliary arm 33 for loading/unloading and 

positioning the semiconductor wafer w is provided on the 

central portion of the carrier station 30. M?in arms 42 

5 are provided to be movable at the central portio~ of the 

resist coating/developing apparatus 40 in the longitudi­

nal direction and to receive the semiconductor wafer w 
from the auxiliary arm 33. The various types of process 

mechanisms are disposed on the two sides of transfer 

10 paths of the main arms 42. More particularly, as these 

processing mech~nisms, a brush scrubber 4lf for cleaning 

the semiconductor wafer w by bushing and a high~pressure 

jet cleaning unit 4lg for cleaning the wafer w by high­

pressure jet water are parallely disposed on the carrier 

15 station 30 side, and two developing units 4le are 

parallely disposed and two heating un~ts 4lb adjacent 

to these units are stacked on the opposite side of the 

transfer path of the main arm, .all of which serve as 

process stations. 
20 On the side of the above process mechanisms, an 

25 

adhesion process unit 4la for hydrophobically treating 

the semiconductor .wafer w before a photoresist is coated 

on the wafer w is provided through a connection unit 35, 

and a cooling unit 4lc is disposed under the adhesion 

process unit 4la. Heating unit· 4lb are disposed to be 

stacked in two arrays each consisting the two heating 

units sideways these units 4la and 4lc. 
Two resist coating apparatuses 4ld for coating the 

photoresist solution on the semiconductor wafer W are 

30 parallely disposed on the opposite side of the heating 

units 4lb, the adhesion process unit 4la, and the like 

to interpose the transfer path of the main arm 42. An 

exposing unit (not shown) for exposing a predetermined 

micropattern on the resist film, and the like are pro-

35 vided sideways the resist coating apparatus 4ld. 

In the resist coating/developing apparatus having 

the above arrangement, an unprocessed wafer W to be 

11l1i1iU1i1i1illr 
I 
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coated is picked up from the wafer carrier 32 by ·the 
auxiliary arm 33 of a loading/unloading mechanism, 
and the wafer w on the auxiliary arm 33 is held and con­
veyed by the main arm 42 sequentially to the process 

5 mechanisms 4la to 4le, and properly processed. The pro­
cessed wafer w is conveyed by the main arm 42 again, and 
stored in the wafer carrier 32 by the auxiliary arm 33, 
thereby completing the processing operation of the wafer 
w. 

10 The bellows pump Sg having a motor pump arrangement 
has been described, in which a predetermined amount of 
the resist solution B in the resist solution tank is 
supplied to the wafer W by supply solution operation by 
expansion and contraction· of the bellows through the 

15 ball screw Bk driven by the stepping motor Sh. However, 
a diaphragm· may be used insteaq of the bellows. In 
addition, a linear motor may be used for linearly 
movement instead of the stepping motor, and a belt 
drive may be used. Still further, an electronic air 

20 pump for electrically controlling an air cylinder.may 

25 

be used. 
Since the temperatures of the solvent and the 

resist solution are controlled by the temperature 
adjustment mechanism 10, the thickness variation of 
the resist film can be reduced.· According to the con­
ventional drawback, by a change in cooling temperature, 
the resist film thickness is thin at the central portion 
of the processing target and is thick at the peripheral 
portion of the processing target when the cooling tem-

30 perature is high. However, according to this system 
that the resist solution is supplied after the solvent 
is coated, the present inventor confirms iri an experi­
ment that.the uniform thickness of the resist film can 
be obtained despite of a change in cooling .temperature. 

35 In addition, conventionally, the thiekness of the resist 
film is thin at the central portion of the processing 
target and is thick at the peripheral portion of the 
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processing target when the temperature inside the pro­
cessing vessel is high, simila.r to the change in cooling 
temperature. However, according to this system that the 
resist solution is supplied after the solvent is coated, 

5 the present inventor confirms.in an experiment that the 
uniform thickness of the resist film can be obtained 
despite of a change in temperature inside the processing 
vessel. 

In the above embodiment, the arrangement that the 
10 solvent supply nozzle 3 is formed in the spray head 5 

integrally with the supply nozzle 4 has been described. 
The arrangement, however, is not limited to this, and 
the solvent supply nozzle 3 may be provided integrally 
with the rinse solution supply .nozzle 23 to supply the 

15 solvent as shown in FIGS. 9 and 10. 
In this example, the common temperature adjustment 

mechanism 10 is disposed in the supply path of the 
solvent arid the sµpply path of the resist solution. 
The spray head 5 and the scanning arm 6a of the scanning 

20 mechanism 6 are integrally formed, a temperature adjust­
ment solution supply p~th lOa is formed in the spray 
head 5 and the scanning arm 6a, and the solvent 

25 

supply tube 7 and the resist solution supply tube 8 
are disposed in this supply path lOa, so that the same 
temp.erature adjustment solution C can adjust the tem­
peratures of the solvent A and the resist solution B. 
By this arrangement, the structure of the temperature 
adjustment mechanism 10 can be simplified, and the tem­
peratures of the solvent A and the resist solution B can 

30 be kept equal to each other. 

35 

The arrangement and structure of the spray head 5 
and the nozzles are not limited to the above example, 
and the spray head 5 and the nozzles may be disposed, as 
shown in FIGS. 11 to 13. 

In the example shown in FIG. 11, the solvent supply 
nozzle 3 is disposed coaxially with the resist solution 
supply nozzle 4 around the outer circumference of the 
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supply nozzle 4. The resist solution supply nozzle 4 

and the solvent supply nozzle 3 constitute a double pipe 
structure, and the distal end of the solvent supply 
nozzle 3 extends downward to be lower than the distal 

5 end of the resist solution supply nozzle 4. As a matter 
of course, the distal end of the solvent supply nozzle 3 
may be at the same level as that of the distal end of 
the supply nozzle 4, or the former may be shorter. 
Alternatively, the resist solution supply nozzle 4 may 

10 be disposed outside the solvent supply nozzle 3. 
As shown in FIG. 12, a mechanism that the resist 

solution supply nozzle 4 and the solvent supply nozzle 3 
are placed side by side, and an outlet port 60 for these 
nozzles is commonly used may be employed. 

15 As shown in FIG. 13, the distal end of the solvent 
supply nozzle 3 is inserted into the .solv·ent iri an annu­
lar solvent storage tank 62 formed inside the spray head 
5 and having an outlet port 61 at the center, and the 

·distal end of the resist solution supply nozzle 4 is 
20 positioned at the upper portion inside the tank 62 to 

expose the distal end of the nozzle 4 in a gasified 
solvent atmosphere. In this· manner, since the distal 
end of the solvent supply nozzle 3 is disposed at the 
outer circumference of the distal end of the resist 

25 solution supply nozzle 4, the resist attached to the 
resist solution supply nozzle 4 can be cleaned by the 
solvent, and the resist solution can be prevented from 
drying, thereby preventing generation of particles by 
drying of the resist. 

30 A nozzle mechanism shown in FIG. 14 is suitable for 
a case that a body on which a coating film is to be 
formed does not have a disk-like shape, but a rec­
tangular shape, such as a glass substrate used for a 
liquid crystal display apparatus, and a coating film is 

35 formed on this substrate. In this example, the solvent 
supply nozzle 3 is disposed along the outer circum­
ference of the res"ist solution supply nozzle 4, and the 
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distal end of the nozzle 3 is branched into a plurality 
(e.g., four) of portions in this example. As a result, 
the solvent is supplied to the four portions at the 
same time. Preferably, these branched nozzles 3a are 

5 disposed to correspond the four corners of the rectangle 

similar to a glass substrate G, respectively. The 
solvent is supplied to the corresponding positions on 
the diagonal lines with respect to the center of the 
substrate G at the same time. In this manner, even if 

10 the substrate is rectangular, diffusion of the solvent 
can be made uniform to a certain degree. 

Examples of the method of forming a resist film 
will be described with reference to experiments. 
Experiment 1 

15 For example, methylmet:hoxypropionate (MMP) is used 
as a solvent A, and a discharge amount is determined 
in accordance with a degree bf unevenness (the upper 
surface of· a wafer or a film formed on the-wafer is 
flat or uneven or has a stepped portion). In general, 

20 the discharge amount for an uneven surface is set 
larger than that for a flat surface. For example, 

25 

the discharge amount for·the uneven surface is 0.7 cc, 
and the discharge amount for the flat surface is 
0.9 cc. 

In this example, 0.7 cc of the solvent were dropped 
on the central portion of the surface of an B" wafer w 
while rotating the wafer w at a rotational speed of 
1,000 rpm, thereby diffusing the solvent along the 
wafer W in the circumferent.ial direction. In this 

30 rotating state, 0.9 cc of a resist solution were dropped 

on the central portion of the wafer W-before the solvent 

A on the wafer W was dried, i.e., 2 sec a~ter dropping 
the solvent A. The resist solution B was dropped while 

the dropping (discharge) time and the rotational speeds 
35 of the wafer w during and after dropping were.properly 

changed. Results are shown in FIG. 15. The ordinate in 

FIG. 15 represents a difference {thickness variation 
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range) between a resist film portion having a maximum 
thickness.and a resist film portion having a minimum 
thickness, and the abscissa represents the rotational 
speed of the wafer w. 

As can be apparent from FIG. 15,· the thickness 
variations became minimum within the respective dropping 
times to be as small as 50 2 or less when the discharge 
time of a resist solution B was 2.5 sec and the rota­
tional speed of the wafer w was 1,000 rpm, the discharge 

10 · time of the resist solution B was 2.0 sec and the rota-

15 

tional speed of the wafer W was 3,500 rpm, the discharge 
time of the resist solution B was 1.0 sec and the rota­
tional speed of the wafer w was 4,500 rpm, and the 
discharge time of the resist solution B was 0.7 sec and 
the rotational speed of the wafer w was 5,000 rpm. In 
this case, the resist films formed on the wafers were 
uniform. Judging from this experiment, it is found 
that a film having a uniform thickness can be formed by 
properly selecting the _rotational speed of the wafer W 

20 in accordance with the discharge time of the resist 
solution. The relationship between the discharge time, 
the rotational speed, and the discharge flow rate is 
shown in FIG. 16. 

In_ Experiment 1, the resist solution B had the 
25 discharge amount of 0.9 cc. However, it is found that 

the same effect as described above can be obtained when 
the discharge amount of the resist solution B is set to 
o.s to 2.0 cc for a flat surface and 1.0 to 3.0 cc for a 
stepped surface. 

30 Experiment 2 
For example, ethyl cellosolve acetate (ECA) or 

methylmethoxypropionate (MMP) is used as a solvent A, 
and·a discharge amount is determined in accordance with 
a degree of unevenness. .In using ECA, O. 2 cc . of the 

35 solvent are dropped on a flat surface, and 0.3 cc of 
the solvent are dropped on an uneven surface. In using 
MMP, 0.4 cc of the solvent are dropped on a flat 
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surface, and o.s cc of the solvent are dropped on an 
uneven surface. 

In this example, t_he sol vent A was dropped on the 
central portion of the surface of a 6" flat wafer w 

5 while rotating the wafer w at a rotational speed of 
1,000 rpm, thereby diffusing the solvent along the wafer 
W in the peripheral direction. In this rotating state, 

10 

15 

0.2 to 0.3 cc of the resist solution B were dropped on 
the central portion of the wafer w before the solvent A 
on the wafer W was dried., i.e., 2 sec after dropping the 
solvent A. The resist solution B was dropped while the 
dro~ping (discharge) time and the rotational speeds of 
the wafer W during and after dropping were properly 
changed. Results are shown in FIG. 17. 

As can be apparent from FIG. 17, the thickness 
variations became minimum within the respective dropping 
times to be as small as SCA or less when the discharge 
time of a resist solution B was ·2.s sec and the rota­
tional speed of the wafer W was 2,000 rpm, the discharge 

20 time of the resist solution B was 2.0 sec and the rota­
tional speed of the wafer W was 3,000 rpm, the discharge 
time of the resist solution B was 1.5 sec and the 

25 

rotational speed of the wafer w was 5,000 rpm, and the 
discharge time of the resist solution B was 1.0 sec· 
and the rotational speed of the wafer W was 6,000 rpm. 
Judging from this experiment, it is found.that·a film 
having a uniform thickness can be formed by properly 
selecting the rotational speed of the wafer W in 

accordance with.the discharge time of the resist solu-
30 tion. 

Judging from both the.experiments, the solvent A 
is dropped on the surface of the wafer w, the wafer w 
is rotateo at a predetermined rotational speed (e.g., 
1,000 rpm), and the solvent A is diffused over the 

35 entire upper surface of the wafer w. The resist 
solution B is discharged on the wafer w in a predeter­
mined amount (0.6 to 0.9 cc for an 8 11 wafer, and 0.2 to 
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0.3 for a 6" wafer) for a predetermined period of time 
(0.7 to 2.5 sec for an 8 11 wafer, and 1.0 to 2.5 sec for 
a 6" wafer) in accordance with the size of the wafer· 
before the solvent A is dried. In addition, ~he wafer w 

5 is rotated at a predetermined rotational speed (5,000 to· 
1, 000 rpm for an 8 11 wafer, and 6, 000 to 2·, 000 rpm for a 
6" wafer). Therefore, the resist film having a uniform 
thickness can be formed on the surface of the wafer. 

10 

15 

20 

25 

30 

In addition, an amount of resist solution used can be 
decreased. This is estimated that since the res~st 
solution B is diffused to follow drying of the solvent A 
dropped in advance and diffused from the central portion 
of the waf~r w to the peripheral ed~e portion (i.e., the 
resist solution B reaches a portion immediately before 
the solvent film gradually drying from the central por-
tion to the peripheral edge portion dries), the solvent 
A and the resist solution B contact in a uniform ratio 
with good wettability. 

Other coating apparatuses will be described with 
reference to FIGS. 18 to 20. The same reference 
numerals as in the apparatus in FIGS .. 1 and 2 denote 
substantially the same parts in the coating apparatuses, 
and a detailed description thereof will be omitted. 

The apparatus shown in FIG. 18 is constituted such 
that the resist coating method is performed in a solvent 
A atmosphere. For this reason, a process vesse~ 1 has 
a sealed structure, and a saturation atmosphere of the 
solvent A is constituted inside the sealed process 
vessel 1. 

The main portion of the process vessel 1 is consti­
tuted by an outer vessel 30, an inner vessel 31, and a 
cover member 32. The upper surrounding portion of the 
outer vessel 30 surrounds a wafer w and can vertically 
move. The inner vessel 31 constitutes the bottom por-

35 tion of the process vessel 1. The cover member 32 
covering the opening of the upper portion of the outer 
vessel 30. 
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The outer vessel 30 comprises a cylindrical outer 
vessel main body 30a surrounding ~he wafer W on a spin 
chuck 2, and a cylindrical mov·able wall 30b mounted to 
the outer vessel main body 30a to be vertically movable. 

·' 5 ·The movable wall 30b can be vertically moved by a ver-
_ tically moving arm (not shown) with resp~ct to the outer 

vessel main body 30a. 
A cylindrical wall 3lb extends on the upper surface 

of a bottom portion 3la in the inner vessel 31. The 

10 bottom portion 3la is preferably inclined outward so as 
to exhaust a waste solution. A doughnut-like rotary 
member 3le is disposed to be rotatable in a horizontal 
plane at the upper end of the cylindrical wall 3lb 
through a bearing 3ld, and connected to the spin chuck 2 

15 to be rotated. An annular solvent reservoir channel 3lf 
whose upper surface is open is formed at the peripheral 
edge portion.of the rotary member 3le, and the solvent 
A is stored in the solvent reservoir channel 3lf. A 
cylindrical vertical wall 3lg extends downward under the 

20 solvent reservoir channel 3lf of the rotary member 3le, 
and a plurality of communication ports 3lh communicating 
with an exhaust port le and a liquid discharge port lf 
at the lower portion are formed at proper positions of 
the vertical wall 3lg. 

25 The dome-like cover member 32 comprises a rotating 
shaft 32c suspended by a suspending arm 32a through a 
bearing 32bto be rotatable in a horizontal plane. The 

cover member 32 air-tightly contacts the rotary member 
3le through a seal member 32d, e.g., an 0-ring, provided 

30 to the inner circumferential surface of the opening at 
the lower portion. In this contact state, an enclosed 
space 35 is defined, and the rotational force from the 
rotary member 3le is transmitted to the cover member 32. 
The cover member 32 is vertically moved by the 

35 suspending arm 32a which is vertically moved by a ver­
tically moving mechanism (not shown). A solvent supply 

nozzle 3 and a resist solution supply nozzle 4 are 
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provided to be rotatable together with the cover member 
32. The nozzles 3 and 4 respectively connected to a 
solvent supply path 33 and a resist supply path 34 which 
extend through the rotating shaft 32c and are rotatably 

5 connected to a solvent _supply tube and a resist solution 
supply tube are mounted in the cover member 32 to be 
rotatable therewith. 

10 

15 

In the coating apparatus having the above arrange­
ment, when the solvent A is stored in the solvent reser-
voir channel 31f, and the cover member 32 is closed, the 
solv~nt A is evapor~ted and the saturation atmosphere of 
the solvent A can be realized inside the enclosed space 
35 or the process chamber. In this atmosphere, a resist 
film is f brmed on the wafer according to the above 
method. More specifically,_ the solvent A is dropped 
on the wafer w to form a film of the solvent A on t.he 
wafer W while the enclosed space 35 is filled with the 
saturated solvent A. Before the solvent A is dried, a 
resist solution B is supplied to the wafer w at a prede-

20 termined rotational speed of the wafer W for a predeter­
mined period of time in a predetermined amount, so as to 
form the resist film on the surface of the wafer. 

25 

Since the coating·process can be performed in the 
solvent atmosphere using this apparatus, drying of the 
solvent after coating can be suppressed, and uniformity 
of the film thickness can be further achieved. 

In the above description, the solvent reservoir 
channel 31f is provided on the rotary member .3le of the 
inner vessel 31, and the solvent A is stored in this 

30 channel 31f, so that the saturation atmosphere of the 
solvent is realized inside the enclosed space 35. 
However, the structure is not limited to this. For 
example, a larger amount of the solvent A is discharged 
from the solvent supply nozzle 3 to realize the solvent 

35 atmosphere inside the enclosed. space 35, or the mist of 
the solvent in saturation state is introduced to the 
enclosed space 35 using, e.g., an inlet pipe, to realize 
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the solvent atmosphere inside the enclosed space 35. 
The apparatus shown in FIG. 19 is constituted such 

that the resist coating method is performed in a reduced 

pressure atmosphere. For this reason, the process 

5 vessel 1 has a sealed structure, and a pressure in the 

process chamber is reduced to a predetermined value to 

perform resist coating in this reduced pressure 

atmosphere. 
The apparatus shown in FIG. 19 is. substantially the 

10 same apparatus as that shown in FIG. 18 except that the 
solvent reservoir channel 3lf is not provided. In this 

apparatus, a pressure in the enclosed space 35 can be 

reduced to a predetermined value,_ e.g., 90 mmH20, by a 

vacuum pump 36 connected to an exhaust pipe 21 connected 

15 to the exhaust port le through the communication po~t 

31h formed on the rotary member 3le. 
The coating method ~n the apparatus shown in 

FIG. 19 is basically the same as the above-mentioned 

method except that ·the atmosphere differs from the above 

20 solvent atmosphere, and a detailed description thereof 

will be omitted. 

25 

In the coating process in the reduced pressure 
atmosphere, since· scattering particles can be induced 

toward. the communication port 3lh, the resist solution B 

dropped on the wafer w is prevented from scattering and 
attaching again to the inner surf ace of the process 

vessel, thereby preventing contamination of the wafer w 
by particles and a decrease in yield. In addition to 

prevention of a resist particle from attaching to the 

30 inner surface of the process vessel, according to the 

present invention, since a small amount of resist solu­

tion is used, maintenance and inspection for the vessel 

are not time-consuming. 
A coating apparatus in which a plurality (e.g., 

35 three in this embodiment) of resist solution supply 

nozzles 3 are provided to a spray head 5 wiil be 

described with reference to FIGS. 20 and 21. 
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As shown in FIG. 21, four nozzles are ~inearly 
disposed at the distal end portion of the elongated 
spray head 5 whose proximal end portion is pivotally 

mounted on a housing 111 to be rotatable about a 
5 scanning mechanism 6 in a horizontal plane in a direc­

tion indicated by an arrow. All the four nozzles are 

moved together with the movement of the spray head 5. 
The first nozzle 3 is for supply.ing a solvent, and other 

three nozzles 4a, 4b, and 4c are for supplying different 
10 kinds of resist solutions under an AND/OR condition. In 

this embodiment, the respective resist solution supply 
nozzles 4a, 4b, and 4c are connected through resi~t 
solution supply mechanisms to corresponding tanks in 
which the different kinds of resist.solutions are con-

15 tained (one tank Sb and one solution supply mechanism 

are represented in FIG. 20). 
In this apparatus, different kinds of coating films 

can be formed without exchanging the spray head 5. 
In the apparatus according to the embodiment shown 

20 in FIGS. 20 and 21, the resist solution supply nozzles 
are linearly .disposed. However, the arrangement is not 
limited to this. For example, the nozzles may be 
disposed on the circumference using the solvent supply 

25 
nozzle as a center .. In addition, the solvent supply 

nozzle 3 and the resist solution supply nozzles need 
not be provided integrally in the spray head s. For 
example, as indicated by a dashed line in FIG. 22, the 
solvent supply nozzle 3 may extend to the right or left 
of the spray head 5 (in the example shown in FIG. 22, 

30 four resist solution supply nozzles 4a to 4e are used). 

Furthermore, as indicated by the dashed line in 
FIG. 22, a moving arm 23a supporting a rinse solution 

supply nozzle 23 may be further extended above the 
center of a wafer w on a spin chuck 2, and the solvent 

35 supply nozzle 3 may be provided to the distal end of 
this arm. In this case, a moving mechanism 24 may be 

constituted to vertically move the arm 23a, and the 
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height of the rinse supply position by the rinse solu­
tion supply nozzle 23 and the height of the solvent 
supply po-sition by the supply nozzle 3 may be indepen­
dently changed. The solvent supply nozzle 3 may be 

5 disposed toward the center of the wafer W without 
extending the arm 23a above the center of the wafer w. 
Instead, as indicated by a chain line in FIG. 22, the 
rinse mechanism may be provided to the opposite side 
(upper left side in FIG. 22) of the wafer w. 

10 Alternatively, as indicated by a chain double-dashed 
line in FIG. 22, the rinse mechanism may be provided to 
the wafer w side to pivot the arm 23a using the moving 
mechanism 24 as a center or parallely move the arm 23a 
as indicated by an arrow 107, thereby moving the rinse 

15 nozzle 23 to the wafer w. 
The solvent supply nozzle may be fixed to the 

housing 111 of the coating apparatus using mounting 
member (not shown). In this case, the solvent supply 
nozzle is mounted at a position without interfering to 

20 loading/unloading the wafer W, and the solvent is obli­
quely sprayed toward the rotational center of the wafer 
W, preferably. 

25 

The spray form of the solvent by the solvent supply 
nozzle may take one flow, or a lot of f~ows, or may be 
not spreaded. As has been described in the above embo­
diment, a plurality of solvent supply nozzles may be 
provided. In ~his case, for example, outlet diameters 
are differed from each other -to _control discharge states 
from the respective nozzles corresponding to discharge 

30 flow rates or changes in discharge flow rate. Instead, 
in order to supply different solvents from the 
respective nozzles, the nozzles may be connected to 
corresponding tanks, and the kinds of solvents or a 
discharge sequence is. selected, thereby obtaining 

35 optimal coating conditions. 
In still another coating apparatus shown in FIG. 23, 

four spray heads Sa to Sd are disposed in an array above 
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a housing 111.. . Each of supply nozzles 3a to 3d for a 

solvent A and each of supply nozzles 4a to 4d for_ a resist 

solution Bare.provided integrally to a corresponding one 

of the spray heads. Each of the spray heads is supported 

5 by one end of a corresponding one of horizontally 

extending arm members 200a to 200d bent in a crank-shaped 

manner. The other end of each of the arm members 200a to 

10 

200d is connected to a corresponding one of mounting por­

tions 20la to 20ld on which support pins 19a to 19d extend 

upward. These mounting portions are provided with bores 

202a to 202d formed in the upper surfaces and supported in 

an array on a table 206 to be moved at one time. The· 

table 206 can be moved in the Y direction by a moving 

mechanism 207, and the four mounting portions 20la to 20ld 

15 can be also moved with this movement at the same time. A 

scanning arm 6a is disposed near the table 206, of which 

holding portion 210 is e~tended so that its lower surface 

may oppose the table 206. Thus, a holding hole 6b and a 

projection 212 having the substantially same diameter as 

20 the inner diameter of the bores 202a to 202d, which as 

25 

formed on the lower surface of the holding portion 210 

may be faced with the support pin and the bore of any 

one of the mounting portions 20la to 20ld. The holding 

hole 6b is connected to a vacuum means (not shown) so 

that is constitutes a suction port for sucking the sup­

port pin for supporting the mounting portion. When the 

holding portion 210 comes down from the upper position 

onto the selected one of the mounting portions 20la and 

20ld, it supports the mounting portion by means of 

30 va·cuum suction. The scanning arm 6a is supported by a 

drive unit 216 to be movable in the X and vertical 

directions with respect to the housing 111. 

The apparatus_ having the above arrangement will be 

described below. 
35 The table 206 is moved in the Y direction to posi-

tion the selected mounting portion pin (assuming the pin 

20lb in this case) to a position opposing the holding 
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portion 210. Then, the scanning arm 6a is moved in the 
_x direction by the drive unit 216, the holding portion 
2.10 is moved above the mounting portion 20lb to cause it 
to come down so that the holding hole 6b is engaged with 

5 the support pin 19b and the mounting portion 20lb is 
supported by the holding portion 210. In this state, 
the scanning arm 6a is moved upward by the drive unit 
216 to lift the mounting portion 20lb from the table 
206. In addition, the spray head Sb is moved in 

10 the X direction to position the solvent supply nozzle 3b 
above the central portion of the wafer w. Thereafter, a 
resist film is formed on the wafer w according to the 
same coating method as in the above embodiments. 

Each of the four solvent supply nozzles 3a to 3d is 
15 connected to a common tank or a corresponding one of 

various tanks, and a predetermined amount of solvent can 
be sprayed from the nozzles in the same manner as in the 
above embodiments. Similarly, each of the four resist 
solution supply nozzles 4a to 4d is connected to a 

20 corresponding one of tanks which contain different kinds 
of coating solutions, and a predetermined amount of 
coating solution can be sprayed from the nozzle for a 
predetermined period of time. 

25 
In the coating apparatus having the above arrange-

ment, since .an arbitrary one of the plurality of the 
spray heads can be selectively used, resist films under 
different conditions can be easily formed at high speed. 
Since the connection portion between the scanning arm 6a 
.and the mounting portion 20lb does not pass above the 

30 wafer W during movement, particles which tend to be 
produced at the connection portion will not fall on the 
wafer w. 

FIG .. 24 is an apparatus shown in FIG. 23, and shows 
another arrangement relationship of a rinse mechanism, 

35 as in FIG. 22. The arrangement relationship is the 
same as in FIG. 22, and a description thereof will be 
omitted. However, its content will be easily understood 

liii1iililii 
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by a person skilled in the art. 

In a modification shown in FIG. 25, two sets of 

spray heads s are mounted on a scanning arm 6a provided 

to .a housing 111 to be movable in the X direction. A 

5 solvent supply nozzle 3 is mounted on the first spray 

head 5 fixed on the left side of the arm Ga. Each of 

resist solution supply nozzles 4 is mounted on a 

corresponding one of the four spray heads 5 provided to 

the other side of· the arm Ga through a mounting plate. 

10 

15 

In this example, in order to position a predetermined 

resist solution supply nozzle above the central portion 

of a semiconductor wafer W and use the nozzle, the arm 

6a is constituted to be movable also in the Y direction 

by a drive mechanism 6, or the mounting plate is consti­

tuted to be movable in the Y direction wfth respect to 

the arm 6a by a drive mechanism (not shown). 
In the example shown in FIG. 26, an elongated spray 

head 5 for supporting a plurality (e.g., three in this 

case) of solvent supply nozzles 3 in an array is used. 

20 In this case, the elongated spray head 5 is mounted on 

an arm 6a to extend in a direction perpendicular to the 

arm 6a (X direction), as indicated by a solid line, or 

in a direction parallel to the arm 6a (Y direction), as 

indicated by a dashed line. In this example, the 

25 elongated spray head 5 supporting the nozzle 3 is 

positioned above a wafer W, and the arm 6a is positioned 

to match with the diameter of the wafer W, so that the 

solvent can be supplied to the·wafer W from four por­

tions along the radial direction at the same time. 

30 A resist solution, an ARC (Anti Reflection Coating) 

solution, or the like may be used as the above coating 

solution. As the resist solution a mixture of phenol­

novolac r.esin and naphthoquinone diazide ester may be 

used. 
35 As the solvents, in addition to 

methyl-3-methoxypropionate (MMP, boiling point: 145°C, 

viscosity: 1.1 cps), ethyl lactate (EL, boiling point: 
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154°C, viscosity: 2.6 cps), ethyl-3-ethoxypropionate 

(EEP, boiling point: 170°C, viscosity: 1.3 cps), ethyl 

pyruvate (EP, boiling point: 144°C, viscosity: 1.2 

cps), and proplyleneglycol monomethylether acetate 

5 (PGMEA, boiling point: 146°C, viscosity: 1.3 cps), 

2-heptanone (boiling point: 152, viscosity: 1.1), 

cyclohexane (used for an ~RC solution), all of which are 

well-known in this art, can be used. 

Each of the above embodiments has exemplified the 

10 apparatus for forming a coating film according to the 

present invention applied to the resist coating appara­

tus for a semiconductor wafer. However, this apparatus 

can be applied to a coating apparatus for a processing 

target, e.g., an LCD substrate, a CD, and.the like, in 

15 addition to a resist and can also be applied to, e.g., 

a polymide-based coating solution (PIQ), a coating 

solution (SCG) containing a glass agent, and the. like, 

as a matter of course. 



5 

10 

- 1 - \ 

111111111111111111111111.'!Ulll . 
Claims: * C L M S * 

1. A method of forming a coating film, comprising 

the steps of: 
supplying a solvent of a coating solution on one 

surface of a substrate kept rotated or stopped; 

rotating said substrate supplied with said solvent 

at a first rotational speed· to diffuse said solvent 

through an entire area of said one surface; 

supplying a predetermined amount of coating 

solution on the substantially centering portion of 

said sub~trate while rotating said substrate at a second 

rotational speed, thereby diffusing said coating solu­

tion to the entire area of said one surf ace to form the 

coating film. 
2. A method according to claim 1, characterized in 

15 that an amount of coating solution is set in accordance 

with a rotational speed of said substrate. 

20 

25 

30 

35 

3. A method according to claim 2, characterized in 

that the amount of the coating solution and the.rota­

tional speed of said substrate are set to make a 

thickness variation fall within a range of not more· than 

50A. 

4. A method according to claim 1, characterized in 

that the first rotational speed differs from the second 

rotational speed. 
5. A method according to claim 4, characterized in 

that the first rotational speed includes a high rota­

tional speed for scattering the solvent from said 

substrate, and a low rotational speed which follows the 

high rotational speed. 
6. A method according to claim 1, characterized in 

that the first rotational speed is substantially equal 

to the second rotational speed. 
7. A method of forming a coating film, comprising 

the steps of: 
supplying a solvent of a coating solution on one 



- 2 - Hllllll llllll lllll lllll II llll : 
* C L M S * 

surface of a substrate kept rotated or stopped, from a 

nozzle means; 
rotating said substrate supplied with the solvent 

to diffuse the solvent through the entire area of said 

5 one surface; and 

10 

supplying a predetermined amount of coating 

solution on the substantially centering portion of said 

s·ubstrate for a predetermined period of time while, from 

a nozzle means, thereby diffusing the coating solution 

to a peripheral portion of ·said substrate to form the 

coating film. 
8. A method according to claim 7, characterized in 

that a diffusing speed of the coating solution to the 

peripheral portion of said substrate is substantially 

15 equal to a drying speed of the solvent. 

9. A method of forming a resist film, charac-· 

terized by further comprising: 
the step of supplying a solvent of a resist 

solution on one surf ace of a substrate kept rotated or 

20 stopped; 

25 

the step of iotating sai~ substrate supplied with 

said solvent to diffuse the solvent through an entire 

area of said one surface; 
the resist film forming step of supplying a 

predetermined amount of resist solution from a nozzle 

having a predetermined inner diameter on the substan­

tially centering portion of said semiconductor wafer 

for a predetermined period of time while rotating said 

semiconductor wafer at a rotational speed of 1,000 to 

30 6,000 rpm, thereby diffusing the resist solution to the 

entire area of said one surf ace of said semiconductor 

wafer to form the resist film. 

10. A method according to claim 9, characterized in 

that the rotational speed of said semiconductor wafer is 

35 set to be lower as a diameter.of said semiconductor 

wafer becomes larger in the resist film forming step. 

11. A method according to claim 9, characterized in 



I ·--

5 

- 3 -
11111111111111 11111'1111111 1111 ·· 

* C L M S * 

that the rotational speed in the resist film forming 
step is 3,000 to 6,000 rpm for a 6 11 wafer, 2,000 to 

4,000 rpm for an 8 11 wafer, and 1,000 to 6,000 rpm for a 
12" wafer. 

12. A method according to claim 9, characterized in 
that the inner diameter of the nozzle is O.l to 2.0 mm 
for a 6 11 semiconductor wafer, o.s to 2.0 mm for an 8" 

semiconductor wafer, and 0.8 to 3.5 mm for a 12 11 semi­

conductor wafer. 
10 13. A method according to claim 9, characterized in 

15 

that a supplying time in the resist film forming step is 
set shorter for one uneven surf ace of said semiconductor 
wafer than for one flat surface thereof. 

14. A method according to claim 13, characterized 

in that the supplying time in the resist film forming 
step is 4 ±2 sec for one .flat surface of a 6." semicon­
ductor wafer, 3 ±2 sec for one uneven surface of a 6" 
semiconductor wafer, 6 ±2 sec for one flat surface of· an 

8 11 semiconductor wafer, 4 q2 sec for one uneven surface 

20 of an 8 11 semiconductor wafer, 9 ±1 sec for on,e flat sur-
' 

25 

face of a 12" semiconductor wafer, and 7 ±1 .sec for one 

uneven surface of a 12" semiconductor wafer.· 
15. A method according to claim 9, characterized in 

that a supplying amount of the resist solution in the 

resist film forming step is set larger for one uneven 
surface of said semiconductor.wafer than for one flat 
surface thereof. 

16. A method according to claim 14, characterized 
in that a supplying amount of the resist solution in the 

30 resist film forming step is 0.2 to 1.0 cc for one flat 

surface of a 6 11 semiconductor wafer, o.s to 2.o cc for 

one uneven surface of a 6 11 semiconductor wafer, o.s to 
2.0 cc for one flat surface of an 8 11 semiconductor 

wafer, 1.0 to 3.0 cc for one uneven surface of an 8" 
35 semiconductor wafer, 1.0 to 3.0 cc for one flat surface 

of a 12" semiconductor wafer., and 1.5 to s.o. cc for one 

uneven surface of a 12" semiconductor wafer. 
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17. A method according to claim 9, characterized in 

that the resist solution is a mixture of phenol-novolac 

resin and naphtho~uinone diazide ester. 

18. A method of forming a coating film, comprising 

5 supplying a coating solution to a substantially central 

portion of a substrate and diffusing the coating solu­

tion to an entire area of said one surf ace of said 

substrate to form the coating film by rotating said 

substrate after a solvent of the coating solution 

10 supplied to one surface of said substrate is diffused in 

a previous step upon rotation of said substrate, wherein 

a contact angle between said one surf ace of ·said 

substrate and a peripheral edge of said coating film 

during diffusion of the coating solution on said one 

15 surface of said substrate is set smaller than that set 

without performing the previous step. 
19. A method of forming a coating film, comprising 

supplying a coating solution to a substantially central 

portion of a substrate and diffusing the coating solu-

20 tion to an entire area of said one surface ot said 

substrate to form the coating film, after a solvent of 

the coating solution supplied to one surface of said 

substrate is diffused in a previous step upon rotation 

of said substrate, wherein an affinity between said one 

25 surface of said substrate and the coating solution 
during diffusio·n of the coating solution on said one 

surf ace of said substrate is set larger than that set 

without performing the previous step. 
20. A method of forming a coating film, charac-

30 terized by further comprising the steps of: 

supplying a solvent of a· coating solution on one 

surface of a substrate kept rotated or stopped; 

rotating said substrate supplied with the solvent 

to diffuse the solvent through an entire area of said 

35 one surface; and 
sequentially supplying the coating solution from a 

nozzle on substantially central portion of ·said 

i ThiS'SheetI:Ias Been Replaced. 
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substrate over an initial period when a discharge flow 
rate gradually increases, an intermediate:period when 
the discharge flow rate is substantially tonstant, and a 

last period when the discharge flow rate gradually 
5 decreases while rotating said substrate, thereby dif­

fusing the coating solution to the entire area of said 
one surface of said substrate to form the coating film, 
wherein the last period is controlled. 

10 

21. A method of forming a coating film, charac­
terized by further comprising the steps of: 

supplying a solvent of a coating solution on one 
surface of a substrate kept rotated or stopped; 

rotating said substrate supplied with the solvent 
to diffuse, the solvent through an entire ·area of said 

15 one surface; and 
sequentially supplying the coating solution from a 

nozzle on the substantially central portion of said 
substrate over an initial period when a discharge flow 
rate gradually increases, an intermediate period when 

20 the discharge.flow rate is substantially constant~ and 
a last period when the discharge flow rate gradually 
decreases while rotating said substrate, thereby dif­
fusing the coating solution to the entire ·area of said 
one surface of said substrate to form the coating film, 

25 wherein a deceleration during the last. period when the 
discharge flow rate gradually decreases is controlled. 

22. A method of forming a coating film, charac­
terized by further comprising the steps of: 

supplying a solvent of· a coating solution on one 
30 surface of a substrate kept rotated or stopped; . 

rotating said substrate supplied· with the solvent 
to diffuse the solvent through an entire area of said 
one surface; and 

sequentially supplying the coating solution from a 
35 nozzle on the substantially central .portion of said 

substrate over an initial period when a discharge flow 

rate gradually increases, an intermediate.period when 
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the discharge .flow rate is substantially constant, and 
a last period when the discharge. flow rate gradually 
decreases while rotating said substrate, thereby dif­
fusing the coating solution to the entire area of said 

5 one surface of said substrate to .form the coating film, 
wherein respective discharge times of the initial 
period, the intermediate period, and the last period are 
independently controlled. 

23. A method of forming a coating film, charac-
10 terized by further comprising the steps of: 

supp~ying a solvent of a coating solution on one 
surface of a substrate kept rotated or stopped; 

rotating said substrate supplied with the solvent 
to diffuse the solvent through an entire area of said 

15 one surface; 
controlling a p~mp to supply the coating solution 

·to a nozzle through a supply path by said pump over an 
initial period when a discharge flow rate gradually 
increases, an intermediate period when the discharge 

20 flow rate is substantially constant, and a last period 
when the discharge flow rate gradually decreases so as 
to supply the coating solution on the substantially 
central portion of said rotated ·substrate, thereby dif­
fusing the coating solution to the entire area of said 

25 one surface of said substrate to form the coating film; 
and 

closing said supply path 0.1 to 1.2 sec after said 
pump is stopped; 

wherein at least one of a discharge time and a 
30 deceleration of the last period is controlled. 

24. An apparatus for forming a coating "film, 
characterized by further comprising: 

means for supporting a substrate with one surface 
facing upward and rotating said substrate about an axis 

35 perpendicular to said one surface of said substrate; 
at least one first nozzle for supplying a solvent 

of a coating solution on said substrate; 



.. •· 

\ ,.._.. 

111111111111111111111111111111 
* C L M S . * - 7 -

means for supplying the solvent to said first 
nozzle; 

at least one second nozzle for supplying the 
coating solution on a substantially central portion of 

5 said substrate; 

10 

means for supplying the coating solution to said 
second nozzle; and 

means for supporting at least one of said first and 
second nozzles such that said supported nozzle moves 
between a dropping position above said substrate and a 
waiting position offset from said substrate. 

25. An apparatus according to claim 24, charac­
terized in that the means for supporting at least one of 
said first and second nozzles comprises a spray head for 

15 supporting said first and second nozzles parallel to 
each .other, and means for moving said spray head in a 
horizontal plane. 

26. An apparatus according to claim 24, charac­
terized in that said spray head comprises means for 

20 independently selectively adjusting temperatures of said 

25 

first and second nozzles. 
27. An ap~aratus according to claim 24, charac­

terized in that said spray head comprises means for 
heating said first and second nozzles to the same 
temperature. 

28. An apparatus ·according to claim: 24, charac­
terized in that said first and second nozzles constitute 
a double pipe structure, and a distal end of·said second 
nozzle is positioned in said first nozzle. 

30 29. An apparatus according to claim 24, Gharac-
terized in that said first and second nozzles comprise a 
common outlet port. 

30. An apparatus according to claim 24, charac­
terized in that a distal end of said second nozzle is 

35 positioned in a solvent atmosphere. 
31. An apparatus according to claim 24, charac­

terized in that a distal end of said first :no?·zle is 
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branched into a plurality of portions. · 
32. An apparatus according to claim 24, charac­

terized in that said second nozzle comprises a-cylindri­
cal distal end portion, and an inverted conical 

5 trapezoidal portion following said cylindrical distal 
end portion. 

33. An apparatus according to claim 24, charac­
terized in that said second nozzle comprises a cylindri­
cal distal end portion, and an outer flange provided to 

10 an opening of said cylindrical distal end portion. 

15 

34. An apparatus according to claim 24, charac­
terized in that said second nozzle comprises a ver­
tically extending cylindrical portion, and a laterally 
S-shaped bent portion having a smaller diameter than 
that of a cylindrical portion connected to said vertical 
cylindrical portion. 

35. An apparatus according to claim 24~ charac­
terized by further comprising means for holding a plura­
lity of spray heads at the waiting position, and wherein 

20 the means for moving said spray head has means for 
selectively supporting one ·of said plurality of spray 
heads, and a mechanism for driving said spray head sup­
porting means. 

25 

36. An apparatus according to claim 24, charac-
terized in that the means for supplying the coating 
solution has a container containing the coating solu­
tion, a communication path for causing said container to 
communicate with said second nozzle, and pump means for 
supplying the coating solution in said c.ontainer to said 

30 second.nozzle through said communication path_, said pump 
means having a bellows pump and a stepping motor for 
expanding and contracting said bellows pump so as to 
cause said bellows pump to supply the coating solution. 

37. An apparatus according to claim 24, charac-
35 terized by further comprising a process vessel having a 

reduced pressure chamber in which said substrate -is con­
tained to be processed. 
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38. An apparatus according to claim 24, charac­
terized by further comprising a process vessel, in which 
said substrate is contained to be processed, and means 
for realizing a saturation atmosphere of the solvent 

5 inside said process vessel. 

10 

39. A coating film forming apparatus characterized 
by further comprising: 

a housing; 
substrate support means, rotatably mounted in said 

housing, for supporting a substrate with one surface 
facing upward; 

at least one first nozzle for supplying a solvent 
of a coating solution on said substrate; 

at least one second nozzle for supplying the 
15 coating solution on a central portion of said substrate; 

a spray head having a distal end portion for sup­
porting said first and second .nozzles and a proximal end 
portion rotatably supported by said housing, said spray 
head being positioned on one side of said substrate sup-

20 port means; 

25 

means for pivoting said spray head to selectively 
. position a nozzle between a dropping position above said 
substrate and a waiting position offset from said 
substrate; and 

an arm movable in said housing, having a rinse 
solution nozzle, and positioned on the other side of 
said substrate support means. 

40. An apparatus according to claim 39, charac­
terized in that said spray head supports a plurality of 

30 second nozzles. 
41. A coating film forming apparatus characterized 

by further comprising: 
a hO'using; 
substrate support means, rotatably mounted in said 

35 housing, for supporting a substrate with one surface 
facing upward; 

a plurality of spray heads detachably mounted in 
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said housing and each having a first nozzle for 
supplying a solvent of a coating solution on said 
substrate and a second nozzle for supplying the coating 
solution on a central portion of said substrate; 

a plurality of connection arms bent in a horizontal 
plane and each having one end portion for supporting a 
corresponding one of said plurality of spray heads and 
the other. end portion; and 

means for supporting said other end portion of a 
selected one of said plurality of connection arms and 
selectively moving said selected connection arm between 
a supplying position where said corresponding spray head 
is positioned above said substrate and a waiting posi­
tion where said corresponding spray head is offset from 

15 said substrate, while said other end portion of said 
selected connection arm is kept off set from said 
substrate. 

20 

25 

42. A coating film forming apparatus characterized 
by further comprising: 

a housing; 
substrate support means, rotatably mounted in said 

housing, for supporting a substrate with one surface 
facing upward; 

a plurality of spray heads detachably mounted in 
said housing and each having a first nozzle for 
supplying a solvent of a coating solution on said 
substrate and a second nozzle for supplying the coating 
solution on a central portion of said substrate; 

a plurality of connection arms bent in a horizontal 
30 plane and each having one end portion for supporting a 

corresponding one of said plurality of spray heads and 
_the other end portion; 

means for supporting said other end portion of a 
selected one of said plurality of connection arms and 

35 selectively moving said selected connection arm between 
a_supplying position where said corresponding spray head 
is positioned above said substrate and a waiting 
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position whe_re said corresponding spray head is 
retracted from said substrate, while said other end por­
tion of said selected connection arm is kept retracted 
from said substrate; and 

s a moving arm movable in said housing, having a 

10 

15 

rinse solution nozzle, and positioned on the other side 
of said substrate support means. 

43. · An apparatus according claim 42, characterized 
in that said moving arm comp~ises a distal end portion 
for supporting said first nozzle, an intermediate por­
tion for supporting said rinse nozzle, and a proximal 
end portion rotatably supported by said housing. 

44. An apparatus for forming a coating film, 
characterized by further comprising: 

means for supplying a solvent of a coating solution 
on one surface of a substrate kept rotated or stopped; 

means for rotating said substrate supplied with 
said solvent at a first rotational speed to diffuse said 
solvent through an entire area of said one surface; 

20 means for supplying a predetermined amount of 

25 

coating solution on the substantially centering portion 
of said substrate while rotating said substrate at a 
second rotational speed, thereby diffusing said coating 
solution to the entire area of said one surf ace to form 
the coating film. 

45. An apparatus for forming a coating film, 
characterized by further comprising: 

nozzle means for supplying a solvent of a coating 
solution on one surf ace of a substrate kept rotated or 

30 stopped, from a nozzle means; 
means for rotating said substrate supplied with the 

solvent to diffuse the solvent through the entire area 
of said one surface; and 

means for supplying a predetermined amount of 
35 coating solution on the substantially centering portion 

of said substrate for a predetermined period of time, 
from a nozzle means, thereby diffusing the coating 

1 This She¢t.Jfas Be.en Replaced · 
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solution to a peripheral portion of said substrate to 
form the coating film. 


