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(87) Abstract: The invention relates to a pallet container (10), comprising a thin-walled, rigid inner container (12) consisting of a
thermoplastic, for storing and transporting liguid or flowable materials; a tubular lattice [rame (14) which tightly encloses said plastic
inner container (12) and acts as a support casing; and a base pallet (16), on which the inner plastic container lies (12) and o which
the support casing is solidly connected. Corresponding elements (positive tit/lriction fit elements) which - seen in (he direction of
the horizontal plane - considerably increase the slip resistance between the outer surtace of the inner container underfloor pointing
) downwards and the surface of the base pallet(16) pointing upwards, or the intermediate panel, are provided within the bearing surface
& of the plastic inner container (12), on the surface of the base pallet (16) or on the surface of an intermediate panel. According to
O a preferred form of embodiment, the underfloor of the inner container (12) is fixed to the base pallet (16) by means of positive-fit
elements (18, 26, 30, 306).
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Abstract The invention relates to a pallet container (10), conprising a tﬁ"ﬁ

. (§7) Zusammenfassung: Dic Erlindung betriftt einen Palettencontainer (10) mit einem diinnwandigen starren Innenbehilter (12)

' aus thermoplastischem Kunststol! fiir die Lagerung und den Transport von flissigen oder {lieffdhigen Tiillgiitern, mit einem den
Kunststolf-Innenbehilter (12) als Stiitzmantel dicht umschlieBenden Gitterrohrrahmen (14) und mit einer Bodenpalette (16), auf
welcher der Kunststofl-Innenbehilter (12) aufliegt und mit welcher der Stiitzmantel fest verbunden ist, wobei innerhalb der Aufla-
gefliche des Kunstistoft-Innenbehiilters (12) auf der Obertliche der Bodenpalette (16) oder auf der Oberfliche einer Zwischenplatte
entsprechende Mittel (FormschluB-/Reibschiumittel) vorgesehen sind, die - in Horizontalebenenrichtung betrachtet - eine wesent-
liche Erhéhung des Rutschwiderstandes zwischen der nach unten weisenden AuBlenlliche des Innenbehiilter-Unterbodens und der
nach oben weisenden Oberfldche der Bodenpalette (16) bzw. der Zwischenplatie bewirken. In bevorzugier Ausltithrung ist der Un-
terboden des Innenbehilters (12) mittels FormschluB3-Elementen (18, 26, 30. 36) auf der Bodenpalette (16) belestigt.



