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METHODS AND APPARATUS ;FOR CLEANING SURFACES IN 
A SUBSTRATE PROCESSING SYSTEM 

CROSS-REFERENCE TO RELATED APPLICATIONS 

This application is related to concurrently filed and commonly 

assigned patent application entitled "HEATER/LIFT ASSEMBLY FOR HIGH 

10 TEMPERATURE PROCESSING CHAMBJ;:R," having Jonathan Frankel, Hari 

Ponnekanti, Inna Shmurun, and Visweswaren Sivaramakrishnan listed as 

co-~ventors; and to concurrently file~ and c~mmonly assigned patent appli~a~iori 

entitled "CHAMBER LINER FOR IIlGH TEMPERATURE PROCESSING 

CHAMBER," having Jonathan Frankel and Yisweswaren Sivar~bnan listCcl as 

15 co-inve1_1tors; and to concurrently filedand c~mmorily·~signed patent application 

entitled "SUBSTRATE PROCESSING APPARATUS WI~ BOTTOM-MOUNTED 

·REMOTE PLASMA.SYSTEM," having Gacy Fong and Irwin Silvestre listed~ ·• · 

co-inventors; and to concurrently filCd and commonly ~signed patent application 
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entitled "LIFT ASSEMBLY FOR HIGH TEMPERAUJR,E PROCESSING . 
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CHAMBER," having Jonathan-Frankel listed as inventor;. and to concurrently filed 

and commonly assigned patent application entitled "SYSTEMS AND METIJODS. 

FOR DE'ECTING END OF CHAMBER CLEAN IN A THERMAL (NON­

PLASMA) PROCESS," having Visweswaren Sivaramakrishnan and Gary Fong 

list~d as co-inventors; and to concurreiltly filed and commonly assigned patent 

25 application entitled "LID ASSEMBLY FOR HIGH TEMPERATURE 

PROCESSING CHAMBER," having Jonatha~ Frankel, Inna Sbmurun, 

Visweswaren Sivaramakrishnan, and Eugene Fukshanski listed as co-inventors; and 

to concurrently filed and commonly assigned patent application entitled "SYSTEMS 

AND METHODS FOR HIGH TEMPERATURE PROCESSING OF 

30 SEMICONDUCTOR WAFERS," having Visweswaren Sivaramakrishnan, Ellie 

Yieh, Jonathan Frankel, Li-Qun Xia, Gary Fong, Srinivas Nemani, Irwin Silves~. 

Inna Shmurun, and Tim Levine listed as co-inventors; and to concurrently filed and 
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commonly assigned patent application entitled "METHODS AND APPARATUS 

FOR GETTERING FLUORINE FROM CHAMBER MATERIAL SURFACES," 

having Li-Qun Xia, Visweswaren Sivaramakrishnan, Srinivas Nemani, Ellie Yieh, 

and Gary Fong listed as co-inventors; and to concurrently filed and commonly 

5 assigned patent application entitled "METHODS AND APPARATUS FOR . 
DEPOSITING PREMETAL DIELECTRIC LA YER AT SUB-ATMOSPHERIC 

AND HIGH TEMPERATURE CONDITIONS," having Li-Qun Xia, Ellie Yieh, 

and Srinivas Nemani listed as co-inventors; and to concurrently filed and commonly 

assigned patent application entitled "METHOPS· AND APPARATUS FOR 

10 SHALLOW TRENCH ISOLATION," having Ellie Yieh, Li-Qun Xia, and Srinivas 

Nemani listed as co-inventors; and to concurrently filed and co~onlY" assigned 

patent application entitled "SYSTEMS AND METHPDS FOR CONTROLLING 
. '. 

THE '.fEMPERATURE OF A VAPOR DEPOSITION-APPARATUS," having 

Jonathan Frankel listed as inventor; and to concurrently filed and :commonly 

15 · assigned I?aten~ application entitled "METHODS AND APPARATUS FOR 'PRE-
. ' 

STABILIZED PLASMA GENERATION FOR MICROWAVE CLEAN 

APPLICATIONS," having Gary Fong, Fong Chang, and Long Nguyen listed as 

CO-:inventors; artd to concurrently filed and commonly assigned ·patent application 

entitled "METHOD AND APPARATUS FOR FORMING ULTRA-SHALLOW 

20 DOPED REGIONS USING DOPED SILICON OXIDE FILMS," having Ellie Yieh, 

Li-Qun Xia, Paul Gee, and Bang Nguyen listed as co-inventors. Each of the above 

referenced applications .are assigned to Applied Materials Inc., the assignee of the 

25 

. present invention, and each of the above referenced ·applications are hereby 

incorporated by reference. 

BACKGROUND OF THE INVENTION 

The present invention relates to semiconductor processing. More 

specifically~ the invention relates to a method and apparatus for forming dielectric 

films .over big~ aspect ratio features at temperatures greater than about 500°C, with 

30 the dielectric films having low moisture content and low shrinkage. Embodiments 

of the present invention are particularly useful to deposit doped dielectric films, 

such as borophosphosilicate glass (BPSG) films, borosilicate glass (BSG) films, or 
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phosphosilicate glass (PSG) films, and to form ultra-shallow doped regions used, for 

example, as source/drain junctions or as ch3.nnel stop diffusions in shallow trench 

isolation. In addition, embodiments of the present invention may also be used to 

deposit doped dielectric films_ used as premetal dielectric (PMD) layers, intermetal 

5 dielectric (IMD) layers, or other dielectric layers. Further embodiments of the 

present invention may further be used to deposit undoped dielectric films, such as 

undoped silicate glass (USG) films used as shallow trench isolation filling oxides, 

insulating layers, capping layers, or other layers. 

One of the primary steps in fabricating modem semiconductor · 

10 devices is forming a dielectric layer on a semiconductor substrate. As is well 

known, such a dielectric layer can be deposited by chemical _vapor deposition 

(CVD). In a conventional thenruil CVD process, reactive gases are supplied to the 

substrate sutface where heat-induced chemical reactions (homogeneotis or 

heterogeneous) take place to produce a desired film. In a conventional plasma 

15 process, a coptrolled plasma is formed to decompose and/or energize reactive 

species to produce the desired filni. In general, reaction rates in thermal and 

plasma processes may be controlled by controlling one or.more of the following: 

. temperature, pressure, and reactant gas ·flow rate. 

Semiconductor device geometries have dramatically. decreased in size 

20 since such devices were flI'St introduced several decades ago. Since then, integrated 

circuits have generally followed the two-year/half-size rule. (often called "Moore's 

Law") which means that the number of devices which will fit on a ChiJ> doubles 

every two years. Today's wafer fabrieation plants are routinely producing 0.5 µm 

and even 0.35 µ.m feature size devices, and tomorrow's plants soon will be 

25 producing devices having even smaller feature sizes. As device feature sizes 

become smaller and integration density increases, issues not previously considered 

crucial by the industry are becoming of greater concern. In particular, devices with 

increasingly high integration density have features with high "(for example, greater 

than about 3:1 or 4:1) aspect ratios. (Aspect ratio is defined as the height-to-

30 spacing ratio of two adjace_nt steps~) 

Increasingly stringent requirements for processes in fabricating these 

high integration devices are needed in order to produce high quality devices, and 
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conventional substrate processing systems are becoming inadequate to meeting these 

requirements. One requirement is that the dielectric films formed in the process of 

fabricating such devices need to be uniformly deposited over these high aspect ratio 

features without leaving substantial gaps or voids. Another requirement is_ that these 

5 films need to exhibit low shrinkage so that subsequent heating and/or wet etching 

steps do not cause voids to open up in the deposited film. However, conventional 

substrate processing systems that typically deposit dielectric films at temperatures 

less than about 450°C are unable to produce low moisture films having good gap­

filling capabilities without opening substantial voids in subsequent heating and/or 

10 wet etching steps. As is well known, these. gaps or voids may contribute to device 

performance unreliability and other problems. Dielectric films used, for example, 

as PMD or IMD_layers in such devices need good high aspect ratio gap-fill 

capability to avoid problems caused by these gaps or voids~ A further requirement 

is ~t metal contamination into the wafer duririg the processing steps be minimized 

15 to av~id short circuits .and other problCms in the devices. As is well known, 

conventional substrate processing systems using in situ plasma during processing 

ex1:1erience physical sputtering of ions which attack chamber surfaces, such as . 

aluminum walls, resulting in metal contamination of the substrate. Use of in situ 

plasma is therefore undesirable. . An improved substrate processing system, which 

20 does not use in situ plasma, is needed to provide dielectric films with the desired · 

characteristics of low moisture, high density, low shrinkage, good high aspect ratio 

gap-filling capability. 

In addition to meeting these stringent requirements, substrate 

processing systems must be able to meet the higher demands for forming ultra-

25 shallow doped regions, which are necessary for high integration devices with· 

shrinking device geometries; With the advent of smaller device geometries, 

ultra-shallow doped regions in semiconductors are needed for various applications 

including, for example, source/drain junctions, channel stop diffusions for shallow 

trench isolation, etc. For examp!e, MOS devices with channel lengths of less than 
,•. 

30 0.8 µ.m often require source/drain junctions having depths less than about 

250 nanometers (mn) for adequate device performance. For transistors separated 

by trench isolation structures of about 0.35 pm depth, ultra-shallow channel stop 
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regions. having a depth on the order of hundreds of run are usually required. For 

applications requiring ultra-shallow doped regions, it is important to provide 

unifonn dopant distribution in the doped regions and good control of junction depth. 

Current approaches to forming ultra-shallow doped regions, such .as 

5 ion implantation and gaseous diffusion, are inadequate in some applications. With 

these current approaches, the ability to control dopant distribution and junction 

depth is limited, especially as the doped regions become shallower. With an 

approach like ion implantation, controlling dopant distribution is made difficult due 

to the built-up concentration of ions at the ·surface of the semiconductor material. 

10 Also, ion implantation causes damage to th~ semiconductor surface, and methods 

for repairing this substrate damage often make it more difficult to control dopant 

distribution and junction depth for ultra"".shallow doped regions. For example, ions 

bombarded at relatively high energy levels have a tendency to tunnel or channel 

through t;he semiconductor material ·and cause damage such as point defects. These 

15 point defects, ~hich may lead to irregular and nonunifonn junction depths, may be 

toced by.arinealing the implanted semiconductor material at high temperatures 

(greater than about 900°C). Annealing the implanted semiconductor material, 

however, may further increase the junction depth beyond that desired. With an 

approach like gaseous diffusion, controlling dopant distribution and junction depth is 

20 difficult to control in forming ultra-shallow doped regions. As technology 

progresses to even smaller ge~metry devices, an alternative approach that is able to 

control the dopant uniformity and junction depth in ultra-shallow doped regions is 

needed. 

In forming ultra-shallow doped regions, one alternative approach to 

25 the current approaches of ion implantation and gaseous diffusion is the use of a 

doped dielectric film as a dopant diffusion source: In this alternative approach, a 

doped dielectric film is deposited onto a substrate and used as a source of dopants 

which are diffused into the .substrate to form ultra-shallow .doped regions. For 

example, doped dielectric films are deposited at temperatures less than 500°C in a 

30 deposition chamber, and subsequently heated at temperatures greater than 500°C in 

a different chamber, such as an annealing furnace, to perform the dopant diffusion 

to form the doped region. Controlling thickness, uniformity, and moisture content 
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of the doped dielectric film is important in efficiently forming ultra-shallow doped 

junctions in the semiconductor material. Specifically, co~trolling the thickness and 

uniformity of the deposited doped dielectric film provides _some control over the 

amount of dopants available for diffusion. Limiting the thickness of doped 

5 dielectric films µsed as diffusion sources also helps to increase wafer throughput by 

saving deposition (and subsequent etching) time. Moreover, a unifonnly deposited 

film with even dopant uniformity can provide a more controlled diffusion of dopants 

from the film into the ·substrate. As is well known, moisture in doped dielectric 

films reacts with dopants to bind them in a crystal structure, resulting in fewer 

10 dopants available for diffusion into the subs_trate to form dQped regions. . It is 

desirable to use dope~ dielectric films having a low moisture content, sinee these 

films have more dopants available for use in the diffusion. 

Several problems are encoun~red with co:11ventional substrate. 

processing systems wlien using a doped dielectric film as a dopan~ diffusion· source. 

15 .One p~blem is that it is difficult to obtain a high degree of control over film.· 

thickri.ess and uniformity when using oonventional systems to ~eposit the· doped 

dielectric film. Another problem. is that· it is often difficult to ensure that adequate 

amounts of dopants in the doped dielectric film are available for diffusion into the 

substrate to form thC'. ultra~shallow doped regiollS. · A further problem is the 

20 existence of native oxides, which. act as a barrier layer preventing dopants from 

diffusing into the substrate frQm the doped dielectric film, on substrate surfaces 

where tlie ultra-shallow doped regions are to be formed. These problems are 

discussed in further detail below. 

Despite the advantages of using doped dielectric films as dopant 

25 diffusion sources to form ultra-shallow doped regions, the problem of being unable 

to control thickness and uniformity of the deposited doped dielectric film when 

using conventional deposition systems is of particular concern for two primary 

reasons. First, the inability to adequately control thickness and uniformity of the 

deposited doped dielectric film using conventional methods and apparatus 

30 undesirably results in a diminished ability to control the dopant uniformity and 

junction depth of the ultra-shallow doped region formed. For example, in a 

conventional sequential CVD chamber, a substrate rests on a belt and travels 
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through various portions of the chamber. In each portion of the chamber, a layer 

having a certain thickness may be deposited. Thickness of the deposited film may 

be controlled by c~anging the belt speed, which provides limited control. Further, 

control over the thickness and dopant uniformity of the films deposited on different 

5 wafers is difficult when attempting to control film thickness and dopant 

concentration using belt speed: That is, the thicknesses of the deposited films on 

different wafers may vary and be unpredictable, leading to wafer-to-wafer 

unreliability. Second, being abl~ to control the thickness of the deposited doped 

dielectric film, even for very thin films, is desirable f<;>r overall efficiency and . 

10 increased wafer throughput. However, conventional approaches have only been 

capable of fonnmg doped dielectric films with thicknesses on the order of thousands 

of Angstroms (A). Also, it may~ difficult to·ma~in the thickness of the 

depo~ited film as thin as possible using syste~ relying on belt speed to control 

thi~kness of the deposited film. With thicker films ·deposited conventionally; some . 

15 . dopants may take longer to diffuse· into the substrate, since they have· greater 

.ciistaiices t<?. travel before reaching the semiconductor materiat A_lso, ·removal of 

such a thick film used as a dopant diffusion source by etching or other technique 

often increases the total time to process the wafer. With growirig pressures on 

manufacturers to improve efficiency, ·it is desirable to form the doped dielectric film 

20 as thin as possible in order to decrease the time needed to deposit and then remove 

the film. It is desirable to have a method and apparatus that can easily control the 

thickness and dopant uniformity of a doped dielectric film (less than about 500 A 
thick at ±0.2 weight percentage dopant variation across the wafer) that is used as a 

dopant diffusion source. 

25. Another problem with using doped dielectric films as dopant diffusion 

sources for ultra-shallow doped regions is that adequate amounts of dopants must be 

available for diffusion into the substrate. Films with high dopant concentration are 

often needed to provide adequate amounts of dopants for unifonn diffusion into the 
. -

substrate to form ultra-shallow junctions. However; moisture absorption and 

30 outgassing are two problems relating to adequate dopant availability. Doped 

dielectric films, especially those with high dopant concentrations, ·tend to absorb 

moisture shortly after a wafer is exposed to ambient moisture in a clean room (e.g. 
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when the wafer is transferred from the deposition chamber after deposition of the 

doped dielectric film to a different processing chamber for the next processing step 
. . 

in a multiple-step process). The absorbed moisture {H20) then reacts with the 

dopants in the dielectric film, causing the film to crystalli.Ze. Due to the crystal 

. 5 structure binding the dopants within the film, these dopants become unavailable for 

diffusion into the substrate, even after a subsequent heating of the wafer by rapid 

thennal processing or annealing in another chamber. Moisture absorption thus 

reduces the amount of dopants for diffusion into the substrate. In addition to the 

moisture absorption problem, outgassing of dopants from the doped dielectric film 

10 also may occur in subsequent heating steps. These dopants diffuse out of the film 

away from the substrate, resulting in fewer dopants available to be diffused into the 

. substrate to fonn ultra-:-s~llow doped regions. 

Even if adequate dopants are available for diffusion, the problem of 

nativ~ oxides remains an important conside~tion when using doped dielectric films 
. . 

15 as diffusion sources. Native oxides existing on the substrate surface· where tiltra-

shallow doPect regions. are to be. formed prevent effective and Uniform dopant 

diffusion into the silicon. Therefore, ~tive oxides, which act as a diffusion barrier 
. . . 

layer to the dopants, need to be removed.. Removing nativ~ oxides has been done 

. using conventional techniques such .a8 ~et etching using liquid etchants, and dry 

20 etching using an in siru plasma. However, using liquid etchants is often difficult to 

control and may result in overetching the substrate. Substrates that have nati~e. 

oxides cleaned by conventional methods such as wet etching have shelf lives of less · 

than about one week bCfore native oxides begin to form again, making it desirable 

to process the wafers Shortly after the native oxides have been removed. Using dry· 

25 etching to remove native oxides with an in situ plasma results in plasma damage to 

the .surface of the substrate. In addition to causing surface piasma damage, in siru 

plasma dry etching may undesirably result in more metal contamination,. as 

discussed earlier. ·Accordingly, it is important to efficiently remove native oxides 

without damaging the substrate surface so dopants may diffuse into the substrate 

30 uniformly for ultra-shallow doped regions. 

In addition to providing dense, low moisture dielectric films having 

unifonn thickness and high aspect ratio gap-filling capability with low metal 
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contamination, improved quality and overall efficiency in fabricating integrated 

circuit devices is also important. An important way to improve quality and overall 

efficiency in fabricating devices iS to clean the chamber effectively and 

economically. With growing pressures on manufacturers to improve processing 

5 quality and overall efficiency, eliminating the total dowri-time in a multiple-step 

process without compromising the quality of the wafers has become increasingly 

important for saving both time and money. During CVD processing, reactive gases 

released inside the processing chamber form layers such as silicon oxides or nitrides 

on the surface of a substrate being processed .. Undesirable oxide deposition occurs 

10 elsewhere in the CVD apparatus, such as in_ ~e area between the gas mixing box 

and gas distribution manifold. Undesired oxide resid1,1es also may be deposited in 

or around the exhaust channel and the walls of the processing chaml;>er during such 
~ . . 

CVD processes. Over time, failure to clean the :residue. from the CVD apparatus 

often results in degraded, unreliable processes and defective substrates. Without 

15· frequent cleaning procedures, impurities from the residue built up in the CVD 

apparatus can migrate onto the substrate. The problem of impurities causing 

damage to the devices on the substrate iS of particular concern .with today's 

increasingly small device ·dhiiensions. -:t;'hus, CVD system ma~tenance is .important 

for the smooth operation of substrate processing, as well as resulting in improved 

20 device yield and better product perfonnance. 

Frequently, periodic chamber cleanings between processing of every 

N wafers is needed to improve CVD system perfonnance in producing high quality 

devices. Providing an efficient, non-damaging clean of the chamb.er and/or 

substrate is often able to enhance performance and quallty of the devices produced. 

25 In addition to improving the quality. of the above-discussed chamber cleanings 

(which are done without breaking the vacuum seal), preventive maintenance 

chamber cleanings (where the vacuum seal is broken by opening the chamber lid to 

physically. wipe down the chamber) are performed between multiple.periodic 

chamber Cleanings. Often, perfo~ the necessary preventive maintenance 

30 chamber cleanings involves opening the chamber lid and any other chamber parts 

that might obstruct the lid, which is a time-consuming procedure that interferes with 

normal production processing. 
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In light of the above, improved methods, systems and apparatus are 

needed for depositing dense, low moisture dielectric films with uniform thicknesses 
. . 

and high aspect ratio gap-filling capabilities. Optimally, these improved methods 

and apparatus will also provide a chamber clean with low metal contamination. 

5 Improved methods and apparatus are also needed for forming doped dielectric films 

. as dopant diffusion sources for ultra-shallow junctions. These methods and 

apparatus should be capable of efficiently removing native oXides to ensure effective 

and uniform dopant diffusion from the doped dielectric layer without causing 

significant surface dmµage to the silicon wafer. Further, for some applications it is 

10 desirable to provide multiple deposition and. cleaning capabilities in a single 

chamber with a simplified design to minimize the time Consumed for different types 

of cleanings.· What is needed, therefore, _are systems and meth~s that are _capable . 

of high quality,. efficient, high temperature deposition and efficient, gentle cleaning. 

In particular, these systems and methods should be designed to be compatible with 
. . 

15 proces~fug requirements for forming devices with high aspect ratio features, and for 

. 20 

. . 
forming ultra-shallow doped regions.· · 

SUMMARY OF THE INVENTION 

. The present invention provides systems, methods and apparatus for 

high temperature (at least about 500-800°C) processing of semiconductor wafers. 

Embodiments of the present invention include systems, methods and apparatus 

25 which enable multiple process steps to· be perfonned in situ in the same chamber to 

reduce total processi.Iig time and to ensure high quality processing to produce high 

integration devices having high ·aspect ratio features. Performing multiple process 

steps in the same chamber also increases the control over process parameters, 

substantially reduces moisture content in deposited films, and minimizes device 

30 damage due to metal contamination or process residue contamination. 

In particular, the present invention provides high temperature 

deposition, heating and efficient cleaning for fanning dielectric films having 
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relatively thin film thicknesses. Embodiments of the present invention are 

particularly useful to deposit doped dielectric films, such as borophosphosilicate 

glass (BPSG) films, borosilicate glass (BSG) films, or phosphosilicate glass (PSG) 

films, and to fonn an ultra-shallow doped region used, for example, as source/drain 

S junctions or as. channel stop diffusions in shallow trench isolation. In addition, 

embodiments of the present invention may also be used to deposit doped dielectric 

films used as premetal dielectric (PMD) layers, intermetal dielectric (IMD) layers, 

or other dielectric layers. Further embodiments of the present invention may 

further be used to deposit undoped dielectric films used as shallow trench isolation 

10 filling oxides, insulating layers, capping lay~rs. or other layers. 

Methods according to the present invention include depositing 

dielectric films by CVD on a substrate in ·a vacuum chamber having a pressure 

betw~n about 10-760 torr, and heating the substrate to· a temperature greater than 

about 500°C. The substrate may be heated for a variety of purposes, such as 

15 performing reflow of deposited dielectric layers for planarization, or for driving in 

dopanis from a deposited doped dielectric layer. · 11ie process· may be carried out in 

a single s.tep-(e.g • ., depositing and reflowing the film on the wafer at temperatures 

greater than 500°C), or in multiple. steps (e.g., depositing the film on the wafer at 

temperatures less than 500°C and then beating the film on the wafer after the film 

20 has been deposited). In either case, high temperature processing is accomplished 

without removing the wafer from the vacuum chamber, which advantageously 

reduces inoist;ure absorption in the dielectric film. The high temperature processing 

also enables in situ deposition of doped dielectric films with ·capping layers to . 

advantageously reduce outgassing of dopants from the doped film and lower 

25 moisture content. In a specific embodiment, reactive gases are delivered to the 

substrate surface, where heat-induced chemical reactions take place to produce the 

dielectric film.· Additionally or alternatively, a controlled plasma may bf? formed to 

facilitate the decomposition of the reactive species. 

In an exemplary embodiment, the dielectric film is a thin doped film 

30 used as a dopant diffusion source for an ultra-shallow junction. The film is 

deposited at temperatures greater than about 500°C onto the substrate and heated to 

higher temperatures, usually greater than 600°C and preferably greater than about 
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700°C., to diffuse dopants from the dielectric layer to the underlying substrate. 

Performing the deposition and heating steps in the same chamber provides better 

control of the thickness, uniformity, and moisture content of the doped dieleetric 

film. Improving the moisture content of the film increases the amounts of available 

5 . dopanti; in the film, which is particularly advantageous for forming ultra-shallow 

junctions in high integration devices. 

In another aspect of the invention, a remote plasma system is 

. provided for etching undesired deposits on the inner walls of the vacuum chamber 

and components of the apparatus·, and for cleaning native oxides and other residue 

10 from the semiconductor wafer prior to processing. A gentle cleaning technique 

using a remote energy ·source is preferably employed instead of a conventional in 

situ plasma process to lower metal contamination. ~or example, the remote plasma 

· syste~ provides a remote plasma and preferably fluorine radicals from the plasma 

. are able to enter the chamber, which is at high temperatures, and provide a gentle, 

15 therma.l cleaning of the chamber. With the remote plasma system, only chemical 

reactions are utilized and the problem of physical sputtering effects are eliminated. 

In contrast, with the use of an in situ plasma system,- sputtering effects attack . 

aluminum chamber walls,· which may then lead to metal contamination in the 

processed wafer. In the thermal cleaning process using the remote plasma system, 

20 the radicals directed into the chamber can effectively clean unwanted deposits and 

residues from the surfaces ·in the chamber while the plasma remains remote or 

exterior to the chamber. .Niother advantage of the remote plasma system is that 

~tive oxides can be efficiently removed from the wafer to effectively ensure 

effective and uniform dopant diffusion from the doped dielectric layer without 

25 causing significant surface damage to the silicon wafer. .A further advantage of $,e 

. remote plasma system is that the system may also be. configured for use to dqjosit 

films by using different input gases as needed. 

In a preferred embodiment, the remote plasma cleaning system is a 

microwave plasma system configured to produce and deliver a select species (such 

30 as fluorine, chlorine or other radicals) ·to the processing chamber.· The remote 

plasma system energizes gases by microwave radiation to create a plasma with 

etching radicals. Specifically, microwaves are created by a magnetron or other 
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suitable energy source and directed through a waveguide system to an applicator 

tube, where a _plasma is created. Reactive gases are then fed into the applicator 

tube and energized by the microwave energy, which sustains· the ionization of the 

ignited plasma to produce a flow of radicals into the processing chamber. For 

5 cleaning, the radieals interact with residue formed on the chamber walls to form 

reactant gases that are suitably discharged form the chamber by an exhaust system. 

The microwave plasma system may also be adapted to deposit plasma enhanced 

CVD films by delivering deposition reactive gases into the processing chamber. 

In another aspect of the invention, .the remote plasma system includes 

10 an endpoint detection system for indicating when the chamber cleaning has 

concluded. The lack of p~asma in the chamber can make it difficult, using 

conventional endpoini detection systems, to pinpoint the time at which the cleaning 

has been completed (i.e., when the last process gas residue in the chamber bas 

reacted with the cleaning etchant so that it can be discharged from the chamber). 

15 . This is. because conventional endpoint detection systems typically rely cm the use of 

a plasma within the chamber to check. "emissions ·from ~e in situ plasma to 
' ' 

determine the end· of the cleaning process. In the present invention, an endpoint.· 

detection assembly is coupled to the gas outlet of the processing chamber to 

. determine the endpoint of the cleaning process· by detecting changes in light 

20 intensity that occur due to absorbanee of light by the exhausted_ clean: gas reactants, 

such as SiF4• 

In yet another aspect of the present invent~on, a method provides 

gettering of any adsorbed clean ·gases,· such as fluorine, from the surface of chamber 

walls. According to the present invention, a first cleaning gas containing fluorine is 

25 introduced into the processing chamber to clean the processing· chamber. of 

deposition residue.. A second cleaning gas is then introduced into the processing 

chamber after the residue has been removed with the first cleaning gas. The second 

cleaning gas removes cleaning residue formed .by the reaction between the first 

cleaning gas and the interior surfaces· of the processing chamber. Removing or 

30 gettering the cleaning residue from the chamber provides a number of advantages. 

For example, in a preferred embodiment of the present invention, fluorine radicals 

are delivered into the processing chanlber to remove residue, such as silicon oxide, 
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by forming a silicon-fluoride gas product which is pumped away from chamber. 

After the fluorine-based chamber cleaning procedure, any adsorbed fluorine on the 

surface of the· chamber walls which might otherwise interact with, or be 

incorporated into, the deposited film on the next wafer to be processed is gettered. 

S In an alternative embodiment, the gettering may be performed by seasoning the 

chamber using microwave-generated atomic oxygen and a silicon source to deposit a 

thin film of oxide onto the chamber to trap any adsorbed fluorine and prevent 

contamination of the subsequently deposited films. 

The present invention also provides various heat-resistant and 

10 process-compatible components for high temperature processing. The system of.the 

present invention includes a vapor deposition apparatus having an enclosure 

assembly housing a processfug chamber. The apparatus includes a heating assembly 

having a pedestal/heater for heating the wafer t~ temperatures up to about 500-

8000C. The pedes~l preferably comprises a materi~ that is substantlally resistant 

15 to reactions with the process gases and to deposition by the process gases at . . 

temperatures of at least about 400°C, ·and p~ferably at temperatures up to about 

500-800°C. In addition, the pedestal preferably comprises ·a material that is 

substantially resistant to etching at high temperatures (i..e., 500-800°C) by the 

fluorine -radicals introduced into the cmunber during cleaning. In an exemplary 

20 embodinient, the pedestal/heater co_mprises a resistive heating element imbedded in 

a ceramic material, such_ as aluminum oxide or preferably aluminum -nitride. 

The heating assembly ~f the present invention further includes a 

support shaft for supporting the pedestal/heater within the chamber and . for housing 

the necessary· electrical connections. thereto. ·The support shaft preferably comprises 

25 a ceramic material that is diffusion-bonded to the pedestal/heater· to provide a 

vacuum seal within the shaft. This vacuum ~al allows the hollow interior of the 

· shaft to be maintained at ambient temperature and pressure during high temperature 

processing, which protects the electrodes and other electrical connections from 

corrosion from the process and c}ean gases within the chamber. In addition, 

30 providing ambient pressure within the shaft minimizes arcing from the power source 

through the hollow core of the shaft to power leads or the outer walls of the shaft. 

In still another aspect of the· invention, a chamber liner is provided 
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around the pedestal/heater to insulate the chamber walls from the heater. 

Preferably, the chamber liner includes an inner portion comprised of a material such 

as ceramic that~ resistant to high temperatures and to deposition/clean reactions, 

and an outer portion comprised of a material resistant to cracking. The inner 

5 portion of the liner insulates the chamber walls to reduce the wafer edge cooling · 

· effects which might otherwise adversely affect deposited film Uniformity. The outer 

portion of the chamber liner is substantially thicker than the inner portion to bridge 

the gap between the wafer and the walls, while minimizing cracking which might 

otherwise occur with a single, relatively thick ceramic liner. In an exemplary 

I 0 embodiment, the outer portion of the liner includes air gaps to increase the 

insulation provided by the liner. 

In still a further aspect of the mvention, a lid assembly is provided 

for the enclosure assembly. The lid assembly includes a gas mixing block (or box) 

coupled to one or more clean gas passages and one or more process gas passages 

15 for receiving process and clean gases. and foi; delivering these gases into the 

chamber. One or more v~ves are provided on either the clean gas passages ·or the 

process gas passages to selectively allow gas to flow through to the gas mixing 

block. This embodiment facilitates the in situ cleaning method of the present 

invention by allowing the ·apparatus to quickly and efficiently switch between 

20 processing and cleaning, which increases the throughput of the system. 

In an exemplary embodiment, the lid assembly further incl~des a base 

plate having a gas inlet for receiving one or more gases and a gas distribution plate 
. . 

including a plurality of holes for dispersing the gases into the processing chamber. 

The lid assembly includes one or more bypass passages -in the base plate that offer 

25 less resistance to fluid flow than the gas distribution holes. During cleaning, for 

example, at least a portion of the cleaning gases will pass through the bypass 

passages directly into the chamber to increase the speed of the cleaning process, 

thereby decreasing the down time of the chamber. The apparatus preferably 

includes a control system, such as a valve and a controller, for partially or 

30 completely closing the bypass passages to control the gas flow through the gas 

distribution holes. 

These and other embodiments of the present invention, as well as 
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its advantages and features, are described in more detail in conjunction with the text 

below and attached figures. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. lA is a vertical, cross-sectional view of a CVD apparatus 

according to the present invention; 

"Fig. lB is a simplified diagram of the system monitor and CVD 

apparatus 10 in a multichamber system; 

10 Fig. lC illustrates a general overview of CVD apparatus 10 in 

relation to a gas supply panel 80 located in a clean room; 

Fig. lD is an illustrative block diagram of the hierarchical control 

structure of the system control software, computer program 150, according to a 

specific embodiment; . 

15 Fig. lE is a block diagtain of an exemplary heater control 

subroutine; 

Fig. 2 is an exploded view of a preferred embodiment of CVD 

apparatus 10 according to the present invention; 

· Fig. 3 is a vertical cross-section, partly in schematic, taken along· 

20 line 3-3 in Fig. 2; · 

25 

Fig. 4 is an enlarged cross-section of a semiconductor processing 

chamber of the apparatus of Fig. 2; 

Fig. 5 is an exploded view of a gas distribution system for the · 

apparatus of Fig. 2; 

Fig. 6A is a top, partially cut-away view of a lid-assembly of CVD 

apparatus 10, Ulustrating portions of the gas distribution systems; 

Figs. 6B and 6C illustrate a front cross-section and a top view, 

respectively, of an alternative lid· assembly for CVD apparatus 10, incorporating a 

bypass conduit for cleaning gases; 

30 Figs. 7 A and 7B are side cross-sectional views and bottom views, 

respectively, of a chamber liner, in accordance with an embodiment of the 

invention; 
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Fig. 8 is a partially schematic, cross-sectional view of Fig. 3 taken 

along lines 8-8, illustrating the pumping channel and the gas flow pattern in the 

exhaust system of the CVD apparatus 10 of Fig. 2; 

Fig. 9 is a vertical cross-sectional view, partially schematic,. of a 

5 heater/lift assembly, according to an embodiment of the invention; 

Fig. 10. is an enlarged cross-sectional view of a bottom portion of the 

heater/lift assembly of Fig. 9; 

Fig. 11 is a side ·cross-sectional view of a pedestal/heater of the 

assembly of Fig. 9, according to an embodiment of the invention; . 

10 Fig. 12 is a bottom view of tl_le pedestal/heater, illustrating a heater 

15 

coil; 

Fig. 13 is an exploded view of the he;ater/lift assembly of Fig. 9; 

Fig. 14 is an enlarged view of.one of the electrical COill\CCtions 

. within the pedestal/heater of Fig. 1 O; 

Figs. 15A ~d 15B illustrate a hole within the pedestal/hc:ater for. 

receiyhig ·a thermocouple and the thermocouple, _respectively; 

Fig. 16 is a simplified diagram of a remott'. microwave plasma system 

for cleaning the wafer and/or the.process chamber, in accordance with an 

embodiment of the present invention; 

20 Figs. 17 A-17D are schematic diagrams of a cleaning endpoint 

detection system in accordance with an embodiment of the present invention; 

Fig. 18 is a simplified cross-sectional view of a semiconductor device 

manufactured according to an. embodiment of the present invention; 

Figs. 19A-19E are simplified cross-~ctional views of an exemplary 

25 application of the method and. apparatus of the present invention for an ultra-shallow 

source/drain junction; 

30 

Figs. 20A-20G are simplified cross-sectional views of another 

exemplary application of the method and apparatus of the present invention for 

ultra-:shallow trench isolation; 

Fig. 21 illustrates the relationship between NF3 flow and microwave 

saturation power that gives optimal cleaning rates provided with remote microwave · 

plasma system 55 in accordance with a specific embodiment of the present 
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invention; 

Figs. 22A-22C are graphs illustrating experimental results showing 

the dopant profile of the ultra-shallow junctions formed using capped BSG films 

produced according to an embodiment of the present invention; 

5 Figs. 23A-23F are graphs illustrating further experimental results 

showing the dopant profile and sheet resistivity of the ultra-shallow junctions 

formed using different capped BSG fi_lms according to another embodiment of. the 

present invention; 

Fig. 24A is a photomicrograph demonstrating ~e as-deposited gap fill 

10 capabilities of PSG films deposited at 600°C in accordance with a specific . 

embodiment of the present invention; 

Fig. 24B is a simplified diagram of a section of the structure shown 

in Fig. 24A; 

Fig. 25 illustrates the FTIR s~ctra of a PSG film deposited- at about 

15 600°C under exemplary proces~ conditions, according to a specific .embodiment; 

Fi~s. 26A and ~6B are photomicrographs demonstrating the relative 
. . . . 

gap fill capabilities of TEOS/03 US9 films deposited at about 400°C ·and about 

550°C, resi>ectively, after heatirig at about 1050°C and a subsequent wet etch. 

processing, in accordance with a speeific embodiment of the present invention; 
. . 

20 Fig. 27 is a photomicrograph demonstrating the gap fill capability of 

a USG film deposited at·about S50°C after heating at about 1000°C and a 

subsequent wet etch processing, in accordance with a specific embodiment of the 

present invention; and 

Fig. 28 illustrates the FTIR spectra of a USG film deposited at about 

25 550°C under ~xemplary process conditions, according to a specific embodiment. 

30 

DETAILED DESCRIPTION OF THE SPECIFIC EMBODIMENTS 

I. CVD Reactor System 

A. Overview of CVD Reactor 

Embodiments of the present invention are systems, methods and 

apparatus used for depositing dielectric films at temperatures greater than about 
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500°C. In particular, such systems, methods and apparatus may be used to deposit 

undoped.dielectric films and doped dielectric films. Such films may be used to form 

ultra-~hallow doped regions, premetal dielectric layers, intennetal dielectric layers, 

capping layers, oxide filling layers, or.other layers. Fig. lA is a vertical, cross-

5 sectional view of one em}?odiment of a CVD apparatus 10 according to a specific 

embodiment. In addition to being capable of depositing dielectric layers, the 

apparatus according to the present invention has high temperature heating 

capabilities useful for performing reflow of deposited dielectric layers· for 

planarization, or for driving in dopants from a deposited doped dielectric layer 

10 when forming ultra-shallow doped regions .. Further, the apparatus can provide 

efficient cleaning of various CVD chamber components and, cleaning of wafer 

surfaces. CVD apparatus 10 provides these multiple capabilities in sini in a single 

vacuum chamber 15. Accordingly, multiple-process steps may be performed in a. 

sing~e. chamber without having. the wafer transferred out of that chamber into other · 

15 external chambers. This results in. a lower moisture content on the wafers by 

eliminathig opportunities to absorb moisture from the ambient air and, 

advantageously increases the dopant retention in the deposited:dielectric layer. In . 

addition, performing multiple ·process steps in a single chamber saves .time, W:hich 

increases the overall throughput of the process. 

20 Referring to Fig. lA, CVD apparatus 10 includes an enclosure 

assembly 200 housing a vacuum chamber 15 with a gas reaction area 16. A gas 
distribution plate 20 is provided above the gas reaction area 16 for dispersing 

· reactive gases thr_ough perforated holes in plate 20 to a wafer (not _shown) that rests 

on a vertically movable heater 25 {also referred to as a wafer support pedestal or 

25 susceptor). CVD apparatus 10 further includes a heater/lift assembly 30 for heating 

the wafer supported on heater 25. Heater/lift assembly 30 also can be.controllably 

moved between a lower loading/off-loading position anci an upper processing 

position indicated by dotted line 13 which is closely adjacent to plate 20, as shown 

in Fig. lA. A center board (not.shown) includes sensors for providing iI)formatioI,l 

30 on the position of the wafer. As discussed in detail below, heater 25 includes 

resistively-heated components enclosed in a ceramic, preferably aluminum nitride. 

In an exemplary embodiment, all surfaces of heater 25 exposed to vacuum chamber 
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15 are made of a ceramic material, such as aluminum oxide (Al20 3 or alumina) or 

aluminum nitride. When heater 25 and the wafer are in processing position 13, 

they are surrounded by a chamber liner 35 along the inside walls 17 of apparatus 10 

and by an annular pumping c~el 40, formed by chamber liner 35 and a top 

5 portion of chamber 15. ·As discussed in. detail below, the surface of chain.her liner 

35 preferably comprises a ceramic material, such as alumina or aluminum nitride, 

which serves to lower the temperature gradient between resistively-heated heater 25 

(high temperature) and chamber walls 17, wlµch are at a much lower ·temperature 

relative to heater 25. 

10 Reactive and carrier gases are supplied through supply line 43 into a 

gas mixing box (or gas mixing block} 273 (Fig_. 5), where they are preferably mixed 

together and delivered to plate 20. Gas mixing box 273 .is preferably a dual input 

mixing block coupled to a process gas supply line 43 and to. a cleaning gas conduit 

47. As will be discussed in detail below, a processor 50 preferably controllably 

15 · operates a gate valve 280 (Fig.· 5) to choose which of these two alternate sources of . 

gases are sent to plate 20 for dispersing into chamber 15. · Conduit 4 7 receives 

gases from an integral remote microwave plasma system 5_5, which has an inlet 57 

for receiving input gases. During deposition processing, gas supplied to plate 20 is 

vented toward the wafe~ surface (as indicated by arro~s.21), where it may be 

20 uniformly distributed radially across the wafer surface, typically in a laminar flow. 

Purging gas may be delivered into chamber 15 from an inlet port or tube (not 

shown) throu~h the bottom wall of enclosure as5t'.111bly 200. The purging gas flows 

upward past heater 25 and to an annular pumping channel 40. ~exhaust system 

then exhausts the gas (as indicated by arrows 22) into the annular pumping channel 

25 40 and through an exhaust line 60 by a vacuum pump system (not shown). Exhaust 

gases and residues are preferably released from annular_ pumping channel 40 

through exhaust line 60 at a rate controlled by a throttle valve system 63. 

In the representative embodiment, the chemical vapor deposition 

process performed in CVD apparatus 10 is a thermal, sub-atmospheric pressure 

30 process, often referred to as sub-atmospheric CVD (SACVD). As discussed earlier, 

thermal CVD processes supply reactive gases to the substrate surface where heat­

induced chemical reactions (homogeneous or heterogeneous) take place to produce a 
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desired film. In CVD apparatus 10, heat is distributed by resistively-heated heater 

25, as discussed in detail below, that is capable of reaching temperatures as high as 

about 400-800°C. Such heat distribution provides' uniform., rapid therm.al heating of 

the wafer for effecting deposition, reflow and/or dri~e-in, cleaning, and/or 

5 seasoning/gettering steps in a multiple-step process in situ in chamber 15. 

Alternatively, a controlled plasma may be formed adjacent to the wafer by RF 

energy applied to gas distribution plate 20 from an RF power supply (not shown). 

In ~bodiments additionally having ~ lower RF electrode, the RF power supply can 

supply either single frequency RF power to plate 20 ·or mixed frequency RF power 

10 to plate 20 and the lower RF electrode to enhance the decomposition of reactive · 

species introduced into process chamber 15. In: a plasma process, some of the 

comvonents of vapor deposition apparatus 10 would have to be modified to 

accommodate the RF energy, as discussed below. 

Remote microwave pla5ma system 55 integrally provided in CVD 

15 apparatus 10 is preferably adapted :for ·performing periodic cleaniµg of undesired 

deposition residue from various components of chamber 15, including walls· 11·as 

well as other components. Further, remote microwave plasma system 55 can also 

perform cleaning or etching of native oxides· or. residues ·from the surface of the 

wafer, depending on the desired applicatfon. Although gases input via line 57 into 

20 plasma system 55 are reactive cleaning gases for creating a plasma to provide 

fluorine, chlorine, or other radicals, remote ~icrowave plasma: ·system 55 also may 

be adapted to deposit plasma enhanced CVD · films by inputting deposition reactive 

gases into system 55 via input line 57. Generally, remote microwave plasma 

s.ystem 55 receives gases via input line 57, which are energized by microwave 

25 radiation to create a plasma with etching radicals which are then sent via conduit 47 

for dispersion through plate 20 to chamber 15. Specific details of plasma system 55 

will be discussed further below. Some embodiments of apparatus 10 may also 

include a radio frequency (RF) plasma system to provide in situ plasma capability. 

Motors and optical sensors (not shown) are used to move and 

30 determine the position of movable mechanical assemblies such as throttle valve 

system 63 and heater 25. The heater/lift assembly 30, motors,· gate valve 280, 

throttle valve system 63, remote microwave plasma system 55, and other system 
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components are controlled by processor 50 over control lines 65, of which only 

some are shown. 

Processor 50 controls all of the activities of the CVD machine. 

Acting as the system controller, processor 50 executes system control software, 

5 which is a computer program stored in a memory 70 coupled to processor 50. 

Preferably, memory 70 may be a hard disk drive, but of course memory 70 may be 

other kinds of memory. In addition to a hard disk drive (e.g., memory 70), CVD 

apparatus 10 in a preferred embodiment includes a floppy disk drive and a card 

rack. Processor 50 operates under the control of the system control software, which 

10 includes sets of insn-uctions that dictate the timing, mixture of gases, chamber 

pressure, chamber temperature, microwave power levels, susceptor position, and 

other parameters of a particular process. Other COlllputer programs such as those · 

stored on o~r memory including," for example, a floppy disk or other computer 

program: p~oduct inserted in a disk drive or other appropriate drive~ may also be 

15 used to operate processor 50. System ·control software will be discussed in detail 
. . 

below. The card rack contains a single-board computer, analog and. digital 

input/output boards, interface boards and· stepper_ motor controller boards. Various 

·parts of CVD apparatiis 10 conform to the Versa Mod.ular European (VME) 

standard which defines board, car_d cage, and connector dimensions and types. The 

20 VME standard also defines the bus structure having a 16-bit data bus and 24-bit 

address bus. 

The interface between a user and processor s·o is via a CRT monitor 

73a and light pen 73b, shown in Fig. lB which is a simplified diagram of the 

system monitor and CVD apparatus 10, illustrated as one of the chambers in a 

25 multichamber system. CVD apparatus 10 is preferably attached to a mainframe unit 

75 which contains and provides electrical, plumbing and other support functions for 

the apparatus 10. Exemplary mainframe units compatible with the illustrative 

embodiment of CVD apparatus 10 are currently commercially available as the· 

Precision 5000nc and the Centura 5200nc systems from Applied Materials, Inc. of 

30 Santa Clara, California. The multichamber system has the capability to transfer a 

wafer between its· chambers without breaking the vacuum and without having to 

expose the wafer to moisture or other contaminants outside the multichamber 
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system. An advantage of the multicbamber system is that different chambers in the 

multichamber system may be used for different purposes in the entire process. For 

example, one chamber may be used for deposition of oxides, another may be used 

for rapid thermal p~ssing, and yet another may be used for oxide cleaning. The 

5 . process may proceed uninterrupted within the multichamber system, thereby 

preventing contamination of wafers that often occurs when transferring wafers 

between various separate individual chambers (not in a multichamber system) for 

different parts of a process. 

In the preferred embodiment two monitors 73a are used, one mounted 

10 .. in the clean room wall for the operators and the other behind the wall for the 

service technicians~ Both monitors 73a simultaneously display the same 

information, but only one light pen 73b is enabled. The light pen 73b detects light 

emitted by CRT disPlay with a light sensor in the tip of the pen. To select· a 

particular screen or function, the operator touches a designated area of the display 

15 screen and pushes the button on the pen 73b. The touched area changes its · 

highlighted color, or a new menu or screen is displayed, confirming communication 

between the light pen and the display screen. -~f cours.e, other devices, sueh as a 

keyboard, mouse, or other pointing or commutiicatiori device, may be ·used instead 

of or in addition to light pen 73b to ·allow the user to communicate with processor 

20 50. 

Fig. lC illustrates a general overview of CVD apparatus 10 in 

relation to a gas supply panel 80 located in a clean room. As discussed above, 

c;:VD apparatus 10 includes chamber 15 with heater 25, gas mixing box 273 with· 

. inputs from supply line 43 and conduit 47, and remote microwave plasma system 55 

25 with input line 57. As mentioned above, gas· mixing box 273 is for mixing and 

injecting deposition gas(es) and clean gas( es) or other gas(es) through inlet tube 43 

to the processing chamber 15. As seen in Fig. lC, remote microwave plasma 

system 55 is integrally located an<;l mounted below chamber 15 with conduit 47 

coming up alongside chamber 15 to gate valve 280 and gas mixing box 273, located 

30 above chamber 15. Similarly, gas supply line 43, which comes up alongside 

chamber 15 to gas mixing box 273, is provided with reactive gases via lines 83 and 

85 from gas supply panel 80. Gas supply panel 80 includes lines to gas or liquid • 
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suppJy sources 90, containing gases or liquids. that may vary depending on the 

desired processes used for a particul~r application. Gas supply panel 80 has a 

mixing system ~3 which receives the deposition process and carrier gases (or 

vaporized liqu.ids) from sources 90 for mixing and sending to gas mixing box 273 

5 via line 85 to supply line 43. Generally, supply lines for each of the.process gases 

include (i) shut-off valves 95 that can be used to automatically or manually shut off 

the flow of process gas into line 85 or line 57, and (ii) mass flow controllers 100 

that measure the flow o~ gas or liqu~d through the supply lines. When toxic. gases 

(for example, ozone and the clean gas) are used in the process, the several shut-off 

10 valves 95 may be positioned on each gas supply line in conventional ~nfigurations. 

The rate at which the deposition and carrier gases including, for example, 

tetraethylorthosilane (TEOS), helium (He), and nitrogen (N2), and optionally 

triethylphosphate (TEPO), triethylborate (TEB), and/or other dopant sc>urces, are 

supplied to gas mixing system 93 is also. controlled by liquid or gas mass flow 
. . ·. 

15 controllers (MFCs) (not shown) and/or by valves (not shown). In some 

embodiments, gas m~ing system 93 includes a liquid injection systc:m for 

vaporizing reactant liquids such ·as TEOS and TEPO. According to these 

embodiments, a mixture including TEPO as the phosphorus source, TEOS as the 

silicon source, and one or more gaseous oxygen s.o:urces, such as oxygen (OJ or 

20 ozone (03), may be formed with gas mixing system 93. The TEPO andTEOS are 

all liquid sources that also may be vaporized by conventional boiler-type or bubbler­

type hot boxes in other embodiments. A liquid injection sy$tem is prefei:red as it · 

provides greater control of the volume of reactant liquid introduced into the gas . 

mixing system. The vaporized gases are then mixed in the gas mixing system with 

25 a carrier gas, such as helium, before being delivered to heated line 85. Of course, 

it is recognized that other sources of dopants, silicon, and oxygen also may be ·used. 

Additionally, gas supply panel 80 includes switching valve 95, which 

under the control of processor 50, can selectively send the clean gas with N2 along 

process gas line 83 to gas supply line 43 or along clean gas line 57 to remote 

30 microwave plasma system 55. When processor 50 causes switching valve 95 to 

send the clean gas with N2 via input line 57 to plasma system 55, a plasma remote 

from chamber 15 is formed due to application of microwave energy and cleaning 
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radicals are produced for transfer to gas conduit 47. Processor 50 can also cause 

another valve 96 to send ozone through line 83 to gas supply line 43 and to send the 

deposition and carrier gases from gas mixin~ system 93 through heated line 85 to 

gas supply line 43. In alternative embodiments, valve 95 is connected at its output 

S only to line 97 and selectively allows clean gas and N2 to pass through· tine 97 to a 

switching valve 105 (not shown). Located at a point close to inlet 57 and remote 

system 55, switching valve 105 in these embodiments would be connected to inlet 

57 to remote microwave system SS and also to line 83 leading to inlet 43. In 

specific embodiments,. gate valve 280 may be controlled by processor 50, with 

10 instructions from the system software computer program, to select either the clean 

gases or the deposition gases to flow into chamber lS. 

Located remote from the ~lean room where chamber 15 of apparatus 

10 is located are a microwave power supply 110 and ozonator 115. Power supply 

110 provides power to the magnetr<?n in remote plasma system 55. Ozonator 115, 

15 applies power to oxygen (O:J which is. us¢ as input to provide ~zane (03) as <?utput 

for use a5 at least· one o.f the· sources 90: In other ~mbo~iments~ power supply 110 

and ozonator ll5 may be located in the clean room rather than being remotely · · 

locat~d. Further, in multicham~r systems requiring multiple ozone sources and/or 

multiple remote microwave plasma systems 55, multiple ozonators 115 and multiple. 

20 power supplies 110 may be provided. 

The processes for depositing the film, perfomiing a clean, and 

performing retlow or drive-in steps can be implemented using a computer program 

·product that is executed by processor 50. The computer program code can be 

written in any conventional computer readable progranim.ing language such as, for 

25 example, 68000 assembly language~ C, c++, Pascai, Fortran, or other language. 

· Suitable program ~e is entered into a single file, or multiple files, using a. 

conventional text editor and is stored or embodied in a computer-usable medium, 

such as a memory system of the computer. If the entered Code text is in a high­

level language, the code is compiled, and the resultant compiler code is then linked 

30 with an object code of precompiled.Windows library routines. To execute the 

linked compiled object code, the system .user· invokes the object code, causing the 

computer system to load the code in memory, from which the CPU reads and 
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executes the code to perform the tasks identifi:ed in the program. 

Fig. lD is an illustrative block diagram of the hierarchical control 

structure of the system control software, computer p~gram 150, accordh:ig to a 

specific embodiment. Using a light pen interface, a user enters a process set 

5 numbe.r and process chamber number into a process selector subroutine 153 in 

response to menus or screens displayed on the CRT monitor. The process sets, 

which ar~ predetermined sets of process parameters necessary to carry out specified 

processes, are identified by predefined set numbers. Process selector subroutine 

153 identifies (i) the desired process chamber, and {ii) the desired set of process 

10 parameters needed to operate the process clµunber for performing the desired 

process. The process parameters for performing a specific process relate to process 

conditions such as, for example, process gas composition and flow rates, 

temperature, pressure, plasma conditions such as magnetron power levels (and 

alternatively to or in addition to high- and low-frequency RF power levels and the 

15 low-frequency RF frequency~ ·for eiiibodiments e.qui~ped with·RF·plasma systems), 

coolix.lg gas pressure, and chamber wall temperature. Process selector subroutine 

153 controls wh3t type of process (deposition, wafer cleaning, chamber cleaning, 

chamber gettering, reflowing) is performed at a certain time in chamber 15. In 

some ~bodiments, there may be more ~ ~ne process selector su~routine. The 

20 process parameters are provided to the user.in·the .form of a reCipe and may be 

entered utilizing the light pen/CRT monitor interface. 

The signals for monitoring the process are provided by. the analog 

input board and digital input board of. the system controller, and the signals for 

controlling the process are output on the analog output board arid digital output 

25 board of CVD sy~tem 10. 

A process sequencer subroutine 155 comprises program code for 

accepting the identified process chamber and set of process parameters from process 

selector subroutine 153, and for controlling operation of the various process 

cbambe~s. Multiple users can enter process set numbers and process chamber 

30 numbers, or a single user can enter multiple process set numbers and process 

chamber numbers, so sequencer subroutine 155 operates to schedule the selected 

processes in the desired sequence. Preferably, sequencer subroutine 155 includes 
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program code to· perform the steps of (i). monitoring the operation of the process 

chambers to determine if the chambers are being used, (ii) detennining what 

processes are being carried out in the chambers being used, and (iii) exeeutmg the 

desired process based on availability of a process chamber and the type of process 

5 to be carried out. Conventional methods of monitoring the process chambers can be 

used, such a5 polling. When scheduling which process is to be executed, sequencer 

subroutine 155 can be designed to take into consideration the present condition of 

the process chamber being used in comparison with the desired process conditions 

for a selected process, or the "age" of each particular user-entered request, or any 

10 other relevant factor a system programmer desires to include for determining 

scheduling priorities. · 

Once sequencer subroutine 155 deteonines which process chamber 

and process set combination is going to be executed next, the sequencer subroutine 

155 initiates execution _of the process set by passing the particular prricess set 

15 parameters to a chamber manager subroutine 157a-c which controls multiple· 

processing tasks· iii a process chamber 15 according to the process set determined by 

sequencer subroutine 155. For example, the chamber manager subroutine 157a 

comprises program ·code for controlling CVD and-cleaning process operations in 

20 

. . 

process chamber 15. Chamber.manager subroutine 157 also controls execution of 

various chamber component subroutines which control operation of the chamber 

components necessary to carry out the selected process set'. Examples of chamber 

component subroutines are substrate positioning subroutine 160, process gas control 

subroutine 163, pressure control subroutine 165, heater control subroutine 167, 

plasma control s\ibroutine 170, endpoint detect control subroutine 159, and gettering 

25 control subroutine 169. ·Depending on.the specific configuration of the CVD 

chamber' some embodiments include all of the above subroutines, while other 

embodunents may include only some of the subroutines. Those having ordinary 

skill in the art would readily recognize that other chamber control subroutines can 

be included depending on what processes are to be performed in process chamber 

30 15. In operation, chamber manager subroutine 157a·selectively schedules or calls 

the process component subroutines in accordance .with the particular process set 

b~ing executed. Chamber manager subroutine 157a schedules the process 
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component subroutines much like sequencer S?broutine 155 schedules which process 

chamber 15 and process set are to be e?'ecuted next. Typically, chamber manager 

subroutine 157a includes steps of monitoring the various chamber components, 

· determining which components need .to be operated based on the process parameters 

5 for the process set to be executed, and initiating execution of a chamber component 

subroutine responsive to the monitoring and ~etermining steps. 

Operation of particular chamber component. subroutines will now be 

described with reference to Fig. ID. Substrate positioning subroutine 160 

comprises program code for controllhig chamber components that are used to load . 
. . 

10 the substrate onto heater 25 and, optionally, to lift the substrate to a desired height 

in chamber 15 to control the.spacing between· the substrate and gas distribution 

manifold 20. When a substrate is loaded into process chamber 15, heater 25 is 

lowered to receive the substrate and then heater 25 is. raised to the desired. height. 

In operation, substrate positioning subroutine 160 controls movement of heater 25 in . . . . 

15 response to process set parameters related to the Support height that are transferred 

from chamber· m~ger subrol,ltine 157a. 

Process gas control subroutine 163 has program code for controlling .. 

process gas composition and flow rates·. ·Process gas control subroutine 163 

controls the open/close position of the saf~ty shut-off valves, and also ramps 

20 up/down the mass flow controllers to obtain the desired gas flow rate. Process gas 

control subroutine 163 is inv~ked by the chamber manager subroutine 157a, as are 

all chamber component subroutines, and receives subroutine process parameters 

related to the desired gas flow rates from the chamber manager. Typically, process 

gas control subroutine 163 operates by·opening the gas supply lines and repeatedly 

25 (i) reading the necessary mass flow controllers, (ii) comparing the readings to the 

desired flow rates received from chamber manager subroutine 157a, and (iii) 

adjusting the flow rates of the gas supply lines as necessary. Furthermore, process 

gas control subroutine 163 includes steps.for monitoring the gas flow rates for 

unsafe rates, and activating ~ safety shut-off valves when an unsafe condition is 

30 detected. Process gas control subroutine 163 also controls the gas composition and 

flow rates for clean gases as well as for deposition gases, depending on the desired 

process (clean or deposition or other) that is selected. Alternative embodiments 
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could have more than one process gas control subroutine 613, each subroutine 613 

controlling a specific type of process or specific sets of gas lines. 

In some processes, an inert gas such as nitrogen or argon is flowed 

into chamber 15 to ·stabilize the pressure in the chamber before reactive process 

5 gases are introduced. For these processes, process gas control subroutine 163 is 

programmed to include steps for flowing the inert gas into chamber 15 for an 

amount of time necessary to stabilize the pressure in the chamber, and then the 

steps described above would be carried out. Additionally, when a process gas is to 

be vaporized from a liquid precursor, for ex~ple TEOS, process gas control 

10 subroutine 163 would be written to include .steps for bubbling a delivery gas such as 

helium through the liquid precursor in a bubbler assembly, or introducing a carrier 

gas such as helium to a liquid injection system. When a bubbler is used for this 

type of process, process gas·control subrout~e ~63 regulates th~ flow of the 

delivery gas, the pressure in the bubbler, and the bubbler temperature in order to 

15 obtain the desired process gas flow rateS. As discussed above, the dCsired process 

gas flow rates ·are transferred to process gas. control subroutine i63 as process 

parameters. Furthermore, process gas· control subroutine 163. includes steps for 

obtaining the necessary delivery gas flow rate, bubbler pressure, and bubbler 

temperature fo~ the desired process gas ~ow rate by accessing .a stored table 

20 containing the necessary values for a given process- gas flow rate. Once the 

.necessary values are obtained, the delivery ga:s flow rate, bubbler pressure and 

bubbler temperature are monitored, compared to the necessary· values and adjusted 

accordingly. 

. The pressure control subroutine 165 ·comprises program code for 

25 controlling the pressure in the chamber 15 by regulating the aperture size of the 

throttle valve in the exhaust system· of the chamber. The aperture size of the 

throttle valve is set to control the chamber pressure at a ~esired level in relation to 

the total process gas flow, the size of the process chamber, and the pumping set­

point pressure for the exhaust sy_stem. When pressure control subroutine 165 is 

30 invoked, the desired or target presSure level is received as a parameter from 

chamber manager subroutine 157a. The pressure control subroutine 165 measures 

the pressure in chamber 15 by reading one or more conventional pressure 
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nanometers connected to the cha.Iilber, compares the measure value(s) to the target 

pressure, obtains PID (proportional, integral, and differential) values corresponding 

to the target pressure from a stored pressure table, ·and adjusts the throttle valve 

according to the PID values obtained from the pressure table. Alternatively, 

5 pressure control subroutine 165 can be written to open or close the throttle valve to 

a particular aperture size to regulate the pressure in chamber 15 to the desired level. 

Heater control subroutine 167 comprises program code for controlling 

the temperature of a heater element 473. used to resistively heat heater 25 (and any 

substrate thereon). Referring to Fig. lE, heater control subroutine 167, which is 

10 also invoked by chamber manager subroutine 157a, reeeives a desired target/set­

point temperature parameter, -T41cs, as an input (step 580). Iri. step 582, heater 

control subroutine 167 measures the ~nt temperature of ~eater 25 by measuring 

voltage output of a thermocouple located. in h~ter 25. The current temperature is 
deno~ T(k), where k is the current time step of heater control subroutine 167 .. 

15 The controller obtains the temperature· T(k) ·from the thermocouple voltage by 

. looking up the corresponding tempe~ture in a stored conversion table or by . 

calculating the temperature using a fourth-ord«?r polynomial. In an exemplary 

embodiment, heater control subroutine 167in step"584 calculates the temperature 

error. The temperature error, denoted Errtaiip~ is determined by the equation 

20 Err1emp{k)=Tdcs-T(k). 

In step 584, heater control subroutine 167 will select one of two 
. . 

control algorithms based on th~ absolute value of Err1emp(k). If the_ absolute value of 

the temperature error is smaller than a predetermined boundary error, the heater 

control subroutine will select a temperature regulator algorithm (steps 586 and 588). 

25 This algorithm precisely controls .the temperature at the desired temperature, Tc1es. 

If the absolute value of the temperature error is greater than the boundary error, 

heater control subroutine 167 will select a temperature ramp control algorithm (step 

590). This algorithm controls the rate at which the heater temperature will 

approach the desired temperature, T41cs, i.e.; it controls the rate at which the 

30 temperature changes. 

The temperature regulator algorithm (steps 586 and 588) uses 

. feedback and feedforward control to update the power delivered to the heating 
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element embedded in heater 25 so as to maintain the current temperature, T(k), as 

clo8e to T c1cs as possible. The feedforward control in this algorithm estimates the 

amount of power necessary to maintain the desired temperature given the amount 

and type ~f gas flow and RF power supplied to the chamber. The feedback control 

5 uses standard Proportional-Integral-Derivative (PID) control terms to adjust the 

estimated feedforward power based on the dynamic behavior of the temperature 

error, Errranp(k). PID ·control is the type of algorithm used in conventional heater 

control systems without regard to the value of the temperature error. If these 

routines seek to control the temperature ramp rate, they will defme a time-varying 

10 Tdes(k) and ~en employ the PID controller described above to trac~ this desired 

temperature trajectory. 

In the present inveiition, heater control ~ubroutine 167 preferably 

_employs the temperature ramp control_ algorithm (steps 590) to control power to 

heater 25 _ when the absolute value of temperature error is greater than the boundary 

15 error. This algorithm controls T'(k), which is the rate _of change-of the 

temperature, T(k), at time step k. The rate of charige of temperattire should be_ 

controlled because the heater 25. can_ be mad~ of a ceramic. material, which may 

fracture from thermal sheck if the temperature changes too· quickly. The ramp 

control algorithm uses feedforward and Proportional feedback crintrol to control _ 

20 T'(k) to a predetermined desired ramp rate function, T'c1cs(T). The desired ramp 

rate is mainly a function of the temperature of the heater and is based on the 

thermal 'shock resistance of the heater 25 at various temperatures. Thus, the desired 

ramp rate may continuously change based on the current measured temperature of 

the heater, or it may be set at a constant based on a.minim~ rate that is low 

25 -enough to avoid thermal shock within the range of temperatures of a particular 

process. The control algorithm also employs a saturation function on the rate of 

change of power supplied to the heater to damp the system response, which reduces 

osc_illations in ramp rate. 

Controllers that attempt· to regulate ramp rate by_ tracking a timed 

30 temperature trajectory at best can only guarantee that a desired temperature, T11cs(K), 

will be achieved at some time K in the future. The average ramp rate over the time 

interval of length K will be T' des· However, the instantaneous rate of change of 
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temperature T' {k) may vary widely during tha~ interval. Cqnsider the case in which 

a disturbance causes the temperature to remain stable for· some interval of time less 

than K. The controller will then attempt to as quickly as possible "catch up" to the 

desired trajectory Tc1cs(k). The ranip rate for the time interval during which the 

5 controller is catching up will be greater than T' tics· That scenario could result in 
. . 

thermal shock fracture. By controlling the ramp rate directly, the current invention 

avoids this potential scenario. 

Referring to Fig. lE, an exemplary ramp control algorithm will now 

be described. After the desired temperature, Tc1cs is input (step 580), the current 

10 temperature T(k) is measured (step 582), and the temperature error is determined 

(step 584), the ramp control algorithm calculates the actual ramp rate T'(k). using a 

numerical differentiation technique. It also determiµes the desired ramp rate, 

T'c1cs(T(k)), based on the current value of T(k), and the error in ramp rate, . . 

Errrrare=T' c1csCT(k))-T'(k) (steps 592 and 594). The actual i'amp rate T'(k) is 

15 . calculated from measured. temperature T(k) over a range. of temperature 

measurement s~ples. In general, T' c1cs(T(k)) may be any continuous function of 

temperature in various em~odiments~ In'the specific embodiment, T'c1cs(l'(k)} is set 

to be a predetennined constant value. The ealcu•ated ramp rate T'(k).is determined 

by sampling (i.e., measuring} the temperature at a predetermine<! sample rate (e.g., 

20 .10 times in a power update period, 1 seeond, in the specific embodiment). Then, 

an average of the 10 samples is calculated and compared to the average of the 

previous 10 samples. The differenee between the averages of the first 10 measured 

temperatures and the previous 10 measured temperatures is then divided by the 

power update period to obtain an average measured temperature. The derivative of 

25 the average measured temperature is then calculated to arrive at the calculated ramp 

rate T'(k). The ramp.rate error Erruaic may then determined by taking the· 

difference between the constant-valued T'dcs(T(k)} and the calculated ramp rate T'(k) 

in the specific embodiment (step 594). The above embodiment is an example of one 

numerical differentiation technique that may b~ used, but other techniques that may 

30 be more sophisticated also can be used in other embodiments. In other 

embodiments, other sample rates also may be used. 

To elaborate on step 596, an exemplary control function used in the 
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specific embodiment is given by the following, equation: 

P(k+ 1) ·= Pmoc1c1[T(k),T'c1es(T(k))] + Kp *[T' c1esCTCk))-T'(k)] 

where k is the current time step and k+ 1 is the -next time step. P(k + 1) is the 

·power that will be supplied to the heater at the next time step. P moc1c1[T(k), 

5 T1c1es(T(k))], which is a function of the desired ramp rate and measured temperature, 

is some modeled approximation of the necessary power to give a ramp rate of 

T' des(T(k)) at a temperature T(k). Ki, is a control gain constant (in 

Watts/(°C/second}). that is user-defmed and multiplied with the ramp rate error 
. . 

ErrRRaie. In· the specific embodiment, P moc1c1[T(k), T' c1esCT(k))] can be approximated 

10 as P(k). This approximation is particularly mi~ for slow systems ·such as the 

resistive heater with. large thermal mass of the present invention. The control 

function is then approximated by the following equations: 

P(k+ 1) = P(k). + K,, *[T' c1esCf(k))-T'(k)] 

P(k + 1) - P(k) =. Kp *[T' c1esCT(k))-T'(k)]. 

15 Because_ th~ response of the heater is slow, ~ere is a. lag between the 

time power is adjusted and the time when the- adjustment produces the desired 

result. For example, if the temperature of the heateris stable and the desired ramp 
rate is positive, the control will increase power. to the heater. The temperature will 

not, however; immediately rise according to the desired ramp rate. The control will 

20 then at the next time step further hicreaSe power. It will continue to increase power 

until the desired ramp rate is met. By that time, however, the supplied power could 

be much greater than that needed to maintain the desired- ramp rate. The ramp rate 

will continue to increase beyond .its desired value. This is called overshoot. The 

controller will react by reducing power, and slowly the ramp rate will decrease. 

25 Once again, the controller can act faster than the heater, so it will reduce power too 

much and the ramp rate will decrease beyond its desired value. This is oscillation. 

Over time, the magnitude of the oscillations· will decrease and the- ramp rate will 

reach a constant, steady-state value. Because all real systems undergo small 

disturbances, there will also be a small steady-state error. 

30 The value of F; determines the size of the overshoot and the 

steady-state error. If Ki, is large, the system will be more oscillatory, but 

steady-state error will be small. If~ is small, the opposite is true. Typically, ~ 
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can be large because Derivative control can be used to damp the system's response, 

i.e. reduce overshoot and oscillation. Steady-state error can be- reduced by using 

Integral control, but this tends to· increase overshoot and oscillation and is 

preferably avoided in this ·control algorithm. In this case, derivative control is not 

5 available. It would require numerically calculating the second derivative of the 

temperature. Because the signal-to-noise ratio of the thermocouple signal is low, its 

second derivative ·can not be calculated reliably. Therefore, the present invention 

uses a large Kp to reduce steady-state error and a saturation function (step· 59a} 

·instead of derivative control to dampen the system response. The saturation 

10 function effectively schedules the gain K, such that K, is inversely proportional to 

the ramp rate error, ErrRRare; During the transient portion of the system response, 

when errors are larger and overshoot Can occur, the effective gain is small. In 

steady-state, errors are small, so the· effective K, is large. 

The exemplary saturation function used to dampen system response is 

15 giv~n by the following equations (step.598). For these equations, P(k+l} refers to 

the power:defined by the controlequation given above. P1(k+l) is the actual 

power supplied to the heater. P~max is the predetermined maximlim allowable 

change in supplied power from one time step to the next. · 1'J.e. exemplary saturation 

function is as follows: 

20 if I P(k+l)-P(k) I >P'mau · 

then P1(k+ l}=P{k)-P' nm for ~(k+ 1) > P(k) 

and P1(k+l)=P(k)-P'Jllllt for P(k+l)<P(k) 

else P1(k+ l)=P(k+ 1) 

A new term K,en(k) can now be defined as the effectj.ve gain of the 

25 controller at time step k. Clearly, if P1(k+l)=P(k+l) the effective gain at time k 

equals the gain K,. But if the satuiation function is ·applied, ~) is defined by 

substituting P(k+l) for P1(k+l) in the equations above and combining them with 

the equation: P(k+l) = Pmoc1c1[T(k),T'c1cs(T(k))] + ~*[T'c1cs(T(k))-T'(k)]. The term 

K,en(k) is as follows: 

30 P'mu= ~)*ErrRRare(k); 

K,ea(k) = P' mu/Err RR.arc(k). 

-By maldng the effective gain small when the ramp rate error is large, overshoot and 
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oscillation in the response are minimized by this saturation function. This reduces 

the likelihood of damage to the heater from poor ramp rate control. Accordingly, 

the ramp control algorithm of heater control subroutine 167 dampens the system's 

response when· large ramp rate errors occur, thereby resulting in more efficient 

5 temperature control. 

A plasma control subroutine 170 comprises program code for setting 

the magnetron power levels and mode (CW or pulsed). In alternative embodiments. 

having RF plasma systems, plasma control subroutine 170 also could include 

program code for setting low- and high-frequency RF power levels applied to the 

10 process electrodes in chamber 15, and for·$etting the low-frequency RF frequency 

employed." Of course, some embodiments. niay have one plasma control subroutine 

170 used for microwave power·Ievels and another plasma control subroutine 170 

used for RF power levels. Like the J>reviously described clwµ.ber component 

subroutines, plasma control subroutine. 170 is invoked by chamber manager 

15 subroutine 157a. 

A plasma control subroutine 170 comprises program code for setting 

and adjusting the magnetron power levels and mode (CW or pulsed) .. In alternative 

embodiments having RF plasma systems, plasma control subroutine 170 also could 

·include program code for setting low- and high-frequency RF power levels applied 

·20 to the process electrodes in chaniber 15, and for setting the low-frequency RF 

frequency employed. Of course, some embodiments may have one plasma control 

subroutine 170 used for microwave power levels and another plasma control 

subroutine 170 used for RF power levels. Like the previously described chamber 

component subroutines, plasma control subroutine 170 is invoked by chamber 

25 manager subroutine 157a. In embodiments having gate valve 280, plasma control 

subroutine 170 also ~ludes program code for opening and closing of gate valve 

280 to Coordinate with the. setting/adjusting of microwave power -levels. 

Alternatively, the system software may have a separate gate valve control subroutine 

in embodiments having gate valve 280. 

30 An endpoint detect control subroutine 159 includes program code for 

managing endpoint detection by controlling a light source and. a light detector, 

receiving ~ata from the light detector for use in comparing light intensity changes 
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from absorbance, and optionally stopping the cleaning process upon detecting a 

predetermined light intensity level or raising a flag indicating the endpoint of the 

cleaning process. Endpoint detect control subroutin~ 159 also may be invoked by 

chamber manager subroutine 157a. Endpoint detect control subroutine 159 is 

5 included· for those embodiments using the endpoint detection system described 

below. It is recognized that embodiments not having an endpoint detection system 

would not need to use or have endpoint detect control subroutine 159 . 

. ·Optionally, a gettering contt:ol subroutine 169 may be inclu~ed that 

can be invoked by chamber manager subroutine 157a. Gettering control subroutine 

10 169 includes program code for. controlling gettering processes that may be used for . 

chamber seasoning, post-clean fluorine gettering; etc. In some embodiments, 

gettering control subroutine 169 can invoke specified. software built into the clean 

recipe to facilitate gettering control in. combination with the clean recipe used. 

The CVD .system description presented above is mainly for .general · 

15 illustrative purposes ·and should not be considered as -limiting the scope of the · 

present invention. The exemplary CVD system 10 is a single-wafer vacuum. . . 

chamber system .. However, other cvn· systems that are multiple-wafer chamber . 

systems may be used in other embodiments of.the invention. It should be 

understood, however; that although certain features of the invention are shown and 

20 . described as part of a CVD chamber in a multichamber processing system, the 

invention is not necessarily intended to be limited in this manner. That is, the 

invention can be used in a variety of processing chambers, such as etch chambers, 

diffusion chambers or the like. Variations of the above described system such ~s 

variations in des~gn, heater design, location of RF power connections, software 

25 operation and structure, specific algorithms used in some software subroutines, 

configuration of gas inlet lines and vaives, and other modifications are possible. 

Additionally, other plasma CVD equipment such ·as.electron cyclotron resonance 

(ECR) plasma CVD devices, induction coupled RF high density plasma CVD 

devices, or the like may be employed. The dielectric layers and methods for 

30 forming such layers for use in the present invention should not necessarily be 

limited to any specific apparatus or to any specific plasma excitation method. 

As shown in Figs. 2 and 3, CVD apparatus 10 generally includes an 
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enclosure assembly 200 having vertically movable heater (wafer support pedestal or 

susceptor) 25 for supporting a semiconductor wafer within a vacuum chamber 15. 

Process gas(es) are delivered into .chamber 15 to perform various deposition and 

etching steps on the wafer. A gas distribution· system 205 (Figs. 2-6) distributes 

5 process gases from gas sources 90 (Fig. lC) onto the wafer, and an exhaust system 

210 (Figs. 2-4) discharges the process gases and other residue from chamber .15. 

CVD apparatus 10 further includes a heater/lift assembly 30 (Figs. lA, 9-15) that 

inCiudes heater 25 for heating the wafer and for lifting the wafer upwards into a 

processing position within chamber 15. An integral remote microwave plasma 

10 system SS (Figs. lA and 16) is also provid~ in CVD apparatus 10 for periodic 

chamber cleaning, wafer cleaning, or depositing steps. 

As shown in Fig. 2, CVD apparatus, 10 ·further includes a liquid 

cooling system 215 for delivering coolant to various. components of the chamber: 15 

to cool these components during the high temperature processing~ Liquid cooling· 

15 system 215 acts to decrease the temperature of these chamber components to 

minimize undesired deposition onto these components due to 'the high temperature 

processes. Liquid cooling system 215 includes a pair of water connections 217, 219 

that sµpply cooling water through the heater/lift assembly 30 and a coolant manifold 

(not shown) for delivering coolant to the gas distribution system 205 (discussed· 

20 below). A waterflow detector 220 detects.,the waterflow from a heat exchanger (not 

shown) to enclosure assembly 200. ·Preferred embodiments of the indi~idual systems 

of apparatus 10 will be described in·further detail below. 

25 

A. Enclosure Assembly 

Referring to Figs·. 2 and 6, enclosure· assembly 200 is preferably an 

integral housing made from a process-'compatible material, such as aluminum or 

anodized aluminum. Enclosure. assembly 200 includes an outer lid assembly 225 for 

delivering process and clean gases through an inlet tube 43 to an inner lid assembly 

230 .within assembly 200. Inner lid assembly 230 functions to disperse the gases 

30 throughout chamber 15 onto a wafer (not shown) supported on heater 25. As 

shown in Fig. 2, a lid cover 233 provides access to the components on the top of 

enclosure assembly 200 (i.e., outer lid assembly. 32), and shields the operator from 
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exposure to high temperatures during system operation. For SACVD processes, lid 

cover 233 preferably includes a cutout 235 to allow clearance for lid clamps 237 

that ensure gas integrity of the chamber 16. Lid cover 233 generally remains closed 

during most process steps unless the chamber is opened, for example, to perform a 

5 preventive maintenance cha.Inber cleaning, thereby breaking the vacuum and 

bringing the chamber to atmospheric pressure. A lid hinge 239 includes a locking 

· ratchet mechanism 241 to prevent the lid cover 233 from falling closed.· . 

As shown in Fig. 2, enclosure assembly 200 defines a vacuum lock 

door (not shown) and a slit valve opening 243 through which a wafer loading 

10 assembly (not shown) transports a wafer W into.process chamber 16 and loads 

wafer W onto heater 25. The waferloading assembly is preferably a conventional 

robotic mechanism disposed within a transfer chamber (not shown) of the 

multichamber processing system. A suitable robotic transfer- assembly is described 

in commonly assigned U.S. Patent No. 4,951,601 to Maydan, the complete 

15 disclosure of which is incorporated herein by refer~nce. · 

Referring to Figs. 3~ 4, 7A alld 7B, the inside wall ·245 of enclosure 

assembly 200 around chamber 15 is coveied·with a chamber liner 250, which rests 

on a shelf 252 of enclosure a5sembly 200. ··chamber liner 250 serves to inhibit 

process gases from flowing to the bacl~ side of the wafer. In addition, since beater 

20 25 has a smaller di~eter_than enclosure assembly 200; liner 250 inhibits the flow 

of process gases below heater 25 tb the lower portion of-chamber 15. Accordingly, 

undesired deposition onto the bottom of heater 25 and the lower portion of chamber 

15 is minimized. Further, liner 250 provides thermal insulation between the 

·aluminum walls of enclosure·assembly 2~ and the edge of the wafer on beater 25, 

25 in order to prevent wafer edge cooling during high temperature processing. During 

high temperature processing, liner 250 prevents excessive heat los.s from the hotter 

edges of the wafer on beater 25 (e.g., about 550-600°C) to the cooler surrounding 

chamber walls (e.g., about 60°C). Without liner 250, the heat effects at the edge 

of the wafer may adversely affect temperature unifonnity across the wafer and lead· 

30 to non-unifonn deposition. Liner 250 preferably comprises an inner portion 253 

formed of a process-compatible material that is well suited for high temperature 

processes (e.g., greater than about 500°C). Preferably, inner portion 253 of liner 
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250 comprises a ceramic material, such as aluminum nitride, alumina, or the like, 

with alumina being the preferred material. Inner portion 253 will usually have a 

thickness of about 0.1 to 1 inch and preferably about 0.2 to 0.3 inch. 

Liner 250 preferably comprises an outer portion 255 that comprises a 

5 material that is less susceptible to cracking than ceramic, such-as aluminum. Outer 

portion 255 rests on shelf 252 of enclosure assembly, and includes an annular lip 

254 for supporting inner portion 253 of liner 250. In a particularly preferred 

embodiment, outer portion 255 includes a plurality of circumferentially spaced 

vertical struts 257 that define inner air gaps 259 tlierebetween, as shown in Figs. 

10 7A and 7B. Air gaps 259 facilitate insulation of the inner portion 253 of liner 250 

from the outer chamber walls to increase wafer temperature uniformity (otherwise 

the outer edge of the wafer could cool down due to the surrounding chamber wall 

temperature, which is cool relative to ~e heater and wafer temperature). In 

addition, air gaps 259 provide· thickness to liner 250 so that it can bridge the gap · 

-15 between the outer chamber walls and heater 25 while minimizing the cracking ot . 
. . 

other atermal damage that may occur with a thicker liner .2so~ Outer portion 255 of 

liner 250 usuaJly has a thickness of about o.5 ~o 2 inches with an air gap 259 

thickness of about 0.2 to 1.5 inches,, and preferably about .9 to 1·.l inch with an air 

gap 259 thickness of about 0.6 to 0.9 ~ch. An annular cover 261.is positioned ·on 

20 the upper surface .of outer liner 255 to form the lower wall of a pumping channel 40 

(discussed below). Annular cover 262 preferably comprises a ceramic material, 

such as aluminum oxide.or aluminum nitride, to shield the aluminum outer portion 

255 of liner 250 from process gases and the heat within pumping channel 40. 

In an alternative embodiment (not shown), liner 250 only comprises 

25 inner ceramic portion 255 resting on shelf 252 of enclosure assembly and annular 

cover 261 forming the bottom of pumping channel 40. In this embodiment, outer 

portion ·255 is replaced with an air gap (not shown) between ceramic portion 255 

and the inside wall of enclosure assembly. The air gap insulates the high 

temperature wafer from the cooler walls of the enclosure assembly; and it provides 

. 30 thickness to liner 250 to bridge the gap between the chamber walls and heater 25. 

B. Gas Distribution System 
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Referring to Figs. 2 and 6; outer lid assembly 225 generally includes 

a lid or base plate 265, a coolant manifold (not shown}, a clean gas manifold 270 

. that includes conduit 47, gas mixing box 273 for mixing and injecting proce~s 

gas(es) and cleaning gas(es) through inlet tube 43 to the processing chamber 15, alld 
5 a gate valve 280 for selectively distributing cleaning and/or process gases to gas 

mixing box 273. Of course, it should be clearly understood that gate valve 280 is 

optional, and that outer lid assembly· 225 can be modified to selectively distribute 

cleaning and/or process gases to box 273 without a gate valve. As shown in Fig. 4, 

gas mixing box 273, clean gas mamfold 277 and gate valve 280 are preferably 

10 fastened, e.g., bolted, to the top surface of.base plate 265. First and second gas 

passages 83, 85 are mounted to the exterior of plate 265, and extend into. gas. 

mixing box 273. Gas passages 83, 85 each have. inlets suitably coupled to sources 

90 of gas (see Fig. lC), such as ozone, TEOS, TEPO,'helium, nitrogen, clean gas, . 
or the like, and outlets (not shown) in communication \Vi.th a mixing area 93 within 

15 box 273 for mixing the gases prior to delivering them through hilet tube 43 iilto the -

. inner lid assembly 230. 

It should be noted that.for plasma processes, CVD apparatus 10 will 

further include a· gas feed-through box (not shown) housing gas passages 83, 85 to 

enable the application of high voltage RF power to the gas box without gas 

20 breakdown, and without gas deposition in the. gas distribution system. A description 

of an exempiary gas feed-through box can be found in U.S. Patent No. 4,872,947 

to Wang, the complete disclosure of which is incorporated ·herein by reference . 

. As shown in Fig. 6A, clean gas manifold 70 includes conduit 47 for 

receiving gas(es} from inlet 290, and directing th,ese gas(es) through a fluid passage 

25 293 hito gas mixing box 273. Gate valve 280 includes a valve plug (not shown} 

seated within passage 293 for selectively allowing or preventing the gases from 

passing through conduit 47 into gas mixing box 273. Gate valve 280 may be 

manually operated by actuating handle 281, or gate· valve 280 may be controlled by 

processor 50. During cleaning (discussed below}, gate valve 280 is configured to 

30 allow the clean_ gases from plasma system 55 to pass into box 273, where they are 

directed through inlet tube 43 into chamber 15 to etch the wafer or the inner 

chamber walls and the other components of apparatus 10. 
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As shown in Fig. 3, clean gas 1;11anifold 270 is constructed integral to 

the top part of enclosure assembly 200 of apparatus IO, with conduit 47 having an 

appropriate bend or curve from the top toward the side of chamber 15. Conduit 47 

of manifold 270 has an opening into a passage integrally formed within a side wall 

5 of enclosure assembly 200 of apparatus 10, which may become heated due to the 

high temperatures at which heater 25 operates. This passage is equipped with an 
' 

internal liner 291 that serves to protect the inner surfaces of the passage in 

enclosure assembly 200 from corrosion and etching from the clean gas radieals 

entering from an applicator tube 292. Lln~r 291 also prevents reco~bination of 

10 radicals in the clean gas .. Clean gases are introduced into applicator tube 292 from 

an inlet 57. Radicals are created from clean gases in applicator tube 292 ·by 

microwave energy radiated from a magnetron in plasma system 55, which is 

advantageously ·located toward the· bottom of chamber 15 in enclosure assembly 

200. The location of system 55 at the bottom of apparatus IO facilitates servicing-

15 of chamber 15 for preventive maintenance cleanings, repairs, etc.· In particular, 
. . . 

. opening the lid.of apparatus 10 in order to perform preventive maintenance 
. . 

cleanings is easily done, since the bottom-mounted remote micrQwave plasma 

system 55 is not located on top of the lid of apparatus 10. Microwave plasma 

system 55 is discussed in further detail below. As shown in Figs~ 3 and 4t inlet 

20 tube 43 preferably includes an inner passage ~95 for delivering process gases into 

chamber 15, and an outer, annular-passage 297 in communication with passage 293 . 

for direeting cleaning gases into the chamber. 

The coolant manifold, which may be fastened to the top or side 

surface of base plate 265, receives coolant fluid, such as water or a glycol\water 

25 mixture, from the heat exchanger. The coolant is distributed from the coolan~ 

manifold through an annular coolant channel 93 (Figs. 4 and 5) in base plate 265 to 

convectively and conductively remove heat from plate 265 and the components _of 

inner lid assembly 230 during processing (discussed in further detail below). 

As shown m Figs. 2 and 5, inner lid assembly 230 generally includes 

30 base plate 265, a blocker or gas dispersion plate 301 and a showerhead or gas 

distribution plate 20 for dispersing process and clean gases into chamber 15. 

Plates 301, 20 are preferably formed from a process-compatible material that is 
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capable of withstanding high temperature processes. For example, plates 301, 20 

may comprise a ceramic material such as aluminum oxide or aluminum _nitride 
c 

(AIN), or a metal, such as aluminum or anodized aluminum. Preferably,. the plates · 

301, 20 comprise a metal, such as aluminum or anodized aluminum, to minimize 

5 gas deposition on the surfaces of plates 301, 20. In a particularly preferred 

embodiment, gas dispersion plate 301 comprises anodized aluminum and gas 

distribution plate 20 comprises aluminum. Gas distribution and gas ·dispersion 

plates 301, 20 are each directly fastened to a lower surface of base plate 265~ 

Preferably, gas distribution and dispersion plates 20, 301 are affixed to lower 

10 surface of base plate 265 with a plurality of.threaded mounting screws 303, 305, 

respectively. Mou~ting screws 303, 305 provide a relatively tight, surface-to­

surface contact between contact surfaces of gas distJ:ibution and dispersion plates 20, 

301, ~spectively, and lower surface of base plate 265 to facilitate conductive heat 
. . 

exchange therebetween (discussed in greater detail below). The moun~g screws. 

15 303,. 305 comprise a process-compatible material, such an nickel, Hasteloy'"', 

. H!!ynesTM or the like.· 

Referring to Figs. 4 and 5, gas distribution plate ZO is a substantially 

flat plate 311 having an outer flange 313. with a plurality of holes 315 for receiving 

mounting screws 305 to provide engagement of the contact surface of plate 20 with 
. . . 

20 lower ~rface of base plate 265. Base plate 265 includes an outer annular stand-off 

. 316 that spaces gas distribution plate 20 from the bottom ~urface of 265 and forms a 

chamber 317 (see Fig. 4) between these two plates for dispersing the process gas 

unifonnly through a plurality of gas distribution holes 315 onto a semiconductor 

wafer. Alternatively, gas distribution plate 20. may comprise a dish-shaped device 

25 (not shown) having a centrally disposed cavity defined by ~ side wall and ,a base 

wall. 

The size and arrangement of gas distribution holes 315 will vary .. 

depending on the process characteristics.· For· example, the holes 315 im..Y be 

uniformly spaced to provide a uniform distribution of gases onto the wafer. On the 

30 other hand, holes 315 may be non-unifonnly spaced and arranged, if desired. Holes 

315 will usually have a diameter in the range of about 5-100 mil and preferably in 

the range of about 10-50 mil. Preferably, gas distribution holes 315 are designed to 

'.:· 
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promote unifonnity of deposition on the semic:onductor wafer. The holes (as well 

as the manifold temperature, discussed above) are also designed to avoid the 

fonnation of deposits on the manifold outer (bottom) surface and, in particular, to 

prevent the deposition of soft deposits on that surface which could flake off and 

5 drop onto the wafer during and after processing. In an exemplary embodiment, the 

hole array is one of generally concentric rings of holes 315. The distances between 

adjacent rings· (ring-to-ring spacings) are approxunately equal,' and the hole-to-hole 

spacing within each ring is approximately equal. A more eomplete description of a 

suitable arrangement for the gas distribution holes is described in commonly 

10 assigned U.S. Patent No. 4,872,947 to Wang, the complete disclosure-of which has 

previously been incorporated by reference. 

Gas dispersion plate 301 is a generally c~ular disk 321 including a 

plurality of gas dispersion holes 325 for dispersing the gas therethrough into __ the 

chamber 317 formed between outer stand-off 316 and gas distribution plate 20. 

15 Base plate 265 preferably includes a second, inner s~d-off 318 for spacing 

<i;ispersion plate 301 from base plate 265 and for allowing gas passing through ba5e: 

plate 265 to disperse into a c~ber 320'(see Fig. 4) formed between stand-off 318 

and plate 301. Alternatively, gas dispersion plate.301 may define a recess (not 

~hown) for forming chamber 320 rather than stand-off 318. Dispersi9n holes 325 

20 will usually have a diameter of about 0.02 - 0.04 mm. Of course, it will be 

recognized by those skilled in the art that dispersion plate 301 may be included in 

preferred embodiments of the inve~tion. How~ver, the process gases may be passed 

directly from base plate 265 into chamber 317 of gas distribution plate 20, in other 

embodiments. 

25 As shown in Figs. 4 and 5, base plate 265 is an integral, single-piece 

element that functions to deliver process gas(es) to gas dispersion plate ·301 and to 

mount the entire inner lid asseliibly 230 to the mainframe unit of .the processing 

chamber. In RF plasma processes, inner Il.d assembly 230 w~ll also include an 

isolator (not shown>' that electrically insulates the chamber lid from ground and 

30 isolates the chamber body from the RF gas box (not shown). An exemplary lid 

assembly for use ~ith RF plasma processes is described in U.S. Patent No. 

4,872,947 to Wang, the disclosure of wµich has previously been incorporated by 
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reference. 

As shown in Fig. 8, base plate 265 has a lower surface 321 that 

defines an annular pumping channel 40 for exhausting the deposition gases 

{discussed in detail below). As shown in Figs. 4 and 5,' base plate 265 defines a 

5 central hole 327 in communication with inlet tube 43 for receiving the mixed 

process gases from gas mixing box 273. Hole 327 is also in communication with 

recess 311 of gas dispersion plate 301 for dispersing.the gas across plate 301 to 

holes 315. Base plate 265 further defines a coolant passage 93 having an inlet 331 

and an outlet 333 coupled to the cooling system 215 for directing coolant fluid 

10 through portions of plate 215 to convectiv~ly cool these portions of plate 265. 

Preferably, coolant passage 93 is formed within portions of base plate 265 that are 

relatively close to mounting screws 303, 305. this facilitates conductive cooling 

through contact surfaces of dispersion and distribution plates 301, 20 and lower 

surface 326 of base plate 26.5. A more complete description of exemplary designs· 

15 for coolant passage 93 can be found in commonly assigned, co-pending appliqation 
. . . . . 

$erial No. 08/631,902, filed April 16, 1996 (Attorney Docket No. 1034), the 

complete disclosure of which is incorporated herein by reference, and in commonly 

as~ign~ U.S. Patent NO. 4,872,947 to Wang, the complete ~sclosure of which~ 

previously been incorporated. by reference. 

20 Referrin~ to Fig. 5, base plate 265 further defines an annular recess 

343 surrounding central hole 327 and an annular cap 345 disposed within recess 343 

fastened to base plate 265 above coolant passage 93. Preferably, annular cap 345 is· 

welded to upper surface of base plate 265 to provide a tight seal over passage 93; 

thereby effectively preventing coolant leakage from passage 93. With this · 

25 configuration, passage 93 is formed relativety close to gas distribution and 

dispersiOn plates 20, 301. In addition~ passage 93 is fabricated by forming a groove 

in the upper surface of base plate 265, thereby decreasing the cost and complexity 

of manufacturing plate. 

Referring now tQ Figs~ 6B and 6C, an alternative embodiment of 

30 inner lid assembly 230' will now be described. Similar to the previous 

embodiment, lid assembly 230' includes a base plate 265, a gas dispersion plate 301 

and a gas distribution plate 20 for dispersing process and clean gases into chamber 
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15. In addition, base plate 265 includes an annular coolant channel 500 for 

receiving a coolant liquid, such as water, to cool base plate 265 and the other 

components of lid assembly 230'. In this embodiment, base plate 265 further 

includes an additional annular fluid channel 502 extending around central hole 295 

5 above gas dispersion plate 301 for exchanging heat with the portion of base pfate 

265 immediately above gas dispersion and gas distribution holes 325, 315. 

Inner lid assembly 230' incJudes a plurality of bypass passages 510 

extending from chamber 320 between base plate 265 and gas dispersion plate 301 to 

vacuum chamber 15. Byp~s passages 510 offer a lower resistance to fluid flow· 

10 · than gas dispersion and gas d~stribution hole.s.325, 315. Accordingly, a large 

portion of the gas flowing into chamber 320 will pas$ through bypass passages 520 

directly ~to the vacuum chamber 15. In an exemplacy embodiment,, bypass 
. . 

passages 510 are preferably spaced circumferentially around base plate 265 to 

uniformly deliver gases into the chamber 15 (see Fig. 6E) .. In a preferred use of 

15 this embodiment, cleaning gases, such as NF3, pass into chamber 320 and tbiough 

g~s dispersion and gas distribution hole5 325, 315, respectively. In addition, a·· 

portion of the cleaning gases pass through bypass passages 510 directly into 

chamber 15 to facilitate the delivery of the cleaning gases into chamber 15. 

In this embodiment, vapor deposition apparatus 10 will preferably . . 

20 include a. control system,, _such as a valve coupled to a· controller (not shown) for 

preventing (or at least inhibiting) gases from passing tlu;ough bypass passages 510. 

For example, during processing; it is typically desired that the process gases pass 

through gas distribution and dispersion holes 325, 315 to uniformly disperse onto .. · 

the wafer. Thus, the valve will be closed to prevent·the process g~es from passing 

25 through bypass passages 510. When the chamber is cleaned, the valve will be 

opened to ·quickly deliver at least a portion of the cleaning gases into the chamber. 

This increases the speed and efficiency of the cleaning process, which reduces the 

down time of apparatus 10. Of course, it will be recognized that process gases may 

also be delivered through bypass passages 510, if desired. 

30 

C. The Exhaust System 

Referring to Figs. 2-4, a pump (not shown) disposed exterior to CVD 
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apparatus 10 provides vacuum pressure to dra~ both the process and purge gases, 

as well as residues, out of chamber 15 and through annular pumping channel 40, 

where they are disc~ged from apparatus 10 along a discharge conduit 60. As 

show~ in Fig. 8, the deposition and clean gases are exhausted radially outward over 

5 the wafer W (shown by arrows 351) through an annular slot-shaped orifice 355 

surrounding the chamber 15 and into pumping channel 40. The annular slot-shaped 

orifice 355 and channel 40 are preferably defined by the gap between the top of the 

chamber's cylindrical side wall 17 (including inner portion 253 of the chamber liner 

250, see Figs. 3 and 4) and the bottom of base plate 265. · From th~ pumping 

10 channel 40, the gases flow circumferentially around channel 40 (shown by arrows 

357) and through a downwardly extending gas passage 36~. past a vacuum shut off 

valve 363 (whose body is preferably integrated with the lo"'.er chamber body), and 

into discharge conduit 60 which connects to. an external vacuum pump (not shown). 

Alteniatively, CVD apparatus 10 may incb,i~e a separate pumping 

15 pla~e (not shown) having a plurality of gas· holes that directly communicate ·pro~ss 

cJlamber 15 with pumping channel 40 .. ln this embQdiment, the gas holes are. 

circumferentially spaced around the central opening of the chamber to facilitate the 

uniform discharge of process gas through the .holes. To acconµnodate the relative 

positions of inlets and outlets, gas holes may extend in a radially outward direction 

20 from inlets to 011:tlets relative to central opening. nlls radial orientation of holes 

also contributes to a substantially uniform discharge· of the process and purge gases 

and exhausted residues from the processing. chamber 15. A more complete 

description of this type of pumping plate can be found in commonly assigned co­

pending application Serial No. 08/606,880, filed February 26, 1996 (Attorney 

25 Docket No. 978), the compl~te disclosure of which is incorporated herein by 

reference. 

Referring to Figs. 2 and 3, a valve assembly (throttle valve system) 

369 includes an isolation valve 371 and a throttle valve 373 disposed along 

discharge line 60 for controlling the flow rate of the gases through pumping channel 

30 40. The pressure within processing chamber 15 is monitored with capacitance . 

manometers 381, 383 (see Fig. 2) and controlled by varying the flow cross-sectional 

area of conduit 60 with throttle valve 373. Preferably, processor 50 receives from 
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manometers 381, 383 signals that indicate the .,chamber pressure. Processor 50 

compares the measured pressure value. with set-point pressure values entered by 

operators (not shown), and detennines the necessary .adjustment of throttle valve 

333 that is required to maintain the desired pressure within chamber 15. Processor 

5 50 relays an adjustment signal through a controller 385 to a drive motor (not 

shown), which adjusts throttle valve 373 to a· proper setting corresponding to the 

set-point pressure value. Suitable throttle valves for use with the present invention 

are described in commonly assigned, co-pe~ding application Serial No. 08/672,891 

entitled "Improved Apparatus and Methods for Controlling Process· Chamber 

10 Pressure" (Attorney Docket Nos. 891/DCVD-Il/MBE), filed June 28, 1996, the 

complete disclosure of which is incorporated herein by reference. 

Isolation valve 371 may be· used to i~olate process chamber 15 from 

the vacuum pump to minimize the reductiOn of chamber pressure due to the 

pumping action of the pump. Isolation valve 371, together with throttle valve· 373, 

15 may also be used to calibrate the mass flow controllers (not show1:1) of CVD 

apparatus 10. In some processes~ ·UqUid dopants are ·vaporized, and then de~ivered · 

into process chalnber 15 along with a carrier gas. The mass flow controllers are 

used tO monitor thC flow rate of the gas .or liquid dopants into the. chamber 15. 

During calibration of the MFCs~ isolation valve 371 ~stricts or limits the gas flow · 

20 to throttle valve 373 to maximize the pressure ~crease in chamber 15, which 

facilitates MFC calibration. 

D. Heater/Lift Assembly 

Referring to Figs. 9-15, heater/lift assembly 30 will now be described 

25 in detail. The heater/lift assembly 30 fu~tions to lift the wafer into the processing 

position. within vacuum chamber 15 and to heat the wafer during processing. At the 

outset, it should be noted that heater/lift assembly 30 may be modified. for use, or 

directly placed into, a variety of processing chambers other than the exemplary 

SACVD chamber described and ~hown herein. For example, heater/lift assembly 

30 40 may be used in a similar CVD chamber that generates plasma with RF· or 

microwave power, a metal CVD (MCVD) chamber, or other conventional or non­

c~nventional semiconductor processing chambers. 
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Referring to'Figs. 9 and 13, heater/lift assembly 30 generally 

includes a· resistively-heated wafer support pedestal or heater 25 attached to upper 

and lower support shafts 391, 393, a lift tube 395 circumscribing support shafts 

391, 393 underneath heater 25 and a drive assembly 400 for vertically moving the 

5 heater 25, shafts 200, 201 and lift tube 202 within chamber 15. As discussed in 

detail below, heater 25 (and the wafer supported thereon) can be controllably moved 

between a lower loading/unloading position where they are substantially aligned 

with slot 243 in enclosure assembly 200 and an upper processing position beneath 

gas distribution plate 20 (Figs. 3 and 4). As shown in Fig. 7, heater 25 includes ·an 

1 O upper wafer support surface 403 surrounded by an annular raised perimeter 

flange 405 so that the wafer is accurately located· during processing. Wafer support . 

surface 403 has a diameter approximately equal to the diameter of wafer W at the· 

deposition temperature, e.g., at a temperature ranging from about 200-800°C. This 

diameter will typically be about 6-8 inches (about 150-200 mm) for large size .. 

15 wafers and about 3-5 inches (about 75-130 mm) for small size wafers. Of course, 

other wafer sizes such as those with about 12 inch (about 300 mm) ·diameters· would 

be within the scope of the invention with appropriate modification of the chamber' 

the chamber lining 250, and support heater 25. 

Support heater 25·preferably comprises a disk made from~ proce5s-

20 compatible material that is capable of withstand:ing relatively high processing 

temperatures, i.e., up to 600-800°C or higher. The material should also be resistant 

to deposition from the reactive chemistries associated. with the high temperature 

deposition, as well as resistant to etching by the radicals in the clean gas. Suitable· 

materials for heater 25 are ceramics, such as aluminum nitride, aluminum oxide or 

25 the like. Aluminum nitride ceramic is the preferred material for the heater 25 

because it has high thermal conductivity, excellent corrosion resistance, and 

excellent tolerance of thermal shock. Thus, in a particularly preferred embodiment, 

the entire outer surface of heater 25 comprises aluminum nitride. Aluminum nitride 

has high temperature capabilities and high resistance to fluorine and ozane 

30 chemistries used in chamber 15. Use of aluminum nitride, ·as compared to stainless 

steel or aluminum materials, for heater 25 also ·has less backside metal 

.contamination in the processed wafer, resulting in more reliable devices. In 
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addition, aluminum tends to react with the fluorine containing compounds typically 

used in cleaning gases to fonn a layer of an aluminum fluoride compound that may 

. eventually build-up and flake off into the chamber or onto the wafer, resulting in 

contamination (discussed in further detail below}. Constriicting the beater 25 of 

5 aluminum nitride effectively eliminates this problematic reaction during cleaning. 

Referring again to Fig. 7, drive assembly 400 may include a variety 

of driving mechanisms, including a pneumatic cylindet, controllable motor or the 

like. Preferably, a stepper motor 407 coupled to the heater via a suitable gear drive 

409 operates to vertically drive heater 25, shafts 391, 393 and lift tube 395 in 

10 controlled increments between -the loading/unloading and processing positions. 

Drive assembly 400 also includes upper and lower bellows 411, 413 attached 

between the end of shaft 391 and the bottom of the processing cpamber to allow for 

substantially free vertical movement of heater 25. In addition, bellows 411, 413 

allow some angUlar ·movement to ·ensure that the gas distribution faceplate 20 and 

15 the beater 25 are substantially parallel.during processing. 

Referring to Figs. 4, 9 and 13, lift tube 395 surroiinds the lower · 

portion, of upper shaft· 391 and assists-in insulating upper bellows 411" from ~ennal 

energy radiating from shaft 391, heater 25 and the inside of processing chamber 15. 

Lift tube 395 usually comprises an aluminum shaft 418, an annular strike plate 420 

20 resting on the upper surface· of shaft.418 and an annular flange 422 that mounts . 

plate 420 to shaft 418. Flange 422 and strike plate 420 are preferably fonned from 

a material capable of withstanding high temperatures, such as aluminum nitride or 

aluminum oxide (Al20 3 in its ceramic or alumina form}. Flange 422 and strike 

plate 420 insulate the aluminum shaft 418 from the heater to minimize warping or 

25 fusing of shaft 418 to heater shaft 391 or to the process chamber .. In an exemplary 
9 . . 

embodiment, lift tube 395 includes a spring (not.shown), such as a wave spring, 

loaded between flange 422 and strike plate 420 to prevent or at l~st inhibit rattling 

of the. strike plate 420. 

As shown in Fig~. 4 and 13, a plurality of wafer-support/lift fingers 

30 430, usually at least two and preferably four, are slidably mounted within guide 

studs 432 spaced about the periphery of heater 25. Fingers 430 extend downward 

below heater 25 so that strike plate 420 may engage fingers 430 and lift them above 
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the upper surface of heater 25 for loading and. unloading wafers. Lift fingers 430 

are preferably made of a ceramic material, such as aluminum oxide, and generally 

have a double truncated cone shaped head (not shown) The four lift finger guide 

studs 432 are ·preferably not ~formly distributed about the heater 25, but instead 

5 fonn a rectangle· having at least one side that is wider than the width of the robot 
. . 

blade, which is typically a thin, flat bar (not shown), around which the lift fmgers 

430 must lift the wafer. The bottom end of the lift fingers 430 are rounded. . The 

fmgers 430 have a relatively thick diameter of about 100-200 mil, preferably about 

150 mil, and a relatively short length of about 1-3 inches, preferably 2 inches, to 

10 minimize fmger binding to the heater during processing. 

In use, the robot blade (not. shown) transfers the wafer to the 

chamber 15 when the heater 25 is in po~ition opposite slit 243 (or actually just 

below slit 243). The wafer is support~ .iriitially by lift fingers 430, which are lifted 

above heater 25 with strike plate 420. As lift fmgers 430 rise along with heater 25, 

15 tbey encounter a stop (not shown). AS heater ;25 :continues to rise ~o the processing 

position opposite gas distribution faceplate ~O, lift fingers 430 sink into guide studs 

432 within heater 25 and the. wafer is deposited onto wafer support surface 403 

within annular flange 405. · To remove ~e wafer from chamber .15, the above steps 

are performed in reverse. 

20 ·Referring again to Fig. 9, a resistive· heater coil assembly 440 is 

housed withiri heater 25 for transferring heat to the wafer during processing. Upper 

and lower support shafts 391, 393 support the heater 25 and house the necessary 

electrical connection8 to the heater coil assembly 440 within a hollow core 445 

(discussed below). Upper support shaft 391 is made of a ceramic material capable 

25 of withstanding relatively high processing temperatures. Preferably, shaft. 391 will 

be fabricated from diffusion-bonded aluminum nitride, which prevents deposition 

onto, as well as attack by chemistries used in chamber 15 of, the electrodes and 

electrical connections within shaft 391 that might otherwise occur if the aluminum 

nitride were not present. Shaft 391 is preferably diffusion~bonded to heater 25 to 

30 provide a gas-tight seal between heater 25 and shaft 391 such that the hollow core 

445 of shaft 391 is at ambient temperature and pressure (preferably atmospheric 

pressure, i.e., 760 torr or 1 atm). In other embodiments, hollow·oore 445 may be 
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at a pressure of about 0.8-1.2 atm and a temperature of about 10-200°C, while 

chamber 15 may be at temperatures of at least about 400°C and pressures of about 

20 mtorr to about 600 torr. This configuration helps to protect the electrodes and 

· other electrical connections from corrosion from the process and clean gases within 

5 chamber 15. In addition, maintaining the hollow core 445 of shaft 391 at ambient 

pressure minimizes arcing from the RF power.source through hollow core 445 to 

power leads or the aluminum shaft. This arcing that might otherwise occur in a 

vacuum is thus avoided. 

Referring to Figs. 9 and 10, upper support shaft 391 extends through 

10 an opening 453 in the lower surface of enclosure assembly 200, arid is coupled to a 

base 455 that provides a gas .seal between shaft 391 and chamber 15. Upper 

support shaft 391 is fastened, e.g., bolted, t6 lower support shaft 393, which 

comprises a suitable process-compatible material, such as aluminum or an aluminum 

. alloy. Lower support shaft 393 is preferably· a water~ooled aluminum shaft. 

15 However, lower supp.on shaft 393 may also comprise a ceramic material, such as 

aluminum oxide or aluminum mtride. One or more sealing members 457, e.g., 0-

rings, are positioned between shafts 391, 393 to maintain the gas·seal between core 
. . 

445 and chamber 15. As s~own in Fig. 9,.lower support shaft 393 is mounted· to a 

vertically movable support 461 on drive assembly 400 for moving the shafts 391, 

20 393 and heater 25 between the loading and processiilg positions. Shaft 393 defmes 

an inner coolant channel 463 passiiig arouiid the electrical connections to further 

insulate· these connections from the high temperature of the shaft. Coolant channel . 

463 has an ililet 464 and an outlet 466 coupled to water connections 217, 219, 

respectively, of liquid cooling system 215. Coolant channel 463 serves to maintain 

25 a relatively low temperature in the lower chamber area to protect sealing member(s) 

457. In an alternative embodiment, heater assembly 30 comprises a single shaft 

(not shown) that supports heater 25 and extends through the lower opening 453 in 

enclosure assembly 200. In this alternative embodiment, sealing members 457 

would not be used. 

30 Heater coil assembly 440 is configured to provide a temperature of at 

least about 200-800°C in chamber 15 at a rate of about 20°C/min. Referring to 

Figs~ 11 and 12, heater coil assembly 440 includes a heater coil 471 embedded into 
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the ceramic heater 25. The routing of the heater coil 471 embedded in the heater 

base 25 preferably provides a single coil 471 that begins at one electrical contact 

472 near the center of heater 25, runs back and forth along o~e side of heater 25 

towards its perimeter, extends to the other side of heater 25, and then runs back and 

5 forth toward the center of heater 25 to a second electrical contact 474. This loop 

pattern provides heating to maintain a generally uniform temperature across the 

width of the plate while allowing for heat losses. Preferably, heater coil 471 will 

proyide a uniform temperature.distribution of at least about +/-.2°.C at 400°C and 

at least about +/- 8°C at 600°C ~cross wafer support surface 403 of heater _25. In 

10 · an exemplary embodiment, heater coil 471 will have a greater power density near 

the center of heater 25 to reduce the thermal gradient from heater shaft 391. 

As shown in Fig. 14, heater coil ass~mbl~ 440 preferably includes· an 

emb~dded RF mesh ground plane elecirode 473 connected tc) a plurality of · 

.conductor lead wires 475 which extend through shaft 341 to a su1table electrical 

15 energy source .. Mesh ground plane element 473 is· a molybdenWn. mesh electrode 

which provides the ground path and plasma resistance in embodimen~ .where plasma 

processes are used .. Lead wires 475 preferably comprise a conductive material that 

can-withstand relatively high process ·temperatures, such as nickel, copper or the 

like. In an exemplary cqnfigliration~ lead wires 475 are each nickel. wires coupled 

20 to electrode 473 by a metal insert 477 that is co-sintered into electrode 473 to avoid 

brazing between ceramic and metal. Inserts 477 preferably comprise a material 

with a relatively close thermal expansion match to aluminum nitride, such as 

molybdenum. As shown, the molybdenum inserts 477 are each fastened, e.g., 

brazed, to a molybdenum plug 481, which is then brazed to lead wire 475. All of 

25 the wires of the heater coil, whether primarily resistive or primarily conductive, are 

sheathed in the contin1,1ous insulating coating (such as described above) which 

tolerate high temperatures so as to withstand casting of the aluminum nitride heater 

body. 

Referring to Figs. 9, ISA and 15B, heater/lift assembly 30 includes 

30 at least one thermocouple 491 for determining the temperature of heating coil 471. 

Thermocouple 491 includes an elongate tube 493 having a sensor 495 (Fig. 9) 

inserted and held in contact with the underside of heater 25 at a distance of about 
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0.25 inch from the bottom of the wafer. To tJiat end, heater 25 includes a 

thermocouple guide 501 (Fig. 15A) brazed to heater element 473 for connecting 

sensor 495 of thermocouple 491 to element 473. The thermocouple 491 is held in 

place by a slight spring force from a compression spring 503 (Fig. 15B), and 

5 provides a control signal for the temperature controller (not shown). Sensor 495 is 

preferably disposed in a well 505 which is at atmospheric pressure, which enhances 

the heat transfer between the heating element 473 and the thermocouple 491 to 

provide a more accurate reading. The temperature controller is a recipe-driven· 

proportional integral differential (PIO) controller which anticipates the recipe steps 

10 which a~e about to occur and alters the response characteristic of the heater to 

maintain a uniform temperature.profile. A vacuum seal and.ground connection for 
' ' 

the lower support shaft 393 is made along the side surface of shaft 393 (not shown) 

and connections to heater wire ends· st~ and the thermoeouple tube end 513 are 

made at atmospheric ci>nditions. 

15 When the present iriv~ntion· is in use, a robot blade. {not shown) 
' . . 

transfers· the wafer to the chamber 15 when the ·heater 25 is in.positfon opposite slit 

243 (or actually just below slit 243). The heater.25·and wafer are lifted into the 
' . 

proce~sing position by drive assembly 400 and lift fmgers. 430 sink into guide studs 

432 within heater 25 so that the ·wafer is deposi~ onto wafer support surface 430 

20 within annular flange 405 of heater 25 (Figs. 4, 9 and 10). Pro<;ess gases, such as 

TEOS and 0 3, are directed through gas passages 83, 85 ·and mixed together in 

mixing area 93 of.gas mixing box 273 (see Figs. 3 and 6). The mixed ga5 is then 

delivered through inner passage 295 of inlet tube 43 and through central hole 327 of 
' 

base plate 265 into chamber 320 above gas dispersion plate 301, where it disperses 

25 outward and flows through holes 325 into chamber 317 above gas distribution plate 

20 (see Figs. 4 and 5). Preferably, the gas is uniformly distributed through gas · 

distribution holes 315 onto the semiconductor wafer (not shown). 

The temperature of the wafer on heater 25 is typically held above· a 

minimum deposition temperature by heater coil assembly 440 so that the process 

30 gases will_ react together at the wafer surface and deposit a layer thereon. 

Specifically. an electric current is directed through conductor wires 457 to resistive 

coil 473 to heat the wafer to a temperature of about 200-800°C, according to 
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specific embodiments. In the preferred emboqiment, the temperature is controlled 

by a feed.back control system (described above for heater control subroutine 167) 

that maintains the ramp rate based· on the current temperature in the chamber. 

During this· process, inner lid assembly 230 receives heat from various sources 

5 including the gases passing therethrough. the heated semic<?nductor wafer. and the 

10 

. . 

wafer heating source. To maintain the components of lid assembly 230 below the 

minimum deposition temperature and the~by avoid gas reactions and deposition on 

these components. a coolant liquid is introduced into coolant channel 93 to remove 

heat from base plate 265 and gas distribution and dispersion plates 20, 301. 

During the deposition process, the vacu\im pump is activated to 

generate '{acuum pressure within pumping channel 40, thereby drawing the process . 

gases and plasma residue out of processing chamber 15 through channel 40 and 

exhaust port 361 (Figs. 4 and 8). In ~dition; purge gas may be directed generally. 

upward into processing chamber 15 through the gap between susceptor 25 and inner 

15 portion 253 of liner 250. The purge gas minimizes leakage of p~ss gas into the. 

lower portion of apparatus 10 ~d. facilitates. the removal of the ·process gas through . 

port 361. 

20 

E. Integral remote microwave plasma system 

Fig. 16 is a simplified diagram of a remote microwave plasma system . 

55 for cleaning the wafer and/or the process chamber, in accordance with an 
embodiment of the present invention. Microwave plasma system 55· produces a 

plasma remote from pr<>cessing chamber 15 for use in efficiently etching or cleanilig 

a wafer in cha,mber 15 and/or compone~ of chamber 15, and possibly for use in 

25 depositions. Microwave plasma system 55 includes applicator tube 292; a plasma 

ignition system (described below); a microwave waveguide system (described 

below); optimizing elements including an impedance matching system 701 which 

may ip.clude an optional phase detector 703 for embodiments requiring feedback for 

automatic impedance matching, ilDd a circulator 705 with a load 707; and a 

30 magnetron 711. 

Magnetron 711 is a typical magnetron source capable of operating 

between about 500-2500 Watts for continuous wave {CW) or pulsed output of 
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microwaves of about 2.45 Gigahertz (GHz) frequency. Magnetron 7U is powered 

by power supply 110 (shown in Fig. l~) which may be remotely loc~ted from 

magnetron 711. Of course, other magnetrons may be utilized as well. Microwaves 

from magnetron 711 are ~mitted to the microwave waveguid~ system, which. -

5 includes various lengths of straight and curved waveguide sections 715, 717 which 

may _be connected togetber at joints 719. Interspersed within the waveguide system 

are optimizing elements that work to provide low loss, maximum -microwave 

transmission with minimized reflection losses and to protect the magnetron from 

dan_iage due to reflected power. The description below follows the. desired direction 

10 of microwaves from magnetron 711 toward.applicator tube 292. 

In a specific embodime~t. micr<;>wave plasma system 55 has · 

magnetron 711 connected to Circulator 705 with load 707, as shown in Fig. 16. 
. . . 

Circulator 705 allows only forward microwave transmission from magnetron 711 

toward applicator tube ·292. Load 707 absorbs any power that might be reflected 

15 baek from_ the waveguide system tow~rd magnetron 71L Circulator ·705 and load· 

707 thereby direct microwaves in the forward direction and protect magnetron 711 

from damage from reflected power. Circulator 705 connects to waveguide section 

715 that is connected to phase .detector 703 coruiected to another waveguide section 

715. Phase detector 703, if utilized; is coupled via curved waveguide section 717 

20 to another waveguide section 715 having attached tuning or matching system 701. 

Tuning system 701, which·may use stub tuners or other tuning elements, provides · 

plasma microwave system 55 with the ability to match the load at waveguide section 

721 to 50 0, the charac~ristic impedance of the waveguides. Tuning system 701. 

may provide fixed tuning, manual tuning, or automated tuning, according to specific 

25 embodiments. For embodiments using automated tuning, phase detector 703 is a 3-

diode array which detects the phase of microwaves transmitted for feedback to 

matching system 701, which intelligently and dynamically matches the load 
. . 

appropriately. In the specific embodiment, waveguide sections have rectangular 

cross-sections, but other types of waveguide atso may be used. 

30 As seen in Fig. 16, microwaves directed through the optimized 

waveguide system are transmitted from output waveguide section 721 to applicator 

tube 292, where a plasma is created. Applicator tube 292 has an input feed line 57 



56 

that receives reactive gases that are energized by microwaves from magnetron 711 

via the waveguide system and other optimizing elements. Applicator tube 292 is a 

circular (or other cross-sectioJ?.) tube made of a composite or cer~ic niaterial, 

preferably alumina, oi: other material resistant to. etching by radicals in the plasma, 

5 according to a specific embodiment. · In the specific embodiment, applicator tube 

292 has a length of about 18-24 inches and a cross-sectional diameter of about 3-4 

inches. Applicator tube 292 is disposed through ·waveguide section 721, which is 
. . 

open at one end for transmitting microwaves and is terminated at the other end with 

a metal wall. Microwaves are then able to be transmitted through th~ open end of 

10 ~aveguide section 721 to reactive gases inside applicator tube 292, which is 

transparent to microwaves. Of course, other materials such as sapphire also may be 

used for the interior of applicator tube 292. In other embodiments~ applicator ttibe 

292 may have a metal exterior and an interior made of a ~omposite or ceramic 

material and microwaves in waveguide section· 721 enter a window through the 

15 exterior of applicator tube 292 to the exposed interior of tube 292 to:energize the 

· reactive gases. · 

In the specific embodiment, a plasma may be ignited by plasma 

ignition system which includes an ultraviolet (UV) ~p 731 and a ~ pO\yer 

supply 733, which may optionally be mounted on the metal wall of waveguide 

20 section 721. Of course, UV power supply 733 niay ·be mounted in various other 

locations besides on the metal :wall. Powered by UV power supply 733, UV lamp 

731 provides the initi~l ionization of the plasma within applicator tube 292. · 

Microwave energy then sustains the ionization of the ignited plasma to produce the 

flow of radicals that enter inlet 290 leading to chamber 15 via gate valve 280 .. Due 

25 to changes in load within applicator tube 292 from the introduction and .ionization of 

reactive gases within tube 292, use of matching system 701 optimizes the 

microwave energy coupling for efficiency. In preferred embodiments, matching . . 

system 701 includes at least one stub tuner under the control of processor 50 or a 

controller unit for automated tuning. As mentioned above, other conventional 

30 tuning elements also may be used in matching system 701. 

As discussed above, applicator tube 292 is mounted from and 

connected to the bottom of the body of chamber 15 such that applicator tube 292 
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outputs plasma radicals into inlet 290 of enclosure assembly 200, as seen in Fig. 3. 

Radicals are input through inlet 290 into the passage in enclosure assembly 200 

which is equipped with liner 291, preferably made of polytetraflouroethylene 

(PTFE). PTFE, which is commercially available, for example, as TeflonTM PTFE is 

5 resistant to etching or· deposition from the reactive chemistry input at inlet 290. 

Liner 291. prevents fluorine radical recombination in the passage during clean 

processes. In addition to PTFE, liner 291 also may be made of any fluorinated 

material including fluorinated polymers such as' PFA (which is a polymer combining 

the carbon-fluorine backbone of polytetrafluouroethylene resins with a perfluoro-

10 ·alkoxy side chain), fluorinated ethylene-propylene (TFE), or the like. The passage 

is preferably circular in cross-section or other type of cross-section to match the 
. . . 

cross-section of inlet 290 and applicator tube 292. .From this lined passage in 

encl<?sure assembly 200, pl~ radicals flow into conduit 47 in clean gas maiiifold 

270 to gate valve 280. Clean ga8 manifold 270 is ·a1so constructed of PTFE. PTFE 

15 is preferi-ed for cleaning applications where fluorine· radicals are produced in the 

plasma, sinee PTFE is resistant to etching by fluorine radicals.. Of course, both· 

clean gas manifold 270 and liner 291 may be made of other materials (such as those 

mentioned above for liner 291) which are resistant to the particular chemistry 

depending on the reactive gases Used. 

20 In some embodiments, gate valve 280 isolates the clean processes 

from the deposition processes, as discussed above. Gate valve 280 normally 

remains closed while chamber 15 is being usCd for deposition, reflow, or drive-in 

steps. In the closect position, gate valve 280 preventS particles in conduit 47 used 

for clean processes from contaminating the wafer during deposition processes, as 

25 well as reducing the "dead" volume of conduit 47 and passage during depositi~n. If 

deposition at pressures of between about 200-760 torr occurs with gate valve 280 

open, deposition may be caused in applicator tube 292, leading to contamination of 

the cleaning processes. Gate valve 280 is preferably made of PTFE (or similar 

materials such as those discussed above for liner 291 and manifold 270) to minimize 

30 damage to or deposition onto the closed valve 280 due to the reactive· chemistries 

from conduit 47. In a preferred embodiment, gate valve 280 is a particle-grade gate 

valve. In embodiments using gate valve 280, only when chamber 15 is used for a 
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wafer cleaning step or when a chamber cleaning is perfonned does gate valve 280 

open, allowing plasma radicals to flow into fluid passage 293 of gas mixing box 

-273, as seen in Fig. 3. As-mentioned above, in some embodiments gate valve 280 

is not used at all. The-plasma radicals then -may flow through annular passage 295 

S and into chamber 15 via gas distribution plate 20. Distribution plate 20 as well as 

various parts of chamber 15 are thus cleaned. Residues and used cleaning gases are 

then exhausted from chamber 15 with the exhaust system discussed above. The 

cleaning process of chamber 15 and the cleaning of w~fer surfaces ~ discussed in 

detail below. 

10 

F. Endpoint Detection System 

Figs. 17 A-17D ·illustrate .a cleanjng endpoint detection system 800 fox;, 
microwave plasma system SS according to another aspect·or·the present invention. 

As discussed above, apparatus 10 preferably employs a thermalcle~ technique 

15 using remote microwave technology, instead of a conventional in situ plasma 

process. to lower metal contamination. In the present invention, ·the gentle cleaning 

technique using remote microwave plasma system 55 utilizes only chemical . . 

reactions, in contrast to using in-~itu plasma process~ where physical sputtering · 

effects may react with the aluminum- in the chamber walls and· l~d to aluminum 

20 metal contamination in the proce_ssed wafer. 

In the cleaning.process using remote plasma system 55, the plasma is _ 

produced remotely from chamber 15 such that the etchant gas. preferably mostly of 

fluorine radicals, is directed into the chamber where the gentle thermal clean 

occurs, but the plasma remains exterior to the chamber (i.e., within applicator tube 
. . 

25 292, see Fig. 16). While this process has a number of advantages for cleaning a 

wafer in chamber 15 and/or components of chamber 15 (discussed above), the lack 

of plasma in the chamber can make it difficult, using conventional endpoint._ 

detection systems, to pinpoint the time at which the cleaning has been completed, 

i.e., when the last process gas residue in the chamber has reacted with the cleaning 

30 etchant so that it can be discharged from the chamber. Conventional endpoint 

detection systems typically rely on the use of a plasma within the chamber and 

check emissions from the in situ plasma to determine the end of a cleaning process. 
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The endpoint detection system of the present invention, however, 

may be used with either an in situ plasma or a remote plasma, such as provided by 

microwave plasma system 55. For example, in one exemplary process, fluorine-
. . . 

based gas is used to react with Si~ powder residue in the chamber to form a SiF4 

5 gas, which is drawn out of chamber 15 with the vacuum pump. When substantially 

all of the. Si02 in the chamber bas been consumed, the fluorine-based gas cannot 

react :With the Si02 to form SiF4: Instead, the fluo~e-based gas may begin to 

contaminate the chamber 15 or to react with, for example, the aluminum walls of 

the chamber to form an aluminum fluoride compound. Consequently, it is 

10 important to determine the approximate endpoint or the point at which the last Si02 

residue has reacted wi,th the fluorine gas. so that gate valve 280 can be closed to 

prevent further fluorine radicals fr~m entering chamber 15. As diseussed further 

below, endpoint detection system 800 of the present invention deteanines the 

endpoint of a cleaning process by detecting changes in light intensity that occur due 

15 to absorbance of light by the exhausted clean gas reactants such as .SiF 4• 

As shown in Fig. 17 A •. deaning etldpoirit detection system 800 

includes a gas detector 802 positioned along discharge conduit 60 between isolation 

valve 371 and throttle valve 373; Of course, gas detector 802 may .be positioned in 

other locations within the exhaust system of apparatus 10, For example, 4etector 

20 · 802 may be positioned downstream of throttle yalve 373, as shown in.Fig. 17B. ·In 

another embodiment, detector 802 is positioned along a bypass line 804 that 

receives a sample stream of gas from conduit 60, as shown in Fig. 17C. In this 

. embodiment, bypass line 804 may include a control valve 806 to vary the amount of 

flow passing through line 804, or t~ completely.cease gas flow along bypass line 

25 804, for example, during gas processing of a wafer within the chamber. 

Referring to Fig. 17D, a preferred embodiment.of gas detector 802 ·· 

will now be described. As shown, detector 802 includes a housing 804 defining a 

through-hole 806 in communication with conduit 60 for allowing the gases and other 

residue from chamber 15 to pass therethrough. A pair of flanges 808, 810 

30 preferably attach housing 804 to conduit 60. The side walls of housing 804 include 

a pair of infrared (IR) windows 812, 813 that are configured to allow far-IR light to 

pass through. Far-IR light has wavelength starting at about 10 µm. IR windows 
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812, 813 are spaced by a length Land preferably comprise a material substantially 

transparent to far-IR light such that zero or substantially little of the light is . 
absorbed by windows 812, 813. In addition, the IR window 812, 813 material 

·shoµld be process-compatible, inert with respect to the process and clean gas 

5 chemistry, and the.material should not contaminate the film. In embodiments where 

. fluorine radicals are used for the cleaning process, windows 812 and 813 are 

resistant to fluorine. Preferred materials for IR windows 812, 813 include 

germanium, calcium fluoride, or the like. 

As schematically shown in Fig. l7D, detector 802 further includes a 

10 far-IR lamp 814 suitably coupled to housing 804 for generating far-IR light and 

transmitting this light through windows °8.12, 813 so that the light passes through-

15 

.. 
hole 806. An IR detector 816 is ~uple~ to housing 804 in position to receive and 

detect .the far..:IR light passing through window 813. Preferably, far~IR lainp 814 

ma~ be a tungsten lamp source with. an opti~l notch filter. 

When the present invention is in use, the clean gas reactants (e.g.~ 

SiF J are directed along conduit 60 and thi-ough-hole 806 of detector 802. Far~IR 

lamp 814 transmits far-IR light through window 812, through-hole 806 and window . 

813, where it is received by detector 816. As ~e light passes through the clean gas 

SiF4 reactants, these reactants (i.e., the·silicon) absorb a portion of the fat:-IR light, 

20 which reduces the light intensity received by detector 816. The fluorine does not 

absorb the far-IR light. Therefore, when the far-IR light intensity detected inc~es 

up to a reference value, detector 816 sends a signal to a controller (not shown) 

indicating that the concentration of SiF 4 passing through conduit 60 has substantially 

diminished or completely stopped, which indicates· that the cleaning endpoint has 

25 arrived. At this point, the controller sends an appropriate signal to processor 50 to 

close gate valve 280 and to prevent further etchant gas from entering chamber. In 

the above exemplary clean process, endpoint detection system 880 utilizes source 

814 to provide, and detector 816 to detect, far-IR wavelengths that can be absorbed 

by clean gas reactants SiF4, which absorl? light with a wavelength of about ·10 µm, 

30 and fluorine, which absorbs light with a wavelength of about 5-6 µm. In other 

embodiments, source 814 and detector 816 can provide light at different 

wavelengths, depending· on the light absorbance characteristics of the specific clean 
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gas reactants utilized in the clean gas. process. 

By way of example, I0 is the intensity of the far-IR light when no 

SiF4 is flowing through conduit 60 and the detector 816 receives the full intensity 

from lamp 814. As SiF4 flows through through-hole 806 during cleaning, the far-IR 

5 light is absorbed and the intensity received by detector 816 (I) is reduced, given by 

the expression: 

I/Ic, =exp (-X*L*C) 

where X is the extinction coefficient of IR windows 812, 813 or a filter {not 

10 shown), Lis the length between windows 812, 813 (see Fig. 17D) and C is the 

concentration of SiF 4 passing through detector 802. As l/10 approaches the value 1; 

the .S~ 4 concentration is diminis~, which means that the cleaning endpoint is 

approaching. The controller ·continuously monitors I/10 until this val~e ~pproaches 

l, which indicates ihat the cleaning endpoint has arrived. 

15 While the description· above is in terms of a CVD chamber for a 

· multi.chamber processing system, it woµld be possible to implement certain feature~ 
of. the p~sent invention with other plasma ·etching chambers, physiCal deposition 

·chambers or the like. Therefore, the above desctjption and illustrations should not 

be taken as limiting the scope of the present· invention as· defined by the appended 

20 · claims. It should be noted that the invention is not limited to a single wafer 

chamber as described above and shown in the enclose~ drawings. For example, the 

throttle valve of the present inventiQn could be . installed into a batch chamber that 

simultaneously proeesses a pluralio/ of.wafers.· In addition, the invention would.be 

suitable for use in a multiple wafer chamber that sequentially performs individual 

25 processing steps on each of the wafers. 

ll. High Temperature Multiple-Step Processes Using the CVD Reactor System 

A. Exemplary Structures and Agplications 

Fig. 18 illustrates a simplified cross~sectional vie'!' of an integrated 

30 circuit 900 according to the present invention. · As shown, integrated circuit 900 

includes NMOS and PMOS transistors 903 and 906, which are separated and 

electrically isolated from each other by a field oxide region 920 fonned by local 
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oxidation of silicon (LOCOS), or other technique. Alternatively, transistors 903 

and 906 may be separated and electrically isolated from each other by a shallow 

trench isolation (not shown) when transistors 903 and 906 are both NMOS or both 

PMOS. Each transistor 903 and 906 comprises a source region 912, a drain region 

5 915 and a gate region 918. 

A premetal dielectric (PMD) layer 921 separates transistors 903 and 

906 from metal layer 940 with connections between metal layer 940 and the 

transistors made by contacts 924. Metal layer 940 is one of four metal layers 940, 

942, 944, and 946, included in integrated circuit 900. Each metal layer 940, 942, 

10 944, and 946 is separated from adjacent metal layers-by respective inter-metal 

dielectric layers 927, 928, and 929. Adjacent metal layers are connected at selected 

openings by vias 926. Deposited over metal layer ~46 are planarized passivation 

layers 930. CVD apparatus 10 may be used to deposit films used, for example, as 

PMD layer 921, IMD layers 927, 928 and 929, or passivation layer 930. CVD 

15 appa~tus 10 also may be used to deposit oxide filling layers _for shallow trench 

isolatfon structures used in place of LOCOS field oxide region 920. 

Another example of a use of CVD apparatus 10 described above is 

forming ultra-shallow source and drain regions 912 and 915 shown in exemplary 

integrated circuit 900 of Fig. 18. Application of the present method for forming 

20 ultra-shallow doped junctions in forming the source/drain regions for a MOS 

transistor is discussed, as an example, with Figs. 19A-19E. 

Fig. 19A is a simplified cross-sectional view of a partially compl~ted _ 

MOS transistor. Merely as an example, the MOS transistor 1000 is a PMOS 

transistor. Of course, NMOS transistors also may_ be formed. For PMOS transistor 

25 1000, a doped dielectric layer 1008 used may be a BSG film as-the P type dopant 

source. As seen in Fig. 19A, a gate electrode 1002 overlying gate oxide 1003 has 

already been formed on material 1004. In the present example, material 1004 may 

be an N type substrate or an N well formed in a substrate. Field oxide regions 

1006 also have been formed by a method such as local oxidation of silicon 

30 (LOCOS). The regions where ultra-shallow doped junctions are desired may be 

defined using a mask. In the present example, the regions are source/drain regions 

1010 and 1012, but of course the regions may be defmed to form lightly doped 
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draill (LDD) regions." Using the CVD reactor _system described above_ with process 

recipes discussed in detail below, a doped dielectric layer 1008 is fanned over 

source/drain regions 1010 and 1012 on a wafer resting on resistively-heated heater 

25. 

5 Prior to fanning doped dielectric layer 1008 over source/drain 

regions 1010 and 1012, the surface of source/drain regions 1010 and 1012 may be 

cleaned of any gate oxide or native oxide that may exis\ either by using a plasma 

formed by reactive gases such as NF3 from remote microwave plasma system 55 . 

described above or by using a thennal · NF3 vapor. During the cleaning procedure, 

10 gate valve 280 would be opened to allow fluorine radicals from the NF3 j>lasma to 

enter chamber 15 to clean the oxides that may exist on the sunace of source/drain_ 

regions 1010 and 1012. Cleaning these oxides allows.a more consistent drive-in of 
- . 

dopants from doped dielectric layer 1008 that is formed over source/drain regiOns . 

1010.and 1012. The fluorine radials from th~ remote plasma-may be used to clean 

15 native oxides from the wafer in chamber 15. In the cleaning procedure; heater 25 
may be adjusted to a position where the fluorine radicals are optimally able io clean 

the oxides without damaging the device on-the wafer. Preferably, this native-oxide . 
. . 

removal/cleaning step and the deposition of doped dielectric layer 1008 are 

. performed in the sanie chamber in an in situ manner. Use of the above described 

20 CVD apparatus 10 avoids moisture absorption by the wafer, since the vacuum of 

chamber 15 is .not broken and the wafer is not exposed to the environnient. 

Alternatively, undesired oxides may be cleaned from the wafer by thermally 

breaking down NF3 vapor in situ. With this alternaiive, fluorine radicals are 

produced in situ in chamber is- by introducing NF3 between about 200-1500 

25 standai-d cubic centimeters per minute (seem), preferably about 500 seem, and 

optionally 0 2 at about 0-1000 seem into chamber 15. At the same time, chamber -

15 is heated to between about 500-650°C, preferably 600°C, and maintained at a 

pressure of between about 60-760 torr, preferably 400 torr, while heater 25 is 

spaced between about 150-900 mil, preferably about 600 mil, from plate 20. Thus, 

30 the surfaces of source/drain regions 1010 and 1012 can be cleaned of any native 

oxide barrier. 

After the cleaning step, gate valve 280 in some embodiments would 
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be closed to shut out any reactive gases used i.n the doped dielectric layer deposition 

process from entering and depositing onto surfaces in conduit 47. Heater 25 also 

would be moved into the appropriate processing position and heated ~o the specified 

temperature in the vacuum of chamber 15, according to the desired process recipe. 

5 Doped dielectric layer 1008 is then fonned at high temperatures (about 500-600°C) 

in the CVD apparatus 10, as described below. Without an native oxide barrier, 

dopants from the doped dielectric layer 1008 formed on the wafer may more easily 

and uniformly be driven into the substrate to form ultra-shallow source/drain 

regions 1010 and 1012. · 

10 After deposition of doped dielectric layer 1008, the wafer remains in 

chamber 15. The resistively-heated heater 25 and wafer thereon are then heated to 

a higher temperatUre (about 800°C) for a specified time. The heating step drives 

dopants from doped dielectric layer into_ N, type material 1004. Doped dielectric 

layer 1008 is used as a P type dopant diffusion source for the resulting ultra-shallow. 

15 junctions 1020, as shown in Fig. 19B. Of course, gate ·Valve280 ·remains closed 

during this drive-in step. As an aliemative ~o being heated in situ, the wafer may 
. . 

·be transferred to an annealing furnace or a rapid thermal process reactor {preferably 

within the multichamber system) to drive-in dopants from do~ dielectric· layer 

1008, which acts as a dopant diffusion source. Diffusion is performed by annealing 

20 or a rapid thermal process. Preferably, the di~sion is performed using a rapid 

thermal process (due to better throughput) at a temperature between about 

950-1100°C for between about 1-3 minutes, and preferably about 1000°C for about 

1 minute, in these other emb~iments. 

After diffusion, doped dielectric layer 1008 is removed by dry or 

25 wet etching techniques or other removal technique from N type material 1004. 

CVD apparatus 10 may also be used to re~ove doped dielectric layer 1008 by using 

remote microwave plasma system 55 with the appropriate etching chemistry. For 

this dielectric removal step, gate valve 280 would be opened to allow the remote 

plasma to etch the layer 1008 until removal is completed, whereupon gate valve 280 

30 is closed. The removal step may be perfonned in situ without transferring the 

wafer from heater 25 in chamber 15. Alternatively, the removal step may be 

performed in another chamber, dedicated to dielectric removal, within the same 
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multichamber system as CVD apparatus 10, which also avoids exposure of the 

wafer to the environment outside the vacuum of the multichamber system. Fig. 

19C illustrates the partially completed PMOS transistor 1000 after removal of doped 

dielectric layer 1008. PMOS transistor 1000 includes gate electrode 1002 and 

5 adjacent source/drain regions 1020 which are ultra-shallow P type doped junctions. 

·Thereafter, remaining process ·steps for the completion of the device may~ 

performed on the wafer. 

After every wafer (or several wafers) have been processed in 

chamber 15 of CVD apparatus 10, a chamber dean may be performed. After 

10 processing of ~e wafer. is completed within chamber 15, the wafer is transferred 

through slot 243 which is then vacuum locked. Gate valve 280 may then be opened 

to allow the chamber clean proeess to -~ performed using remove microwave 

plasma system_ 55 until the chamber is cleaned to specifications, as indicated by the· 

endpoint detector system. 

15 In an alternative embodiment~ steps shown in Figs. 19D~19E are 

perfoniied after steps described for Fig~ l9A. Afy!r doped dielectric layer 1008 is 
. . 

formed over source/drain regions 1010 and 1012 and gate electrode 1002 as seen in 

· Fig. 19A, a capping layer 1030 such as· USG is formed overlying doped di~lectric 

layer 1008, preferably in an in situ process within.chamber 15. During the 

20 . deposition of layer 1008, gate valve 280 would remain closed. Then the substrate 

may be heated for diffusion of dopants. from doped dielectric layer 1008 into 

semiconductor material 1004 as discussed above for Fig. 19B. 

Alternatively, the wafer may be removed from. C?hamber 15 for transfer to an 

· annealing furnace or rapid thetmal process reactor for diffusion of dopants from 

25 doped dielectric layer 1008 as discussed above for Fig. 19B. Preferably. the 

substrate undergoes a rapid thennal process in the same multichamber system to 

which chamber 15 (where doped dielectric layer 1008 and capping layer 1030 were 

deposited) is a part. As seen in Fig. 19E, dopants from- the doped dielectric layer 

1008 with overlying cap layer 1030 have diffused into semiconductor material 1004 · 

30 to form ultra-shallow source and drain junctions 1020. The cap iayer 1030 and 

doped dielectric layer 1008 are then etched away as discussed above to provide 

partially completed PMOS transistor 1000, as shown in Fig. 19C, ready for 
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remaining processing steps. For about a 0.25 µm device geometry, diffusion of 

boron atoms form a BSG'film thickness between about 100-200 A capped with a 

USG film of between about 100-200 A and results in a junction depth ranging from 

between about 0.05 µm to about 0.1 µm, according to preferred embodiments for 

5 PMOS transistors. 

Of course, an NMOS transistor 1000 includes gate electrode 1002 

and source/drain regions 1010 and 1012 where N type~ ultra-shallow junctions may 

be formed in the P type semiconductor ~terial 1004 using· a doped dielectric film 
. . 

1008 such as a PSG film or an arsenic-doped silicate glass film as the dopant 

10 source, according to other embodiments of the present invention. P type materlal 

1004 may be a P type substrate or a P well formed in a 8ubstra~. For abo~t a 0.25 

µm device geometry, a PSG film thickness between about 100-200 A and a USG 

film between about 100-200 A results ~ a depth of phosphorus driven into·the 

semiconductOr material that ranges from betw~en about 0.05 µm·to about 0~1 µm, 

15 according to preferred embodiments. Of course, it is recognized ~t other doped 

silicate glass films may be used to· provide the N type or P type ultra~shallow 

junctions depending on the application . 

. Another example of a use of the pres~nt invention is forming an 

ultra-shallow doped region as a channel-stop in a shallow trench_ isolation structure 

20 between devices. Application of the present method for forming an ultra-shallow 

channel-stop region is discussed with reference to Figs. 20A-20G. 

Fig. 20A is a simplified cross-sectional view of a partially completed 

shallow trench isolation structure formed in semiconductor material 1100. As seen 

in Fig. 20A, a trench 1102 is formed in semiconductor material 1100 using 

25 anisotropiC etching techniques including reactive ion etching, plasma etching, or 

other techniques. In the present example, the semiconductor material 1100 may be 

a P type substrate or a P well fonned in a substrate. A mask 1104 may be used to 

define the channel stop region in the shallow trench isolation. Using process 

recipes discussed in detail below, a doped dielectric. layer 11_06 is formed over 

30 trench 1102 using mask 1104. Doped dielectric layer 1106 provides a source of 

dopant atoms to diffuse and fonn a channel-stop doping region used to prevent a 

conducting path from forming between devices in semiconductor material 1100. 
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For P type material 1100, doped dielectric layer 1106 may be a BSG film as the P 

type dopant source. 

Prior to forming doped dielectric layer 1106 over trench 1102, the 

surface of tre~ch 1102 may be cleaned of any gate oxide or native oxide that may 
. . 

5 exist by using remote microwave plasma system 55 to provide a fluorine radicals in 

a remote plasma formed using reactive gases such as NF3, as discussed below. 

During the cleaning step, gate valve 280 is open to allow fluorine radicals to flow 

from conduit 47 through outer annular passage 297 and into chamber 15 via 

distribution plate 20. Heater 25 with the wafer thereon is lowered into a position 

10 for the cleaning so that the fluorine radicals can clear the wafer of the unwanted 

oxides that may exist on the surface of trench 1_102 without damaging the substrate .. 

Cleaning these oxides allows a more consistent driv.e-in of dopants from doped 

dielectric layer 1106 that is formed oyer. trench 1102. The cleaning·step and the 

deposition of doped diele~tric layer 1106 are perfo~ed in ·chamber ls'° in ~ in situ 

15 process·. In alternative embodiments, the cleaning step may be. done by thermally 
. . 

breaking down NF3 in situ , as diseussed above. The fluorine radicals from the NF3 

plasma or vapor then clear the oxides ~t may exist on the ~rfaee of trench 1102. · 

In further alternative embodiments, a separate chamber o~ the multichamber syste:m 

. deSc:ribed above may be used for this cleanmg .step. Since moisture absorption by 

20 the wafer is avoided by not breaking the vacuum of chamber 15 (or alternatively of 

the multichamber system}, the·surface of trench 1102 is free of native oxide 

barriers. After the cleaning step is performed, gate valve 280 is closed. Without 

the native oxide barrier, dopantS from doped dielectric layer 1106 may more easily 
. . 

and uniformly be driven into the substrate to form .ultra-shallow junctions used as a 

25 channel-stop region to provide shallow trench isolation. Heater 25 with the wafer 

thereon is moved into the processing position. and heated to high temperatures 

(about 500-700°C) for deposition of layer 1106. 

After deposition of doped dielectric layer 1106, the wafer remains in 

chamber 15 for the drive-in step. Gate valve 280 remains closed, and heater 25 is 

30 heated to a higher temperature (about 800°C). The heating occurs for a specified 

time that depends on the desired junction depth needed for the diffusion. 

Al~matively, the wafer may then be transferred to an annealing furnace or a rapid 
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thermal process reactor (preferably within the.multichamber system) to drive 

. dopants from doped dielectric layer into P type material 1100. Doped dielectric 

layer 1106 is used as a P type dopant diffusion source for the resulting ultra-shallow 

channel-stop region 1108, as ~hown in Fig. 20B. Ultra-shallow channel-stop region 

5 1108 is a P+ type region formed in P type material 1100. 

After diffusion, doped dielectric layer 1106 is removed by wet 

etching techniques· or other removal technique from P type material 1100. 

Preferably, the wafer remains iii chamber 15 so that gate valve 280 may be opened 

and radicals from remote microwave plasma system 55 may etch away layer 1106. 

10 Of course, reactive gases input to plasma system 55 depend on the type of doped 

dielectric layer 1106. Fig. 20C illustrates _the partially completed shallow trench 

isolation structure after removal of doped dielectric layer 1106. As see.n in Fig. 

20D, trench 1102 is then filled with an oxide 1110 to .forin the shallow trench 

isolation structure. In a preferred embodiment, a high quality U:SG film deposited 

15 at high temperature may be us~ as oxide 1110 to fill high aspect ratio trenches. 

Oxide 1110 also may be formed using other_ deposition techniques~ ·. 

·After completing shallow trench isolation structure having 

ultra-shallow channel-stop regi~n 1108, devices 1112 and 1114 separated by shallow 

trench isolation structure may be formed, as seen in Fig. 20E. Devices ·1112 and 

20 1114 each include a gate electrode 1116 and adjacent source/drain regions 1118 and 

1120. Thereafter, remaining process steps f?r the completion of the device may be 

performed by transferring the wafer to another chamber, preferably in multichamber 

system. After the wafer is transferred from chamber 15, a chamber clean may be 

performed using remote microwave plasma system SS with resistively-heated heater 

25 25 adjusted to a cleaning position and gate valve 280 being open, as already 

described above in connection with. Figs. 19A-E. 

In an alternative embodiment, steps shown in Figs. 20F-20G are 

performed after steps shown in Fig. 20A. ·After doped dielectric layer 1106 is 

formed over trench 1102 and mask 1104 as seen in Fig. 20A, a capping layer 1110 

30 such as USG is formed overlying doped dielectric layer 1106 in chamber 15 in an in 

situ process. During the deposition of capping layer 1110, gate valve 280 is closed. 

Then the substrate is heated in situ in chamber 15 for dopant drive-in for diffusion 
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of dopants from capped, doped dielectric laye~ 1106 into semiconductor material 

1100 as discussed above for Fig. 20B. Alternatively, the wafer may be removed 

from chamber 15 for transfer to an annealing furnace or rapid thennal process 

reactor (preferably within the multichamber system) for diffusion of dopants from · 

5 .capped, doped dielectric layer 1106 into semiconductor material 1100 as discussed 

above for Fig. 20B. As seen in Fig. 20G, dopants from the doped dielectric layer 

1106 with overlying cap layer 1110 have diffused into semiconductor material 1100 

to form ultra-shallow channel-stop region 1108. Cap layer 1110 minimizes the 

outgassing of dopants upward from doped dielectric layer 1106, thereby resulting in 

10 · more dop~ts diffusing ~own into the substrate material 1100. After th~ diffusiQn 

step is performed, gate valve 280 is opened and both the cap layer 1110 and doped. 

dielectric layer 1106 may then etch~ away using ~ate microwave plasma system 

55 with appropriate etchant chemistry to provide partially completed shallow trench 
. . 

. isolation as shown in Fig. 20C, ready for the remaining processing steps of Figs. 

15 20D-20E. When the wafer is transferred out of chamber is·,_. g~te valve 280 is in 

~e closed p~ition. A chamber clean of chamber 15 ca1rtben· be performed by 
. . 

opera~ the plasma system 55 with gate valve 280 openCd. 

. F9r shallow trench lsolatfon between NMOS ~istors in· a P type 

substrate, the dope~ dielectric film 1106 may be a BSG film. For shall~w trench 

20 isolation between PMOS transistors in an N type substrate (or in N wells _of CMOS 

circuits), the doped dielectric film 1106 may be.a PSG filni or an arsenic-doped 

silicate glass film. For smaller device geometriei such as less than 0.35 µm having 

a trench uo2·with a depth of about 0.5 µm, channel stop region 1108 of about 0.1 

µm junction depth may be formed using a BSG film 1106 about 200 A thick and a 

25 USG capping about 200 A thick, according to preferred embodiments of the present 

invention. 

It should be understood that simplified integrated circuit 900 is for 

illustrative purposes only. One of ordinary skill in the art could implement the 

present method for fabrication of. other integrated circuits such as microprocessors, 

30 application specific integrated circuits (ASICS}, memory devices, and the like. 

Further, the present invention may be applied to PMOS, NMOS, CMOS, bipolar, 

· or BiCMOS devices. Although ultra-shallow source/drain junctions and ultra-
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shallow trench isolation applications are .discus:;ed. above;. the present invention also 

may be used in.othe~ applications where an ultra-shallow doped ·region is desired. 

The present invention also may be used fQr formiilg undoped bxides as well as . · 

doped oxides for use as various layers in integrated circuit devices, including PMD, 
. . 

5 IMD, passivation, and damascene layers •. 

10 

Exemplary wafer cleaning, deposition, and-" chamber cleaning 

·processes for in· situ or individual· operation withlli chamber 15 are further described 

below, in accordance to various em~odiments _of the preseIJl ·mventiori. 
, . I 

· B. Cleaning ·Native Oxides Prior. to Depositi911 ·. 

ln. accordaiice with a. specific embodiment o(the present invention, 

native oxides that may exist on the silicon substrate or region where an ultra­

s~ow doped junction is desired ~ay .1>¢ .cl~ p~or to dep0~ition of the dop~ 
dielectric layer that. may be used, for' e~le, :aS a dopant ·diffusion Source or as a 

15 .PMD layer. In these em~odiments,·the native oxide~ can.be cteined by using 

:fluorine radicats from·a plasma fomied wi~ reactive cleari gases· tikC NF3 by remote 
. . ·.. ·I 

microwave plasma_ system 55~ Use of m situ processes in.one chamber or· 

alternately in chambers of the same multicbamber system pemtlt enhanced q~lity in 

·-..... 
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for about -5-10 seconds. The mic~waves are t,ransmitted from magnetron 711 

through the waveguide and optimizing system to· enter app~icator tube 292 through 

the window, as discussed above. UV lamp 731 ignites the reactive gases in 

applicator tube 292 to form a plasma, with ionization sustained by the microwave 

5 energy entering applicator tube 292 at the window. The radicals from the upstream 

plasma formed in applicator tube 292 are output to flow into inlet 290. The radicals 
. . 

flow through the lined passage in enclosure assembly 200 to conduit 47 of clean 

manifold 270 through the opened gate valve 280 and into outer annular passage 297 

to enter chamber 15 and dean native oxide5 off the wafer. Used clean gas reactants 

10 and oxide residues are then exhausted out of chamber 15 via the opened throttle 

valve. The present description is for chamber 15 which has a total volume of about 

6 liters. It is recognized that flow values may. differ depending on the size· and type 

of chamber ·used in other embodiments. · 

Iµ a specific embodiment, with chamber 15 maintained at pressures 

15 lower than· about 1-2 torr, rapid removal of fluorine species occurred, .resulting in 

poor clearung results. At.chamber·pressures highCr than about 1-2 torr, 

recombination may occur due to collision losses, as well as cau8ing overheating and 

damage to applicator tube .292. Chamber 15 should be mainta'.ined. at pres~ levels · 

where fluorine species are not rapidly removed, recombination does not occur, and 

20 applicator tube 292 does not break. In some embodiments, the chamber pressure 

may be limited by the physical dimensions and material of applicator tUbe. 292, 

when microwave power is being applied. In a specific embodiment, the pressure in 

~pplicator tube 292,.when microwave power·is applied, may be about 3 times as 

much as the optimal chamber p~ssure. When different applicator tubes are· used 

25 ·with different flow rates, the op~ chamber ·pressure will vary. Of course, any 

pressure may be used when applicator tube 292 is used without microwaves being 

applied. 

Since the plasma is formed upstream of the wafer, only the reactive 

fluorine radicals· in the plasma are able to reach the wafer to clean the native oxides 

30 from the wafer. As mentioned above, the cleaning step preferably is done for about 

5-10 seconds for a typical native oxide of thickness of about 90 A. The above . 

cleaning step etches native oxides at a rate of about 2 µm/minute. Of course, the 
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total time of the cleaning step depends on the thickness of the particular ·oxide to be 

cleared off the wafer. With remote microwave plasma system 55 of present 

invention, native oxides or other oxides may be etched and plasma damage to the 

wafer is avoided. 

Although the above wafer cleaning process conditions are 

exemplary for the present embodiment, other conditions niay also be used. The 

above description discusses NF3, merely as an example, in a Giga FillTll Centura 

system available from Applied Materials fitted for 200-mm wafers, as do the 

various deposition descriptions below. However, other fluorine-containing or 

10 chlorine-containing gases, such as NF3 and .N2, NF3 and argon, NF3 and 0 2, a dilute 

C. Exemplaiy Silicate Glass l>ejx>sitions 

According to thC process .of the present invention, dielectric layers· 

15 used as the dopant source, PMD layer, IMD layer, oxide filling layer, capping 

layer, or other layers may be forined using .any of several different processes. · The . 

process recipes of a BSG film, a ·PSG films, a BPSG film, and a USG film 2l1'C set 

forth below as examples of doped and undoped dielectric layers used in the present 

invention. Of course, during the below described deposition. of various dielectric 

20 films, gate valve 280 remains closed (unless remote plasma system 55 is being used 

for deposition, in accordance with an alternative embodiment). The exemplary 

processes may be performed in CVD apparatus 10, which is a closed, single-wafer, 

SACVD system in preferred embodiments. 

CVD apparatus 10 also may be adapted with different and/or· 

25 additional input gas supply s0urces to deposit BPSG, arsenic doped silicate glass 

(AsSG)-, or other dielectric layer8 as well. Of eourse, those of ordinary skill in the 

art will understand that other process recipes and other reaction systems like plasma 

enhanced CVD (PECVD) ~y also be used to deposit the dielectric films. · 

Examples of boron sources include TEB, trimethylborate (TMB), diborane CBzlics). 

30 and other similar compounds~ Examples of phosphorus sources include 

triethylphosphate (TEPO), triethylphospbite (TEP~. trimethylphosphate (TMOP), 

~ethylphosphite (TMP~. and other sµnilar compounds. In addition to BSG or 
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PSG films, arsenic doped oxides or arsenic si~icate glass (AsSG) also may be 

i;leposited using, for example, a liquid source with an arsenic compound or an 

arsenic gas diluted in argon. as examples. Examples of silicon sources include 

silane (SiH.J, ~OS, or a similar silicon source, and oxygen so~rces include 0 2, • 

5 0 3, microwave-generated atomic oxygen (0), or the like. In the descriptions below, 

flow rates for liquid sources are provid~ in milligrams per minute (mgm) while gas 

flow rates are provided in standard cubic centimeters per minute (seem). In these 

descriptions, liquid sources are v~porized using a Precision Liquid Injection System, 

and liquid flow rates in mgm may be converted to gas flow rates in seem by 

10 multiplying liquid flow rates by a factor of about 1.923 so ·that flow ratios may be 

calculated accordingly. Preferably, stable doped dielectric films may be formed 

usin~ the TEOS/03 chemistry in a SACVD process to form damage-free, uniformly 

doped .ultra-shallow junctions in some embodiments. In other em~odimems, a low 
. . 

moisture doped dielectric film may be form~ using TEOS/03 chemistry with a 

15 SACVD process coiiducted in CVD apparatus 10 to provide a planarized insulating 

layer with high aspect ratio gap-fill, low shrinkage, low metal contamination, and 

low fluorine incorporation. 

20 

1. Exempl.azy BSG Film Dcmosition · 

As merely an example, the BSG film deposition recipe described 

below is capable of forming a BSG film that may be useful as a doped dielectric 

layer used as a dopant diffuSion source. Of colirse, the recipe may be varied 

depending on the particular use for and desired qualities of the BSG layer. A PSG 

layer formed as a doped dielectric layer used as a dopant diffusion source could · 

25 similarly be formed using the recipe below and appropriately substituting the dopant 

source gas empl~yed ... 

The exemplary BSG bulk film is deposited by heating the wafer and. 

heater 25 to a temperature of between about 200-650°C, preferably to a temperature 

within the range of about 400-650°C and most preferably to about 500°C, and 

30 maintaining this temperature range throughout the deposition. With gate valve 280 

closed, chamber 15 is maintained at a pressure within a range of about lQ...760 torr. 

Preferably, the pressure is maintained within the range of about 400-600 torr, and 
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most preferably it is maintained at about 600 i.c>rr. Heater 25 is positioned about 

150-300 mil from gas distribution plate 20 and is preferably positioned about 250 

mil from plate 20. 

A process gas incI:nding TEB as .the source of boron, TEOS as the 

5 source of silicon, and 0 3 as a gaseous source of oxygen is formed. Being liquids, 

the TEB and TEOS sources are vaporized and then combined with ~ inert carrier 

gas such as helium. · The liquids are .yaporized either by liquid injection system in 

gas mixing system 93, which provides greater control of the volume of reactant 

liquid introduced. The flow rate of TEB is between about 50-550 mgm depending 

10 on the desired dopant concentrations, while. the TEOS flow rate is between about 

300-1000 mgm and preferably about.500 mgm. The vaporized TEOS and TEB 

gases then are mixed with a helium carrier gas flowing at a rate of between 3000-

6000 seem, preferably at a rate of about 40oo seem. Oxygen in the form of ~ is 
. . 

introduced at a flow rate of between· about 3000-6000 seem and is preferably 

15 introduced at a flow rate of about 5000 sCcm. The OZ9ne mixture contains between 

about 5-16 weight percentage (wi %) oxygen. The gas mixture is mtroduced into 

chamber 15 froin. the distribution ·plate 20 to supply rea~ve gases to the substrate 

surface where heat-induced chemical ~ctions take place to produce the d~sired· 

film . 

. 20 The above ·conditions" can ·result in a BSG film deposited at a rate of 

between 500-1000 A/minute~ By controlling the deposition time, BSG films having 

a thickness between about 50-500 A and preferably between about 100-300 A may . 

be formed at the process conditions describe~ above in about 10-60 seconds. The 

thickness of the BSG fih_n deposited may thus be easily controlled. Preferably, the 

25 wt 3 of boron in the resulting.BSG film ranges between about 2-8 wt 3 and 

preferably is about 6 wt 3. 

2. Exemplary PSG Film De,position 

As merely an example, the PSG film deposition recipe described · 

30 below is capable of forming a PSG fiim that may be useful as a PMD layer. Of 

course, the recipe may be varied depending on the particular use for and desired 

qualities of the PSG la~er. Other·doped dielectric layers besides PSG films may be 
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used as PMD layers by using similar recipes tP the recipe below and appropriately 

substituting the dopant(s) source gas(es) employed. 

The exe~plary PSG bulk film is deposited by heating the wafer and 

heater 25 to a temperature of between about 200-650°C, preferably to a. temperature 

S within the range of about 400-650°C and most preferably to about 600°C, and 

· maintaining this temperature range· throughout the deposition. With gate ·valve 280 

closed, chamber 15 is.maintained at a pressure within a range of about 10-760 torr. 

Preferably, the presSure is maintained within the range of about 400-600 torr, and 

most preferably it is maintained at about 450 torr.· Heater 15 is positioned about 

10 250-350 milfrom gas distribution plate 20 and is preferably positioned about 330 

mil from plate 20. 

A proc:ess gas including TEPO as the source of phosphorus, TEOS as 

the source of silicon, and 0 3 as a gas~us source of oxygen is formed~ . Being. 

liquids, ~ TEPOand ~OS sources are ·vap0rized by the liquid injection.system 
. . 

15 and then combined with an inert carrier gas such as helium .. The flow rate of . 
. . 

TEPO is between about 10-100 mgm, preferably between about 5-30 mgm, most 
a • ' ; • • • 

preferably about 24 mgm, depending on the desired dopa:Qt concentratio.n, while the 

TEOS flow rate is. between about 500-1500 mgm, preferably about 1000 mgm .. The 

vaporize4 TEOS and TEPO gases then are mixed with a helium carrier gas flowing 

20 at a rate of between 2000-6000 seem, preferably at a rate of about 4000 seem. 

Oxygen in the form of <>, (having between about 5-16 wt % oxygen) is introduced 

at a flow rate of between about 2500-6000 seem and is preferably introduced at a 

flow rate of about 4000 seem. The gas mixture is introduced into chamber 15 from 

gas d_istribution plate 20 to supply reactive gases to the substrate surface where heat-

25 induced chemical reactions take place to produce ·the desired film. 

30 

The above conditions result in a PSG film deposited at a rate of about 

· 1780 A/minute. By controlling the deposition time, the thickness of the PSG film 

deposited may thus be easily controlled. Preferably, the wt % of phosphorus in the 

resulting PSG film ranges between about 2-8 wt % and preferably is about 4 wt % . 

3. Exemplary BPSG Film Deposition 

As merely an example, the BPSG film deposition recipe described 
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below is capable of forming a BPSG· film that.may be useful as a PMD layer. Of 

course, the recipe may be varied depending on the particular use for and desired 

qualities of the BPSG layer. 

The exemplary BPSG bulk film is deposited by heating the wafer and 

S heater 25 to a temperature of between about 100-800°C, preferably to a temperature 

within the range of about 400-650°C and most preferably to about 480°C,.aD.d 

maintaining this temperature range throughout the deposition. With gate valve 280 

closed, ·chamber 15 is maintained at a pressure within a range of about 10-760 torr. 

Preferably, the pressure is maintained within the range of about 150-600 torr, and 

10 most preferably ~t.is maintained at about 200 torr. Heater 15 is positioned about 

150-400 mil from gas distribution plate 20 and is prefera~ly positioned about 300 

mil from plate 20. 

A process gas including TEB as the s~urce of boron, TEPO as the ·. 

source of phosphorus, TEOS ·as· the 8ource of silicon, .and~ as a gaseous source.of 

15 oxygen is formed. Being liquidS, ·the TEB, TEPO and TEOS. so~es are vaporiZed 

by. ~e liquid injection system and ·then combined with an inert carrier· gas such as 

helium. Of course, it is reco~ that other sources of boron, phosphonis, 

silicon, and oxygen also may be used .. ~e flow rate of TEB iS preferably· between 

about 150-200 mgm. The flow rate of TEPO is between about 10-100 mgm, 

20 preferably between about 35-75 mgril, most preferably about 24 mgm, depending on 

the_ desired dopant concentration, while the TEOS flow rate "is between about 300-· 

700 mgni. The vaporized TEOS, TEB, and TEPO ·gases. then are mixed with a·· 

helium carrier gas flowing at a rate of between 2000-8000 seem, preferably at a rate 

of about 6000 seem. Oxygen in the form of ~ is introduced at a flow rate of 

25 between about 2000-5000 seem and is preferably introduced at a flow rate of about 

4000 seem. The ozone mixture contains between about 5-16 wt% oxygen. The 

gas mixture is introduced into chamber 15 from gas distribut~on plate 20 to supply 

reactive gases to the substrate surface where heat-induced chemical reactions take · 

place to produce the desired film. 

30 The above conditions result in a BPSG film deposited at a rate of 

between 3500-5500 A/minute. By controlling the depositiOn time, the thickness of 

the BPSG film deposited may thus be easily coiitrolled. The resulting BPSG film 
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has a boron concentration level ·of between 2-~ wt % and a phosphorus 

concentration level of between 2-9 wt % • 

The parameters in the above BSG, ·psG, BPSG processes and in the 

below USG processes should not be considered limiting to the claims. For 

5 example, the present invention is aiso applicable to silicon oxide films doped with 

other dopants including, ~or example, arsenic. As another example~. the flow values 

discussed above apply for a chamber outfitted for 200-mm wafers, but may differ 

depending on the type or size of the chamber used. One of ordinary skill in the art 

can also use other chemicals, chamber parameters, and conditions to produce 

10 similar films. 

lt is believe4 that film stability may be a factor in the availability of 

dopan~ atoms in the doped dielectric fllms ·for· di~ion into the semiconductor 

mateJ'.ial. Several methods to unprove film stability· and. improve the ability to 

control dopant diffusion from these doped diel~c films into the ~iconductor 

15 material were investigated. Each method described may be perfo~ed o~ a doped 

dielectric layer' after the layer is. deposited using a recipe such aS one of the 

exemplary deposition recipes described above. Furthermore, aithough·methods 

described below are with respect to treatment of a BSG (or PSG) fibn, the methods 

are equally applicable to any doped silicon oxide film. 

20 

4. Exemplary USG Film De»ositions 

a. Oxide Filling Material Or Insulating Layer 

According to one embodiinent of the present invention, 811: undop¢ 

silicate glass (USG) layer can be deposited in CVD. apparatus 10 for us~, for 

25 example, as an oxide filling material for filling a shallow· trench used for shallow 

trench isolation. Of course, the USG film also may be used as an IMD layer, an 

insulating layer, or other layer. The exemplary USG recipe discussed below 

provides a very dense and uniform film w~ch can survive annealing at temperatures 

of greater than 800°C with minimal shrinkage. The USG film, which provides · 

30 excellent gap fill capability for high aspect ratio step coverage, can also endure 

several etch processes at very uniform etch. rate without opening up any voids in the 

USG. The USG film, also can endure chemical mechanical polishing (CMP) 
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planarization without opening up any voids or creases in the· USG. 

The wafer and heater 25 are heated to a temperature within the range 

of about 200-650°C, but preferably between about 550-650°C, and_ then maintained 

at this temperature throughout the deposition. Heater 25 is positioned about 

5 . 250-400 mU away from gas distribution plate 20 and preferably at·about 350 mil. 

With gate valve 280 closed, the pressure in chamber 15 is maintained at a level of 

between about 10-760 torr, p:referably about 600 torr. 

· A-process gas comprising oxygen and silicon sources is introduced 

into the deposition chamber. In a preferred embodiment, the silicon source is 

10 TEOS and the oxygen source· is 0 3, but those skilled in the art will recognize that 

additional silicon sources such as. Sil14, TMCT or similar sources, and other oxygen 

sources such as 0 2, H20, N2~, microwave-generated atomic oxygen, and.similar ,. ··· . · 

sources and mixtures of the same also can be employed. When TEOS is used as a· 

silicon sou~e; a carrier gas such as helium or nitrogen is einployed. The ratio of 

15 0 3 to TEOS may range from about ~-17:1,"but is preferably betWeen about 2-6:1. · · ,. 

Tiie optimal total flow. of the ·gaseous reactants: will· vary according · 

to the geometry and design of the deposition ~hamt?Cr. The gas flow also can be . 

varied to control the deposition rate. Typically, TEOS is introduced at a flow rate 

·. of between about 500-2500 mgm and is preferably introduced at a flow rate of about 
. . 

20 · 2000 mgm. 03 (between about 5-16 wt% oxygen) is introduCed at a flow rate of 

b~tween about 2000-10000 seem, preferably about.5000 seem .. Helium or nitrogen 

may be used as a carrier gas that is introduced at a flow rate of between 2000-

. 10000 seem and preferably about 7000 seem. Usually, the total flow of gases into 

the deposition chamber will vary between about 5000-20000 seem, preferably about 

25 15000 seem. Under the above conditions, deposition rates of about 1450 A/minute 

or greater are attainable. The flow values above are for a 200-mm wafer chamber 

and will vary depending on size of chamber used and size of wafer._ 

b. CaPlling Laver 

30 According to another embodiment of the present invention, the 

deposited BSG (or PSG) layer may be capped with a thin, separate USG layer. The 

USG capping layer is a stable filni that does not readily absorb moisture. Thus, the 
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USG capping layer provides a hydrophobic slµface on top of the BSG (or PSG) 

layer that prevents moisture present in the ambient from being absorbed into the 

BSG (or PSG) film. Furthermore, the USG capping layer is a relatively dense film 

that impedes boron (or phosphorus) evolution. The USG capping layer thereby 

5 facilitates controlled. diffusion of more dopant atoms in the doped dielectric layer 

downward into the semiconductor material. Without the USG cappirig layer, some 

of the dopant atoms may diffuse upward away from the semiconductor material 

during the subsequent ~l or rapid thermal process. Thus, the use .of a capping 

layer contributes to controlling the diffusion· and the junction.depth. The USG layer 
. . 

10 can be deposited in a separate processing chamber from the BSG (or PSG)_layer, 

but preferably is done as an in situ process in chamber 15 where deposition of the 

BSG (or.PSG) layer also occurred. Of course, many processes for forming a 

capping layer are possi~le. 

The following process for forming a USG layer is described as an 

15 example. .An undoped silicate glass layer may ~so· be· used n~t only as· a _capp_ing-

layer, as described below, but as an insUlating dielectric layer "without use of an · : .< : 

underlying· dOped dielectric layer. 

The wafer and heater 25 are heated. to a temperature withiii the range 

of about 200-600°~. but preferably. about 500°C, and then maintained at this 

20 temperature throughout the deposition. Heater 25 is positioned about 250-350 ~ 

.away from gas distribution plate 20 and preferably at about 300 mil. With gate · 

valve 280 closed, the pressure in chamber 15 is maintained at a level of between . 

about 50-760 torr, and is preferably at a pressure of between about 200-600 torr, 

most preferably about 400 torr. 

25 ·A process gas comprising oxygen and silicon sources is introduced 

into the deposition chamber. In a preferred embodiment, the silicon source is 

TEOS and the oxygen source is 0 3, but those skilled in the art will recognize that 

additional silicon sources such as silane, TMCT or similar sources, and other· 

oxygen sources such as 0 2, H20 .. N20 and similar sources and mixtures of the ~e -

30 - also can be employed. When TEOS is used as a silicon source, a carrier gas such 

as helium or nitrogen is employed. The ratio of 0 3 to TEOS may range from about 

2-17: 1, but is preferably between about 2-6: 1. 
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The optimal total flow of the gaseous reactants will vary according 

·to the geometry and design of the deposition chamber. The g~ flow also can be 

varied to control the deposition rate. Typically, TEOS is introduced at a flow rate 

of between about 500-1500 mgm and is preferably introduced at a flow rate of 

5 between about 1000-1250 mgm. O~ (between about 5-16 wt% oxygen) is 

introduced at a flow rate of between about 2000-10000 seem, preferably about 7000 

seem. Helimn or nitrogen may be used as a carrier gas that is introduced at a flow 

rate of between 2000-6000 seem and preferably ·about 4000 seem. U8ually, the total 

flow of gases into the deposition chamber will vary between about 5000-20000 

10 seem, preferably about 15000 seem. Under the above conditions, deposition rates 

of between about 500 and 1500 A/minute are attainable. At such deposition rates, a 

USG layer of about 100-200 A can be deposited in approximately 20 seconds. The 

flow values above are for a 200-mm wafer ·chamber and will vary depending on size 

of chamber Used and size of wafer. 

15 The following processes for forming a USG cappllig layer are 

described as exan1ples. Preferred applications will have USG cap. Jayers of between 

about 50-500 A,. and preferably between about 100 and 300 A .. A.person.of 

ordinary skill in the art, however, will reatize that capping layers of different 

~ickness can be employed depending on the specific application and device 

20 geometry size. Depending on tlie·application and gap sizes in which the deposited · 

film is used, it may be preferable, although not essential, that the capping and 

doped dielectric layers be relatively thin. For thin layers, the time to deposit and 

the time to etch away are reduced compared to thicker layers. The USG capping 

layer is deposited, and both the·USG layer and the doped dielectric· layer are etched 

25 back. It is also recognized that different capping layers such as other similar stable 

oxide films may be utilized to cap the doped dielectric layer. · Further, the USG cap 

layer may. be formed over doped dielectric films deposited by APCVD, PECVD~ or 

LPCVD, in place of SACVD. As discilssed above, use of chamber 15 for in situ 

performance of multiple process steps is most preferred, with use of a multichamber 

30 system in which vacuum is not broken during transfer of substrates betWeen various 

chambers in the multicbamber system is also preferred. 

Acc_ording to another embodiment of the present invention, an in situ 
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USG or similar cap layer is formed on a dop~ dielectric film by tu~g off the 

boron ·source or the phosphorus source just before completion of deposition of the 

doped layer. In this ~mbodiment, the initial doped dielectric layer such as BSG (or 

PSG) is formed as ciescribed above. Flow of the dopant source into chamber 15 

5 then is stopped while the thermal reaction continues for an additional period of 

between 1-30 seconds. Preferably, the thermal reaction continues for about 3-10 

seconds. In this embodiment, the dopant source is stopped by closing a valve on 

the source's stipply line so that the thermal reaction is maintained without a dopant 

for at least 5 seconds. 

10 Of course, stopping the dopant gas source must be coordinated with 

the time it takes the gas to travel from the point of the valve to the gas mixing 

system 93 and then through the faceplate of plate 20. In most CVD machines 

several seconds is required for g~ to. flow from the· injection valve to the deposition . 

chamber, so the valve should be closed sufficiently in advance to allow for these 

15 delays. Thus, if TEB is the boron source, closing the valve on the TEB supply line 

several seconds· before c0mpletion of deposition of the BSG layer results in a thin 

USG cap which prevents occurrence of the previously described. mo~sture .absorption . 

and outgassing phenomenon. 

The in situ deposition of the USG cap formed on the doped dielectric· 

20 layer results in improved stability and immunity to moisture absorption, and 

contributes to improved control of the diffusion that forms ultra-shallow doped 

regions. 

Instead of or in addition to the use of a USG capping layer, a plasma 

treatment of the doped dielectric layer also may be used to reduce moisture 

25 absorption and improve stability in the doped dielectric layer. In those 

embodiments equipped with a RF plasma system, this plasma densification treatment 

. may be used where plasma damage to the device is not a significant concern. In 

some embodiments, the deposition at temperatures greater than about 500°C may be 
. . 

sufficient to provide a dense dielectric film. The improved stability of the plasma-

30 treated doped dielectric layer contributes to improved control of the diffusion that 

forms the ultra-shallow doped regions. Chamber 15 is maintained at between about 

1-5 torr during the plasma densification treatment. With gate valve 280 closed, a 
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plasma fonned using a reactive gas such as, for example, nitrogen (NJ, ammonia 

(NH3), or argon, is introduced into chamber 15. As merely one example of the 

plasma treatment that may be used, . a reactive gas such as N2 is introduced in gas 

mixing system 93 at a rate of abotJt 1000 seem mixed with helium at 1000 seem. 

5 RF .plasma system is operated,. for example, at a power level of about 450 Watts at 

a RF frequency of about 350 Megahertz (MHz) -to create a plasma in chamber 15. 

The plasma serves to passivate the surface of the doped dielectric layer, which may 

have some nitridation on its surface. The plasma treatment thus densifies the doped 

dielectric film. More dopants. in the densified doped ·dielectric film, which is 

10 · resistant to moisture absorption, are available for forming the ultra-shallow 

junctions. 

..· D. Heating Processes For In Situ Dej>osition And/Or For Reflow 

CVD apparatus 10 has high teinperature capabilities allowing an in 

15 situ heating step following a deposition process on the same wafer for a .two-step 

deposition/reflow process, or an in·situ hc;ating step concurrenno a.deposition 

process on the same wafer for a one..;step deposition/reflow process. ·For use as a 

PMD layer fonned over high aspect ratiO ~istors or isola~on trenches an 
:undoped or doped dielectric film, such as PSG, often requires planarization which is 

20 important in forming integrated circuit devices.. Planarization of a doped dielectric 

layer may be performed by reflowing the layer at hjgh temPeratures. Perfonni.Dg 

reflow also contributes to improving gap-fill of the dep~sited film, especially ·for 

high aspect ratio features on the wafer. Of course, heating steps for other purposes 

and applications also may be performed in CVD apparatus 10. The following 

25 heating procedure discussed below serves merely as an exemplary heating step 

which may be used for reflow, ·but other heating steps for dopant drive-in in some 

applications or for other purj>oses also. can be done. 

According to a specific embC>diment, two-step deposition/reflow . 

process is described below. With gate valve 280 closed, chamber 15 may be 

30 · maintained at a pressure of about 200-760 torr.· With the wafer and heater 25 in the 

processing position between about 200-400 mil, preferably between about 330-350 

mil_. from distribution plate 20, the wafer and h~ater 25 are heated to a high 
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temperature of between about 500-800°C, preferably betwe~n about 550-650°C, in 

chamber 15, for dei>osition processing. Stopping reactive gas flows, the wafer may -

. then be heated at between about 750-950°C, preferably between about 750-850°C 

for about 5-30 minutes, preferably about 15-20 minutes, in order to reflow the 

S dielectric layer, according to a specific embodiment. The reflow temperature may 

be the same as or higher than the deposition t~mperature in the two-step process. 

Further, for a multiple-step deposition/reflow process~ the temperature may be 

ramped from the deposition temperature to an intermediate temperature (or 

intermediate temperatures) before being ramped to the reflow temperature. Of 

10 course, the time and t~perature for tlie heating steps may differ depending on the 

particular application being performed and on the particular layer being formed. 

According to another specific embodiment, a one-step 

. deposition/reflow process is described. With gate valve 280 clOsed, chamber 15 

may be maintained at a pressure of about 200-760 torr .. With the wafer and heater 

15 25 in the processing position between about 200400 mil, preferably between about 

330-350 mil, from distribution plate 20, the wafer and heater 25 are heated to a 

high enough temperature of between about 750-950°C, preferably between- about 

750-850°C, in chamber 15, for simultaneous deposition and reflow processing. to 

· ~ui:. Of course, the time and ·temperature for the deposition/reflow step may 

20 differ depending on the particular layer being formed. 

As discussed above, keeping the wafer within the same chamber 15 

for multiple in situ processes prevents exposure of the wafer to the environment, 

where moisture inay be absorbed, and contamination by impurities. Further, 

deposition of dielectric films at temperatures greater than about·sso0 c Ca.n provide 

25 dense and high quality fillils which do not form voids when heated. Deposition of 

the deposited films at these temperatures also reduces shrinkage. 

E. Chamber Cleaning/Seasoning/Gettering Proces~es 

After the processing step or multiple processing steps, such as the 

30 exemplary steps discussed above, have been performed on the wafer in chamber 15, 

the wafer is transferred out of chamber 15 for subsequent process steps as' needed. 

When the vacuum lock door is closed, sealing chamber 15 without a wafer on 
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heater 25, chamber 15 may undergo a chamber cleaning process to eliminate 

deposition process residues such as undesired oxides and/or nitrides from portions 

of chamber 15, including the unlined chamber walls in the lower portion of chamber 

15, the bottom of heater 25, as well as other chamber components. To ensure 

5 reliable wafer-to-wafer repeatability, the chamber clean removes any residues built 

up during the deposition processes. These residues can be cleaned from chamber 

components by using fluorine radicals, for example, from a plasma formed with 

reactive clean gases by remote microwave plasma systein 55. Due to its high 

reactivity with F atoms, residue silicon oxide can be removed by the formation of a 

10 SiF 4 gas product which may" be pumped away out of chamber 15. The chamber 

cleaning procedure discussed below may be performed after processing of every 

wafer or every several wafers~ 

In a preferred embOdiment of the .present invention, : NF3 is used as 

the clean gas to provide the· fluorine radicals. The pre8ent invention preferably uses · 

15 · remote microwave plasma s~tem 55. to ~ecompose NF3 gas and generate a flow of 

F atoms into chamber 15. Using a ·fluorine chemistry with remote.microwaye 

plasma system 55 of the present invention advantage0usly has .low kinetic energy 

and does not have physical sputtering effects or fonnation of charging species in the 

subsequently deposited film, compared to in situ plasma processes. Furthermore, · 

20 consistent with environmental requirements to reduce global warming effects, the . 

us_e of NF3 doe~ not generate any long-lived perflouro-carbon (PFC) products. 

· To ensure the best clean efficiency,. the F flux as well as its cleaning 

uniformity should be optimized. At a certain NF3 gas flow; there "is a threshold 

microwave power setting, above which the generation of F atoms are compensated . . 

25 by their recombination. Fig. 21 shows the relationship between NF3 flow and 

microwave saturation power tha~ gives the highest clean rate without any excessive 

hardware costs, in accordance with a specific embodiment of the present inve~tion. 

As shown in Fig. 21~ the microwave saturation power ranges from between about 

1300-2100 Watts for corresponding NF3 flows of between about 500-950 seem~ 

30 according to the specific embodiment. For a preferred embodiment discussed 

below. the microwave saturation power is about 2100 Watts for a NF3 flow of about 

950 seem. The clean uniformity can be controlled by chamber pressure as well as 
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heater spacing, both of which can adjust the mean free path of the gas species and 

pumping profile. As discussed earlier, since_ the highest pressure that can be 

tolerated by the above-discussed embodiment of applicator tube 292 is about 2 torr, 

spacing was used to optimize clean uniformity. In other embodime~ts using 

5 . different embodiments of applicator tube 292, both pressure and spacing may be 

used in the clean uniformity optimization. 

In an e~emplary chamber cleaning process, chamber 15 is maintained 

at a temperature ranging between about 300-650°C, more preferably at about 550-

6000C throughout th~ cleaning procedure, in preferred embodiments. Most 

10 preferably, chamber 15 is maintained at the same temperature at which the 

particular process is being run in chamber 15. For example, chamber clean 
. . 

processes would be run at 600°C in those chambers used, as an example discussed 

above, for depositing PSG films at 600°C .. With the throttle valve opened and gate 

valve 280 closed, ·heater 25· is positioned about 100-250 mil, pref~rably about 150 

15 mil, fyom gas distribution pla~e 20 so.that gas distribution plate 20 is.heated up. 

Heating tip gas distribution plate 20 allows a faster clean to occur. This heating 

step may be done for between about 3-10 seconds, preferably about S seconds. 

Then, pressure and clean gas flow are optimally stabilized before the 

clean is performed. During the pre-clean stabilizat~on step, chamber 15 optimally 

20 should-be maintained at pressure levels, which are also used during the clean step, . 

where fluorine species are not rapidly removed.and recombination does not.occur. 

In the pre-clean stabilization step, chamber 15 is brought to a pressure between 

about 1-2 torr, preferably about 1.5 torr, with gate valve 280 is open. With 

chamber 15 maintained at pressures lower than about 1-2 torr, rapid removal of 

25 fluorine species occurred, resulting in poor chamber cleaning results. At chamber 

pressures higher than about 1-2 torr, recombination may occur due to collision 

losses, as well as causing overheating and damage to applicator tube 292. Heater 

25 is moved away from gas distribution plate 20 to a distance of between about 450-

700 mil, preferably about 600 mil. The dean gas, NF3, is also introduced at a rate 

30 of between about 600-1100 seem, preferably about 950 seem, into applicator tube 

292. This pre-clean stabilization step lasts between about 2-6 secon~s, preferably 

about 3 seconds before microwave power is applied during the chamber clean step. 
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-In the chamber clean step, the. pre-cle~ stabilization conditions in 

chamber 15 are maintained at a pressure ranging between about 1-2 torr, preferably 

at about 2 torr. When the cleaning procedure _is performed, microwave power of 

between about 500-2500 Watts is applied to applicator tube 292. Preferably, 

5 magnetron 711 provides about 2.45 GHz microwaves and is operated in CW mode 

at about 2100 Watts for the preferred clean gas flow of about 950 seem. The . 

microwaves are transmitted from magnetron 711 through the waveguide and 

optimizing system to enter applicator tube 292 through the window, as discussed 

above~ UV lamp 731 ignites the reactive gases in applicator tube 292 to form a 

10 plasma, with ionization sustained by the microwave energy entering applicator tube 

292 at the window. 
-

During the chamber clean step, fluorine radicals from the plasma 

formed in applicator tube· 292 to which microwaves are applied may then flow 

through opened gate valve 280 and. into chamber 15 to clean surfaces of undesired 

15 oxide residues. Since the plasma ·is formed upstream of chamber 15, only the . 

reactive fluorine radicals in the plasma are able to reach and remove ~e residue 

built-up portions of chamber 15. Therefore, various .portions of chamber 15 are 
cleaned of deposition process -residues while minimizing direct plasma damage· to 

the chamber 15. The chamber clean lasts between about 30 seconds· to about 10 

. 20 minutes, preferably between about 60-200 seconds, and most preferably for about 

160 seconds. Of course, the chamber clean time may vary depending o~ the 

thickness and type of oxide residue in chamber 15. As mentioned above, it is 

recognized that flow values may differ depending on the size and type of the 

chamber, as well as the dimensions and material of the applicator tube, used in 

25 other embodiments. The above-described clean process also reduces backside 

undesired residue deposition behind both the blocker and gas distribution plates. 

After the chamber clean, additional post-clean steps may be 

performed. During the post-clean steps, chamber 15 is preferably maintained at the 

above temperatures discussed for the above deposition and clean processes. At the 

30 end of the chamber clean step, clean gas flow is stopped and microwave power is 

no longer supplied. Chamber 15 is pumped to remove most of the F residue atoms. 

During this post-clean pumping step, heater 25 is moved to a position of between 
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about 1500-2200, preferably about 2000 mil, .from gas distribution plate 20 while 

the throttle valve is opened and gate valve 280 remains open. The ·pumping step 

lasts between about 5-20 seconds, preferably a9out 10 seconds, depending on the 

amount of clean gas reactants and residue exhausted out of chamber 15. Clean 

5 endpoint detection system also may be utilized to assist in determining the stop time 

for the post-clean pumping until Substantially all deposition process residues are 

removed from chamber 15. 

After the fluorine-based chamber cleaning procedure, there may be 

some adsorption of active fluorine species on the surface of the chamber walls, 

10 close to where the wafer would be located when the next deposition process occurs. 

In the next deposition process, the fluorine might then interact or be incorporated 

into the deposited film, causing film sensitivity at tti~ surface. This film sensitivity 

JDani:fests itself as a rough surface, . which· may be problematic with the tolerances. 

required by high integration devices, resulting in device ~functions. The present · 

15 invention provides the ability to getter any adsorbed fluorine from the surface of 

chamber. walls by several methods discussed below; 

After the post-clean pumping step, a seasoning may be performed to 

recombine all free F species by either chemical reaction or trapping the F to the · 
. . . 

chamber.walls through silicon oxide (SiOJ deposition. The post-clean pumping and 

20 seasoning steps are performed for reducing both particle formation and F content 

inside subsequently deposited films. 

Optimally, between· the post-clean pumping step and seasoning step is 

another stabilization step .. to stabilize chamber pressure and gas flow and to move 

heater 25 into position for the seasoning step. In this stabilization step, gate valve 

25 280 is closed and chamber 15 is mab,ltained at a pressure of between about 20-70 

torr, preferably 50 torr. Heater 25 is also moved to a position of between about 

300-5~0 mil, preferably about 500 mil, from gas distribution plate 20. In a specific 

embodiment, the ~oning step presently described uses ozone and TEOS with 

helium as the carrier gas to season chamber 15 for subsequent silicon oxide 

30 deposition. Of course, other gases may be used in the seasoning and pre-seasoning 

stabilization steps, dependiµg on the type of silicon oxide deposition desired. In the 

pr~-seasoning stabilization step, liquid TEOS at a flow rate of between about 200-
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400 mgm, preferably about 300 mgm, is vaporized and transported with a helium 

carrier gas flowing at a rate of between about 4000-8000 seem, preferably at about 

6000 seem, into chamber 15. Gas flows may be introduced into chamber 15 via the 

nonnal inlets used for deposition or via applicator tube 292 without application of 

5 microwaves. This stabilization step lasts between about 5-25 seconds, preferably 

about 15 seconds, before the seasoning step begins with the introduction of the 

oxygen source to begin deposition of the seasoning oxide onto chamber 15. In the 

thermal seasoning step, ozone is introduced at the flow rate used for the particular 

deposition process used (e.g., about 5000 seem for the experimental USG deposition 

10 process at 550°C discussed above, or about 4000 seem for the experimental PSG 

deposition process at 600°C discussed above) for between about 10-20 secon~, 

preferably about 15 seconds, to deposit a thin layer of silicon oxide (e.g., the 
• 

experimental USG deposition process having about 12.5 wt % oxygen, or the 

experimental PSG deposition process ~ving about 8 wt % oxygen) onto surfaces in 

15 chamber 15. During the seasoning step, the ozone flow _is optimally consistent with 

the deposition process to minimize any. fluCtuation. in ozone flow and concentra~ion. 

Seasoning chamber 15 thereby can trap fluorine atoms ~t may .have been adsor~ 

onto the surfaces of chamber 15. 

Following the thermal seasoning step discussed above, final 

20 stabilization and pumping steps may be perfonned. Optimally. these final steps are 

also performed at the deposition temJ)eratures discussed above. In the final 

stabilization step, the throttle valve is· opened periodically to allow the chamber 

pressure to adjust to atmosphere, while gate valve 280 remains closed. Heater 25 is 

moved to a position of between about 800-1000 mil, preferably about 999 mil, from 

25 gas distribution plate 20. TEOS flow is stopped, while helium and ozone flows 

remain tl)e same as in the seasoning step. The final stabilization step is performed 

for a time period of between about 5-20 seconds, preferably about 10 seconds, 

before the final pumping step begins. In the final pumping step, gate valve 280 

remains closed and heater 25 is not moved. All gas flows are stopped and the 

30 throttle valve is opened. The final pumping·step lasts between about 5-20 seconds, 

preferably about 10 seconds, before another wafer is introduced into chamber 15. 

which is now ready for the next deposition process, heating, or wafer cleaning step .. 
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It is recognized that final stabilization and p~ping steps also may be modified and 

similarly used with the particular seasoning step or alternative gettering step 

(examples discussed below) selected. 

In embodiments alternative to those discussed above, the pre-clean 

S stabilization step discussed above may further include a ramping of the microwave 

power from a low microwave power to the final clean operating level of microwave 

power, allowing pre-clean stabilization of pressure and microwave plasma 

generation. In a preferred alternative embodiment, the pre-clean stabilization step 

discussed above may be substituted with the following pre-clean .stabilization. 

10 Allowing for simultaneous stabilization of pressure and microwave 

power, the step of ramping up the microwave power to generate a N2 (or other inert 

gas, depending on the clean gas used) plasma provides a lower pressure shock 

profile on applicator tube 292 upon NF3 plasma generation, in accordance with a 

specific embodiment. Microwave power levels applied to magnetron 711 from 
. . 

1~ microwave power supply 110 may be adjusted under the control of processor 50. 

For example, the microwave power may be ramped from zero to a level of about 

300 Watts (or some other power level bCtween 0 and the final· clean operating 
. . . . 

power level) during the stabilization step, and then to 2100 Watts in the clean step, 

to provide a more gradual, optimal stabilization process. Specifically, after the 

20 hC?ating step, heater 25 is moved to a position about 600 mil from gas distnoution 

plate 20 and N2 is introduced at a flow of between about 100-400 s~m. preferably 

about 300 seem, irito applicato~ tube 292, while the throttle valve remains open and 

gate valve 280 .remains closed. After about 5 seconds, the throttle valve 1s closed 

and gate valve 280 is opened, allowing pressure to stabilize for the next S seconds 

25 as chamber 15 is brought to the clean process pressure, about 1.5 torr in a specific 

embodiment. Then, an intermediate level of microwave power between about 200-

400 Watts, preferably about 300 Watts, is applied to applicator tube 292 to form a 

N2 plasma during the .next 5 seconds. For the next S seconds, NF3 is also 

introduced into applicator tube 2~2 while the microwave power level is ramped to 

30 the clean level. Specifically, NF3 may be introduced at a rate between about 600-

1100 seem, preferably about 950 seem, into applicator tube 292, while the 

microwave power level is ramped up to the final microwave power clean operating 
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level of about 2100 Watts. Then, N2 flow is stopped and plasma is generated using 
. . 

only NF3, allowing for stabilization of the NF3 plasma generation stabilization for 

about 5 seconds. From this point, the clean may proceed, as disc~sed above. In 

the above discussed alternative embodiment, both pressure and plasma generation 

5 are stabilized prior to performing the cleaning step with the NF3 cleaning.plasma. 

· This alternative pre-clean pressure/plasma stab_ilization may last for a total time 

period preferably between about 20-30 seconds -with each power level ramp-up 

allotted an appropriate slice of time from the ti,me period. Accordingly, pressure 

shocks from an immediate, one-step application of high microwave power (for 

10 example, from 0 to 2100 Watts) on applicator tube 292 are.thus· minimized, 

resulting in an enhanced lifespan for applicator tube 292. 

Although the. above descri~d embodiment is a two-step power level 

ramp-up, other embodiments may have multiple-step ramp-ups (for example, from 0 

to 300 to 1200 to 2100 Watts). Further• a microwave power ramp-dowµ step 

15 optionally may· be performed between -the above des~ribed clean step and the post­

clean pumping step. Two-step or multiple-step ramp-downs also are possible for 

other embodiments. Of course, the ramping may be continuous, a series of discrete 

steps,. or a combination thereof. For CVD systenis which have a RF plasma 

system, ramp-up and/or ramp-down of RF power levels may be performed for pre-

20 clean stabilization steps where. an in situ plasma chamber clean is used, in 

accordance with further embodiments. Although· specific times are dis~ above 

for each part of the stabilization, in other embodiments, the specific times may be 

varied and parts of the stabilization may be combined or eliminated to reduce time. 

As an alternative to the thermal chamber seasoning discussed above, 

25 a chamber seasoning may be employed which uses TEOS and ~· Vaporized TEOS 

may be introduced intO chamber 15 via inlet 43 and gas mixing box 273 or using 

the bypass passage in the lid. The 0 2 is sent through applicator tube 292 for 

radiation (for exainple, between about 500-2100 Watts, preferably 2100 Watts) by 

microwaves from magnetron 711 of microwave plasma system 55, to produce 

30 atomic oxygen. 0 2 may be introduced into aJ)plicator tube 292 at a flow rate of 

between about 50-200 seem, preferably about 100 seem, while gate valve 280 is 

opened and chamber 15 is maintained at a pressure of between about 1-2 torr, 
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preferably about 1.5 torr, and a temperature of between about 300-650°C, 

preferably between about 550-600°C. The atomic oxygen is able to react with the 

TEOS in chamber 15 to provide a microwave-enhanced chamber seasoning. 

Alternatively, for embodiments having a RF plasma system able to provide an in 

5 -situ plasm.a, vaporized TEOS may be introduced into chamber 15 where the RF 

plasma system can create a plasma with which th~ atomic oxygen may react for a 

RF-enhanced chamber seasoning. 

A.s another alternative to chamber seasoning io provide ge~ring of 

fluorine atoms from chamber surfaces, Sili.J may be flowed at a rate of between · 

10 about 50-200 seem, preferably about 100 seem, into chamber 15 to purge chamber 

15. Silane may flow into chamber 15 via line 85 into chamber 15 from one of the 

other supply sources 90 (Fig. lC) to gas mixing system 93 with closed gate valve 

280, via other purge inlets to chamber 15 with closed gate valve 280, or via 

applicator tube ·292 with or without application of microwaves and wi~ ol>ened gate 

15 valve 280. Duril'lg the silane.purge procedure, chamber 15 is maintained at a 

pressure of about 1-5 torr and a temperature of betWeen about 300-650°C, 

preferably between about 550-600°C, with gate valve 280 closed. Purging chamber 

15 absorbs. the F atoms and resUlts in the fonnation of SiF4 gas, which is then 

pumped out of chamber 15 via the exhaust_ system. Th~ endpoint detection system, 

20 as described above in detail, then ·allows the system to· determine when the chamber 

cleaning process is completely done. · 

As a further alternative to seasoning or tQ purging chamber 15 with 

silane, as described above, gettering may be achieved by providing active hydrogen 

into chamber 15. Hydrogen (e.g. H2 or other hydrogen source) would be used as 

25 the "clean gas" supply source at a flow rate of between about 50-200 seem, 

preferably about 100 seem, and sent via switching valve 105 into applicator tube 

292 via inlet 57 (Fig. lC). Magnetron 711 is operated at CW mode at a power 

level of 'between about 500-2500 Watts, preferably about 1000 Watts, to provide 

microwave energy to applicator tube 292. thereby.producing a plasma therein. The . 
30 active hydrogen from the plasma in applicator 292 would then flow through the 

lined passage in enclosure assembly 200 and into conduit 47 for use in chamber 15. 

Of course, for systems which also include RF plasma systems, hydrogen may be 
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introduced into chamber 15 ·and RF energy applied in chamber 15 to provide the 

active hydrogen. During the gettering procedure, chamber 15 is maintained at a 

pressure of about 1-2 torr and, optimally, at the deposition temperature of about 

300-650°C, preferably between about SS0-600°C with gate valve 280 open. The 

S active hydrogen reacts with the adsorbed fluorine to produce hydrogen fluoride (HF) 

vapor which may then be pumped out of chamber 15. An endpoint detection 

system, operating on similar principles as the endpoint system described above but 

to detect changes in light intensity due to absorbance by HF, may also be used. 

Yet another alternative to seasoning, purging chamber 15 with si~ane, 

10 or. using active hydrogen, is to provide ammonia into chamber 15. Ammonia (NH3) 

would be used as the "clean gas" supply source in gas panel 80 at a flow rate of 

between about 50-200 seem, preferably about 100 seem, and sent via ·switching 

valve.105 into applicator tube 292 via inlet 57 (Fig. lC). Magnetron 711 is 

operated at CW mode at a power level of between about 500-2500 Watts, preferably 

15 about 1000 Watts to provide microwave energy to applicator tube 292, thereby 

producing. a plasma therein. The anuilonia from the plasma in applicator 292 would 

then flow through the lined passage in enclosure assembly 200 and into conduit 47· 

for use in chamber 15. During the gettering procedure, cham~r 15 is mainta~ed 

at a pressure of about 1-2 torr and, optimally; at the deposition temperature of 

20 between about 300-650°C, preferably between about 550-600°C with gate valve 280 

open. The ammonia reacts with the adsorbed fluorine ·to produce an ammonium 

fluoride compound and HF vapor which may then be pumped out of chamber 15. 

Of course, for systems which also include RF plasma systems, ammonia ·may be 

introduced into chamber 15 and RF energy applied .in chamber 15 to provide the 

25 ammonium fluoride compound and HF. An endpoint detection system, operating on 

similar principles as the endpoint system described above but detecting light 

intensity changes due to absorbance by ammonium fluoride and HF, may also be 

used. 

Although the cleaning process conditions described above are 

30 exemplary for the present embodiment, other conditions may also be used. The 

above description discusses NF3, merely as an example, in a Giga Fill"' Centura 

c~ber available from Applied Materials fitted for 200-mm wafers and having 6 
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liters total volume, as do the various deposition descriptions below. However, 

other fluorine-containing or chlorine-containing gases, such as NF3 and argon, NF3 

and N2, NF3 and 0 2, NF3 and atomic oxygen generate<i by microwave plasma 

system 55, dilute F2, CF4, C,F8, SF6, ~F6, Cl2, etc., may be used as well. Other 

5 gases besides those described above also may be used for the gettering procedure. 

Also, pre-seasoning stabilization steps would vary depending on the parti~ular type 

of seasoning/gettering process selected from the various alternatives to the above 

discussed thermal seasoning. The above descriptions for cleaning, gettering, and 

seasoning are stated to occur at preferred temperatures (for example, about 550-

J.O 600°C), but it is noted that, most preferably, chamber is is maintained at the same 

temperature at which the particular process is being run in chamber 15. Of course, 

different temperatures also may be used~ other embodiments. Further, some 

embod:iments may combine, add, or.eliminate some portions of the.cleaning, 

gettering, and seaso$g steps described above. 

15 

ID. Test Results And Measurements 

A. Ultra-shallow Doped Junctions . 

To demonstrate the operation of the apparatus and method.according 

to embodimen~ of the _present invention, experiments were performed measuring 

20 the sheet resistivity and junction depths of ultra-shallow junctions formed using as 

examples BSG fllms manufactured without a USG capping layer and formed using 

BSG films with a USG capping layer. The uncapped BSG films were about 150 A 
thick, while the capped BSG films were about 150 A thick with about a 200 A USG 

cap. Both capped and uncapped BSG films were dep0sited on a low-resistivity N-

25 type silicon wafer. Sheet resistivity and junction depths of ultra-shallow junctions 

formed using the uncapped and capped.DSG films were measured. For films 

deposited in chamber 15 of CVD apparatus 10, described in detail above, gate valve 

280 is closed during the film deposition steps according to a specific embodiment. 

Actual process conditions used in the experiments ~ as follows. Specifically, the 

30 BSG films were deposited at a temperature of about 500°C and at a pressure of 

about 600 torr. Spacing between the susceptor and manifold was about 300 mil. 

Gas flows in the experiments included introducing TEB into the chamber at a rate 
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of about 200 mgm, introducing TEOS at a rate of about 500 mgm, introducing 

oxygen (03) at a rate of about 5000 seem, and introducing the helium carrier gas at 

a rate of about 8000 seem. 

The above conditions resulted in BSG film deposited at a rate of 700 

5 A/minute. The deposited BSG film had a thickness of about 150 A for a process 

time of about 15 seconds. -

In experiments where a USG cap was used, the USG capping layer 

was formed hi an in situ process immediately after the bulk BSG layer was 

deposited. The preferred embodiments use a chamber that is a closed system whic::h 

10 minimizes moisture available to react with the BSG film before deposition of the 

USG capping film. The susceptor was heated to a temperature of about 500°C, the 

chamber was maintained at a pressure of about 600 torr, and the susceptor was 

positioned about 300 mil from the gas distribution manifold. TEOS, ozone and 

-helium were introduced into the deposition chamber at flow rates of about 500 

15 mgm, 5000 and 5000 sCcni, respectively. The abQve conditions resulted in ·a USG 

film deposited at a rate of about 700 A/minute. A USG film had a thickness of 

about 200 A for a process time of about 15 seconds. 

Diffusion of dopants from the uncapped and capped BSG films is 

achieved by heating· th~ film using annealing or a rapid themial process. For 

20 example, a rapid thermal process for 60 seconds in a nitrogen (NJ ambient may 

result in a j~ction depth of about 500-1~ A depending on the teinperature, time 

and dopant coneentration; 

The parameters used in the experiments using BSG films should not 

be limiting to the claims as described; herein. One of ordinary skill in the art can 

25 also use other chemicals, chamber parameters, dopants, and conditions to produce 

BSG films or other films such as PSG, AsSG, and others. 

Experiments were conducted using uncapped BSG filins of about 200 

A thickness having about 6 wt % of boron. These experiments illustrate the ability 

to form ultra-shallow junctions using BSG films as the dopant source for a 

30 subsequent diffusion step. 

At boron concentrations exceeding 6 wt % boron, uncapped BSG 

films deposited attemperatures less than about 500°C tended to become unstable 
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and to crystallize within hours. As mentioned. above, crystallization reduces the 

amount of boron atoms available for diffusion into the silicon substrate. Deposition 

of BSG at temperatures greater than about 550°C are believed to provide stable 

uncapped BSG films with boron concentration of more than 6 wt % . For. 

5 applications where boron concentrations greater than 6 wt % boron are needed, 

BSG films may be optimally capped with a usq film to prevent crystallization. 

By preventing outgassing, the USG cap also provides the ability to control the 

direction of the diffusion of dopant atoms into the silicon substrate. ·The USG cap 

therefore prevents more boron atoms from being lost so that more boron atoms are 

· 10 availabte for diffusion that may be directed .more easily into the silicon substrate. 

To demonstrate the further advantages of using a capping layer over 

the doped dielectric layer for some applications, fu(ther experiments were conducted 

using BSG filnis having about a 150 A thickness and a 6.131 wt %-boron, with 

about a 200 A USG cap deposited over the BSG film. These. further experiments 

15 illustrate the ability to fonn ultra-shallow junctions using eapped ~SG films as the 

dopant source for a subsequent diffusion step. Sheet resistivity and junction depth 
. . 

of the ultra-shallow junctions fonned using lincapped and capped J;JSG.films were 

measured. These experiments show that subjecting the BSG film to a 1 minute 

rapid thermal process at about 1050°C provides the capability to control the sheet 

20 resistivity and junction depth of ultra-shallow junctions formed with either the BSG 

film alone or with the BSG film with USG cap. 

Figs. 22A-22C provide infonnation about the· effect of the USG cap 

on the junction depth and dopant uniformity of the diffused regions. · ~easurements 

for Figs. 22A and 22C were performed using solid state measurement equipment for 

25 · the spreading resistance profiles, as is well known to. those skilled in the art. 
. . 

Carrier concentration is shown as a function of depth. A np n represents the 

measured concentration of boron at a depth measured from the silicon substrate 

surface, and an nNn represents the measured concentration of the N type silicon 

substrate at a depth measured from the silicon substrate surface. The junction depth 

30 is defined as the position where the dopant concentration equals the substrate 

concentration.· In the present experiments, the silicon substrate used bad a substrate 

co?centration of about 1.6x1014 carriers/cm3
• Sheet resistivity of the diffused 
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regions shown in Figs. 22A and 22C was measured using four-point probe (4pp) 

techniques, as are well known to those skilled in the art. Fig. 22B illustrates the 

total impurity profile of the wafer of Fig. 22A as measured by the more elaborate 

method of secondary-ion-mass~spectroscopy (SIMS) which is use.tut for providing 

5 precision profile measurements in high-concentration or. shallow-junction diffusions, 

as is well known to those skilled in the a~. 

Sp~cifically, Fig. 22A is a graph showing the dopant profile of an 

ultra-shallow junction formed after a heating step using a 6.131 wt % BSG layer 

having.a USG capping layer. The BSG film was about 150 A thick and the USG 

10 capping layer deposited on top of the BSG film was about 200 A thick. The heating 

step was performed by a rapid thermal. process for about 60 seconds at about 

1oso0 c. The BSG and USG films were then stripped by etching. As seen in Fig. 

22A, the resulting junction has a depth of about 0.06 µmin the silicon substrate, 

and the dopant profile appears fairly uniform. The maximum concentration of -

15 boron is about 6x1019 carriers/cm3• The sheet resistance of the resulting junction 

was measured to be about 685 O/cm2• The 4pp sheet resistance was measured to be 

about 222 0/cm2, wi~ the summation of dose ions in the P type layer measured 

(tp) being 1.6xl014 carriers/cm2• 

Fig. 22B iilustrates th~ dopant depth profile as meastired by SIMS for 

20 an ultra~shallow junction described in Fig. 22A. From the surface of the silicon 

substrate to a depth of about 100 A from the surface, the concentration of boron 

ranges between about 2xl018 carriers/cm' to about lx1011 carriers/cm3• )letween 

about 100 A to about 300 A from the surface of the silicon substrate, the 

concentration of boron ranges between about lx1021 carriers/cm' to about 3xl021 

25 carriers/cm3• Below about 300 A from the surface of the silicon substrate, the 

concentration of boron, silicon, and oxygen diminishes rapidly indicating the bulk 

substrate. The steep shallow junction shown in Fig. 22B demonstrates the dopant 

incorporation possible according to an embodiment of the present invention. 

Fig. 22C is a graph showing the dopant profile of an ultra-shallow 

30 junction formed without the heating step using a 6.131 wt % BSG layer having a 

USG capping layer. The BSG film was about 150 A thick and the USG capping 

layer deposited on top of the BSG film was abOut 200 A thick. No heating step was 
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performed. The BSG and USG films were stripped by an etching technique. As 

seen in Fig. 22C, it appears a junction with a depth of about 0.025 µm has formed 

despite the lack of a heating step. Apparently, the junction has fo~ed due to the 

high dopant concentration of boron in the BSG film diffusing into the· silicon 

5 substrate even without a heating drive-in step. The maximum concentration of 

boron is about 7xl017 carrie~s/cm3• The sheet resistance of the resulting junction 
, 

was measured to be about 55 O/crri.2, with the summation of dose ions in the P type 

layer (Ep) bCing·4.9xl011 carriers/cm2• 

Fig. 23A is a graph showing the dopant profile of the junction 

10 formed with a heating step using an 8.084 wt 3 BSG layer having a USG capping 

layer. Fig. 23B is a graph comparing the dopant profiles of the junctions formed 

with the same heating step using a 6.131 wt 3 BSG layer having-a USG capping 

layer and an 8.084 wt 3 BSG layer ha':'ing a USG capping layer, in order to 

illustrate the effect of dopant concentration on junction depth. Figs. 23C and 23:0 

15 show the effect of the temperature of the heating step on junction depth and on sheet 

resistivity, respectively. Figs. 23E and_ 23F. show the effect of the time of the 

heating step on junction depth and sheet resistivity, respectively. The Spreading · 

resistance profiles and sheet resistivity measurements of Figs~ 23A-23F were 

performed using solid state equipment.and four-point probe measurements. 

20 Fig. 23A is a graph showing .the dopant profile of the junction 

formed wi~ a heating step.using an 8.084 wt% BSG layer having a USG capping 

layer. The BSG film was about 150 A thick and the USG capping layer deposited 

on top of the BSG film .was about 200 A thick. A heating step was performed using 

a rapid thermal process for about 60 seconds at about 1000°C. The BSG and USG 

25 . films were stripped by an etching technique. As seen in Fig. 23A, an ultra-shallow 

junction having a depth of about 0.12 P,m was formed with good dopant uniformity. 

The maximum concentration of boron is about lx2Q30 carriers/cm3• The sheet 

resistance of the resulting junction was measured to be about 145 O/cm.2, with the 

summation of dose ions (Ep) being 7.9xl014 carriers/cm2• The 4pp sheet resistance 

30 was measured to be about 96 O/cm2• 

Fig. 23B shows the dopant profiles of the )unctions formed with a 

heating step using different boron wt % BSG layers (in particular 6.131 wt % and 
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8.084 wt %) having USG capping layers. The BSG films were each about 150 A 
thick .and the USG capping layers deposited ori top of the BSG films were each 

about 200 A thick. The heating step perfonned was a rapid thermal process for 

about 60 seconds at about 1000°C. /\S seen in Fig. 23B, the resultin~ junction 

· · 5 dept,h for the 8.084 wt 3 BSG film is almost twice as much as the resulting 

junction depth for the 6.131 wt% BSG film. 

Figs. 23C and 23D are graphs showing the effect of heating step 

temperature on dopant profiles and sheet resistivity, respectively, for 6.131 wt 3 

BSG films having USG capping layers. The BSO films were about 150 A ·thick and 

10 the USG capping layers deposited on top of.the .BSG films were about 200 A thick. 

The heating steps were perf~nned using a rapid thennal process for about 60 -

seconds at temperatures of about 900°C,_950°C, 975°C, and 1000°C. As shown in 

Fig. 23C, the junction fonned after the heating step at 1000°C is about 0.1-µ.m, . 
compared to the about 0.06 µin junction fanned after the heating step at the lower 

15 temperature 975°C. The sheet resistivity of the 6.131 wt 3 BSG film was about · 
.. 

180 O/cm2 for the heating step at _1000°C, and about 600 O/cm2 for the heat,ing step 

at 975°C, as seen in ~ig. 23D. A higher temperature heating step (beyond 950°C) 

results in a deeper diffusion depth for the shallow junction formect . 

Figs. 23E and 23F are graphs showing the effect of heating step time 

20 .on dopant profiles and sheet resistivity, respectively, ·for 6.131 wt 3 BSG film 

having USG capping layers. The BSG films were about 150 A thick and the USG 

capping layers deposited on top of the BSG films were about 200 A. thick. The 

heating step was performed using a rapid thermal process at about 1000°C for about 

40 seconds and for about 60 seconds. As shown in Fig. 23E, the junction formed 

25 after about a 40-second heating step is about 0.06 pm, while the junction formed 

after a 60-second heating step is abut 0.1 pm. The sheet resistivity of the 6.131 wt 

3 BSG films was about 230 O/cm2 after the 40 second heating step and about 150· 

D/cm2 after the 60 second heating step·. Accordingly, it is seen that the length of 

time of the heating step may determine the diffusion depth in forining ultra-shallow 

30 junctions. 

The above experiments of BSG used for ultra-shallow doped junction 

formation are presented merely as examples to illustrate aspects of the present 
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invention and should not be considered as limiting the scope of the present 

invention. 

B. PSG For PMD layer 

To demonstrate .the operation of the apparatus and method according 

'to embodiments of the present ~vention,. experiments were perfonned to deposit a 

PSG film, for example,· as a PMD layer. Prior to the deposition of PSG film as the 

PMD layer, the wafer bas typically been subjected to multiple processing steps to 

form, for example, gate electrodes, oxide sidewalls, isolation trenches, etc. In the 

10 experiments, the PSG films were deposited in a resistively-heated Giga FillTK 

Centura chamber (a closed system having a total volume of about 6 liters and 

outfitted for 200-mm wafers) manufactured by Applied Materials, Inc. 

In the experiments, pre~eposition steps were performed to bring 

c~ber 15 to the desired deposition pressure ~ to stabilize the gas/liquid flows 

15 before depositing the PSG film as a PMD layer on a wafer. Of course, it is 

recognized that pre-deposition steps may be varied from the below description 
. . 

(which is merely an exemplary specific embodiment), as is optimal for different 

deposition recipes. · The pre-deposition steps reduce unnecessary deposition: on 

·chamber walls and also contribute to yielding uniform depth profiles for the 

20 deposited films. Before any pre-deposition steps occur, a wafer is loaded in 

vacuum chamber 15 onto heater 25 through die vacuum-lock door, which is then 

closed .. Heater 25 is heated up to the processing temperature of about 600°C, 

which is maintained throughout the pre-deposition steps, the deposition s~ and the 

post-deposition steps. . 

25 In a first pre-deposition step, heater 25 is at a position about 600 mil 

from gas distribution plate 20. With the throttle valve open for about 5 seconds, 

helium at a flow rate of about 4000 seem, and Oi at a flow rate of about 2900 seem 

are introduced into chamber 15. rtie neutral gases, helium and 0 2, are introduced 

first into chamber 15 for their flow rates to stabilize. These flow rates of helium 

30 and 0 2 are maintained throughout the pre-deposition steps .. 

In the second pre-deposition step, the throttle valve is closed and the 

pressure in chamber 15 is increased to the deposition pressure. ·The second pre-
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deposition step lasts about 30 seconds and. allows the pressure, which may initially 

fluctuate somewhat around the desired deposition pressure, to stabilize in chamber 

15. Heater 25 is moved to the processing position of about 330 mil from gas 

distribution plate 20 in second pre-deposition step. 

In the-third J>re-deposition step, when the pressure in chamber 15 has 

stabilized to the deposition pressure of about 450 torr, liquid TEOS is introduced to 

allow stabilization of TEOS and helium flow. With the TEOS flow rate at about 

1000 mgm, the vaporized TEOS gas mixes with the helium carrier gas for about 3 

·seconds during the third pre-deposition step, before the deposition step. 

10 Having stabilized the chamber pressure, temperature, and 
. -

TEOS/helium gas flows, and adjusted the position of heater 25, deposition 

processing can begin. At the oriset of the deposition step, Oi flow is terminated. 

Liquid TEPO is introduced at a rate of a~ut 24 mgm, and 0 3 (about s ·wt % 

oxygen) is introduced at a rate of about 4000 seem. Being liquids, the TEPO and 

15 TEOS sources are vaporized by. the liquid injection system and then combined with 

the inert carrier gas helium. This mixture is introduced into chamber 15 from gas 

distribution plate 20 to supply reactive gases to the wafer surface ·where heat­

induced chemical reactions take place to produce the desired PSG film. The above 

conditions result in a PSG film deposited at a rate of about 1780 Alminute. By 

20 controlling the deposition time, a PSG film having a thickness of about 5300 A is 
formed at the process· conditions described above in about 404 seconds. The wt % 

of phosphorus in the resulting PSG film is about 4 wt % • 

After deposition, a termination step is perfonned that is· optimizes the 

stabilio/ of the deposited PSG film to provide moisture and crystallization 

25 resistance. In the termination step, which lasts for about 3 seconds, the deposition 

conditions are maintained while TEPO flow is tenninated. The termination step 

therefore deposits a USG capping layer in an in situ manner in chamber 15, by the 

gas termination method discussed above. The USG layer is very thin compared to 

the thickness of the bulk PSG ftlni. 
30 After the PSG deposition and USG deposition steps, post-deposition 

steps are utilized to control the ramping down of chamber pressure and to control 

g~ shut-off. By adjusting the pressure and gas shut-off; the post:-deposition steps 
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help reduce particle formation which otherwise can cause wafer contamination and 

damage. 

In a specific embodiment, three post-deposition steps were used. In 

the first post-deposition· step mediately following the above tennination step, 

5 TEOS flow is terminated while heater 25 is moved into a position about 600 mil 

from gas distribution plate 20. Also, the throttle valve is opened periodically to 

allow chainber pressure to gradually ramp down during the first post-deposition . 

step, which lasts about 15 seconds. In: the second post-deposition step, the throttle 

valve is opened periodically to ramp down chamber pressure for the third post-

10 deposition step (the pumping step), as helium flow into chamber 15 is terminated by 
.. 

pumping it through a bjrpass valve. Heater 25 is also moved lower to a position 

about 999 mil from plate 20 during the second post-deposition step, which lasts 

about 15 seconds. In the third post-deposition step, which lasts about 3 seconds, · 

the throttle valve is opened and 0 3 flow into cham~r 15 is tenninated by pumping 

15 it through a final valve. 

20 

The above experimental conditions for the deposition of PSG suitable 

for bein~ used as a PMD layer are optimal to pr~vide the best film quality with · 

high throughput. By enhancing surface diffusion at increased surfa.ce temperature, 

the the~l PSG film deposited using the .TEOS/03 chemistry at temperatures of 

about 600°C exhibited excellent.step coverage, more cross-linked structure, and 

. more stable oxidization struc~re for P and Si, which yielded excellent film quality. 

The deposited PSG film was high quality in terms of flow-like step· coverage, high 

moisture resistance, high breakdown voltage, smooth surface, no surface damage 

(i.e., plasma damage), and no fixed chal'.ge. The deposited PSG film exhibited 

I 

25 good film thickness uniformity. Specifically, film thickness uniformity (49 pt., lu) 

at about 1.2 µm thickness of the deposited PSG film was measured to be less than 

about 1.5. 

Fig. 24A is· a photomicrograph demonstrating the as-deposited gap fill 

capabilities of PSG films deposited at 600°C in accordance with a specific 

30 embodiment of the present invention. In particular, the PSG film deposited at 

600°C was shown to be capable of filling high aspect ratio gaps having a height (h) 

and a spacing (w) without the formation of voids, as seen in Fig. 24A. Fig. 24B is 
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a simplified diagram (not shown to scale) of a section of the integrated circuit 

structure shown in Fig. 24A. As seen in Fig. 24B, substrate 1200 has stacked gate 

structures, specifically electrodes 1220 with tungsten silicide (WSi) caps 1240, 

formed thereon. An oxide layer 1260 is deposited onto stacked gate siructure8 to 

5 form high aspect ratio gaps with h of about 0.35 µm and w of about 0.08 µm shown 

by dotted lines, as seen in Figs. 24A-24B. Fig. 24A therefore demonstrates an 

exemplary structure with high aspect ratio (about 4.3:1) gaps that are filled by PSG _ 

film 1280, which is used as a PMD layer. Deposited at about 600°C using the 

preferred recipe discussed above, PSG film 1280 exhibits excellent high aspect ratio 

10 gap fill capability without the need for a reflow typically done at about 750-800°C, 

which is often inconsistent with increasingly tight thermal budgets. 

In addition to having excellent gap fill capability for high aspect 

ratios, PSG films deposited at about 600°C adv;mtageously are dense film:s that 

exhibit high resistance to moisture absorption. Moisture absorption-of the deposited 

15 PSG film deposited was measured using conventional Fourier Transform Infrared 

spectroscopy (FTIR) techniques, as are wel~. known to one of _ordinlly skill in the 

art_. Fig. 25 illustrates the FTIR spectra of a PSG film deposited at about 600°C 

under the following exemplary process conditions. According to a ·speeific 

embodiment, the exemplary process conditions include TEOS flow of about 1000 

20· mgm, TEPO flow of about 24 mgm, helium flow of about 6000 ~m. and ozone 

(about 12 wt % oxygen) flow of about 4000 seem, at ~ pressure of about" 400 torr 

and spacing of about 330 mil between heater 25 and gas distribution plate 20. The 

PSG deposition time was about 600 seconds. As seen in Fig. 25, the FnR spectra 

of the PSG film deposited at about 600°C demonstrated no water spikes indicating 

25 moisture absorption, and no measurable change in moisture absorption was seen 

over about 155 hours after deposition,. illustrating the PSG film stability over 

extended periods. 

As demonstrated by Fig. 25, the deposited PSG film is dense, 

resistant _to absorbing moisture .. Deposition of a PSG ·film at high temperatures, for 

30 example at about 600°C, tends to drive out any moisture that might be absorbed 

into the film, resulting in a dense film. As a dense film, the PSG film deposited at 

high temperature has the advantage of not requiring an additional step for further 
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densification of the film. The dense nature of the deposited PSG film makes it 

compatible for use as a PMD layer which can be planarized either by a subsequent 

anneal at a temperature greater than about 1000°C, or preferably by a CMP step. 

In addition to moisture absorption resistance, the present PSG film deposited at high 
. . 

S temperatures is able to provide good film thickness uniformity, as well as good gap 

fill without formation of voids or weak seams that can cause subsequent deviee 

problems. The high temperature PSG film is particularly useful as a PMD layer as 

it provides good phosphorus incorporation (between about 2-8 wt % phosphorus), 

which is important for gettering or ·trapping mobile iom such as sodium (Na+) ions 

10 that ·might otherwise migrate and cause shorting in the device. . - . 

15 

The above description of experiments depositing and measuring 

characteristics of the deposited PSG filn1. demonstrates itS suitability for use, for 

example, as a PMD layer. However, the description should not be considered as 

limitiD.g the scope of the invention; 

C. USG For Oxide Filling Layer In Shallow Trench Isolation 

To demonstrate the operation of the apparanis and method according 

to embodiments of the present invention,· experiments were perfonned to deposit a 

USG film, for example, as a high quality oxide filling layer for shallow trench 

20 isolation. Prior to the deposition of USG film as the high quality oxide filling 

layer, the wafer has typically been subjected to multiple processing steps to form, 

for example, gate electrodes, oxide sidewalls, isolation trenches, etc. In the 

experiments, the USG films were deposited in a resistively-heated Giga Fillm 

Centura chamber (a closed system having a total volume of about 6 liters and 

25 outfitted for 200-mm wafers) manufactured by Applied Materials, Inc. 

In the experiments, pre-deposition s_teps were performed to bring 

chamber 15 to the desired deposition pressure and to stabilize the gas/liquid flows 

before depositing the USG film as a filling layer on a wafer. Of course, it is 

recognized that pre-deposition steps may be varied from the below description 

30 (which is merely an exemplary specific embodiment), as is optimal for different 

deposition recipes. The pre-deposition steps reduce unnecessary deposition on 

chamber walls and also contribute to yielding uniform depth profiles for the 
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deposited films. Before any pre-deposition steps occur, a wafer is loaded in 

vacuum chamber.15 onto heater 25 through the vacuum-lock door, which is then 

closed. Heater 25 is heated up to the processing temperature of about 550°C, 

which is maintained throughout the pre,-Jeposition steps, the deposition step and the 

S post-deposition steps. 

In a first pre-deposition step, heater 25 at a position about 600 mil 

from gas distribution plate 20. With the throttle valve open for about 5 seconds, 

helium at a flow rate of about 7000 seem, and 0 2 at a flow rate of about 2900 seem 

are introduced into chamber 15. The neutral gases, helium and 02, are introduced 

10 first into chamber 15 for their flow rates to stabilize. These flow rates of helium 

and 0 2 are maintained throughout the pre-deposition steps. 

In the second pre-deposition $tep, the throttle valve is closed and the 

pressure in chamber 15 is increased tO the deposition pressure_. The second pre­

deposition step lasts less than about 40 5econds and allows the pressure, which may 

15 initially fluctuate somewhat around the desired deposition pressure, to Stabilize in 

chambCr 15. Heater 25 is moved to the processing position of about 350 mil from 
. - -

gas distribution plate 20 during the second pre-deposition step. 

In the third pre-deposition step, ·when the pressure in chamber 15 has 

stabilized to the deposition pressure of ~bout 600 torr, liquid TEOS is introduced to 

20 ~llow stabilization of TEOS and helium (or ·nitrogen) flow. With the TEOS flow -

rate at about 2000 mgm, the vaporized TEOS g35 mixes with the helium (or 

nitrogen) carrier gas· for about 5 seconds during the third pre-deposition step, prior 

to the deposition step. 

Having stabilized the chamber pressure, temperature, and 

25 TEOS/helium gas flows, and adjusted the position of heater 25, deposition 

processing can begin. At the onset of the deposition step, _02 flow is terminated 

while 0 3 (about 12.5 wt 3 oxygen) is introduced at a rate of about 5000 seem. 

Being liquid, the TEOS source is vaporized by the liquid injection system and then 

combined with the inert carrier gas helium. This mixture is introduced into 

30 chamber 15 from gas distribution plate 20 to supply reactive gases to the wafer 

surface where heat-induced chemical reactions take place to produce the desired 

USG film. The above conditions_ result in a USG film deposited at a rate of about 
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1450 A/minute. By.controlling the deposition time, a USG film having a thickness 

of about 10000 A· is fonned at the process conditions ·described above in about 414 

seconds. 

After USG deposition, a purge step is perfonned that is optimizes the 

5 stability of the deposited USG film to provide moisture resistance. In the purge 

step, ~hich lasts for about 3 seconds, the ·deposition conditions are maintained while 

TEOS flow is tenninated. 

After the USG deposition step and purge step, post-deposition steps 

are utilized to control the ramping down of chamber pressure and to control gas 

10 shut-off. By adjusting ·the pressure and gas shut-off, the post-deposition steps help 

reduce particle formation which otherwise can cause wafer contamination and 

damage. 

In a specific embodiment, threC post-deposition steps were used. In 

the first post-deposition step immediately following_ the above tennination step, the 

15 carrier gas flow into chamber 15 is terminated by puniping it through bypass valve. 

Heater 25 is moved into a position about 600 mil from gas distribution plate 20, as 

the throttle v~ve is opened periodically to gradually ramp down chamber _pressure 

during the first post-deposition step, which las~ about 15 seconds. · In the second 

post-deposition step, the throttle valve is opened periodically to continue ramping 

20 down chamber pressure, and 0 3 flow into chamber 15 is ·continued .. Heater 25 is 

also moved lower to a position about 600 mil from plate 20 during the second post­

deposition step, which lasts about 15 seconds. In· the third post-deposition step, 

which lasts about 3· seconds, the throttle .valve is opened and 0 3 flow into chamber 

15 is terminated by pumping it through a final valve. 

25 The above experimental conditions for the deposition of USG suitable 

for being used as a high quality oxide filling layer for shallow trench isolation are 

optimal to provide the best fdm quality with high throughput. In s~Ilow trench 

isolation applications, the deposited us~ film should be capable of void-free gap 

fill {typically at a nominal angle of about 85°), in addition to being a very dense 

30 and unifonn film. The deposited USG filiil exhibited good film thickness 

uniformity. Specifically, film thickness unifonitlty (49 pt., la) at about 5000 A 
thi~kness of the deposited USG film was measured to be less than about 1.5. 
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Figs. 26A and 26B are photomicrographs demonstrating the relative 

gap fill capabilities of TEOS/03 USG films deposited at about 400°C and about 

550°C, respectively, after reflow at about 1050°C and a 6:1 buffered oxide etch 

(BOE), in accordance with a specific embodiment of the present invention. In · 

5 particular, Fig. 26A illustrates a trench structure having about 0.35 µ.m width and 

about 0.70 µm depth (about 2:1 aspect ratio gap) with a filling layer that is a USG 

film deposited at about 400°C after a retlow at about 1050°C. Fig. 26A shows 

large voids in the deposited USG film, indicating that the USG film deposited at 

aboui 400°C is not very dense and appears to have been prone to shrinkage. Even 

.10 after a retlow at"~ temperature above about 1000°C, which can densify a USG film 

to some extent, the USG film deposited at the temperature of about 400°C is not _ 

very dense and does not survive the high temperature anneal or a subsequent wet 

etch processing wi~out opening up voids. In comparison, Fig. 26B shows a trench· 

structure having about 0."18 µ.m width and about 0.45 µm depth (about 2.5:1 aspect 

15 ratio gap) with a void-free filling layer that is a USG film.deposited at about 550°C 

after a reflow at about 1050°C and a subsequent wet etch processing. The USG 

film deposited at about 550°C is capable of filling high aspect. ratio gaps without the 

formation of voids after reflow, unlike USG films deposited at 400°C, as seen from 

Figs. 26A and 26B. After etch processes at very uniform eteh rates, USG films 

20 deposited at about 550°C retain their superior step coverage without opening up 

voids. 

As further evidence of the high aspect ratio gap filling capability of 

USG films deposited at about 550°C, Fig. 27 is a photomicrograph demonstrating 

the gap fill capability of the deposited USG film after an anneal at about 1000°C 

25 and a subsequent wet etch processing, in accordance with a specific embodiment of 

the present invention. Fig. 27 shows a trench structure having· about 0.16 µm width 

and about 0.48 µm depth (about 3:1 aspect ratio gap) with a filling layer that is a 

USG film deposited at about 550°C after a reflow at about 1000°C. The trench 

structure of Fig. 27 has a smaller spacing and a higher aspect ratio than the trench 

30 structures shown in Figs. 26A and 26B, illustrating the superior gap filling 

capability of the USG film deposited at about 550°C. 

In addition to having excellent gap fill capability for high aspect 
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ratios, USG films deposited at about 550°C advantageously are dense films·that 

exhibit high resistance to moisture absorption. Moisture absorption of the deposited 

USG film deposited was measured using conventional FI'IR techniques. Fig. 28 

illustrates the FI'IR spec.tra of a USG film deposited at about 550°C under the 

5 following exemplary process· conditions, according to a specific embodiment. 

According to the specific embodiment, the exemplary process conditions include 

TEOS flow of about 2000 mgm, helium flow of about 7000 seem, and ozone (about · 

12.5 wt % oxygen) flow of about 5000 seem, at a pressure of about 600 torr and 

spacing of about 350 mil between heater 25 and ga~ distribution plate 20. As seen 
. . 

10 in Fig. 28, the FrIR spectra of the USG film deposited at about 550°C 

demonstrated low moisture absorption (less than about 1 wt % moisture). Further, 

Fig. 28 also illustrates that a moisture increase of less than about 0.5 wt % moisture. 

in the USG film was seen over about 160 hours after deposition, indicating the 

stability of the USG film over extended periods. 
. . 

15 Accordingly, as supported by Fig. 28, th~ deposited USG film is 

dense, resistant to absorbing moisture. Deposition of a USG film at high 

temperatures, for example at about 550°C, tends to drive o~t most moisture that 

might be absorbed into the film, re'sulting in a dense film. As a dense film, the 

. USG film deposited at high temperatures of at least about 550°C has the advantage 

20 of being less prone ~o shrinkage that might ~ult in ·void formation after an 
annealing step and a subsequent wet etch processing, compared ·to USG films 

. deposited at lower temperatures. The dense nature of the deposited USG film 

makes it compatible for use as a high quality oxide layer for filling trenches used in 

shallow trench isolation applications. Due to its high density, USG films deposited 

25 at high temperatures and used as oxide filling layers can be planarized by either a . . 
~bsequent anneal or a CMP .step, with minimized likelihood of opening up voids. 

In addition to moisture absorption resistance and good film thickness uniformity, the 

present USG film deposited at high temperatures provides excellent high aspect ratio . 

gap fill without formation of voids or weak seams that ~ cause subsequent device 

30 problems. 

In general, high pressure 0 3/TEOS USG films may exhibit pattern or 

surface sensitivity effects, resulting in uneven deposition, which is undesirable. It 
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has been seen that problems with uneven depo~ition are worsened with higher 

0 3/TEOS ratios. Advantageously, deposition of USG films at high temperatures 

such as at least about 550°C requires use of more TEOS in order to achieve 

. adequate deposition rates. Accordingly, the. 03'TEOS ratio of USG films deposited 

5 at high temperatures is low ·(less than about 5:1), thereby eliminating any pattern.or 

surface sensitivity effects. Moreover, the fitnl quality (e:g., density, shrinkage, 

etc.) is high for USG films deposited at high temperatures. Because of the_ high 

density of these high temperature deposition USG films, plasma densification 

treatments or plasma oxide caps are not _needed, thereby avoiding any plasma 

10 damage to the wafer. The lack of a plasma from such treatments in the chamber 

thus reduces possibility of metal contamination and potential shorting of devices in 

the wafer. Compared to low temperature thermal USG films, which oftCn require a 

plasma densification· treatment or plasma oxide cap and may shrink to open voids 

after an anneal, thennal USG films deposited at teinperatures of about 55~°C 

15 exhibit excellent gap fill capability, minimill shrinkage, and uniform. film density, 

and low metal contamination, without plasma damage, in accordance with the 

present invention. 

The above description of experiments demomtrates th~ suitability of 

the deposited USG film for use, by way of example, as a high quality oxide fayer . 

20 for filling high aspect ratio trenches for shallow trench isolation. The same CVD 

apparatus also may be used to deposit USG films at temperatures lower than 500°C 

for IMD appli~tions. Of course, the above description should not be considered as 

limiting. the scope of the invention. 

It is to be understood that the above description is intended to be 

25 illustrative and not restrictive. Many embodiments will be apparent to those of skill. 

in the art upon reviewing the above description. ay way of example, the inventions 

herein have been illustrated primarily with regard to a USG, BSG, PSG, and BPSG 

process recipes, but they are not so limited. For example, the dielectric film 

formed according to other embodiments may be an arsenic doped silicon oxide film, 

30 or other doped film. As another example, the deposition of dielectric ·films has 

been described using carrier gas such as helium, but other carrier gases like argon 

or nitrogen, may be used as well. As a further example, dielectric layers have been 
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described for particular applications, including __ doped junction formation, PMD 

layers, IMD layers, oxide filling layers, capping layers, etc. Of course, it is 

recognized that the same CVD apparatus discussed _above may be used to deposit 

dielectric layers at temperatures lower than about 400°C, as well as temperatures 

5 above 500°C. Additionally, various aspects of the present invention may also be 

used for other applications. Those skilled in the art will recognize other equivalent 

or alternative methods of depositing. the dielectric layer while remaining within the 

scope of the claims of the present inveiltio~. The scope of the invention should, 

therefore, be determined noi with reference to the above description, but should 

10 instead be determined with reference to the appended claims, along with the full 

scope of equivalents to which such claims are. enti~ed. 
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WHAT IS CLAIMED IS: 

1. A substrate processing system comprising: 

a processing chamber, said processing chamber including 

interior walls and a ceramic liner, said ceramic liner lining at least a portion of said 

interior walls; 

a vacuum system configu.red to maintain a selected pressure 

between about 10-760 torr within said processing.chamber; 

a gas delivery system configurCd to deliver selected reactive 

gases to said processing chamber, said gas delivery system including a deposition 

supply system and a dual input box having a first input and a second input, said gas 

delivery system configured to introduce said selected reactive gases mto said 

processing chamber via a selected input of said dual input box at a selected time, 

and said deposition supply system configured to deliver fll'St reactive gases from 

said first input to said processing cb8mber when said first input is selected and to 

deliver a reactive species from said -second input to said processing chamber when 

said second input is selected; 

a remote microwave plasma system configured to· produce and 

deliver said reactive speeies from. said second input to said processing chambe:r, said 

reactive species produced from a plasma created from cleaning gases decomposed 

by microwaves; 

a heating system, ·said heating system including a heater 

having a ceramic exterior, said heater for holding a substrate and capable of heating 

up to at least about 500°C; 

a controller configured to control said gas delivery system, 

said remote microwave plasma system, said heating system, and. said vacuum 

system; and 

a memory, coupled to said controller, comprising a 

computer-readable medium having a computer-readable program embodied therein 

for directing operation of said substrate processing system, wherein said computer­

readable program includes:. 

a first set of computer instructions for controlling said 
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gas delivery system to .introduce said cleaning gases to said remote 

microwave plasma system during a first time period to deliver said 

reactive species into said processing chamber to clean the processing 

chamber. 

2. The substrate processing system of claim 1 wherein said first 

set of computer instructions includes: 

a first subset of computer instructions for 

controlling said vacuum system to maintain a pressure 

of between about 10-760 torr within said processing 

chamber; and 

a second subset of computer instructions for 

controlling said heating system to heat said heater to a 

selected temperarure of at least about 500°C during 

said· first .time period; 

a third s\lbset of computer instructions for 

controlling sai~ remote microwave plasma system to 

apply microwaves tO said cleaning gases to provide 

said rea~ve species during said first time period; and 

a fourth subset of computer instructions for 

controlling said vacuum system to pump residues out of 

said processing chamber after cleaning said processing 

chamber. 

3. The substrate processing system of claim 1 wherein 

said gas deliver system further includes a gate valve at the second input, said gate 

valve selectively opened or closed to allow said· reactive species into said second 

input. 

4. The substrate processing system of claim 3 wherein 

2 said controller is also configured to control said gate valve, and wherein said 

3 computer-readable program further comprises 
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4 a sixth subset of _computer instructions for controlling said gas 

5 delivery system to selectively open or close said gate valve. 

1 5. The substrate proeessing system of claim 2 wherein 

. 2 said selected temperature is about 550°C. 

1 6. The substrate processing system of claim 2 wherein 

2 said selected temperature is about 600°C. 

1 7. The substrate processing system of claim 2 wherein 

2 said selected temperature is about 650°C. 

1 8. The substrate proces~ing system of claim 2 wh~rein 

2 said reactive species is eomprised of fluorine. 

1 9. The substrate processing system of claim 8 wherein 

· 2 said cleaning gases are selected from a group consisting of NF3 and N2, "NF3 and 

3 argon, NF3 and 0 2, NF3 and atomic oxygen (0), and a dilute F2• 

1 10. The substrate processing system of claim 8 wherein 

2 sai(l cleaning gases are selected from a group consisting of CF4, C1F6, C3F8, SF6• 

1 11. The substrate processing system of claim 2 wherein 

2 said reactive species is comprised of chlorine and said cleaning gases include Cl2• 

1 12. A method for cleaDing a processing chamber, said 

2 method comprising: 

3 depositing a dielectric _film on a wafer on a ceramic heater in 

4 said processing chamber in a fir&t time period, said ceramic heater heated to a first 

5 temperature of at least about 500°C during said deposition step; 

6 introducing reactive species ·into said processing chamber from 

7 a clean gas that is input to a remote microwave plasma system during a second time 
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;;·. 8 period, said ceramic heater heated to a second temperature of at least about 500°C 

9 during said introducing step; and 

10 cleaning surfaces in said processing chamber, said cleaning 

11 perfonned by said reactive species. 

1 13. The method of claim 12 wherein said remote 

2 microwave plasma system ~ludes a magnetron, a tuned waveguide system, and an 

3 applicator tube; and wherein said clean gas is received in said applicator tube where 

4 microwaves from said magnetron energize said clean gas to provide said reactive 

5 species to said processing chamber. 

1 14. The metho4 of claim 12 wherein ·said rll'Si temperature 

2 is substantially the same as said second temperature. 

1 · 15. The method of claim 12 wherein said first temperature 

2· is between about 550-600°C. 

1 16. The method of claim 14 wherein said fJISt temperature 

2 is between about 550-600°C. 

1 17. The method of clairil 12 wherein said reactive species 

2 comprises fluorine. 

1 18. The method of claim 17 wherein said clean gas 

2 comprises NF3• 

1 19. The method of claim 17 wherein said cleaning gas is 

2 selected from a group consisting of NF3 and N2, NF3 and argon, NF3 and 0 2, NF3 

3 and atomic oxygen (0), and a dilute F2• 

1 20. The method of claim 16 wherein said reactive species 

2 comprises chlorine and said clean gas comprises Cl2• 


