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METHODS, SYSTEMS, APPARATUSS, AND DEVICES FOR PROCESSING REQUEST 

IN CONSORTIUM BLOCKCHAIN 

 

Technical Field 

[1] Examples of the present specification relate to information technology, and in particular to 

methods, systems, apparatuses, and devices for processing a request in a consortium blockchain. 

 

Background 

[2] In a consortium blockchain, nodes often vary significantly in functions. For example, a 

consortium blockchain for copyright recording can include a work publishing node, a copyright 

registration node, a copyright assignment node, and a notarization node, and so on. However, 

based on various user needs, a user usually is connected to only one of the nodes which can be 

considered as a connected node of the user. For different nodes, the quantity of users connected to 

the nodes are different. Some nodes have more connected users, some nodes have less connected 

users. 

[3] In some service scenarios, for example, when, for example, a client device intends to verify 

credibility of a consortium blockchain, a user in the consortium blockchain needs to send a service 

request to other (non-connected) nodes. In this case, it can often cause a node having more users 

to send a request to a node having less users, resulting in imbalance in processing requests by 

nodes in the consortium blockchain. 

[4] In view of the above, solutions for processing requests in the consortium blockchain are 

needed. 

 

Summary 

[5] In view of the problem of unbalanced request processing in the existing consortium blockchain, 

in order to achieve more balanced processing of requests in each node of the consortium 

blockchain, the examples of the present specification provide a request processing solutions in the 

consortium blockchain. In a first aspect of the solution, methods for processing a request in a 

consortium blockchain are provided. After generating a service on a client device and recording 

the service on the blockchain through a connected node, the method includes: 

[6] sending, by the client device, a request to a plurality of nodes in the consortium blockchain, 

wherein the request includes a service location query request and/or a simple payment verification 

SPV request, and the request includes a digest hash of the service; 

[7] receiving, by any node, the request, and determining, by the current node, whether the client 
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device is a user of the current node or a user of another node; 

[8] in response to determining that the client device is a user of another node, determining, by the 

current node, a first processing quantity of times for which the current node has processed 

requests from users of another node, and a second processing quantity of times for which other 

nodes have processed requests from users of the current node; 

[9] performing, by the current node, processing on the request based on the first processing 

quantity of times and the second processing numbers of times, wherein the processing includes: 

deferring processing the request sent by the client device, or transferring the request to other 

nodes for processing; and 

[10] verifying, by the client device, credibility of the consortium blockchain that includes 

information on the service based on consistency of request results returned by the plurality of 

nodes. 

[11] In a second aspect, the examples of the present specification also provide a method for 

verifying credibility of a consortium blockchain. After a service is generated by a user and the 

service is recorded on the blockchain through a connected node, the method includes: 

[12] obtaining addresses of a plurality of nodes in the consortium blockchain to send a request; 

[13] before sending the request, for any node of the plurality of nodes, determining whether a 

quantity of times requests sent to the node has reached a threshold, and in response to determining 

that the quantity of times has reached the threshold, deferring sending the request to the node; 

[14] receiving request results returned from the addresses of the plurality of nodes; 

[15] verifying credibility of the consortium blockchain based on consistency of the request results; 

[16] wherein the request includes a service location query request or a simple payment 

verification SPV request, and the request includes a digest hash of a target service.  

[17] In a third aspect, the examples of the present specification also provide a method for 

processing a request in the consortium blockchain. After a service is generated by a user and the 

service is recorded on the blockchain through a connected node, the method includes: 

[18] receiving a request sent by a client device, wherein the request includes a service location 

query request or a simple payment verification SPV request, and the request includes a digest hash 

of a target service; 

[19] determining whether the client device is a user of the current node or a user of another node; 

[20] in response to determining that the client device is a user of another node, determining a first 

processing quantity of times for which the current node has processed requests from users of 

another node, and a second processing quantity of times for which other nodes have processed 

requests from users of the current node; 

[21] performing processing on the request based on the first processing quantity of times and the 
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second processing numbers of times, wherein the processing includes: deferring processing the 

request sent by the client device, or transferring the request to other nodes for processing. 

[22] Corresponding to the first aspect, the examples of the present specification also provide a 

system for processing a request in a consortium blockchain. After generating a service on a client 

device and recording the service on the blockchain through a connected node, the system includes: 

[23] sending, by the client device, a request to a plurality of nodes in the consortium blockchain, 

wherein the request includes a service location query request and/or a simple payment verification 

SPV request, and the request includes a digest hash of the service;  

[24] receiving, by a node, the request, and determining whether the client device is a user of the 

current node or a user of another node;  

[25] in response to determining that the client device is a user of another node, determining a first 

processing quantity of times for which the current node has processed requests from users of 

another node, and a second processing quantity of times for which other nodes have processed 

requests from users of the current node;  

[26] performing processing on the request based on the first processing quantity of times and the 

second processing numbers of times, wherein the processing includes: deferring processing the 

request sent by the client device, or transferring the request to other nodes for processing; and 

[27] the client device verifying credibility of the consortium blockchain that includes information 

on the service based on consistency of request results returned by the plurality of nodes. 

[28] Corresponding to the second aspect, the examples of the present specification also provide an 

apparatus for verifying credibility of a consortium blockchain. After a service is generated by a 

user and the service is recorded on the blockchain through a connected node, the apparatus 

includes: 

[29] an obtaining module configured to obtain addresses of a plurality of nodes in the consortium 

blockchain to send a request; 

[30] a determination module configured to, before sending the request, for any one of the plurality 

nodes, determine whether a quantity of times requests sent to the node has reached a threshold, 

and in response to determining that the quantity of times has reached the threshold, defer sending 

the request to the node; 

[31] a receiving module configured to receive request results returned from the addresses of the 

plurality of nodes; and 

[32] a verification module configured to verify credibility of the consortium blockchain based on 

consistency of the request results; 

[33] wherein the request includes a service location query request or a simple payment 

verification SPV request, and the request includes a digest hash of a target service. 
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[34] Corresponding to the third aspect, the examples of the present specification also provide an 

apparatus for processing a request in the consortium blockchain, located on a node in the 

consortium blockchain. After a service is generated by a user and the service is recorded on the 

blockchain through a connected node, the apparatus includes: 

[35] a receiving module configure to receive a request sent by a client device, wherein the request 

includes a service location query request or a simple payment verification SPV request, and the 

request includes a digest hash of a target service; 

[36] an identity determination module configure to determine whether the client device is a user 

of the current node or a user of another node; 

[37] a quantity of processing times determination module configure to, in response to determining 

that the client device is a user of another node, determine a first processing quantity of times for 

which the current node has processed requests from users of another node, and a second 

processing quantity of times for which other nodes have processed requests from users of the 

current node; 

[38] a determination module configure to perform processing on the request based on the first 

processing quantity of times and the second processing numbers of times, wherein the processing 

includes: deferring processing the request sent by the client device, or transferring the request to 

other nodes for processing; and 

[39] a sending module configure to send the request processing result to the client device. 

[40] In the solutions according to the examples of the present specification, in a scenario where a 

client device intends to send a service request to other nodes in a consortium blockchain, by 

calculating based on a first processing quantity of times for which the current node has processed 

user requests from other nodes, and a second processing quantity of times for which other nodes 

have processed user requests from the current node, a determining result is obtained as whether to 

defer processing the request or to transfer the request to other nodes. As such, more balanced 

processing can be achieved among nodes in the consortium blockchain. 

[41] It should be understood that the above-mentioned general descriptions and the below detailed 

descriptions are merely illustrative and explanatory, and are not intended to limit examples of the 

present specification. 

[42] In addition, any of the examples of the present specification does not need to achieve all the 

above-mentioned effects.   

 

Brief Description of the Drawings 

[43] In order to more clearly describe the technical solutions in some examples of the present 

specification or the existing technology, the following will briefly introduce the drawings that 
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need be used in the description of the examples or the existing technology. Clearly, in the 

following description, the drawings are only some of the examples described in the present 

specification. For those ordinary skilled in the art, other drawings can be obtained based on these 

drawings. 

[44] FIG. 1 is a schematic diagram illustrating an architecture involved in the current consortium 

blockchain. 

[45] FIG. 2 is a schematic flowchart illustrating a method for processing a request in a consortium 

blockchain in a system aspect according to the examples of the present specification. 

[46] FIG. 3 is a schematic flowchart illustrating a method for verifying credibility of a consortium 

blockchain on a client device according to the examples of the present specification. 

[47] FIG. 4 is a schematic flowchart illustrating a method for processing a request in a consortium 

blockchain according to the examples of the present specification. 

[48] FIG. 5 is a schematic block diagram illustrating an apparatus for verifying credibility of a 

consortium blockchain according to the examples of the present specification. 

[49] FIG. 6 is a schematic block diagram illustrating an apparatus for processing a request 

according to the examples of the present specification. 

[50] FIG. 7 is a schematic block diagram illustrating a device for configuring the method of the 

examples of the present specification. 

 

Detailed Description 

[51] In order to enable those skilled in the art to better understand the technical solutions in the 

examples of the present specification, the technical solutions in the examples of the present 

specification will be described in detail below in conjunction with the drawings in the examples of 

the present specification. Clearly, the described examples are only a part of the examples in the 

present specification, rather than all the examples. Based on the examples in the present 

specification, all other examples obtained by a person of ordinary skill in the art should fall within 

the scope of protection. 

[52] A consortium blockchain usually includes a plurality of different function nodes. At present, 

a consortium blockchain generally has architecture in which each function node is interfaced to its 

corresponding users, and a user is connected to the consortium blockchain through a function 

node that the user is interested in.  

[53] In the nodes in the consortium blockchain involved in the examples of the present 

specification, it can be considered that each node participates in the routing function of the 

consortium blockchain network, and can also include other functions. For example, each node can 

participate in the verification and broadcasting of services and block information, discover and 
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maintain connections with peer nodes, and can also store a complete consortium blockchain 

locally, and some data related to the consortium blockchain. 

[54] As shown in FIG. 1, FIG. 1 is a schematic diagram illustrating an architecture involved in the 

current consortium blockchain. In FIG. 1, the nodes in the consortium blockchain network can all 

include different functions, and because each node provides different functions, the target users 

are often not the same. In the same consortium blockchain, each function node often develops 

their own application programs respectively to allow users of their own to register and access. The 

user usually selects a node to connect to the consortium blockchain for service public and 

verification. 

[55] As such, the numbers of users connected to the nodes are different. Some nodes have a large 

number of users, such as node A in FIG. 1, and some nodes have a small number of users, such as 

node C in FIG. 1. However, some nodes can have no registered users at all due to the need to keep 

confidential to the public, such as nodes E and F in FIG. 1. In some service scenarios, when a user 

needs to send a request to other nodes (non-connected nodes), the processing of the requests 

among the nodes is unbalanced. Nodes with less registered users receive more requests than they 

could process. Therefore, the examples of the present specification provide methods for 

processing a request in the consortium blockchain to achieve balanced processing of user requests 

in the consortium blockchain. 

[56] The following describes in detail the technical solutions according to the examples of the 

present specification with reference to the accompanying drawings. The first aspect of the solution 

of the examples of the present specification is shown in FIG. 2. FIG. 2 is a schematic flowchart 

illustrating a method for processing a request in the consortium blockchain in the system aspect of 

the examples of the present specification. After a service is generated on a client device, and is 

recorded on the blockchain, the method includes the following steps. 

[57]  At S201, the client device sends a request to a plurality of nodes in the consortium 

blockchain, where the request includes a service location query request and/or a simple payment 

verification SPV request, and the request includes a digest hash of the service. 

[58] After the user completes a service and record the service on the blockchain through the 

connected node, the user can receive a notification message about the blockchain recording 

service, which generally includes a digest hash, and stores the service hash locally on the client 

device. Therefore, the client device can always obtain the digest hash locally and add the digest 

hash to a service location query request. 

[59] On the client device, upon receiving the notification message, the client device can initiate a 

query request according to a user instruction. It can be also that the client device can trigger a 

query request upon receiving the notification message. 
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[60] When a user accesses the consortium blockchain through a connected node for service 

processing, the completion and verification of the service seems to be based on the connected 

node, and in turn, the user can have doubts about the credibility of the connected node and the 

consortium blockchain. Therefore, in this service scenario, the client device can send a location 

query request and/or a simple payment verification SPV request in order to verify the credibility 

of the consortium blockchain. 

[61] At S203, any node receives the request and determines whether the client device is a user of 

the current node or a user of another node. 

[62] The determining method can be confirming through a client device identifier or a user ID. In 

the consortium blockchain, each node can agree in advance a set of mutually recognized protocols 

to identify the client device or node user of each node. 

[63] For example, the client device provided by each node is marked with a sequence number, 

each sequence number corresponds to one node, and the sequence number is carried in the request. 

When any node receives the request, the node can confirm the connected user of which node the 

request comes from.  

[64] For another example, each node can add a header identifier to the user ID of each node when 

providing user registration for each node, and the user ID is carried in the request sent by the user, 

so that when any node receives the request, the node can parse the header of the user ID, to 

determine the connected user of which node the request comes from. 

[65] At S205, when the client device is a user of another node, the node determines a first 

processing quantity of times for which the current node has processed requests from users of 

another node, and a second processing quantity of times for which other nodes have processed 

requests from users of the current node. 

[66] If the client device is a user of the current node, the node can be processed the request 

directly. When the client device is a user of another node, further determination is required. 

Specifically, a table can be jointly maintained among the nodes of the consortium blockchain to 

record the quantity of requests of any other nodes that have been processed by each node, so that 

for any node, the node can obtain, from the table, the first processing quantity of times for which 

the node has processed requests from users of another node, and determine a second processing 

quantity of times for which other nodes have processed requests from users of the current node. 

[67] The first processing quantity of times and the second processing quantity of times can take 

place at intervals of a period of time, for example, daily or monthly, which can be cleared 

regularly, or they can be statistics of all historical data. 

[68] At S207, processing is performed on the request based on the first processing quantity of 

times and the second processing numbers of times, where the processing includes: deferring 
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processing the request sent by the client device, or transferring the request to other nodes for 

processing. 

[69] The condition for determining whether to defer or transferring processing can be calculated 

based on the first processing quantity of times X and the second processing quantity of times Y to 

obtain a contribution value Z, to be compared with a predetermined threshold. For example, 

Z=(XY)/Y, or , Z=X/Y, or Z=(XY), etc. The contribution value represents a difference between a 

node’s “self contribution” and “request to others” when processing a request. Once the 

contribution value exceeds a certain threshold, it means that the node has made more contributions, 

and the node can defer processing requests which the node receives from users of another node, or 

transfer requests sent by other nodes. Of course, if the predetermined contribution value condition 

is not satisfied, the request can still be processed locally. 

[70] Based on the principle of consortium blockchain sharing, if any user randomly selected nodes 

to send requests, it would be easy to understand that nodes with less registered users will receive 

more requests. In the architecture shown in FIG. 1, nodes E and F have a contribution ratio of 

infinity great since they have no registered user, followed by node C. In practical applications, 

nodes with less registered users generally do not need to handle large-scale services, and their 

processing capabilities for large traffic are generally relatively weak (such nodes can be referred 

to as weak nodes, such as node E, F, and C in FIG. 1). Deferring processing requests can 

effectively reduce the workload of weak nodes. Since in the solution of the examples of the 

present specification, the client device does not need to obtain the verification result immediately, 

the processing of the request by each node can be asynchronous, and the deferred process does not 

affect the client device’s verification efficiency of the consortium blockchain’s credibility. 

[71] When deferring or transferring a request, one possible implementation is to defer or transfer 

processing as long as the contribution threshold condition is satisfied. Another possible 

implementation is to further distinguish whether the user is a user of the current node or other 

nodes after the contribution threshold condition is satisfied, and defer or transfer processing the 

request from the user of another node. 

[72] For deferring processing, generally, a time threshold can be set to deferring processing the 

received request for 3 hours. Alternatively, a threshold for the processing quantity of times is 

determined to be 1000, if the contribution value of the node Z=(XY) exceeds the threshold, all 

subsequent requests can be deferred. 

[73] When a node transfers a request, in one example, the node can transfer the request randomly. 

At this time, when another node receives the request, the another node can still make a defer 

determination or request determination. In the solutions according to the examples of the present 

specification, in order to improve the credibility of the verification result, when the request is 
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randomly transferred to one of the other nodes, the one of the other nodes does not include the 

connected node of the client device. 

[74] In another implementation, the request can also be transferred according to the 

above-mentioned contribution value. For example, the contribution value of each node can be 

determined according to the table jointly maintained among the nodes of the consortium 

blockchains, and the request is first transferred to a node with the smallest contribution value. It 

should be noted that the deferring processing or transferring request does not mean that the 

request is not processed. When a time limit for deferring processing is reached, the request should 

to be processed and the processing result should be returned to the client device. 

[75] The request involved in the examples of the present specification includes a service location 

query request and/or a simple payment verification SPV request, which can be used in scenarios 

where users verify the credibility of the consortium blockchain. 

[76] For a location query request, since a blockchain is composed of a plurality of blocks, and a 

block usually includes a plurality of services. Therefore, in the examples of the present 

specification, the location information specifically refers to which block of the blockchain the 

service is in when the service is recorded, and where the service is in the block. In blockchains, 

there can be various ways to identify different blocks, for example, by a hash value of a block 

header or a block height. The hash value of the block header is a hash value obtained by 

calculating a hash of the block header, which can be used to uniquely and specifically identify a 

block. In blockchains, the block height of the first block is usually 0, and the block height is 

increased by 1 for each additional block. A block usually has a specific block height. Therefore, 

the hash value of the block header or the block height can be used as part of the block metadata 

and stored in an independent database table in the nodes for easy indexing and faster retrieval of 

the block. Also, since a block usually includes a plurality of services, an address offset of each 

service in the block can also be used to identify the service in the block. Clearly, the address offset 

of each service in the same block is not the same. 

[77] Furthermore, after recording on the blockchain at the block where the service is, by 

maintaining a data table in a format such as: [service digest hash, hash value of the block header, 

address offset], or [service digest hash, block height, address offset], each node can obtain the 

corresponding block identifier and the address of the service in the block based on the digest hash 

of the service. In other words, the node can determine the location of the service in the consortium 

blockchain through the digest hash of the service. However, since the specific format of the 

blockchain can be customized, the content of the location information varies under different block 

formats, which does not constitute a limitation on this solution. 

[78] For SPV verification, in each block of the blockchain, all services recorded in the block are 
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included and can be represented by a Merkle tree. All services in the block hash the data and then 

store the hash values to corresponding leaf nodes. Each leaf node in the tree represents a service. 

A leaf node in the tree indicates that there is a corresponding service in the block. In order to 

prove that there is a specific target service in the block, one node only has to calculate log2N of 

hash values to form a Merkle path from the target service to the root of the tree. When a node 

performs Simplified Payment Verification (SPV), the node does not have to store all services or 

download the entire block. Instead, the node can just store the block headers, and verify whether 

the target service exists in the block through the hash of the target service and the Merkle path. In 

other words, the SPV result of each node is a binary result, either "yes" or "no". 

[79] At S209, the client device verifies credibility of the consortium blockchain that includes 

information on the service based on consistency of request results returned by the plurality of 

nodes. 

[80] For a location query request, since a service only has one specific location in the consortium 

blockchain, the credibility of the consortium blockchain can be determined based on consistency 

of the query results. In theory, the location information returned by each node should be exactly 

the same. A more strict verification method is that if all the location query results are consistent, 

the consortium blockchain is trustable. However, due to various reasons caused by the network, 

the devices or the like, some deviations can be tolerated. For example, based on all returned 

results, the consistency is calculated, and if no more than 95% of the returned results are same 

query results, the credibility of the consortium blockchain is considered to be 0; otherwise, the 

proportion of the same results is taken as the credibility of the consortium blockchain. 

[81] For a SPV verification request, a service either exists or does not exist in the consortium 

blockchain, in theory, when there is no problem with the consortium blockchain, the SPV 

verification results returned by the nodes should be the same. Therefore, a relatively strict way to 

confirm the credibility is to confirm that the consortium blockchain is trustable if all SPV 

verification results are "yes", otherwise it is not trustable. However, due to various reasons caused 

by the network, the devices or the like, some deviations can be tolerated. For example, a threshold 

is set, and if the consistency degree of the SPV verification result "yes" exceeds the threshold, the 

consortium blockchain is confirmed to be trustable. 

[82] It should be noted that the verification method based on the consistency of the location query 

results and the verification method based on the consistency of the SPV verification results can be 

performed separately at the same time. In actual operation, the verification results of the two 

methods are independent to each other. In other words, the client device can choose only one of 

the two methods or both of the methods at the same time to perform verification. When two 

verification methods are executed at the same time, the results of the two verification methods 
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need to satisfy the consistency conditions at the same time to consider the consortium blockchain 

to be trustable. Also, during the verification process, the two programs are executed in no 

particular order. 

[83] Further, when the consortium blockchain is confirmed to be not trustworthy, an alarm can 

also be issued. Specifically, the alarm message can indicate the degree of inconsistency among the 

requested results of the nodes (for example, how many "yes" and "no" results respectively in the 

SPV results), and which nodes have results inconsistent with results of most nodes, as well as the 

request results of such nodes. Moreover, a credibility value can be calculated as a reference based 

on the degree of inconsistency of all returned results. For example, if there is identical query 

results of a proportion exceeding a certain threshold among the returned results, the consortium 

blockchain degree is considered trustable; otherwise, the consortium blockchain is considered not 

trustworthy. 

[84] In the solutions according to the examples of the present specification, in a scenario where a 

client device intends to send a service request to other nodes in a consortium blockchain, by 

calculating based on a first processing quantity of times for which the current node has processed 

user requests from other nodes, and a second processing quantity of times for which other nodes 

have processed user requests from the current node, a determining result is obtained as whether to 

defer processing the request or to transfer the request to other nodes. As such, more balanced 

processing can be achieved among nodes in the consortium blockchain. 

[85] In a specific implementation, the client device obtaining addresses of a plurality of nodes in 

the consortium blockchain can be the client device randomly obtaining addresses of a plurality of 

nodes in the consortium blockchain. Verification by randomly obtaining node addresses can make 

the verification result fairer. Also, it can also make the user's requests evenly distributed to the 

nodes. Alternatively, the client device obtaining addresses of a plurality of nodes in the 

consortium blockchain which includes addresses of the connected nodes. As such, the user can 

first select a batch of node addresses, and then add the addresses of the connected nodes. When 

performing verification by adding the connected nodes, verification result of the connected nodes 

can be included in the returned results, which can make the verification more targeted and can 

improve user experience. 

[86] In some implementations, the node can process a query request or a SPV request sent by any 

client device connected to the node. In other implementations, based on the principle of 

consortium blockchain sharing, each node can also provide a query service or an SPV service to 

whitelist users. The node can confirm that a user type of a client device is illegitimate or 

legitimate based on the whitelist, further distinguish legitimate users from others, and confirm 

whether the user is a user of the node or other nodes. If it is determined based on the whitelist that 
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the client device is an illegitimate user, the request is not processed. Here, an illegitimate user can 

be considered as a user who has not registered, or a user whose time limit has expired, or a user 

with limited permissions, and so on. In other words, the node can confirm based on the whitelist 

that the client device sending the request is an illegitimate user, a legitimate user of the node, or a 

legitimate user of another node, and the node processes the request only when the client device is 

a legitimate user. 

[87] A specific method for determining a whitelist user includes: any node in the consortium 

blockchain determining a local whitelist, and broadcasting the whitelist to other nodes in the 

consortium blockchain, so that other nodes can determine whether to perform query processing 

based on the whitelist. A common processing method is that any node in the consortium 

blockchain confirming a user registered at the nodes as a whitelist user and broadcasting the 

whitelist. Other nodes can decide whether to perform further processing based on whether the 

client device identifier included in the request is a whitelist user. The whitelist here can use nodes 

as the smallest unit, or use users as the smallest unit, and the whitelist users stored by each node 

can be the same or different. A node only processes a request sent by a whitelist user. 

[88] For example, assume that there are four nodes A, B, C, and D in the consortium blockchain. 

In the above-mentioned method, nodes B, C, and D can confirm the connected users of node A as 

whitelist users which are jointly maintained by the four nodes. It can also include the users of 

node A in the whitelist users of node B, but the users of node A are not included in the whitelist 

users of nodes C and D. The specific situation can be determined as desired based on the service. 

[89] In a more general situation, a connected user of a node of a government agency (such as a 

notary office) or a public welfare organization (such as a charity) can be a whitelist user of all 

other nodes in the consortium blockchain, and a node user of a node's service partner node can 

also be a whitelist user of the node. Furthermore, each node can also classify whitelist user 

permission according to the user's source or historical behavior data and other factors (for 

example, third-party credit evaluation scores). For example, whitelist users of the lowest 

permission only have query permission, and whitelist users with higher permission may also have 

other permissions and so on. 

[90] In some implementations, when a client device selects a plurality of nodes, the client device 

might select the same node for a plurality of times in succession. In this case, the client device can 

determine whether a quantity of times requests sent to a node has reached a threshold. If the 

quantity of times has reached a threshold, defer sending request to the node. Counting the number 

of sending times can be counting the quantity of times within a period of time or counting the 

quantity of times in all the historical time period. With the above-mentioned method, the client 

device can avoid continuously requesting the same node and avoid the impact on the workload of 
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another node. 

[91] A second aspect of the solution of the examples of the present specification is shown in FIG. 

3. FIG. 3 is a schematic flowchart illustrating a method for verifying credibility of a consortium 

blockchain on a client device according to the examples of the present specification. After a 

service is generated by a user and the service is recorded on the blockchain through a connected 

node, the method includes the following steps. 

[92] At S301, a plurality of node addresses in the consortium blockchain are obtained to send a 

request, where the request includes a service location query request or a simple payment 

verification SPV request, and the request includes a digest hash of a target service. 

[93] At S303, before sending the request, for any of the plurality of nodes, it is determined 

whether a quantity of times requests sent to the node reaches a threshold, and if yes, sending the 

request to the node is deferred. 

[94] At S305, request results returned from the addresses of the plurality of nodes are received. 

[95] At S307, credibility of the consortium blockchain is verified based on consistency of the 

request results. 

[96] Further, at S301 in the method, obtaining addresses of a plurality of nodes in the consortium 

blockchain includes randomly obtaining addresses of a plurality of nodes in the consortium 

blockchain; or obtaining addresses of a plurality of nodes in the consortium blockchain which 

include addresses of the connected nodes. 

[97] In a third aspect of the solution of the examples of the present specification is shown in FIG. 

4. FIG. 4 is a schematic flowchart illustrating a method for processing a request in the consortium 

blockchain according to the examples of the present specification. After a service is generated by 

a user and the service is recorded on the blockchain through a connected node, the method 

includes the following steps. 

[98] At S401, a request sent by a client device is received, where the request includes a service 

location query request or a simple payment verification SPV request, and the request includes a 

digest hash of a target service. 

[99] At S403, it is determined whether the client device is a user of the current node or a user of 

another node. 

[100] At S405, when the client device is a user of another node, a first processing quantity of 

times for which the current node has processed requests from users of another node is determined, 

and a second processing quantity of times for which other nodes have processed requests from 

users of the current node is determined. 

[101] At S407, processing is performed on the request based on the first processing quantity of 

times and the second processing numbers of times, where the processing includes: deferring 
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processing the request sent by the client device, or transferring the request to other nodes for 

processing. 

[102] Further, before receiving the request sent by the client device, the method further includes: 

determining a whitelist user of the current node, where the whitelist is used for determining that a 

user type of the client device is an illegitimate user or a legitimate user, and a legitimate user 

includes a user of the current node or a user of another node; and sending the whitelist to other 

nodes in the consortium blockchain, so that other nodes can receive and store the whitelist. 

[103] Further, the method further includes: when receiving the request, determining whether the 

client device is a legitimate user, and if not, the request is not processed. 

[104] Further, at step S407, transferring the request to other nodes for processing includes 

randomly transferring the request to one of the other nodes, and the one of the other nodes does 

not include the connected node of the client device. 

[105] Corresponding to the first aspect, the examples of the present specification also provide a 

request processing system in a consortium blockchain, including a client device and a consortium 

blockchain network. The consortium blockchain network includes a plurality of nodes; a service is 

generated on a client device, and after the service is recorded on the chain through the connected 

node,  

[106] the client device sends a request to the plurality of nodes in the consortium blockchain, 

where the request includes a service location query request and/or a simple payment verification 

SPV request, and the request includes a digest hash of the service. 

[107] Any node receives the request and determines whether the client device is a user of the 

current node or a user of another node. 

[108] When the client device is a user of another node, a first processing quantity of times for 

which the current node has processed requests from users of another node is determined and a 

second processing quantity of times for which other nodes have processed requests from users of 

the current node is determined. 

[109] Based on the first processing quantity of times and the second processing quantity of times, 

processing is performed on the request, where the processing includes: deferring processing the 

request sent by the client device, or transferring the request to other nodes for processing. 

[110] The client device verifies the credibility of the consortium blockchain that includes 

information on the service based on consistency of the request results returned by the plurality of 

nodes. 

[111] Further, in the system, the client device randomly obtains addresses of the plurality of nodes 

in the consortium blockchain, and sends a request to the plurality of nodes in the consortium 

blockchain; or, the client device obtains addresses of a plurality of nodes in the consortium 
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blockchain which include addresses of the connected nodes, and sends a request to the plurality of 

nodes in the consortium blockchain. 

[112] Further, in the system, the node randomly transfers the request to one of the other nodes, 

and the one of the other nodes does not include the connected node of the client device. 

[113] Further, in the system, before the client device sends a request to the plurality of nodes in 

the consortium blockchain, any node determines a whitelist of users of the current node, and the 

whitelist is used for determining that the user type of the client device is an illegitimate user or a 

legitimate user, the legitimate user includes a user of the current node or users of another node; the 

whitelist is sent to other nodes in the consortium blockchain, for other nodes to receive and store 

the whitelist. 

[114] Further, in the system, before determining the first quantity of times for which the current 

node has processed requests from users of another node, when any node receives the request, the 

node determines whether the client device is a legitimate user based on the whitelist, if not, no 

processing is performed on the request. 

[115] Further, in the system, the client device determines whether a quantity of times requests sent 

to a node has reached a threshold, and if so, sending the request to the node is deferred. 

[116] Corresponding to the second aspect, the examples of the present specification also provide 

an apparatus for verifying credibility of a consortium blockchain. After the user generates a 

service and records the service to the blockchain through the connected node, as shown in FIG. 5. 

As shown in FIG. 5, FIG. 5 is a schematic block diagram illustrating an apparatus for verifying 

credibility of a consortium blockchain according to the examples of the present specification, and 

the apparatus includes: 

[117] an obtaining module 501 configured to obtain addresses of a plurality of nodes in the 

consortium blockchain to send a request; 

[118] a determination module 503 configured to, before sending the request, for any one of the 

plurality nodes, determine whether a quantity of times requests sent to the node reaches a 

threshold, and if so, defer sending the request to the node; otherwise, if not, when the threshold is 

reached, send the request; 

[119] a receiving module 505 configured to receive request results returned from the addresses of 

the plurality of nodes; 

[120] a verification module 507 configured to verify credibility of the consortium blockchain 

based on consistency of the request results. 

[121] The request includes a service location query request or a simple payment verification SPV 

request, and the request includes a digest hash of a target service. 

[122] Further, the obtaining module 501 randomly obtains a plurality of node addresses in the 
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consortium blockchain; or obtains addresses of a plurality of nodes in the consortium blockchain 

which include addresses of the connected nodes. 

[123] Corresponding to the third aspect, the examples of the present specification also provide an 

apparatus for processing a request in a consortium blockchain, which is located on a node in the 

consortium blockchain, generates a service on a client device, and records the service to the 

blockchain through the connected node, as shown in FIG. 6. FIG. 6 is a schematic block diagram 

illustrating an apparatus for processing a request according to the examples of the specification, 

and the apparatus includes: 

[124] a receiving module 601 configure to receive a request sent by a client device, where the 

request includes a service location query request or a simple payment verification SPV request, 

and the request includes a digest hash of a target service. 

[125] an identity determination module 603 configure to determine whether the client device is a 

user of the current node or a user of another node; 

[126] a quantity of processing times determination module 605 configure to, when the client 

device is a user of another node, determine a first processing quantity of times for which the 

current node has processed requests from users of another node; and determine a second 

processing quantity of times for which other nodes have processed requests from users of the 

current node; 

[127] a determination module 607 configure to perform processing on the request based on the 

first processing quantity of times and the second processing quantity of times, where the 

processing includes: deferring processing the request sent by the client device, or transferring the 

request to other nodes for processing. 

[128] a sending module 609 configure to, after any node performs processing, send the result to 

the client device. 

[129] Further, the apparatus further includes a whitelist marking module 611, configured to 

determine a whitelist user of the current node, where the whitelist is used for determining that a 

user type of the client device is an illegitimate user or a legitimate user, and a legitimate user 

includes a user of the current node or a user of another node; and sending the whitelist to other 

nodes in the consortium blockchain, for other nodes to receive and store the whitelist. 

[130] Further, the determination module 607 is further configured to determine whether the client 

device is a legitimate user based on the whitelist when a request is received, and if not, the request 

is not processed. 

[131] Further, the sending module is further configured to randomly transfer the request to one of 

the other nodes, and one of the other nodes does not include the connected node of the client 

device. 
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[132] The examples of the present specification also provide a computer device, which at least 

includes a memory, a processor, and a computer program stored in the memory and executable on 

the processor, wherein when the processor executes the program, the processor implements the 

method for processing a request in a consortium blockchain as shown in FIG. 3.  

[133] The examples of the present specification also provide a computer device, which includes at 

least a memory, a processor, and a computer program stored in the memory and executable on the 

processor, wherein when the processor executes the program, the processor implements the 

method for processing a request in a consortium blockchain as shown in FIG. 4. 

[134]  FIG. 7 shows a more specific hardware structure diagram of a computing device according 

to some examples of the present specification. The device can include a processor 1010, a 

memory 1020, an input/output interface 1030, a communication interface 1040, and a bus 1050. 

The processor 1010, the memory 1020, the input/output interface 1030, and the communication 

interface 1040 implement communication connection between one another in the device via the 

bus 1050. 

[135] The processor 1010 can be implemented by a general Central Processing Unit (CPU), a 

microprocessor, an Application Specific Integrated Circuit (ASIC), or one or more integrated 

circuits, to execute related programs to implement the technical solutions provided in some 

examples of the present specification. 

[136] The memory 1020 can be implemented in the form of Read Only Memory (ROM), Random 

Access Memory (RAM), a static storage device, a dynamic storage device, or the like. The 

memory 1020 can store an operating system and other application programs. When the technical 

solutions provided in some examples of the present specification are implemented by software or 

firmware, the related program codes are stored in the memory 1020 and invoked and executed by 

the processor 1010. 

[137] The input/output interface 1030 is configured to be connected to input/output modules to 

implement information input and output. The input/output modules can be configured in the 

device as components (not shown in the figures), or can be connected externally to a device to 

provide corresponding functions. Ae input device can include a keyboard, a mouse, a touch screen, 

a microphone, various sensors, or the like, and an output device can include a display, a speaker, a 

vibrator, an indicator light, or the like. 

[138] The communication interface 1040 is configured to be connected to a communication 

module (not shown in the figures) to implement communication interaction between the device 

and other devices. The communication module can implement communication through wired 

methods (such as USB, network cable, or the like), or through wireless methods (such as mobile 

network, WIFI, Bluetooth, or the like). 
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[139] The bus 1050 includes a path to transmit information among various components of the 

device (for example, the processor 1010, the memory 1020, the input/output interface 1030, and 

the communication interface 1040). 

[140] It should be noted that although the above-mentioned devices only shown the processor 

1010, the memory 1020, the input/output interface 1030, the communication interface 1040, and 

the bus 1050, in the specific implementation process, the device can also include other 

components required to implement normal operations. In addition, those skilled in the art can 

understand that the above-mentioned devices can also include only the components necessary to 

implement the solutions of the examples of the present specification, and not necessarily include 

all the components shown in the figures. 

[141] The examples of the present specification also provide a computer-readable storage medium 

on which a computer program is stored, and when the program is executed by the processor, the 

method for verifying credibility of a consortium blockchain shown in FIG. 3 is implemented. 

[142] The examples of the present specification also provide another computer-readable storage 

medium on which a computer program is stored, and when the program is executed by a processor, 

the method for processing a request in a consortium blockchain shown in FIG. 4 is implemented. 

[143] The computer-readable medium includes persistent, non-persistent, removable or 

non-removable medium, which can store information by any method or technology. Information 

can be computer-readable instructions, data structures, modules of a program, or other data. 

Examples of computer storage media include, but are not limited to, a parameter random access 

memory (PRAM), a static random access memory (SRAM), a dynamic random access memory 

(DRAM), other types of random access memory (RAM), and a read-only memory (ROM), an 

electrically erasable programmable read-only memory (EEPROM), a flash memory or other 

memory technologies, a compact disc read-only memory (CD-ROM), a digital versatile disc 

(DVD) or other optical storage, a cassette magnetic tape, magnetic disk storage, a quantum 

memory, graphene-based storage media, or other magnetic storage devices or any other 

non-transmission media can be used to store information that can be accessed by computing 

devices. Based on the definition in the present specification, computer-readable media does not 

include transitory computer-readable media (transitory media), such as modulated data signals and 

carrier waves. 

[144] From the description of the above-mentioned examples, those skilled in the art can clearly 

understand that the examples of the present specification can be implemented by means of 

software plus a necessary general hardware platform. Based on this understanding, the technical 

solutions of the examples of the present specification can be embodied in the form of software 

products, which can be stored in storage media, such as ROM/RAM, a magnetic disk, an optical 
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disk, etc., include several instructions to make a computer device (which can be a personal 

computer, a server, or a network device, etc.) to execute the methods described in the various 

examples or some parts of the examples of the present specification. 

[145] The system, apparatus, module, or unit described in the previous examples can be 

implemented by a computer chip or entity, or can be implemented by using a product with a 

certain function. A typical implementation device is a computer, and the specific form of the 

computer can be a personal computer, a laptop computer, a cellular phone, a camera phone, a 

smart phone, a personal digital assistant, a media player, a navigation device, an email sending 

and receiving device, a game console, a tablet computer, a wearable device, or a combination of 

any of these devices. 

[146] The various examples in the present specification are described in a progressive manner, 

and the same or similar parts between the various examples can be referred to each other. Each 

example focuses on the differences from other examples. In particular, for the method examples, 

since they are basically similar to the method examples, the description is relatively simple, and 

the relevant parts can be referred to the part of the description of the method examples. The 

method examples described above-mentioned are only illustrative. The modules described as 

separate components can or cannot be physically separated. When implementing the solutions of 

the examples of the present specification, the functions of the modules can be in the same or 

multiple software and/or hardware implementations. Some or all of the modules can also be 

selected according to actual needs to achieve the objectives of the solutions of the examples. 

Those of ordinary skill in the art can understand and implement it without creative work. 

[147] The above-mentioned are only specific implementations of the examples of the present 

specification. It should be pointed out that for those of ordinary skill in the art, without departing 

from the principle of the examples of the present specification, some improvements and 

modifications can be made. Such improvements and modifications should also be regarded as be 

within the protection scope of the examples of the present specification.  
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WHAT IS CLAIMED IS: 

1. A method for processing a request in a consortium blockchain, after generating a service 

on a client device and recording the service on the blockchain through a connected node, the 

method comprising: 

sending, by the client device, a request to a plurality of nodes in the consortium blockchain, 

wherein the request comprises a service location query request and/or a simple payment 

verification SPV request, and the request comprises a digest hash of the service; 

receiving, by any node, the request, and determining, by the current node, whether the client 

device is a user of the current node or a user of another node; 

in response to determining that the client device is a user of another node, determining, by 

the current node, a first processing quantity of times for which the current node has processed 

requests from users of another node, and a second processing quantity of times for which other 

nodes have processed requests from users of the current node; 

performing, by the current node, processing on the request based on the first processing 

quantity of times and the second processing numbers of times, wherein the processing comprises: 

deferring processing the request sent by the client device, or transferring the request to other 

nodes for processing; and 

verifying, by the client device, credibility of the consortium blockchain that includes 

information on the service based on consistency of request results returned by the plurality of 

nodes. 

  

2. The method of claim 1, wherein sending, by the client device, a request to a plurality of 

nodes in the consortium blockchain comprises: 

randomly obtaining, by the client device, addresses of a plurality of nodes in the consortium 

blockchain, and sending, by the client device, a request to the plurality of nodes in the consortium 

blockchain; or 

obtaining, by the client device, addresses of a plurality of nodes in the consortium blockchain 

which comprise addresses of the connected nodes, and sending, by the client device, the request to 

the plurality of nodes in the consortium blockchain. 

 

3. The method of claim 1, wherein transferring the request to other nodes for processing 

comprises: 

randomly transferring the request to one of another node, and the one of another node 

excludes the connected node of the client device. 
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4. The method of claim 1, wherein before the client device sends the request to the plurality 

of nodes in the consortium blockchain, the method further comprises: 

determining, by any node, a whitelist of users of the current node, wherein the whitelist is 

used for determining that a user type of the client device is an illegitimate user or a legitimate user, 

and a legitimate user comprises a user of the current node or a user of another node; and 

sending, by the current node, the whitelist to other nodes in the consortium blockchain for 

other nodes to receive and store the whitelist. 

 

5. The method of claim 4, wherein before determining a first processing quantity of times for 

which the current node has processed requests from users of another node, the method further 

comprises: 

when any node receives the request, determining, by the current node, whether the client 

device is a legitimate user based on the whitelist, and in response to determining that the user is 

not a legitimate user, the request is not processed. 

 

6. The method of claim 1, wherein sending, by the client device, a request to a plurality of 

nodes in the consortium blockchain comprises: 

for any one of the plurality of nodes, determining whether a quantity of times requests sent to 

the node has reached a threshold, and in response to determining that the quantity of times has 

reached the threshold, deferring sending the request to the node. 

 

7. A method for verifying credibility of a consortium blockchain, after a service is generated 

by a user and the service is recorded on the blockchain through a connected node, the method 

comprising: 

obtaining addresses of a plurality of nodes in the consortium blockchain to send a request; 

before sending the request, for any node of the plurality of nodes, determining whether a 

quantity of times requests sent to the node has reached a threshold, and in response to determining 

that the quantity of times has reached the threshold, deferring sending the request to the node; 

receiving request results returned from the addresses of the plurality of nodes; 

verifying credibility of the consortium blockchain based on consistency of the request 

results; 

wherein the request comprises a service location query request or a simple payment 

verification SPV request, and the request comprises a digest hash of a target service. 
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8. The method of claim 7, wherein obtaining addresses of a plurality of nodes in the 

consortium blockchain comprises: 

randomly obtaining addresses of a plurality of nodes in the consortium blockchain; or, 

obtaining addresses of a plurality of nodes in the consortium blockchain which comprise  

addresses of the connected nodes. 

 

9. A method for processing a request in the consortium blockchain, after a service is 

generated by a user and the service is recorded on the blockchain through a connected node, the 

method comprising: 

receiving a request sent by a client device, wherein the request comprises a service location 

query request or a simple payment verification SPV request, and the request comprises a digest 

hash of a target service; 

determining whether the client device is a user of the current node or a user of another node; 

in response to determining that the client device is a user of another node, determining a first 

processing quantity of times for which the current node has processed requests from users of 

another node, and a second processing quantity of times for which other nodes have processed 

requests from users of the current node; 

performing processing on the request based on the first processing quantity of times and the 

second processing numbers of times, wherein the processing comprises: deferring processing the 

request sent by the client device, or transferring the request to other nodes for processing. 

 

10. The method of claim 9, wherein before receiving a request sent by a client device, the 

method further comprises: 

determining a whitelist of users of the current node, wherein the whitelist is used for 

determining that a user type of the client device is an illegitimate user or a legitimate user, and a 

legitimate user comprises a user of the current node or a user of another node; 

sending the whitelist to other nodes in the consortium blockchain for other nodes to receive 

and store the whitelist. 

 

11. The method of claim 10, further comprising: 

when receiving a request, determining whether the client device is a legitimate user, and in 

response to determining that the user is not a legitimate user, the request is not processed. 

 

12. The method of claim 9, wherein transferring the request to other nodes for processing 

comprises: 



 

 

  23

randomly transferring the request to one of another node, and the one of another node 

excludes the connected node of the client device. 

 

13. A system for processing a request in a consortium blockchain, after generating a service 

on a client device and recording the service on the blockchain through a connected node, the 

system comprising: 

the client device sending a request to a plurality of nodes in the consortium blockchain, 

wherein the request comprises a service location query request and/or a simple payment 

verification SPV request, and the request comprises a digest hash of the service;  

any node receiving the request the request, and determining whether the client device is a 

user of the current node or a user of another node; in response to determining that the client device 

is a user of another node, determining a first processing quantity of times for which the current 

node has processed requests from users of another node, and a second processing quantity of 

times for which other nodes have processed requests from users of the current node; and 

performing processing on the request based on the first processing quantity of times and the 

second processing numbers of times, wherein the processing comprises: deferring processing the 

request sent by the client device, or transferring the request to other nodes for processing; and 

the client device verifying credibility of the consortium blockchain that includes information 

on the service based on consistency of request results returned by the plurality of nodes. 

 

14. The system of claim 13, wherein the client device randomly obtains addresses of a 

plurality of nodes in the consortium blockchain, and sends a request to the plurality of nodes in 

the consortium blockchain; or the client device obtains addresses of a plurality of nodes in the 

consortium blockchain which comprise addresses of the connected nodes, and sends a request to 

the plurality of nodes in the consortium blockchain. 

 

15. The system of claim 13, wherein the node randomly transfers the request to one of 

another node, and the one of another node excludes the connected node of the client device. 

 

16. The system of claim 13, wherein before a client device sends a request to a plurality of 

nodes in the consortium blockchain, any node determines a whitelist of users of the current node, 

wherein the whitelist is used for determining that a user type of the client device is an illegitimate 

user or a legitimate user, and a legitimate user comprises a user of the current node or a user of 

another node; and sends the whitelist to other nodes in the consortium blockchain for other nodes 

to receive and store the whitelist. 



 

 

  24

 

17. The system of claim 16, wherein before determining a first processing quantity of times 

for which the current node has processed requests from users of another node, when any node 

receives the request, the node determines whether the client device is a legitimate user based on 

the whitelist, and in response to determining that the user is not a legitimate user, the request is not 

processed . 

 

18. The system of claim 13, wherein for any one of the plurality of nodes, the client device 

determines whether a quantity of times requests sent to the node has reached a threshold, and in 

response to determining that the quantity of times has reached the threshold, the client device 

defers sending the request to the node. 

 

19. An apparatus for verifying credibility of a consortium blockchain, after a service is 

generated by a user and the service is recorded on the blockchain through a connected node, the 

apparatus comprising: 

an obtaining module configured to obtain addresses of a plurality of nodes in the consortium 

blockchain to send a request; 

a determination module configured to, before sending the request, for any one of the plurality 

nodes, determine whether a quantity of times requests sent to the node has reached a threshold, 

and in response to determining that the quantity of times has reached the threshold, defer sending 

the request to the node; 

a receiving module configured to receive request results returned from the addresses of the 

plurality of nodes; and 

a verification module configured to verify credibility of the consortium blockchain based on 

consistency of the request results; 

wherein the request comprises a service location query request or a simple payment 

verification SPV request, and the request comprises a digest hash of a target service. 

 

20. The apparatus of claim 19, wherein the obtaining module randomly obtains addresses of 

a plurality of nodes in the consortium blockchain; or, obtains addresses of a plurality of nodes in 

the consortium blockchain which comprise addresses of the connected nodes. 

 

21. An apparatus for processing a request in the consortium blockchain, located on a node in 

the consortium blockchain, after a service is generated by a user and the service is recorded on the 

blockchain through a connected node, the apparatus comprising: 
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a receiving module configure to receive a request sent by a client device, wherein the request 

comprises a service location query request or a simple payment verification SPV request, and the 

request comprises a digest hash of a target service; 

an identity determination module configure to determine whether the client device is a user 

of the current node or a user of another node; 

a quantity of processing times determination module configure to, in response to determining 

that the client device is a user of another node, determine a first processing quantity of times for 

which the current node has processed requests from users of another node, and a second 

processing quantity of times for which other nodes have processed requests from users of the 

current node; 

a determination module configure to perform processing on the request based on the first 

processing quantity of times and the second processing numbers of times, wherein the processing 

comprises: deferring processing the request sent by the client device, or transferring the request to 

other nodes for processing; and 

a sending module configure to send the request processing result to the client device. 

 

22. The apparatus of claim 21, wherein before receiving a request sent by a client device, the 

apparatus further comprises: 

a whitelist marking module configure to determine a whitelist of users of the current node, 

wherein the whitelist is used for determining that a user type of the client device is an illegitimate 

user or a legitimate user, and a legitimate user comprises a user of the current node or a user of 

another node; and 

the sending module configure to send the whitelist to other nodes in the consortium 

blockchain for other nodes to receive and store the whitelist. 

 

23. The apparatus according to claim 22, wherein the determining module is further 

configured to determine whether the client device is a legitimate user based on the whitelist when 

receiving a request, and in response to determining that the user is not a legitimate user, the 

request is not processed. 

 

24. The apparatus of claim 21, wherein the sending module is further configured to randomly 

transfer the request to one of another node, and the one of another node excludes the connected 

node of the client device. 

 



 

 

  26

25. A computer device comprising a memory, a processor, and a computer program stored in 

the memory and executable on the processor, wherein when the processor executes the program, 

the processor implements the method of any one of claims 7 to 8.  

 

26. A computer device comprising a memory, a processor, and a computer program stored in 

the memory and executable on the processor, wherein when the processor executes the program, 

the processor implements the method of any one of claims 9 to 12. 

 

  

 

 

  


