LI QUI D EJECTI NG HEAD AND LI QUI D EJECTI NG APPARATUS USABLE THEREW TH
ABSTRACT OF THE DI SCLOSURE A liquid ejecting head for ejection |iquid,

i ncludes electric wiring nenber including a plurality of contact pads which
are electrically contactable to a liquid ejecting apparatus; a storing

el ement for storing individual information; a liquid ejection nenber,
provided with an ejection outlet for ejexging the liquid, for ejecting the
liquid using electric energy supplied through a part of the plurality of
contact pads, wherein the contact pads include an information contact pad
el ectrically connected with (IRQUPOEIECTING:HEAD, AND vol t age source. cont act
pad for supply the elLZQUIDCEIRCIIYE APPARATISOUAABRE THERENETHpad, and the
vol t age source contact pad or the grounding contact pad is disposed at each
of both sides of the information output contact pad, with no individual
informati on e@YEHCTAF WHEDISCIdsgHE i cal ly contactable to the liquid

ej ecting apparatus, therebetween. Figure 1
A liguid ejecting head for ejection liquid,

includes electric wiring member including a plurality
of contact pads which are electrically contactable to

5 a liquid ejecting apparatus; a storing element for
storing individual information; a liquid ejection
member, provided with an ejection outlet for ejecting
the liquid, for ejecting the ligquid using electric
energy supplied fhrough a part of the plurality of

10 contact pads,‘wherein the contact pads include an
information contact pad electrically connected with
the storing element, a voltage source contact pad for
supply the electric energy and a grounding contact pad,
and the ﬁoltage source contact pad or the grounding

15 contact pad is disposed at each of both sides of the
information output contact pad, with no individual
information contact pad which is electrically
contactable to the ligquid ejecting apparatus,

therebetween.

Figure 1



