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(54) Titlee METHOD FOR OXIDISING HYDROCARBONS, ALCOHOLS AND/OR KETONES
(54) Titre : PROCEDE D’OXYDATION D'HYDROCARBURES, D'ALCOOLS ET/OU DE CETONES

< (57) Abstract: The invention concerns a method for oxidising with oxygen or an oxygen-containing gas, hydrocarbons into corre-
o0 sponding carboxylic acids, alcohols and/or ketones or alcohols and/or ketones into corresponding carboxylic acids. More precisely
Q0 the invention concerns a method for oxidising hydrocarbon, alcohol and/or ketone using oxygen or an oxygen-containing gas, in
") liquid phase and in the presencc of a catalyst dissolved in a reaction medium. The invention is characterised in that the catalyst com-
prises a soluble manganese and/or cobalt compound, at least a soluble chromium compound and at least a soluble iron compound.
S~
o (57) Abrégé : La présente invention concerne 1’oxydation par I'oxygéne ou un gaz en contenant, d'hydrocarbures en acides car-
boxyliques, alcools et/ou cétones correspondants ou d'alcools et/ou de cétones en acides carboxyliques correspondants.Elle consiste
plus précisément en un procédé d’oxydation d’hydrocarbure, d’alcool et/ou de cétone, a I'aide d'oxygene ou d’un gaz en contenant,
B en phase liquide et en présence d'un catalyseur dissous dans le milieu réactionnel, caractérisé en ce que le catalyseur comprend un
composé soluble du manganése et/ou du cobalt, au moins un composé soluble du chrome et au moins un composé soluble du fer.



