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(54) Title: PRODUCTION OF 3-METHYLBUT-1 -EN BY MEANS OF DEHYDRATION OF 3-METHYLBUTANE-1 -OL 

(54) Bezeichnung : HERSTELLUNG VON 3-METHYLBUT-1-EN DURCH DEHYDRATISIERUNG VON 3-METHYLBU-
TAN-l-OL 

(57) Abstract: The object of the invention is a method for producing 3-methylbut-l-en by means of dehydrating 3-
methylbutane-l-ol at an aluminum-containing oxide in a temperature range of 200 to 450°C in the gaseous or liquid/gaseous mix­
ture phase, characterized by an aluminum-containing oxide having mostly mesoporous pore structure is being used, which: a) rela­
tive ratio of macropores is less than 15%; b) contribution of the pore diameter has a monomodal maximum in the region of the 
mesopores of 3.6 to 50 nm; c) average pore diameter of all pores in the region of the meso- and macropores ranges from 5 to 20 
nm; d) composition consists of gamma-aluminum oxide of more than 80%. 

(57) Zusammenfassung: Gegenstand der Erfindung ist ein Verfahren zur Herstellung von 3-Methylbut-l-en durch Dehydratisie-
rung von 3-Methylbutan-l-ol an einem Aluminiumhaitigen Oxid in einem Temperaturbereich von 200 bis 450 0C in der Gas-
oder Fliissig/Gas-Mischphase dadurch gekennzeichnet, dass ein Aluminiumhaltiges Oxid mit iiberwiegend mesoporoser Poren-
struktur, dessen: a) relativer Anteil an Makroporen kleiner als 15 % ist; b) Verteilung der Porendurchmesser ein monomodales 
Maximum im Bereich der Mesoporen von 3,6 bis 50 nm aufweist; c) mittlerer Porendurchmesser aller Poren im Bereich der 
Meso- und Makroporen von 5 bis 20 nm liegt; d) Zusammensetzung zu mehr als 80 % aus gamma-Aluminiumoxid besteht, einge-
setzt wird. 


