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"159159" Arrangement and method for using a cellular
phone in an  10 aircraft The invention relates to an
arrangement and to a method  for connecting a cellular
phone located in an aircraft,  land vehicle, sea.- or
spacecraft to a stationary mobile  15 radio network.
At present, it is not possible to use cellular phones
in aircraft. On the one hand, interaction with the
.electronic on-board systems is feared and on the
other  20 hand, no mobile radio networks where a
cellular phone  could log in are available especially
in the case of  long-distance flights over unpopulated
regions or wa- ter. 25 At present, the aircraft of
many airlines are equipped  with proprietary
communication systems which allow the  passengers to
conduct voice and/or data communication  during the
flight. As a rule, these systems are expen- sive to
procure since all seats (or at least rows of 30 seats)
must be equipped with corresponding terminals.  The
connecting costs are also high. The invention is based
on the object of creating an ar- rangement and a
method of the type initially mentioned 



35 which provide for simple communication of
passengers of  a vehicle with external persons,
computers or the like. - 2  This object is achieved by
the invention by means of an  arrangement which
exhibits the following: 5 - on board a vehicle: a) at
least one mobile radio base station, b) a device for
converting the mobile radio  data into the IP protocol
and conversely, 10 15 c) a device for
transmitting/receiving IP  data to/from a ground
station, at a stationary position: d) a device for
transmitting/receiving IP  data to/from a
corresponding device of the ve- hicle, 20 e) . a
device for converting the IP data into  mobile radio
data and conversely, f) a device for
transmitting/receiving the  mobile radio data to/from
the stationary mobile  25 radio network. The method
according to the invention has the following steps: 30
aa) logging-in of the cellular phone at a  local
mobile radio cell which is formed by a  mobile radio
base station arranged on board  the vehicle; 



- 3  bb) converting the mobile radio data into  the IP
protocol and conversely; cc) transmitting/receiving
the IP data  5 to/from a ground station; 10 ee)
converting the IP data into mobile radio  data and
conversely; ff) transmitting/receiving the mobile
radio  .data to/from the stationary mobile radio net-
work. Firstly, some terms used in the invention will
be ex- 15 plained. The invention can be used for
vehicles of all types. In particular, it can be used
in air- or sea  craft which also stay out of range of
stationary mobile  radio networks. It can also be used
for land vehicles  such as, for example, railroad
vehicles which travel 20 through regions that are
sparsely populated and there- fore poorly covered by
the mobile radio networks,  and/or in which problems
occur due to Faraday shielding  of the interior of the
vehicle. Spacecraft are vehicles  which move outside
the earth's atmosphere. 25 Stationary mobile radio
networks are the usual  land-based mobile radio
networks in which a large num- ber of stationary base
stations forms mobile radio  cells. They can be GSM,
UMTS or mobile radio networks 30 according to other
conventional standards. They are  preferably digital
mobile radio networks in which the  



mobile radio data are transmitted in digital form.
According to the invention, one (or possibly.more) mo-
35 bile radio base stations are arranged in the
vehicle. - 4  This forms a local mobile radio cell in
the interior of  the vehicle where cellular phones of
the vehicle pas- sengers can log in. The capacity of
the base station,  i.e. the number of cellular phones
which can be logged 5 in at a maximum is adapted to
the expected number of  vehicle passengers telephoning
or transmitting data at  the same time. Since the
mobile radio base station with  its associated antenna
is arranged in the immediate vi- cinity of the
passengers and their cellular phones, for 10 example
in aircraft, the cellular phones can transmit  with
very low power so that interaction with the re-
maining on-board electronics is minimized. If neces-
sary, the remaining on-board electronics can.be a.ddi-
tionally shielded. 15 According to the invention, the
mobile radio data re- ceived by the base station are
converted into the IP  protocol. The IP protocol is
the data protocol of the  Internet known to the
expert. 20 .These IP data are then transmitted to a
ground station  by a corresponding device. It can be a
connection to a  ground station which is switched via,
for example, sat- ellites. A particular advantage lies
in the fact that 25 radio connections for transmitting
IP data already ex- 



ist in vehicles or are being installed, respectively.
.These IP connections are used, on the one hand, for
the  communication of the on-board systems with, for
exam- ple, monitoring devices on the ground and, on
the other 30 hand, provide on-board Internet access to
the passen- gers of an aircraft. A corresponding
system for-estab- lishing an IP connection between
aircraft and ground is  offered, for example, by the
Boeing company under the  name Connexion. 35 - 5  The
invention can therefore utilize this IP data con-
nection, which exists in any case or is to be
installed  for other reasons, between aircraft and
ground station .for also inexpensively transmitting
mobile radio data  5 in the IP format. In a ground
station, the I.P data are converted again  into mobile
radio data (for example GSM or UMTS data).  To
"filter" the corresponding data out of all the IP 10
data, IP call managers known in the prior art and to
the expert can be used which are already being used
for  Internet IP telephony. The reconverted mobile
radio data are then fed into the  15 stationary mobile
radio network by a corresponding de vice of the ground
station. For this purpose, there can  be either a line
connection with the operator of the  mobile radio
network or corresponding mobile radio sta- tions can
also simply be used which, as it were, simu 20 late
the cellular phone located in the vehicle for the  



mobile radio network. Corresponding so-called mobile
radio gateways are commercially. available. For the
GSM  network, there are GSM gateways which can
establish  connections with local stationary mobile
radio networks 25 on a selectable number of channels.
The invention allows the passenger in a vehicle to
telephone on board in such.a manner as if he were lo-
cated on the ground in the area of the corresponding
30 mobile radio network. He only incurs the mobile
radio  connecting costs which would also arise on the
ground.  If the ground station is arranged in the land
region of  the home network of the vehicle passenger,
he can tele- phone at the low costs incurred. with
such a telephone 35 call in the home network. In
addition, there can be - 6  costs for the IP
connection which, as a rule, are  charged by the
airlines as single flat-rate charge for  the use of
the IP connection, independently of the pur- pose for
which this is done (mobile telephony, use of 5 the
Internet access provided on board or the like). Ac-
cording to the invention, a number of ground stations
can be provided in the area of the mobile radio net-
works of various countries. Since, as a rule, passen-
gers from different countries are on board an
aircraft, 10 every passenger can thus log in at his
home network or  the most cost-effective mobile radio
network in each  case via a corresponding gateway. and
the connection ac- cording to the invention. 15 The
transmitting/receiving station on the ground for  



the IP data, on the one hand, and the devices for con-
verting the IP data into mobile radio data and mobile
radio gateways, on the other hand, can be spatially
separated from one another and connected to one. an 20
other, for example, via the Internet. A single trans-
mitting/receiving station on the ground for IP data
can  therefore also be connected to spatially
separated de- vices, located, for example, in the area
of different.  stationary mobile radio networks, for
converting into 25 mobile radio data and mobile radio
gateways. In the vehicle, a mobile radio pico cell is
preferably  formed. This is a very small cell and the
base station  accordingly only requires very low
transmitting power. 30 If necessary, a number of
mobile radio pico cells can  be formed in larger
vehicles, for example large air- craft or ships. The
connection between the on-board mobile radio base  35
station and the on-board transmitting/receiving
station 7  for IP data can be established via the
intranet of the  vehicle. Since, as a rule, an
intranet and an IP data  transmitting/receiving
station exist or are being ret- rofitted in any case
in aircraft, retrofitting the sys 5 tem according to
the invention on board thus only re- quires the mobile
radio base station and the device for converting the
mobile radio data into the IP protocol  and
conversely. 10 In the text which follows, the
invention will be ex- plained with reference to the
drawing which shows an  



arrangement according to the invention diagrammati-
cally. 15 On board an aircraft, a GSM base station 1
is arranged  which forms a GSM pico cell. The base.
station 1 is con- nected via the on-board intranet to
a GSM/IP converter  2 which converts the GSM data into
IP data and con- versely. An IP call manager 3 feeds
the IP telephony 20 data into the intranet or ethernet
of the aircraft and  takes the corresponding received
IP telephony data.from  the network, respectively. The
connection to a ground  station is established via a
satellite via an on-board  antenna indicated at 4. The
transmitting/receiving sta 25 tion on the ground is
connected via the Internet to an  IP call manager 5
which, as it were, filters the corre- sponding IP data
out of the'Internet and converts them  back into GSM
data via an IP/GSM converter 6. The IP/GSM converter 6
is connected to GSM gateways 7 which  30 establish the
connection to the stationary mobile radio  network 8.
The sequence described is correspondingly  reversed
for GSM data which are sent from the station- ary
mobile radio network 8 to a cellular phone in the
aircraft. Lufthansa Technik AG  LUFH070PWO 5 Patent
Claims 1. An arrangement for connecting a cellular
phone lo- cated in an aircraft, land vehicle, sea- or
space- craft to a stationary mobile radio network (8)
10 which exhibits the following: 



- at a stationary position: 15 a) a device for
transmitting/receiving IP  data to/from a
corresponding device of the ve- hicle, b) a device (6)
for converting the IP data  into mobile radio data and
conversely, 20 c) a device. (7) for
transmitting/receiving  the mobile radio data to/from
the stationary  mobile radio network; 25 characterized
in that it also exhibits on board the vehicle: d) a
device (4) for transmitting/receiving  30 IP data
to/from a ground station, e) at least one mobile radio
base station, f) a device (2) for converting the
mobile  35 radio data into the IP protocol and
conversely. - 9  2. The arrangement as claimed in
claim 1, character- ized in that the mobile radio base
station (1)  forms a mobile radio pico cell on board
the vehi- cle. 5 3. The arrangement as claimed in
claim 1 or 2, char  .acterized in that the connection
between the de- vice b) and the device c) is
established via the  intranet of the vehicle. 10 



4. The arrangement as claimed in one of claims 1 to
3, characterized in that the device b) has an IP  call
manager (3). 15 5. The arrangement as claimed in one
of claims 1 to  4, characterized in that the device c)
is con- structed for transmitting/receiving via one or
more switching stations. 20 6. The arrangement as
claimed in claim 5, character- ized in that the
switching stations comprise sat- ellites. 7. The
arrangement as claimed in one of claims 1 to  25 6,
characterized in that the device d) is con structed
for transmitting/receiving via one or  more switching
stations. 8. The arrangement as claimed in claim 7,
character- 30 ized in that the switching stations
comprise sat- ellites. 9. The arrangement as claimed
in one of claims 1 to  8, characterized in that the
connection between 10  the device d) and the device e)
is established via  the Internet. 10. The arrangement
as claimed in one of claims 1 to  5 9, characterized
in that the device e) has an IP call manager (5). 11.
The arrangement as claimed in one of claims 1 to  10,
characterized in that the device f) trans 10
mits/receives the mobile radio data wirelessly or
wire-connected to/from the stationary mobile radio  



network (8). 12. The arrangement as claimed in one of
claims 1 to  15 11, characterized in that it has a
number of de- vices e) and f) which are arranged
spatially spaced apart in the area of different
stationary  mobile radio networks (8).. 20 13. A
method for connecting a cellular phone located  in an
aircraft, land vehicle, sea- or spacecraft  to a
stationary mobile radio network (8), compris- ing the
following.steps: 25 aa) logging-in of the cellular
phone at a  local mobile radio.cell which is formed by
a  mobile radio base station (1) arranged on  board
the vehicle; 30 bb) converting the mobile radio data
into  the IP protocol and conversely; cc)
transmitting/receiving the IP data  to/from a ground
station; 35 - 11  ee) converting the IP data into
mobile radio  data and conversely; ff)
transmitting/receiving the mobile radio  data to/from
the stationary mobile radio net- work. 


