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ENABLING CONFORMANCE '1'0 LEGISLATIVE 

RBQOIRBMBN'l'S FOR MOBILE DEVICES 

The present invention relates to mobile computing and, in 
particular, to a mechanism enabling modification of the operation of a 
mobile device when it crosses a country boundary in order to maintain 
conformance with different countries• legislative requirements such as 
cryptographic restrictions or other area-specific communications . 
requirements. 

BACKGROUND 

There are differing laws in different countries as to the strength 
and/or types of cryptograp~y which are allowed, including differences 
between European countries, with some authorities wanting to ensure that 
authorised signal interception remains technically feasible. For example, 
a country may permit use of the RSA cryptographic algorithm with 512 bit 
keys but not using a key length of 1024 bits, or a country may permit use 
of DES but not 3DES, or use of any cryptographic algorithms up to 128 bit 
key length. There are also instances where certain countries are on a 
prohibited list such that e~changing encrypted data with any enterprises 
in that country is not permitted. 

Mobile dev~ces such as c~llular telephones and communications­
enabled Personal Digital Assistants (PDAs) are now capable of running 
application programs in addition to exchanging voice data, and cellular 
telephones are frequently used as the mechanism for portable computers to 
connect to a network to e?Cch~nge.data with other co19pu~ers. Although 
encryption/decryption is a good idea when carrying out any sensitive 
transaction, such as an on-line credit-card purchase or an exchange of 
confidential information, encryption of data flows is particularly 
important for wireless communications since wireless communications are 

easier to intercept than communications sent via wired connections. 

Any enterprises and individuals wishing to exchange encrypted data 
in the mobile environment, as well as any enterprise selling mobile 
computing devices, will soon face the problem of how to ensure that users 
of mobile computing devices and the parties ~hey exchange data with 

conform to the legislative cryptography requirements of the countries at 
each end of the communication link. This is a particular problem since 

the mobile devices can be moved across country boundaries, such that a 
static solution would be inadequate. This problem will be faced by, for 
example, banks with networked computers which enable application programs 
running on mobile devices to communicate with application programs on the 
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bank's computer systems and will also be faced by the mobile user. The 

bank will require a mechanism to ensure conformance to various national 

laws if its international business is to be approved by regulatory 

authorities in the respective countries. 

us patent No. 5781628 discloses selectively restricting encryption 

of communications within a telecommunications network in accordance with 

prohibitions on encryption for particular countries. us 5781628 only 

discloses disabling encryption capabilities when required and this does 

not take account of the more subtle cryptoqrap~ic requirements which are 
in place in many countries. For example, as noted above, use of 

cryptographic algorithms may be permitted if the key bit length is no 

more than a defined maximtim or it may be that only certain types of 

cryptographic algorithm are prohibited. 

Furthermore, us 5781~28 does not disclose any mechanism which 

enables performance of a selection of cryptographic compo~ents with 

reference to the specific requirements of communicating application 

programs running on communications devices. Indeed, us 5781628 includes 

no disclosure of any mechanism which takes account of whether encryption 

is actually required. Although this might appear inessential to the 

simple determination in us 5781628 of whether to disable all 
cryptographic functions for voice calls Hn accordance with the strict 

legislative requirements of some countries), it does not provide adequate 

support for communicating application programs which have a required 

minimum security level. US 5781628 does not enable a consideration of 

both relevant cryptographic restrictions and application requirements and 

a decision to be made on whether to break a communication connection or 

proceed with communication using a restricted cryptography level. 

Cryptographic requirements are one of many examples of differences 

between the laws of different countries, and as such are one example·of 

legislative requirements which would benefit from a method and mechanism 

for ensuring conformance to the different laws for mobile devices. As 
another example, legislation may prohibit a computing device user from 

using certain technology within prohibited countries (for example, if 

that technology is relevant to defence). As a further example, 

legislation may dictate the language which must be used for financial 
institutions' electronic transactions. 

SUMMARY OF INVENTION 

The present invention provide.s a method and a mechanism for 

dynamically controlling the performance of operations of a mobile device 

in accordance with legislative requirements of the particular location of 

the mobile device and in accordance with the requirements of application 
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programs at either end of the communication link. The controlled. 
operations are preferably communication·related operations such as 
encryption and decryption or applying of digital signatures. 

In a first aspect, the invention provides a method and a mechanism 
that can be used to automatically switch cryptography strength and/or 
type when mobile computing devices cross country boundaries, or to break 
the mobile device's connection in a controlled way. This facilitates 
conformance of the mobile device's communications to different countries' 
cryptographic requirements. 

The country of location of a mobile computing device is determined, 
and then information is· obt.ained for identifying permitted cryptographic 
strengths or types for the identified location country. For example, the 
permitted cryptographic strengths or types may be identified in terms of 
specific permitted or proh~bited algorithm names or key bit lengths. The 
provided information may also identify other country-specific 
communication prohibitions or restrictions. 

A cryptographic component implementing a permitted algorithm is 
then selected for encrypting data in accordance with the requirements of 
the application programs at both ends of the communication and in 
accordance with the information on cryptdgraphic restrictions, or the 
communication connection may be broken or the device or its encryption 
capabilities may be disabled. 

In a first embodiment, the invention is implemented in an 
application service component for a first computing device. The 
appllcation service component is responsive.to an identification of at 
least the country locatioµ o~ the first computing d~viGe to obtain 
information for identifying cryptographic components which can be used in 
the identified country without contravening legislative restrictions. The 
application service component either selects or validates selection of a 
cryptographic component in accordance with the obtained information and 
in accordance with communication requirements of a first application 
program located on the first computing device, for encrypting and 
decrypting data. 

If the first computing device initiated the communication, it then 
preferably initiates validation of the seleciion in accordance with 
communication requirements of a second application program located on a 
second computing device with which data will be exchanged. The initiation· 
of validation with reference to the second application's requirements may 
simply involve sending a request to a second computing device for 
creation of a communication channel, or may involve an explicit 
validation request. 
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Either the step of obtaining information to identify permitted 
cryptographic components, or the step of selecting or validating 
selection of a cryptographic component, or a subsequent.validation step 
performed on either the first or second computing device prior to 
exchange of encrypted data, will also take account of the. cryptographic 
requirements of the location country of the second device so as to ensure 
conformance with the requirements of the location countries of both the 
first and second devices. 

The present invention's reference to a~lication requirements in 
the dynamic selection of cryptographic functions and in the consideration 
ot" whether to break a connection has significant advantages over a 
mechanism which relies solely on facilities of the underlying 
communications stack to determine whether to enable or disable 
cryptographic algorithms. The invention according to the preferred 
embodiment implements a se~ection mechanism at the application layer of a 
layered model of communications system functions (e.g. the OSI model) and 
enables application programs to contribute to a negotiation of 
cryptographic functions by specifying their requirements, whereas a 
selection mechanism implemented at the communications layer would not. 

Thus, taking account of application requirements and enabling 
application programs to co~tribute to the negotiations of which 
cryptographic algorithms to use or whether to break a connection achieves 
a negotiation result which is acceptable to the particular applications. 
When a communicating device crosses a country boundary, some applications 
may tolerate continued communication and application execution using a 
different encryption algorithm or using ·no encryption, whereas other 
application programs may require the connection to be broken if their 
specified criteria for the c9mmunication channel cal).llot be maintained. 
Other rules may require a device to be disabled. In all these cases, 
referring to the application requirements enables the appropriate action 
to be taken. 

A mechanism implemented at the communications layer would also 
necessarily be specific to the particular communications support (for 
example, TCP or GSM specific) whereas the present invention provides a 
service which is more widely useable since it is not specific to a 
particular communication support layer. 

An application service component according to the invention could 
be provided as a computer program product comprising computer readable 
program code recorded on a computer readable recording medium or as an . 
integral component of a computing device. 
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In a second aspect of the invention, there is provided a method for 
controlling the operation of a first computing device ·including: in 
response to identification of the country location of at least the first 
computing device, obtaining infdrmation of legislative requirements 
relating to one or more conununication operations of the first computing 
device for the identified country; and selecting or val"idating selection 
of an operation sequence in accordance with the obtained information and 
in acc6rdance with communication requirements of at least a first 
application program located on the first computing device, for performing 
the one or more comrnunication operations. 

In a third aspect, the invention provides a mobile computing device 
including software for controlling the operation of the device to ensure 
conformance to legislative requirements of t~e current location of the 
device, the software controlling the device to execute processes to 
respond to identification ~f the country location of at least the mobile 
computing device by obtaining information of legislative requirements 
relating to one or more coJtUUunication operations of the mobile computing 
device for the identified country, and to select or validate selection of 
an operation sequence in accordance with the obtained information and in 
accordance with communication requirements of at least a first 
application program located on the mobile computing device, for 
performing the one or more conununication··operations. 

In a fourth aspect, the invention provides a computing apparatus 
for interoperating with a mobile computing device, the computing 

.apparatus including software for controlling the operation of the 
computing apparatus to ensure conformance to legislative requirements of 
both the location of the computing apparatus and of the current location 
of the mobile computing d~vi~e, the software controlli~g the apparatus to 
execute processes to respond to identification of the country location of 
the mobile computing device by obtaining information of legislative 
requirements relating to one or more comrnunication operations for the 
identified country location of the mobile device and legislative 
requirements relating to the one or more communication operations for the 
country location of the computing apparatus, and to select or validate 
selection of an operation sequence in accordance with the obtained 
information and in accordance with conununication requirements of at least 
a first application program located on the mobile computing device, for 
performing the one or more comrnunicaLion opekations. 

In a preferred embodiment of the invention, creation of a 
coJtUUunications channel involves a first selection of a cryptographic 
component for encrypting and decrypting data sent across that channel. 
This is followed by subsequent checking of the validity of cryptographic 
functions, performed as a passive operation which is triggered by certain 
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predefined events. Such an event may be a location determination 
identifying the crossing of a country boundary which then causes a mobile 
device to raise an interrupt prompting the application program to check 
the validity of cryptographic components for the new country combination. 

In an alternative embodiment, an active process is used in which a 
country location determination is performed and th.en a list of permitted 
cryptographic functions (or a list of cryptographic restrictions for 
identifying permitted cryptographic components) is obtained and checked 
whenever data is to be encrypted for transmission. 

I 

There are many mechanisms which may be used for identifying a 
mobile device's location. In an embodiment of the invention for cellular 
telephones, the telephone passes a country query to the cellular network 
operating system either in response to receipt of a new broadcast cell 
identifier which is a notification that the telephone has moved, or 
periodically, or whenever data is to be exchanged. The cellular network 
operating system then manages a database retrieval operation to map the 
cell identifier to a specific country. In another embodiment, the Global 
Positioning System (GPS) is used to identify a device's location by 
polling satellites whenever encrypted data is to be exchanged. 

DESCRIPTION OF PREFERRED EMBODIMENTS 

The preferred embodiments of the present invention will now be 
described in more detail, by way of examples, with reference to the 
accompanying drawings in which: 

Figure 1 is a schematic representation of a mobile computing device 
communicating with a secopd gomputing device across.a communications 
network, each computing device including an application service component 
according to an embodiment of the invention; and 

Figure 2 shows the sequence of steps of a selection and validation 
of a cryptographic component according to an embodiment of the invention. 

The present invention according to a preferred embodiment provides 
services for application programs running on mobile computing devices 
such as communications·enabled Personal Digital Assistants (PDAs), laptop 
and palmtop computers, computing devices emb~dded in vehicles, and the 
latest generation of application-enabled mobile telephones, as well as 
application programs running on computing devices which communicate with"" 
these mobile devices. 

The invention enables conformance to the legislative requirements 
of different countries regarding the strength and type of cryptographic 



7 

algorithm which can be used for encrypting/decrypting data, and enables 
maintaining conformance to local laws even when the mobile devices cross 
country boundaries. The invention provides a mechanism for dynamic 
switching of the strength and type of cryptography used, and enables 
breaking of connections in a controlled way. References to a country 
herein are intended to refer to any geographical or political area which 
may have specific cryptography requirements or other legislative 
requirements for communications. 

Figure 1 shows a mobile computing device 10, for example a cellular 
• I 

telephone, which is capable of running a nwnber of installed application 
programs 20. The software components installed on the mobile device 
include an application service component 30 positioned at the 
applications layer of a layered organisation ~f communications functions 
(such a layered organisation, with specific interfaces supporting the 
flow of data between layers~ is standard for communications devices). The 
applications layer is the top layer of the seven layered standard Open 
systems Interconnection (OSI) model and of equivalent models of function 
layers, and so provides communications management services directly to 
application programs. The application layer is typically the layer at 
which communication partners are identified, application programs' 
transmission rate and error rate {nquality of servicen parameter) 
requirements are identified, and any constraints on data syntax are 
identified. 

The application service component 30 can be implemented as a 
Java(TM) software component which runs in the Java Virtual Machine (JVM) 

environment, to provide peer-to-peer services for application programs at 
run time. The application service component 30 may be one of a number of 
application service component:J;I provided at the application layer but 
discussion of such additional support services is beyond the scope of the 
present application. Figure 1 represents schematically the layered 
organisation of functions including the JVM 40, the device's operating 
system 50, and underlying communications support layers 60. 

The mobile computing device 10 communicates, for example via a 
cellular communications local network access node ("base station") 70 and 
network 80, with a remote computing device 90. The remote system may be 
any communication device, mobile or not, but for a first example let us 
assume that the remote system comprises a wi~ed-connection computer 
system having a fixed position within a computer network. In particular, 
let us imagine that a program 20 running within the mobile telephone is 
communicating with a program 20' running on a bank's computer system 90. 
The holder of the mobile device is instructing a transfer of funds from 
one account to another. The bank and the mobile device would normally be 
encrypting the data flows to ensure that they are not tampered with. 
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When an application program 20 running on the mobile compu_ting 
device 10 wishes to start exchanging data with an application program 20' 
on a remote system 90, a communications channel is created, instantiating 
an object class Channel. This channel creation includes the steps of 
specifying 100 a set of parameters for the channel including specifying 
the target address, assigning a channel identifier, timestamping, and 
identifying requirements for a cryptographic component, a compressor and 
an authenticator intended for use during the communication. The class 
Channel interfaces to classes Compressor, Authenticator and Cryptor. The 
application program typically specifies a set of quality of service . 
requirements for the communications channel, and the channel will only be 
created.if the application service component 30 determines that the 
application's requirements can be satisfied. 

Selection of a cryptographic object, instantiating class Cryptor, 
under the control of the application service component and in accordance 
with the application program's requirements will now be described in 
detail. 

Firstly, the mobile device determines 110 its current location. A 
number of mechanisms are available for location determination. For a 
cellular telephone, this is preferably done by the application service 
component on the mobile device initiating· sending a query to a database 
which is accessible via the cellular network and which contains 
information mapping network cell identifiers (cell IDs) to country 
location information. The cell ID for the local network cell is included 
in the telephone's query, this cell ID having previously been broadcast 
by the local network access node or 'base station•. Such broadcasting of 
cell IDs by base stations is known in the art, but the information has 
not previously been made avaiJable for use by applic~t~on service 
components on the mobile devices. The cellular network returns a country 
location identifier to the mobile device·as the result of the database 
query. 

Thereafter, the application service component 30 checks 120 the 
received cell ID broadcast by network access nodes to identify when the 
cell ID changes since this will indicate that the mobile device location 
has changed. These subsequent checks will be described later. 

The application service componeL~ o;, tq~ mobile device then checks 
140 the cryptographic requirements of the identified country. A list of 
the cryptographic restrictions of different countries is preferably held 
in a table within non-volatile memory of the mobile device (for example 
in.ROM of a cellular telephone), such that a table lookup operation can 
be performed locally using the country location identifier returned from 
the database query as a search key, without reliance on any third party 
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to maintain the list of legislative requirements. In the parti_cular 
embodiment of the invention implemented in Java, retrieved information on 
cryptographic restrictions for the identified country forms parameters of 
an object instance of Java class- Locale. 

The application service component then performs a check 150 of the 
validity of available cryptographic algorithms while taking account 160 
of application-specified security ~equirements. 

For example, an application program may have specified a minimum 
security level or desired security level, "for example specifying a 
particular required cryptographic algorithm (such as 3DES) or a range of 
acceptable cryptographic key bit lengths (such as 128 bit or higher). The 
specified application requirements will be compared 160 by the 
application service component with the list of cryptographic restrictions 
for the particular device ~ocation and with the cryptographic strength 
and type of the available cryptographic components. The set of available 
cryptographic components which satisfy all of the application program's 
requirements and the legislative restrictions are identified as valid and 
a particular one is selected 170. 

For certain mobile devices such as PDAs, memory resources may be so 
constrained that it is preferred not to store the-list of cryptographic 
restrictions for various countries on the mobile device itself. For this 
reason, or to allow different users to use the same mobile device without 
compromising security, or to enable maintenance of current legislative 
requirements without having to update the mobile device itself, the list 
of restrictions and other communications rules can be provided within 
secure files on a SmartCard which plugs into the mobile device. The 
SmartCard can also hold tbe ~obile device user's public and private 
cryptographic keys and the public keys of previously designated 
conununication partners. 

A less preferred alternative to the SmartCard solution is for the 
rnobiie device to request from a remote database a list of the 
cryptographic restrictions for only the identified device location 
country and then to perform the check of the cryptographic components' 
validity using this list. 

Having selected a first one of t~e available cryptographic 
components which satisfies local legislative requirements and local 
application requirements, the application service component sends 180 the· 
channel request to the target application program on a remote computing 
device 70. This request includes the various specified parameters for the 
channel including an identifier of a selected one of the set of valid 
cryptographic components, a compressor and an authenticator, and the 
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sender's public cryptographic key. The public keys will typically be 
digitally signed before being exchanged, to allow subsequent 
authen~ication. 

In the present example, where the remote target device is a large 
network linked computer system, the target application program may be a 
banking application. In this particular example, the target system may be 
expected to implement greater checks than in the case of a peer to peer 
communication between application programs installed on mobile 
telephones, if only because of the regulations, likely to be imposed upon 
financial institutions who support on-line transaction requests. That is, 
the bank's systems can be expected to enforce valid selection of 
cryptographic components with reference to the local.restrictions 
applying to the mobile conununication device as well as in relation to its 
own location countrJ's cryptographic restrictions. 

Thus, it is within the scope of the present invention to implement 
a policy of only checking local requirements which apply to the current 
d~vice location and current application requirements, or to implement a 
policy of one or both communication devices checking legislative 
requirements which apply to both ends of the cominunication link. 

An application service component on the bank's computer system 
responds to the request from the mobile device for establishment of a 
communication channel by determining 190.the location of the mobile 
communication device, for example retrieving an explicit country location 
identifier which was included in the request from a cellular telephone or 
using a cell ID included in that request to generate a database query_ If 
no location information is included in the request, then the receiver 
application service componen~ will not accept the call. 

Having ob~ained location information for the mobile device, the 
application service component on the target computer system retrieves 190 
its own country location information (stored locally) and inputs both of 
these location identifiers to a process which performs 200 a table lookup 
to identify legislative cryptographic restrictions for both locations. 
Following this, checks are performed 200,210 to ensure consistency with 
the cryptographic restrictions the requirements of the application 
program on the target computer system, as was described previously for 
the mobile device. 

Note that, as·long as location information for the mobile device is' 
provided to the target computer system, a possible alternative 
implementation of the present invention is for the mobile computing 
device to rely on the application service component on the target 
computer system with which it communicates to perform the check of 
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cryptographic restrictions for both locations. If the channel criteria 
for the application program on the mobile device are sent to the target 
computer system, then the application service component on the target 
system could also perform the selection or validation of a cryptographic 
component. In that case, the selection and validation functions may not 
be replicated at the mobile device. 

The application service components on the mobile device and target 
cqmputer system then have available all the information required to 
enable negotiation of the parameters of the channel, including which . 
compressor and authenticator are to be used and selecting a cryptographic 
component which satisfies both application requirements and both 
locations' legislative requirements, or to enable a decision to be made 
by the application service component that the connection should not be . . 
established if the applications• security level requirements cannot be 
met while also conforming to the relevant cryptography restrictions. 

That is, the application service components at either end of the 
conununication channel jointly decide whether to: 

Dynamically change the characteristics of the cryptography or key, 
Break the connection, or 
Disable the device 

If the cryptographic component initially selected as conforming to 
the requirements of the mobile device (location-specific legislation and 
application requirements) is not acceptable to the target system, then an 
attempt is made 220 to identify one of the available cryptographic 
components which meets the requirements of both ends of the channel. 
Typically the target syst~m r_eplies with an identif ipa~ion of an 
alternative cryptographic component which satisfies its requirements. If 
this alternative is not acceptable to the mobile device, the mobile 
device's application service component preferably sends to the target 
system an identification of the set of cryptographic components that 
satisfy the requirements of the mobile device so that the target system 
is then able to make a final selection or determination that the 
conununication cannot proceed. Alternatively, the exchange of identifiers 
of proposed cryptographic components may continue until one of the 
device's list of valid cryptographic components is exhausted, or the 
negc~iation of channel pa=ameters may be abaqaoned if it does not produce 
a positive result within a predefined timeout period or within a 
predefined number of communication flows. 

This negotiation process is performed simultaneously with the other 
aspects of "handshaking" negotiations which include selection of a 
compressor, selection of an authenticator, negotiating transmission speed 
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and communication protocols, etc. Encryption, compression and 
authentication are the~ performed 230 on data in accordance with the 
negotiated functions prior to that data being transmitted. 

In addition to performing the selection and validation process when 
a channel is created, additional validation is required to deal with the 
possibility of mobile devices crossing country boundaries during a 
conununication. The possible approaches to performing validation 
subsequent to channel creation include: 

1. a first 'active' approach in which the checking of location of the 
mobile device (and validation of cryptographic components when the 
country location has changed) which was described above in relation 
to channel creation is repeated 120 wh~ever encrypted data is to 
be sent or is received. Just before any data is encrypted or 
decrypted, a rules roµting is invoked p~ssing a type of 
cryptography, the data to be encrypted, and any relevant 
cryptographic keys. The rules routine queries the location, uses 
the location information to access a list of conununication 
requirements for the location and updates the parameters of class 
Locale, and verifies that the specified type of cryptography and 
length of key are acceptable for thi~ location. 

This approach results in an increase in network communications 
since each location check and possibly also accessing the list of 
cryptographic restrictions require network conununications. An 

active approach to location determination will be followed when GPS 
is used, since GPS requires active polling of satellites. 

2. a second 'passive' app:r.oach in which location checking 120 and 
validation are only performed when triggered by a predefined event, 
such as one of the communicating devices crossing a country 
boundary. In the cellular telephone example described above, this 
can be implemented by controlling the application service component 
30 to investigate the cell IDs received from base s~ations to 
identify a change of cell and only to initiate a location 
determination when such a change is recognised. 

Generally, if the location identification operation 130 confirms 
that the mobile device has not crossea a country boundary r.hen, for 
embodiments of the invention in which the mobile device checks only its 
own end ·of the communication, no further action is necessary for local 
validation and the communication with the remote computing device 
continues. Nevertheless, the mobile computing device sends its location 
information to the remote computing device each time this information is 
obtained, so as to enable the remote computing device to maintain updated 
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information about device locations throughout a conversation which 
includes the remote computing device. 

If the location identification operation confirms that a country 
boundary has been crossed, this causes the mobile device to raise an 
interrupt which then triggers retrieval 140 of the list of country­
specif ic cryptographic restrictions and updates the country-specific 
parameters of class Locale. A comparison 150,160 of this list with 
application requirements is then performed to identify_ a set of possible 
cryptographic components or to verify the vali~ity of a selected 
cryptographic component, as described previously. 

The levels of cryptography and/or lengths of cipher key are then 
dynamically re-negotiated with the other end ~f the communications link. 
The connection could be broken or the application could be terminated or 
erased or the device locke~ depending on the application's requirements 
and the particular legislative requirements. If encrypting, the location 
information is appended to the outgoing data. If decrypting, the location 
of the decrypting device and the embedded location information in the 
incoming data can both be considered. 

Then the actual encryption or decryption is performed. The rules 
process desirably takes account of both where the· data originated and 
where it is received. 

The above description states that the application service component 
on the mobile device can be expected to perform a check of at least its 
own device location and to select or validate selection of cryptographic 
components in accordance with the local legislative restrictions. While 
consideration of only itS.OWJl location can be adequate.when the mobile 
device is sending data to a remote target device if the target device 
could be relied on to perform its own assessment of the relevance of its 
local legislative restrictions, a more complete check of conformance to 
cryptographic and other communications restrictions involves the mobile 
device determining the location of the remote communicating device as 
well as its own location by sending a location query to the remote 
device. The results of this query can then be compared with the list.of 
country-specific cryptographic restrictions, as with the device's own 
location information. This requires each communicating device to send its 
location information to the communication partner or requires each device 
to be able to identify the location of both devices in some other way. 

Similarly, when the mobile device is a receiver of encrypted data 
the application service component on the mobile device preferably checks 
the validity of cryptographic components in relation to both its own 
location and the location of the device from where the data originates. 
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A nwnber of alternatives are available to the above described 
determination of the location of a cellular telephone. For example the 
Global Positioning System (GPS) may be used if the costs of satellite 
conununications are not considered prohibitive. Satellites are polled 
whenever data is to be sent and the position coordinates provided by GPS 
are mapped to a particular country using a database of country 
boundaries. Country boundaries can be described with sufficient accuracy 
as polygons, and then the mapping of coordinates to countries is 
relatively simple. This is described, for example, in us patent 5781628 
which is incorporated herein by reference. 

Other mechanisms for location determination may also be used 
without departing from the scope of the present invention. In the 
cellular telephone network example, the count:i;Y location information 
could be periodically si~nalled to the mobile device such that the device 
does not have to initiate a_ query before it sends or receives data. The 
network access stations could include the country location information 
with the broadcast cell ID. 

As is clear from the above example implementation, the location 
determination operation may be performed either by only one of the 
conununicating devices using location information for both devices or may 
involve a determination for selection or· selection-validation at both 
ends of the communication. 

An embodiment of the invention has be~n described above in relation 
to an application service component for achieving conformance of mobile 
device conununications to different cryptographic laws. The invention also 
enables dynamic control of the performance of operations other than 
encryption and decryption.fa~ a mobile device in accordance with 
legislative requirements which are relevant to the current location of 
the mobile device and in accordance with the requirements of application 
programs at either end of the communication link. 

Examples of other applications of the invention are for ensuring 
conformance to laws prohibiting use of certain technologies within 
specific countries (for example, if that technology is relevant to 
defence), and laws which dictate the language which must be used or 
technical criteria to be met by digital signatures used for financial 
institutions• electronic transactions. In the. former example, a location 
determination is followed by a check of whether the current location of a 

mobile device is a prohibited location for use of the device, in which 
case the device is disabled. In the language requirement example, 
translation software components may be selected to ensure conformance of 
transmitted data to the language requirements-
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In the digital signature example, information regarding the 

required technical criteria may be obtained and then used in the 
selection of a specific digital signature algorithm. As well as 

performing a country location determination for a mobile device, it may 

also be required that financial transaction instructions are self 

identifying such that the process of checking country legislative 

requirements can be triggered when an instruction identifies itself as 

being part of a financial transaction. The application service component 

could implement the logic for responding to such subject identifiers or 

other triggers. 
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CLAIMS 

1. A software component for providing services to application programs 
on a first computing device inciuding controlling the operation of the 
first computing device to execute processes 

to respond to identification of the country location of at least 
the first computing device by obtaining information of legislative 
requirements relating to one or more conununication operat,ions of the 
first computing device for the identified coun,try or countries, and 

to select or validate selection of an operation sequence in 
accordance with the obtained information and in accordance with 
communication requirements of at least a firs~ application program on the 
first computing device, for performing the one or more communication 
operations. 

2. A software component according to claim 1, wherein validation of 
the selection is performed on the first computing device, or on a second 
computing device with which the first computing device communicates, in 
accordance with communication requirements of a second application 
program on the second computing device. 

3. A software component according to claim 2 wherein, in response to a 
failure to select or validate selection of an operation sequence which 
satisfies the communication requirements of both the first and second 
application programs, the communication connection is broken. 

4. A software component according to any one of claims 1 to 3, wherein 
validation of the selection is performed on the first computing device, 
or on a second computing device with which the.first computing device 
commur.icates, in accordance with legislative requirements of the country 
location of the second computing device. 

5. A software component for providing communication services to 
application programs on a first computing device including controlling 
the operation of the first computing device to execute processes 

to respond to identification of the country location of at least 
the first computing device by obtaining information for identifying 
permitted cryptographic components for the identified country or 
countries, and 

to select or validate selection of a cryptographic component in 
accordance with the obtained information and in accordance with 
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conununication requirements of at least a first application program on the 
first computing device, for encrypting and decrypting data. 

6. A software component according to claim 5, wherein validation of 
the selection is performed on the first computing device, or on a second 
computing device with which the first computing device conununicates, in 
accordance with conununication requirements of a second application 
program on the second computing device. 

7. A software component according to claim p wherein, in response to a 
failure to select or validate selection of a cryptographlc component 
which satisfies the requirements of both the first and second application 
programs, the conununication connection is broken. 

8. A software component according to any one of claims S to 7, wherein 
validation of the selectio~ is performed on the first computing device, 
or on a second computing device with which the first computing device 
conununicates, in accordance with legislative requirements of the country 
location of the second computing device. 

9. A software component according to any one or claims 5 to 8, for 
initiating identification of the country location of the first computing 
device when establishing a communication··connection between an 
application program on the first computing device and a remote 
application program. 

10. A software component according to claim 9, for repeating initiation 
of the country location identification in response to predefined events 
during the communication. 

11. A software component according to claim 10, wherein said pre?efined 
events include the ~recessing of an instruction to encrypt or decrypt 
data. 

12. A software component according to claim 10 or claim 11, for 
controlling the operation of a cellular telephone, wherein said 
predefined events include receipt of a new cell identifier from a 
cellular network access node. 

i3. A software component according to any one of claims 10 to 12, 
wherein said steps of obtaining information for identifying permitted 
cryptographic components and selecting or validating selection of a 
cryptographic component are only repeated when the country location has 
changed. 
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14. A method for controlling the operation of a first computing device 
including: 

in response to identification of the country location of at least · 
the first computing device, obtaining information of legislative 
requirements relating to one or more conununication operations of the 
first computing device for the identified country or countries; and 

selecting or validating selection of an operation sequence in 
accordance with the obtained infortl)ation and i~ accordance with 
communication requirements of at least a first application program on the 
first computing device, for performing the one or more communication 
operations. 

15. A method for controlling the operation of a first-computing device 
including: 

in response to identification of the country location of at least 
.the first computing device, obtaining information for identifying 
permitted cryptographic components for the identified country or 
countries; and 

selecting or validating selection of a cryptographic component in 
accordance with the obtained information and in accordance with 
communication requirements of at least a first application program on the 
first computing device, for encrypting and decrypting data. 

16. A mobile computing device including· software for controlling the 
operation of the device to ensure conformance to legislative requirements 
of the current location of the device, the software.controlling the 
device to execute processes 

to respond to identification of the country location of at least 
the mobile computing device by obtaining information of legislative 
requirements relating to one or more communication operations of the 
mobile computing device for the identified country or countries, and 

to select or validate selection of an operation sequence in 
accordance with the obtained information and in accordance with 
communication requirements of at least a first application program on the 
mobile computing device, for performing the one or more communication 
operations. 

17. A computing apparatus for interoperating with a mobile computing 
device, the computing apparatus including software for controlling the 
operation of the computing apparatus to ensure conformance to legislative 
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requirements of both the location of the computing apparatus and of the 
current location of the mobile computing device, the software controlling 
the apparatus to execute processes 

to respond to identification of the country location of the mobile 
computing device by obtaining information of legislative requirements 
-relating to one or more communication operations for the identified 
country location of the mobile device and legislative requirements 
relating to the one or more communication operations for the country_ 
-location of the computing apparatus, and· 

to select or validate selection of an operation sequence in 
accordance with the obtained information and in accordance with 
communication requirements of at least a firs_t application ·program on the 
mobile computing device, for performing the one or more communication 
operations. 
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