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CARRIER STOCK WITB TDit-OPDt CAPABILITY 

This invention pertains to·carrier stock for machine 
application to substantially identical containers. This 

~-

5 invention pertains, more particularly, to carrier stock 
that is severable to form individual carriers with separate 
apertures to receive the individual containers. The 
carrier stock has a tear-open capability. 

Typically, carrier stock with individual container-
10 receiving apertures for machine application to substan­

tially identical containers is formed, by die-cutting, 
from a single sheet of resilient polymeric material. 

Various attempts have been made to provide such 
carrier stock with tear-open capability. An example is 

15 disclosed in o ls en u. s. Pa tent No. 4 , o 64 , 98 9 . As disclosed 
therein, outer band segments of such carrier stock are 

.formed with tear-open tabs • . . 
In EP-A-0,461,748 and in European Patent Application 

No. 92302456.6 a carrier stock with tear-open capability is 
20- provided by tear-open tabs. Such tear-open 'tabs offer 

siqnif icant advantages over tear-open tabs known 
previously. 

In some instances, however, consumer preferences, 
characteristics of application machines, requlatory 

25 considerations, or other factors may dissuade packagers of 
beveraqe cans or oth~r containers from usinq carrier stock 
having tear-open tabs. Thus, there has been a need, to 
which this invention is addressed, for carrier stock 
having tear-open capability that does not rely upon-tear-

3 o open tabs. 

According to this invention, a carrier stock for 
machine application to substantially identical containers, 

-- said stock being formed from a single sheet of resilient 
pol:Ymeric material and being severable transversely to form 

35 individual carriers, each carrier having band segments 
def ininq separate apertures in a rectangular array 
comprising longitudinal rows and transverse ranks to 
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receive the individual containers, saj.d segments 
comprising outer segments extending in a generally 
longitudinal direction when said stock is unstressed, 
inner segments extending in a generally longitudinal 
direction when said stock is unstressed, and cross 
segments extending in a generally transverse direction when 
said stock is unstressed, each individual carrier having 
two opposite edges, wherein the band seqments defining 
each container-receiving aperture of each carrier include 
at least one cross segment joined integrally to two outer 
seqments so as to define a generally Y-shaped junction 
with a crotch narrowing generally toward a transverse mid­
line of the cross segment, the transverse mid-line 
dividing the cross segment into two half segments and 

i 
'10 I 
i 
i 

' 15 frangible means to enable the bands to be broken to release 
the containers; is characterised in that each cross seqment 
has a primary slit extending substantially along its 
transverse mid-line and spaced from the crotch by a primary 
frangible bridge formed of the sheet material, and has at 

20 least one secondary slit, the secondary slit being spaced 
from the primary slit by a frangible bridge formed of the 
sheet material and being spaced from its adjacent 
container-receiving aperture by at least one frangible 
bridge formed of the sheet :material, whereby a tear 

25 beginning at the crotch can propagate from the crotch to 
the primary slit, from the prilllary slit to the secondary 
slit, and frOJa the secondary slit to the container­
recei vinq aperture, so as to break the halt segment having 
the secondary slit. 

3·0 The carrier stock in accordance with this 
invention has a tear-open capability, which does not rely 
upon tear-open tabs and which is arranged to co-operate 

·- ·with its containers during the tear-open operation. 
The present invention also embraces a package 

JS comprising a carrier stock in accordance with this 
invention in combination with substantially identical 
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containers havinq upper and lower ends and having side 
walls, the carrier stock being applied to the containers, 
alonq the inside walls, between their upper and lower ends 
in such manner that the cross seCJlllents havinq the primary 

5 and secondary slits ·is positioned between the side walls of 
two adjacent containers, whereby the cross segment havinq 
the primary and secondary slits tends to tear if the 
adjacent containers are manipulated by separating t~eir 
lower ends while using their upper ends as a fulcrum. 

10 Accordingly when stressed in this way a tear begins at 

lS 

the crotch and propagates from the crotch to the primary 
slit, from the primary slit to the secondary slit, and 
from the secondary slit to one of the container-receiving 
apertures, so as to break the half segment. When such 
half segment breaks, a container that had been received by 

that container receiving aperture can be easily removed. 
Preferably, each cross seqment has a series of 

secondary slits extending ~ransversely. The series 

1 20 
f 

includes the secondary slit, which is spaced from the 
primary slit by a franqible bridqe formed of the sheet 
material, and a different slit, which is spaced from such 
container-receiving aperture by such a frangible bridge. 
The series of secondary slits may include an inner slit and 
an outer slit with the inner slit beinq spaced frC>lll the 
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25 outer slit by another frangible bridge formed of the sheet 
:material. Preferably. moreover,. the primary and secondary 
slits are staqqered transversely. 

A particular example of a carrier and a packaqe in 
accordance with this invention will now be described with 

30 reference to the accompanyinq drawings, in which:-

-· 

Fiqure 1 is a perspective. view of a package comprisinCJ 
six substantially identical containers and a carrier,. 
which has a handle, and which is severed frOlll carrier 

1 stock according to this invention; 
i 3 5 Figure 2 is a plan of carrier stock according: to this 

invention; 
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Figure 3, on an enlarged scale, is a detail shqwin9 
band segments defining one container-receiving aperture of 
such a carrier before one half segment is torn. 

Fiqure 4, on a similar scale, is a detail showinq 
5 such segments after the· half segment has been torn; and, 

Figure 5 is a plan of the same carrier after various 
half segments have been torn. 

As shown in the drawings, carrier stock 10 for 
machine application to substantially identical containers 

10 12 constitutes a preferred embodiment of this invention. 
Such .stock 10 is severable, 
form individual carriers 

along transverse lines L, to 
20 that are substantially 

identical. As shown in Figure 2, the transverse lines L 
may be perforated, so as to facilitate severing the stock 

15 10 into such carriers 20. 

30 

As shown in Fiqure l, the containers 12 are beveraqe 
~~ns of a type used commonly for beer, soft drinks, and 
other beverages. Also, each container 12 has a chime 16 
at one end, which is provided with a pull tab 18. This 
invention is not limited, however, to usage with such 
cans but is useful ~ith cans,. bottles, and other containers 
of various types. 

In Fiqure 1, a package is shown, which comprises six 
such containers 12 and on such carrier 20, as severed tram 
such stoclc 10. One such carrier 20 is shown fully in 
Figure· 2, which also shows fragmentary portions of the next 
carriers 20, at opposite ends of the fully shown carrier 
20. 

The carrier stoclc 10 is formed in an indeterminate 
lenc;th, by die-cutting, from a single sheet of resilient 
polymeric material. A preferred material is low density 
polyethylene. A preferred thickness for such stock 10 in 
an unstressed condition, if low density polyethylene is 
used~ is about 14 mils (0.36 mm). 

35 The carrier stock 10 is formed, for each individual 
carrier 20, with integrally joined band S8CJDMUltS defininCJ 
six separate, substantially rectanC)Ular, container-
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receivinq apertures 14, alonq with two smaller apertures 

22. As shown in Figure 2, the container-receivinq 

apertures 14 are in a rectangular array with longitudinal 

rows and transverse ranks, namely two lonqitudinal rows 

5 and three transverse ranks for each carrier 20. Each of 

the smaller apertures 22 is disposed amid four container­

recei vine; apertures 14. 

Preferably, as shown in Fiqure 1, the carrier stock 

lO is applied to the side walls of the respective 

10 containers 12, away from the chime 16 of each container 

12, between the upper and lower ends. Accordinqly, it is 

possible to manipulate two adjacent containers 12 by 

separatinq their lower ends manually (as indicated by a 

curved arrow in Figure l) while usinq their upper ends as 

15 a fulcrum where their upper ends abut near their chimes 16, 

20 

25 

so as to stress the carrier 20 at the band seqments between 

.~~e adjacent containers 12. 

As shown in Fiqure 2, the band segments for each 

carrier 20 comprise three outer segments JO at a handle 

edqe of such carrier 20, three outer segments 32 at an 

opposite edqe of such carrier 20, three inner segments 34 

between the outer segments 30 and the outer segments 32, 

two cross se<Jlllents 36 at each of the opposite ends of wuch 

carrier 20, and two cross seqments 3 8 in each of two 

' 30 

transverse regions between the cross segments 36 at such 

ends. The outer segments JO, 32, at the respective edqea. 

of such carrier 20 and the inner segments 34 therebetween 

extend in a generally longitudinal direction when the 

carrier stock 10 is unstressed. The cross segments 36 at 

the opposi ta ends of such carrier 20 and the cross segaents 

38 located therebetween extend· in a generally transverse 

direction when the carrier stock 10 is unstressed. The 

cross segments 36 at the carrier ends are bisected trans­

versely by the transverse lines L, alonCJ which the carrier 

stock 10 is severable. Each inner segment· 34 has a slit 

46, which eXtends in a generally horizontal direction when 

the carrier stock to is unstressed, and which facilitates 
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foldinq of such inner seqment 34 when the carrier stock 10 
is applied to the containers 12. 

As shown in Figure 3, each cross seg:inent 38 is joined 
integrally at its outer end to two outer segments 30 so as 
to define a generally Y-shaped junction 40 ~ith a crotch 42 

narrowing generally toward a transverse mid-line of such 
cross segment 38. The transverse mid-line of each cross 
segment 38 divides such cross segment 38 into two half 
segments, namely a first half segment J8a at one of the 

10 container-receiving apertures 34 and a second half segment 
38b at another such aperture 14. At its inner end, each 
cross segment 38 is joined integrally to two outer segments 
30 so as to define a generally Y-shaped junction 44 at one 
of the smaller apertures 22. 

15 Near its outer end, each cross segment 38 has a 

20 

25 

30 

primary slit 50 extending substantially along the transvrse 
_mid-line of such cross seqment JS and being spaced from the 
crotch 42 of such cross seqment 38 by a frangible bridge 
formed of the sheet material. Each of the first and second 
half segments 38a, 38b of such cross segment 38 has a 
series of secondary slits extendinq transversely, namely 
an inner slit 62a and an outer slit 64a in the half seqment 
38a and an inner slit 62b and an outer slit 64b in the half 
segment 38b. Near its inner end, each cross segment 38 
has a tertiary slit 54, which is aligned transversely with 
the inner slit 60 and with the primary slit 50. The 
tertiary slit 54, which is disposed between the inner slit 
60 and the nearest aperture 22, serves to further weaken 
such cross segment 38. 

The inner slit 62a of the half segment 38a is spaced 
from the inner slit 60 by a frangible bridqe formed of the 
sheet material. The inner slit 62a thereof is spaced fro•_ 
the outer slit 64a thereof by another franqible bridg~ 
formed of the sheet material. The inner slit 62b of th~ 

35 half segment 38b is spaced from the_ outer slit 64b thereof 
by another frangible bridge formed of the sheet material. 
The outer slit 64a of the halt' segment 38a is spaced tram 
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the nearer aperture 14 by another frangible bridge formed 
of the sheet material. The outer slit 64b of the half 
segment 38b is spaced from the nearer aperture 14 by 
another frangible bridge formed of the sheet material. As 

5 shown in Figure 3, the primary slit so, the inner slit 
62a of the half segment 3Sa, and the outer slit 64a 
thereof are staggered transversely. similarly, the 
primary slit so, the inner slit 62b of the half segment 
JSb, and the outer slit 64b thereof are staggered trans-

10 versely. 

From a comparison of Figures 3 and 4, it is evident 
that a tear beginning at the crotch 46 can propagate so as 
to tear through one such half section to the aperture 14 
bounded partly by the same half section. Thus, the tear 

15 can propagate from the primary slit so, through the 
frangible bridge spacing the inner slit 62a of the half 
s~ction 38a from the primary slit so, to the inner slit 
62a thereof, from the inner slit 62a thereof, through the 

20 

25 

30 

35 

frangible bridge spacing the outer slit 64a thereof from 
the inner slit 62a thereof, to the outer slit 64a thereof, 
and from the outer ~lit 64a thereof, through the frangible 
bridge spacing the nearest aperture 14 from the outer slit 
64a thereof, to the nearest aperture 14. Alternatively, 
or additionally, the tear can propaqate through the halt 
section 38b in like manner. 

As shown in Figures 1 and 2, the carrier stock 10 may 
be desirably provided, at each carrier 20, with an 
inteqral handle 80 havinq two end leqs 82 and a middle leq 
84. Each of the end leqs 82 is joined inteqrally to one of 
the outer Se<Jlllents 30 defining one of the opposite ends of 
such carrier 20. The middle leg 84 is joined integrally 
with the outer segment 30 between the outer segments 30 
definin~ the opposite ends o~ such carrier 20. Also, the 
middle leq 84 bas a slit 86 weakeninq the middle leq 84, 
which tends to break at the slit 86 when a paclcaqe 
comprisinq such carrier 20 is carried by the handle so. 
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Accordingly, as a user removes the containers 12 from 
a package comprising a carrier 20 severed from the carrier 
stock 10, at least one of the half segments JSa, 38b of 
each slitted cross segment 38 of the carrier 20 tends to be 

5 completely torn from the crotch 46 of such slitted cross 
segment 38 to the nearest aperture 14. An exemplary 
pattern of torn half segments is shown in Figure 5, in 
which such a carrier 20 is shown in a final condition 
wherein none of the container-receiving apertures 14 

10 remains surrounded on all sides by unbroken band segments. 
Different patterns of torn half segments are possible, in 
which none of the container-receiving apertures 14 remains 
surrounded on all sides by unbroken band segments, or in 
which few of the container-receiving apertures 14 remain 

15 surrounded on all sides by unbroken band segments. The 
actual pattern of torn half segments depends upon vagaries 

. of consumer usage. 

In one alternative embodiment (not shown) contemplated 
by this invention, each individual carrier severable from 

~ 20 the carrier stock has container-receiving apertures in 
three (or more) lont]itudinal rows. The carrier stock would 
be thus severable alonq band segments comparable to the 
band segments 32 of the carrier stock 10. Also, if a 
handle were provided in the alternative embodiment, . the 
handle would be preferably attached at band seqments 
comparable to the band segment 36. 

In another alternative embodiment (not shown) each 

crosa segment havinq primary and secondary slits, as 
described above, has its primary slit divided by a 

30 franqible bridqe formed of the sheet material into a lonqer 
slit near the crotch defined where· such cross segment 
joins two outer segments and a shorter slit near the 

·· tertiary slit of such cross segment. ·· 
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1. Carrier stock (10) for machine application to 

substantially identical containers (12), said stock {10) 

5 beinq formed from a sinqle sheet of resilient polymeric 

materfal and being severable transversely to form 

individual carriers (20), each carrier (20) having band 
. . 

segments ( 3 o, J 2, J 4, _3 6, 3 a) def ininq separate apertures 

(14) in a rectangular array comprising longitudinal rows 

10 and transverse ranks to receive the individual containers 

(14), said segments comprising outer segments (30, 32) 

extending in a generally longitudinal direction when said 

stock (lO) is unstressed, inner segments (34) extending in 

a generally longitudinal direction when said stock (10) is 

15 unstressed, and cross segments (36, 38) extending in a 

generally transverse direction when said stock (10) is 

. 20 

25 

. ':l!lstressed, each individual carrier (20) having two 

opposite edges, wherein the band segments defining each 

container-racaivinq aperture (14) of each carrier include 

at least one cross segment (38) joined integrally to two 

outer segments (Ja, 32) so as to define a qenerally Y­

shaped junction (40, 44) with a crotch (42) narrowing 

qenerally toward a transverse mid-line of the cross segment 

(38), the transverse mid-line dividing the cross segment 

(38) into two halt S89Jlents (38a, 38b) and frangible means 

to enable the bands to be broken.to release the containers 

(l.2); characterised in that each cross segment (38) has a 

primary slit (50) extendinq substantially alonq its 

transverse mid-line and spaced from the crotch (42) by a 

3 O primary franqible bridqe formed of the sheet material, and 

has at least one secondary slit (62a, 62b, 64a, 64b), the 

secondary slit (62a, 62b, 64a, 64b) being spaced from the 
.# 

primary slit (50) by a frangible bridqe formed of the sheet 

material an4 beinq spaced from its adjacent c::ontainer-

35 receivinq aperture (14) by at least one tranqible bridge 

formed of the sheet material, whereby a tear beqinninq at 

the crotch (42) can propaqate fros the crotch (42) to the 
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primary slit (SO), from the. primary slit (SO) to the 
secondary slit (62a, 62b, 64a, 64b), and from the 
secondary slit {62a, 62b, 64a, 64b) to the container­
receiving aperture (14), so as to break the half segment 

5 having the secondary slit (62a, 62b, 64a, 64b). 
2. A carrier stock according to claim l, wherein each 
cross segment (38) has a series of secondary slits, the 
series including an inner slit {62a, 64a) and an outer slit 
(62b, 64b), the inner slit (62a, 64a) being spaced from 

10 the outer slit (62b, 64b) by another frangible bridge 

formed of the sheet material. 
3. A carrier stock according to claim 2, wherein the 
primary (50) , inner (62a, 64a} and outer (62b, 64b) slits 
are staggered transversely. 

15 4. A carrier stock according to any one of the preceding 
claims, wherein each cross segment (38) has another slit 

. (54) aligned transversely with the primary (50) slit and .. 
spaced from the primary (50) and secondary slits (62a, 62b, 
64a, 64b) by another frangible bridge of the sheet 

20 material. 

5. A carrier stoek accordinq to any one of the precedinq 
claims, wherein each cross segment (38) separates two of 
the container-receivinq apertures (14), wherein each cross 
seqment (38) is divided by the transverse mid-line into a 

25 first half seqment (38a) adjacent one of the apertures (12) 
and a second half seqment (38b) adjacent the other aperture 
( 14) , and wherein each of the first and second half 
segments has similar slits (50, 62, 64) and franqible 
bridges. 

3 a 6. A packaqe comprisinq a carrier stock in accordance 
with any one of the preceding claims, comb~n~d with. 
substantially identical containers (12) havinq upper and 

-- lower ends and havinq side walls, · the carrier stock (20) 
beinq applied to the containers ( 12) , alonCl._ the inside 

35 walls, between their upper and lower ends in such manner 
that the cross seqments (38) havinq the primary (50) and 
secondary (62, 64) slits is positioned between the side 
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walls of two adjacent containers (i2), whereby the cross 

segment (38) having the primary (SO) and secondary (62, 64) 

slits tends to tear if the adjacent containers (12) are 

manipulated by separating their lower ends while usinq 

5 their upper ends as a fulcrum. 


