DESCRIPTION

MOLECULAR SIEVE COMPOSITION, MANUFACTURING METHOD
THEREFOR AND USE THEREOF

Technical Field

The invention relates to a molecular sieve compsitin particular to a molecular sieve
composition comprising an aluminophosphate moleaikve and a CO adsorbing component.
The invention also relates to a process of produtche molecular sieve composition and
application of the molecular sieve composition iaduction of lower olefins.

Background

Lower olefins, such as ethylene and propylene, iamgortant criteria to evaluate the
chemical industry level of a country. Due to ther@asing scarcity of global petroleum
resources, large petrochemical companies around/ohniel are actively developing new routes
to replace traditional olefin productions. Amonge thew routes, the process for directly
preparing lower olefins from the synthesis gas th@sadvantages of short process flow, low
energy consumption and low coal consumption, and th a current research hotspot and has
good development prospect.

Chinese patent publication CN102698764A relates ¢atalyst for preparing lower olefins
from synthesis gas, a preparation process andheseof. The catalyst comprises a main active
component and an auxiliary active component, whette¢ main active component comprises
iron oxide and zinc oxide, and the cocatalyst comemd comprises potassium hydroxide or
magnesium carbonate.

BAO, Xinhe et al. (Science, 2016, 351, 1065-106B)p aisclose a method for the
production of olefins by the hydrogenation of CQhahigh selectivity.

However, the technology for producing lower olefiream synthesis gas in the prior art can
be further improved in view of selectivity of lowelefins.

Summary of the Invention

The inventor of the invention discovers that, byingsa special molecular sieve
composition as a catalyst and using synthesis gas raw material to produce lower olefins,
high selectivity of the lower olefins can be aclkidwvith effectively reduced selectivity of
by-products of lower paraffins. The present invemtihas been completed based on this
discovery.

Specifically, the present invention relates toftlilowing aspects.
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1. A molecular sieve composition comprising an ahophosphate molecular sieve and a
CO adsorbing component, wherein the CO adsorbimgpooent comprises at least one metal
oxide selected from the group consisting of an @xatiGroup 11B metal of the periodic table, an
oxide of Group VIB metal of the periodic table, lgah oxide and indium oxide (preferably at
least one metal oxide selected from the group stingiof zinc oxide, chromium oxide, gallium
oxide and indium oxide, more preferably at leas¢ ometal oxide selected from the group
consisting of zinc oxide and chromium oxide, or enpreferably a composite metal oxide of
zinc oxide and chromium oxide), wherein the alumpimesphate molecular sieve and the CO
adsorbing component are present separately frorm etier, such as packed individually or
mechanically mixed with each other.

2. The molecular sieve composition according to ang of the preceding or subsequent
aspects, wherein the aluminophosphate moleculee sseat least one of selected from the group
consisting of AIP@5, AIPO:-11, AIPQ-17, AIPQ-18, AIPQ-20, AIPQ-31, AIPQ:-33,
AIPO4-34, AIPQ-35, AIPO-44, and AIPQ-56, preferably at least one selected from the grou
consisting of AIP@17, AIPQ-18, AIPQ-31, AIPQ-33, AIPQ-34, AIPQ-35, preferably at
least one selected from AIRQ8 and Al-34, or more preferably a eutectic molecular siefe
Al4-34 and AIPQ-18.

3. The molecular sieve composition according to ang of the preceding or subsequent
aspects, wherein the aluminophosphate moleculae sie selected from a combination of
AIPO4-34 and AIPQ-18, and the weight ratio of the AIRQ8 to the AIP@Q-34 is from 1.9 to
9:1, preferably from 1:3 to 3: 1.

4. The molecular sieve composition according to ang of the preceding or subsequent
aspects, wherein at least a portion (preferably $0%more, more preferably 80% or more, or
more preferably 90% or more) of the metal oxideileixh a spinel structure according to an
XRD spectrum.

5. The molecular sieve composition according to ang of the preceding or subsequent
aspects, wherein the weight ratio of the alumingphate molecular sieve to the CO adsorbing
component is from 1:5 to 5:1, preferably from 1034t1, more preferably from 1:2 to 3:1, or
more preferably from 1.5:1 to 1: 1.5.

6. The molecular sieve composition according to ang of the preceding or subsequent
aspects, wherein the CO adsorbing component fudbeprises a binder (preferably at least
one selected from the group consisting of alumimagnesia, titania and zirconia, more
preferably alumina).

7. The molecular sieve composition of any precedingubsequent aspect, wherein the
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weight ratio of the metal oxide to the binder @nfr 10:1 to 1:1, preferably from 4:1 to 1.2: 1.

8. The molecular sieve composition according to ang of the preceding or subsequent
aspects, being substantially free of at least dement selected from the group consisting of
silicon, vanadium, and niobium.

9. The molecular sieve composition according to @my of the preceding aspects, wherein
the aluminophosphate molecular sieve is preserpaiticulate form and wherein the 90%
particle diameter is from 0.3 to 9mm (preferablynfr 0.4 to 5mm, more preferably from 0.5 to
0.9 mm), and/or the CO adsorbing component is pteseparticulate form and wherein the
90% particle diameter is from 0.3 to 9mm (prefeyaibbm 0.4 to 5mm, more preferably from
0.5t0 0.9 mm).

10. A process of preparing a molecular sieve coimtipas comprising the step of
combining an aluminophosphate molecular sieve a@®adsorbing component (for example,
packing each individually or mechanically mixingtlieach other, preferably mechanically
mixing with each other), wherein the CO adsorbinghnponent comprises at least one metal
oxide selected from the group consisting of an exitiGroup 11B metal of the periodic table, an
oxide of Group VIB metal of the periodic table, lgah oxide and indium oxide (preferably at
least one metal oxide selected from the group stingiof zinc oxide, chromium oxide, gallium
oxide and indium oxide, more preferably at leas¢ ometal oxide selected from the group
consisting of zinc oxide and chromium oxide, or enpreferably a composite metal oxide of
zinc oxide and chromium oxide).

11. A process of producing lower olefins, compigstne step of contacting synthesis gas
with the molecular sieve composition according ty @ne of the preceding aspects or the
molecular sieve composition prepared by the prejoargrocess according to any one of the
preceding aspects, to produce lower olefins.

12. The process according to any one of the pregedspects, wherein the reaction
temperature is 320-48@ (preferably 360-440C, more preferably 370-430C, or more
preferably 380-410C), the reaction pressure (gauge pressure) is 0BaB(dreferably 1-6 MPa,
more preferably 2-5 MPa), the gas hourly space citylois 800-10000 H (preferably
1,000-8,000 H, more preferably 2,000-7,000™h and the volume ratio of CO to,Hn the
synthesis gas is 0.3-3.5 (preferably 0.5-3, moeéegpably 0.7-2.5).

Technical effect

In one embodiment, the process of producing lowefirs according to the present
invention has an advantage of high selectivityoawdr olefins (calculated by a ratio of lower
olefins/lower paraffins).



According to the process of producing lower olefoisthe present invention, in one
embodiment, the ratio of lower olefins/lower paiadfis generally greater than 10, and possibly
up to 26 or even higher.

Description of Drawings
Figure 1 shows the XRD spectrums of the moleculaves prepared by Example 3,
Example 6 and Comparative Example 5.

Embodiments of the I nvention

The embodiments of the present invention will beehfer illustrated in detail below, but it
should be noted that the scopes of the presenttilmveare not limited thereby, but are defined
by the claims attached.

All publications, patent applications, patents, avitier references mentioned in this
description are herein incorporated by referencthéir entirety. Unless defined otherwise, all
technical and scientific terms used herein havesdme meaning as commonly understood by
those skilled in the art. In case of conflict, défons provided by the present description will
control.

When the description uses terms "known to thodéedkin the art”, "prior art”, or the like,
to modify materials, substances, methods, procsedulevices, or components, etc., it is
intended that the subject matter modified by thm$seencompasses those conventionally used in
the art at the time of filing this application, kalso encompasses those that are not currently in
use, but would become known in the art to be slathdy similar purposes.

In the context of the present invention, the tefaweér olefins" refers to a £C, olefins
and the term "lower paraffins” refers to g G, paraffins.

In the context of the present invention, the 90%ig@a diameter, measured by a manual
sieving method in which the particle diameter isedmined by passing the particles through
sieve pores of different sizes, represents thaerti@n 90% by weight of the particles are within
a certain numerical range. The numerical rangeuded a lower limit and an upper limit.
Specifically, for example, taking a 90% particlamieter of 0.3-9mm as an example, it means
that 90wt% or more of the particles can pass thiaugieve pore with a diameter of 9mm but
cannot pass through a sieve pore with a diametér3mm. Other ranges of the 90% particle
diameter may be similarly measured and understood.

In the context of the present description, XRD measent is carried out using a
Bruker-AXS D8 Advanced X-ray diffractometer undeeasurement conditions comprising:
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scanning with Cu KX-ray, Ni filter, under a tube pressure of 40kV antlibe current of 40mA,
with a scanning range of 10-60

Unless otherwise specifically indicated, all peteges, parts, ratios, etc. mentioned in this
description are provided by weight, unless othezwist in accordance with the conventional
knowledge of those skilled in the art.

In the context of this description, any two or maspects or embodiments of the present
invention may be combined arbitrarily, and the thasulted embodiments are parts of the
original disclosure of the present description, afeb fall within the protection scopes of the
present invention.

According to the present invention, a molecularvesieomposition is provided. The
molecular sieve composition comprises an aluminsephate molecular sieve and a CO
adsorbing component. The molecular sieve composisgoarticularly useful as a catalyst for
producing lower olefins by using synthesis gas emramaterial.

According to an embodiment of the present inventibve aluminophosphate molecular
sieve are not particularly limited, while speciégamples thereof include AIPO4-5, AIPO4-11,
AIPO4-17, AIPO4-18, AIPO4-20, AIPO4-31, AIPO4-33IP0D4-34, AIPO4-35, AIPO4-44 and
AIPO4-56, more specific examples thereof include®@d-17, AIPO4-18, AIPO4-31, AIPO4-33,
AIPO4-34 and AIPO4-35, and still more specific exdes thereof include AIPO4-18 and
AIPO4-34. These aluminophosphate molecular sievag Ipe used alone or in combination of
two or more in any ratio. Further, such aluminogtede molecular sieves are commercially
available as they are, or can be prepared by atlyati&known in the art, for which the present
invention does not provide any particular limitatiiereto.

According to an embodiment of the present inventionview of achieving a higher
selectivity of lower olefins, a combination of AIBE34 and AIPO4-18, particularly a eutectic
molecular sieve of AIPO4-34 and AIPO4-18, may bertipalarly provided as the
aluminophosphate molecular sieve. The inventionsdogt provide any particular limitation
with respect to the relative ratio of AIPO4-34 ttP®4-18 in the combination, but the weight
ratio of AIPO4-18 to AIPO4-34 is generally from 1t® 9:1, preferably from 1:3 to 3: 1. The
eutectic molecular sieve may be directly commelciavailable or may be prepared according
to any method known in the art, which is not patady limited by the present invention.

According to an embodiment of the invention, thenahophosphate molecular sieve is
present in particulate form. In addition, in vielaghieving a higher selectivity to lower olefins,
the 90% particle diameter of the aluminophosphatéeaular sieve is generally from 0.3 to
9mm, preferably from 0.4 to 5 mm.



According to an embodiment of the invention, the @d3orbing component comprises a
metal oxide, or according to a particular embodit#re CO adsorbing component is the metal
oxide. Here, examples of the metal oxide includelex of Group IIB metals of the periodic
table, oxides of Group VIB metals of the periodible, gallium oxide, and indium oxide. As the
metal oxide, zinc oxide, chromium oxide, galliumde and indium oxide are preferable, while
zinc oxide and chromium oxide are more preferadohel a composite metal oxide of zinc oxide
and chromium oxide is more preferable. These mesatles may be used alone or in
combination in any ratio. Further, such metal ogidee commercially available as they are, or
can be prepared by any method known in the artnateparticularly limited by the present
invention.

According to an embodiment of the present inventinrthe CO adsorbing component, the
metal oxide is at least partially (preferably 50%nwore, more preferably 80% or more, more
preferably 90% or more) present in a spinel stmectlihe spinel structure can be identified by
an XRD method in a manner known in the art.

According to an embodiment of the present inventtbe CO adsorbing component may
further comprise a binder in addition to the metdte. As the binder, there may be mentioned,
for example, any binder conventionally used indhtefor preparing a metal oxide catalyst, such
as refractory metal oxides, more specifically, ahan magnesia, titania and zirconia, more
particularly alumina. These binders may be usedealr in combination in any ratio. Further,
the CO adsorbing component comprising the bindey beadirectly commercially available or
may be prepared according to any method knownarath which is not particularly limited by
the present invention. In addition, although theteat of the binder in the CO adsorbing
component the present invention is not particullmyted, the weight ratio of the metal oxide to
the binder in the CO adsorbing component is gelyet@tl to 1:1, preferably 4:1 to 1.2: 1.

According to an embodiment of the invention, the @d3orbing component is present in
particulate form. In addition, in view of achieviagmore desirable selectivity to lower olefins,
the 90% particle diameter of the CO adsorbing camepbare generally 0.3 to 9mm, preferably
0.4 to 5 mm.

According to an embodiment of the invention, thengahophosphate molecular sieve and
the CO adsorbing component are present separabety dach other, that is, in an independent
form from each other. The independent form may foe,example, a form in which the
aluminophosphate molecular sieve and the CO adsprdmmponent are physically combined
(in a predetermined relative ratio) after beingpared separately, and more specifically, a form
in which the aluminophosphate molecular sieve d@®d@O adsorbing component are packed
individually (in a predetermined relative ratio)y a form in which the aluminophosphate
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molecular sieve and the CO adsorbing componenimaahanically mixed (in a predetermined
relative ratios) with each other, or the like.

According to an embodiment of the present inventibe relative ratio (e.g., weight ratio)
of the aluminophosphate molecular sieve to the @8biing component is not particularly
limited, but is generally from 1.5 to 5:1, prefelsafrom 1:3 to 4:1, more preferably from 1:2 to
3:1, or more preferably from 1.5:1 to 1: 1.5.

According to an embodiment of the present inventionview of achieving a more
desirable selectivity to lower olefins, the moleauieve composition (including the constituent
components thereof, such as the aluminophosphatecular sieve and the CO adsorbing
component) is substantially free of silicon, vamadior niobium. By "substantially free of" it is
meant that the molecular sieve composition or tbhesttuent components thereof are not
intentionally incorporated with silicon, vanadium miobium during preparation or use, whilst
very low content (e.g. less than 0.01wt% in an exrélative to the total weight of the molecular
sieve composition) of silicon, vanadium or niobiima form of unavoidable impurities are not
excluded.

According to an embodiment of the invention, theeimtion also relates to a process of
preparing said molecular sieve composition. Hdre,dgreparation process includes the step of
combining the aluminophosphate molecular sieve #red CO adsorbing component. The
combination may be, for example, a physical contimna(in a predetermined relative ratio) of
the aluminophosphate molecular sieve and the COrhitlg component after being prepared
separately, and more specifically, a combinatiowlich the aluminophosphate molecular sieve
and the CO adsorbing component (in a predeternmglative ratio) are packed individually, or
a combination in which the aluminophosphate mokacsieve and the CO adsorbing component
(in a predetermined relative ratio) are mechanjaaiixed with each other, or the like.

According to an embodiment of the invention, theeimtion also relates to a process of
producing lower olefins, comprising the step of teating synthesis gas with the molecular
sieve composition according to any of the inventimentioned above, to produce lower olefins.
The process of producing the lower olefins, exdeptthe following exemplary ones, may be
carried out in any manner known in the art and ng eeaction apparatus known in the art,
without any particular limitation.

According to an embodiment of the present inventibwe reaction temperature for the
process of producing lower olefins is not partidyldimited, and may refer to the knowledge
conventionally known in the art, which is howevangrally 320-480°C, preferably 360-440

‘C, more preferably 370-430C, or more preferably 380-41T.



According to an embodiment of the present inventiba reaction pressure (gauge pressure)
of the process for producing lower olefins is nattgularly limited, and may refer to the
knowledge conventionally known in the art, whichhmwever generally in the range of 0.5 to
8MPa, preferably 1 to 6MPa, more preferably 2 td™aiVi

According to an embodiment of the present inventibe gas hourly space velocity of the
process for producing lower olefins is not partely limited, and may refer to the knowledge
conventionally known in the art, which is howeveengrally 800-10000h preferably
1,000-8,000t, more preferably 2,000-7,006h

According to an embodiment of the present inventibea composition of the synthesis gas
useful in the process for producing lower olefissot particularly limited, and may refer to the
knowledge conventionally known in the art, while tfolume ratio of CO to Hin the synthesis
gas is generally 0.3 to 3.5, preferably 0.5 to r3maore preferably 0.7 to 2.5. In addition, the
synthesis gas may further contain impurities, @aEiCQ and N, in amounts acceptable to those
skilled in the art, which are not particularly led.

Examples
The present invention will be described in furtidetail with reference to the Examples
below, whilst the present invention is not limitiecthese Examples.

In the following Examples and Comparative Examplaé,reagents and materials are
commercially available.

In the following Examples and Comparative Examp®ésis provided in weight%, space
velocity indicates a gas hourly space velocityspoee indicates a gauge pressure, aadnao
indicates molar ratio, unless otherwise specified.

In the context of the present description, inclgdithe Examples and Comparative
Examples below, the CO conversion = (inlet CO catataitlet CO content)/inlet CO content *
100%

In the context of the present description, inclgdithe Examples and Comparative
Examples below, the olefins/paraffins ratio (indilcg the lower olefins/lower paraffins ratio) is
calculated according to the following equation.

Olefins/paraffins ratio = (2 * moles of ethyleneguct + 3 * moles of propylene product +
4 * moles of butene product)/(2 * moles of ethangdpict + 3 * moles of propane product + 4 *
moles of butane product)



Example 1
Ga0;3+ Cr,O3 catalyst was prepared by the following steps:

1mol of gallium nitrate was weighed, dissolved witBOOmL of distilled water. Then,
3.2mol of NaOH was dissolved in 1000mL of watereTWwo aqueous solutions were combined
and co-precipitated, then aged for 3 hours at’@0filtered, dried overnight at 100C, and
roasted 12 hours at 40T, to obtain the G#; catalyst.

1mol of chromic nitrate was weighed, and dissoweith 1000mL of distilled water. Then,
3.2mol of NaOH was dissolved in 1000mL of watere TWwo aqueous solutions were combined

and co-precipitated, then aged for 3 hours &t /filtered, dried overnight at 100, and roasted
for 12 hours at 400, to obtain the GOs catalyst.

AIPO4-5 catalyst was prepared by the following steps:

Pseudo-boehmite, phosphoric acid and tri-n-propylaniTPA) were respectively used as
an aluminum source, a phosphorus source and aawmgyent, with molar ratios of A :
P,Os : TPA : ethanol : KO = 1: 1.2: 2.66: 80: 1000, which were added inteactor and then
aged for 2 hours, and crystallized under stirrioig48 hours at 190C. The obtained solid was
washed to be neutral with deionized water, separeteobtain solid, dried, and roasted for 6
hours at 550C in a muffle furnace, to obtain the AIR® molecular sieve.

All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.375 g of the prepared &y catalyst, 0.375 g of the prepared@ycatalyst and 0.75 g of
the prepared AIP£5 were mixed and put into a quartz reaction tulih an inner diameter of 6
mm. Synthesis gas {# nco =50: 50) was introduced into the reaction tuberiter the catalytic
bed for reaction, with a reaction temperature dd 40, a reaction system pressure of 4MPa,
and a gas hourly space velocity of 4,000 so as to carry out the reaction of producing lowe
olefins with synthesis gas. The results of thevitgtevaluation were shown in Table 1.

Example 2
Cr,O3 catalyst was prepared as in Example 1.
AIPQO,4-17 catalyst was prepared by the following steps:

Pseudo-boehmite, phosphoric acid and cyclohexylanwere respectively used as an
aluminum source, a phosphorus source and a tenggjatd, with molar ratios of AD; : P,Os :
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CHA:HF:HO=1:1:1:1:40, which were added into acteaand then aged for 2 hours,
and crystallized under stirring for 72 hours at 200The obtained solid was washed to be
neutral with deionized water, separated to obtalisdried, and roasted for 6 hours at 550
in a muffle furnace, to obtain the AIRQ7 molecular sieve.

All the formed catalysts had a 90% particle diamefd.5 to 0.9 mm.

0.75 g of the prepared £ catalyst and 0.75 g of the prepared AIPG were mixed and
put into a quartz reaction tube with an inner dienef 6 mm. Synthesis gasyfhnco =50: 50)
was introduced into the reaction tube to enter daglytic bed for reaction, with a reaction
temperature of 400C, a reaction system pressure of 4MPa, and a gasylspace velocity of
4,000 K, so as to carry out the reaction of producing lowslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 3
Znlng 3 catalyst was prepared by the following steps:

1mol of zinc nitrate and 0.3mol of indium nitrateene weighed, and dissolved with
1000mL of distilled water. Then, 3mol of NaOH wassslved in 1000mL of water. The two

agueous solutions were combined and co-precipitdieth aged for 3 hours at Q filtered,
dried overnight at 100, and roasted for 12 hours at 400to obtain the ZnIn0.3 catalyst.

AIPQO,4-18 catalyst was prepared by the following steps:

Pseudo-boehmite, phosphoric acid and N,N-diisogetipylamine were respectively used
as an aluminum source, a phosphorus source andpdate agent, with molar ratios of /85 :
P,Os: TPA: HHO =1:1:1: 50, which were added into a reaatat then aged for 2 hours, and
crystallized under stirring for 48 hours at 200The obtained solid was washed to be neutral
with deionized water, separated to obtain solidedjrand roasted for 6 hours at 850in a
muffle furnace, to obtain the AIRE18 molecular sieve.

All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.75 g of the prepared Znjlgcatalyst and 0.75 g of the prepared AIP@ were mixed and
put into a quartz reaction tube with an inner dieenef 6 mm. Synthesis gass¢hnco =50: 50)
was: n introduced into the reaction tube to ertterdatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of
4,000 K, so as to carry out the reaction of producing loalefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.
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Example 4
Ga03catalyst was prepared as in Example 1.
Zn,Cr catalyst was prepared by the following steps:

2mol of zinc nitrate and 1mol of chromic nitraterv@veighed, and dissolved with 2000mL
of distilled water. Then, 7mol of NaOH was dissalvia 1000mL of water. The two aqueous
solutions were combined and co-precipitated, thgedafor 3 hours at 70, filtered, dried

overnight at 100, and roasted for 12 hours at 400to obtain the ZsCr catalyst.
AIPO,4-20 catalyst was prepared by the following steps:

Pseudo-boehmite, phosphoric acid and tetramethgi@mum hydroxide were respectively
used as an aluminum source, a phosphorus sourca template agent, with molar ratios of
Al;O3 : P.Os : TMAOH: H,O =1:1:1:50, which were added into a reaatat then aged for
2 hours, and crystallized under stirring for 48 fsoat 200C. The obtained solid was washed to
be neutral with deionized water, separated to nl#alid, dried, and roasted for 6 hours at 550
C in a muffle furnace, to obtain the AIRQ0 molecular sieve.

All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.25 g of the prepared &2 catalyst, 0.5 g of the prepared,@n catalyst, and 0.75 g of
the prepared AIP£20 were mixed and put into a quartz reaction twlik an inner diameter of
6 mm. Synthesis gas {n nco =50: 50) was introduced into the reaction tubeetter the
catalytic bed for reaction, with a reaction tempeane of 400C, a reaction system pressure of
4MPa, and a gas hourly space velocity of 4,060s0 as to carry out the reaction of producing
lower olefins with synthesis gas. The results efdltivity evaluation were shown in Table 1.

Example 5
ZnCry glng 2 catalyst was prepared by the following steps:

1mol of zinc nitrate, 0.8mol of chromic nitrate ad@mol of indium nitrate were weighed,
and dissolved with 1000mL of distilled water. Thénmol of NaOH was dissolved in 1000mL
of water. The two aqueous solutions were combimelca-precipitated, then aged for 3 hours at
70°C, filtered, dried overnight at 100, and roasted for 12 hours at 400 to obtain the
ZnCrp glng 2 catalyst.
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AIPQO,4-31 catalyst was prepared by the following steps:

Pseudo-boehmite, phosphoric acid and di-n-butylamivere respectively used as an
aluminum source, a phosphorus source and a tenggjaetd, with molar ratios of AD; : P,Os :
DBA: H,O =1:1:1.4: 40, which were added into a r@aand then aged for 2 hours, and
crystallized under stirring for 2 hours at 170 The obtained solid was washed to be neutral
with deionized water, separated to obtain solidedjrand roasted for 6 hours at 850in a
muffle furnace, to obtain the AIRE31 molecular sieve.

All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.75 g of the prepared Zngsng, catalyst and 0.75 g of the prepared AIRR were
mixed and put into a quartz reaction tube with ramer diameter of 6 mm. Synthesis gag(n
nco =50: 50) was introduced into the reaction tuberiter the catalytic bed for reaction, with a
reaction temperature of 40@0 a reaction system pressure of 4MPa, and a gadyhspace
velocity of 4,000 H, so as to carry out the reaction of producing loalefins with synthesis gas.
The results of the activity evaluation were showiable 1.

Example 6
Zno Cr catalyst was prepared by the following steps:

0.7mol of zinc nitrate and 1mol of chromic nitratere weighed, and dissolved with
1000mL of distilled water. Then, 5mol of NaOH wassslved in 1000mL of water. The two

agueous solutions were combined and co-precipitdieth aged for 3 hours at 2Q filtered,
dried overnight at 100, and roasted for 12 hours at 400to obtain the Zg,Cr catalyst.

AIPQO,4-34 catalyst was prepared by the following steps:

Pseudo-boehmite, phosphoric acid and morpholine wespectively used as an aluminum
source, a phosphorus source and a template agémtnalar ratios of AIO3 : P.Os : Mor : HF :
HO=1:1:2.0:0.5:100, which were added iateeactor and then aged for 2 hours, and

crystallized under stirring for 24 hours at 180The obtained solid was washed to be neutral
with deionized water, separated to obtain solidedjrand roasted for 6 hours at 850in a
muffle furnace, to obtain the AIRE34 molecular sieve.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.
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0.75 g of the prepared £#Cr catalyst and 0.75 g of the prepared AJR32 were mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasg{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of
4,000 K, so as to carry out the reaction of producing loslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 7
Zno JZnCr, catalyst was prepared by the following steps:

1mol of zinc nitrate and 2mol of chromic nitraterev@veighed, and dissolved with 1000mL
of distilled water. Then, 8mol of NaOH was dissalvia 1000mL of water. The two aqueous

solutions were combined and co-precipitated, thgedafor 3 hours at 70, filtered, dried
overnight at 10@, and roasted for 12 hours at 4A00After roasting, the catalyst intermediate
was loaded with 0.2mol of zinc acetate, dried at@0overnight, and roasted at 400 for 1h

to obtain the Zn,/ZnCr, catalyst.

AIPQ,4-5 catalyst was prepared as in Example 1.
All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.75 g of the prepared g8ZnCr, catalyst and 0.75 g of the prepared AlPEOwere mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasg{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of
4,000 K, so as to carry out the reaction of producing loalefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 8

ZnCrp Al 3 catalyst was prepared by the following steps:

1mol of zinc nitrate, 0.9mol of chromic nitrate aB@d3mol of aluminum nitrate were
weighed, and dissolved with 1000mL of distilled gratThen, 6mol of NaOH was dissolved in
1000mL of water. The two aqueous solutions werehlsoed and co-precipitated, then aged for

3 hours at 7T, filtered, dried overnight at 100, and roasted for 12 hours at 400to obtain
the ZnCp oAl 3 catalyst.
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AIPQO,4-5 catalyst was prepared as in Example 1.
All the formed catalysts had a 90% particle diamefd.5 to 0.9 mm.

0.7 g of the prepared ZngsAlo 3 catalyst and 0.84 g of the prepared AlPEOwvere mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasg{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 9

ZnCry Al 3 catalyst was prepared as in Example 8.

AIPO4-11 catalyst was prepared by the following steps:

Pseudo-boehmite, phosphoric acid and diisopropylanwere respectively used as an

aluminum source, a phosphorus source and a tenggatd, with molar ratios of ADs; : P.Os :
DIPA: H,O =1 :1:1: 50, which were added into a reaaiwdl then aged for 2 hours, and

crystallized under stirring for 48 hours at 200The obtained solid was washed to be neutral

with deionized water, separated to obtain solidedjrand roasted for 6 hours at 850in a
muffle furnace, to obtain the AIR€1 molecular sieve.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

0.7 g of the prepared ZngzAl 3 catalyst and 0.84 g of the prepared AIPQ were mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowalefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 10

ZnCrp dAl o 3 catalyst was prepared as in Example 8.

AlIPQO,4-17 catalyst was prepared as in Example 2.
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All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.7 g of the prepared Zn§sAlo 3 catalyst and 0.84 g of the prepared AIPG were mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of
4,000 K, so as to carry out the reaction of producing loslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 11

ZnCry Al 3 catalyst was prepared as in Example 8.

AIPQO,4-18 catalyst was prepared as in Example 3.

All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.7 g of the prepared ZngzAl 3 catalyst and 0.84 g of the prepared AIP@ were mixed

and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etttercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of
4,000 K, so as to carry out the reaction of producing loslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 12

ZnCrp Al 3 catalyst was prepared as in Example 8.

AIPO,4-20 catalyst was prepared as in Example 4.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

0.7 g of the prepared Zng#Alo 3 catalyst and 0.84 g of the prepared AIFXD were mixed

and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gag{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowalefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 13
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ZnCrp Al 3 catalyst was prepared as in Example 8.
AIPQ,4-31 catalyst was prepared as in Example 5.
All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

0.7 g of the prepared Zng#Alo 3 catalyst and 0.84 g of the prepared AIRR2 were mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gag{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of
4,000 K, so as to carry out the reaction of producing loalefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 14

ZnCrp Al 3 catalyst was prepared as in Example 8.

AIPO4-34 catalyst was prepared as in Example 6.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

0.7 g of the prepared Zn§sAlo 3 catalyst and 0.84 g of the prepared AIFZ4 were mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gag{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 15
ZnCry Al 3 catalyst was prepared as in Example 8.
AIPO,-35 catalyst was prepared by the following steps:

Phosphoric acid, aluminum isopropoxide and hexayhatle imine were respectively used
as a phosphorus source, an aluminum source andpdate agent, with molar ratios of /&l; :
P,Os: HMI: H,O =1:1.5:4.5: 100, which were added intoacter and then aged for 2 hours,
and crystallized under stirring for 24 hours at 200The obtained solid was washed to be

neutral with deionized water, separated to obtalit sdried, and roasted for 6 hours at 550
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in a muffle furnace, to obtain the AIRQG5 molecular sieve.
All the formed catalysts had a 90% particle diamefd.5 to 0.9 mm.

0.7 g of the prepared Zn§sAlo 3 catalyst and 0.84 g of the prepared AIFB5 were mixed
and put into a quartz reaction tube with an innametter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 16

ZnCry Al 3 catalyst was prepared as in Example 8.

AIPO4-44 catalyst was prepared by the following steps:

Pseudo-boehmite, phosphoric acid and triethylamivere respectively used as an

aluminum source, a phosphorus source and a tenggatd, with molar ratios of ADs; : P.Os :
TEA: HLO =1:1:1.5: 60, which were added into a r@aend then aged for 2 hours, and

crystallized under stirring for 24 hours at 180The obtained solid was washed to be neutral
with deionized water, separated to obtain solidedjrand roasted for 6 hours at 850in a
muffle furnace, to obtain the AIRE&I4 molecular sieve.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

0.7 g of the prepared Zng#Al 3 catalyst and 0.84 g of the prepared AIRIA were mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowalefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 17

ZnCrp dAl o 3 catalyst was prepared as in Example 8.

AIPO4-56 catalyst was prepared by the following steps:
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Phosphoric acid, aluminum isopropoxide and N,N,Ntdramethyl-1,6-hexamethylene
diamine were respectively used as a phosphorugeoan aluminum source and a template
agent, with molar ratios of AD3 : P,Os : TMHD: H,O =1:1.1: 2 : 50, which were added into
a reactor and then aged for 2 hours, and crysdllimder stirring for 24 hours at 200 The
obtained solid was washed to be neutral with deeshiwater, separated to obtain solid, dried,
and roasted for 6 hours at 560in a muffle furnace, to obtain the AIRG6 molecular sieve.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

0.7 g of the prepared ZngzAl o 3 catalyst and 0.84 g of the prepared AIFSB were mixed
and put into a quartz reaction tube with an innameiter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 18

ZnCrp Al 3 catalyst was prepared as in Example 8.

AlIPQO,4-34 catalyst was prepared as in Example 6.

All the formed catalysts had a 90% particle diamefé.0 to 5.5 mm.

0.7 g of the prepared Zn§sAl o 3 catalyst and 0.84 g of the prepared AIFZ3 were mixed

and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasg{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction

temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowalefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 19

ZnCry Al 3 catalyst was prepared as in Example 8.

AlIPQO,4-34 catalyst was prepared as in Example 6.

All the formed catalysts had a 90% particle diamef&.3 to 0.5 mm.
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0.7 g of the prepared Zng#Al 3 catalyst and 0.84 g of the prepared AIFZ2 were mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasg{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of

4,000 K, so as to carry out the reaction of producing loslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 20

ZnCrp Al 3 catalyst was prepared as in Example 8.

AlIPQO,4-34 catalyst was prepared as in Example 6.

All the formed catalysts had a 90% particle diamefd.5 to 0.9 mm.

0.7 g of the prepared Zn§#Al o 3 catalyst and 0.84 g of the prepared AIFB4 were mixed,
which were immersed and loaded with 5% of Si usiliga sol as a silicon source, and put into
a quartz reaction tube with an inner diameter @hré. Synthesis gas {1 nco =50: 50) was
introduced into the reaction tube to enter the Igatabed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of

4,000 W, so as to carry out the reaction of producing loslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 21

ZnCrp Al 3 catalyst was prepared as in Example 8.

AIPO4-34 catalyst was prepared as in Example 6.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

0.7 g of the prepared Zn§yAl o 3 catalyst and 0.84 g of the prepared AlF32 were mixed,
which were immersed and loaded with 0.5% of vamadilsing ammonium vanadate as a
vanadium source, and put into a quartz reactioa with an inner diameter of 6 mm. Synthesis
gas (m2: nco =50: 50) was introduced into the reaction tubeetder the catalytic bed for
reaction, with a reaction temperature of 400a reaction system pressure of 4MPa, and a gas
hourly space velocity of 4,000*hso as to carry out the reaction of producing loalefins with
synthesis gas. The results of the activity evatunatvere shown in Table 1.

Example 22
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ZnCrp Al 3 catalyst was prepared as in Example 8.

AlIPQ,4-34 catalyst was prepared as in Example 6.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

0.7 g of the prepared Zng#Al o 3 catalyst and 0.84 g of the prepared AIFB4 were mixed,
which were immersed and loaded with 0.3% of niobusing niobium oxalate as a niobium

source, and put into a quartz reaction tube witlnaer diameter of 6 mm. Synthesis gas;(n
nco =50: 50) was introduced into the reaction tuberiter the catalytic bed for reaction, with a

reaction temperature of 40@0 a reaction system pressure of 4MPa, and a gadyhspace
velocity of 4,000 H, so as to carry out the reaction of producing loalefins with synthesis gas.
The results of the activity evaluation were showiable 1.

Example 23

ZnCrp Al 3 catalyst was prepared as in Example 8.

AIPQO,4-18 catalyst was prepared as in Example 3.

AlIPQO,4-34 catalyst was prepared as in Example 6.

All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.7 g of the prepared Zn§sAl o 3 catalyst, 0.084 g of the prepared APTB and 0.756 g of

the prepared AIP£34 were mixed and put into a quartz reaction twlik an inner diameter of
6 mm. Synthesis gas {n nco =50: 50) was introduced into the reaction tubeemter the

catalytic bed for reaction, with a reaction tempeane of 400C, a reaction system pressure of
4MPa, and a gas hourly space velocity of 4,060s0 as to carry out the reaction of producing
lower olefins with synthesis gas. The results efdltivity evaluation were shown in Table 1.

Example 24

ZnCrp Al 3 catalyst was prepared as in Example 8.

AIPQO,4-18 catalyst was prepared as in Example 3.

AlIPQO,4-34 catalyst was prepared as in Example 6.
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All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.7 g of the prepared Zn§sAlo 3 catalyst, 0.42 g of the prepared AIRPTB and 0.42 g of
the prepared AIP£34 were mixed and put into a quartz reaction twlik an inner diameter of
6 mm. Synthesis gas {n nco =50: 50) was introduced into the reaction tubeetter the
catalytic bed for reaction, with a reaction tempene of 400C, a reaction system pressure of
4MPa, and a gas hourly space velocity of 4,060s0 as to carry out the reaction of producing
lower olefins with synthesis gas. The results efdltivity evaluation were shown in Table 1.

Example 25

ZnCry Al 3 catalyst was prepared as in Example 8.

AIPQO,4-18 catalyst was prepared as in Example 3.

AIPO4-34 catalyst was prepared as in Example 6.

All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.7 g of the prepared ZngsAl 3 catalyst, 0.756 g of the prepared APTB and 0.084 g of
the prepared AIP£34 were mixed and put into a quartz reaction twlik an inner diameter of
6 mm. Synthesis gas {n nco =50: 50) was introduced into the reaction tubeetter the
catalytic bed for reaction, with a reaction tempeane of 400C, a reaction system pressure of
4MPa, and a gas hourly space velocity of 4,060s0 as to carry out the reaction of producing
lower olefins with synthesis gas. The results efaltivity evaluation were shown in Table 1.

Example 26
ZnCry Al 3 catalyst was prepared as in Example 8.
AIPO,4-18/AIP(Oy-34 eutectic molecular sieve catalyst was prephyetthe following steps:

Pseudo-boehmite, phosphoric acid, N,N,-diisoprdpbylamine and triethylamine were
respectively used as an aluminum source, a phogplsource and a template agent, with molar
ratios of AbOsz : P,.Os : DIEA : TEA: HLO=1:1:0.4: 1.4 : 50, which were added into a
reactor and then aged for 2 hours, and crystallimeder stirring for 24 hours at 180 The
obtained solid was washed to be neutral with deshiwater, separated to obtain solid, dried,
and roasted for 6 hours at 560in a muffle furnace, to obtain the AIRQ8/AIPO;-34 eutectic
molecular sieve.
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All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.7 g of the prepared ZnggAlo 3 catalyst and 0.84 g of the prepared AIPB/AIPOy-34
eutectic molecular sieve were mixed and put intuartz reaction tube with an inner diameter
of 6 mm. Synthesis gas{n nco =50: 50) was introduced into the reaction tubeniter the
catalytic bed for reaction, with a reaction tempéne of 400C, a reaction system pressure of
4MPa, and a gas hourly space velocity of 4,060s0 as to carry out the reaction of producing
lower olefins with synthesis gas. The results efaltivity evaluation were shown in Table 1.

Example 27
ZnCrAly » catalyst was prepared by the following steps:

1mol of zinc nitrate, 1mol of chromic nitrate an@r@ol of aluminum nitrate were weighed,
dissolved with 1000mL of distilled water. Then, @nod NaOH was dissolved in 1000mL of
water. The two aqueous solutions were combinedcangrecipitated, then aged for 3 hours at

70°C, filtered, dried overnight at 100, and roasted for 12 hours at 400 to obtain the
ZnCrAlp » catalyst.

AIPQ,-35 catalyst was prepared as in Example 15.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

1.2 g of the prepared ZnCrd catalyst and 0.3 g of the prepared AF8B were mixed
and put into a quartz reaction tube with an innameiter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowalefins with synthesis gas. The
results of the activity evaluation were shown irbl€Eal.

Example 28

ZnCrAlp » catalyst was prepared as in Example 27.

AIPO,-35 catalyst was prepared as in Example 15.

All the formed catalysts had a 90% particle diamefé.5 to 0.9 mm.

1.0 g of the prepared ZnCr catalyst and 0.5 g of the prepared AIFZB were mixed
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and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etitercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of
4,000 K, so as to carry out the reaction of producing lowslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 29

ZnCrAlp » catalyst was prepared as in Example 27.

AIPO,-35 catalyst was prepared as in Example 15.

All the formed catalysts had a 90% particle diamefd.5 to 0.9 mm.

0.5 g of the prepared ZnCrAd catalyst and 1.0 g of the prepared AlF83 were mixed
and put into a quartz reaction tube with an innameiter of 6 mm. Synthesis gasgi{mco =50:
50) was introduced into the reaction tube to etttercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowslefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Example 30

ZnCrAlp » catalyst was prepared as in Example 27.

AIPO,-35 catalyst was prepared as in Example 15.

All the formed catalysts had a 90% particle diamef&.5 to 0.9 mm.

0.3 g of the prepared ZnCrAd catalyst and 1.2 g of the prepared AlF83 were mixed
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasg{mco =50:
50) was introduced into the reaction tube to ettiercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyhspace velocity of
4,000 K, so as to carry out the reaction of producing lowalefins with synthesis gas. The
results of the activity evaluation were shown irbl€al.

Examples 31-36

The catalyst prepared in Example 14 was used imghetion of synthesis gas to produce

lower olefins, and the reaction conditions and eatbn results were shown in table 2.
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Example 37

The catalyst prepared in Example 14 was loadedangjoartz reaction tube with an inner
diameter of 6 mm, and synthesis gas(imco =50: 50) was introduced into the reaction tube to
enter the catalytic bed for reaction, with a reattiemperature of 400C, a reaction system
pressure of 4MPa, and a gas hourly space veloE#y000 h*, so as to carry out the reaction of
producing lower olefins with synthesis gas. Theaultssof the activity evaluation after 200 hours
were shown in Table 4.

Comparative Example 1

Znz sCrAl and SAPO-34 were prepared according to thepgmaion process taught by
[Science, 2016, 351, 1065-1068].

0.75 g of ZrsCrAl and 0.75 g of SAPO-34 were mixed and put mtguartz reaction tube
with an inner diameter of 6 mm. Synthesis ga:(mco =50: 50) was introduced into the
reaction tube to enter the catalytic bed for reactwith a reaction temperature of 400 a
reaction system pressure of 4MPa, and a gas hspalge velocity of 4,000’ so as to carry out
the reaction of producing lower olefins with syrgisegas. The results of the activity evaluation
were shown in Table 3.

Comparative Example 2

ZnZr, and SAPO-34 were prepared according to the prepargprocess taught by
[Angewandte Chemie, 2016, 128, 4803-4806].

0.75 g of ZnZg and 0.75 g of SAPO-34 were mixed and put intoatgueaction tube with
an inner diameter of 6 mm. Synthesis gag:(nco =50: 50) was introduced into the reaction
tube to enter the catalytic bed for reaction, watlmeaction temperature of 400 a reaction
system pressure of 4MPa, and a gas hourly spaceityebf 4,000 H, so as to carry out the
reaction of producing lower olefins with synthegas. The results of the activity evaluation
were shown in Table 3.

Comparative Example 3

A supported iron-based catalyst was prepared aicgptd the preparation process taught
by patent document [CN102441383A].

1.50 g of FeMnK/Si@catalyst was put into a quartz reaction tube aithnner diameter of
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6 mm. Synthesis gas {n nco =50: 50) was introduced into the reaction tubeemter the
catalytic bed for reaction, with a reaction tempene of 400C, a reaction system pressure of
4MPa, and a gas hourly space velocity of 4,060s as to carry out the reaction of producing
lower olefins with synthesis gas. The results efaltivity evaluation were shown in Table 3.

Comparative Example 4

A FeZn-K catalyst was prepared according to thepamation process taught by patent
document [CN102698764A].

1.50 g of FeZn-K catalyst was put into a quartztiea tube with an inner diameter of 6
mm. Synthesis gas {# nco =50: 50) was introduced into the reaction tuberiter the catalytic
bed for reaction, with a reaction temperature @¥'@0a reaction system pressure of 4MPa, and
a gas hourly space velocity of 4,008, lso as to carry out the reaction of producing lowe
olefins with synthesis gas. The results of thevitgtevaluation were shown in Table 3.

Comparative Example 5
ZnCrp Al 3 catalyst was prepared as in Example 8.
SAPO-34 catalyst was prepared by the followingstep

Phosphoric acid, pseudo-boehmite, ethyl orthosdiand morpholine were respectively
used as a phosphorus source, an aluminum sousiégam source and a template agent, with
molar ratios of AlOz : P,Os : SIG, : MOR : O =1:1:0.6: 3: 100, which were added into a
reactor and then aged for 2 hours, and crystallimeder stirring for 24 hours at 200 The
obtained solid was washed to be neutral with deshiwater, separated to obtain solid, dried,
and roasted for 6 hours at 560in a muffle furnace, to obtain the SAPO-34 molacusieve.

0.7 g of the prepared Zng#Alo 3 catalyst and 0.84 g of the prepared SAPO-34 waxedn
and put into a quartz reaction tube with an innameter of 6 mm. Synthesis gasg{mco =50:
50) was introduced into the reaction tube to ettiercatalytic bed for reaction, with a reaction
temperature of 400, a reaction system pressure of 4MPa, and a gatyrspace velocity of
4,000 K, so as to carry out the reaction of producing loalefins with synthesis gas. The
results of the activity evaluation were shown irbl€a3.

Comparative Example 6

ZnCrp dAl o 3 catalyst was prepared as in Example 8.
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SAPO-34 catalyst was prepared as in Comparativenbeab.
SAPO-18 catalyst was prepared by the followingstep

N,N-diisopropylethylamine (DIEA) was used as a t@hpgent, and orthophosphoric acid,
pseudo-boehmite and ethyl orthosilicate were rdsmdyg used as a phosphorus source, an
aluminum source, and a silicon source, with maddios of ALO3 : P,.Os : SIO, :DIEA : H,0 =
1:09:04: 1.8 : 100, which were crystallizedder stirring for 24 hours at 200 The
obtained solid was washed to be neutral with desxhiwater, separated to obtain solid, dried,
and roasted for 6 hours at 560in a muffle furnace, to obtain the SAPO-18 molacusieve.

0.7 g of the prepared Zng#Al 3 catalyst, 0.42 g of the prepared SAPO-34 and .42
the prepared SAPO-18 were mixed and put into atzweaction tube with an inner diameter of
6 mm. Synthesis gas {n nco =50: 50) was introduced into the reaction tubeetter the
catalytic bed for reaction, with a reaction tempene of 400C, a reaction system pressure of
4MPa, and a gas hourly space velocity of 4,060s0 as to carry out the reaction of producing
lower olefins with synthesis gas. The results efdltivity evaluation were shown in Table 3.

Comparative Example 7

Zn3 sCrAl and SAPO-34 were prepared according to thepgmation process taught by
[Science, 2016, 351, 1065-1068].

0.75 g of ZRCrAl and 0.75 g of SAPO-34 were mixed and put mtguartz reaction tube
with an inner diameter of 6 mm. Synthesis gag:(mco =50: 50) was introduced into the
reaction tube to enter the catalytic bed for reactwith a reaction temperature of 400 a
reaction system pressure of 4MPa, and a gas hspalge velocity of 4,000’ so as to carry out
the reaction of producing lower olefins with syrgisegas. The results of the activity evaluation
for 200 hours were shown in Table 4.

TABLE 1

CO adsorbing aluminophosphate Ratio | CO : Ratl_o of

. by conversion| olefins  /
component molecular sieve . .

weight | /% paraffins

Example 1 | Ga0O; + CrO; AIPO4-5 1:1 40.8 10.50
Example 2 | Cr,0O; AIPO4-17 11 42.6 14.01
Example 3 | Zning 3 AlPO,-18 1:1 48.4 13.04
Example 4 | Ga0Os;+ Zn,Cr AIPO,4-20 1:1 46.5 10.94
Example 5 | ZnCrdng» AIPO;-31 11 52.2 14.37
Example 6 | ZnyCr AlIPO4-34 1:1 53.9 12.75

26



Example 7 | Zny/ZnCr, AIPO4-5 1:1 47.5 10.82
Example 8 | ZnCr Algs AlIPO,-5 1:1.2 43.4 10.80
Example 9 | ZnCrAlgs AlPO;-11 1:1.2 43.4 10.72
Example 10| ZnCr Alg3 AlIPO,-17 1:1.2 51.9 14.96
Example 11| ZnCr Alg3 AlPO,-18 1:1.2 53.9 19.94
Example 12| ZnCr ,Alg3 AlIPO;-20 1:1.2 48.5 10.84
Example 13| ZnCr Alg3 AlIPO;-31 1:1.2 50.0 12.94
Example 14| ZnCr ,Alg 3 AlIPO;-34 1:1.2 55.6 17.07
Example 15| ZnCr Alg3 AlIPO;-35 1:1.2 52.9 14.43
Example 16| ZnCr Alg3 AlIPO,-44 1:1.2 51.3 10.16
Example 17| ZnCr oAlg 3 AlIPO,-56 1:1.2 48.7 10.78
Example 18| ZnCr Alg3 AlIPO,-34 1:1.2 47.1 13.15
Example 19| ZnCr Alg3 AlIPO,-34 1:1.2 52.1 14.91
Example 20| ( ZnCry Algz+ AlPO,-34 ) + 5% Si 1:1.2 55.2 11.28
Example 21| ( ZnCreAlgs+ AIPOs-34) + 0.5% V 1:1.2 48.4 10.10
Example 22| ( ZnCryAlgs+ AIPO;-34) + 0.3% Nb 1:1.2 50.6 10.34
AIPOs-18 10% _
Example 23| ZnCr Alg3 AIPO,34 90% 1:1.2 55.5 17.67
AIPO4-18 50% _
Example 24| ZnCr Algs AIPO,-34 50% 1:1.2 54.7 19.04
AIPO4-18 90% _
Example 25 ZnCr Alg3 AIPO,34 10% 1:1.2 54.3 19.36
AlIPO,-18 30%
Example 26| ZnCry oAlg3 AIPO4-34 70% 1:1.2 55.2 19.54
eutectic crystal
Example 27| ZnCrAly, AlIPO;-35 4:1 42.2 10.22
Example 28| ZnCrAly, AlIPO;-35 2:1 45.1 11.30
Example 29| ZnCrAly, AlIPO;-35 1:2 48.1 13.03
Example 30| ZnCrAly, AlIPO;-35 1:4 43.9 11.37
TABLE 2
Temperature| Pressure/MPa| Space (6{0) Ratio of olefins
/°C velocity/h* conversion/ | paraffins
%
Example 31| 400 3 5000 51.1 29.89
Example 32| 380 8 4000 47.4 11.19
Example 33| 390 5 2000 52.6 13.76
Example 34| 410 2 8000 45.9 27.83
Example 35| 420 0.5 6000 49.2 18.13
Example 36| 430 1 7000 57.0 22.84
TABLE 3
Catalyst Ratio of olefing
/ paraffins
Example 14 ZnGyre Algz+ AIPO4-34 (weight ratio of 1:1.2) 17.07
Comparative Example 1 ZeCrAl + SAPO-34 (weight ratio of 1:1) 4.54
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Comparative Example 2 ZnZ+ SAPO-34 (weight ratio of 1:1) 4.08
Comparative Example 3 FeMnK/SiO 3.23
Comparative Example 4 FeZn-K 3.68
Comparative Example 5 ZngAl o s+ SAPO-34 (weight ratio of 1:1.2) 4.82
Comparative Example 6 Zn§sA o3+ (50% SAPO-18 + 50% SAPO-34)
) . . 5.37
(weight ratio of 1:1.2)
TABLE 4
Catalyst Ratio of olefins
/ paraffins

Example 37 ZnGreAl gz + AIPO,-34 (weight ratio of 1:1.2) 14.92
Comparative Example 7 Zn; :CrAl + SAPO-34 (weight ratio of 1:1) 2.38
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CLAIMS

1. A molecular sieve composition comprising an ahophosphate molecular sieve and a
CO adsorbing component, wherein the CO adsorbimgpooent comprises at least one metal
oxide selected from the group consisting of an @xatiGroup 11B metal of the periodic table, an
oxide of Group VIB metal of the periodic table, lgah oxide and indium oxide (preferably at
least one metal oxide selected from the group stingiof zinc oxide, chromium oxide, gallium
oxide and indium oxide, more preferably at leasé ometal oxide selected from the group
consisting of zinc oxide and chromium oxide, or enpreferably a composite metal oxide of
zinc oxide and chromium oxide), wherein the alumpimesphate molecular sieve and the CO
adsorbing component are present separately from ether, such as packed individually or
mechanically mixed with each other.

2. The molecular sieve composition according tanctla, wherein the aluminophosphate
molecular sieve is at least one selected from tloeim consisting of AIPQ5, AIPOy-11,
AIPO4-17, AIPQ-18, AIPQ-20, AIPQ-31, AIPO-33, AIPO-34, AIPO-35, AIPO-44, and
AlIPQO4-56, preferably at least one selected from the groansisting of AIP@17, AIPQ-18,
AIPO4-31, AIPQ-33, AIPO-34, and AIPQ-35, or preferably at least one selected from
AIPO4-18 and AIPQ@-34, more preferably an eutectic molecular sieve APO4-34 and
AlIPO,-18.

3. The molecular sieve composition according toncla, wherein the aluminophosphate
molecular sieve is selected from the combinatioAl&10,-34 and AIPQ-18, with a weight ratio
of the AIPQ-18 to the AIPQ-34 of from 1:9 to 9:1, preferably from 1:3t0 3: 1

4. The molecular sieve composition according tontlh, wherein at least a part (preferably
50% or more, more preferably 80% or more, or maefgpably 90% or more) of the metal
oxide exhibits a spinel structure according to Xg§i@ctrum.

5. The molecular sieve composition according tanclad, wherein the weight ratio of the
aluminophosphate molecular sieve to the CO adsprdmmponent is from 1:5 to 5:1, preferably
from 1:3 to 4:1, more preferably from 1:2 to 3:1 nwore preferably from 1.5:1 to 1: 1.5.

6. The molecular sieve composition according tantld, wherein the CO adsorbing
component further comprises a binder (preferablgadt one selected from the group consisting

of alumina, magnesia, titania and zirconia, moefgrably alumina).

7. The molecular sieve composition according tancl@, wherein the weight ratio of the
metal oxide to the binder is from 10:1 to 1:1, prably from 4:1 to 1.2: 1.
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8. The molecular sieve composition according tarclh, being substantially free of at least
one element selected from the group consistingiobs, vanadium, and niobium.

9. The molecular sieve composition according tanctla, wherein the aluminophosphate
molecular sieve is present in particulate form e 90% particle diameter thereof is from 0.3
to 9mm (preferably from 0.4 to 5mm, more preferafsym 0.5 to 0.9 mm), and/or the CO
adsorbing component is present in particulate famd the 90% particle diameter thereof is
from 0.3 to 9mm (preferably from 0.4 to 5mm, moreferably from 0.5 to 0.9 mm).

10. A process of preparing a molecular sieve comipas comprising the step of
combining an aluminophosphate molecular sieve aB®adsorbing component (for example,
packing each individually or mechanically mixingtlieach other, preferably mechanically
mixing with each other), wherein the CO adsorbieghnponent comprises at least one metal
oxide selected from the group consisting of an @xatiGroup 11B metal of the periodic table, an
oxide of Group VIB metal of the periodic table, lgah oxide and indium oxide (preferably at
least one metal oxide selected from the group stingiof zinc oxide, chromium oxide, gallium
oxide and indium oxide, more preferably at leasé ometal oxide selected from the group
consisting of zinc oxide and chromium oxide, or enpreferably a composite metal oxide of
zinc oxide and chromium oxide).

11. A process of producing lower olefins, compugsthe step of contacting synthesis gas
with the molecular sieve composition according leane 1 or the molecular sieve composition
prepared by the preparation process accordingatmdoO, to produce lower olefins.

12. The process according to claim 11, whereinrédaetion temperature is 320-480
(preferably 360-440C, more preferably 370-430C, or more preferably 380-41@), the
reaction pressure (gauge pressure) is 0.5-8MPé&(pkdy 1-6 MPa, more preferably 2-5 MPa),
the gas hourly space velocity is 800-1000b (preferably 1,000-8,000"h more preferably
2,000-7,000 H), and the volume ratio of CO to,Hh the synthesis gas is 0.3-3.5 (preferably
0.5-3, more preferably 0.7-2.5).
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