
POLISHING APPARATUS 

BACKGROUND OF THE INVENTION 

Field of the Invention: 

	

5 	The present invention relates to a polishing apparatus for polishing a wafer 

having a film formed on a surface of the wafer, and more particularly to a polishing 

apparatus for polishing a wafer, while detecting a film thickness of the wafer by analyzing 

optical information contained in reflected light from the wafer. 

Description of the Related Art: 

	

10 	Manufacturing processes of semiconductor devices include a process of 

polishing a dielectric film, e.g., SiO2, and a process of polishing a metal film, e.g., copper 

or tungsten. Manufacturing processes of backside illumination CMOS sensor and 

through-silicon via (TSV) include a process of polishing a silicon layer (silicon wafer), in 

addition to the polishing processes of the dielectric film and the metal film. Polishing of 

	

15 	a wafer is terminated when a thickness of a film (e.g., the dielectric film, the metal film, 

or the silicon layer), constituting a wafer surface, has reached a predetermined target 

value. 

Polishing of a wafer is carried out using a polishing apparatus. In order to 

measure a film thickness of a non-metal film, such as a dielectric film or a silicon layer, 

20 the polishing apparatus generally includes an optical film-thickness measuring device. 

This optical film-thickness measuring device is configured to direct a light, which is 

emitted from a light source, to a surface of the wafer, measure intensity of reflected light 

from the wafer, and analyze a spectrum of the reflected light from the wafer to thereby 

measure the film thickness of the wafer. 

	

25 	In the optical film-thickness measuring device described above, light having 

wavelengths suitable for measuring a film thickness is used based on the kind of the film 

and/or the thickness of the film. For example, light having relatively long wavelengths 

is used when a thickness of a thin film is measured, while light having relatively short 
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wavelengths is used when a thickness of a silicon layer is measured. In this way, by 

selecting light having appropriate wavelengths based on the kind of the film and/or the 

thickness of the film, the film thickness can be accurately measured. 

Citation List 

	

5 	Patent Literature 

Patent document 1: Japanese laid-open patent publication No. 2017-5014 

Recently, film types and a measurement range of film thickness tend to be 

diversified, and as a result, the wavelength range for use in measuring a film thickness is 

becoming wider than in the past. However, there is no light source that can cover such a 

	

10 	wide wavelength range. One possible solution is to provide a plurality of light sources 

having different wavelength ranges in the optical film-thickness measuring device. 

However, since a light source is disposed on a polishing table of a polishing apparatus, 

there may be no space large enough to arrange a plurality of light sources on the polishing 

table. 

15 

SUMMARY OF THE INVENTION 

Therefore, according to an embodiment, there is provided a polishing apparatus 

which allows for easy replacement of a light source with another type of light source. 

In an embodiment, there is provided a polishing apparatus comprising: a 

20 polishing table for supporting a polishing pad; a polishing head configured to press a 

wafer against the polishing pad; a light-source assembly; a light-emitting transmission 

line having a distal end located at a predetermined position in the polishing table; a light-

receiving transmission line having a distal end located at the predetermined position in the 

polishing table; a spectrometer coupled to the light-receiving transmission line, the 

	

25 	spectrometer being configured to decompose reflected light, transmitted from the wafer 

through the light-receiving transmission line, in accordance with wavelength and measure 

intensity of the reflected light at each of wavelengths; and a processor configured to 

obtain information of a film of the wafer based on a spectral waveform indicating a 
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relationship between intensity and wavelength of the reflected light, wherein the light-

source assembly includes: a base fixed to the polishing table and coupled to the light-

emitting transmission line; and a light-source module having a lamp for emitting light, the 

light-source module being removably attached to the base, the base is a common base 

	

5 	which is adapted to any of a plurality of light-source modules of different types including 

the light-source module, and the base includes a positioning structure which achieves 

positioning of the light-source module relative to the base. 

In an embodiment, the base has an optical path located therein, the optical path 

has an entrance facing the lamp, and the optical path has an exit coupled to the light- 

	

10 	emitting transmission line. 

In an embodiment, the light-source module has a lamp cover that covers the 

lamp, the base has a recess formed in an outer surface of the base, and the lamp cover is 

fitted into the recess. 

In an embodiment, the positioning structure comprises a plurality of positioning 

	

15 	pins or a plurality of positioning pins arranged around the entrance of the optical path. 

In an embodiment, the base includes a power input line, a signal input line, a 

power output line, a signal output line, and a cable connector coupled to the power output 

line and the signal output line, and the light-source module includes a connector port 

which can be coupled to the cable connector. 

	

20 	In an embodiment, the base includes a hook, and the light-source module 

includes an engagement member located right above the hook. 

In an embodiment, the light-source module comprises a first light-source module 

having a first lamp configured to emit light, the polishing apparatus further includes a 

second light-source module having a second lamp configured to emit light having a 

	

25 	wavelength range different from that of the first lamp, and one of the first light-source 

module and the second light-source module is selectively attached to the base. 

According to the above-described embodiments, it is possible to detach only the 

light-source module and attach another type of light-source module to the base, while the 
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base remains fixed to the polishing table. Since the light-source module is lighter than 

the light-source assembly as a whole, the light-source module can be replaced easily. 

Since the light-emitting transmission line is coupled to the base, there is no need 

to disconnect the light-emitting transmission line from the base when the light-source 

	

5 	module is removed from the base. In particular, a worker can replace the light-source 

module without touching the light-emitting transmission line. Generally, the quantity of 

light transmitted from the light-source assembly to the polishing table varies depending 

greatly on a relative position between a connection end of the light-emitting transmission 

line and the light-source assembly. In other words, the relative position between the 

10 connection end of the light-emitting transmission line and the light-source assembly 

affects the film-thickness measurement accuracy. According to the present invention, 

the light-emitting transmission line is coupled to the base, and the base is fixed to the 

polishing table. Therefore, the position of the connection end of the light-emitting 

transmission line relative to the base is fixed at all times. Therefore, it is possible to 

	

15 	replace the light-source module without changing the quantity of light. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a view showing an embodiment of a polishing apparatus according to 

the present invention; 

	

20 	FIG. 2 is a plan view showing a polishing pad and a polishing table; 

FIG. 3 is an enlarged view showing an optical film-thickness measuring device 

(film-thickness measuring apparatus); 

FIG. 4 is a schematic view illustrating the principle of the optical film-thickness 

measuring device; 

	

25 	FIG. 5 is a graph showing an example of a spectral wavefolin; 

FIG. 6 is a graph showing a frequency spectrum obtained by performing Fourier 

transfoiiii process on the spectral waveform shown in FIG. 5; 

FIG. 7 is a bottom view of the light-source assembly; 
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FIG. 8 is a side view of the light-source assembly; 

FIG. 9 is a view showing a state in which the light-source module is removed 

from the base; 

FIG. 10 is a view showing a light-source module of a type different from the 

	

5 	light-source module shown in FIGS. 8 and 9; and 

FIG. 11 is a view showing a state in which the light-source module shown in FIG. 

10 is attached to the base. 

DESCRIPTION OF EMBODIMENTS 

	

10 	Embodiments of the present invention will be described below with reference to 

the drawings. FIG. 1 is a view showing an embodiment of a polishing apparatus 

according to the present invention. As shown in FIG. 1, the polishing apparatus includes 

a polishing table 3 supporting a polishing pad 1, a polishing head 5 for holding a wafer W 

and pressing the wafer W against the polishing pad 1 on the polishing table 3, a polishing- 

	

15 	liquid supply nozzle 10 for supplying a polishing liquid (e.g., slurry) onto the polishing 

pad 1, and a polishing controller 12 for controlling polishing of the wafer W. 

The polishing table 3 is coupled to a table motor 19 through a table shaft 3a, so 

that the polishing table 3 is rotated by the table motor 19 in a direction indicated by arrow. 

The table motor 19 is located below the polishing table 3. The polishing pad 1 is 

	

20 	attached to an upper surface of the polishing table 3. The polishing pad 1 has an upper 

surface, which provides a polishing surface la for polishing the wafer W. The polishing 

head 5 is secured to a lower end of a polishing head shaft 16. The polishing head 5 is 

configured to be able to hold the wafer W on its lower surface by vacuum suction. The 

polishing head shaft 16 can be elevated and lowered by an elevating mechanism (not 

	

25 	shown in the drawing). 

Polishing of the wafer W is perfoi 	lied as follows. The polishing head 5 and the 

polishing table 3 are rotated in directions indicated by arrows, while the polishing liquid 

(or slurry) is supplied from the polishing-liquid supply nozzle 10 onto the polishing pad 1. 
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In this state, the polishing head 5 presses the wafer W against the polishing surface 1 a of 

the polishing pad 1. The surface of the wafer W is polished by a chemical action of the 

polishing liquid and a mechanical action of abrasive grains contained in the polishing 

liquid. 

	

5 	The polishing apparatus includes an optical film-thickness measuring device (i.e., 

a film thickness measuring apparatus) 25 for measuring a film thickness of the wafer W. 

This optical film-thickness measuring device 25 includes a light-source assembly 30 for 

emitting light, an illuminating fiber 34 having distal ends 34a, 34b arranged at different 

locations in the polishing table 3, a light-receiving fiber 50 having distal ends 50a, 50b 

	

10 	arranged at the different locations in the polishing table 3, a spectrometer 26 for 

decomposing reflected light, transmitted through the light-receiving fiber 50 from the 

wafer W, in accordance with wavelength and measuring an intensity of the reflected light 

at each of wavelengths, and a processor 27 for producing a spectral wavefoiiii indicating a 

relationship between the intensity and the wavelength of the reflected light. The 

	

15 	processor 27 is coupled to the polishing controller 12. The illuminating fiber 34 is an 

example of a light-emitting transmission line, and the light-receiving fiber 50 is an 

example of a light-receiving transmission line. 

The illuminating fiber 34 is coupled to the light-source assembly 30 and is 

arranged so as to direct the light, emitted by the light-source assembly 30, to the surface 

	

20 	of the wafer W. The light-receiving fiber 50 is coupled to the spectrometer 26 and 

arranged so as to direct the reflected light from the surface of the wafer W to the 

spectrometer 26. 

The distal end 34a of the illuminating fiber 34 and the distal end 50a of the light-

receiving fiber 50 are adjacent to each other. These distal ends 34a, 50a constitute a first 

	

25 	sensor head 61. The other distal end 34b of the illuminating fiber 34 and the other distal 

end 50b of the light-receiving fiber 50 are adjacent to each other. These distal ends 34b, 

50b constitute a second sensor head 62. The polishing pad 1 has through-holes lb, lc 

located above the first sensor head 61 and the second sensor head 62, respectively. The 
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first sensor head 61 and the second sensor head 62 can transmit the light to the wafer W 

on the polishing pad 1 through the through-holes lb, 1 c and can receive the reflected light 

from the wafer W through the through-holes lb, lc. 

In one embodiment, the illuminating fiber 34 may have only one distal end 

	

5 	arranged at a predetermined position in the polishing table 3, and the light-receiving fiber 

50 may also have only one distal end arranged at the predetermined position in the 

polishing table 3. In this case also, the distal end of the illuminating fiber 34 and the 

distal end of the light-receiving fiber 50 are adjacent to each other. The distal end of the 

illuminating fiber 34 and the distal end of the light-receiving fiber 50 constitute a sensor 

	

10 	head for transmitting the light to the wafer W on the polishing pad 1, and receiving the 

reflected light from the wafer W. 

FIG. 2 is a plan view showing the polishing pad 1 and the polishing table 3. 

The first sensor head 61 and the second sensor head 62 are located at different distances 

from a center of the polishing table 3, and are arranged away from each other in the 

	

15 	circumferential direction of the polishing pad 3. In the embodiment shown in FIG. 2, 

the second sensor head 62 is located across the center of the polishing table 3 from the 

first sensor head 61. The first sensor head 61 and the second sensor head 62 move 

across the wafer W alternately in different paths each time the polishing table 3 makes 

one revolution. More specifically, the first sensor head 61 sweeps across the center of 

	

20 	the wafer W, while the second sensor head 62 sweeps across only the edge portion of the 

wafer W. The first sensor head 61 and the second sensor head 62 direct the light to the 

wafer W alternately, and receive the reflected light from the wafer W alternately. 

FIG. 3 is an enlarged view showing the optical film-thickness measuring device 

(i.e., the film-thickness measuring apparatus) 25. The illuminating fiber 34 has a 

	

25 	plurality of first illuminating strand optical fibers 36 and a plurality of second 

illuminating strand optical fibers 37. Distal ends of the first illuminating strand optical 

fibers 36 and distal ends of the second illuminating strand optical fibers 37 are bound by 

binders 32, 33, respectively. These distal ends constitute the distal ends 34a, 34b of the 
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illuminating fiber 34. 

Light-source-side ends of the first illuminating strand optical fibers 36, and light-

source-side ends of the second illuminating strand optical fibers 37 are coupled to the 

light-source assembly 30. A part of the first illuminating strand optical fibers 36 and a 

	

5 	part of the second illuminating strand optical fiber 37 are bundled by a binder 31 to 

constitute a trunk optical fiber 35. The end of the illuminating fiber 34, i.e., the end of 

the trunk optical fiber 35, is coupled to the light-source assembly 30 via a fiber connector 

70. 	The other part of the first illuminating strand optical fibers 36 and the other part of 

the second illuminating strand optical fibers 37 constitute branch optical fibers branched 

	

10 	off from the trunk optical fiber 35. 

In the embodiment shown in FIG. 3, two branch optical fibers branch off from 

one trunk optical fiber 35. Three or more branch optical fibers can branch off by adding 

strand optical fibers. Further, a diameter of the fiber can be easily increased by adding 

strand optical fibers. Such an optical fiber constituted by the plurality of strand optical 

	

15 	fibers has advantages that it can be easily bent and is not easily broken. 

The light-receiving fiber 50 includes a plurality of first light-receiving strand 

optical fibers 56 bound by a binder 51, and a plurality of second light-receiving strand 

optical fibers 57 bound by a binder 52. The distal ends 50a, 50b of the light-receiving 

fiber 50 are constituted by distal ends of the first light-receiving strand optical fibers 56 

	

20 	and distal ends of the second light-receiving strand optical fibers 57, respectively. The 

distal end 34a of the first illuminating strand optical fibers 36 and the distal end 50a of the 

first light-receiving strand optical fibers 56 constitute the first sensor head 61. The distal 

end 34b of the second illuminating strand optical fibers 37 and the distal end 50b of the 

second light-receiving strand optical fibers 57 constitute the second sensor head 62. A 

	

25 	part of the first light-receiving strand optical fibers 56 and a part of the second light- 

receiving strand optical fibers 57 are bundled by a binder 53 to constitute a trunk optical 

fiber 58. The trunk optical fiber 58 is coupled to the spectrometer 26. The 

spectrometer 26 is electrically connected to the processor 27. 
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In the present embodiment, the light-receiving strand optical fibers 56, 57 are 

coupled to the spectrometer 26. During polishing of the wafer W, light is transmitted to 

the spectrometer 26 through both the light-receiving strand optical fibers 56, 57. Since 

the intensity of light other than the light reflected from the wafer W is extremely low, 

	

5 	accurate film thickness measurement can be achieved by using only light whose intensity 

is larger than a threshold value. In one embodiment, an optical switch for selectively 

coupling one of the light-receiving strand optical fibers 56, 57 to the spectrometer 26 may 

be disposed between the light-receiving strand optical fibers 56, 57 and the spectrometer 

26. 

	

10 	During polishing of the wafer W, the illuminating fiber 34 directs the light to the 

wafer W, and the light-receiving fiber 50 receives the reflected light from the wafer W. 

The reflected light from the wafer W is transmitted through the light-receiving fiber 50 to 

the spectrometer 26. The spectrometer 26 decomposes the reflected light in accordance 

with wavelength, measures the intensity of the reflected light at each of the wavelengths 

	

15 	over a predetermined wavelength range, and transmits light intensity data obtained to the 

processor 27. This light intensity data is an optical signal reflecting a film thickness of 

the wafer W, and contains the intensities of the reflected light and the corresponding 

wavelengths. The processor 27 produces, from the light intensity data, the spectral 

waveform representing the intensity of the light at each of the wavelengths. 

	

20 	FIG. 4 is a schematic view illustrating the principle of the optical film-thickness 

measuring device 25. In this example shown in FIG. 4, a wafer W has a lower film and 

an upper film formed on the lower film. The upper film is a film that can allow light to 

pass therethrough, such as a silicon layer or a dielectric film. The light, directed to the 

wafer W, is reflected off an interface between a medium (e.g., water in the example of 

	

25 	FIG. 4) and the upper film and an interface between the upper film and the lower film. 

Light waves from these interfaces interfere with each other. The manner of interference 

between the light waves varies according to the thickness of the upper film (i.e., a length 

of an optical path). As a result, the spectral waveform, produced from the reflected light 
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from the wafer W, varies according to the thickness of the upper film. 

The spectrometer 26 decomposes the reflected light in accordance with the 

wavelength and measures the intensity of the reflected light at each of the wavelengths. 

The processor 27 produces the spectral waveform from the reflected-light intensity data 

	

5 	(or optical signal) obtained by the spectrometer 26. This spectral waveform is expressed 

as a line graph indicating a relationship between the wavelength and the intensity of the 

light. The intensity of the light can also be expressed as a relative value, such as a 

relative reflectance which will be discussed later. 

FIG. 5 is a graph showing an example of the spectral waveform. In FIG. 5, 

	

10 	vertical axis represents relative reflectance indicating the intensity of the reflected light 

from the wafer W, and horizontal axis represents wavelength of the reflected light. The 

relative reflectance is an index value that represents the intensity of the reflected light. 

The relative reflectance is a ratio of the intensity of the light to a predetermined reference 

intensity. By dividing the intensity of the light (i.e., the actually measured intensity) at 

15 each wavelength by a predetermined reference intensity, unwanted noises, such as a 

variation in the intensity inherent in an optical system or the light source of the apparatus, 

are removed from the actually measured intensity. 

The reference intensity is an intensity that has been measured in advance at each 

of the wavelengths. The relative reflectance is calculated at each of the wavelengths. 

	

20 	Specifically, the relative reflectance is determined by dividing the intensity of the light 

(the actually measured intensity) at each wavelength by the corresponding reference 

intensity. The reference intensity is, for example, obtained by directly measuring the 

intensity of light emitted from the first sensor head 61 or the second sensor head 62, or by 

irradiating a mirror with light from the first sensor head 61 or the second sensor head 62 

	

25 	and measuring the intensity of reflected light from the mirror. Alternatively, the 

reference intensity may be an intensity of the reflected light which is measured by the 

spectrometer 26 when a silicon wafer (bare wafer) with no film thereon is being water-

polished in the presence of water, or when the silicon wafer (bare wafer) is placed on the 
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polishing pad I. In the actual polishing process, a dark level (which is a background 

intensity obtained under the condition that light is cut off) is subtracted from the actually 

measured intensity to determine a corrected actually measured intensity. Further, the 

dark level is subtracted from the reference intensity to determine a corrected reference 

5 

	

	intensity. Then the relative reflectance is calculated by dividing the corrected actually 

measured intensity by the corrected reference intensity. That is, the relative reflectance 

R(?) can be calculated by using the following formula (1) 

R(2) = 
E(2)— D(2)  

B(2)— D(A) 
(1) 

10 	where X is wavelength, E(k) is the intensity of the light reflected from the wafer at the 

wavelength k, B(X) is the reference intensity at the wavelength k, and D(k) is the 

background intensity (i.e., dark level) at the wavelength obtained under the condition 

that light is cut off. 

The processor 27 performs a Fourier transform process (e.g., fast Fourier 

15 transform process) on the spectral wavefomi to produce a frequency spectrum and 

determines a film thickness of the wafer W from the frequency spectrum. FIG. 6 is a 

graph showing the frequency spectrum obtained by performing the Fourier transform 

process on the spectral waveform shown in FIG. 5. In FIG. 6, vertical axis represents 

strength of a frequency component contained in the spectral waveform, and horizontal 

20 	axis represents film thickness. The strength of a frequency component corresponds to 

amplitude of a frequency component which is expressed as sine wave. A frequency 

component contained in the spectral waveform is converted into a film thickness with use 

of a predetermined relational expression, so that the frequency spectrum as shown in FIG. 

6 is produced. This frequency spectrum represents a relationship between the film 

25 thickness and the strength of the frequency component. The above-mentioned 

predetermined relational expression is a linear function representing the film thickness 

and having the frequency component as variable. This linear function can be obtained 
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from actual measurement results of film thickness, an optical film-thickness measurement 

simulation, theoretical formula, etc. 

In the graph shown in FIG. 6, a peak of the strength of the frequency component 

appears at a film thickness tl. In other words, the strength of the frequency component.  

5 becomes maximum at the film thickness of tl. That is, this frequency spectrum 

indicates that the film thickness is tl. In this manner, the processor 27 determines the 

film thickness corresponding to a peak of the strength of the frequency component. The 

processor 27 analyzes the optical infoiiiiation contained in the reflected light from the 

wafer W to thereby obtain film information, such as film thickness, film material, film 

10 	quality, and the like. 

The processor 27 outputs the film thickness tl as a film-thickness measurement 

value to the polishing controller 12. The polishing controller 12 controls polishing 

operations (e.g., a polishing terminating operation) based on the film thickness tl sent 

from the processor 27. For example, when the film thickness tl has reached a preset 

15 	target value, the polishing controller 12 terminates polishing of the wafer W. 

FIG. 7 is a bottom view of the light-source assembly 30, and FIG. 8 is a side 

view of the light-source assembly 30. The light-source assembly 30 includes a base 75 

fixed to the polishing table 3, and a light-source module 77 removably attached to the 

base 75. The illuminating fiber 34 is detachably coupled to the base 75 by a fiber 

20 	connector 70. The base 75 is fixed to a lower surface 3b of the polishing table 3 by 

screws (not shown), whereas the light-source module 77 is not fixed to the polishing table 

3. 	The light-source module 77 is attached to a module mount surface 75a of the base 75 

by fastening screws 80. The fastening screws 80 are disposed on both sides of the light-

source module 77. The base 75 has screw holes 81. The light-source module 77 is 

25 	fixed to the base 75 by the fastening screws 80 screwed into the screw holes 81. By 

removing the fastening screws 80 from the screw holes 81, the light-source module 77 

can be separated from the base 75. 

In order to prevent the light-source module 77 from falling off from the base 75 
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when the fastening screws 80 are loosened, a hook 85 is fixed to the base 75, and the 

light-source module 77 is provided with an engagement member 87 located right above 

the hook 85. The engagement member 87 is fixed to the light-source module 77. The 

hook 85 has an end portion 85a extending upwardly. A lower end of the engagement 

	

5 	member 87 is located lower than a top surface of the end portion 85a of the hook 85. In 

the event that the fastening screws 80 are loosened during the rotation of the polishing 

table 3, the engagement member 87 engages with the hook 85. The engagement of the 

hook 85 and the engagement member 87 can prevent the light-source module 77 from 

falling off from the base 75. 

	

10 	The base 75 includes a power input line 91, a signal input line 92, a power output 

line 95, a signal output line 96, and a cable connector 98 coupled to the power output line 

95 and the signal output line 96. The cable connector 98 is detachably coupled to the 

connector port 99 of the light-source module 77. The power output line 95 and the 

signal output line 96 may be covered with a protective film (sheath). The power input 

	

15 	line 91 is coupled to a power source (not shown). The signal input line 92 is coupled to 

the polishing controller 12 shown in FIG. 1, and transmits a trigger signal generated by 

the polishing controller 12 to the base 75. The power output line 95 is coupled to the 

power input line 91, and the signal output line 96 is coupled to the signal input line 92. 

The power supplied from the power source is delivered to the base 75 through the power 

	

20 	input line 91, passes through the base 75, and is delivered to the light-source module 77 

through the power output line 95. The trigger signal from the polishing controller 12 is 

transmitted to the base 75 through the signal input line 92, passes through the base 75, 

and delivered to the light-source module 77 through the signal output line 96. 

FIG. 9 is a view showing a state in which the light-source module 77 is removed 

25 from the base 75. The light-source module 77 has a connector port 99 that can be 

coupled to the cable connector 98. As shown in FIG. 9, when the light-source module 

77 is removed from the base 75, the cable connector 98 is disconnected from the 

connector port 99. When the light-source module 77 is attached to the base 75, the cable 
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connector 98 is coupled to the connector port 99 as shown in FIG. 7. 

As shown in FIG. 9, the light-source module 77 has a lamp 100 for emitting light 

and a lamp cover 102 covering the lamp 100. A through-hole 102a is formed in a front 

end surface of the lamp cover 102, so that the light emitted by the lamp 100 can pass 

	

5 	through the through-hole 102a. A recess 110 into which the lamp cover 102 is fitted is 

formed in an outer surface of the base 75, more specifically in the module mount surface 

75a. The light-source module 77 is attached to the module mount surface 75a. The 

base 75 has an optical path 105 located therein. An entrance 105a of the optical path 

105 is located at the bottom of the recess 110, and an exit 105b of the optical path 105 is 

	

10 	coupled to the illuminating fiber 34 by a fiber connector 70. 

When the light-source module 77 is attached to the base 75, the lamp cover 102 

is fitted into the recess 110, whereby the entrance 105a of the optical path 105 is shielded 

from light, and the entrance 105a of the optical path 105 faces the lamp 100. When the 

lamp 100 emits light with the lamp cover 102 fitted in the recess 110, the light travels 

	

15 	through the optical path 105 to the illuminating fiber 34. The optical path 105 is 

provided with a reflection mirror 109 for changing the traveling direction of the light. In 

one embodiment, the optical path 105 may be comprised of optical fiber. The lamp 100 

shown in FIG. 9 is a halogen lamp. The lamp 100 is electrically connected to the power 

output line 95 through an internal power line 108, so that the power is supplied to the 

	

20 	lamp 100 through the power output line 95 and the internal power line 108. 

The base 75 has a plurality of positioning pins 111 serving as a positioning 

structure for positioning the light-source module 77 relative to the base 75. This 

positioning pins 111 are fixed to the module mount surface 75a, and are arranged around 

the recess 110 and the entrance 105a of the optical path 105. The light-source module 

	

25 	77 has positioning holes 112 into which the positioning pins 111 are inserted. The 

positioning holes 112 are arranged around the lamp cover 102 and the lamp 100. When 

the light-source module 77 is attached to the base 75, the lamp cover 102 is fitted into the 

recess 110, and the positioning pins 111 are inserted into the positioning holes 112. 
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In one embodiment, the light-source module 77 may have positioning pins 111 

and the base 75 may have positioning holes 112. In this case, the positioning pins 111 

are arranged around the lamp cover 102 and the lamp 100, and the positioning holes 112 

are arranged around the recess 110 and the entrance 105a of the optical path 105. 

	

5 	The base 75 is a common base that is adapted to any of a plurality of light-source 

modules of different types including the light-source module 77. These light-source 

modules of different types are prepared in advance and include the light-source module 

77. According to this embodiment, it is possible to remove the light-source module 77 

and attach a different type of light-source module to the base 75. For example, the light- 

	

10 	source module 77 having a halogen lamp is removed from the base 75, and a light-source 

module having a xenon lamp can be attached to the base 75. A halogen lamp is 

generally capable of emitting light having wavelengths ranging from 400 nm to 1100 rim, 

and a xenon lamp can generally emit light having wavelengths ranging from 200 nm to 

800 nm. Therefore, by selectively attaching the light-source module 77 having a 

	

15 	halogen lamp or another light-source module having a xenon lamp to the base 75, the 

optical film-thickness measuring device 25 can cover the wavelength range of 200 nm to 

1100 nm. 

FIG. 10 is a diagram showing a light-source module 120 of a type different from 

the light-source module 77 shown in FIGS. 8 and 9. The light-source module 120 has a 

	

20 	lamp 121, a high-voltage power supply 125, and a trigger circuit 127 arranged therein. 

The lamp 121 is a lamp capable of emitting light with a wavelength range different from 

that of the lamp 100 of the light-source module 77. For example, the lamp 100 of the 

light-source module 77 is a halogen lamp, and the lamp 121 of the light-source module 

120 is a xenon lamp. In the following description, the light-source module 77 will be 

	

25 	referred to as first light-source module 77, the lamp 100 of the first light-source module 

77 will be referred to as halogen lamp 100, the light-source module 120 will be referred to 

as second light-source module 120, and the lamp 121 of the second light-source module 

120 is referred to as xenon lamp 121. 
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The high-voltage power supply 125 generates a high voltage and applies the 

generated high voltage to the xenon lamp 121. The trigger circuit 127 is configured to 

control application timing of the high voltage. The second light-source module 120 has 

a connector port 130 at the same position as the connector port 99 of the above-described 

	

5 	first light-source module 77. The shape and size of the connector port 130 are the same 

as those of the connector port 99 of the first light-source module 77. Therefore, the 

cable connector 98 can be coupled to the connector port 130. 

The connector port 130 is coupled to the high-voltage power supply 125 via a 

first internal power line 131a. The high-voltage power supply 125 is coupled to the 

	

10 	xenon lamp 121 via a second internal power line 13 lb. Further, the connector port 130 

is coupled to the trigger circuit 127 via a first internal signal line 132a, and the trigger 

circuit 127 is coupled to the xenon lamp 121 via a second internal signal line 132b. 

When the cable connector 98 is coupled to the connector port 130 of the second light-

source module 120, the power output line 95 and the signal output line 96 are electrically 

	

15 	connected to the first internal power line 131a and the first internal signal line 132a, 

respectively. 

The second light-source module 120 has a lamp cover 133, positioning holes 135, 

an engagement member (not shown), and fastening screws 138 at the same positions as 

those of the first light-source module 77. A through-hole 133a is formed in a front end 

	

20 	surface of the lamp cover 133, so that light, emitted by the xenon lamp 121, can pass 

through the through-hole 133a. 

The lamp cover 133, the positioning holes 135, the engagement member (not 

shown), and the fastening screws 138 of the second light-source module 120 have the 

same shapes as the lamp cover 102, the positioning holes 112, the engagement member 

	

25 	87, and the fastening screws 80 of the first light-source module 77. Therefore, as shown 

in FIG. 11, the second light-source module 120 can be attached to the module mount 

surface 75a of the base 75. 

According to the present embodiment, it is possible to detach only the first light- 
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source module 77 and attach the second light-source module 120 of another type to the 

base 75, while the base 75 remains fixed to the polishing table 3. Since the first light-

source module 77 and the second light-source module 120 are lighter than the light-source 

assembly 30 as a whole, the first light-source module 77 can be easily replaced with the 

	

5 	second light-source module 120. Similarly, it is also easy to replace the second light- 

source module 120 with the first light-source module 77. 

Since the illuminating fiber 34 is coupled to the base 75, it is not necessary to 

separate the illuminating fiber 34 from the base 75 when the first light-source module 77 

is removed from the base 75. In particular, a worker can replace the first light-source 

	

10 	module 77 with the second light-source module 120 without touching the illuminating 

fiber 34. Generally, the quantity of light directed from the light-source assembly 30 to 

the polishing table 3 varies depending greatly on the relative position of the connection 

end of the illuminating fiber 34 and the light-source assembly 30. In other words, the 

relative position of the connection end of the illuminating fiber 34 and the light-source 

	

15 	assembly 30 affects the film-thickness measurement accuracy. According to the present 

embodiment, the illuminating fiber 34 is coupled to the base 75, and the base 75 is fixed 

to the polishing table 3. Therefore, the position of the connection end of the illuminating 

fiber 34 relative to the base 75 is fixed at all times. Therefore, it is possible to replace 

the first light-source module 77 with the second light-source module 120 without 

	

20 	changing the quantity of light. Similarly, it is also possible to replace the second light- 

source module 120 with the first light-source module 77 without changing the quantity of 

light. 

In one embodiment, the first light-source module 77 and the second light-source 

module 120 are selected based on a process of a wafer. For example, when a silicon 

	

25 	layer is to be polished, the first light-source module 77 having the halogen lamp 100 is 

used. When a thin film is to be polished, the second light-source module 120 having the 

xenon lamp 121 is used. In this way, an optimum type of light-source module can be 

used based on the type of film to be polished and/or the thickness of the film. Therefore, 
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the polishing apparatus can be used for various polishing processes. 

The types of the lamps 100, 121 of the light-source modules 77, 120 are not 

limited to halogen lamp and xenon lamp, and may be of other types such as light emitting 

diode, deuterium lamp, laser, and the like. 

	

5 	The above-discussed embodiments of the light-source assembly 30 including the 

base 75 and the light-source module 77 (or the light-source module 120) can be applied 

not only to the polishing apparatus shown in FIG. 1, but also to other polishing 

apparatuses. For example, although the polishing apparatus shown in FIG. 1 has two 

sensor heads 61, 62, the above embodiments of the light-source assembly 30 can also be 

	

10 	applied to a polishing apparatus having only one sensor head. 

The previous description of embodiments is provided to enable a person skilled 

in the art to make and use the present invention. Moreover, various modifications to 

these embodiments will be readily apparent to those skilled in the art, and the generic 

principles and specific examples defined herein may be applied to other embodiments. 

15 Therefore, the present invention is not intended to be limited to the embodiments 

described herein but is to be accorded the widest scope as defined by limitation of the 

claims. 
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What is claimed is: 

1. A polishing apparatus comprising: 

a polishing table for supporting a polishing pad; 

a polishing head configured to press a wafer against the polishing pad; 

a light-source assembly; 

a light-emitting transmission line having a distal end located at a predetermined 

position in the polishing table; 

a light-receiving transmission line having a distal end located at the 

predetelmined position in the polishing table; 

a spectrometer coupled to the light-receiving transmission line, the spectrometer 

being configured to decompose reflected light, transmitted from the wafer through the 

light-receiving transmission line, in accordance with wavelength and measure intensity of 

the reflected light at each of wavelengths; and 

a processor configured to obtain information of a film of the wafer based on a 

spectral waveform indicating a relationship between intensity and wavelength of the 

reflected light, 

wherein the light-source assembly includes: 

a base fixed to the polishing table and coupled to the light-emitting 

transmission line; and 

a light-source module having a lamp for emitting light, the light-source 

module being removably attached to the base, 

the base is a common base which is adapted to any of a plurality of light-source 

modules of different types including the light-source module, and 

the base includes a positioning structure which achieves positioning of the light- 

source module relative to the base. 
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2. The polishing apparatus according to claim 1, wherein the base has an optical 

path located therein, the optical path has an entrance facing the lamp, and the optical path 

has an exit coupled to the light-emitting transmission line. 

3. The polishing apparatus according to claim 2, wherein the light-source module 

has a lamp cover that covers the lamp, the base has a recess formed in an outer surface of 

the base, and the lamp cover is fitted into the recess. 

4. The polishing apparatus according to claim 2, wherein the positioning 

structure comprises a plurality of positioning pins or a plurality of positioning pins 

arranged around the entrance of the optical path. 

5. The polishing apparatus according to claim 1, wherein: 

the base includes a power input line, a signal input line, a power output line, a 

signal output line, and a cable connector coupled to the power output line and the signal 

output line, and 

the light-source module includes a connector port which can be coupled to the 

cable connector. 

6. The polishing apparatus according to claim 1, wherein: 

the base includes a hook; and 

the light-source module includes an engagement member located right above the 

hook. 

7. The polishing apparatus according to claim 1, wherein: 

the light-source module comprises a first light-source module having a first lamp 

configured to emit light; 

the polishing apparatus further includes a second light-source module having a 
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second lamp configured to emit light having a wavelength range different from that of the 

first lamp; and 

one of the first light-source module and the second light-source module is 

selectively attached to the base. 
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