Adapt er Conponent Abstract The invention relates to
a weapon (2) adapter conponent (1) for receiving
add-on pieces. The inventive adapter conponent (1)
surrounds in a sleeve-like manner the weapon housing
element (6,7) fixed to a barrel (4) and is provided
wWith an internal surface area (25) which can be
frictionally coupled with a correspondi ng externa
surface area (11) of the wagpon housing el enment

(6,7). For this purpose, an adjustabl e clanping

el ement (18) acting okuapi® RHPPh@E conponent (1) is
el astically deformable while the adapter conponent (1)
Is adjusted and thereby gengsates a surface pressure
requires for the friction coupling between the
internal and external surface areas (25,11). A weapon
(2) ThY inGenW@APRRS Al aRGeNE ddapér @i pednti tfbr redeéving add-on pieces.
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element (6,7) fixed to a barrel (4) and is provided with an internal surface area (25) which can be
frictionally coupled with a corresponding external surface area (11) of the weapon housing
element (6,7). For this purpose, an adjustable clamping element (18) acting on the adapter
component (1) is elastically deformable while the adapter component (1) is adjusted and thereby
generates a surface pressure requires for the friction coupling between the internal and external
surface areas {25,11). A weapon (2) or a weapon arrangement provided with the inventive adapter

component (1) is also disclosed.
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