25 OBJECTI VE LENS DRI VI NG DEVI CE Abstract of the Disclosure An objective
| ens driving device used in an optical recording and/ or reproduction
apparatus conprises a |ens holder, an elastic supporting neans, a coi
bobbi n and a yoke. An objective Iens i spgounted in the |ens holder. The
elastic s tached to.the lens holder and the

ot her endqagﬁ%é¢¥?Ft() a #%gﬁglng éggi The el astic supporting neans support’
the |l ens holder novably in a direction parallel to the optical axis of the
obj ect i ve Alsstsraprtd dfh thepiDdielpeupendi cul ar to the-optical axis. A coil for
.focusing and coils for tracking are wound on the coil bobbin. A magnet is
mount ed on t he Amkebjarditvee Vénks hdeivihgs deadioed usedeliactal eptiibafll fl ux

fromthe magnet acts only on effective portions of the coils for tracking.
recording and/or reproduction apparatus comprlses a lens

holder, an elastic supporting means, a coil bobbln and a
yoke. An objectlve lens is mounted in the lens holder. The
.elastic supporglng means has one end attached to the lens
holder and the other end attached to a mounting part. The
elastic supporting means support the lens holder movably in
a directién parallel to.the optical éxis of the objective
lens and in a plane'perpendicular to the-optical axis. A
coil for focusing and coils for tracking are wound on the
coil bobbin. A magnet is mounted on the yoke, and the width
of this magnet is selected so that flux from the magnet acts

-only on effective portions of the coils for tracking.
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