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DESCRIPTION 

WEARABLE TERMINAL DEVICE, DISPLAY METHOD, PROGRAM, AND SERVICE 

PROVIDING SYSTEM 

 

Technical Field 

[0001] 

 The present invention relates to a wearable termin al device, 

a display method, a program, and a service providin g system. 

 

Background Art 

[0002] 

 Wearable terminal devices such as Google Glass (re gistered 

trademark) are known devices with which one can use  functions 

of a computer and the Internet anytime and anywhere  without 

sitting in front of a personal computer (PC) or sta ring at a 

smart phone, for example. 

 

Citation List 

Non Patent Literature 

[0003] 

 Non Patent Literature 1: Yoichi Yamashita, “Google  Glass 

experiences,” [online], January 20, 2014, Mynavi Co rporation, 

[Searched on April 10, 2014], Internet 

<URL:http://news.mynavi.jp/column/gglass/001/, 

http://news.mynavi.jp/column/gglass/002/, 



2 

http://news.mynavi.jp/column/gglass/003/> 

 

Summary of Invention 

Technical Problem 

[0004] 

 Manufacturers have commenced sales of products of such 

wearable terminal devices but are still seeking for  the uses 

of the products. 

[0005] 

 For example, Non Patent Literature 1 mentions that  “it would 

be interesting if the devices could be introduced i nto guides 

in museums or used for checking data of players whi le watching 

baseball games, for example,” but such uses have no t reached 

a practical level. 

[0006] 

 Wearable devices also have issues of privacy invas ion.  In 

order to expand use of wearable terminal devices, b uilding a 

culture where wearable terminal devices are accepte d in society 

is also important in addition to technical challeng es. 

[0007] 

 In recent years, the number of foreign travelers v isiting 

Japan is soaring every year, and more than ten mill ion people 

from foreign countries visited Japan in 2013.  In p articular, 

the Olympics are determined to be hosted by Tokyo i n 2020, and 

a large number of people from foreign countries are  expected 
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to enter Japan to watch the Olympic Games.  It is c onvenient 

for foreign people to enjoy services they want to u se by using 

wearable terminal devices.  Note that this also app lies to a 

variety of cases other than the Olympics. 

 One aspect of the present invention is directed to  identify 

a provider capable of providing information request ed by a user 

without invading other privacy matters. 

 

Solution to Problem 

[0008] 

 In view of the above, a wearable terminal device o f the 

present disclosure is provided.  The wearable termi nal device 

includes: a display located at a position visible b y a user 

during use; a detection unit configured to detect a  

predetermined motion or operation made or performed  by the user 

wanting to enjoy a predetermined service; and a dis play unit 

configured to display, on the display, information for 

identifying a provider capable of providing the pre determined 

service among providers displayed on the display in  response 

to the detection of the detection unit. 

 

Advantageous Effects of Invention 

[0009] 

 In one embodiment, a provider capable of providing  

information requested by a user is identified witho ut invasion 
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of other privacy matters. 

 

Brief Description of Drawings 

[0010] 

 Fig. 1 is a diagram illustrating a service providi ng system 

according to an embodiment. 

 Fig. 2 is a diagram explaining an external appeara nce of 

a wearable terminal device. 

 Fig. 3 is a diagram illustrating an example of a m enu screen. 

 Fig. 4 is a diagram explaining a hardware configur ation of 

a wearable terminal device according to an embodime nt. 

 Fig. 5 is a diagram explaining a hardware configur ation of 

a server device according to an embodiment. 

 Fig. 6 is a block diagram illustrating functions o f a 

wearable terminal device according to an embodiment . 

 Fig. 7 is a block diagram illustrating functions o f a 

terminal device according to an embodiment. 

 Fig. 8 is a block diagram illustrating functions o f a server 

device according to an embodiment. 

 Fig. 9 is a table explaining provider information.  

 Fig. 10 is a table explaining user information. 

 Fig. 11 is a flowchart explaining an initial setti ng process 

of a provider. 

 Fig. 12 is a flowchart explaining a process of dis playing 

a mark around the face of a provider. 
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 Fig. 13 is a flowchart explaining a process of ext racting 

a provider terminal ID. 

 Fig. 14 is a diagram illustrating an example of a mark 

displayed on a display. 

 Fig. 15 is a chart explaining a process in a case where the 

service providing system is used in offering a seat . 

 

Description of Embodiments 

[0011] 

 A service providing system according to an embodim ent will 

be described in detail below with reference to the drawings. 

<Embodiment> 

 Fig. 1 is a diagram illustrating a service providi ng system 

according to an embodiment. 

[0012] 

 The service providing system 1 of the embodiment i s a system 

used by people from other countries visiting Japan for 

sightseeing or watching sports (a World Cup or Olym pics, for 

example), for example.  Although examples of uses i n Japan will 

be descried in the embodiment, places where the sys tem is 

applicable are not limited to Japan. 

[0013] 

 A person from a foreign country (hereinafter refer red to 

as a user) having landed in an airport (or a port) goes to a 

certain counter provided in the airport.  Wearable terminal 
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devices (computers) 10 for languages used by users are provided 

within the counter.  A user presents his/her passpo rt, 

itinerary or the like to a person at the counter to  rent or borrow 

for free a wearable terminal device 10.  At this po int, the 

person at the counter enters the user’s information  on the 

passport (user information) into an operation termi nal device, 

so that the user information is stored in a server device 30.  

In a case where the passport is an IC passport (bio metric 

passport), user information may be retrieved from a n IC chip 

of the IC passport and stored in the server device 30 by an 

automatic machine.  Note that the server device 30 may be 

located in Japan or elsewhere. 

[0014] 

 Although an example of a glasses-type wearable ter minal 

device as illustrated in Fig. 1 will be described i n the 

embodiment, the type of the wearable terminal devic e is not 

limited thereto and may be a type worn on the arm, for example. 

[0015] 

 The wearable terminal device 10 has functions of s earching 

for a provider who is capable of providing informat ion or a 

service requested by the user.  The functions of th e wearable 

terminal device 10 will be described in detail belo w. 

[0016] 

 The user puts on and activates the wearable termin al device 

10, and makes a predetermined motion or performs a predetermined 
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operation to search for a provider capable of provi ding 

information or a service requested by the user.  No te that a 

provider registers information that the provider ca n provide 

in the server device 30 in advance via a terminal d evice 20 of 

the provider.  The provider then operates the termi nal device 

20 to notify the server device 30 that information or a service 

is in a state ready to be provided (hereinafter als o referred 

to as a standby state).  Examples of the terminal d evice 20 

include what is called a smart phone and a tablet t erminal. 

[0017] 

 As illustrated in Fig. 1, for example, when a user  wants 

to search for a person capable of directing the use r to a ramen 

shop or a person capable of serving as an interpret er, the user 

activates the wearable terminal device 10 and makes  a 

predetermined motion or performs a predetermined op eration.  

As a result, rectangular marks m1, which are visibl e via a 

display of the wearable terminal device 10, appear around the 

faces of a provider P1 and a provider P2 in a state  capable of 

providing information on ramen shops.  In addition,  “Ramen” 

indicating that information on ramen shops can be p rovided is 

displayed in each of boxes 41 and 42 respectively a ssociated 

with the marks m1.  Furthermore, a mark m1, which i s visible 

via the display of the wearable terminal device 10,  also appears 

around the face of a provider P3 in a state capable  of serving 

as an interpreter.  In addition, “English OK” indic ating that 
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an interpretation service can be provided is displa yed in a box 

43 associated with the mark m1. 

[0018] 

 In contrast, a provider P4 is set to the standby s tate by 

operating a terminal device 20, but the information  that the 

provider P4 has registered in the server device 30 is different 

from those requested by the user.  Thus, when the u ser looks 

at the display of the wearable terminal device 10, nothing is 

displayed around the face of the provider P4.  Furt hermore, a 

provider P5 has registered that interpretation can be provided 

in the server device 30, but a terminal device 20 o f the provider 

P5 is not in the standby state.  Thus, when the use r looks at 

the display of the wearable terminal device 10, not hing is 

displayed around the face of the provider P5. 

[0019] 

 This system 1 enables to readily find a provider c apable 

of providing a service that a user wants without in vading others 

privacy matters.  In addition, the user can enjoy a  service that 

the user wants by indicating his/her intention of w anting to 

receive a service to a provider.  Processes of indi cating 

intention and enjoying a service will be described in detail 

below. 

[0020] 

 Furthermore, an exchange of points (such as electr onic 

money, points convertible to cash, or points conver tible to a 
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product) may take place when a user receives a serv ice. 

[0021] 

 Furthermore, in a case where a plurality of provid ers 

capable of providing a service that a user wants ar e present, 

the providers may be displayed on the display in su ch a manner 

that a priority level of each of the providers, whi ch is set 

according to a predetermined rule, can be identifie d.  For 

example, a more detailed condition (such as (such a s sex or age) 

may be set, and a provider satisfying the detailed condition 

may be displayed with a green mark m1 and a provide r not 

satisfying the detailed condition but being capable  of 

providing a service that a user wants may be displa yed with an 

yellow mark m1.  In addition, information such as t he name, age, 

and occupation, of a provider may be displayed in a  box. 

 The service providing system of the present disclo sure will 

now be described in more detail. 

 Fig. 2 is a diagram explaining an external appeara nce of 

the wearable terminal device. 

[0022] 

 The wearable terminal device 10 has a display 10a,  an 

imaging unit 10b, a shutter 10c, a touch pad 10d, a  speaker 10e, 

a frame 10f, nose pads 109, an indicator 10h, and a  microphone 

10i. 

 For wearing the wearable terminal device 10, a use r puts 

the frame 10f on his/her ears, and places the nose pads 10g on 
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the base of his/her nose. 

[0023] 

 The display 10a is attached to the frame 10f.  The  display 

10a is located at a position visible by the user du ring use.  

The user can obtain information displayed on the di splay 10a 

in part of his/her field of view.  The display 10a may be 

see-through. 

[0024] 

 The imaging unit 10b includes an image sensor such  as a 

charge couple device (CCD) or a complementary metal -oxide 

semiconductor (CMOS). 

 The user sees surrounding scenery directly when th e display 

10a is see-through or via the imaging unit 10b. 

 The wearable terminal device 10 can be operated by  using 

the touch pad 10d, voice commands and blinking. 

[0025] 

 When the user utters a voice command, the micropho ne 10i 

collects the command.  When the user blinks, a sens or included 

in the display 10a senses the blink. 

[0026] 

 The indicator 10h lights up or flash while the wea rable 

terminal device 10 is performing a predetermined fu nction (such 

as an imaging function or a function of searching a  provider 

capable of providing information or a service reque sted by the 

user, which will be described below).  Thus, others  can readily 



11 

recognize that the user is using the wearable termi nal device 

10.  This reduces invasion of privacy such as a pic ture of the 

face of a person being taken or a conversation of p eople being 

recorded while the person or the people are unaware , for 

example. 

 Note that others can recognize whether or not the display 

10a is on or off but cannot figure out what the use r is doing. 

 Although not illustrated in Fig. 2, spectacle lens es may 

be put into the wearable terminal device 10. 

[0027] 

 A user wearing the wearable terminal device 10 tur ns on a 

main power supply of the wearable terminal device 1 0 and makes 

a predetermined motion (swipes on the touch pad 10d ).  As a 

result, a menu screen for using the functions of th e wearable 

terminal device 10 is displayed on a side of the di splay 10a 

facing the user’s face (on a rear face of the displ ay 10a in 

Fig. 2). 

 Fig. 3 is a diagram illustrating an example of the  menu 

screen. 

[0028] 

 A menu screen 51 displayed on the display 10a cont ains menu 

items available to the user such as “take a picture ,” “record 

a video,” “take a note,” and “get information.” Whe n the user 

utters a menu item from the menu items displayed on  the menu 

screen 51 and the microphone 10i picks up the voice , the menu 
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item is selected and executed.  For example, when t he user wants 

to use a camera function of the imaging unit 10b, t he user utters 

“take a picture,” the microphone 10i picks up the v oice, and 

the imaging unit 10b then takes a picture.  Note th at a shutter 

sound is output from the speaker 10e when a picture  is taken 

with the imaging unit 10b, for example.  In additio n, the 

indicator 10h lights up when a picture is taken wit h the imaging 

unit 10b, which makes people therearound be aware o f the display 

10a being on. 

 The user can also take a picture by pressing the s hutter 

10c.  A recording period of each video is up to ten  seconds, 

for example. 

[0029] 

 When the user wants to use a function of getting i nformation 

explained in Fig. 1 from the menu items displayed o n the menu 

screen 51, for example, the user utters “get inform ation,” the 

microphone 10i picks up the voice, and the wearable  terminal 

device 10 then displays a submenu screen 52 on the display 10a. 

[0030] 

 The submenu screen 52 displayed on the display 10a  contains 

all the menu items such as “eat a food,” “search fo r an English 

speaker,” and “Olympic venue guide” regarding which  the user 

visiting Japan for sightseeing can ask a provider f or a 

solution. 

[0031] 
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 When the user wants to use a function of getting i nformation 

explained in Fig. 1 from the menu items displayed o n the submenu 

screen 52, the user utters “search for an English s peaker,” for 

example, the microphone 10i picks up the voice, and  a rectangle, 

which is visible via the display 10a, then appears around the 

face of a provider in a state capable of serving as  an interpreter, 

as explained with reference to Fig. 1.  In addition , “English 

OK” indicating that an interpretation service can b e provided 

is displayed in a box associated with the rectangle . 

[0032] 

 Note that the user can see information on all the providers 

who provide any kinds of information via the displa y 10a by 

uttering “search all.” 

 Next, hardware configurations of the wearable term inal 

device 10, the terminal device 20, and the server d evice 30 will 

be described.  Fig. 4 is a diagram explaining a har dware 

configuration of the wearable terminal device accor ding to the 

embodiment. 

[0033] 

 The wearable terminal device 10 as a whole is cont rolled 

by a central processing unit (CPU) 101.  The CPU 10 1 is connected 

with a random access memory (RAM) 102 and a plurali ty of 

peripheral devices via a bus 110. 

[0034] 

 The RAM 102 is used as a main storage unit of the wearable 
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terminal device 10.  The RAM 102 temporarily stores  at least 

some of programs of an operating system (OS) and ap plication 

programs to be executed by the CPU 101.  The RAM 10 2 also stores 

various data to be used in processing performed by the CPU 101. 

[0035] 

 A memory 103, a GPS chip 104, an image sensor 105,  a graphic 

processor 106, an input interface 107, a vibrator 1 08, the 

speaker 10e, the microphone 10i, and a communicatio n interface 

109 are connected to the bus 110. 

[0036] 

 The memory 103 is a semiconductor storage unit suc h as a 

flash memory.  The memory 103 writes and reads data .  The memory 

103 stores OS programs, application programs, and v arious data. 

[0037] 

 The GPS chip 104 receives radio waves from GPS sat ellites 

and calculates a current position (latitude and lon gitude).  

The GPS chip 104 sends the calculated current posit ion to the 

CPU 101. 

[0038] 

 The image sensor 105 takes a still image or a movi ng image 

according to an instruction from the CPU 101.  A ta ken image 

is stored in the RAM 102 or the memory 103 by the C PU 101. 

[0039] 

 The display 10a is connected to the graphic proces sor 106.  

The graphic processor 105 displays an image on a sc reen on the 
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display 10a according to an instruction from the CP U 101.  

Examples of the display 10a include a liquid crysta l display 

device. 

[0040] 

 The shutter 10c and the touch pad 10d are connecte d to the 

input interface 107.  The input interface 107 sends  a signal 

from the shutter 10c and the touch pad 10d to the C PU 101. 

 The vibrator 108 vibrates according to an instruct ion from 

the CPU 101. 

[0041] 

 The communication interface 110 is connected to a network 

50.  The communication interface 110 transmits and receives 

data to/ from other computers or communication devi ces via the 

network 50.  Although an example of direct connecti on with the 

network 50 is described in the embodiment, the conn ection is 

not limited thereto and the connection to the netwo rk 50 may 

be via another terminal device (by using a tetherin g function). 

[0042] 

 The hardware configuration as described above enab les 

implementation of processing functions of the prese nt 

embodiment.  While the hardware configuration of th e wearable 

terminal device 10 is illustrated in Fig. 4, the te rminal device 

20 can be implemented by a similar hardware configu ration. 

 Fig. 5 is a diagram explaining a hardware configur ation of 

the server device according to the embodiment. 
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[0043] 

 The server device 30 as a whole is controlled by a  CPU 301.  

The CPU 301 is connected with a RAM 302 and a plura lity of 

peripheral devices via a bus 308. 

[0044] 

 The RAM 302 is used as a main storage unit of the server 

device 30.  The RAM 302 temporarily stores at least  some of OS 

programs and application programs to be executed by  the CPU 301.  

The RAM 302 also stores various data to be used in processing 

performed by the CPU 301. 

[0045] 

 A hard disk drive (HDD) 303, a graphic processor 3 04, an 

input interface 305, a drive unit 306, and a commun ication 

interface 307 are connected to the bus 308. 

[0046] 

 The hard disk drive 303 magnetically writes and re ads data 

into/from an internal disk.  The hard disk drive 30 3 is used 

as a secondary storage unit of the server device 30 .  The hard 

disk drive 303 stores OS programs, application prog rams, and 

various data.  Note that a semiconductor storage un it such as 

a flash memory may be used as the secondary storage  unit. 

[0047] 

 A monitor 304a is connected to the graphic process or 304.  

The graphic processor 304 displays an image on a sc reen of the 

monitor 304a according to an instruction from the C PU 301.  
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Examples of the monitor 304a includes a display dev ice having 

a cathode ray tube (CRT) and a liquid crystal displ ay device. 

[0048] 

 A keyboard 305a and a mouse 305b are connected to the input 

interface 305.  The input interface 305 sends a sig nal from the 

keyboard 305a or the mouse 305b to the CPU 301.  No te that the 

mouse 305b is an example of pointing devices, and o ther pointing 

devices may also be used.  Examples of other pointi ng devices 

include a touch panel, a tablet, a touch pad, and a  trackball. 

[0049] 

 The drive unit 306 reads data recorded on a portab le 

recording medium such as an optical disk, on which data are 

recorded to be readable by reflection of light, or a universal 

serial bus (USB) memory.  When the drive unit 306 i s an optical 

drive unit, for example, laser light or the like is  used to read 

data recorded on an optical disk 200.  Examples of the optical 

disk 200 include a Blu-ray (registered trademark), a digital 

versatile disc (DVD), a DVD-RAM, a compact disc rea d only memory 

(CD-ROM), and a CD-R (recordable)/RW (rewritable). 

[0050] 

 The communication interface 307 is connected to th e network 

50.  The communication interface 307 transmits and receives 

data to/from other computers or communication devic es via the 

network 50. 

 The hardware configuration as described above enab les 
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implementation of processing functions of the prese nt 

embodiment. 

 The wearable terminal device 10 having the hardwar e 

configuration as illustrated in Fig. 4 is provided with 

functions as presented below. 

 Fig. 6 is a block diagram illustrating the functio ns of the 

wearable terminal device according to the embodimen t. 

 The wearable terminal device 10 includes a control  unit 11 

and a detection unit 12.  Note that the control uni t 11 and the 

detection unit 12 can be implemented by the CPU 101 . 

[0051] 

 The control unit 11 controls the whole wearable te rminal 

device 10.  For example, the control unit 11 has a face image 

recognizing function.  Specifically, when a face ma tching with 

a face image transmitted from the server device 30 is taken by 

a camera unit 10b and displayed on the display 10a,  the control 

unit 11 displays a mark m1 on the face displayed on  the display 

10a.  The control unit 11 also acquires the current  position 

of the wearable terminal device 10 from the GPS chi p 104. 

[0052] 

 The detection unit 12 detects a swipe motion, an u tterance, 

a gesture, or the like made by the user for display ing the menu 

screen 51 or the submenu screen 52 or performing a menu item 

displayed on the menu screen 51 or the submenu scre en 52.  The 

detection unit 12 sends the detected information to  the control 
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unit 11.  As a result, the control unit 11 performs  processing 

according to the detected information.  For example , for 

indicating the intention of wanting to receive a se rvice to a 

provider, the user winks near the provider.  When t he detection 

unit 12 detects the wink of the user, the control u nit 11 

transmits an access request to the terminal device 20 of the 

provider.  The transmission of the access request c an be made 

by radio communication using Bluetooth (registered trademark) 

or the like, for example. 

 Fig. 7 is a block diagram illustrating functions o f a 

terminal device according to the embodiment.  The t erminal 

device 20 includes an access request receiving unit  21 and a 

control unit 22.  The access request receiving unit  21 receives 

an access request transmitted by the wearable termi nal device 

10. 

[0053] 

 The control unit 22 switches the standby state on and off, 

changes the type of information the provider wants to provide, 

and transmits and receives information to/from the wearable 

terminal device 10 on the basis of an access reques t received 

by the access request receiving unit 21. 

 Fig. 8 is a block diagram illustrating functions o f the 

server device according to the embodiment.  The ser ver device 

30 includes a provider information storage unit 31,  a user 

information storage unit 32, a face image storage u nit 33, and 
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a control unit 34. 

[0054] 

 The provider information storage unit 31 stores pr ovider 

information.  The provider information is informati on 

including information on providers input by the pro viders at 

initial registration, and points acquired by the pr oviders 

through provision of information to users, which ar e associated 

with each other. 

 Fig. 9 is a table explaining the provider informat ion. 

[0055] 

 In the embodiment, the provider information is sto red in 

a form of a table.  A table T1 illustrated in Fig. 9 contains 

fields of provider terminal ID, face image ID, name , address, 

sex, age, occupation, service, language, state, and  point.  

Information items arranged horizontally are associa ted with one 

another. 

 In the provider terminal ID field, an ID unique to  a terminal 

device assigned to each of the terminal devices 20 of the 

providers is set. 

 In the face image ID field, an ID for identifying the face 

image of a provider is set. 

 In the name field, the name of a provider input by  the 

provider at initial registration is set. 

 In the address field, the address of a provider in put by 

the provider at initial registration is set. 
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 In the sex field, the sex of a provider input by t he provider 

at initial registration is set. 

 In the age field, the age of the provider input by  the 

provider at initial registration is set. 

 In the occupation field, the occupation of a provi der input 

by the provider at initial registration is set. 

 In the service field, information (food guide, ven ue guide, 

interpretation, etc.) that can be provided by a pro vider input 

by the provider at initial registration is set. 

 In the language field, one or more languages that a provider 

can support input by the provider at initial regist ration. 

[0056] 

 In the state field, information for identifying wh ether or 

not a terminal device 20 is in a standby state in w hich 

information can be provided is set.  Note that the state may 

be set for each service to be provided. 

 In the point field, points (a total value) acquire d by a 

provider through provision of information to users.  

 The description now refers back to Fig. 8. 

[0057] 

 The user information storage unit 32 stores user 

information.  The user information is information i ncluding 

information stated on a passport presented by a use r to rent 

a wearable terminal device 10, and points to be rec eived by a 

provider through provision of information to the us er, which 
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are associated with each other.  Fig. 10 is a table  explaining 

the user information. 

[0058] 

 In the embodiment, the user information is stored in a form 

of a table.  A table T2 illustrated in Fig. 10 cont ains fields 

of user terminal ID, name, nationality, language, s ex, age, 

passport number, and point.  Information items arra nged 

horizontally are associated with one another. 

[0059] 

 In the user terminal ID field, an ID unique to a w earable 

terminal device assigned to each of the wearable te rminal 

devices 10 is set.  For example, if a user has lost  a wearable 

terminal device, it is possible to identify which w earable 

terminal device is lost by referring to the user te rminal ID. 

 In the name field, the name of a user is set. 

 In the nationality, the nationality of a user is s et. 

 In the language field, one or more languages a use r speaks 

are set. 

 In the sex field, the sex of a user is set. 

 In the age, the age of a user is set. 

 In the passport number field, the passport number of a user 

is set. 

[0060] 

 In the point field, points a user has is set.  Not e that 

an initial point may be entered at the point when t he wearable 
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terminal device 10 is rented, for example.  When a point balance 

has decreased, points can be purchased by credit ca rd payment 

or the like. 

 The description now refers back to Fig. 8. 

[0061] 

 The face image storage unit 33 stores face images of 

providers in association with face image IDs.  Sinc e a provider 

terminal ID and a face image ID are stored in assoc iation with 

each other in the table T1 as described above, a pr ovider 

terminal ID and a face image are practically associ ated with 

each other. 

[0062] 

 The control unit 34 transmits information on a pro vider 

capable of providing information requested by a use r to the 

wearable terminal device 10 in response to a reques t for 

providing information from the wearable terminal de vice 10.  

The control unit 33 also manages exchange of points  between 

users and providers performed at provision of infor mation. 

 Next, an initial setting process performed by a pr ovider 

will be described with reference to a flowchart.  F ig. 11 is 

a flowchart explaining the initial setting process of a 

provider. 

[0063] 

 Although not illustrated in Fig. 11, before the in itial 

setting process, the provider first operates the te rminal 
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device 20 to access a predetermined website via the  network 50 

and download an application having the information providing 

function illustrated in Fig. 7. 

[0064] 

 [Step S1] In response to an operation of the provi der, the 

terminal device 20 starts the application.  As a re sult of start 

of the application, the control unit 22 starts oper ating, and 

the process proceeds to step S2. 

[0065] 

 [Step S2] The control unit 22 determines whether o r not this 

is the first time the application is started.  If t his is the 

first time (Yes in step S2), the process proceeds t o step S3.  

If this is not the first time, that is, if this is the second 

or subsequent time the application is started (No i n step S2), 

the process proceeds to step S6. 

[0066] 

 [Step S3] The control unit 22 displays a registrat ion screen 

on the monitor of the terminal device 20 to receive  input of 

provider information (initial registration).  The c ontrol unit 

22 also uses an image sensor of the terminal device  20 to receive 

input of the face image of the provider.  After the  provider 

information and the face image are input and a send  button is 

pressed by the provider, the process proceeds to st ep S4. 

 [Step S4] The control unit 22 transmits the provid er 

information and the face image in association with the provider 
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terminal ID to the server device 30.  Thereafter, t he process 

proceeds to step S5. 

[0067] 

 The server device 30 stores the received provider 

information in the table T1.  The server device 30 also 

generates a unique face image ID.  The server devic e 30 then 

stores the received face image and the generated fa ce image ID 

in association with the provider terminal ID in the  face image 

storage unit 33.  The generated face image ID is al so stored 

in association with the provider terminal ID in the  table T1. 

[0068] 

 [Step S5] Upon receiving a notification that the p rovider 

information has been stored in the table T1 from th e server 

device 30, the control unit 22 notifies the provide r of the same 

by using the speaker or the vibrator function.  The reafter, the 

process illustrated in Fig. 11 is terminated. 

[0069] 

 [Step S6] The control unit 22 notifies the server device 

30 of being in the standby state in association wit h the provider 

terminal ID.  Thereafter, the process illustrated i n Fig. 11 

is terminated.  As a result, the server device 30 c hanges the 

state field of the records of the provider terminal  ID received 

by the table T1 from off to standby.  Note that whe ther or not 

the state is the standby state may be set for each service to 

be provided. 
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 Note that the provider can change the content of t he 

provider information stored in the server device 30  at any 

timing by starting the application. 

 Next, a process of displaying a mark m1, which is visible 

via the display 10a, around the face of a provider will be 

described with reference to a flowchart.  Fig. 12 i s a flowchart 

explaining the process of displaying a mark around the face of 

a provider. 

 [Step S11] In response to a predetermined motion o r 

operation of the user, the control unit 11 displays  the menu 

screen 51 on the display 10a. 

[0070] 

 [Step S12] When the menu item “get information” is  selected 

by the user, the control unit 11 displays the subme nu screen 

52 on the display 10a. 

[0071] 

 [Step S13] When a menu item is selected by the use r from 

the menu items displayed on the submenu screen 52, the control 

unit 11 transmits selection information to the serv er device 

30.  The selection information contains the user te rminal ID 

of the wearable terminal device 10, position inform ation of the 

wearable terminal device 10, the menu item selected  by the user, 

and the language or languages used by the user.  No te that the 

position information of the wearable terminal devic e 10 is 

acquired from the GPS chip 104 by the control unit 11. 
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 [Step S14] After the control unit 34 has received the 

selection information, the process proceeds to step  S15. 

 [Step S15] The control unit 34 extracts the positi on 

information contained in the selection information.   

Thereafter, the process proceeds to step S16. 

[0072] 

 [Step S16] The control unit 34 inquires a GPS serv er device, 

which is not illustrated, to identify the provider terminal ID 

of a terminal device 20 located near (for example, within 10 

m from) the position information extracted in step S15.  

Thereafter, the process proceeds to step S17. 

[0073] 

 [Step S17] The control unit 34 uses the provider t erminal 

ID of the terminal device 20 identified in step S16  and the 

selection information to extract the provider termi nal ID of 

a provider capable of providing information that th e user wants.  

Thereafter, the process proceeds to step S18.  Note  that the 

extraction process will be described in detail belo w. 

[0074] 

 [Step S18] The control unit 34 refers to the table  T1 to 

identify the face image ID associated with the prov ider terminal 

ID extracted in step S17.  The control unit 34 then  refers to 

the face image storage unit 33 to extract the face image 

associated with the identified face image ID.  The control unit 

34 then transmits information (hereinafter referred  to as 
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extracted information) including the provider termi nal ID and 

the extracted face image, which are associated with  the menu 

item, to the wearable terminal device 10. 

[0075] 

 [Step S19] Upon receiving the extracted informatio n from 

the server device 30, the control unit 11 determine s whether 

or not a face matching with the face image containe d in the 

received extracted information has been taken by th e camera unit 

10b (face authentication).  If a face matching the face image 

has been taken by the camera unit 10b, the control unit 11 

displays a mark m1 to surround the face displayed o n the display 

10a.  In addition, a text indicating that a service  

corresponding to the menu item selected by the user  can be 

provided is displayed in a box associated with the mark m1.  The 

explanation of the process illustrated in Fig. 12 i s terminated 

here. 

[0076] 

 Note that the processing in steps S13 to S19 may b e repeated 

after the processing in step S12 is performed.  In this manner, 

even when the user or the provider has moved, a ser vice provider 

present near the user after the movement can be ide ntified. 

 Next, the process of extracting the provider termi nal ID 

in step S17 will be described in detail. 

 Fig. 13 is a flowchart explaining the process of e xtracting 

the provider terminal ID. 
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[0077] 

 [Step S17a] The control unit 34 refers to the tabl e T1 and 

determines whether or not an unprocessed record (a record on 

which the processing of steps S17a to S17e has not been 

performed) is present among the records in the tabl e T1 

containing the provider terminal ID of the terminal  device 20 

identified in step S16.  If an unprocessed record i s present 

(Yes in step S17a), the process proceeds to step S1 7b.  If no 

unprocessed record is present (No in step S17a), th e process 

proceeds to step S17g. 

 [Step S17b] The control unit 34 selects one unproc essed 

record.  Thereafter, the process proceeds to step S 17c. 

[0078] 

 [Step S17c] The control unit 34 determines whether  or not 

the language set in the language field of the recor d selected 

in step S17b agrees with the used language containe d in the 

received selection information.  If the language se t in the 

language field agrees with the used language contai ned in the 

received selection information (Yes in step S17c), the process 

proceeds to step S17d.  If the language set in the language field 

does not agree with the used language contained in the received 

selection information (No in step S17c), the proces s proceeds 

to step S17a. 

[0079] 

 [Step S17d] The control unit 34 determines whether  or not 
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the service to be provided set in the service field  of the record 

selected in step S17b corresponds to the menu item contained 

in the received selection information.  For example , if the menu 

item contained in the selection information is “sea rch for a 

English speaker,” the service of “interpretation” i s determined 

to correspond thereto, or if the menu item is “venu e guide,” 

the service of “guide” is determined to correspond thereto.  If 

the service to be provided set in the service field  corresponds 

to the menu item contained in the received selectio n information 

(Yes in step S17d), the process proceeds to step S1 7e.  If the 

service to be provided set in the service field doe s not 

correspond to the menu item contained in the receiv ed selection 

information (No in step S17d), the process proceeds  to step 

S17a. 

[0080] 

 [Step S17e] The control unit 34 determines whether  or not 

the state set in the state field of the record sele cted in step 

S17b is standby.  If the state is standby (Yes in s tep S17e), 

the process proceeds to step S17f.  If the state is  not standby 

(No in step S17e), the process proceeds to step S17 a. 

 [Step S17f] The control unit 34 checks the provide r terminal 

ID of the record.  Thereafter, the process proceeds  to step 

S17a. 

 [Step S17g] The control unit 34 extracts all the p rovider 

terminal IDs checked in step S17f.  Thereafter, the  process 
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illustrated in Fig. 13 is terminated. 

 Note that the order of the processing in steps S17 c to 17e 

is not limited to that illustrated in Fig. 13.  In addition, 

the method of extracting the provider terminal IDs is not 

limited to that illustrated in Fig. 13. 

<Application Example 1> 

 Next, a case where the process illustrated in Fig.  12 is 

used in offering a seat in a train will be explaine d. 

 Fig. 14 is a diagram illustrating an example of a mark 

displayed on the display. 

[0081] 

 Assume that a menu item “search for a seat” is pre sent in 

the menu items displayed on the submenu screen 52.  When the 

user utters “search for a seat” and the microphone 10i picks 

up the voice, the wearable terminal device 10 and t he server 

device 30 perform the process illustrated in Fig. 1 2.  As a 

result, the control unit 11 displays a mark m1 on t he display 

10a to surround the face of a provider P6 being set  to be willing 

to offer his/her seat and having a terminal device 20 in the 

standby state.  In addition, “to offer your seat” i ndicating 

that a seat can be offered and “300 points” to be r equested from 

the user by the provider P6 for offering the seat a re displayed 

in a box 44 associated with the rectangle. 

[0082] 

 When the user wants the provider P6 to offer his/h er seat, 
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the user makes a predetermined motion (wink, for ex ample) in 

front of the provider P6.  Hereinafter, a process a fter the 

predetermined motion will be described with referen ce to the 

drawing.  Fig. 15 is a chart explaining a process i n a case where 

the service providing system is used in offering a seat. 

[0083] 

 [Step S21] When the detection unit 12 detects the 

predetermined motion of the user, the control unit 11 transmits 

an access request to the terminal device 20 of the provider P6.  

Note that the access request is set to be receivabl e only by 

terminal devices 20 of the providers being displaye d with the 

marks m1 on the display 10a and being in the standb y state.  Thus, 

even when other terminal devices 20 in the standby states are 

present, the terminal devices 20 of providers provi ding 

services that are not displayed on the display 10a of the user 

(that are not wanted by the user) do not receive th e access 

request. 

 [Step S22] After the access request receiving unit  21 has 

received the access request, the process proceeds t o step S23. 

[0084] 

 [Step S23] The control unit 22 informs the provide r of the 

reception of the access request by using a vibrator  function, 

a sound function, or the like.  Thereafter, the pro cess proceeds 

to step S24. 

 [Step S24] In response to an operation of the prov ider, the 
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control unit 22 transmits a point claim, which requ ests transfer 

of points, to the wearable terminal device 10. 

 [Step S25] After the control unit 11 has received the point 

claim, the process proceeds to step S26. 

[0085] 

 [Step S26] The control unit 11 displays a confirma tion 

screen to confirm whether or not 300 points may be transferred 

to the provider P6 on the display 10a.  The control  unit 11 then 

waits for a predetermined motion (wink, for example ) of the user.  

If the user has made a predetermined motion (Yes in  step S26), 

the control unit 11 determines that the user has ap proved the 

point transfer, and the process proceeds to step S2 7. 

[0086] 

 [Step S27] The control unit 11 transmits a point a pproval 

to the terminal device 20.  The point approval cont ains the user 

terminal ID of the wearable terminal device 10 and the points 

(300 points in this specific example) to be transfe rred. 

[0087] 

 [Step S28] After the control unit 22 has confirmed  reception 

of the point approval, the process proceeds to step  S29.  At 

this point, the control unit 22 may inform the prov ider of the 

reception of the point approval by using a vibrator  function, 

a sound function, or the like. 

[0088] 

 [Step S29] The control unit 22 transmits a point t ransfer 
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claim to the server device 30.  The point transfer claim 

contains the provider terminal ID of the terminal d evice 20 of 

the provider P6, in addition to the user terminal I D of the 

wearable terminal device 10 and the 300 points to b e transferred 

contained in the point approval received in step S2 8. 

 [Step S30] After the control unit 34 has confirmed  reception 

of the point transfer claim, the process proceeds t o step S31. 

[0089] 

 [Step S31] The control unit 34 refers to the table  T2, and 

decreases the points set in the point field of the record having 

the user terminal ID identical to the user terminal  ID contained 

in the point transfer claim received in step S30 by  300 points.  

In addition, the control unit 34 refers to the tabl e T2, and 

increases the points set in the point field of the record having 

the provider terminal ID identical to the provider terminal ID 

contained in the point transfer claim received in s tep S30 by 

300 points.  Thereafter, the process proceeds to st ep S32. 

 [Step S32] The control unit 34 transmits a point t ransfer 

completion notification to the wearable terminal de vice 10 and 

the terminal device 20. 

[0090] 

 Note that the timing at which a provider offers a user 

his/her seat is not particularly limited.  For exam ple, the 

provider may offer the user his/her seat at a point  when the 

reception of the point approval is confirmed in ste p S28.  
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Alternatively, for example, the provider may offer the user 

his/her seat at a point when the reception of the p oint transfer 

completion notification is confirmed in step S32. 

[0091] 

 Furthermore, although an example in which points a re 

transferred in offering a seat has been explained i n the 

embodiment, whether or not to transfer points may b e optional.  

For example, an intention of willing to offer a sea t for free 

can be indicated by display of “to offer your seat”  alone in 

the box 44.  This can be determined when the provid er inputs 

the provider information. 

[0092] 

 Furthermore, the service field may be designed to allow 

addition of various additional conditions.  For exa mple, such 

a condition in which 300 points are requested from a 

non-handicapped person for offering a seat but no p oints are 

requested from a pregnant user, a handicapped user,  or a lame 

user can be displayed in the box 44. 

<Application Example 2> 

 Next, a case where the process illustrated in Fig.  12 is 

used in Olympic venue guide will be explained. 

[0093] 

 A menu item of “Olympic venue guide” is present in  the menu 

items displayed on submenu screen 52.  When the use r utters 

“Olympic venue guide” and the microphone 10i picks up the voice, 
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the control unit 11 performs the process illustrate d in Fig. 

12 to display a mark m1 on the display 10a to surro und the face 

of a provider being set, by using the terminal devi ce 20, to 

be capable of showing the way to the Olympic venue.   In addition, 

“Olympic venue guide” indicating that the provider is capable 

of showing the way and “100 points” to be requested  from the 

user by the provider for transfer are displayed in a box 

associated with the mark m1. 

[0094] 

 When the user wants the provider to show the way, the user 

makes a predetermined motion (wink, for example) in  front of 

the provider.  As a result, the process illustrated  in Fig. 14 

is started and transfer of points is performed. 

[0095] 

 The provider then shows the user the way to the Ol ympic venue 

at a point when the reception of the point approval  is confirmed 

in step S28, for example.  Alternatively, the provi der shows 

the user the way to the Olympic venue at a point wh en the 

reception of the point transfer completion notifica tion is 

confirmed in step S32, for example. 

[0096] 

 Although not illustrated, in a case where a locati on such 

as a venue guide center, for example, where multipl e providers 

capable of showing the way to the Olympic venue are  gathered 

is provided, use of the service providing system 1 enables a 
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provider capable of speaking the user’s language to  be readily 

found. 

[0097] 

 As described above, the service providing system 1  of the 

embodiment enables a provider capable of providing a service 

wanted by a user to be visually found by using the wearable 

terminal device 10.  This increases the possibility  that users 

enjoy services. 

[0098] 

 For example, there are many Muslims in such a 

rapidly-growing country as Malaysia.  Muslims do no t eat pork 

and worship five times a day in accordance with the  Islam’s 

dharma.  There are thus demands for guiding restaur ants where 

pork is not served or guiding to a place where they  can pray.  

The service providing system 1 also increases the p ossibility 

that these demands are met. 

[0099] 

 Specifically, the service providing system 1 allow s the 

Japanese to welcome travelers visiting Japan from f oreign 

countries with hospitality and to have healthy atti tude to the 

travelers from foreign countries, so that the trave lers will 

feel that: “It was a good choice to visit Japan.  H ope to come 

again.”  In this manner, the depth of the heart of individual 

Japanese can be naturally conveyed.  The Japanese h ave, in 

particular, a national character that they are emba rrassed to 
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talk to a person although they want to welcome the person with 

hospitality.  In the service providing system 1, th e use of the 

wearable terminal device 10 facilitates removal of this barrier 

of being embarrassed, which is characteristic of th e Japanese.  

In view of the above, the wearable terminal device 10 will be 

accepted in the society and can promote a basis for  creating 

a new culture. 

[0100] 

 Note that transfer of points may be set optionally .  This 

allows the service providing system 1 to be used fo r a commercial 

purpose or to be used for a non-commercial purpose.  

[0101] 

 Furthermore, although not described in detail in t he 

embodiment, a user can also be a provider by having  both the 

wearable terminal device 10 and the terminal device  20.  This 

allows to provide a person with a service while enj oying a 

service from the person (barter exchange of values) . 

[0102] 

 For providing and receiving a service, mutual comm unication 

will be needed.  In communication, “sharing of visu al 

information” playas a great role.  The “point of vi ew” and 

“instantaneousness” are important with respect to v isual 

information.  The service providing system 1 enable s a provider 

capable of providing a service wanted by a user to be visually 

found by using the wearable terminal device 10 (con versely, 
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providers providing services that the user does not  want are 

not found).  Thus, the simultaneousness of the poin t of view 

and sympathy of a provider is conveyed more directl y and 

realistically to a receiver. 

[0103] 

 Although a case where the positions of the wearabl e terminal 

device 10 and the terminal device 20 are located by  using the 

GPS has been described, the locating is not limited  thereto, 

and the positions may be located by using a base st ation of mobile 

terminal devices, for example. 

 Furthermore, although an example of a method of id entifying 

a provider through face recognition has been descri bed in the 

embodiment, the method for identifying a provider i s not limited 

thereto.  Furthermore, some of the functions of the  server 

device 30 may be included in the terminal device 20 , and some 

of the functions of the terminal device 20 may be i ncluded in 

the server device 30. 

[0104] 

 Furthermore, an example in which a person from a f oreign 

country rents the wearable terminal device 10 has b een described 

in the embodiment, a person having a wearable termi nal device 

may download an application having the functions (i llustrated 

in Fig. 6) described above and complete predetermin ed 

procedures (a process of storing user information i n the table 

T2). 
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[0105] 

 A wearable terminal device, a display method, a pr ogram, 

and a service providing system according to an aspe ct of the 

present invention have been described by way of the  illustrated 

embodiment; the present invention, however, is not limited 

thereto, and respective components may be replaced with any 

components having similar functions.  Furthermore, any other 

component or process may be added to the present in vention.  

Furthermore, an aspect of the present invention may  be a 

combination of any two or more components (features ) in the 

above-described embodiment. 

[0106] 

 Note that the processing functions can be implemen ted by 

a computer.  In this case, programs describing proc esses of the 

functions of the wearable terminal device 10 are pr ovided.  The 

programs are executed by a computer to implement th e processing 

functions on the computer.  The programs describing  the 

processes can be recorded on a computer-readable re cording 

medium.  Examples of the computer-readable recordin g medium 

include a magnetic storage device, an optical disk,  a 

magneto-optical recording medium, and a semiconduct or memory.  

Examples of the magnetic storage device include a h ard disk 

drive, a flexible disk (FD), and a magnetic tape.  Examples of 

the optical disk include a DVD, a DVD-RAM, and a CD -ROM/RW.  

Examples of the magneto-optical recording medium in clude a 
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magneto-optical (MO) disk. 

[0107] 

 For distribution of a program, a portable recordin g medium 

such as a DVD or a CD-ROM on which the program is r ecorded is 

sold, for example.  Alternatively, a program may be  stored in 

a storage unit of a server computer, and the progra m may be 

transferred from the server computer to another com puter via 

a network. 

[0108] 

 A computer that executes a program stores the prog ram 

recorded on a portable recording medium or the prog ram 

transferred from a server computer into its own sto rage unit.  

The computer then reads the program from its own st orage unit 

and executes processes according to the program.  

Alternatively, the computer can also read a program  directly 

from a portable recording medium, and execute proce sses 

according to the program.  Still alternatively, the  computer 

can execute processes according to a received progr am each time 

a program is transferred from a server computer con nected via 

a network. 

[0109] 

 In addition, at least some of the processing funct ions 

mentioned above may be implemented by electronic ci rcuits such 

as a digital signal processor (DSP), an application  specific 

integrated circuit (ASIC), and a programmable logic  device 
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(PLD). 

 

Reference Signs List 

[0110] 

1 service providing system 

10 wearable terminal device 

10a display 

11 control unit 

12 detection unit 

20 terminal device 

21 access request receiving unit 

22 control unit 

30 server device 

31 provider information storage unit 

32 user information storage unit 

33 face image storage unit 

34 control unit 

41 to 44 box 

51 menu screen 

52 submenu screen 

m1 mark 

T1, T2 table 
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CLAIMS 

 

1. A wearable terminal device comprising: 

 a display located at a position visible by a user during 

use; 

 a detection unit configured to detect a predetermi ned 

motion or operation made or performed by the user w anting to 

enjoy a predetermined service; and 

 a display unit configured to display, on the displ ay, 

information for identifying a provider capable of p roviding the 

predetermined service among providers displayed on the display 

in response to the detection of the detection unit.  

 

2. The wearable terminal device according to claim 1, wherein 

the display unit displays a plurality of menu items  regarding 

which the user can ask for a service on the display  in response 

to the detection of the detection unit, and display s, on the 

display, information for identifying a provider cap able of 

providing a service regarding a menu item selected by the user. 

 

3. The wearable terminal device according to claim 1 or 2, 

wherein each of the providers has a terminal device , and the 

wearable terminal device is configured to receive a  face image 

of a provider having a terminal device present near  the wearable 

terminal device, performs face authentication by us ing the 
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received face image to identify a provider capable of providing 

the predetermined service. 

 

4. The wearable terminal device according to any on e of claims 

1 to 3, further comprising a transmission unit conf igured to 

transmit a signal to be received by a terminal devi ce of a 

provider selected by the user when the detection un it has 

detected that the user has made or performed a moti on or an 

operation to ask the selected provider for a soluti on near the 

selected provider. 

 

5. The wearable terminal device according to any on e of claims 

1 to 4, wherein the display unit displays detailed information 

of a provider displayed on the display near the dis played 

provider. 

 

6. The wearable terminal device according to any on e of claims 

1 to 5, further comprising an indicator configured to light up 

or flash in response to the detection of the detect ion unit. 

 

7. A display method performed by a computer, the di splay method 

comprising: 

 detecting a predetermined motion or operation made  or 

performed by a user wanting to enjoy a predetermine d service; 

and 
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 displaying, on a display located at a position vis ible by 

the user during use, information for identifying a provider 

capable of providing the predetermined service amon g persons 

displayed on the display in response to the detecti on. 

 

8. A program causing a computer to execute processe s of: 

 detecting a predetermined motion or operation made  or 

performed by a user wanting to enjoy a predetermine d service; 

and 

 displaying, on a display located at a position vis ible by 

the user during use, information for identifying a provider 

capable of providing the predetermined service amon g persons 

displayed on the display in response to the detecti on. 

 

9. A service providing system comprising: 

 a wearable terminal device including a display loc ated at 

a position visible by a user during use, a detectio n unit 

configured to detect a predetermined motion or oper ation made 

or performed by the user wanting to enjoy a predete rmined 

service, and a display unit configured to display, on the 

display, information for identifying a provider cap able of 

providing the predetermined service among providers  displayed 

on the display in response to the detection of the detection 

unit; and 

 a server device including a storage unit configure d to store 
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provider information containing a service each of t he providers 

are capable of providing to the user, and a transmi tting unit 

configured to generate information for identifying a provider 

capable of providing the predetermined service by u sing the 

provider information stored in the storage unit on the basis 

of a request for providing the predetermined servic e from the 

wearable terminal device and transmit the generated  information 

to the wearable terminal device. 

 

10. The service providing system according to claim  9, wherein 

the server device further includes a storage unit c onfigured 

to store points possessed by users and providers, a nd 

 the server device performs a process of transferri ng 

predetermined points from points possessed by the u ser stored 

in the storage unit to a provider when the provider  provides 

the predetermined service. 

 

11. The service providing system according to claim  9 or 10, 

wherein 

 the provider information contains whether or not t he 

providers are in a state capable of providing servi ces, and 

 the server device generates information for identi fying a 

provider capable of providing the predetermined ser vice by 

using provider information in a state capable of pr oviding 

services from the provider information stored in th e storage 
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unit on the basis of a request for providing the pr edetermined 

service from the wearable terminal device and trans mits the 

generated information to the wearable terminal devi ce. 

 

12. The service providing system according to any o ne of claims 

9 to 11, wherein the wearable terminal device downl oads an 

application at any timing to implement functions of  the 

detection unit and the display unit. 

 

13. The service providing system according to any o ne of claims 

9 to 12, wherein 

 each of the providers has a terminal device, 

 the server device further includes a storage unit 

configured to store a face image of each of the pro viders 

substantially in association with identification in formation 

of the terminal device, 

 the server device transmits a face image of a prov ider 

having a terminal device present near the wearable terminal 

device to the wearable terminal device, and 

 the wearable terminal device performs face authent ication 

by using the received face image to identify a prov ider capable 

of providing the predetermined service. 


