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Device for filtration with a set of least one filter cassette 

The invention concerns devices for filtration of a liquid with a set of at 

least one filter cassette, which liquid is for example a biological liquid, and 

particularly but not exclusively a biopharmaceutical liquid. 5 

Patent EP 0 498 211 describes a filtration device which comprises a 

manifold providingenabling fluid connection and mechanical connectionlinking, 

a clamping plate, four rods along each of which the clamping plate slides, a set 

of at least one filter cassette disposed between the manifold and the clamping 

plate and means for clamping and locking to compress the set of filter cassettes 10 

between that manifold and that plate. 

The manifold comprises a flow inlet for a fluid to treat, a filtrate flow 

outlet for a treated fluid termed filtrate, retentate flow outlet for a treated fluid 

termed retentate and a conveying network for the fluids to treat and the treated 

fluids. This manifold furthermore has a bearing surface through which emerge 15 

ports communicatingconnecting with the conveying network and 

communicatingconnecting with conduits formed in the filter cassette abutting the 

bearing surface. 

Each rod emerges from the bearing surface of the manifold and 

extends towards the clamping plate. 20 

The clamping plate is movably mounted on the rods, via four through 

holes each formed substantially at a corner of that plate and each receiving a 

respective rod. 

Each rod is threaded and four nuts are each screwed onto a 

respective rod to form the clamping and locking means. 25 

The nuts are screwed onto the rods to clamp the plate against the set 

of cassette to reach a final position in which the set of filter cassettes is 

sufficiently compressed between the clamping plate and the manifold. 

A drawback of this device is that the clamping of the set of filter 

cassettes is performed by hand. 30 
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A known solution to overcome this drawback is a filtration device 

which comprises, in place of the threaded rods, notched rods, and, instead of 

the nuts, hydraulic actuators and locking rings. 
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Each actuator comprises a body and a member that is moveable 

relative to the body, which moveable member has an extended position and a 

retracted position in which said moveable member has moved through a 

predetermined travel relative to its extended position. 

These actuators are of single-acting or double-acting jack type, and 5 

the movement of the moveable member relative to the body is achieved by 

urgingmoving that moveable member by a known methodin known manner. 

Each actuator comprises its body which is fastened to the clamping 

plate and its moveable member which is mechanically linked to the notched rod, 

which rod extends between the clamping plate and the manifold where it is 10 

received through an aperture formed in that manifold. 

Each locking ring is adapted to be engaged with a notch of a 

respective rod. 

The first step consists ofincludes advancing the clamping plate (and 

the actuator) from its starting position to the intermediate position in which the 15 

set of filter cassettes is not yet compressed, with the respective notched rod 

sliding through the aperture of the manifold. 

The second step consists ofincludes connecting the rod and the 

manifold by the mounting of the locking ring, which is split, on one of the 

notches of the rod to lock the rod relative to the manifold. 20 

This split ring is mounted on the opposite side of the manifold to the 

side of the manifold facing which is the clamping plate. 

The third step corresponding to fine clamping consists of 

urgingmoving the moveable member hydraulically to make it pass from its 

extended position to its intermediate retracted position in which the moveable 25 

member has moved through a shorter travel than the predetermined travel 

relative to its extended position. As the moveable member is fixed to the 

notched rod, itself fixed to the manifold which is fixed, the clamping plate is 

consequently pushed by the body of the actuator to its final position. 

A drawback of the known device with actuators is that the 30 

arrangementconfiguration of those actuators increases the bulksize of the 

device. 
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The invention aims to provide device for filtration with assisted 

clamping of the set of at least one filter cassette, which is simple, economical, 

convenient. 

For this, according to a first aspect, the invention concerns a device 

for filtration with a set of least one filter cassette comprising: 5 

- a manifold providing fluid connection and mechanical 

connectionlinking comprising at least one flow inlet for a fluid to treat, at least 

one flow outlet for a treated fluid and a network for conveying said fluid to treat 

and said treated fluid, said manifold having a bearing surface for a said filter 

cassette, through which bearing surface emerge cassette feed ports and 10 

cassette return ports communicatingconnecting with said conveying network, 

which cassette feed ports and cassette return ports are configured to 

communicateconnect with conduits formed in a said filter cassette bearing 

against said bearing surface; 

-  a clamping plate; and 15 

- means for driving and guiding said clamping plate parallel to and 

facing said bearing surface, that are formed by at least one rod which extends 

between said manifold and said clamping plate and by at least one actuator, 

which is provided with a body and a member moveable relative to said body, 

which moveable member has an extended position and a retracted position in 20 

which said moveable member has been moved through a predetermined travel 

relative to its extended position, by virtue of which the clamping plate has a 

starting position in which said plate is away from said set of at least one filter 

cassette and a clamped position in which said plate is approached and 

compresses said set of at least one filter cassette against said manifold; 25 

said body is carried by said manifold; said moveable member carries 

said rod; and said actuator, said rod and said clamping plate are configured 

such that said actuator drives said clamping plate via said rod to its clamped 

position in which said moveable member is in an intermediate retracted position 

in which said moveable member has moved through a shorter travel than said 30 

predetermined travel relative to its extended position. 
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Thus, in the device according to the invention, it is the manifold (and 

not the clamping plate) which carries the body of the actuator. 
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 the manifold comprises two bearing surfaces arranged on 

respective opposite sides of said manifold, and two clamping plates each facing 

a respective bearing surface, and said clamping means comprise at least one 

said actuator and at least one said rod for moving each said clamping plate. 

By virtue of the arrangement of the clamping means, and in particular 5 

of each actuator which is carried by the manifold, it is possible to place a set of 

filter cassettes on respective opposite sides of the manifold providingenabling 

fluid connection and mechanical connectionlinking and to clamp them against 

respective bearing surfaces of that manifold, without however increasing the 

bulk of the device. 10 

To be precise, it is possible to mount several actuators at the location 

of the manifold providing fluid connection, which actuators respectively act on 

one side and on the other of the manifold providing fluid connection and 

mechanical connectionlinking so as to respectively approach towards each 

other the clamping plates disposed on respective opposite sides of the 15 

manifold. 

Thus, it is possible to greatly increase the biological treatment area 

simply, conveniently and economically. 

Of course, to increase the filtration area it is also possible to 

superpose the filtration devices, with their inlets and outlets in 20 

communicationconnected. Care will then be taken to ensure sealing between 

two superposed filtration devices. 

It will thus be possible to have a treatment equipmentinstallation 

comprising at least one filtration device as described above, with filter cassettes 

over at least one side of each of the filtration devices. 25 

It is thus possible for a user of that installationequipment to adapt the 

filtration area of each filtration device depending on the treatment to be 

performed, simply, conveniently and economically. 

Alternatively, according to other features preferred for the same 

reasons: 30 

 said body of the actuator is movably mounted in a sleeve fixed to 

said manifold; and optionally 
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 said manifold comprises two bearing surfaces arranged on 

respective opposite sides of said manifold, and two clamping plates each facing 

a respective bearing surface, the clamping means comprise at least one said 

actuator, at least one said rod linked to one of the two said clamping plates, at 

least one additional rod extending between said body of said actuator and the 5 

other of the two said clamping plates, said additional rod being carried by a first 

end by said body and, by a second end that is an opposite end to the first end, 

carrying the other of the two said clamping plates. 

Thus, the same actuator serves to drive both the rod and the 

additional rod situated on the opposite side. 10 

According to another preferred feature, said rod comprises a plurality 

of notches over its length. 

The spacing of the notches on the rod may be regular or not. The 

length of the notches depends on the type of filter cassette used with the 

holding device. Furthermore, the length and the spacing of the notches depends 15 

on the travel of the jack, on the type and on the number of cassettes, and on the 

degree of compression allowable for each cassette, which is approximately 10% 

of its thickness. The values corresponding to the length of the notches and their 

spacing are determined in order for the distribution of the fluid to be even in the 

filter cassettes. As to the number of cassettes, this corresponds to the filtration 20 

area that it is possible to have over at least one side of the filtration device. This 

filtration area may range from approximately 1 m2 to 10 m2, and in particular 

from 2.5 m2 àto 7.5 m2. From one side of the filtration device, there will 

preferably be available approximately 5 m2 of filtration area formed by one or 

more filter cassettes. 25 

According to other preferred, simple, convenient and economical 

features of the device according to the invention: 

 said device comprises a member for locking said clamping plate 

onto a notch of said rod; 

 said device comprises at least one rod for holding and guiding said 30 

set of at least one filter cassette which is carried by said manifold and which 

extends through at least one aperture formed in said clamping plate; 
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 said device comprises at least one rod for supporting said 

clamping plate which is carried by said manifold; and/or 

 said device comprises means for mounting said clamping plate on 

said supporting rod comprising a slide and a hinge, by virtue of which said 

clamping plate is slidingly moveable along the supporting rod and has a working 5 

configuration in which it is raised parallel to and facing said bearing surface and 

a stored configuration in which it is folded down and clear of said rod. 

The disclosure of the invention will now be continued with the 

description of embodiments, given below by way of illustrative and non-limiting 

example, with reference to the accompanying drawings, in which: 10 

 Figure 1 is a perspective view of a filtration device according to a 

first embodiment of the invention, with a clamping plate in stored configuration; 

 Figure 2 is the section view on II-II of Figure 1; 

  Figure 3 is a similar view to Figure 1, with the clamping plate in 

starting position in which it is not yet clamped against the filter cassettes; 15 

 Figure 4 is a side view of the device, with the clamping plate in 

clamped position; 

 Figure 5 is a perspective view of a device according to a second 

embodiment of the invention, with the clamping plate in clamped position; and 

 Figure 6 is a diagrammatic view of a device according to a third 20 

embodiment of the invention; 

Figure 1 illustrates a device for filtration 1 with filter cassettes 2 

comprising a manifold 3 providing fluid connection and mechanical 

connectionlinking, a clamping plate 4 provided on a first side of the manifold 3 

to clamp the set of filter cassettes 2 between the manifold 3 and that plate 4, 25 

and another clamping plate 34 provided on a second side of the manifold 3 that 

is an opposite side to the first side to clamp a dummy cassette 26 (Figure 4), 

means for driving each plate 4, 34 that are formed by notched rods 6, 36 carried 

by actuators 10 (Figure 2), each plate 4, 34 being disposed, in working 

configuration (Figures 3 and 4), parallel to and facing a respective bearing 30 

surface of the manifold 3, and being mounted on the respective rods 6, 36. 
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Locking members 7, 37 are mounted on the notched rods 6, 36 to 

prevent the plate 4, 34 from moving in an opposite direction to the set of 

cassettes 2 (Figure 4). 

Device 1 further comprises on each side of the manifold 3 rods 8, 38 

for supporting the respective clamping plates 4, 34 and means 9, 39 for 5 

mounting the respective plates 4, 34 to make them slide and to make them pass 

from a storage configuration (Figure 1) to a working configuration (Figures 3 

and 4). 

The device 1 further comprises on each side of the manifold 3 rods 5, 

35 for holding and guiding respectively the filter cassettes 2 and the dummy 10 

cassette 26. 

In the example described, the device 1 forms part of an installation 

for treatment by tangential filtration. 

In tangential filtration, a fluid to treat enters the cassette 2 by a feed 

conduit 11 (Figure 13), a first fraction of the fluid termed retentate flows 15 

tangentially to a membrane (not shown) of each cassette 2 and a second 

fraction of the fluid termed filtrate passes through the membrane of each 

cassette 2 and flows perpendicularly to the retentate, then the filtrate and the 

retentate exit the cassette 2, respectively via filtrate and retentate outlet 

conduits 12 and 13. 20 

It is thus possible to retrieve different fractions of treated fluid, for 

example the filtrate or the retentate, depending on the type of application. 

It is to be noted that the cassettes 2 have identical opposite faces, 

with the same conduits of fluid to treat 11, filtrate 12 and retentate 13 on each of 

those faces (Figure 1). 25 

The manifold 3 providingenabling fluid connection and mechanical 

connectionlinking has a substantially parallelepiped shape and is provided with 

a mechanical part of stainless steel and a fluidic part of plastics material, the 

mechanical part comprising a space to receive the fluidic part. 

This manifold 3 comprises two cheeks 14 each having two wings 15 30 

facing each other and a lateral wall linking the two wings 15.  
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The height of the cheeks 14 is at least equivalent to that of the 

manifold 3, and the space between the two wings 15 of each cheek 14 is 

equivalent to the depth of that fluidic part for its introduction by sliding into the 

space of the mechanical part of that manifold 3. 

When the fluidic part is inserted into that space, an upper wall 16 is 5 

placed on the upper face of the fluidic part of the manifold 3, then screwed by 

four fixing screws 17 inserted into the mechanical part of the manifold 3. 

In the upper face of the fluidic part of the manifold 3 are formed a 

flow inlet 18 for the fluid to treat, a filtrate flow outlet 19 and a retentate flow 

outlet 20. 10 

Around each inlet and outlets 18 to 20, are formed respective annular 

grooves (not shown) adapted to receive seals (not shown) and pipes, for 

example rigid stainless steel or flexible plastic pipes, for conveying the fluids to 

or from other parts of the treatment installationequipment. 

The fastening of the pipes onto these inlets and outlets 18 to 20 is 15 

provided by linking units 21 mounted on the upper wall 16. 

This manifold 3 is also provided with a lower face in which are 

formed a flow inlet and flow outlets similar to those on the upper face as well as 

the same annular grooves and the same fastening units mounted on a lower 

wall (not shown). 20 

If it is wished to block off one of these inlets and/or outlets, it suffices 

to insert a plug the annular rim of which is introduced into one of those annular 

grooves. 

The flow inlet 18, the filtrate flow outlet 19 and the retentate flow 

outlet 20 respectively belong to a flow inlet conduit for the fluid to treat, to a 25 

filtrate flow outlet conduit and to a retentate flow outlet conduit of the manifold 3. 

These conduits are formed by machining, and in particular by boring 

the fluidic part of plastics material of the manifold 3, at least over a major portion 

of its height. 

Manifold 3 further comprises on its first side a first bearing surface 22 30 

against which a filter cassette 2 comes to bear. 
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On this first bearing surface 22 emerge cassette feed ports for the 

fluid to treat, cassette filtrate return ports and cassette retentate return ports 

(not shown), each of these ports moreover emerging respectively into the flow 

inlet conduit, into the filtrate flow outlet and into the retentate flow outlet conduit. 

Manifold 3 further comprises on its second side a second bearing 5 

surface 23 against which a dummy filter cassette 26 comes to bear. 

No port emerges on that second bearing surface 23. 

 The manifold 3 providingenabling fluid connection and mechanical 

connectionlinking rests on a supporting plate 24 onto which it is fastened by 

fastening screws 25. This supporting plate 24 is adapted to be mounted in the 10 

treatment installation, for example on a cart of that equipmentinstallation. 

On each of the first and second sides of the manifold 3 providing fluid 

connection and mechanical connection, the four rods 5, 35 for holding and 

guiding the filter cassettes 2 are screwed at one end, respectively in pairs, in 

the respective wings 15. 15 

The two respective holding and guiding rods 5 and 35 which project 

from each wing 15 of the manifold 3 are superposed such that, respectively, the 

set of filter cassettes 2 and the dummy cassette 26 may be held by those 

respective rods 5, 35. 

For this, each filter cassette 2 comprises on respective opposite 20 

sides of its width, at the bottom, a semi-annular recess 27 having a shape 

complementary to the shape of the rod 5 which projects from the bottom of the 

cheek 14, and, at the top, a lug 28 which rests on the rod 5 that projects from 

the top of the lateral wall. 

Naturally, the dummy cassette 26 is provided with the same lugs and 25 

recesses as the filter cassettes 2. 

Those rods 5, 35 for holding and guiding the filter cassettes 2 and the 

dummy cassette 26 are smooth so that those cassettes 2, 26 may easily slide 

on those rods 5, 35. 

From the first and second side of the manifold 3, each rod 8, 38 for 30 

supporting the respective plate 4, 34 is screwed by a proximal end into a 

respective cheek 14 of the manifold 3 and at the other, distal, end of the 
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manifold 3 comprises respective abutment means 29, 33 each formed by a 

washer and a nut. 

On each of the smooth rods 8, 38 for supporting the respective plate 

4, 34 are movably mounted respective mounting means 9, 39 for each plate 4, 

34. 5 

Each mounting means 9, 39 has the form of a ring provided with a 

central aperture passed through by a respective rod 8, 38 to form a slide. 

Each mounting means 9, 39 is thus free to slide on the respective rod 

8, 38 between the manifold 3 and the respective abutment 29, 33. 

Each mounting means 9, 39 further comprises a rotational shaft 40 10 

inserted into an aperture passing radially through that mounting means 9, 39 to 

form a hinge. 

Each plate 4, 34 comprises two feet 41 each mounted on a rotational 

shaft 40 of the respective mounting means 9, 39 for the pivoting of that 

respective plate 4, 34. 15 

Each plate 4, 34 is capable of passing very simply from a storage 

configuration to a working configuration as will be described below. 

Each mounting means 9, 39 further comprises a protuberance 42 

passed through by an aperture in which is inserted an abutment pin 43 for the 

respective clamping plate 4, 34. 20 

Each pin 43 enables the respective plate 4, 34 to be horizontal in its 

storage configuration. 

The manifold 3 has a third side and a fourth side that is an opposite 

side to the third side, and which are formed by the cheeks 14, and the device 

comprises a casing 50 fastened to each of those cheeks 14, via fastening 25 

screws 51. 

In the example described, each casing 50 is slightly offset towards 

the second side of the manifold 3 providingenabling fluid connection and 

mechanical connectionlinking. 

Each casing 50 comprises two actuators 10, of which one acts on the 30 

first side of the manifold 3 and the other acts on the second side of the manifold 

3, as described below. 
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Figure 2 more particularly shows the casing 50 of the third side of the 

manifold 3, where each actuator 10 comprises a body 52 which comprises a 

chamber 54, a moveable piston 53 extended by a rod, that piston 53 having an 

extended position and a retracted position in which the moveable piston is 

moved through a predetermined travel relative to its extended position. 5 

The actuators 10 are illustrated in retracted position in Figure 2. 

The actuators 10 here are double-acting hydraulic jacks disposed in 

parallel. For their supply, each casing 50 comprises two hydraulic connectors 

55 (Figure 1). 

One of the connectors 55 enables a liquid under pressure to be sent 10 

into a first portion of the chamber 54, so as to urgemove the moveable piston 53 

to its extended position where it is at end of travel. 

The other connector 55 enables a liquid under pressure to be sent 

into a second portion of the chamber 54, this second portion being opposed to 

the first portion, to urgemove the moveable piston 53 to the other end of travel 15 

position, in its retracted position. 

As can also be seen in Figure 2, the actuators 10 provided for driving 

the clamping plates 4 and 34 are in superposed disposition in pairs in the 

respective casing 50. 

Thus, the bulk of the device 1 may be extremely reduced on account 20 

of this arrangement. 

As can be seen again in Figure 2, the notched rods 6 and 36 are 

screwed at one end into a respective recess 56 provided in a rod which extends 

the respective moveable piston 53, the moveable piston 53 of the bottom 

actuator 10 driving the rod 6 extending from the first side of the manifold 3, and 25 

the moveable piston 53 of the top actuator 10 driving the notched rod 36 of the 

second side of the manifold 3. 

In the casing 50 of the fourth side of the manifold 3, the top actuator 

is linked via the rod extending its moveable piston to the rod 6 which extends 

from the first side of the manifold 3, and the bottom actuator is linked via the rod 30 

which extends its moveable piston to the rod 36 which extends from the second 

side of the manifold 3. 
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As is particularly visible in Figure 1, on the first and second sides of 

the manifold 3 providingenabling fluid connection and mechanical 

connectionlinking where filter cassettes 2 and the dummy cassette 26 are 

respectively disposed, the respective notched rods 6 and 36 are diagonally 

oppositely disposed. 5 

Each notched rod 6 and 36 has notches 30 regularly spaced over its 

length. 

The length of the notches depends on the type of filter cassettes 2 

used and the spacing of those notches depends on the travel of the moveable 

piston 53 in the body 54 of the actuator 10, on the type and number of filter 10 

cassettes 2, and on the degree of compression that each filter cassette 2 can 

allow. 

The clamping plates 4 and 34 each comprise four first through holes 

31 provided to receive the respective holding and guiding rods 5 and 35. 

The clamping plates 4 and 34 further comprise two second through 15 

holes 32 in diagonally opposite disposition and provided to receive the 

respective notched rods 6 and 36. 

In the example described, the rods 5, 6 and 8 and 35, 36 and 38 that 

respectively extend from the first side and from the second side of the manifold 

3 differ moreover in their lengths, the rods of the first side being longer than the 20 

rods of the second side. 

In a first step, the user installs the filter cassettes 2 on the rods 5, on 

the first side of the manifold 3 providingenabling fluid connection and 

mechanical connectionlinking and installs the dummy cassette 26 on the 

second side of the manifold 3. 25 

During this step, the respective clamping plates 4 and 34 are in their 

storage configuration, that is to say that the respective mounting means 9, 39 

are in proximity to the manifold 3 and the plates 4 and 34 are respectively 

horizontal to be moved under the respective supporting rods 8 and 38. 

Once the set of filter cassettes 2 and the dummy cassette 26 have 30 

been installed, the respective clamping plates 4 and 34 are moved by sliding 

towards the respective abutments 29 and 33 of the respective rods 8 and 38, 
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then each clamping plate 4, 34 is raised parallel to and facing the bearing 

surface 22, 23 to bring it into its working configuration. 

The clamping plates 4 and 34 are then in their starting position in 

which they are respectively away from the set of filter cassettes 2 and away 

from the dummy cassette 26. 5 

Next, the clamping plate 4 is moved by sliding of the mounting 

means 9 on each of the rods 8 until it is in non-clamping abutment against the 

filter cassette 2 that is the furthest from the manifold 3. 

The clamping plate is thus in an intermediate position in which its 

principal internal surface 45 is situated in abutment against the filter cassette 2. 10 

In parallel, the clamping plate 34 is moved by sliding of the mounting 

means 39 on the rods 38 to an intermediate position of that clamping plate 34 in 

which it is in non-clamping abutment against the dummy cassette 26. 

At that instant, each actuator 10 has its respective moveable piston 

53 in the extended position. 15 

The locking members 7 and 37 are then mounted on the notches 30 

situated in immediate proximity to the respective clamping plates 4 and 34, on 

the opposite side respectively to the set of filter cassettes 2 and the dummy 

cassette 26. 

These locking members 7 and 37 have the form of a split ring, the 20 

splits creating sufficient spacing for each ring 7, 37 to be mounted on the 

respective rod 6, 36 at the location of a notch 30, and have an appropriate 

thickness to remain in place at the location of that notch 30. 

Each locking member 7, 37 is thus fastened onto its respective rod 6, 

36, and the respective clamping plate 4, 34 thus faces an abutment respectively 25 

formed by those members 7, 37. 

The moveable pistons 53 of the actuators 10 are then urgedmoved 

towards their retracted position. 

These moveable pistons 53 thus drive the rods 6, 36, and 

consequently the plates 4 and 34 which are locked  via the locking members 7, 30 

37 to prevent sliding on those rods, to the clamped positions of the clamping 

plates 4 and 34 in which those clamping plates 4 and 34 respectively compress 

Darren
Line
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the set of filter cassettes 2 against the first bearing surface 22 of the manifold 3, 

and the dummy cassette 26 against the second bearing surface 23 of the 

manifold 3. 

In these clamped positions of the clamping plates 4 and 34, the 

moveable pistons 53 of the respective actuators 10 are in an intermediate 5 

retracted position in which each moveable piston 53 has moved through a 

shorter travel than the predetermined travel relative to its extended position. 

The use of a dummy cassette 26 on the second side of the manifold 

3, where there are no real filter cassettes, advantageously makes it possible to 

perform even clamping of the whole set of cassettes on the filtration device 1, 10 

and thus to improve the quality of the treatment performed. 

To remove the set of filter cassettes 2 and/or the dummy cassette 26, 

an operation is conducted in the opposite direction by urgingmoving the 

moveable pistons 53 towards their extended position so as no longer to place 

the set of filter cassettes 2 and the cassette 26 under compression by 15 

separation of the respective clamping plates 4 and 34, then the locking 

members 7 and 37 are removed, then the clamping plates 4 and 34 are moved 

to their abutments 29 and 33 by sliding of the mounting means 9 and 39 on the 

respective rods 8 and 38. 

The user may also clean the device 1 and fold down the respective 20 

plates 4, 34 to put them into their storage configuration. 

The user may also clean the device 1, and in particular the manifold 

3 and the set of cassettes 2, while leaving that set of cassettes 2 compressed. 

Figure 5 illustrates a second embodiment of the filtration device. 

Generally speaking, the same reference numbers are used for similar 25 

parts but increased by 100. 

In contrast with the filtration device 1 illustrated in Figures 1 to 4, the 

filtration device 101 illustrated in Figure 5 comprises, on the first and second 

sides of the manifold 103 providingenabling fluid connection and mechanical 

connectionlinking, a set of filter cassettes 102 such that the filtration area is 30 

increased. 

There is thus no longer any dummy cassette in this embodiment. 
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The casings 150 comprising the actuators are fastened centrally on 

the respective cheeks 114, rather than being offset towards the second side of 

the manifold 103. 

The first and second sides of the manifold 103 are thus mirror 

images of each other. 5 

This means that the supporting rods 108, the holding and guiding 

rods 105 and the notched rods 106 are to be found on both those first and 

second sides of the manifold 103, those rods having the same length. 

The putting into place of the cassettes 102 and the clamping 

operations thereof are carried out in the same way as described earlier. 10 

Figure 6 illustrates a third embodiment of the filtration device. 

Generally speaking, for similar parts the same reference numbers 

have been used as for the first embodiment, but increased by 200. 

In contrast to the filtration device 101 illustrated in Figure 5, the 

filtration device 201 illustrated in Figure 6 comprises a so-called floating 15 

actuator 210. 

This actuator 210 is moveably mounted in a sleeve 260 fastened to 

the third side of the manifold 203 providingenabling fluid connection and 

mechanical connectionlinking. 

The actuator 210 comprises a body 252 moveably mounted in the 20 

sleeve 260 and a piston 253 moveable relative to that body 252. 

The body 252 further comprises abutments 262 and 263 disposed on 

respective opposite sides of the sleeve 260 to determine the travel of that 

actuator 210. 

A notched rod 206 is fastened by a first end to the body 252 of the 25 

actuator 210 and linked by a second end, that is an opposite end to the first 

end, to the clamping plate 204 on the first side of the manifold 203. 

An additional notched rod 266 is fastened by a first end to the 

moveable piston 253 of the actuator and linked by a second end, that is an 

opposite end to the first end, to the clamping plate 234 on the second side of 30 

the manifold 203. 
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CLAIMS 

1. A device for filtration with a set of least one filter cassette (2 ; 102 ;

202) comprising: 

- a manifold (3 ; 103 ; 203) providingenabling fluid connection and 5 

mechanical connection comprisinglinking including at least one flow inlet (18) 

for a fluid to treat (18), at least one flow outlet (19) for a treated fluid (19) and a 

network for conveying said fluid to treat and said treated fluid, said manifold (3 ; 

103 ; 203) having a bearing surface (22 ; 222) for a said filter cassette (2 ; 102 ; 

202), through which bearing surface (22 ; 222) emerge cassette feed ports and 10 

cassette return ports connectedcommunicating with said conveying network, 

which cassette feed ports and cassette return ports are configured to 

communicateconnect with conduits (11, 12, 13) formed in a said filter cassette 

(2 ; 102 ; 202) bearing againstcontacting said bearing surface (22 ; 222); 

-  a clamping plate (4, 34 ; 204, 234); and 15 

- means for driving and guiding said clamping plate (4, 34 ; 204, 

234) parallel to and facing said bearing surface (22 ; 222), that are formed by at 

least one rod (6, 36 ; 106 ; 206, 266) which extends between said manifold (3 ; 

103 ; 203) and said clamping plate (4, 34 ; 204, 234) and by at least one 

actuator (10 ; 210), which is provided with a body (52 ; 252) and a member (53 ; 20 

253) moveable relative to said body (52 ; 252), which moveable member (53 ; 

253) has an extended position and a retracted position in which said moveable 

member (53 ; 253) has been moved through a predetermined travel relative to 

its extended position, by virtue of which the clamping plate (4, 34 ; 204, 234) 

has a starting position in which said plate (4, 34 ; 204, 234) is away from said 25 

set of at least one filter cassette (2 ; 102 ; 202) and a clamped position in which 

said plate (4, 34 ; 204, 234) is approached and compresses said set of at least 

one filter cassette (2 ; 102 ; 202) against said manifold (3 ; 103 ; 203); 

characterized in that said body (52 ; 252) is carried by said manifold 

(3 ; 103 ; 203); said moveable member (53 ; 253) carries said rod (6, 36 ; 106 ; 30 

206, 266); and said actuator(10 ; 210), said rod (6, 36 ; 106 ; 206, 266) and said 

clamping plate (4, 34 ; 204, 234) are configured such that said actuator (10 ; 




