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REEL UNIT FOR DUAL-BEARING REEL 

Field of the Invention 

5 The present invention relates to a reel unit, and more particularly to a reel unit 

10 

15 

for a dual-bearing reel having a level winding mechanism. 

Background of the Invention 

Bass fishing and other forms of lure fishing often call for the use of a dual­

bearing reel called a bait casting reel. A dual-bearing reel generally comprises a reel 

unit, a spool that is rotatably supported by the reel unit, a handle that rotationally 

drives the spool, and a level winding mechanism for winding the fishing line evenly 

onto the spool. 

The reel unit is equipped with a frame having a pair of side plates that are 

positioned some distance apart to the left and right and that have the spool 

positioned between them, and a plurality of linking components that link the side 

plates. The reel unit is also equipped with a pair of side cover members and a front 

20 cover member. The side cover members are mounted so as to cover the sides of the 

side plates. The front cover member covers the front portion between the side 

plates. In the front surface of the front cover member there is formed an opening 

facing the fishing line guide mechanism of the level winding mechanism. Because of 

their complex curved shapes, these cover members are most often made from a 

25 synthetic resin. 

When lure fishing is performed using a dual-bearing reel such as this, a common 

practice is called palming, in which the reel is gripped along with the rod in a manner 
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such that the reel unit is covered by the palm of the left hand from the left side, and 

the handle is turned with the right hand. 

When a fisherman is lure fishing with a dual-bearing reel such as this and 

5 decides to move to another spot, he usually hooks the fishhook mounted on the lure 

in the opening of the reel unit. When the fishhook is thus hooked into the opening 

of the reel unit, the lure does not swing around, making it less likely that the fishhook 

will snag something. With the above-mentioned conventional reel unit, however, 

when the fishhook is stopped in the opening of the reel unit, there is the danger that 

10 the metal fishhook will damage the cover members of the reel unit, which are made 

of synthetic resin. Also, since the reel unit is covered with cover members made of 

synthetic resin, the reel unit is easily scratched when the metal fishhook is stopped 

somewhere other than the opening. 

15 

20 

A need exists for a reel unit that is not easily scratched when a metal fishhook 

is stopped on it. 

Summary of the Preferred Embodiments 

In accordance with a first aspect of the present invention, there is provided a 

reel unit for a dual-bearing reel in which a fishing line is wound onto a rotating spool. 

The reel unit includes a frame, a pair of side cover members, a front cover, and a 

fishhook stopping component. The frame has a front portion and includes a pair of 

side plates which have outer Sides and which are disposed to the left and right of the 

25 spool, and a plurality of linking components that link the side plates. The pair of side 

30 

cover members is mounted so as to cover the outer sides of the side plates. The 

front cover has an outer surface and is mounted so as to cover the front portion of 

the frame. The fishhook stopping component is affixed to the front cover and spaced · 

from the outer surface of the front cover. 
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When a fishhook is stopped at the fishhook stopping component, the fishhook 

stopping component is positioned to the outside of and at a distance from the front 

cover member, so the fishhook will tend not to hit the reel unit, and the reel unit will 

5 tend not be scratched. Furthermore, since the fishhook stoppir1!f component is 

positioned in front of the reel unit, the fishhook stopping component does not get in 

the way of palming. 

In a first preferred embodiment, the fishhook stopping component is formed 

10 from a rod-shaped member, such as a metal wire or elongated cylinder. The rod­

shaped member can have a circular cross-section, or can have other cross-sectional 

shapes such as ellipses, polygons, etc. 

In a second pref erred embodiment, the front cover has defined in its front 

15 surface a transverse opening, and the fishhook stopping component is positioned 

above the opening. In this embodimen~, it is_ easier to stop the fishhook on the 

fishhook stopping component since the fishhook stopping component is positioned 

above, or along, the opening. 

20 In another preferred embodiment, the front cover is mounted on the frame such 

that it can swing and can move forward and backward. In this embodiment, it is 

easier to thread the fishing line into the level winding mechanism since the front 

cover opens and closes. 

25 According to a more specific preferred embodiment, the front cover has a 

support component that is supported by the frame against a force that pulls it 

forward. In this embodiment, the front cover member does not easily come off the 

frame when pulled. Accordingly, the front cover member does not easily open when 

the fishing line is pulled in a state in which the fishhook is stopped at the fishhook 

30 stopping component provided to the front cover. 
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In a further preferred embodiment, the fishhook stopping component has a 

lateral portion having two ends, and a pair of side portions. The lateral portion is 

positioned above the opening,_ for example, to the left and right along the upper side 

of the opening. The pair of side portions respectively extend from. each end of the 

5 lateral portion to the front cover member and are affixed ttreteto. In this 

embodiment, since the fishhook stopping component extends above along the upper 

side of the opening, preferably a good distance from the fishing rod, the lure to which 

the fishhook is mounted does not get in the way.of the stopping of the fishhook, and 

even a fishhook mounted to a lure can be easily stopped at the fishhook stopping 

10 _component. 

In yet another preferred embodiment, the fishhook stopping component is a 

bent metal wire. In this embodiment, the fishhook stopping component can be 

manufactured simply, just by bending a wire. Furthermore, the provision of a 

l5 fishhook stopping component comprising a bent metal wire adds a fresh look to the 

design of the product. 

According to another aspect of the present invention, there is provided a dual­

bearing reel which includes a spool, a handle, a gear mechanism for transmitting 

20 rotational force from the handle to the spool, and a reel unit as described herein. 

Other objects, features and advantages of the present invention will become 

apparent to those skilled in the art from the following detailed description. It is to be 

understood, however, that the detailed description and specific examples, while 

25 indicating preferred embodiments of the present invention, are given by way of 

illustration and not limitation. Many changes and modifications within the scope of 

the present invention may be made without departing from the spirit thereof, and the 

invention includes all such modifications. 
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Brief Description of the Drawings 

The invention may be more readily understood by referring to the accompanying 

drawings in which 

FIG. 1 is an oblique view. of an embodiment of a dual-bearing reel ·of the present 

invention; 

Figure 2 is a cross sectional plan view of the dual-bearing reel of Figure 1; 

Figure 3 is a plan view of the dual-bearing reel of Figure 1; 

Figure 4 is a right side view of the dual-bearing reel of Figure 1; 

Figure 5 is a right side view of the dual-bearing reel of Figure 1 in which the 

front cover is in the forwarding position 

Figure 6 is a right side view of the dual-bearing reel of Figure 1 in which the 

front cover is in the opening position. 

Figure 7 is a cross-sectional plan view of an alternative embodiment of a dual-

1 5 bearing reel of the invention. 

20 

25 

Like numerals refer to like parts throughout the several views of the drawings. 

Detailed Descriotion of the Preferred Embodiments 

In Figure 1 , a bait casting reel, which is a dual-bearing reel pertaining to an 

embodiment of the present invention, comprises a reel unit 1, a spool rotating 

handle 2 positioned to the side of the reel unit 1 , and a star drag 3 for adjusting the 

drag, which is positioned on the side of the handle 2 adjacent reel unit 1. 

As shown in Figure 2, the reel unit 1 has a frame 5, preferably made from a 

synthetic resin, and first and second covers 6 and 7 that preferably are made of a 

synthetic resin and are mounted on the sides of the frame 5. The frame 5 has a pair 

of side plates 8 and 9 positioned such that they face each other a specific distance 

30 apart, and a plurality of linking components 11 (only the rear component is shown in 
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the figure) that link side plates 8 and 9. 

A front cover 1 2 that opens and closes is mounted on the front portion of the 

frame 5 as shown in Figures 1. 2. 5 and 6. The front cover 12 is mounted such that 

5 it can swing and move backward and forward on a swing shaft 10 'that bridges the 

front portion (the upper portion in the figure) of the side plates 8 and 9. The front 

cover 12 moves backward and forward between a mounting position as shown in 

Figure 4 and a forwarding position as shown in Figure 5. and is pivotable from the 

forwarding posjtion to an opening position as shown in Figure 6. The illustrated 

10 mounting structure is similar to that disclosed inu·.s. Patent No. 4, 750,-684. 

The front cover 12 has at its front portion a transverse. i.e •• horizontally-longer 

opening 12a that faces the fishing line guide 27 of a level winding mechanism 16 

15 (discussed below). A fishhook stopping component 13 is provided in front of and a 

distance away from the upper portion of this OP.ening 12a. The front cover 12 also 

has on the inner side of its upper edge a pair of support tabs 12b that are supported 

by the frame 5 as shown in Figures 1 and 3. The front cover 12 is supported by 

these support tabs 12b on the frame 5 against a force that pulls it forward. Such a 

20 force is exerted. for example, through the fishhook stopping component 13 when a 

hook stopped at component 13 is pulled by a fishing line to which the hook is 

attached. 

As shown in Figures 1. 3, and 4, the fishhook stopping component 13 

25 preferably is formed by the bending of rod-shaped member, in particular a metal wire. 

The fishhook stopping component 13 has a transverse (horizontal) portion 13a 

positioned to the left and right along the upper side of the opening 12a. and a pair 

of side portions 13b fixed from both ends of the transverse portion 13a to the sides 

' of the front cover 12. The side portions 13b are bent from both ends of the 

30 transverse portion 1 3a and extend approximately diagonally upward along the sides 
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of the front cover 12, are then further bent so that they extend diagonally downward, 

and are fixed at their distal ends to the sides of the front cover 12. The fishhook 

stopping component 13 preferably is fixed to the front cover 1 2 by press fitting the 

distal ends of the side portions 13b into holes formed in the front cover 12 while the 

5 entire assembly is vibrated ultrasonically. Other methods for atta·ching fishhook 

stopping component 13 to front cover 12 can also be used if desired. 

10 

Fishhook stopping component 13 is provided for the purpose of hooking a 

fishhook, for example a fishhook mounted to a lure or other simulated bait. 

When the fishhook stopping component 13 is thus provided, the fishhook can 

be stopped without scratching the reel unit 1 . When a bent wire is used to form the 

fishhook stopping component 13, it adds a fresh look to the design that is not found 

in other reels. Also, since the fishhook stopping component 13 is spaced from the 

l5 outer surface of the -cover 12, is provided to the upper portion of the opening 12a at 

a distance in front of the opening 1 2a, there is_ a suitable distance from the fishing 

rod such that the lure to which the fishhook is mounted does not get in the way of 

the stopping of the fishhook, and even a fishhook mounted to a lure can be easily 

stopped at the fishhook stopping component 13. 

20 

A spool 15, a level winding mechanism 16 for winding the fishing line evenly 

onto the spool 15, and a thumbrest 17 that is used when thumbing is performed are 

positioned inside the frame 5 as shown in Figure 2. Between the frame 5 and the 

second cover 7 are positioned a gear mechanism 18 that is used to transmit the 

25 rotational force from the handle 2 to the spool 1 5 and the level winding 

mechanism 16, a clutch mechanism engagement 19 that is used to engage and 

disengage the clutch, an engagement control mechanism 20 that is used to control 

the engagement and disengagement of the clutch according to the operation of the 

thumbrest 17, a drag mechanism 21, and a casting control mechanism 22 that is 

30 used to adjust the resistance during rotation of the spool 15. Between the frame 5 
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and the first cover 6 is positioned a magnetic brake mechanism 23 that is used to 

minimize backlash during casting. 

The spool 15 has a flange 15a on each side, and has a winding drum 15b 

5 between the two flanges 1 5a. The spool 1 5 is fixed to a spool shaff 14 that passes 

through the center thereof. The spool shaft 14 is rotatably supported on the frame 5 

by a bearing, and the end on the second cover 7 side passes through the second 

cover 7 and extends until it protrudes to the side. 

10 The level winding mechanism 16 has a guide tube 25 fixed between the pair of 

side plates 8 and 9, a threaded shaft 26 that is rotatably supported inside the guide 

tube 25, and a fishing line guide 27. A gear 28 that constitutes the gear 

mechanism 18 is fixed to the end of the threaded shaft 26. A spiral intersecting 

groove 26a is formed in the threaded shaft 26, and part of the fishing line guide 27 

15 meshes with this spiral groove 26a. Accordingly, when the threaded shaft 26 is 

turned via the gear mechanism 18, the fishing _line guide 27 moves back and forth 

along the guide tube 25. 

The gear mechanism 18 has a master gear 31 that is fixed to a handle shaft 30, 

20 a pinion 32 that meshes with the master gear 31, and the above-mentioned gear 28 

that is fixed to the end of the threaded shaft 26. 

The pinion 32 has a tooth component 32a that is formed around the outside at 

one end, a meshing component 32b that is formed on the other end, and a small 

25 diameter component 32c that is formed between the tooth component 32a and the 

meshing component 32b. An engagement groove is formed in the center of the 

meshing component 32b, allowing for engagement with or disengagement from an 

engagement protrusion 14a formed on the spool shaft 14. This meshing 

component 32b of the pinion 32 and the engagement protrusion 14a of the spool 

30 shaft 14 constitute a clutch mechanism. Here, when the pinion 32 moves outward 
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and the engagement groove of the meshing component 32b thereof is disengaged 

from the engagement protrusion 14a of the spool shaft 14, the rotational force from 

the handle shaft 30 is not transmitted to the spool shaft 14. 

5 · The thumbrest 17 is positioned to the rear of the spool at the-rear (the lower 

portion in Figure 2) between the pair of side plates 8 and 9. Slots (not shown) are 

formed in the side plates 8 and 9 of the frame 5, and the rotation shaft 17a of the 

thumbrest 17 is rotatably supported in these slots. Accordingly, it is possible for the 

thumbrest 17 to slide up and down in these slots. The front surf ace of the 

10 thumbrest 17 strikes the rear linking component 11, and the angle at which it can 

rotate is therefore limited. 

The clutch mechanism engagement 19 has a clutch yoke 40. The clutch 

yoke 40 is positioned around the outside of the spool shaft 14, and is supported by 

1 5 two pins 41 such that it can move parallel to the axis of the spool shaft 14. The 

spool shaft 14 is capable of relative rotation with.respect to the clutch yoke 40. That 

is, rotation of the spool shaft 14 is not accompanied by rotation of the clutch 

yoke 40. Also, the clutch yoke 40 has in its center an engagement component 40a 

that engages with the small diameter component 32c of the pinion 32. Around the 

20 outside of each of the pins 41 that supp·ort the clutch yoke 40, a spring 42 is 

positioned between the clutch yoke 40 and the second cover 7, so that the clutch 

yoke 40 is constantly energized to the inside (toward the frame 5) by the springs 42. 

With a design such as this, in a normal state the pinion 32 is in the clutch 

25 engagement position, and the meshing component 32b thereof engages with the 

engagement protrusion 14a of the spool shaft 14, resulting in a clutch engagement 

state. When the pinion 32 is moved outward by the clutch yoke 40, the engagement 

between the meshing component 32b and the engagement protrusion 14a is released, 

resulting in a clutch disengagement state. 

30 
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The engagement control mechanism 20 moves the clutch yoke 40 outward 

according to the vertical sliding of the thumbrest 17. 

The drag mechanism 21 has a friction plate 60 that is pressed upon by the 

5 master gear 31, and a pressing plate 61 that is used to press the friCtion plate 60 at 

a specific force by means of the rotational operation of the star drag 3. 

The casting control mechanism 22 has a plurality of plates 62 and 63 positioned 

so as to sandwich the spool shaft 14, and a cap 64 that is used to adjust the force 

10 at which the spool shaft 14 is squeezed. Female threads are formed around the inner 

periphery of the cap 64, and these mesh with the male threads formed on the second 

cover 7 side. 

The magnetic brake mechanism 23 has a brake case 65, a magnet holder 66 

15 provided to the inside of the brake case 65, a conductor member 67 such as an 

aluminum plate that faces the magnet holder p6, and a knob 68 for adjusting the 

braking force. The brake case 65 is fixed to one of the side plates 8, and the 

conductor member 67 is fixed to the spool shaft 14. The magnet holder 66 is 

positioned inside the brake case 65, and has a plurality of magnets 69 on the surf ace 

20 across from the conductor member 67. Two pins 70 (only one is shown in the figure) 

that protrude to the cap 64 side are fixed to the back side (the other side) of the 

magnet holder 66. A swash plate cam is formed on the inner peripheral surface of 

the knob 68, and the pins 70 strike this swash plate cam. With a design such as this, 

rotation of the knob 68 allows the gap between the magnets 69 and the conductor 

25 member 67 to be adjusted via the pins 70, and allows the braking force to be 

adjusted. 

The reel operation will now be described. 

30 When casting is to be performed, the thumbrest 17 is pushed down. This 
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moves the clutch yoke 40 outward. The pinion 32 that is engaged with the clutch 

yoke 40 is also moved in the same direction. In this state, the meshing between the 

meshing component 32b of the pinion 32 and the engagement protrusion 14a of the 

spool shaft 14 is released, resulting in a clutch off state. The spool 15 is able to 

5 rotate freely in this clutch off state. When the fishing rod is grasped with the right 

hand and the rod is cast while thumbing is performed in this clutch off state, the 

fishing line is played out by the centrifugal force of the lure. 

When the line is played out and the lure lands in the desired spot on the water, 

1 O the reel is switched to the left hand and grasped along with the rod in palming style, 

and the right hand is placed on the handle 2. In this palming state, the fishhook 

stopping component 13 does not get in the way of the palming since it is fastened 

to the front cover 12. The handle 2 is then turned a little to engage the clutch, the 

rod and reel are operated so as to move the lure, and the fisherman waits for a hit 

15 from a fish. At this time, if the handle 2 is rotated, the spool 15 will rotate in the 

winding direction. When a fish hits the lure, t_he handle 2 is turned and the line is 

reeled in. 

When the line has been reeled in and the· fisherman is ready to move to a new 

20 spot, for example, the fishhook mounted to the lure is hooked onto the fishhook 

stopping component 13 in a clutch on state. Because this fishhook stopping 

component 13 is positioned in front of and at a distance from the opening 12a, it is 

easy to hook the fishhook onto it, and the front cover 1 2 and the other covers 6 and 

7 are not prone to scratching. If the line is reeled in to take up any slack in this state, 

25 !he fishhook will not come off the fishhook stopping component 13 so easily. 

The front cover 12 can be mounted on the frame 5 to be movable between 

mounting, forwarding and opening positions as described above. In an alternative 

embodiment, the front cover 12 can be fixed to the frame 5 as shown in Figure 7. 

30 In this embodiment, front cover 12 is fixed to the side plates 8, 9 of the frame 5 by 
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two tap screws 12c, one tap screw 12c extending through the first cover 6 and the 

other tap screw 12c extending through the second cover 7. Thus, the front cover 

12 is fixed to the frame 5, the fishhook stopping component 13 provided at this 

I ocation will not move, and even if the fishhook is pulled (for example due to the 

5 elasticity of a fishing rod to which the reel is affixed), the fishhook will not be 

disengaged from fishhook stopping component 13. Additionally, the fixing position 

does not have to be restrieted to the frame 5, but can also be fixed to the side covers 

6, 7. 

10 The location of the fishhook stopping component 13 is not limited to the upper 

side of the opening 12a, and may instead be on any other portion of the outside of 

the front cover 12. 

The material of the fishhook stopping component 13 is not limited to metal, and 

1"5 may instead be a synthetic resin, wood; or any other material, as long as it is rod­

shaped. 



Parts list 

reel unit 1 

a spool rotating handle 2 

5 star drag 3 

frame 5 

first and second covers 6, 7 

side plates 8,9 

swing shaft 10 

10 linking components 11 

front cover 12 

opening 12a 

support tabs 12b 

tap screw 13c 

15 fishhook stopping component 13 

transverse portion 13a 

side portion 13b 

spool shaft 14 

engagement protrusion 14a 

. 20 spool 15 

flange 15a 

winding drum 15b 

level winding mechanism 16 

thumb rest 17 

25 gear mechanism 18 
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clutch mechanism engagement 19 

engagement control mechanism 20 

drag mechanism 21 

casting control mechanism 22 

5 magnetic brake mechanism 23 

guide tube 25 

threaded shaft 26 

spiral intersecting groove 26a 

fishing line guide 27 

10 gear 28 

handle shaft 30 

master gear 31 

pinion 32 

tooth component 32a 

15 meshing component 32b 

small diameter component 32c 

engagement groove ( ) 

·slots (not shown) 

clutch yoke 40 

20 engagement component 40a 

pins 41 

spring 42 

friction plate 60 

pressing plate 61 

25 plates 62, 63 

cap 64 

female threads ( ) 
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male threads ( ) 

brake case 65 

magnet holder 66 

conductor member 67 

5 knob 68 

magnets 69 

pins 70 

swash plate cam ( ) 

10 
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What is claimed is: 

1 . A reel unit {1) for a dual-bearing reel in which a fishing line is wound onto 

a rotating spool, said reel unit comprising: 

a frame (5) comprising a pair of side plates (8, 9), said side plares having outer 

sides, and a plurality of linking components (11) that link said side plates, said frame 

{5) having a front portion; 

a pair of side cover members (6, 7) mounted so as to cover said outer sides of 

said side plates (8, 9); 

a front cover (12) having an outer surface, said front cover (12) being mounted 

so as to cover said front portion of said frame (5); and 

a fish.hook stopping component (13) affixed to said front cover (12) and spaced 

from said outer surface of said front cover (12). 

2. A reel unit (1) for a dual-bearing reel as defined in claim 1, wherein said 

fishhook stopping component (13) is formed fr~m a rod-shaped member. 

3. A reel unit ( 1) for a dual-bearing reel as defined in claim 1, wherein said 

front cover (12) has defined in its front surface a transverse opening (12a), and said 

20 fishhook stopping component (13) is positioned above said opening (12a). 

25 

30 

4. A reel unit (1) for a dual-bearing reel as defined in claim 1, wherein said 

front cover (13) is mounted on said frame (5) such that said front cover (13) swings 

and moves forward and backward. 

5. A reel unit (1) for a dual-bearing reel as defined in claim 4, wherien said 

front cover (13) is mounted on said frame (5) by tap screws (12c) that pass through 

said pair of side plates (8, 9) respectively. 

6. A reel unit (1) for a dual-bearing reel as defined in Claim 4, wherein said 

THIS SHEET HAS BEEN 
REPLACED 
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front cover (13) comprises a support component that is supported by said frame (5) 

against a force that pulls it forward. 

7. A reel unit ( 1) for a dual-bearing reel as defined in Claim 3, wherein said 

5 fishhook stopping component has a lateral portion ( 13a) having two ends, said lateral 

portion being positioned above said opening (12aJ, and a pair of side portions {13b) 

respectively extending from each end of said lateral portion (13a), said side portions 

{13b) being affixed to said front cover (12). 

10 

15 

20 

25 

30 

8. A reel unit (1 J for a dual-bearing reel as defined iii Claim 4, wherein said 

fishhook stopping component has a lateral portion (13a) having two ends, said lateral 

portion being positioned above said opening (12a), and a pair of side portions (13b) 

respectively extending from each end of said lateral portion (13a), said side portions 

(13b) being affixed to said front cover {12). 

9. A reel unit (1) for a dual-bearing reel as defined in Claim 1, wherein said 

fishhook stopping component (13) is a bent metal wire. 

10. A dual-bearing reel comprising: 

(a) a- reel unit (1) comprising: 

{i) a frame (5) comprising a pair of side plates cs; 9), said side plates 

having outer sides, and a plurality of linking components {11) that link 

said side plates, said frame (5) having a front portion; 

(ii) a pair of side cover members (6, 7) mounted so as to cover said 

outer sides of said side plates (8, 9); 

(iii) a front cover ( 12) having an outer surface, said front cover ( 12) 

being mounted so as to cover said front portion of said frame (5); and 

(iv) a fishhook stopping component (13) affixed to said front cover ( 12) 

and spaced from said outer surface of said front cover (12); 

(b) a spool (15) disposed between said side plates (8, 9) of said frame (5); 

THIS SHEET HAS BEEN 
REPLACED 
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(c) a handle (2); and 

(d) a gear mechanism (18) for transmitting rotational force from said handle 

(2) to said spool (15). 

11. A dual-bearing reel as defined in Claim 10, further comprising a level 

winding mechanism (16), wherein said gear mechanism (18) transmits rotational force 

from said handle to said level winding mechanism (16). 

12. A dual-bearing reel as defined in Claim 10, further comprising a drag 

10 mechanism (3) disposed between said reel unit (1 J and said handle (2). 

15 

13. A dual bearing reel as defined in claim 10, wherein said fishhook stopping 

component (13) is formed from a rod-shaped member. 

14. A dual-bearing reel as defined in Claim 10. wherein said front cover (12) 

has defined in its front surface a transverse open{ng (12a). and said fishhook stopping 

component (13) is positioned above said opening (12a). 

15. A dual-bearing reel as defined in Claim 1 o. wherein said front cover (13) 

20 is mounted on said frame (5) such that said front cover (13) swings and moves 

forward and backward. 

16. A dual-bearing reel as defined in claim 15. wherien said front cover (13} 

is mounted on said frame (5) by tap screws (12c) that pass through said pair of side 

25 plates (8, 9) respectively. 

30 

17. A dual-bearing reef as defined in Claim 15, wherein said front cover ( 13 J 

comprises a support component that is supported by said frame (5) against a force 

that pulls it forward. 

THIS SHEET HAS BEEN 
REPLACED 
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18. A dual-bearing reel as defined in Claim 14, wherein said fishhook stopping 

component has a lateral portion (13a) having two ends, said lateral portion being 

positioned above said opening (12a), and a pair of side portions (13b) respectively 

extending from each end of said lateral portion (13a), said side portions (13b) being 

5 affixed to said front cover (12). 

19. A dual-bearing reel as defined in Claim 15, wherein said fishhook stopping 

component has a lateral portion (13a) having two ends, said lateral portion being 

positioned above said opening (12a), and a pair of side portions (13b) respectively 

10 extending from each end of said lateral portion (13a), said side portions (13b) being 

affixed to said front cover (12). 

15 

20 

20. A dual-bearing reel as defined in Claim 10, wherein said fishhook stopping 

component (13) is a bent metal wire. 
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