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HIGH EFFICIENCY ABSORBENT ARTICLES FOR INCONTINENCE MANAGEMENT 

This· invention relates to absorbent articles which are to be 

worn by incontinent individuals in order to acquire and store 
aqueous body fluids discharged by the wearer of the absorbent 
article. ·Absorbent articles of this type include infant disposable 

10 diapers, diaper inserts, adult incontinence pads and briefs and the 

like which are required to handle relatively large amounts of 

discharged body fluids. 

·Incontinence management articles such as non-cloth, disposable 

diapers ha.ve traditionally utilized absorbent structures which 
· 15 comprhe entangled masses of fibers, i.e., non-woven fibrous webs, 

to provide the requisite absorbency performance. These structures 

can imbibe liquids, such as discharged body fluids, both by 

absorption wherein fluid is taken up by the fiber material itself 
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and by wicking wherein fluid distributed through, and stored in the 

capillary interstices between fibers. 

One objective in ·developing improved incontinence management 

articles over the years has been to increase both the total 
absorbent capacity of such art i c 1 es as we 11 as the tenacity with 

which such articles ho1d their absorbed load of body fluid. One 

means for reaHzing this objective and for improving the absorbency 
characteristics of fibrous web structures has been to incorporate 
therein so-called superabsorbent polymers which imbibe a~sorbed 

fluid to the.reby form a swollen hydrogel material. The resulting 

hydrogel serves to retain fluid such as discharged body liquids 

within the structure~ An absorbent structure of this type wherein 

hydrogel-forming materials in particulate form are incorporated into 

fibrous webs i.s disclosed fn Weisman and Goldman; U.S. Patent 
4,610,678; Issued September 9, 1986. 

Another means for realizing incontinence management articles of 
-

improved absorbency characteristics has been to utilize in the 
absorbent cores of such articles various types of polymeric foam 
materials as the fluid-absorbing element. For example, Lindquist; 
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U.S. Patent 3,563,243; Issued February 16, 1971 discloses an 
absorbent pad for diapers and the like wherein the primary absorbent· 
therein is a hydrophilic foam sheet formed from hydrophilic 
polymers. Al so, Dabi; U.S. Patent 4,554,297; Issued November 19, 

5 1985 discloses body fluid absorbing cellular polymers which can be 
used in diapers or catamenial products. 

While both fiber/superabsorbent-based and polymeric foam-based. 
absorbent structures can provide improved . absorbency 
characteristics, structures of· both types can present problems in 

10 transporting or distributing absorbed fluid from one region or zone 
. of the absorbent structure to another. This· can be troublesome in 
articles for incontinence management wherein body fluid to be 
absorbed is frequently discharged· in discrete gush~s over the time 
period that the article is worn. Each gush of fluid discharged in 

15 this manner will generally encounter· the absorbent structure at the 
same place or area. Thus, absorbency of the overall structure can 
be diminished unless a mechanism is provided to efficiently move 
fluid within the structure to other unused or relatively dry parts 
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of the absorbent structure. 
A variety of absorbent structure configurations have been 

developed to improve the distribution of absorbed fluid throughout 
the absorbent structure or absorbent material used therein. For 

. example, Weisman/Houghton/Gellert; U.S. Patent 4,673,402; Issued 
June 16, 1987 discloses absorbent articles having a dual layer 
absorbent core configuration. In such a configuration, a structure 
comprising a primary ".upper" absorbent layer is positione~ over a 
"lower" insert absorbent layer that serves to drain absorbed fluid 
from the upper layer absorbent structure. 

Another absorbent structure configuration for absorbent 
articles such as diapers designed to provide improved fluid handling 
performance is described in Alemany/Berg; ·U.S. Patent 4,834, 735; 
Issued May 30, 1989. This patent discloses articles with an 
absorbent member having a relatively low density, relatively low 
basis weight fluid acquisition zone surrounded by a fluid storage 
zone. These zones of the absorbent member are positioned toward the 
front of the absorbent article so as to most efficiently and 
effectively acquire, distribute, and store discharged body fluid. 
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Still other absorbent articles designed for the rapid acquiring 
and storing of d.ischarged body fluid are those described. in Reising~ 
U.S. Patent 4,988,345 and Reising/Bergman/Clear/Guinn/Gomez­
Santiago; U.S. 4,988,344; both Issued January 29, 1991. These 

5 patents both disclose absorbent articles such as diaper~ having 
multiple layered absorbent cores. These absorbent cores contain 
fluid storage layers 1nto which discharged body fluids are directed 
by fluid acquisitl°on apertures or fluid acquisition zones in other 
layers of the cores. 

10 Notwithstanding the existence of the prpducts described in the 
foregoing patents, there is a continuing need to identify still 
additional preferred configurations for absorbent articles which 
permit more effective and efficient use of the absorbent materials 
and structures used therein. ·Articles which allow more ·complete 

15 utilization of their absorbent material via improved fluid transport 
and. distribution characteristics will be articles which can employ 
only minimal amounts of such absorbent material. These articles are 
in turn more cost effective and can deliver benefits of less bulk, 

20 

25 

30 

35 

better fit and greater comfort for the wearer· of the articles. It 
is therefore an object of. the present fovention to provide such 
absorbent articles having improved efficiency in handling body 
fluids discharged into them and greater effective utilization of the 
absorbent materials from which they are made. 

SUMMARY OF THE INVENTION 
The present invention relates to absorbent articles useful for 

absorbing aqu~ous body fluids discharged by focontinent individuals 
who wear the articles. Such absorbent articles comprise a 
relatively liquid impervious backing sheet, a relatively 
l iquid-pervious topsheet and an absorbent core positioned between 
the backing sheet and the topsheet. The absorbent core itself 
comprises a fluid acqui sit ion/distribution component positioned .. to 
receive discharged body fluids passing through the article topsheet 
and a fluid storage/redistribution component maintained in fluid 
communication with the fluid acquisition/distribution component. 

The fluid acquisition/distribution component of the absorbent 
core comprises a porous hydrophilic absorbent structure ~hich 

exhibits an initial Fluid Acq~isition Rate of at least about 2.0 ml 
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of synthetic urine per second. The porous hydrophilic absorbent 
structure of the acquisition/distribut;on component will also 
preferably exhibit a 30-minute Vertical Wicking Height of at least 
about 2 cm. The fluid storage/r~distribution component of the 
absorbent core comprises a polymeric foam material in the form of a 
hydrophil fc, flexible, open-eel led structure. Such a foam structure 
has a free absorbent capacity at 37oc. of at least about 12 ml of 
synthetic urine per gram of dry foam material. This foam also has 
an absorbent capacity for synthetic urine, under a confining 
pressure of 5.1 kPa maintained for 15 minutes at 37oc., which is at 
1 east about 5% o_f the free absorbent. capacity of the foam. 

In a preferred absorbent core configuratio·n, the fluid 
acquhition/distribution component comprises a fiber-based or 
foam-based •upper" layer which overlies a subjacent foam-based fluid 

15 storage/redistribution "lower" layer. A preferred material for use 
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in fashioning ·the upper fluid acquisition/distribution layer in such 
-a.p~eferred absorbent core configuration is a non-woven fibrous web 
comprising from about 50% to 100% ·by weight of chemically stiffened, 
twisted, curled cellulosic fibers and up to about 50% of a binding 
agent for these fibers. The fibrous web formed from such materials 
will preferably have certain wet and dry density and basis weight 
characteristics. 

Preferred absorbent foam materials for use in or as the.lower 
fluid storage/redistribution layer of the preferred absorbent core 
configuration herein comprise foams which can be prepared by 
polymerizing a specific type of water-in-oil emulsion having a· 
relatively smaller amount of an oil phase and a relativ~ly greater 
amount of a water phase. This type of polymerizable emulsion in 
general is known in the art as a Mgh internal phase emulsion or 
"HIPE". Preferred HIPE based foams for use in this invention are 
those which have certain pore volume, capillary suction specific 
surface area, and resistance to compression deflection 
characteristics. 

BRIEF DESCRIPTION OF THE DRAWINGS 
.Figure 1 of .the drawings is a photomicrograph of the 

interstices of an absorbent HIPE foam material of the type 
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preferably employed in the fluid storage/redistribution component of 

the absorbent core in the articles herein. 
Figure 2 of the drawings is a cutaway depiction of a disposable 

diaper which utilizes an absorbent foam material as an hourglass-

5 shaped fluid storage/redistribution component underlying a 

rectangular fibrous fluid acquisition/distribution component in. an 

absorbent diaper core of dual-layer configuration. 
Figures .3 and 4 of the drawings represent, respectively, a top 

view and a side view of an alternative absorbent core configuration 

10 wherein a fluid acquisition/distribution component is surrounded by 

a foam-based fluid storage/redistribution component. 

Figures 5 and 6 of the drawings represent, respectiv~ly, a top 

view and a side view of another a 1 ternat i ve absorbent core 

configuration which employs a fluid storage/redistribution component 

15 in the form of discrete strips of foam material. 
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Figures 7 and 8 of the drawings represent, resp~ctively, a top· 

view and a side view of yet.another alternative core configuration 

wherein the fluid storage/redistribution component overlies a 

subjacent fluid acquisition/distribution component. 
Figure 9 of the drawings represents a blown-apart view of the 

components of a diaper structure al so of dual 1 ayer core 

configuration having an hourglass-shaped fluid 

acquisition/distdbution layer overlying an absorbent foam fluid 

storage/redistribution layer with a modified hourglass shape. 

DETAILED DESCRIPTION OF THE INVENTION 
The absorbent articles of the present invention can be 

manufactured in the configuration of wearable disposable products 

which are capable of absorbing significant quantities of aqueous 

body waste fluids (i.e., liquids) such as urine and feces. Thus 

such articles, for example, may be prepared in the form of 

disposable diapers, diaper inserts, adult incontinence briefs, adult 

incontinence pads and the like, which are used by incontinent 

individuals. 
ABSORBENT ARTICLE ELEMENTS 

The absorbent articles herein generally comprise three basic 

structural components. One such component is an elongated, liquid 

impervious backing sheet. On top of this backing sheet is placed an 
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absorbent core which itself comprises two or more distinct 
components or 1 ayers. On top . of this ·absorbent ~ore ;s p 1 aced a 
water pervious topsheet. The topsheet is the element of the article 
which is placed closest or next to the skin of the wearer. 

5 Especially preferred absorbent articles of this invention are 
disposable diapers. Articles in the form· of disposable diapers are 
fully described in Duncan and Baker, U.S. Patent Re 26,151, Issued 
January 31, 1967; Duncan, U.S. Patent 3,592,194, Issued July 13, 

1971; Duncan and Gellert, U.S. Patent 3;489,148, Issued January 13, 

10 1970; Buell, U.S. Patent 3,860,003, Issued January 14,- 1975; Weisman 

and Goldman, U.S. Patent 4,610,678, Issued September 9, 1986; 

Weisman, Houghton and Gellert.; U.S •. Patent 4,673,402; Issued June 
16, 1987, and Alemany and Berg; U.S. Patent 4,874, 735; Issued May 
30, 1989, wMch patents· are incorporated herein by reference. A 

15 preferred disposable diaper for the purpose of thi.s invention 
comprises an absorbent core; a topsheet superposed or co-extensive 
with one face of the core, and a liquid impervious backsheet 
superposed or co-extensive with the face of the core opposite the 
face covered by the topsheet.. Both . the backsheet and the topsheet. 

20 most preferably have a width greater·than that of the core thereby 
providing side ~arginal portions of the backsheet and topsheet which 

extend beyond the core. Frequently the backsheet and the topsheet 

will be fused together in these side marginal portions. The diaper 
is preferably constructed in an hourglass or modifled hourglass 

25 · configuration. 
The backsheet of the articles herein can be constructed, for 

example, from a thin, plastic film of polyethylene, ·polypropylene, 
or other flexible moisture impeding material which is substantially 

~ater impervious. Polyethylene, having an embossed caliper of 

30 approximately 1.5 mils, is especially preferred. 

35 

The topsheet of the articles herein can be made in part or 
completely of synthetic fibers or films comprising such materials as 
polyester, polyolefin, rayon, or the like, or of natural fibers· such 
as· cotton. In nonwoven topsheets, the fiber$ are typically bound 

. . . 

together by a thermal binding procedure or by a polymeric binder 
such as polyacrylate. This sheet is substantially porous and 
permits a fluid to readily pass therethrough into the underlying 
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absorbent core. The topsheet material will preferably have no 
affinity for holding aqueous body fluids in the area of contact 
between the topsheet. and the wearer's skin. 

· Another suitable. type of topsheet comprises the topsheets 
5 formed from liquid impervious polymeric material such as polyol e·-

fins. Such topsheets can have tapered capillaries of certain 
diameter and taper positioned in the topsheet to permit flow of 

·discharged fluid through the topsheet into the underlying absorbent 
core of the ~rticle. 

10 All of the topsheets used in the articles of the present 
invention are relatively hydrophobic in comparison with the 
absorbent core of said articles. Topsheet construction is·generally 
disclosed in Davidson, U.S. Patent 2,905,176, Issued September 22, 
1959; Del Guerci9, U.S. Patent 3,063,452, Issued November 13, 1962; 

15 Holliday, U.S. Patent 3,113,570, Issued December 10, 1963, and 
Thompson, U.S. Patent 3,929,135; Issued December 30, 1975; which 
patents are incorporated herein by reference. Preferred topsheets 
are constructed from polyester, rayon, rayon/polyester blends, 
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polyethylene or polypropylene. 
ABSORBENT CORE ELEMENTS 

. An absorbent core, which itself comprises two or more distinct 
components,. zones or layers, and wMch is preferably flexible, is 
positioned between the elongated backing sheet and the topsheet to 
form the absorbent articles herein. This core essentially comprises 
both a fluid acquisition/distribution component and a fluid storage/-

. . 
redistribution component. The fluid acquisition/distribution 
component is positioned wUhin the absorbent article in such a way 
as to receive or contact aqueous body fluid which has been 
discharged into the absorbent article by the wearer of the article. 
The fluid storage/redistribution component in turn is positioned 
within the ·article to be in fluid conununication with the fluid 
acquisition/distribuUon component. In the context of the present 
invention, it should be noted that the term "fluid" means "liquid." 

So long as the acquisition/distribution and storage/redistri­
bution components are in fluid communication with each other, they 
may be positioned relati.ve to one another in a wide variety of 
configurations. Most preferred are absorbent cores wherein the 
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acquisition/distribution and storage/redistribution components 

are in a layered configuration. However other positional relation­

ships between these components are also contemplated. Preferred 

layer arrangements as well as other alternative absorbent core 

5 configurations are described in greater detail hereinafter. The 

nature of the acquisition/distribution and storage/redistribution 

components themse 1 ves are described in detail as fo 11 ows: 

FLUID ACOUISITION/PISTRIBUTION COMPONENT OF THE ABSORBENT CORE 

One essential element of the absorbent core is a fluid acquisi-

10 tion/distribution component which comprhes a porous hydrophilic 

absorbent structure which has certain fluid handling characteristics· 

with respect to discharged aqueous body fluids, e.g., urine, passing 

onto and into this structure through the article topsheet. This 

fluid· acquisition/distribution component serves to quickly collect 

15 and temporarily hold such discharged body fluid. Since such fluid 

is frequently discharged in gushes, the acquisition/distribution 

component must be able to quickly acquire and must also preferably. 

transport fluid, e.g., by .wicking or other mechanisms, from the 
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point of initial fluid. contact to other parts of the · 

acquisition/distribution component for eventual absorption into the 

adjacent fluid storage/redistribution component. 

As indicated, the principal function of the acquisition/­

distribution comp.onent of the absorbent core is to receive fluids 

passing through the liquid pervious· topsheet and to transport such 

fluids to other areas of the acquisition/distribution component and 

eventually on to the fluid-holding, foam-based fluid storage/re­

distribution component of the absorbent core. Accordingly, the 

fluid acquisition/distribution component should be fashioned from an 

absorbent material which exhibits an initial Fluid Acqui'sition Rate 

of at least about 2 ml of synthetic urine per second. More 

preferably, the fluid acquisUion/distribution component will 

comprise an absorbent material which exhibits an initial Fluid 

Acquisition Rate of at least about· 6 ml of synthetic urine per 

second. For p·urposes of the present invention, the Fluid 

Acquisition Rate can be determined by a procedure, described more 

fully hereinafter in the TEST METHODS section, whereby measurements 

are made of the time taken for aliquots of synthetic urine test 
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liquid deposited onto the surface of an absorbent material to be 
absorbed into the internal structure of the absorbent material. The 
"initial" Fluid Acquisition Rate is the time taken for the first 
aliquot of such test liquid to be absorbed into the absorbent 

5 materi a 1 before ·such materi a 1 a 1 ready contains any of the synthetic 
urine test Hquid. 

As noted hereinbefore, material compr1s1ng the fluid 
acquisition/distribution component of the articles herein will 
preferably also be suitably effective at transporting absorbed 

10 liquid from one part or region of the acquisition/distribution 
component to another. Such 1i quid transport ~il 1 frequently arise 
by· virtue of the propensity of the acquisition/distribution 
component absorbent material to wick liquid through its structure. 
Accordingly, one measure of the fluid distribution effectiveness of 

15 the absorbent material used to form the acquisition/distribution 
component re 1 ates to the ability of such absorbent material to 
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vertically wick synthetic urine. 
• 

Vertical wkking effectiveness can be measured and quantified 
in a· number of ways, but ·one typical indicator of vertical wicking . . 

performance is .the height to which a vertically positioned test 
strip of absorbent material will .wick synthetic: urine from a 
reservoir w.itMn a specified period of time. The fluid 

·acquisition/distribution component ·of the articles herein will 
preferably be formed from absorbent material which exhibits a 
30-minute Vertical Wicking Height of at least about 2 cm. More 
preferably, the fluid acquisition/distribution component. will 
comprise absorbent material which has a 30-minute Vertical Wicking 
Height of at least about 4.5 cm. For purposes of the present 
invention, Vertical Wicking Height is determined by the procedure 
described in greater detail in the TEST METHODS section hereinafter. 

Any porous hydrophilic absorbent material which will imbibe and 
transport aqueous body fluids to the extent set forth hereinbefore 
in terms of Fluid Acquisition Rate and preferably Vertical Wicking 
Height may be utilized as, or as part of, the fluid 
ac:qu;sition/distribution component of the absorbent articles herein. 
Frequently such absorbent materials will be foam-based or 
fiber-based in nature. 
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One type of absorbent material contemplated for use in or as 
the fluid acquisition/distribution component in the articles herein 
comprises hydrophilic, flexible, open-celled polymeric absorbent 
foam having certain. structural characteristics. In particular, 

5 absorbent foams useful in or as the fluid acquisition/distribution 
component are those which have a pore volume of from about 2 to 100 
ml/g, a capillary suction specific surface area ·of from .. .about 0.2 to 
1 m2/g; a cell size of from about 10 to 300 microns and a density of 
from about 0.01 to O.S g/cm3, provi.ded values for these parameters 

10 are selected so that the absorbent foams exceed the aforementioned 
Fluid Acquhition Rate minimum. The concepts of foam flexibility, 
hydrophilicity, pore volume, capillary suction, specific surface 
area, cell size, and density are described in greater detail 
hereinafter in connection with the description. of foam materi a 1 s 

15 which are to be utilized in or as the fluid storage/redistribution 
component of the absorbent articles herein. 
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A more preferred type of absorbent structure for use in or as 
the fluid acquisition/distribution component comprises non-woven 
fibrous structures which will provide the fluid handling 
characteristics hereinbefore set forth. In particular, non-woven 
structures fashioned from hydrophilic or hydrophilized fibers can be 
usefully employed as or in the fluid ·acquisition/distribution 
component. The most common structures of this type are fibrous webs 
formed from cellulosic, e.g., wood pulp,· f;bers. Such webs for 
example are typically airlaid structures having a dry density of · 
from about 0.04 to 0.3 g/cm3 and a basis weight of from about 0.015 
to 0.35 g/cmZ. Air laid, non-woven webs of wood pulp fibers of the 
type are known in the art as "airfelt". One comm~n type of airfelt 
material fashioned from southern softwood kraft pulp is marketed by 
The Procter li Gamble Cellulose Company under the name Foley Fluff. 

Other types of non-woven structures sui tab 1 e for use as the 
fluid acquisition/distribution component include structures such as 
surfactant-treated bonded carded webs, webs of melt blown synthetic 
macrofibers or microfibers, pulp coformed webs, staple fiber 
coformed webs and the like. Structures of this type are described 
in detail in Latimer et al; European Patent Application No. 
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EP-A-397, 110; Published November 14, 1990, incorporated herein by 

reference. 
The most preferred web structures for use as the fluid 

acquisition/distribution component of the absorbent articles herein 

5 .are those which are formed from treated cellulose fibers that impart 

certain web and dry density characteristics to the structures and 

that are employed.in appropriate basis weights. More specifically, 

the portibns or regions of such preferred fiber-based acquhition/­

distribution component wMch encounter discharged body fluids will 

10 
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preferably have an average dry density of less than about 0.30 

g/cm3, at the point·· of its use as an absorbent and an average 

density upon wetting to saturation with synthetic urine (Jayco as 

described hereinafter)·, on a dry weight basis, of less than about 

0.20·g/cm3, more preferably less than about 0.15 g/cm3. Even more 

preferably, the average dry density and density upon wetting to 

saturation will both be between about 0.02 g/cm3 and 0.20 g/cm3, 

most preferably between about 0.02 g/cm3 and about 0.15 g/cm3. The 

average dry basis weight of the portion or region of the preferred 

fi her-based acquisition/di stri but ion c;omponents that encounter 

discharged body fluid will typically range from about 0.0·01 to about 

0.10 g/cm2, more preferably from about 0.01 to about 0.08 g/cm2, 

most preferably from about 0.015 to about 0.04 g/cm2. 

All of the foregoing density and basis weight values are 

calculated on a dry basis (at equilibrium moisture levels no greater 

than about 6%). Density and basis weight will generally be 

substantially uniform throughout the acquisition/distribution 

component although nonuniform density · and/or basis weight, and 

density and/or basis weight gradients, are also meant to be 

encompassed herein. Thus, the fluid-absorbing regions of the 

acquisition/distribution component may contain regions of relatively 

higher· or relatively lower density and basis weight values within 

the foregoing ranges. 
Average density dry and average density upon wetting .to 

saturation with synthetic urine values are determined from the basis 

weight of the dry structure and measurement of the caliper of the 

dry or.wet structure. Both caliper dry and caliper upon wetting to 

saturation are measured under a confining pressure on the structure 
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of 0.2 psi (1.43 kPa).· Average density upon wetting to saturation 
is calculated from the dry basis weight and caliper of the saturated 
layer. The caHper of the saturated structure is measured a_fter the 
structure is saturated (under conditions of no confining pressure) 

5 with the synthetic urine test fluid and allowed.to equilibrate • 
. Non-wove~ fibrous absor~ent structures which will provide_ fluid 

acquisition/distribution.components having the foregoing density and 
. ' 

basis weight characteristics are most preferably constructed 
essentially from hydrophilic chemically stiffened cellulosic fibers. 

10 Such cellulosic fibers are typically wood pulp fibers which have 
been stiffened with an intrafiber chemical· stiffening agent and 
otherwise processed so they are formed into a twisted, curled 
configuration. Such highly preferred fluid acquisition/distribution 
component embodiments thus comprise a non-woven fibrous web formed 

15 from about 50% to 100% more preferably from about 75% to · 100%, by 
weight of the web of chemically stiffened, twisted, curled 
cellulosic fibers and from 0% to about 50%, more preferably from 0% 
to about 25% by weight of a binding agent for such fibers. 
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For purposes of this invention, the term •chemically stiffened 
fibers• means any fibers which have been treated by chemical means 
to increase· stiffness of such fibers under both dry and aqueous 
conditions. Such chemical. means include the addition of chemical 
stiffening agents which, for example, coat and/or· impregnate the 
fibers. Such chemical means also include the stiffening of the 
fibers by altering the chemical structure of the fibers themselves, 
e.g., by cross-linking polymer chains within the fibers. 

For exemplary purposes, polymeric stiffening agents which can 
coat or impregn~te cellulosic fibers include: cationic modified 
starch having nitrogen-containing groups (e.g., amino groups) such 
as ·those available from National Starch and Chemical Corp., 
Bridgewater, NJ, USA; latex; wet strength resins such as 
polyamide-epichlorohydrin resin (e.g., KymeneTH 557H, Hercules, Inc. 
Wilmington, Delaware, USA), polyacrylamide resins (described, for 
example, in Coscia et al; U.S. Patent 3,556,932, Issued January 19, 
1971 and also, for example,_ the commercially available 

. . 
polyacrylamide marketed by American Cyanamid Co., Stanford, CT, USA, 
under the tradename Parez™ 631 NC); urea formaldehyde and melamine 
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fomaldehyde res1ns; and polyethylenimine resins. A general 
dissertation on wet strength resins utfl ized in the paper art, 
including those useful herein as fiber stiffening agents, can be 
found in TAPPI monograph series No. 29. •wet Strength in Paper and 

5 Paperboard", Technical Assoc·htio.n of the Pulp and Paper Industry 
(New York, 1965). 

More preferably, the chemically stiffened fibers which can be 
used in the acquisition/distribution component will be stiffened by 
means of chemical reaction. In particular, crosslinking agents can 

10 be applied to the fibers.which, subsequent to such application, are 
caused to chemically fom intra~fiber crosslink bonds. These 
crosslink bonds serve to increase stiffness of the fibers. 

Fibers stiffened by crosslink bonds in individualized (Le·., 
fluffed) form are disclosed, for example, in Bernardin, U.S. Patent 

l5 3,224,926, Issued December 21, 1965; Chung, U.S. Patent 3,440,135, 

Issued Aprfl 22, 1969; Chatterjee, U.S. Patent 3,932,209, · Issued 
January 13, 1976 and Sangenis et al., U.S. Patent 4,035,147, Issued 
July 12, 1977. More preferred fibers are disclosed in Dean et al., 
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U.S. Patent 4,822,453, issued April 18, 1989, Dean et al., U.S. 
Patent 4,888,093, issued December l~, 1989, Moore et al., U.S. 
Patent 4,898,642, issued February 6, 1990, and. Lash et al.; U.S. 
Patent 4, 935, 022, Issued June 19, 1990. All of these patents are 
incorporated herein by reference. In addition to being hydrophilic, 
these stiffened fibers remain stiff even upon wetting. Thus 
pref erred webs made from these fibers do not co 11 apse, as do. webs 

. made from conventional unstiffened fibers when wet. This propensity 
thus provides the acquisition/distribution layer with the improved 
ability to acquire and distribute fluids from second and subsequent 
discharges which are encountered by the acquisition/distribution 
component. 

Suitable fiber-stiffening agents of the cross-linking type 
comprise monomeric crossl inking agents including, but not 1 imited 
to, C2-Cs dialdehydes and the Cz-Cs monoaldehydes which have an acid 
fun~tionality. These compounds are capable of reacting with at 
least two hydroxyl groups in a single cellulose chain or on proxi­
mately located cellulose chains in a single fiber. Specific 
crosslinking agents contemplated for use in preparing the stiffened 
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cellulose fibers include, but are not limited to, glutaraldehyde, 

glyoxal, formaldehyde, and glyoxylic acid. Other suitable· 

stiffening agents comprise polycarboxyl ates, such as citric acid. 

The polycarboxylic stiffening· agents and a process for making 

stiffened fibers using tbose agents described in U.S. Seri"al No. 

596,606, filed October 17, 1990 (corresponds to Canadian Patent 

Specification No. 2028977-5, Available May 8, 1991), incorporated by 

reference herein. 

For the most preferred stiffened cellulosic fibers, chemical 

10 processfog will fovolve intrafiber crossl inking with crossl inking 

agents of the above type wh i1 e such fibers are in a rel at i ve l y 

dehydrated, defibrated (i.e., individualized), twisted, curled 

condition. The effect of crosslinking under these conditions is to 

form fibers which are stiffened and which tend to retain their 

· 15 twisted, curled configurati"on during use in the 

acquisition/distribution component of the absorbent articles herein. 
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The extent to which the preferred chemically stiffened fibers 

are also twisted and curled can be quantified by referencing both a 

fiber •twist count" and a fiber "curl factor". As used herein, the 

term •twist count" refers to the number of twist nodes present in a 

certain 1 ength of fiber. Twist count is utilized as a means of 

measuring the degree to which a fiber is rotated about its 

. longitudinal axis. The term "twist node 11 refers to a substantially 

axial rotation of 100· about the longitudinal axis of the fiber, 

wherein a portiori of the fiber (i.e., the 11 node 11
) appears dark 

relative to the rest of the fiber when viewed under a microscope 

with transmitt~d. light. · The· twist node ·appears dark at locations 

wherein the transmitted 1 ight passes through an additional fiber 

wall due to the aforementioned rotation. The distance between nodes 

corresponds to an axial rotation of 1so•. The number of twist nodes 

in a certain length of fibers (i.e., the twist count) is directly 

indicathe of ·the degree of fiber twist, which ;s a physical 

parameter of the fiber. The procedures for determining twist nodes 

and total twist count are described in the hereinbefor~ referenced 

U.S. Patent 4,898,642. 

The preferred stiffened ce 11 ul ose fibers wi 11 have an average 

dry fiber twist count of at least about 2.7, preferably at least 
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about 4.5 twist, nodes per millimeter. Furthermore, the average wet 
fiber twht count of these fibers should preferably be at least 
about l.S, preferably at least about 3.0, and should also preferably 
be at least about 0.5 twist nodes per millimeter less than the 

5 average dry fiber twist count. Even more preferably, the avera.ge 
dry fiber twist count should be •t least about 5.5 twist nodes per 
millimeter, and the average wet fiber twist count should be at least 
about 4.0 twist nodes per millimeter and should also be at l~ast l.O 
twist nodes. per millimeter 1 ess than its average dry fiber twist 

10 count.. Host preferably, the ·average dry fiber twist count should be 
at least about 6.5 twist nodes per m-illimeter, and the average wet 
fiber twist count should be at least about 5.0 twist nodes per 
millimeter and should also be at least l.O twist nodes per 

.millimeter less than the average dry fiber twist count. 
15 In addition to being twisted, the preferred fibers used in the 
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acquisition/distribution component of the absorbent articles ~erein 
are a 1 so curled. Fiber curl may be described as the fractional 
shortening of the fiber due to kinks, twists, and/or bends in the 
fiber. The extent of fiber. curling can be quantified by referencing 
a fiber curl factor. The fiber curl factor, a two dimensional 
measurement of curl, is ·determined by viewing the fiber in a two 
dimensional plane. To determine curl factor, the projected length 
of the fiber as the longest dimension of a two dimensional rectangle 
encompassing the fiber, LR, and the actual length of the fiber, LA, 
are both measured. The fiber curl factor can. then be calculated 
from the following equation: 

Curl Factor • (LA/LR} - 1. 
An image analysis method that can be util iied to measure LR and 

LA is described in the .. hereinbefore referenced U.S. Patent 
4,898,642. Preferably the fibers utilized in the 
acquisition/distribution layer of the absorbent ·articles herein ·Will 
have a curl factor of at least about 0.30, and more preferably will 
have a curl factor of at least about 0.50. 

The degree of stiffening, dependent upon the type and amount of 
stiffening agent (e.g., crosslinking agent) used, the degree of 
dehydration of the fibers during curing of the crosslinking agent, 
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and the curing time and conditions, affects the ability of the fiber 
to take up fluid and the tendency of ~he fiber to swell. 

The fiber stiffness can -be quantified by referencing the water 
retention value (WRY) of the stiffened cellulosic fibers used in the 

5 acquisition/distribution components of the absorbent articles 
herein. WRY is a measure of the amount of water retained by a mass 
of fibers after substantially all of the interfiber water has been 
removed. Another parameter which can be used to characterize the· 
nature of the stiffened fibers formed by crossl inking fibers in 

10 rel~tively dehydrated form is that of alcohol retention value (ARV). 
ARV is a measure of the extent to which a fluid, e.g. , i sopropyl 
alcohol, which does not induce substantial fiber swelling, is taken 
up by the stiffened fibers. The ARV of the stiffened fibers is 
directly related to the extent that the fibers were swollen with the 

15 solution of crosslinking agent during the stiffening procedure. 
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Relatively higher ARVs mean that the fibers have been generally 
swollen to a· relatively greater extent during crossl inking. 
Procedures for determining WRV and ARV are described in the 
hereinbefore referenced U.s.· Patent 4,898,642. 

The WRY for the stiffened, twisted, curled fibers which may be 
used in the preferred acquisition/distribution layers herein will 
generally range between about 28% and about 50%. In more preferred 
embodiments, the WRY of the fibers can range from about 30% to 45%. 
Fibers having a WRY within these ranges are believed to provide an 
optimal balance of swell.ing-induced untw.isting and fiber stiffness. 

The stiffened cellulose fibers preferred for use in the 
acquisition/distribution.component herein are also those which have 
an ARV (isopropol alcohol) of less than about 30%. The limitation 
that such fibers have an ARV (isopropol alcohol) of less than about 
30% is indicative of the relatively· dehydrated, unswollen state of 
these fibers during the stiffening process. More preferably, the 
ARV (isopropol alcohol) ~f the fibers useful in the 
acquisition/distribution co~ponent will be less than about 27%. 

The stiffened cellulose fibers herein having the preferred 
twist count, curl factor, WRV and ARV characteristics hereinbefore 
set forth, can be prepared by internally crosslinking such fibers in 
relatively dehydrated form while or after such fibers are being or 
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have been dried and defi brated (i.e., "fluffed") as descr.i bed in the 
hereinbefore referenced U.S. Patent 4,898,642. Alternative 

-procedures for preparing hydrophilic, chemically stiffened fibers 

are those described in the hereinbefore referenced· U.S. Patents 

5 3,224,926, 3,440,135, 3,932,209, and 4,035,147. 
Relative to conventional non-stiffened cellulosic fibers, the 

crosslinked, twisted, stiffened fibers as hereinbefore described 
form relatively low tensile strength sheets or webs, particularly in 

the undried condition. Therefore, in order to facilitate processing 

10 and to increase the integrity of the acquisition/distribution 

component embodiments which· are fashioned from stiffened, twisted, 
curled cellulosic fibers, a binding agent can be integrally 

incorporated into or onto the acquisition/distribution layer web 
structure. This can be done by adding the binding agent to the 

15 stiffened fibers prior to web formation (wetlaid or airlaid web 

formations), by applying the binding agent (e.g., chemical additive 

binding agent) to a wetlaid web after deposition of the web on the 

f~r_ming wire and before drying, by applying binding agent to a dried 

web (after wet-laying), or by any combination of these binding agent 
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application methods. 
Suitable binding agents for addition to or combination with the 

stiffened cellulosic fibers either by air-laying processes or prior 

to formation of the wet web from a pulp slurry include, but are not 
limited to, a variety of cellulosic and synthetic fibrous materials. 

Such fibrous materials include nonstiffened cellulosic fibers (i.e., 
conventional cellulosic pulp fibers), highly refined, nonstiffened, 

cellulosk. fibers which are refined to Canadian Standard Freeness 
(CSF) of less than about 200 CSF, more·preferably from about 100 CSF 

to about 200 CSF and high surface· area cellulosic material such as 

expanded cellulose fibers. Fibrous binding agents of this type are 

described more fully in. U. S. Patent Application Serial No. 
07/625,776; Filed December 17, 1990 and incorporated herein by 
reference. 

Other types of binding agents which may be utilized in 

. combination with the stiffened cellulosic fibers in the 
acquisition/distribution component include chemical additive binding 

agents such as resins, latex materials, starches and modified 
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starches, and thermoplastic bindi,ng agents. These types of chemical 

additive binding agents are also described in greater detail in the 

aforementioned U. S. Serial No. 07/625,776. As noted, the binding 

agent, if present, can comprise· up to ·about 50% by. weight of the 

5 acquisition/distribution component. More preferably, the binding 

agent will comprise from about 1% to 25% by weight of the 

acquisition/distribution component. 
The preferred non-woven fibrous acquisition/distribution 

component structures compr1s1ng stiffened, twisted, curled 

10 cellulosic fibers, with or without binding agents, can be prepared 

by either airlaying or wetlaying procedures to form webs of any 

given desired density and basis weight. Stiffened fiber-containing 

structures for use in the present invention can be airlaid according 

to techniques well known to those skilled in the art of airl aying 

15 
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cellulosic fiber$. In general, airlaying can be effected by 

me~ering an air · flow. containing the stiffened fibers, in 

substantially dry condition, onto a wire screen and, optionally, 

compressing the resulting web to the desired density. Alternately, 

the fibers can be airlaid to the desired density without 

compression. The airlaid web will comprise .at least about 50% of 

stiffened cell~losic fibers, as hereinbefore· described, and can 

comprise up to and including 100% of such fibers. The web can 

optionally contain binding means, also as hereinafter described, or 

other optional components, such as ingreaients modifying fluid 

handling properties of the webs (e.g., ~ydrophilic surface active 

agents), or improving ·absorbency (~.g., polymeric gel 1 ing agents), 

and the like. 
The preferred non-woven fibrous acquisUion/distribution 

component structures compr1s1ng stiffened, twisted, curled 

cellulosic fibers may also be prepared by wetlaying. Techniqijes for 

wetl aying eel l ulosic fibrous material to form sheets· such as dry 1 ap 

and paper are well known in the art •. · These techniques are generally 

applicable to the wet-laying of the stiffened fibers to form wetlaid 

sheets useful in the . present invention. Suitable wetlaying 

techniques include handsheeting, and wetlaying with the utilization 

of papermaking machines as dhclosed, for instance, ;n Sanford et 

al.; U.S. Patent 3,301,746; lssu~d January 31, 1967. Due to the 
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behavior of st1ffened fibers, particularly their tendency to 

flocculate ;n aqueous slurr;es, certain pr~cessing modifications, 

hereafter described, are preferably ·;mplemented when wetlaying with 

papermaking machines. 
In general, wetlaid webs can be made by depositing an aqueous 

slurry of fibers on to a foraminous forming wire, dewatering the 

·wetlaid slurry to form a wet web, and drying the wet web. 
Preferably, the aqueous slurries of fibers for wetlaying will have a 
fiber consistency of between about 0.05% and about 2.0%, preferably 

10 between about 0.05% and about 0.2%, total slurry weight basis. 

Deposition of the slurry is typically accomplished using an 

a~paratus known in the art as a headbox. The headbox has an 
opening, known as a s l ice, for de l i veri ng the aqueous s 1 urry of 

.fibers onto the foraminous forming wire. The foraminous forming 
15 wire ;s often referred to in the art as a Fourdrinier wire. The 
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Fourdrinier wire can be of construction and mesh size used for dry 

lap or other papermaking processing. Preferably, mesh sizes of 

about 70 to about 100 (Tyler standard screen scale) are used. (All 

mesh sizes referred to herein shall be based upon the Tyler standard 

screen scale, unless otherwise specifically indicated.) 

Conventional designs of ·headboxes known in the art for drylap and 

tissue sheet formation may be used. Suitable commercially available 
headboxes include, for ex amp 1 e, fixed roof, twin wire, and drum 

former headboxes. 
Once formed, the wet web is dewatered and dried. Dewatering 

can be performed with suction boxes or other vacuum devices. 

Ty'pically, dewa.tering increases the fiber consistency to between 
about 8% and about 45%, total wet web weight basis, preferably 
between about 8% and about 22%. Dewatering to consistencies above 

about 22% may require wet-pressing and is less preferred. After 

dewatering, the web can be, but is not necessarily, transferred from 

the forming w1re to a drying fabric which transports the web to 

drying apparatus. The drying fabric is preferably coarser than the 
forming wire, for increased drying efficiency. The drying fabric 
preferably has about 30% to about 50% open area and about 15% to 

about 25% knuckle area, such as a 31 X 25 JS (satin weave) .fabric 
that has been sanded to increase the knuckle area to within ··the 
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preferred range. Wet microcontraction is preferably implemented 
during transfer from the forming wire to the fabric. Wet 
microcontraction can be accomplished by running the forming wire at 

a speed which is from about 5% to about 20% faster than the speed at 

5 which the fabric is being run. 
Drying can be accomplished with a thermal blow-through dryer or 

vacuum device such as a suction box, although thermal blow-through 
dryfog h preferred. The wetl aid webs are preferably dried to 
completion (generally to fiber consistency between about 90% and 

10 about 95%) by the thermal blow~through dryers. Blow-through drying 
is believed to efficiently dry webs of the stiffened fibe_rs due to 

the high void volume of the webs. Steam drum drying apparatus known 
·in the art, such as Yankee drum dryers, can be used but are less 

preferred. Drum dryers are believed to be less efficient for drying 
15 webs of the stiffened fibers and · can a 1 so compact the webs. The 

dried .webs are preferably not creped .. 
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The web structures containing stiffened, twisted, curled 
ce11u1osic fibers, whether airlaid or wetlaid, can be processed into 
the absorbent cores of the absorbent articles herein in a man_ner 
more fully described herefoafter. Thh procedure wil 1 preferably 
involve associating the non-woven web of stiffened cellu1osic fibers 
as an acquisition/distribution layer overlying a foam-based 

absorbent structure which forms the fluid storage/redistribution 

layer component of the absorbent articles herein. 
FLUID STORAGE/REDISTRIBUTION COMPONENT OF THE ABSORBENT CORE 

In addition to the upper fluid acquisUion/distribution 
component, the absorbent cores of the absorbent articles herein also 
essentially contain a fluid storage/redistribution component 
comprising a po·lymeric absorbent foam material. This fluid 
storage/redistribution component is maintained in . fluid 

communication with the fluid acquisition/distribution component such 
that urine or other aqueous body fluids present in the 
acquisition/distribution component can be absorbed by the polymeric 
foam material in the fluid storage/redistribution component. 

The polymeric foams which are employed in the fluid 
storage/redistribution component can in general be characterized as 
the structures which result when a relati:vely monomer-free gas or 
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relatively monomer-free liquid is dispersed as bubbles in a 
polymerizable monomer-containing liquid, foll_o~ed by polymerization 
of the polymerizable monomers in the monomer-containing liquid which 
surrounds the bubbles. The resulting_polymerized dispersion can be 

5 in the fom of a porous solidified structure which h an aggregate 
of cells, the boundaries or walls of which cells comprise sol id 
polymerized material. The cell°s themselves contain the relathely 
monomer-free gas or relatively monomer-free liquid which, prior to 
polymerization, had formed the •bubbles• in the liquid dispersion. 

10 -As described more fully hereafter, the preferred polymeric foam 
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materials useful as absorbents in the fluid storage/redistribution 
component of the absorbent core are those prepared by polymerizing a 
particular type of water-in-oil emulsion. Such an emulsion is 
formed from a relatively small amount of a polymerizable 
monomer-containing oil phase and a relatively larger amount of a 
relatively monomer-free water phase." The relatively monomer-free, 
discontinuous "internal" water phase thus forms the dispersed 
"bubbles" surrounded by the continuous polymerizable 
monomer-containing oil phase. Subsequent polymerization of the 
monomers in the continuous oil phase forms the cellular foam 
structure. Tbe aqueous· liquid remaining in the foam structure 
formed upon polymerization can be removed by pressing and/or drying 
the foam. 

Polymeric foams, including the preferred foams prepared from 
the water-in-oil emulsions herefo, may be relatively closed-celled 
or relatively open-celled in character, depending ·upon whether 
and/or the extent to which, the -cell walls or boundaries, i.e., the 
cell windows, are filled or taken up with polymeric material. The 
polymeric foam materials useful in the absorbent ar~icles and 
structures of the present in~ention are those which are relatively 
open-celled in that the individual cells of the foam are for the 
most pa·rt not completely hol ated from each other by polymeric 
material of the cell walls. T~us the cells in such substantially 
open-celled foam structures have intercellular openings or "windows" 
which are large enough to permit ready fluid transfer from one cell . . 

to the other within the foam structure. 
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In substantially open-celled structures of the type useful 
herein, the foam will generally have a reticulated character with 
the individual cells being defined by a plurality of mutually 
connected, three dimensionall.Y branched webs. The strands ·of 

5 polymeric material which make up the branched webs of the open-cell 
foam structure can be referred to as •struts.• For purposes of the 

' ·- . 
present invention, a foam material is •open-celled" if at least 80% 

of the cells in the foam structure are in fluid communication with 
at least one adjacent cell. Alternatively, a foam material can be 

10 considered to be ~ubstantially open-celled if it has an available 
pore volume, as described hereinafter, which exceeds the minimum 
value for this parameter also as set forth hereinafter. 
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In addition to being open-celled, the polymeric foam absorbents 
ess_entially used in the fluid storage/redistribution component of 
the articles herein are hydrophilic in character. The foams herein 
must be sufficiently hydrophilic to permit the foam to absorb 
aqueous body fluids in the amounts hereinafter specified. As 
discussed hereinafter with respect to preferred foam types and 
methods of foam preparation, the internal surfaces of the foams 
herein may be rendered hydrophilic by virtue of the particular 
monomers selected for use in preparing the polymeric foams, by 
virtue of residual hydrophilizing agents left in the foam structure 
after polymerization or by virtue of selected post-polymerization 
foam treatment procedures which can be used to alter the surface 
energy of the material which forms the foam structure. 

The extent to which polymeric foam structures such as those 
used in this invention are "hydrophilic" can be quantified by 
referencing the "adhesion tension" exhibited by such foams in 
contact with an absorbable test liquid. Adhesion tension is defined 
by the formula 

AT· 1 cos.e 
wherein AT is adhesion tension in dynes/cm; 

1 is the surface tension of a test liquid absorbed by 
the foam material in dynes/cm; 

9 is the contact angle in degrees between· the surface of 
foam polymer material and the vector which is tangent to 



WO 93/93699 PCT/US92/06709 

- 23 -

THIS SHEET HAS SEEN 
REPLACED 

the test liquid at the point that the test liquid contacts 
the foam polymer surface. 

For any given hydrophilic foam material, the adhesion tension 
exhibited by the foam can be determined experimentally using a 

5 p_rocedure whereby weight uptake of a test liquid, e.g., synthetic 
urine, is measured for a foam sample of known dimensions and 
capillary suction specific surface area. Such a procedure is 
described in greater detail in· the TEST METHODS section hereinafter. 
The foams . which are useful as absorbents in the fluid 

10 storage/redistribution· component of the present invention are 
generally those which have been rendered hydrophilic to the extent 
that they exhibit an adhesion tension of from about 15 to 65 
dynes/cm, more preferably from about 20 to 65 dynes/cm, as 
determined by capillary suction uptake of synthetic urine having a 

15 surface tension of 65 ! S dynes/cm. 
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In addition to being "open-celled" and "hydrophilicu, the 
polymeric foam materials useful in the fluid storage/redhtribution 
component of the absorbent art i c 1 es of the present invention are 
those which· possess performance, e.g., fluid handling, properties 
which render such foams especially suitable and useful as absorbents 
for the aqueous body fluids which are introduced into the fluid 
storage/redistribution component. These fluid handling 
characteristics are in turn related to and determined by the 
structural and mechanical characteristics of the absorbent foam 
materials used herefo. Foams having a specific set of structural 
and mechanical properties can, in fact, be used as absorbents in the 
fluid storage/redistribut;on component because they will provide the 
requisite fluid handling characteristics. 
I) Fluid Handling and Absorbency Characteristics 

The fluid· handling and absorbency characteristics wMch have 
been ident;fied as being very relevant to the reaHzation of 
su;table absorbent foams for the fluid storage/redistribution 
component are, A) the equilibrium. absorbent capacity of the foam, 
especially under pressure, B) the rate of vertical wick1ng of -fluid 
through the foam structure, ·C) the absorbent capacity of the foam at 
spec;fic reference wicking heights, and D) the abflity of the 
absorbent foam structures to drain (partition) flu;d from competing 
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absorbent structures ·such as the acquisition/distribution component 
with which the foam will be in fluid communication. Each of these 
characteristics is described in greater detail as follows: 

. A) Absorbent Capacity and Absorbent Capafity Under Pressure . 
5 Absorbent capacity is the total amount of test fluid (synthetic 

urine) which a given foam sample will absorb into its cellular 
structure per unit mass of solid material in the sample. Absorbent 
capacity under pressure refers to the amount of that fluid held 

und~r no confining pressure (free capacity) which the foam will 
10 retain within its cellular structure when the foam sample is 

subjected to compressive force. Such absorbent capacity 
measurements are for purposes herein calculated at equilibrium, 
i.e., after the foam sample has been allowed to acquire and/or hold 
all of the fluid it can over whatever time period is needed to form 

15 ·a completely saturated foam sample with test liquid. The foam 
materials which are especially useful as absorbents in the fluid 
storage/redistribution component of the instant absorbent articles 
such as diapers will exceed a minimum free absorbent capacity and 
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will also exceed a minimum absorbent capacity under pressure. 
Using the procedure described in greater detail hereinafter in 

the TEST METHODS section, free absorbent capac ;ty and absorbent 
capacity under pressure can both be determined for any given foam 
sample by a gravim~tric analysis technique. In such a technique, a 
foam sample of specified known size and weight is placed in a dish 
of test fluid (synthetic urine} and is allowed to absorb the test 
fluid to ·equilibrium. After removal of the saturated sample from 
the fluid, the_ amount of fluid held per gram of foam, i.e., the 
measured free capacity, is then calculated. This saturated foam 
sample is then subjected in step wise fashion to increasing 
compresshe pressure in several increm~nts with the .expressed _fluid 
being drained away at each step. The amount of fluid retained in 
the sample at each pressure loading up to about 1.0 psi (6.9 kPa) is 
determined gravimetrically. 

To be especially useful for absorbing urine 1n the fluid 
storage/redistribution component, foam absorbent material should 
have an equilibrium free capacity of at least about 12, and 
preferably at least about 20, ml of synthetic urine per gram of dry 
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foam material. Furthermore the capacity of such foam materials 

under a confining pressure of about 0.74 psi (5.1 kPa) maintained 

for 15 minutes at 37oc should be at least about 5%, more preferably 

at least about 20%, of the equilibrium free capacity of such foams. 

5 B) Vertical Wicking Performance 

Yet another fluid handling attribute of the absorbent foams 

useful in the fluid storage/redistribution component relates to 

their ability to relatively quickly move or transport acceptable 

amounts of body fluids through their foam structures. Vert i ca 1 

10 wicking, i.e., · fluid wicking in a direction opposite from 

gravitational force, is one measure of the especially desirable 

performance attr.ibute of fluid transport for the storage/redistri­

bution component absorbent foam materials herein. This is because 

such materials wi·ll frequently be utilized in fluid storage/-

15 redistribution components in a manner that absorbed fluid must be 

moved, i.e., "redistributed," within the foam from a relatively 

lower position to a relatively higher position within the storage/­

redistribution component of the absorbent core. Vertical wicking is 
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believed to contribute to this fluid redistribution propensity of 

the foams which are useful herei.n. 

Vertical wicking performance is related to the magnitude of the 

capillary suction driving force which moves liquid through the foam 

and holds it in the foam structure. Foam characterizing parameters 

which rel ate. to vertical wicking propensity thus provide an 

indication as to how well preferred foams herein will perform as 

storage/redistribution component absorbents in absorbent articles. 

For the storage/redistribution component foam absorbents of the 

present invention, fluid wicking propensity can be quantified by 

referencing both a vertical wicking rate test·and a vertical wicking 

absorbent capacity test. 

1) Vertical Wicking Rate 

lhe vertical wicking rate test measu·res the time taken for a 

colored test liquid (e.g., synthetic urine) from a reservoir to wick 

a vertical distance of 5 cm through a test strip of foam of 

specified size when the test is performed at 37oc. Such a vertical 

wicking rate ·test is described in greater detail in the TEST METHODS 

section hereinafter. To be especially useful for absorbing urine in 
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the storage/redistribution component, the storage/redistribution 
component foam absorbents wi11 preferably have a 5 cm vertical · 
wicking rate of no more than about 30 minutes when wicking synthetic 
urine (65 .:!: 5 dynes/cm). More preferably., the preferred foam 

5 absorbents _of the present invention will have a 5 cm vertical 
wicking rate of no more than about S minutes when wicking synthetic 
urine. 

2) Vertical Wicking Absorbent Capacity 
The vertical wicking absorbent capacity test is carried out in 

10 conjunction with the vertical wicking rate test. Vertical wicking 
absorbent capacity measures the amount of test fluid per gram of 
absorbent foam that is wicked to each one inch (2.54 cm) vertical 
section of the same standard size foam sample used in the vertical 
wicking rate test. Such a determination is generally made after the 

15 sample has been allowed to vertically wick test fluid to equilibrium 
(e.g., after about 18 hours). Like the vertical wicking r.ate test, 
the vertical wicking absorbent capacity test is describe~ in greater 
detail hereinafter in the TEST METHODS section. 
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To be esp.ecially useful for absorbing urine in the storage/-
redistribution component, the preferred storage/redistribution 
component foam absorbents of the present invention wil 1 generally 
have a vertical wicking absorbent capacity such that, at 11.4 cm 
(4.5 inches) C>f vertical wicking height, the foam test strip has an 
absorbent capacity of at least about 10 ml of synthetic urine (65 ~ 
5 dynes/cm) per gram of absorbent foam. More preferably, the 
preferred storage/redistribution component foam absorbents herein 
will have a vertical wicking absorbent capacity at 11.4 cm (4.5 
inches) of from about 20 to 45 ml of synthetic urine per gram of 
foam. 

C) Partitioning 
It h, of course, desirable for the storage/redistribution 

component foams of this invention to have a propensity for pulling 
body fluids into the foam structure from other absorbent article 
components such as the fluid acqui"sition/distribution component 
which also are absorbing_·such _fluids. Such a propensity to drain 
fluid from other absorbent article components is known in the art as 
•partiti~ning.• The concept of partitioning and certain procedures 
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for determining partitioning performance are described, for example, 

in Weisman/Goldman; U.S. Patent 4,610,678; Issued September 9, 1986 •. 

When tested for partitioning performance using procedures similar to 

those disclosed in U.S. 4,610,678, the absorbent foam structures of 

the fluid storage/redistribution component should exhibit especially 

desirable fluid partitioning characteristics relative to the 

absorbent materials used in the fluid. acquisition/distribution 

component of the articles herein. 
II) Structural Features of Preferred Storage/Redistribution 

Component Foams 
Specific somewhat interrelated and interdependent structural 

properties of foam absorbents have been identified as being highly 

desirable in foams which are especially suitable for absorbing 

aqueous body fluids in the storage/redistribution component of the 

15 absorbent articles herein. It should be understood that the foam 

materials of the storage/redistribution component may have 

structural "properties which are different from those specified 

hereinafter at some point prior to contact between the foam and the 

aqueous body fluid to be absorbed in the storage/redistribution 

20 component. For example, ·during their manu_facture, shipping, 

storage, etc., the foams herein may have pore volume, specific 

sur~ace area, density and/or cell size values outside of the ranges 

set forth hereinafter for these parameters. However, such foam 

absorbent structures are nevertheless still within the scope of this 

25 invention i.f they later undergo phys i ca 1 or rhea logical changes so 

that they then have the values specified hereinafter for these 

structural properties at least at some point during the. period of 

subsequent contact between the foam and the aqueous body fluid it 

encounters in the storage/red i st ri but ion component. The sever a 1 

30 structural properties of the ···foam absorbents preferred for use in 

the storage/redistribution component of the articles herein can be 

summarized as follows: 
A) Pore Volume 
Pore volume is a measure of the volume of the openings or cells 

35 in a porous foam structure per unit mass .of soHd material (polymer 

structure plus any residual solids) which forms the foam structure. 

Pore volume can be important in influencing a number of performance 
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and mechanical . features of the absorbent foams herein. Such 
performance and me ch an i ca 1 features inc 1 ude absorbent capacity of 
the foams for aqueous . body fluids, the extent and rate of fluid 

· distribution within the structure by wicking of absorbed aqueous 
5 fluids from one part of the absorbent foam to another, foam 

flexibility and foam compression deflection characteristics. 
Pore volume may be determined by any _suitable experimental 

method wMch will give an accurate indication of the actual pore 
volume of the structure. Such experimental methods will generally 

10 involve the measurement of the volume and/or mass of a test liquid 
which can be introduced into the foam structure and which therefore 
is representative of the volume occupied by the op'en cells of the 
foam. For this reason the pore volume parameter of the foams useful 
fo the fluid storage/redistribution component herein may also be 

15 referred to as "available pore volume." 

20 

25 

30 

35 

One conventional way for determining available pore volume 
experimentally involves the introduction of a low surface tension 
liquid such as isopropanol into the foam structure from outside the 
foam structure. A procedure for determining available pore volume 
using isopropanol is set f~rth hereinafter in the TEST METHODS 
section. It should be u_nderstood, however, that alternative test 
liquids and procedures may also be used to determine available pore 
volume. 

The pore volume of the absorbent foams useful in the fluid 
storage/redistribution component can be influenced and controlled by 
adjusting a number of foam composition and processing features. For 
example, with the preferred HIPE emulsion-based foams herein, these 
pore volume influencing features can include the water-to-oil ratio 
of the HIPE emulsion, type and amount of water ·phase electrolyte 
used, type and amount of oil phase emulsifier used, 
post-polymerization foam compression steps· to effect washing and/or 
densification of the foam and degree of recovery of the. polymerized 
foam structure after such compression steps. 

·The foam materials used in the fluid storage/redistribution 
component of the articles herein will generally have a pore volume of 
from about 12 to 100 ml/g; more preferably from about 20 to 70 ml/g 
and most preferably from about 25 to 50 ml/g. Such ranges for pore 

,. 
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volume are intended to be an •inclusive• definition of theoretical 
pore volume for the foams encompassed by this invention. Thus if 
any experimental method which can reasonably be expected to give 
measurements approximating theoretical pore volume provides values 

5 within the foregoing ranges,. then the foam materials tested by any 
such method are within the scope of this invention. 

B) Capillary Suction Specific Surface Area 
Another structural feature of the preferred foam materials 

suitable for use in the fluid storage/redistribution component is ~ 

10 certain capillary suction specific surface area. Capillary suction 
specific surface area is, in general, a measure of the test~liquid­
accessible surface area of the polymeric network forming a 
particular foam per unit mass of the bulk foam material (polymer 
structural material plus solid residual material). Capillary 

15 suction specific surface area is determined both by the dimensions 
(i.e., diameter) of the cellular units in the foam and by the size 
(length, width and thi~kness) of the struts which form such cellular 
units. Capillary suction specific surface area is thus a way of 

20 

25 
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quantifying the total amount of solid surface provided by the foam 
network to the extent that such a surface participates in 
absorbency. 

The capillary suction specific· surface area of an open-celled 
foam structure such as the absorbent foams of the storage/redistri­
bution component ;s the feature of the foam that influences the 
capillarity (or capillary suction) exhibited by the foam. It has 
been found that foam capillarity must be controlled and selected so 
that the storage layer foam materials herein have sufficient 
capillarity to provide acceptable fluid retention while still 
allowing some transport, e.g., by wicking, of the fluid to occur 
within the foam structure of the fluid storage/redistribution 
component. Adjustment of capillary suction specific surface area, 
as well as control of the hydrophilicity of the foam polymer 
surfaces, is thus the means for providing the requisite degree of 
capillarity for the storage/redistribution component absorbent foams 
of this invention. Foams of relatively high capill_ary suction 
specific surface area provide the very desirable combination of high 
capacity (and low density} and high capillarity. High specific 
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surface area is a consequence of the fineness of the struts making 

up the foam structure. 
The capillary suction specific surface area of the storage/-. 

redistribution component foams is influenced and con~rolled by 
adjusting many of the same composition· and processing parameters 

which affect the foam pore volume. For HIPE emulsion-based foams, 

these composition parameters include .the water-to-on ratio of the 

HIPE emulsion, and the ·type and amounts of. monomers, emulsifiers, 

and electrolytes utilized in the HIPE emulsion.·· Process parameters 

10 affecting capillary suction specific ·surface area include mixing 

energy_ and temperature. 

As noted, ·for purposes of this invention, the specific surface 

area of any given foam material being contemplated for use as or in 

the fluid storage/redistribution component of the absorbent articles 

15 herein can and will· usually be determined by a procedure which 

involves the principle of capillary suction. In such a procedure, 

capillary suction specific surface area is determined by measuring 

the amount of capillary uptake of a low surface tension liquid 

20 

25 
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(e.g., ethanol) which occurs within a foam sample of a known mass 

and dimensions. A detailed description of such a procedure for 

determining ·foam specific surface area via the capillary suction 

method is set forth in the TEST METHODS section herefoafter. Any 

reasonable alternative method for determining capillary suction 

specific surface area may also be utili.zed. 

The-open-celled, porous absorbent foams which are useful in the 
fluid storage/redistribution component are generally those which are 

prepared to have certain capillary suction specific surface area 

characteristics. In particular, the storage/redistribution 

component foams herein should have. a capillary suction specific 

surface area ranging from about· 0.5 to 5.0 m2/g, more preferably 

from about 0.75 to 4.-5 m2/g, most preferably from about 1.0 to 4.0 

m2/g. It has been discovered that hydrophilic foams having such 

capillary suction specific surface. area values will. generally 

possess an especial~y desirable balance of absorbent capacity, 

fluid-retaining and fl~id-wicking or distribution characteristics 

for aqueous body liquids such as urine so as to render such foams 

particularly useful in the fluid storage/redistribution component. 
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Two addUional structural features of the storage/redistribu­

tion component absorbent foams herein which are interrelated with 

pore volume and capillary suction specific surface area and which 

5 can be used as _supplemental or alternathe ways of characterizing 

the preferred storage/redistribution component foams of this 

invention are foam density and the average size or diameter of the 

cells making up the foam. Each of these two supplemental/-
. . 

alternative structural features is described as follows: 

10 1) Foam Density 

Density of the storage/red·; stri but ion component foam materi a 1 s 

herein, like pore volume and capillary suction specific surface 

area, can influence a number of perfonnance and mechanical character­

istics of these foams. These include absorbent capacity for aqueous 

15 body fluids, extent and rate of fluid distribution within the foam 

20 
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35 

and foam flexibility and. compression deflection characteristics. 

_Importantly also, the density of the storage/redistribution 

component foam absorbent . materials herein can determine the cost 

effectiveness of the absorbent articles herein. 

Foam density in grams of foam material per cubic centimeter of 

foam volume in air is specified herein on a dry basis. Thus the 

amount of absorbed aqueous liquid, e.g., that residual liquid which 

may be left in the foam, for example, after HIPE emulsion polymeri-

zation, washing and/or hydrophilization, is disregarded in 

calculating and expressing foam density. Foam density as specified 

·herein does include, however, residual solid material such as 

elec~rolyte, emuls;fiers, hydrophilizfog agents, etc., in the 

polymerized foam. Sue~ residual material may, in fact, contribute 

significant mass to· th·e foam material. · 

Any suitable gravimetric procedure which wil 1 provide a deter­

mination of mass of soli'd foam material per unit volume of foam 

structure can be used to measure foam density. For example, an ASTM 

gravimetric procedure described more fully in the .TEST METHODS 

section hereinafter is one method which may be employed for density 

determination. For those situations where the foam sample 

preparation procedures (drying, aging, preflexing, etc.,) might 
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inadvertently alter the density measurements obtained, then 

a 1 ternate density determination tests may a 1 so be . ut 11 i zed. Such 

alternative methods,_ for example, might include gravimetric density 

measurements using a test 1 iquid absorbed within the foam material. 

5 This type of density determination method can be useful for 

characterizing very low density foams such as the foams herein 

wherein the dry density approximates the inverse of the pore volume 

of the foam .. [See Chatterjee, •Absorbency," Textile Scjence and 

Technology, Vol. 7, 1985, p. 41.] As with pore volume and capillary 

10 suction specific surface area, the ranges for foam density set forth 

hereinafter are intended to be inclusive, i.e., they are intended to 

encompass dens Uy values that may be determined by any reasonable 

experimental test me~hod. 

15 
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The storage/redi stri but ion component foam absorbents of the 

present invention will preferably have dry basis density values 

which range from about 0.01 to 0.08 g/cm3, more preferably· from 

.about 0.014 to about 0.05 g/cm3, and most preferably from about 0.02 

to 0.04 g/cm3 ~ at the time such foam absorbents encounter aqueous 

fluids .to _be absorbed. ·oensity of the storage/redistribution 

component foam materials can be adjusted to within the foregoing 

ranges by controlling many of the same foam composition and 

processing parameters ·:set forth hereinbefore for pore volume 

adjustment. Density of the storage/redistribution component 

absorbent foam structures herein need not be uniform throughout the 

structure. Some port ions or zones of the foam ·structure may have 

relatively higher or lower densities than other portions or zones 

thereof. 

2) ·Cel 1 Size 

Another alternative or supplemental structural feature of the 

storage/redistribution component absorbent foams herein, which is 

not an essentially established parameter but which may be useful in 

defining preferred storage/redistribution component foam materials 

of this inventi-on, is cell size. Foam cells, and especially cells 

which are formed by polymerizing a monomer-containing oil phase that 

surrounds relatively monomer-free water-phase bubbles, will 

frequently be substantially spherical in ·shape. The size or 

"diameter" of such substantially spherical cells is thus yet another 
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commonly utilized parameter for characterizing foams in general as _ 
well as for characterizing certain preferred absorbent foams of the. 
type ut i1 i zed in the present invention. s·i nee ce 11 s in a given 
sample of polymeric foam will not necessarily be of approximately . . 

5 the same size, an average cell size, i.e., average cell diameter, 
will often be specified. 

As with foam.density, capillary suction specific surface area 
and pore volume, cell size is a foam parameter which can also impact 
on a number of important mechanical and performance features of the 

10 storage/redistribution component absorbent foam material of this 
. invention. Since cell size is a factor, along with capillary 
suction specific surface area, pore volume and foam hydrophilicity, 
that determines the capillarity of the foam, cell size is a foam 
structure . parameter that can directly affect both the absorbent 

15 capacity and the internal fluid transport properties of the 
storage/redistribution component foam absorbents herein. Cell size 
can also affect mechanical properties of the storage/redistribution 
component foams herein including such features as flexibility and 

20 
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resistance to and recovery from compression. deflection. 
A number of techniques are available for determining average 

cell size in foams. These techniques include mercury porosimetry 
methods which .. are well known in the art. The most -useful technique, 
hbwever, for determining cell size in foams involves simple 
photographic measurement of ~ foam ·sample. Figure 1 of the 
drawings, for ex amp 1 e, is a photomi_crograph of a. fracture surf ace of 
a typical HIPE foam absorbent structure useful in the present 
invention. Superimposed on the photomicrograph is a scale 
representing a dimension of 10 microns. Such a scale can be used to 
determine average cell size via an image analysis procedure. Image 
analysis of photomicrographs of foam samples is, in fact, a commonly 
employed analytical tool which can be used to determine average cell 
size of the storage/redistribution component foam structures herein. 
Such a technique is described in g·reater detail in Edwards et al; 
U.S. Patent 4,788,225; Issued November 29, 1988. This patent is 
incorporated herein by reference. 

As determined by direct photographic measuremen.t, the foams 
useful as absorbents for aqueous body flui.ds in the fluid 



·----··---·-·~--·------------------------------------

W0-93/03699 . . This Sheet Has Been RepJ d PCT/US92/06709 

I Ill/Ill llll// l~l II llf THIS SHEET HAS BEEN 

- 34 -
REPLACED J 

storage/redistribution component in accordance with the. present 

invention will preferably have an average cell size ranging from 

about 5 to 100 microns. More preferably, cell size will. range from 

about 10 to 90 microns. Most preferably, cell size will be between 

5 about 15 and 80 microns. 

io 

Size or_ diameter of the cells in the storage/redistribution 

component foam absorbents herein can be influenced and controlled by 

variation of the same type of foam composition and processing 

features that influence capillary suction specific surface area and 

available pore volume. For the preferred HIPE-based foams, these 

include primarny those factors which determine the size of the 

water-phase "bub!:>les" fo the HIPE emulsion· precursor of the 

polymeric foam structures herein. Thus, cell size can be varied by 

adjusting water-to-oil ratio of the HIPE emulsion, and the type and 

15 amount emulsifier used to form the HIPE emulsion. Cell size may 

al so be altered by simply compressing the sol id foam structures 

after they have .been prepared • 

. As indicated hereinbefore, the dimensions of cells in the 

storage/redistribution component absorbent foams of this invention 

20 will generally not be uniform so an average cell size for any given 

foam sample or zone in a foam sample can and should .be calculated. 

It is, of course, possible to utilize absorbent foams in the fluid 

storage/redistribution component which have discrete, ident i fi able 

zones of ~elatively larger or relatively smaller average cell size. 

25 III) Mechanical Features 

Absorbent foams having suitable polymeric composUion and the 

structural features hereinbefore described will, in general, possess 

mechanical properties, e.g., resistance to compression deflection, 

flexibility, recovery from compression deflection, integrity, 

30 softness, etc., which render such foams suitable for use in the 

fluid storage/redistribution component of absorbent articles such as 

disposable diapers. Within the aforementioned structural l imita­

tions, however; it is possible to select certain combinations of 

parameters and/or certain foam preparation techniques and conditions 

35 which provide storage/redistribution component foam absorbents that 

exhibit especially desirable mechanical properties. The specific, 

somewhat interrelated mechanical properties which have been 
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identified as contributing to the realization of absorbent 

foams especially suitable for use in absorbent articles for 

incontinence management can be summarized as follows: 

A) Resistance to Compression Deflection 

5 The most important mechanical feature of the polymeric foams 

used in or as the fluid storage/redistribution component is the 

strength of the foam absorbent as determined by its resistance to 

compression deflection. The resistance to compression deflection 

exhibited by the storage/redistribution component foam absorbents 

10 herein is a function of the polymer elastic ·modulus and the 

dimens.ions of the •struts" wMch form the foam network. The elastic 

modulus of the struts is, in turn, determined by a) the polymeric 

composition of the struts and b) the extent to which the struts may 

be plasticized by res.idual material, e.g., emulsifiers, synthesis 

15 water phase or subsequently added hydrophilizing agents, left in the 

foam structure after processing. 

To be useful as absorbent structures in absorbent articles such 

as diape·rs, the storage/redistribution component absorbent foam 

materials must be suitably resistant to deforma:tion or compression 

20 by forces encountered when such absorbent materials are engaged in 

the absorption and retention of fluids. Foams which do not possess 

sufficient foam ·strength in terms of resistance to compression 

deflection may be able to acqufre and store acceptable amounts of 

body fluid in the storage/redistribution component under no- load 

25 conditions but will too easily give up such fluid under the 

compressive stress caused by the motion and activity of the.wearer 

of the absorbent articles whi"ch contain the foam in the storage/­

redistribution compo~ent. 

The resistance to compression deflection exhibited by the foam 

30 absorbents used in the fluid storage/redistribution component of the 

present invention can be quantified by determining the amount of 

strain produced in a sample of saturated foam material ·held under a 

certain confining pressure ·-for a specified period of time. For 

purposes of the present __invent ion such measurements can be made on a 

35 foam sample of standard size (cylinders which are 0.8 cm thick and 

have a cross-sectional circular area of 6.5 cm2). Such samples are 

saturated with synthetic urine having a surface tension of 65 -t 5 
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dynes/cm and are thereafter ·subjected to a confining pressure of 5.1 
kPa for a period of 15 minutes at a temperature of 37oc. The amount 
of strain produced in such testing . is reported as a percentage of 
the original sample thickness that the compressed thickness of the , 

5 sample represents. The method for carrying out ·tMs particular type· 
of test for quantifying resistance to compression deflection is set 
forth hereinafter in greater detail in the TEST METHODS section. 

The storage/redistribution component absorbent foams useful 
herein are those which exhibit a resistance to compression 

10 deflection such that a confining pressure of 5.1 kPa produces a 
strafo of from about 5% to 95% compression of the foam structure 
when it has been saturated to its free absorbent capacity with 
synthetic urine having a surface tension of 65~5 dynes/cm. 
Preferably the strain produced under such conditions will range from 

15 ·about 5% to 75%, most preferably from about 5% to 50%. For the 
preferred HIPE storage/redistribution component foams of this 
invention, resistance to compression deflection can be adjusted to 
strain values witMn the foregoing ranges by appropriate selection 
of monomer, comonomer and cross-linker types and concentrations in 

20 combination w~ th selection of appropriate emulsion formation and 
emulsion polymerization conditions and techniques. Thus, such 
preferred foams can be fo·rmed from materials with elastic modulii 
large enou_gh to provide adequate resistance to compression 
deflection even though such foams are low density and have very fine 

25 struts to provide high specific s.urface area. 
B) Flexibility 
The storage/redistribution component absorbent foams of the 

present invention must be sufficiently flexible so that they can be 
utilized in absorbent products that will conform to the body shape 

30 of the wearer. Characterization of the storage/redistribution 
com~onent absorbent foams herein as flexible, therefore, means that 
these foams can be deformed or bent to the extent necessary for use 
in such absorbent articles without significant damage to their 
structural integrity or significant loss of their absorbent 

35 properties. 
Preferred storage/redistribution component absorbent foams must 

also be sufficiently flexible to withstand compressive or deforming 
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forces which are encounte~ed during preparation, processing, 

packaging, shipping and storing of absorbent articles containing 

such foam materials. Disposable diapers, for example, are generally 

packaged and marketed in a folded condition wherein -the diaper core 

5 is folded in- both the longitudinal and transverse directions. 

Disposable diapers are also generally marketed in the form of stacks 

of folded dhpers, which stacks are contained and compressed by 

their surrounding packaging. Accordingly, the compressive_ and 

deforming forces to which the storage/redistribution component foam 

10 absorbents herein may be subjected during processing and marketing 

may be even greater than those which -are applied to the foam 

materials in use. 
Given the nature of treatment which the storage/redistribution 

component absorbent foams herein must withstand, preferred 

15 storage/redistribution component absorbent foam materials of this . 
invention will possess flexibility characteristics which can be 

quantified by referencing their ability to withstand bending without 

undergoing significant damage to their structural integrity. 

Described in the TEST METHODS section hereinafter is a procedure for 

20 determining the flexibility of the storage/redistribution component 

absorbent foams herein by determining whether and how many times a 

foam sample of a given specified size can be bent around a 

cylindrical mandrel at a specified rate without breaking. The 

preferred storage/redistribution component foams of this invention 

25 are those which are flexible enough so that, at their point of use 

as an absorbent for body fluids, the saturated foam material at 

37oc. can be subjected to this bending test without breaking (i.e., 

exhibit a bending value of. at least one cycle). More preferably, 

preferred foams can be bent at least 2 times, even more preferably 

30 ·at least 5 fimes without breaking when subjected to such a test 

procedure. 
C) Preferred or Supplemental Mechanical Properties 

In add;tion to their resistance to compression deflection and 

fl~xibility characteristics, the preferred foam absorbents used in 

35 the fluid storage/redistribution component will also possess several 

additional types of mechanical attributes. These preferred 

mechanical attributes include desirable recovery from compression 
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deflect;on c;.e., resilience), foam ;ntegrity, and softness to the 
touch. Each of. these preferred mechan;cal properties is described . 

in greater detail as follows: 
1) Recovery From Comoression Deflection 

5 Recovery from compression deflection· relates to the tendency or 
propensity of a piece of foam material to return to its original 
dimensions after being deformed or compressed under forces 
encountered in manufacture, storage or use. For purposes of the 
present invention, recovery from compression deflection of the 

10 preferred storage/redistribution component foam absorbents herein 
should be determined on foams which are at their appropriate point­
of-use density, and frequently under such conditions, the foam will 
contain absorbed body fluid. Accordingly, recovery from compression 
deflection may be measured on foams which are either dry or 

15 saturated with synthet;c urine. 
A suitable procedure for determining recovery from cQmpression 

deflection is set forth in the. TEST· METHODS section hereinafter. 
Such a procedure in general involves compression and release of a 
standard size foam sample which is either dry or has been saturated 

20 to Us free absorbent capacity with synthe~ic urine. Samples· are 
maintained under 50% compression for a set period of time and then 
are released from compression. The extent to which the sample 
recovers its--thickness in the one-minute period after the release of 
compressive force is taken as a measure of the recovery from com-

25 pression deflection (resilience) propensity•of the sample. 
Preferred absorbent foams useful in the fluid st~rage/­

. redistribution component will generally exhibit a recovery of at 
least 85% of original caliper when dry and/or at least 75% of 
original caliper when wet after one minute. More preferably, s~ch 

30 preferred storage/redistribution component foam materials will have 
a recovery from compression deflect;on of at least 90% dry and/or 
80% wet. 

2) Foam Integrity and Softness 
While not absolutely essential for the realization of operable 

35 or useful absorbent structures, the storage/redistribution component 
foam absorbents of this invention will .preferably possess the 
additional mechanical attributes of structural integrity in use and 
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softness (lack of irritation) to the touch. For example, storage/­
redistribution component foam materials that will be employed in 
such absorbent articles as infant diapers will frequently be 
subjected to bpth dynamic and static forces which arhe when the 

s wearer walks, runs, crawls or jumps. Such forces may not only tend 
to compress the storage/redistribution component foam absorbents and 
expel fluid therefrom, but. such forces may also tend to rip or tear 
or otherwise fragment the foam structure. Obviously, it would be 
advantageous for foam structures which are to be used in this manner 

10 to have sufficient structural integrity to minimize the incidence of 
foam tearing or fragmenting in use. 

Th~ storage/redistribution component foam elements of this 
invention may also be used in absorbent articles in configurations 
wherein even the· storage/redistribution component foam material 

15 surface may come into close proxi~ity to the wearer's skin. 

20. 

25 
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Accordingly, it would be very desirable for the surface of the 
storage/redistribution component foam absorbents herein to be 
acceptably soft and non-irritating to the touch. 
IV) Preferred HIPE Absorbent Foams For Storage/Redistribution 

Component Use 
As noted hereinbefore. especially preferred storage/redistri­

bution component absorbent foam materials which can be prepared to 
have the requisite fluid handling.characteristics and the preferred 
structural/mechanical .properties as hereinbefore described are the 
products which result from polymerization of certain water-in-oil 
emulsions having- therein a relatively high ratio. of water phase to 
oil phase. Emulsion.s of this type which have these relatively hi_gh 
water to oil phase ratios are known in the art as .high internal 
Rhase gmulsions ("HIPEs" or "HIPE" emulsions}. The preferred 
storage/redistribution component polymeric foam materials which 
result from the polymerization of such emulsions are referred to 
herein as "HIPE foams.• 

The relative amounts of the water and oil phases used to form 
the. polymeric foam precursor HI.PE emulsions are, among many other 
parameters, important in determining the structural, mechanical and 
performance properties of the resulting preferred polymeric foams 
for the storage/redistribution component. In particular, the ratio 
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of water to oil in the foam-forming emulsion can influence foam 
density, cell size, specific surface area of the foam and dimensions 
of the struts which form the foam. The emulsions used to-prepare 
the preferred polymeric. HIPE foam. materials for the fluid 

5 storage/redistribution component will generally have water-to-oil . 
phase ratios ranging from about 12:1 to 100:1; more preferably from 
about 20:1 to 70:1; most preferably from about 25:1 to 50:1. 

The continuous oil phase of the emulsions used to prepare the 
preferred HIPE storage/redistribution component foams herein com-

10 prises the monomers that are to be polymerized to form the solid 
foam structure. Such monomers include a principal monomer com­
ponent, a comonomer. component and a cross-li nki n_g· agent component. 
Selection of particular types and amounts of monofunctional prin­
cipal monomer(s) and comoriomer(s) and polyfunctional cross-linking 

15 agent(s) can be important to the realization of absorbent HIPE foam 
materials having the desired combination of structure, mechanical, 
and fluid handling properties which render such materi~ls suitable 
for use in the fluid storage/redistribution component. 

The principal monofunctional monomer component utilized in the 
20 oil phase of the preferred foam-precursor HIPE emulsions comprises 

one or more monomers that tend to impart gl ass-1 i ke properties to 
the eventually resulting foam structure. Such · monomers are 
hereinafter referred to as "glassy" monomers, and are, for purposes 
of this invention, defined as monomeric materials which would 

25 produce high molecular weight (greater than 6000) homopolymers 
having a glass transition temperature, Tg, ab.o~e about 4ooc. The 
preferred monofunctional ·glassy monomer type is a ·styrene-based 
monomer with styrene itself being the most preferred monomer of this 
kind. Substituted, · e.g., monosubstituted, styrene such as 

30 p-methylstyrene may also be employed. The monofunctional glassy 
monomer component will normally co~prise from about 3% to 41%, more 
preferably fr~m about 7% to 40% by weight ·of the oil phase used to 
form the HIPE emulsion to be polymerized. 

The monofunct i ona l comonomer component, which wn l al so be 
35 present in the oil phase of the HIPE emulsion along with the glassy 

principal monomer material, comprises one or more comonomers which 
tend to impart rubber-1 ike properties to the eventually resulting 
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f.oam structure. Such comonomers are hereinafter referred to as 

•rubbery" comonomers and are, for purposes of this invention, 

defined as monomeric materials which would produce high molecular 

weight (greater than. 10,000) homopolymers having a glass transition. 

5 temperature, T g, of· about 4ooc. or .1 ower. Monofunct i ona l rubbery · 

comonomers. of. this type include, for example, alkyl-acrylates, 

alkylmethacrylates, allyl_acryl_ate, butadiene~ substituted buta­

dienes, vinylidine halides and combinations of such comonomers and 

comonomer types. Preferred rubbery comonomers include butyl-

10 acrylate, 2-ethylhexylacrylate, butadiene, isoprene and combinations 

of these comonomers. Of a 11 of these species, · butyl acrylate and 

2-ethylhexylacrylate are the most preferred. The monofunctional 

rubbery comonomer component will generally comprise from about 27% 

to 73%, more preferably from about 27% to 66%, by weight of the oil 

15 phase. 

In the HIPE emulsions used to form the preferred storage/­

redistribution component absorbent foams herein, both the monofunc­

tional glassy principal monomer(s) and the monofunctional rubbery 

comonomer(s) must be present in the -oil phase within the herein-

20 before recited concentration ranges. In addition, the molar tatio 

of monofu·nct i ona 1 glassy monomer component to the monofunct i ona l 

rubbery component will generally range from about 1:25 to 1.5:1, 

more preferably from about 1:9 to_l.5:1. 

Since the polymer chains formed from the glassy monomer(s) and 

25 the rubbery comonomer(s) _are to be cross-linked, ttle ·oil phase of 

the emulsions used to form the preferred HIPE storage/redistribution 

component foams herein must also contain a polyfunctional cross­

linking agent. As with the monofunctional monomers and comonomers, 

selection of a particular type and amount of cross-linking agent is 

30 very important to the eventual realization of preferred polymeric 

foams having the desired combinatio~ of structural, mechanical, and 

fluid-absorbing properties. 

Depending upon the type and amounts of monofunctional monomers 

and comonomers ut i l i zed, and depending further upon the desired 

35 characteristics of the eventually realized preferred polymerk 

storage/redistribution component foams, 'he polyfunctional cross­
linking agent component for use in the preferred H.IPE emulsion foam 
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precursor can be selected from a wide variety of polyfunctional, 

preferably difunctfonal, monomers. Thus, the cross-linking agent 

may be a divinyl aromatic material such as divinylbenzene, divinyl­

tolulene or diallylphthalate. Alternatively, divinyl aliphatic 

5 cross-linkers such as any of the diacrylic acid esters of polyols 

can be utilized. The cross-linking agent found to be suitable for 

preparing the most acceptable foam.from the preferred HIPE emulsions 

herein is divinylbenzene. 

The cross-linking agent of what~ver type will generally be 

10 employed in the oil phase of the preferred foam-forming emulsions 

herein in an amount of from about 8% to 40%, more preferably from 

about 10% to 25%, by weight. Amounts of cross-1 inking agent(s) 

within such ranges will generally provide a ·cross-linker molar 

concentration of from about 5 mole percent to about 60 mole percent, 

15 based on total monomers present in the oil phase. 

The major portion. ·of the oil phase of the preferred· HIPE 

·emulsions herein will comprise the aforementioned monomers, comono­

mers and cross-1 inking agents which eventually form the preferred 

polymeric storage/redhtribution component foam· absorbents. It is 

20 therefore essential that these monomers, comonomers and cross-

1 inking agents be substantially water-insoluble so that they are 

primarily soluble in the oil phase and not the water phase. Use of 

such substantially water-insoluble monomer materials ensures that 

preferre~ HIPE emulsions of appropriate characteri sties and 

25 stability will be realized. 

It is, of course, preferred that the monomers, comonomers and 

cross-1 inking agents used ~o form the preferred polymeric foam 

materials for the storage/redistribution component herein be of the 

type such that the eventually formed foam polymer is suitably 

30. non-toxic and appropriately chemically stable. Thus, such monomers, 

comonomers and cross-linking agents should preferably have little or 

no toxicity ;n the very low residual concentrations wherein they may 

be encountered during post-polymerization foam processing and/or 

use. 

35 Another essential component of the oil phase of the HIPE 

emulsions used to form the preferred polymeric storage/redi stribu­

tion component foams of the p~esent invention comprises an 
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emulsifier which permits formation of stable HIPE emulsions. Such 
emulsifiers are those wMch are soluble in the oil phase used to 
form the emulsion. Emulsifiers utilized may be nonionic, cationic, 
anionic or amphoteric provided the emulsifier or combination of 

5 emulsifiers will form a stable emulsion. ··Preferred types of 

emulsifiers which can be used to provide an emulsifier component 
having suitable characteristics include the sorbitan fatty acid 
esters, polyglycerol fatty acid esters, polyoxyethylene (POE) fatty 
acids and esters. Especially preferre~ are the sorbitan fatty acid 

10 esters such as sorbitan monolaurate (SPAN® 20), sorbitan monooleate 
(SPAN® BO) and combinations of sorbitan monooleate (SPAN® BO) and 
sorbitan trioleate (SPAN® 85). One such particularly preferred 
emulsifier combination comprises the combination of sorbitan 
monooleate and sorbitan trioleate in a weight ratio greater than or 

15 equal to about 3.1, more . preferably about 4:1. Other operable 
emulSifiers include TRIODAN® 20 which is a commercially available 
polyglycerol ester marketed by Grindsted and EMSORB 2502 which is a 
sorbitan sesquioleate marketed by Henkel. 

The emulsifier component will generally comprise from about 2% 
20 to 33% by weight of the oil phase used to form the HIPE emulsions 

which in turn are used to prepare the preferred polymeric storage/­
redistribution component foams herein. More preferably, the 
emulsifier component will comprise from about 4% to 25% by weight of 
the oil phase. 

25 In addition to the monomeric and em~lsifier components herein-
before described, the oil phase used to form polymerizable HIPE 
emulsions herein may also contain additional optional components. 
One such optional oil phase component may be .an oil soluble polymer­
ization initiator of the general type hereinafter described. 

30 Another possible optional component of the oil phase may be a 
substantially water insoluble solvent for the oil phase monomer and 
emulsifier. components. A solvent of this type must, of course, ·not 

. . 
be capable of dissolving the eventually polymerized monomers. Use 
of such · a so 1 vent is no.t preferred, but if such a so 1 vent is 

35 employed, it wil·l generally comprise no more than about 10% by 
weight of the oil phase. 

As indicated, the HIPE oil phase as hereinbefore described is 
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the continuous phase in the emulsions to be polymerized. to realize 
the preferred storage/redistribution component foams of the present 
invention. The discontinuous internal phase of the polymerizable 

· HIPE emulsions is the water phase which· will generally be an aqueous 
5 solution containing one or more dissolved components. One essential 

dissolved component of the water phase is a water-soluble electro~ 

lyte. The dissolved electrolyte in the water phase of the HIPE 
emulsion serves to minimize the tendency of monomers and cross-
1 inkers which are primarily oil soluble to also dissolve in the 

10 water phase. This, in turn, can minimize the extent to which, 
during polymerization of the emulsion, polymeric material fills the 
cell windows at the oil/water interfaces formed by the water phase 
bubbles. Thus the presence of electrolyte and the resulting ionic 
strength of the water phase can determine whether and to what degree 

15 the resulting preferred polymeric storage/red.i stribution component 
foams may be open-celled. 

Any electrolyte whi~h provides ionic species to impart ionic 
strength to the water phase may be used. Preferred electrolytes are 
mono-, di-, or tri-valent inorganics salts such as the water-soluble 

20 halides, e.g., chlorides, nitrates and sulfates of alkali metals and 
alkaline earth metals. Examples include sodium chloride, calcium 
chloride, sodium sulfate and magnesium sulfate. Calcium chloride is 
the most preferred for u·se in these preferred embodiments of the 
present invention. 

25 Generally electrolyte will be utilized fn the water phase of 
the HIPE emulsions which are precursors to the preferred p~lymeric 

storage/redistribution component fo·ams herein in a concentration 
which ranges from about 0.2% to about 40% by wei.ght of the water 
phase. More preferably, the electrolyte will comprise from about 

30 0.5% to 20% by· weight of the water phase. 
The HIPE emulsions used to prepare the preferred polymeric 

storage/redistribution component f.oams herein will also typically 
contain a polymerization initiator. Such an initiator component is 
generally added to the water phase of the HIPE: emulsions and can be 

35 any conventional water-soluble free radical initiator. Materials of 
this type include peroxygen compounds such as sodium, potassium and 
ammonium persulfates, caprylyl peroxide, benzoyl peroxide, hydrogen 
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peroxide, cumene hydroperoxides, tertiary butyl diperpht a ate, 
tertiary. butyl perbenzoate,, sodium peracetate, sodium percarbonate 
and the like. Conventional redox initiator systems can also be 
utilized. Such systems are formed by combining the foregoing 

5 peroxygen compounds with reducing agents such as sodium bisulfite, 

L-ascorbic acid or ferrous salts. 
The initiator material can comprise up to about 5 mole percent 

based on the total moles of polymerizable monomers present in the 
oil phase. More preferably, the initiator comprises from about 

10 0.001 to 0.5 mole percent based on the total moles of polymerizable 
monomers in the oil phase. When used in the water-phase, such 
initiator concentrations can be realized by adding initiator to the 
water phase to the extent of from about 0.02% to 0.4%, more 

15 
preferably from about 0.1% to 0.2% by weight of the water phase. 

Via a process described more fully hereinafter, the oil and 
water phases as hereinbefore described are combined under ~gitation 
to form an emulsion in the form of a stable foam. This HIPE foam is 
then subjected to polymerization conditions which are sufficient and 
suitable to bring about polymerization of the monomers in the. oil 

· 20 phase and to thereby form a solid cellular foam structure. 
The chemical nature, makeup and morphology of the polymer 

material whi~~ forms the preferred storage/redistribution component 
foam structures herein is determined by both the type and concen­
tration of the monomers, comonomers and crosslinkers utilized in the 

25 HIPE emulsi.Dn and by the emulsion polymerization conditions 
emp.loyed. Such polymeric material will generally be non-swellable 
in aqueous liquids in that the material itself does not signifi­
cantly plasticize or imbibe aqueous liquids it contacts. However, 
no matter what the particular monomeric makeup, molecular weight or 

30 morphology of the polymer material might be, the resulting preferred 
polymeric materiat will generally be viscoelastic in character. 
Thus t~e polymer of th~ preferred storage/redistribution component 
foam structures herein will posse_ss both viscous, i.e., fluid-like, 
properties and elas.tic, i.e., spring-like, properties. It is 

35 important that the polymeric material which forms the cellular foam 
·structure have physical, rheological, and morphological attributes 
which, under ~onditions of use, impart suitable flexibility, 
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reshtance to compression deflection, and dimensional stability to 
the absorbent foam material. 

The cross- llnked polymer· material that forms the preferred 
storage/redhtribution component absorbent foam structures herein 

5 will preferably be substantially free of polar functional groups on 
its polymeric structure. Thus, immediately after the polymerization 
_step, the polymer forming the foam structure surfaces of such 
preferred absorbent foams will normally be relatively hydrophobic in 
character. Accordingly, preferred just-polymerized foams may need -

10 to be further treated to render the foam structure surfaces 
relatively more hydrophilic so that such foams can be used as 
absorbents for aqueous body fluids in the storage/redistribution 
component of the articles herein. Hydrophilization of the foam 
surfaces, if necessary, can generally be accomplished by treating 

15 the HIPE foam structures as polymerized with a hydrophilizing agent 
in a manner described more fully hereinafter. 

Hydrophilizing agents are any materials which will enhance the 
water wettabil ity of the polymeric surfaces with which they are 

_contacted and onto which they are deposited. Hydrophilizing agents 
20 are well known in the art. Such known agents will generally include 

surfactant materials of the anionic, cationic or nonionic type. 
Hydrophilizing agents will generally be employed in liquid form, 
typically dissolved in water to form an aqueous hydrophilizing 
solution which is applied to the HIPE foam surfaces. In this 

25 manner, hydrophilizing agents can be adsorbed to the polymeric 
surfaces of the preferred HIPE foam structures in amounts suitable 
for rendering such surface.s substantially hydrophilic but without 
altering the desired flexibility and compression deflection 
characteristics of the· foam. In preferred foams which have been · 

30 treated w;th hydrophilizing agent~, hydrophil izing agent ;s 

incorporated into the foam structure such that residual amounts of 
the agent which remains in the foam structure comprise at least 
about 0.05% by weight, more preferably from about . 0.1% to· 10% by 
weight of the foam. 

35 _On~ typ~ of suitable hydrophilizing agent comprises mild, 
relatively non-irritating surfactants applied to the foam structure 
in amounts sufficient to provide residual surfactant in the foam to 
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the extent of from about 0.5% to 5.0% by weight, more preferably 

from about 1% to 3% by weight, based on the weight of the foam. 

Such surfactants can include, for example, alkyl sulfates and 

alkylethoxylated sulfates of the type utilized in commercially 

5 marketed d1shwasMng liquids such as JOY u9u10 DETERGENT. Aqueous 

solutions of such surfactants are typ1Ca11y used to wash the HIPE 

foam structure, either after removal of the residual water phase 

material left from the foam polymerization operation or, more 

preferably, as part of the washing treatment that serves to remove 

10 this residual water phase material~ 
Yet another preferred type of hydrophil izing agent comprhes 

hydratable, and preferably hygroscopic or deliquesent, water soluble 

inorganic. salts. Such materials include, for example, toxicolo­

gically acceptable calcium and magnesium salts. ·Materials of this 

15 type and their use in conjunction with water-insoluble surfactants 

as foam hydrophilizing agents are described in greater detail in the 

U.S. patent application of Thomas A. DesMarais having Serial No.· 

743,951,* • (P&G Case No. 4454) concurrently filed herewith and 

incorporated herein by reference. Preferred salts of this type 

20 · include the calcium and magnesium halides such as calcium chloride 

which, as noted hereinafter, may also be employed as the electrolyte 

. in the water phase of the HIPE emulsions .used· to prepare preferred 

storage/redistribution component absorbent foams. 

Hydrophilizing agents in the form of hydratable inorganic salts 

25 can easily be incorporated into the storage/redistribution component 

absorbent foams herefo by treating the foams with aqueous solutions 

of such salts. As with surfactant hydrophilizing agents, solutions 

of hydratable inorganic salts can generally be ·used to treat and 

hydrophilize hydrophobic foams after completion of, or as part of, 

30 the process of removing the residual water phase from the just­

polymerized foams .. Contact of foams with such solutions is 

preferably used to uniformly deposit hydratable inorganic salts such 

as calcium chloride in residual amounts which range from about 0.1% 

to 7% by weight of the foam .• 
35 Hydrophi lizing treatment of those of the preferred 

storage/redistribution component foam structures which are relatively 

hydrophobic as polymerized will typically be carried out to the 
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extent that is necessary and sufficient to. impart suitable hydrophi­

l ic1ty to the preferred HIPE storage component foams of the present 

invention. Some foams of the preferred HIPE emulsion type, however, 

may be suitably hydrophilic as prepared and thus may need no 
' . 

· 5 additional treatment with hydrophfl izing agents. In particular, 

such preferred HIPE foams may be those wherein sorbitan fatty acid 

esters are used as emulsifiers added to the oil phase and calcium 

chloride is used as an electrolyte in the water phase of the HIPE 

emulsion foam precursors. In that instance, residual water-phase 

10 liquid held within the foams after polymerization may contain or 

deposi~ sufficient amounts of calcium chloride to render the 

residual -emul si fier-contai ning internal foam surfaces suitably 

hydrophilic even after the polymerized-emulsion foams have been 

dewatered. 

15 V) Absorbent Foam Preparation Methods 

The absorbent foam materials used in the storage/redhtribution 
component· of the absorbent articles herein can be prepared.using any 

suitable polymerization and post-polymerization process steps and 

using any suitable combination of monomeric materials, so long as 

20 hydrophfl ic foams result· which have the here.inbefore described 

essential, and if desired preferred,· fluid handling, structural and 

mechanical characteristics. As noted, a preferred method of 

realizing. polymeric foams· having the requisite fluid handling 

properties and the desired structural and ·mechanical characteris-

·-· 25 tics, involves the polymerization of High Internal Phase Emulsions 

(HIPEs). Preparation of absorbent storage/redistribution component 

foams using this preferred procedure will thus be described to 

illustrate how foams of the type envisioned herein can be made. 

This preferred foam preparation method involves the steps of, 

30 A) forming a stable high internal phase emulsion (HIPE), B) the·re­

after polymerizing this stable emulsion under conditions suitable 

for forming a sol id polymeric foam structure, C) washing and, if 

necessary, hydrophilizing the solid polymeric foam structure by 

treating the structure with water and/or liquid-form hydrophilizing 

35 agents to remove the original _residual water phase from the 
polymeric foam structure and to deposit any needed hydrophil izing 

agent, and D) thereafter dewatering this polymeric foam structure to 
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the extent necessary to render the foam material useful as a storage 

·component absorbe.nt for aqueous body fluids. Each of these basic 

process steps is described in greater detail as follows: 

A) Formation of HlPE Emulsion 
The HIPE emulsion precursor to the· preferred foam absorbent 

materials herein .can. be formed by comMning an on phase as herein­

before described with a water phase also as hereinbefore described. 

The weight ratio of the water phase to the oil phase and such a 

combination .will generally range from about 12:1 to 100:1, more 

· 10 preferably from about 20:1 to 70:1. 

The oil phase used to form the HIPE emulsions herein will 

contain the hereinbefore specified essential components such as the 

requisite monomers, comono~ers, cross-linkers and emulsifiers. The 

oil phase may also contain optional components such as solvents and 

15 polymerization initiators. The water phase used to form the HIPE 

emulsions herein will contain the hereinbefor~ specified electrolyte 

as an essential component and may also contain optional components 

such as water-soluble emulsifiers, and/or polymerization initiators. 

The HIPE emulsion can be formed from the combined oil and water 

20 phase by subjecting this combination of phases to shear agitation. 

Shear agitation is generally applied to the extent and for a time 

period necessary to form a stable emulsion from the combined oi~ and 

water phases. Such a process may be conducted in either batchwise 

or continuous fashion and is generally carried out under conditions 

25 suitable .for forming an emulsion wherein the oil phase droplets are 

dhpersed to such an extent that the polym_erized foam which is 

eventually formed from the emulsion will have the requisite pore 

volume and other structural characteristics. Emulsification of the 

oil and water phase combination will frequently involve the use of a 

30 mixing or agitation device such as a pin impeller. 

One preferre·d method of forming HIPE emulsions which can be 

employed herein involves a continuous process. for combining and 

emulsifying the requisite oil and water phases. · In such a process, 

·a liquid stream comprising the oil phase as herei.nbefore described 

35 iS formed and provided at a flow rate rang·ing from about 0.08 to 1.5 
ml/sec. Concurrently, a liquid stream comprising the water phase as 
hereinbefore described is al so formed and provided at a fl ow rate 
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ranging from about 4 to 50 ml/sec. At flow rates within the fore­

going ranges, these two streams are then combined in a suitable 

mixing chamber or zone in a manner such that the requisite water to 

oil phase weight ratios as hereinbefore set forth are approached, 

5 reached and maintained. 
In the mixing chamber or zone, the combined streams are gen­

erally subjected to shear agitation as provided, for example, by a 

pin impeller of suitable configuration a!1d dimensions. Shear will 

typically be applied to the extent of from about 1000 to 4000 

10 sec.-1. Residence times in the.mixing chamber will frequently range 

from about 5 to 30 seconds. Once formed, the stable HIPE emulsion 

in liquid form can be withdrawn from the mixing chamber or zone at a 

flow rate from about 4 to 52 ml/sec. 
This preferred method for forming useful HIPE emulsions via a 

15 continuous process is described in greater detail in the U.S. patent 

application of Thomas A. DesMarai s, Stephen T. Di ck and Thomas M. 

Shiveley having Serial No. 743,947,~ (P&G ~ase No. 445~). This 

application, which is concurrently filed herewith, is incorporated 

herein by reference. 
20 B} Polymerization of the HIPE Emulsion 

The HIPE emulsion, formed as described hereinbefore,· will 

generally be placed in a suitable reaction vessel, ·container or 

region to be pOlymerized. In one embodiment herein, the reaction 

vessel comprises a tub constructed of polyethylene from which the 

25 eventually polymerized solid.foam material can be easily removed for 

further processing after polymerization has been carried out to the 

extent desired. 
Polymerization conditions to which the HIPE emulsion will be 

subjected will vary depending upon the.monomeric and other makeup of 

30 the oil and water phases of the emulsion and the type and amounts of 

polymerization initiators utilized. Frequently, however, polymeri­

zation conditions will comprise maintenance of the HIPE emulsion at 

elevated temperatures of from about ssoc to gooc, more preferably 

from about sooc to 660C, for· a time period ranging from about 4 to 

35 24 hours, more preferably from about 4 to 12 hours. 
C} Washing and Hydrophilizing of the HIPE Foam 

The solid HIPE foam which is formed upon completion of the 



W093/03699 

- 51 -

PCT/US92/06709 

, THIS SHEE~ H~S Bi:EN 
REPLl\.CED. 

!.. 

hereinbefore described polymerization step wil 1 generally be a 
fl ex1b1 e, open-ce 11 porous ·structure having its ce 11 s fi11 ed w1 th 
the residual water phase material which was used to prepare the HIPE· 
emulsion prior to polymerization. This · residual water phase 

5 material, which generally comprises an aqueous solution of electro­
lyte, residual _emulsifier, and polymerization initiator, should be 
removed from the foam structure at this point prior to further 
processing and use of the foam. Removal of the original water phase 
material will usually be carried out by compressing the foam 

10 structure to squeeze out residual liquid and/or by washing the foam 
structure with water or other aqueous washing solutions. Frequently 
sever a 1 compressing and wash in~ steps, e.g. , 2 eye 1 es, wi 11 be 
utiHzed. 

After the original water phase material has been removed from 
15 . the foam structure to the extent required, the HIPE foam may need to 

be treated, i.e., by continued washing, with an aqueous solut.ion of 
a suitable hydrophil izing agent. Hydrophil izing ·agents which may be 
employed are listed hereinbefore. As noted, treatment of· the HIPE 
foam structure with the hydrophilizing agent solution continues, if 

20 necessary, until the desired _amount of hydrophiHzing agent has been 
incorporated and until the foam exhibits a desired adhesion tension 
value for any aqueous liquid absorbate of choice. 

D) Foam Dewaterinq 
After the _HIPE foam has been treated to the extent _necessary to 

25 rend~r the eventually dried f-0am·suitably hydrophilic, the foam will 
generally be dewatered prior to being. cut -0r otherwise made ready 
for use as an absorbent structure tn the storage/redistribution 
component of an absorbent article. Dewatering can be brought about 
by compressing the foam to squeeze out residual water, by subjecting 

30 the foam, or the water therein, to elevated temperatures, e.g., to 
temperatures from about 600C to 2oooc or to microwave treatment, or 
by a combination of both compressing and water heating techniques. 
The dewatering -step of HIPE foam processing will generally be 
carried out until the HIPE foam ready for use is as dry as 

35 practical. Frequently such compression. dewatered foams will have a 
water (moisture) content of_from·about 50% to 500%, more preferably 
from about 50% to 200%, by· weight on a dry weight basis. 
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Subsequently, heated foams can be dried to a moisture content of 
from about 5% to 40%, more preferably from about 5% to 15% by 
weight. 
ABSORBENT CORE PREPARATION-RELATIONSHIP OF ACQUISITION/DISTRIBUTION 
AND STORAGE/REDISTRIBUTION COMPONENTS 

As noted, both the .upper acquisition/distribution component and 
the fluid storage/redistribution component are arranged into an 
absorbent core which is P.ositioned between the topsheet and backing 
sheet to form the absorbent articles herein. There is no particular 
criticality with respect to the posi"tional relationship of the 
acquisition/distribution component and the fluid storage/redistri­
bution component within the ·absorbent core so long as these com­
ponents are in effective fluid communication with each other and so 
1 ong _as each component is 1 arge enough to effect he 1 y ho 1 d and/ or 
transport the amount of aqueous body fluid that is expected to be 
discharged into the absorbent article. 

As previously indicated, the most preferred relationship 
between the fl u id acquisition/ d ht ri but ion component and the fl u id 
storage/redistribution component within the absorbent core of the 
articles herein is to place these components in a layered configur­
ation. In such a layered configuration, the fluid acquisition/­
distribution component comprises an upper layer which overlies a 
subjacent fluid storage/redistribution component in the form of a 
1 ower layer. It should be understood that for purposes of this 
invention these two types of layers ref er merely to the upper and 
lower zones of the absorbent core and are not necessarily limited to 
sing~e, ·or even physically separate, layers or .sheets of material. 
Both the fluid acquisition/distribution zone, e.g., _upper layer, and 
the fluid storage/redistribution zone, e.g., lower layer, may simply 
comprise regions of different characteristics within the same 
material or may comprise laminates or combinations of several sheets 
or webs. or polymeric foams of the requ.isite type of materials as 
hereinbefore described. Thus, as_ us.ed herein, the term "layer" 
includes the terms "layers" a~d "layered". For purposes of this 
invention, i~ should also be under$tood that the term "upper" refers 
to the layer of the absorbent core which is relatively nearer to the 
article top sheet; conversely, the term "lower" refers to the layer 
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of the absorbent core which is relathely nearer the article backing 
sheet. 

In layered structures, it is, of course, desirable for economic 
reasons to employ as little absorbent material as possible in each 

5 component of the absorbent core consistent with the need to provide 
adequat_e absorption of body fluid with minimal leakage of such fluid 
from the article. The interaction of the particular types of 
acquisition/distribution and storage/r~distribution layers utilized 
in the preferred layered articles of this invention results in 

IO especially efficient handling of discharged fluid and this in turn 
permits utilization of relatively ~mall amounts of absorbent mater­
ial in· each layer. In the preferred absorbent art kl es of the 
present invention, the upper fluid acquhition/distribution layer 
will preferably comprise from about I to 25 grams, more preferably 

15 from about 2 to 20 grams of flu i ·d absorbing material • The 1 ower 
fluid storage/redistribution layer of the preferred absorbent 
articles herein will generally comprise from about 2 to 20 grams, 
more preferably from about 3 to 17 grams of foam-based absorbent 
material. The weight ratio of the acquisition/distribution layer to 

20 the storage/redistribution layer will generally r~nge from about 1:4 
to 5: 1, more preferably from about 1 :3 to 4: 1, in the preferred 
absorbent articles herein. 

In preferred invention embodiments, the acquisition/distri­
bution layer of the absorbent core will be placed in a specific 

25 positional relationship with respect to the article topsheet and the 
stora~e/redistribution layer of ·the absorbent core. More 
particularly, the acquisition/d.istribution layer of the core is 
preferably positioned so that i~ is effectively located to acquire 
discharged body fluid and transport such fluid to other regions of 

30 the core. Thus the acquisition/distribution layer shc;>Uld preferably 
encompass the vicinity of the poi-nt of discharge of body fluids. 
These areas would include the crotch area and, preferably for 
articles to be worn by males, also the region where urination 
discharges occur ;n the front of -~he dhper. For a diaper, the 

35 front of the absorbent articles herein means the portion of the 
absorbent article which is intended to be plac~d on the front of the 
wearer. Additionally, for male wearers, it is desfrable for the 
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acquisit;on/distribution layer to extend to near the front waht 

area of .the wearer to effectively acquire the relatively high fluid 

load that occurs in.the front of diapers for male wearers, and to 

compensate for directional variations of the discharges. The 

5 corresponding absorbent article regions will vary depending upon the 

design and fit of the absorbent article. 

For diaper executions, the acquisition/distribution layer of · 

the core is preferably positioned relative to an elongated topsheet 

and/or the storage/redistribution layer such that the acquisition/-

. 10 distribution .layer is of sufficient length to extend to areas 

corresponding at least to about 50%, preferably 75%, of the length 

of the topsheet and/or storage/redistribution layer. The acquisi­

tion/distribution layer should have .a width sufficient to ac·quire 

gus~es of body fluids and· to prevent direct discharge of fluid onto. 

15 the storage/redistribution layer. Generally, for diapers, the width 

of the acquisition/distribution layer will be at least about 5 cm, 

preferably at least about 6 cm . 

. For purposes of determining such preferred acquhition/distri­

bution layer positioning as hereinbefore described, the length of 

20 the absorbent article wi 11 be taken as the normal longest 1 ongi­

tudinal dimension of the elongated article backing sheet. This 

normal longest dimension of the elongated backing sheet can be 

defined with respect to the article as it is applied to the wearer. 

When worn, the opposing ends of the· back.sheet are fastened together 

" 25 so that these joined ends form a circle around the wearer's waist. 

The normal length of the backing sheet will thus be the length of· 

the line running through the back sheet from a) the point on the 

edge of the back sheet ·at the middle of the wearer's back waist, 

through the crotch, to b) the point on the opposite edge of the 

30 backing sheet at the middle of the wearer's front waist. The size 

and shape of the topsheet will generally correspond substantially to 

the back sheet. 

In the usual fostance, it will be the storage/redistribution 

laye~·of the preferred absorbent cores which generally defines the 

35 shape of the ·absorbent art;cle and the normal length of the 

elongated article topsheet will be approached by the longest 

longitudinal dimension of the· storage/redistribution layer of the 
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core. However, in some appl;cat;ons {e.g., adult ;ncontinence 

art;cles) where;n bulk reduction or minimum cost are important, the 
storage/redistribut;on layer would not take on the general shape 
of the diaper or incontinence structure. Rather· the storage/redis- · .. 

5 . tribution 1 ayer would be general_ly located to cover only the genital 

region of the wearer and a reasonable area prox;mate to the genital 

area. In this instance both the fluid acqu;s;tion/distr;bution 
layer and the storage/red;str;but;on layer would be located toward 
the front of the article as. defined by the topsheet such that the 

10 acquisition/distribution and storage/redistribution layers would 
typically be found in the front two-thirds of the article length. 

As noted, the relative size of the acquisiti.on/dhtribution 
. . . . 

layer and the ·fluid storage/redistr;but;on layer in preferred 
art;cles can vary widely. Preferably, however, the acquisition/-

15 dist.ribution layer of the. preferred absorbent core configuration 

will have a smaller surface area (in a planar unfolded configura­
tion) than the storage/redistribution layer and, ;n fact, can have a 
surface area that is substantially smaller than that of the fluid 
storage/redistribut;on layer. Frequently, the surface area of the 

. 20 acquisition/distribution layer wHl range from about 15% to about 
95%, preferably from about 3_0% to about 85%, more preferably . from 
about 30% to about 75%, of the surface area of the storage/redistri­
bution layer. 

The acquisition/distribution layer can be of any desired shape 
25 consistent with comfortable fit and the sizing limitations discussed 

above. These shapes include, for example, circular, rectangular, 
trapezoidal or oblong, e.g., hourglass-shaped,- dog-bone-shaped, half 
dog bone shaped, oval or irregularly shaped. The·acquisit;on/dis­
tribution layer· can be of similar shape or differing shape than the 

30. storage/redistribution layer. The storage/redistribution layer of. 
the preferred absorbent core configuration can also be of any 

desired shape consistent with comfortable fit including, for 

example, c;rcular, rectangular, trapezoidal or oblong, e.g., hour­

glass-shaped, dog-bone-shaped, half dog bone sh~ped, oval or 
35 irregularly shaped. The storage/redhtribution layer need not be 

physically sep~rated from the acquisition/distribution layer or 
completely unattached from the storage/redistribution layer. 
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A preferred ·dhposable dhper embodiment of this invent;on h 

illustrated by Figure 2 of the drawings. Such a diaper includes an 

absorbent core, 50, comprising an upper fluid acquisition layer, 51, 

and an underlying fluid storage/redistribution layer, 52, comprising 

s a foam absorbent structure. A topsheet, 53, is superposed and . 

co-extensive with one face of the core, and a 1 iquid impervious 

back.sheet, 54, is superposed and coextensive with the face of the 

core opposite the face covered by the topsheet. The back.sheet most 

preferably has a width greater than that of the core thereby 

.10 providing side marginal portions of ·the back.sheet which extend 

beyond the core. The diaper is preferably constructed as shown, in 

an hourglass configuration. 

As noted, the acquisition/distribution component and the 

storage/redistribution component of the absorbent core need not be 

15 arranged in a layered relationship ·at all in the articles herein. 

An alternative absorbent core configuration which is not layered is 

shC?wn in Figures 3 and 4. In f;gures 3 and 4, the fluid acquisi­

tion/distribution component comprises an inse·rt 60 of a low density, 

resilient composite material which h imbedded ·in and surrounded by 

20 a foam-based fluid storage/redistribution component 61. The 

acquisition/distibution composite insert 60 is· positioned at the 

point within the absorbent core wherein it will receive body fluid 

discharged by the wearer. of the absorbent article. 

Figures 5 and 6 show another alternative absorbent core 

·. 25 configuration. In this configuration, a cellulosic-based fibrous 

material in the form of an hourglass-shaped sheet 62 is positioned 

on top of a foam-based fluid storage/redistribution component which 

comprises two parallel generally rectangular strips, 63. 

Figures 7 and - 8 show yet ... another alternative absorbent core 

30 configuration wherein the foam-based fluid storage/redhtribution 

component comprises a generally rectangularly-shaped top 1 ayer 64. 
which is placed over an underlying hourglass-shaped fluid acquisi­

t;on/distrib_ution lower layer 65. The fluid storage/redistribution 

layer contains a fluid acquisition aperture 66 through which body 

35 fluid is discharged so as to impinge on the subjaten~ acquisiti-0n/­

distribution lower layer 65. 
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TEST METHODS 
In describing the present invention, a number of fluid 

handling, structural and mechanical characteristics of materials or 

.structures used in the two absorbent core components of the 

5 absorbent articles herein are set .forth. In some instances, 

procedures fo'r determining and measuring certain of these 

characteristics are referenced from other pate~ts or publications. 

In the remaining instances, such characteristics can be determined 

and measured using the following test fluids and test methods. 

10 I) Test Fluids and Structure Samele Preparation 
A) Test Fluid - Synthetic Urine 
Several of the measurements described in the tests herein 

involve the use of a test fluid such as synthetic urine, ethanol, or 

isopropanol. The synthetic urine utilized in a number of the tests 

15 described hereinafter is made from a c~mmercially available synthe­

tic urine manufactured by Jayco Pharmaceuticals (Mechanicsburg, PA, 

17055). This Jayco synthetic urine made from the preparation 

comprises KCl, 0.2%; Na2S04, 0.2%; NH4H2P04, 0.085%; (NH4)2HP04, 

0.015%; Catl2*2H20, 0.025%; and Mgtl2*6HzO, 0.05% (Percentage by 

20 weight). The synthetic urine samples are prepared according to the 

label instructions using distilled water. To aid dissolution, the 

Jayco salt mi!ture is slowly· added to the water. The sample is 

filtered if necessary to remove any particulates. Any unused 

synthetic urine is discarded after one week. To improve visibility 

25 of the fluid, 5 drops of· blue food color can be added per liter of 

synthetic urine solution. The Jayco synthetic urine utilized has a 

surface tension of 65 + 5 dynes/cm. 
·s) Ab~or~ent Structure Samele Preparation 
A number of the following tests involve the preparation and 

30 testing of absorbent structure, e.g., foam samples, of a particular 

specified size. Unless otherwise specified, absorbent structure 

sa~ples of the requisite size should· be cut from l~rger blocks of 

~he same ·material using a sharp reciprocating knife saw. Use of 

this or equivalent type of sharp cutting device serves to substan-

35 tially eliminate sample edge flaws and edge densification effects 

which could have adverse impact on the accurracy of certain of the 

measurements made in carrying out the several test procedures 
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Sample size specification will also generally include a 

dimension for sample cali-per or thickness. Caliper or thickness 

measurements for purposes of the present invention should be made 

when the absorbent structure sample is under a confining pressure of 

0.05 psi (350 Pa). 
II) Determination of Flyid Handling Characteristics of the 

Acquisition/Distribution Layer · 

A) Fluid Acquisition Rate 

The rate at which a particular type of fiber-based or foam-

. based absorbent material will accept fluid into its internal 

structure can be determined for purposes of the present invention by 

a Fluid Acquisition Rate test. In such a test, a specified amount 

of test liquid is introduced onto the top surface of the structure 

being tested, and the amount of time required for all ·of this test 

liquid to be absorbed into ~he structure is measured. 

The setup for the Fluid Acqubition Rate test involves the 

preparation of a 4" x 4" (10.16 cm x 10.16 cm) piece of absorbent 

structure materhl of any suitable caliper. This test sample is 

weighed and is placed on top of a 5" x 5" (12.7 cm x 12.7 cm) 

Plexiglas plate. Placed on top of the absorbent structure is a 

Strike Through Device which comprises a 4" x 4" (10.16 cm x 10.16 

cm) Plexiglas plate h·aving a cylindrical hole 1" (2.54 cm) in 

diameter x 3/4" (1.9 cm) deep which serves as a load cell. The load 

cell is fitted with electric sensors which d·etect the presence of 

test liquid in the load cell. The sensors are connected to a timer 

such that the amount of time liquid remains in the load cell can be 

automatically determfoed. The device which positions the sensor in 

the load cell 1 imits the cross-sectional area across which test 

liquid flows to about 0.33· in2 (2.13 cm2). Weights are- placed on 

top of the Strike Through Device such that the absorbent structure 

sample being tested is maintained under a confining pressure of 0.2 

psi (l.43 kPa). 

An· amount of JAYC:O synthetic urine test liquid equal to two 

times (2X) the weight of the absorbent structure test sample is 

placed in a dispensing funnel which is positioned above the load 

cell of the Strike Through Device. At time zero, the timer is 
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started, and the test liquid is dispensed from the dispensing funnel 
into the ·1oad cell of the Strike Through Device. (When the valve on 
the d.ispersing funnel ;s fully open, fluid flows into the. lo~d cell 
at the rate of about 11 ml/sec.) The timer is stopped when the 

s electric sensors detect th~t all of the test liquid has been drained 
from the load cell and absorbed into the test structure. 

The amount of time taken for the first aliquot of test liquid 
to be absorbed into the test structure is taken as the inUial Fluid 
Acquisition Rate. Subsequent 2X aliquots of test liquid can be fed 

· 10 into the load cell at intervals of 2 - 3 minutes. In this manner~ 
Fluid Acquisition Rate as a function of structure fluid loading can 
also be determined. 

B) Vertical Wicking Height_. 
Vertical wicking characteris~ics of material suitable for use 

15 as or in the fluid acquisition/distribution component of the arti­
cles herein can be determined by the Vertical Wicking Height test. 
In such a test, a 10" x 1" (25.4 cm x 2.54 cm) strip of an absorbent 
structure test sample of any suitable caliper (e~g., 0.15 in (0.38 

cm] for fiber-based structures; 0.25 in [0.13 cm] for foam-based 
20 structures) 1s used. This test strip is positioned vertically over 

a reservoir of a JAYCO synthetic urine _test liquid. At time zero, 
the test s~rip is lowered into the reservoir to a point on the strip 
marked as the zero point. After 30 minutes, the level to which test 
liquid has wicked above the _zer-0 point on the test strip is 

25 measured. This distance is then taken as the 30 minute Vertical 
Wicking Height. 
III) Determination of Fluid Handling Characteristics of the 

Absorbent Foam Structures of the Fluid Storage/Redistribution 
Component 
A) Absorbent Caoacity of the Foam 

30 Both free absorbent capacity and absorbent capacity under 

35 

pressure of foam structures can be determined by a gravimetric 
analytical technique using synthetic urine as the fluid for which 
absorbent capacity of the foam is to be calculated. 

1)- Principle of the Absorbent Capacitv Testing 
In this test, a foam sample is saturated with synthetic urine 

fest liquid to measure the no-load or free absorbent capacity of the 
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foam sample. Pressure is then applied in various increments to 

determine absorbent capacity under load. This absorbent capacity 

under pressure is measured_ after the foam sample has been held in a 

compressed state for a fixed amount of .time. 

2) Scone of Testing 

This· test measures the absorbent capacity of a foam sample 

under pressures of interest, namely from D to 1.0 pound per square 

inch (psi) (Oto 6.9 kPa), and at the temperature of interest, i.e., 

990f (J70C). 

_3) Equipment 

Screen, 25 mesh, 8 cm in diameter; crystallizing dish, 15 

cm diameter x 7.5 cm high; beaker, SO ml; analytical balance; 

dial-type gauge, fitted with a foot at least 1 in2 (6.S cm2) and 

capable of measuring to 0.001 irich (0.025 mm), e.g., Ames model 482 

-15 (Ames Co., Waltham, HA) or Ono-Sokki model EG-225, Ono-Sokki Co., 

Ltd., Japan); weights for the dial-type gauge. capable of producing 

pressures of 0.2, 0.74, and 1.0 psi (1.4, S.1, and 6.9 kPa). 

4) Materials 

JAYCO synthetic urine;'foam samples. 

20 5) Pro·cedure 

... 25 

30 

35 

i) The equipment and materials hereinbefore described 

are equn ibrated in a constant temperature room 

heated· to ggof (J70C). Measurements are also per­

formed in this room. . . 
ii) Foam samples are cut into 1 in2 · (6.5 cm2) x 0.3 in 

. . . 

(0~8 cm) thick cylinders or equivalent. These 
samples are weighed to provide an average dry weight 

(OW). 
iii) Free ~bsorbent Capacity (FAC) of each foam sample is 

determined ·as follows: 

a) The foam sample ;s immersed into the synthetic 

urine in the crysta 11 i zing d.i sh and a 11 owed to 

saturate. The sample may be squeezed a few 

times to expel air. · 

b) The foam is removed without ~queezing fluid out 

of it. Excess fluid is allowed to drip off of 

the sample in the flat position for about 30 
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seconds, and then the wet sample is weighed. 
c) Steps a) and b) are repeated two more times and 

an average wet weight (WW) is calculated. 
d) The Free Absorbent Capacity (FAC, g/g is calcu-

5 lated a~ 

10 

15 

20 

25 

30 

35 

FAC • weight synthetic urine in saturated 
· foam/dry weight foam 

• (WW (g) - DW (g)]/DW (g) 
iv) Absorbent Capacity Under Pressure ·(Pressure· Desorp­

tion) for each fo~m sample is determined as follows: 
a) The 50 ml beaker, with the screen on top of it, 

is positioned under the center of the foot of 
the dial-type gauge, with the foot resting on 
the screen. 

b) The saturated sample ;s pl aced on top of the 
screen, making sure the sample is over the 
center of the beaker, and the dial-type gauge is 
positioned to apply confining pressure on the 
foam sample. 

c) Weights are placed on the gauge to apply 0.2 psi 
(1.4 .kPa) of pressure on the sample. 

d) After 15 minutes, the foam sample is weighed 
(WW,0.2). 

e) The same sample is resaturat~d, and then steps 
a) - d) are repeated except the 0.74 and 1.0 psi 
are used to determine WW,0.74 and WW,1.0. 

f) Using n·ew samples, steps a) - e) are repeated 
two more times to determine average wet weights 
after the samples are held under the different 
pressures. . 

g) Absorbent capacities under pressure (X-load, g/g 
are calculated as shown. 
(X-load under a given pressure is the weight 

synthetic urine in wet foam/dry weight foam.) 
Capacft~ under 0.2 psi 

X,0.2 (g/g) •[WW,0.2 (g) - DW (g)]/DW (g) 



------------------------- -----------------------------

W093/03699 PCT,/US92/06709 

- 62 -

Capacity under 0.74 ps-i 

THIS SHEET HAS BEEN 
REPLACED 

X,0.74 (g/g} • [WW,0.74 (g) - DW (g)]/DW 
(g) 

Capacity under 1.0 psi 
5 X,1.0 (g/g) • [WW,l.O (g}_ - DW (g)]/DW (g) 

Absorbent capacity values in ml of synthetic urine per gram of 
dry foam can be obtained by dividing the FAC and the X-load values 
by the specific gravity of the Jayco synth_etic urine which is 
approximately lg/ml. 

"10 8) Vertical Wicking Rate and Vertical Wicking Absorbent 

15 

20 

:.:-: 25 

30 

35 

Caoaci ty of .the Foam -
Vertical -wicking rate and vertical wicking absorbent capacity 

are measures ·of the ability of a dry foam to wick fluid vertically 
from a reservoir. The time required for the fluid front to wick 
through a 5 cm vertical .1 ength of a strip of foam is measured to 
give a vertical wicking rate. After fluid wicks to its equi~ibrium 
height, the amount of fluid held by the foam strip at a particular 
vertical wicki.ng height {e.g., 4.5 inches or 11.4 cm) h determined 
to give a vertical wicking absorbent capacity. 

Jayco synthetic ur.ine colored with blue food coloring is used 
in the following methods to deter~ine vertical wicking rate and 
vertical wicki·ng absorbent capacity. In this test procedure, the 
materjals.are equilibrated at 37oc. and the test.is performed at the 
sa~e temperature. 

l) Sample Preparation 

2) 

i) A strip of foam approximately 25 cm x 2.0 cm x 0.8 cm 
is cut from a parent ·sample. 

ii) A fluid reservoir is placed on top of a lab jack and 
the foam sample is clamped at one end so that it. is 
suspended vertically over the fluid reservoir. 

iii) A ruler i~ clamped next .to the foam sample so that 
the bottom (0 cm) of the ruler is about l - 2 mm 
above the bottom of the foam sample. 

iv) The fluid-reservoir is filled about 3/4 full with the 
dyed synthetic urine solution. 

Vertical Wicking Rate 
i) The reservoir is raised_ up to the bottom of the foam 
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sample with the lab jack. A timer is started as soon 

as the fluid touches the bottom of the foam sample. 

ii) The reservoir is immediately raised until the liquid 

just touches the bottom of the ruler. 
iii) The time it takes the fluid front to reach 5 cm is 

recorded. 
iv) The foam is allowed to wick until it reaches equili­

brium (e.g., about 18 hours). The lab jack may need 

to be adjusted to keep l - 2 nun of the samp 1 e 

10 invnersed, . and the sample should be shielded to 

prevent evaporation. 

15 

20 

25 

3) Absorbent Capacity.(ml/g) per Vertical Length of Foam 

i) The foam samp 1 e i"s removed and p 1 aced on a non-ab­
sorbent surface. 

ii) The sample is invnediately cut into separate 1 inch 

{ 2. 54 cm) pieces using a too 1 sharp enough not to 

compress the foam sample, and each such piece· is 

weighed. 
iii) The excess fluid is squeezed out of each piece, and 

each piece is placed on an absorbent towel. 

iv) Each piece is allowed to dry completely. 
v) Each dry piece is then weighed and an absorbent 

capacity_ for each piece is calculated based on the 

difference between the·wet and dry weights. 
For purposes of the present invention, the absorbent 
capacity of the one-inch segment which represents 4.5 

inches (11.4 cm) of wicking height is the parameter 

most desirably determined. 
C} Adhesion-Tension Characteristics of the Foam 

30 The adhesion tension exhibited by hydrophil ized foam samples 

which imbibe test fluids via capillary suction is the product of th.e 

surface tension, 1, ·of the test fluid times the cosine of the 

contact angle, e,. exhibited by the test fluid in contact with the 

interior su_rfaces of the foam sample. Adhesion tension can be 

35 determined experimentally by measuring the equilibrium weight uptake 

by cap il 1 ary suet ion exM bi ted by two test samp 1 es of the same foam 

usfog two different test liquids. In the first step of such a 
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procedure, specific surface· area of the foam sample is determ.ined 

using ethanol as the test fluid as described hereinafter in the 

Specific Surface Area discussion of this TEST METHODS section. 

The capfllary suction uptake procedure is then repeated in 

5 identical manner· to the ethanol procedure except that JAYCO syn­

thetic urine is used as the test fluid and the test is carried out 

at 37oc. Contact angle of the synthetic urine can then be calcu-

1 ated as follows from the known specific surface area and the 

synthetic urine uptake data: 

10 coseu .. MuGLN 
HN'YuSc 

where eu • contact angle of Jayco synthetic urine in degrees; Mu .. 

mass of liquid uptake of Jayco synthetic urine in gms; G .. gravita­

tional constant which is 980 cm/sec2; MN • mass of dry foam sample 

15 in gm; 'Yu • surface tension of J~YCO urine wh_ich is -65 dynes/cm; Sc 

•specific surface area of 'the foam sample in cm2/gm is determined 

by the ethanol uptake procedure;·and Ln •length of the foam sample 
. . 

in cm. 

When a surf act ant is present (on the foam samp 1 e surfaces 

20 ·and/or in the advancin_g test 1 iquid), characterization. of the 

advancing liquid. front is defined' by applying the adhesion tension 

(AT) equation: 

AT • MrGLN 
MN Sc 

,., 25 wherein HT is the mass of. the test liquid taken up by the foam 

sample, and G, LN, MN, and Sc are as hereinbefore defined. (See 

Hodgson and Berg, J. Coll. Int. Sci .• 121Cll~ 1988, pp 22-31] 

· In determining adhesion tension for any given test 1 iquid, no 

assumption is made of the numerical ·value of the surface tension at 

30 any point in time so that possible changes in surfactant concentra­

tion ~n ·the sample surfaces and/or in the advancing liqu.id during 

wicking are invnaterial. The experimental value of adhesion tension 

(1 cos9) is especially useful when viewed as a percentage of the 

maximum adhesion tension which is the surface tension of the test 

35 liquid (e.g.,· the maximum adhesion tension using JAYCO synthetic 

urine would be (65 ! 5) [cos QO] ··65 ! 5 dynes/cm. 
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Determination of Structural Characteristics of the Absorbent 
Foam Structures of the Fluid Storage/Redistribution Component 

A) Available Pore Volume of the Foam 
A procedure for determ.ining available pore volume involves the 

measurement of_ the amount of isopropanol (flash point 120C) which 

can be introduced into the structure of an absorbent foam sample. 

Equipment and materials used in making such a measurement are 

equ.ilibrated at 22 .:!: 2oc. Measurements are also perfornled at this 

temperature. 
Dry foam samples are cut into 1 in2 (6.5 cm2) x 0.3 inch (0.8 · 

cm) thick cylinders or th~ equivalent. Such cylindrical samples can 

be prepared by using a sharp punch 1.13 inches (2.87 cm) in diameter 

on a 0.3· inch (0.-8 cm) sheet of foam. These dry foam samples are 

each weighed to determine a dry weight (dw). Three of such samples 

are weighed to determine an average dry weight (DW). 
The Measured Free Capac;ty (MFC) of these samples is then 

determined by the following steps: 
1) The foam samples are immersed in the isopropanol in a 

crystallizing dish and allowed to saturate. At this point, the 

sample may be squeezed a few times to expel air. 
2) Each sample is removed without squeezing isopropanol out 

of it. Excess fluid is allowed to drip off of the sample in the 

flat position for about 30 setonds. Each sample is th~n weighed wet 

to determine a wet weight {ww). 
3) Steps 1) and 2) are repeated two more times and an average 

wet weight (WW} is calculated. 
Measured Free Capacity (MFC, g/g) is the weight of isopropanol 

in the saturated foam per unit mass of dry foam. HFC is ca·lculated 
according to the formula 

HFC .. [WW{g). - OWfqll 
.DW(g) 

Available pore volume is then calculated by dividing the MFC of 

the foam for isopropanol by the density. of isopropanol which is 

0.785 g/ml. This gives an available pore volume for the foam in 

ml/g. 
B) Capillary Suction Specific Surface Area of the Foam 
Capillary Suction Specific surface a·rea of the ·foam absorbents 
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useful in the fluid storage/redistribution component herein can be 

determined from the equilibrium weight uptake of a test liquid of 

known low surface tension. In this instance, absolute ethanol 

(flash point is 1ooc) is used. 
To conduct the test, a tared foam sample strip of suitable 

dimensions (e.g., 25 cm long x 2 cm wide x 0.8 cm thick) is equili­

brated at 22 :!: 2oc. , is positioned vert ica 11y and ·at one end is 

1mersed 1-211111 . into a reservoir of the ethanol using a lab jack. 

The ethanol is allowed to wick up the foam strip to its equilibrium 

height which should be less than the sample length. The ethanol­

containing strip is then weighed while still touching the reservoir 

to determine the weight of total ethanol uptake. During this 

p.rocedure the sample shou1d be shieided, for example with a capped 

glass cylinder, to prevent ethanol evaporation. 
15 Specific surface area of the foam sample can be calculated from 

the following formula: 
Sc .. MeGLn 

Mnle 
where .Sc .. capillary suction specific surface area in cm2/gm; Me • 

20 mass of liquid uptake of EtOH in gms; G •the gravitational constant 

which is 980 cm/sec2; Ln • total length of sample in cm; Mn .. mass 

of dry sample in gm; and le • surface tension of EtOH which is 22.3 

dynes/cm. Values obtained can then be divided by .10000 cm2/m2 to 

provide ca_pillary su·ction specific surfice area in m2/g. 
· 25 C) Foam Density 

One procedure which can be used to determine foam density is 

that described in ASTH· Method .No. 03574-86, Test A, which is 
designed primarily for the testing of urethane foams but which can 

also be utilized for measuring density of the preferred HIPE-type, 

30 storage/redistribution component absorbent foams of the present 

fovention •. ·In particular, density measurements made according to 

this ASTM procedure are carried out on foam samples which have been 
. . . 

preconditioned in a certain manner as specified in that test. 
Density is determined by measuring both the dry mass of a given 

35 foam sample and its volume. at 22 ,! 2oc. Volume determination on 

larger foam samples are calculated from measurements of the sample 

dimensions made under no confining pressure. Dimensions of smaller 
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foam samples may be measured us;ng a dial-type gauge us;ng ·a 
pressure on the dial· foot of 350 Pa (0.05 psi). 

Density is calculated as mass per ~nit volume. For purposes of 
th;s invention, density is generally expressed in terms of g/cm3. 
V) Determination of Mechanical Characteristics pf the Absorbent 

Foam Structures of the Fluid Storage/Redistribution Component 
A) . Resistance to Comoression Deflection pf the Foam 
Resistance to compression deflection exhibited by the storage/-

redistribution component foam can be quantified for purposes of this 
invention by measuring the amount of strain (% caliper reduction) 
produced in a foam sample, which has been saturated with synthetic 
urine, after stress in the form of a 0.74 psi (5.1 kPa) confining 
pressure has been applied to the sample. 

Testing to make such measurements can be carried out on foam 
samples prepared as hereinbefore described for the Avail able Pore 
Volume test. Such samples, the synthetic urine test fluid and 
equipment used to make measurements are all equilibrated in a 
cons~ant temperature room heated to 99of ~370C). Measurements are 
also performed in this room •. 

The foam samples are placed in a crystallizing dish and 
saturated to their free absorbent capacity w_ith Jayco synthetic 
urine. A given saturated sample to be tested is then placed on a 25 
mesh screen over a beaker, and a dial-type gauge suitable for making 
caliper measurements is positi"oned on the sample. Any gauge fitte_d 
with a foot having a surface area of at least 1 in2 (6.5 cm2) and 
capable of measuring cal;per dimensions to 0.001 in (0.025 nun) can 
be employed. Examples of such gauges are an Ames. model 482 (Ames 
Co.; Waltham, HA) or an Ono-Sokki model EG-225 (On9-Sokki Co., Ltd.; 
Japan). Also utilized are weights which can be used with the dial. 
gauge to produce a foot p_ressure on the foam $ample. of up to 1.0 psi 
(6.9 kPa). 

The saturated foam sample on the scree·n is subjected to a 
confining pressure of 0.74· psi (5.1 kPa) for ·15 minutes. At the end 
of this time, the dial gauge is us~d to measure the change in sample 
cai ipe·r which occurs as a consequence of the appl icatfon of the 
confining pressure. From the initial and final caliper, measure­
ments, a percent strain induced can· be calculated for the 
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Foam flexibility can be quantified by referencing a test 
procedure which is a modification of the ASTM D 3574-86, 3.3 test 

5 used to determine flexibil i_ty of cellular organic polymeric foam 
products. Such a modified test utilizes a foam sample which is 7 x 

0.8. x 0.8 cm and which has been saturated to its free absorbent 
capacity with Jayco synthetic urine at 37oc. It is important that 
the cutting process used to make these samples does not introduce 

10 edge defects in the foam strip. The synthetic urine-saturated foam 
strip is bent around a 0.8 cm diameter cylindrical mandrel at a 
uniform rate of 1 lap 1n 5 seconds until the ends of the strip meet. 
The foam is.considered flexible if it does not tear or break during 
this test, i.e., if 1t passes one bending cycle. 

15 C} Recovery From Compression Deflection of the Foam 
To test recovery from compression deflection, foam samp.les 

similar to those prepared for the Available Pore Volume test herei·n­
before described are used. Such samples are 0.8 cm thick cylinders 
having a cross-sectional circ~lar area of 6.45 cm2 (1 in2J. These 

20 foam samples may be tested in· either the dry state or after they 
_have been saturated· to their free absorbent capacity with Jayco 
synthetic urine. 

Using a dial-type gauge, a test sample, whether dry -or wet, is 
compressed within 10 seconds to 50% of its original thickness and 

25 maintained in the compressed state for 1 minute. The pressure is 
then released, and the foam is allowed to recover thickness for 1 

minute. The percent rec·overy is based on the original height of the 
uncompressed foam. -

for testing of dry samples, ambient tem·perature, e.g., 22 :!: 
30 2oc. ,- is used. For testing of wet samples, the foam sample i .. s 

saturated to its free absorbent capacity with 37oc. Jayco synthetic 
urine in a 5 cm dfameter dish. The dish acts as a reservoir to 
contain expressed fluid during the compression and also a~ts as a 
reservoir from which the sample can re-absorb fluid upon recovery 

35 from compression. 
EXAMPLES 

Preparation of fiber-containing. or foam-containing absorbent 
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structures useful as a fluid acquisition/distribution component, a 
HIPE foam-based absorbent structure useful as a fluid storage/­
redistribution component, and a disposable diaper employing these 
two types of structures as the layers in its absorbent core are all 

5 illustrated by the following examples. ·Also, exemplified are the 
results of a diaper leakage test wherein the performance of a 
preferred layered-core diaper article of the present invention is 
compared with that of a conventionally configured, commercially 
marketed diaper product. 

10 EXAMPLE I 
Acquisition/Distribution Layer 

This example illustrates the preparation of a wetlaid fibrous 
absorbent web useful as the fluid acquisition/distribution component· 
in an absorbent core of a diaper product according to the ·present 

15 invention. Such a web comprises 92% by weight of chemically 
stiffened, twisted, curled cellulosic fibers and 8% by weight of 
highly refined, non-stiffened cellulosic fibers {Foley Fluff crill) 
having a Canadian Standard Freeness (CSF) of about 200. 

The stiffened, twisted, curled cellulosic fibers themselves are 
20 made from southern softwood ·kraft pulp {Foley fluff marketed by The 

Proc~er & Gamble Cellulose Company, Memphis, TN, USA). These fibers 
~re crosslinked with glutaraldehyde to the extent of about 2.5 mole 
percent on a dry fiber cellulose anhydroglucose basis. This cross-
1 inking is carried out according to the "dry crossl inking process• 

25 as described in the hereinbefore referenced U.S. Patent 4,822,453. 
· The stiffened, twisted, curled fibers which result are substan­

tially similar to fibers having the characteristics set forth in 
Table 1. 

Table J 
30 Stiffened. Twisted. Curled Cellulose CSTCC) Fibers 

Type • Southern softwood kraft pulp crosslinked with glutaraldehyde 
to the extent of 2.5 mole percent on a dry fiber cellulose anhydro­
glucose basis 
Tw.i st Count Dry • 6. 8 nodesinun 

35 Twist Count Wet • 5.1 nodes/nun 
Isopropol Alcohol Retention Value • 24% 
Water Retention Value • 37% 
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A pulp slurry of the st;ffened and nonstiffened cr;11 f;bers as 

here;nbefore described js prepare.d hav;ng a fiber consistency of 

0.1%-0.2%. This pulp. slurry is pumped. to a FORMAR papermaking 
5 machine· at a 1 inear velocity of 25 m/s and at rate of about 95 

liters/mfoute. The slurry is distributed by ·a fixed-roof former 

headbox onto a. 12 inch wide (30.5 cm) 84M, 5 shed forming wire 

mov;ng continuously at a rate of 1.5 m/minutes. Linear veloc;ty of 

the pulp slurry upQn exit from the headbox is from 50 to 100 m/s. · 

· 10 Flow and wire movement are regulated so that a uniform·, mo;st sheet · 

having a dry basis weight of about 0.03 g/cm2 and an average dry 

density of about 0.06 - 0.07- g/cm3 is formed. Sheet consistency is 

increased to about 16%-22% by application of two vacuum boxes in 

sequence from underneath the wire. Such vacuum boxes operate at 75 
15 mm Hg and 100 mm Hg, respectively,· w;th a res;dence time for the 

sheet being subject to each vacuum box of about 1 second. The sheet 

is then removed from the forming ~ire manually and dried, batchwise, 

in a forced convection steam heated oven for about 4 hours at about 
uooc. 

20 

. 25 

As indicated, the resulting wetlaid web has an average dry 

density of about 0.06 - 0.07 g/cm3 and a basis. weight of about 0.03 

g/cm2. Upon saturation with . synthet;c ur;ne, this web has an 

average density of about 0.08 g/cm3 on a dry basis. By way of fluid 

handling characteristics, a web of this type exhibits an. initial 

Fluid Acquisition Rate of about 11 ml of synthetic urine per second. 
1t has a 30-minute Vertical Wicking Height of about 14.9 cm. As 

descr;bed in greater detail hereinafter in Example III, this web can 

be fashioned into the upper fluid acquisition/distribution layer in 

the absorbent core of a d·iaper .a!'ticle. 

30 EXAMPLE 11 

Fluid Storage/Redistribution Layer 

This example illustrates the preparation. of a HIPE foam 

absorbent material on a semi-pilot plant scale. This foam absorbent 

material is useful as the fluid storage/redistribution layer in the 

35 absorbent core of a diaper product according to the present 

invention. 
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Calcium chloride (320 g.) and potassium persulfate (48 g.) are 
dissolved in 32 liters of distilled water. ·Thii provides the water 
phase used to form the HIPE emulsion. 

5 To a monomer combination comprising styrene (420 g.), divinyl-
benzene (660 g.) and 2-ethylhexylacrylate (1920 g.) are added 
sorbitan monooleate (480 g. as SPAN® 80) and sorbitan trioleate (120 
g. as SPAffe 85). After mixing, this comprises the oil phase used to 
form the HIPE emulsion. 

10 · At liquid temperatures in the range of 55oc to ssoc, separate 
streams of the oil phase and water phase are fed to a dynamic mixing 
chamber. Thorough mixing of the· combined streams in the dynamic 
mixing chamber is produced by means of a pin impeller. At this 
scale of operation, an appropriate pin impeller comprises a cylin-

15 dri ca 1 shaft of about 18 cni in 1 ength with a diameter of abou_t 1. 9 
cm. The shaft holds two rows of 17 and two rows of. 16 cylindrical 
pins each having a diameter of 0.5 cm. extending radially outward 
from the central axh of the shaft to a length of 1.6 cm. The four 
rows are posUioned. at goo. angles around the circumference of the 

20 impeller shaft. The rows that are perpendicular to each other are 
offset along the length of the shaft such that no pins which are 
perpendicular to each other are in the same radial plane extending 
from t.he axis of the shaft. The pin impeller is mounted in a 
cylindrical sleeve which ·forms the dynamic mixing chamber, and the 

25 pins in the impeller have a clearance of 0.8 .mm from th·e walls of 
the cylindrical sleeve. The impeller is operated at a speed of 850 
revolutions per minute. 

A ·spiral static mixer (14 inches 1 ong by 3/8 inch outside 
diameter by 0.315 inch inside diameter) is mounted further down-

30 stream from the dynamic mixing chamber to help provide some back. 
pressure. This helps keep the dynamic mixing chamber comprising the 
cylindrical sleeve with its pin impeller full. This also helps to 
ensure appropriate and complete mixing of the oil and. water phases. 

An emulsion having ~he requisite ratio of water to oil phases 
35 is approached gradually. At first, flow rates are adjusted so that 

3 parts by weight of the water phase and "1 part by weight of the ·on 
phase enter the dynamic mixing chamber with the pin impeller. The 
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water to oil phase ratio is increased, over a period of a few 
minutes, untn a ratio of 12.;13 parts water phase to 1 part oil 
phase is passing·into the dynamic mixing chamber, at a rate of 15 
ml/sec. Gradually, the 0;·1 flow rate_ is decreased so that the water 

- 5 phase/on phase weight ratio 1s near 25:1. At this stage, the 
viscosity of the e~ulsion flowing out of the ·static mixer drops. 
(Visually, the whitish mixture becomes more translucent at thh 
po;nt.) 

The flow rate of the oil phase is thereafter further decreased 
10 to the point where the water phase/oil phase weight ratio is about 

31:1. Visually, the emulsion at this stage flows from the static 
mixer ~rifice with the ·consistency of a whipping ·cream and "sets" to 
a consistency rem;niscent of a creamy yogurt. 
Polymerization of the Emulsion 

15 At this point, the emulsion emerging from the static mixer is 
ready for curing. The emulsion is fed to a generally rectangular 
mold which· is made of polyethylene and which has the dimensions, 38 
cm length; 25 cm width and 22 cm depth. Emulsion is emptied into 
such molds until each mold contains approximately 20,000 m1 of the 

20 emulsion to be cured. 
Curing is effected by placing the emulsion-containing molds in 

a curing oven at a temperature of 660C for a period of about 16 

hours. After curing, the resulting solid polymerized foam material 
contains up to 98% water and is soft and sopping wet to the touch. 

25 Foam Washing and Hydrophilization 
The wet cured foam material is removed from the curing mold and 

subjected to further processing. The residual water ·phase in the 
foam is expressed by applying sufficient pressure to the foam 
material, or to thin slices of the foam material, to squeeze out at 

30 least 90% of the retained original residual water phase material. 
Notably, when the foam prepared according to the foregoing procedure 
is squeezed, the edges of the foam do not extrude outwardly, and the 
cells of the foam do not burst. Rather, the foam appears to 
collapse under pressure in the ?-direction and then spring back to 

35 its original shape, either as water is imbibed or when heat 1s 

applied as described more fully hereinafter. 
The foam sample 1s then washed for 20 seconds in 600C water 
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contafoing calcium chloride as· a hydrophil 1zing agent. Such a 
hydrophilizing solution contains 1% by weight of calcium chloride. 

During the treatment with this hydrophil izing solution, the foam 

springs back to its origin~l shape. 
The calcium chloride solution used. in the first washing is 

again expressed using pressure, and the foam is then treated with a 

second wasMng with the calcium chloride solution at sooc. ·This 

second rinse is intended to leave a residue of calcium chloride in 

the foam, thereby rendering the internal foam surfaces relatively 

hydrophilic. 
Foam Dewatering 

The twice hydrophilized foam h then again pressed to express 
. . 

excess hydrophilizing solution from within its porous· structure. 

The foam material is then dried by subjecting it to oven drying for 

12 hours at 600C. After drying the foam material is further cut or 

sliced. to provide the· fluid storage/redistribution layer of the 

absorbent core of the diaper product of the type described herein-
.· after in Example III. · 

Foam Characteristics 

The HIPE foam storage/redistribution layer material prepared in 

the foregoing manner has the characteristics and features as set 
forth in Table II. 
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TABLE II 

FEATURE. VALUE UNITS 

Eluid Handling ProRerties 
5 Absorbent capacity under a pressure of: 

0.0 kPa (0.0 psi) 31.5 mL/g 

1.4 kPa (0.2 psi) 29.l ml/g 

5.1 kPa (0.7• psi) 25.1 mL/g 

6.9 kPa (1.0 psi) 14.8 mL/g 
--"10 

I of 0.0 kPa capacity 
at 5.1 kPa 79.7 

Vertical wicking time 
to 5 cm 120 sec 

15 
Absorbent capacity at a height up to: 

1.3 cm (0.5 in) 26.7 mL/g 

3 • 8 cm ( 1. 5 in) 26.4 mL/g 

6.4 cm (2.5 _in) 25.3 ml/g 

20 
8.9 cm (3.5 in) 24.8 ml/g 

11.4 cm (4.5 in) 24.0 mL/g 

14.0 cm (5.5 in) 23.3 mL/g 

16.5 cm (6.5 in) 2LB ml/g 

19.l cm (7.5 in) 14.1 mL/g 

25 
Adhesion Tension in 65 + 5 

dynes/cm Synthetic Urine 37.8 dynes/cm 

Structural Features 
Pore Volume 31.8 mL/g 
Capillary Suction 

m2/g Specific Surface Area 1.25 

30 Density 0.03.2 g/cm3 

Average Cell Size , 37 "' Mechanical F~atures 

Strain Under 5.1 kPa 
Confining Pressure 31% % 

35 Flexibility >1 bending cycles 

I Recovery From 50% 
Compression 94% % 



·wo 93/03699 

- 75 -

EXAMPLE III 

Diaper Construction and Configuration 

PCT/US92/06709 

. . SHEl1 \-\f\S B'EE.N 
\\-\\S , r.rfC 

RE?Lj'\V ..------
A disposable diaper is prepared using the configuration and 

components shown in expanded and blown-apart depiction in Figure 9. 
s Such a diaper comprises a thermally bonded polypropylene topsheet, 

70, a fluid-impervious polyethylene backing sheet, 71, and a dual 
layer absorbent core positioned between the topsheet and the backing 
sh~et. The dua 1 1 ayer absorbent core comprises a modified hour­
glass-shaped, fluid storage/redistribution layer, 72, comprising 

IO HIPE foam of the Example II type positioned below a modified-hour­
glass shaped fluid acquisition/distribution· 1ayer, 73, comprising 
the wet-laid web of stiffened, twisted, curled cellulosic fibers as 
described hereinbefore in Example I. 

The topsheet contains two substanthlly parallel barri.er leg· 
15 cuff strips, 74, with elastic. Affixed to the diaper backsheet are 

two rectangular elasticized waistband members, 75. Also affixed to 
each end of the polyethylene backsheet are two waistshield elements, 
76, constructed of polyethylene. ~lso affixed to the backsheet are 
two parallel leg elastic strips, 77. A sheet of polyethylene, 78, 

20 is affixed to the outside of the backsheet as a dedicated fastening 
surface for two pieces, 79, of Y type which can be used to fasten 
the diaper around the wearer. 

The Example I-type acquisition/distribution layer in the 
absorbent core comprises about 9. 2 grams of fluid a~sorbi ng mater-

25 ial. The surface area of the fluid acquisition/~istribution layer 
is about 46.8 in2 (302 cm2). It has a caliper of about 0.44 cm. 

The fluid storage/redistribution ·1ayer of the diaper core 
comprises a modified hourglass-shaped piece of HIPE foam of the type 
described hereinbe·fore in Example II. About 12 grams of this HIPE 

30 foam are used to form the storage/redistribution layer which has a 
surface area of about 65.9 in2 (425 cm2) and a caliper of about 
0.325 in (0.826 cm). 

A diaper having this particular core configuration exhibits 
especially desirable an~ efficient utilization of the core for 

35 holding discharged urine and accordingly provides exceptionally low 
incidence of leakage when worn by an infant in the normal manner. 
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Diapers substantially similar to that described in Example III 
are tested for efficacy. in a panel test wherein 75 .male infants use 

5 both the Example· III type diapers and control diaper products of 

conventional configuration in an overnight wearing situation. In 

such a test, each panelist is given for use on consecutive nights 7 

medium size diapers, 4 of the Example III type and 3 of a type 

corresponding to the commercially marketed LUVS Deluxe for Boys 

. .io product. The LUVS product is of the Customized Absorbency Zone for 

Boys configuration and contains 39.1 grams of absorbent material. 

Caregivers are asked to use one diaper per night and to record 

and report the incidence of overnight leakage of each diaper used. 

Leakage results from ~11 the panelists .are then collected and 

15 analyzed. As a result of this analysis, it can be determined that, 

in such a panel test, 13.1% of the Example III type diapers leak 

· whereas 14.0% of the LUVS diapers leak. 

This· panel.testing indicates that diapers utilizing the parti­

cular dual layer core configuration of the present invention can 

20 provide leakage performance which is comparable to that of commer­

cially marketed control diaper products even though the diapers of 

the present .invention contain significantly less absorbent material 

than do the control diaper products. 

EXAMPLE V 

.. 25 Diapers. With Alternative Acguhition/Oistribution Lavers 

Diapers substantially similar in .configuration to that 

described in Example III are prepared ·using alternative structures 

as the fluid acquisition/distribution layer therein. These alter­

native structures are described as follows: 

30 A) Air Laid Stiffened Cellulosic Fibers 

Stiffened, Twisted°, Curled Cellulose (STCC) Fibers of the type 

described in Table I o·f Example I herein but .which are cross-linked 

with citric acid instead of. glutaraldehyde are air laid into an 

absorbent web structure having a dry density of about 0.075 ·g/cm3 

35 and a dry basis we-ight of about 0.03 g/cm2. Such an air laid web 

structure exhibits an initial Fluid Acquisiti~n Rate of about 7.5 ml 

of synthetic urine per second and a 30-minute Vertical Wkk.ing 
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Height of about 4.-8 cm. 
B) Air Laid Ce11u1osic Fibers <Foley Fluff} 
Non-stiffened wood pulp fibers are air laid into an absor~ent 

w~b structure (Foley Fluff) having a dry den~ity of about 0.084 
5 g/cm3 and a dry basis weight of about 0.03 g/cm2. Such an air laid 

web structure exhibits an initial Fluid Acquisition Rate of about 
4.5 ml of synthetic urine per second and a 30•minute_ Vertical 
Wicking Height of about 4.2_cm. 

C) Melamine-Formaldehyde Foam CBASOTECTl 
10 An absorbent foam structure is fashioned from a melamine-

formaldehyde foam material of the type which is described in Mahnke 
et al; U.S. Patent 4,540,717; Issued September 10, 1985 and which is 
marketed by BASF, AG under the tradename BASOTECT. Such a foam 
material has a pore volume of about 80-90 ml/g, a capillary suction 

15 specific surface area of about 0.2.to 0.5 m2/g, an average cell size -
of about 200-300 microns with holes between cells of about go· 
microns and a dry density of about 0.01 g/cm3. A foam material of 
this type exhibits an initial Fluid Acquisition Rate of about 7.0 ml 
of synthetic urine per second and a 30-minute Vertical Wicking 

20 Height of less than 2 cm. 
EXAMPLE VI 

Preoaration of Alternative Storage/Redistribution Layer Material 
This example illustrates the preparation of another type of 

HIPE foam material useful as or in the fluid storage/redistribution 
25 layer in the preferred layered-core absorbent articles of the 

present invention. 
Emulsion Preoaration 

Calcium chloride (36.32 kg) and potassium persulfate (568 g) 
are dissolved in 378 liters of water. This provides the water phase 

30 stream to be used in a continuous process for forming a HIPE 
emulsion. 

To a monomer combination comprising styrene (1600 g), divinyl­
benzene 55% tec~nical grade (1600 g),_ and 2-ethylhexylacrylate (4800 
g) is added sorbitan monolaurate (960 gas SPAN® 20). After mixing, 

35 this combination of materials is allowed to settle overnight. The 
supernatant is withdrawn and used as the oil phase in a continuous 
process for forming a HIPE emulsion. (About 75 g of a sticky 
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At an aqueous phase temperature of 48-sooc. and an oil phase 
temperature of 22oc., separate streams of the oil phase and water 
phase are fed to a dynamic mixing apparatus. Thorough mixing of the 

s combined streams in the dynamic mixing apparatus is achieved by 
means of a pin ;mpeller. At this scale of operation, an appropriate 
p;n impeller comprises a cylindrical shaft of about 21.6 ·cm in 
length w;th a diameter of about 1.9 cm. The shaft, as described in 
Example II, ·holds 4 rows of pins, 2 rows having 17 pins and 2 rows 

10 having 16 pins, each having a diameter of 0.5 cm extending outwardly 
from ~he central ax;s of the shaft to a length of 1.6 cm. The pin 
impeller is mounted in a cylindrical sleeve which forms the dynamic 
~ixing apparatus, and the p;ns have a clearance of 0.8 mm from the 
walls of the cylindrical sleeve. 

15 A spiral static mixer is mounted downstream from the dynamic 
mixing apparatus to provide back pressure in the dynamic mixer and 
to provide ;mproved incorporation of components into the emulsion 
that is eventually formed. Such a static mixer is 14 inches (35.6 

·cm} long with a 0.5 inch (1.3 cm) outside diameter. The static 
20 mixer is a TAH Industries Model 070-821, modified by cutting off 2.4 

inches (6.1 cm). 
The combined mixing apparatus set-up ts filled_ with oil phase 

and water phase at a ratio of 2 parts water to 1 part oil. The 
dynamic m~xfog apparatus is vented to allow air to escape while 

25 filling the apparatus c~mpletely. The flow rates during filling are 
1.127 g/sec oil phase and 2.19 cm3/sec water phase. 

Once the apparatus set-up is filled, agitation is begun in the 
dynamic mix~r, with the impeller turning a~ 1800 ~PM. The flow rate 
of the water phase is then steadily increased to a rate of 35.56 

30 cm3/sec over a time period of 130 sec. The back_ pressure created by 
the dynamic and static mixers at this point is 7.5 PSI (51~75 kPa). 
The impeller speed is then steadily decreased to a speed of 1200 RPM 
over a period of 60 sec. 'The back pressure drops to 4.5 PSI (31.05 
kPa). _At this point, the impeller speed is instantly increased to 

35 1800 RPM. The system back pressure remains constant thereafter at 
4~5 PSI (31.05 kPa). 
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Polvmerization of the Emulsion 
The formed emulsion flowing from the static mixer at this point 

is collected in Rubbermaid Economy Cold Food Storage Boxes, Model 
3500. ·These boxes are constructed of food grade polyethylene and 

s have nominal dimensions of 19• x 2s• x 9" (45.7.cm x 66 cm 22.9 cm). 
The true insi.de dimensions of these boxes are 15 11 x 23 11 x 911 (38.1 
cm x 58.4 cm x 22.9 cm). The.se boxes are pretreated with a. film of 
a solu~ion comprising a 20% solution of SPAN® 20 in an equal weight 
solvent mixture of xylene and isopropanol. The solvent mixture is 

10 allowed to evaporate to leave only the SPAN® 20. Forty-seven liters 
of emulsion are collected in eac~ box. 

The emulsion-containing boxes are kept in a room maintained at 
s·soc. for 18 hours to bring about polymerization of the emulsion in 
the boxes to thereby form polymeric foam material. 

15 Foam Washing. Hydrophilization and Dewatering 
After curing is complete, the wet cured foam material is 

removed from the curing boxes. The foam at this point contains 
about 30-40 times the weight of polymerized material (30-40X) of the 
residual water phase containing dissolved emulsifiers, electrolyte 

20 and inithtor. The foam material is sliced with a sharp r·ec;pro­
cating saw blade into sheets which are 0.350 inche·s (0.89 cm) in 
caliper. These. sheets are then subjected to compression in a series 
of 3 nip rolls which gradually reduce the residual water phase 
content of the foam to ab~ut 6 times (6X) the. weight of the poly-

25 merized material. At this point, the ·sheets are then resaturated 
with a 1% CaCl2 solution at 6ooc., are squeezed in a nip to a water 
phase content of about lOX, resaturated with the 1% CaCl2 solution 
at 600C., and th~n squeezed· again in a nip to a water phase cont~nt 
of about lOX. 

30 The foam sheets·, which now contain about lOX of what is essen-
tially a 1% CaCl2 solution are passed through a final nip equipped 
with a vacuum slot. The last nip reduces the CaCl2 solution content 
to about 5 times (5X) the weight of polymer. The foam remains 
compressed after the final nip at a caliper of about. 0.080 in. (0.2 

35 cm). The foam is then dried in an air circulating oven set at about 
600C. for about three hours. Such drying reduces the moisture 
content to about 5 - 7 i by weight of polymerized material. At this 
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point, the foam sheets have a caliper of about 0.075 in. (0.19 cm) 
and are very drapeable. The foam also contains about 11% by weight 
of residual sorbitan monolaurate emulsifier and about 5% by weight 
(anhydrous basis} of residual hydrated calcium chloride as hydro­
phil izing agents. In. the collapsed state, the density of the foam · 
is about 0.17 g/cm3. When expanded to its free absorbent capacity 
(26.5 ml/g) in JAYCO synthetic urine, the expanded foam has a 
capillary suction specific ·surface area of about. 2.24 m2/g, a pore 
volume of about 29.5 cc/g and an av-erage cell size of about 15 
microns • .. 10 

·;, ... 

15 

20 

25 

The foam sheets prepared as in Example VI represent a preferred 
•thin-until-wet• embodiment of a fluid storage/redistribution layer 
of the present invention inasmuch as these foam sheets are in the 
form of collapsed foam·material which will exp~nd upon contact with 
aqueous body fluids. once expanded, the foam materials are useful 
for absorbing the body fluids that have caused the foam to expand. 
Such preferred collapsed foams are those which are formed from a 
non-hydrolyzed polymeri_c material, which have a capillary suction· 
specific surface area of from about 0.5 to 5.0 m2/g, and which 
contain from about o.si to 20% by weight of the foam material of 
residual water-inso.luble emulsifhr and from about 0.1% to 7% by 
weight {anhydrous basis) of the foam material of a toxicologically 
acceptable, hygroscopic, hydrated salt, which is preferably calcium 
chloride or magnesium chloride,_ as a hydrophilizing agent. 

In its collapsed state, such foam material will have a residual 
30 water content of from about ~% to 15% by weight of polymeriz~.d 

material when U is stored at ambient cond-itions of 720f (220C) and 
50% rela.the humidity. This water content includes both water. of 
hydration associated with the hygroscopic, hydrated salt as well as 
free water absorbed within the foam. Such collapsed foam material 

35 will also have a dry basis density ranging from about 0.08 to 0.3 
g/cm3. 

In its expanded state, such preferred thin-until-wet foam 
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storage/redistribution layer materials will h~ve a pore volume from 
about" 12 ~o 100 ml/g and will exhibit a resistance to compression 
deflection such that.a confining pressure of 5.1 kPa produces after 
15 minutes of strain from about 5% to 95% compression of the struc-

5 ture when 1t is saturated at 37oc. to its free absorbent capacity 
with synthetic urine having a surface tension of 65 .:!: 5 dynes/cm. 
The average cell size .of these p·refer'red thin-unt i1-wet storage/­
redistribution layer materials in the expanded state will range from 
about 5 to 30 microns. The. dry basis density of . the expanded 

10 storage/redistribution layer material upon saturation to its free 
absorbent capacity in this synthetic urine will range from about 9% 
to 28% of its dry basis density i.n the collapsed state. 

EXAMPLE VII 
A diaper substantially similar· in configuration to that des-

15 cribed in Example IV is prepared us_ing as the fluid storage/redis­
tribution layer a sheet of thin-until-wet collapsed absorbent foam 
of the type described in Example VI. In such a diaper, the fluid 
acquisition/distribution layer, comprising the stiffened, twisted, 
curled eel l ul os i c fibers, is used ;n an amount of about 13 grams. 

20 The thin-until-wet· fluid storage/redistribution layer is also used 
in an amount ~f about 13 grams. 

A diaper having this particular configuration exhibits espe­
cially desirable and efficient utilization of the absorbent core for 
holding discharged urine and accordingly provides exceptionally low 

25 incidence of leakage when worn by an infant in the normal manner. 

30 

.35 

*Equivalent Applications: 

USSN 743,951 ~nd USSN 743,947 are equivalent to correspond­
ing International (PCT) Applications, designating at least 

the EPO, being filed in the US/RO simultaneously with the 

instant International (PCT) Application on or before 
August 12, 1992 .• 
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l. An absorbent article such as a diaper useful for absorbing. 
aaueous body fl_uids discharged by an incontinent individual, said 
aosoroent article comprising 

A) a relatively liquid-impervious backing sheet; 
8) a relatively liquid-pervious topsheet; and 
:) an absorbent core positioned between said backing sheet 

and said topsheet, said absorbent core characterized in 
r;' that it comprises: 

i) a fluid acquisition/distribution component positioned 
to receive discharged body fluids·passing through the 
article topsheet, said fluid acquisition/distribution 
component comprising a porous hydrophilic structure 
which exhibits an initial Fluid Acquisition Rate of 
at least 2, preferably at least 6, ml of synthetic 
urine per second, arid preferably a 30-minute Verticle 
Wicking Height of at least 4.5 cm; and 

ii) a fluid storage/redistribution component maintained 
in fluid communication with said fluid acquisition/­
distribution component, said storage/redistribution 
component comprising a polymeric foam material in the 
form of a hydrophilic, flexible, open-celled 
structure which has a free absorbent capacity at 
37oc. of at least 12, preferably at least 20, ml of 
synthetic urine per ·gram of dry foam ·material and 
which also has an absorbent capacity for said 
synthetic urine under a confining pressure of 5.1 kPa 
maintained for 15. minutes at 37oc. which is at least 
5%, prefe'rably at least 20%, of its free absorbent 
capacity. 

Z. The absorbent article of Claim l cha~acterized in that: 
A} the fluid acquisition/distribution component of the 

absorbent core· is in the form of an upper layer comprising 
a nonwoven fibrous structure having an average dry density 
of less than 0.3 g/cm3; an average density upon saturation 

----------·----
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with synthetic .urine of less than 0.2, preferably from 
0.02 to 0.2, most preferably from 0~02 to 0.15, g/cml and 
an average bash weight of from 0.001 to 0.10, preferably 
from 0.01 to 0.08, most preferably fr.om 0.015 to 0.04, 
g/cm2; and 

·B) t.he fluid storage/redis.tribution component of the absor­
bent core is in the form of a lower layer comprising a 
polymeric foam material having, at the point ·of its use as 
an absorbent, 
i) a pore volume of from 12 to 100, preferably from 20 

to 70, ml/g; 
ii) a specific surface area of from about 0.5 to 5.0, 

preferably from 0. 75 to 4.5, m2/g as determined ~Y 
capillary suction; and 

iii) a resistance to compression deflectfon such that a 
confi~ing pressure of 5.1 kPa· produces after 15 
minutes a strain of from 5% to 95%, preferably from 
5% to 75%, compression of the structure when it is 
saturated at 37oc. to its free absorbent capacity 
with synthetic urine; 

C} the weight ratio of the fluid acquisition/distribution 
layer to the fluid storage/redistribution layer is 
preferably in the ~ange of from J:4 to 5:1 . 

.:. The absorbent article of any of Claims 1 to 2 
cr.aracterized in that the polymeric foam material of the fluid 
stcrage/redistributfon la.yer is substantially free of polar 
fur.ct;onal groups on its polymeric structure, but. which contains 
from 0.1~ to 10%, preferably 0.1% to 7%, by weight of a residual 
h_vcrophHizing agent selected from non-irritating surfactants and 
water~hydratable inorganic salts, preferably calcium chloride. 

4. An absorbent article such as a diaper for absorbing 
aaueous body fluids discharged by an incontinent individual, said 
a~sorbent article comprising: 

A) a relatively liquid-impervious backing sheet; 
B} a relatively liquid-pervious topsh~et; and 

------------
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C} an absorbent core positioned between said backing sheet 
and said-topsheet, said ab~orbent core characterized in 
that it comprises: 
i} a fluid acquisition/dhtri.bution component positfoned 

to receive disch~rged body fluids passing through the 
article topsheet, said fluid acquisition/distribution 
component comprising a fiber-containing or foam­
containing structure which exhibits an initial Fluid 
Acquisition Rate of at least 2, preferably at least 
6, ml of synthetic urine per second, and preferably a 
30-minute Verticle Wicking Height of at least 4.5 cm; 
and 

i i) a fluid storage/redistribution component maintained 
in fluid communication with said fluid acquisition/­
distribution component, said storage/redistribution 
component comprising a col 1 apsed polymeric .foam 
material which, upon contact with aqueous body 
fluids, expands ~nd is thereupon useful for absorbing 
said fluids, said polymeric foam material comprising 
a hydrophilic, flexible, non-hydrolyzed structure of 
interconnected open cells, which structure has a 
capillary suction specific surface area of from 0.5 
to 5.0 •. Preferably from 0.75 to 4.5, m2/g; and which 
structure further has 
to 20% by weight 
emulsifier· and from 

incorporated therein from 0.5% 
of residual water-insoluble 
0.1% to 7% by weight of a 

toxicologically acceptable ·hygroscopic, hydrated 
salt; said structure further having, 
a). in its collapsed state, 

x} a water content of from 4% to 15% by we.ight 
of polymeric foam material; and 

y) a dry basis density of from 0.08 to 0.3 
g/cm3; and 

b) in its expanded state, 
x) a pore volume of from 12 to IQO, preferably 

from ·20 to 70, ml/g; 
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y) a resistance to compression deflectio~_..,__ _____ ___. 

that a conf;ning pressure 'of 5.1 kPa 
produces after 15 minutes of strain from 5% 
to 95%, preferably from 5% to 75%, 
compress;on of the structure when it is 
saturated at 37oc. to its free absorbent 
.capacity with synthetic urine having a 
surface tension of 65 ! 5 dynes/cm; and 

z) a dry basis density upon saturation to ;ts 
free absorbent capacity in said synthetic 
urine which ranges from 9% to 28% of its. 
dry basis density in ;ts collapsed state. 

An absorbent article of any of Claims 1 to 4 characterized 
;~ tnat: 

A) the upper fluid acquisition/distribution layer of the 
absorbent core comprises from 5;3 to 100%, preferably from 
75% to 100%, by weight of chemically stiffened, twisted, 
curled cellulosic fibers and from 0% to 50%, preferably 
from 0% to 25%, by weight of a binding agent for said 
chemically stiffened, twisted, curled cellulosic fibers; 
and 

e; the lower fluid storage/red; stribution 1 ayer of the 
absorbent core comprises a polymeric foam structure which 
is hydrophilic to the extent that the structure exhibits 
an adhesion tension of from about 20 to 65 dynes/cm when 
absorbing synthetic urine and which is prepared by poly­
merizing a ·water-in-o.n emulsfon formed from 
i} an oil phase comprising 

a) from about 3% to 41%, preferably from 7% to 40%, 
by weight of a substantially water-insoluble, 
monofunctional glassy monomer component, 
preferably compri s"ing one or more styrene-based 
monomer types; 

b) from about 27% to 73%, preferably from 27% to 
66%, by weight of a substantially. water­
insoluble, monofunctional rubbery comonomer 

--------- ------ - - -------·--
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component, preferably comprising comonomer types 
selected from butylacrylate, 2-ethylhexyl­
acryl ate, butadi ene, i soprene and combinations 
of these comonomer types; 

c) the molar ratio of monofunctional glassy monomer 
component to monofunctional rubbery comonomer 
component in the oil phase preferably being in -
the ran-ge of from 1: 25 to 1. 5: 1; 

d) from 8% to 30%, preferably from 10% to 25%, . by 
weight of a substantially water-insoluble 

~- cross-linking agent component, preferably 
.'·· comprising a di funct i ona 1 monomer type selected 

(ii) 

from divinylbenzene, divinyltolulene, 
diallyphthalate, one or more diacrylic acid 
esters of a polyol or combinations. of such 
difunctional monomer types, most preferably 
comprising divinylbenzene; 

e) from 2% to 33%, preferably from 4 to 25%, by 
weight of an emulsifier component which is 
sol ubh in the oil phase and which is suitable 
for forming a stable water-in-oil emulsion, said 
emulsifier component preferably comprising an 
emulsifier selected from sor~itan fatty acid 
esters, polyglycerol fatty acid esters, 
polyoxyethylene fatty acids and esters and 
combinat io_ns of such emulsifiers, most 
preferably comprising sorbitan monooleate and 
sorbitan trioleate in a monooleate to trioleate 
weight r~tio of from 2:1 to 5:1; and 

a water phase compr1srng an aqueous solution 
containing from 0.2% to 40%, preferably from 0.5% to 
20%, by weight of water-soluble .electrolyte, 
preferably comprising one or more water-soluble salts 
of an alkali metal or alkaline earth metal, most 
preferably compr1s1ng calcium chloride, ·and 
preferably further containing from 0.02%· to 0.4%, 

preferably from 0.1% to 0.2%, by weight of a 

I lllllll llllll lllll 1111111 1111 
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water-solu~le, free radical polymerization initiator, 
the . weight ratio of said water phase to said oil 
phase forming said emulsion ranging from 12:1 to 
100:1, preferably from 10:1 to 70:1. 

6. The absorbent article of any of Claims 1 to S 
cnaracterized in that: 

A) the chemically stiffened, twisted, curled cellulosic 
fibers of the fluid acquisition/distribution layer are 
prepared by cross-1 inking, preferably with a t2-Ca 
dialdehyde, cellulosic fibers under conditions which 
produce stiffened, twisted, curled cellulosi~ fibers 
having 
i) an average·dry fiber twist count of at least 4.5 

twist nodes per millimeter; 
ii)" an average wet fiber twist count of at least 3.0 

twist nodes per millimeter and which is at least 0.5 
twist nodes per millimeter less than the average dry 
fiber twist count; 

iii) a curl factor of at least 0.30; 
iv) a water retention value from 28% to 50%; and 
v) an alcohol retention value of less than 30%; and 

8) the fluid storage/redistribution layer of the absorbent 
core comprises a polymeric foam material having, at the 
point of its use as an absorbent, 
i} a density of from 0.01 to 0.08 g/cm3 on a dry weight 

bash; 
ii) an average· cell size ranging from 5 to 100 microns; 

and 
;;;) a recovery from compression deflection such that said 

material recovers in one minute at least 85% when dry 
at 2ooc., or at 1 east 7S% when saturated to ;ts free. 
absorbent capacity with 37oc. synthetic urine, of its 
original thickness after being com·pressed for one 
minute. 

REPLACED 

I 1111111 11111111111 11111111111 
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7. The absorbent article of any of Claims l to 6 
characterized in that the fluid acquisition/distribution layer of 
the article comprises from 1 to 25, preferably from 2 to 20, grams 
and .the fluid storage/redistribution layer of the absorbent article 
comprises from 2 ~o 20, preferably from 3 to 17, grams'. 

8. The absorbent article of any of Claims l to 7 in the form 
of a diaper, characterized in that: 

A) said t~psheet is coextensive ·with one face of said 
absorbent core; 

B) said backing sheet is coextensive with the face of the 
core opposite the face covered by said topsheet and has· a 
width greater than that of the core, to thereby ·provide 
side marginal portions of the backing sheet which extend 
beyond the core; and 

C} said absorbent core being hourglass-shaped and having a 
fluid acquisition/distribution layer with a top surface 
area which is from 15% to 95% of the top surface area of 
the fluid storage/redistribution layer.. 

----··-·---·---·----··--------··--·-
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(57) Abstract 

Disclosed are absorbent articles. such as diapers. for the management of incontinence. Such articles utilize in their absor­
bent cores (50) a fluid acquisition 'distribution component (51) and a fluid storage/redistribution component (52) maintained in 
fluid communication with the acquisition 'distribution component. The fluid acquis\tion/distribution component (51) can be any 
porous hydrophilic. e.g., fibrous or foam-based material which will pro\·ide an initial Fluid Acquisition Rate of at least 2 ml of 
synthetic urine per second and will also preferably pro\'ide a 30-minute Vertical Wicking Height of at least 2 cm. The fluid sto­
rage 'redistribution component (52) comprises a hydrophilic. flexible. open-celled P<?,lymeric foam having a free absorbent capac­
ity of at least about 12 ml of synthetic urine per gram of dry foam and an absorbent capacity under a 5.1 kPa confining pressure 
which is at least 5 °o of this free capacity. Preferred nuid acquisitionidjstribution component materials comprise chemically stif­
fened. twisted. curled cellulosic fibers. Preferred fluid storage 'redistribution component materials comprise absorbent foams pre­
pared by polymerizing a high internal phase emulsion (HIPE). 
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HIGH EFFICIENCY ABSORBENT ARTICLES FOR INCONTINENCE MANAGEMENT 

This invention relates to absorbent articles which are to be 

worn by incontinent individuals in order to acquire and store 

aqueous body fluids discharged by the wearer of the absorbent 

article. ·Absorbent·articles of this type include infant disposable 

10 diapers, diaper inserts, adult incontinence pads and briefs and the 

like wMch are required to handle relatively large amounts of 

discharged body fluids. 

15 

20 

25 

30 

35 

Incontinence management articles such as non-cloth, disposable 

diapers · ha.ve traditionally utilized absorbent structures which 

comprise entangled masses of f;bers, i.e., non-woven fibrous webs, 

to provide the requisite absorbency performance. These structures 

can imbibe liquids, such as discharged body fluids, both by 

absorption wherefo flui·d is taken up by the fiber material itself 

and by wicking wherein fluid distributed through, and stored in the 

capillary interstices between fibers. 

One objective in .-developing improved incont_inence management 

articles over the years has been to in·crease both the total 

absorbent capacity of such articles as well as the tenacity with 

wMch such articles hold their absorbed load of body fluid. One 

means for realizing this objective and ·for improving the absorbency 

characteristics of fibrous web structures has been to incorporate 

therein so-called superabsorbent polymers which imbibe a~sorbed 

fluid to the.reby form a swollen hydrogel material. The resulting 

hydrogel serves to retain fluid such as discharged body liquids 

witMn the structure. An absorbent structure of this type wherein 

hydrogel-forming materials in particulate fonn are incorporated into 

fibrous webs is disclo-sed in Weisman and Goldman; U.S. Patent 

4,610,678; Issued September 9, 1986. 

Another means for realizing incontinence management articles of 

improved absorbency characteristics has been to utilize in the 

absorbent cores of such articles various· types of polymeric foam 

materhls as the fluid-absorbing element. For example, Lindquist; 
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U.S. Patent 3,563,243; Issued February 16, 1971 discloses an 
absorbent pad for diapers and the like wherein the primary absorbent 
therein is a hydrophilic foam sheet formed from hydrophilic 
polymers. Also, Dabi; U.S. Patent 4,554,297; Issued November 19, 

5 1985 discloses body fluid absorbing cellular polymers which can be 
used in diapers or catamenial products. 

While both fiber/superabsorbent-based and polymeric foam-based 
absorbent structures can provide improved absorbency 
characteristics, structures of both types can present problems in 

10 transporting ~r distributing absorbe~ fluid from one region or zone 
of the absorbent structure to another. This can be troublesome in 
articles for incontinence management wherein body fluid to be 
absorbed is frequently discharged in discrete gushes over the time 
period that the article is worn. Each gush of fluid discharged in 

15 this manner will generally encounter ihe absorbent structure at the 
same place or area. Thus, absorbency of the overall structure can 
be diminished unless a mechanism is provided to efficiently move 
fluid within the structure to other unused or relatively dry parts 
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Qf the absorbent structure. 
A ~ariety of absorbent siructure configurations have been 

developed to improve the distribution of absorbed fluid throughout 
the absorbent structure or absorbent materhl used therein. For 
example, Weisman/Houghton/Gellert; U.S. Patent 4,673,402; Issued 
June 16, 1987 discloses absorbent articles having a dual layer 
absorbent core configuration. In such a configuration, a structure 
comprising a primary •upper" absorbent layer is positioned over a 
•1ower• insert absorbent layer that serves to drain absorbed fluid 
from the upper layer absorbent structure. 

Another absorbent structure configuration for absorbent 
articles such as diapers designed to provide improved fluid handling 
performance is described in Alemany/Berg; U.S. Patent 4,834,735; 
Issued May 30, 1989. This patent discloses articles with an 
absorbent member having a relatively low density, relatively low 
basis weight fluid acquisition zone surrounded by a fluid storage 
zone. These zones of the absorbent member are positioned toward the 
front of the absorbent article so as to most efficiently and 
effectively acquire, distribute, and store discharged body fluid. 
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Still other absorbent articles designed for the rapid acquiring 
and storing of discharged body fluid are those described in Reising; 
U.S. Patent 4,988,345 and Reising/Bergman/Clear/Guinn/Gomez­
Santi ago; U.S. 4,988,344; both Issued January 29, 1991. These 

5 patents both disclose absorbent articles such as diaper~ having 
multiple layered absorbent cores. These absorbent cores contain 
fluid storage layers into which discharged body fluids are directed 
by fluid acquisition apertures or fluid acquisition zones in other 
layers of the cores. 

10 Notwithstanding the existence of the prpducts described in the 
foregoing patents, there is a continuing need to identify still 
additional preferred configurations for absorbent articles which 
permit more effective and efficient use of the absorbent materials 
and structures used therein. Articles which allow more ·complete 

15 utilization of their absorbent material via improved fluid transport 
and distribution characteristics will be articles which can employ 
only minimal amounts of such absorbent material. These articles are 
in turn more cost effective and can deliver benefits of less bulk, 
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better fit and greater comfort for the wearer of the articles. It 
is the ref ore an object of · the present invention to pro vi de such 
absorbent articles having improved efficiency in handling body 
fluids discharged into them and greater effective utilization of the 
absorbent materials f~om which they are made. 

SUMMARY OF THE INVENTION 
The present invention relates to absorbent articles useful for 

absorbing aqu~ous body flu;ds discharged by incontinent individuals· 
who wear the articles. Such absorbent articles comprise a 
relatively liquid impervious backing sheet, a relatively 
1 iquid-pervi ous topsheet and an a~sorbent core positioned betwee~ 

the backing sheet and the top sheet. The absorbent core i tse 1 f 
comprises a fluid acquisition/distribution component positioned .. to 
receive discharged body fluids passing through the article topsheet 
and a fluid storage/redistribution component maintained in fluid 
communication with the fluid acquisition/distribution component. 

The fluid acquisition/distribution component of the absorbent 
core comprises a porous hydrophilic absorbent structure ~hich 

exhibits an initial Fluid Acquisition Rate of at least about 2.0 ml 
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of synthetic urine per second. The porous hydroph i 1 i c absorbent 
structure of the acquisition/distribution component will also 
preferably exhibit a 30-minute Vertical Wicking Height of at 1 east 
about 2 cm. The fluid storage/redistribution component of the 
absorbent core comprises a polymeric foam material in the form of a 
hydrophilic, flexible, open-celled structure. Such a foam structure 
has a free absorbent capacity at 37oc. of at least about 12 ml of 
synthetic urine per gram of dry foam·material. This foam also has 
an absorbent capacity for synthetic urine, under a confining 

10 pressure of 5.1 kPa maintained for 15 minutes at 37oc., which is at 
least about·si of the free absorbent-capacity of the foam. 
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In a preferred absorbent core configurat_ion, the fluid 
acquisition/distribution component comprises a fiber-based or 
foam-based •upper• layer which overlies a subjacent foam-based fluid 
storage/redistribution •1ower• layer. A preferred material_for use 
in fashioning ·the upper fluid acquisition/distribution layer in such 
a p~eferred absorbent core configuration is a non-woven fibrous web 
comprising from about 50% to 100% ·by weignt of chemically stiffened, 
twisted, curled cellulosic fibers and up to about 50% of a binding 
agent for these fibers. The fibrous web formed from such materials 
will preferably have certain wet and dry density and basis weight 
characte~istics. 

Preferred absorbent foam materials for use in or as the lower 
fluid storage/redistribution layer of the preferred absorbent core 
configuration herein comprise foams which can be prepared by 
polymerizing a specific type of water-in-oil emulsion having a· 
relati.vely smaller amount of an oil phase and a relatively greater 
amount of a water phase. This type of polymerizable emulsion in 
general is known in the art as a high int.ernal phase emulsion or 
•HIPE•. Preferred HIPE based foams for use in this invention are 
those which have certain pore volume, capillary suction speci fie 
surface area, and resistance to compression deflection 
characteristics. 

BRIEF DESCRIPTION OF THE DRAWINGS 
Figure. 1 of the drawings is a photomicrograph of the 

interstices of an absorbent HIPE foam material of the type 



; 

r···· .. --·········--···----··-·---··-··-··· .;,: ... ··- ..... ·"#"·1 

l': L :.--:.; ___ /\.C [' ~\i'; ;_, l·.;··; ;:~·I j··: ._ ;~:-· .-
-- ·-·· ········-· ... ········ .... ···1 

· ... -...... ~ ..... .,.---~····~----- .... -- -

- 5 - ·., ........... -t······ ... -· .... -.,_. __ ..... --····-----... -- ...... . 

preferably employed in the fluid storage/redistribution component of 
the absorbent core in the articles herein. 

Figure 2 of the drawings is a cutaway depiction of a disposable 
diaper which uti1 izes an absorbent foam material as an hourglass-

5 shaped fluid s.torage/redistribution component underlying a 
rectangular fibrous fluid acquisition/distribution component in· an 
absorbent diaper core of dual-layer configuration. 

Figures 3 and 4 of the drawings represent, re~pectively, a·top 
view and a side view of an alternative absorbent core configuration 

10 wherein a fluid acquisition/distribution component is surrounded by 
a foam-based fluid storage/redistribution component. 

Figures 5 and 6 of the drawings repr~sent, respectively, a top 
view and a side view of another alternative absorbent core 
configuration which employs a fluid storage/redistribution component 

15 in the form o~ discrete strips of foam material. 
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Figures 7 and 8 of the drawings represent, respectively, a top 
view and a side view of yet another alternative core configuration 
wherein the fluid storage/redistribution component overlies a 
subjacent fluid acquisition/distribution component. 

Figure 9 of the drawings represents a blown-apart view of the 
components of a diaper structure also of dual layer core 
configuration having an hourglass-shaped fluid 
acquisition/distribution layer overlying an absorbent foam fluid 
storage/redistribution layer with a modified hourglass shape. 

DETAILED DESCRIPTION OF THE INVENTION 
The absorbent articles of the present invention can be 

manufactured in the configuration of wearable disposable products 
which are capable of absorbing significant quantities of aqueous 
body waste fluids (i.e., liquids) such as urine and feces. Thus 
such articles, for example, may be prepared in the form of 
disposable diapers, diaper inserts, adult incontinence briefs, adult 
incontinence pads and the like, which are used by incontinent 
individuals. 
ABSORBENT ARTICLE ELEMENTS 

The absorbent artkles herein gener-ally comprise three basic 
structural components. One such component is an elongated, liquid 
impervious backing sheet. On top of this backing sheet is placed an 



5 

REPLACEMENT SHEET 

04 OCT 1996 

t---.--·J 
- 6 -

absorbent core which itself comprises two or more distinct 
components or layers. On top . of this ·absorbent core is p 1 aced a 
water pervious topsheet. The topsheet is the element of the article 
which is placed closest or next to the skin of the wearer. 

Especially preferred absorbent articles of this invention are. 
disposable diapers. Articles in the form of disposable diapers are 
fully described in Duncan and Baker, U.S. Patent Re 26,151, Issued 
January 31, 1967; Duncan, U.S. Patent 3,592,194, Issued July 13, 
1971; Duncan and Gellert, U.S. Patent 3,489,148, Issued January 13, 

10 1970; Buell, U.S. Patent 3,860,003, Issued January 14, 1975; Weisman 
and Goldman, U.S. Patent 4,610,678, Issued September 9, 1986; 
Weisman, Houghton and Gellert; U.S. Patent 4,673,402; Issued June 
16, 1987, and Alemany and Berg; U.S. Patent 4,874, 735; Issued May 
30, 1989, which patents are focorporated herein by reference. A 

15 preferred disposable diaper for the purpose of thiJ invention 
comprises an absorbent core; a topsheet superposed or co-extensive 
with one face of the core, and a liquid impervious backsheet 
superposed or co-extensive with the face of the core opposite the 
face covered by the topsheet. Both the backsheet and the topsheet 

20 most preferably have a width greater than that of the core thereby 
providing side ~arginal portions of the.backsheet and topsheet which 
extend beyond the core. Frequently the· backsheet and the topsheet 
will be fused together in these side marginal portions. The diaper 
is preferably constructed in an hourglass or modified hourglass 

25 configuration. 
The backsheet of the articles herein can be constructed, for 

example, from a thin, plastic film of polyethylene, ·polypropylene, 
or other flexible moisture impeding material which is substantially 
water impervious. Polyethylene, having an embossed caliper of 

30 approximately 1.5 mils, is especially preferred. 
The topsheet of the articles herein can be made in part or 

completely of synthetic fibers or films comprising such materials as 
polyester, polyolefin, rayon, or the like, or of natural fibers such 
as· cotton. In nonwoven topsheets, the fibers are typically bound 

35 together by a thermal binding procedure or by a polymeric binder 
such as polyacrylate. This sheet 1s substantially porous and 
permits a fluid to readily pass therethrough into the underlying 
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absorbent core. The topsheet material will preferably have no 
affinity for holding aqueous body fluids in the- area of contact 
between the topsheet and the wearer~s skin. 

Another suitable type of topsheet comprises the topsheets 
5 formed from 1 iquid impervious polymeric material such as polyole·­

fins. Such topsheets can have tapered capillaries of certain 
diameter and taper positioned in the topsheet to permit flow of 
discharged fluid through the topsheet into the underlying absorbent 
core of the article • 

. 10 All of the topsheets used in the articles of the present 
invention are relatively hydrophobic in comparison with the 
absorbent core of said articles. Topsheet construction is general1Y 
disclosed in Davidson, U.S. Patent 2,905,176, Issued September 22, 
1959; Del Guercio, U.S. Patent 3,063,452, Issued November 13, 1962; 

15 Holliday, U.S. Patent 3,113,570, Issued December 10, 1963, and 
Thompson, U.S. Patent 3,929,135; Issued December 30, 1975; which 
patents. are incorporated herein by reference. Preferred topsheets 
are constructed from polyester, rayon, rayon/polyester blends, 
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p·olyethylene or polypropylene •. 
ABSORBENT CORE .ELEMENTS 

An absorbent core, which itself comprises two or more distinct 
components, zones or layers, and which is preferably flexible, is 
positioned between the elongated backing sheet and the topsheet to 
form the absorbent. articles herein. This core essentially comprises 
both a fluid acquisition/distribution component and a fluid storage/­
redi·stribution component. The fluid acquisition/distribution 
component is positioned within the absorbent article in such a way 
as to receive or contact aqueous body fluid which has been 
discharged into the absorbent article by the wearer of the article. 
The fluid storage/redistribution component in turn is positioned 
within the ·article to be. in fluid communication with the fluid 
acquisition/distribution component. In the context of the present 
invention, it should be noted that the term •fluid" means •1iquid." 

So long as the acquisition/distribution and storage/redistri­
bution components are in fluid communication with each other, they 
may be positioned relative to one another in a wide variety of 
configurations. Host preferred are absorbent cores wherein the 
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acquisition/distribution and storage/redistribution components 
are in a layered configuration. However other positional relation­
ships between these components are also contemplated. Preferred 
layer arrangements as well as other alternative absorbent core 

5 configurations are described in greater detail hereinafter. The 
nature of the acquisition/distribution and storage/redistribution 
components themselves are described in detail as follows: 
FLUID ACOUISJTJON/QISTRIBUTION COMPONENT OF THE ABSORBENT CORE 

One essential element of the absorbent core is a fluid acquisi-
10 tion/distribution component which comprises a porous hydrophilic 

absorbent structure which has certain fluid handling characteristics 
with respect to discharged aqueous body fluids, e.g., urine, passing 
onto and into this structure through the article topsheet. This 
fluid acquisition/distribution component serves to quickly collect 

15 and temporarily hold such discharged body fluid. Since such fluid 
is. frequently discharged in gushes, the acquisitio~/distribution 

component must be able to quickly acquire. and must also preferably 
transport fluid, e.g., by wicking or other mechanisms, from the 
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point of initial fluid· contact to other parts of the 
acquisition/distribution component for eventual absorption into the 
adjacent fluid storage/redistributfon component. 

As· . indicated, the principal function of the acquisition/­
distribution component of the absorbent core is to receive fluids 
passing through the liquid pervious topsheet and to transport such 
fluids to other areas 0 f the acquisition/di stri but ion component and 
eventually on to the fluid-holding, foam-based fluid storage/re­
distribution component of the absorbent core. Accordingly, the 
fluid acquisition/distribution component should be fashioned from an 
absorbent material which exhibits an initial Fluid Acquisition Rate 
of at least about 2 ml of synthetic urine per second. "ore 
preferably, the fluid acquisition/distribution component will 
comprise an absorbent material which exhibits an initial Fluid 
Acquisition Rate of at 
second. For purposes 
Acquisition Rate can be 

least about· 6 ml of synthetic urine per 
of the present invention, the Fluid 

determined by a procedure, described more 
fully herein~fter in the TEST METHODS section, whereby measurements 
are made of the time taken for aliquots of synthetic urine test 
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liquid deposited onto the surface of an absorbent material to be 
absorbed into the internal structure of the absorbent material. The 
"initial" Fluid Acquisition Rate is the time taken for the first 
aliquot ·of such test liquid to be absorbed into the absorbent 

5 material before such material already contains any of the synthetic 
urine test liquid. 

As noted hereinbefore, material comprising the fluid 
acquisition/distPibution component of the articles herein will 
preferably also be suitably effective ·at transporting absorbed 

10 liquid from one part or region of the acquisition/distribution 
component to another. Such liquid transport will frequently arise 
by virtue of the propensity of the acquisition/distribution 
component absorbent material to wick liquid through its structure. 
Accordingly, one measure of the fluid distribution effectiveness of 

15 the absorbent material used to form the acquisition/distribution 
component rel ates to the ability of such absorbent materia 1 to 
vertically wick synthetic urine. 
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Vertkal wicking effecti~eness can be measured and quantified 
in a number of ways, but one typical indicator of vertical wicking 
performance is _the height to which a vertically positioned test 
strip of absorbent· material will _wick synthetic urine from a 
reservoir W-ithin a specified period of time. The fluid 

·acquisition/distribution component 'of the articles herein will 
preferably be formed from absorbent material which exhi.bits a 
30-minute Vertical Wicking Height of at least about 2 cm. More 
preferably, the fluid acquisition/distribution component will 
comprise absorbent material whi.ch has a 30-minute Vertical Wicking 
Height of at least ~bout 4.5 cm. For purposes of the present 
invention, Vertkal Wicking Height is determined by the procedure 
described in greater detail in the TEST METHODS section hereinafter. 

Any porous hydrophilic absorbent material which will imbibe and 
transport aqueous body fluids to the extent set forth hereinbefore 
in terms of Fluid Acquisition Rate and preferably Vertical Wicking 
Height may be utilized as, or as part of, the fluid 
acquisition/distribution component of the absorbent articles herein. 
Frequently such absorbent materials will be foam-based or 
fiber-based in nature. 
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One type of absorbent material contemplated for use in or as 
the fluid acquisition/distribution component in the articles herein 
comprises hydrophilic, flexible, open-celled polymeric absorbent 
foam having certain structural characteristics. In particular, 

5 absorbent foams useful in or as the fluid acquisition/distribution 
component are those which have a pore volume of from about 2 to 100 
ml/g, a capillary suction specific surface area of from.about 0.2 to 
1 m2/g; a cell size of from about 10 to 300 microns and a density of 
from about 0.01 to 0.5 g/cm3, provi.ded values for these parameters 

10 are selected so that the absorbent foams exceed the aforementfoned 
Fluid Acquisition Rate minimum. The concepts of foam flexibility, 
hydrophilicity, pore volume, capillary suction, specific surface 
area, cell size, and density are described in greater detail 
hereinafter in connection with the description of foam materials 

15 which are to be utilized in or as the fluid storage/redistribution 
component of the absorbent articles herein. 

20 

25 

30 

35 

A more preferred type of absorbent structure for use in or as 
the fluid acquisition/distribution component comprises non-woven 
fibrous structures which will provide the fluid handling 
characteristics hereinbefore set forth. In particular, non-woven 
structures fashioned from hydrophilic or hydrophilized fibers can be 
usefully employed as or in the fluid acquisition/distribution 
component. The most common structures of this type are fibrous webs 
formed from cellulosic, e.g., wood pulp, fibers. Such webs for 
example are typically airlaid structures having a dry density of 
from about 0.04 to 0.3 g/cm3 and a basis weight. of from about 0.015 
to 0.35 g/cm2. Air laid, non-woven webs of wood pulp fibers of the 
type are known in the art as •airfelt•. One comm~n type of airfelt 
material fashioned from southern softwood kraft pulp is marketed by 
The Procter & Gamble Cellulose Company under the name Foley Fluff. 

Other types of non-woven structures suitable for use as the 
fluid acquisition/distribution component include structures such as 
surfactant-treated bonded carded webs, webs of melt blown synthetic 
macrofibers or microfibers, pulp coformed webs, staple fiber 
coformed webs and the like. Structures of this type are described 
in detail in Latimer et al; European Patent Application No. 



i •' ·-····-··~· •·~-··''"• ... '0 • •• ••, '• '" '••·•· •A_J ~ 
i 

j _ __, •...•• -·---······-··----·-j 
- 11 -

EP-A-397, 110; Published November 14, 1990, incorporated herein by 
reference. 

The most preferred web structures for use as the fluid 
acquisition/distribution component of the absorbent articles herein 

5 are those which are formed from treated cellulose fibers that impart 
certain web and dry density characteristics to the structures and 
that are employed· in appropriate basis weights. More specifically, 
the portions or regions of such preferred fiber-based acquisition/-

10 
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distribution component which encounter discharged body fluids will 
preferably have an average dry density of less than about 0.30 
g/cm3, at the . point ·of its use as. an absorbent and an average 
density upon wetting to saturation with syntheti~ urine (Jayco as 
described hereinafter), on a dry weight basis, of less than about 
0.20 g/cm3, more preferably less than about 0.15 g/cm3. Even more 
preferably, the average dry density and density upon wetting to 
saturation will both be between about 0.02 g/cm3. and 0.20 g/cm3, 
most preferably between about 0.02 g/cm3 and about 0.15 g/cm3. The 
average dry basis weight of the portion or region of the preferred 
fiber-based acquisition/distribution components that encounter 
discharged body fluid will typically range from about 0.0.01 to about 
0.10 g/cm2, more preferably from about 0.01 to about 0.08 g/cm2, 
most preferably from about 0.015 to· about 0.04 g/cm2. 

All of the foregoing density and basis weight values are 
calculated on a dry basis (at equilibrium moisture levels no greater 
than about 6%). Density and basis weight will generally be 
substantially uniform throughout the acquisition/distribution 
component although nonuniform density and/or basis weight, and 
density and/or basis weight gradients, are also meant to be 
encompassed herein. Thus, the fluid-absorbing regions of the 
acquisition/distribution component may contain regions of relatively 
higher or relathely lower density and· basis weight values within 
the foregoing ranges. 

Average density dry and average density upon wetting to 
saturation with synthetic urine values are determined from the basis 
weight of the dry structure and measurement of the caliper of the 
dry or wet structure. Both caliper dry and caliper upon wetting to 
saturation are measured under a confining pressure on the structure 
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of 0:2 psi (1.43 kPa). Average density upon wetting to saturation 
is calculated from the dry basis weight and caliper of the saturated 
layer. The caliper of the saturated structure is measured a_fter the 
structure is saturated (under conditions of no confining pressure) 

5 with the· synthetic urine test fluid and allowed to equilibrate. 
Non-woven fibrous absorbent structures which will provide fluid 

acquisition/distribution components having the foregoing density and 
basis weight characteristics are most preferably constructed 
essentially from hydrophilic chemically stiffened cellulosic fibers. 

10 Such cellulosic fibers are typically wood pulp fibers which have 
been stiff~ned with an intrafiber chemical stiffening agent and. 
otherwise processed so they are formed into a twisted, curled 
configuration. Such highly preferred fluid acquisition/distribution 
component embodiments thus comprise a non-woven fibrous web formed 

15 from about 50% to 100% more preferably from about 75% to 100%, by 
weight of the web of chemically stiffened, twisted, curled 
cellulosic fibers and from 0% to about 50%, more preferably from 0% 
to about 25% by weight of a binding agent for such fibers. 
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For purposes of this invention, the term "chemically stiffened 
fibers" means any fibers which have been treated by chemical means 
to increase stiffness of such fibers under both dry and aqueous 
conditions. Such chemical means include the addition of chemical 
stiffening agents which, for example, coat and/or impregnate the 
fibers. Such chemical means also include the stiffening of the 
fibers by altering the chemical structure of the fibers themselves, 
e.g., by cross-linking polymer chains within the fibers. 

For exemplary purposes, polymeric stiffening agents which can 
coat or impregn~te cellulosic fibers include: cationic modified 
starch having nitrogen-containing groups (e.g., amino groups) such 
as those available from National Starch and Chemical Corp., 
Bridgewater, NJ, USA; latex; wet strength resins such as 
polyamide-epichlorohydrin resin (e.g., KymeneTM 557H, Hercules, Inc. 
Wilmington, Delaware, USA), polyacrylamide resins (described, for 
example, in Coscia et al; U.S. Patent 3,556,932, Issued January 19, 
1971 and also, for example, the commercially available 
polyacrylamide marketed by American Cyanamid Co., Stanford, CT, USA, 
under the tradename Parez™ 631 NC); urea formaldehyde and melamine 
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formaldehyde resins; and polyethylenimine resins. A general 
dissertation on wet strength resins utilized in the paper art, 
including those useful herein as fiber stiffening agents, can be 
found in TAPPI monograph series No. 29. •wet Strength in Paper and 

5 Paperboard•, Technical Association of the Pulp and Paper Industry 
(New York, 1965). 

Hore preferably, the chemically stiffened fibers which can be 
used in the acquisition/distribution component will be stiffened by 
means of chemical reaction. In particular, crosslinking agents can· 

10 be applied to the fibers.which, subsequent to such application, are 
caused to chemically form intra-fiber crosslink bonds. These 
crosslink bonds serve to increase stiffness of the fibers. 
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Fibers stiffened by cross link bonds in indhidual ized ( i.e·., 
fluffed) form are disclosed,_ for example, in Bernardin, U.S. Patent 
3,224,926, Issued December 21, 1965; Chung, U.S. Patent 3,440,135, 
Issued April 22, 1969; Chatterjee, U.S. Patent 3,932,209, Issued 
January 13, 1976 and Sangenis et al., U.S. Patent 4,035,147, Issued 
July 12, 1977. More preferred fibers are disclosed in Dean et al., 
U.S. Patent 4,822,453, issued April 18, 1989, Dean et al., U.S. 
Patent 4,888,093, issued December 1~, 1989, Moore et al., U.S. 
Patent 4,898,642, issued February 6, 1990, and. Lash et al.; U.S. 
Patent 4, 935 ,022, Issued June 19, ~990. All of these patents are 
incorporated herein by reference. In addition to being hydrophilic, 
these stiffened fibers remain stiff even upon wetting. Thus 
preferred webs made from these fibers. do not collapse, as do webs 
made from conventional unstiffened fibers when wet. This propensity 
thus provides the acquisition/distribution layer with the improved 
ability to acquire and distribute fluids from second and subsequent 
discharges which are encountered by the acquisition/distribution 
component. 

Suitable fiber-stiffening agents of the cross-linking type 
comprise monomeric crosslinking agents including, but not limited 
to, C2-Cs dialdehydes and the C2-ts monoaldehydes which have an acid 
fun~tionality. These compounds are capable of reacting with at 
least two hydroxyl groups in a single cellulose. chain or on proxi­
mately located cellulose chains in a single fiber. Specific 
crosslinking agents contemplated for use in preparing the stiffened 
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cellulose fibers include, but are not limited to, glutaraldehyde, 
glyoxal, formaldehyde, and glyoxylic acid. Other suitable· 
stiffening agents comprhe polycarboxylates, such as citric acid. 
The polycarboxylic stiffening agents and ·a process for making 

5 stiffened fibers using those agents described in U.S. Seri a 1 No. 
596,606, filed October 17, 1990 {corresponds to Canadian Patent 
Specification No. 2028977-5, Available May 8, 1991), incorporated by 
reference herein. 

For the most preferred stiffened cellulosic fibers, chemical 
10 processing will involve intrafiber crosslinking with crosslinking 

agents of the above type while such fibers are in a relatively 
dehydrated, defibrated (i.e., individualized), twisted, curled 
condition. The effect of crosslinking under these conditions is to 
form fibers which are stiffened and which tend to retain their 

15 twisted, curled configuration during use in the 
acquisition/distribution component of the absorbent articles herein. 
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The extent to which the preferred chemically stiffened fibers 
are also twisted and curled can be quantified by referencing both a 
fiber "twist count" and a fiber •curl factor 11

• As used herein, the 
term •twist count" refers to the number of twist nodes present in a 
certain 1 ength of fiber. Twist count is utilized as a means of 
measuring the degree to which a fiber is rotated about its 

. longitudinal axis. The term •twist node" refers to a substantially 
axial rotation of lBO• about the longitudinal axis of the fiber, 
wherein a portio.n of the fiber (i.e., the •node") appears dark 
relative to the rest of 
with transmitted. llght. 
wherein the transmitted 

the fiber when viewed under a microscope 
The· twist node appears dark at locations 
1 ight passes through an additional fiber 

wall due to the aforementioned rotation. The distance between nodes 
corresponds to an axial rotation of iso•. The number of twist nodes 
in· a certain length of fibers (i.e.,· the twist count) is directly 
indicative of the degree of fiber twist, which is a physical 
parameter of the fiber. The procedures for determining twist nodes 
and total twist count are described in the hereinbefore referenced 
U.S. Patent 4,898,642. 

The preferred stiffened cellulose fibers will have an average 
dry fiber twist count of at least about 2.7, preferably at least 
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about 4.5 twist, nodes per millimeter. Furthermore, the average wet 
fiber twist count of these fibers should preferably be at 1 east 
about 1.8, preferably at least about 3.0, and should also preferably 
be at least about 0.5 twist nodes per millimeter less than the 

5 average dry fiber twist count. Even more preferably, the average 
dry fiber twist count should be at least about 5.5 twist nodes per 
millimeter, and the average wet fiber twist count should be at least 
about 4.0 twist nodes per millimeter and should also be at l~ast 1.0 
twist nodes. per millimeter less than its average dry fiber twist 

10 count. Host preferably, the average dry fiber twist count should be 
at least about 6.5 twist nodes per millimeter, and the average wet ... 
fiber twist count should be at least about 5.0 twist nodes per 
millimeter and should also be at least 1.0 twist nodes per 
millimeter less than the average dry fiber twist count. 

15 In addition to being twisted, the preferred fibers used in the 
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acquisition/distribution component of the absorbent articles herein 
are al so curled. Fiber curl may be described as the fractional 
shortening of the fiber due to kinks, twists, and/or bends in the 
fiber. The extent of fiber. curling can be quantified by referencing 
a fiber curl factor. The fiber curl factor, a two dimensional 
measurement of curl, is determined by viewing the fiber in a two 
dimensional plane. To determine curl factor, the projected length 
of the fiber as the longest dimension of a two dimensional ~ectangle 

encompassing the fiber, LR, and the actual length of the fiber, LA, 
are both measured. The fiber curl factor can. then be calculated 
from the following equation: 

Curl Factor • (LA/LR) - 1. 
An image analysis method that can be utilized to measure LR and 

LA is described in the hereinbefore referenced U.S. Patent 
4,898,642. Preferably the fibers utilized in the 
acquisition/distribution layer of the absorbent articles herein will 
have a curl factor of at least about 0.30, and more preferably will 
have a curl factor of at least about 0.50. 

The degree of stiffening, dependent upon the type and amount of 
stiffening agent (e.g., crosslinking agent) used, the degree of 
dehydration of the fibers during curing of the crosslinking agent, 
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and the curing time and conditions, affects the ability of the fiber 
to take up fluid and the tendency of the fiber to swell. 

The fiber stiffness can be quantified by referencing the water 
retention value (WRY) of the stiffened cellulosic fibers used in the 

5 acquisition/distribution components of the absorbent articles 
herein. WRY is a measure of the amount of water retained by a mass 
of fibers after substantially al~ of the interfiber water has been 
removed. Another parameter which can be used to characterize the 
nature of the stiffened fibers fomed by crossl inking fibers in 

10 relatively dehydrated fom is that of alcohol retention value (ARY). 
ARY is a measure of the extent to which a fluid, e.g., isopropyl 
alcohol, which does not induce substantial fiber swelling, is taken 
up by the stiffened fibers. The AIW of the stiffened fibers is 
directly related to the extent that the fibers were swollen with the 

15 solution of crosslinking agent during the stiffen;ng procedure. 
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Relatively higher ARYs mean that the fibers have been generally 
swollen to a relatively greater extent during crosslinking. 
Procedures for determining WRY and ARV are described in the 
hereinbefore referenced U.S; Patent 4,898,642. 

The WRY for the stiffened, twisted, curled fibers which may be 
used in the preferred acquisition/distribution layers herein will 
generally range between about 28% and about 50%. In more preferred 
embodiments, the WRV of the fibers can range from about 30% to 45%. 
Fibers having a WRY within these ranges are believed to provide an 
optimal balance of swelling-induced untwisting ~nd fiber stiffness. 

The stiffened cellulose fibers preferred for use- in the 
acquisition/distribution.component herein are also those which have 
an ARV (isopropol alcohol) of less than about 30%. The limitation 
that such fibers have an ARV (isopropol alcohol) of less than about 
30% is indicative of the relatively.dehydrated, unswollen state of 
these fibers during the stiffening process. More preferably, the 
ARV (isopropol alcohol) of the fibers useful in the 
acquisition/distribution component will be less than about 27%. 

The stiffened cellulose fibers herein having the preferred 
twist count, curl factor, WRV and ARV characteristics hereinbefore 
set forth, can be prepared by internally crosslinking such fibers in 
relatively dehydrated form while or after such fibers are being or 
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have been dried and defibrated (i.e., •fluffed•) as described in the 
hereinbefore referenced U.S. Patent 4,898,642. Alternative 
procedures for preparing hydrophilic, chemically stiffened fibers 
are those described in the hereinbefore referenced U.S. Patents 

5 3,224,926, 3,440,135, 3,932,209, and 4,035,147. 
Relative to conventional non-stiffened cellulosic fibers, the 

crosslinked, twisted, stiffened fibers as hereinbefore described 
form relatively low tensile strength sheets or webs, particularly in 
the undried condition. Therefore, in order to facilitate processing 

10 and to increase the integrity of the acquisition/distribution 
component embodiments which· are fashioned from stiffened, twhted, 
curled cellulosic fibers, a binding agent can be integrally 
incorporated into or onto the acquisition/distribution layer web 
structure. This can be done by adding the binding agent to the 

15 stiffened fibers prior to web formation (wetlaid or airlaid web 
formations), by applying the binding agent (e.g., chemical additive 
binding agent) to a wetlaid web after deposition of the web on the 
forming wire and before drying, by applying binding agent to a dried 
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web (after wet- laying), or by any combination of these binding agent 
application methods. 

Suitable binding agents for addition to or combination with the 
stiffened cellulosic fibers either by air-laying processes or prior 
to formation of the wet web from a pulp slurry include, but are not 
limited to, a variety of cellulosjc and synthetic fibrous materials. 
Such fibrous materials include nonstiffened cellulosic fibers (i;e., 
conventional cellulosic pulp fibers), highly refined, nonstiffened, 
cellulosic fibers which are refined to Canadian Standard Freeness 
(CSF) of less than about 200 CSF, more·preferably from about 100 CSF 
to about 200 CSF and high surface area cellulosic material such as 
expanded cellulose fibers. Fibrous binding agents of this type are 
described more fully in U. S. Patent Application Serial No. 
07/625,776; Filed December 17, 1990 and incorporated herein by 
reference. 

Other types of binding agents which may be utilized in 
combination with the stiffened cellu]osic fibers in the 
acquisition/distribution component include chemical additive binding 
agents such as resins, latex materials, starches and modified 
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starches, and thermoplastic binding agents. These types of chem;cal 
additive binding agents are also described in greater detail in the 
aforementioned U. S. Serial No. 07/625,776. As noted, the binding 
agent, if present, can comprise up to ·about 50% by weight of the 

5 acquisition/distribution component. Hore preferably, the binding 
agent will comprise from about l~ to . 25~ by weight of the 
acquisition/distribution component. 

The preferred non-woven fibrous acquisition/distribution 
component structures comprising stiffened, twisted, curled 

10 cellulosic fibers, with or without binding agents, can be prepared 
by either airlaying or wetlaying procedures to form webs of any 
g;ven desired density and basis weight. Stiffened fiber-containing 
structures for use in the present invention can be airlaid accord;ng 
to techniques well known to those skilled in the art of airlaying 
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cellulosic fiber$. In general, airlaying can be effected by 
me~ering an air flow. containing the stiffened fibers, ;n 
substantially dry condition, onto a wire screen and, optionally, 
compressing the resulting web to the desired density. Alternately, 
the fibers can be. airlaid to the desired density ·without 
compression. The airlaid web will comprise at least about 50% of 
st;ffened cellulosic fibers, as here·inbefore described, and can 
comprise up to and including 100% of such fibers. The web can 
optionally contain binding means, also as hereinafter described, or 
other optional components, such as ingredients modifying fluid 
handling properties of the webs (e.g., hydrophilic surface active 
agen~s), or improving ·absorbency (e.g., polymeric gel ling agents), 
and the 1i ke. 

The preferred non-woven fibrous acquisition/distribution 
component structures compr1s1ng stiffened, twisted, curled 
cellulosic fibers may also be prepared by wetlaying. Techniques for 
wetlaying cellulosic fibrous material to form sheets· such as dry lap 
and paper are well known in the art. These techniques are generally 
applicable to the wet-laying of the stiffened fibers to form wetlaid 
sheets useful in the present invention. Suitable wetlaying 
techniques include handsheeting, and wetlaying with the utilization 
of papermaking machines as disclosed, for instance, in Sanford et 
al.; U.S. Patent 3,301,746; Issued January 31, 1967. Due· to the 
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behavior of stiffened fibers, particularly their tendency to 

flocculate in aqueous slurries, certain processing modifications, 
hereafter described, are preferably ·implemented when wetlaying with 
papermaking machines. 

5 In general, wetlaid webs can be made by depositing an aqueous 

slurry of fibers on to a foraminous forming wire, dewatering the 
wetlaid slurry to form a wet web, and drying the wet web. 
Preferably, the aqueous slurries of fibers for wetlaying will have a 

fiber consistency of between.about 0.05% and about 2.0%, preferably 

10 between about 0.05% and about 0.2%, total slurry weight basis. 
Deposition of the slurry is typically accomplished using an 

a~paratus known in the art as a headbox. The headbox has an 

opening, known as a slice, for delivering the aqueous slurry of 

fibers onto the foraminous forming wire. The foraminous forming 

15 wire is often referred to in the art as a Fourdrinier wire. The 
Fourdrinier wire can be of construction and mesh size used for dry 

lap or other papermaking processing. Preferably, mesh sizes of 
about 70 to about 100 (Tyler standard screen scale) are used. (All 
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mesh sizes referred to herein shall be based upon the Tyler standard 

screen scale, unless otherwise specifically indicated.) 

Conventional designs of · headboxes known in the art for dryl ap and 
tissue sheet formation may be used. Su;table commerchlly available 
headboxes include, for example, fixed roof, twin wire, and drum 

former headboxes. 
Once formed, the wet web ;s dewatered and dried. Dewatering 

can be performed with suction boxes or other vacuum devices. 
Typically, dewatering increases the fiber consistency to between 
about 8% and about 45%, total wet web weight basis, preferably 
between about 8% and about 22%. Dewatering to consistencies above 
about 22% may require wet-pressing and is less pref~rred. After 
dewatering, the web can be, but is not necessarily, transferred from 

ihe fonnfog wire to a drying fabric which transports the web to 
drying apparatus. The drying fabric is preferably coarser than the 

forming wire, for increased drying efficiency. The drying fabric 
preferably has about 30% to about 50% open area and about 15% to 
about 25% knuckle area, such as a 31 X 25 3S (satin weave) fabric 
that has been sanded to increase the knuckle area to within the 
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preferred range. Wet microcontraction is preferably implemented 
during transfer from the fonni ng wire to the fabric. Wet 
microcontraction can be accomplished by running the fanning wire at 
a speed which is from about 5% to about 20% faster than the speed at 

5 which the fabric is being run. 
Drying can be accomplished with a thennal blow-through dryer or 

vacuum devke such as a suction box, although thennal blow-through 
drying is preferred. The wetlaid webs are preferably dried to 
completion (generally to fiber consistency between about 90% and 

10 about 95%) by the thennal blow-through dryers. Blow-through drying 
is believed to efficiently dry webs of the stiffened f;bers due to 
the high void volume of the webs. Steam drum drying apparatus known 
in the art, such as Yankee drum dryers, can be used but are 1 ess 
preferred. Orum dryers are believed to be less efficient for drying 

15 webs of the stiffened fibers and · can a 1 so compact the webs. The 
dried webs are preferably not creped. 
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The web structures containing stiffened, twiste~, curled 
cellulosic fibers, whether airlaid or wetlaid, can be processed into 
the absorbent cores of the absorbent articles herein in a manner 
more fully described hereinafter. This procedure will preferably 
involve associating the non-woven web of stiffened cellulosic fibers 
as an acqui s ;ti on/di stri but ion layer overlying a foam-based 
absorbent structure which forms the fluid storage/redistribution 
layer component of the absorbent articles herein. 
FLUID STORAGE/REDISTRIBUTION COMPONENT OF THE ABSORBENT CORE 

In addition to the upper fluid acquisition/distribution 
component, the absorbent cores of the absorbent articles herein also 
essentially contain a fluid storage/redistribution component 
comprising a polymeric absorbent foam material. This fluid 
storage/redistribution component is maintained in fluid 
communication with the fluid acquisition/distribution component such 
that urine or other aqueous body fluids present. in the 
acquisition/distribution component can be absorbed by the polymeric 
foam material in the fluid storage/redistribution component. 

The polymeric foams which are employed in the fluid 
storage/redistribution component can in general be characterized as 
the structures which result when a relatively monomer-free gas or 
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relatively monomer-free liquid is dispersed as bubbles in a 
polymerizable monomer-containing 1 iquid, followed by polymerization 
of the polymerizable monomers in the monomer-containing liquid which 
surrounds the bubbles. The resulting polymerized dispersion can be 

5 in the form of a porous solidified structure which i.s an aggregate 
of cells, the boundaries or walls of which cells comprise sol id 
polymerized materhl. The cell·s themselves contain the relatively 
monomer-free gas· or relatively monomer-free liquid which, prior to 
polymerization, had formed the •bubbles• in the liquid dispersion. 

10 As described more fully hereafter, the preferred polymeric foam 
materials useful as absorb~mts in the fluid storage/redistribution 
component of the absorbent core are those prepared by polymerizing a 
particular type of water-in-oil emulsion. Such an emulsion is 
formed from a relatively small amount of a polymerizable 

15 monomer-containing oil phase and a relatively larger amount of a 
relatively monomer-free water phase. The relatively monomer-free, 
discontinuous •internal" water phase thus forms the dispersed 
•bubbles• surround~d by the continuous polymerizable 

20 

25 

30 

35 

monomer-containing oil phase. Subsequent polymerization of the 
monomers in the continuous oil phase forms the cellular foam 
structure. Tbe aqueous liquid remaining in the foam structure 
formed upon polymerization can be remov.ed by pressing and/or drying 
the foam. 

Polymeric foams, including the preferred foams prepared from 
the water-in-oil emulsions herein, may be relatively closed-celled 
or relatively open-celled in character, depending upon whether 
and/or the extent to which, the-cell walls or boundaries, i.e., the 
cell windows, are filled or taken up with polymeric material. The 
polymeric foam materials useful in the absorbent articles and 
structures of the present invention are those which are relatively 
open-celled in that the individual cells of the foam are for the 
most part not completely isolated from each other by polymeric 
material of the cell walls. Thus the cells i~ such substantially 
open-celled foam structures have intercellular openings or "windows• 
which are large enough to permit ready fluid transfer from one cell 
to the other within the foam structure. 



- 22 -

REPLACfiVlU\l r SHEET 

[!4OCT1996 

In substantially open-celled structures of the type useful 
herein, the foam will generally have a reticulated character with 
the individual cells being defined by a· plurality of mutually 
connected, three dimensionall_y branched webs. The strands of 

5 polymeric material which make up the branched webs of the open-cell 
foam structure can be ·referred to as •struts.• For purposes of the 
present invention, a foam material is •open-celled" if at least 80% 
of the cells in the foam structure are in fluid communication with 
at least one adjacent cell. Alternatively, a foam material can be 

10 considered to be $Ubstantially open-celled if it has an available 
pore volume, as described hereinafter, which exceeds the minimum 
value for this parameter also as set forth hereinafter. 
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In addition to being open-celled, the polymeric foam absorbents 
essentially used in the fluid storage/redistribution component of 
the articles herein are hydrophilic in character. The foams herein 
must be sufficiently hydrophilic to permit the foam to absorb 
aqueous body fluids in the amounts hereinafter specified. As 
discussed her~inafter with respect to preferred foam types and 
methods of foam preparation, the internal surfaces of the foams 
herein may be rendered hydrophilic by virtue of the particular 
monomers selected for use in preparing the polymeric foams, by 
virtue of residual hydrophilizing agents left in the foam structure 
after polymerization or by virtue of selected post-polymerization 
foam treatment procedures which can be used to alter the surface 
energy of the material which forms the foam structure. 

The extent" to which polymeric foam structures such as those 
used in this invention are "hydrophilic" can be quantified by 
referencing the "adhesion tension" exhibited by such foams in 
contact with an absorbable test liquid. Adhesion tension is defined 
by the formula 

AT • 1 COS e · 
wherein AT is adhesion tension in dynes/cm; 

1 is the surface tension of a test liquid absorbed by 
the foam material in dynes/cm; 

e is the contact angle in degrees between the surface of 
foam polymer material and the vector which is tangent to 
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the test liquid at the point that the test liquid contacts 

the foam polymer surface. 
For any given hydrophilic foam material, the adhesion tension 

exhibited by the foam can be determined experimentally using a 

5 procedure whereby weight uptake of a test liquid, e.g. , synthetic 

urine, is measured for a foam sample of known dimensions and 

capillary suction specific surface area. Such a procedure is 

described in greater detail in the TEST METHODS section hereinafter. 

The foams which are useful as absorbents in the fluid 

10 storage/redistribution· component of the present invention are 

generally those which have been rendered hydrophilic to the extent 

that they exhibit an adhesion tension of from about 15 to 65 

dynes/cm, more preferably from about 20 to 65 dynes/cm, as 

determined by capillary suction uptake of synthetic urine having a 

15 surface tension of 65 ! S dynes/cm. 
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In addition to being "open-celled" and "hydrophilic', the 

polymeric foam materials useful in the fluid storage/redistribution 

component of the absorbent articles of the present invention are 

those which possess performance, e.g., fluid handling, properties 

which render such foams especially suitable and useful as absorbents 

for the aqueous body fluids which are introduced into the fluid 

storage/redistribution component. These fluid handling 

characteristics are in turn related to and determined by the 

structural and mechanical characteristics of the absorbent foam 

materials used herein. Foams having a specific set of structural 

and mechanical properties can, in fact, be used as .absorbents in the 

fluid storage/redistribution component because they will provide the 

requisite fluid handling characteristics. 
I) Fluid Handling and Absorbency Characteristics 

The fluid· handH ng and absorbency character 1st i cs wM ch have 

been identified as being very relevant to the realization of 

suitable absorbent foams for the fluid storage/redistribution 

component are, A) the equilibrium absorbent capacity of the foam, 

especially under pressure, B) the rate of vertical wicking of fluid 

through the foam structure, C) the absorbent capacity of the foam at 
specific reference wicking heights, and D) the ability of the 

absorbent foam structures to drain (partition) fluid from competing 
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absorbent structures such as the acquisition/distribution component 
with which the foam will be in fluid communication. Each ·of these 
characteristics is described in greater detail as follows: 

A') Absorbent Capacity and Absorbent Capaf1tv Under Pressure . 
5 Absorbent capacity is the total amount of test fluid (synthetic 

urine) which a given foam sample will absorb into its cellular 
structure per unit mass of solid material in the sample. Absorbent 
capacity under pressure refers to the amount of that fluid held 
under no confining pressure (free capacity) which the foam will 

10 retain within its cellular structure when the foam sample is 
subjected to compressive force. Such absorbent capacity 
measurements are for purposes herein calculated at equilibrium, 
i.e., after the foam sample has been allowed ·to acquire and/or hold 
all of the fluid it can over whatever time period is needed to form 

15 a completely saturated foam sample with test 1 iquid. The foam 
materials which are especially useful ·as absorbents in the fluid 
storage/redistribution component of the instant absorbent articles 
such as diapers will exceed a minimum free absorbent capacity and 
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will also exceed a minimum absorbent capacity under pressure. 
Using the procedure described in greater detail hereinafter in 

the TEST METHODS sect ion, free absorbent capacity and absorbent 
capacity under pressure can both be determined for any given foam 
sample by a .gravimetric analysis technique. In such a technique, a 
foam sample of specifi~d known size and weight is placed in a dish 
of test fluid (synthetic urine) and is allowed to absorb the test 
fluid to equilibrium. ·After removal of the saturated sample from 
the fluid, the amount of fluid. held per gram of foam, i.e., the 
measured free capacity, is then calculated. This saturated foam 
sample is then subjected in step wise fashion to increasing 
compressive pressure in several increments with the expressed fluid 
being draine.d away at each step. The amount of fluid retained in 
the sample at each pressure loading up to about 1.0 psi (6.9 kPa) is 
determined gravimetrically. 

To be especially useful for absorbing urine in the fluid 
storage/redistribution component, foam absorbent material should 
have an equilibrium free capacity of at least about 12, and 
preferably at least about 20, ml of synthetic urine per gram of dry 
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foam material. Furthermore the capacity of such foam materials 
under a confining pressure of about O. 74 psi (5.1 kPa) maintained 
for 15 minutes at 37oc should be at least about 5%, more preferably 
at least about 20%, of the equilibrium free capacity of such foams. 

5 B) Vertical Wicking Performance 
Yet another fluid handling attribute of the absorbent foams 

useful in the· fluid storage/redistribution component relates to 
their ability to ·relatively quickly move or transport acceptable 
amounts of body fluids through their foam structures.. Vertical 

10 wicking, i.e., fluid wicking in a direction opposite from 
gravitational force, is one measure of the especially desirable 
performance attr-ibute of fluid transport for ·the storage/redistri­
bution component absorbent foam materials herein. This is because 
such materials will frequently be utilized in fluid storage/-

15 redistribution components in a manner that absorbed fluid must be 
moved, i.e., "redhtributed," within the foam from a relatively 
lower position to a relatively higher position within the storage/­
redistribution component of the absorbent core. Vertical wicking is 
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believed to contribute to this fluid redistribution propensity of 
the foams which are useful herein. 

Vertical wicking performance is related to the magnitude of the 
capillary suction driving force which.moves liquid through the foam 
and holds it in the foam structure. Foam characterizing parameters 
which relate to vertical wicking propensity thus provide an 
indication as -to how well preferred foams herein will perform as 
storage/redi stri but ion component absorbents in absorbent articles. 
For the storage/redistribution ·component foam absorbents of the 
present invention, fluid wicking propensity can be quantified by 
referencing both a vertical wicking rate test and a vertical wicking 
absorbent capacity test. 

1) Vertical Wicking Rate 
The vertical wicking rate test measures the time taken for a 

colored test liquid (e.g., synthetic urine) from a reservoir to wick 
a vertical distance of 5 cm through a test strip of foam of 
specified size when the test is performed at 37oc. Such a vertical 
wicking rate test is described in greater detail in the TEST METHODS 
section hereinafter. To be especially useful for absorbing urine in 
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the storage/red;st~ibut;on component, the storage/redistribution 
component foam absorbents will preferably have a 5 cm vertical 
wicking rate of no more than about 30 minutes when wicking synthetic 
urine (65 ,! 5 dynes/cm). Hore preferably, the preferred foam 

S absorbents of the present invention will have a 5 cm vertical 
w;cking rate of no more than about 5 minutes when wicking synthetic 
urine. 

2) Vertical Wicking Absorbent Capacity 
The vertical wicking absorbent capacity test is carried out ;n 

10 conjunction with the vertical wicking rate test. Vertical wick;ng 
absorbent capacity measures the amount of test fluid per gram of 
absorbent foam that is wicked to each one inch (2.54 cm) vertical 
section of the same standard size foam sample used in the vertical 
wicking rate test. Such a determination is generally made after the 

15 sample has been allowed to vertically wick test fluid to equilibrium 
(e.g., after about 18 hours). Uke the vertical wicking r.ate test, 
the vertical wicking absorbent capacity test is described in greater 
detail hereinafter in the TEST METHODS section. 
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To be especially useful for absorbing urine in the storage/-
redi stri but ion component, the preferred storage/redi stri but ion 
component foam absorbents of the present invention wil 1 genera 11 y 
have a vertical wicking absorbent capacity such that, at 11.4 cm 
_(4.5 ;nches) of vertical wkking .height, the foam test str;p has an 
absorbent capacity of at least about 10 ml of synthetic ur;ne (65 ! 
S dynes/cm) per gram of absorbent foam. More preferably, the 
preferred storage/redistribution component foam absorbents herein 
will have a vertical wicking absorbent capacity at 11.4 cm (4.5 
inches) of from about 20 to 45 ml of synthetic urine per gram of 
foam. 

C) Partitioning 
It is, of course, desirable for the storage/redistribution 

component foams of this invention to have a propensity for pu11;ng 
body fluids ;nto the foam structure fro_m other absorbent article 
components such ·as the fluid acquisition/distribution component 
whkh also are absorbfog such fluids. Such a propensity to drain 
fluid from other absorbent article components is known in the art as 
•partitioning.• The concept of partitioning and certain procedures 
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for determining partitioning performance are described, for example, 
in Weisman/Goldman; U.S. Patent 4,610,678; Issued September 9, 1986. 
When tested for partitioning performance using procedures similar to 
those disclosed in U.S. 4,610,678, the absorbent foam structures of 
the fluid storage/redistribution component should exhibit especially 
desirable fluid partitioning characteristics relative to the 
absorbent materhls used in the fluid acquisi.tion/distribution 
component of the articles herein. 
II) Structural Features of Preferred Storage/Redistribution 

10 Component Foams 

15 

20 

Specific somewhat interrelated and interdependent structural 
properties of foam absorbents have been identified as being highly 
desirable in foams which are especially suitable for absorbing 
aqueous body fluids in the storage/redistribution component. of the 
absorbent articles herein. It should be understood that the foam 
materials of the storage/redistribution component may have 
structural properties which are different from those specified 
hereinafter at some point prior to contact between the foam and the 
aqueous body fluid to be absorbed in the storage/redistribution 
component. For example, ·during their manufacture, shipping, 
storage, etc., the foams herein may have pore volume, specific 
surface area, density and/or cell size values outside of the ranges 
set forth hereinafter for these parameters. However, such foam 
absorbent structures are nevertheless still within the scope of this 

25 invention i.f they later undergo physical or rheological changes so 
that they then have the values specified hereinafter for these 
structural properties at least at some point during the period of 
subsequent contact between the foam and the aqueous body fluid it 
encounters in the storage/redistribution component. The several 

30 structural properties of the .. fo~m absorbents preferred for use in 
the storage/redistributio~ component of the articles herejn can be 
summarized as follows: 

A) Pore Volume 
Pore volume is a measure of the volume of the openings or cells 

35 in a porous foam structure per unit mass of solid material (polymer 
structure plus any residual solids) which forms the foam structure. 
Pore volume can be important in influencing a number of performance 
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and mechanical . features of the absorbent foams herein. Such 
performance and mechanical features include absorbent capacity of 
the foams for aqueous body fluids, the extent and rate of fluid 
distribution within the structure by wicking of absorbed aqueous 

5 fluids from one part of the absorbent foam to another, foam 
flexibility and foam compression deflection characteristics. 

Pore volume may be determined by any suitable experimental 
method which will give an accurate indication of the actual pore 
volume of the structure. Such experimental methods will generally 

10 involve the me~surement of the volume and/or mass of a test liquid 
whi.ch can be introduced into the foam structure and which therefore 
is representative of the volume occupied by the open cells of the 
foam. For this reason the pore volume parameter of the foams useful 
in the fluid storage/redistribution component herein may also be 

15 referred to as •available pore volume.• 

20 

25 
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One conventional way for determining available pore volume 
experimentally involves the introduction of a low surface tension 
liquid such as isopropanol into the foam structure from outside the 
foam structure. A procedure for determining available pore volume 
using isopropanol is set forth hereinafter in the TEST METHODS 
section. It should be understood, however, that alternative test 
liquids and procedures may also be used to determine available pore 
volume. 

The pore volume of the absorbent foams useful in the fluid 
storage/redistribution component can be influenced and controlled by 
adjusting a· number of foam composition and processing features. For 
example, with the preferred HIPE emulsion-based foams herein, these 
pore volume influencing features can include the water-to-oil ratio 
of the HIPE emulsion, type and amount of water "phase electrolyte 
used, type and amount of on phas·e emulsifier used, 
post-po_lymerization foam compression steps to effect washing and/or 
densification of the foam and degree of recovery of the polymerized 
foam structure after such compression steps. 

The foam materials used in the fluid storage/redistribution 
component of the articles herein will generally have a pore volume of 
from about 12 to 100 ml/g; more preferably from about 20 to 70 ml/g 
and most preferably from about 25 to 50 ml/g. Such ranges for pore 
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volume are intended to be an •inclusive• definition of theoretical 
pore volume for the foams encompassed by this invention. Thus if 
any experimental method which can reasonably be expected to give 
measurements approximating theoretical pore volume provides values 

5 within the foregoing ranges, then the foam materials tested by any 
such method are within the scope of this invention. 

B) Capil 1ary Suet ion Spec1 fi c Surface Area 
Another structural feature of the preferred foam materials 

suitable for use in the fluid stor~ge/redistribution component is a 
10 certain capillary suction specific surface area. Capillary suction 

specific surface area is, in general, a measure of the test-liquid­
accessible surface area of the polymeric network forming a 
particular foam per unit mass of the bulk foam material (polymer 
structural material plus solid residual material). Capillary 

15 suction specific surface area is determined both by· the dimensions 
{i.e., diameter) of the cellular units in the foam and by the size 
{length, width and thickness) of the struts which form such cellular 
units. Capillary suction specffic surface area is thus a way of 

20 
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quantifying the total amount of solid surface provided by the foam 
network to the extent that such a surface participates in 
absorbency. 

The capillary suction specific surface area of an open-celled 
foam structure such as the absorbent foams of the storage/redistri­
bution component· is the feature of the foam that influences the 
capillarity (or capillary suction) exhibited by the foam. It has 
been found that foam capillarity must be controlled and selected so 
that the storage layer toam materials herein have sufficient 
capillarity to provide acceptable fluid retention while still 
allowing some transport, e.g., by wicking, of the fluid to occur 
within the foam structure of the fluid storage/redistribution 
component. Adjustment of capillary suction specific surface area, 
as well as control of the hydrophilicity of the foam polymer 
surfaces, is thus the means for providing the requisite degree of 
capillarity for the storage/redistribution component absorbent foams 
of this invention. Foams of relatively high capillary suction 
specific surface area provide the very desirable combination of ~igh 
capacity (and low density) and high capillarity. High specific 
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surface area is a consequence of the fineness of the struts making 

up the foam structure. 
The capillary suction specific surface area of the storage/­

redistribution component foams is influenced and controlled by 
adjusting many of the same composition and processing parameters 
which affect the foam pore volume. For HIPE emulsion-based foams, 
these composition parameters include the water-to-oil ratio of the 
HIPE emulsion, and the type and amounts of monomers, emulsifiers, 
and electrolytes utilized in the HIPE emulsion. Process parameters 

10 affecting capillary suction specific ·surface area include mixing 
energy and temperature. 

As noted, for purposes of this invention, the specific surface 
area of any ghen foam materhl being contemplated for use as or in 
the fluid storage/redistribution component of the absorbent articles 

15 herein can and wil 1 usually be determined by a procedure which 
involves the principle of capillary suction. In such a procedure, 
capillary suction specific surface area is determined by measuring 
the amount of capillary uptake of a low surface tension liquid 

20 
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(e.g., ethanol) which occurs within a foam sample of a known mass 
and dimensions. A detailed description of such a procedure for 
determining -foam specific surface area via the capillary suction 

method is set forth in the TEST METHODS sectfon hereinafter. Any 
reasonable alternative method for determining capillary suction 
specific surface area may also be utilized. 

The-open-celled, porous absorbent foams which are useful in the 
fluid storage/redistribution component are generally those which are 
prepared to have certain capillary suction specific surface area 
characteristics. In particular, the storage/redistribution 
component foams herein should have a capillary suet ion specific 
sur_face area ranging from about 0.5 to 5.0 m2/g, more preferably 
from about 0.75 to 4.5 m2/g, most preferably from about 1.0 to 4.0 
m2/g. It has been dhcovered that hydrophilic foams having such 
capillary suction specific surface area values will generally 
possess an especially desirable balance of absorbent capacity, 
fluid-retaining and fluid-wicking or distribution characteristics 
for aqueous body liquids such as urine so as to render such foams 
particularly useful in the fluid storage/redistribution component. 
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C) Supolemental or Alternative Structural Features 
Two additional structural features of the storage/redistribu­

tion component absorbent foams herein which are interrelated with 
pore volume and capillary suction spec;ific surface area and which 

· can be used as supplement.al or alternative ways of characterizing 
the preferred storage/redistribution component foams of this 
invention are foam density and the average size or diameter of the 
cells making up the foam. Each of these two supplemental/­
alternative structural features is described as follows: 

10 1) Foam Density 
Density of the storage/redistr~bution component foam materials 

herein, like· pore volume and capillary suction specific surface 
area, can influence a number of performance and mechanical character­
istics of these foams. These include absorbent capacity for aqueous 

15 body fluids, extent and rate of fluid distribution within the foam 
and foam flexibility and compression deflection characteristics. 
Importantly also, the density of the storage/redistribution 
component foam absorbent materials herein can determine the cost 

20 
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effectiveness of the absorbent articles herein. 
Foam density in grams of foam material per cubic centimeter of 

foam volume in air is specified herein on a dry basis. Thus the 
amount of absorbed aqueous liquid, e.g., that residual liquid which 
may be left in the foam, for example, after HIPE emulsion polymeri-
zation, washing and/or hydrophilization, is disregarded in 
calculating and expressing foam density. Foam density as specified 
herein does include, however, residual solid material such as 
electrolyte, emulsifiers, hydrophilizing agents·, etc., in the 
polymerized foam. Such residual material may, in fact, contribute 
significant mass to the foam material. 

Any suitable gravimetric procedure which will provide a deter­
mination of mass of soli"d foam material per unit volume of foam 
structure can be used to measure foam density. For example, an. ASTM 
gravimetric procedure described more fully in the TEST METHODS 
section hereinafter is one method which may be employed for density 
determination. For those situations where the foam sample 
preparation pro.cedures (drying, ag1'ng, preflexing, etc.,) might 
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inadvertently alter the density measurements obtained, then 

alternate density detennination tests may also be utilized. Such 

alternative methods, for example, might include gravimetric density 

measurements using a test liquid absorbed within the foam material. 

S This type of density determination method can be useful for 

characterizing very low density foams such as the foams herei.n 

wherein the dry density approximates the inverse of the pore volume 

of the foam •. [See Chatterjee, •Absorbency," Texti1e Science and 

Technology, Vol. 7, 1985, p. 41.] As with pore volume and capillary 

10 suction specific surface area, the ranges for foam density set forth 

hereinafter are intended to be inclusive, i.e., they are intended to 

encompass density values that may be determined by any reasonable 

experimental test method. 

15 
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The storage/redi stri but ion component foam absorbents of the 

present ; nvent fon will preferably have dry basis density · values 

wMch range from about 0.01 to 0.08 g/cm3, more preferably from 

.about 0.014 to about 0.05 g/cm3, and most preferably from about 0.02 

to 0. 04 g/cm3, at the time such foam absorbents encounter aqueous 

fluids to be absorbed. ·oensity of the storage/redistribution 

component foam materials can be adjusted to within the foregoing 

ranges by controlling many of the same foam composition and 

processing parameters set forth hereinbefore for pore volume 

adjustment. Density of the storage/redistribution component 

absorbent foam structures herein need not be uniform throughout the 

structure. Some portions or zones of the foam ·structure may have 

relatively higher or lower densities than. other portions or zones. 

thereof. 
2) tel 1 Si.ze 
Another alternative or supplemental structural feature of the 

storage/redistribution component. absorbent foams herein, which. is 

not an essentially established parameter but which may be useful in 

defining preferred storage/redistribution component foam materials 

of this invention, is cell size. Foam cells, and especially cells 

which are formed by polymerizing a.monomer-containing oil phase that 

surrounds relatively monomer-free water-phase bubbles, will 

frequently be substantially spherical in shape. The size or 
"diameter" of such substantially spherical cells is thus yet another 
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common 1 y ut i1 i zed parameter for characterizing foams in genera 1 as 
well as for characterizing certain preferred absorbent foams of the 
type utilized in the present invention~ Since cells in a given 
sample of polymeric foam will not necessarily be of approximately 

5 the same size, an average cell size, 1.e., average cell dhmeter, 
will often be specified. 

As with foam density, capillary suction specific surface area 
and pore volume, cell size is a foam parameter which can.also impact 
on a number of important mechanical and performance features of the 

10 storage/redistribution component absorbent foam materhl of this 
invention. Since cell size is a factor, along with capillary 
suction sp.ecific surface area, pore volume and foam hydrophilicity, 
that determines the capillarity of the foam, cell size is a foam 
structure parameter that can directly affect both the absorbent 

15 capacity and the internal fluid transport properties . of the 
storage/redistribution component foam absorbents herein. Cell size 
can also affect mechanical properties of the storage/redistribution 
component foams herein· including such features as flexibility and 
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resistance to and recovery from compression deflection. 
A number of techniques are available for determining average 

cell size in foams. These techniques include mercury porosimetry 
methods which --are well known in the art. ·The most useful technique, 
hbwever, for determining cell size in foams 
photographic measurement of a foam ·sample. 

involves simple 
Figure 1 of the 

drawings, for example, is a photomicrograph of a_fracture surface of 
a typical HIPE foam absorbent structure useful in the present 
invention. Superimposed on the photomicrograph is a scale· 
representing a dimension of 10 microns. Such a scale can be used to 
determine average cell size via an image analysis procedure. Image 
analysis of photomicrographs of foam samples is, in fact, a commonly 
employed analytical tool which can be used to determine average cell 
size of the storage/redistribution component foam structures herein. 
Such a technique is described in greater detail in Edwards et al; 
U.S. Patent 4,788,225; Issued November 29, 1988. This patent is 
incorporated herein by reference. 

As determined by direct photographic measurement, the foams 
useful as absorbents for aqueous body fluids in the fluid 
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storage/redistribution component in accordance with the. present 

invention will preferably have an average cell size ranging from 

about 5 to 100 microns. More preferably, cell size will range from 

about 10 to 90_microns. Kost preferably, cell size will be between 

5 about 15 and 80 microns. 
Size or diameter of the cells in the storage/redistribution 

component foam absorbents herein can be influenced and controlled by 

variation of the same type of foam composition and processing 

features that influence capillary suction specific surface area and 

10 available pore volume. For the preferred HIPE-based foams, these 

include primarily those factors which determine the size of the 

water-phase "bubples" in the HIPE emulsion precursor of the 

polymeric foam structures herein. Thus, cell size can be varied by 

adjusting water-to-oil ratio of the HIPE emulsion, and the type and 

15 amount emulsifier used to form the HIPE emulsion. Cell size may 

also be altered by simply compressing the solid foam structures 

after they have been prepared. 
As indicated hereinbefore, the dimensions of cells in the 

storage/redistribution component absorbent foams of this invention 

20 will generally not be uniform so.an average cell size for any given 

foam sample or zone in a foam sample can and should be calculated. 

It is, of course, possible to utilize absorbent foams in the fluid 

storage/redistribution component which have discrete, identifiable 

zones of relatively larger or relatively smaller average cell size. 

25 Ill) Mechanical Features 
Absorbent foams having suitable polymeric composition and the 

structural features hereinbefore described will, in general, possess 

mechanical properties, e.g., resistance to compression deflection, 

flexibility, recovery from compression deflection, · integrity, 

30 softness, etc., which render such foams suitable for use in the 

fluid storage/redistribution component of absorbent articles such as 

disposable diapers. Within the aforementioned structural limita­

tions, however, it is possible to select certain combinations of 

parameters and/or certain foam preparation techniques and conditions 

35 which provide storage/redistribution component foam absorbents that 

exhibit especially desirable mechanical properties. The specific, 
somewhat interrelated mechanical prope.rties which have been 
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identified as contributing to the realization 

foams especially suitable for use in absorbent 

incontinence management can be summarized as follows: 

A) Resistance to Compression Qeflection 

of absorbent 
articles for 

5 The most important mechanical feature of the polymeric foams 

used in or as the fluid storage/redistribution component is the 

strength of the foam absorbent as determined by its resistance to 

compression deflection. The resistance to compression deflection 

exhibited by the storage/redistribution component foam absorbents 

10 herein· is a function of the polymer elastic modulus and the 

dimensions of the •struts• which form the foam network. The elastic 

modulus of the struts is, in turn, determined by a) the polymeric 

composition of the struts and b) the extent to which the struts may 

be plasticized by residual material, e.g., emulsifiers, synthesis 

15 water phase or subsequently added hydrophilizing agents, left in the 

foam structure after processing. 

To be useful as absorbent structures in absorbent articles such 

as di ape·rs, the storage/redistribution· component absorbent foam 

materials must be suitably resistant to deforma_tion or compression 

20 by forces encountered when such absorbent materials are engaged in 

the absorption and retention of fluids. Foams which do not possess 

sufficient foam strength in terms of resistance to compression 

deflection may be able to acquire and store acceptable amounts of 

body fluid in the storage/redistribution component under no-load 

25 conditions but will too easily give up such fluid under the 

compressive stress caused by the motion and activity of the wearer 

of the absorbent articles wM.ch contain the foam in the storage/­

redistribution compo~ent. 

The resistance to compression deflection exhibited by the foam 

30 absorbents used in the fluid storage/redistribution component of the 

present invention can be quantified by determining the amount of 

strain produced in a sample of saturated foam material held under a 

certain confining pressure for a specified period of time. For 

purposes of the present invention such measurements can be made on a 

35 foam sample of standard size (cylinders which are 0.8 cm thick and 

have a cross-sectional circular area of 6.5 cm?). Such samples are 

saturated with synthetic urine having a surface tension of 65 -t 5 
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dynes/cm and are thereafter subjected to a confining pressure of 5.1 
kPa for a period of 15 minutes at a temperature of 37oc. The amount 
of strain produced in such testing .is reported as a percentage of 
the original sample thickness that the compressed thickness of the 

5 sample represents. The method for carrying out this particular type 
of test for quantifying resistance to compress_i on deflection is set 
forth hereinafter in greater detail in the TEST METHODS section. 

The storage/redistribution component absorbent foams useful 
herein are those which exhibit a resistance to compression 

10 deflection such that a confining pressure of 5.1 kPa produces a 
strafo of from about 5% to 95% compression of the foam structure 
when it has been saturated to its free absorbent capacity with 
synthetic urine having a surface tension of 65T5 dynes/cm. 
Preferably the strain produced under such conditions will range from 

15 about 5% to 75%, most preferably from about 5% to 50%. For the 
preferred HIPE storage/redistribution component foams of this 
inventfon, resistance to compression deflection can be adjusted to 
strain values within the foregofog ranges by appropriate selection 
of monomer, comonomer and cross-linker types and concentrations in 

20 combination with se 1 ect ion of appropriate emulsion formation and 
emulsion polymerization conditions and techniques. Thus, such 
preferred foams can be formed from materials with elastic modu1 ii 
1 arge enough to pro vi de adequate resistance to compression 
deflection even though such foams are low density and have very fine 

25 struts to provide high specific s.urface area. 
B) flexibility 
The storage/redhtribut ion component absorbent foams of the 

present invention must be sufficiently flexible so that they can be 
utilized in absorbent products that will conform to the body shape 

30 of the wearer. Characterization of the storage/redistribution 
component absorbent foams herein as flexible, therefore, means that 
these foams can be deformed or bent to the extent necessary for use 
in such absorbent articles without significant damage to their 
structural integrity or significant loss of their absorbent 

35 properties. 
Preferred storage/redistribution component absorbent foams must 

also be sufficiently flexible to withstand compressive or deforming 
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forces which are encountered during preparation, processing, 

packaging, shipping and storing of absorbent articles containing 

such foam materials. Disposable diapers, for example, are generally 

packaged and marketed in a folded condition wherein the diaper core 

s is folded in both the longitudinal and transverse directions. 

Disposable diapers are also generally marketed in "the form of stacks 

of folded diapers, which stacks are contained and compressed by 

their surrounding packaging. Accordingly, the compressive and 

deforming forces to which the storage/redistribution component foam 

10 absorbents herein may be subjected during processing and marketing 
may be even greater than those which are applied to the foam 

materials in use. 
Given the nature of treatment which the storage/redistribution 

component absorbent foams herein must withstand, preferred 

15 storage/redistribution component absorbent foam materials of this 

invention will possess flexibility characteristics which can be 

quantified by referencing their ability to withstand bending without 

undergoing sign i fl cant damage to their structural integrity. 

Described in the TEST METHODS section hereinafter is a procedure for 

20 determining the flexibility of the storage/redistribution component 

absorbent foams herein by determining whether and how many times a 

foam sample of a given specified size can be bent around a 

cyli ndri ca 1 m.andrel at a specified rate without breaking. The 

preferred storage/redistribution component foams of this invention 

25 are those which are flexible enough so that, at their point of use 
as an absorbent for body fluids, the saturated foam material at 

37oc. can be subjected to this bending test without breaking (i.e., 

exhibit a bending value of. at least one cycle). More preferably, 
preferred foams can be bent at least 2 times, even more preferably 

30 at least 5 t"imes without breaking when subjected to such a test 
procedure. 

C) Preferred or Supplemental Mechanical Propertjes 
In addition to their resistance to compression deflection and 

fl ~xi bi 1i ty characteristics, the p_ref erred foam absorbents used in 

35 the fluid storage/redistribution component will also possess several 

additional types of mechanical attributes. These preferred 
mechanical attributes include desirable recovery from compression 
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deflection (i.e., resilience), foam integrity; and softness to the 
touch. Each of. these preferred mechanical properties is described . 
in ~reater detail as follows: 

1) Recovery From Compressjon Deflection 
s Recovery from compression deflection relates to the tendency or 

propensity of a piece of foam material to return to its original 
dimensions after being deformed or compressed under forces 
encountered in manufacture, storage or use. For purposes of the 
present invention, recovery from compression deflection of the 

10 preferred storage/redi"stribution component foam absorbents herein 
should be determined on foams which are at their appropriate point­
of-use density, and frequently under such conditions, the foam will 
contain absorbed body fluid. Accordingly, recovery from compressio·n 
deflection may be measured on foams which are either dry or 

15 saturated with synthetic urine. 
A suitable procedure for determining recovery from cqmpression 

de fl e'ct ion is set forth i"n the TEST· METHODS section hereinafter. 
Such a procedure in genera 1 i nvo 1 ves compression and re 1 ease of a 
standard size foam sample which is either dry or has been saturated 

20 to Us free absorbent capacity with synthetic urine. Samples· are 
maintained under 50% compression for a set period of time and then 
are released from compression. The extent to which the sample 
recovers its·-thickness in the one-minute period· after the release of 
compressive force is taken as a measure of the recovery from com-

25 pression deflection {resilience) propensity of the sample. 
Pref er.red absorbent foams useful in the fluid storage/­

redistribution component will generally exhibit a recovery of at 
least 85% of original caliper when dry and/or at least 75% of 
original caliper when wet after one minute. More preferably, such 

30 preferred storage/redistribution component foam materials will have 
a recovery from compression deflection of at least 90% dry and/or 
80% wet. 

2) Foam Integrity and Softness 
While not absolutely essential for the realization of operable 

35 or useful absorbent structures, the storage/redistribution component 
foam absorbents of this invention will preferably possess the 
additional mechanical attributes of structural integrity in use and 
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softness (lack of irritation) to the touch. For example, storage/­
redistribution component foam materials that ·wn 1 be employed in 

such absorbent articles· as infant diapers will frequently be 
s,_.bjected to both dynamic and static forces which arise when the 

s wearer walks, runs, crawls or jumps. Such forces may not only tend 
to compress the storage/redistribution component foam absorbents and 
expel fluid therefrom, but such forces may also tend to rip or tear 
or otherwise fragment the foam structure. Obviously, it would be 
advantageous for foam structures which are to be used in this manner 

10 to have sufficient structural integrity to minimize the incidence of 
foam tearing or fragmenting in use. 

The storage/redistribution component foam elements of this 
invention may also be used in absorbent articles in configurations 
wherein even the· storage/redistribution component foam ~aterial 

15 surface may come into close proximity to the wearer's skin. 

20 

25 
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Accordingly, it would be very desirable for the surface of the 
storage/redi stri but ion component foam absorbents herein to be 
acceptably soft and non-irritating to the touch. 
IV) Preferred HIPE Absorbent Foams For Storage/Redistribution 

Comoonent Use 
As noted hereinbe"fore, espedally preferred storage/redistri­

bution component absorbent foam materials which can be prepared to 
have the requisite fluid handling characteristics and the preferred 
structural/mechankal .properties as hereinbefore described are the 
products which result from polymerization of certain water-in-oil 
emulsions having therein a relatively high ratio of water phase to 
oil phase. Emulsions of tMs type which have these relatively hi_gh 
water to oil phase ratios are known in the art as high internal 
~hase !mulsions (•HJPEs• or •HIPE• emulsions). The preferred 
storage/redistribution component polymeric foam materials which 
result from the polymerization of such emulsions are referred to 
herein as •HJPE foams.• 

The relative amounts of the water and oil phases used to form 
the polymeric foam precursor HIPE emulsions are, among many other 
parameters, important in determining the structural, mechanical and 
performance properties of the resulting preferred polymeric foams 
for the storage/redistribution component. In particular, the ratio 
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of water to on in the foam-forming emulsion can influence foam 
density, cell size, specific surface area of the foam and dimensions 
of the struts which form the foam. The emulsions used to prepare 
the preferred polymeric HIPE foam materials for the fluid 

s storage/redistribution component wil 1 generally have water-to-oil 
phase ratios ranging from about' 12:1 to 100:1; more preferably from 
about 20:1 to 70:1; most preferably from about 25:1 to 50:1. 

The continuous oil phas~ of the emulsions used to prepare the 
preferred HIPE storage/redistribution component foams herein com-

10 prises the monomers that are to be polymerized to form the sol id 
foam structure. Such monomers inc 1 ude a pri nc i pa 1 monomer com­
ponent, a comonomer component and a cross-linki~g· agent component. 
Selection of particular types and amounts of monofunctional prin­
cipal monomer(s) and comonomer(s) and polyfunctional cross-linking 

15 agent(s} can be important to the realization of absorbent HIPE foam 
materials having the desired combination.of structure, mechanical, 
and fluid handling properties which r·ender such materials suitable 
for use in the fluid storage/redistribution component. 

The principal monofunctional monomer component utilized in the 
20 0.il phase of the preferred foam-precursor HIPE emulsions comprises 

one or more monomers that tend to impart glass-like propertfes to 
the eventually resulting foam structure. Such monomers are 
hereinafter referred to as "glassy" monomers, and are, for purposes 
of this invention, defined as monomeric materials which would 

25 produce high molecular weight (greater than 6000) homopolymers 
having a glass transition temperature, Tg1. ab.oye about 4ooc. The 
preferred monofunctional glassy monomer type is a ·styrene-based 
monomer with styrene itself being the most preferred monomer of this 
kind. Substituted, e.g., monosubstituted, styrene such as 

30 p-methyl styrene may a 1 so be emp 1 oyed. The monofunct i ona l glassy 
monomer component will normally comprise from about 3% to 41%, more 
preferably from about 7% to 40% by weight of the oil phase used to 
form the HIPE emulsion to be polymerized. 

The monofunctional comonomer component, which will also be 
35 present in the oil phase of the HIPE emulsion along with the glassy 

principal monomer material, comprises one or more comonomers which 
tend to impart rubber-like properties to the eventua 11 y resulting 
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foam structure. Such comonomers are hereinafter referred to as 
•rubbery• comonomers and are, for purposes of this invention, 
defined as monomeric materials which would produce high molecular 
weight (greater than 10,000) homopolyiners having a glass transition 

5 temperature, T g, of about 4ooc. or _ 1 ower. Honofunct i ona 1 rubbery 
comonomers of this type include, for example, alkyl-acrylates, 
alkylmethacrylates, allylacrylate, butadiene, substituted buta­
dienes, vinylidine halides and comb,inations of such comonomers and 
comonomer types. Preferred rubbery comonomers include butyl-

10 acrylate, 2-ethylhexylacrylate, butadiene, ·isoprene and combinations 
of these comonomers. Of a 11 . of these species, butyl acrylate and 
2-ethyl hexyl acrylate are the most preferred. The monofunct i ona 1 
rubbery comonomer component will generally comprise from about 27% 
to 73%, more preferably from a·bout 27% to 66%, by weight of the oil 

15 phase. 
In the HIPE emulsions used to form the preferred storage/­

redistribution component absorbent foams herein, both the monofunc­
tiona_l glassy principal monomer(s) and the monofunctional rubbery 
comonomer(s) must be present in ·the oil phase within the herein-

20 before recited concentration ranges. In addition, the molar ratio 
of monofunct ion al glassy monomer component to the monofunct i ona l 
rubbery component will genera 11 y range from about 1 : 25 to 1. 5: 1, 
more preferably from about 1:9 to 1.5:1. 

Since the polymer chains formed from the glassy monomer(s) and 
25 the rubbery comonomer(s} are to be cross-1 foked, the oil phase of 

the emulsions used to form the pref~rred HIPE storage/redistribution 
component foams herein ·must also contain a polyfunctional cross-
1 inking agent. As with the monofunctional monomers and co~onomers, 

selection of a particular type and amount of cross-linking agent is 
30 very important to the eventual realization of preferred polymeric 

foams having the desired combination of structural, mechanical, and 
fluid-absorbing properties. 

Depending upon the type and amounts of monofunctional monomers 
and comonomers _utilized, and depending further upon the desired 

35 characteristics of the eventually realized preferred polymeric 
storage/redistribution component foams, the polyfunctional cross-
1 inking agent component for use in the preferred HIPE emulsion foam 
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precursor can be selected from a wide variety of polyfunctional, 
preferably dHunct ional, monomers. Thus, the cross-linking agent 
may be a divinyl aromatic material such as divinylbenzene, divinyl­
tolulene or diallylphthalate. Alternatively, divinyl aliphatic 

5 cross-linkers such as any of the diacrylic acid esters of polyols 
can be utilized. The cross-linking agent found to be suitable for 
preparing the most acceptable foam.from the preferred HIPE emulsions 
herein is divinylbenzene. 

The cross-linking agent of what~ver type will generally be 
IO employed in the oil phase of the preferred foam-forming emulsions 

herein in an amount of from about 8% to 40%. more preferably from 
about 10% to 25%. by weight. Amounts of cross-1 foking agent(s) 
within such ranges will generally provide a cross-linker molar 
concentration of from about S mole percent to about 60 mole percent, 

15 based on total monomers present in the oil phase. 
The major portion_ of the oil phase of the preferred HIPE 

emulsions herein will comprise the aforementioned monomers, comono­
mers and cross-1 inking agents which eventually form the preferred 
polymeric storage/redistribut;on component foam absorbents. It is 

20 therefore essential that these monomers, comonomers and cross­
linking agents be substantially water-insoluble so that they are 
primarily soluble in the oil phase and not the water phase. Use of 
such substantfally water-insoluble monomer materials ensures that 
preferre~ HIPE emulsions of appropriate characteristics and 

25 stability will be realized. 
It is. of course. preferred that the monomers, comonomers and 

cross-linking agents used ~o form the preferred polymeric foam 
materials for the storage/redistribution component herein be of the 
type such that the eventually formed foam polymer is suitably 

30 non-toxk and appropriately chemically stable. Thus. such monomers, 
comonomers and cross-linking agents should preferably have little or 
no toxicity in the very low residual concentrations wherein they may 
be encountered during post-polymerization foam processing and/or 
use. 

35 Another essential component of the oil phase of the HIPE 
emulsions used to form the preferred polymeric storage/redistribu­
tion component foams of the present invention comprises an 
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emulsifier which permits formatjon of stable HIPE emulsions. Such 
emulsifiers are those which are soluble in the oil phase used to 
fom the emulsion. Emulsifiers util_ized may be nonionic, cationic, 
anionic or amphoterit provided the emulsifier or combination of 

5 em~lsifiers will form a stable emulsion. Preferred types of 
emulsifiers which can be used to provide an emulsifier component 
having suitable characteristics include the sorbitan fatty acid 
esters, polyglycerol fatty acid esters, polyoxyethylene (POE) fatty 
acids and esters. Especially preferred are the sorbitan fatty acid 

10 esters such as sorbitan monolaurate (SPAN® 20), sorbitan monooleate 
(SPAN® 80) and combinations of sorbitan monooleate (SPAN® 80) and 
sorbitan trioleate (SPAN® 85). One such particularly preferred 
emulsifier combination compri.ses the combination of sorbitan 
monooleate and sorbitan trioleate in a weight ratio greater than or 

15 equa 1 to about 3 .1, more preferably about 4: 1. Other operab 1 e 
emulsifiers include TRIOOAN® 20 which is a commercially available 
polyglycerol ester marketed by Grindsted and EMSORB 2502 which is a 
sorbitan sesquioleate marketed by Henkel. 

The emulsifier component will generally comprise from about 23 
20 to 33% by weight of the oil phase used to form the HIPE emulsions 

which in turn are used to prepare the preferred polymeric storage/­
redistribution component foams herein. More preferably, the 
emulsifier component will comprise from about 4% to 25% by weight of 
the oil phase. 

25 ln addition to the monomeric and emulsifier components herein-
before described, the oil phase used to form polymerizable HIPE 
emulsions herein may also contain additional optional components. 
One such optional oil phase component may be an oil soluble polymer­
ization initiator of the general type hereinafter described. 

30 Another possible opt;onal component of the oil phase may be a 
substantially water insoluble solvent for the oil phase monomer and 
emulsifier components. A solvent of this type must, of course, ·not 
be capable of dissolving the eventually polymerized monomers. Use 
of such a sol vent is not pref erred, but if such a sol vent is 

35 emp 1 oyed, it wfl l generally comprise no more than about 10% by 
weight of the oil phase. 

As indicated, the HIPE oil phase as hereinbefore described is 
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the continuous phase in the emulsions to be polymerized to realize 
the preferred storage/redistribution component foams of the present 
invention. Tne discontinuous internal phase of the polymerizable 
HIP£ emulsions is the water phase which will generally be an aqueous 

5 solution containing one or more dissolved components. One essential 
dissolved component of the water phase is a water-soluble electro­
lyte. The dissolved electrolyte in the water phase of the HIPE 
emulsion serves to minimize the tendency of monomers and cross­
linkers which are primarily oil soluble to also dissolve in the 

10 water phase. This, in turn, can minimize the extent to which, 
during polymerization of the emulsion, polymeric material fills the 
cell windows at the oil/water interfaces formed by the water phase 
bubbles. Thus the presence of electrolyte and the resulting ionic 
strength of the wa_ter phase can determine whether and to what degree 

15 the resulting preferred polymeric storage/redistribution component 
foams may be open-celled. 

Any electrolyte which provides ionic species to impart ionic 
strength to the water phase may be used. Preferred electrolytes are 
mono-, di-, or tri-valent inorganics salts such as the water-soluble 

20 halides, e.g., chlorides, nitrates and sulfates of alkali metals and 
alkaline earth metals. Examples include sodium chloride, calcium 
chloride, sodium sulfate and magnesium sulfate. Calcium chloride is 
the most preferred for use in these pr -erred embodiments of the 
present invention. 

25 Genera 11 y electrolyte will be utilized in the water phase of 
the HIPE emulsions which are precursors to.the preferred p~lymeric 

storage/redhtribution component foams herein in a concentration 
which ranges from about 0.2% to about 40% by wei_ght of the water 
phase. More preferably, the electrolyte will comprhe from about 

30 0.5% to 20% by weight of the water phase. 
The HIPE emuls·ions used to prepare the preferred polymeric 

storage/redistribution component f_oams herefo will also typically 
contain a polymerization initiator. Such an initiator component is 
generally added to the water phase of the HIPE· emulsions and can be 

35 any conventional water-soluble free radical initiator. Materials of 
this type include peroxygen compounds such as sodium, potassium and 
ammonium persulfates, caprylyl peroxide, benzoyl peroxide, hydrogen 
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peroxide, cumene hydroperoxides, tertiary butyl diperphthalate, 
tertiary butyl perbenzoate, sodium peracetate, sodium percarbonate 
and the like. Conventional redox initiator systems can also be 
utilized. Such systems are ·formed by combining the foregoing 

5 peroxygen compounds with reducing agents such as sodium bisulfite, 
L-ascorbic acid or ferrous salts. 

The initiator material can comprise up to about 5 mole percent 
based on the total moles of polymerizable monomers present in the 
oil phase. Hore preferably, the initiator comprises from about 

10 0.001 to 0.5 mole percent based on the total moles of polymerizable 
monomers fo the oil phase. When used in the water-phase, such 
initiator concentrations can be realized by adding initiator to the 
water phase to the extent of from about 0.02% to 0.4%, more 
preferably from about 0.1% to 0.2% by weight of the water phase. 

15 Via a process described more fully hereinafter, the oil and 
water phases as hereinbefore described are combined under ·agitation 
to form an emulsion in the form of a stable foam. This HIPE foam is 
then subjected to polymerization conditions which are sufficient and 
sui tab 1 e tp bring about po lymeri za ti on of the monomers in the o i 1 

20 phase and to thereby form a solid cellular foam structure. 

25 

30 

The chemi ca 1 .nature, makeup and morpho 1 ogy of the polymer 
material whi~~ forms the preferred storage/redistribution component 
foam structures herein is determined by both the type and concen­
tration of the monomers, comonomers and crossl inkers util iz_ed in the 
HIPE emulsi_on and by the emulsion polymerization conditions 
emp.loyed. Such polymeric material will generally be non-swellable 
in aqueous liquids in that the material itself does not signifi­
cantly plasticize or imbibe aqueous liquids it contacts. However, 
no matter what the particular monomeric makeup, molecular weight or 
morphology of the polymer material might be, the resulting preferred 
polymeric material will generally be viscoelastic in character. 
Thus the polymer of the preferred storage/redistribution component 
foam structures herein will possess both viscous, i.e., fluid-like, 
properties and elastic, i.e., spring-like, properties. It is 

35 important that the polymeric material which forms the cellular foam 
structure have phys.ital, rheological, and morphological attributes 
which, under conditions of use, impart suitable flexibility, 
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resistance to compression deflection, and dimensional stability to 
the absorbent foam material. 

The cross-linked polymer material that forms the preferred 
storage/redistribution component absorbent foam structures herein 

5 will preferably be substantially free of polar functional groups on 
its polymeric structure. Thus, immediately after the polymerization 
step, the polymer forming. the foam structure surfaces of such 
preferred absorbent foams will normally be relatively hydrophobic in 
character. Accordingly, preferred just-polymerized foams may need 

10 to be further treated to render the foam structure surfaces 
relatively more hydrophilic so that such foams can be used as 
absorbents for aqueous body fluids in the storage/redistribution 
component of the articles herein. Hydrophil ization of the foam 
surfaces, if necessary, can genera 11 y be accomp 1 i shed by treating 

15 the HIPE foam structures as polymerized with a hydrophilizing agent 
in a manner described more fully hereinafter. 

Hydrophilizing agents are any materials which will enhance the 
water wettability of the polymeric surfaces with which they are 
contacted and onto which they are deposited. Hydrophilizing agents 

20 are well known in the art. Such known agents will generally incl~de 
surfactant materials of the anfonic, cationic or nonionic type. 
Hydrophil izing agents will generally be employed in 1 iquid form, 
typically dissolved in water to form an aqueous hydrophilizing 
solution which is applied to the HIPE foam surfaces. In this 

25 manner, hydrophilizing agents can be adsorbed to the polymeric 
surfaces of the preferred HIPE foam structures in amounts suitable 
for rendering such surfaces substai:itially ·hydrophilic but without 
altering the desired flexibility and compression deflection 
characteristics of the foam. In preferred foams which have been 

30 treated with hydrophilizing agents, hydrophilizing agent is 
incorporated into the foam structure such that residual amounts of 
the agent which remains in the foam structure comprise at least 
about 0.05% by weight, more preferably from about 0.1% to 10% by 
weight of the foam. 

35 One type of suitable hydrophilizing agent comprises mild, 
relatively non-irritating surfactants applied to the foam structure 
in amounts sufficient to provide residual surfactant in the foam to 



.. 

- 47 -

tht. extent of from about 0.5~ to 5.0% by weight, more preferably 
from about 1% to 3% by weight, based on the weight of the foam. 
Such sur~actants can include, for example, alkyl sulfates and 
alkylethoxylated sulfates of the type utilized in conunercially 

5 marketed dishwashing liquids such as JOY LIQUID DETERGENT. Aqueous 
solutions of such surfactants are typically used to wash the HIPE 
foam structure, either after removal of the residual water phase 
material left from the foam polymerization operation or, more 
preferably, as part of the washing treatment that serves to remove 

10 this residual water phase material. 
Yet another preferred type of hydrophil izing agent comprises 

hydratable, and preferably hygroscopic or deliquesent, water soluble 
inorganic salts. Such materials include, for example, toxicolo­
gically acceptable calcium and magnesium salts. Materials of this 

15 type and their use in conjunction with water-insoluble surfactants 
as foam hydrophilizing agents are described in greater detail in the 
U.S. patent application of Thomas A. DesMarais having Serial No. 
743,951,* • (P&G Case No. 4454) concurrently filed herewith and 

incorporated herein by reference. Preferred salts of this type 
20 include the calcium and magnesium halides sue~ as calcium chloride 

which, as noted hereinafter, may also be employed as the electrolyte 
. in the water phase of the HIPE emulsions .used to prepare preferred 
storage/redistribution component absorbent foams. 

Hyd~ophilizing agents in the form of hydratable inorganic salts 
25 can easny be incorporated into the s.torage/redistribution component 

absorbent foams here;n by treat;ng the foams with aqueous solutions 
of such salts. As with surfactant hydrophilizing agents, solutions 
of hydratable inorganic salts can generally be used to treat and 
hydrophilize hydrophobic foams after completion of, or as part of, 

30 the process of removing the residual water phase from the just­
polymerized foams. Contact of foams with such solutions is 
preferably used to uniformly deposit hydratable inorganic salts such 
as calcium chloride in residual amounts which. range from about 0.1% 
to 7% by weight of the foam~ 

35 Hydrophilizing treatment of those of the preferred 
storage/redistribution component foam structures which are relatively 
hydrophobk as polymerized will typically be carried out to the 
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extent that ;s necessary and suffic;ent to impart suit•ble hydrophi­
licity to the preferred HIPE storage component foams of the present 
invention. Some foams of the preferred HIPE emulsion type, however, 
may be suitably hydrophilic as prepared and thus may need no 

5 additional treatment with hydrophilizing agents. In particular, 
such preferred HIPE foams may be those wherein sorbitan fatty acid 
esters are used as emulsifiers added to the oil phase and calcium 
chloride is used as an electrolyte in the water phase of the HIPE 
emulsion foam precursors. In that instance, residual water-phase 

10 liquid held within the foams after polymerization may contafo or 
deposit sufficient amounts of calcium chloride to render the 
residual-emulsifier-containing internal foam surfaces suitably 
hydrophilic even after the polymerized-emulsion foams have been 
dewatered. 

15 V) Absorbent Foam Preoaration Methods 
The absorbent foam materials used in the storage/redistribution 

component of the absorbent articles herein can be prepared using any 
suitable polymerization and post-polymerization process steps and 
using any suitable combination of monomeric materials, so long as 

20 hydrophilic foams result .which have the hereinbefore described 
essential, and if desired preferred, fluid handling, structural and 
mechanical characteristics. As noted, a preferred method of 
realizing polymeric foams having the requisite fluid handling 
prope~t i es and the des fred structura 1 and mechanical characteri s-

2S tics, involves the polymerization of High Internal Phase Emulsions 
(HIPEs). Preparation of absorbent storage/redistribution component 
foams using tM s pref erred procedure wil 1 thus be described to 
illustrate how foams of the type envisioned herein can be made. 

This preferred foam preparation method involves the steps of, 
30 A) forming a stable high internal phase emulsion (HIPE), B) there­

after polymerizing this stable emulsion under conditions suitable 
for forming a solid polymeric foam structure, C) washing and, ;f 

necessary, hydrophilizing the solid polymeric foam structure by 
treating the structure with water and/or liquid-form hydrophilizing 

35 agents to remove the original residual water phase from ·the 
polymeric foam structure and to deposit any needed hydrophilizing 
agent, and 0) thereafter dewatering this polymeric foam structure to 
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the extent necessary to render the foam material useful as a storage 
component absorbe.nt for aqueous body fluids. Each of these basic 
process steps is described in greater detail as follows: 

A) Formation of HIPE Emulsion 
The HIPE emulsion precursor to the· preferred foam absorbent 

materials herein can be formed by combining an oil phase as herein­
before described with a water phase also as hereinbefore described. 
The weight rat;o of the water phase to the oil phase and such a 
combination will generally range from about 12:1 to 100:1, more 

10 preferably from about 20:1 to 70:1. 
The oil phase used to form the HIPE emulsions herein will 

contain the hereinbefore specified essential components such as the 
requisite monomers, comonomers, cross-linkers and emulsifiers. The 
oil phase may also contain optional components such as solvents and 

15 polymerization initiators. The water phase us.ed to form the HIPE 
emulsions herein will contain·the hereinbefore specified electrolyte 
as an essential component and may also contain optional components 
such as water-soluble emulsifiers, and/or polymerization initiators. 

The HIPE emulsion can be formed from the combined oil and water 
20 phase by subjecting this combination of phases to shear agitation. 

Shear agitation is generally applied to the extent and for a time 
period necessary to form a stable emulsion from the combined oil and 
water phases. Such a process may be conducted in either batchwise 
or continuous fashion and is generally carried out under conditions 

25 suitable for forming an emulsion wherein the oil phase droplets are 
dispersed to such an extent that the polym~rized foam which is 
eventually formed from the emu ls ion will have the requisite pore 
volume and other structural characteristics. Emulsification of the 
oil and water phase combination will frequently involve the use of a 

30 mixing or agitation device such as a pin impeller. 
One preferre·d method of forming HJPE emulsions which can be 

employed herein involves a continuous process for combinfog and 
emulsifying the requisite oil and water phases. In such a process, 
a liquid stream comprising the oil phase as hereinbefore described 

35 is formed and provided at a flow rate rang·ing from about 0.08 to 1.5 
ml/sec. Concurrently, a liquid stream comprising the water phase as 
hereinbefore described is also formed and provided at a flow rate 



- 50 -

.. ··--·--------·~~-~--~ ·---·-···--·-~·-

I REPLACEMF~..!T SHF.ET I 
,----····-··-----, I 

I l o 4~ o or-·r otfl06 I 
l~-17.-J 
[_, ________ __. 

rang;ng from about 4 to 50 ml/sec. At flow rates with;n the fore­
go; ng ranges, these two st reams are then comb; ned in a suitable 
mix;ng chamber or zone ;n_a manner ·such that the requisite water to 
oil phase weight ratios as hereinbefore set forth are approached, 

5 reached and maintained. 
In the mixing chamber or zone, the combined streams ar.e gen­

erally subjected to shear agUation as provided, for example, by a 
pin impeller of suitable configuration and dimensions. Shear will 
typically be appHed to the extent of from about 1000 to 4000 

10 sec.-1. Residence times in the.mixing chamber will frequently range 
from about 5 to 30 seconds. Once formed, the stable HIPE emulsion 
in liquid form can be withdrawn from the mixing chamber or zone at a 
flow rate from about 4 to 52 ml/sec. 

This preferred method for forming useful HIPE emulsions via a 
15 continuous process is described in greater detail in the U.S. patent 

appl icatfon of Thomas A. DesMarais, Stephen T. Dick and Thomas M. 
Shiveley hav;ng Serhl No. 743, 947, ~ (P&G Case No. 4453). This 
applicat;on, wh;ch ;s c~ncurrently filed herewith, is ;ncorporated 
herein by reference. 

20 B) Polymerization of the HIPE Emuls;on 
The HIPE emulsion, formed as described hereinbefore, will 

generally be placed in a suitable reaction vessel, container or 
region to be pOlymerized. In one embodiment herein, the reacti~n 

vessel comprises a tub constructed of polyethylene from which the 
25 eventually polymerized solid foam material can be.easily removed for 

further processing after polymerization has been carried out to the 
extent desired. 

Polymerization conditions to which the HIPE emulsion will be 
subjected will vary depending upon the.monomeric and other makeup of 

30 the oil and water phases of the emulsion and the type and amounts of 
polymer;zation initiators utilized. Frequently, however, polymeri­
zation conditions will comprise maintenance of the HIPE emulsion at 
elevated temperatures of from about ssoc to. gooc, more preferably 
from about 6ooc to 660C, for a time per;od ranging from about 4 to 

35 24 hours, more preferably from about 4 to 12 hours. 
C) Washing and Hydroohilizing of the HIPE Foam 
The solid HIPE foam which is formed upon completion of the 
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hereinbefore described polymerization step will generally be a 
flexible, open-cell porous structure having its cells filled with 
the residual water phase material which was used to prepare the HIPE 
emulsion prior to polymerization. This residual water phase 

5 material, which generally comprises an aqueous solution of electro­
lyte, residual emulsffier, and polymerization initiator, should be 
removed from the foam structure at this point prior to further 
processing and use of the foam. Removal of the original water phase 
material will usually be carried out by compressing the foam 

10 structure to squeeze.out residual liquid and/or by washing the foam 
structure with water or other aqueous washing solutions. Frequently 
several compressing and washing steps, e.g., 2 cycles, will be 
ut i1 ized. 

After ·the ori~:inal water phase material has been removed from 
15 the foam structure to the extent required, the HIPE foam may need to 

be treated, i.e., by continued washing, with an aqueous solution of 
a suitable hydrophilizing agent. Hydrophilizi-ng agents wMch may be 
employed are listed hereinbefore. As noted, treatment of the HIPE 
foam structure with the hydrophilizing agent solution cont.inues, if 

20 necessary, until the desired .amount of hydrophilizing agent has been 
incorporated and until the foam exhibits a desired adhesion tension 
value for any aqueous liquid absorbate of choice. 

D) Foam Dewaterinq 
After the _HIPE foam has been treated to the extent necessary to 

25 render the eventually dried foam·suitably hydrophilic, the foam will 
generally be dewatered prior to being cut or otherwise made ready 
for use as an absorbent structure in the storage/redistribution 
component of an absorbent article. Oewatering can be brought about 
by compressing the foam to squeeze out residual water, by subjecting 

30 the foam, o~ the water therein, to elevated temperatures, e.g., to 
temperatures from about 600C to 2oooc or to microwave treatment, or 
by a combination of both compressing and water heating techniques. 
The dewatering step of HIPE foam processing will generally be 
carried out until the HIPE foam ready for use is as dry as 

35 practical. Frequently such compression dewatered foams will have a 
water (moisture} content of from about 50% to 500%, more preferably 
from about 50% to 200%, by weight on a dry weight basis. 
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Subsequently, heated foams can be dried to a moisture content of 
from abou.t 5% to 40%, more preferably from about 5% to 15% by 

.weight. 
ABSORBENT CORE PREPARATION-RELATIONSHIP OF ACQUISITION/DISTRIBUTION 
AND STORAGE/REDISTRIBUTION COMPONENTS 

As noted, both the upper acquisition/distribution component and 
the fluid storage/redistribution component are arranged into an 
absorbent core which is P.ositioned between the topsheet and backing 
sheet to form the absorbent articles herein. There is no particular 
criticality with respect to the positional relationship of the 
acquisition/d;stribution component and the fluid storage/redistri­
bution component within th~ absorbent core so long as these com­
ponents are in effective fluid communication with each other and so 
long as each component is large enough to effecthely hold and/or 
transport the amount of aqueous body fluid that is ~xpected to be. 
discharged into the absorbent article. 

As previously indicated, the most preferred relationship 
between the fluid acquisition/distribution component and the fluid 
storage/redistribution .component within the absorbent core of the 
articles herein is to place these components in a layered configur­
ation. In such a layered configuration, the fluid acquisition/­
distribution component comprhes an upper layer which overlies a 
subjacent fluid storage/redistributi.on component in the form of a 
lower layer. It should be understood that for purposes of th;s 
invention these two types of layers refer merely to the upper and 
lower zones of the absorbent core and are not necessarily limited to 
sing~e, or even physically separate, layers or sheets of material. 
Both the fluid acquisition/distribution zone, e.g.,_upper layer, and 
the fluid storage/redistribution zone, e.g., lower layer, may simply 
comprise regions of different characteristics within the same 
material or may comprise laminates or combinations of several sheets 
or webs or polymeric foams of the requi.site type of materhls as 
hereinbefore described. Thus, as used herein, the term •iayer" 
includes the terms "layers" and •1ayered 11

• for purposes of this 
invention, it should also be understood that the term. "upper• refers 
to the layer of the absorbent core which is relatively nearer to the 
article top sheeti conversely, the term 11 lower" refers to the layer 
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of the absorbent core which is relatively nearer the article backing 
sheet. 

In layered structures, it is, of course, desirable fQr economic 
reasons to employ as little absorbent material as possible in each 

5 component of the absorbent core consistent with the need to provide 
adequate absorption of body fluid with minimal leakage of such fluid 
from the article. The interaction of the particular .. types of 
acquisition/distribution and storage/redistribution layers utilized 
in the preferred layered articles of this invention results in 

10 especially efficient handling of discharged fluid and this in turn 
permits utilization of relatively small amounts of absorbent mater­
i a 1 in · each 1 ayer. In the pref erred absorbent art i c 1 es of the 
present invention, the upper fluid acquisition/distribution layer 
will preferably comprise from about l to 25 grams, more preferably 

I 5 from about 2 to 20 grams of fluid absorbing materi a 1 • The 1 ower 
fluid storage/redistribution layer of the preferred absorbent 
articles herein wil 1 generally comprise from about 2 to 20 grams, 
more preferably from about 3 to 17 grams of foam-based absorbent 

20 
material. The weight ratio of the acquisition/distribution layer to 
the storage/redist~ibution layer will generally r~nge from about 1:4 
to 5: 1, more preferably from about l: 3 to 4: 1, in the pref erred 
absorbent articles herein. 

In preferred invention embodiments, the acquisition/distri­
bution 1 ayer of the absorbent core will be pl aced in a speci fk 

25 positional relationship with respect to the article topsheet and the 
storage/redistribution layer of the absorbent core. More 
particularly, the acquisition/distribution layer of the core is 
preferably positioned so that i~ is effectively located to acquire 
discharqed body fluid and transport such fluid to other regions of 

30 the core. Thus the acquisition/distribution layer should preferably 
encompass the vicinity of the point of discharge of body fluids. 
These areas would include the crotch area and, preferably for 
articles to be worn by males, also the region where urination 
discharges occur in the front of the diaper. For a diaper, the 

35 front of the absorbent articles herein means the portion of the 
absorbent article which is intended to be placed on the front of the 
wearer. Additfonally, for male wea.rers, 1t is desirable· for the 
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acquisition/distribution layer to extend to near the front waist 
area of the wearer to effectively acquire the relatively high fluid 
load that occurs in the front of diapers for male wearers, and to 
compensate for directional variations of the discharges. The 

5 corresponding absorbent article regions wil i vary depending upon the 
design and fit of the absorbent article. 

For diaper executions, the acquisition/distribution layer of 
the core is preferably positioned relative to an elongated topsheet 
and/or the storage/redistribution layer such that the acquisition/-

IO distribution layer is of sufficient length to extend to areas 
corresponding at least to about 50%, preferably 75%, of the length 
of the topsheet and/or storage/redistribution layer. The acquisi­
tion/distribution layer should have a width sufficient to acquire 
gushes of body fluids and to prevent direct discharge of fluid onto 

15 the storage/redistribution layer. Generally, for diapers, the width 
of the acquisition/distribution layer will be at least about S cm, 
preferably at least about 6 cm. 

For purposes of determining such preferred acquisition/distri­
bution layer positioning as here i nbefore described, the length of 

20 the absorbent article will be- taken as the normal longest longi­
tudinal dimension of the elongated article backing sheet. This 
normal longest dimension of the elongated backing sheet can be 
defined with respect to the article as- it is applied to the wearer. 
When worn, the opposing end~ of the back-sheet are fastened together 

-- 25 so that these joined ends form a ci rel e around the wearer's waist. 
The normal length of the backing sheet will thus be the length of 
the line running through the back sheet from a) the point on the 
edge of the back sheet at the middle of the wearer's back waist, 
through the crotch, to b) the point on the opposite edge· of the 

30 backing sheet at the middle of the wearer's front waist. lhe size 
and shape of the topsheet will generally correspond substantially to 
the back sheet. 

In the u~ual instance, it will be the storage/redistribution 
layer of the preferred absorbent cores which generally defines the 

35 shape of the absorbent article and the ·normal length of the 
elongated article topsheet will be approached by the longest 
longitudinal dimens;on of the storage/red;stribution layer of the 
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core. However, in some applications (e.g., adult incontinence 
articles) wherein bulk reduction or minimum cost are important, the 
storage/redistribution layer would not take on the general shape 
of the diaper or incontinence structure. Rather· the storage/redis- · 

5 tribution layer would be generally located to cover only the genital 
region of the wearer and a reasonable area proximate to the genital 
area. In this instance both. the fluid acquisition/distribution 
layer and the storage/redistribution layer would be located toward 
the front of the article as defined by the topsheet such that the 

10 acquisition/distribution and storage/redistribution layers would 
typically be found in the front two-thirds of the article length. 

As noted, the relative size of the acquisiti_on/distri~ution 

layer and the fluid storage/redistribution lay.er in preferred 
articles can vary widely. Preferably, however, the acquisition/-

IS distribution layer of the preferred absorbent core configuration 
will have a smaller surface area (in a planar unfolded configura­
tion) than the storage/redistribution layer an~, in fact, can have a 
surface area that is substantially smaller than that of the fluid 
storage/redistribution layer. Frequently, the surface area of the 

20 acquisition/distribution layer wnl range from about 15% to about-
95%, preferably from about 3_0% to abo~t 85%, more preferably from 
about 30% to about 75%, of the surface area of the storage/redistri­
bution layer. 

The acquisition/distribution layer can be of any desired shape 
25 consistent with comfortable fit and the sizing limitations discussed 

above. These shapes include, for example, circular, rectangular, 
trapezoidal or oblong, e.g., hourglass-shaped, dog-bone-shaped, half 
dog bone shaped, oval or irregularly shaped. The·acquisition/dis­
tribut_ion layer can be of similar shape or differing shape than the 

30. storage/redistribution layer. The storage/redistribution layer of 
the preferred absorbent core configuration can also be of any 
desired shape consistent with comfortable fit including, for 
example, circular, rectangular, trapezoidal or oblong, e.g_., hour­
glass-shaped, dog-bone-shaped, half dog bone shaped, oval or 

35 irregularly shaped. The storage/redistribution layer need not be 
physically separated from the acquisition/distribution layer or 
completely unattached from the storage/redistribution layer. 

i 
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A preferred disposable diaper embodiment of this invention is 
illustrated by Figure 2 of the drawings. Such a diaper includes an 
absorbent core, 50, comprising an upper fluid acquisition layer, 51, 
and an underlying fluid storage/redistribution layer, 52, comprising 

5 a foam absorbent structure. A topsheet, 53, is superposed and 
co-extensive with one face of the core, and a 1 iquid impervious 
backsheet, 54, is superposed and coextensive with the face of the 
core opposite the face covered by the topsheet. The backsheet most 
preferably has a width greater than that of the core thereby 

10 providing side marginal portions of ·the backsheet which extend 
beyond the core. The diaper is preferably constructed as shown, in 
an hourglass configuration. 

As noted, the acquisition/distribution component and the 
storage/red i stri but ion component of the absorbent core need n-ot be 

15 arranged in a layered relationship at all in the articles her~in. 

An alternative absorbent core configuration which is not layered is 
sh~wn in Figures 3 and 4. In Figures 3 and 4, the fluid acquisi­
tion/distribution component comprises an insert 60 of a low density, 
resn ient composite material which is imbedded ·fo and surrounded by 

20 a foam-based fluid storage/redistribution component 61. The 
acquisition/distibution composite insert 60 is positioned at the 
point within the absorbent core wherein it will receive body fluid 
discharged by the wearer of the absorbent article. 

Figures 5 and 6 show another alternative absorbent core 
· 25 configuration. In this configuration, a cellulosic-bas.ed fibrous 

material in the form of an hourglass-shaped sheet 62 is positioned 
on top of a foam-based fluid storage/redistribution component which 
comprises two parallel generally rectangular strips, 63. 

Figures 7 and -8 show yet another a 1 ternat he absorbent . core 
30 configuration wherein the foam-b~sed fluid storage/redistribution 

component comprises a generally rectangularly-shaped top layer 64 
which is pl aced over an underlying hourglass-shaped fluid acquisi­
tion/distribution lower layer 65. The fluid storage/redistribution 
layer contains a fluid acqui s 1 ti on aperture 66 through which body 

35 fluid is discharged so as to impinge on the subjacent acquisition/~ 
distribution lower layer 65. 
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In describing the present invention, a number of fluid 

handling, structural and mechanical characteristics of materials or 
structures used in the two a~sorbent core components of the 

s absorbent articles herein are set forth. In some instances, 
procedures for determining and measuring certain of these 
characteristics are referenced from other pate~ts or publications. 
In the rematning instances, such characteristics can be determined 
and measured using the following test fluids and test methods. 

10 I) Test Fluids and Structure Samole Preparation 
A) Test. Fluid ~ Synthetic Urine 
Several of the measurements described in the tests herein 

involve the use of a test fluid such as synthetic urine, ethanol, or 
isopropanol. The synthetic urine utilized in a number of the tests 

15 described hereinafter is made from a commercially available synthe­
tic urine manuf~ctured by Jayco Pharmaceuticals {Mechanicsburg, PA, 
17055). This Jayco synthetic urine made from the preparation 
comprises KCl, 0.2%; Na2S04, 0.2%; NH4H2P04, 0.085%; (NH4)2HP04, 
0.015%; CaCl2*2H20, 0.025%; and MgCl2*6H20 1 0.05% (Percentage by 

20 weight). The synthetic urine samples are prepared according to the 
label instructions using distilled water. To aid dissolution, the 
Jayco salt mi~ture is slowly added to the wate·r. The sample is 
filtered if necessary to remove any particulates. Any unused 
synthetic urine is discarded after one week. To improve visibility 

25 of the fluid, S drops of blue food color can be added per liter of 
synthetic urine solution. The Jayco synthetic urine utilized has a 
surface tension of 65 !. 5 dynes/cm. 

B) Absorbent Structure Sample Preparation 
A number of the following tests involve the preparation and 

30 testing of absorbent structure, e.g., foam samples, of a particular 
specified size. Un 1 ess otherwise specified, absorbent structure 
samples of the requisite size should be cut from larger blocks of 
the same material using a sharp reciprocating knife saw. Use of 
this or equivalent type of sharp cutting device serves. to substan-

35 tially eliminate sample edge flaws and edge densification effects 
which could have adverse impact on the accurracy of certain of the 
measurements made in carrying out the several test procedures 
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Sample size specification will also generally include a 
dimension for sample caliper or thickness. Caliper or thickness 
measurements for purposes of the present invention should be made 
when the absorbent structure sample is under a confining pressure of 
0.05 psi (350 Pa). 
II) Determination of fluid Handling Characteristics of the 

Acquisition/Distribution Layer 
A) Fluid Acquisition Rate 
The rate at which a particular type of fiber.;.based or foam­

based absorbent material will accept fluid into its internal 
structure can be determined for purposes of the present invention by 
a Fluid Acquisition Rate test. In such a test, a specified amount 
of test liquid is introduced onto the top surface of the structure 
being tested, and the amount of time required for all ·of this test 
liquid to be absorbed into the structure is measured. 

The setup for the El uid Acquisition Rate test involves the 
preparation of a 4• x 4• (10.16 cm x 10.16 cm) piece of absorbent 
structure material of any suitable caliper. This test sample is 
weighed and is placed on to.p of a s• x s• (12. 7 cm x 12. 7 cm) 
Plexiglas plate. Placed on top of the absorbent structure is a 
Strike Through Device which comprises a 4• x 4• (10.16 cm x 10.16 
cm) Plexiglas plate h·aving a cylindrical hole l• (2.54 cm) in 
diameter x 3/4" (1.9 cm) deep which serves as a load cell. rhe load 
cell is fitted with electric sensors which d·etect the presence of 
test liquid in the load cell. The sensors are connected to a timer 
such that the amount of time liquid remains in the load cell can be. 
automatically determined. The device which positions the sensor in 

. the load cell limits the cross-sectional area across which test 
liquid flows to about 0.33 in2 (2.13 cm2). Weights are placed on 
top of the Strike Through Device such that the absorbent structure 
sample being tested is maintained under a confining pressure of 0.2 
psi (1.43 kPa). 

An amount of JAYCO synthetic urine test liquid equal to two 
times (2X) the weight of the absorbent structure test sample is 
placed in a dispensing funnel which is positioned above the load 
cell of the Strike Through Device. · At time zero, the timer is 
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started, and the test liquid is dispensed from the dispensing funnel 
into the load cell of the Strike Through Device. (When the valve on 
the dispersing funnel is fully open, fluid flows into the load cell 
at the rate of about 11 ml/sec.) The timer is stopped when the 

.S electric sensors detect th&:t all of the test liquid has been drained 
from the load cell and absorbed into the test structure. 

The amount of time taken for the first aliquot of test liquid 
to be absorbed into the test structure is taken as the initial Fluid 
Acquisition Rate. Subsequent 2X aliquots of test liquid can be fed 

. · 10 into the load cell at interva1s of 2 - 3 minutes. In this manner, 
Fluid Acquisition Rate as a function of structure fluid loading can 
also be determined. 

B) Vertical Wicking Height 
Vertical wicking characteristics of material suitable for use 

15 as or in the fluid acquisition/distribution component of the arti­
cles herein can be determined by the Vertical Wicking Height test. 
In such a test, a 10" x l" (25.4 cm x 2.54 cm) strip of an absorbent 
structure test sample of any suitable caliper (e.g., 0.15 in [0.38 
cm] for fiber-based structures; 0.25 in [0.13 cm] for foam-based 

20 structures) is used. This test strip is positioned vertically over 
a reservoir of a JAYCO synthetic urine test liquid. At time zero, 
the test strip is lowered into the reservoir to a point on the strip 
marked as the zero point. After 30 minutes, the level to which test 
liquid has wic.ked above the .zero point on the test strip is 

25 

30 

measured. This distance is then taken as the 30 minute Vertical 
Wicking Height. 
III) Determination of Fluid Handling Characteristics of the . 

Absorbent Foam Structures of the Fluid Storage/Redistribution 
Component 
A) Absorbent Capacity of the Foam 
Both free absorbent capacity and absorbent capacity under 

pressure of foam structures can be determined by a gravimetric 
analytical technique using synthetic urine as the fluid for which 
absorbent capacity of the foam is to be calculated. 

1) Principle of the Absorbent Capacity Testing 
35 In this test, a foam sample is saturated with synthetic urine 

test liquid to measure the no-load or free absorbent capacity of the 
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foam sample. Pressure is then applied in various increments to 
determine absorbent capacity under load. This absorbent capacity 
under pressure is measured after the foam sample has been held in a 
compressed state for a fixed amount of time. 

5 2) Scope of Testing 
This test measures the absorbent capacity of a foam sample 

under pressures of interest, namely from 0 to 1.0 pound per square 
inch (psi) (Oto 6.9 kPa), and at the temperature of interest, i.e., 
ggof (370C) • 

.10 3) Equipment 
Screen, 25 mesh, 8 cm in diameter; crystallizing dish, 15 

cm diameter x 7.5 cm high; beaker, 50 ml; analytical balance; 
dhl-type gauge, fitted with a foot at least 1 in2 (6.5 cm2) and 
capable of measuring to 0.001 inch (0.025 mm), e.g., Ames model 482 

15 (Ames Co., Waltham, MA) or Ono-Sokki model EG-225, Ono-Sokki Co., 
ltd., Japan); weights for the dial-type gauge capable of producing 
pressures of 0.2, 0.74, and 1.0 psi (1.4, 5.1, and 6.9 kPa). 

4) Materials 
JAYCO synthetic urine; foam samples. 

20 S} Procedure 

25 

30 

35 

i) The equipment and materi a 1 s herei nbefore described 
are equilibrated in a constant temperature room 
heated to 99DF (370C). Measurements are al so per­
formed in this room. . . 

ii} Foam samples· are cut into 1 in2 (6.S cm2) x 0.3 fo 

(0.8 cm) thick cylinders or equivalent. These 
samples are weighed to provide an average dry weight 

. . 
(OW). 

iii) Free Absorbent Capac;ty (FAC) of each .foam sample is 
determined as follows: 
a) The foam samp 1 e is immersed into the synthetic 

urine fo the crystallizing dish and· allowed to 
saturate. The sample may be squeezed a few 
times to expel air. 

b) The foam is removed without ~queezing fluid out 
of it. Excess fluid is allowed to drip off of 
the sample in the flat position for about 30 
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seconds, and then the wet sample is weighed. 
c) Steps a) and b) are repeated two more times and 

an average wet weight (WW) is calculated. 
d) The Free Absorbent Capacity (FAC, g/g is calcu-

5 lated as 

10 

15 

20 

25 

30 

35 

FAC • weight synthetic urine in saturated 
foam/dry weight foam 

• [WW (g) - DW (g)]/DW (g) 
iv) Absorbent Capacity Under Pressure (Pressure Desorp­

tion) for each fo~m sample is determined as follows: 
a) The 50 ml beaker, with the screen on top of it, 

is positioned under the center of the foot of 
the dial-type gauge, with the foot resting on 
the screen. 

b) The saturated sample is placed on top of the 
screen, making sure the sample is over the 
center of the beaker, and the dial-type gauge is 
positioned to apply· confining pressure on the 
foam sample. 

c) Weights are placed on the gauge to apply 0.2 psi 
(1.4 kPa) of pressure on the sample. 

d) After 15 minutes, the foam sample is weighed 
(WW,0.2). 

e) The same sample is resaturated, and then steps 
a) - d) ~re repeated except the 0.74 and 1.0 psi 
are used to determine WW,0.74 and WW,1.0. 

f} Using new samples, steps a) - e) are repeated 
two more times to determine average wet weights 
after the samples are held under the different 
pressures. 

g) Absorbent capacities under pressure (X-load, g/g 
are calculated as shown. 
(X-load under a given pressure is the weight 

synthetic urine in wet foam/dry weight foam.) 
Capacity under 0.2 psi 

X,0.2 (g/g) •[WW,0.2 (g) - OW (g)]/DW (g) 
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X,0.-74 (g/g) • [WW,0.74 (g) - OW (g)]/DW 
(g) 

Capacity under 1.0 psi 
X,1.0 (g/g) • [WW,1.0 (g) - OW (g)]/DW (g) 

Absorbent capacity values in ml of synthetic urine _per gram of 
dry foam can be obtained by dividing the FAC and the X-load values 
by the specific gravity of the Jayco synth_et 1 c urine which is 
approximately 1 g/ml. 

B) Vertical Wicking Rate and Vertical Wicking Absorbent 
Capacity of the Foam 

Vertical wicking rate and vertical wicking absorbent capacity 
are measures ·of the ability of a dry foam to wick fluid vertically 
from a reservoir. The time required for the fluid front to wick 
through a 5 cm vertical length of a strip of foam is measured to 
give a vertical wicking rate. After fluid wicks to its equi]ibrium 
height, the amount of fluid held by the foam strip at a particular 
vertical wicki_ng height (e.g., 4.5 inches or 11.4 cm) is determined 
to give a vertical wicking absorbent capacity. 

Jayco synthetic udne coiored with blue food coloring is used 
in the followin_g methods to deter~ine vertical wicking rate and 
vertical wicking absorbent capacity. In this test procedure, the 
materials.are equilibrated at 37oc. and the test is performed at the 
same temperature. 

1) .Sample Prep.aration 

2) 

i) A strip of foam approximately 25 cm x 2.0 cm x 0.8 cm 
is cut from a parent ·sample. 

ii) A fluid reservoir is placed on top of a lab jack and 
the foam sample is clamped at one end s·o that it is 
suspended ver~ically over the fluid reservoir. 

iii) A ruler is clamped next to the foam sample so that 
the bottom (0 cm) of the ruler is about 1 - 2 n;n 

above the bottom of the foam sample. 
iv) The fluid reservoir is filled about 3/4 full with the 

dyed synthetic urine solution. 
Vertical Wicking Rate 
i) The reservoir is raised up to the bottom of the foam 
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sample with the lab jack. A timer is started as soon 
as the fluid touches the bottom of the foam sample. 

ii) The reservoir is inmediately raised until the liquid 
just touches the bottom of the ruler. 

iii) The time it takes the fluid front to reach 5 cm is 
recorded. 

iv) The foam is allowed to wick until it reaches equili­
brium (e.g., about 18 hours). The lab jack may need 
to be adjusted to keep l - 2 mm of the sample 

10 immersed, and the sample should be shielded to 
prevent evaporation. 

15 

20 

25 

3) Absorbent Capacity (ml/g) per Vertical Length of .Foam 
i) The foam sample is removed and placed on a non-ab­

sorbent surface. 
ii) The sample is immediately cut into separate l inch 

(2.54 cm) pieces using a tool sharp enough not to 
compress the foam sample, and e·ach such piece is 
weighed. 

iii) The excess fluid is squeezed out of each piece, and 
each piece is placed on an absorbent towel. 

iv) Each piece is allowed to dry completely. 
v) Each dry piece is _then weighed and an absorbent 

capacity for each piece is calculated based on the 
difference between the wet and dry weights. 
For purposes of the present invention, the absorbent 
capacity of the one-inch segment which represents 4.5 
inches (11.4 cm) of wicking height is the parameter 
most desirably determined. 

C) Adhesion-Tension Characteristics of the Foam 
30 The adhesion tension exhibited by hydrophilized foam samples 

which imbibe test fluids via capillary suction is the product of t~e 
surface tension, ..,, of the test fluid times the cosine of the 
contact angle, e, exhib;ted by the test fluid in contact with the 
interior surfaces of the foam sample. Adhesion tension can be 

35 determined experimentally by measuring the equilibrium weight uptake 
by capillary suction exhibited by two test samples of the same foam 
using two different test 1i quids. In the first step of such a 
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procedure, specific surf ace area of the foam samp 1 e is determined 
using ethanol as the test fluid as described hereinafter in the 
Specific Surface Area discussion of this TEST METHODS section. 

The capillary suction uptake procedure is then repeated in 
s · identical manner to the ethanol procedure except that JAYCO syn-

.thetic urine is used as the test fluid and the test is carried out 
at 37oc. Contact angle of the synthetic urine can then be calcu­
lated as follows from. the known specific surface area and the 
synthetic urine uptake data: 

10 coseu • HuGLN 
HN1uSc 

where Ou • contact angle of Jayco synthetic urine in degrees; Mu • 
mass of liquid uptake of Jayco synthetic urine in gms; G • gravita­
tional constant which is 980 cm/sec2; MN • mass of dry foam sample 

15 in gm; 1u • surface tension of JAYCO urine which is -65 dynes/cm; Sc 
•specific surface area of .the foam sample in cm2/gm as determined 
by the ethanol uptake procedure; and Ln • length of the foam sample 
in cm. 

When a surfactant is present (on the foam sample surfaces 
20 and/or in the advancin.g test liquid), characterization of the 

advancing liquid.front is defined by applying the adhesion tension 
(AT) equation: 

AT • MTGLN 

MN Sc 
25 wherein MT is the mass of. the test liquid taken up by the foam 

sample, and G, LN, MN, and Sc are as hereinbefore def;ned. [See 
Hodgson and Berg, J. Coll. Int~ Sci •• 121(1)~ 1988, pp 22-31] 

In determining adhesfon tension for any given test liquid, no 
assumption is made of the numerical value of the surface tension at 

30 any point in time so that possible changes in surfactant concentra­
tion on ·the sample surfaces and/or in the advancing 1 iquid during 
wicking are immaterial. The experimental value of adhesion tension 
(1 cos9) is espec·ially useful when viewed as a percentage of t.he 
maximum adhesion tension which is the surface tension of the test 

35 liquid (e.g., the max~mum adhesion tension using JAYCO synthetic 
urine would be (65 ! 5] [cos OO] • 65 ! 5 dynes/cm. 
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IV) Detenninatjon of Structural Characteristics of the Absorbent 
Foam Structures of the Fluid Storage/Redistribution Component 

A) Available Pore Volume of the Foam 
A procedure for determining available pore volume involves the 

measurement of the amount of 1sopropanol (flash point 120C) which 

can be introduced into the structure of an absorbent foam sample. 

Equipment and materials used in making such a measurement are 

equilibrated at 22 ! 2oc. Measurements are also performed at this 

temperature. 
Dry foam samples are cut 1n_to 1 1n2 (6.5 cm2) x 0.3 inch (0.8 · 

cm) thick cylinders or the equivalent. Such cylindrical samples can 

be prepared by using a sharp punch 1.13 inches (2.87 cm) in diameter 

on a 0.3- inch (O.·B cm) sheet of foam. These dry foam samples are 

each weighed to determine a dry weight (dw). Three of such samples 

are weighed to determine an average dry weight (OW). 
The Measured Free Capacity (MFC) of these samples is then 

determined by the following steps: 
1) The foam samples are immersed in the i sopropanol in a 

crystallizing dish and allowed to saturate. At this point, the 

sample may be squeezed a few times to expel air. 

2) Each samp 1 e is removed with out squeezing i sopropano 1 out 

of it. Excess fluid is allowed to drip off of the sample in the 

flat position for about 30 seconds. Each sampie is then weighed wet 

to determine a wet weight (ww). 
3) Steps 1) and 2) are repeated two more times and an average 

wet weight (WW) is calculated. 
Measured Free Capacity (MFC, g/g) is the weight of isopropanol 

i.n the saturated foam per unit mass of dry foam. HFC is ca·lculated 

according to the formula 
MfC • [\rlW(gl · OWfgll 

DW(g) 
Available pore volume is then calculated by dividing the MFC of 

the foam for isopropanol by the density of isopropanol which is 

0.785 g/ml. This gives an available pore volume for the foam in 

ml/g. 
B) Capillary Suction Specific Surface Area of the Foam 

Capillary Suction Specific surface area of the foam absorbents 
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useful in the fluid storage/redistribution component herein· can be 

determined from the equilibrium weight uptake of a test 1 iquid of 

known low surface tension. In this instance, absolute ethanol 

(flash point is lOOC) is used. 
5 To conduct the test, a tared foam sample strip of suitable 

dimensions (e.g., 25 cm long x 2 cm wide x 0.8 ·cm tMck) is equili­

brated at 22 + 2oc., is positioned vertically and at one end is 

immersed 1-2111111 into a reservoir of the ethanol using a lab jack. 

The ethanol is allowed to wick up the foam strip to its equilibrium 

10 height which should be less than the sample length. The ethanol­

containing strip is then weighed while st~ll touching the reservoir 

to determine the weight of total ethanol uptake. During this 

procedure the sample should be shielded, for example with a capped 

glass cylinder, to prevent ethanol evaporation. 

15 Specific surface area of the foam s~mple can be calculated from 

the following formula: 
Sc .. MeGLn 

Mn'Ye 
where Sc • capillary suction specific surface area in cm2/gm; Me • 

20 mass of liquid uptake of EtOH in gms; G •the gravitational constant 

which is 980 cm/sec2; ln • total length of sample in cm; Mn • mass 

of dry sample in gm; and 1'e • surface tension of EtOH which is 22.3 

dynes/cm. Values obtafoed can then be divided by 10000 cm2/m2 to 

provide capillary suction specific surface area in m2/g. 

25 C) foam Density 
One procedure which can be used to determine foam density is 

that described in ASTM Method .No. 03574-86, Test A, which is 

designed primarily for the testing of urethane foams but which can 

also be utilized for measuring density of the preferred HIPE-type, 

30 storage/redistribution component absorbent foams of the present 

invention. In particular, density measurements made according to 

this ASTM procedure are carried out on foam samples which have been 

preconditioned in a certain manner as specified in that test. 

Density is determined by measuring both the dry mass of a given 

35 foam sample and its volume at 22· :!: 2oc. Volume determination on 

larger foam samples are calculated from measurements of the sample 

dimensions made under no confining pressure. Dimensions of smaller 
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foam samples may be measured using a dial-type gauge using a 
pressure on the dial foot of 350 Pa (0.05 psi). 

· Density is calculated as mass per unit volume. For purposes of 
this invention, density is generally expressed in terms of g/cm3. 
V} Determinatjon of Mechanical Characteristics of the Absorbent 

Foam Structures of the Fluid Storage/Redistribut;on Component 
-A) Resistance to Comoression Deflection of the Foam 
Resistance to compression deflection exhibited by the storage/­

redistribution component foam can be quantified for purposes of this 
invention by measuring the amount of strain (% caliper reduction) 
produced in a foam sample~ which has been saturated with synthetic 
urine, after stress in the form of a 0. 74 psi (5.1 kPa) confining 
pressure has been applied to the sample. 

Testing to make such measurements can be carried out on foam 
samples prepared as hereinbefore described for the Available Pore 
Vo 1 ume test. Such samp 1 es, the synthetic urine test fluid and 
equipment used to make measurements are all equilibrated in a 
constant temperature room heated to 990f (370C). Measurements are 
also performed in this room. 

The foam samples are placed in a· crystallizing dish and 
saturated to their. free absorbent capacity w_ith Jayco synthetic 
urine~ A given saturated sample to be tested is then placed on a 25 
mesh screen·over a beaker, and a dial-type gauge suitable for making 
caliper measurements is positioned on the sample. Any gauge fitted 
with a foot having a surface area of at least 1 in2 (6.5 cm2) and 
capable of measuring caliper dimensions to 0.001 in (0.025 nun) can 
be employed. Examples of such gauges are an Ames. model 482 (Ames 
Co.; Waltham, HA) or an Ono-Sokki model EG-225 (On~-Sokki Co., Ltd.; 
Japan). Also utilized are weights which can be used with the dial 
gauge to produce a foot pressure on the foam sample of up to 1.0 ps; 
(6.9 kPa). 

The saturated foam sample on the scree·n is subjected to a 
confining pressure of 0.74 psi (5.1 kPa) for 15 minutes. At the end 
of this time, the dial gauge is used to measure the change in sample 
caliper which occurs as a consequence of the application of the 
confining pressure. From the initial and final caliper measure­
ments, a percent strain induced can be calculated for the 
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sample. 
B) flexibility of the foam 
Foam flexibility can be quantified by referencing a test 

procedure which is a modification of the ASTH D 3574-86, 3.3 test 

5 used to determine flexibili.ty of cellular organic polymeric foam 

products. Such a modified test utilizes a foam sample which is 7 x 

0.8. x 0.8 cm and which has been saturated to its free absorbent 

capacity with Jayco synthetic urine at 37oc. It is important that 

the cutting process used to make these samples does not introduce 

10 edge defects in the foam strip. The synthetic urine-saturated foam 

strip is bent around a 0.8 cm diameter cylindrical mandrel at a 

uniform rate of 1 lap in 5 seconds until the ends of the strip meet. 

The foam is considered flexible if it does not tear or break during 

this test, i.e., if it passes one bending cycle. 

15 C) Recovery From Compression Deflection of the Foam 

To test recovery from compression deflection, foam samples 

similar to those prepared for the Available Pore Volume test herein­

before described are used. Such samples are 0.8 cm thick cylinders 

having a cross-sectional circular area of 6.45 cm2 (1 in2). These 

20 foam samples may be tested in· either the dry state or after they 

have .been saturated to their free absorbent capacity with Jayco 

synthetic urine. 
Using a dial-type gauge, a test sample, whether dry or wet, is 

compressed within 10 seconds to 50% of its original thickness and 

25 maintained ;n the compressed state for 1 minute. The pressure is 

then released, and the foam is allowed to recover thickness for 1 

minute. The percent recovery is based on the original height of the 

uncompressed foam .. 
for testing of dry samples, ambient temperature, e.g., 22 :!: 

30 2oc., is used. For testing of wet samples, the foam sample i_s 

saturated to its free absorbent capacity with 37oc. Jayco synthetic 

urine in a 5 cm diameter dish. The dish acts as a reservoir to 

contain expressed fluid during the compression and also acts as a 

·reservoir from which the sample can re-absorb f1u1d upon recovery 

35 from compression. 
EXAMPLES 

Preparation of fiber-containing or· foam-containing absorbent 
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structures useful as a fluid acquisition/distribution component, a 

HIPE foam-based absorbent structure useful as a fluid storage/­

redistribution component, and a disposable diaper employing th~se 

two types of structures as the layers in its absorbent core are all 

5 11lustTated by the following examples. Also, exemplified are the 

results of a diaper leakage test wherein the performance of a 

preferred layered-core diaper article of the present invention is 

compared with that of a conventionally configured, commercially 

marketed diaper product. 
10 EXAMPLE I 

Acquisition/Distribution Layer 
This example illustrates the preparation of a wetlaid fibrous 

absorbent web useful as the fluid acquisition/distribution component 

in an absorbent core of a diaper product according to the present 

15 invention. Such a web comprises 92% by weight of chemically 

stfffened, twisted, curled cellulosic fibers and 8% by weight of 

highly refined, non-stiffened cellulosic fibers (Foley Fluff crill) 

having a Canadian Standard Freeness (CSF) of about 200. 
The stiffened, twisted, curled cellulosic fibers themselves are 

20 made from southern softwood kraft pulp (Foley fluff marketed by The 

Procter & Gamble Cellulose Company, -Memphis, TN, USA). These fibers 

~re crosslinked with glutaraldehyde to the extent of about 2.5 mole 

percent on a dry fiber cellulose anhydroglucose basis. This cross-

1 inking is carried out according to the •dry crosslinking process• 

25 . as described in the hereinbefore referenced U.S. Patent 4,822,453. 
The stiffened, twisted, curled fibers which result are substan­

tially similar to fibers having the characteristics set forth in 
Table 1. 

Table I 
30 Stiffened. Twisted, Curled Cellulose CSTCCl Fibers 

Type • Southern softwood kraft pulp crosslinked with glutaraldehyde 

to the extent of 2.5 mole percent on a dry fiber cellulose anhydro­

glucose basis 
Twist Count Dry • _6.8 nodes/mm 

35 Twist Count Wet s 5.1 nodes/mm 
Isopropol Alcohol Retention Value • 24% 

.Water Retent;on Value• 37% 
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Curl Factor • 0.63 
A pulp slurry of the stiffened and nonstiffened cri11 fibers as 

hereinbefore described is prepared having a fiber consistency of 
O.lf.-0.2%. This pulp slurry is pumped to a FORMAR papermaking 

s machine at a linear velocity of 25 m/s and at rate of about 95 
liters/minute. The slurry is distributed by a fixed-roof former 
headbox onto a 12 inch wide (30.5 cm) 84M, 5 shed forming wire 
moving continuously at a rate of 1.5 m/minutes. Linear velocity of 
the pulp slurry upon exit from the headbox is from 50 to 100 m/s. 

10 Flow and wire movement are regulated so that a uniform, moist sheet 
having a dry basis weight of about 0.03 g/cm2 and an average dry 
density of about 0.06 - 0.07- g/cm3 is formed. Sheet consistency is 
increased to about 16%-22%. by application of two vacuum boxes in 
sequence from underneath the wire. Such vacuum boxes operate at 75 

15 mm Hg and 100 mm Hg, respectively, with a residence time· for the 
sheet being subject to each vacuum box of about 1 second. The sheet 
is then removed from the forming wire manually and dried, batchwise, 
in a forced convection steam heated oven for about 4 hours at·about 
llOOC. 

20 As indicated, the resulting wetlaid web has an average dry 
density of about 0.06 - 0.07 g/cm3 and a basis weight of about 0.03 
g/cm2. . Upon saturation with synthetic urine, this web has an 
average density of about 0.08 g/cm3 on a dry basis. By way of flui_d 
handling characteristics, a web of this type exhibits an initial 

25 Fluid Acquisition Rate of about 11 ml of synthetic urine per second. 
lt has a 30-minute Vertical Wicking Height of about 14.9 cm. As 
described in greater detail hereinafter in Example III, this web can 
be fashioned into the upper fluid acquisition/distribution layer in 
the absorbent core of a diaper _article. 

30 EXAMPLE 11 
Fluid Storage/Redistribution Layer 

This example illustrates the preparation of a HIPE foam 
absorbent material on a semi-pilot plant scale. This foam absorbent 
material is useful as the fluid storage/redistribution layer in the 

35 absorbent core of a diaper product according to the present 
invention. 
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Calcium chloride (3ZO g.) and potassium persulfate (48 g.) are 
dissolved in 32 liters of distilled water. This provides the water 
phase used to form the HIPE emulsion. 

5 To a monomer combination comprising styrene (420 g.), divinyl-
benzene (660 g.) and 2-ethylhexylacrylate (19ZO g.) are added 
sorbitan monooleate (480 g •. as SPAN9 80) and sorbitan trioleate (120 
g. as SPAN8 85). After mixing, this comprises the oil phase used to 
form the HIPE emulsion. 

10 At liquid temperatures in the range of ssoc to ssoc, separate 
streams of the oil phase and water phase are fed to a dynamic mixing 
chamb_er. Thorough mixing of the combined streams in the dynamic 
mixing chamber is produced by means of a pin impeller. At this 
scale of operation, an appropriate pin impeller comprises a cylin-

15 drical shaft of about 18 cm in length with a diameter of about 1.9 
cm. The shaft holds two rows of 17 and two rows of 16 cylindrical 
pins each having a diameter of 0.5 cm. extending radially outward 
from the central axis of the shaft to a length of 1.6 cm. The four 

.;~),,:." 

rows are positioned at . goo angles around the circumference of the 
20 impeller shaft. The rows that are perpendicular to each other are 

offset along the length o.f the shaft such that no pins which are 
perpendicular to each other are in the same radial plane extending 
from the axis of the shaft. The pin impeller is mounted in a 
cylindrical sleeve which forms the dynamic mixing chamber, and the 

25 pins in the impeller have a. clearance of. 0.8 mm from the walls of 
the cylindrical sleeve. The impeller is operated at a speed of 850 
revolutions per minute. 

A spiral static mixer (14 inches long by 3/8 inch outside 
diameter by 0.315 inch inside diameter) is mounted further down-

30 stream from the dynamic mixing chamber to help provide some back 
pressure. This helps keep ·the dynamic mixing chamber comprising the 
cylindrical sleeve with its pin impeller full. This also helps to 
ensure appropriate and complete mixing of the oil and water phases. 

An emulsion having the requisite ratio of water to oil phases 
35 is approached gradually. At first, flow rates are adjusted so that 

3 parts by weight of the water phase and 1 part by weight of the oil 
phase enter the dynamic mixing chamber with the pin impeller. The 
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water to oil phase ratio is increased, over a period of a few 
minutes, unt i1 a ratio of 12-13 parts water phase to 1 part oil 
phase is passing into the dynamic mixing chamb~r, at a rate of 15 
ml/sec. Gradually, the oil flow rate. is decreased so that the water 

5 phase/oil phase weight ratio is near 25:1. At this stage, the 
viscosity of the emulsion flowing out of the static mixer drops. 
(Visually, the whitish mixture becomes more translucent at this 
point.) 

The flow rate of the oil phase is thereafter further decreased 
10 to the point where the water phase/oil phase weight ratio is about 

31:1. Visually, the emulsion at this stage flows from the static 
mixer Qrifice with the consistency of a whipping ·cream and "sets" to 
a consistency reminiscent of a creamy yogurt. 
Polymerization of the Emulsion 

15 At this point, the emulsion emerging from the static mixer is 
ready for curing. The emulsion is fed to a generally rectangular 
mold which is made of polyethylene and which has the dimensions, 38 
cm length; 25 cm width and 22 cm depth. Emulsion is emptied into 
such molds until each mold contains approximately 20,000 ml of the 

20 emulsion to be cured. 
Curing is effected by placing the emulsion-containing molds in 

a curing oven at a temperature of 660C for a period of about 16 

hours. · After curi.ng, the resulting solid polymerized foam material 
contains up to 98% water and is soft and sopping wet to the touch. 

25 Foam Washing and Hydrophilization 
The wet cured foam material is removed from the curing mold and 

subjected to further processing. The residual water phase ;n the 
foam is expressed by applying sufficient pressure to the foam 
material,·or to thin slices of the foam material, to squeeze out at 

30 least 90i of the retained original residual water phase mate·rial. 
Notably, when the foam prepared according to the foregoing procedure 
is squeezed, the edges of the foam do not extrude outwardly, and the 
cells of the foam do not burst. Rather, the foam appears to 
collapse under pressure in the Z-direction and then spring back to 

35 its original shape, either as water is imbibed or when heat is 

applied as described more fully hereinafter. 
The foam sample is then washed for 20 seconds in sooc water 
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conta;n;ng calc;um chloride as a hydroph;ltz;ng agent. Such a 
hydrophilizing solution contains 1% by weight of calc;um chloride. 
During the treatment with this hydroph11 izing solution, the foam 
springs back to its original shape. 

The calcium chloride solution used in the first washing is 
aga;n expressed using pressure, and the foam is then treated with a 
second washing with the calcium chloride solution at sooc. This 
second rinse is intended to leave a residue of calcium chloride in 
the foam, thereby rendering the internal foam surfaces relatively 
hydropMl ic. 

Foam Dewatering 
The twice hydrophilized foam is then again pressed to express 

excess hydrophilizing solution from within its porous· structure. 
The foam material is then dried by subjecting it to oven drying for 
12 hours at sooc. After drying the foam material is further cut or 
sliced to provide the fluid storage/redistribution layer of the 
absorbent core of the diaper product of the type described herein­
after in Example III. 
foam Characterist;cs 

The HIPE foam storage/redistribution layer material prepared in 
the foregoing manner has the characterist;cs and features as set 
forth in Table II. 

/'-.... 
i 

,/ 
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TABLE II 

FEATURE 

5 
Elujd Handling PcoRertje~ 
Absorbent capacity under a pressure of: 

0.0 kPa (O.O psi) 
1.4 kPa (0.2 psi) 
5.1 kPa (0.74 psi) 
6.9 kPa (1.0 psi) 

10 

% of 0.0 kPa capacity 
at 5.1 kPa 

Vertical wicking time 
to 5 cm 

15 
Absorbent capacity at a height up to: 

1.3 cm (0.5 in) 
3.8 cm (1.5 in) 
6.4 cm (2.5 in) 

20 8.9 cm (3.5 in) 
11.4 cm (4.5 in) 
14.0 cm (5.5 in) 
16.5 cm (6.5 Jn) 
19.1 cm (7.5 in) 

25 Adhesion Tension in 65 + 5 
dynes/cm Synthetic Ur1ne 

Structural Features 
Pore Volume 
Capillary Suction 

Specific Surface Area 
30 Density 

Average Cell Size 
Mechanjcal Eeatures 

Strain Under 5.1 kPa 
Confining Pressure 

35 Flexibility 
~ Recovery From 50% 

Compression 

VALUE 

31.5 
29.1 
25.1 
14.8 

79.7 

120 

26.7 
26.4 
25.3 
24.8 
24.0 
23.3 
2L8 
14.1 

37.8 

31.8 

1.25 
0.032 
37 

31% 
>l 

94% 
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UNITS 

mL/g 
ml/g 
mL/g 
mL/g 

sec 

ml/g 
ml/g 
ml/g 
rnl/g 
rnl/g 
rnl/g 
ml/g 
mL/g 

dynes/crn 

rnl/g 

m2/g 
g/cm3 
µ 

% 

bending cycles 

% 

/"'­
.. / 
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A disposable diaper is prepared using the configuration and 

components shown in expanded and blown-apart depiction in f;gure 9. 

5 Such a diaper comprises a thermally bonded polypropylene topsheet, 
70, a fluid-impervious polyethylene backing sheet, 71, and a dual 
layer absorbent core positioned between the topsheet and the backing 
sheet. The dual layer absorbent core comprises a modified hour­
glass-shaped, fluid storage/redistribution layer, 72, comprising 

10 HIPE foam of the Example II type positioned below a modif;ed-hour­

glass shaped fluid acquisition/distribution layer, 73, comprising 

the wet-laid web of stiffened, twisted, curled ce11ulosic fibers as 
described hereinbefore in Example I. 

The topsheet contains two substantially parallel barrier leg 
15 cuff strips, 74, with elastic. Affixed to the diaper backsheet are 

two rectangular elasticized waistband members, 75. Also affixed to 
each end of the polyethylene backsheet are two waistshield elements, 
76, constructed of polyethylene. Also affixed to the backsheet are 
two parallel leg elastic strips, 77. A sheet of polyethylene, 78, 

20 is affixed to the outside ~f the backsheet as a ded;cated fastening 
surface for two pieces, 79, of Y type which can be used to fasten 

the diaper around the wearer. 
The Ex.ample I-type acquisition/distribution layer in the 

absorbent core comprises about 9.2 grams of fluid absorbing mater-

25 ial. The surface area of the fluid acquisition/distribution layer 
is about 46.8 in2 (302 cm2). It has a caliper of about 0.44 cm. 

The fluid storage/redistribution ·1ayer of the diaper core 
comprises a modified hourglass-shaped piece of HIPE foam of the type 

described hereinb~fore in Example II. About 12 grams of this HIPE 
30 foam are used to form the storage/redistribution layer which has a 

surf ace area of about 65. 9 i n2 ( 425 cm2) and a ca H per of about 

0.325 in (0.826 cm). 
A diaper having this particular core configuration exhibits 

especially desirable and efficient utilization of the c9re for 
_35 holding discharged urine and accordingly provides exceptionally low 

incidence of leakage when worn by an infant in the normal manner. 
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Diapers substantially similar to that described in Example III 
are tested for efficacy.in a panel test wherein 75 male infants use 

5 both the Example III type diapers and control diaper products of 
conventional configuration in an overnight wearing situation. In 
such a test, each panelist is given for use on consecutive nights 7 
medium size diapers, 4 of the Example III type and 3 of a type 
corresponding to the commercially marketed LUVS Deluxe for Boys 

10 product. The LUVS product is of the Customized Absorbency Zone for 
Boys configuration and contains 39.1 grams of absorbent material. 

Caregivers are asked to use one diaper per night and to record 
and report the incidence of overnight leakage of each diaper used. 
Leakage results from all the panelists are then collected and 

15 analyzed. As a result of this analysis, it can be determined that, 
in such a panel test, 13.-1% of the Example Ill type diapers leak 
whereas 14.0% of the LUVS diapers leak. 

This panel testing indicates that diapers utilizing the parti­
cular dua 1 1 ayer core configuration of the present invention can 

20 provide leakage performa~ce which is comparable to that of commer­
cially marketed control diaper products even though the diapers of 
the present invention contain significantly less absorbent material 
than do the control diaper products. 

EXAMPLE V 
25 Diapers With Alternative Acquisition/Distribution Layers 

Diapers substantially similar in configuration to that 
described in Example III are prepared using alternative structures 
as the fluid acquisition/distribution layer therein. These alter­
native structures are described as follows: 

30 A) AiT laid Stiffened Cellulosic Fibers 
Stiffened,-Twisted, Curled Cellulose (STCC) Fibers of the type 

described in Table I of Example I herein but_which are cross-linked 
with citric acid instead of glutaraldehyde are air 1 aid into an 
absorbent web structure having a dry density of about 0.075 -g/cm3 

35 and a dry basis weight of about 0.03 g/cm2. Such an air laid web 
structure exhibits an initial Fluid Acquisition Rate of about 7.5 ml 
of synthetic urine per second and a 30-minute Vertical Wicking 
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Height of about 4~8 cm. 
8) Air Laid Cellulosic Fibers (Foley Fluff) 
Non-stiffened wood pulp fibers are air laid into an absorbent 

web structure (Foley Fluff) having a dry density of about 0.084 
5 g/cm3 and a dry basis weight of about 0.03 g/cm2. Such an air laid 

web structure exhibits an initial Fluid Acquisition Rate of about 
4.5 ml of synthetic urine per sec~nd and a 30-minute. Vertical 
Wicking Height of about 4.2 cm. 

C) Melamine-Formaldehyde Foam CBASOTECTl 
10 An absorbent foam structure is fashioned from a melamine-

fonnaldehyde foam material of the type which is described in Mahnke 
et al; U.S. Patent 4,540,717; Issued September 10, 1985 and which is 
marketed by BASF, AG under the tradename BASOTECT. Such a foam 
material has a pore volume of about 80-90 ml/g, a capillary suction 

15 specific surface area of about 0.2.to 0.5 m2/g, an average cell size 
of about 200-300 microns with holes between cells of about go· 

microns and a dry density of about 0.01 g/cm3. A foam material of 
this type exhibits an initial Fluid Acquisition Rate of about 7.0 ml 
of synthetic urine ·per second and a 30.;minute Vertical Wicking 

20 Height of less than 2 cm. 
EXAMPLE VI 

Preparation of Alternative Storage/Redistribution Layer Material 
This example illustrates the preparation of another type of 

HIPE foam material useful as or in the fluid storage/redistribution 
25 layer in the preferr~d layered-core absorbent articles of the 

present invention. 
Emulsion Preparation 

Calcium chloride (36.32 kg) and potassium persulfate (568 g) 
are dissolved in 378 liters of water. This provides the water phase 

30 stream to be used in a continuous process for forming a HIPE 
emulsion. 

To a monomer combination comprising styrene (1600 g), divinyl­
benzene 55% tec~nical grade (1600 g),. and 2-ethylhexylacrylate (4800 
g) is added sorbitan monolaurate (960 gas SPAN® 20). After mixing, 

35 this combination of materials is allowed to settle overnight. The 
supernatant is withdrawn and used as the oil phase in a continuous 
process for forming a HIPE emulsion. (About 75 g of a sticky 
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residue is discarded.) 

···-------------·---

REPlACEMENTSiircri 

04 OCT 1996 

······----·----------' 

At an aqueous phase temperature of 48-sooc. and an oil phase 
temperature of 22oc., separate streams of the oil phase and water 
phase are fed to a dynamic mixing apparatus. Thorough mixing of the 

5 combined streams in the dynamic mixing apparatus is achieved by 
means of a pin impeller. At this scale of operation, an appropriate 
pin impeller comprises a cylindrical shaft of about 21.6 ·cm in 
length with a diameter of about 1.9 cm. The shaft, as described in 
Example II, holds 4 rows of pins, 2 rows having 17 pins and 2 rows 

10 having 16 pins, each having a diameter of 0.5 cm extending outwardly 
from the central axis of the shaft to a length of 1.6 cm. The pin 
impeller is mounted in a cylindrical sleeve which forms the dynamic 
n:iixing ·apparatus, and the pins have a clearance of 0.8 mm from the 
walls of the cylindrical sleeve. 

15 A spiral static mixer is mounted downstream from the dynamic 
mixing apparatus to provide back pressure in the dynamic mixer and 
to provide improved incorporation of components into the emulsion 
that is eventually formed. such a static mixer is 14 inches (35.6 
cm) long with a 0.5 inch (1.3 cm) outside diameter. The static 

20 mixer is a TAH Industries Model 070-821, modified by cutting off 2.4 
inches (6.1 cm). 

The combined mixing apparatus set-up is filled with oil phase 
and water phase at a ratio of 2 parts water to 1 part oil. The 
dynamic m~xing apparatus is vented to allow air to escape while 

· 25 filling the apparat~s completely. The flow rates during filHng are 
1.127 g/sec oil phase and 2.19 cm3/sec water phase. 

Once the apparatus set-up is filled, agitation is begun in the 
dynamic mixer, with the impeller turning a~ 1800 ~PM. The flow rate 
of the water phase is then steadily increased to a rate of 35 .56 

30 cm3/sec over a time period of 130 sec. The back pressure created by 
the dynamic and static mixers at this point is 7.5 PSI {51.75 kPa). 
The impeller speed is then steadily decreased to a speed of 1200 RPM 
over a period of 60 sec. The back pressure drops to 4.5 PSI (31.05 
kPa). At this point, the impeller speed is instantly increased to 

35 1800 RPM. The system back pressure remains constant thereafter at 
4.5 PSI (31.05 kPa). 
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polymerization of the Emulsion 
The formed emulsion flowing from the static mixer at this point 

is collected in Rubbermaid Economy Cold Food Storage Boxes, Hodel 

3500. These boxes are constructed of food grade polyethylene and 

5 have nominal dimensions of ts• x 25• x g• (45.7.cm x 66 cm 22.9 cm). 

The true insi.de dimensions of these boxes are 1s• x 23 11 x 911 (38.1 

cm x 58.4 cm x 22.9 cm). These boxes are pretreated with a film of 

a solu~ion comprising a 20% solution of SPAN® 20 in an equal weight 

solvent mixture of xylene and isopropanol. The· solvent mixture is 

10 allowed to evaporate to leave only the SPAN® 20. Forty-seven liters 

of emulsion are collected in each box. 
The emulsion-containing boxes are kept in a room maintained at 

6SOC. for 18 hours to bring about polymerization of the emulsion in 

the boxes to thereby form polymeric foam material. 

15 Foam Washing. Hydrooh;lization and Dewaterinq 

After curing is complete, the wet cured foam material is 

removed from the curing boxes. The foam at this point contains 

about 30-40 times the weight of polymerized material (30-40X) of the 

residual water phase containing dissolved emulsifiers, electrolyte 

20 and initiator. The foam material is sliced with a sharp recipro­

cating saw blade into sheets wh~ch are 0.350 inches (0.89 cm) in 

caliper. These sheets are then subjected to compression in a series 

of 3 nip rolls whi·ch gradually reduce the residual water phase 

content of the foam to about 6 times (6X) the. weight of the poly-

25 merized material. At this point, the ·sheets are then resaturated 

with a 1% Catl2 solution at 600C., are squeezed in a nip to a water 

phase content of about lOX, resaturated with the 1% CaCl2 solution 

at 600C., and then squeezed· again in a nip to a water phase content 

of about lOX. 
30 lhe foam sheets, which now contain about lOX of what is essen-

tially a 1% CaClz solution are passed throu.gh a final nip equipped 

with a vacuum slot. The last nip reduces the CaCl2 solution content 

to about S times (SX) the weight of polymer. The foam remains 

compressed after the final nip at a caliper of about 0.080 in. (0.2 

35 cm). The foam is then dried in an air circulating oven set at about 

sooc. for about three hours. Such drying reduces the moisture 

content to about 5 - 7 % by weight of p~lymerized material. At this 



REPLAC~MENT SHEET 
-· ":,.._., ... ••• ' OO•V• •'•"'M•-----s 

i 
I 

' 0 . . ! 
.:,_ l.;;,_.; ,,,-';:J 

,, ________ __, 

- BO -

point, the foam sheets have a caliper of about 0.075 in. (0.19 cm) 

and are very drapeable. The foam also contains about 11% by weight 

of residual sorbitan monolaurate emulsifier and about 5% by weight 
(anhydrous basis) of residual hydrated calcium chloride as hydro-

s philizing agents. In the collapsed state, the density of the foam· 

is about 0.17 g/cm3. When expanded to its free absorbent capacity 

(26.5 ml/g) in JAYCO synthetic urine, the expanded foam has a 

capillary suction specific surface area of about 2.24 m2/g, a pore 

volume of about 29.5 cc/g and an av.erage cell size of about 15 
10 microns. 

15 The foam sheets prepared as in Example VI represent a preferred 

•thin-until-wet" embodiment of a fluid storage/redistribution layer 

of the present invention inasmuch as these foam sheets are in the 

form of collapsed foam material which will exp~nd upon contact with 
aqueous body fluids. Once expanded, the foam materials are useful 

20 for .absorbing the body fluids that have caused the foam to expand. 

Such preferred col J apsed foams are those which are formed from a 

non-hydrolyzed polymeri_c material, which have a capillary suction 

spec;fic surface area of from about 0.5 to 5.0 m2/g, and which 

contain from about 0.5% to 20% by weight of the foam material of 
25 residual water-insoluble emulsifier and from about 0.1% to 7% by 

weight {anhydrous basis) of the foam material of a toxicologically 
acceptable, hygroscopic, hydrated salt, which is preferably calcium 

chloride or magnesium chloride, as a hydrophilizing agent. 

In its collapsed state, such foam material will have a residual 

30 water content of from about ~% to 15% by weight of polymerize_d 

material when it is stored at ambient conditions of 720f (220C) and 
50% relative humidity. This water content includes both water of 

hydration associated with the hygroscopic, hydrated salt as well as 

free water absorbed within the foam. Such collapsed foam material 

35 will also have a dry basis density ranging from about· 0.08 to 0.3 
g/cm3. 

In its expanded state, such preferred -thin-until-wet foam 



- 81 -

r---------··· .. · .. ,. 
REPLACEMENi SHEET 

I 0 4 OCT 1996 l 

storage/redistribution layer materials will have a pore volume from 

about" 12 to 100 ml/g and will exhibit a resistance to compression 

deflection such that a confining pressure of 5.1 kPa produces after 

15 minutes of strain from about 5% to 95% compression of the struc-

5 ture when it 1s saturated at 37oc. to its free absorbent capacity 

with synthetic urine having a surface tension of 65 ! 5 dynes/cm. 

The average cell size of these preferred thin-until-wet storage/­

redistribution layer materials in the expanded state will range from 

about S to 30 microns. The. dry basis density of the expanded 

10 storage/redistribution layer material upon saturation to its free 

absorbent capacity in this synthetic urine will range from about 9% 

to 28% of its dry basis density in the collapsed state. 

EXAMPLE VII 

A diaper substantially similar in configuration to- that des-

15 cribed in Example IV is prepared using as the fluid storage/redis­

tribution layer a sheet of thin-until-wet collapsed absorbent foam 

of the type described in Example VI. In such a diaper, the fluid 

acquisition/distribution layer, comprising the stiffened, twisted, 

curled cellulosic fibers, is used in an amount of about 13 grams. 

20 The thin-until-wet fluid storage/redistribution layer is also used 

in an amount of about 13 grams. 

A diaper having this particular configuration exhibits espe­

cially desirable and efficient utilization of the absorbent core for 

holding discharged urin~ and accordingly provides exceptionally low 

25 incidence of leakage when worn by an infant in the normal manner. 

30 

35 

*Equivalent Applications: 

USSN 743,951 and USSN 743,947 are equivalent to correspond­

ing International (PCT) Applications, designating at least 

the EPO, being filed in the US/RO simultaneously with the 

instant International (PCT) Application on or before 

August 12, 1992. 
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WHAT IS CLAIMED IS: 

1. An absorbent article such as a diaper useful for absorbing 
aaueous body fluids discharged by an incontinent individual, said 
aosoroent article comprising 

A) a relatively liquid-impervious backing sheet; 
B) a relatively 1 iquid-pervious tops.heet; and 
C) an absorbent core positioned between said backing sheet 

and said topsheet, said absorbent core characterized in 
that it comprises: 
i) a fluid acquisition/distribution component positioned 

to receive discharged body fluids passing through the 
article topsheet, said fluid acquisition/distribution 
component comprising a porous hydroph i1 i c structure 
which exhibits an in;tial Fluid Acquisition Rate of 
at least 2, preferably at least 6, ml of synthetic 
urine per second, and preferably a 30-minute Verticle 
Wicking Height of at least 4.5 cm; and 

ii) a fluid storage/redistribution component maintained 
in fluid communication with said fluid acquisition/­
distribution component, said storage/redistribution 
component comprising a polymeric foam material in the 
form of a hydrophilic, . flexibl_e, open-celled 
structure -which has a free absorbent capacity at 
37oc. of at least 12, preferably at least 20, ml of 
synthetic urine per gram of dry foam ma teri a 1 and 
which also has an absorbent capacity for said 
synthetic urine under a confining pressure of 5.1 kPa 
maintained for 15 minutes at 37oc. which is at least 
5%, preferably at 1 east 20%, of its free absorbent 
capacity. 

1. The absorbent article of Claim 1 characterized in that: 
A} the fluid acquisition/distribution component of the 

absorbent core is in the form of an upper layer comprising 
a nonwoven fibrous structure having an average dry density 
of less than 0.3 g/cm3; an average density upon saturation 

------------------
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with synthetic urine of less than O. 2, preferably from 
0.02 to 0.2, most preferably from 0.02 to 0.15, g/cm3 and 
an average basis weight of from 0.001 to 0.10, preferably 
from 0.01 to ·o.oa, most preferably from 0.015 to 0.04, 
g/cm2; and 

B) the fluid storage/redis.tribution component of the absor­
bent core is in the form of a 1 ower 1 ayer comprising a 
polymeric foam material having, at the point of its use as 
an absorbent, 
i) a pore volume of from 12 to 100, preferably from 20 

to 70, ml/g; 
ii) a specific surface area of from about 0.5 to 5.0, 

preferably from 0.75 to 4.5, m2/g as determined by 
capillary suction; and 

iii) a resistance to compression deflection such that a 
confi~ing ·pressure of 5.1 kPa produces after 15 
minutes a strain of from 5% to 95%, preferably from 
5% to 75%, compression of the structure when it is 
saturated at 37oc. to its free absorbent capacity 
with synthetic urine; 

C) the weight ratio of the fluid acquisition/distribution 
layer to the fluid storage/redistribution layer is 
preferably in the range of from 1:4 to 5:1. 

3. The absorbent article of any of Cl a·ims 1 to 2 
characterized in that the ·polymeric foam material of the fluid 
storage/redistribution layer is substantially free of polar 
functional groups on its polymeric structure, but which contains 
from 0.1~ to 10%, preferably 0.1% to 7%, by weight of a residual 
hyarophi 1 izing agent selected from non-irritating surfactants and 
water-hydr~table inorganic salts, preferably calcium chloride. 

4. An absorbent article such as a diaper for absorbing 
aaueous body fluids discharged by an incontinent individual, said 
aosorbent article comprising: 

A) a relatively liquid-impervious backing sheet; 
B) a relatively liquid-pervious topsheet; and 

------·---····----···-···---··---·----
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C) an absorbent core Pt?Sitioned between said backing sheet 
and said .topsheet, said a.bsorbent core characterized in 
that it comprises: 
i) a fluid acquisition/distribution component positioned 

to receive discharged body fluids passing through the 
article topsheet, said fluid acquisition/distribution 
component comprising a fiber-containing or foam­
containing structure which exhibits an initial Fluid 
Acquisition Rate of at least 2, preferably at least 
6, ml of synthetic urine per second, and preferably a 
30-minute Verticle Wicking Height of at least 4.5 cm; 

• and 
ii) a fluid storage/redistribution component maintained 

in fluid communication with said fluid acquisition/­
distribution component, said storage/redistribution 
component comprising a collapsed polymeric foam 
material which, upon contact with aqueous body 
fl~ids, expands ~nd is thereupon useful for absorbing 
said fluids, said polymeric foam material comprising 
a hydrophilic, flexible, non-hydrolyzed structure of 
interconnected open cells, which structure has a 
capillary suction specific surface area of from O.S 

t~ 5.0, preferably from 0.75 to 4.5, m2/g; and which 
structure further has incorporated therein from 0.5% 
to 20~ by weight of residual water-insoluble 
emulsifier and from 0.1% to 7% by weight of a 
toxicologically acceptable hygroscopic, hydrated 
salt; said structure further having, 
a) in its collapsed state, 

x) a water content of from 4% to 15% by weight 
of polymeric foam material; and 

y) a dry basis density of from 0.08 to 0.3 
g/cm3; and 

b) in its expanded state, 
x) a pore volume of from 12 to 100, preferably 

from 20 to 70, ml/g; 

---·-·---.-.. _____ --- --
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y) a resistance to compression deflection such 
that a confining pressure of 5.1 kPa 
produces after 15 m;nutes of strain from 5% 
to 95%, preferably from 5% to 75%, 
compression of the structure when ; t is 
saturated at 37oc. to its free absorbent 
capacity with synthetic urine having a 
surface tension of 65 ! 5 dynes/cm; and 

z} a dry basis density upon saturation to its 
free absorbent capacity in said synthetic 
urine which ranges from 9% to 28% of its 
dry basis density in its collapsed state. 

S. An absorbent article of any of Claims 1 to 4 characterized 

'" that: 
A) the upper .fluid acquisition/distribution layer of the 

absorbent core comprises from 5~% to 100%, preferably from 
75% to 100%, by weight of chemically stiffened, twisted, 
curled cellulosic fibers and from 0% to 50%, preferably 
from 0% to 25%, by we;ght of a binding agent for sa;d 
chemically stiffened, twisted, curled cellulosk fibers; 
and 

B) the lower fluid st~rage/redistribution layer . of the 
absorbent core comprises a polymeric foam structure wh;ch 
is hydrophilic to the extent that the structure exhibits 
an adhesion tension of from about 20 to 65 dynes/cm when 
absorbing synthetic urine and which is prepared by poly­
merizing a water-in-o.il emulsion formed from 
i} an oil phase comprising 

a) from about 3% to 41%, preferably from 7% to 40%, 
by weight of a substanthlly water-insoluble, 
monofunctional glassy monomer component, 
preferably comprising one or more styrene-based 
monomer types; 

b) from about 27% to 73%, preferably from 27% to 
66%, by weight of a substantially water­
insolubl e, monofunctional rubbery comonomer 

111111111111111111111111111111 
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component, preferably comprising comonomer types 
selected from butylacrylate, 2-ethylhexyl­
acryl ate, but ad i ene, i soprene and combinations 
of these comonomer types; 

c) the molar ratio of monofunctional glassy monomer 
component to monofunctional rubbery comonomer 
component in the oil phase preferably being in 
the range of from I :25 to 1.5: 1; 

d) from 8% to 30%, preferably from 10% to 25%, by 
weight of a substantially water-insoluble 
cross-linking agent. component, preferably 
comprising a difunctional monomer type selected 
from divinylbenzene, divinyltolulene, 
diallyphthalate, one or more diacrylic acid 
esters of a polyol or combinations. of such · 
difunctional monomer types, most preferably 
comprising divinylbenzene; 

e) from 2% to 33%, preferably from 4 to 25%, by 
weight of an emulsifier component which is 
soluble in the oil phase and which is suitable 
for forming a stable water-in-oil emulsion, said 
emulsifier component preferably comprising an 
emulsifier selected from sorb1tan. fatty acid 
e-sters, polyglycerol fatty acid esters, 
polyoxyethylene fatty acids and esters and 
combinations of . such emulsifiers, most 
preferably comprising sorbitan monooleate and 
sorbitan trioleate in a monooleate to trioleate 
weight ratio of from 2:1 to 5:1; and 

(ii) a wate.r phase comprising an aqueous so 1 ut ion 
containing from 0.2% to 40%, preferably from 0.5% to 
20%, by weight of water-soluble electrolyte, 
preferably comprising one or more water-soluble salts 
of an alkali metal or alkaline earth metal, most 
preferably 
preferably 
preferably 

compr1s1ng calcium chloride, 
further containing from 0.02% to 
from 0.1% to 0.2%, by weight 

and 
0.4%, 
of a 

- ------- - --- ----------
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water-sol ubl e, free radical polymerization initiator, 
the .weight ratio of said water phase to said oil 
phase forming said emulsion ranging from 12:1 to 
100:1, preferably from 10:1 to 70:1. 

6. The absorbent article of any of Claims 1 to S 
cnaracterized in that: 

A} the chemically stiffened, twisted, curled cellulosic 
fibers of the fluid acquisition/distribution layer are 
prepared by cross-lfoking, preferably with a C2-ta 
dialdehyde, cellulosic fibers under conditions which 
produce stiffened, twisted, curled cellulosk. fibers 
having 
i) an average dry fi her twist count of at 1 east 4. 5 

twist nodes per millimeter; 
ii} an average wet fiber twist count of at least 3.0 

twist nodes per millimeter and which is at least 0.5 
twist nodes per millimeter less than the average dry 
fiber twist count; 

iii) a curl factor of at least 0.30; 
iv} a water retention value from 28% to 50%; and 
v) an alcohol retention value of less than 30%; and 

B) the fluid storage/redistribution layer of the absorbent 
core comprises a polymeric foam material having, at the 
point of its use as an absorbent, 
i) a density of from 0.01 to 0.08 g/cm3 on a dry weight 

basis; 
ii) an average cell size ranging from 5 to 100 microns; 

and 
iii) a recovery from compression deflection such that said 

material recovers in one minute at least 85% when dry 
at 2ooc., or at least 75% when saturated to its free 
absorbent capacity with 3~oc. synthetic urine, of its 
o_riginal thickness after being compressed for one 
minute. 

-------------------
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7. The absorbent article of any of Claims 1 to 6 
characterized in that the fluid acquisition/distribution layer of 
the article comprises from 1 to' 25, preferably from 2 to 20, grams 
and the fluid storage/redistribution layer of the absorbent article 
comprises from 2 to 20, preferably from 3 to 17, grams. 

B. The absorbent article of any of Claims 1 to 7 in the form 
of a diaper, characterized in that: 

A) said topsheet is coextensive with one face of said 
absorbent core; 

8) said b~cking sheet is coextensive with the face of the 
core opposite the face covered by said topsheet and has a 
width greater than that of the core, to thereby provide 
side marginal portions of the backing sheet which extend 
beyond the core; and 

C) said absorbent core being hourglass-shaped and having a 
fluid acquisition/distribution layer with a top surface 
area which is from 15% to 95% of the top surface area of 
the fluid storage/redistribution layer. 

----- -----,,,,,Riff llflfiiil 
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HIGH EFFICIENCY ABSORBENT ARTICLES FOR INCONTINENCE MANAGEMENT 

Disclosed are absorbent articles, such as diapers, for the 
management if incontinence. Such articles utilize in their 
absorbent cores (50) a fluid acquisition/distribution component 
(51) and a fluid storage/redistribution component (52) maintained 
in fluid communication with the acquisition/distribution 
component. The fluid acquisition/distribution component (51) can 
be any porous hydrophilic, e.g., fibrous or foam-based material 
which will provide an initial Fluid Acquisition Rate of at least 
2 ml of synthetic urine per second and will also preferably 
provide a 30-minute Vertical Wicking Height of at least 2 cm. 
The fluid storage/redistribution component (52) comprises a 
hydrophilic, flexible, open-celled polymeric foam having a free 
absorbent capacity of at least about 12 ml of synthetic urine per 
gram of dry foam and an absorbent capacity under a 5 .1 kPa 
confining pressure which is at least 5% of this free capacity. 

Figure 2 
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What is claimed is: 

1. An absorbent article useful for absorbing aqueous body fluids discharged by an 

incontinent individual, said absorbent article comprising 

A) a relatively liquid-impervious backing sheet; 

B) a relatively liquid-pervious topsheet; and 

C} an absorbent core positioned between said backing sheet and said topsheet, 

said absorbent core comprising 

i) a fluid acquisition/distribution component positioned to receive discharged 

body fluids passing through the article topsheet, said fluid 

acquisition/distribution component comprising a porous hydrophilic structure 

which exhibits an initial Fluid Acquisition Rate of at least about 2 ml of 

synthetic urine per second; and 

ii) a fluid storage/redistribution component maintained in fluid communication 

with said fluid acquisition/distribution component, said storage/redistribution 

component comprising 

a polymeric foam material in the form of a hydrophilic, flexible, open-celled 

structure which has a free absorbent capacity at 37° C. of at at least about 12 

ml of synthetic urine per gram of dry foam material and which also has an 

absorbent capacity for said synthetic urine under a confining pressure of 5.1 

kPa maintained for 15 minutes at 37° C. which is at least about 5% of its free 

absorbent capacity. 

2. An absorbent article according to claim 1 wherein: 

A) the absorbent structure of the fluid acquisition/distribution component 

exhibits an initial Fluid Acquisition Rate of at least about 6 ml of synthetic urine 

per second and further exhibits a 30-minute Vertical Wicking Height of at least 

about 4.5 cm.; and 

B) the foam-based absorbent structure of the fluid storage/redistribution 

component has a free absorbent capacity at 37° C. of at least about 20 ml of 

synthetic urine per gram of dry foam 

----------------
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material and also has an absorbent capacity for said synthetic urine under a 

confining pressure of 5.1 kPa maintained for 15 minutes at 37° C. which is at 

least about 20% of the free absorbent capacity of said foam material. 

3. An absorbent article according to claim 1 wherein: 

A) the fluid acquisition/distribution component of the absorbent core is in the 

form of an upper layer comprising a nonwoven fibrous structure having an 

average dry density of less than about 0.3 g/cm3
; an average density upon 

saturation with synthetic urine of less than about 0.2 g/cm3 and an average 

basis weight of from about 0.001 to 0.10 g/cm2
; and 

8) the fluid storage/redistribution component of the absorbent core is in the 

form of a lower layer comprising a polymeric foam material having, at the point 

of its use as an absorbent, 

i} a pore volume of from about 12 to 100 ml/g; 

ii) a specific surface area of from about 0.5 to 5.0 m2/g as determined by 

capillary suction; and 

iii) a resistance to compression deflection such that a confining pressure of 5.1 

kPa produces after 15 minutes a strain of from about 5% to 95% compression 

of the structure when it is saturated at 37° C. to its free absorbent capacity with 

synthetic urine. 

4. An absorbent article according to claim 3 wherein: 

A) the non-woven fibrous structure of the fluid acquisition/distribution layer has 

an average dry density of from about 0.02 to 0.2 g/cm3
; an average density 

upon saturation with synthetic urine of from about 0.02 to 0.2 g/cm3
; and an 

average basis weight of from about 0.01 to 0.08 g/cm2
; and 

B) the polymeric foam material of the fluid storage/redistribution layer has, at 

the point of its use as an absorbent, 

i) a pore volume of from about 20 to 70 ml/g; 

ii) a specific surface area of from about 0. 75 to about 4.5 m2/g as determined by 

capillary suction; and 

---------------
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iii} a resistance to compression deflection such that a confining pressure of 5.1 

kPa produces after 15 minutes a strain of from about 5% to 75% compression 

of the structure when it is saturated at 37° C. to its free absorbent capacity with 

synthetic urine. 

5. An absorbent article according to claim 4 wherein the weight ratio of the fluid 

acquisition/distribution layer to the fluid storage/redistribution layer ranges from 

about 1 :4 to about 5: 1. 

6. An absorbent article according to claim 3 wherein: 

A} the upper fluid acquisition/distribution layer of the absorbent core comprises 

from about 50% to 100% by weight·of chemically stiffened, twisted, curled 

cellulosic fibers and from 0% to about 50% by weight of a binding agent for said 

chemically stiffened, twisted, curled cellulosic fibers; and 

B) the lower fluid storage/redistribution layer of the absorbent core comprises a 

polymeric foam structure which is hydrophilic to the extent that the structure 

exhibits an adhesion tension of from about 20 to 65 dynes/cm when absorbing 

synthetic urine and which comprises a polymerized water-in-oil emulsion prior 

to polymerization comprises 

i) an oil phase comprising 

a) from about 3% to 41 % by weight of a substantially water-insoluble, 

monofunctional glassy monomer component; 

b) from about 27% to 73% by weight of a substantially water-insoluble, 

monofunctional rubbery comonomer component; 

c) from about 8% to 30% by weight of a substantially water-insoluble, 

polyfunctional cross-linking agent.component, and 

d) from about 2% to 33% by weight of an emulsifier component which is soluble 

in the oil phase and which is suitable for forming a stable water-in-oil emulsion; 

and 

ii) a water phase comprising an aqueous solution containing from about 0.2% to 

40% by weight of water-soluble electrolyte; 

-----·----------
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the weight ratio of said water phase to said oil phase comprising said emulsion 

ranging from 20:1to70:1. 

7. An absorbent article according to claim 6 wherein: 

A) the fluid acquisition/distribution layer of the absorbent core comprises from 

about 75% to 100% by weight of chemically stiffened, twisted, curled cellulosic 

fibers and from 0% to about 25% by weight of a binding agent which comprises 

refined cellulosic fibers having a Canadian Standard Freeness of less than 

about200;and 

B) the fluid storage/redistribution layer of the absorbent core comprises a 

polymeric foam material having, at the point of its use as an absorbent, 

i) a density of from about 0.01 to 0.08 g/cm3 on a dry weight basis; 

ii) an average cell size ranging from about 5 to 100 microns; and 

iii) a recovery from compression deflection such that said material recovers in 

one minute at least 85% when dry at 20° C., or at least 75% when saturated to 

its free absorbent capacity with 37° C. synthetic urine, of its original thickness 

after being compressed for one minute. 

8. An absorbent article according to claim 7 wherein: 

A) the chemically stiffened, twisted, curled cellulosic fibers of the fluid 

acquisition/distribution layer comprise cross-linked cellulosic fibers having 

i) an average dry fiber twist count of at l~ast 4.5 twist nodes per millimeter; 

ii) an average wet fiber twist count of at least about 3.0 twist nodes per 

millimeter and which is at least about 0.5 twist nodes per millimeter less than 

the average dry fiber twist count; 

iii) a water retention value from about 28% to 50%; and 

iv) an alcohol retention value of less than about 30%; and 

B) in the water-in-oil emulsion precursor of the polymeric foam structure of the 

fluid storage/redistribution layer, 

111111111111111111111111111111 
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i) the substantially water-insoluble, monofunctional, glassy monomer 

component of the oil phase comprises one or more styrene-based monomer 

types; p2 

ii) the substantially water-insoluble, monofunctional rubbery comonomer 

component of the oil phase comprises comonomer types selected from 

butylacrylate, 2-ethylhexylacrylatea, butadiene, isoprene, and combinations of 

these comonomer types; 

iii) the molar ratio of monofunctional glassy monomer component to 

monofunctional rubbery comonomer component in the oil phase ranges from 

about 1:25 to 1.5:1; 

iv) the substantially water-insoluble cross-linking agent component of the oil 

phase comprises a difunctional monomer type selected from divinylbenzene, 

divinyltolulene, diallyphthalate, one or more diacrylic acid esters of a polyol or 

combinations of such difunctional monomer types; 

v) the emulsifier component of the oil phase comprises an emulsifier selected 

from sorbitan fatty acid esters, polyglycerol fatty acid esters, polyoxyethylene 

fatty acids and esters and combinations of such emulsifiers; 

vi) the water-soluble electrolyte in the water phase comprises one or more 

water-soluble salts of an alkali metal or alkaline earth metal; and 

vii) the water phase additionally comprises from about 0.02% to 0.4% by weight 

of a water-soluble, free radical polymerization initiator. 

9. An absorbent article according to claim 8 wherein the fluid 

acquisition/distribution layer of the article comprises from about 1 to 25 grams 

of fluid absorbing material and the fluid storage/redistribution layer of the 

absorbent article comprises from about 2 to 20 grams of foam-based absorbent 

material. 

10. An absorbent article according to claim 8 wherein: 

A) the chemically stiffened, twisted, curled cellulosic fibers of the fluid 

acquisition/distribution layer are crosslinked with a C2-C8 dialdehyde; arid 
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B) the polymeric foam material of the fluid storage/redistribution layer contains 

at least about 0.05% by weight of the foam material of a residual hydrophilizing 

agent selected from substantially non-irritating surfactants and water-hydratable 

inorganic salts. 

11. An absorbent article according to claim 10 wherein the polymeric foam material 

of the fluid storage/redistribution layer contains from about 0.1 % to 7% by 

weight of the foam material of a calcium chloride hydrophilizing agent. 

12. A diaper article useful for absorbing aqueous body fluids discharged by an 

incontinent individual, said diaper article comprising 

A) a relatively liquid-impervious backing sheet; 

B) a relatively liquid-pervious topsheet; and 

C) an absorbent core positioned between said backing sheet and said topsheet, 

said absorbent core comprising 

i) from about 2 to 20 grams of a fluid acquisition/distribution layer positioned to 

receive discharged body fluids passing through the article topsheet, said fluid 

acquisition/distribution layer comprising a nonwoven fibrous structure having an 

average dry density of less than about 0.3 g/cm3
; an average density upon 

saturation with synthetic urine of less than about 0.2 g/cm3 and an average 

basis weight of from about 0.001 to 0.10 g/cm2
; and 

ii) from about 3 to 17 grams of a fluid storage/redistribution layer maintained in 

fluid communication with said fluid acquisition/distribution layer, said 

storage/redistribution layer comprising a hydrophilic, flexible, open-celled 

polymeric foam material having at the point of its use as an absorbent, 

a) a pore volume of from about 12 to 100 ml/g; 

b) a specific surface area of from about 0.5 to about 5.0 m2/g as determined by 

capillary suction; and 

c) a resistance to compression deflection such that a confining pressure of 5.1 

kPa produces after 15 minutes a strain of from about 5% to 95% compression 

of the structure when it is saturated at 37° C. to its free absorbent capacity with 
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synthetic urine. 

13. A diaper article according to claim 12 wherein: 

A) the fluid acquisition/distribution layer of the absorbent core comprises from 

about 75% to 100% by weight of chemically stiffened, twisted, curled cellulosic 

fibers and from 0% to about 25% by weight of a binding agent which comprises 

refined cellulosic fibers having a Canadian Standard Freeness of less than 

about200;and 

B) the fluid storage/redistribution layer of the absorbent core comprises a 

polymeric foam material having, at the point of its use as an absorbent, 

i) a density of from about 0.01 to 0.08 g/cm3 on a dry weight basis; 

ii) an average cell size ranging from about 5 to 100 microns; and 

iii) a recovery from compression deflection such that said material recovers in 

one minute at least 85% when dry at 20° C., or at least 75% when saturated to 

its free absorbent capacity with 37° C. synthetic urine, of its original thickness 

after being compressed for one minute. 

14. A diaper article according to claim 13 wherein: 

A) the chemically stiffen~d. twisted, curled cellulosic fibers of the fluid 

acquisition/distribution layer comprise cross-linked cellulosic fibers having 

i) an average dry fiber twist count of at least 4.5 twist nodes per millimeter; 

ii) an average wet fiber twist count of at least about 3.0 twist nodes per 

millimeter and which is at least about 0.5 twist nodes per millimeter less than 

the average dry fiber twist count; 

iii) a water retention value from about 28% to 50%; and 

iv) an alcohol retention value of less than about 30%. 

15. A diaper article according to claim 14 wherein the polymeric foam material of 

the fluid storage/redistribution layer comprises a polymerized water-in-oil 

emulsion, which emulsion prior to polymerization comprises 

A) an oil phase comprising 
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i) from about 3% to 41 % by weight of a substantially water-insoluble, 

monofunctional glassy monomer component; 

ii) from about 27% to 73% by weight of a substantially water-insoluble 

monofunctional rubbery comonomer component; 

iii) from about 8% to 30% by weight of a substantially water-insoluble, 

polyfunctional cross-linking agent component, and 

iv) from about 2% to 33% by weight of an emulsifier component which is soluble 

in the oil phase and which is suitable for forming a stable water-in-oil emulsion; 

and 

8) a water phase comprising an aqueous solution containing from about 0.2% 

to 40% by weight of water-soluble electrolyte; 

the weight ratio of said water phase to said oil phase comprising said emulsion 

ranging from 12:1to100:1. 

16. A diaper article according to claim 15 wherein the weight ratio of the fluid 

acquisition/distribution layer to the fluid storage/redistribution layer ranges from 

about 1:3 to about 4:1. 

17. A diaper article according to claim 16 wherein: 

A) the chemically stiffened, twisted, curled cellulosic fibers of the fluid 

acquisition/distribution layer are crosslinked with a C2-C8 dialdehyde; and 

8) the polymeric foam material of the fluid storage/redistribution layer contains 

at least about 0.05% by weight of the foam material of a residual hydrophilizing 

agent selected from non-irritating surfactants and water-hydratable inorganic 

· salts. 

18. A diaper article useful for absorbing aqueous body fluids discharged by an 

incontinent individual, said diaper article comprising 

A) a relatively liquid-impervious backing sheet; 

8) a relatively liquid-pervious topsheet; and 
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C) an absorbent core positioned between said backing sheet and said topsheet, 

said absorbent core comprising 

I) an upper fluid acquisition/distribution layer positioned to receive discharged 

body fluids passing through the article topsheet, said upper fluid 

acquisition/distribution layer having an average dry density of from about 0.02 

to 0.15 g/cm3 and an average basis weight of from about 0.015 to 0.04 g/cm2
, 

with said upper acquisition/distribution layer comprising from about 75% to 

100% by weight of chemically stiffened, twisted, curled cellulosic fibers and 

from 0% to about 25% by weight of a binding agent for said chemically 

stiffened, twisted, curled cellulosic fibers, said chemically stiffened, twisted, 

curled cellulosic fibers being cross-linked to the extent that said fibers have an 

average dry fiber twist count of at least about 4.5 twist nodes per millimeter, an 

average wet fiber twist count of at least about 3.0 twist nodes per millimeter and 

which is at least about 0.5 twist nodes per millimeter less than the average dry 

fiber twist count, a water retention value between about 28% and 50% and an 

alcohol retention value of less than about 30%; and 

II) a lower fluid storage/redistribution layer maintained in fluid communication 

with said fluid acquisition/distribution layer, said storage/redistribution layer 

comprising a polymeric foam material in the form of a hydrophilic, flexible, 

structure of interconnected open cells, 

which structure comprises a polymerized water-in-oil emulsion, which emulsion 

prior to polymerization comprises 

(a) an oil phase comprising 

(i) from about 7% to 40% by weight of styrene monomer; 

(ii) from about 27% to 66% by weight of a comonomer selected from 

butylacrylate, 2-ethylhexylacrylate, isoprene, and combinations of these 

co monomers; 

(iii) from about 10% to 25% by weight of a divinylbenzene cross-linking agent, 

and 
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(iv) from about 4% to 25% by weight of an emulsifier component which 

comprises sorbitan monooleate and sorbitan trioleate in a monooleate to 

trioleate weight ratio of from about 2: 1 to 5: 1; and 

18 AUG 1999 

(b) a water phase comprising an aqueous solution containing from about 0.5% 

to 20% by weight of calcium chloride and from about 0.1 % to 0.2% by weight of 

a water-soluble, free radical polymerization initiator; 

wherein the weight ratio of said water phase to said oil phase comprising said 

emulsion ranges from 20:1 to 70:1; 

said polymer structure further containing from about 0.1 % to 7% by weight of 

residual calcium chloride as a hydrophilizing agent; 

said structure further having, at the point of its use as an absorbent; 

x) a pore volume of from about 20 to 70 ml/g; 

y) a specific surface area of from about 0. 75 to 4.5 m2/g as determined by 

capillary suction; and 

z) a resistance to compression deflection such that a confining pressure of 5.1 

kPa produces after 15 minutes a strain of from about 5% to 75% compression 

of the structure when it is saturated at 37° C. to its free absorbent capacity with 

synthetic urine having a surface tension of 65±5 dynes/cm. 

19. A diaper article according to claim 18 wherein: 

A) said topsheet is coextensive with one face of said absorbent core; 

8) said backing sheet is coextensive with the face of the core opposite the face 

covered by said topsheet and has a width greater than that of the core, to 

thereby provide side marginal portions of the backing sheet which extend 

beyond the core; and 

C) said absorbent core is hourglass-shaped. 

20. A diaper article according to claim 19 wherein said fluid acquisition/distribution 

layer has a top surface area which is from about 15% to about 95% of the top 

surface area of said fluid storage/redistribution layer. 
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21. An absorbent article useful for absorbing aqueous body fluids discharged by an 

incontinent individual, said absorbent article comprising 

A) a relatively liquid-impervious backing sheet; 

B) a relatively liquid-pervious topsheet; and 

C) an absorbent core positioned between said backing sheet and said topsheet, 

said absorbent core comprising 

i) a fluid acquisition/distribution component positioned to receive discharged 

body fluids passing through the article topsheet, said fluid 

acquisition/distribution component comprising a fiber-containing or foam 

containing structure which exhibits an initial Fluid Acquisition Rate of at least 

about 2 ml of synthetic urine per second; and 

ii) a fluid storage/redistribution component maintained in fluid communication 

with said fluid acquisition/ distribution component, said storage/redistribution 

component comprising a collapsed polymeric foam material which, upon 

contact with aqueous body fluids, expands and is thereupon useful for 

absorbing said fluids, said polymeric foam material comprising a hydrophilic, 

flexible, non-hydrolyzed structure of interconnected open cells, which structure 

has a capillary suction specific surface area of from about 0.5 to 5.0 m2/g; and 

which structure further has incorporated therein from about 0.5% to 20% by 

weight of residual water-insoluble emulsifier and from about 0.1 % to 7% by 

weight of a toxicologicafly acceptable hygroscopic, hydrated salt; said structure 

further having, 

a) in its collapsed state, 

x) a water content of from about 4% to 15% by weight of polymeric foam 

material; and 

y) a dry basis density of from about 0.08 to 0.3 g/cm3
; and 

b) in its expanded state, 

x) a pore volume of from about 12 to 100 ml/g; 

y) a resistance to compression deflection such that a confining pressure of 5.1 

kPa produces after 15 minutes of strain from about 5% to 95% compression of 
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the structure when it is saturated at 37° C. to its free absorbent capacity with 

synthetic urine having a surface tension of 65±5 dynes/cm; and 

z) a dry basis density upon saturation to its free absorbent capacity in said 

synthetic urine which ranges from about 9% to 28% of its dry basis density in its 

collapsed state. 
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Abstract 
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HIGH EFFICIENCY ABSORBENT ARTICLES FOR INCONTINENCE MANAGEMENT 

Disclosed are absorbent articles, such as diapers, for the 
management if incontinence. Such articles utilize in their 
absorbent cores (SO) a fluid acquisition/distribution component 
(51) and a fluid storage/redistribution component (52) maintained 
in fluid communication with the acquisition/distribution 
component. The fluid acquisition/distribution component (51) can 
be any porous hydrophilic, e.g., fibrous or foam-based material 
which will provide an initial Fluid Acquisition Rate of at least 
2 ml of synthetic urine per second and will also preferably 
provide a 30-minute Vertical Wicking Height of at least 2 cm. 
The fluid storage/redistribution component (52) comprises a 
hydrophilic, flexible, open-celled polymeric foam having a free 
absorbent capacity of at least about 12 ml of synthetic urine per 
gram of dry foam and an absorbent capacity under a 5 .1 kPa 
confining pressure which is at least 5% of this free capacity. 

Figure 2 


