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The transm ssion branch (6) of an interface circuit
H gh frequency signals
froma controller for exanple are applied to the input

(1) conprises a transforner.
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(54) Title: INTERFACE CIRCUIT FOR TRANSMISSION OF DIGITAL SIGNALS
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(57) Abstract: The transmission branch (6) of an interface circuit (1) comprises a transformer. High frequency signals from a
controller for example are applied to the input side of the transformer (Trafo). The output side of the transformer controls a circuit
(12), such as for example a power transistor which modulates the desired digital signal in a connected bus line.
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(12), such as for exanple a power transistor which

nodul ates the desired digital
bus li ne.
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signal in a connected

—  vor Ablauf der fiir Anderungen der Anspriiche geltenden
Frist; Verdffentlichung wird wiederholt, falls Anderungen
eintreffen

Zur Erkldrung der Zweibuchstaben-Codes und der anderen Ab-
kiirzungen wird auf die Erkldrungen ("Guidance Notes on Co-
des and Abbreviations") am Anfang jeder reguliren Ausgabe der
PCT-Gazette verwiesen.

(57) Zusammenfassung: Der Sendezweig (6) einer Schnittstellenschaltung (1) weist einen Transformator auf. Eingangsseitig wer-
den an den Transformator (Trafo) beispielsweise von einem Controller hochfrequente Impulse angelegt. Die Ausgangsseite des
Transformators steuert einen Schalter (12), wie beispielsweise einen Leistungstransistor an, der die gewiinschten Digitalsignale auf

eine angeschlossene Busleitung moduliert.



