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ABSORBENT ARTICLE wrra MULTI-DIRECTIONAL 
EXTENSmLE SIDE PANELS 

FIELD OF IN\'ENTION 

The ·present invention rel~tes to absorbent articles such as diapers, incontinent 

briefs, diaper holders, training pants, and the like and, more panicularly, to absorbent 

articles having extensible side panels providing dynamic fit about the wearer as well as 
improved comfort characteristics. 

BACKGROUND OF 1liE INVENTION 

Infants and other incontinent individuals wear absorbent articles such as diapers to 
receive and contain urine and other body exudates. Absorbent articles function both to 
contain discharged materials and to isolate these materials from the body of the wearer 

and from the wearer's garments and bed clothing. Disposable absorbent articles. having 

many different basic designs are known to the art. For example, U.S. Patent Re. 26,152, 
entitled "Disposable Diaper" issued to Duncan and Balcer on January 31, 1967 describes a 

disposable diaper which has achieved wide acceptance and commercial success. 

In order to provide better fit and to reduce leakage, abso~i articles have been 
provided with elastic features. U.S. Patent 3,860,00lt entitled "Contractt"ble Side Portions 

For Disposable Diaper", issued to KeMeth B. ·Buell on January 14, 1975, describes an 
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elasticized leg cuff disposable diaper which has achieved wide acceptance and commercial 

success. U.S. Patent S,151,092 issued to Buell et a1., on September 29, 1992 describes an 

absorbent anicle having an elastic waist feature improving dynamic fit as well as 
containment characteristics. U.S. Patent 4,857,067 issued to Wood, et al. on August 15, 
1989 describes a disposable diaper with elastic side panels to fit over the hips of the 

wearer. The elastic features are designed to expand and contract with the wearer's 

motions and to maintain the fit -of the absorbent article about the wearer during use (i.e. 
provide sustained dynamic fit). · --· 

However, it has been found that absorbent articles having elastic features still have 

a tendency to gap or to- be too tight during use. AJ the wearer moves, changes occur in 

the wearer's body measurements, particularly in the hips and thighs, thereby subjecting the 

diaper to dynamic forces. These dynamic forces tend to defonn the materials making up 

the diaper and tend to push the diaper away from the body. As a result, the diaper tends 

to sag or gap away from the wearer, especially in the regions of.dynamic motion such as 

the hips and thighs. Conventional disposable diapers were originally made of non-elastic 

materials unable to elastically expand to accommodate the wearer's bodily movements. 

- The introduction of unitary elastic side panel features to conventional disposable diapers 

has improved their fit and comfort by allowing the side panels to expand generally in the 

lateral direction around the waist of the wearer. However, unitary elastic side panels are 

unable to fully elastically expand in directions other than the lateral direction without 

placing undue pressure on the wearer's legs, hips or waist. Because the wearers 
movements create dyn&mic forces in many different directions, conventional- disposable 

diapers having unitary elastic side panel features still tend to· gap away from the body 
. causing an increased likelihood of leakage and exerting forces on the wearer that can be 

uncomfortable and cause red marks on the wearer's skin. 

Thus, it would be advantageous to provide an absorbent article having·improved 

extensible side panels ·that provide better fit and wearer comfort as well as reduced 

leakage, sagging and gapping during use. 

Therefore, it is an object of ~e present invention to provide an absorbent article 

having improved dynamic fit about the waist and leg of the wearer by reducing. sagging 

and gapping of the absorbent article on the wearer. 

It is a funher object of the present invention to provide an absorbent article having 
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unique multi-directional extensible side panels that expand and c0ntract in multiple 
directions to minimize the effects of the dynamic forces created by the wearer's 

movements, thereby increasing freedom of motion and comfort for the .wearer while 
improving sustained dynamic fit of the absorbent article. 

These and other objectives of the present invention will be more readily apparent 

when considered in reference to the following description and when taken in conjunction 

· with the accompanying drawings: 

$UM1y{ARY OF mE INVENTION 

The present invention provides absorbent articles such as disposable diapers, 
incontinent briefs, diaper holders, training pants, feminine hygiene garments, and the ~ike, 
having extensible side panel features that improve the dynamic fit of the diaper around the 

legs and waist of the wearer. Such absorbent articles comprise a containment assembly 

·comprising a liquid pervious topsheet; a liquid impervious backsheet; an absorbent core 

disposed be~een the topsheet and the backsheet; and extensible side panels, each 
comprising a waist panel and a thigh panel disposed along each longitudinal edge of the 
contai_nment assembly in the first waist regjon. The waist panel and the thigh panel are 
operatively associated so that the waist panel has a primary direction or extensibility in one 

direction and the thigh panel has a primary direction of extensibility in a different direction. 
This fonns a multi-directional extensible side panel wherein the waist panel provides . . . 
tension around the wearer's waist to maintain fit about the waist and to hold the diaper on 
the wearer, and the thigh panel expands and contracts to maintain a dynamic fit around the 
leg of the wearer. Thus, the waist and thigh panels reduce the negative effects of the 

dynamic fo~ on the absorbent article, such u sagging and gapping that can cause 

leakage, while increasing freedom of motion and wearer comf'ort. 

The ·extensible side panels may comprise a single piece of extensible material or 

two or more separate elements joined together to fo~ the extensible side panels. Further, 
the extensible side panels may be extensions of other elements of the absorbent article or a 
separate structure joined to another element of the absorbent article. Mechanical 
operations such u pleating, corrugating, ring-rolling or the like can be performed on the 

side panels to provide the unique multi-directional extensibility characteristics of the 

present invention. Alternatively, the material may be· folded, slit or Cut to form .distinct 

waist and thigh panels having different primary directions of extensJ"bility. 
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In yet other embodiments, the multi-directional stretch characteristics are derived 

from extensible side panels comprising separate waist _and thigh panel members having 

nonparalJel primary directions of extensibility. In a preferred embodiment, the waist pane) 

has a primary direction of extensibility about the waist of the wearer and the thigh panel 

has a primary direction of extensibility that is nonparallel to that of the waist· panel, 

preferably at an angle to the lateraJ and longitudinal directions. In ibis configuration. the 
waist panel elastically contracts to provide an inwa.r:d force that holds the absorbent article 

in . place about the wearer during use while the thigh panel expands and contracts in 

conjunction with the leg movements of the wearer. Thus, the muJti-directionaf extensible 

side panels reduce the possibility of gapping in the waist and thigh regions of the 

absorbent article as well as reduce the likelihood of marks on the wearer's skin resulting 

from tension and dynamic forces. 

BRIEF DESCRIPTION OF THE ORA WINGS 
- . 

While the specification concludes . with claims partic_u)arly pointing out and 

· distinctly claiming the subject matter which is regarded as forming the present invention. it 
is believed that the invention will be better understood from the following description 

which is taken in conjunction with the accompanying drawings in which like designations 

are used to desipte substantially identical elements and in which: 

FIG. 1 is a plan view of a disposable diaper embodiznent of the present invention 

having portions cut a~y to reveal underlying structure, the inner Surface of the diaper 

facing the viewer; 

FIG. 2 is an enlarged, fragmentary view or the inner surface of the extensible side 

panel of th~ diaper shown in FIG. 1 having portions cut away to reveal the underlying 

structure; 

FIG 3 is an enlarged, fragmentary view of the outer surface of the extensible side 

panel of the diaper shown in FIG. 1 having ponions ait away to reveal the underlying 

structure; 

FIG. 4 is an enlarged, fragmentary plan view of the inner surface of the extensible 
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side panel of the diaper shown in FIG. 1 showing the waist panel's primary direction of 

extensibility and ·the thigh panel's primary direction of extensibility with respect to a lateral 

axis. The tape tab and the stiffening members shown in FIG. I have been deleted for 

clarity; 

FIG. S is a plan view of a multiple component extensible side panel configuration 

wherein the distal edges of the waist panel and the thigh panel are not joined; 

FIG 6 is a plan view photograph of a preferred embodiment of a polymeric web 

material having a strainable network with the deformations facing toward the viewer; 

FIG. 7 is a segmented, perspective illustration of the polymeric web material of 

FIG. 6 in an untensioned condition; 

FIG. 8 is a segmented, perspective illustration of a polymeric web of FIG. 6 in a 
tensioned condition corresponding to stage I on. the force-elongation curve depicted in 

FIG. 10; 

FIG. 9 is a segmented, perspective illustration of the polymeric web material of 

FIG. 6 in a tensioned condition corresponding to stage II on the force-elongation curve 
depicted in FIG. 10; 

FIG. 10 is a graph of the resistive force v~ses percent elongation comparing the 

behavior of the polymeric web material of the present invention as shown in FIG. 6. with 
an otherwise identical, p~ar. base polymeric web material; 

FIG. 11 is an enlarged, fragmentary plan view of an alternative embodiment of the 

present invention wherein the extenS1'ble side panel comprises a single component; 

FIG. 12 is a plan view of an alternative embodiment of the present invention 

wherein a single extensible component is folded to fonn the extensible side panels as well 

as the waist feature and the leg alfFs of the disposable absorbent article; 

DETAILED DESCRIPTION OF mE JNVENTION 

As used herein, the term "absorbent article" refers to devices which absorb and 
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contain body exudates, and, more specifically, refers to devices which are placed against 

or in proximity to the body of the wearer to absorb and contain the various exudates 

di.scharged from the body. The tenn "disposable" is used herein to describe absorbent 

articles which are not intended to be laundered or otherwise restored or reused as an 

absorbent anicle (i. e.t they are intended to be discarded after ·a single use and, 

preferablyt to be recycled~ composted or otherwise disposed of in an environmentally 

compatible manner). A preferred embodiment of an absorbent article of the present 

invention is the dispQsable absorbent article, diaper 20, shown in Figure I. As used 

herein, the terin "diaper" refers to an absorbent article generally worn by infants and 

incontinent persons that is worn about the lower torso of the wearer. It should be 

understood, however, that the present invention is also applicable to other absorbent 

articles such as incontinent brief" incontinent undergarment" diaper holders and liners, 

feminine hygiene garments, training pant" and the like. 

Figure 1 is a plan view of the diaper 20 of the present invention in its flat-out, 

uncontracted ~te (i.e., with elastic induced contraction pulled out) with portions of the 

structure being cut-away to more clearly show the construction of the diaper 20 and 

with the portion of the diaper 20 which faces or contacts the wearer, the inner surface, 
oriented towards the viewer. As shown in Figure 1, the diaper 20 preferably comprises 

a containment assembly 22 comprising a liquid pervious topsheet 24; a liquid impervious 

backshee~ 26 joined with th~ topsheet 24; and an absorbent core 28 positioned between 

the topsheet 24 and the backsheet 26. The diaper further comprises elasticized leg cuffs 

32; ear flaps 62; ~ elastic waist feature 34; a fastening system 48 comprising a pair of 

first fastening members 40. each having a primary centerline F. and a second fastening 

member 42; and cxtenS11>le side panels 30, each comprising an extensible waist panel 36 

and a thigh panel 38. Each extensible side panel 30 has a proximal edge 80 and a distal 

edge82. 

The diaper 20 also has two centerlines, a longitudinal centerline I 00 and a 

transverse centerline I 02. The tenn •tongitudinal", as used herein, refers to a line, axis, 

or direction in the plane of the diaper 20 that is generally aligned with (e.g. 
approximately· puallel with) a vertical plane which bisects a standing wearer into left 

and right halv~ when the diaper 20 is wom. The tenns •transverse" and "lateral•, as 
used herein, are interchangeable and refer to a line, axis or direction which lies within 

the plane of the diaper that is generally perpendicular to ~he longitudinal direction 

(which divides the wearer into front and back body halves). 
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As shown in Figure I, the extensible side panel 30 comprises a waist panel 36 and 

a thigh panel 38 that are operatively associated in a contractible condition such that the 

waist panel 36 and the thigh panel 38 have nonparallel primary directions of 
extensibility. (The terms •waist panel" and "thigh panel" refer to extensible components 
or the extensible side panels, each having a primary direction of extensibility. >J used 

hereil\ "primuy direction of extensibility" refers to the direction in which an extensible 

member has the greatest extension). Figure 1 shows a prefemd embodiment of the 

present invention wherein the waist panel 36 has a primary direction of extensibility 

about the waist of the wearer and the thigb panel· 38 has a primary direction of 

extensibility nonparallel to that of the waist panel 36. (The primary direction of 
extensibility in the waist panel 36 is represented by mow G in Figure 1. The primary 
direction of extensibility in the thigh pane) 38 is represented by arrow H in Figure 1.) In 

an especially preferred embodiment,. the thigh panel 38 has a primary direction of 

extensibility that is nonparallel to the lateral or the longitudinal direction. {The lateral 

direction is defined as the direction parallel to the lateral centerline of the diaper, and the 

longitudinal direction is defined as the direction parallel to the longitudinal centerline.) 

The extensible ~de panels 30 provide a more comfortable· and contouring fit by initially 
conformably fitting the diaper 20 to the wearer and sustaining the fit throughout the 

time of wear well past when the diaper 20 has been loaded with exudates since the 

extensible side panels 30 allow the- sides of the diaper 20 to expand and· contract. The 

waist panel 36 elastically contracts providing an inward force that holds the diaper in 

place about the wearer during use. The thigh panel 38 expands and contracts with the 

leg movements of the wearer. Thus. the multi-directiolll:' extawble waist and thigh 
panels reduee the possa"bility of gapping in the waist or thigh regions of the diaper and 
the likelihood of marks on the wearer resulting &om fastening tension and dynamic 

forces. 

The diaper 20 is shown in Figure-1 to have an inner surface 44 (facing the viewer 

in Figure 1), an outer surface 46.opposed to the inner surface~· a first waist region SO, 

a second waist region Sl opposed to the first waist region SO, a crotch region 54 

positioned between the first waist region SO and the second waist region 52, and a 
periphery which is defined by the outer perimeter or edges of the diaper 20 in which the 

longitudinal edges are designated 56 and the end edges are designated 58. The inner 

surface 44 or the diaper 20 comprises that ponion of the diaper 20 which is positioned 

adjacent io the wearer's body during use (i.e., the inner surface 44 generally is fonned by 
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at least a portion of the topsheet 24 and other components joined to the topsheet 24). 

The outer surface 46 comprises that portion of the diaper 20 which is positioned away 
from the wearer's body (i.e., the outer surface 46 is generally formed by at least a 
portion of the backsheet 26 and other components joined to the backsheet 26). As used 
herein, the tenn "joined" encompasses configurations whereby in ·element is directly 
secured to the other element by affixing the element 4irectly to the other element, and 
configurations whereby the element is indirectly secured to the other element by affixing 
the element to intermediate member(s) which in tum are affixed to the other element 
The first waist region SO and the second waist region S2 extend·fi'om the end edges SS 
of the periphery to the crotch region S4. The first waist region SO comprises a central 
region 60 and a pair of extensible side panels 30 which typically comprise the outer 
lateraJ portions of the first waist region SO. The second waist region S2 comprises a 
central region 72 and a pair of ear flaps 62 which typically comprise the outer lateral 
portions of the second waist region S2. The extensible sjde panels positioned in the first 
waist region SO are designated 30 while the ear flaps in the ~nd waist region S2 are 
designated 62. 

The containment assembly 22 of the diaper 20 is ·shown in Figure 1 u eomprising · 
the main body (chassis) of the diaper 20. The containment assembly .22 comprises at 
least an absorbent core 28 and preferably an outer covering layer comprising the 
topsheet 24 and the baclcsheet 26. When the absorbent anicle comprises a separate 
holder and a liner, the containment assembly 22 generally comprises the holder and the 
liner (i.e., the containment 1:SSC1Dbly 22 comprises one. or more layers of material to 

define the holder while the liner comprises an absorbent composite such as a topsheet, a 
backshee~ and an absorbent core.) Generally, the containment assembly 22 comprises 
the main structure or the diaper with other features added to form the composite diaper 
structure. Thus, the containment assembly 22 for the diaper 20 generally comprises the 
topsheet 24, the backsheet 26, and the absorbent core 28. 

Figure 1 shows a preferred embodiment of the containment assembly 22 in which 
the topsheet 24 and the backsheet 26 have length and width dimensions generally larger 
than· those of the absorbent core 28. The topsheet 24 and the backsheet 26 extend 
beyond the edges of the absorbetit core 28 to thereby form the periphery of the diaper 
20. While the topsheet 24, the backsheet 26, and the absorbent core 28 may be 
assembled in a variety of well known configurations, preferred containment assembly 
configurations are descnOed generally in U.S. Patent 3,860,003 entitled •contractible 
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Side Ponions for Disposable Diaper" which issued to Kenneth B. Bu.ell on January 14, 

1975; and u_s_ Patent 5,151,092 entitled •Absorbent Anicle With Dynamic Elastic 

Waist Feature Having A Predisposed Resilient Flexural Hinge" which issued to KeMeth 

B. Buell et al., on September 29, 1992; each of which is incorporated herein by 

reference. 

Figures 2 and 3 are enlarged, fragmentary views of the extenst1>1e side panel 30 

having portions cut away to reveal the underlying structure. Figure 2 shows the inner 

surface of the extenSJ"bJe side panel 30 and Figure 3 shows ~ outer surface of the 

. extensible side pane) 30. In the multiple component embodiment shown in Figures 2 

and 3, the extensible side panel. 30 comprises a waist panel 36 having a waist panel 

proximal edge 72, a waist panel distal edge 74, a waist panel first lateral edge 90, and a 

waist panel second lateral edge 92, and a thigh panel 3_8 having a thigh panel proximal 

edge 78, a thigh panel distal edge 76, a thigh panel first lateral edge 94, and a thigh 

panel second lateral edge 96. As shown in Figi.lr_e 2, the waist panel proximal edge 72 

and the thigh panel proximal edge 78 may be joined between the topsheet 24 and the 

backsheet 26. Alternatively, either the waist panel proximal edge 72 or the thigh. panel 

proximal edge 78, or both, can both be joined to the outer surface 46 of the backsheet 

26, the iMer surface 44 of the topsheet 24. Figure 2 additionally shows the waist panel 

36 and the thigh panel 31 operatively associated in a partially overlapping configuration 

· wherein the waist panel distal edge 74 is joined to the thigh panel distal edge 76. 

As shown in Figure 2, a first fastening member 40 is preferably disposed adjacent 

the distal edge 82 of the extensible side panel 30. The first fastening member 40 is 

preferably operatively associated such that it is joined to both.the Waist panel 36 and the 

thigh panel 38. Thus, a force on the first fastening member 40 provides tension 

throughout -both the waist panel 36: and the thigh panel 38. Figure 2 also shows a 

proximal stiffening member 84 disposed adjacent the proximal edge 80 of_the extenSJ"ble 

side panel 30 and a distal stiffening member 86 disposed adjacent the distal edge 82 of 

the extensible side panel 30. The proXimal stiffening member 84 prevents the proximal 

edge 80 of each exteD:S1'ble side panel 30 from buckling while in use and the distal 

stiffening· member 86 helps to distribute the forces on the fastening system 48 

throughout each extensible side panel 30. As shown in Figure 2, the proximal stiffening 

member 84 and the distal stiffening member 86 may be separate elements joined to the 

absorbent article by attachment means (not shown} such as those well known in the art, 

or may be unitary with an element of the absorbent article. 
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The absorbent core 28 may be any absorbent member which is generally 
compressible, conformable, non-irritating to the wearer's skin, and capable of absorbing 
and retaining liquids such as urine and other cenain body exudates. As shown in Figure 
1, the absorbent core 28 has an outer surface 64, an iMer surface 66, side edges 68, and 

waist edges 70. · The absorbent core 28 may be manufactured in a wide variety of sizes 

and shapes (e.g .• rectangular, hourglass, •r•-shaped, asynunetric, etc.) and &om a Wide 

variety of liquid-absorbent materials conunonly used in disposable diapers and other 

. absorbent articles such as comminuted wood pulp which is generally referred to u 

airfelt. Examples of other suitable absorbent materials include creped cellulose 
wadding; meltblown polymers including cofonn; chemically stiffened, modified or 
cross-linked cellulosic fibers; tissue including tissue wraps and tissue laminates; · 

absorbent foams; absorbent sponges; superabsorbent polymers; absorbent gelling 
materials; or any equivalent material or combinations of materials. 

The configuration and construction of the absorbent core 28 may vary (e.g., the 
absorbent core may have vuying caliper mnes, a hydrophilic gradient, a superabsorbent 
gradient, or lower average density and lower average basis weight acquisition mnes; or 
may comprise one or more layers or suuctures). However, the total absorbent capacity 
of the absorbent core 28 should be compati"ble with the design loading and the intended 

use of the diaper 20. The size and absorbent capacity of the absorbent core 28 may also 
. be varied to accommodate wearers ranging fi'om infants through adults. 

One embodiment of the diaper 20 has asymmetric, modified T-shaped, absorbent 
core 28 having ears in the first waist region but a generally rectangular Shape in the 
second waist region. Exemplary absorbent stnJctures for use u the absorbent core 28 
of the present invention 1hat have achieved wide acceptance and commercial success are 
descn'bed in U.S. Patent 4,610,678 entided "High-Density Absorbent Structures" issued 
to Weisman et al. on September 9, 1986; U.S. Patent 4,673,402 entitled "Absorbent 
Anicles With Dual-Layer~ Cores• issued to Weisman et al. on June 16, 1987; U.S. 

Patent 4,888,231 entitled •Absorbent Core Having A Dusting Layer• issued to Angstadt 
on December 19, 1989; and U.S. Patent 4,834,735, entitled •ffigh Density Absorbent 
Members Having Lower Density and Lower Basis Weight Acquisition Zones", issued to 

Alemany et al. on May 30, 1989. The absorbent core may further comprise the dual 
core system conWning acquisition.fdistn'bution core of chemically stiffened fibers 

positioned over the absorbent storage cores as detailed in U.S. Patent 5,234,423, 
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entitled "Absorbent Article With Elastic Waist Feature and Enhanced Absorbency" 
issued to Alemany et al., on August 10, 1993; and in U.S. Patent S, 147,345, entitled 

"Hig~ Efficiency Absorbent Articles For Jncontinence Management" issued to Young, 
LaVon ind Taylor on September 15, 1992. All of these patents are incorporated herein 

by reference. 

The backsheet 26 is positioned adjacent the outer surface 64 of the absorbent core 

28 and is preferably joined thereto by attachment means (not shown) such as those well 

known in the art. For example, the backsheet 26 may be secured to the absorbent core 
28 by a unifonn continuous layer of adhesive, a patterned layer of adhesive, or an array 

of separate lines. spirals, or spots of adhesive. Adhesives which have been found to be 

satisfactory are manufactured by H. B. FuJJer Company of St. Paul, MiMesota and 

marketed as HL-1258. An example of a suitable attachment means comprising an open 
pattern network of filaments of adhesive is disclosed in U.S. Patent 4,573,986 entitled 

"Disposable Waste.Containment Garment", which.issued to Minetola et al. on March 4, 

1986. Another suitable.attachment means comprising several lines of adhesive filaments 

swirled into a spiral pattern is illustrated by the apparatus and methods shown in U.S. 

Patent 3,911,173 issued to Sprague, Jr. on October 7, 1975; U.S. Patent 4,785,996 

issued to Ziecker, et al. on November 22, 1978; and U.S. Patent 4,842,666 issued to 

Werenicz on June "1.7, 19~9. Eac~ of these patents are incorporated herein by reference. 
Alternatively, the attachment means may comprise heat bonds, pressure bonds, 
ultrasonic bonds, dynamic mechanical bonds, or any other suitable attachment means or 
combinations of these attachment means as are known in the art. 

The backsheet 26 is impervious to liquids (e.g., urine) and is preferably 

manufactured &om a thin plastic film, although other flexi"ble liquid impervious materials 

may also be used. As used herein, the term •f1ex11>Je• refers to materials which are 

compliant and will readily conform to the general shape ind contours of the human 

body. Th~ backsheet 26 prevents the exudates absorbed and contained in the absorbent 
core 28 from wetting articles which contact the diaper 20 such as bedsheets and 

undergannents. Further, the baclcsheet 26. may permit vapors to escape from the 

absorbent core 28 (i.e., breathable) while still preventing exudates from passing through 

the backsheet 26. Thus, the backsheet 26 may comprise a woven or nonwoven material, 

polymeric films such as thermoplastic films of polyethyl~ or polypropylene, or 

composite materials such as a film-coated nonwoven material. An example of a suitable 
backsheet is a thennoplastic film having a thickness offi"om about 0.012 mm (O.S mil) to 
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about O.OS l mm (2.0 mils). Other suitable materials for the backsheet 26 include 
RR8220 bl.own films and RRS47S cast films as manufactured by Tredegar Industries, 
Inc. of Terre Haute, IN. The backsheet 26 is preferably embossed and/or matte finished 
to provide a more clothlike appearance. 

The topsheet 24 is positioned adjacent the inner surface 66 of the absorbent core 
28 and is preferably joined thereto and to the backsheet 26 by attachmen~ means (not 
shown) such as those well known in the an. Suitable attachment means are descnl>ed 
with respect to joining the backshect 26 to the absorbent core 28. In a preferred 

. embodiment or the present invention, the topsheet 24 and the backshect 26 are joined 
directly to each other in the diaper periphery SS and are indirectly joined together by 
directly joining them to the absorbent core 28 by the attachment means (not shown). 

The topsheet 24 is compliant, soft feeling, and non-irritating to the wearer's skin. 
Funher, the topsheet 24 is preferably liquid pervious permitting liquids (e.g., urine) to 
readily penetrate through its thickness. A suitable topsheet 24 may be manufactured 
from a wide range of materials, such as porous foams; reticulated .foams; apenured 
plastic films; or woven or nonwoven webs qf natural fibers (e.g .• woOd or cotton fibers), 
synthetic fibers (e.g., polyester or polypropylene fibers), or a combination of natural and 
synthetic fibers. The topsheet 24 is preferably made of a hydrophobic material to isolate 
the . wearer's skin from liquids which have passed through the topsheet 24 and are 
contained in the absorbent core 28 (i.e. to prevent rewet). If the topsheet 24 is made of 
a hydrophobic material, at least the upper surface of the topsheet 24 is treated to be 
hydrophilic io that . liquids will transfer through the topsheet more rapidly. This 
diminishes the likelihood that body exudates will flow off' the topsheet 24 rather than 
being drawn through the topsheet 24 and being absorbed by the absorbent core 28. The 

. topsheet 24 can be rendered hydrophilic ~y treating it with a surfactant. Suitable 
methods for treating the topsheet 24 with a surfactant include spraying the topsheet 24 
material with the surfactant and immersing the material into the surfactant. A more 
detailed discussion of such a treatment and hydrophilicity is contained in U.S. Patents 
4,988,344 entitled •Absorbent Anicles with Multiple Layer Absorbent Layers• issued to 
Reising, et al on January 29, 1991 and U.S. Patent 4,988,34S entitled •Absorbent 
Articles with Rapid Acquiring Absorbent Cores• issued to Reising on January 29, 1991, 
each of which is incorporated by reference herein. 

There are a number of manufacturing techniques which may be used to 
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manufacture the topsheet 24. For example, the topsheet 24 may be a nonwoven web of 

fibers. When the topsheet 24 comprises a nonwoven web, the web may be spunbonded, 
carded, wet-laid, melt-blown, hydroentangled, combinations of the above, or the like. A 

suitable topsheet 24 is carded and thermally bonded by means welJ known to those 
skilled in the fabrics art. A satisfactory topsheet 24 comprises staple length 

polypropylene fibers having ~ denier of about 2.2 As used herein, the tenn •staple 
length fibers" refers to those fibers having a length of at least about IS.9 mm (0.62S 

inches). Preferably, the topsheet 24 has a baSis weight from about 18 to about 25 grams 
per square meter. A suitable topsheet is manufactured by Veratec, Inc., a Division of 

International Paper Company, of Walpole, Mass. under the designation P-8. 

The diaper 20 preferably further comprises elasticized leg cuffs 32 for providing 

improved containment of liquids and other body exudates. Each elasticized leg cuff 32 

may comprise several different embodiments for reducing the leakage of body exudates 
in the leg regions. (The leg cuff can be and is sometimes also referred to as leg bands, 

side flaps, barrier cuffs, or elastic cuffs.) U.S. Patent 3,860,003 describes a disposable 
diaper which provides a contractible leg opening having a side flap and one or more 

· elastic members to provide an elasticil.ed leg cuff (gasketing cuft). U.S. Patent 
4,909,803 entitled "Dis~sable Absorbent Article Having Elasticized Flaps• issued ~ 
Aziz et al. ~n March 20, 1990, descn'bes a disposable diaper having •stand-up• 
elasticized fJaps (barrier cuffs) to improve the containment of the leg regions. U.S.­
Patent 4,695;278 entitled •Absorbent Article Having Dual Cuffs• issued to Lawson on 

September 22, 1987, describes a disposable diaper having dual cuffs including a 
gasketing cufF and a barrier cuff. While each elasticized leg cuff 32 may be configured 
so as to be similar to any of the leg bands, side ·flaps, barrier cuffs, or elastic cuffs 

descn1>ed above, each elasticized leg cuff 32 comprises a $15ketil'lg cuff as described in 
the above-referenced U.S. Patent 3,860,003. 

The diaper 20 preferably further comprises an elastic waist feature 34 that helps 

provide improved fit and containment. The elastic waist feature 34 is that portion or 
zone of the diaper 20 which is intended to elastically expand and contract to dynamically 

fit the wearer's waist. The elastic waist feature 34 preferably extends longitudinally 
outwardly fi'om at least one of the waist edges 70 of the absorbent core 28 and generally 
forms at least a ponion of the end edge S8 of the diaper 20. Disposable diapers are 
generally constructed so as to have two elastic waist features, one positioned in the first 
waist region SO and one positioned in the second waist region 52, although diapers can 
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be constructed with a single elastic waist feature. Further, while the elastic waist feature 

34 or any of its constituent elements can comprise a separate element affixed to the 

diaper 20, the elastic waist feature 34 may be constructed as an extension of other 

elements of the diaper such. as the backsheet 26 or the topsheet 24, preferably both the 

backsheet 26 and the topsheet 24. The waist feature 34. may be constructed in a number 

of different configurations including those described in U.S. Patent 4,SlS,S9S issued to 

Kievit et al. on May 7, 1985 and the above referenced U.S. Patent S,151,092 issued to 

Buell; each of these references being incorporated herein by reference. 

In a preferred embodiment of the present inv~ntion, the diaper 20 also comprises 

ear flaps 62 that extend laterally outwardly from each longitudinal edge 56 of the 

containment ·assembly 22 jn the second waist region 52. The ear flaps 62 provide a 

st~cture to which the first waist region SO can be attached to encircle the legs and waist 

of the wearer. The ear flaps 62 may take on a number of different sizes, shapes, 

configurations. and materials. The ear flaps 62 may comprise a portion of the material 
making up one or mor~ or the diaper elements, including the topsheet 24, and the 

backsheet 26. Alternatively, the ear flaps 62 may comprise a separate element or a 
plurality of elements affixed to the diaper.. Suitable materials for use u the ear flaps 62 

include woven webs; nonwoven webs; films, including polymeric films; foams; laminate 

materials including film laminates, nonwoven laminates, or zero strain laminates; 

elastomers; composites; or any combination of materials herein described or as 
descn"bed with respect to the extensible side panels as are known in the· art. The ear 

flaps 62 may be joined to the containment assembly 22 by any means as known in the 

art; for example the ear flaps 62 may be continuously or intermittently bonded to the 
containment usembly using heated or unheated adhesive, heat bonding. pressure 

bonding. ultrasonic bonding. dynamic mechanical bonding or any other method that is 
known in the art. 

The diaper 20 additionally comprises an C?rtensible side panel 30 disposed 

adjacent each longitudinal edge 56 of the containment assembly 22· of the diaper 20, 

preferably in the first waist region SO. (As used herein, the term "disposed• means that 

an element(s) of the absorbent article is formed Ooined and positioned) in a particuJar 
place or. position as a unitaJ}' structure with other elements of the absorbent article or as 
a separate element joined to another element of the absorbent article.) The extensible 
side panels 30 provide an elastically extensible feature that provides a more comfortable 

and contouring fit by initially confonnably fitting the diaper to the wearer and sustaining 
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the fit throughout the time of wear well past when the diaper has-· been loaded with 

exudates since the extensible side panels 30 allow the sides of the ~iaper 20 to expand 

and contract. The extensible side panels 30 fi..nher provide more effective application of 

the diaper since even if the diaperer fits the diaper . to the wearer asymmetri~ly, the 

diaper will •self-adjust" during wear to attain an improved fit. · The extensible side 

panels 30 of the present invention also provide improved dynamic fit _about the waist as 

well as the thigh of the wearer, reducing the possibility of sagging and gapping both at 

the waist and about the leg that can cause leakage, while increasing freedom of motion 

and wearer comfort in each area. 

Each extensible side panel 30. comprises a waist panel 36 and a thigh panel 38. 

The waist panel 36 has a different primary direction of extensibility than the thigh panel 

38, providing the extensible side panel 30 with unique multi-directional stretch 

characteristics. The waist panel 36 is that portion or element of the extenS11>le side panel 

30 designed to initially provide the tension to secure the diaper 20 about the waist of the 
wearer, and once •activ~ted", to dynamically expand and contract with the motions of 
the wearer to maintain the waist of the diaper in a snug 20, yet comfortable fit 

throughout the period of use. The waist panel 36 has a waist panel proximal edge 72, a 

waist panel distal edge 74 laterally opposed to the waist panel proximal edge 72, a first 
lateral edge 90 extending between the waist panel proximal edge 72 and the waist panel 
distal edge 741 and a second lateral edge 92 longitudinally opposed to the first lateral 

' . 
edg~ 90. In one preferred embodiment, the waist panel 36 is positioned so that the first 
lateral edge 90 is positioned farther &om the transverse centerline 102 of the 

containment assembly 22 than the second lateral edge 92 and fonns a part of the end 
edge SS of the diaper 20. 

The waist panel 36 comprises an exteu"ble material having a primary direction of 

extensibility (represented by arrow G) about the waist of the wearer. In one preferred 

embodimeri~ the waist panel's 36 primary direction of extensibility comprises a first 
vector component oriented laterally outwardly that is greater than zero and a seeond 

vector component that is greater than or equal to zero and is oriented towards the 

lateral centerline 102. More preferably, the first vector component of the waist panel's 

primary direction of extensibility is greater than the second vector component. (It 

should be noted, however, that the whole or segments of the waist panel 36 may also be 

extensible in directions oth~ than the primary direction of extensibility.) Angle A in 
Figure 4 represents the angle (measured clockwise or counterclockwise) between the 
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waist panel's 36 primary direction of extensibility and the lateral axis 104 which is 

parallel to the lateral centerline 102. (In Figure 4, angle A is measured in a clocnise 

direction from the lateral axis 104.) Angle A is preferably between about 0 and 45 

degrees from the lateral direction, more preferably between about S and 20 degrees from 
the lateral direction. and most preferably between about 10 and about 1 S degrees from 

the lateral direction. 

The thigh panel 38 is that portion or element of the extensible side panel 30 

designed to expand and contract with the dynamic motions of the wearer in the outer 

thigh region where the diaper encircles the wearer's leg. The thigh panel 38 has a thigh 

panel proxima~ edge 78, a thigh panel distal edge 76 laterally opposed to the thigh panel 

proximal edge 78, a first lateral edge 94 extending between the thigh panel proximal 

edge 78 and the thigh panel distal edge 76, and a second lateral edge 96 longitudinally 

opposed to the first lateral edge 94. Preferably, the thigh panel 38 is disposed adjacent 

the longitudinal edge 56 of the containment assembly 22 and extends laterally outwardly 

from a location closer to the transverse centerline l 02 of the containment assembly 22 
than the waist panel 36. Preferably,· the second lateral edge 96 or the thigh panel 38 is 

positioned farther from the end edge SS of the containment assembly 22 than the first 
lateral edge 94. In a preferred embodiment, when the di•per 20 is fitted to the wearer, 
the second lateral edge 96 forms a part of the diaper 20 that encircles the thigh of the 

wearer. 

The thigh panel 38.comprises an extensible material having a primary direction of · 

extensi"'bilif.Y (represented by arrow H) nonparallel to the waist panel's prirrwy direction 
of extensibility, preferably at an angle to the lateral and the longitl.idinal directions. In 
one preferred embodiment, the thigh panel's primary direction of extensibility comprises 

a first vector component oriented laterally outwardly that is greater than zer0 and a 

second vector component that is greater than or equal to zero and is oriented away from 
the lateral centerline 102. (The whole or segments of the thigh panel may also be 

. extensible in directions other than the primai:y direction of extensibility.) As shown in 

Figure 4, angle B represents the angle between the thigh panel's primmy direction of 

extensibility and the lateral axis 104. (As used herein, the angle B is measured 

counterclockwise from the lateral axis 104.) Angle Bis preferably between about 0 ~ 

40 degrees from the lateral direction, more preferably between ab~ut 10 and 3 S degrees 

from the lateral direction, and most preferably between about 20 and about 30 degrees 

from the. lateral direction. In a preferred embodiment, when the diaper 20 is initially 
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fitted to the wearer, the thigh panel 38 encircles the outer thigh portion of the wearer's 

leg. Once "activated", the thigh panel 38 dynamically expands and contracts in 

conjunction with the motions of the wearer's legs to maintain a snug fit about the leg of 

the wearer throughout the _period of use. This improves the containment chara~eristics 

of the diaper while reducing the Hkelihood of red marks on the wearer's skin. 

The waist panel 36 and the thigh panel 38, and thus, the extensible side panel 30, 

may take on a number of different sizes, shapes, configurations and materials. The exact 

length, width and thickness of the extensible side panel 30, as well as the waist panel 36 

and the thigh panel 38, will vary depending on the dimensions of the intended user and 

the exact configuration of the extensible side panels 30. Accordingly, the waist panel 36 

can be identical in size and shape to the thigh panel 38 or can have different dimensions 

so long as the waist panel 36 can be operatively associated to the thigh panel 38 and the 

containment assembly 22 of the diaper 20 to provide the multi-directional stretch 

characteristics of the invention as described herein. ~ example of suitable extensible 

side panels 30 to be worn by a medium sized infant are generally trapezoidal in s~pe 

having dimensions between about 2 and 4 inches in the longitudinal direction and 

between about 2 and S inches in the lateral direction. 

The extensa"ble side panels 30 may comprise a single piece of extensible material, 

or two or more extenss"ble members operatively associated together to form each 

extensible side panel 30. As used herein, the tenns •single component extensible side 

.panet• or •single component embodiment" refers to embodiments of the present 

invention wherein the extensible side panel comprises a single extenss"ble member. The 
terms "multiple-component extenst"ble side panel• or "multiple component embodiment• 

are used herein to denote embodiments of the present invention wherein the exterw"ble 

side panel 30 comprises two or more extensJole members operatively associated 

together to form the extensible side panel 30. _In a preferred embodiment, the extensible 

side panels 30 comprise more than one, preferably two, extensible members, a waist 

panel member 37 forming the waist panel 36 and a separate thigh panel member 39 

forming the thigh panel 38. The extensible members can be constructed as extensions of 

other elements of the diaper such as the backsheet 26 or the topsheet 24, or both, or. 

they can comprise wholly separate elements affixed to the containment assembly 22. 

The proximal edge 80 of the extensible side panel 30 is disposed adjacent one 

longitudinal edge 56 of the containment assembly 22 of _the diaper. In one 
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configuration, the proximal edge 80 of the extensible side pane) 30 is disposed between 

the topsheet 24 and the backsheet 26. However, the extensible side panel 30 can be 

joined to the containment assembly 22 in many different configurations. For example, 

the proximal edge 80 of the extensible side panel 30 can be joined to the outer surface 

46 of the backsheet 26 or to the iMer surface 44 of the topsheet 24 .. Alternatively, in a 

multiple component embodiment where the waist panel 36 and the thigh panel 38 

comprise separate extensible·members, the waist panel member 37 and the thigh panel 

member 39 can ~e disposed on the same or different surfaces, or betw~n the topsheet 

24 and the backshcet 26. In yet other embodiments, the extensible side panel 30 or any 

of its components, can be disposed on a separate element that is joined to the 

containment assembly 22. 

The extensible side panel 30 is preferably joined to the containment assembly 22 

or to the diaper 20 by attachment means (not shown) such as those well known in the 

. art. A suitabJ~ means for attaching each extensible side p_anel 30 to the containment 

assembly 22 is fusion bonding (e.g. ultrasonic, heat or prcs5ure bonding). Alternatively, 

the extensible side panel 30 may be intermittently or continuously bonded to the 

containment assembly 22 using adhesive. dynamic· mechanical bonding, or any other 

method that is known in the art. 

In a preferred embodiment of the present invention as shown in Figures 1, 2, and 

3, at least a ponion of the waist panel 36 and the thigh panel 38 are joined together. 

Preferably, at least a ponion of the waist panel distal edge 74 is joined to at least a 

ponion of the thigh panel distal edge 76. In multiple component embodiments, it is 

preferred that the waist panel distal edge 74 and the thigh panel distal edge 76 are joined 

in at least a partially overlapping configuration. This ensures that forces applied to the 

first fastening member 40 disposed adjacent the distal edge 82 of the extensible side 

panel 30 will •activate" both the waist panel 36 and the thigh panel 38 such tJlat they 

may expand and contract in conjunction with the motions of the wearer. The waist 

panel_ 36 and the thigh panel 38 may be bonded to each other using adhesive, heat 

bonding, pressure bonding, ultrasonic bonding, dynamic bonding, or any other method 

of bonding ~wn in the art. 

·Alternatively, as shown in Figure S, a multiple component extens~le side panel 30 

is possible wherein the waist panel member 37 and the thigh panel member 39 are not 

initially joined to each other. The waist pa~el distal edge 74 is separate from the thigh 
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panel distal edge 76, and each extensible member has a separate fastening component 

joined thereto. This gives the diaperer greater flexibility in the placement of the distal 
edges of the extensible members that fonn the waist panel member 37 and thigh panel 

member 39 when fastening the diaper 20 about the ·wearer. For example, in this 

configuration, the waist panel member 37 and the thigh panel· member 39 can be 

individually fastened to the diaper 20 itself. Alternatively, the waist panel member 37 

can be refastenably fistened to the thigh panel member 39 or the thigh panel member 37 

can b_e refastenably fastened to the waist panel member 39. The waist panel member 37 

and the thigh panel member 39 can be refastenably fastened to eachother in a number of 

locations .using the fastening components previously discussed with respect to the waist 

and thigh panel members or any other fastening members joined to the waist and thigh 

panel members, such as hook and loop type fasteners. 

Each extenss'ble side panel. 30 may comprise any suitable extensible? stretchable 

or elastomeric materials. (As used herein, the term 11Cxtens~~le11 refers to materials that 
can increase in at least one dimension. The tenn 11stretchable11 refers to materials that 

are extensible when stretching forces are applied to the material, and offer some 
resistince to extension. The tenn •etastomeric" refers ·to materials that extend in at 

least one direction when a force is applied and return to approximately their original 
dimensions after the force is released.) One elastomeric material that has been found to 
be especially suitable for use in the waist panel 36 and the thigh panel 38 is a laminate 
of two coverstock layers with an elastomeric film sandwiched between the cov.erstock 
layers. As used herein •coverstock• may include any woven or nonwoven materials. 

An example or a suitable coverstoclc material is the nonwoven material manufaCtured 
by Veratec, Inc., a Division of the International Paper Company, of Walpole, Mass., 

desipated P-8. An example of a suitable film to be sandWiched between coverstock 
layers is the eJastomeric film, EXX-SOO, (Connerly EXX-7) manufactured by the Exxon 
Chemical Company of Lake Zurich, n.. Other suitable materials for use as, or in the 
extensible side panels and side panel members include structural elastic-like film (SELF) 

webs, as descn'bed hereinbelow, synthetic or natural rubber, synthetic or natural rubber 

foams, elastomeric scrims, woven or nonwoven elastomeric webs. dastomeric 

~mposites such as . elastomeric nonwoven laminates, zero strain stretch 18.l_llinates, 

prestrained stretch laminates or the like. U.S. Patent S,151,092 entitled •Absorbent 
. . 

Article with Dynamic Elastic Waist Feature Having a Predisposed Resilient Flexural 

Hinge" issued to Buell et al., on September 29, 1992 descn"bes suitable zero stain 

stretch laminates and prestrained stretch laminates, and· is herein incorporated by 
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A structural elastic-like film (SELF) web is an extensible material that exhibits 

an elastic-like behavior in the direction of elongation without the use of added elastic 

materials. The SELF web includes a strainable network having at least two contiguous, 

distinct, and dissimilar regions. One of the regions is configured so that it will exhibit 

resistive forces in response to an applied axial elongation in a direction parallel to the 

predetermined axis before a substantial ponion of the other region develops significant 

resistive forces to the applied elongation. At least one of the regions has a surface-path 

length which is greater than that of the other region as measured substantially parallel 

to the predetennined axis while the material is in an untensioned condition. The region 

exhibiting the longer surface-path length includes one or more defonnations which 

extend beyond· the 'plane of the other region. The SELF web exhibits .at least two 

significantly different stages . of controlled resistive force to elongation along at least 

one predetennined axis when subjected to an applied elongation in a direction parallel 

to the predetennined axis. The SELF web exhibits first resistive forces to the applied 

elongation until the elongation of the web is sufficient to cause a substantial portion of 

the region having the longer surface-path length to enter the plane of applied 

elongation. whereupon the SELF web exhibits seco~d resisti~e forces to further 

elongation. The total resistive forces to elongation are higher than the first resistive 

forces to elongation provided by the first region. 

The strainable web material can, in a preferred embodiment, comprise a formed 

polymeric film. The strainable web material can be made of a base material that has a 

relatively low extensibility under the forces the diaper is nonnally subjected to when 

worn. When formed into the strainable web material as described herein. however, the 

base material, thus formed, will be extensible under these forces. The strainable web 

material can also be formed into a structure that provides a •force wa11• to be created at 

specific, pre-selected elongations and forces. The strainable web material is preferably 

comprised substantially oflinear low density polyethylene (LLDPE). The strainable web 

material may also be comprised of other polyolefins such as polyethylenes, including low 

density polyethylene (LDPE). ultra low density polyethylene (ULDPE), high density 

polyethylene (HDPE), or polypropylene and blends . thereof with the above and other 

materials. Examp~es of other suitable polymeric materials which may also be used 

include, but are not limited to polyester, polyurethanes, compostable or biodegradable 

polymers, heat shrink polymers, thennoplastic elastomers, and breathable polymeric 
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The strainable web material can be used in various different fonns m the 

extensible side panels 30 of the diaper 20. One example of a suitable fonn of structural 
elastic-like film is a laminate. The laminate comprises a strainable web material secured 
between two longitudinally ~ensible, preferably carded nonwoven webs. (In addition, 

the strainable web material can also be used in the various other components of the 

absorbent article described herein.) 

The strainable web material is shown in Figs. 6 · and 7 in its substantially 

untensioned condition. The strainable web mat~rial ha5 two centerlines, a longitudinal 

centerline, which is also referred to hereinafter as an axis or direction "I" and a 

transverse or lateral centerline.· which is also referred to hereinafter as an axis or 
· direction "t". The lateral centerline "t" is generally perpendicular to the longitudinal 

centerline "I". In a preferred embodiment, the longitudinal centerline I of the strainable 

web materiil is aligned with the longitudinal centerline L of the diaper 20. In other 
embodiments, however, the longitudinal centerline I of the web material can be oriented 

. in other directions, depending on the direction of extensibility desired .. 

As shown in Figs. 6 and 7, strainable web material 660 includes a •strainable 

network" of distinct and dissimilar regions. As used herein. the term •strainable 

network• refers to an intercoMected and interrelated group of regions which are able to 

be extended to some useful degree in a predetermined direction providing the strainable 

web material with an elastic-like, relatively low resistive force stage and a relatively high 
resistive force stage. The strmnable network includes at least a firit region 664 and a 
second region 666. The first region 664 has an elastic modulus El and a cross-sectional 
area Al. The second region 66 has a modulus E2 and a cross-sectional area A2. The 

first and second regions each have a first surface and an opposing second surface. In the 
preferred embodiment shown in Figs. 6 and 7, the strainable network includes a plurality 

of first regions 664 and. a plurality of second regions 666. The first regions 664 have a 
first axis 668 and a second axis 669, wherein the first axis 668 is preferably longer than 
the second axis 669. The first axis 668 of the first region 664 is substantially parallel to 

the longitudinal axis, 1, of the strainable web material 660 while the second axis 669 is 
substantially parallel to the transverse axis, t, of the strainable web material 660. The 

second regions 666 have a first axis 670 and a second axis 671. The first axis 670 ii 
substantially paralleJ to the longitudinal axis of the strainable web material, while the 
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second axis 671 is substantially parallel to the transverse axis or the strainable web 

material. In the pref erred embodiment of Fig. 6, the first regions 664 and the second 

regions 666 are substantially linear, extending continuously in a direction substantially 

parallel to the longitudinal axis of the strainable web material. 

In the illustrated embodiment, a portion of the strainable web material has been 

"fonned" such that the entire strainable web material exhibits a controlled resistive force 

along a predetennined axis (which in the case of the ~lustrated embodiment is 

substantially parallel to the longitudinal axis of the web material) when subjected to an 

applied axial elongation in a direction substantially parallel to the longitudinal axis. As 

used herein, the tenn "formed• refers to the creation of a desired structure or geometry 

upon the web material that wiJI substantially retain the desired structure or geometry 

when it is not subjected to any externally applied elongations or forces. Suitable 

methods for fonning a material such as the strainable web material described herein 

include, but are not limited to embossing by mating plates or rolls, thennofonnigg, high 

pressure hydraulic fonning, or casting. 

The web material used in the pres_ent invention is comprised of I strainable 

. network of contiguous, "distinct", and "dissimilar" regions, wherein the strainabJe 

network includes at Jeast a first region and a second region, where the first region has a 

"surface-path length" less than that of the second region. The surface path length is 

measured paraJJeJ to a precletennined axis when the material is in an untensioned state. 

As uied herein, the term •formed portion" refers to the portion of the material .which is 

comprised of the desired structure or geometry or the strainable network. As used 

herein. the tenn "surface-path length" refers to a measurement along the topographic 

surface of the region in question in a direction parallel to the predetermined axis. As 

used herein, the term •distinct" or ··dissimilar• when referring to regions, refers to 

regions within the strainable network having measurably ditl'erent surface-path lengths 

as measured parallel to a predetennined axis while the web material is in an untensioned 

condition. 

In a prefCJTed embodiment shown in Figs. 6 and 7, the first regions 664 comprise. 

a substantially planar region. That is, the material within the first region 664 is . in 

substantially the same condition before and after the fo~tion step undergone by 

strainabJe web material. The second regions 666 include a plurality of continuous, 

interconnected, defonnations 674 which extend alternately beyond the plane of both the 
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first and second surfaces (664A and 664B, respectively) of first region .664. In other 

embodiments, the defonnations 674 may extend beyond the plane of only one (Jf either 

the first or the second surfaces of the first region. 

The deformations 674 ha.ve a first axis 676 which is substantially parallel to the 

transverse axis of the web material and a second axis 677 which is substantially parallel 

to the longitudinal axis of the strainable web material. The first axis 676 of the 

deformations 74 is at least equal to, and preferably longer than the second axis 677. To 

enhance the two-stage resistive force versus elongation behavior characteristics of (the 

side flap) of the present invention, the ratio of the first axis 676 to the second axis 677 is 

at least 1: 1, and preferably at least 2: 1 or greater. In general, the greater this ratio, the 

more pronounced will be the two-stage resistive force versus elongation characteristic 

of the web material. 

The first region 664 and the second region 666 each have a •projected path 

length". .As used herein the term "projected path length" refers to length of a region as 
viewed perpendicularly to the surface of the web material measured parallel to the pre­

determined axis (i.e., parallel to the longitudinal axis) of the strainable web material 660. 

The projected path length of the first region 664 and the projected path length of the 

second region 666 are equal to one another. 

However, the first region 664 has a surface-path length, LI, less than the surface­

path length, L2, of the second region 666 as measured topographically parallel to the 

longitudinal axis of the web material while the web material is in an untensioned 
condition: To enhance the two-stage resistive force versus ·elongation behavior 

characteristic of the strainable web material 660, the surface-path length of the second 
region 666 is at least about IS percent greater than that of the first region, more 

preferably about 30 percent greater than that of the first region, and most preferably at 

least about 70 percent greater than that of the first region. 

The web material 660 exhibits a modified "Poisson lateral contraction etrect" 
substantially less than that of an otherwise identical unfonned web material of the prior 

art. As used herein, the term •Poisson lateral contraction effect• describes the lateral 

contraction behavior of a material which is being subjected to an applied elongation. 

Preferably the Poisson lateral contraction effect of the web materill of the present· 

invention is less than about 0.4 · when the web is subjected to about 20 percent 
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elongation. Preferably. the web material exhibits a Poisson lateral contraction effect 

less than about 0.4 when the web material is subjected to about 40, so. or even 60 

percent elongation. More preferably, the Poisson lateral contraction effect is Jess than 

about 0.3 when the web material is subjected to 20, 40, SO, or 60 percent elongation. 

For the strainable web material, the direction of applied axial elongation, indicated 

by arrows 680, is substantially perpendicular to the first axis 676 ·of the deformations 

674. (The amount of axial elongation is distance, D.) As the deformations 74 are able 

to extend in a direction substantially perpendicular to their first axis 676, the direction of 

applied axial elongation to cause extension in strainable web material is also substantially 

perpendicular to the first axis 676 of the defonnations 674. 

·wru1e the direction of applied axial elongation, indicated by arrows 680, is 

substantially perpendicular to the first axis 676 of the deformations 674, an applied axial 
elongation having a longitudinal component will cause the ·strainable web material to 

extend in the direction of applied axial elongation. 

In Fig. 1 O there is shown an exemplary graph of a resistive force-elongation curve 

720 of a formed polymeric web .material of the present invention along with a similar 

curve 710 for a planar, base polymeric film from which the web material is formed. 
Referring now to the force-elongation curve 720, there is an initial substantially ·linear, 

lower force versus elongation stage I designated 720a. a transition zone designated 

720b, and a substantially linear stage U designated 720c which displays substantially 
higher force versus elongation behavior, corresponding to a resistive force wall beyond 
which the web material may undergo additional permanent defonnation. 

As seen in Fig. 10 a formed web material having a strainable network exhi1>its a · 
controlled multi-stage behavior when subjected to an appned elongation in a direction 

parallel to the longitudinal axis of the web material. The resistive force to the applied 
elongation is significantly different between stage I (720a) and stage II (720c) of curve 

720 as compared to curve 710 which does not exhibit this behavior. Referring now to 

Fig. 32. as the web material is subjected to an applied axial elongation indicated by 
arrows 680 in Fig. 6, the first region 664 having the shorter surface-path length, Ll, 
provides most of the initial resistive force, P 1, to the applied ·elongation which 

corresponds to stage I. While in stage I, the deformations 674 in the second region 666 
are mostly out of the plane of applied elongation and offer minimal resistance to the 
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applied elongation. In the transition zone between stages I and II. the deformations 74 

are becoming aligned with the applied elongation. In stage II, as seen in Fig. 9, the 

deformations 674 in the second region 666 have become substantially aligned with the 

plane of applied elongation and begin to resist funher elongation. The second region 

666 now contributes a second resistive force. P2, to further elongation. The first and 

second resistive forces to elongation provide a total resistive force, PT, which is greater 

than the resistive force· provided by the first region 664. Accordingly, the general slope 

of the force-elongation curve in stage Il displays the characteristics of a force wall that 

is significantly greater than the general slope of the force-elongation curve in stage I. 

The resistive force P 1 is substantiaJJy greater than the resistive force P2 when 

(Ll+D) is less than L2. ·While (Ll+D) is less than L2 the first region 664 provides an 

initial resistive force, p 1 t generally satisfying the equation: 

Pl = (Al*El*D) 

LI 

When (Ll+D) is greater than L2 the first and second regions provide a combined 

total resist.ive force, PT, to the applied elongation D, generally satisfying the equation: 

PT= (Al *EJ *D) + CA2*E2*1Ll +D-L21) 

Ll · L2 

(Where••• represents a multiplication sign.) 

The maxiinum elongation occurring while in stage I is considered to be the 
11av111able stretch" of the web material. The available stretch can be eft'ectively 

detennined by inspection or the force-elongation curve 720, the approximate point at 

which there is an inflection in the transition zone between stage I and stage ll is the 

percent elongation point of "available stretch" .. The range of available stretch can be 

varied from about 10% to 100°/o or more; this range of elastic-like response is often 

found to be of interest in disposable absorbent articles, and can be largely controlled by 

the extent to which surface-path length L2 in the second region 666 exceeds surface­

path length LI in the first region 64 Ind the properties of the base film. Significantly 

higher fo~ are required to achieve 'percent elongations in the base film equivalent to 

those percent elongations in the web 660. The approximate extent of stage I can be 
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controlled as desired by adjusting the path lengths, L 1 and L2 in an untensioned 

condition. The force-elongation behavior of stage I can be controlled by adjusting the 

width, thickness, and spacing of first region 664 and the propenies of the base film. 

When the ~eb material of"Fig. 6 is subjected to_ an applied elongation, the web 
·material exhibits an elastic-like behavior as it extends in the direction of applied 

elongation and retracts to its substantially untensioned condition once the applied force 
is removed, unless ~ended to the point of yielding. The .web material is· able to 

undergo multiple applications of applied elongation without losing its ability to 

substantially recover. · Accord~ngly, the web material is able to retract to its substantially 

untensioned condition once the applied elongation or force is removed. 

· While the web material may be easily and reversibly extended in the direction of 
applied axial elongation, in a direction substantially perpendicular to the first axis 676 of 

the· deformations 674, web material is relatively non-extensible in a direction· · 

substantially parallel to the first axis 676 qf the deformations 674. The' plastic 

deformation imparted· upon the deformations· 674 illows the deformations ·to be 

extended in one direction, in a direction substantially perpendicular to the first axis of 
the deformations, while being relatively non-extensible in a direction substantially 
perpendicular to the. direction of extension, in a direction substantially paralleJ to the 
first axis of the deformations. In other embodiments, the strainable web material .660 can 

be provided with first regions 664 that extend outward from a center and second regions 
666 that are disposed in concentric circles around the center to make the strainable web 

material 660 extensible in more than one direction. 

The amount of applied force required to extend the web material is dependent 
upon the inherent propenies of the base material forming the web material and the width 

and spacing of the undeformed regions 664, with narrower and more widely spaced 

undeformed regions 664 requiring lower extensional forces to achieve the desired 
elongation. The first axis 668, (i.e., the length) of the undefonned regions 664 is 

preferably greater than the second axis 669, (i.e., the width) with a preferred length to 

width ratio ofbetween S:l and 300:1. 

The depth and number of deformations 674 ·can also be varied to control the 
applied force or elongation required to extend .the web material of the present invention. 

In one preferred embodiment, the deformations are formed by two ~gid plates having 

' 

' ' 
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outer dimensions of 5.0" by 12" by 0.75". On one surface of each plate are a series of 

meshing ~eeth which are substantially triangular in cross section and measure 0.030" at 

their bases and taper to a venex with a radius of Q.008" at the top. The centerlines of 

the teeth are spaced evenly and at 0.030" increments. On ~he "toothed" side of one 

plate, a series of grooves arc cut which are parallel to each other and perpendicular to 

the evenly spaced teeth. These grooves measure 0.031" wide and are continuous over 

the entire length of the plate, and are spaced at a distance of 0.25" on center. These 

grooves correspond to the undefonned regions of the defonned web of material. 

The preferred LLDPE base material is placed between the ptates in a hydraulic 

press having platens larger than the plates to evenly distnl>ute pressure. The plates are 

compressed under a load of at least 4,000 pounds. The fonned web material is then 

removed from between the plates. The available stretch or elongation is increased if for 

a given number of defonnations, the height or degree of defonnation imparted on ihe 

deformations is increased. Similarly, the available stretch or elongation is incJeased if 

for a given height or degree of deformation, the number or frequency of deformations is 

increased. 

It has been found that the extension characteristics, including the extension forces, 

extension modulus, and available stretch (extension), and the contractive forces, elastic 

creep, elastic hysteresis, and rate of contraction of the extensible side panels 30 are 

iinponant considerations in the perfonnance of the extensible side panels 30 and the 

diaper 20. The extension charact~stics give the diaperer and wearer the overall 
perceived •stretchiness• during use. They also affect the ability of the diaper to achieve 

a suitable degree or application stretch (i.e .• for a •nonnaJly" perceived tension or the 

diaper during application, the total amount of resultant stretch is that desired to 

achievt/maintain good confonnity of fit). An extenss"ble side panel with a relatively high 
extension modulus can cause red marking on the wearer's skin while relatively low 
extension modulus can cause saggingfslipping on the wearer. Side panels having too 

little available stretch may not achie':'e a suitable level of body confonnity and may 

contribute in making the diaper uncomfortable to wear and hard to apply to the wearer. 

A diaper having extensible side panels with very Jow contractive forces may not stay in 

place on the wearer and they tend to sag/slip on the wearer resulting in poor fit and 

containment. 

Typical extensible materials show a hysteresis loop of force in their stress-strain 



28 

···-··-··--------·----··---------·- - ---- -- . -· 

THIS SHEET HAS BEEN 
REPLACED 

propeny. That is, for a given extension, the force (extension force) required to 

uniaxially exte~d the extensible material is greater than the force (contractive force) the 

extensible material exerts when it is allowed to contract from its preextended condition. 
The former curve can be ref erred to as the "load curve" and the latter curve can be 

referred to as the "unload curve". The "load" extension force (extension force} is felt by 

the diaperer when the extensible side panel is stretched to apply the diaper to the 

wearer. The wearer more nearly "feels" the "unload" forces (contractive forces} once 
the diaper is on. Therefore, the hysteresis loss should· not be so great that the 

contractive force is low enough to allow sagging/gapping of the diaper on the wearer. 

For the "composite extensible side panel" of the present invention, it has been 

found that the extension force, the contractive force, and the minimum amount of 

extension are preferably within defined ranges. (As used herein, the phrase "composite 

eXtensible side panel" refers to the extensible side panel as a whole, in any configuration 

and comprising any ·material or combination of materials.) The extension force to 

initially extend the composite extensa"b1e side panel is preferably between about 100 

grams and about 1200 grams. More preferably, the extension force is between about 
200 grams and about 1000 grams. When the composite extensi"ble side panel is held in 
an extended state for about five minutes, it is preferred that the composite eXtensible 

side panel maintain a contractive force ofbetween about 75 grams and about 900 grams, 

and more preferably between about JOO grams and about 8SO grams. A composite 

extensible side panel having extension and contractive forces within these ranges will 
preferably provide at least about 0.1 S inches of extension in the direction of the applied 

force. 

The extensible side panels 30 may also be provided with differential extensibility 

along the longitudinal axis when stretched in the lateral direction. AJ used herein, the 

term •differential extensibility• is used to mean a material having a nonuniform degree of 

extensional properties, as measured in the direction of stretching at various 'points along 

an axis oriented substantially perpendicular to the direction of stretching. This may, for 

example, include varying the elastic modulus or available stretch, or both, for each of 

the extensible material(s). The differential extensl"bility can be achieved in a number of 

different ways. The extensible side panels 30 can have multiple combined extensible 

materials_ multiple configurations for the extensible materials, or the extension 
properties of the extensible or other materials making up the extensible side panel may 

be nonuniform. For example, differential extensibility can be achieved in selected 
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adjacent portions of the extensible side panel by using extensible materials having 

varying extensions or contractive forces, modulus, or other inherent properties such that 

more or less (varying) lateral extensibility is achieved in one portion of the extensible 

side panel 30 than the adjacent panel. The extensible materials may also have varying 

lengths, ·sizes, and shapes that provide differential extensibility. Other ways of varying 

the properties of materials that form the extensible side panels 30 as are known in the an 
may also be used.· 

The diaper 20 is also preferably provided with a fastening system 48 for fitting the 

diaper on the wearer. The fastening system 48 maintains the first waist region so and 

the second waist region 52 in an overlapping configuration to form a side closure. The 

fastening system 48 further maintains tension in both the waist panel 36 and thigh panel 

38 to hold the diaper 20 on the wearer as well as to provide for improved dynamic fit 

about the legs and waist of the wearer. The fastening system 48 may comprise any 

attachment means known in the art, including, bui not lin:llted to, pressure sensitive 

adhesiv~s. cohesive materials, mechanical fastening means, hook . and loop type 

fasteners, or any combination of these or any other attachment means as known in the 

art. Examples of suitable adhesive tape tab fasteriing systems are disclosed in U.S . 

. Patent 3,848,594 issued to Buell on November 19, 1974; and U.S. Patent 4,662,875 

issued to Hirotsu and Robertson on May S, 1987; each of which are incorporated herein 

by reference.. Examples of other closure systems, including mechanical closure systems, 

useful in the present invention are disclosed in U.S. Patent 4,869,724 issued io Scripps 

on September 26, 1989; U.S. Patent 4,848,815 issued to Scripps on JuJy 11, 1989; and 

U.S. Patent 5,242,436 issued to Weil. Buell, Clear, and Pa!cone on September 7, 1993; 

each of which are incorporated herein by ref~rence. 

As shown in Figure 1, the fastening system 48 preferably comprises at least one 

pair of first fastening members 40 having a primary centerline F, and at least one second 

fastening member 42. The primary centerline F of the first fastening member is generally 

parallel to the line of tension normally applied to the . extensible side panel 30 when 

fitting the diaper 20 to the wearer. The primary centerline F of the first fastening 

member 40 is preferably at an angle to both the longitudinal centerline L and the 

transverse centerline T of the diaper 20 in its uncontracted state. In a preferred 

embodiment, one first fastening. member is disposed on the inner surface 44 of each 

extensible side panel 30 adjacent the distal edge 82. The first fastening members 42 are 
preferably joined to the distal edge 82 of each extensible side panel 30, preferably 
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overlapping the boundary between the waist panel 36 and. the thigh panel 38. This 

ensures that the first fastening member 36 provides tension to "activate" both the waist 

panel 36 and the thigh panel 38, thereby aJlowing the panels to more dynamically expand 

and contract with the motions of the wearer. (As used herein, the term "activate" means 

to apply ter:ision to an extensible material in a relaxed condition such that the extensible 

material is no longer in the relaxed condition and . thus, may expand and contract with 

the motions of the wearer.) The second fastening member 42 is preferably disposed on 

the outer surface 46 of the containment assembly 22 in the second wmst region S2 and is 

engageable with the first fastening member 40. 

In a particularly preferred embodiment, the diaper 20 comprises at least one 

proximal "stiffening member" 84 disposed adjacent the proximal edge 80 of each 

extensible side panel 30. As -used herein, the term "stiffening member" means any 

element of the diaper, any· element of the extensible side panel JO, or any other element 

joined to the extensible side panel 30 or to the containment assembly 22 of the diaper 

20, or both, that provides compressionlbucJding resistance in at least one direction. The 

compression/buckling resistance provided by the proximal stiffening member 84 reduces 

. bunching of the diaper 20, preferably in the longitudinal direction, along the longitudinal 

edges 56 of the containment assembly 22 in the first waist region SO. The proximal 

stiffening member 84 also reduces the tendency of the end edge 58 of the containment 

assembly 22 located in the first waist region SO and the waist feature 34 from rolling 

over as a result of the dynamic motions of the wearer. Thus, the proximal stiffening 

member 84 reduces the likelihood of gapping in the waist regions of the diaper 20 and· 

increases the effectiveness of the multi-directional extcnsil>le side panels 30 by providing 
an improved dynamic fit about the waist and thigh of the wearer. 

While the proximal stiffening member 84 may be positioned between the topsheet 

24 and the backsheet 26, the proximal stiffening member 84 may alternatively be 

positioned on the outer surface 46 of _the backsheet 26, on the inner surface 44 of the 

topsheet 24, or in a number of other configurations. The proximal stiffening member 84 

may take also on a number of different sizes, shapes, configurations, and materials. For 

example, the proximal stiffening member 84 may be formed from one or a plurality of 

stiffening components, and the proximal stiffening member 84 may have vuying widths, 

lengths, thicknesses, and shapes. The proximal stiffening member 84 preferably 

comprises a portion of the material making up one or more of the diaper's elements, 

including the topsheet 24, the backsheet 26, or the material or materials used in the" 
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extensible side panels 30. Alternatively, the proximal stiffening member 84 may 
comprise a separate piece of material positioned adjacent the proximal edge 80 of the 
extensible side panel 30. Suitable materiaJs for use as the proximal stiffening member 84 

of the present invention include woven webs, nonwoven webs, films, fonned films, 
foams, laminate materials including film laminates or nonwoven laminates of two or 

more nonwoven layers, screens, corrugated materials that provide stiffness in at least 
one direction, and any combination of the above materials or other materials as are 
known in the art. The proximal stiffening member 84 may be joined to the containment 
assembly 22 by any means known in the art. 

In another . preferred embodiment, the diaper additionally comprises a distal 

stiffening member 86 disposed adjacent the distal edge 82 of the extensible side panel 
30. Preferably, the distal stiffening member 86 is joined to both the waist panel 36 and 

the thigh panel 38. In this configuration, the distal stiffening member 86 distn"butes any 
tension or forces applied to the distal edge 82 of the extensible side panel 30 throughout 
both the waist panel 36 and the thigh panel 38. The distal stiffening member 86 also 
provides compressionlbuc1ding resistance, preferably along the longitudinal direction in 
the distal edge 82 of the extensible side panel 30, that reduces the poSSJ°bility that the 
distal edge 82 of the ~erwole side panel 30 will buckle or fold when the wearer moves. 
Thus,· in a preferred embodiment, a distal stiffening member 86 disposed adjacent the 
distal edge 82 of the extensible side panel 30 will ensure that the diaper fits the wearer 
properly and that the waist panel 36 and the thigh panel 38 are properly positioned to 
expand and contract in conjunction with the dynamic movements of the wearer. As with 
the proximal stiffening member 84, the distal stiffening member 86 can take on a number 
of different sizes, shapes, configurations, and materials. The distal stiffening member 86 
may be formed &om one or a plurality of stiffening components, and the distal stiffening 
member 86 may have varying widths, lengths, thicknesses, and shapes. In a preferred 
embodiment, the distal stiffening member 86 comprises a portion of the material making 
up the extenstole side panels 30 or another element of the diaper 20. · Alternatively, the 
distal stiffening member 86 may comprise a separate piece of material positioned 
adjacent the distal edge 82 of the extensible side panel 30. The materials suitable for use 
in the distal stiffe~ng member 86 and the· methods for joining the distal stiffening 
member 86 to the diaper 20 are deSc:ribed hereinbefore with respect to the proximal 
stiffening. member 84. 

The diaper 20 is preferably applied to a wearer by positioning one of the waist 
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regions, preferably the first waist region S2, under the wearers back and drawing the 

remainder of the diaper 20 between the wearer's legs so that the other waist region, 

preferably the second waist region 50, is positioned across the front of the wearer. The 

diaperer then wraps one extensible side panel 30 around the wearer, while grasping one 

of the first fastening members 40 ·disposed on each of the extensible side panels 30. In 

the embodiment wherein at least a portion of the waist panel 36 and thigh panel 38 are 

joined together, the tension created by wrapping the extensible side panel 30 around the 

wearer activates both the waist panel 36 and thigh panel 38 (dual-activation), allowing 

them to expand and contract in conjunction with the movements of the wearer. (In 

e~bodiments where the waist and thigh panel members are not joined together, dual­

activation takes place as the diaperer applies tension separately to the individual waist 

and thigh panel members.) The diapercr then repeats this step for the other extensible 

side panel 30. The waist closure is Conned by engagement of the first fastening 

members 40 to the second fastening member 42 located in the second waist region 52. 
With the fonnation of the waist closure, the diaper 20 is initially confonnabJy fit about 

the wearer. If the diaper 20 has been fitted asymmetrically, the diaper 20 will self-adjust 

during wear to attain an improved fit. Once fitted to the wearer, the multi-directional 

extensible side panels JO expand and contract in conjunction wi~ the motions of the 

wearer to provide improved dynamic fit throughout the time of wear, well past when the 
diaper 20 has been loaded with exudates. This improved dynamic fit reduces sagging 

and gapping of the diaper 20 in the waist and thigh regions while increasing wearer 

comfon. 

Figure 11 shows one alternative embodiment of the pr~t invention having a 

single component extcnsable side panel. The extensible side· panel of this embodiment is 
designated 30. The extensible side panel 30 comprises a single piece or extensible 

material wherein a first portion of the extensible side panel 30 forms the waist panel 36 

and a second.portion forms the thigh panel 38. The extensible material can comprise a 

single layer material or a laminate of. two or more layers of materials th•t have been 

joined together. The multi-directional stretch characteristics of the single piece 

extensible side panel 30 are preferably achieved by performing a mechanical operation, 

such as pleating, eorrugation, or ring-rolling, on the material to produce areas of 

different cxtensJ"ble behavior. One preferred mechanical operation suitable for providing 

multi-directional stretch characteristics in a material to be used -in the extensible side 

panel 30 is descn"bed above with respect to structural elastic-like film webs. 

Alternatively, the extensible side panel 30 can be constructed out of extensible materials 
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having areas of different elastic .·behavior achieved by means other than the 

aforementioned mechanical operations, such as slitting, cutting. bonding or folding the 

extensible material that forms the extensible side panel. In such embodiments, the slits, 

folds, bonds or cuts in the material are not limited to any panicular sizes or shapes. For 

·example, the material making up the extensible side panel 30 may be fully or partially 

severed or may have ponions cut out or bonded to create different extensibility 

characteristics in the extensible side panel 30. (As used herein, the tenn •fulJy severed• 

refers to single component extensible side panels 30 having a cut or slit running the 

entire distance between the proximal edge 80 to the distal edge 82 of the extensible side 

panel 30. The tenn "partially severed" refers to single component extensible side panels 

30 that having a cut or slit that does not extend from the proximal edge 80 to the distal 

edge 82 of the extensible side panel 30.) 

In a preferred embodiments, the waist panel 36 preferably has a primary direction 

of extensibility G about the wearer's waist. The thigh panel .38 preferably has a primary 

direction of extensibility H at an angle to the lateral and the longitudinal about the thigh 

·of the wearer. Fig I 1 shows an embodiment of the single piece extensible side panel 30 

comprising a distinct boundary line between the wmst and thigh panels that defines 

where the elastic characteristics of each panel begins and ends. (The boundary line is 

denoted by the line C in Figure 11.) The boundary between the waist panel 36 and the 
thigh panel 38 may be positioned anywhere on the ·extensal>le side pailel. However, 

extensible side panels are contemplated wherein there is no distinct boundary between 

the waist and thigh panels. For example, the extensible side panel may be constructed 

such that areas or different el8:5lic behavior partially overlap or do not meet at a 
common boundary. 

Fig 12 shows an alternative single component embodiment of the present 

invention having a single piece of extensible material joined to the containment assembly 

22 of the diaper 20 and folded such that the extensible material extends throughout both 

of the multi-directional extens1"ble side panels 30, the waist feature 34 and at least a 

portion of the crotch region 54 of the diaper 20. The eitensal>le material may be 
unifonn throughout or may have areas with different extensibility charactetjstics. In one 

embodiment, the extensible material extends along at least a ponion of the crotch region 

54 of the containment assembly 22 of the diaper 20 juxtaposed at least one longitudinal 

edge 56. In the second waist region 52, the ext~sibte material is folded to fonn the 

thigh panel proximal edge 78. From the thigh panel proximal edge 78, the extensible 
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material extends outwardly from the containment assembly 22, preferably at an angle to 

the lateral and the longitudinal directions. The outwardly extending extensible material 

fonns the thigh panel 38 and is folded inwardly at a point spaced lateraJly outwardly 

from the longitudinaJ edge 56 of the containment assembly 22. The fold preferably 

forms the distal edge 82 of the extensible side panel 30 as well as the waist panel distal 

edge 74 and the thigh panel distal edge 76. The inwardly folded extensible material 

extends from the distal edge 82 of the extensible side panel 30 to a location on the 

longitudinal edge 56 of the containment assembly 22 in the second waist regi~n S2 

adjacent to the end edge 58, funning the waist panel 36. From the waist panel proximal 

edge 72 (where the waist panel 36 joined to the containment assembly 22), the 

extensible material extends laterally across the first waist region SO adjacent to· the end 

edge 58 of the diaper 22. The same piece of extensible material further extends laterally 

outwardly from the other longitudinal edge 56 of the containment assembly 22 and is 

folded as previously described to form the waist panel 36 and the thigh panel 38 .of the 

opposing extensible side panel 30 as weJJ as at least a portion of the crotch portion 54 of 

the containment assembly 22. 

Other alternative embodiments are also contemplated wherein a singJe piece of 

extensible material· extends through multiple components of the diaper 22. In one 

pref erred alternative embodiment, a single piece of extensible material is folded to fonn 

only the waist panel 36 and thigh panel 38. In this configuration, the waist panel distal 

edge 74 and the thigh panel· distal edge 76 are formed by the fold in the extensible 

rnatenal. The waist panel 36.and the thigh panel 38 extend from the fold (distal edge of . 

extensible side panel 82) to the containment assembly 22. Incorporating a single pie.cc 
of extens~le material into multiple components of a diaper has the advantage of 

reducing the number of individual elastic components that must be separately Conned 

and attached to the containment assembly. 

While particular embodiments of the present invention have been illustrated and 

described, it would be obvious to those skilled in the art that various other changes and 

modifications can be made without departing from the spirit and scope of the invention. 

It is ther~fore intended to cover in the appended claims all such changes and 

modifications that are within the sc:ope of this invention. 



- - - --------- --------- - - ------------

35 

What is claimed is: 

---------·-----------·- - - -- - ······- -·-. ---·· 

--. -------··------~---·--· 

I 1111111 111111 111111111111 f 111 
* C L M S * 

THIS SHEET HAS BEEN 
REPLACED 

1. An absorbent article having a first waist region and a second waist region, the 

absorbent article comprising: 

a} a containment assembly having a pair of longitudinal edges, Said containment· 

assembly comprising an absorbent core; and 

b) an extensible side panel disposed ·along each of said longitudinal edges of said 

containment assembly in said first waist region and projecting laterally 

outwardly therefrom, each said side panel having a proximal edge disposed 

adjacent to said longitudinal edge of said containment assembly, and a distal 

edge spaced laterally outwardly from said· proxim~ edge, characterized in that 

each said side panel comprises a waist panel and a thigh panel, said waist panel 

·being longitudinally outboard of said thigh panel, said waist panel having a first 

primary direction of extensibility, and said thigh panel having a second primary 

direction of extensibility nonparallel to said first primary direction of 

extensibility. 

2. The absorbent article of Claim 1 wherein said waist panel and said thigh panel are a 

single component, preferably wherein said single component extensible side panel is 

at least partially severed between said proximal edge and said distal edge. 

3. The absorbent article of Claim 1 wherein said absorbent article comprises a multiple 

component extensible side panel, each said side panel comprising: 

a} a waist panel comprising a waist panel member having a first primary 

direction of extensibility, a waist panel proximal edge adjacent said 

longitudinal edge of said containment assembly, and a waist panel 

distal edge laterally opposed to said proximal edge, and 

b) a thigh panel comprising a thigh panel member having a second 

primary direction of extensibility nonparallel to said first primary 

direction of ext~sibility, a_ thigh panel proXimal edge adjacent said 

longitudinal edge of said containment assembly, and a thi"gh panel 

distal edge laterally opposed to said proximal edge, said thigh panel 

member being a separate element from said waist panel member. 
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4. The absorbent anicle of Claim 3 wherein said absorbent anicle additionally 

comprises a longitudinal centerline; and a lateral centerline; and wherein said waist 

panel member has 

a first primary direction of extensibility having a vector component 

oriented laterally outwardly that is greater than zero and a second· 

vector component oriented towards said lateral centerline, said second 

vector component preferably being greater than zero, a waist panel 

first lateral edge running between said waist panel proximal edge and 

said waist panel distal edge, and a waist panel second fateral edge 

longitudinally opposed to said waist panel first lateral edge, said waist 

panel first lateral edge fonning a part of the end edge of the diaper; 

and 

said thigh panel member has a second pnmary direction of 

extensibility having a vector component oriented laterally outwardiy 

that is greater than zero and a ·second vector component oriented 

away from said lateral centerline, said second vector component 

preferably being greater than zero, a thigh panel first lateral edge 

running between said thigh panel proXimal edge and said thigh p~nel 

distal edge, and a thigh panel second lateral edge longitudinally 

opposed to said thigh panel first lateral edge, said thigh panel member 

being a separate element from sai~ waist panel member, said thigh 

panel second lateral edge fonning part of the diaper that encircles the 

leg of the wearer; and 

5. The absorbent article according to Claims 3 or 4 wherein at least a portion of said 

waist panel member is joined to at least a portion of said thigh panel member, 

preferably at least a ponion of said waist panel distal edge is joined to at least a 

ponion of said thigh panel distal edge. 

6. Th~ absorbent article acoording to any of the preceding claims wherein a first 

fastening member is disposed adjacent said distal edge of said extensible side panel 

such that said first fastening member is joined to both the waist panel and the thigh 

panel. 

7. The absorbent article of Claims 3, 4, or 5 additionally comprising a pair fastening 

members joined to each said extensible side panel, one of said fastening members 

being disposed adjacent said waist panel distal edge and the other said fastening 

· tt1i1iiiimifli 
~ .. 
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members being disposed adjacent said thigh panel distal edge so as to allow the waist 

panel and the thigh panel to be fastened separately. 

8. The absorbent anicle according to any of the preceding claims wherein each said 

extensible side panel comprises a fold intennediate said waist panel and said thigh 

panel, preferably wherein said fold fonns at least a portion of said distal edge of said : 

extensible side panel. 

9. The absorbent article according to any of the preceding claims wherein each said 

extensible side panel comprises a structural elastic-like film web. 

10. The absorbent article according to any of the preceding claims wherein said waist 

panel member and said thigh panel member comprise different materials, preferably 

wherein said waist panel and said thigh panel have different extensibility 

characteristics. 

THIS SHEET HAS BEEN 
REPLACED 


