
;|}~e3eGDT6>T 10 December 2002 *166166* Method and Apparatus for a
Sensitivity Enhancing Balance Bar Field of the Invention This invention
relates to a single tube Coriolis flowmeter and in particular) to 5 a
method and apparatus for a Ccriolis flowmeter having a balance bar that
enhances the sensitivity of the flowmeter to material flow. Problem Single
tube Coriolis flowmeters are desirable because they eliminate the expense
and the plugging problems of flow splitting manifolds of dual tube Coriolis
10 flowmeters. Single tube Coriolis flowmeters have a disadvantage in that
their flow . sensitivity has bean Power than that of dual tube Coriolis
flowmeters. The flow sensitivity is lower for two reasons. The first is
that for the same flow rate, a single tube flowmeter must have a larger
diameter flow tube for a given- flow rate. This makes it stiffer in bending
and less responsive to Coriolis forces. The second reason 15 has to do with
the details of how the mass flow rate is determined. In traditional dual
tube Coriolis flowmeters) the flow tubes are vibrated out of phase with
each other. The dual flow tubes act as a counter balance to each other to
create a dynamically balanced structure. Velocity sensors are located at
two locations along the flew tubes to sense the relative. velocity between
the flow tubes. The 20 velocity sensors are usually located equal distances
upstream and downstream from the tubes' midpoints. Each velocity sensor
consists of a magnet fastened to one flow tube and a coil fastened to the
other. The relative motion of the coif through the magnetic field produces
a voltage. The sinusoidal motion of the vibrating flow tubes ... _ produces
a sinusoidal voltage in each sensor. When there is no material flow, the 25
voltages from the two velocity sensors are in phase with each other With
material flow, the vibrating tubes are distorted by the Coriolis force of
the moving material to cause a phase difference between the two sensor
voltages. The mass flow rate is proportional to this phase difference. It
is important to note that both flow tubes are distorted equally (for an
equal division of flow) and each flow tube has the sane phase 30 shift as
the other at corresponding locations. The upstream sensor magnet velocity
has the same phase as the upstream coil velocity and both have the same
phase as the voltage generated by the magnet-coil sensor pair. The
downstream sensor has a different phase than the upstream.    10 December
2002 )n single tuba flowmeters, the vibrating flow tube is counterbalanced
by a balance bar rather than another flow tube. velocity sensor magnets (or
coils) are mounted to the balance bar as though it were the second flow
tube described above. However) since material does not flew through the
balance bar, it does not experience ' any Coriolis force or significant
phase shift with flow. The velocity sensors sense the relative velocity
between the phase shifted flow tube and the non-phase shitted balance bar.
The flow tube and balance bar velocities at each velocity sensor may be
represented by velocity vectors having phase angle and amplitude. The
relative velocity (and voltage out of each velocity sensor) can be
determined by adding the two 10 velocity vectors. The flow tube velocity
vector has a phase shift due to material flow. The balance bar velocity
vector has zero phase shift. Adding these vectors gives the net phase shift
with flow of the velocity sensor. The net phase shift and output voltage of
each velocity sensor is reduced by the non-phase shifted balance bar. This
net phase shift reduction equates to a reduction in the flow sensitivity of
the flowmeter. 15 The reduction in flowmeter sensitivity due to the zero
phase shift of the balance bar combined with the reduction in sensitivity
due to the larger (single) flow tube diameter results in a combined
flowmeter sensitivity so low as to impair the accuracy and commercial
acceptance of single tube flowmeters for some applications. Solution 



20 The above and other problems are solved and an .advance in the art is
achieved by the present invention in accordance with which a method and
apparatus for a single tube Coriolis flowmeter is provided having a balance
bar that enhances and amplifies flowmeter sensitivity to material flow.
Both in the present invention as well as in prior art single tube Corioiis
flowmeters, the balance bar is driven out of 25 phase with respect to the
floor tube in the first bending mode. The drive frequency is typically the
resonant frequency of both the balance bar and the material filled flow
tuba in the first bending mode of each. In prior art single tube Coriofis
flowmeters the balance bar lacks significant response to the Coriolis
forces and Coriolis deflections of the flow tube. In the present invention
sensitivity enhancement is achieved by 30 designing the balance bar so that
it responds to the Coriolis forces on the flow tuba by bending, in its,
second bending mode, out of phase with respect to the flow tube deflections
caused by the applied Coriolis forces. 2   r 10 December 2002 With material
flow, the vibrating flow tubs deflects in response to the applied Coriofis
forces. The dr ive vibrations of the flow tube are substantially greater in
amplitude than the Ceriolis deflections since they are at the resonant
frequency of the material filled f low tube while the Ccriolis deflections
are a driven at a frequency far from 5 the resonant frequency of the flew
tube for the Ccrlolis deflection mode shape. The Coriolis forces are
applied by the flowing material to the flow tube at the same frequency as
the drive vibrations. The Coriolis force induced deflection of the flow
tube, however, is of the same shape as the second bending mode. The second
bending mode resonant frequency of the flow tube is much higher than the
frequency 10 of application of the Coriolis force (the drive frequency).
Thus, because the Coriolis force is applied at a frequency far removed from
the resonant frequency of its mode shape (the second bending), the Coriolis
induced deflections in the flow tube are very much smaller than the driver
induced (first bending mode) deflections. The small Coriolis deflection in
the second bending mode of the flow tube is what produces the 15 phase
delay between the two velocity sensor signals in response to material flow.
Because the deflection is small, the phase delay is small, and the
sensitivity of prior art straight tube meters to material flow is low. The
balance bar of the present invention is connected at its ends to the flow .
tube by means of brace bars which transmit the vibrational forces of the
flow tube to 20 the balance bar. !n prior art meters the balance bar, like
the flow tube, has its second bending mode resonant frequency much higher
than the first bending or drive mode. Since the Coriolis deflections of the
flow tube are very small and occur at a frequency far removed from the
balance bar second bending resonant frequency, the forces transmitted to
the balance bar by way of the brace bars result in no significant 25
excitation of the second bending mode of the balance bar. Thus, while in
prior art meters the flew tube has little response to the Ccriolis forces,
the balance bar has none. The method and apparatus of the present invention
involves shifting the frequency order of the various mode shapes of the
balance bar. This can be 30 confusing. The vibration modes are defined
according to their shapes, not their frequency order. A useful rule is that
the mode number is equal to the number of nodes minus one The first mode
has two nodes (at the ends). The second has three (at the ends and in the
center). The third bending mode has four nodes, etc. 3   10 December 2002
In accordance with the method and apparatus of the present invention, the
second mode bending frequency of the balance bar is lowered so that it is
close to the first bending mode (drive frequency) of both the flow tube and
the balance bar. The first bending (drive) mode which has large vibration
amplitude in both the flow tube 



5 and the balance bar) fails to excite the balance bar in the second
bending mode because of the differance in mode shapes. In the first bending
mode the deflected shape of the balance bar (and flow tube) is such that
the ends have no displacement while the length between the ends has
increasing displacement with the maximum displacement occuring at the
center. 1n the second bending mode the ends and 10 cent=shave no
displacement with the maximum displacements occurring at about the one
quarter and three quarter length points. However, the sign of the
displacement changes at the center paint so that one-half of the balance
bar (or flow tube) has positive displacement while the other half has
negative displacement. The result of tire difference in mode shapes is that
white the vibration at the first bending mode is 15 putting energy into one
half of the balance bar in the second bending mode, it is taking an equal
amount of energy out of the other huff of the balance bar. Therefore the
net effect is that the second bending mode is net excited by vibration in
the first bending mode even though the resonant frequencies may be close.
The Coriolis deflection of the flow tube has the same shape as the second.
20 bending made in that the displacement of the flow tube has an opposite
sign on either side of the flow tube center point. Thus the Coriofis
deflection of the flow tube is able to excite the second bending mode of
the balance bar via the forces transmitted through the brace bars. In the
present invention the second bending mode resonant frequency of the balance
bar is made close to the drive frequency. The excitation ef 25 the balance
bar second bending made by the Ccriolis deflection of the flow tube becomes
sufficient to cause significant phase delay in the balance bar at the
velocity sensor locations. This phase delay between the balance bar
locations adds to the phase delay between the corresponding flow tube
locations and enhances the sensitivity of the meter to flow. 30 In
accordance with a first embodiment of the invention, the second bending
mode resonant frequency of the balance bar is below the drive frequency of
the flew tube and the balance bar. It is well known that when a mechanical
oscillator's resonant frequency is below the exciting frequency, the
oscillator moves out of phase 4    10 December 2002 to the exciting
displacement. As a result, the balance bar assumes a deflection that is out
of phase with the Coriolis induced deflection on the flow tube. Because the
balance bar's excitation source for its second bending mode is the Coriolis
deflections of the flour tube) the-~e vibration amplitude of the balance
bars second bending mode deflections increase as the Ceriolis force on the
flow tube increases. These out of phase second bending mode deflections of
the flow tube and the balance bar permit a velocity sensor coupled to the
flow tube and balance bar to generate output signals of increased phase
delay (sensitivity) compared to that of prior art single tube Coriolis
flowmeters. 10 The reduction of the second bending mode frequency of the
balance bar below the drive frequency is achieved by a physical re-design
of the balance bar that includes a redistribution of its mass and
stiffness. Mass is removed from the central portion of the balance bar
which tends to raise the drive frequency while having little impact on the
second bending frequency. The mass removal has little impact on the 15
second bending mode frequency because the second bending mode has little
amplitude near the center. Mass is then added to the balance bar near the
velocity sensor locations which lowers the second bending mode frequency
more than the drive frequency because these are the locations where the
second bending mode amplitude is greatest. 20 Balance bar stiffness is
modified by greatly softening it in the regions of high bending in the
second bending mode. These locations are slightly toward the center from
the velocity sensor locations. Removing stiffness in these areas greatly
reduces the second bending mode frequency white having little effect on the
drive frequency since in the drive mode there is little bending in these
areas. Finally, stiffness in the 25 central section of the balance bar,
between the soft areas) is increased to further raise the drive frequency
while having little effect on the second bending frequency. These physical
modifications of the balance barcan reduce its second bending mode
frequency so that it is lower than its first bending mode (drive)
frequency. When this is achieved, the Coriclis vibrations of the flow tube
are transmitted from tile flour 30 tube through the brace bars to the ends
of the balance bar. This induces the Coriolis like deflections in the
balance bar that are out of phase with the Coriolis dflections of the flow
tube These deflections are referred t0 as "Coriolis like" ill that they
assume a mode shape that is similar to that of a flow tuba being deflected
by Coriolis 



5   10 December 2002 force. The flow tube and balance bar of the present
invention thus perform life a dual tube Coriclis flowmeter wherein each of
the flow tubes assumes a Corioiis vibratory response that is out of phase
with respect to the other flow tubs. The result is that the single tube
meter of the present invention can have the floor sensitivity of a dual
tube 5 meter. The phase of the balance bar second bending mode vibration)
with respect to the phase of the Coriolis deflection of the flow tube
depends upon the relationship of the resonant frequency of the balance bar
second bending mode to the first bending made (drive) frequency. The second
bending mode frequency can either be Less than, 9 0 equal to, or greater
than the first bending mode (drive) frequency. If the second bending mode
frequency is higher than the drive frequency, the balance bar second
bending mode vibrates in phase with the Coriolis induced vibration of the
flow tube. This tends to reduce sensor phase shift and flowmeter
sensitivity. If the balance bar's second bending mode frequency is below
the drive frequency, as above discussed, 15 the balance bar second bending
mode vibrates out of phase with the flow tube's Coriolis induced vibration
to increase sensor phase shift and flowmeter sensitivity. Flowmeter
sensitivity is reduced when the second bending mode frequency is above the
first bending mode drive frequency. The reason far this is that the flow
tube's Coriolis vibration and the balance bar's second bending mode
vibration are in . 20 phase. The velocity sensors sense relative velocity
between the flow tube and balance bar which means that in phase motions
tend to negate each other. This however, can be a useful embodiment in
certain applications. If the balance bar second bending mode frequency is
sufficiently close to the first bending mode drive frequency, its amplitude
and phase can be made so Large so as to overwhelm the flo~rv 25 tube's
opposite phase. This configuration can result in a flowmeter having
improved sensitivity. The configuration in v^rhich the balance bar second
bending mode frequency is below the drive frequency is, however, preferred
because the phases of the flow tube and balance bar add and also because
the balance bar tends to balance the flow 30 tube in both the drive mode
and the Coriolis/second bending modes. in conventional single tube meters,
the balance bar balances the flow tube shaping fords in the first bending
mode only. The second bending mode frequency of the balance bar is at a
much higher frequency than the Corioiis mode of the flow tube. Therefore,
the second 6    10 December 2002 bending mode is not excited in the balance
bar. This results in the Coriolis forces being unbalanced and causing the
flowmeter to shake. Meter shaking can shift flowmeter sensitivity and cause
errors. The shaking of the meter is a function of both flow rata and
mounting stiffness. Since the mounting stiffness is not generally known, a
this sensitivity shift cannot be predicted cr compensated. In the present
invention, the balance bar's second vibration mode is excited by the
Coriolis mode of the flow tube. Wlhen the second bending mode is below the
drive frequency, the flow tubs and the balance bar vibrate out of phase
with each other and the vibrating forces of the balance bar's second
bending mode can cancel the shaking 10 effect of the Coriolis force on the
flow tube. The amplitude of the balance bar's second mode vibration
increases as the Corioiis forces increase. This maintains the 



same degree of balance for the flow tube over all flow rates. In summary
tile CGiloiiS fiovJmeter Of tilt present invention includes a balance bar
whose physical characteristics permit ii to have a second bending mode
frequency .~ 15 that is lower than and near to its first bending mode
(drive) frequency. This permits the' balance bar to respond to the Coriolis
deflections of the flow tube by producing Coriolis like deflections of its
own which are out of phase with the Coriolis deflections of the flow tube.
This out of phase relationship between the Coriolis deflections of the flow
tube and the Coriolis like deflections of the balance bar provide an
increased net 20 phase shift out of each velocity sensor and, in turn, a
sensitivity to flow comparable to that of a dual tube Coriolis flowmeter.
Furthermore, the balance bar of the present invention balances the Coriofis
forces as well as the first bending mode shaking forces. An aspect of the
invention a method of operating a Coriolis flowmeter having 25 a flow tube
and a balance bar oriented substantially parallel to said flow tube and
further having brace bar means for coupling said balance bar to said flow
tube; said method comprising the steps of: flowing material through said
flow tube; vibrating said flow tuba and balance bar out of phase with
respect to each other 30 in a drive mode having a drive frequency
substantially equal to the resonant frequency of said matarial filled flow
tube and said balance bar; inducing periodic Coriolis collections in said
vibrating flow tube having said material flow; 7   10 December 2002 said
periodic Coriolis deflections being characterized by regions of deflection
as well as nodes having no deflection; characterized in that said method
further includes the steps of: inducing Coriolis like deflections in said
balance bar at said drive frequency in 5 response to said Coriolis
deflections of said flow tube; said Coriolis like deflections having the
same number of nodes as said periodic Coriolis deflections; said Corioiis
like deflections define an induced mode of vibration of said balance bar
having a resonant frequency sufficiently close to the frequency of said 10
periodic Coriolis deflections to increase tha amplitude of said Coriolis
like deflections in said balance bar; said Coriolis like deflections of
said balance bar having an amplitude proportional to the magnitude of
periodic Coriolis forces of said vibrating flow tube with material flow; .
15 detecting the velocity of said flow tube with respect to said velocity
of said balance bar; generating signals representing said velocity of said
flow tube and said velocity of said balance bar; and deriving information
regarding said flowing material in response to said. 2D generation of said
signals. Another aspect is that said step of inducing said Ceriolis tike
deflections includes the step of inducing said induced mode vibrations
having a resonant frequency less than said drive frequency. 



Another aspect is that said step of inducing said Coriolis like deflections
25 includes the step of inducing said induced mode vibrations having a
resonant frequency greater than said drive frequency. Another aspect is
that said step of inducing said Coriofis like deflections includes the step
of inducing said induced mode vibrations having a resonant frequency
substantially equal to said drive frequency. 30 Another aspect is that said
step of inducing vibrations in said balance bar includes the step of
extending forces indicative of said periodic Corioiis deflections from said
flow tuba through said brace bar to said balance bar to induce said
Coriofis like deflections in said balance bar. I y   10 December 2002
Another aspect is that said steps of vibrating said balance bar includes
the steps of: flexing ends of said flow tube in response to said periodic
Ceriolis deflections to flex a first end of a brace bar means; and flexing
a second end of said brace bar in r espouse to said flexing of said first
end to induce said Coriolis like deflections in said balance bar. Another
aspect is that said step of inducing said Coriolis like deflections in said
vibrating balance bar includes the steps of: inducing said Coriolis like
deflections in said balance bar at a second bending 10 mode having a
resonant frequency substantially equal to said drive frequency; and
operating said balance bar as mechanical amplifier by inducing said
Coriolis like deflections in said balance bar at a second bending mode
resonant frequency of said balance bar at an amplitude greater than the
vibrational amplitude of said Corioiis deflections of said flow tube at
said periodic Corioiis deflection frequency. 15 ~. Another aspect is the
step of transferring the effective spring of said balance fear from said
balance bar to said brace bar means to lower a second bending rnode
resonant frequency of said balance bar. Another aspect is the step of
lowering the resonant frequency of said induced vibrations of said balance
bar by lowering the effective spring of said balance bar. 20 Another aspect
is the step of lowering the frequency of said induced vibrations of said
balance bar by the provision of at least one flexible portion of said
balance bar together with the provision of increased mass on at least one
other portion of said balance bar. Another aspect is the step of providing
a void in at least one portion of said 25 balance bar. Another aspect is
the step of lowering the resonant frequency of said induced vibrations of
said balance bar by the provision of flexible portions of said balance bar
at locations of high bending moment of said balance bar in said additional
mode. Another aspect is the step of maintaining the end nodes of said
vibrating flow 30 tube and said balance bar in said brace bar. Another
aspect is said step of maintaining comprises the provision of stiff
sections of said balance bar and flexibly sections of said balance bar not
comprising 



a stiff section. 9   10 December 2002 Another aspect is said Ceriolis like
deflections of said balance bar are out of phase with the periodic Coriolis
deflections of said flow tube. Another aspect is said drive mode comprises
a first bending mode and wherein said induced vibrations of said balance
bar comprise the second bending mode of 5 said balance bar. Another aspect
is the step of lowering the resonant frequency of said second bending mode
of said balance bar by the provision of a center portion of said balance
bar and a flexible portion on each side of said center portion of said
balance bar together with the provision of increased mass on each side of
said centre portion. 10 Another aspect is the step of lowering said
resonant frequency of said second bending mode of said balance bar by the
provision of flexible portions of said balance bar at locations of high
bending moment of said balance bar and increased mass at locations of high
vibrational amplitude in said second bending mode. Another aspect is said
Coriclis like deflections induced in said balance bar are 'i 5 in phase
with the periodic Ccr lolls deflections of said flow tuba. Another aspect
is a Coriolis fiowmeter having a flov~r tube adapted to receive a material
flaw, a balance bar oriented substantially parallel to said flow tube and a
brace bar means for coupling said balance bar to said flow tube; said
Coriolis flowmeter further comprising: 2p drive means for vibrating said
flow tube and balance bar out of phase with respect to each other at a
drive mode having a frequency substantially equal to the resonant frequency
of said material filled flour tube and said balance bar; characterized in
that said method further includes: periodic Coriolis deflections being
induced in said vibrating flow tuba having 25 said material flow; said
periodic Coriolis deflections being characterized by regions of deflection
as well as nodes having no deflection; means for inducing Coriolis like
deflections in said balance bar with said Coriolis life deflections having
the same number of nodes as said periodic Coriolis 30 deflections; said
Coriolis like deflections define an induced mode cf vibration of said
balance bar having a resonant f requency sufficiently close to said
frequency of said 10   10 December 2002 periodic Corioiis deflections to
increase the amplitude of said Coriolis like deflecticns in said balance
bar; said Ccriolis like deflection of Said balance bar having an amplitude
proportional to the magnitude of periodic Coriolis forces on said vibrating
flow tube 5 with material flow; means for detecting the velocity of said
flow tube with respect to said velocity 



of said balance bar; means for generating signals representing said
periodic Coriolis deflections of said flow tube and said Coriolis like
deflections of said balance bar; and 10 means for deriving material flew
information in response to said generation of said signals. A further
aspect is means for lowering the resonant frequency of said induced mode of
vibration of said balance bar to a value approximate thaf of said drive
frequency. 15 ~~ A further aspect is chat said means for lowering comprises
'added mass in regions of high vibrational amplitude in said Coriolis like
deflections and comprises flexible portions of said balance bar at
locations of high bending moment of said Coriolis Like deflections. A
further aspect is that said drive mode comprises a first bending mode and
20 wherein said induced mode of vibration of said balance bar comprises a
second bending mode A further aspect is that said means for lowering
further comprises a rigid center portion and an added mass on each side of
said rigid center portion. A further aspect is that said means for lowering
further ccmprises flexible 25 portions of said balance bar at locations on
either side of said rigid center portion. A further aspect is that said
flexible portion comprises bellows. A further aspect is means for
concentrating the effective spring of said at least one flow tube and said
balance bar in said brace bar. A further aspect is a substantially straight
flow tube and a substantia!!y straight 30 balance bar. A further aspect is
a flow tube having a curved portion and a balance bar having a cursed
portion.   - 11   10 December 2002 A further aspect is that the step of
inducing said Coriolis Pike deflections in said balance bar includes the
step of inducing Corioiis Pike deflections in said balance bar with said
Coriolis like deflections defining an induced mode cf vibration of said
balance bar having a resonant frequency lower than the frequency at which
said flow tube is 5 vibrated; said Coriclis like deficctions being out of
phase with said Coriolis deflections of said flow tube and having an
amplitude proportional to the magnitude of periodic Coriolis forces on said
vibrating flow tubs with material flaw. A further aspect is that said means
for inducing Coriolis deflection in said 10 balance bar comprises: means
for inducing Coriolis like deflections in said balance bar with said
Coriolis like deflections defining an induced mode of vibration cf said
balance bar having a resonant frequency lower than the frequency at which
said flow tube is vibrated; 15 said Coriolis like deflections in said
balance bar being out of phase with said . CorioJis deflections of said
flow tube and having an amplitude proportional to the magnitude of periodic
Coriolis forces cn said vibrating flow tube with material flow. .
Description of the Drawings The above and other advantages of the features
of the invention may be better. 20 understood from a reading of the
following detailed description thereof taking in conjunction with the
drawings in which; Figure 1 is a vector diagram of a prior art single tube
Coriolis flowmeter. Figure 2 discloses a rotating flow tube. Figure 3
discloses a vibrating flow tube. 2~ Figure 4 discloses the Coriolis forces
applied to the flow tube of Figure 3. Figure 5 discloses five Coriolis
response of the flow tube of Figure 3. Figure 6 discloses a straight tuba
Coriolis flowmeter. Figures 7 and 8 disclose the Coriolis vibrational
characteristics of a single tube Coriolis flowmeter of the present
invention. 30 Figures 9 and 10 disclose frequency response curves of the
flowmeter of the present invention. Figures 11 and 12 are vector diagrams
of the single Tube Coriolis flowmeter of 



the present invention. 12   10 December 2002 Figures 13 discloses the mode
shape and bending moments of the f first bending mode of the balance bar of
the present invention. Figures 14 discloses the mode shape and bending
moments of the second bending mode of the balance bar of the present
invention. 5 Figure 15 discloses an embodiment of the present invention,
Figures 16 and 17 disclose the vibrational response characteristics of the
Coriolis flowrneter of Figure ~ 5. Figure 13 discloses an alternative
embodiment of the Coriolis flowrneter of the present invention. 10 Figures
19, 20 and 21 disclose the vibrational characteristics of a conceptual
straight tube Coriolis flowmeter. Figures 22, 23 and 24 disclose
vibrational characteristics of one possible straight tube Coriolis
flowmeter of the present invention. Figure 25 discloses an alternative
embodiment of a Coriolis straight tube 15 flowmeter of the present
invention. Figure 26 discloses a Coriolis flowmeter embodying the present
invention and having a curved flow tube and surrounding balance bar.
Detailed Description The method and apparatus of the present invention
overcomes the problem of 20 low sensitivity in single tube flowrmeters by
the provision of a balance bar that amplifies flowmeter sensitivity. In
order to understand how this is done it is necessary to understand the
nature of the Coriolis force on the flow tube, the distortion this produces
in the flow tube, and how the distortion results in phase shift along the
flow tube. 25 Figure 1 is later described and is a vector diagram cf the
vibrational velocities of the flowmeter cf Figure 6. Figure 2 shows a tube
202 through which material is flowing as it rotates counterclockwise about
its end 201, T he Cariolis force per unit length ef tube 202 can be derived
from the equation far Coriolis acceleration A~ and Newton's law 30 Coriolis
acceleration may be expressed as: ~ ( CiJ -~: v ~ c~ = angular velocity 1a
10 December 2002 ' v = fluid velocity Ccrielis Ferce F~ may be expressed
as: Fa= aT A a - ? t~l ( f~3 x V ~ M = fluid mass p = fluid density 5 since
fluid M = pA ~ P A , = tube flow area Q = tube length F~=2pA~.~(c,~ x v) r 



~ -- 2 pA~( cv x.. v ) .. 10 but: M = mass flow rate F s = 2 M ~ ca Q The
Coriolis force F~ is uniform along the length of tube 202 because each part
of tube 200 is rotating at the same rate and the mass flow rats is the same
throughout the 15 flour tube. Figure 3 shows a straight flow tube 300 that
is free to pivot about each end 301 and 302 but is fixed in translation at
ends 301 and 302. Flow tube 300 is vibrated by driver D in the first
bending mode at its resonant frequency) Like a guitar string, while
material flows through it. As the flow tube passes through its straight
(zero 20 displacement) position 303 downwards, it's left half rotates
clockwise while its right half rotates counterclockwise. The rotations
decrease as the tube's center is 14   10 December 2002 approached. The
center does not rotate but merely translates. The spaciai distribution of
Corolis forces on the flow tube 300 as it passes through zero displacement
3C3 is shown on Figure 4 The Corioiis force is in opposite directions an
the tyro halves because the tube rotation directions are opposite. T he
Coriolis 5 force diminishes to zero at the center because the rotation of
the tube diminishes to zero at the center. Another major dfference between
vibrating tube 30D of Figure 3 and the rotating tube 202 of Figure 2 is
that vibrating tube 300 does not rotate continuously, but stops and
reverses direction. At the vibration direction reversal, the rotations are
10 zero and the Coriolis force on the entire flow tube is zero. Tha result
is that the magnitude of the Coriolis forces of Figure 4 vary sinusoidally
with time with the maximum occurring as the flow tube vibration goes
through zero amplitude and maximurn velocity as shown on Figure 4. Zero
Coriofis force occurs oil the entire flow tube as the f low tube reaches
its maximum vibration amplitude and zero velocity in the 15 first bending
(drive) mode. The frequency of the sinusoidal application of the Coriolis
force to the flow tube is the same as the frequency at which .it is being
vibrated; . namely, the flow tube's first bending (drive) mode vibration
frequency. Flow tube 300 bends in response to the periodic Coriolis force
as shown in Figure 5. The solid fine shows the shape (greatly exaggerated]
the tube takes in 20 response to the Coriolis force as the tube passes
downward through Zero displacement in the drive made. The dashed line shows
the shape the tube takes a5 it moves upward through zero displacement in
the drive mode. Note that the only point en the flow tuba that is in fact
passing through zero at this instant is the mid point of the tube. The
shape of Figure 5 is similar to the second bending mode shape. 25 However,
this is just a coincidence. The frequency of the second bending mode of the
flow tube is much higher than the frequency at which the Coriolis f crce of
Figure 4 is applied (the frequency of the first bending mode). Since the
flow tube is being excited by Coriolis forces at vrell below its second
bending resonant frequency, this Ceriolis caused deformation of Figure 5
and the Coriofis force of Figure 4 occur in phase ~r;~ith 30 each other.
Flew tube 300 therefore assumes the shape of Figure 5 as it crosses z~r o
displacement axis 303 in its driven vibration (first bending) mode.
MAterial flow superimposes the Ceriolis induced vibration cf Figure ~ on
the driven vibration of Figure 3. This is shown on Figure 6. Both
vibrations occur at the first bending mode ~J '   14 December 2002 drive
frequency; but they are phase shifted from each other by ninety degrees.
The Ccriolis induced displacement maximum (solid lines} occurs when the
first bending mode is at zero displacement along axis 303. T he Corielis
displacement becomes zero when the first bending mode is at maximum
displacement (dashed (fines). Figure 5 6 is analogous to Figure 4 in that
it represents the state of the flow tube in so far as Coriolis deflections
are concerned at the time flaw tube 300 crosses zero axis 303. At this
time, and at this time only, the Coriolis forces and Coriolis induced
deflections are at a maximum amplitude. As already explained for Figure 4)
the Coriolis forces diminish and ultimately become zero when the deflection
of flow tube 300 reaches its 7 0 maxim um in either an upwards or downward
direction. At this time, the velocity of the flow tube is zero and so are
the applied Coriolis forces and resultant Coriolis deflection. Thus, the
sinusoidal Coriolis response shown in Figure 5 varies sinusoidally in
amplitude at the drive frequency as flow tube 300 is vibrated sinusoidally
in its first bending mode between its maximum positive and negative 15
deflection'by the drive signal.. T he amplitude of the Coriolis
displacement shown on Figures ~a and 6 is greatly exaggerated for clarity.
The amplitude is in reality much less than the amplitude of the first
bending mode of flow tube 300 because the first bending mode is driven at
the resonant frequency of the flow tube and the Coriolis ' mode is not.
Thus, the Coriolis deformations shown in all the figures are greatly 20
exaggerated. y The phase delay associated with material flow in prior art
meters is the result of the superposition of the first bending (drive} mode
and the Coriolis deflection of the flow tube. In Figure 5 it can be seen
that right velocity sensor SR crosses zero displacement before left
velocity sensor SL. (t can be said that the left sensor and its 25 output
voltage lag the phase of the right sensor and its output voltage.
Conversely, it can also be said that the right sensor SR leads the phase of
the left sensor SL. The phase difference {or time delay} is proportional to
the amplitude of the Cerioiis induced displacement which is, in turn)
proportional to the mass flow rate. The present invention involves shifting
the frequency order of the various mode 30 shapes of the balance bar. The
vibration modes are defined according to their shapes, not their frequency
order. The first bending mode will hereafter be ref erred to as that shown
in Figure 3. T he second bending mode will be of the share shown in Figure
5. A useful rule is that the mode number is equal to the number of nodes 16
10 December 2002 minus one. T he first mode has two nodes (at the ends).
The second has three (at the 



ends and in the center). The third bending mode has four nodes, etc in
conventional single tube Coriolis floe^~met~rs, the balance car only
vibrates in the first bending mode and lacks any response to Coriolis
forces en the flow tube 5 Figure 6 shows a single tuba Coriolis flowmeter
600 having a flour tube 601 and a balance bar 602 connected by brace bar
603 and 604 at the ends of balance bar 602. The solid lines of Figure 6
shows flow tube 601 and balance bar 602 as they cross zero displacement
axis 303 in the first bending (drive) mode with material flov~r. No ',
Coriclis deflections appear on balance bar 602 on Figure 6. The dashed
lines show 10 the flow tube and balance bar at the outward extent of their
vibration in the first bending (drive) mode. Figure 1 is a vector diagram
disclosing the vibrational velocities generated by the conventional single
straight tube Coriolis flowmeter as represented in Figure 6. The response
of the flow tube at the right velocity sensor SR is vector 103 which has 15
a .leading phase, s tube, represented by the angle between vector 103 and
the real .axis 102. The vibrational velocity of the balance bar is not
shifted in phase from axis t 02 since the balance bar is not affected by
the generated Corioiis forces on the flow tube. The balance bar vector
(106) is shown along the real axis 102 and is entitled V Bat bar The vector
sum of the flow tube and balance bar velocities is 106. Vector 105 20 has a
phase angle ~ ~e~ representing the combined vector velocities and phases of
the flow tube and balance bar. Note that the net phase angle out of the
right sensor SR is less than the phase angle for the tube alone. The
reduction in phase angle (and sensitivity) is due to the lack of phase
shift of the balance bar in conventional single tube meters. 25 One
embodiment of the present invention, as shown in Figure 7) provides a
balance bar .whose second bending mode resonant frequency is slightly below
the first bending mode drive frequency. The Coriolis induced deflection of
flow tube 601 excites the second bending mode in the balance bar 602 by way
of brace bars 603 and 60~. The amplitude cf the balance bar 602 vibration
in its second bending mode 30 is proportional to the Coriolis deflection
amplitude of flow tube 601 and thus is proportional to the material flow
rate. The vibration amplitude of balance bar 602 in its second bending mode
en Figure 7 is also a function of the separation between the first bending
mode (drive) frequency and the balance bar second bending mode 17    10
December 2002 resonant frequency. The closer the second bending mode
frequency of the balance ' bar is to the first bending mode (drive)
frequency, the greater will be the vibrational ' amplitude of the balance
bar in its second bending mode. This relationship is shown in detail on
Figure 9 which is a graph of the vibrational amplitude of the balance bar 5
in its second bending mode with aspect to the ratio between the first
bending rnode (drive) frequency and the balance bar 602 second bending mode
resonant frequency. The x axis 902 indicates the ratio between the first
bending mode (drive) frequency and the second bending mode resonant
frequency of the balance bar. The y axis 901 represents the amplification
factor of the Coriolis response of balance bar 602. As 10 can be seen, the
Coriofis response induced in balance bar 602 is at a maximum when the ratio
between the drive frequency and the second bending mode resonant .
frequency of the balance bar is 1.0. The Coriolis response 904 of the
balance bar decreases towards zero from its maximum as the ratio of the two
frequencies on . Figure 9 become greater than 1.0. The Coriolis response of
the balance bar also 15 , decreases from its maximum as the ratio of these
two frequencies becomes less than one. Figure 9 shows that when the two
frequencies are relatively close, the vibrational amplitude A~b of balance
bar in its second bending mode can be much higher than the Coriofis induced
amplitude of flow tube 601. As subsequently described) the preferred
embodiment of the present invention operates the Coriolis flowmeter
underconditions~ 20 in which the second bending mode resonant frequency is
slightly lower than the first bending mode (drive) frequency. Under such
conditions the frequency ratio is slightly greater than one. For another
embodiment, the ratio between the two frequencies may be slightly less than
one. At that time, the Coriolis flowmeter is operated so that it's response
904 on Figure 9 is slightly to the left of abscissa 903 representing a
ratio 25 of 1.0. The phase of the balance bar second bending mode vibration
with respect to the phase of the Coriolis deflection of the flour tube
depends on the relationship of its second bending mode resonant frequency
to the first bending mode (drive) frequency as shown in Figure 10. Remember
that it is not the drive mode that excites the second 30 bending in the
balance bar, but rather the Coriolis deflection of the flow tube which
occurs at the drive frequency. If the balance bar second bending mode
resonant frequency is higher than the first bending mode (drive) frequency
(ratio less than 1.0}, then the balance bar second mode vibrates in phase
with the flow tube Corioiis 18    10 December 2002 



vibration as shown on Figure 8. if the balance bar second mode frequency is
below the drive frequency (radio greater than 1.0), then the balance bar
second mode vibrates out of phase with the f low tube Cor iolis vibration
as shown on Figure 7 . When the balance bar second bending mode is cut of
phase with the flow tube 5 Coriolis deflection as in Figure 7, the magnet
and coif of left velocity sensor SL both lag the flow tube midpoint while
the magnet and coil of right velocity sensor SR both lead the flow tube
midpoint. The signal output of each sensor no longer has its phase reduced
by the zero phase shift of the balance bar (Figure 1 ) as in prior art
flowmeters. Furthermore; the vibration amplitude of the balance bar 602
second 10 bending mode (and thus the velocity sensor phase shift) can be
greatly increased by designing it so that its resonant frequency is close
to the drive frequency. This results in a large increase in flowmeter
sensitivity. The vector diagram for a Coriolis flowmeter having its balance
bar second bending mode frequency slightly below the first bending mode
(drive) frequency is 15 shown in Figure 11. The x axis 1102 represents the
real velocity component of a vector. The y axis 1101 represents the
imaginary component of a vector. The balance bar velocity vector is 1103.
The flow tube velocity vector is 110 and, as can be seen, the phase shift ~
tube of the flow tube vector 1104 is less than the phase shift ~paibar of
the balance bar vector 1103. The net signal out of velocity sensor SR 20 is
the vector sum (phase and amplitude) of balance bar vector 1103 and flow
tube vector 1104. Vector 1105 represents the net output signal of the
velocity sensor SR, and it has a phase difference ~ ~e~ with respect to the
x axis. Since the net phase of sensor SR is greater than the phase of the
flow tube, this geometry is seen to have a greater sensitivity than the
prior art meters of Figure 6 whose vector diagram is 25 shown in Figure 1.
Figure 8 shows an embodiment where the balance bar second bending mode
frequency is slightly above the first bending mode drive frequency. Flow
tube 601 and balance bar 602 are driven out of phase with each other in the
first bending mode, resulting in them being in phase in the Corielis-second
bending mode. This causes 30 the two parts of each velocity sensor, (the
magnet and coil), to cancel each other in phase. In Figure 8 the component
of the right velocity sensor SR on the flow tube has already crossed zero
(leading phase) while the component of SR en the balance bar has not yet
crossed zero (lagging phase). When these two velocity vectors are added, 19
10 December 2002 as they are for the sensor voltage output, the phase lead
and fag tend to cancel each other. The same holds true for left sensor SL.
The result is a reduction in flowmeter sensitivity. Figure 12 illustrates
the vector addition for a balance bar having its second 5 bending mode
frequency slightly above the first bending mode drive frequency. The
velocity vector 1204 of the right sensor component on the flow tube is
offset from the x axis 1202 by the angle ~ ,use. The velocity vector 1203
of the right sensor component on the balance bar is shown in the fourth
quadrant and is offset from the x axis by the angle ~ pal bar The vector
sum of flow tube vector 1204 and balance bar 10 vector 1203 is vector 1205
and it is offset from the x axis 12D2 by the angle ~ "e,. As can be seen,
the net phase of vector 1205 is now in the negative fourth quadrant. The
balance bar negative phase added to the flow tube positive phase was enough
to reduce the phase (and sensitivity) into the negative region. What this
really means is that positive material flow will result in an indicated
flow in the negative direction. 15 This car. be dealt with by changing the
sign on the indicated flow rate, but there is . another reason why having
the balance bar second bending frequency slightly above the drive frequency
is less than preferred. The configuration of Figure 7 in which the balance
bar second bending mode frequency is below the drive mode frequency is also
preferred to improve flowmeter 20 balance. in this configuration the
Coriolis force on flow tube '601 can be balanced by the second bending mode
response of the balance bar. !n conventional single tube Coriofis
flowmeters, the balance bar dynamically balances the inertial forces on the
flow tube in the first bending (drive) mode only. The second bending mode
of in the balance bar is at a much higher frequency than the Coriolis
deformation of the flow 25 tube (vvhich occurs at the drive frequency).
Therefore, the second bending mode is not excited in the balance bar of
prior art single tube Coriolis flovrrneters. This results in the Coriolis
forces being unbalanced as in Figure 6 and flowmeter shaking occurs. The
shaking amplitude, which is a function of both flow rate and mounting
stiffness, can cause a shift in flowmeter sensitivity because of a shift in
distance between the 3,0 velocity sensors and the vibration end nodes.
Since mounting stiffness is generally not known, the sensitivity shift
cannot be predicted or compensated. In the Corioiis flowmeter of the
present invention, the balance bar second bending mode of the balance bar
is excited by the Coriolis deflections of the flow tube. 



20   10 December 2002 When the balance bar second bending mode frequency is
below the first bending mode drive frequency) the two modes vibrate out of
phase with each other and the inertial vibration forces of the balance
bar's second bending mode largely cancel the shaking effect of the Corielis
force on the flow tube as shown on Figure 7. Because 5 the balance bar's
excitation source for its second bending mode is the Ceriolis deflection of
the flow tube, the vibration amplitude of the balance bar's second bending
mode increases as the Corielis for ca on the flow tube increases. This
provides the same degree of dynamic balance over all flow rates. Thus far
two embodiments have been discussed: that having the balance bar 10 second
bending mode frequency above the first bending mode (drive) frequency and
the preferred embodiment which has the balance bar second bending mode
frequency below the first bending mode (drive) frequency. The third
possibility is having the two frequencies equal. T his is possible) and is
the most sensitive and-best balanced embodiment. However, it has one major
problem. The flow tube and balance bar are 15 both driven in their first
bending mode (which is now equal to the balance bar second bending mode
frequency). The vibration frequency of the first bending mode changes with
the density of the flowing material because the mass associated with the
flow tube changes with the density of the flowing material. However) the
frequency of the balance bar second bending mode does not change
significantly with fluid density 20 because it contains no fluid. This
produces a situation in which the two frequencies (drive and second
bending) match only one material density. For lighter materials, the
balance bar second bending mode frequency is below the first bending made
(drive) frequency and for heavier materials it is above the first bending
mode (drive) frequency. For light material, the flow tube and balance bar
then vibrate out of phase 25 in the second bending-Coriolis mode; for the
heavy material they vibrate in phase in the second bending-Coriolis mode.
Furthermore, the flawmeter sensitivity arnplification varies greatly with
material density when the balance barsecond bending mode frequency is in
the immediate vicinity of the drive frequency (Figure 9). This shifting
flowmeter sensitivity can be compensated electronically based on frequency.
30 However) for high flowmeter stability, the best design has the balance
bar second bending mode frequency far enough below the first bending mode
drive mode frequency that no anticipated contained fluid density can cause
the frequencies to 21   10 December 2002 match. The best design also has
the frequencies close enough to excite the balance bar in its second
bending mode. Design Details The preceding description has dealt with the
desired relationship of the second bending mode frequency of the balance
bar to the first 5 bending mode drive frequency. The preferred embodiment
has the frequency of the second bending mode sufficiently below the first
bending mode drive frequency so that high density materials do not cause
the two frequencies to cross. Having the second bending mode frequency
below the first bending mode drive frequency is a unique situation that
some would call impossible. The design details whereby this is 10
accomplished follow The two factors that determine resonant frequency of a
vibrating structure are mass and spring rate. The equation for resonant
frequency is: K ,  Where: 1~ k = spring rate M = mass In order to get the
frequency of the second bending mode below the first bending mode (drive)
frequency) changes must be made to the conventional balance bar that both
raise its first bending mode (drive) frequency and Lower its second bending
mode 20 frequency. Increasing mass and towering spring rate (stiffness)
both serve to lower frequency. To lower the resonant frequency of the
second bending mode so that is lower than the first bending mode drive
frequency requires that the mass and Stiffness 



of the balance bar be rnodified in areas where they have more significance
in one mode than the ether. Changing the mass in areas of low vibration
amplitude has little 25 effect. Likewise changing stiffness, k, in areas of
low bending moment has Tittle effect. Figures 13 and 14 show the mode
shapes and bending moment diagrams of the first and second bending modes of
balance bar 13a1. In order to soften (lower) k in the second bending mode
without softening k in the first bending mode, balance 22 'i    10 December
2002 bar 1301 stiffness can be reduced in those areas where its bending
moment is near zero in the first bending mode and high in the second
bending mode. Dashed lines i and ii of Figures 13 and 14 show these two
locations to be 13G6 and 1308. Lowering the stiffness, k, of balance bar
1301 at locations 1306 and 108 has little effect on the 5 frequency of the
first bending mode of Figure 13 since the flow tube is relatively straight
and has a tow bending moment in these locations in the first bending mode.
Thus, lowering the stiffness and locations 13G6 and 1308 does not effect
the first bending mode (drive) frequency. However, as shown an Figure 14,
locations 1306 and 1308 have a high bending moment for the second bending
mode. Thus, lowering 10 the stiffness or spring rate of the balance bar at
its locations 1306 and 1308 lowers the second bending mode frequency. The
first bending mode frequency of balance bar 1301 can be raised by
increasing its stiffness in those areas where it has a high bending moment
in its first bending mode and where the second bending mode has a bending
moment near 15 zero. Line iii of Figure 14 shows this location to be 1307.
An inspection of Figures 13 and 14 indicates that at location 1307,.
balance bar 1301 has a high bending moment in its first bending mode of
Figure 13 and a low bending moment in its second bending mode of Figure 14.
Thus, a balance bar that has an increased stiffness in area t 307 will have
a higher drive frequency while leaving the second bending mode frequency 20
of Figure 14 unaffected. To further lower the second bending mode frequency
with respect to the first bending mode frequency, the mass of balance bar
1301 can be increased in those areas that have high amplitude in the second
bending mode and low amplitude in this first bending mode. This is
locations i and ii on Figures 13-17. Also, decreasing the 25 mass at the
lire iii portion of balance bar 130i on Figures 7 3-17 raises the drive
frequency without impacting the second bending mode frequency. Since, as
can be seen on Figures i3 and 14, the vibration amplitude for the first
bending mode is high at location 1307 whip the vibration amplitude for the
second bending mode is low, as shown on Figure 14. Thus, removing some of
the mass from location 1307 of the 30 balance bar raises the drive
frequency but does not affect the second bending mode frequency. Figure 15
show an embodiment of this design. balance bar 1503 stiffness is reduced by
removing material from portions 1508 and 1509 on either side of its center
.. 23   10 December 2002 region element 1506. This raises the drive
frequency only slightly while it lowers the second bending frequency
considerably.. Mass 15G4 and 15G5 is also added to the balance bar 1503
outside of the reduced stiffness region 1508 and 1509, This lowers the
second bending mode frequency further. Mass is removed from the central
portion 5 1506 of the balance bar 1503 leaving a void 7507. Figure 16 shows
the resulting drive mode shape and Figure 17 spews the resulting
Coriolis-second bending mode shape for the flowmeter of Figure 15. Figure
18 shows another embodiment of the invention using bellows 1808 and 1809 to
reduce the balance bar stiffness. The embodiment of Figure 18 is similar to
10 that of Figures 15, 16 and 1' in that it has a center element 1806
comparable to element 1506 on Figure 15. The Figure 18 embodiment further
has a reduced mass area 1807 comparable to element 150? on Figure 15. ft
also has added masses 1504 and 1505 comparable to the added masses of
Figure 15. Flexible bellows 1808 and 1809 on Figure 18 have reduced
stiffness comparable to elements 1508 and 1509 on 15 Figure 15. These
characteristics of the ernbodiment of Figure 18 serve to raise the. 



drive frequency and lower the frequency of the second bending mode in the
same manner as is the case for the embodiment of Figure 15. These design
features described for Figures 15-18 can at best bring the second bending
mode frequency of balance bar 1503 down to the first 'bending mode (drive).
20 frequency. This can be illustrated by assuming that the central section
of the balance bar 1503 has no mass and the reduced stiffness areas of the
balance bar have no stiffness. In this most extreme case) the central
section of the balance bar can be completely neglected and balance bar i
5D3 behaves like two independent cantilever beams 15i 1 (Figure 19). The
first bending (drive) mode shape then looks like Figure 25 20 and the
Coriolis-second bending mode shape looks like Figure 21. There is no
difference in the balance bar shapes between the drive mode and second
bending mode except that in the drive mode of Figure 20, the two balance
bar beam ends 1511 are in phase and in the second bending mode of Figure 21
they are out of phase with each other. Since the bar ends are not
connected, their phase relationship with 30 each other makes no difference
to their resonant frequencies. Thus the second bending {out of phase) mode
of Figure 21 has a frequency equal to the first bending (in phase) mode of
Figure 20. 24    10 December 2002 The final design feature needed to lower
the second bending mode frequency below the drive frequency may be achieved
by altering the spring stiffness of the balance bar so that it has less
stiffness in the second bending mode then in the first bending mode. The
essence of this design feature is that the balance bar is made 5 extremely
stiff (except for the two reduced stiffness zones 1508 and 1509 of Figure
22) so that most of the flexing occurs in brace bar 1502. The net stiffness
of balance bar 1503 then becomes a function of the vibration amplitude
ratio between balance bar 1503 and flow tube 1507. The balance bar is made
stiff in elements 1511. This has the effect of removing the effective
spring from balance bar 1503 and 10 concentrating the spring in brace bar
1502 so that the spring is adjacent to the end nodes. Moving the nodal
location can then have a significant effect on the effective spring rate of
the balance bar. In Figure 22 flow tube 150j and balance bar 1503 have
equal drive mode vibration amplitudes. Figure 23 shows the same balance bar
drive made vibration 15 ~. amplitude in conjunction with a near zero flow
tube vibration amplitude. In both figures) brace bar 1502 has a stationary
node plane 2201 between flow tube 1501 and balance bar 1503. Stationary
nods plane 2201 is a zero vibration plane and vibrates with neither the
flow tube nor the balance bar. In Figure 22, because of the equal vibration
amplitudes) stationary node plane 2201 is located approximately half way 20
between flow tuba 1501 and balance bar 1503. In Figure 23) flow tube 1501
has a much lower vibration amplitude (and a larger mass) and therefore,
stationary node plane 2201 in brace bar 1502 is located very near flow tube
1501. As far as the dynamics of the system are concerned, stationary node
plane 2201 marks the end of the balance bar 1503 spring region in each
brace bar t 502. The shorter effective 25 spring of balance bar 1503 of
Figure 22 gives it a higher effective stiffness than the longer effective
spring of balance bar 1503 of Figure 23. With most of the spring function
of balance bar 1503 residing in brace bars 1502, a higher flow tube/balance
bar amplitude ratio results in a shorter and stiffer effective balance bar
spring region than a lower amplitude ratio. Thus designing the meter so
that it has a higher flow 30 tube; balance bar amplitude ratio in the first
bending (drive) mode than in the Corio(is second bending mode can result in
the Coriolis-second bending mode having a lower resonant frequency than the
first bending (drive) mode. This is explained below. 2~   10 December 2002
The vibration amplitude ratio in the drive mode is determined by the mass
and stiffness of the two vibrating members. If flow tube 1501 and balance
bar 1503 have equal resonant frequencies (and they must for a dynamically
balanced flowmeter) then 



the following relationship is true: 5 _Kr _ Kbb !fir ~~bb Also, the law of
conservation of momentum holds: 10 Mt vi -Mbb vbb It can be shown from
these two laws that the vibration amplitude ratio is the inverse 15 of the
mass ratio and also that the mass ratio and stiffness ratio must be equal:
' _Ar _ ebb _Kbb ' Abb Mr ~ Kr . . . 20 Therefore, for balance bar 1503 to
have a lower vibration amplitude than flow tube 1501 ) the balance bar
needs to have a higher mass and stiffness than the flow tube. The drive
frequency is raised above the Coriofis second bending mode frequency in the
following manner. The vibration amplitude ratio in the first bending 25
mode between flow tube 1501 and balance bar 1503 is made high. This is done
by making balance bar 1503 and its elements 1511 heavy and stiff compared
to flow tube 1501. The result is that the stationary node plane 2201 in
brace bar 1502 is close to balance bar 1503. This makes the spring rate of
balance bar 1503 (in the drive mode) high. In the Coriolis second bending
mode, however, the amplitude ratio is reversed. 30 The flow tube Coriolis
deflection amplitude is low because it is not being driven at its resonant
frequency by the Coriolis force. The balance bar amplitude in the second
bending mode Is high because it is being excited by the Coriolis deflection
of flow tube 1501 at or near its second bending mode resonant frequency.
The flow tube/balance 26   10 December 2002 bar vibration amplitude ratio
in the Coriolis second bending mode is thus low and results in the
stationary node planes being close to flow tube 1501. This makes the
balance bar springs relatively long and the balance bar spring rate low in
the Coriolis second bending mode. This layers the second bending mode
frequency. The 5 Coriolis second bending mode with the low amplitude ratio
is shown in Figure 24 Because the vibration amplitude ratio is high in the
drive mode and is low in the Corielis second bending mode, the balance bar
springs (which reside in brace bar 1502) are stiffer in the drive mode than
in the Coriolis second bending mode. This enables the second bending mode
to actually have a lower frequency than the first 10 bending drive mode. In
summary, there are four design features that characterize the present
invention. First, the stiffness of balance bar 1503 is reduced on both
sides of its central region 1506. This lovers the balance bar second
bending resonant frequency. This is done by elements 1508 and 1509 which
are flexible and have a low spring rate. 15 .Second, the mass of balance
bar 1503 is reduced in its central region 15D6 and increased immediately
outside of the reduced stiffness regions 1508 and 1509. This raises the
drive frequency and lowers the balance bar second bending mode frequency.
Third, balance bar 1503 is made stiff in its beam elements 1511 so that
much of the spring of the vibrating structure occurs in brace bar 1502.
This causes 20 the balance bar spring stiffness to become a function of the
vibration amplitude ratio between 'the flow tube and the balance bar.
Fourth, the relative mass and stiffnesses of flow tube 1501 and balance bar
1503 is such that the vibration amplitude ratio (flow tube/balance bar) is
higher in the drive mode than in the Coriolis-second bending mode. This
allows the balance bar second bending mode to have a resonant 25 frequency
slightly less than the first bending (drivel mode. 1t may not be necessary
to employ all of these design features to effect the sensitivity
enhancement of a w Coriolis flowmeter embodying the present invention. It
is only necessary to employ enough of these features to reduce the balance
bar 1503 second bending mode frequency to be below the drive frequency. 30
The preceding described embodiments of the invention have the form of a
single straight tube with a parallel balance bar beside the flow tube. This
has been done only for clarity of the inventive concepts. The principles
and design features of the invention apply equally well to a single
straight tuba Cor lolls flowmeter with a 27   



10 December 2002 concentric balance bar (Figure 25) as well as to single
curved tube flowmeters (Figure 26) with concentric balance bars. The
preferred embodiment is the single straight tube with concentric balance
bar of Figure 25. Figure 25 and Figure 26, for clarity, have the balance
bar front half removed so that the flow tube can be seen. Figure 25 5 is
the simplest and most compact embodiment. The sensitivity enhancing balance
bar 2503 increases its sensitivity to the point where its accuracy can
rival curved tube Coriolis flowmeters. The embodiment of Figure 25 is
similar to that of Figures 22-24 except that the balance bar 2503 is
concentric with and surrounds flow tube 2501. Balance bar 2503 10 is
connected at its ends by brace bars 2502 to flow tube 25C1. The center
portion of the balance bar 2503 is light weight due to void 2507. Sections
2508 and 2509 are of reduced stiffness. Balance bar 2503 also has added
mass elements 25Q4 and 2505 corresponding to elements 1504 and 1505 on
Figures 22-24. This design of the embodiment of Figure 25 permits the
second bending mode frequency of balance bar 15 2503 to be slightly lower
than the first bending mode (drive) frequency and provides the same
advantages formerly described for the embodiment of Figures 22-24. Figure
26 discloses embodiment which is similar in most respects to that of Figure
25 except that flow tube 2601 and its surrounding concentric balance bar
2603 are not straight but instead, are curved upwards from horizontal at
portions 2615 and 2d 2616 from which they extend upward until they make the
transition from vertical to a horizontal at areas 2617 and 261B. The center
portion 2606 of brace bar 2a03 has a low mass area 2607 comprising a void
and elongated elements 2608 and 2609 which additionally have a low spring
rate. Elements 2604 and 2605 provide additional mass in the same manner as
do elements 2504 and 2505 of the embodiment of 25 Figure 25 and in the same
manner as do elements 1504 and 1505 in the embodiment of Figure 22-24. On
Figure 25, meter electronics element 2420 applies drives signals via path
2423 to driver D which cooperates with an adjacent magnet M to vibrate the
flow tube 2501 and balance bar 203 out of phase with each other at a
resonant drive 30 frequency. With material flow in the vibrating flow tube,
Coriolis for are are applied to the flow tube to deflect its left-hand
portion out of phase wish respect to its right-hand portion as is well
known in art. These Coriclis deflections are detected by left sensor SL and
right sensor Signals representing the Coriolis deflections are applied over
28   10 December 2002 paths 2421 and 2422 to meter electronics 2420 which
processes the signals in the conventional manner to generate output
information pertaining to the flowing material. This information is applied
to path 2424 and may include material density, material flow rate) etc. On
Figure 25, driver D, left sensor SL and right sensor SR each 5 comprise the
coil/magnet pair with the magnets being designated M and attached to the
flow tube proximate the coil SL, D, and SR of each coil/magnet pair. The
embodiment of Figure 26 is similarly associated with an electronics element
(not shown) comparable to meter electronics 2420. The embodiment of Figure
26 similarly has a driver D, a left sensor SL and a right sensor SR (all
not 10 shown) in the view of Figure 26 since the flow tube vibrates in a
plans transverse to the presentation of Figure 26. !n this view, only the
left magnet M associated with sensor SL (not shown) and the center magnet M
associated with driver D (not shown) and the r fight-hand magnet M
associated with sensor SR (not shown) may be seen on Figure 26. 15 ~ It is
to be expressly understood that the claimed invention is not to be limited
to the description of the preferred embodiment but encompasses other
modifications and alterations within the scope and spirit of the inventive
concept. 29 



10 December 2002 CLAIMS: 1. A method of operating a Corioiis flowmeter
having a flow tube (2501) and a balance bar (2503) oriented substantially
parallel to said flow tube and further having brace bar means (2502) for
coupling said balance bar to said flow tube; said method comprising the
steps of: 5 flowing material through said flow tube; vibrating said flow
tube and balance bar out of phase with respect to each other in a drive
mode having a drive frequency substantially equal to the resonant frequency
of said material filled flaw tube and said balance bar; inducing periodic
Coriolis deflections in said vibrating flow tube having 10 said material
flow; said periodic Coriolis deflections being characterized by regions of
deflection as welt as nodes having no deflection; characterized in that
said method further includes the steps of: inducing Coriolis like
deflections in said balance bar at said drive 15 frequency in response to
said Coriolis deflections of said flow tube; said Coriolis tike deflections
having the same number of nodes as said periodic Coriofis deflections; said
Coriotis like deflections define an induced mode of vibration of said
balance bar having a resonant frequency sufficiently close to the frequency
of said 20 periodic Coriolis deflections to increase the amplitude of said
Coriolis like deflections in said balance bar; said Coriolis like
deflections of said balance bar having an amplitude proportional to the
magnitude of periodic Coriofis forces of said vibrating flow tube with
material flow 25 detecting the velocity of said flour tube with respect to
said velocity of said balance bar; generating signals (S! . SR representing
said velocity of said flow tube and said velocity of said balance bar; and
deriving information (2520) regarding said flowing material in response 30
to said generation of said signals.  30   10 December 2002 2. The method of
claim i wherein said step of inducing said Ccriolis like deflections
includes the slap of inducing said induced mode vibrations having a
resonant frequency less than said drive frequency. 3. The method of claim 1
wherein said step of inducing said Coriolis like deflections includes the
step of inducing said induced mode vibrations having a resonant frequency
greater than said drive frequency. 4. The method of claim 1 wherein said
step of inducing said Coriolis like deflections includes the step of
inducing said induced mode vibrations having a resonant frequency
substantially equal to said drive frequency. 5. The method of claim i
wherein said step of inducing vibrations in said balance bar (2503)
includes the step of extending forces indicative of said periodic 



~Coriolis deflections from said flow tube through said brace bar to said
balance bar to induce said Coriolis like deflections in said balance bar.
6. The method of claim i wherein said steps of vibrating said balance bar
(2503) includes the steps of: flexing ends of said flow tube in response to
said periodic Coriolis deflections to flex a first end of a brace bar means
{2502); and 5 flexing a second end of said brace bar in response to said
flexing of said first end to induce said Coriolis like deflections in said
balance bar. . 7. The method of claim 1 wherein said step of inducing said
Coriolis like deflections in said vibrating balance bar {2503) includes the
steps of: inducing said Coriolis like deflections in said balance bar
(2503) at a second bending mode having a resonant frequency substantially
equal to said drive 5 frequency; and operating said balance bar as
mechanical amplifier by inducing said Coriolis like deflections in said
balance bar at a second bending mode resonant frequency of said balance bar
at an amplitude greater ;hen the vibrational amplitude  31   10 December
2002 of said Coriolis deflections of said flew tube at said periodic
Coriolis deflection 10 frequency. 8. The method of claim 1 further
comprising the step of transferring the effective spring of said balance
bar (203) from said balance bar to said brace bar means (2502) to lower a
second bending mode resonant frequency of said balance bar. 9. T he method
of claim 1 furiher comprising the step of lowering the resonant frequency
of said induced vibrations of said balance bar by lowering the effective
spring of said balance bar. 10. The method of claim 9 further comprising
the step of lowering the frequency of said induced vibrations of said
balance bar (2503) by the provision of at least one. flexible portion of
said balance bar together with the provision of increased mass (2504) on at
least one other portion of said balance bar. 11. The method of claim 10
fur<her comprising the step of providing a void (2507) in at least one
portion of said balance bar. 12. The method of claim 1 wherein said method
comprises the step of towering the resonant frequency of said induced
vibrations of said balance bar by the provision of flexible portions (2508,
2509) of said balance bar at locations of high bending moment of said
balance bar in said additional mode. 13. The method of claim 1 further
comprising the step of maintaining the end nodes of said vibrating flew
tube (2501 ) and said balance bar (2503) in said brace bar (2502). 14. The
method of claim 13 wherein said step of maintaining comprises the provision
of stiff sections (2571, 250o} of said balance bar (2503) and flexible
sections (2503, 2509) of said balance bar not comprising a stilt section.
32 



10 December 2002 15. The method of claim 1 wherein said Coriolis like
deflections of said balance bar are cut of phase with the periodic Coriolis
deflections of said flow tube. 16. The method of claim 1 wherein said drive
mode comprises a first bending mode and wherein said induced vibrations of
said balance bar ccmprise 1h2 second bending mode of said balance bar. 17.
The method of claim 16 further comprising the step of lowering the resonant
frequency of said second bending mode of said balance bar by the provision
of a center portion (250o) of said balance bar and a flexible portion
(2508, 2509) an each side of said center portion of said balance bar
together with the provision of 5 increased mass on each side of said center
portion. 18. The method of claim 16 further including the said step of
lowering said resonant frequency of said second bending mode of said
balance bar (2503) by the . provision of flexible portions (250S, 25.09) of
said balance bar at locations of high bending moment of said balance bar
and increased mass (2504, 2505) at locations 5 of high vibrational
amplitude in said second bending mode. 19. The method of claim 1 wherein
said Coriofis like deflections induced in said balance bar are in phase
with the periodic Coriolis deflections of said flow tube. 20. A Coriclis
flowmeter having a flow tube (2501) adapted to receive a material flow, a
balance bar (2503) oriented substantially parallel to said flow tube and a
brace bar (2502) means for coupling said balance bar to said flow tube;
said Coriolis flowmeter further comprising: 5 drive means (D) for vibrating
said flow tube and balance bar out of phase with respect to each other at a
drive mode having a frequency substantially equal to the resonant frequency
of said material filled flow tube and said balance bar; characterised in
that said method further includes: periodic Coriolis deflections being
induced in said vibrating flow tube 10 having said material flow 33   10
December 2002 said periodic Coriolis deflections being characterized by
regions of deflection as weft as nodes having no deflection; means (2b02)
for inducing Coriclis like deflections in said balance bar with said
Coriolis life deflections having the same number of nodes as said periodic
15 Coriolis deflections; said Coriofis Pike deflections define an induced
mode of vibration of said balance bar having a resonant frequency
sufficientfy close to said frequency of said periodic Coriolis deflections
to increase the amplitude of said Coriolfs like deflections in said balance
bar; 20 said Corialis like deflections of said balance bar having an
amplitude proportional to the magnitude of periodic Coriolis forces on said
vibrating flow tube with material flow; means (SL) SR) for detecting the
velocity of said flow tube with respect 



to said velocity of said balance bar; 2S means (SL, SR) for generating
signals representing said periodic Gcriolis deflections of said flow tube
and said Coriolis like deflections of said balance bar; and means (2420)
for deriving material flow information in response to said generation of
said signals. 27. ?he Coriolis flowmeter of claim 20 wherein said means (D)
for vibrating said balance bar induces said Coriolis like deflections in
said balance bar with said induced mode of vibration having a resonant
frequency less than said drive frequency. 22. The Coriofis flowmeter of
claim 20 wherein said means (D) for vibrating said balance bar induces said
Coriolis Pike deflections in said balance bar with said induced mode of
vibration having a resonant frequency greater than said drive frequency.
23. The Corioiis flowmeter of claim 20 wherein said means (D) for vibrating
said balance bar induces said Coriolis like deflections in said balance bar
with said induced mode of vibration having a resonant frequency
substantially equal to said drive frequency. 34   10 December 2002 24. The
Corioiis flowmeter of claim 20 wherein said means (D) for vibrating said
balance bar extends fords indicative of said periodic Coriolis deflections
from said at least one flow tube through said brace barmeans to said
balance bar to induce said Coriolis like deflections in said balance bar.
25. The Coriolis flowmeter of claim 20 wherein said means (D) for inducing
said Coriolis like deflections in said balance bar flexes ends of said flow
tube in response to said periodic Coriolis deflections to flex a first end
of said brace bar; and flexes a second end of said brace bar in response to
said flexing of said 5 first end to induce said Coriolis like deflections
in said balance bar. 26. The Coriolis flowmeter of claim 20 further
comprising means (2508, 2509, 25G7) for Powering the resonant frequency of
said induced mode of vibration of said balance bar to a value approximate
that of said drive frequency. 27. The Coriolis flowmeter of claim 26
wherein said means for lowering comprises added mass (2504) 2505) in
regions of high vibrational amplitude in said Corioiis Pike deflections and
comprises flexible portions (2505) 2508) of said balance bar at locations
of high bending moment of said Coriofis like deflections. 28. The Coriolis
flowmeter of claim 26 wherein said drive mode comprises a first bending
mode and wherein said induced mode of vibration of said balance bar
comprises a second bending mode. 29. The Coriolis flowmeter of claim 28
wherein said means for lowering further comprises a rigid center portion
{250n) and an added mass (2504, 2505) on each side of said rigid center
portion. 30. T ha Coriolis flowmeter of claim 29 wherein said means for
lowering 



further comprises flexible portions (2508, 2509) of said balance bar at
locations on either side of said rigid center portion. 35   10 December
2002 31. The Coriolis flowrneter of claim 30 further including wherein said
means for lowering further comprises a void (2507) in said center portion
for raising said drive frequency. 32. The Ccriolis flowmeter of claim 29
wherein said flexible portion comprises bellows (1808, 1309). 33. The
Coriolis flowmeter of claim 27 further comprising means (2508) 2509) for
reducing the effective spring of said balance bar to reduce the frequency
of said induced mode of vibration of said balance bar. 34. The Coriolis
flowmeter of claim 20 further comprising rneans (2508, 2509) 2504, 2505,
2507) for concentrating the effective spring of said at least one flaw tube
and said balance bar in said brace bar. 35. The Coriolis flowmeter of claim
34 wherein said means for concentrating comprises stiff members (2511,
2506) on said balance bar and flexible members (2508, 2509) on each portion
of said balance bar not comprising a stiff member. 36. The Coriolis
flowmeter of claim 20 further comprising means (2508, 2509, 2504, 2505,
2507) for maintaining the end node of at feast one flow tube and balance
bar in said brace bar. 37. The Coriolis flowmeter of claim 20 comprising a
substantially straight flow tube (2501 ) and a substantially straight
balance bar (2503). 38. The Coriofis flo~r~~meter of claim 20 comprising a
flow tube (2601 ) having a curved portion (2o15) and a balance bar (2603)
having a curved portion (261 1 ). 39. The Coriolis flewmeter of claim 20
wherein said induced mode of vibration comprises the second bending mode of
said balance bar. 36   10 December 2002 40. The method of claim 1 wherein
the step of inducing said Coriolis like deflections in said balance bar
includes the step of inducing said Ceriofis like deflections to induce said
induced mode of vibration having a resonant frequency proximate said drive
frequency, 41. The method of claim 1 wherein the step of inducing said
Coriolis like deflections in said balance bar includes the step of inducing
Coriolis like deflections in said balance bar with said Coriolis like
deflections defining an induced mode of vibration of said balance bar
having a resonant frequency lower than the frequency 5 at which said flow
tube is vibrated; said Coriolis like deflections being out of phase with
said Coriolis deflections of said flow tube and having an amplitude
proportional to the magnitude of periodic Coriolis forces on said vibrating
flow tube with material flow. -' 42. The Coriolis flowmeter of claim 20
wherein said means for inducing Coriolis deflection in said balance bar
comprises: means (2502) for inducing Coriolis like deflections in said
balance bar with said Coriolis like deflections defining an induced mode of
vibration of said balance 5 bar having a resonant frequency lower than the
frequency at which said flow tube is vibrated; said Coriolis like
deflections in said balance bar being out of phase with said Coriolis
deflections of said flow tube and having an amplitude proportional to the 



magnitude of periodic Coriolis forces on said vibrating flow tube with
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