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MULTI-COMPONENT EN

D METHOD THEREFOR
Field of the Invention:

The present invention pertains to antennas for
communication apparatus.

'Ba'ckgrm_l_nd of the Invention

Radio communication devices include a transmitter
and/or receiver coupled to an antenna which emits and/or
detects radio frequency signals. The device may include a
microphone for inputting audio signals to a transmitter or a
speaker for outputting signals received by a receiver. Examples
of such radio communication devices include one way radios,
two way radios, radio - telephones, personal communication
devices, and a variety of other equipment. These
communication devices typically have a standby configuration,
wherein the device is collapsed for storage, and an active |
communication configuration, wherein the antenna is extended
for optimum performance.

For radio telephones and two-way radios, it is typically
desirable that these devices 'have a small size during a standby
mode to facilitate storage and transport thereof. For example,
users prefer that -the radio teleﬁhones are small enough in the
standby mode to permit storage in a shirt or jacket pocket. - In
the active -communication state, it is desirable for the device to
be sufficiently long to position the speaker adjacent to the '
user's ear, the microphone near the user's mouth, and the
antenna away from the user's body. It is desirable for the
antenna to be positioned away from the user's body since the
user's body is a ground plane that interferes with radio
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frequency signal reception. One particularly effective way of
positioning the antenna away from the user's body is to extend
the antenna away from the device body during use. By
providing an antenna which collapses for storage and extends
for active communicétion, an. antenna with optimum active
mode operation is provided in a readily storable device.

A difficulty encountered with such reconfigurable
communication devices is providing a high performance
antenna in the standby mode. For example, radio telephones
are known that receive paging signals, electronic mail, and call
alerting signals in the standby mode. However, the body of the
device, including the internal electronic circuitry within the
body, is typically in the reactive near-field of the antenna in
the storage position. This mass in the reactive near-field
degrades performance of the antenna, which is detrimental to
signal reception in the standby mode.

An example of a radio communication device including a
multi-position antenna is a radio telephone including a body
and cover, wherein the cover includes an antenna mounted
thereon. When closed, the cover covers the radio telephone
keypad and provides a compact housing. When the cover is
opened, the cover antenna is spaced from the telephone body
which the ‘user holds. Although the cover antenna performs
very well when the cover is open, the proximity of the radio
telephone body in the closed cover position interferes with the
operation of the antenna in the collapsed standby mode.

Accordingly, it is desirable to provide an antenna system
having high performance characteristics when the
communication device is extended in an active communication
mode and when the communication device is collapsed in a
standby mode of operation..
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Briéf Deséription of the Drawings

"FIG. 1 is a front perspective view illustrating a radio
telephone in an extended, or open position, housing
configuration; '

FIG. 2 is a front perspective view illustrating the radio
telephone according to FIG. 1 in a collapsed, or closed position,
housing configuration;

FIG. 3 is an exploded view illustrating the front housing,
the radio frequency (RF) printed circuit board, logic printed
circuit board, and rear housing of the radio telephone according
to FIG. 1;

FIG. 4 is a fragmentary view illustrating .schematically

the interior radio telephone according to FIG. 1 and a

transceiver;

FIG. 5 is a fragmentary exploded view illustrating the
cover housing sections and the cover antenna;

FIG. 6 is side elevational view of a radio telephone
schematically illustrating the reactive near-field of the cover
antenna in the open and closed positions of the cover;

FIG. 7 is a top plan view illustrating a multi-component
cover antenna; |

FIG. 8 is a top plan view illustrating an alternate
embodiment of the multi-component cover antenna;



10

15

20

25

30

THIS SHEET HAS BEEN

. This Sheet Has Been Replaced _REPLACED

(IRR AT

FIG. 9 is a top plan view illustrating an alternate
embodiment of the multi-component cover antenna;

CEO01080RPO1

FIG. 10 is a top plan view illustrating an alternate
embodiment of the multi-component cover antenna;

FIG. 11 illustrates return loss versus frequency for cover
antenna 107 when the cover is extended; and

FIG. 12 illus_trates return loss versus frequency for cover
antenna 107 when the cover is collapsed as shown in FIG. 2.

Detailed Description of the Preferred Embodiments

A radio communication device includes radio frequency
circuitry positioned in the first housing portion. A second
housing portion is movably supported on -the first housing
portion to move between an extended position and a collapsed
position, the second housing portion projecting outwardly from
the first housing portion in the open position. An antenna is
positioned in the second housing portion, the antenna includes a
first component having a first tuning characteristic and a
second component having a second tuning characteristic. The
second antenna component is tuned for a preferred
characteristic when the radio telephone is collapsed and the
first antenna is tuned to the preferred characteristic when the
antenna is extended. '

‘The antenna system according to the invention is
illustrated in a radio telephone 100 (FIG. 1) including a cover,
wherein the immediate invention is particularly advantageous.
However, the invention may also be advantageously employed
in other devices, such as one way and two way radios, personal
communication devices, or any other radio communication
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equipment employing an antenna. Accordingly, "device" as
used herein refers to all such devices and their equivalents.

A radio telephone 100 is illustrated in FIG. 1. The radio
telephone includes a housing 102.. The housing 102 includes a
first housing portion 101 and a second housing portion 103. In
the illustrated embodiment, the first housing portion 101 is a
radio telephone body and the second housing portion 103 is a
cover pivotably connected to the first housing portion. Second
housing portion 103 moves by rotation between an extended
configuration, illustrated in FIG. 1, during an active

communication mode, and a collapsed, or closed, configuration,

illustrated in FIG. 2, in a standby mode.

The first housing portion 101 includes a back body
housing section 104 (FIG. 3) and a front body housing section
105 which are interconnected to define an interior volume
housing electronic circuitry, including logic printed circuit board
314 and RF circuit board 315. A keypad 106 is positioned on
front body housing section 105 such that keys 109 (only some
of which are numbered) associated with the keypad are
accessible for manual actuation by the user. The keys 109 are
actuated manually to close popple switches 321 (only some of
which are numbered).

The second housing portion 103 includes an antenna 107,
referred to herein as a cover antenna, which is a diversity
antenna with mast antenna 110. The cover antenna 107 is
positioned between a front cover housing section 111 (FIG. 5)
and a back cover housing section 112 (and thus is illustrated in
phantom in FIG. 1). The front cover hbusing section 111 and
back cover housing section 112 are generally planar members,
which are manufactured of a suitable dielectric material, such
as an organic polymer. The back cover housing section 112
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includes a recess 419 for receipt of cover antenna 107 and front
cover housing section 111. The cover antenna 107 is
sandwiched between these cover housing sections when the
cover is fully assembled. The cover housing portion is
assembled by connecting the front cover housing section 111 to
the back cover housing section 112 using an adhesive or
fastener. '

- The cover antenna 107 is in an extended position when
the second housing portion 103 is open as illustrated in FIG. 1.
The cover antenna 107 is in a collapsed, or retracted, position

~ when second housing portion 103 is closed (FIG. 2). The second

housing portion 103 (FIG. 2) is a cover that at least partially
covers keypad 106 when closed. The cover may be longer to
cover all the keys. The second housing portion 103 prevents
actuation of keys 109 covered thereby when the second
housing portion is closed. Additionally, the second housing
portion can place the radio telephone 100 in a standby mode
when closed.

Transceiver. circuitry 515 is generally represented in FIGs.
3 and 4. The transceiver circuitry 515 is supported on RF
circuit board 315 (FIG. 3), and may be implemented using any.
suitable conventional transceiver. The transceiver circuitry 515
is assembled to RF circuit board 315 by conventional means. RF
circuit board 315 and logic printed circuit board 314 are
mounted between the front and back body housing sections 104
~and 105 by any suitable means. The circuitry in radio
telephone 100 includes a microphone (not shown) and receiver
(not shown) positioned in first housing portion 101.

The transceiver circuitry 515 (FIG. 4) is connected to an
elastomeric connector 516 which connects to a flex conductor,
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or transmission line, 517. The transmission line 517 extends
into a hinge assembly 518, including a knuckle 519.

With reference to FIG. 1, the hinge assembly 518 provides -
the connection between the second housing portion 103 and the
first housing portion 101. The hinge assembly may have any
suitable construction, such as the hinge disclosed in United
States patent application Serial No. 08/148,718, filed on 8
November 1993 in the name of Tanya Rush et al., the disclosure
of which is incorporated herein by reference thereto.

Cover antenna 107 (FIG. 7) is connected to transmission
line -517. The cover antenna includes a first component 640
and a second component 647, both of which are embedded in
dielectric body 625. The back of the dielectric body 625 has an
adhesive (not shown) applied thereto. The adhesive is utilized
to- attach the dielectric body 625 to the back cover housing
section 112 (FIG. 5).

As used herein, a component is one or more conductors
tuned to a particular frequency. The first component 640
includes dipole arms 648 and 649 which are tuned the same.
The second component 647 includes section 643 which is tuned
differently from' dipole arms 648 and 649, such that it is a
second component.

Dipole arms 648 (FIG. 7) and 649 are manufactured of
two, respective, thin strips of a suitable conductor, such as
copper, copper alloy, aluminum alloy, or the like, embedded in
dielectric body 625. Dipole arms 648 and 649 are positioned on
opposite sides of longitudinal center axis Al of second housing
portion 103. The transmission line 517 is connected to the
dipole arms 648 and 649 via an impedance transformer 627.
The impedance transformer -includes first, second and third

- -7 -
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transformer sections 623, 628 and 624. First transformer
section 623 is connected to transmission line 517 at junction
630. Third transformer section 624 is connected to dipole arm
649 at junction 631, and connected to dipole arm 648 at
junction 632. Impedance transformer 627 provides impedance
matching between dipole arms 648 and 649 and the -
transmission line 517. Dipole arm 648 includes a high current
section 641 and a generally orthogonal extending folded section
633. Dipole arm 649 similarly includes a high current section
642 and a generally orthogonally extending folded section 634.

An opening 533 is cut out of each of the folded sections

" 633 and 634. Opening 533 is provided to receive respective
‘magnets (not shown). The magnets actuate reed switches (not

shown) in the first housing portion 101 to change the radio
telephone 100 between a standby mode and an active

~communication mode. The read switches and magnets are not

described in greater detail herein since they do not form a part
of the immediate invention.

The cover antenna 107 (FIG. 7) includes a second
component 647, which includes a section 643 embedded in
dielectric body 625. Section 643 is manufactured of a suitable
thin electrical conductor such as copper, copper alloy,
aluminum, an aluminum alloy, or the like.  High current sections
641 and 642 of dipole arms 648 and 649 are tightly,
inductively coupled to section 643 such that second component
647 is a passive antenna component. Tails 644 and 645 extend
outwardly from opposite ends of section 643 in a serpentine
pattern. Second component 647 is tuned to a different
frequency than dipole arms 648 and 649.-

The cover antenna 107 has a reactive near-field volume A
(FIG. 6) in the extended position and a reactive near-field '

[
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volume B in the closed, or collapsed, position. Those skilled in
the art will recognize that the dielectric constant of the near-
field volume, or space, affects the performance of an antenna.
Consequently, an antenna tuned to one frequency in a near-
field volume having one dielectric constant will not be tuned in
a near-field volume having another dielectric constant. The
dielectric constant of the near-field volume in the open position
approaches, or is approximately, 1, since it is predominantly air.
The dielectric constant of the near-field space in the closed

- position is significantly different from that of air because of the

substantial presence of first housing portion 101 and the

_ circuitry therein. Consequently, an antenna properly tuned for

the transceiver signal frequency in the open position of second
housing portion 103 will not be properly tuned in the closed

_position of second housing portion 103, and consequently,

performance is degraded in the closed position.

Dipole arms 648 (FIG. 7) and 649 are tuned to the
operating frequency (shown as 800 MHz in FIGs. 11 and 12) of
the transceiver circuitry 515 when the cover is open, and the
predominance of the reactive near-field is air. This is
represented by the return loss peak at 800 MHz in FIG. 11. The

second component 647 return loss peak occurs at 900 MHz. The

second component is tuned to the operating frequency of the
transceiver -circuitry 515, when the cover is closed, and the first
housing portion 101 of the radio telephone 100 is substantially
positioned in the reactive near-field space of the cover antenna
107. This is represented by the return loss peak at 800 MHz
for second component 647 when the cover is closed in FIG. 12.
The return loss peak for first component 640 when the second
housing portion 103 is closed is 700 MHz. The presence of the
component which is not tuned to the operating frequency of the
transceiver circuitry 515 does not affect performance of the
transceiver since signals outside the operating frequency range

-9 .

-Thls Sheet Has Been Rep laced




10

15

20

25

30

[UU——

THIS —SHEET HAS BEEN |
REPLACED
~ CEO01080RPO1

are filtered by the transceiver. The use of two components
tuned respectively for the closed and open positions insures
that the antenna is tuned for a predetermined, preferred,
characteristic, which is the operating frequency of the
transceiver, when the second housing portion 103 is opén
(extended) and when the second housing portion is closed
(collapsed).

Thus it can be seen that the cover antenna 107 is a dipole
antenna which is thin, being sandwiched between front cover
housing section 111 (FIG. 5) and back cover housing section
112, to construct a thin cover. The high current sections 641
(FIG. 7) and 642, of the dipole arms 648 and 649, are the high
current sections of the cover antenna. The performance of the
antenna is enhanced by the positioning of the high current

- sections 641 and 642, of the dipole arms 648 and 649, remote

from hinge assembly 518 in the extended position of FIG. 1.
Additionélly, in the illustrated embodiment, the antenna is a
half-wavelength antenna, although it could be a quarter-
wavelength, or any integer multiple thereof.

Cover antenna 750 according to an alternate embodiment
is illustrated in FIG. 8. Impedance transformer 727 connects a
first component 749 to transmission line 517. The transformer
includes a single transformer section 724, which is an alternate
for the three section transformer of FIG. 7. FIG. 8 illustrates a
1.5 GHz antenna.

Cover antenna 750 includes a first component 749
including dipole arms 751 and 752 on opposite sides of center
axis Al. Dipole arm 751 includes high current section 741 and
folded section 733. Dipole arm 752 includes high current
section 742 and folded section 734. Plates 738 and 739 extend

-10 -
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from folded sections 733 and 734. The plates capacitively load
the dipole arms to shorten the length of the dipole arms.

The cover antenna also includes a second component 748
including plates 736 and 737 extending from a joinder section
753. Plates 737 and 736 are tightly, capacitively, coupled to
plates 739 on dipole arms 751 and 752. The second component
748 is a passive antenna tuned to the operating frequency of
the transceiver circuitry 515 when the second housing portion
103 is closed. Dipole arms 751 and 752 are tuned to the
operating frequency of the transceiver when the first housing

_ portion 101 is not in the reactive near-field of cover antenna

750.

The antenna components are manufactured of a suitable
thin, electrically conductive material, such as copper, copper
alloy, aluminum, aluminum alloy, or the like, embedded in
dielectric body 625. These dipole arms are tuned to the
transceiver circuitry 515 for the open position of second
housing portibn 103, illustrated in FIG. 1. First component 749
is tuned to the transceiver circuitry 515 when the second
housing portion is open and second component 748 is tuned to
the transceiver circuitry 515 for the closed position of the
second housing portion 103, illustrated in FIG. 2. Although the
components are illustrated for use with a transceiver operating
at 1.5 Ghz, those skilled in the art will recognize that antennas
could be tuned to other frequencies by changing the length
and/or shape thereof.

Another cover antenna 860 is illustrated in FIG. 9.
Antenna 860 includes a first antenna component 859 and a
second antenna component 858. First component 859 includes
dipole arms 861 and 862, which are sections of the first
component that are positioned on opposite sides of longitudinal

-11 -
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axis Al. Second component 858 includes second component
dipole arms 863 and 864 positioned on opposite sides of the
longitudinal axis Al. Component dipole arms 861 and 862 are
connected to second component dipole arms 863 and 864 by
conductors 865 and 866.

The antenna components are manufactured of a suitable
thin, electrically conductive material, such as copper, copper
alloy, aluminum, aluminum alloy, or the like, embedded in
dielectric body 625. First component 859 dipole arms 861 and
862 are tuned to the operating frequency of transceiver

_ circuitry 515 when the second housing portion 103 is open, as

illustrated in FIG. 1. Second component 858 dipole arms 863
and 864 are tuned to the operating frequency of transceiver
circuitry 515 when the second housing portion 103 is
illustrated in FIG. 2.

Another cover antenna 970 is illustrated in FIG. 10. Cover
antenna 970 includes a first antenna component 969 and a
second antenna component 968. The first antenna component
comprises dipole arms 971 and 972, which are sections of the
first component that are positioned on opposite sides of
longitudinal axis Al. These arms are connected to transmission
line 517 via impedance transformer 627. The second antenna
component 968 includes component dipole arms 973 and 974

~ on opposite sides of longitudinal axis Al. Conductors 975 and

976 are connected to arms 974 and 973, respectively, and
connect to dipole arms 971 and 972 at junction 632 and 631,
respectively. Conductors 976 and 975 cross, but are not
electrically connected.

The antenna components 969 and 968 are manufactured
of a suitable thin, electrically conductive material, such as
copper, copper alloy, aluminum, aluminum alloy, or the like,
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embedded in dielectric body 625. Dipole arms 971 and 972 are
tuned to the operating frequency of the transceiver circuitry
515 when the second housing portion 103 is extended as
illustrated in FIG. 1. Dipole arms 973 and 974 are tuned to the
operating frequency of the transceiver circuitry 515 when the
second housing portioxi is closed as illustrated in FIG. 2. By
crossing conductors 975 and 976, the impedance of the system
is altered relative to that of cover antenna 860 in FIG. 9.

The connected components of cover antennas 860 (FIG. 9)
and 970 (FIG. 10) have the same effect as the inductively and

_ capacitively coupled components of cover antennas 107 (FIG. 7)

and 750 (FIG. 8). Signals detected by the component which is
not tuned to the operating frequency of transceiver circuitry
515 (FIG. 4) are attenuated by filtering in the transceiver. The
antenna componeént tuned to the operating frequency will
detect the desired sigﬁals. Accordingly, cover antennas 860 and
970 operate as desired when the second housing portion 103 is
extended or collapsed.

The components of cover antennas 107 (FIG. 7) and 750
(FIG. 8) are preferably tightly coupled to maximize energy
transfer from the second components 647 (FIG. 7) and 748 (FIG.
8) to the dipole arms 648 (FIG. 7) and 649 and 741 (FIG. 8) and
742, when the second housing portion 103 is closed.
Additionally, those skilled in the art will recognize that either
the crossed conductors 975, 976 (FIG. 10) of cover antenna 970,
or the uncrossed conductors 865, 866 (FIG. 9) of cover antenna
860, will be selected to minimize interaction between the first
and second antenna components.

Thus it can be seen that an antenna is disclosed for a
movable housing portion which is tuned to the frequency of the
transceiver circuitry in both an extended and a collapsed

-13 -
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in both positions. By so tuning the antenna, the overall
performance of a communication device incorporating the
antenna is improved by the improvement in the antenna‘s
performance.
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We claim.
1. A radio . communication device, comprising:

a first housing portion (101);

radio frequency -circuitry (515) positioned in the first
housing portion; :

a second housing portion (103) movably supported on the
first housing portion to move between an extended position and
a collapsed positibn, the second housing portion projecting
outwardly from the first houSing portion in the extended

" position; and

an antenna (107, 750, 860, 970) positioned in the second
housing portion, the antenna including a first component (640,
749, 859, 969) having a first tuning characteristic and a second
component (647, 748, 858, 968) having a second tuning
characteristic, wherein the second component is tuned for a
preferred characteristic when the second housing portion is in
the collapsed position and the first component is. tuned to the
preferred characteristic when the second housing portion is in
the extended position.

2. The radio communication device as defined in
claim 1, wherein the first component includes at least one first
plate (739) and the second component (737) includes at least
one second plate, and wherein the at least one first plate and
the at least one second plate are capacitively coupled.

3. The radio communication device as defined in
claim 1 wherein the second housing portion has a longitudinal
axis (Al), and the first component includes first (861, 971) and
sections (862, 972) sections and the second component includes
first (863, 973) and second (864, 974) sections, wherein the
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first section of the first component and the first section of the
second component are on one side of the longitudinal axis and
the second section of the first component and the second section
of the second component are on another side of the longitudinal
axis.

4. The radio communication device as defined in
claim 3, wherein the first section (861) of the first component is
coupled to the first section (863) of the second component, and
the second section (862) of the first component is coupled to the
second section (864) of the second component.

5. The radio communication device as defined in
claim 3 wherein the first section (971) of the first component is
connected to the second section (974) of the second component
and the second section (972) of the first component is
connected to the first section (973) of the second component.

6. The radio c.ommunicatidn device as defined in
claim 1, wherein the second housing portion is a cover (103)
including front (111) and back (112) housing sections and the
antenna is sandwiched between the front and back housing
sections.

7. The radio communication device as defined in
claim 6, wherein the radio communication device is a radio
telephone (100).

8. The radio communication device as defined in
claim 7, wherein the first housing portion includes a keypad
(106), and the cover (103) covers at least a portion of the
keypad in the collapsed position.
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Abstract of the Disclosure

A radio communication device a first housing portion
(101) and second housing portion (103). The second housing
portion is movably supported on the first housing portion to
move between an extended position and a collapsed position.
The second housing portion projects outwardly from the first
housing portion in the open position. An antenna (107) is

positioned in the second housing portion, the antenna includes a
_ first component (640, 749, 859, 969) having a first tuning

characteristic and a second component (647, 748, 858, 968)
having a second tuning characteristic. One of the antenna
components is tuned for a preferred characteristic when the
radio telephone is collapsed and the other of the antenna
components is tuned to the preferred characteristic when the
antenna is extended.
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MULTI- ANTE AND METHOD THEREFOR

Fie_ld' of the Invention

The present invention pertarns to antennas for

communrcatron apparatus

B_ackground of t__h.e Invention

Radlo communrcatron devxces 1nc1ude a transmltter

-and/or recerver coupled to an antenna which emits and/or

detects radio frequency srgnals " The device may include a
microphone for inputting audio signals to a transmitter or a
speaker for outputtrng srgnals received by a receiver. Examples
of such radio communication devices include one way radios,
two way radios, radio telephones, personal communication
devices, and a variety of other equipment. These
commumcatron devices typically have a standby configuration,
wherein the device is collapsed for storage, and an active
communication confrguratlon wherein the ‘antenna 1s extended
for optrmum performance |

For radio telephones and two-way radios, it is typically
desirable that these devices have a small size during a standby
mode to facilitate storage and transport ‘thereof. For example,
users prefer that the radio telephones are small enough in the
standby mode to permlt storage in a shirt or jacket pocket In
the active communication state, it is desirable for the device to

‘be sufficiently long to posrtron the speaker adjacent to the

user's -ear, the mlcrophone near the user's mouth and the
antenna away from the user's body. It is desrrable for the _
antenna to be posrtroned away from the user's body since the
user's body 1s a ground plane that 1nterferes with’ radro |
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frequency signal reception. One _particularly 'effectiv_e 'way" of
positioning the antenna away from the user's body is to extend
the - antenna away from the device body during use. 'By' '
provxdlng an antenna which collapses for storage and extends
for active communication, an-antenna with optimum active

- mode operation is provided in a readily storable device.

A difficulty encountered with such reconfigurable
communication devices is providing a high performance
antenna in the standby mode. For 'example,' radio telephones
are known that rece'iv_e paging signals, electronic mail, and call

alerting signals in the standby mode. However,. the body of the

device, including the internal electronic circuitry within the
body, is typieally' in the reactive near-field of the antenna in
the storage position. This mass in the 'rea'ctive near-field
degrades performance of the antenna, which 1s detr1mental to
S1gna1 receptlon in the standby mode

An example of a r"adio’ communication device including a
multi-position antenna is a radlo telephone including a body
and cover, wherein the cover includes an antenna mounted
thereon. When closed, the cover covers the radio telephone
keypad and provides a ~compact housing. When the cover is
opened, the cover antenna is spaced from the telephone body
which the ‘user holds ‘Although the cover anfenna performs
very well when the cover is open, the proxlmlty of the radio -

telephone body in the closed cover position interferes with the
- operation of the antenna ‘in the coll_ap_sed standby mode.

Accordingly, it is desirable to 'pro_v'ide an antenna system'
having high performance characteristics when the
commumcatmn device is extended in an active commumcatlon
mode and when the commumcatlon device is collapsed in a
standby mode of operat1on
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.Brief' .Description of 'the Drawings

"FIG. 1 is a front perspecuve view 1llustratmg a radxo

-telephone in an extended or open position, housmg

confi guratlon

FIG. 2 is a front perspective view illustrating the radio
telephone according to FIG 1in a collapsed or closed position,

'housmg conflguratlon

FIG. 3 is an exploded view illustrating the front housmg,'

.the radio frequency (RF) printed circuit board, logic printed

circuit board, and rear housmg of the radio telephone according
to FIG. 1; '

FIG. 4 is a fragmentary view 1llustrat1ng schemaucally

the interior radio telephone accordmg to FIG. 1 and a
transcelver

FIG 5is a fragmentary exploded view 1llustrat1ng the
cover housing sections and the cover antenna;

FIG. 6 is 51de elevat10nal view of a radio telephone
schemaucally 1llustrat1ng the reactive near-fleld of the cover

antenna in the open and closed posmons of the cover;

FIG 71is a top plan view 1llustrat1ng a multl-component

- cover antenna,

FIG 8 is a top plan view illustrating an alternate
embodlment of the mult1 component cover antenna,
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FIG. 9 is a top plan view 'illustrating an alternate
embodlment of the multi- component cover antenna, _

FIG. 10 is a top- plan view illustrating an alternate |

'em_bodiment ‘of the _multi.-c.omponent 'cover antenna;

FIG. 11 111ustrates return Joss versus frequency for cover
antenna 107 when the cover 1s extended; and

. FIG. 12 illns_trates return loss versus fre_quency for cover
antenna 107 when the cover is collapsed as shown in FIG. 2.

Detailed Description. of the Preferred Embodimen’ts.

A radio communication device includes radio frequency
cucultry positioned in the first housing portion. A second
housing portlon is movably supported on the first housmg
portion to move between an extended position and a collapsed
position, the second housing portion projecting outwardly from
the first housing portion in the open position. An antenna is
posmoned in the second housing portion, the antenna includes a

first component ha,vmg_ a first tuning characteristic and a

second component having a second tuning characteristic. The
second antenna component is tuned for a preferred
characteristic when the radio telephone is collapsed and the
first antenna is tuned to the preferred characterlstlc when the

" antenna is extended.

The antenna system accordmg to the invention is
1llustrated in a radio telephone 100 (FIG. 1) including a cover,

 wherein the 1mmed1ate invention is particularly advantageous.' '

However, the invention may also be advantageously employed
in other devices, such as one way and two way radios, personal
communication devices, or _any"o’ther radio communication
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equipment employing an 'anten_na. Accordingly, "device" as -
used herein refers to all such devices and their equivalents.

A radio telephone 100 is. illustrated in FIG. 1. The radio
telephone includes a housmg 102. The housing 102 includes a
first housing portion 101 and a second housing portion 103. In
the illus"tr'ated embodimentl the first housing. portion 101 is a
radio telephone body and the second housing portion 103 is a
cover pivotably connected to the first housing portion. Second
h'eusing portion. 103, moves b'y i'otation between an extended
conflguratlon illustrated in FIG. 1, during an active
communication mode and a collapsed or closed configuration,

~ illustrated in FIG. 2 in a standby mode.

The f1rst ‘housing. portmn 101 includes a back body

'housmg section 104 (FIG 3) and a front body housing section

105 which are interconnected to define an interior volume
housing electronic circuitry, including logic printed circuit board

‘314 and RF circuit board 315. A keypad 106 is positioned on

front body housing section 105 such that keys 109 (only sorfre

~of which are numbered) assocxated with the keypad are

accesslble for manual actuation by the user. The keys 109 are
actuated manually to close popple switches 321 (only some of

- which are numbered).

The second housing portion 103" 1nc1udes an antenna 107
referred to herein as a cover antenna, which is a diversity

~antenna with mast _antenna 110. The cover antenna 107 is
- positioned between a front cover housing section 111 (FIG. 5)

and a back cover housing section 112 (and thus is illustrated in"~

~ phantom in FIG. 1). The front cover housing section 111 and
 back cover housing section 112 are generally planar members,
‘which are manufactured of a suitable dielectric material, such

as an organic polymer. The back cover housing section 112
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1ncludes a recess 419 for recelpt of cover antenna 107 and front

‘cover housmg section 111. The cover antenna 107 is
- sandwiched between these cover housmg sections when the
~cover is, fully assembled The cover housing portion is

assembled by connecting the front cover housing section 111 to

‘the back cover housing section 112 usmg an adhesrve or
_ fastener

The cover antenna 107 is in an extended position when
the second housmg portion 103 is open as illustrated in FIG. 1.
The cover antenna 107 is in a collapsed or retracted, position

'_when second housrng portion 103 is closed (FIG. 2). The second
- housing portion 103 (FIG. 2) is a cover that at least partially

covers keypad 106 when closed. The cover may be longer to
cover all the keys. The second housing portion 103 prevents

~actuation of keys 109 covered thereby when the second

- housmg portion 'is closed. Addltlonally, the second housing
_portion can place the radio telephone 100 in a standby mode
~when closed. '

Transcelver c1rcu1try 5 15 is generally represented in FIGs.
3 and 4. The transceiver circuitry 515 is supported on RF

circuit board 315 (FIG. 3), and may be 1mplemented using any

suitable conventional transceiver. The transcelver circuitry 515
is assembled to RF c1rcu1t ‘board 315 by conventlonal means. RF
circuit board 315 and, logic prlnted circuit board 314 are

- mounted between the front and back body housmg sections 104
“and 105 by any suitable means. The circuitry in radio
~telephone 100 mcludes a mlcrophone (not shown) and receiver _

(not shown) posrtioned m f1rst housing portlon 101.

The transceiver circuitry 515 (FIG. 4) is ‘connected to an

- elastomeric connector 516 which connects to a flex conductor,
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or transmlssmn hne 517 The transmlssmn 11ne 517 extends
‘into a hmge assembly 518, 1nclud1ng a knuckle 519

Wlth reference to FIG. 1, the hmge assembly 518 prov1des

" the connection  between the second housing portion 103 and the

first hous_mg portion 101. The hlnge_ assembly may have any
suitable construction, such as the hinge disclosed in United

States patent appllcauon Serial No. 08/148,718, filed on 8
November 1993 in the name of Tanya Rush et al., the disclosure |
of which is mcorporated herein by reference thereto. '

Cover antenna 1_07. (FIG. 7) is connected to transmission
line 517. The cover antenna includes a first ‘component 640
and a second component 647, both of which are embedded in
dielectric body 625 The back of the dielectric body 625 has an _
adhesive (not shown) applxed thereto. The adhes1ve is utilized

to attach the dlelectrlc body 625 to the back cover housing
| sectxon 112 (FIG 5).

As used herem, a component is one or more conductors

' tuned to a particular frequency. The first component 640
~includes dipole arms 648 and 649 which are tuned the same.

The second component 647 'includes section 643 which is tuned
differently from dipole arms 648 and 649, such that it is a
second component.

Dlpole arms 648 (FIG 7) and 649 are manufactured of
two, respective, thin strips of a suitable conductor, such as
copper, copper alloy, aluminum alloy, or the hke embedded in

~ dielectric body 625. Dipole arms 648 and 649 are positioned on
' oppoSite_ sides of longitudinal center axis Al of seco_'nd'housing

portion 103. The transmission line 517 is connected to the
dipole arms 648 and 649 via an impedance transformer 627.
The impedance transformer includes first, second and third
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transformer sections 623, 628 and 624 First transformer

section 623 is connected to transmission line 517 at junction
630. . Third transformer section 624 is connected to ‘dipole arm

_'649 at ~1unct10n 631, and connected to dlpole arm 648 at
~junction 632. Impedance transformer 627 provrdes 1mpedance

matching between dipole arms 648 and 649 and the -

‘transmission line 517. Dipole arm 648 inclndes a high current

. section 641 and a generally orthogonal extending folded section

10
15
20

30

633. D1pole arm 649 similarly includes a high current section
642 and a generally _orth,ogonally ex_te_ndmg. folded section 634.

An opening 533 is -cut out of each of the folded sections -
633 and 634. Opening 533 is provided to receive respective
rnagnets (not shoWn), The magnets actuate reed switches (not
shown) in  the '. first housing portion 101 to change the radio
telephone 100 between a standby mode and an active

~ communication 'mode The read switches and magnets are not -
- described in greater detail herein since they do not form a part
* of the immediate 1nventlon

' The cover antenna 107 (FIG. 7) includes a second
component 647, which includes a section 643 embedded in
dielectric body 625. Section 643 is manufactured of a suitable

. thin electrical conductor such as copper, copper alloy,

aluominum, an aluminum alloy, or the like. ngh current sectrons

641 and 642 of dipole arms 648 and 649 are tightly,

inductively coupled to section 643 such that second component

647 is a passive antenna component. Tails 644 and 645 extend

outwardly from oppos1te ends of section 643 in a serpentlne

pattern. Second component 647 is tuned to a different

frequency ‘than dipole arms 648 and 649.

The cover .'a'n.tenna 1'()7 has a reactive near-field volume A
(FIG. 6) in the extended position and a reactive near-field |
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volume B in the closed or collapsed position. 'Those skilled in
- the art will recognize that the dielectric constant of the near-
field volume, or space, affects the performance of an antenna.

Consequently, an antenna tuned to one frequency in a near-

" field volume having one dielectric constant will not be tuned in

a near-field volume having another dielectric constant. The

- dielectric constant of the near-field volume in the open position
'approaches, or is approx1mately, 1, since it is predominantly a1r.

The dielectric constant of the near-field space in the closed

‘position is s1gn1f1cant1y dlfferent from that of air because of the

~ substantial presence of first housing portion 101 and the
circuitry therein. Consequently, an antenna properly tuned for
the transceiver signal frequency in the open posmon of second -

housing portlon 103 will not be properly tuned in the closed

- position of second housmg portion 103, and consequently,

performance is degraded in the closed pos1tlon

Dlpole arms 648 (FIG 7) and 649 are tuned to the

- operating frequency (shown as 800 MHz m FIGs. 11 and 12) of

the transceiver circuitry 515 when the cover is open, and the
predommancc of the reactive near-field is air. This is |
represented by the return loss peak at 800 MHz in FIG. 11. The

“second component 647 return loss peak occurs at’ 900 MHz. T_hé
second component is tuned to the operating frequency of the

transceiver -circuitry 5135, when the cover is closed, and the first
housing portion 101 of the radio telephone 100 is substantxally
positioned in the reactive near-field space of the cover antenna
107. This is rep'resent‘ed by the return loss peak at 800 MHz

~ for second component 647 when the cover is “closed in FIG. 12.

The return loss - peak for fll‘St component 640 ‘when the second

housing portion 103 is closed is 700 MHz. The presence of the
component which is not tuned to the operating frequency of the
. transceiver circuitry 515 does not affect performance of the |

transceiver since signals outside the operating frequency range
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-are fxltered by the transcerver The use of two cornponents

tuned respectively for the closed and open positions insures

‘that the antenna is tuned for a predetermlned preferred

characteristic, which is- the operatlng frequency of the
transceiver, when the second housmg portion 103 is open

_ '(extended) and when the second housing portxon is closed
| -:(collapsed)

Thus it can be seen that the cover antenna 107 is a dlpole

_ antenna whlch is thin, being sandwrched between front cover
- housing section 111 (FIG. 5) and back cover housing section

112, to construct a thin cover. The high current sections 641
(FIG. 7) and 642 of the dlpole arms 648 and 649, are the hrgh
current sections of the cover antenna The performance of the
antenna is enhanced by the positioning of the high current

~ sections 641 and 642, of the dipole arms 648 and 649, remote

from hinge assembly 518 in the extended position of FIG. 1.

'Addltlonally, in the illustrated embodiment, the antenna is a
~half-wavelength antenna, although it could be a quarter-

wavelength, or any integer mnltiple thereof.

Cover antenna 750 according to an alte_rnate_ embodiment

is illustrated in FIG. 8. Impedance 'transformer 727 connects a

first component 749 to transmission line 517. The transformer

- includes a single transformer section 724, which is an alternate _
for the three sectlon transformer of FIG. 7. FIG. 8 1llustrates a

1 5 GHz antenna

Cover antenna 750 mcludes a first component 749
mcludlng dipole arms 751 and 752 on opposite sides of center '
axis Al. Dlpole arm 751 includes hrgh current section 741 and
fol_ded section 733. Dlpole arm 752 includes high current

__section 742 and folded section 734. Plates 738 and 739 exte'nd'___
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~ from folded sectlons 733 and 734 The plates capac1t1vely load

the dlpole arms to shorten the length of the d1pole arms.

The cover antenna also mcludes a second component 748
1nclud1ng plates 736 and 737 extendlng from a joinder section

753. Plates 737 and 736 are tightly, capacitively, coupled to

plates 739 on dipole arms 751 and 752.. The second component

748 is a passive antenna tuned to the operatmg frequency of
. the transceiver circuitry 515 when. the second housmg portlon

103 is closed. Dipole arms 751 and 752 are tuned to the
operating frequency of the transceiver when the first housmg

portlon 101 is not in the reactive near-fleld of cover antenna
750. '

The antenna components are manufactured of a suitable
thin, electrically conductive matenal such as copper, copper
alloy, aluminum, alummum alloy, or the like, embedded in
dielectric body 625 ~These dipole arms are tuned to the
transceiver circuitry 515 for the open position of second

- housing portion 103, 111ustrated in- FIG. 1. First component 749

is tuned to the transceiver circuitry 515 when the second
housing portion is open and second component 748 is tuned to
the transceiver circuitry 3515 for the closed position of the
second housing portion '103, illustrated in FIG. 2. Although the

- components are illustrated for use with a transceiver operating

at 1.5 Ghz, those skilled in the art will recognize that antennas
could be tuned to other frequencles by changing the length

-and/or shape thereof.

Another cover antenna 860 1s illustrated in FIG. 9.

_ Antenna 860 includes a first antenna component 859 and a

second antenna component 858. First component 859 includes
dxpole arms 861 and 862, which are sections of the first

- component that are pos1tloned on opposite sides of longltudlnal
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axis Al. Second component 858 includes second component
dipole arms 863 and 864 positioned on oppos1te sides of the
longitudinal axis ‘Al Component dipole arms 861 ‘and 862 are
connected to second component dlpole arms 863 and 864 by
conductors 865 and 866.

Th'e'_antenna components are manufectured of ‘a suitable
thin, electrically conductive material, such as copper, copper
alloy, ,eluminum,_ aluminum alloy, or the like, embedded in
dielectric body 625. First component 859 dipol'e arms 861 and
862 are tuned to the operatmg frequency of transceiver '
circuitry 515 when the second housing poruon 103 is open, as
illustrated in FIG. 1. Second component 858_ dipole arms 863
and 864 are tuned to the operating _frequency of transceiver
circuitry 515_ when the second housing portion 103 is
illustrated in FIG. 2. -

‘Another cover antenna 970 is 1llustrated in FIG 10. Cover
antenna 970 includes a first antenna component 969 and a
second antenna component 968. The first antenna component
comprises dlpole arms 971 and 972, whlch are sections of the
first component that are positioned on oppos1te sides of
longitudinal axis Al. "These arms are connected to transmission
line 517 via impedance trans'formei' 627. The second antenna |
component: 968 includes component dipole arms 973 and 974
on opposite sides of longitudinal axis Al. Conductors 975 and
976 are connected to arms 974 and 973, respectively, and

- connect to dlpole arms 971 and 972 at junction 632 and 631,

respectively. Conductors 976 and 975 cross, but are not
electrically connected "

The antenna components 969 and 968 are manufactured
of a sultable thin, electrically conductive material, such as |
copper, copper alloy,. aluminum, alummum alloy, or the like,
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embedded in dlelectnc body 625 Dipole arms 971 and 972 are

tuned to the operatmg frequency of the transceiver circuitry
515 when the second housing portion 103 is extended as _
illustrated in FIG. 1. Dipole 'arms 973 and 974 are tuned to the
operattng frequency of the transceiver circuitry 515 when the
second housmg portlon is closed as illustrated in FIG 2. By
crossing conductors 975 and 976, the impedance of the system

-is altered relative to that_ of cover antenna 860 in FIG. 9.

The_ connected components of cover antennas 860 (FIG. 9)

and 970 (FIG. 10) have the same effect as the inductively and
.capacitively coupled components of cover antennas 107 (FIG. 7)
and 750 (FIG. 8). Signals detected by the (:omponent which is
" _not tuned to the operating frequency of transceiver circuitry

515 (FIG. 4) are attenuated by flltermg in the transceiver. The
antenna component tuned to the operating frequency will
detect the desired signals. Accordingly, cover antennas 860 and

970 operate as desired when the second housing portlon 103 is

extended or collapsed

- The components of cover antennas 107 (FIG. 7) and 750
(FIG. 8) are pre_ferably tightly coupled to maximize energy’
transfer from the second _components 647 (FIG. 7) and 748 (FIG.
8) to the ‘dipole arms 648 (FIG.- -7) and 649 and 741 (FIG. 8) and
742, when the second housing portron 103 is closed. |
Additionally, those skilled in the art will recognize that either
the crossed conductors 975, 976 (FIG. 10) of cover antenna 970,
or the uncrossed conductors 865, 866 (FIG. 9) of cover antenna
860, will be selected to mlmmtze 1nteractlon between the f1rst

~ and second antenna components

Thus :it can be seen'- that an’ antenna is_ _disclosed for a
movable housing portion which is tuned to the frequency of the-

transceiver circuitry in both an extended and a collapsed
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position. The -antenna is thus tuned for optimum performance
in both posmons By so tumng the antenna, the overall
‘performance of a commumcatlon device ‘incorporating the
antenna is 1mproved by the 1mprovement in the antenna‘s

_ performance -
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A

" CLAIMS

We_ claim.

1. A radlo communlcauon dev1ce comprlsmg
a first housing portlon (101);
- radio frequency clrcultry (515) posmoned in the first

_hous1ng portion;

a second housing portlon (103) movably supported on the
first housing portion to move between an extended position and

a collapsed position, the second housing portlon projecting
~ outwardly from the first housmg portion in the extended
~ position; and

an antenna (107 750 860, 970) pos1tloned in the second |
housing portion, the antenna including a first component (640,
749, 859, 969) havmg a first tuning characteristic and a second
component (647 748, 858, 968) having a second tumng

 characteristic, wherein the second component is tuned for a

preferred characteristic when the second housing portion is in
the collapsed pos1t10n ‘and the first component is tuned to the

preferred characteristic when the second hous1ng poruon is in
‘the extended posmon ' |

2. The radio communication 'device' as defined in
claim 1, wherein the first component includes at least one first
plate (739) and the second component (737) includes at least

one second plate, and wherein the at least one first plate and
~ the at least one ‘second plate are capac1t1vely coupled

'3, The radlo commumcatlon dev1ce as - defmed in
claim 1 wherein the second housing portion has a longltudmal
axis (Al) and the first component includes first (861 971) and
sections (862, 972) sections and the second component includes
first (863, 973) and second (864 974) sections, wherein the
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first section of the first compOne_nt and the first section of the
second component are on one side of the longitudinal axis and
the second section of the first component and the second sectlon
of the second component are on another side of the 10ng1tud1nal
axis. '

" 4.  The radio commumcatlon dev1ce as deflned in
cla1m 3, wherein the first sectlon (861) of the first component is
coupled to the first section (863) of the second component and
the second section (862) o___f the first component is coupled to the
second section (864) of the second 'component. |

5. The radlo communication dev1ce as defined in
claim 3 wherein the first section (971) of the first component is
connected to the -second section (974) of the second component
and the second section (972) of the first component is '
_connected to the first section (973) of the second component.

6. The radio commumcatlon device as defined in
claim 1, wherein the second housmg portion is a cover (103)
including front (111) and back (112) housing sections and the
antenna 1is sandwnched between the front and back housmg
sectlons

7. The radio communlcauon device as defined in
claim 6, whereln the radlo commumcatlon dev1ce is a radlo
telephone (100). '

8. The radlo commumcatlon device as defined in
clalm 7, wherein the first housmg portion includes a keypad
(106), and the cover (103) covers at least a portion of the
keypad in the collapsed position.. -



This is the replacement sheet “THiS -Sk;EET HAS BEEN ||
o .  {L___REPLACED |l
Cpme: Pl T

Abstract -of the’ Disclesure

5 - A radio communication device a first housing portion
. (101) and second housing portion (103). The second housing
| portiOn'_ is m’ovablly_' supported on the first housing p_ortioﬂ to
move between an extended position and a COllapsed position.
. -The second housmg portlon projects outwardly from the fll‘St
10  housing portion in the ~open position. . An an_tenna (107) is
positioned in the second housmg portion, the antenna includes a
- first component (640, 749, 859, 969) having a first tuning
characteristic and a second e'omponent' (647, 748, 858, 968)
having a second tumng characteristic. One of the antenna
15 components is tuned for a preferred characteristic when the
radio telephone is collapsed and the other of the antenna
| components 'is tuned to the preferred charactenstlc when the
~antenna is extended _ . '
. This Sheet Has Beg,
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| TEXT OF THE ABSTRACT

A radio communication dev1ce comprises of a ﬁrst housing portlon (101) and second
housing portion (103). The second housing portion is movably supported on the first housing
portion to move between an extended position and a collapsed position. The second housing
portion projects outwardly from the first housing portion in the open position. An antenna
(107) is positioned in the second housing portion, the antenna includes a first component
(640) having a first tuning characteristic and a second component (647) having a second
tuning characteristic. One of the antenna components is tuned for a preferred characteristic
when the radio telephone is collapsed and the other of the antenna components is tuned to the
preferred charactensuc when the antenna is extended

Figure 7
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