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BACKGROUND OF THE INVENTION 

METHOD AND APPARATUS FOR REPRODUCING IMAGES 

1. FIELD OF THE INVENTION: 

The present invention relates to a video 

5 reproduction apparatus and a video reproduction method, and 

in particular to a video reproduction apparatus and a video 

reproduction method for, when a video bit stream having a 

compressed vi.deo signal, ·such as an MPEG video signal, 

recorded therein .is input and expanded to decode the 
. . 

10 compressed video signal .into an. original video signal, 

displaying information regarding a bit r~te of the video 

bit·· ·stream. 

2. DESCRIPTION OF THE RELATED ART: 

15 Figure 4 is a block diagram of a conventional video 

reproduction apparatus 400. The video reproduction 

apparatus 400 reproduces a video signal based on a video 

bit stream including a plurality of pictures and having a 

picture type Of each Of the plurality Of pictures recorded 

20 therein. 

In this specification, the term •picture type• 

refers to a type of inter-motion compensation frame encoding 

in an MPEG video encoding system as is well known, and can 

25 be one of three picture types of I picture (intra-coded 

picture) , P picture (predictive coded picture) and B picture 

(b.idirectionally-predicti ve coded picture) . In general, a 

number of bi ts per picture is largest in the I picture, second 

largest .in the P picture, and smallest in the B picture (I 

3·0 picture>P picture>B picture). 

The video reproduction apparatus 400 includes a 

video decoder 41 for receiving and expand.in~ a video bit 
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stream and thus outputting a video signal, a picture start 

point detection circuit 42 for receiving the video bit stream 

and detecting a picture start point which represents a start 

point of each of a plurality of pictures included in the 

5 video bit stream, and a frame count circuit 43 for counting 

a number of times that the picture start point detection 

circuit 42 detects the picture start point and measuring 

a predetermined time unit. The video reproduction 

apparatus 400 also 1.ricludes a bit rate calculation circuit 

10 44 for counting a nwnber of bits included in each of the 

pictures in the video b.i t stream for the predetermined time 

unit and outputting the counted number of bits as· an average 

bit rate, and a video signal generation circuit 45 for 

receiving the output from the bit rate calculation circuit 

15 44 and generating a bit rate video signal for displaying 

the average bit rate. The video reproduction apparatus 400 

further includes a video signal addition circuit 46 for 

adding the video signal output from the video decoder 41 

and the bit rate video signal output from the video signal 

20 generation circuit 45, an NTSC conversion circuit 47 for 

converting the video signal obtained by the video signal 

addition circuit 46 into a video signal of an NTSC format, 

and a D/A_convers~on circuit_ 48 for ~onverting the output 

from the NTSC conversi.on circuit 47 into an analog signal. 

25 

The video reproduction apparatus 400 having the 

above-described structure operates as follows. 

The video decoder 41 receives and expands a video 

30 bit stream, and thus outputs a video signal. The picture 

start point detection circuit 42 receives the video bit 

stream and detects a picture start point which represents 

a start point of.each of a plurality of pictures. The ·frame 
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count circuit 43 counts a number of times that the picture 

start point detection circuit 42 detects the.picture start 

point and measures a predetermined time unit. The bit rate 

calculation circuit 44 counts a number of bits included in 

5 each of. the pictures in the video bit stream while the frame 

count circuit 43 measures the predetennilied time unit, and 

outputs the counted.number of bits as an average bit rate. 

· 'l'he video signal generation circuit 45 receives the output 

from the bit rate ca1culation circuit 44 and_generates a 

10 bit rate video signal for displaying th~ average bit rate. 

'l'he video signal addition circuit 46 adds the video signal 

output from the video decoder 41 and the bit rate video signal 

output from the video signal generation circuit 45. The 

NTSC conversion circuit 47 converts the video signal 

15 obtained by the video signal addition circuit 46 .into a video 

signal of an N'l'SC format. The D/A conversion circuit 48 

converts ·the output from the NTSC conversion circu.it 47 into 

an analog signal. 

20 In a conventional video reproduction apparatus, 

while a moving picture including a plurality of pictures 

is being reproduced, the average bit rate representing the 

total· of the number of bits included in a plurality of 

p1.ctures per ti.me unit is disp1ayed. However, while a still 

25 picture is being reproduced, the average bit rate relating 

to the plurality of pictures is not displayed since display 

of such an average bit rate is meaningless. 

A reproduction apparatus is now demanded which1 even 

30 while a still picture is being reproduced in 1 for example, 

a pause mode or in a frame-by-frame reproduction mode, can 

display information relating to the bit rate, such as the 

.picture type or the number of bits of the picture 
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corresponding to the still picture. 

SUMMARY OF THE INVENTION 

5 According to one aspect of the inventi.on, a video 

reproduction apparatus for reproducing video data based on 

·a video bit stream having a plural! ty of pictures and also 

having a picture tYPe representin·g a type of encoding for 

each of the plurality of pictures is provided. The 

10 apparatus includes a picture type detection section for. 

while ·a still Pic;Jture is being· reproduced, detecting a 

picture type of a picture; from among· the plurality of 

pictures, corresponding to the still picture: a bit rate 

calculation section for, while the still picture is being 

15 reproduced. calculating a number of bits included i.n the 

picture corresponding to the sti.11 picture, arid while a 

moving picture is being reproduced. calculating an average 

bit rate per predetermined time unit: and a video signal 

generation section for, while the still picture is being 

20 reproduced. generating a first bit rate video signal for 

·displaying the picture type detected by the picture ty"pe 

detection section and· the number of bits calculated by the 

bit rate calculation section. and while a moving picture 

is being reproduced, generating a second bit rate video 

25 signal for displaying the average bit rate calculated by 

the bit rate calculation section. 

In one embodiment of the invention, the video 

reproduction apparatus further includes a video decoder for 

30 expanding the video bit steam to ·generate a video signal: 

and a video signal ·addition section for1 while the still 

picture is being reproduced, adding the video signal 

generated by the video decoder and the first bit rate video 
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signal generated by the video signal generation section, 

and while the-moving picture is being reproduced, adding 

the video signal generated by the video decoder and the 

second bit rate video signal generated by the video signal 

5 ·generation section. 

In one embodiment of the invention, the bit rate 

calculation section includes a picture start point 

detection section for detecting a picture start point which 

10 represents a start point of each of the plurality of 

· pictures; a bit number calculation section for, in response 

to the detection of the picture start point performed by 

the picture start poi.nt detection section, counting a number 

of bits included in each of the plurality of pictures: a 

15 frame count section for counting a number of picture start 

points detected by the picture start point detection section 

to measure the prescribed time unit: an addition section 

for, each time the picture start point detection section 

detects a picture start point, accumulatively adding the 

20 number of bi ts counted by the bit number calculation section, 

and outputting the resu.l ting addition resu.l t as an average 

bit rate, while the predetermined time unit is measured; 

and a switch section for selecting and outputting either 

the number of bits counted by the bit number calcu1ation 

25 section or the average bit rate obtained by the addition 

section. 

In one embodiment of the.invention, the bit rate 

calculation section includes a picture start point 

30 · detection section for detecting a picture s_tart point which 

represents a start point of each of the plurality of pictures 

and a GOP start point: a bit number calculation section for, 

in response to ·the detection of the picture start point 
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·performed by the picture start point detection section, 

counting a number.of bits included in each of the plurality 

of pictures: a frame count section for counting a number 

of GOP picture start points detected by the picture start 

5 point detection section to measure the prescribed time unit: 

an addition section for, each time the picture start point 

detection section. detects a picture start point, 

accumulatively adding the number of bits counted by the bit 
. . 

number calculation section, and outputting the resulting 

10 addition resu.lt as an average bit rate. while the 

predetermined time unit is measured; and a switch section 

for selecting and outputting either the number of bits 

counted by the bit number calculation section or the average 

bit rate obtained by the addition section. 

15 

In one embocU.ment of the invention, the bit rate 

calculation section includes a picture start point 

detection sect:i~on for detecting a picture start point which 

represents a start point of each of the plurali.ty of pictures 

20 and a GOP start point which represents a GOP start point: 

a bit number calculation section for, in response to the 

detection of the picture start point performed by the picture 

start point.detection.section, counting a number of bits 

:1nc1uded in each of the p1ura1ity of pictur~s; an addi tiori 

25 section for, each time·the picture start point detection 

section detects a picture start point.. accumulatively 

adding the number of bi ts counted by the bit number 

calculation section, and outputting the resulting a~di tion 

result as an average bi.t rate, until the GOP start point 

30 is detected; and a switch section for selecting and 

outputting either the number of bits counted by the bit 

number calculation section or the average bit rate obtained 

by the addition section~ 
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In one embodiment of the invention, the bit rate 

calculation section includes a picture start. point 

detection section for detecting a picture start point which 

5 represents a start point of each of the plurality of 

pictures; a bit number calculation section for, in response 

·to the detection of the picture start point perf onned by 

the picture start point detection section, counting a number 

of bits included in each of the plurality of pictures: a 

10 timer for counting time to measure the predetermined time 

unit:. an addition section for, each time the picture start 

point detection section detects a picture start point, 

accumulatively adding the number of bits counted by the bit 

number calculation section, and outputting the resulting 

15 addition result as an average bit rate, while the 

predeteonined time unit is measured: and a switch section 

for selecting and outputting either the number of bits 

counted by the bit number calculation section or the average 

bit rate obtained by the addition section. 

20 

According to another aspect of the invention, a 

video reproduction method for reproducing video data based 

on a video bit stream having a plurality of pictures and 

al.so having a picture type representing a type of encoding 

25 for each of the plura1ity of pictures is provided. The 

method includes a picture type detection step of. while a 

still picture is being reproduced. detecting a picture type 

of . a picture, · fro~ among the plurality of pictures. 

corresponding to the still picture: a bit rate calculation 

30 step of, while the still picture is being reproduced, 

calculating a number. of bi ts included · in the picture 

corresponding to the still picture. and while a moving 

picture is being reproduced, calculating an average bit rate 
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per predetermined time· unit: and a video signal generation 

step.of, while the still picture is being reproduced, 

generating a first bit rate video signal for displaying the 

picture type detected by the picture type detection step 

5 and the number of bits calculated by the bit rate calculation 

10 

step, and while a moving picture is being reproduced, 

generating a second ~it rate video signal for displaying 

. the average bit rate calculated by the bit rate calculation 

step. 

In one embodiment of the invention, the video 

reproduction method further includes a video decoding step 

of expanding the video bit steam to generate a video signal: 

and a video signal addition ~tep of, while the still picture 

15 is being reproduced, adding the video signal· generated by 

the video decoding step and the first bit rate video signal 

generated by the video signal generation step, and while 

the moving picture is being reproduced, adding the video 

signal generated by the video decoding step and the second 

20 bit rate video signal generated by the video signal 

generation step. 

In one embodiment of the invention, the bit rate 

calculation step includes a picture start point detection 

25 step of detecting a picture start point which represents 

a start point of each of the plurality of pictures: a bit 

number calculation step of, in response to the detection 

of the picture start point by the picture start point 

detection step, counting a number of bits include4 in each 

30 of the plurality of pictures; a.frame count step of counting 

a number of picture start points detected by the picture 

start point detection ·step to measure the prescribed time 

unit; an addition step of, each time the picture start point 
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detection step detects a picture start point, 

accumulatively adding the number of bits counted by the bit 

number calculation step, and outputting the resulting 

addition result as an aver~ge bit rate, while the· 

. 5 predetermined time unit is measured; and a switch step of 

selecting and outputting either the nmnber of bits counted 

by the bit number calculation step or the average bit rate 

obtained by the ad~ition step. 

10 In one embodiment of the invention, the pit rate 

calculation step includes a picture start point detection 

step of detecting a picture start point which represents 

a start point of each of the plurality of pictures and a 

GOP start point: a bit nmn:ber calcula:tion step of, in 

15 respon.se to the detection of the picture start point by the 

picture start point detection step, counting a number of 

bi ts included in each of the plurality of pictures: a frame 

count step of counting a number of GOP picture start points 

detected by the picture start point detection step to measure 

20 the prescribed time unit: an addition step of, each time 

the picture start point detection step detects a picture 

start point, accumul.atively adding the number of bits 

counted .by the bit number calculation step, and outputting 

the resulting addition result as an average bit rate, while 

25 the predetermined time unit is measured: and a· switch step 

of selecting and outputting either the number of bi ts counted 

by the bit number calcul.ation step or the average bit rate 

obtained by the addition step. 

30 In one embodiment of the invention, the bit rate 

calculation step includes a picture start point.detection 

step of detecting a picture start point which represents 

a start point of each of the pl.urality of pictur~s and a 
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GOP start point which represents a GOP start point: a bit 

number calculation step of, in response to the detection 

of ·the picture start point by the picture start point 

detection step, counting a number of bi ts. included in each 

5 of the plurality of pictures: an addition step of, each time 

the picture start point detection step detects a picture 

start point., accumulatively adding the number of bits 

counted by the bit number calculation step, and outputting 

the resulting addition result as an average bit rate, until 

10 the GOP start point is detected; and a switch step of 

selecting and outputting either the number of bits counted 

by the bit number calculation step or the average bit rate 

obtained by the addition step. 

15 In one embodiment of the invention, the bit rate 

calculation step includes a picture start point detection 

step of detecting a picture start point which represents 

a start point of each of the plurality of pictures: a bit 

number calculation step of, in response to the detection 

20 · of the picture start point by the picture start point 

detection step, counting a number of bi ts included in each 

of the plurality of pictures: a timing step of counting time 

to measure the· -predetermined ·time unit; an addition step. 

of, each time the picture start point detection step detects 

25 a picture start point, accumulatively.adding the number of 

bits counted by the bit number· calculation step, and 

outputting the resulting addition result as an average bit 

.rate, while the predetermined time unit is measured; and 

a switch step of· selecting and outputting either the number 

30 of bits counted by the bit number calculation step or the 

average bit rate obtained by the addition step. 

Aoco~ding to one embodiment of the invention. while 
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a m~ving picture is being reproduced, the bit rate 

calculation · section outputs an average bi:t rate per 

predetermined ttite unit. While a still picture· is being 

reproduced in, for example, a pause mode or in a frame-

s· by-frame reproduction mode, the bit rate· calculation 

section outputs the number of bits of a picture corresponding 

to the still picture, and also the picture type detection 

circuit outputs a pictlire type of the picture corresponding 

to the still picture .. 

10 
Due to such a structure, while the movirig picture 

is being reproduced~ the average bit rate is displayed as 

second bit rate video information together with a video 

signal. While the still picture is being reproduced, the 

15 nwnber of bits and the picture type of the picture 

corresponding to the still picture are displayed as first 

bit rate video information together with the video signal. 

Therefore, even while the still picture is being reproduced, 

the information regarding the bit rate, such as, for example, 

20 the number of bits and the picture type, can be displayed. 

Thus, the invention described herein makes possible 

the :advantages of providing a video r~pr~duction apparatu~ 

. and a video reproduction method for, even while a still 

25 picture is being_ reproduced in, for example, a pause mode 

or in a frame-by-frame reprod~ction mode, displaying 

information relating to the bit rate, such as the picture 

type or the number of bi ts of the picture corresponding to 

the still picture. 

30 

These and other advantages of the present invention 

will becoine apparent to those skilled in the art upon reading 

and understanding the f~llowing detaiied description with 
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reference to the accompanying figures. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Figure 1 is a block d.1.agram illustrating a structure 

of a video reproduction apparatus according to a first 

example of the present invention: 

Figure 2 is a block diagram illustrating a structure. 

10 of a bit rate calculation circuit in the video reproduction 
apparatus shown in Figure 1: 

Figure 3 is a flowchart illustrating a video 

reproduction method according to a second example of the 
15 present invention: and 

20 

25 

Figure 4 is a block diagram illustrating a structure 

of a conventional video reproduction apparatus. 

DESCRIPTION OF THE EMBODIMENTS 

Hereinafter, the present invention will be 
described by way of ~llustrat;ive examples with reference 
to the accompanying drawings. 

(Example 1) 
.Figure 1 is a block diagram illustrating a structure 

of a video reproduction apparatus 100 according to a first . . 

example of the present invention. The video reproduction 

30 apparatus 100 reproduces a compressed video signal based 

on a video bit stream including a plurality of pictures 

representing the c~pressed video signal and. having a 

picture type of each of the plurality of pictures recorded 
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therein. While a still picture is being reproduced in, for 

example, a pause mode or in a frame-by-frame reproduction 

mode, the video reproduction apparatus 100 displays the 

picture type and ~ number of bits of the picture 

S corresponding to the still picture. 

As shown in Figure 1, the video reproduction 

apparatus 100 includes a video decoder 11, a picture type 

detection circuit 12, a bit rate calculation circuit 14, 

· 10 a video signal generation circuit 15, a video signal addition 

circuit 16, an NTSC conversion circuit 17, and a D/A 

conversion circuit 18. 

'!'he video decoder 11 receives and expands a video 

15 bit stream and thus outputs a video signal. While a still 

picture is being reproduced, the picture type detection 

circuit 12 receives the video bit stream and detects a 

picture type of a pictu;re corresponding to the still picture 

based on the video bit stream. The bit rate calculation 

20 circuit 14 calculates a number of bits per picture and an 

average bit rate per predetermined time unit based on the 

video bit stream. While the still picture is . being 

reproduced, the bit rate calculation circuit 14 outputs a 

number of bits of the picture corresponding to the still 

25 picture; and while a moving picture is being reproduced, 

the bit rate ca~oulation circuit 14 outputs the average bit 

rate per predetermined time unit. 'rhe video signal 

generation circuit 15 receives the output from the picture 

type detection circuit 12 and the output from the bit rate 

30 calculation circuit ·14. While the still picture is being 

reproduced, the video signal generation circuit 15 

gener;ates a first bit rate video signal for displaying the 

picture type detected by the picture type detection circuit 
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12 and the number of bits obtained-by the bit rate calculation 

circuit 14: and whil~ the moving picture is being reproduced, 

the video signal generation circuit 15 generates a second 

bit rate video signal for displaying the average bit rate 

s obtained by the bit rate calculation ciroui t 14. While the 

still picture is being reproduced, the video signal addition · 

circuit 16 adds the video signal generated by the video 

decoder 11 and the first bit rate video signal generated 

by the video s~gnal generation circuit 15: and while the 

10 moving picture is being reproduced,. the video signal 

addition circuit 16 adds the video signal generated by the 

video decoder 11 and the second bit rate video -signal 

generated by the video signal generation circuit 15. The 

NTSC conversion circuit 17 converts the video signal 

15 obtained by the video signal. addition circW..t 16 into a video 

signal of an NTSC format. The D/A conversion circuit 18 

converts the output from the NTSC conversion circuit 17 into 

an analog signal. 

20 Figure 2 is a block diagram of the bit rate 

calculation circuit 14 of the video reproduction apparatus 

100 shown in Figure 1. The bit rate calculation circuit 14 

includes a picture start point detection circuit 21, a bit 

number ca1cu..1at:Lon circuit 22, a frame count circuit 23, 

25 an addition circuit 24 and a switch circuit 25. 

The picture start point detection circuit 21 detects 

a picture start point which_ represents a start point of each 

of a plura1i ty of pictures included in the video bit stream. 

30 The bit number calculation circuit 22 counts a number of 

bi ts between a· picture start point detected by the picture 

start point detection oircui t 21. and the next picture start 

point detected by the picture start point detection circuit 
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. 21 (i.e. , the number of bi ts of one picture) . The frame count 

circuit 23 counts ~ predetermined number of picture start 

points detected by the picture start point detection circuit 

21 ( .1. e. , a predetermined number of times that the picture 

5 start point detection oircui t 21 detects the picture start 

point} to measure a predeterm:lned time unit. In the case 

of, ·for exampl.e, the NTSC system, the predetermined number 

of picture start points is 30 which corresponds to about 1 

second. Each time a predetermined number of picture start 

10 points are counted, the frame count circuit 23 outputs a 

signal. represent1.ng the termination of the counting of the 

predete.i:mined number of picture start poi.nts. Each time the 

pi.cture start poi.nt detectic;>n circuit 21 detects the picture 

start point, the addi.ti.on circuit 24 accumul.ativel.y adds 

15 the number of bits counted by the bit number calculation 

c.ircuit 22. Then, based on the signal representing the 

termination of the counting of the predetermined number of 

picture start points, the addition circuit 24 outputs, as 

an average bit rate, the resultant addition resu1t, i.e., 

20 the number of bits accumulated whil.e the predetermined 

number of picture start points (in the case of, for example, 

the NTSC system, 30 picture start points correspondi.ng to 

. about 1 second) are counted, i.e., whil.e the predetermined 

time unit is measured. The switch circuit 25 selects either 

25 the number of bi ts . of one picture which is output from the 

bit number calculation circuit 22 or the average bit rate 

wbi.ch is output from the addi.tion circuit 24 and outputs 

the selected signal.. 

30 The video reproduction apparatus 100 in the first 

example· operates in the following manner. 

Referring to Figure 1, a video bit stream is input 
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to the video decoder 11, the picture type detection circuit 

12, and the bit rate calculation circuit 14. The video 

decoder 11 expands a compressed video signal represented 

by a plura1i ty of pictures included in the video bit stream 

5 into an original video signal and outputs the video signal 

to the video signal addition circuit 16. While a still 

picture is being reproduced, the picture type detection 

circuit 12 analyzes the input video bit stream, detects the 

picture type (I picture; P picture or B picture) of the 

10 picture, corresponding to the still picture, described in 

the vi.deo bit stream, and outputs the detected picture type 

to the video signal generation circuit 15. The bit rate 

calculation circuit .14 calculates a number of bits of each 

picture and an average bit rate per predetermined time unit 

15 from the input video bit stream. While the still picture 

is being reproduced, the bit rate calculation circuit 14 

outputs a number of bits of the picture corresponding to 

the still picture to the video signal generation circuit 

15. While a moving picture is being reproduced, the bit rate 

20 calculation circuit 14 outputs the average bit rate per 

predetermined time unit to the video s-ignal generation 

circuit 15. 

While the still picture is being reproduced, the 

25 video signal generation circuit 15 generates a first bit 

rate video signal for displaying the picture type of the 

picture corresponding to the still picture which is. detected 

by the picture type detection circuit 12 and the number of 

bi ts of the picture corresponding to the still picture which 

30 is obtained by the bit rate calculation circuit 14. While 

··the moving picture is ·being.reproduced, the video signal 

generation circuit 15 generates a second bit rate video 

signal for displaying the average bit rate per predetermined 
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tiine unit which is obtained by the bit rate calculation 

. circuit 14. As a video signal component, in the first bit 

rate video signal, which displays the picture type, the Video 

signal generation circuit 15 generates a video signal 

s· comt;>onent for displaying either •r•, •p• or •s•. As a video 

signal component, in the first bit rate video signal, which 

displays the number of bits, ~he video signal generation 

circuit 15 generates a video signal component representing 

the numerical value of the number· of bi.ts. As the second 

10 bit rate video signal representing the average bit rate, 

the video signal generati.on circuit 15 generates a video 

signal representing the numeri.cal value of the average bit 

rate or a v.1,.deo signal geometrically representing the 

numerical value by, for example, a number of points or a 

15 length of a bar. The first bit rate video signal and the 

second bit rage video signal are output to the viqeo signal 

addition circuit 16. 

The video signal addi ti.on circuit 16 adds the video 

20 signal output from the video decoder 11 and the first bit 

rate video signal or the second bit rate video signal output 

from the video signal generation circuit 15 and outputs the 

addition result to the NTSC conversi.on circuit 17. The NTSC 

conversion circuit 17 converts the output from the video 

25 signal addition circuit 16 into a video .signal of an NTSC 

format and outputs the converted video signal to the D/A 

conversion circu1.t 18.; The D/A conversion circuit 18 

converts the digital video signal of the NTSC format which 

is output from the N'l'SC conversion circuit 17 into an analog· 

30 si.gnal. 

The operation of the bit rate calculation circuit 

t4 will be described in detail. 
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Referring to Figure 2, the picture start _point 

detection circuit 21 ana1yzes the input video bit stream 

and detects the start point of each of the plurality of 

5 pictures included in the video bit stream. Then, the 

picture start point detection circuit 21 outputs the result 

to the bit number calculation circuit 22, the frame count 

circuit 23, and the addition circtli t 24. The bit number 

calculation circuit 22 uses the picture start point detected 

10 by the picture start po:i.nt detection circuit 21 as a trigger 

to start counting the number of bi ts of . the picture 

corresponding to the picture start point until the pictur~ 

start point detection circuit 21 detects another picture 

start point. T~us, the number of bits of one picture is 

15 obtained. The obtained number of bits is output to the 

addition circuit 24 and the sw1tch circuit 25. Then, the 

bit number calculation circuit 22 clears the counter used 

for count1.ng the number of bits 1.n preparation to count the 

next number of bits . 

. 20 

The frame count circuit 23 counts a predetermined 

number of the picture start points . detected by the picture 

start point detection circuit 21. In the case of, for 

exampl.e, the NTSC system, the frame count circuit 23 counts 

25 30 picture start points, which corresponds to about 1 second. 

30 

Each time 30 picture start points are counted, the frame 

count circuit 23 notifies the addition circuit 24 that 30 

pictu~e start points have been counted. 

Each time the picture start point detection circuit 

21 detects a picture start point, the addition circuit 24 

accumulatively adds the number· of bits counted by the bi:t 

number c.aloulation circuit 22. Base·d on the output from the 
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frame count circuit 23, the addition circuit 24 outputs to 
. . 

the switch circuit as .. as an average bit rate_, .the number 

of bi ts accumulated whiie the predetermined number of 

picture start points (in the case of, for example, the .NTSC 

5 system~ 30 picture start points corresponding to about 1 

second) are counted. Then,. the addition circuit 24 cl.ears 

the counter used for counting the number of bi ts in 

preparation to count the next number of bits. · 

10 While the still picture is being reproduced in, fo.r 

example .. a pause mode or in a frame-by-frame reproduction 

mode, the switch circuit 25 selects and outputs the bit 

.number of one picture corresponding to the still. picture, 

which is output from the bit number calculation circuit 22. 

15 While the moving picture is being reproduced, the switch 

circuit 25 selects and outputs the average bit rate which 

is output from the addition circuit 24. 

In the first example, the frame count circuit 23 

20 counts 30 picture start.points in the case of the NTSC system. 

The present invention is not limited to this. In an 

alternative example, the bit rate calculation circuit 

operates as follows. The picture start point detection 

circuit 21 detects a GOP (group of picture) start point, 

25 which is detected every o. 5 second in general, and outputs 

the GOP start point to the frame count circuit 23, ·as well 
. . 

as the picture start point. Each time the fr~e count 

circuit 23 counts two GOP start points, the frame count 

circuit 23 notifies the addition circuit 24 that the two 

30 GOP start points have be~n counted. In this case, counting 

of only two GOP start points is sufficient,. instead of 30 

picture start pointsr and thus the structure of the.frame 

count-circuit 23 can be simplified. 
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In still another example, the picture start point 

·detection circuit 21 detects a GOP start point.as well as 

a picture start point, and outputs the inform;;ltion on both 

s the GOP start point and the picture start point to the 

·addition circuit 24. Each time a GOP start point is detected, 

the addition circuit 2~ outputs the accumulated number of 

bits to the switch circu:i,t 25 as an average bit rate. In 

this case, there is an advantage that the frame count circuit. 

10 23 is not necessary. 

In still another example, a time counting circuit 

for counting a pre:determined time unit is provided instead 

of the frame count circuit 23. Each t~e the time counting 

15 circuit counts the predetermined time unit, the addition 

circuit 24 outputs the accumulated number of bits to the 

switch circuit 25 as an average bit rate. In this case, there 

is an advantage that the switching operation of the counted 

value which otherwise needs to be performed by the frame 

20 count circuit 23 depending on whether the system is PAL { 25 

frames/sec.) or NTSC (30 frames/sec.) is not necessary. 

As described above, in the first example, while a 

moving picture -is being reproduced, the switch 25 selects 

25 the output from the addition circuit 24 and outputs the 

average bit rate per predetermined time unit. Thus, the 

average bit rate is displayed. While a still picture is 

being reproduced in, for example, a pause mode or in a 

frame-by-frame reproduction mode, the switch 25 se1ects the 

30 output from the bit number calculation circuit 22 and outputs 
. ' 

the number of bits of the picture corresponding to the still. 
picture, and also, the picture type detection circuit 12 
detects and . outputs . the picture type of the picture 
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corresponding to the still-picture. Thus1 both the picture 

type and the number of bits are displayed. Since the viewer 
. . 

can clearly recognize the picture type and the number of 

bits of the still picture, the viewer can select, as a picture 

5 used for quality adjustment1 a picture which, for example, 

has a sufficiently large number of bi ts among the I pictures, 

which have _generally a high precision. 

Since the infonnation on the bit rate of the video 

10 bit stream is displayed dUring reproduction of a still 

picture as well as a moving picture, there is an advantage 
. . 

that the viewer can objectively evaluate the quality of both 

the still picture and the moving picture. 

15 (Example 2} 

20 

25 

In a second example of the present invention, a video 

reproduction appara:tus in which the functions of the picture 

type detection circuit 12 and the bit rate calculation 

circuit 14 are realized by software will be described. 

Figure 3 is a flowchart illustrating a video 

reproduction method according to the present :invention. In 

the following description, the letter 0 S" in •s301 •, •s302" 

and so on represents a •step•. 

In 5301, procef;Sing is started. In S302, a 

predetermined unit length of a video bit stream is input 

to the video reproduction apparatus. In 8303, it is 

determined whether the input unit iength of the video bit 

30 stream has a picture start point or not. When no picture 

start point is detected ("No• in S303), processing returns 

to $302, where·the next predetermined unit length of the 

video bit stream is input. When a picture start point i~ 
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detected (•YEs• in S303), processing proceeds to S304. 

In 8304, a frame counter is cleared, and in 8305, 

a bit rate counter is ·cleared. In 8306, the picture type 

5 (I picture, P picture or B picture) which is described 

immediately after the picture start point in the video bit 

stream is stored in. a picture type register. .In S307, the 

n\Jmber of bits after the picture start point of the input 

unit length of the video steam is stored in a bit counter. 

10 

In S308, the next predetermined unit length of the 

video bit stream is input. In 6309, it is determined whether 

the input unit length of the video bit stream has a picture 

start point or not. When no picture start point is dete~ted 

15 (•No• in S309), in 8310, the number of bits of the unit length 

of the video bit stream which has been input in S308 .is added 

to the bit counter. Then, processing returns to S308, where 

the next predetermined unit length of the video bit stream 

is input. When a picture start point is detected ( •YEs"_ in, 

20 S309), processing proceeds to 8311. 

. . 

In S311, the number of bits until the. picture start 

point of the unit length of the video bit stream, which has 

been input in S308, is added to the bit counter. Then, in 

25 S312, it is determined whether a moving picture is being 

reproduced or a still picture is being reproduced in, for 

example,.a pause mode or in a frame-by-frame reproduction 

mode. When the moving picture is being reproduced, 

processing proceeds -to S313. When the still picture is 

30 being reproduced, processing proceeds to S317. 

In 8313, the frame counter is incremented by one • 

. In S314 ,.- the value of the bit counter is added to the bit 
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rate counter. In S315, the value· of the frame counter is 

checked. In the case of, for example, the N'l'SC system I it 

is determined whether the value of the frame counter is at 

l.east 30 (corresponding to about 1 second) or not. When the 

5 value is less than 30 c•No• in S315). processing returns 

to $307. When the value is at least 30 (•YEs• in S315), 

processing proceeds to S316. In S316, the val.ue of the bit 

rate counter is output to the video signal generation oircui t 

15, and processing returns to S304. 

10 

As described above 1 when the still picture is being 

reproduced, processing proceeds to SJl 7. In 8317, the value 

of the bit counter corresponding to the number of bits of 

one picture is output to the video signal generation circuit 

15 15. Then, ~ 5318, the content of the picture type regi.ster 

is output to the video signal generation c.ircuit 15, and 

processing returns to 5306. 

In the second example, in 5315, it is determined 

20 whether the val.ue of the frame counter is at 1east 30 in 

the case of the NT8C system. '!'he present invention is not 

l.imited to this. In an alternative example, in 5309, a GOP 

(group of picture) start point is detected, which is detected 

every o.s seconds in general, as well as a picture start 

25 point in the MPEG video coding system. In S315, it is 

determined whether two GOP start points have been detected 

30 

. . 
or not (instead of whether the value of the frame·counter 

is at least 30). In this ca~e. the operations of frame 

counter in 8304 and S313 are not necessary. 

In stil.1 another example, a timer for counting a 

predetermined time unit is provid~d instead of the frame 

counter. In S304. the timer is cl.eared. instead of the frame 
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counter. In S315, it is determined whether the timer has 
. . 

completed counting a predetermined time unit or not (instead 

of whether the value of the frame counter is at l:.east 30) • 

In this case, the operation of S313 is not necessary, and 

5 moreover, it is not necessary to switch the condition of 

S315 depending on whether the system is PAL (25 frames/sec.) 

or the NTSC (30 frames/sec.). 

As described above, in the second example, the 

10 functions of the picture "type detection circuit 12 and the 

bit rate calculation circuit 14 shown in Figure 1 can·be 

real:.ized by software. The same effect as that of the first 

example is provided. 

15 The present invention provi~es a video reproduction 

apparatus and a video reproduction method for, while a still 

picture is being reproduced in, for example1 a pause mode 

or in a frame-by-frame reproduction mode, displaying the 

picture tYP,e and the number of bi ts of the picture 

20 corresponding to the stil:.l picture. 

Various other modifications will be apparent to and 

can be readily made by those skilled in the art without 

departing from the scope" and sp:lrit of this invention. 

25 Accordingly, it is not intended that the scope of the claims 

appended hereto be limited to the description as set forth 

herein, but rather that the cl.aims be broadly construed. 
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WHAT IS CLAIMED IS: 

1. A video reproduction apparatus for reproducing video 

data based on a video bit stream having a plurality of 

pictures and also hav:i.ng a picture type representing a type 

of encodi.ng for each of the plurali.ty of pictures, the 

apparatus comprising: 

a picture type deteoti.on section for, while a still 

picture is-being reproduced, detecting a picture type of 
·. . . . 

a picture, from among the plurality of pictures, 

corresponding to the sti.ll picture: 

a bit rate calculation section for, while the still 

picture is being reproduced, calculating a number of bits 

·included in the picture corresponding to the still picture, 

and wh11e a moving picture i.s being reproduced, calculating 

an average bit rate per predetermined time unit: and 

a video signal generation section for, while the 

still pi.oture is being reproduced, generating a first bit 

rate video signal for displaying the picture type detected 

by the picture type detection section and the number of bi ts 

calculated by the. bit rate calculation section, and :while 

a moving picture is being reproduced, generating a second 

bit rate video signal for displaying the average bit rate 

calculated by the bit rate calculation section. 

2. A video reproductio·n apparatus according to claim l, 

further comprising: 

a video decoder for expanding the video bit steam 

to generate a video signal; and 

a video signal addition section for, whi1e the still 

picture . is be:Lng reproduced, adding the video . signal' 

generated by the video d~ooder and the f.irst bit rate video 
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signal. generated by the video signal. generation section, 

and while the moving picture is·being reproduced, adding 

·the video signal generated by the video decoder.and the 

second bit ·rate video signal generated by the video signal. 

generation section. 

3. A video reproducti~n apparatus according to claim 1, 
.. 

wherein the bit rate calcul.ation section includes: 

a picture start point detection section for 

detecting a picture start point which represents a start 

point of each of the plurality of pictures; 

a bit number calculation section for# in response 
to the detection of the picture start point.perfonned by 

the picture start point detection section, counting a number 

of bits included in each of the plurality of pictures; 

a frame count section for counting a number of 

pictl:ire start points detected by the picture start point 

detection section to measure the prescribed time unit; 

an add:i. tion section for, each time the picture start 
point detection section detects a picture start point, 

accumulativeJ.y adding the number of bits counted by the bit 

number cal.culation section, and outputting the resulting 

addition result as an average bit rate, while the 
predetermined time unit is measured; and 

a switch section for selecting and outputting either 

the number of bits counted by the bit number calculation 

section or the average bit rate obtained by the addition 

section. 

4. A video reproduction apparatus according to claim 1, 

wherein the bit rate calculation section includes: 

a picture start point detection section for 

deteot;i.ng a picture start point which represents a start 
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point of each of the plurality of pictures and a GOP start 

point; 

a bit number calculation section for, in response 

to the detection of the pictu~e start point performed by 

the picture start point detection section, counting a number 

of bits included in each of the plurality of pi.ctures; 

a fram~ count section for counting a number of GOP 

picture start points detected by the picture start point 

detection section to measure the prescribed ti.me unit; 

an addition section for, each time the picture start 
point detection section· detects a ·picture start point, 

accumulatively adding the number of bits ·counted by the bit 
number calculation section, arid outputting the.resulting 

addition result as an average bit rate, while the 

predetermined.time unit is measured; and 

a switch section.for.selecting and outputting either 
the number of bits counted by the bit number calculation 
section or the average bit rate obtained by the addition 

section. 

5. A video reproduction apparatus according to claim 1, 

wherein the bit rate calculation section includes: 
a picture start point detection s.e.ction for .. 

detecting a picture start point whJ.ch represents a start 
point of each of the plurality of pictures and a GOP start 

point which represents a GOP start point: 

a bit number calculation section for, in response 
to.the detection of the picture start point performed by 
the· picture start point detection section, counting a number 

of bits included in each of the plurality.of pictures: 

an addition section for, eaCh time the picture start 

point detection section detects a picture· start point, 

accumulatively adding the ~umber of bits counted by the bit 
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number calculation se~tion, and outputting the resulting 

addition result as an average bit rate, until the GOP start 

point is detected: and 

a switch section for selecting and outputting either 

the number of bits counted by the bit number calculation 

section or the average bit rate obtained by the addition 

section~ 

6. A video reproduction apparatus according to claim 1, 

wherein the bit rate calculation section includes: 

a picture start point detection section for 

·detecting a picture start point which represents a start 

point of each of the plurality of pictures: 

a.bit number calculation section for, in response 

to the detection of the picture start point performed by 

the picture start point detection section, counting a number 

of bits included in each of the plurality of pictures: 

a ti.mer for counting time to measure the 

predetermined time unit: 

an addition section for, each time the picture start 

point detection section detects a picture start point, 

accumulatively adding the number of bits counted by the bit 

number . calculation section., and outputting the restil ting 

addition result as an average bit rate, while the 

predetermined time unit is measured; and 

a switch section for selecting and outputting either 

the number of bits counted by the bit number calculation 

section or the average bit rate obtained by the addition 

section. 

7. A video ~eproduction method for reproducing video data 

based on a video bit stream having a plurality of pictures 

and also having a . picture type representing a . tY.Pe of 
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encoding for each of the plurality of pictures, the -method 

comprising: 

a picture type detection step of, while a still 

picture is being reproduced, detecting a picture type of 

a picture, from among the plurality of pictures, 

corresponding to the still picture; 

a bit rate calculation step of, while_ the still 
. . 

picture is being reproduced. calculating a number of bits 

included in the picture corresponding to the still pictu±-e, 

and while a moving picture is being reproduced, ca1culating 

an average bit rate per predetermined time unit: and 

a video signal generation step of, while the still 

picture is being reproduced, generating a first bit rate 

video signal for displaying the picture type detected by 
the picture type detection step and the number of bits 

calculated by the bit rate calculation step, and while a 

moving picture is being reproduced, generating a second bit 

rate video signal for displaying the average bit rate 
calculated by the bit rate calculation step. 

8. A video reproduction method according to claim 7, further 

comprising_: 

a .. video decoding step. of expanding the video bit 
steam to generate a video signal: and 

a video signa1 addition step of, while the still 

picture is being reproduced, adding the video signal 

generated by the video decoding step and the first bit rate 

. video signal generated by the video signal ~eneration step. 

and while the moving picture is being reproduced. adding 

the video signal generated·by the video decoding step and 

the second bit rate video signai generated by the video 

signal generation step. 
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9 •. A video reproduction method according to claim 7, wherein 

the bit rate calculation step includes: 

a picture start point detection step.of detecting 

a picture start point which represents a start point of each 

of the·plurality of pictures: 

a bit number calculation step of, in response to the 
. . 

detection of the picture start point by the picture start 

point detection step, counting a number.of bits included 

in each of the plurality of pictures; 

a frame count step of counting a number of picture 

. start points detected by the picture start point detection 

·step to measure th~ prescribed time unit: 

an addition step of, each time the picture start 

point detection step detects a picture start point, 

accumulatively adding the number of bits counted by the bit 

number calculation step, and outputting the resulting 

addition result . as an average bit rate, while the 

predetermined time unit is measured: and 

a switch step of seleoti.ng and outputting either the 

number of bits counted by the bit number calculation step 

or the .average bit rate obtained by the addition step. 

10. A video reproduction .method .according to claim 7, 

wherein the bit rate calculation step includes: 

a picture start point detection step of detecting 

a picture start point which r~presents a start point of each 

of the plurality of pictures and a GOP start point: 

a bit number calculation ~tep of, in response to the 

detection of the picture start point by the picture start 

point detection step,· counting .a number of bits included 

in each of the plurality of pictures; 

a frame count step rif counting a number of GOP 

picture start points detected by th~ picture start point 
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detection -step to measure the prescribed time unit: 
an addition step of, each time the picture start 

point detection step detects a picture start . point, 

accumulatively adding the number o~ bits counted by the bit 

number· calculation step, and outputting the resu1ting 

addition result as an average bit rate, whil.e the 

predetermin~d time unit is measured; and 
a swi toh step of selecting and outputting either the 

number of bits counted by the bit.number calculation step 

or tbe averag~_bit rate obtained by the addition step. 
. . . 

11. A video reproduction method according to claim 7, 
wherein the bit .rate calculation step includes:· 

a picture start point detection step of detecting 
a picture start point which represents a start point of each 
of the plurality of pictures and a GOP start point which 
represents a GOP start point; 

a bit number calculation step of, in response to the 

detection of the picture start point by the picture start 
point detection step, counting a number of bits included 
in each of the plurality of pictures; 

an addition step of, each time the picture start 

point detection step detects a picture start point,, 
accumu1ative1y adding the number of b.1.ts counted by the bit 
number ca1cu1ation step, and outputting the resulting 

addition result as an average bit rate, until the GOP start 

point is detected; and 
a swi. tch step of selecting and outputting either the 

number of bits counted by the bit number calculation step 

or the average bit rate obtained by the addition step. 

12. A video reproduction method according to cl.aim 7, 

. wherein the bit rate calculation step includes: 
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a picture start point detection step of detecting 

a picture $tart point' which represents a start point of each 

of the plurality of pictures: 

a bit number calculation step of, in response to the 

detection of the picture start point by the picture start 

point detection step, counting a number of bits included 

in each of the plurality of pictures: 

a· timing step of count:tng time to measure the 

predete:cmined time unit: 

an addition step of, each time the picture start 

point detection step detects a picture start point. 

accumulatively adding the number of bits counted by the bit 

number calculation step, and outputting the resulting 

addition result as an average bit rate, while the 

predete:cmined time unit is measured; and 

a switch step of selecting and outputting either the 

number of bits counted by the bit number calculation step 

or the average bit rate obtained by the addition step. 


