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METHOD OF MAKING RADIO FREQUENCY IDENTIFICATION TAGS 

FIELD OF THE INVENTION 

This invention relates to the field of radio frequency (RF) tagging. More specif­
ically, the invention relates to a method of making an improved smaJl size, low 
cost RF tag that transmits multiple bits of information. · 

BACKGROUND OF Tl/E INVENTION 

In general, circuitry is manufai:tured on hard printed circuit boards or flexible 
substrates. Printed circuit boards include materials like epoxy-resin or cpoxy­
glass ·boards. One generic class on which these circuits are manufactured ~c; FR4. 
AJternative flexible substrates, also called .. flex .. , include structures of copper on 
polyimidc. These circuits are generally used in automobiles, consumer elec~ronics, 
and general interconnections. · ' 

A· well-known techn9logy for attaching to contacL5 on· semiconductor circuits, or 
"chips",· located ·on the circuit board or flex structure is called wircbonding. Wire 
bonds .arc made from small diameter wires (approximately 25 microns in. diam­
eter) and with wires that are very short. Generally the wires connected by wire 
bonds are on the order of I millimeter (mm) in Je.ngth. These wire lengths arc 
normally kept short for several reasons: 

I. The small diameter of the wire makes it very weak. 

2. In typical circuits many- bonds arc made and longer lengths would make the 
connections more prone to electric:il shorting. 

j.,\i.·L()nger lengths of the wires increase self and mutual inductance which degrade 
~ . 

the electrical performance (1f the circuit. 

RaQi<'> ·Frequency ldentificati(ln (RF I 0) is juc;l one of many identification tech­
nologies for identifying objects. The hcm·t of the RF ID system lies in an infor­
mation carrying tag. The tag functions in response to a coded RF signal received 
from a base station. The fag rcnects the incident RF carrier back to the base 
station. Information is transferred as the reflected signal is modulated by the tag 
according to its programm~A, !:nf~rrnaliorJ,protocol. 
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The lag consists of a semiconductor chip having RF circuiL'i, logic, and m~mory. 
The tag also has an antenna, often a collection of discrete componenL'i, capacitors 
and diodes, for example, a battery in the case of active tags, a substrate for 
mounting the components, interconnections between components, and a means 
of physical enclosure. ·One variety of tag, passive tags, has no battery. They 
derive their energy from the RF signal used to interrogate the tag. In general, 
RF ID tags are manufactured by mounting the individual elements to a circu~it 
card. This is done by using either short wire bond connections or soldered con­
nections between the board and the circuit elements: chip, capacitors, diodes, 
antenna. The circuit card may be of epoxy-fiberglass composition or ceramic. 
The antennas are generally loops of wire soldered to .the circuit card or consist 
of metal etched or plated on a circuit card. The whole assembly may be enclosed 
in a plastic box or molded into a three-dimensional plastic package. 

While the application of RF ID technology is not as widespread as other ID 
technqlogies, barcode for example, RF ID is on its way to becoming a pervasive 
technology in some areas, notably vehicle identification. 

Growth in RF ID has been inhibited by the absence of infrastructure for manu­
facturing the tags, the high cost of tags, the bulkiness of most of the tags, prob­
lems of tag sensitivity and range, and the need for tne simultaneous reading of 
multiple numbers of tags. A typical tag cosLc; in the $5 to $10 range. Companies 
have focused on riiche applications. Some prior art discloses RF' tags used to 
identify railway boxcars. RF tags are now used in the automatic toll industry, 
e.g. on thruway and bridge tolls. RF tags arc being tested for uses as contactlcss 
fare c~rds for buses. Employee identification badges and security badges have 
been produced. Animal identification tags arc also commercially available as arc 
RF ID systems for tracking components in manufacturing processes. 

One limitation of making RF tags made from PC boards or flex is that the flex 
or boards must be manufactured first. To meet a demand. for very high volumes 
of tags (greater than one hµ,ndred million tags), new factories must be built to 
produce more hoard or ·ncx. Further, RF tags made from thc.c;e lcchnologies arc 
too cxpensiyc for many app.lications. For example, bar codes arc a technology 
thal is used for identification a( a much lower cost tha11 existing RP tagging 
technology. 

OBJECTS OF Tl-IE INVENTION 

An objccl. ·or lhis invention is an improved met~1od 9f making ;i radio frequency 
identification tag. · - · 

-.. An object of this invention is .an improved method of making a .low cost radio 
frequency identification.tag that is made from currently available materials. 
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Another object of this invention is an improved method of making a radio fre­
quency identification tag that can be manufactured in very large quantities. 

SUA1MARY OF THE INVENTION 

The present invention is a method of manufacture for a novel radio frequency 
(RF) tag that comprises a semiconductor circuit that has logic, memory, and ra­
dio frequency circuits. The semiconductor is mounted on a substrate and is ca­
pable of receiving an RF signal through an anten"na t.hat is electrically connected 
to the semiconductor through contacts on the semiconductor. 

The antenna is novel, has a novel structure, and is constructed by a novel use of 
wire bonding ~echniques. The antenna is one or more wires, each connected to 
the semiconductor connections by one or two wire bonds. (In one preferred em­
bodiment, the antenna is made of a pair or plurality of pairs of wires.) 

One preferred wire bonding method spools out a length of wire required by the 
antenna design and cuts the second end of the wire without making any electrical 
connection at the second cut end. In alternative preferred embodiments, the 
se~ond cut end of the wire is held in place by attaching the cut end to the 
substrate with adhesive or by local heating of the substrate. In this way, the wire 
bo_nding method is used to actually create a component of the RF tag circuit (the 
anlenna) rather than to connect two componcnlc;. The resulting novel antenna 
structure is a Jong wire connected to the circuit by a wire bond. Alternative em­
bodiments include making multiple structures from a plurality of semiconductors 
on a strip of substrate. with a wire bonding tool and making folded dipoles with 
a wire bonding tool. The componentc; of the novel RF tag arc then covered in 
an organic cover that has a novel use in this type of device. 

BIUEF DESCRIPTION OF THE DRA 1-VINGS 

Figure I is a now chart. showing the steps of the present invention. 

Figure 2, comprising Figures 2A t.o 21, is a drawing showing the Radio Frequency 
.(RF) tag in each step of the method shown in Figure I. 

Figure 3 is a dra\ving comprisi11g Figures 3A to 3E showing the de~?ilS ~f various 
steps of the method. 

Figure 4, comprising Figures 4A and 48, is a drawing of an RF tag that is being 
made with a metal pad termination at the end of the antenna wifes. 
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Figure 5, comprises Figures 5A and 58, which arc drawings of a continuous strip 
of RF tags being cut in order to make individual tags by two preferred embod­
iment of the present process. 

Figure 6 shows a side view of a series of tags being cut into individual segments 
by an array of knife blades. ~· 

Figure 7 is a drawing of the fabrication of a loop antenna by using a temporary 
post to guide the placement of the antenna wire. · 

Figure 8 is a drawing of the fabrication of a loop antenna by using an embossed 
stud to guide the placement of the antenna wire. 

Figure 9 is a drawing of the fabrication of a loop antenna by using a raised flap 
to guide the placement of the antenna wire. · 

Figure 10 shows the lamination of a tag with two loop antennas betwee.n organic 
covers. 

DETAILED DESCRIPTION OF THE INVENTION 

Figure I is a flow chart depicting the steps in a preferred embodiment for chip 
attachment, wire bonding, and package sealing. 

Jn step I JO a semiconductor chip is placed and attached on an organic substrate 
210.· (Sec also Figure 2.) In a preferreo embodiment the chip 205 is a radio fre­
quency semiconductor chip. Structures like this are described in U.S. Patent 
Application number 08/303,976 to Brady ct al. ~ntitlcd "Radio Frequency Iden­
tification Tag" filed on September 9, 1994 which is herein incorporated by refer­
ence in its entirety. 

The chip 205 is placed (Figure 2A) on the substrate 210 by a component pick and 
. place machine 202 which is well known in the scmicon<luclor industry. The chip 
205 can be attached 110 to the substrate 210 by several preferred methods. First, 
the chip may be atta~hed I J 0 with an adhc.c;ivc. Preferred adhesives include 
pressure sensitive adhesives such as acrylics, silicones, urethanes, etc. The adhe­
sive is placed on the substrate I I 0 by an adhesive dispensing ~nachiric. Allcrna­
tively, a drop of epoxy may be dispc1iscd between the chip 205 and the substrate 
210. Another prefefred -method of attaching tile chip 205 is by heating the 
substrate using a heating tool such as a heat stage 212. The heal stage 212 can 
be placed in direct contact with the bottom of the substrate 210 thal is opposite 
of the side where the chip is placed. In this way the substrate is heated to cause 
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the substrate to partially reflow and become sticky so that the chip can be at-
··tachcd to the reflowcd area. Jn another preferred embodiment, the chip itself is 

heated. This can be done by first plating the chip on the substrate and then lo­
cally heating the chip which causes the substrate to renow or melt and attaches 
the chip. The chip heating can be performed by a laser 206 or other known 
methods. Adhesive for attaching the chip can also be provided as a layer 211 on 
the substrate. Other attaching means known in the art are contemplated. ~-

The chip 205 has at least two electrical contacts that are used for attachment of 
a radio frequency antenna. The antenna is attached to the contacts (207, 208) 
and formed in a novel way using wire bonding (Figure 28). Jn _one preferred 
antenna structure, a first antenna connection is wire bonded 120 to the first con­
tact using. a wire bonding tool. These tools are capable of ultrasonic wedge 
bonding, ball bonding, laser bonding, laser sonic bonding, thermocompression, 
soldering, or any combination of these techniques. · 

In step 130, the wire is unspooled (Figure 2C) after the first connection is made. 
In this step, more wire is unspooled than in prior art methods because the un­
spooled wire is actually used to create the antenna component. The lengths of the 
wire are determined by the resonant antenna frequency. 

In this step J 30, the wire has to be unspooled at a controlied rate in relation to 
the rate of travel of the head of the wire bonding tool so as not to place the un­
spooled wire in.tension. This is common practice in the wire bonding industry for 
short distance of spooled wire, i.e., I mm to 3 mm. However, the presenL in­
vention, requires that this control be over larger distances of wire spooling. In 
addition, in certain instances the head will be controlled to slow down with re-. . 

spect to the wire feeding so that a curve or loop can be made during the forma-
tion of the antenna component. This spooling creates antennas between I 0 mm 
and 1000 mm in length. 

In step 140, the second end of the first wire is cut and the cut end of the wire i~ 
left unconnected. The cul can be performed by any well known method including 
knife blade 213 (swedge, guillotine), mechanical chopper, mechanical pincers, la­
ser, etc. Steps l.50, 160, and 170 rep9al steps 120, 130, and 140 for a second wire, 
.respectively. 

The cul end of the wire can be attached in place in several ways (steps 130 and 
I 60). The cul encl of the wire can be held in place on the substrate by a small 
drop of adhesive 169 placed below the cut end. (Sec also Figures 20 and 2G). 
The adhesive 169 is dispensed by nozzle 168. The cut end can also be held in 
place by locally heating the, substrate at the point where the cut end resLc; so that 
the substrate bccome_s sticky and adheres to the cut end. Localized heating of 
substrates is well known and includes spot application of heat with tools or a laser 
beam focused 236 at the point of heating. Adhesives arc also \Veil know. They 
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include epoxies, silicones, and phenolic-butyral. Note that the wire can be at­
tached ( 130, 160) prior to or after the cutting ( 140, 170). If the wire is attached 
after the cutting, the cut wire end can be temporarily held in place by prcssur~ 
before attaching it to the substrate. 

A further way of attaching .the cut end to the substrate involves heating (Figure 
2E) the wire (131, 132) so that the cut end heats up the substrate at the point o(­

contact and causes the cut end to be attached to the substrate. The wire can be 
heated 23 l by inductive heating 237, resistive heating 235, laser heating 236, or 
any other method used for this purpose. Alternatively, a portion of the substrate 
under the :wire can be heated (235-237) so that part or a.II of the wire becomes 
embedded in the substrate. This effect can also be accomplished by heating 
(235-237) the wire and applying pressure 246 to part (or all) of the wire so that 
part (or all) of the wire (131, 132) becomes embedded in the substrate. This can 
also be accomplished by heating (Figure 2F) the substrate with a heat stage 212 
so that the wire adheres to a softened part of the substrate-_· Further, the pressure 

· means 246 can be heated, e.g. resistively 235, so that pressure and heat arc ap­
pli~d simultaneously to the wire 131. 

Note that by using the steps described above, more than one wire (131 or 132) 
· can be attached to an individual contact (208 or 207), spooled out, attached to 
the substrate, and ~ut. These wires can be placed at different angles with respect i 

to one another. · 

In step 180 of Figure I, the chip is covered with a protective encapsulant layer, 
shown in Figure 2H. A dispensing nozzle 281 places a drop of encapsulanl 282 
on the surface of the chip 205 to form a protective coating 283. The encapsulant 
may be an epoxy, silicone, or other polymeric material. In a preferred embod­
iment the encapsulant is opaque to protect light-sensitive circuiLc;

1 
on the chip. 

In step 190, the completed chip and anlen,rn structu1~e is scaled (Figure 21) be­
tween organic covers 293. (botlom) and 294 (top) through the use of a roll 
laminator which presses the sandwich between heated rollers 295 and 296. The 
organic covers consist of a single layer of polyester, polyethylene. or other organic 
film that may be softened by hc<1t.ing. In a preferred embodiment the film con­
sists. of two layers, an inner layer 297 oft.he copolymer EVA (ethyl vinyl acetate) 

I 

and an outer layer 298 of polyester. In an alternative embodiment, only one 
layer, e.g .. the top layer 294, need be applied. -

Figure 3 shows the details for the placement (Figure 3A) of the wire 331, bonding 
(Figures 38 and .3C) of the wire, un:o;pooling (Figure 30) of the \·Vire, and cutting 
(Figure 3 E) of the wire. In Figure 3A the wire 331 is placed on contact pad 307 
on semiconductor chip 305 which has been attached to substrate 3JO. In Figure 
3 B the wire 331 is bonded to the pad 307 using ultrasonic energy 334. In Fjgu re 
3C the wedge bond 333 has been completed and the bonding head ·332 is with-
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drawn from the surface as wire is spooled out as shown in Figure 30. In Figure 
3E the wire is terminated at the specified length and cut by knife edge 340. 

Figure 4 shows an embodiment 400 or the method in which the wires 431 and 432 
are terminated at metal pad termination sites 445 and 446. The top view Figure 
4A shows the semiconductor chip 405 on organic substrate 410 with the wires 4\31 
and 432 connected to contacts 445 and 446 on the chip. Figure 48 is a side view. 

Contacts 445 (and 446) serve to hold the cut ends or the antenna wires 432 (431) 
in place. The contacts 445 and 446 can be made of gold, silver, aluminum, cop­
per, nickel, or alloys thereof: These can be deposited as thin layers on the 
substrate or on another material (like silicon or another metal) that is attached 
to the surface of the substrate. In a preferred embopiment, no connection oth_er 
than the antenna wire ends is made to the contacts 445 and 446. 

Figure 5A shows a continuous strip 500 of semiconductor chips 505, 515, 525, on 
organic substrate 502 with wires bonded to first and second contacL5 507 and 508 
on semiconductor chips. The wires 531, 532 arc each one-.half wavelength long. 
After the bonding and sealing operations as shown above in Figures 2 and 3, the 
strip of tags 501 is cut into segments 541, 542, 543 etc. by knife blade 561 at the 
position shown by the dotted lines .551 and 552. In a preferred embodiment, the 
knife blade cuts are made half-\Vay between the chips to make the remaining wire 
segments 533, 5.34, 5:35, 536 etc. each one-quarter wavelength Jong. 

Figure 5B shows a continuous strip array 501 of semiconductor chips 550, 560, 
570, 580, 590 on organic substrate 502 with wires bonded to first and second 
contacts 551 and 553, 561 and 563, 571 and 573, 574 and 575, 577 and 57.8 as 
well as third and fourth contacts 552 and 554, 562 and 564, 594 and 595, 581 and 
583, 591 and 593 on the semiconductor chips, respectively. In a preferred em­
bodiment, the wires 511, 512, 513, and 514 arc each one-half wavelength Jong. 
After the bonding and scaling operations as shown above in Figures 2 and 3, the 
strip array of tags 501 is cut into array segmcnL<> .517, 518, 519, 520, 521, etc. by 
knife blade 561 at the positions shown by the dolled Jines 522, 523, .524 etc. In 
a preferred embodiment, the knife blade cuts arc made half-way between the 
cJ1ips to make the remaining ~virc segments 556, 56.5, 566, .576, 567, 568, etc. each 
one-quarter wavelength long. In another preferred embodiment, the cuts 522; 
523, 524, etc. can be made simultaneously by a gang of knife blades .561. 

Nole that the semiconductor chips (typically 590) will have one wire (lypic~11ly 
593A) that will 1iot be connected to a contact on another semiconductor chip. In 
these cases, the end of the wire 593A will be lerminatecf in any of the ways de­
scribe above. In one preferred embodiment, the wire 593A will be terminated to 
a contact (typically 5938) located on the substrate as shown in figure 4. Note 
further that Figure· 58 shows three rows of semiconductor chips forming an array 
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on the substrate. (0.ne row is shown in Figure 5A.) However, the number of 
··rows can vary from two to as many as will fit on the substrate. 

Figure 6 shows a strip of.RF tags 6IO being cut 650 into individual segments 611, 
612, 613 by an array of knife blades 641 and 642. 

Figure 7 shows the manufacture 700 of a loop antenna through th~ use of.a 
temporary post wire guide 720. The post 720 is lowered 750 to the substrate 710. 
After the wire 730 is first bonded to contact pad 207 of Figure 2, the wire is un­
spooled 130 by the- bonding head 740. The wire 730 is guided by the bonding 
head around the temporary post 720. The process i~ mirrored at the other end 
of the substrate and the wire is bonded to contact pad 208 of Figure 2 to form 
the loop antenna. The temporary post 720 is then raised 751 to complete the 
process. The wire is attached to the substrate using methods described above. 

Figure 8 shows the manufacture 800 of a loop antenna through the use of an 
embossed stud 820 wire guide. The stud 820. is permanently embossed in the 
substrate 810. After the wire 830 is first bonded to contact pad 207 of Figure 2, 
the wire is unspooled by the bonding head 840. It is guided-by the bonding head 
around the embossed stucJ 820. The process is mirrored at the other end of the 
substrate and the wire is bonded to contact pad 208 of Figure 2 to form the loop 
antenna. The stud 820 remains in place on the subsirate. 

Figure 9 shows the manufacture 900 of a loop antenna through the use of a raised 
flap wire guide 920. The flap is pre-punched into the.substrate 910 by'a punching 
tool. The flap 920 is then raised in the substrate 9IO by mechanical methods such 
a~ an air jct 925.or pin 926. After the wire 930 is lirst bonded to contact pad 207 
of Figure 2, the wire is unspooled by the bonding head 940. It is guided by the 
bonding head around the raised nap 920. The process is mirrored al the other 
end of the st1bstra'te and the wire is bonded to contact pad 20N of Figure 2 to 
form the loop antenna. The mechanical raising means 925 is removed, the nap 
920 relaxes, and the flap 920 holds the wire 930 in [!lace on the substrate. 

Nole that in some preferred emboclimenlc; of the methods illustralecl in Figures 
7-9, the wire can be attached to the substrate by any of the methods cleseribecl 
a•bove, e.g., heal and/or pressure. 

Figure lO shows the completion of a lag IOOO by mean·s of the application of heal 
I 064 and. pressure I 065. Multiple ~li1tcnnas I 020 (:rncl !030) have been created 
by the bonding of ~~ire 1025 (and l.035) to contact pacts· l006 and l008 {l007 and 
I 009), on semiconductor chip I 010. Encapsulant I 030 has been dispensed lo 
cover the chip 1005 and contact pads (I 006-1009). The substrate l 040 is placed 
below organic cover I045. In a preferred embodiment, the organic cover consists 
of an outer layer of PET 1060 and an inner layer of EVA I 050 .. Heal 1064 and 
pressure I 065 are applied to seal the package. In another embodiment, a bottom 



9 

cover 1046 is place below the tag and is laminated simullaneously with lop cover 

I 045. PET is also known as polyester.·-

Given this disclosure, one skilled in lhe arl come develop cquivalcnl cmbodimenLc; 

of this invention that are within the contemplation of the inventors. For example, 

the methods described in Figure 2, 3, and 5 can be used to create radio frequency 

tags each with multiple antennas that arc at different angles (e.g. non-orthogonal) 

to one another. 
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We claim: 

I. A method for making a radio frequency tag comprising the steps of: 
( 

a. attaching a semiconductor on an organic substrate, the semiconductor having 
a first and second contact, memory and logic to modulate a radio frequency sig-
nal with a frequency; · 

b. attaching a bonded end of a first wire to the first contact using a wire bonding 
machine; 

c. spooling the first wire with the wire bonding machh~e to a first length; 

d. attaching the first w~re to the organic substrate; 

e. cutting the wire at the first length at a first cut end; 

f. attaching a bonded end of a second wire to the second contact using a wire 
bonding machine; 

g. spooling the second ~ire with the wire bonding machine to a second length; 

h. attaching the second cut wire lo the organic substrate; and 

j. cutting the second wire at the second length at a second cut end; 

whereby the first and second. wire form an antenna that receives a signal at the 
frequency,. the signal being modulated by the semiconductor logic and the mod­
ulated signal being 'transmitted by the antenna. 

2. A method, as in claim I, where th~ first and second length arc equal to one 
quarter wavelength of the frequency. 

3. A method, as in claim I, comprising a further step of encapsulating the .semi­
conductor and the first and second conta~l with an eneap.sulanl. . 

4. A method, as in claim 3, where the encapsulant is any encapsulant including 
epoxy, silicone, oi· polymeric material. 

5. A method, as ·;n claim J, where the semiconductor i.s attached to the substrate 
with a chip-attaching adhesive. 
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6. A method, as in claim 5, where the chip-attaching acl.~esive is any adhesive 
including acrylics, silicones, a11d urethanes. 

7. A method, as in claim l, where the semiconductor is attached to the s4bstrate 
by heating the substrate. 

8. A method, as in claim J, where the semiconductor is attached to the substra\e 
by heating the semiconductor. 

9. A method, as in claim I, where the wires are attached to the substrate by a 
wire-attaching adhesive. 

JO. A method, as in claim 9, where the wire-attaching adhesive is any adhesive 
inclu~i'ng epoxies, silicones, and phenolic-butyral. 

11. A method, as in claim J, where the wires arc attached to the substrate by 
heating the substrate_. 

12. A method, as in claim l, where the wires are attached to the substrate by 
heating the wires. 

1,3. A method, as in claim I, comprising a further step of sealing the substrate, 
semiconductor, and first and second wires with a top organic cover. 

f 4.. A method, as in claim 13, where the top organic cover is a single layer. 

15. A method, as in claim 14, where the top organic cover is made of any organic 
film including polyester and polyethylene and i~ attached to the substrate, semi .. 
conductor and wires by heating. · 

16. A JTlethod, as in claim ·13, where the top organic cover has an outer and inner 
layer, the outer layer being an organic film and the inner layer being a cover ad­
hesive. 

17. A me_thod, as in claim 16, where the cover adhesive is heat sensitive :ind the 
cover is attached to the substrate, semiconductor :rnd wires by heating. 

IR. A method, as in claim 17, where pressure is also added to attach the cover. 

19. A method, as in claim 17, where the cover adhesive is a copolymer including 
ethyl vinyl acetate (EV A). 

20. A method, as in claim J 6, where the cover adhesive is pressure sensitive and 
the cover is attached to the substrate, semiconductor and wires by pressure. 
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2l. A method, as in claim 20, where the cover adhesive is an adhesive including 
·acrylics, silicones, and urethanes~ 

22. A method, as in claim I, where the top of the substrate is covered by an at­
tached top cover and the bottom of the substrate is covered by an attached bot-
tom cover. 

23. A method for making a radio frequency tag comprising the steps of: 

a. attaching a semiconductor on an organic substrate, the semiconductor having 
a first and second chip contact, memory and logic to modulate a radio frequency 
signal with a frequency; 

b. attaching a first bonded end of a first wire to the first chip contact using a wire 
bonding machine; 

c. spooling the first wire with· the wire bonding machine to a first length; 

d. attaching a first cut end of the first wire to a first termination site on the 
substrate;: 

e. cutting the wire a~ the first length at the first <fUt end; 

f. attaching a secorip bonded end of a second wire to the second contact using a 
wire bonding machfoe; · 

g. spooling the second wire with the wire bonding machine to a second length; 

h. attaching a second cut end of the second wire to a second termination site on 
the substrate; and 

L cutting the second wire at the. second length at a second cut end, 

whereby the first and second wire form <1 antenna that receives a signal at the 
frequency, the signal being modulated by the .c;emiconductor logic and I he mod­
•ulatccl signal being transmitted by the antenn:i. 

24. A met.hod~ as in claim 23, where the first and second length arc equal to one 
quarter wavelength of the frequency. 

25. A method rm: making .ci rndio frequency tag comprising the steps. of: 

a. attaching three or more semiconductors on a strip of organic substrnte, each 
semiconductor having a first and second chip contact, memory and logic to 
modulate a radio frequency signal with a frequency~ · 
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b. altaching a first bonded end of a first wire to the first chip. contact on a first 
chip using a wire bonding machine; · · 

c. spooling the first wire with the wire bonding machine to a first length; 

• I~-. 

d. attaching a first cut end of the first wire to a second chip contact on a second 
chip using a wire bonding machine; 

e. cutting the wire at the first length at the first cut end; 

f. attaching a .second bonded end of a second wire to the second contact of the 
first chip using a wire bonding machine; 

g. spooling the second wire with the wire bonding machine to .a second length; 

h. attaching a second cut end of the second wire to a first chip contact on_ a third 
chip using a .'¥ire bonding machine; · 

i. cutting the ~econd wire at the second length at the second cut end; and 

j. cutting the first wire between the first and second semiconductor and cutting 
the second wire between the first and third semiconductor, · 

whereby the first and second wire form a antenna that receives a signal at the 
frequency, the signal being modulated by the semiconductor logic and the mod­
ulated signal being transmitted by the antenna. 

26. A method for making a r~dio frequency tag comprising the steps of: 

a. attaching a semiconductor on an organic substrate, the semiconductor having 
a first and second conlc1ct, memory and logic lo modulate a radio frequency sig­
nal with a frequency; 

b. attaching ~l firsl bonded end of a Wire to lhc first conlact on the semiconductor 
using a wire· bonding machine; 

c. spooling t11c first wire with the wire bonding machine around one or more wire 
guides; 

d. attaching the cut end of the wire to the second contact using a wire bonding 
machine; and 

c. cutting the wire at a length at a cut end located al the second contact, 
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whereby the wire forms. a folded dipole antenna that receives a signal at the fre­
_quency, the signal being modulated by the semiconductor logic and the modu­
lated signal being transmitted by the antenna. 

27. A method, as in claim 26, where the semiconductor has two or more pairs(_of 
first and second contacts and steps a - e are repeated for each pair of contacts.to 
create more than one folded dipole antenna. 

28. A method, as in claim 26, where one or more guides is a stud embossed in the 
substrate. 

29. A me.thod,. as in claim 26, where one or more guides is a temporary post 
temporarily in contact with the substrate. 

30. A method, as in claim 29, where the wire is attached to the substrate by heat. 

31. A method, as in claim 26, where one or more guides is _a flap punched in the 
substrate . 

32. A method, as in claim 31, where the flap is raised by an air jct in order to 
capture the wire being looped by the wire bonding machine.' 

33. A method, as in claim 31, where the flap is raised by a pin. 

34. A method for making a plurality radio frequency tags comprising the steps 
of: 

a. attaching four or more semiconductors on a strip of org~nic substrate in an 
array, each semiconductor having a first, second, third, .and fourth chip contact, 
and a memory and a logic to modulate a radio frequency signal with a frequency; 

b. attaching a first bonded end of a first wire to the first chip contact on a first 
chip_ using a wire· bonding machine; 

c. spooling the first wire with I.he \Vire bonding n1achine lo a first length; 

d. attact1ing a first cut end of the first wire to a second chip contact on a second 
chip using a. wire bonding machine; 

e. cutting the wire at the first length at the first cut end; 

f. attaching a second bonded end of a second wire to the second. cqntact of the 
first chip using the wire bonding machine; 
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g. spooling the second wire \'1.'ith the wire bonding machine to a second length; 

h. attaching a.second cut ~nd of the second wire to a first chip contact on a third 
chip using the wire bonding machine; 

i. cutting the second wire at the second length at t.hc second cut end; 

j. attaching a third bonded end of a third wire to the third chip contact on the 
first chip using the wire bonding machine; 

k. spooling the third wire with the wire bonding machine to a third length; 

I. attaching a third cut end of the third wire to a fourth chip contact on a fourth 
chip using the wire bo'nding machine; 

m. cutting the third wire at the third length at the third cut end; 

n. attaching a fourth bonded er\d of a fourth wire to the fourth chip contact on 
the first chip using the wire bonding machine; 

o. spooling the fourth wire with the wire bonding machine to a fourth length; 

p. attaching a fourth cut end of the fourth wire to a connection contact on the: 
substrate; 

q. cutting the fourth wire at the fourth length at the fourth cul end; 

r. cutting the first wire between the first and second semiconductor, cutting the 
second wire between the first and third semiconductor, and cutting the third wire 
between the first and fourth semiconductor, 

whereby the first, second, third, and fourth wires form two antennas that receive 
a signal at the frequency, the signal being modulated by the semiconductor logic 
and the modulated signal being transmitted- by the antenna. 

35. A methoc.l, as in· claim 34. where the connection contact is a contact on a firth 
semiconductor and the fourth wire is cut between the first and· firth semiconduc­
tor. 

36. A method, __ as it] claim 34~ where the two antennas each h~yc l!VO wire clc­
menLc; of equal length. 
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37. A method of making a radio frequency tag, the method being substantially as 

hereinbefore described with reference to Figs. 1-4B and 10 together with any one of Figs. 7-9 

of the accompanying drawings. 

38. A method of making a plurality of radio frequency tags, the method being substantially 

as hereinbefore described with reference to Figures 5 and 6,of the accompanying drawings. 

39. A radio frequency tag made in accordance with the method of any one of Claims 1-33. 

and 37. 

40. A plurality of radio frequency tags made in accordance with the method of any one of 

Claims 34-36 and 38. 


