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RADIATION SOURCE 

CROSS-REFERENCE TO RELATED APPLICATIONS 

[0001] This application claims the benefit of US provisional application 61/530,796, 

which was filed on September 2nd, 2012, and which is incorporated herein in its 

entirety by reference. 

FIELD 

[0002] The present invention relates to a nozzle for use in generating fuel droplets in 

a radiation source, suitable for use in conjunction with, or forming part of, a 

lithographic apparatus. The present invention also relates more generally to a nozzle 

for generating liquid droplets, and to a method of forming such a nozzle. 

BACKGROUND 

[0003] A lithographic apparatus is a machine that applies a desired pattern onto a 

substrate, usually onto a target portion of the substrate. A lithographic apparatus can 

be used, for example, in the manufacture of integrated circuits (ICs). In that instance, 

a patterning device, which is alternatively referred to as a mask or a reticle, may be 

used to generate a circuit pattern to be formed on an individual layer of the IC. This 

pattern can be transferred onto a target portion (e.g., comprising part of, one, or 

several dies) on a substrate (e.g., a silicon wafer). Transfer of the pattern is typically 

via imaging onto a layer of radiation-sensitive material (resist) provided on the 

substrate. In general, a single substrate will contain a network of adjacent target 

nnrtinnc that are. curopccivedv nattprnpd 

[0004] Lithography is widely recognized as one of the key steps in the manufacture of 

ICs and other devices and/or structures. However, as the dimensions of features made 

using lithography become smaller, lithography is becoming a more critical factor for 

enabling miniature IC or other devices and/or structures to be manufactured. 

[0005] A theoretical estimate of the limits of pattern printing can be given by the 

Rayleigh criterion for resolution as shown in equation (1): 

CD 	k * = 	1 	 (1) 
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where 2, is the wavelength of the radiation used, NA is the numerical aperture of the 

projection system used to print the pattern, kl is a process dependent adjustment 

factor, also called the Rayleigh constant, and CD is the feature size (or critical 

dimension) of the printed feature. It follows from equation (1) that reduction of the 

minimum printable size of features can be obtained in three ways: by shortening the 

exposure wavelength 2,, by increasing the numerical aperture NA or by decreasing the 

value of kl. 

[0006] In order to shorten the exposure wavelength and, thus, reduce the minimum 

printable size, it has been proposed to use an extreme ultraviolet (EUV) radiation 

source. EUV radiation is electromagnetic radiation having a wavelength within the 

range of 5-20 nm, for example within the range of 13-14 nm. It has further been 

proposed that EUV radiation with a wavelength of less than 10 nm could be used, for 

example within the range of 5-10 nm such as 6.7 nm or 6.8 nm. Such radiation is 

termed extreme ultraviolet radiation nr gat  x-ray  rAdiAtion PoggihiP golirrPg iilrilicIP, 

for example, laser-produced plasma sources, discharge plasma sources, or sources 

based on synchrotron radiation provided by an electron storage ring. 

[0007] EUV radiation may be produced using a plasma. A radiation system for 

producing EUV radiation may include a laser for exciting a fuel to provide the 

plasma, and a source collector module for containing the plasma. The plasma may be 

created, for example, by directing a laser beam at a fuel, such as particles (i.e., 

droplets) of a suitable fuel material (e.g., tin, which is currently thought to be the most 

promising and thus likely choice of fuel for EUV radiation sources), or a stream of a 

suitable gas or vapor, such as Xe gas or Li vapor. The resulting plasma emits output 

radiation, e.g., EUV radiation, which is collected using a radiation collector. The 

radiation collector may be a mirrored normal incidence radiation collector, which 

receives the radiation and focuses the radiation into a beam. The source collector 

modulo may  include An (-winging gtrirturn nr  rhAmbor arranged  to provide A VA 01111M 

environment to support the plasma. Such a radiation system is typically termed a laser 

produced plasma (LPP) source. In an alternative system, which may also employ the 

use of a laser, radiation may be generated by a plasma formed by the use of an 

electrical discharge — a discharge produced plasma (DPP) source. 

[0008] A proposed LPP radiation source generates a continuous stream of fuel 

droplets. The radiation source comprises a nozzle for directing fuel droplets toward a 

plasma formation location. The droplets need to be directed to the plasma formation 
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location with a high degree of accuracy in order to ensure that a laser beam may be 

directed toward and into contact with the droplets. 	In order to achieve this, fuel 

should pass through the nozzle without encountering any unexpected or unintentional 

obstructions or restrictions. 	Such obstructions or restrictions may result from 

contamination in the fuel being deposited on an internal surface of the nozzle. 	The 

contamination can result in a stream of droplets directed by the nozzle not having one 

or more required properties, for example a desired trajectory or a desired droplet size, 

shape or frequency. 	As a result, this can lead to the radiation source as a whole not 

functioning as intended, for example not being able to generate radiation, or not being 

able to generate radiation of the required intensity or for a required duration. 

[0009] Although problems have been described in relation to nozzles used in LPP 

radiation sources, the same or similar problems may be encountered in conjunction 

with nozzles used in other liquid droplet generators, for example nozzles used in ink- 

ipt nrintino nr the like 
J 	r 	b 

SUMMARY 

[0010] It is desirable to obviate or mitigate at least one problem of the prior art, 

whether identified herein or elsewhere, or to provide an alternative to existing 

apparatus or methods. 

[0011] According to a first aspect of the present invention, there is provided a 

radiation source comprising: a nozzle configured to direct a stream of fuel droplets 

along a trajectory towards a plasma formation location; a laser configured to direct 

laser radiation at the fuel droplets at the plasma formation location to generate, in use, 

a radiation generating plasma; vvherein One nozzle has an internal surface that is 

configured to prevent contamination present in fuel used to form the fuel droplets 

from being deposited on that internal surface. 

[0012] The internal surface may comprise a coating. 

[0013] The coating may provide 	a smoother or less 	sticky 	surface for the 

contamination than material on which the coating is applied. 

[0014] The coating may comprise polytetrafluoroethylene, or a material derived from 

a sol-gel coating process. 

[0015] The coating may be capable of withstanding a temperature of greater than 

232°C, or greater than 250°C. 
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[0016] The internal surface may be a surface (e.g., an internal surface) of a body of 

material used to form the nozzle. 

[0017] The body of material may comprise diamond, or glass, or a metal (e.g., 

molybdenum, tungsten), or a ceramic. 

[0018] The fuel may comprise tin. 

[0019] The contamination may comprise or be tin oxide particles. 

[0020] According to a second aspect of the present invention, there is provided a 

lithographic apparatus comprising: an illumination system for providing a radiation 

beam; a patterning device for imparting the radiation beam with a pattern in its cross- 

section; 	a substrate holder for holding a substrate; a projection system for 

projecting the patterned radiation beam onto a target portion of the substrate, and 

wherein the lithographic apparatus further comprises, or is in connection with, the 

radiation source of the first aspect of the invention. 

1-00/11 L-----, 

for 

Arrnrdino to a third acnort of the nrocont invention there is nrnvidod novvlo 

use in a liquid (e.g., fuel or ink) droplet generator, wherein the nozzle has an 

internal surface that is configured to prevent contamination present in liquid used to 

form the liquid droplets from being deposited on that internal surface. 

[0022] According to a fourth aspect of the present invention, there is provided method 

of forming a nozzle for use in a liquid droplet generator, the method comprising: 

providing the 	nozzle 	with 	an internal 	surface 	that is 	configured to prevent 

contamination present in liquid used to form the liquid droplets from being deposited 

on that internal surface. 

[0023] A wet coating process may be used to provide the internal surface (e.g., in the 

form of a coating). 

[0024] The coating may be provided using a sol-gel coating process, or using a 

coating in fluid suspension. 

MO/ cl L---- _I 
A jinuid need in the xxipj rnatipo nrnrocc may he riirod after hoino annliod 

(e.g., to provide a solid coating). 

[0026] The internal surface may be provided by forming a conduit through a body of 

material used to form the nozzle. The internal surface will then be formed from the 

same material as the nozzle. 

[0027] It will be appreciated that features described in relation to the first aspect may, 

where appropriate, be applicable to the second, third and/or fourth aspects. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0028] Embodiments of the invention will now be described, by way of example only, 

with reference to the accompanying schematic drawings in which corresponding 

reference symbols indicate corresponding parts, and in which: 

[0029] Figure 1 depicts a lithographic apparatus according to an embodiment of the 

invention; 

[0030] Figure 2 is a more detailed view of the apparatus of Figure 1, including an 

LPP source collector module; 

[0031] Figure 3 schematically depicts a nozzle of a radiation source configured to 

direct a stream of fuel droplets along a trajectory towards a plasma formation 

location; 

[0032] Figure 4 schematically depicts contamination deposition on an internal surface 

of the nozzle of Figure 3, and an affect on trajectory of droplets leaving the nozzle; 

[0033] Figure 5 schematically depicts a nozzle in accordance with a first embodiment 

of the present invention; and 

111111d1 Fi errma A colniarn QtirQ11‘, din ni c Q tirs,-71 ia Qoorsrili ri er In Q ciaorstiri iarribrviirriiant ref 

the present invention. 

[0035] The features and advantages of the present invention will become more 

apparent from the detailed description set forth below when taken in conjunction with 

the drawings, in which like reference characters identify corresponding elements 

throughout. 	In the drawings, like reference numbers generally indicate identical, 

functionally similar, and/or structurally similar elements. 	The drawing in which an 

element first appears is indicated by the leftmost digit(s) in the corresponding 

reference number. 

DETAILED DESCRIPTION 

[0036] This specification discloses one or more embodiments that incorporate the 

features of this invention. The disclosed embodiment(s) merely exemplify the present 

invention. 	The scope of the present invention is not limited to the disclosed 

embodiment(s). The present invention is defined by the claims appended hereto. 
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[0037] The embodiment(s) described, and references in the specification to "one 

embodiment", "an embodiment", "an example embodiment", etc., indicate that the 

embodiment(s) described may include a particular feature, structure, or characteristic, 

but every embodiment may not necessarily include the particular feature, structure, or 

characteristic. 	Moreover, such phrases are not necessarily referring to the same 

embodiment. 	Further, when a particular feature, structure, or characteristic is 

described in connection with an embodiment, it is understood that it is within the 

knowledge of one skilled in the art to effect such feature, structure, or characteristic in 

connection with other embodiments whether or not explicitly described. 

[0038] Figure 1 schematically depicts a lithographic apparatus LAP including a 

source collector module SO according to an embodiment of the invention. The 

apparatus comprises: an illumination system (illuminator) IL configured to condition 

a radiation beam B (e.g., EUV radiation); a support structure (e.g., a mask table) MT 

congjrurtod to Quipport A patterning dpviro (o g 	a mask or A rPtir1P) MA And 

connected to a first positioner PM configured to accurately position the patterning 

device; a substrate table (e.g., a wafer table) WT constructed to hold a substrate (e.g., 

a resist-coated wafer) W and connected to a second positioner PW configured to 

accurately position the substrate; and a projection system (e.g., a reflective projection 

system) PS configured to project a pattern imparted to the radiation beam B by 

patterning device MA onto a target portion C (e.g., comprising one or more dies) of 

the substrate W. 

[0039] The illumination system may include various types of optical components, 

such as refractive, reflective, magnetic, electromagnetic, electrostatic or other types of 

optical components, or any combination thereof, for directing, shaping, or controlling 

radiation. 

[0040] The support structure MT holds the patterning device MA in a manner that 

rlopontic nn the orientation of the pattorning rloviro, the rlocigp of the lithographic 

apparatus, and other conditions, such as for example whether or not the patterning 

device is held in a vacuum environment. The support structure can use mechanical, 

vacuum, electrostatic or other clamping techniques to hold the patterning device. The 

support structure may be a frame or a table, for example, which may be fixed or 

movable as required. The support structure may ensure that the patterning device is at 

a desired position, for example with respect to the projection system. 
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[0041] The term "patterning device" should be broadly interpreted as referring to any 

device that can be used to impart a radiation beam with a pattern in its cross-section 

such as to create a pattern in a target portion of the substrate. The pattern imparted to 

the radiation beam may correspond to a particular functional layer in a device being 

created in the target portion, such as an integrated circuit. 

[0042] The patterning device may be transmissive or reflective. 	Examples of 

patterning devices include masks, programmable mirror arrays, and programmable 

LCD panels. Masks are well known in lithography, and include mask types such as 

binary, alternating phase-shift, and attenuated phase-shift, as well as various hybrid 

mask types. An example of a programmable mirror array employs a matrix 

arrangement of small mirrors, each of which can be individually tilted so as to reflect 

an incoming radiation beam in different directions. The tilted mirrors impart a pattern 

in a radiation beam that is reflected by the mirror matrix. 

1-004111 The prniprtion gyos.m like the  illumination gygtc.m may inc.-Imp vArioug typpg 

of optical components, such as refractive, reflective, magnetic, electromagnetic, 

electrostatic or other types of optical components, or any combination thereof, as 

appropriate for the exposure radiation being used, or for other factors such as the use 

of a vacuum. It may be desired to use a vacuum for EUV radiation since gases may 

absorb too much radiation. A vacuum environment may therefore be provided to the 

whole beam path with the aid of a vacuum wall and vacuum pumps. 

[0044] As here depicted, the apparatus is of a reflective type (e.g., employing a 

reflective mask). 

[0045] The lithographic apparatus may be of a type having two (dual stage) or more 

substrate tables (and/or two or more mask tables). In such "multiple stage" machines 

the additional tables may be used in parallel, or preparatory steps may be carried out 

on one or more tables while one or more other tables are being used for exposure. 

1-004161 12oforrino to Fi num 1 	the illuminator TT 	rproivoc an old-romp ultra vinlot 

radiation beam from the source collector module SO. Methods to produce EUV light 

include, but are not necessarily limited to, converting a material into a plasma state 

that has at least one element, e.g., xenon, lithium or tin, with one or more emission 

lines in the EUV range. In one such method, often termed laser produced plasma 

("LPP") the required plasma can be produced by irradiating a fuel, such as a droplet, 

stream or cluster of material having the required line-emitting element, with a laser 

beam. The source collector module SO may be part of an EUV radiation system 
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including a laser, not shown in Figure 1, for providing the laser beam and exciting the 

fuel. The resulting plasma emits output radiation, e.g., EUV radiation, which is 

collected using a radiation collector, disposed in the source collector module. The 

laser and the source collector module may be separate entities, for example when a 

CO2 laser is used to provide the laser beam for fuel excitation. 

[0047] In such cases, the laser is not considered to form part of the lithographic 

apparatus and the radiation beam is passed from the laser to the source collector 

module with the aid of a beam delivery system comprising, for example, suitable 

directing mirrors and/or a beam expander. In other cases the source may be an integral 

part of the source collector module, for example when the source is a discharge 

produced plasma EUV generator, often termed as a DPP source. 

[0048] The illuminator IL may comprise an adjuster for adjusting the angular 

intensity distribution of the radiation beam. Generally, at least the outer and/or inner 

radial extent (cr\mmr\nly referred tr,  as f,-r\uter and ",-inner 	respectively) ref  the 

intensity distribution in a pupil plane of the illuminator can be adjusted. In addition, 

the illuminator IL may comprise various other components, such as facetted field and 

pupil mirror devices. The illuminator may be used to condition the radiation beam, to 

have a desired uniformity and intensity distribution in its cross-section. 

[0049] The radiation beam B is incident on the patterning device (e.g., mask) MA, 

which is held on the support structure (e.g., mask table) MT, and is patterned by the 

patterning device. After being reflected from the patterning device (e.g., mask) MA, 

the radiation beam B passes through the projection system PS, which focuses the 

beam onto a target portion C of the substrate W. With the aid of the second positioner 

PW and position sensor PS2 (e.g., an interferometric device, linear encoder or 

capacitive sensor), the substrate table WT can be moved accurately, e.g., so as to 

position different target portions C in the path of the radiation beam B. Similarly, the 

first positioner .PIVI and another position sensor PS1 can be used to accurately position 

the patterning device (e.g., mask) MA with respect to the path of the radiation beam 

B. 	Patterning device (e.g., mask) MA and substrate W may be aligned using mask 

alignment marks Ml, M2 and substrate alignment marks P1, P2. 

[0050] The depicted apparatus could be used in at least one of the following modes: 

[0051] 1. 	In step mode, the support structure (e.g., mask table) MT and the 

substrate table WT are kept essentially stationary, while an entire pattern imparted to 
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the radiation beam is projected onto a target portion C at one time (i.e., a single static 

exposure). The substrate table WT is then shifted in the X and/or Y direction so that a 

different target portion C can be exposed. 

[0052] 2. In scan mode, the support structure (e.g., mask table) MT and the 

substrate table WT are scanned synchronously while a pattern imparted to the 

radiation beam is projected onto a target portion C (i.e., a single dynamic exposure). 

The velocity and direction of the substrate table WT relative to the support structure 

(e.g., mask table) MT may be determined by the (de-)magnification and image 

reversal characteristics of the projection system PS. 

[0053] 3. In another mode, the support structure (e.g., mask table) MT is kept 

essentially stationary holding a programmable patterning device, and the substrate 

table WT is moved or scanned while a pattern imparted to the radiation beam is 

projected onto a target portion C. In this mode, generally a pulsed radiation source is 

Pifiploycql Arid the progrAmmAKIP  patterning  &wire. is updated ac required after PArh 

movement of the substrate table WT or in between successive radiation pulses during 

a scan. This mode of operation can be readily applied to maskless lithography that 

utilizes programmable patterning device, such as a programmable mirror array of a 

type as referred to above. 

[0054] Combinations and/or variations on the above described modes of use or 

entirely different modes of use may also be employed. 

[0055] Figure 2 shows the lithographic apparatus LAP in more detail, including the 

source collector module SO, the illumination system IL, and the projection system PS. 

The source collector module SO is constructed and arranged such that a vacuum 

environment can be maintained in an enclosing structure 2 of the source collector 

module. 

[0056] A laser 4 is arranged to deposit laser energy via a laser beam 6 into a fuel, 

gurh ac XPrinil (XP), tin N-I) or lithium IT i)  that is provirlorl from A fief cupply k 	Tin 

(most likely in the form of droplets) is currently thought to be the most promising and 

thus likely choice of fuel for EUV radiation sources. The deposition of laser energy 

into the fuel creates a highly ionized plasma 10 at a plasma formation location 12 that 

has electron temperatures of several tens of electronvolts (eV). 	The energetic 

radiation generated during de-excitation and recombination of these ions is emitted 

from the plasma 10, collected and focussed by a near normal incidence radiation 

collector 14. 	A laser 4 and a fuel supply 8 (and/or a collector 14) may together be 
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considered to comprise a radiation source, specifically an EUV radiation source. The 

EUV radiation source may be referred to as a laser produced plasma (LPP) radiation 

source. 

[0057] A second laser (not shown) may be provided, the second laser being 

configured to preheat the fuel before the laser beam 6 is incident upon it. 	An LPP 

source that uses this approach may be referred to as a dual laser pulsing (DLP) source. 

[0058] Although not shown, the fuel supply will comprise, or be in connection with, a 

nozzle configured to direct a stream of fuel droplets along a trajectory towards the 

plasma formation location 12. 

[0059] Radiation B that is reflected by the radiation collector 14 is focused at a virtual 

source point 16. 	The virtual source point 16 is commonly referred to as the 

intermediate focus, and the source collector module SO is arranged such that the 

intermediate focus 16 is located at or near to an opening 18 in the enclosing structure 

9 	The virtual cnurro point 1 S is an imago nf the radiation omitting  placma 111 

[0060] Subsequently, the radiation B traverses the illumination system IL, which may 

include a facetted field mirror device 20 and a facetted pupil mirror device 22 

arranged to provide a desired angular distribution of the radiation beam B at the 

patterning device MA, as well as a desired uniformity of radiation intensity at the 

patterning device MA. 	Upon reflection of the beam of radiation at the patterning 

device MA, held by the support structure MT, a patterned beam 24 is formed and the 

patterned beam 24 is imaged by the projection system PS via reflective elements 26, 

28 onto a substrate w held by the wafer stage or substrate table WT. 

[0061] More elements than shown may generally be present in the illumination 

system IL and projection system PS. Furthermore, there may be more mirrors present 

than those shown in the figures, for example there may be 1- 6 additional reflective 

elements present in the projection system PS than shown in Figure 2. 

EOM 71 Figure 'I cohomatirallv rlonirtc a nart nf the file] cunnlv ac chnum in and 

described with reference to Figure 2. 	The part of the fuel supply is shown as 

comprising a conduit 30 that includes and leads to a nozzle 32 configured to direct a 

stream of droplets of fuel 34 along a trajectory towards a plasma formation location 

(not shown). 

[0063] Stability and/or clogging (i.e., at least partial blocking) of the nozzle 32 are 

issues that may arise during use of the nozzle 32, as they do for any ink-jet printing 

application. 	Clogs will be formed by contamination in the fuel. Clogging of the 



11 

nozzle 32 may impose a lifetime limit on the nozzle and thus the droplet generator (or 

at least a time limit at which limit maintenance/cleaning is required) and may 

therefore limit the availability of the radiation source or the lithographic apparatus as 

a whole. 

[0064] It is most likely that the nozzle 32 of the droplet generator will have the 

smallest, or one of the smallest, diameters as compared to other conduits and the like 

of a fuel flow system forming part of the droplet generator (except, perhaps, for filters 

present in that system). Since the nozzle 32 will have one of the smallest diameters, it 

is likely that clogging in the fuel flow system will occur near or at the nozzle 32, and 

likely within the nozzle 32 that is a restriction in the flow system. 	It is likely that 

clogs or the like larger than the nozzle diameter will be filtered out in some way 

further upstream in the fuel flow system. 	However, clogs smaller than the nozzle 

diameter and within the nozzle might result in a change in the effective geometry of 

the nozzlr. 

[0065] A change in effective geometry may result in a change in the parameters of the 

generated stream of droplets, for instance the droplet shape or size, or most likely a 

direction of trajectory of the stream of droplets. 	In many applications, such 

parameters will need to meet stringent requirements. In an EUV radiation source in 

particular, the requirements of the droplet generator will be extremely stringent in 

terms of the trajectory of the droplet stream. 	For instance, at a plasma formation 

location, the location of a droplet may need to be accurate to within a few microns, 

but at the same time the nozzle 32 itself may need to be located relatively far away 

from the plasma formation location, for instance by a distance of a few tens of 

centimetres or so. This results in a direction stability requirement of the trajectory of 

the stream of droplets of perhaps less than 10 microradians. The overall result is that 

even very small particulate contamination deposited on an internal surface of the 

nozzle ran  rhAngr  the  rffrrtivr geometry of the 11°7710  to  glich An extent to rrigurr 

that the direction stability requirement is not met. This might, in turn have a 

detrimental affect on the operation of the radiation source and thus the lithographic 

apparatus as a whole, for example in terms of the generation of radiation. 

[0066] Figure 4 schematically depicts the same conduit 30, nozzle 32 and droplet 

stream 34 as shown in and described with reference to Figure 3. However, in Figure 4 

contamination in the form of particles 40 has become deposited on an internal surface 

of the nozzle 32. Such deposition has resulted in a change in the effective geometry 



12 

of the nozzle 32 (as described above), which has resulted, in turn, in a change in 

trajectory of the stream of droplets 34. 

[0067] The particles 40 are one example of contamination. The contamination could 

be particulate in form, or be anything else that might be present within the fuel used to 

form the droplet stream 34 (e.g., flakes, agglomerations, solutions, or the like). 	The 

contamination could arise from oxidisation of the fuel. For example, if the fuel is tin, 

the contamination may be tin oxide particles or the like. 	Alternatively and/or 

additionally, the contamination could be particles or the like of materials from 

apparatus used upstream within the fuel flow system. 

[0068] It is an object of the present invention to prevent the nozzle from being 

clogged with contamination, thus resulting in a change of effective geometry of the 

nozzle. 	One proposed solution would be to use fine or finer filters in the fuel flow 

system to prevent contamination with an average diameter smaller than the nozzle 

(lin mPtc.r (i 	the (Toni  ng  of the,  nn771p) from rpaphing the ney7710 	Howe.vor thic 

may then result in a blockage of the fuel flow system as a whole (i.e., at that filter), 

which could again result in the need to regularly maintain or repair the droplet 

generator, 	causing 	significant 	downtime 	of 	the 	radiation 	source 	and/or 	the 

lithographic apparatus as a whole. 	The present invention provides an alternative 

approach to the problems identified above, which does not result in increasing the 

chances of blockages being formed within the fuel flow system (which includes the 

nozzle). 

[0069] According to an aspect of the present invention, there is provided a radiation 

source comprising a nozzle to direct a stream of fuel droplets along a trajectory 

towards a plasma formation location. 	The radiation source also comprises, or is at 

least in connection with (in use), a laser configured to direct laser radiation at the fuel 

droplets at the plasma formation location to generate, in use, a radiation generating 

nlacma 	all ac rIperrihcal allow, 	The invention is rlictinouichcal from pirictino radiation 

sources and/or nozzles in that the nozzle has an internal surface that is deliberately 

configured to prevent contamination present in fuel used to form the fuel droplets 

from being deposited on that internal surface. In one example, this may be achieved 

by ensuring that the internal surface is non-stick with respect to the contamination, 

and/or ensuring that the internal surface is smooth enough to prevent such deposition. 

An advantage of this approach is that further blockages are not encouraged or likely. 

Instead, the contamination is flushed out of the fuel flow system, and in particular 
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from the nozzle, thus preventing blockages, and thus preventing changes in the 

effective geometry of the nozzle. It is conceded that the contamination may end up in 

one or more of the fuel droplets directed from the nozzle. However, this is preferable 

to the nozzle becoming clogged with contamination, with the otherwise resulting 

effect of a potential change in the trajectory of the stream of fuel droplets, and/or a 

change in other properties of the fuel droplets, for example their size or shape, or the 

frequency of their generation. 

[0070] Embodiments of the present invention will now be described, by way of 

example only, with reference to Figures 5 and 6. The Figures have not been drawn to 

any particular scale. 	The same features are given the same reference numerals for 

clarity and consistency. 

[0071] Figure 5 schematically depicts a conduit 50 that includes and leads to a nozzle 

52 in accordance with an embodiment of the present invention. In this embodiment, 

An internal  glen ri- of the  no77to  57  (And, indoor] 	conduit 	(-)) is  provided with A 

coating 54. 	The coating 54 is configured to prevent contamination present in fuel 

used to form the fuel droplets 34 from being deposited on the coating 54. 	For 

instance, the coating 54 may provide a smoother surface for the contamination than 

the material on which the coating 54 has been applied (e.g., the body material of the 

nozzle 52). 	Alternatively, the coating 54 may provide a less sticky surface for the 

contamination than material on which the coating 54 is applied. For instance, the fuel 

may be tin and the nozzle 52 formed substantially from quartz. 	The quartz surface 

can be made smoother or less sticky (to, for example, tin oxide particles at least) by 

applying such a coating 54. 

[0072] The coating 54 needs to be provided uniformly and evenly, to provide a 

uniform and even surface. 	The coating should also be capable of withstanding an 

operating temperature of the fuel and/or nozzle (or fluid flow system in general) so 

that the roAting doog not dogrAdo or rApidly dogrAdo during ii QP 	For ingtAnoo if tin is 

the fuel that is used, the coating should be able to withstand a temperature of greater 

than 232°C (i.e., the melting point of tin). 

[0073] The coating 54 could be or comprise one of a number of different materials, 

for example: a fluoride (CaF2, BaF2); a nitride; DLC (diamond-like carbon); Teflon 

(i.e., PTFE — polytetrafluoroethylene); or a material derived from a sol-gel coating 

process (e.g., a silicon or silica based coating, such as for example SiO2:CH3). 
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[0074] In some instances, any one or more of the abovementioned materials may be 

usable as the coating 54. However, diamond-like carbon may not always be suitable, 

depending on the aspect ratio of the nozzle, which may prevent readily applicable 

deposition of the diamond-like carbon coating (e.g., using gas phase deposition). 

Nitrides may be too rough, and may not adequately prevent the build up of 

contamination in the nozzle. Fluorides may not be suitable due to the fact that it may 

be too difficult to apply fluorides as a coating. 	In contrast, PTFE and a material 

derived from a sol-gel coating process (e.g., a silicon or silica based coating, such as 

for example Si02:CH3) has been found to be particularly suitable, satisfying all the 

requirements defined above. 

[0075] The coating 54 may be provided in a wet coating process that may more 

readily facilitate the provision of the coating 54, and in particular the more uniform 

coating, of the internal surface of the nozzle 52. 	The coating 54 may be provided 

using A Q01-gP1 ("Atli-1g prorPss, nr  using A ("Atli-1g providm in liquid suspi-nsion. 

Once the internal surface of the nozzle has been coated, a curing process may be 

undertaken to provide the final, solid coating (e.g., to evaporate any water content 

and/or to sinter particles onto the internal surface). 

[0076] In use, contamination such as tin oxide particles does not and cannot deposit 

on an internal surface of the nozzle 52 due to the presence of the coating 54. Thus in 

accordance with the embodiment of the present invention, the contamination is 

flushed out of the conduit 50 through the nozzle 52 and does not alter the effective 

geometry of the nozzle 52. 

[0077] The wet coating process will usually involve passing a wet coating through the 

nozzle in order to coat that nozzle, and this may involve passing that wet coating 

through a conduit leading to and ending with that nozzle, and/or other parts of a fuel 

flow system that ends with the nozzle. The conduit, nozzle or fuel flow system in 

oonoral may rnmnrico (win nr mom filters thrnuoh xxihirh the xxiot rnatino might nee(] 

to pass. A wet coating process might be preferred in comparison with, for example, a 

gas coating process. For example, a gas might be more likely to be depleted of its 

active (i.e., coating) component before it reaches the nozzle, especially if the gas 

flows through a filter. Also, a velocity distribution in the nozzle (or conduit, or fluid 

flow system in general) for a wet coating will be substantially the same as that for the 

fuel itself (the fuel being a liquid), making the behaviour (and the like) and the like of 

the wet coating easier to predict and thus easier to apply in a predictable consistent 
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manner. A gas, however, would not behave in the same way since it is a compressible 

medium, and thus the use of a gas might give rise to certain pressure induced effects 

that could be hard to predict and take into account, which could lead to coating 

difficulties (e.g., non-uniformities in thickness or the like). 

[0078] In accordance with another embodiment of the present invention, the 

abovementioned advantages may be realised by forming the nozzle from a body of 

material (as opposed to a coating) that is configured to prevent contamination present 

in the fuel used to form the fuel droplets from being deposited on that internal surface. 

Figure 6 shows a conduit 60 and nozzle 62 formed from such a material. Again, the 

material is chosen such that it is smoother or less sticky for contamination contained 

within the fuel than material used in previously proposed or existing nozzles. 	The 

material is deliberately chosen to achieve this. For instance, proposed nozzles have 

been described as comprising or being formed from quartz. Contamination (e.g., tin 

oxicIP At least' is known to cinpogil readily nn an internal carfare of A n07710 formed 

from quartz. Forming a nozzle from a smoother or less sticky material overcomes this 

problem. For instance, the nozzle may be formed from one of a number of materials, 

for example diamond, or a glass, or a metal (e.g., molybdenum, tungsten), or a 

ceramic. 	Such materials also satisfy the abovementioned requirements already 

described in relation to the coating, and in particular are capable of withstanding a 

temperature of greater than 232°C. 

[0079] Any problems of applying a coating to the surface are no longer present in this 

embodiment, since the nozzle itself is formed from the body of such material. 	The 

only requirement is that the material used to form the nozzle is able to support a 

conduit extending through the material, through which the fuel may flow. To achieve 

this, a casing or scaffold may be provided around the nozzle to promote or maintain 

structural integrity. 

FOORO1 Althnuoh the ahnvomontionorl omhorlimont hag been docrrihorl in relation to a 

radiation source, the use of a nozzle as described above may be particularly useful in 

other applications where nozzles for use in liquid droplet generators are required, for 

example in the field of ink-jet printing or the like. 

[0081] It will be appreciated that, in all embodiments, the smooth or non-stick 

materials that are required to form the coating, or to form the nozzle, may vary 

depending on the particularly prevalent type of contamination that is present, in use, 

in liquid that flows through the nozzle. 	The exact requirements may depend on a 
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number of different properties, for example contact angles, surface interactions and 

forces and the like. 	However, the skilled person will appreciate that appropriate 

materials may be chosen for appropriate applications, as and when required. 

[0082] Although specific reference may be made in this text to the use of lithographic 

apparatus in the manufacture of ICs, it should be understood that the lithographic 

apparatus described herein may have other applications, such as the manufacture of 

integrated optical systems, guidance and detection patterns for magnetic domain 

memories, flat-panel displays, liquid-crystal displays (LCDs), thin-film magnetic 

heads, etc. The skilled artisan will appreciate that, in the context of such alternative 

applications, any use of the terms "wafer" or "die" herein may be considered as 

synonymous with the more general terms "substrate" or "target portion", respectively. 

The substrate referred to herein may be processed, before or after exposure, in for 

example a track (a tool that typically applies a layer of resist to a substrate and 

dovolopg the  PxpogPc1 rPgigt) 	A metrology tnnl And/or  an  ingpPrtioil  tnnl 	Where 

applicable, the disclosure herein may be applied to such and other substrate 

processing tools. Further, the substrate may be processed more than once, for example 

in order to create a multi-layer IC, so that the term substrate used herein may also 

refer to a substrate that already contains multiple processed layers. 

[0083] The term "lens", where the context allows, may refer to any one or 

combination of various types of optical components, including refractive, reflective, 

magnetic, electromagnetic and electrostatic optical components. 

[0084] Vv"nile specific embodiments of the invention have been described above, it 

will be appreciated that the invention may be practiced otherwise than as described. 

The descriptions above are intended to be illustrative, not limiting. 	Thus it will be 

apparent to one skilled in the art that modifications may be made to the invention as 

described without departing from the scope of the claims that follow. 
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CLAIMS:  

1. A radiation source comprising: 

a nozzle configured to direct a stream of fuel droplets along a trajectory towards a 

plasma formation location; and 

a laser configured to direct laser radiation at the fuel droplets at the plasma formation 

location to generate, in use, a radiation generating plasma, 

wherein the nozzle has an internal surface that is configured to prevent contamination 

present in fuel used to form the fuel droplets from being deposited on that internal surface, 

the internal surface comprising a coating and wherein the coating comprises 

polytetrafluoroethylene, or a material derived from a sol-gel coating process. 

2. The radiation source of claim 1, wherein the coating provides a smoother or 

less sticky surface for the contamination than material on which the coating is applied. 

3. The radiation source of claim 1, wherein the coating is capable of 

withstanding a temperature of greater than 232° C. 

4. The radiation source of claim 1, wherein the internal surface is a surface of a 

body of material used to form the nozzle. 

5. The radiation source of claim 4, wherein the body of material comprises 

diamond, or a glass, or a metal, or a ceramic. 

6. The radiation source of claim 1, wherein the fuel comprises tin, and/or 

wherein the contamination comprises tin oxide particles. 

7. A lithographic apparatus, comprising: 

a radiation source comprising: 

a nozzle configured to direct a stream of fuel droplets along a trajectory towards a 

plasma formation location; and 

a laser configured to direct laser radiation at the fuel droplets at the plasma formation 

location to generate, in use, a radiation generating plasma, 
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wherein the nozzle has an internal surface that is configured to prevent contamination 

present in fuel used to form the fuel droplets from being deposited on that internal surface, 

the internal surface comprising a coating and wherein the coating comprises 

polytetrafluoroethylene, or a material derived from a sol-gel coating process; 

an illumination system configured to provide the radiation beam; 

a patterning device configured to impart the radiation beam with a pattern in its cross-

section; 

a substrate holder configured to hold a substrate; and 

a projection system configured to project the patterned radiation beam onto a target 

portion of the substrate. 

8. A nozzle for use in a liquid droplet generator of a radiation source, wherein 

the nozzle has an internal surface that is configured to prevent contamination present in 

liquid used to form the liquid droplets from being deposited on that internal surface, the 

internal surface comprising a coating and wherein the coating comprises 

polytetrafluoroethylene, or a material derived from a sol-gel coating process. 

9. A method of forming a nozzle for use in a liquid droplet generator of a 

radiation source, the method comprising: 

forming a nozzle from a body of material; and 

providing the nozzle with an internal surface configured to prevent contamination 

present in liquid used to form the liquid droplets from being deposited on that internal surface 

and wherein a wet coating process is used to provide the internal surface in the form of a 

coating. 

10. The method of claim 9, wherein the coating is provided using a sol-gel coating 

process, or using a coating in fluid suspension. 

11. The method of claim 10, wherein a liquid used in the wet coating process is 

cured after being applied. 

12. The method of claim 9, wherein the internal surface is provided by forming a 

conduit through the body of material used to form the nozzle. 


