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TITLE OF THE INVENTION 

MAGNETIC TRANSFER METHOD 

BACKGROUND OF THE INVENTION 

The present invention re1ates to a magnetic transfer 

method for transferring a recorded information to a 

magnetic recording medium used in a magnetic recording and 

reproducing system of large capacity and high recording 

density. In particular, the invention relates to a 

magnetic transfer method used in the recording of servo 

signal., address signal and other normal signal such as 

video signal, audio signal, data signal, etc. to a magnetic 

recording medium of large capacity and high recording 

density. 

With rapid progress in the utilization of digital 

image, the amount of information to be handled in devices 

such as personal computer is now extensively increased. 

With the increase of the amount of information to be 

handled, there are now strong demands on a.magnetic 

recording medium, which has l.arge capacity for information 

recording and can be produced at J.ow cost, and which 

requires shorter time for recording and reading. 

In a high-density ~ecording medium such as hard disk 

or J.arge-c~pacity removable type maqnetic recording medium 

such as ZIP (Iomega Inc.), information recording area has 

narrower tracks compared with floppy disk. In order that a 

magnetic head scans over tracks with narrow width and 

signals are recorded and reproduced at high S/N ratio, it 
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is necessary to perform. accurate scanning using tracking 

servo technique. 

In this respect, in a large-capacity magnetic 

recoz::ding medium such as hard disk, removable type magnetic 

recording medium, etc., there are provided areas where 

servo signal for tracking, address information signal, 

reproduction cl.ock signal, etc. are recorded at a given 

angul.ar distance with respect to one turn of the disk. The 

magnetic head reproduces these signals at a given spacing 

and scans accurately over ~e tracks whil.e confirming and 

correcting the position of the head. These signals are 

recorded on the magnetic recording medium in advance when 

the magnetic recording medium is manufactured, and it is 

cal.l.ed "pre-form.at". 

Accurate positioning is required for the recording of 

servo signal for tracking, address information signal, 

reproduction clo~k signal, etc., and the pre-form.at 

recording is generally practiced by the magnetic head under 

strict position control using a special-purpose servo 

recording. system after the magnetic recording medium has 

been incorporated in the drive. 

However, in the pre-format recording of servo signal.s, 

address information signal, reproduction clock signal, etc. 

by the magnetic head, recording is performed under strict 

position control of the magnetic head using a special­

purpo.se servo recording system, and recording is perfo~ed 

one by one and track by track. Thus, long time is required 

for the pre-form.at recording. Also, with rapid increase of 
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magnetic recording density, the amount of signals to be 

recorded in the pre-format recording is increased, and this 

means that still more time is required. The cost required 

£or the pre-form.at recording process of signals such as 

servo signal in total manufacturing cost is increased in 

. the production of the magnetic recording medium, and there 

are now strong demands on the reduction of the cost in this 

process. 

On the other hand, a method has been proposed, in 

which the pre-£oJ:mat information is not recorded track by 

track, but it is transferred from the master carrier to the 

slave medium by magnetic transfer. For instance, such 

transfer technique is described in JP-63183623(A), JP-

10040544(A), (EP-0915456) and JP-10269566(A). 

According to the method described in JP-10040544(A) or 

JP-10269566(A), convex and concave portions to correspond 

to information signals are foz:med on the surface of the 

substrate used as the master carrier for magnetic transfer. 

Ferromagnetic thin film is formed at least on the surface 

of the convex portions. The surface of this master carrier 

is brought into con?ct with the surface 0£ a sheet-type or 

a disk-type magnetic recording medium where a coating layer 

containing ferromagnetic thin film or ferromagnetic power· 

is formed. · Or, AC bias magnetic field or DC magnetic field 

is applied, and the ferromagnetic material on the surface 

of convex portion is excited. As a result, magnetized 

pattern corresponding to convex and concave portion is 

recorded on the magnetic recording medium. 
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According to this method, the surf ace of convex 

portion of the master carrier for magnetic transfer is 

brought into c1ose contact with the magnetic recording 

medium to be pre-fol:lllat:ted, i.e. the s1ave medium, and the 

ferromagnetic materia1 in the convex portion is excited. 

Then, a given pre-fozmat infol:lllation is recorded on the 

s1ave medium. Sta~ic recording can be carried out without 

changing re1ative position of the master carrier for 

magnetic transfer and the sl.ave medium. Accurate pre­

format recording can be achieved, and the time required for 

the recording is very short. 

J:n the magnetic transfer method as described "above, 

the master carrier for magnetic transfer and the s1ave 

medium are brought into c1ose contact with each other in 

static state, and magnetic transfer is performed. 

Therefore,·damage occurs l.ess frequent1y on the master 

carrier for magnetic transfer and the sl.ave medium in the 

process of servo signal. recording, and high durabil.ity can 

be expected in this method. 

However, when the master carrier for magnetic transfer 

and the sl.ave medium are brought into contact with each 

other and magnetic f iel.d is appl.ied for magnetic transfer 

and this process is repeatedl.y carried out, signal. dropout 

may occur. Thus, the signal. recorded in the servo areas 

does not ful.fil.1 the function of the servo signal.. As a 

matter of fact, this cannot be used as a magnetic recording 

medium. 

After performing ana1ysis on signa1 dropout, it was 
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found that the signal. dropout is usually caused due to poor 

adhesion between the master carrier for magnetic transfer 

and the slave medium. 

It is an object of the present invention to provide a 

magnetic transfer method, by which it is possible to 

accurately transfer servo signal. to the s1ave medium 

without resulting in dropout of some of the signal in a 

process to form servo areas on the slave medium. This is 

an indispensable process in the magnetic transfer from the 

master carrier to the slave medium and in the use of the 

slave medium as a larqe-capacity magnetic recordinq medium. 

SUMMARY OF THE INVENTION 

The present invention provides a magnetic transfer 

method for transferring information by bringinq·a master 

carrier for magnetic transfer and a slave medium into close 

·contact with each other and by applying a magnetic field 

for magnetic transfer, said master carrier of magnetic 

transfer comprising servo areas to be transferred from the 

master carrier to the slave medium and data areas not to be 

transferred, both on the same plane. 

The present invention provides a magnetic transfer 

method as described ~ove, wherein averaqe surface 

roughness {Ra) of the data area of the master carrier for 

magnetic transfer is in the range of.0.1 5 nm. 

Also, the present invention provides a magnetic 

transfer method as described above, wherein there are 

provided grooves in the data areas. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. 1 represents drawings to explain a master carrier 

for magnetic transfer to be used in the magnetic transfer 

method of the present invention; 

Fig. 2 represents drawings to explain another example 

of-a master carrier for magnetic transfer to be used in the 

magnetic transfer method of the present invention; and 

Fig. 3 represents plan views to explain still ano~her 

example of the master carrier for·magnetic transfer to be 

used in the magnetic transfer method of the present 

invention. 

DESCRIPTION OF THE PREFERRED EMBODIMENT· 

The magnetic transfer method according to the present 

invention is used to prevent dropout of servo signal due to 

poor adhesion when a master carrier for magnetic transfer 

and a slave medium are brought intO close contact with each 

other and a servo signal is transferred from the master 

carrie~ for magnetic transfer to the slave medium by. 

applying magnetic·field for transfer. 

Description will be given below on the present 

invention referring to the drawings. 

Fig. 1 represents drawings to explain a master carrier 

for magnetic transfer to be used in the magnetic transfer 

method of the present invention. Fig. 1 (A) is a plan view, 

Fig. 1 (B) is a partial cross-sectional view, and Fig. 1 

(C) is a cross-sectional view to explain when the master 

carrier for magnetic transfer and the slave medium are 
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brought into c1ose contact with each other. 

In servo areas 2, servo signa1s of a master carrier 

for magnetic transfer 1 are distributed regu1ar1y on the 

surface of a magnetic recording medium. In genera1, the 

servo areas occupy less than 10% of total area of the 

magnetic recording medium. When a signal is transferred to 

foJ:DL servo areas on the master carrier for magnetic 

transfer, if the servo area of t;:he_master carrier for 

magnetic transfer is brought into.close contact with the 

surface of the slave medium, there is no need to closely 

fit the data area to the slave medium. 

Therefore, the data ~rea may be formed in any of 

concave or convex shape. A data area 3 of the master 

carrier for magnetic transfer occupies 90% or more of the 

area of the master·carrier for magnetic transfer. 

Accordingly, it is designed in such Dianner that the data 

area is brought into contact with the surface of the slave 

medium during magnetic transfer of the servo signal, and 

when the master carrier for magnetic transfer and the slave 

medi"um are closely put together, the generated force is 

dispersed. As a resul. t, durability of the magnetic 1ayer 

in the servo area of the master carrier for magnetic 

transfer is improved. 

However, by designing the data in convex form and by 

arranging this on the same p1ane as the servo area, it is 

possible to improve durability of the servo area of the 

master carrier for magnetic transfer. On the other hand, 

signal dropout occurs in the servo signal, which has been 
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formed on the sl.ave medium after magnetic transfer, and 

probl.ems often arise in the ·qual.ity of the magnetic 

transfer. 

The present inventors have investigated the causes of 

these probl.ems. When data area on the master carrier for 

magnetic transfer is designed in convex shape and it is 

arranged on the same plane as the slave area, contact area 

of the master carrier with slave medium is increased. When 

the master carrier for magnetic transfer is tightl.y fitted 

to the slave medium and pressure is applied, air gaps are 

generated between the master carrier for magnetic transfer 

and the sl.ave medium. As a resul. t, adhesion or fi tn~ss 

between these two components is partial.l.y decreased, and 

thjs exerts influence on the adhesion of the servo signal. 

area. Thus, dropout of the transfer signal. may occur. 

Even in the area where air gap is not generated, adsorption 

force is increased because the master carrier and the slave 

medium are in contact with each other over a wide area. As 

a result, after the completion of magnetic transfer, it 

requires strong force to detach or peel off the slave 

medium from the master carrier for magnetic transfer. 

In this respect, it is necessary to ensure smooth 

inflow and outflow of the air over the wide contact area 

between the master carrier and the sl.ave medium. Fig. 1 

(B) shows ~ partial. cross-section of the master carrier for 

magnetic transfer. Rough surface portions 4 with s~rface 

roughness are provided on the surface of a data area 3. 

When the master carrier 1 is brought into close contact 
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with the sl.ave mediUlll 5 as shown in Fig. 1 (C), adhesion or 

fitness is not decreased on the slave area, and no air gap 

is generated between the two components, and this makes 

much easier to peel. off one from the otb~r. 

When surface roughness of the data area on the master 

carrier for magnetic transfer is set to average surface 

roughness (Ra) in the range of 0.2 - 5 nm, adsorption force 

between the two components can be decreased. When Ra is 

les_s than 0. 2 nm, adsorption force is increased, and the 

slave medium cannot be easily detached. When it is 5 nm or 

more, distance between the master carrier and the slave 

medium is too wide, and this may lead to poor transfer 

quality of servo signal. 

Fig. 2 shows another exampl.e of the master carrier for 

magnetic transfer used in the magnetic transfer metho~ of 

the present invention. Fig. 2 (A) is a plan view, and Fig. 

2 (B) is a partial. cross-sectiona~ view. 

In the master carrier 1 shown in Fig. 2, the data area 

3 is designed to be on the same pl.ane as the servo area 2. 

Surf ace roughness of the data area is set to a 

predetermined value, and radial grooves 6 are provided on 

the data area 3. By the foxmation of these grooves, the. 

problem of air gap can be extensively improved. The depth 

of the groove is-preferably in the range of 50 - 800 nm. 

The width of the groove is preferably in the range of 10 

100 pm. 

Fig. 3 represents pl.an views of sti11 another exampl.e 

of the master carrier for magnetic transfer used in the 
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magnetic transfer method of the present invention. 

As shown in Fig. 3 (A), servo areas 2 with recorded 

servo signals arranged on the master carrier 1 are formed 

on the same plane as data area 3, and surface roughness of 

the data area is set to a predetexmined value. Then, 

concentric grooves 7 are formed on data signal areas of ·the 

master carrier for magnetic transfer. This makes it 

possible to prevent formation of air gaps because air is 

discharged when the master carrier and the slave medium are 

brought into close contact with each other in the data· 

signal. area, which occupies more than 90% of the area of 

the master carrier for magnetic transfer~ 

Further, as shown in Fig. 3 (B), connecting grooves 

for connecting the concentric grooves are provided in 

addition to the concentric grooves 7, and this ensures more 

perfect discharge of the air when the two components are 

brought into contact. 

To form the master carrier for magnetic transfer of 

the present invention, various methods can be used: photo­

fabrication method to perform photo-lithography on a 

substrate, and a method used for manufacture of a stamper 

to produce CD-ROM, i.e. a method to form a member for 

substrate by electrofoxming on a pattern produced by laser 

irradiation. 

When it is manufactured by photo-fabrication, a 

nonmagnetic material. such as silicon, quartz, glass, 

al.uminum., synthetic resin, etc. with a predetermined 

surface roughness is used as a substrate, and a magnetic 
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layer is formed on it. Surface roughness of the substrate 

can be adjusted by polishing with abrasive material, or by 

treatment using a chemical such as hydrofluoric acid. 

More concretely, ~ photoresist is coated on the 

substrate, and a resist pattern.to match the pattern formed 

by magnetic transfer is provided by pattern exposure or 

directly by marking-off. 

In case of the pattern exposure, the pattern is formed 

on the substrate by reactive etching, or by physical 

etching using argon plasma or the like, or by chemical 

etching using etching solution. 

Next, after forming a primer layer with a 

predetermined thickness by sputtering method, a magnetic 

material. is fonned as a magnetic layer. 

Then, the photoresist is removed by l.ift-off method. 

It may be designed in such manner that only convex magnetic 

layer to be in contact with the slave medium in the 

magnetic transfer may be formed by photo-fabrication. 

For "the formation of the magnetic layer, it is 

preferable to provide a nonmagnetic primer layer giving 

magnetic anisotropy as desired, and crystal. structure and 

lattice constant must be matched with those of the magnetic 

layer. 

As the nonmagnetic primer layer, ·Cr, CrTi, CoCr, CrTa, 

CrMo, NiA1, Ru, etc. may be used .. 

Fi1m thickness of the nonmagnetic primer layer is 

preferably in the range of 30 - 200 nm, or more preferably 

in the range of 50 - 150 nm. 
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The thickness of the magnetic layer is preferably in 

the range of 50. - 800 nm, or more preferably in the range 

of 100 - 500 nm. 

More concretely, the fol.lowing material may be used as 

the magnetic l.ayer.: Co, Co alloy (CoNi I CoNiZr I CoNbTaZr I 

etc.), Fe, Fe all.oy (FeCo, FeCoNi, FeNiMo, FeAlSi, FeAl., or 

. FeTaN) , Ni, and Ni alloy (NiFe) . Among these, it is 

preferable to use FeCo or FeCoNi. 

Also, it is preferable to provide a hard carbon 

protective film such as diamond-like carbon (DLC) on the 

magnetic layer, or a lubricant layer may be provided on the 

hard carbon protective film. 

As the protective film, it is preferabl.e that a 

diamond-like carbon film of 5 - 30 nm and a lubricant are 

present. 

The lubricant plays a role i~ preventing damage caused 

by friction when the master carrier and the slave medium 

are brought into close contact and the deviation caused 

during the contact process is to be compensated. 

The master carrier for magnetic transfer can be 

produced by· the method given below as in the case of the 

manufacture of a stamper for producing CD-ROM. 

On a circular substrate made of quartz, glass, etc. of 

·a predetermined surface roughness, photoresist is coated. 

On a photoresist layer processed by pre-baking, laser beam 

modulated to match the servo signal is irradiated while 

rotating the substrate. A pattern corresponding to the 

servo signal and extending in radial direction from the 
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center of rotation is formed by exposure on the photoresist 

over the entire surface of the disk. After development, 

baking prQcess is performed. 

When grooves are formed, laser beam is irradiated to 

the grooves as in the case of servo signals, and patterns 

of servo areas and grooves can be formed. 

On the substrate where the predetermined pattern has 

been formed, a thin silver-plated or nickel-plated layer is 

provided by chemical plating or sputtering metliod. Using 

the thin silver-plated or nickel-plated layer as one of the 

electrodes, nickel is provided on the thin silver-plated or 

nickel-plated layer by electroforming, and a metal disk is 

prepared, which has a pattern to be fo.rmed when the nickel 

layer is detached from the substrate. 

Next, on a metal disk having the pattern to match the 

signal, a magnetic layer is provided by vacuum deposition 

method. The magnetic layer may be formed by vacuum 

deposition method such as evaporation method, sputtering 

method, ion.plating method, etc. In particular, it is 

preferable to use the sputtering method. 

Next, a carbon film, e.g. diamond-like carbon, may be 

formed on the magnetic l.ayer by the method such as 

sputtering. 

Or, the metal disk formed by electroforming of nickel 

may be used as a casting mol.d, and electroforming of nickel 

may be performed. By this method, using the metal disk 

obtained in a single pattern forming process as a base mold, 

a multiple of master carriers for magnetic transfer can be 
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produced: 

As the slave medium to be used in the magnetic 

transfer method of the present invention, a magnetic 

recording medium for hard disk using a rigid base material, 

or a magnetic recording medimn for floppy disk· us~ng a 

flexible material as base material may be used. A coatinq 

type magnetic.recording medium with ferromagnetic metal 

particles dispersed in a binder, or a metal thin film type 

magnetic recording medium with ferromagnetic metal thin 

film foJ:med on the substrate may be used. 

More concretely, as the coating type magnetic 

recording medium, recording medium for Zip (:Iomega Inc.), 

i~e. Zip 100, Zip 250, or magnetic recording medium such as 

high-density floppy disk called HiFD may be used. 

As the magnetic material. to be used in the metai thin 

film magnetic recording medium, Co, Co alloy (CoPtCr, CoCr, 

CoPtCrTa, CoPtCrNbTa, CoCrB, CoNi, etc.), Fe, or Fe alloy 

(FeCo, FePt, FeCoNi) may be used. For the purpose of 

performing satisfactory transfer operation, it is 

preferable that the material. has high magnetic flux density 

and that it has magnetic anisotropy in the same direction 

as the magnetic layer of the master carrier for magnetic 

transfer, i.e. longitudinal direction in case of 

longitudinal recording, and normal direction in case of 

perpendicular recording. 

Al.so, it is preferable to provide a nonmagnetic primer 

layer to give magnetic anisotropy as required - under the 

magnetic layer, i.e. on a layer clo.ser to the substrate. 
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It is preferab1e that crystal structure and 1attice 

constant are well matched with those of the magnetic layer. 

In the following, de~cription will be given on 

examples and comparative examp1es to explain the.features 

of the present invention. 

(Example 1) 

On a 3.7 type disk made of synthetic quartz with 

surface roughness Ra of 0.2 nm, photoresist :was coated by 

spin coating, _and this was processed by pre-baking. The 

thickness of the photoresist after pre-baking was 200 nm. 

While this disk with photoresist was being rotated, laser 

beam modulated to correspond to servo signal was irradiated. 

Then, a pattern corresponding to the servo signal and 

extending in radial direction from the center of rotation 

was formed by exposure on a portion to match each frame on 

circumference on each track. This was developed using an 

al.kali developing solution. 

Each of the pattern thus formed was disposed in an 

area of 0 . 3 degree with spacing of 10 degrees . The 

patterns were formed in radial. shape with equal. spacing of 

5 µm in width from the center to the position of 20 - 40 

mm in radial direction. The spacing of the radial. lines 

was set to 0.5 µm at the innermost position of 20 mm in 

radial direction. Grooves each having width of 100 JLm 

were formed in the data area at a position of 20 mm in 

radial direction. 

After the surface of the photoresist was washed off, a 

nickel. layer of 300 JLm was formed by electroforming using 
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the silver-plated layer as el.ectrode. This was detached 

from the original disk, and a metal disk was prepared, and 

this was used as a substrate for the master carrier for 

magnetic transfer. 

On the metal disk, a layer comprising a soft-magnetic 

l.ayer and a FeCo l.ayer (atom ratio 50:50) was prepared by 

sputtering at 25°C. Sputtering pressure was set to 1. 5 x 

10-4 Pa (1. 08 mTorr) • El.ectric power was set to 2. 80 W/cm2
• 

Next, as the slave medil:am, a coating type magnetic 

recording medium (Fuji Photo Film Co., Ltd.) for Zip 250 

(Iomega Inc.) as commercial.l.y available was used. Coercive 

force Be of the sl.ave medium was 199 kA/m (2500 Oe) . 

Initial DC magnetization of the al.ave medi'Ulll was 

performed using an electromagnet system so that peak 

magnetic fiel.d intensity will be 398 kA/m (5000 Oe; two 

times of Be of the sl.ave medium) . Next, the slave medium 

processed by initial. DC magnetization and the master 

carrier £or magnetic transfer were brought into close 

contact with each other. Magnetic £ie.ld of 199 kA/m (2500 

Oe) was applied by the electromagnet system, and magnetic 

transfer was performed. 

The slave medium thus obtained was eval.uated by the 

evaluation method given below, and magnetic transfer 

information was evaluated. The results are shown ~n Table 

1. 

(Exampl.e 2) 

A master carrier for magnetic transfer was prepared by 

the same procedure as in Exampl.e 1 except that a base 
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material with surface roughness of 2.0 nm was used, and 

evaluation was performed by the same procedure as in 

Example 1. The results are shown in Table 1. 

(Example 3) 

A master carrier for magnetic transfer was prepared by 

the same procedure as in Exam.pie 1 except that a base 

material. with surface roughness of 4.6 nm was used, and 

evaluation was performed by the same procedure as in 

Exampl.e 1 . The results are shown in Tabl.e 1 . 

(Example 4) 

A master carrier for magnetic transfer was prepared by 

the same procedure as in Example 1 except that grooves were 

not provided, and evaluation was performed by the same 

procedure as in Exampl.e 1. The resul. ts are shown in Tabl.e 

1. 

(Exampl.e 5) 

A master carrier for m~gnetic transfer was prepared by 

the same procedure as in Examp1e 1 except that a base 

material. with surface roughness of 0.1 nm was used, and 

evaluation was performed by the same procedure as in 

Exampl.e 1. The resul. ts are shown in Tabl.e 1. 

(Comparative example 1) 

A master carrier for magnetic transfer wa$ prepared by 

the same procedure as in Exampl.e 1 except that a base 

material with surface roughness of 0.8 nm was used and the 

metal. disk prepared by the method described in Exampl.e 4 

was used as a casting mo1d and a nickel layer was formed by 

electroforming and this was used as the substrate for the 
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master carrier. This was evaluated by the same procedure 

as in Exampl.e 1. The results are shown in Table 1. 

(Comparative example 2) 

A master carrier for magnetic transfer was prepared by 

the same procedure as in Example 1 except that a base 

material with surface roughness of 7.6 nm was used and the 

metal disk prepared by the method described in Example 4 

was used as a casting mold and a nickel layer was fo.J:med by 

electrofo.J:ming and this was used as the substrate for the 

master carrier. This was evaluated by the same procedure 

as in Example 1. The results are shown in Table 1. 

(Evaluation methods) 

(1) Surface roughness Ra 

Using optical interference type surface roughness 

meter (HD2000; WYKO), an objective lens (X 50), and an 

intermediate lens ( X 0.5), measurement was made on a 

portion in size of 242 X 184 µ m. 

(2) Durability 

Contact pressure between the master carrier for 

magnetic transfer and the slave medium was set to 490 kPa 

(5 kg/cm.2 ). Contact and detachment were repeated by 1000 

times. Then, the surface of the master carrier for 

magnetic transfer was examined in 50 visual fields selected 

at random under differential interference type microscope 

with magnification of X 480. If the number of defects 

(cracks or worn portions) on the magnetic l.ayer was less 

than S in each of the above 50 visual fields, it was 

defined as "good". If there were 5 or more worn or cracked 

18 



portions, it was. defined as "no good". 

(3) Evaluation of air gaps 

A magnetic developing solution (Sigmarker Q; Sigma 

Hich«;mlica1) was diluted by 10 times, and this was dropped 

on the slave medium prepared for the evaluation of 

durability. After drying and developing, the change at the 

end of the ~agnetic transfer signal was evaluated. Servo 

areas were examined in 100 visual fields under differential 

interference type microscope with magnification of x 50. 

If there were two or more signal dropouts, it was defined 

as "no good". 

(4) Tensile force 

Tensile force required when the master carrier for 

magnetic transfer was detached from the sl.ave medium was 

measured. 

For· the measurement, a center core was attached on the 

slave medium. After magnetic transfer, the upper portion 

of the center core was lifted upward in vertical direction. 

The force required during this lifting was measured using a 

spring balance. If the tensile force is 4.75 N (480 gf), 

it was defined as "no good". 

(5) Signal quality 

Signal distortion of the transfer signal on the slave 

medium was determin~d by an electromagnetic transfer 

characteristics measuring system (SS-60; Kyodo Electronics). 

An inductive head with head gap of 0.23 µm and track width 

of 3.0 µm was used. Reproduced signal (TAA) was measured. 

If reproduction output was 0.85 mV, it was defined as 
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"good". 

Tabl.e 1 

Average Durability Air gaps Tensile Signal. 

Grooves surface (number of (number of force qual.ity 
roughness defects) air gaps) (N) (mV) 

(nm.) 

Example l Present 0.8 2 Good 0 Good 3.2 Good 0.92 Good 

Example 2 Present 2.0 4 Good 0 Good 2.8 Good 0.87 Good 

Example 3 Present 4.6 3 Good 0 Good 1.6 Good 0.88 Good 

Example 4 
Not 

0.8 4 Good 3 No Good 5.6 Good 0.87 Good Present 

Exampl.e 5 Present 0.1 4 Good 1 Good 
7.3 

0.87·Good No aood. 
Comparative Not 0.8 63 No good 0 Good 1.3 Good 0.89 Good examnl.e 1 Present 
Comparative Not 

7.6 62 No good 0 Good 0.6 Good. 
0.74 

exanmle 2 Present No qood 

By the magnetic transfer method using the master 

carrier for magnetic transfer of the present invention, 

stabl.e magnetic transfer can be performed on a disk medium 

such as bard disk, l.arge-capacity removabl.e disk, l.arge-

capacity fl.exibl.e medium, etc. within short time and with 

high productivity. No decrease in quality of recording 

such as signal dropout occurs in the pre-format recording 

of servo signal for tracking, address information signal., 

reproduction clock signal, etc. 

20 



WHAT IS CLAIMED IS: 

1. A magnetic transfer method for transferring 

information by bringing a master carrier for magnetic 

transfer and a slave medium into close contact with each 

other and by applying a magnetic field for magnetic 

transfer, said master carrier of magnetic transfer 

comprising servo areas to be transferred from the master 

carrier to the slave medium and data areas not to be 

transferred, both on the same plane. 

2. A magnetic transfer method according to· claim 1, 

wherein average surface roughness (Ra) of the data area of 

the master carrier for magnetic transfer is in the range of 

0.1 - 5 nm. 

3. A magnetic transfer method according to claim 1, 

wherein there are provided grooves in the data areas. 

4. A magnetic transfer method according to claim 2, 

wherein there are provided grooves in the data areas. 

5. A magnetic transfer method according to cl.aim 1, 

wherein said slave medium. is selected from hard disk, 

large-capacity removable medium or l.arge-capacity flexible 

medium. 
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