SI MULTANEQUS TUBULAR HANDLI NG SYSTEM ABSTRACT A system and net hod for
bui l ding and handling oilfield tubular stands while drilling operations are
simul taneously arid i ndependently occurring with one drilling deck, one

derrick, and SIREULAANEGYS FUBEN AR HANDIING S YSTENori zontal to
vertical armlifts and noves in the sane plane tubulars stored horizontally

on the catwal k and positions the tubulars vertically directly into a
preparation hole for assenbling and di sassenbling tubular stands while
online drilling operations areA$SiliRA€ously being conducted. A stand arm
lifts and |l owers the tubulars into and out of the adjustable preparation
hol e, and transports the tubulars for storage to an auxiliary tubul ar
racking station in the upper pan of the derrick. A bridge racker crane
noves tubul ar stands fromthe auxiliary tubular racking station to the top

dri wesyefenaftaf fetholl UbubAldisgeki Rgdiih@abllfeld thhgar 26hds while drilling operations
are simultaneously and independently occurring with one drilling deck, one derrick, and one
rotary system. An offline guided path horizontal to vertical arm lifts and moves in the same
plane tubulars stored horizontally on the catwalk and positions the tubulars vertically directly
into a preparation hole for assembling and disassembling tubular stands while online drilling
operations are simultaneously being conducted. A stand arm lifts and lowers the tubulars into and
out of the adjustable preparation hole, and transports the tubulars for storage to an auxiliary
tubular racking station in the upper pan of the derrick. A bridge racker crane moves tubular
stands from the auxiliary tubular racking station to the itop drive or another tubular racking

station.
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