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Self .. excitation ~tch P~wer 

~apply :Unit with Ov~reurre~t Pro~ectio~ 

Technical field 

This invention relates to a self-excitation type switch power supply 

un~t with a function of overcurrent protection . 

.. . ~ 

~. 

The self-excitation type switch power supply is a self-excited 

oscillator as to substance, which can be taken as a high-frequency 

heating means when output directly from .a self-excited oscillation coil 

and as a DC power supply unit when rectified and output from a rectifier. 

The self-excitation type switch power supply has the advantages of 

simple circuitry, small size and lost cos~ etc., but owing to lack of a 

simple and effective method for overcurrent protection, its stability and 

reliability are poor, which makes the self-excitation type switch power 

supply unable to become a reliable and practical power supply unit. 

Disclosure of the invention · 

The object of this invention is to provide a self-excitation type switch 

· power supply unit with overcurrent protection, ·which can simply and 

effectively overcome the def~cts of poor stability and reliability of the 

existing self-excitation type switch power supply. 

1 



.L;>t u.;:: · ~n ::;a-.1· 1;,: J..1 r . ..-AA.=---

• -.. 

The object of this invention is fulfilled like this. Fig. 1 is a block 

diagram of a general self-excitation type switch power supply unit, 

comprising: a power source 1, an amplifier 2, a self-excited oscillation 

coil 3 and a positive feedback coupling circuit 5. The self-excited 

oscillation coil 3 comprises a master oscillation coil La, a positive 

feedback coil Lb and an output coil _Le. Fig. 2 is a block diagram of the 

self-excitation type switch power supply unit to which this invention 

pertains, besides having the basic structure of fig. 1, it is characterized in 

that a current negative feedback impedance 4 which can provide a DC 

·path and contains a series resistance component is connected to the input 

and output commQn terminal A of the amplifier 2, the product of the 

impedance value of said current negative feedback impedance 4 and the 

. predetermined current value of the overcurrent protection point is close 

to the positive feedback voltage on the positive feedback coil Lb in the 

self-excited oscillation coil 3. For certain reasons, the increase in the 

current of the amplifier 2 exceeds the predetermined current value, the 

negative feedback voltage on the current negative feedback impedance 4 

increases accordingly until it is close to the positive feedback voltage on 

the positive feedback coil Lb, for deficiency in the amount of the positive 

feedback, the oscillation circuit has to stop oscillation to fulfill the object 

of overcurrent protection. 

This invention is only to add and connect the current negative 

feedback impedance to the input and output common·-terminal of the 

amplifier in the existing unit, the problem -of overcUITent protection is 

entirely solved on the basis of that the cost and complication of the unit 

are almost not increased. 
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. DescriJ?!!o~ of the fi~es 

The following are descriptions on the figures and further descriptions 

are made on the detailed structures and the operation condition of this 

invention by combination with the embodiments. 

Fig. 1 is a block diagram of a general self-excitation type switch 

power supply unit; 

··.::-· 

Fig. 2 is. a block diagram of a self-excitation type switch power 

supply unit of this invention; 
.. .. 

Fig. 3 is a circuitry schematic diagram of one embodiment of the self­

ex.citation type switch power supply unit of this invention; 

Fig. 4 is a circuitry schematic diagram of another embodiment of the 

self-excitation type switch power supply unit of this invention; 

Best mode for fultilli~g this inventi!?n 

Refer to fig. 3 ~ in which a switch power supply unit constituted 

according to this invention is shown, said unit comprises: a power source 

l, an amplifier 2, a self-excited oscillation coil 3, a current negative 

feedback impedance 4, a positive feedback coupling circuit 5, an 

oscillation-starting circuit 6 and a secondary rectification circuit 7. 

11 OV AC power supply is taken as a power source 1 after rectified 

and filtered. The amplifier 2 uses a pair of complementary amplifiers, 
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which are composed of two complementary amplifiers, of which the 

input and output common terminals are all added and connected with a 

current negative feedback impedance 4, then a whole bridge circuit is 

composed of the two complementary amplifiers. The oscillation coil 3 is 

composed of the master oscillation coil La. positive feedback coil Lb and 

output coil Le .. The positive feedback coupling circuit 5 uses capacitor 

coupling, and the positive feedback circuit is composed by that the 

positive feedback circuit Lb is connected to the bridge circuit excitation 

terminal B through the positive feedback coupling circuit S. The 

oscillation-starting circ~it 6 ls composed by that the AC power supply is 

connected to the bridge circuit excitati,~m tenninal B through a current­

limiting resistance. The output of the output coil Le is taken as the output 

of the DC power source after rectified by the secondary rectification 

circuit 7. 

The whole bridge amplifier has no DC biasing, under the condition 

that there is no oscillation-starting circuit, the bridge circuit itself cannot 

start oscillation. In order to make the bridge circuit start oscillation, it is 

connected to the excitation terminal B of the bridge circuit by the AC 

power supply through ·the current-limiting resistance of the oscillation­

starting circuit 6. In the function of the AC voltage, the voltage at point B 

changes, which makes the voltage at the two terminals of the master 

oscillation coil La changed accordingly in· the amplification function of 

the bridge circuit amplifier to cause the whole bridge circuit to start 

oscillation in the function of the positive feedback of the positive 

feedback coil Lb. After the oscillation starting of the bridge circuit, it is 

no longer affected by the AC power supply, but oscillates according to 

the natural frequency of the bridge circuit. 
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The capacitor of the positive feedback coupling circuit 5 performs the 

function of differentiation, thereby the waveform of the excitation 

current is improved, which is conducive to decreasing the switching 

waste of the amplifier so that the efficiency of the whole switch power 

supply is raised. 

For certain reasons, when the increase in the current of the amplifier 

2 exceeds the predetermined value, the positive feedback voltage of the 

positive feedback coil Lb is neutralized because of the negative feedback 

'function of the current negative fe~dback impedance 4 to make the 

amount of the positive feedback insufficient, then the oscillation is 

. stopped so as to fulfill the object of overcurrent protection. After the 

reason for malfunction is eliminated, the bridge circuit will restart 

oscillation in the function of the oscillation-starting circuit and the 

normal operation is resumed. 

After rectified by the secondary rectification circuit 7, the output of 

the output coil Le of the self-excited oscillation coil 3 can be taken as the 

output of the DC power source. 

Fig. 4 is another embodiment of this invention, in which a pair of the 

complementary amplifiers composed of the amplifiers with a P-channel 

field-effect transistor and a N-channel field-effect transistor are taken as 

a semibridge circuit, the other semibridge circuit is replaced with two 

series capacitors 8, its principle is identical with that of fig. 3 . 
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1. A self-excitation type switch p0wer supply unit with overcurrent 

proteCtion, comprising: a power source (1), an amplifier (2), a self­

excited oscillation coil (3) and a positive feedback coupling circuit (S), 

characterized in that a current negative feedback impedance (4) which 

can provide a DC path and contains a series resis~ce component is 

connected to the input and output common terminal of the amplifier (2)t 
... :-.-

the product of the impedance value of said current negati:ve feedback 

impedance ( 4) and the predeterminea. current value of the overcurrent 
. I 

protection point is close to the positive_ feedback voltage on the positive 

feedback coil Lb in the self-excited oscillation coil (3 ). 

2. The power supply unit according to claim 1, characterized in that: 

(1) Said power source ( 1) is an AC rectification power supply; 

(2) Said amplifier (2) is constituted of a pair of complementary 

amplifiers, which are composed of two complementary amplifiers, of · 

which the input and output common tenninals are all added and 

connected with said current negative feedback impedance ( 4 )~ then a 

whole bridge circuit is composed of said two complementary amplifiers, 

or constituted of the semibridge circuit, which is composed of two series 

capacitors (8) and a pair of said complementary amplifiers; 

(3) Said positive feedback coupling circuit (5) uses capacitor 

coupling, i.e., the positive feedback cir<?uit is composed by that the 

positive feedback circuit Lb in said self-excited oscillation coil (3) is 

connected to the bridge circuit excitation terminal {B) through the 

positive feedback coupling circuit (5); 
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(4) Said power supply unit also comprises an oscillation-starting 

circuit ( 6), said circuit is composed by that the AC power supply is 

connected to the bridge circuit excitation tenninal (B) through a current. 

limiting resistance. 
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