An inpk tank cartridge having ink-storing part ~for
supplied to a recording head which ejects ink in
mount abl e to and denopuntable froma recordi ng app
cartridge conprises a main body of a ecom2lai-her co i
I nk-storing part; an ink-absorbent held in the mai “ai ner
for storing the ink; an ink-supplying part for supplying the ink to the
recordi ng head; and an air conmmunication part to comunicate the interior
of the main body of the contalner with the air, the air conmunication part
having a | ar ge ARz iR cTal2V. el pOPURYOf opening the interior of the
mai n body of the cont ai_ner. to the outS|de and bei n rovided with a plug
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member having a fine &Pe iy LPTANG PR
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r@'H!@SHEIHEHABIBEIE&hH ..
S5t i t URBPLACED ¥

which ejects ink in droplets and being mountable to and
5 demountable from a recording apparatus, the ink tank

cartridge comprises a main body of a container
constituting the ink-storing part; an ink-absorbent
held in the main body ¢of the container for storing the
ink; an ink-supplying part for supplying the ink. to the

10 recording head; and an air communication part to
communicate the interior of the main body of the
container with the!air, the air communication part
having a large-diameter opening capable of opening the
interior of the main body of the.contéiner to the

15 outside and being provided with a plug member having a

fine opening attachably to and detachably from the

large~-diameter opening.
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