ABSTRACT TERTI ARY MODE VI BRATI ON TYPE CORI QLI S

FLOWETER A tertiary node vibration type Coriolis

flowmeter (1), conprising a flow tube (3), a drive

device (4) driving the flow tube (3), and a pair of

vi bration detection sensors (5) detecting a phase

difference in proportion to a Coriolis force acting on

the flow tube (3). The dPPVéRBEVi ce (4) drives the

flow tube (3) by bending vibration in a tertiary

node. The flow tube (3) further conprises an
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parallel leg parts (14) and (14) deflected in a

direction approxinmately orthogonal to the vibrating
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part (12), nanely, to the outside of the both end
compai $ing 18) fand tiBe aie ,f er i wvondéewniuorisky) withvindiethe flow

both end parts (13) and (13) of the body part (12).
tub&i X8, eadd paphsr(46) vandafidy) SepparidmGdnrsl QW) detecting

tube (3) are forned at the leg parts (14) and (14).

a phhgéir@ifiference in proportion to a Coriolis force acting on the
flow tube (3). The drive device (4) drives the flow tube (3) by
bending vibration in a tertiary mode. The flow tube (3) further
comprises an approximately loop-shaped body part (12). A pair of
parallel 1leg parts (14) and (14) deflected in a direction
approximately orthogonal to the vibrating direction of both end
parts (13) and (13) of the body part (12), namely, to the outside
of the both end parts (13) and (13) are formed continuously with
the both end parts (13) and (13) of the body part (12). Fixed end
parts (16) and (16) supporting the flow tube (3) are formed at the
leg parts (14) and (14).
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