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CALL PROVIDING SYSTEM USING MOBILE NETWORK Technical
Field 5 The present invention relates to a system for
providing location information using a mobile
cornmunication network, and more particularly, to a
system for providing emergency relief location
information using a mobile 10 communication network,
by which location and situation information of a
mobile communication subscriber can be easily known
through the mobile communication network using the
mobile communication terminal. 15 Background Art As
noted, a mobile communication system enables a user to
make voice communications with a counterpart by
wireless even at a place where a wired telephone is
not installed 20 while moving. A portable mobile
communication terminal is used as a terminal for
enabling radio communication. The voice communication
is easily accomplished by the wireless communications
between the mobile communication base station
transceivers installed every region and. the mobile 25
communication terminal. Furthermore, in such a mobile
communication system, not only wireless voice
communications are made between the mobile
communication terminals or between the wired telephone
and the mobile communication terminaL but also 30
short messages are exchanged among the mobile
communication terminals using the short message
service (SMS). In other words, in an emergency, a
mobile communication subscriber who is carrying this
mobile    communication terminal can rapidly make
.voice communications with a target counterpart using
the terminal without moving to a place where the wired
telephone is installed. 5 However, in the mobile
communication system adopting the conventional mobile
communication terminal, if the mobile communication
subscriber could not directly make voice
communications or is placed in an emergency situation
where the voice communications could not be sent
outside, 10 i.e., a threat situation such a red-handed
robber, a violent criminal, etc., shadowing by a
criminal for an illegal purpose, intrusion into the
inside of a house :by an invited guest, a distress
situation at the mountains, and the like, it is
impossible to make voice communications l$ with a
desired counterpart using the mobile communication
terminal. Due to this, there has been a serious
problem that the person concerned must suffer from any
convenience that may be caused by the emergency
situation. 



Furthermore, even if the mobile communication 20
subscriber is successful in making voice
communications with an emergency contact point such as
a police station, a firehouse, etc. in order to cope
with the emergency situation, there are problems that
the personnel participating in the emergency contact
point could not know 75 the place where the emergency
situation has occurred and how the situation is going,
if the mobile communication subscriber could not
explain all the details about the emergency situation.
Additionally, although the emergency situation on the
30 mobile communication subscriber is rapidly seen, it
is not easy to find relief personnel that can resolve
the emergency situation of a corresponding mobile
communication subscriber. Also, even if the relief
personnel adjacent to    the mobile communication
subscriber are found, there is a problem that long
time is taken in order for the personnel to know the
emergency situation in detail. Meanwhile, in order for
one mobile communication 5 subscriber to find the
location of the other mobile communication subscriber
due to a specific reason (for example, meeting at a
given place), the one mobile communication subscriber
has to trace the location of the other mobile
communication subscriber while communicating 10 with
him or her. This makes the subscribers inconvenient.
Disclosure of Invention Accordingly, the present
invention has been made is 15 view of the above
problems, and it is an object of the present invention
to provide a system for providing emergency relief
location information using a mobile communication
network, capable of notifying location and situation
information of a given mobile communication 20
subscriber who is placed in an emergency situation
through a mobile communication terminal of a given
relief personnel adjacent to the place where the
emergency situation has occurred. Another object of
the present invention is to provide 25 a system for
providing emergency relief location information using
a mobile communication network, which can prevent in
advance illegal deposit withdrawal by stopping a.
transaction of financial accounts owned by a given
mobile communication subscriber in case of emergency.
30 Still another object of the present invention is to
provide a system for providing location information
using a mobile communication network, which can
provide location information that allows the location
among the mobile   a communication subscribers to be
easily found through the satellite communications and
the mobile communicat=ion network. 



To achieve the above objects, according to the present
invention, there is provided a system for providing
emergency relief location information using a mobile
communication network, including a mobile
communication terminal for a relief requester, the
terminal having an emergency key for requesting a
relief, a storage means for 10 storing emergency
contact information for emergency contact in an
emergency mode and emergency contact information to be
transmitted to an emergency management system being an
emergency contact point, and a control means for
performing the emergency mode, wherein the control
means comprises an 1S emergency mode setting unit that
confirms the state of a power switch after sensing
that the emergency key is depressed, and turning on
the power switch to perform the emergency mode when
the power is off so that the emergency mode is
performed regardless of the on/off state of the 20
rower, an emergency contact information transmit unit
that maces a call connection with the emergency
management system of the emergency contact point
stored in the emergency mode and then transmits
emergency contact information stored at the storage
means to the emergency 25 management system of the
emergency contact point, and a tapping mode control
unit for automatically performing a tapping mode, in
the emergency mode, that limitedly permits only a call
connection request to the emergency management system,
precludes a receiving speech and transmits only a 30
transmitting sound during the call connection, and the
emergency management system of the emergency contact
point having an emergency information management
server that finds a location of the mobile
communication    terminal for the relief requester
according to emergency contact information from the
mobile communication terminal for the relief requester
that is transferred through the mobile communication
network, and then transmitting 5 emergency contact
information and location information of the relief
requester that are received from the mobile
communication terminal for the relief requester to a.
mobile communication terminal of a relief personnel
adjacent to the mobile communication terminal for the
relief requester. 10 According to the present
invention, in the event where an emergency situation
happens to a mobile communication subscriber, a
specific emergency key button of the mobile
communication terminal is manipulated to operate an
emergency mode. An emergency situation message and
information on a current location are thus sent to the
emergency contact point in a non-sound/non-light mode.
Then, the emergency contact point calls the relief
personnel nearest to the mobile communication
subscriber where the emergency situation happened,
through the mobile 20 communication network, and
informs him or her of a current location of the relief
requester. At the same time, the relief requester can
hear a tapping sound through his or her mobile
communication terminal according to a tapping mode. As
such, as desired relief personnel and the nearest 25
personnel is informed of the emergency situation
rapidly and exactly, it is possible to cope with the
emergency situation at an early stage. Furthermore, if
the emergency mode is executed in the mobile
communication terminal for a given relief request, a
30 transaction of the financial accounts owned by the
relief requester is rapidly stopped, a virtual
transaction is executed, etc. Accordingly, in case of
a kidnapping condition by a robber or a criminal, a
monetary loss that   



may be applied to the relief requester can be
minimized and the criminal can be easily caught. In
addition, if a mobile communication terminal on a
transmitter' side sends a detected positioning signal
5 depending on its current location based on satellite
signals, the detected positioning signal is converted
into map data of a message/graphic form so that they
can be transmitted to a mobile communication terminal
on a desired receiver' side. Accordingly, it is
possible to rapidly and 10 exactly find the location
among the mobile communication subscribers over the
mobile communication network. Brief (Description of
the (Drawings 15 Further objects and advantages of the
invention can be more fully understood from the
following detailed description taken in conjunction
with the accompanying drawings in which: FIG. 1 is a
diagram illustrating the construction of a 20 system
for providing emergency relief location information
using a mobile communication network according to a
first embodiment of the present invention, FIG. 2
shows a process flow of a method for providing
emergency relief location information through the
mobile 25 communication network according to a first
embodiment of the present invention, FIG. 3a. to FIG.
3c exemplarily show states where location information
of a relief requester is displayed on a mobile
communication terminal for the relief personnel 30
according to a first embodiment of the present
invention, FIG. 4a and FIG. 4b show process flows of
methods for providing emergency relief location
information using the mobile communication network
according to a first    embodiment of the present
invention, FIG. 5 is a diagram illustrating the
constructicn of system for providing emergency relief
location information using a. mobile communication
network according to a second 5 embodiment of the
present invention, FIG. 6 shows a process flow of a
method for providing emergency relief location
information using the mobile communication network
according to a second embodiment of the present
invention, 10 FIG. 7 is- a diagram illustrating the
construction of- a system. for providing location
information, using a mobile communication network
according to a third embodiment of the present
invention, 



FIG. 8a and FIG. 8b exemplarily show states where IS
location information of a mobile communication
terminal on a transmitter' side is displayed on a
mobile communication terminal on a receiver' side
according to a third embodiment of the present
invention, and FIG. 9 shows a process flow of a method
for providing 20 location information using the mobile
communication network according to a. third embodiment
of the present invention. Best Mode for Carrying Out
the Invention The present invention will now be
described in detail 2O in connection with preferred
embodiments with reference to the accompanying
drawings. FIG. I is a diagram illustrating the
construction of a system for providing emergency
relief location information using a mobile
communication network according to a. first 30
embodiment of the present invention. As shown in FIG.
1, the mobile communication system includes a mobile
communication terminal 2 for a relief recruest, a
mobile communication terminal 4 for relief   R
personnel, a plurality of mobile communication base
station transceivers 6, a mobile communication
repeater 8, a mobile communication controller 10 and a
mobile communication switching system 12. An emergency
management system 5 includes a location retrieval
server 14, a location retrieval database 16, an
emergency information management server 18, a
management computer terminal 20, a telephone 22, an
emergency information database 24, a short message
processing server 26 and a short character database
28. GPS 10 satellites SAT1~SAT3 are further included
in the mobile communication system. In FIG. 1.; the
mobile communication terminal 2 for the relief reouest
is manipulated by a mobile communication subscriber
who is placed in an emergency situation such as 15 a
threat situation by a red-handed robber, a violent
criminal, etc., shadowing by a criminal for an illegal
purpose, intrusion into the inside of a house by an
invited guest, a distress condition at the mountains,
and the like. The mobile communication terminal 2 has
a single emergency 20 key button as a means for
informing the emergency situation at a given location
of the terminal.. In the above, it may be preferred
that a new emergency key button is installed at a
specific location of the mobile communication terminal
2, for example at the lateral 25 side of the terminal
where the fingers can easily touch when the terminal
is held by the hands. However, it should be noted that
the known key button in the mobile communication
terminal might be used intact as the emergency key
button of the present invention. 



30 In the mobile communication terminal 2 for the
relief request, if the emergency key button is
continually depressed for a certain time period (for
example 3 seconds), and emergency mode is
automatically executed. Emergency   9 information
stored therein is then transmitted, by wireless, to
the emergency contact point such as the police
station, the firehouse, etc., i.e., the emergency
information management server 18 via the mobile
communication network. 5 At this time, if the
emergency key button is manipulated as above even when
the power switch of the terminal is off, the power is
automatically turned on to perform the emergency mode.
The mobile communication terminal 2 for the relief 10
request. has a GPS (global positioning system)
receiving function. If the emergency mode is executed,
the terminal , traces satellite signals transmitted
from the GPS satellites SAT1 to SAT3 to calculate
coordinates on the longitude and latitude. The
terminal 2 then transmits the 15 detected positioning
signal to the emergency information management server
18 over the mobile communication network. Furthermore,
in a state where emergency information is transmitted
to the emergency information management server 18, the
mobile communication terminal 2 for the relief 20
request can limitedly permit only a request for a call
connection from a corresponding emergency contact
point. Also, the terminal 2 is switched to a
non-sound/non-light mode to preclude one-sidedly a
call connection from a wired telephone or a mobile
communication terminal of other 25 counterpart.
Further, if a limited call connection with the
emergency information management server 18 is
established, the terminal 2 is automatically switched
to a tapping mode, thus precluding a receiving speech
received from the emergency information management
server 18 and also 30 transmitting the sound around.
it as a sending speech. Meanwhile, if the emergency
mode is executed and the call. connection with the
emergency information management server 18 is
established, the mobile communication terminal   ~o 2
for the relief request transmits information on a
relief requester and a given short message signal that
were previously stored over the mobile communication
network. In FIG. 1. the mobile communication terminal
4 for the 5 relief personnel has also the GPS
receiving function. Therefore, the terminal 4 can
trace satellite signals .from the GPS satellites SAT1
to SAT3 to calculate the coordinates on the longitude
and latitude. The terminal 4 can then periodically
transmit a detected positioning 10 signal accordingly
to the emergency information management server =8 over
the mobile communication network. Therefore, the
terminal 4 can periodically report a location
variation state of the relief personnel depending on
time elapsed. The mobile communication terminal 4 for
the relief IS personnel can receive information on the
relief requester= and the short message of the mobile
communication terminal 2 for the relief request that
is operating in the emergency mode, from the emergency
information management server 18 over the mobile
communication network, and then display 



20 them thereon. Further, the emergency information
management server l8 can display a location
information signal that is written based on the
detected positioning signal that was received from the
mobile communication terminal 2. As a result, the
location of a corresponding relief requester 25 can be
exactly found. Further, the mobile communication
terminal 4 for the relief personnel can receive a
tapping sound signal from the mobile communication
terminal 2 for the relief request and then output it
audibly, through the manipulation of the 30 emergency
information management server 18. In FIG. 1, the
plurality of the mobile communication base station
transceivers BTS 6 are distributed around the place
where the mobile communication terminal 2 for the   11
relief request and the mobile communication terminal 4
.for the relief personnel are moving. The mobile
communication base station transceivers 6 can transmit
and receive, by wireless, sound and detected satellite
signals, messages, 5 graphic information, etc., by
matching the mobile communication terminal 4 for the
relief personnel or the wired telephone 22 by
wireless. Therefore, the mobile comunication terminal
2 can make a. voice communication and
transfer/register wireless data while moving. 10 The
mobile communication repeater 8 is responsible for
connection of the respective mobile communication base
station transceivers 6 and the mobile communication
controller 10. The mobile communication controller 10
controls a matching function, a handoff handling
between 15 the respective base station transceiver
cells, and the call connection of: the mobile
communication base station transceivers 6 via the
mobile communication repeater 8. In FIG. 1, the mobile
communication switching system 12 performs an
interactive call connection between the 20 mobile
communication terminal 2 for the relief request and
the mobile communication terminal 4 for the relief
personnel, and the emergency information management
server 18, whereby voice communications can be
established, and the detected positioning signal,
character and graphic 25 information can be
transferred. The location retrieval server 14 can
produce a location information signal of the message
or graphic form based on the detected positioning
signal from the mobile communication terminal 2 for
relief request, at the request 30 of the emergency
information management server 18 to trace the location
of the mobile communication terminal 2. The location
retrieval database 16 has stored therein man
information on the entire region where the mobile   



12 communication terminal 2 and the mobile
communication teJ:minal. 4 can move, and character
information on the name of a place and topographic
features. Further, the database 16 can periodically
update the detected positioning signal 5 that is
periodically received from the mobile communication
terminal 4 for the relief personnel. In the above, the
location retrieval server 14 can produce the location
information signal of the character and graphic signal
form for finding the location of the 10 mobile
communication terminal 2 for the relief reduest, based
on the map information and the character information
on the name of a place and the topographic features
stored in the location retrieval database 16. If the
location of the mobi7.e communication teu-minal 2 is
found, the search 15 retrieval server 14 retrieves the
nearest mobile communication terminal for relief
personnel from the plurality of the mobile
communication terminals for the relief personnel that
are stored in the location retrieval database 16. 20
The emergency information management server 18 can
receive information on the relief requester and short
character information transmitted from the mobile
communication terminal 2, by performing a call
connection with the mobile communication terminal 2
via the mobi7.e 25 communi-ration switching system 12.
After the detected positioning signal is received, the
emergency information management server 18 requests a
location retrieval to the location retrieval server 14
so that the location information signal can be
generate d and the mobile 30 communication terminal 4
for the relief personnel adjacent to the mobile
communication terminal 2. for the relief request can
be retrieved. The emergency information management
server 18   t; attempts a call connection with the
mobile communication ter_m.inal 2 for the relief
request and the mobile communication terminal 9 for
the relief personnel, thus transmitting information on
the relief requester and short 5 character information
that were received from the mobi.7e communication
terminal 2 and the location information signal of the
character and graphic signal form. Further, if the
receiving speech signal is received as the mobile
communication terminal 2 executes the tapping 10 mode,
the emergency information management server 18
controls the mobile communication switching system 12
to, transmit the receiving speech signal to the mobile
communication terminal 4 for the relief personnel. At
this time, the emergency information management 15
server 18 can control the management computer terminal
20 to display information on the relief requester and
short character information so that they can be
visually viewed. The emergency information management
server 18 can control the management computer terminal
20 to display the location 20 information signal of
the character and graphic signal form that was
generated by the location retrieval server 14.
Furthermore, the emergency information management 



server 18 can control the telephone 22 to receive the
receiving speech transmitted by the mobile
communication 25 terminal 2 in accordance with the
emergency mode. Further, the emergency information
management server 18 can control. information on the
relief requester, short character information, the
location information signal and the receiving speech
content to be stored in the emergency 30 information
database 24 and the short character database 28,
respectively. The emergency information database 24
has stored therein information on telephone numbers
and information on   14 the relief personnel for the
plurality of the mobile communication terminals 4 for
the relief personnel; which are distributed across the
region. Further, the database 24 has stored therein
the location information signal for 5 the mobile
communication terminal 2 for the relief request and
the receiving speech signal by the tapping mode, every
relief requester, under the control of the emergency
information management server 18. The short message
processing server 26 processes 10 information on the
relief requester and short character information
included. in the emergency information that- are
transmitted from the mobile communication terminal 2,
and then enables them to be displayed through the
management computer terminal 20 and the mobile
communication terminal 1J 4 for the relief personnel.
At the same time, the short message processing server
24 allows information on the relief requester and
short character information to be stored in the short
character database 28. FIG. 2 shows a process flow of
a method for providing 20 emergency relief Location
information through the mobile communication network
according to a first embodiment of the present
invention. As shown in FIG. 2, if the emergency mode
.is executed, the mobile communi.c:ation terminal 2
for the relief request l5 transmits a call connection
request signal (P10) via an. emergency contact point
that was previously stored) i.e., the telephone number
of the emergency information management server 18. If
the call connection request signal is received over
the mobile communication network, the 30 emergency
information management server 18 permits the call
connection to generate a call connection setting
signal (D11). If the call connection with the
emergency information   15 



management server 18 is established, the mobile
communication terminal 2 for the relief request
transmits information on the relief requester and
short: character information containing emergency
information (D12), which 5 were previously stored. The
mobile communication terminal 2 then transmits a
detected positioning signal (D13) that is calculated
as a result of calculating the coordinates on the
longitude/latitude based on the satellite signals from
the GPS satellites SAT1 to SAT3. 10 If the detected
positioning signal (D13) is received from the mobile
communication terminal 2 for the relief request, the
emergency information management server 18 requests a
location retrieval to the location retrieval server
14. Accordingly, the location retrieval. server 14 15
produces a location information signal of a character
and graphic signal form based on. the detected
positioning signal, and also retrieves a mobi7.e
communication terminal 4 for the relief personnel
nearest to the emergency location of the mobile
communication terminal 2 for the 20 relief request. At
this time, the emergency information management server
18 may select one or more relief personnel in an order
of the nearest to the mobile communication terminal 2
for the relief request, as a result of the retrieval
by the 2> location retrieval server 14. Also, the
mobile communication terminal 2 for the relief request
executes the tapping mode to transmit the receiving-
speech for informing the surrounding emergency
situation, i.e., the tapping sound signal (D14) to the
30 emergency information management server 18 over the
mobile communication network. If the call connection
with at least one nearby mobile communication.
terminal 4 for the relief personnel that was found by
the location retrieval.   m operation of the location
retrieval server 14 and various information are thus
received, the emergency information management server
18 transmits a receipt report signal. (D15) informing
that the emergency situation has been notified to the
relief personnel. Accordingly, if the receipt report.
signal. is received form the emergency information
management server 18, the mobile communication
terminal 2 for the relief reauest performs a vibration
mode to generate vibration of a signal. 10 sound form
as a means for informing that the emergency situation
,has sent to the relief personnel (for example,
relatively weak vibration is continually generated 3
times). if the location retrieval server 14 retrieves
the mobile communication terminal 4 for the relief
personnel. 15 nearest to the place where the emergency
situation has occurred, the emergency information
management server 1f3 generates the call connection
request signal (D16) for the mobile communication
terminal 4 for the relief personnel. If the call
connection setting signal (D17) is generated 20
according to the call connection. response of the
mobile communication terminal 4 for the relief
personnel, the emergency information management server
1F3 transfers information on the relief requester and
short character information (D18) that were received
from the mobile 25 communication terminal 2 for the
relief request, transfers the receiving speech
received according to the tapping mode as the tapping
sound signal (D19), and also transfers a location
information signal (D20) of the character and graphic
signal form. 30 In other words, if information on the
relief recxuester and short character information are
received via the emergency information management
server 18, the mobile communication terminal 4 for the
relief personnel has  



17 displayed, on its display unit, a name, a social
card number, an address and a telephone number of a
relief requester, and a message reading "Urgent,
Please Help Me", as shown in FIG. 3a. 5 Further, if
the location information signal of the graphic signal
form is received via the ernergency information
management server 18, the mobile communication
terminal 4 for the relief personnel ha-s
simultaneously displayed., on the map data of a
graphic form, a current 10 location of the relief
personnel and a current locat=ion of a relief
reque,ster,, as shown in FIG. 3b. Meanwhile, if, the
location information signal of the message signal form
is received, the mobile communication terminal 4 has
displayed, in the form of the message, the current
location of the 15 relief requester in connection with
the locations of related topographic features, as
shown in FIG. 3c. The operation of the system for
providing emergency relief location information
constructed above according to the first embodiment of
the present invention will now be 20 described in
detail with reference to the process flows shown in
FIG. 4a and FIG. 4b. Each of the mobile communication
terminals 4 that are distributed across a wide range
of regions calculates coordinates on the
longitude/latitude based on the 25 satellite signals
received from the GPS satellites SATl to SAT3 (S10).
The terminal 4 then transmits the detected positioning
signal to the location -retrieval server 14 and the
emergency information management server 18 through the
mobile communication network consisting of the mobile
30 communication base station transceivers 6, the
mobile communication repeater 8, the mobile
communication controller 10 and the mobile
communication switching system 12 (S11) .   ~s Next,
the location retrieval server 14 retrieves a current
Location of the relief personr_el based on the
detected positioning signal and then stores location
information accordingly in the location retrieval
database 5 16. At the same time, the location
retrieval server 14 reports location information to
the emergency information management server 18 (S12).
Accordingly, the emergency information management
server 18 is informed of that location information on
the 10 relief personnel is updated from the location
retrieval server 14 (S13). In this state, if a given
relief requester is placed in an emergency situation
such as a threat situation by a red-handed robber, a
violent criminal, etc., shadowing by a 15 criminal for
an illegal purpose, intrusion into the inside of a
house by an invited guest, a distress condition at the
mountains, and- the like, the mobile communication
terminal 2 owned by the relief requester senses the
setting of the emergency mode as the emergency key
button therein is 



20 continually depressed for a given time interval
(for example 3 seconds) (S14). After the emergency
mode is set, the mobile communication terminal. 2 is
switched to a nonsound/non-light mode while preventing
the receipt of a call from a counterpart (S15). 25 The
mobile communication terminal 2 for the relief reauest
requests a call connection using. an emergence contact
point that was previously stored, i.e., a telephone
number of the emergency information management server
18, via the mobile communication network (S16).
According to a 30 response of the emergency
information management server 18 to the call
connection (S17), the mobile communication network
executes the call connection processing (S18).
Accordingly, the mobile communication terminal 2 for
19 the relief request transmits information on the
relief requester that was previously stored (for
example, the name, social card number, an address, a
telephone number, etc. of the relief requester) (S19)
and at the same time transmits 5 a short message
containing emergency information (S20). Meanwhile, if
the emergency mode is executed, the mobile
communication terminal 2 for the relief request
calculates coordinates on the longitude/latitude based
on. the satellite signals received from the GPS
satellites SAT1 10 to SAT3 (S21). The mobile
communication terminal 18 then transmits a detected
positioning signal calculated accordingly to the
emergency information management server 18 through the
mobile communication network (S22). Accordingly, the
emergency information management 15 server 18 requests
a location retrieval. of the mobile communication
terminal 2 for the relief request to the location
retrieval server 14 (S23). Next, the location
retrieval server 14 retrieves the location based on
the detected positioning signal received from the
mobile 20 communication terminal 2 for the relief
request (S24). At this time, the location retrieval
server 14 retrieves a mobile communication terminal
for the relief personnel nearest to the current
location of the mobile communication terminal 2 for
the relief request from the 2 location retrieval.
database 16 (S25). The location retrieval server 14
then transmits information on the nearest relief
personnel calculated accordingly to the emergency
information management server 18 (S26). At the same
time, the location retrieval server 14 30 generates a
location information signal of a character and graphic
signal form for informing the current location of the
relief requester, by referring to the character and
graphic information stored in the location retrieval
20 database 16 based on the detected positioning
signal from the mobile communication terminal 2 for
the relief recp est (S27). Next, the location
retrieval server 14 provides the generated location
information signal to the emergency information
management server 18(S28). 



The emergency information management server 18
requests a call connection through the telephone
number of the nearest mobile communication terminal 4
for the relief personnel among the plurality of the
relief personnel that 10 are stored in the emergency
information database 24, based on information on the
nearest relief personnel received from the location
retrieval server 14 (S29). If the mobile communication
terminal 4 for the relief personnel responds to the
request for the call connection (S30), a call l5
connection setting is establislied through tile mobile
communication network (S31). In this state, the
emergency information management server 18 transfers
information. on the relief requester received from the
mobile communication terminal 2 for the 20 relief
request to the mobile communication terminal 4 for the
relief personnel (S32), and at the same time transfers
short character information. containing emergency
information (S33). Furthermore, the emergency
information management 25 server 18 transmits location
information of a character and graphic signal form
that was generated by the location retrieval server
14, to the mobile communication terminal 4 For the
relief personnel through the mobile communication
network. The mobile communication terminal. 4 then
displays 30 map data contained in location information
and character data on its display unit, so that the
relief personnel can know the current location of the
mobile cornmunication terminal 2 for the relief
request.   31 Next, the emergency information
management server 18 performs the connection request
so that the tapping sound transmitted according to the
tapping mode of the mobile communication terminal 2
for the :relief request can be 5 transmitted to the
mobile communication terminal 4 .for the relief
personnel (S35). Further, the mobile communication
switching system 12 permits the connection so that the
tapping sound. from the mobile communication terminal
2 for the relief request can be transmitted to the
mobile 10 communication terminal 4 for the relief
personnel according to the connection request of the
emergency information management server 18(S36).
Accordingly, the tapping sound signal from the mobile
communication terminal 2 is transferred to the
telephone 22 15 connected to the emergency information
management server 18 and also to the mobile
communication terminal 4 for the relief personnel
(S37). At this time, if the mobile communication
terminal 4 for the relief personnel normally receives
information on 20 the relief requester, the short
character information, the location information and
the tapping sound, the emergency information
management server 18 transmits a receipt report signal
to the mobile communication terminal 2 for the relief
request (S38). After receiving the receipt report 2J
signal, the mobile communication terminal 2 executes a
vibration mode to perform a vibration function of a
specific signal .form (for example, continuous
vibration of three times) (S39). Meanwhile, in the
event where the emergency situation for the relief
rern~ester is released, a specific emergency key
button in the mobile communication terminal 2 or the
relief request is again depressed in order to input
the release of the emergency mode (S40). According to
the 



22 reentry of the emergency key button, a release
request of the emergency mode is performed for the
emergency information management server 18 through the
mobile communication network (S41). Accordingly, the
emergency information management server 18 notifies
the release of the emergency mode to the mobile
communication terminal 4 for the relief personnel
while releasing the emergency state received from a
corresponding relief requester according to the
release 10 request of the emergency mode from the
mobile communication terminal 2 for the relief,
request (S42). At this time, it is preferable that the
emergency information management server 18 receives,
as an effective request, only the release request of
the emergency mode 15hat is received in a state where
the receipt report signal is transmitted to the mobile
communication terminal 2 for the relief request, as in
step (S38). Meanwhile, the location of the relief
reqzester that is displayed on the mobile
communication terminal for the 20 reli personnel
according to the GPS location information, is
displayed on the map information. However, it is
difficult to exactly find the location of the relief
requester due to an error, etc. in the map information
itself even if the relief personnel accesses near the
2~ relief requester. For this reason, there is a
difficulty in rapidly finding the relief personnel. In
view of the above, in another embodiment of the first
embodiment of the present invention., there .is
further provided a means for tracing the :Location of
the relief 30 requester so that the relief personnel
can exactly trace the location of the relief requester
after reaches the place based on the coordinates by
the detection of the GPS location of the relief
req2rester.   z.> In the system for providing
emergency relief location information using the mobile
communication network according to the present
invention, the GPS receiving means of the mobile
communication terminal for the relief j personnel
further includes a means for comparing own detected
location information with 7.ocation information of the
mobile communication terminal for the relief requester
to calculate the distance and direction from the
relief requester, and then displaying a location
coordinate of the l0 relief requester along with own
location coordinate of the mobile communication
terminal. for the relief personnel. 



As constructed above, if graphic information depending
on the location information of the relief requester is
received from the emergency management system, the
mobile 75 commmnication terminal for the relief
personnel. displays own location coordinate found
using the GPS receiving means on its display unit
along with the location coordinate of the relief
requester, compares the location coordinate of the
relief requester received from the emergency
management 20 system with own location coordinate of
the mobile communication terminal for the relief
personnel found using the GPS receiving means, and.
then displays both the distance and direction from the
mobile communication terminal for the relief
x-equester. 75 Therefore, the relief personnel can
reach the location of- the relief requester, while
seeing his or her coordinate and the coordinate of the
relief requester that are displayed on the map
information on which the .location of the mobile
communication terminal for the rel ief rec~zester 30
is displayed. In the case where the GPS is received,
however, if two GPS receivers receive the GPS signals
from different artificial satellites to detect the
location, an error in   z~ the location data between
the artificial satellites may happen. For this reason,
if the artificial satellites used to detect the
location in the GPS receiving means of the mobile
communication terminal for the relief rernxest and the
GPS receiving means of the mobile communication
terminal for the relief personnel are different, it is
difficult for the mobile communication terminal for
the relief personnel to detect a correct location of
the mobile 10 communication terminal for the relief
requester. In view of the above, the mobile
communication terminal for t:he relief rea_uester adds
information on the artificial satellites that is used
to detect the location to the location information
that is sent to the emergency L5 managPmPnt system.
Further, the emergency management system transmits
information on the artificial satellites to the relief
personnel along with the location information of the
relief requester. Thereby, the mobile communication
terminal for the relief personnel can correctly trace
the 20 Location of the relief requester by detecting
the location using the same artificial satellite to
the mobile communication te=-urinal for the relief
requester. In other: words, as the same artificial
satellites receive the signal, the error in the
location data. between Z~ the artificial. satellites
is reduced. It is thus possible to correctly detect
the distance between the mobile communication terminal
for the a.-elief requester and the mobile
communication terminal for the relief personnel.. The
mobile communication terminal for the relief ;0
requester the location information provided to the
emergency mar~a.gement system with information on the
GPS satellites added thereto. The emergency management
system provides information on the satellites received
from the   



25 relief requester to the mobile communication
terminal for the relief personnel while providing it
as graphic information according to the location
information on the mobile communication terminal for
the relief requester. 5 According to information on
the satellites, the mobile communication terminal for
the relie:E personnel selects the artificial satellite
that was used to detect the Location in the mobile
communication terminal for the relief requester and
then detects own location coordinate. The 10 mobile
communication terminal for the relief personnel then
displays own, detected location coordinate on the
coordinate at which the Location of the mobile
communication terminal for the relief requester is
indicated. Next, the mobile communication terminal for
the relief persomel compares ]S own detected location
coordinate with the coordinate of the relief reouester
and then displays both the distance and direction of
the mobile communication terminal for the relief
reauester from the location of the mobile
communication terminal for the relief personnel. 20
Accordingly, the relief personnel can reach the
location of the relief requester while seeing the
display state. In other words, this reduces an error
in detecting the location depending on the use of
different artificial Z.J satellites when three
artificial satellite signals used to detect the 2-P
location are received. If a location of a given point
~ is detected using one GPS receiver, an error range
of the detected coordinate for the absolute coordinate
at the point X is about 20m to 30m. An error when
'there are two GPS receivers that receive the signals
from the different GPS. ar~ificial satellites to
detect respective locations, is 40m to 60m by maximum.
However, if both the two GPS receivers receive the
signals from the   z~ same GPS artificial satellites
to detect their absolute distance, the error (about
20m to 30m) is offset, so that the distance between
the two points where the GPS receivers are located can
be correctly detected. j Therefore, if a GPS receiver
on one side (GPS receiver on a transmitter' side)
transmits the artificial satellite used to detect the
location (at least three a:rti.fici.al. satellite used
to detect the location, of eighteenth artificial
satellites) to a GPS receiver on the of her side l0
(GPS receiver on a receiver' side), receives a signal
from the same artificial, satellite to detect the
respective locations, and then operates the detected
coordinates to calculate the distance among the
artificial satellites, it is possible to calculate a
correct distance among the artificial satellites by
offsetting the error occurred. in detecting the
coordinate. Further, in another embodiment, an
ultrasonic wave or a radio frequency beacon signal can
be used, by allowing the relief personnel to reach a
nearby place using the 20 location information of the
relief requester and then to detect a correct location
of the relief requester. In this case, the mobile
communication terminal for the relief requester
further includes a beacon signal generator for
generating the ultrasonic wave or the radio 2~
frequency beacon signal. The mobile communication
terminal for the relief personnel further .includes a
beacon signal receiver for receiving the beacon signal
and informing the result. Through these
configurations, the nearby relief personnel can find
and reach the location of the relief 30 requester. If
the relief requester selects the emergency key button,
the radio frequency beacon signal is generated from
the beacon signal generator. 



27 As in the above embodiments, the relief personnel
approach a corresponding place based on the location
information that was transmitted from the relief
re<y.estex~ to the emergency management system. At
this time, the 5 relief personnel receive the beacon
signal using the beacon signal receiver of the mobile
communication terminal for the relief personnel and
then determine whether the mobile communication
terminal for the relief recuester is located near to
the personnel. 10 In the above, the beacon signal
.receiver of the mobile communication terminal for
the, relief personnel ,senses that the beacon signal
has inputted thereto only when the beacon signal of
over a power level of over a threshold value that was
predetermined is received. If the beacon signal of
over 15 the power level of over the set threshold
voltage is received, it means that the mobile
communication terminal for the relief requester does
exist at a nearby place. The mobile communication
terminal for the relief personnel can calculate the
distance from the mobile communication 20 terminal for
the relief requester by finding the power level of the
beacon signal. Such a result is displayed on the
display means. While moving toward the mobile
communication terminal for the relief requester while
seeing the coordinate of the 2J relief requester and
own coordinate, the relief personnel can reach the
location of the mobile communication terminal for the
relief requester that was detected by the beacon
signal, by resetting the received power level of the
beacon receive signal. 30 In other words, in the
event: where the: relief personnel become more distant
from the location of the relief requester as he or she
is moving, 'the persormel must further approach the
location of the reii.ef requester by   zs increasing
the receive power level of the beacon receive signal
in order to receive the beacon signal. Through this
procedure, the relief personnel can easily :Find the
relief recuester. j Meanwhile, in the case that the
beacon signal generator is included in the mobile
communication terminal for the relief requester as
above, if b aeons for receiving the beacon signal are
installed around, it is possible to detect a more
correct location by .receiving the beacon 10 signal
generated by the relief requester from these beacons.
The mobile communication terminal for the relief
requester further includes the beacon signal generator
for generating the radio frequency beacon signal. The
emergency management system detects the location of
the mobile l~ communication terminal for the relief
requester, according to a result of the beacon signal
received from the beacons installed around the mobile
communication terminal for the re7.ief requester, and
then provides the detected location to the mobile
communication terminal for the relief 20 personnel 



In the embodiments of the present invention having
those constructions, if the relief requester selects
the emergency key button, the beacon signal generator
generates the radio frecuency beacon signal. 25 The
beacons around the mobile communication terminal for
the relief requester receive the beacon signal
generated. from the beacon signal generator. As such,
the beacor_s that received the beacon signal inform
the emergency management system of the fact. The
emergency management system can detect. a correct
location of the mobile communication terminal for the.
relief requester from the beacons that received the
beacon signal generated from the mobile communication
terminal for   29 the relief requester. In the case
where a plurality of the beacons, for example three or
more beacons receive the beacon signal, it is possible
to detect a correct location where the beacon 7
signal. was generated from the locations of the three
beacons through a triangle measurement. Location.
in:Eormation thus detected is provided to the mobile
communication terminal for the relief personnel. The
relief personnel can trace a nearby location of the
relief 10 personnel based on this location
information. In the above, as above, the mobile
communication terminal for the relie:E personnel
further includes the beacon receiver, and such a
beacon signal is transmitted to the emergency
management system. By doing so, the location IS of the
mobile communication terminal for the relief requester
can be detected along with the beacon having a fixed
location. Furthermore, places where the relief
requester frequently visits may be registered on the
mobile 2.0 communication terminal for the relief
requester. In the emergency mode, the places are added
to emergency contact information and are then
transmitted to the emergency management system. By
considering a corresponding location as a candidate
location when the displayed location of the 25 relief
requester is around 'the registered location, the
relief personnel can reach the location of the relief
requester. In other words, if the coordinate of the
mobile communication terminal for the relief requester
transmitted 30 to the emergency management system is
the `house' that was previously registered by the
relief requester or around a 'house', the relief
personnel visits the house of the relief request. at
the first time as a candidate location.  



30 Therefore, the re7.ief personnel can rapidly find
the relief requester. FIG. 5 is a diagram illustrating
the construction of a system for providing emergency
relief location information using the mobile
communication network according to a second embodiment
of the present invention. The second embodiment is
contrived to prevent any damage in the financial
transaction of a relief requester, by stopping the
financi.a.l transaction. of the relief requester if
there 10 is a relief reruest. In the second embodiment
described with reference to FIG. 5, the constitutional
elements having the same functions to those in the
first embodiment described with reference to FIG. 1
are designated with the same reference 15 numerals and
explanation on them will not be given for simplicity.
In FIG. 5, the mobile communication system to which a
method of providing location information according to
the second embodiment of the present invention is
applied, 20 includes a mobile communication terminal 2
for a. relief request, a mobile communication terminal
4 for a relief personnel., a plurality of mobile
communication base station transceivers 6, a mobile
communication repeater 8, a mobile communication
controller 10, a mobile communication 25 switching
system 12, a location retrieval server 14, a location
retrieval database 16, an emergency information
management server 30, a management computer terminal.
20, a telephone 22, an emergency information database
32, a short message processing server 2G, a short
character database 28 i0 and GPS satellites SAT1 to
SAT3. The mobile communication system further includes
a value added networks a value added network server
34, and first to nth financial management servers A1
to An.   31 If the mobile communication terminal. 2
for the relief request executes the emergency mode to
transmit .information on the relief reGUester and
short character information through the mobile
communication network, the emergency $ information
management server 30 requests the value added network
server 34 that: it should stop the financial
transaction for the relief requ~=ster, based on
:financial  information of the relief requester stored
in the emergency information database 32. 10 The
emergency information database 32 has stored therein
personal information on a plurality of relief
requesters that were registered so that the relief
request can be made through the mobile communication
terrn.in.al 2 for the relief request, and financial
information on the 15 financial institutes through
which the relief requester transacts. Such financial
information may contain the name of a bank, an account
number used in the bank, the name of a credit card
company, the type of the credit card, the number of
the credit card, an account number of the stocks 20
and bonds, and the like. 



If there is a request from the emergency information
management server 30 that the financial transaction
.for a specific relief rern~ester should be stopped
after the value added network server 34 is connected
to the emergenc7! 25 information management server 3o
through the value added network, the value added
network server 34 performs an emergency authentication
process that eras previously agreed with a
corresponding emergency information management server
30 to stop the financial transaction of the i0
financial institute to which the relief requester
belongs among the plurality of first to n"' financial
management servers Al to An. The first to n`h
financial management servers A1 to An   32 are for
on-line managing the financial transaction state of
the financial institutes such as the bank, the credit
card company, the security company, etc. If a request
that t:he financial transaction for a specific relief
requester be stopped is received via the value added
network server 34, the management servers Al to An
stops the transaction of financial accounts, credit
card numbers, account numbers of the stocks or bonds,
etc., which are owned by the relief requester, based
on emergency authentication processing 10 information
for the emergency information management server 18.
Further, if the financial transaction for the relief
requester is attempted, the financial management
servers A1 to An may perform a virtual transaction
that is same to a iS normal transaction in appearance
but is not an actual transaction. In other words, in
case of an account transfer, the financial management
server may virtually send a result of the account
transfer to the person concerned, in order to 20 have
a criminal who is taking the relief requester as a
hostage to think that the transaction. is normally
performed. At this time, if there is an attempt for a
direct transaction such as a withdrawal of cash
through the automated teller machine, etc., the
financial management 25 server may additionally
generate an error message such a malfunction, computer
error, etc. for a corresponding transaction in order
to delay the withdrawal of cash. Meanwhile, if there
is a release request for the emergency mode from the
mobile communication terminal 2 for 30 the relief
request, the emergency information management. server
30 requests the value added network server 34 that the
stopped financial transaction should be restored. The
second embodiment of the present invention   JJ 



constructed above will now be described in detail.
with reference to the process flows shown in rIG, 6.
If a given relief requester is placed in an emergency
situation, the mobile communication terminal 2 of the
S relief requester performs an emergency mode to
transmit information on the relief rec~iester and
short character information to the emergency
information management server 30, whereby a. relief
request is initiated. Further, the mobile
communication terminal 2 informs its current 10
location, by transmitting a detected positioning
signal depending on a result of a satellite signal
calculated in the GPS satellites SAT1 to SAT3 to the
emergency information management server 30 (S50). In
this state, the emergency information management 17
server 30 performs a call connection with the' mobile
communication terminal 4 for the relief personnel
nearest to the mobile communication terminal 2 for the
relief request, and then transfers information on the
relief requester and short character information that
were 20 received from the mobile communication
terminal 2. At the same time, the server 30 transmits
a location information signal generated based on the
detected positioning signal to the mobile
communication terminal 4 for the relief personnel
(S51). 25 Next, the mobile communication terminal 2
for the relief request performs a. tapping mode to
transmit a tapping sound to the mobile commimication
terminal 4 for the relief personnel and the emergency
information management server 30, respectively (S52).
30 Meanwhile, if the mobile communication terminal 2
for the relief request transmits information on the
relief requester and short character information in
order to inform the emergency situation, the emergency
information   J4 management server 30 extracts
personal informa.t.ion of a corresponding relief
requester from a plurality of relief requesters that
are stored in the emergency information database 32,
based on information on the relief requester, 5 and
also extracts financial information related to that
personal information. In this state, the emergency
information management server 30 accesses the value
added network server 34, through the value added
network, to request an emergency 10 authentication
(S53). According to the request, the value added
network server 34 processes the emergency
authentication based on the authentication agreement
that was previously agreed (S54). Accordingly, the
emergency information management 15 server 30
transmits financial. information of the relief
requester that was extracted from the emergency
information database 32 (S55). Further, the value
added network server 34 accesses the financial
management servers of the financial institutes to
which a corresponding relief 20 requester belongs of
the plurality of the firs to ntn financial management
servers A1 to An, based. on the financial information
received from the emergency information management
server 30, and then requests that the financial
transaction for the relief requester be 25 stopped
(S56). According to the stop request for the financial
transaction from the value added network server 34,
the financial management server of the financial
institute to which the relief requester belongs
retrieves the history of 30 the financial transaction
and then stops the financial transaction. The
financial management server 34 then informs the value
added network server 34 of the :result of the stopped
transaction (S57). 



J~ Next, the value added network server 34 transmits
information on the result that the financial
transaction for the relief requester has stopped to
the emergency information management server 30 (S58).
At this time, the financial institute stops the
actual. transaction. However, if a financial
transaction nor a corresponding relief requester is
attempted, the financial institute performs a virtual
transaction. In the case where a. direct transaction
is performed in performing the virtual 10 transaction,
the finanr_ia1 institute generates a message such as
computer error, machine malfunction, etc. in order, to
delay the behavior of a criminal who makes a
corresponding transaction. As described above, the
financial institute transmits the transaction result
to the IJ emergency i.nformati.on management server 30
via the value added network server 34 so that the
emergency information management server 30 is informed
of the fact. Meanwhile, if it is required that the
emergency mode be released since the emergency
situation is finished, the 20 mobile communication
terminal 2 for the relief request requests the
emergency information management server 30 that it
should release the emergency mode through the mobile
communication network (S59). In response to the
request, the emergency information management server
30 25 performs the restoration request of the
financial transaction whose transaction for the relief
requester has keen stopped, for 'the value added
network server 34 (S60). Therefore, the value added
network server 34 performs the restoration process of
the financial transaction for 30 the financial
management server that stopped the fi.uancia.l
transaction for the relief requestei= (S61).
Meanwhile, according to another embodiment of the
present invention, the system for providing emergency
s6 relief locatio~.z informati on using the mobile
commum.i.cation network includes: a mobile
communication terminal on a transmitter' side having a
key for executing a location transmit mode, a
l.ocaticn. detecting means for detecting a current.
location, a storage means for storing contact
information of a location information providing system
to which a call connection will be made when the
loceaion transmit. mode is performed, and a control
means for controlling a lor_ation 10 transmit: mode
process that allows the user of the mobile
communication terminal on the transmitter' side to
transmit the detected 7.ocation to the mobile
communication terminal on a desired receiver' side;
and 



the _location information providing system that 15
generates a location information signal of the
mo',~ile communication terminal on the transmitter'
side using the detected positioning signal received
from the. mobile communication terminal on the
transmitter' side connected to th.e providing system
through the mobile communication O0 network, and
transmits the location information signal provided to
the mobile communication terminal on the receiver'
side that is specified by the user through the mobile
communication network so that location information of
the mobile communication terminal on the transmitter'
2~ side can be transmitted to the mobile communication
terminal on the receiver' side. FIG. 7 is a diagram
illustrating the construction of the system for
providing location information using the mobile
communication network according to a third 30
embodiment of the present invention. The third
embodiment i.s contrived to allow a specific mob,-le
commun:i.cation subscriber to inform a desired
counterpart of its location information. This may be
usefully applied to a promise    location between
persons as well as a relief request in case of an
accident, distress, etc. As shown in FIG. 7, the
mobile communication system to which. a method. of
providing location information according 7 to a third
embodiment of the present invention is applied
includes a mobile communication terminal 40 on a
t..ansmitter' side, a mobile communication terminal 42
on a receiver' side, a plurality of mobile
communi-cat:ion base station transceivers 44, a mobile
communication repeater 46, 10 a mobile communication
controller 48 and a mobile communication switching
system 50. The system further includes a location
information providing system having a location
retrieval server 52, a location retrieval database 54,
a location inforrnation management server 56 and a
short IS message: processing server 58, and GPS
satellites SATI to SAT3 . In FIG. 7, the mobile
communication termina?- 40 on the transmitter' side
has built a special location transmit key button
therein for executing the location transmit mode to 20
transmit information informing its current location.
Further, the terminal 40 has embedded a GPS receiving
function for receiving information from the GPS
satellites. If the location transmit key button is
depressed, the mobile communication terminal 40 on.
the transmitter' side 27 performs the location
transmit mode to activate the short message input
function, so that the short message to be sent to a
given receiving counterpart is written. Further, the
terminal 40 calculates a coordinate on the
longitude/latitude based on the satellite signals from
the 3~ GPS satellites SATl to SAT3 to generate a
detected positi-oning signal accordingly. At this
time, t:he terminal 9:0 inputs a telephone number
assigned thereto into the mobile communication
tertninal on a desired receiver' side  



38 through a call connection processing with the
location information management server 56, and then
transmits the short message and the detected
positioning signal. Th.e mobile communication terminal
42 on the receiver' 5 side displays, on its display
unit, short character information that was written by
the mobile communica.ti.on terminal 40 on the
transmitter' side and received from location
infcr,ation management server 56 through the mobile
communication network, and the location information l0
signal of a character and graphic signal form that was
generated, based on the detected positioning signal..
In FIG. 7) the plurality of the mobile communication
base station transceivers 44 are distributed around
the regions where the mobile communication terminal 40
on. the l> transmitter' side and the mc~bi.:la
communi.ca.tion terminal. 42 on the receiver' side are
moving. The transceivers 44 can transmit/receive by
wireless the short message, th.e satel7.ite detecting
signal, character and graphic i.n.formation so that
the mobile conmun.ication terminal 40 on 20 the
transmitter' side can transfer/register voice
communication and radio data while moving. The mobile
communication repeater 46 is for relaying the mobile
communication bass station transceivers 44 and the
mobile communication controller 48. The mobile 25
communication controller 48 is for performing a
matching function of the mobile communi.c:ation base
station transceivers 44 via the mobile communication
repeater 46, a handoff handling among the base station
transceiver cells, and a call con.necti-on control 30
The mobile communication switching .=system 50
performs an interactive call connection between the
mcbi.l.e communication terminal 40 on the transmitter'
side and the location information management server
56, and the mobile   J communication terminal 42 on
the receiver` side and location information management
server 56, so that the short message, the detected
positioning signal, and character and graphic
information can be transferred among J them. The
location retrieval server 52 writes the location
informa.ti.on signal of the character and graphic form
(i.e., map data) based on the detected positioning
signal from the mobile communication terminal 40 on
the transmitter' side, 1~ according to a reqivest for
a location trace by the location information
management server 56 that the location of, the mobile
communication terminal 40 on the transmitter' side be
traced. The location retrieval database 54 has stored
therein l5 map information on the entire region along
which the mobile communication terminal 40 can move,
and character information on the name of a place and
topographic :Features. In the above, the location
retrieval server 52 writes the lor_ation information
signal of the character and 20 graphic signal form for
finding the location of the mobile 



communication terminal 40 on the transmitter' side,
based on map information, and character information on
the name of a place and topographic features that are
stored in the location retrieval database 54. 2J The
location information management server 56 .performs a
call connection with the mobile communication terminal
40 on the transmitter' side via the mobile
communication switching system 50 and then receives
short character information and the detected
positioning signal. Further, 30 the location
information management server 56 :eecniests the
location retrieval server 52 to retrieve the location
based. on the detected positioning signal and to
generate the location in.Formation signal.
Simultaneously, the server 56   40 performs the call
connection with the mobi.i.e cammunicati.c>n terminal
42 on the receiver' side based on the telephone number
inputted by the mobile communication terminal 40 on
she trar:smitter' side and then transmits short
character $ information and the location information
signal. The short message processing sei:ver 58 is for
processing the short message received from the mobile
communication terminal 40 on .he transmitter' side and
then t.ra.nsferring the processed message to the
mobile 10 communication t=erminal on the receiver'
side. Meanwhile, if the location information signal of
the graphic signal form i.s received from the
loca.t=i.ora information management server 56 through
the mobile communication network, the mobile
communication terminal 42 1~ on the receiver' side
displays the map data of t:he graphic form on its
display unit and visualizes t=he current locati-on of
the mobile communication terminal 40 on the
transmitter' aide within a tolerance of 20m by a
minimum, as shown in FIG. 8a. Further. if short
character information written by the mobile
communication terminal 40 on the transmit=ter' side is
received from the location information management
server 56, the mobile communication terminal 42 on the
receiver' side visually displays the message of the
character form on 2i its display unit, as shown in
FIG. 8b. The operation of the third embodiment
constructed above will now be described in detail with
reference to the process flows shown in FIG.9. If the
special location transmit key button is 30 depressed
by a user, the tnol~i.le communication t.ermina.l 40
on the transmitter' side performs t_he locati.ort
transmit mode (S70) and also performs the short
message input function so that the short messages
which are combined   4.1 



using Korean/English/numbers are combined are written
(S71). In this state, the mobi.7.e c:ommuni.cation.
terminal 40 on the transmitter' side calculates a
coordinate on the longitude/latitude using the
satellite signals received 5 from the GPS satellites
SAT1 to SAT3, and then generates a detected
positioning signal depending on its current location
(S72). Next, the mobile communication terminal 40 on
the transmitter' side performs a call connection with
the 10 location information management server 56
through the mobile communication network (S73): If the
call connection request is performed by the local=i.on
information ma.nageme.nt s ewer 56 (S74) , the mobile
communication switching ,system SO of the mobile
communication network performs the call. 15 connection
processing (S75). The mobile communication terminal 40
on the transmitter' side transmits a telephone number
of the mobile communication terminal 42 on a specific
receiver' side, for informing its current location, in
a estate where the terminal 40 is connected to the
location information management server 56 (S76). The
mobile communication terminal 40 then transmits short
character information and the detected positioning
signal to the location information management server
56 (S77). 2i At this time, the location information
management server 55 requests a location retrieval, by
transmitting the detected positioning signal received
from 'the mobile communication terminal 40 on the
transmitter' side to the location retrieval server 52.
Next, the location retrieval 30 server 52 generates
the location information signal,. by referring to the
map data of the character and graphic form stored in
the location retrieval database 54 based on the
detected positioning signal received from tine mobile
42 communication terminal 40 on the transmitter' side
(S78). In this state, if the l.ocat:ion. information
,signal is received from the location rei_rieval
server 52 (S'79) , the location information management
server 56 requests a call connection with the mobile
communication terminal 42 on the receiver' side
through the mobile communication network (S80).
Accordingly, the call connection process is performed
according to a response of the mobile communication
terminal 42 on .he receiver' side to the call 10
connection (S81). In a state where the location
information management server 76 is connected to the
mobile communication terminal 42 on the receiver'
side, the location information management server 55
transmits the location information IS signal- of the
character and graphic signal form :indicating a
current location of the mobile communication terminal
40 on the transmitter' side (S82), and at the same
time receives short character information that was
written by the mobile communication terminal 40 on the
transmitter' 20 side (S83). Therefore, based on the
received location in:Eormation signal, the mobile
communication terminal 42 on the receiver' side
visually displays, on its display unit, a current
geographical location of the mobile communication 25
terminal 40 and the message contents included. in the
short message. The present invention is not limited to
the above embodiments but various mod-fications and
changes may be made thereto without departing from the
scope and spirit of 30 the invenaion: It has been
described in the first embodiment that the
mobile.communication.terminal 4 for the relief
pe:rson.nel includes a common mobile phone, a PCS
terminal, IMT2000 terminal, etc. However, those
skilled in 



G'J the art will appreciate that the mobile
communication terminal 4 may include a dedicated
multimedia/communication terminal that can be used in
the police station, th.e firehouse, the life relief
institute, etc. Furthermore, it has been described in
the first embodiment that relied information is
transmitted to only the emergency information
management server and the nearest mobile communication
terminal for the relief personnel specified by the
emergency information. management server in 10 the
emergency mode. It should be noted that various relief
information and tapping sound can be transmitted to
other mobile communication terminals or wire
telephones (for example, a private guard company, a
relative, a telephone owned by a friend, and the like)
that may be specified by l~ the mobile communication
terminal for the relief equest.   44 What Is Claimed
Is: 1.A system for providing' emergency relief
location information using a mobile communication
network, 5 comprising: a mobile communication terminal
for a relief requester having an emergency key for
requesting a relief, a storage means for storing
emergency contact information for an emergency contact
in an emergency mode and emergency 10 contact
information to be transmitted to an emergency
management system of an emergency contact point
connected, thereto, and a control means for allowing a
relief reauester to access the emergency management
system of the emergency contact point that is
previously stored in the 17 emergency mode through the
emergency key and then to transmit emergency contact
information stored at the storage means, and
controlling an emergency mode process so that only a
call connection request to the ernergency management
system is limitedly permitted and a tapping mode 20
for precluding a receiving speech and transmitting
only the sending speech upon the call connection is
automatically performed; and the emergency management
system of the eme.r_gency contact point having an
emergency information management 1J server that finds
a location of the mobile communication terminal for
the relief requester according to emergency contact
information from the mobile communication: terminal.
for the relief requester that is t=~ansferred through
the mobile communication network, and then t=~ansmits
emergency i0 contact information and location
information of the re7.ief requester that are received
from the mobile conr~nunicat:ion. terminal for the
relief requester to a mobile conununication terminal
of a relief personnel adjacent to the mobile 



45 communication terminal for the relief requester. 2.
The system as claimed in claim 7., wherein a control
means of the mobile communication terminal for t:he
relief 5 ~-eq-nester turns on the power to control the
emergency mode if the emergency key is depressed with
the power switch turned off. 3. The system as claimed
in claim 1 or 2, wherein. a 10 cor_trol means of the
mobile communication terminal for the relief requester
controls the mobile communication terminal to operate
in a non-sound/non-light mode in an emergency mode. 15
a. The system as claimed in claim 1, wherein emergency
contact information stored at the storage means of the
mobile communication terminal for the relief requester
is information on the relief requester representing
personal information of the relief requester and short
character 20 i.rformation representing the emergency
situation. 7. The system as claimed in claim 1,
wherein the mobile communication terminal for the
relief requester further comprises a GPS receiving
means fox' providing 2~ location information of the
relief requester to the emergency management system.
5. The system as claimed in claim 1, wherein the
mobile commun,_cation terminal for the relief
personnel 30 further comprises a GPS receiving means
for providing locati-on information of the relief
personnel. 7. The system as claimed in claim 6,
wherein the GPS   a~ receiving means of the mobile
communication terminal. for the .relief personne:L
includes a means for calculating a distance and
direction from the relief requester by comparing its
location information with location 



5 i_r~formaticn of the mobile communication terminal
for the re._ief requester, and displaying a location
coordinate of the mobile communication terminal for
the relief requester and a location coordinate of the
mobi7.e communication te;=urinal for the relief
personnel together. 10 8. The system as claimed in any
one of claims 5 to 7, wherein the mobile communication
terminal for the relief requester provides location
information to the emergency management system using
t=he GPS receiving means in a state 15 where
artificial satellite information used for location
detection is added to location information, tire
emergency management system transmits location
information of the mobile communication terminal for
the re7.ief requeste_- that is provided to the
mobi.:Le 20 communication terminal for the relief
personnel in a state where artificial satel:Lite
information is included in location information, ~h~
GPS reoeiving means of the mobile communica.ti.on
t=.erminal for the relief personnel detects the
location from 25 the artificial satellite same to the
artificial satellite used For location detection in
the mobile communication terminal for the relief
requester according to received artificial satellite
information, and then deteci~ the l.ocati.on
coordinate of the mobile communication terminal. 30
.for the relief personnel. 9. The system as claimed in
claim 1 or 7, wherein the mo:oi:le comrnunicati-on
terminal for the relief requester   4? further
includes a beacon signal generator for generating a
beacon signal when the emergency key is selected, and
the mobile communication terminal for t.h.e relief
personnel further includes a beacon signal receiver
for receiving the beacon signal and informing its
results. 10. The system as claimed in claim 9, further
comprising a plurality of beacons whose loca.ti.ons
are identified, and 10 if the output for the input of
the beacon signal generated in the mobile
communication terminal. for the relief reauester is
sensed from the beacon near the mobile communication
termi.na7. f:or the relief requester operating i.n the
emergency mode, the emergency management: system 15
der_ects the locations of the mobile c:ommunicati.on
terminal for the relief requester from respective
beacons a.n.d then providing detected location
inf-_ormation to the mob:il_e communication terminal
for the re7_ief personnel. 20 11. The system as
claimed in claim 1 or 4, wherein emergency contact
ir_formation stored at the storage means further
contains i.n.formation on locations where the relief
reauester frequently visits. 25 7.2. The system as
claimed in claim 1, wherein the emergency mana.geme.nt
system comprises: 



a management computer terminal for displaying
emergency contact information and an emergency
situation short message that are transmitted from the
mobile i0 communication terminal for the relief
requester, a short message processing server for
processing the snort message received from the mobile
connnuniration terminal for the relief requester, and
then displaying and   4s storing tree processed
message at a database via the management computer
terminal and other display means, a database for
storing emergency contact i:n.forrnat.ion and the
eme_ge:ncy situation short message received from the J
mobile conununication terminal. for the relief
reqmest:er, a Location retrieval .server for
retri.ev.ing the Location of the relief reruester
depending on Location information included in
emergency contact information received from the mobile
communication terminal for the 10 relief recyester,
and location information o.f the relief personnel,
according to the request by th.e emergency information
management server, and a database for storing 'map
information, character information on the topographic
features, anl. loca.t.ion 17 information of the relief
personnel. 73. The system as claimed in claim 1 or 12,
wherein the emergency management system further
comprises a database for storing financial information
every person, 20 if emergency contact informati-on i.s
received. from the mobile communication terminal for
the relief requ.este~, the emergency management system
performs an emergency financial transaction
authentication process for finding financial
information of the relief requester from individual 2J
financial information and then transmitting financial
information of the relief requester to the value added
network server to stop a financial transaction for the
relief requester, and the emergency management system
further comprises: a value added network server for
connecting the rel.i.ef requester depending on
in.fo.rmation on the financial_ transaction :received
from the emergency management system and a
corresponding financial institute to det=ermine   



qg whether t.o stop the financial transaction for the
relief requester, according t.o the request of the
emergency management system to stop the financial
transaction through the value added network and
financial information of tlae relief requester, and a
financial institute system for stopping/restoring the
transaction state for a corresponding financial
transaction of the relief reouester using information
from the value added network. 10 14. The system as
claimed in claim 13, wherein the financial information
every person stored in the database contains the name
of a bank, an account number used in the bank, the
name of a credit card company, the type of the l~
credit card, the number of 'the credit card, and an
account number of the stocks and bonds. 15. The system
as claimed in claim 13, wherein the f:.inancial
institute system stops the financial transaction 20
for a corresponding relief requester if a request for
emergency authentication is received from the value
added network server, and allows a virtual transaction
process same to the normal transaction to be performed
if a finanr_ial. transaction for the relief requester
is attempted ~5 16. The. system as claimed. in claim
15, wherein the financial institute system generates
an error message to a corresponding transaction if a
direct financial transaction for the relief requester
such as a withdrawal of cash is made. 17. A method for
providing emergency relief location information using
a mobile communication network, the   JO method
comprising the steps of: a relief request access
process by a mobile communication terminal of a relief
requester, for executing an emergency mode according
to the input of the emergency 5 ice>y of the mobile
communication terminal to connect to an emergency
management system of an emergency contact point that
ins previously stored at a storage means through a
mobile communication network; an emergency contact
information transmit process by a 10 mobile
communication terminal for the relief requester, for
transmitting information on the relief requester and
emergency contact information containing location
information, which are previously stored at the
:>torage means, to the emergency management system; l>
a process of deciding the location of the relief
requester by the emergency management system, for
receiving emergency contact information from the
mobile communication terminal for the a relief
requester and then generating a current location of
the relief requester based on location 



20 information of the mobile communication terminal
for the relief requester that is contained in
emergency contact information; a process of retrieving
the relied personnel by the emergency management
system, for retrieving the relief 25 personnel nearest
to the relief requester that is decided by
retri_evi.ng location im.f~~rmation of the relief
personnel; a process o.f commanding the relief
personnel by the emergency management system, for
accessing the mobile communication terminal of. the
searched relief personnel a.nd 30 then transmitting
emergency contact information containing location
information of the relief requester received from the
relief requester, so that a corresponding relief
personnel can perform a relief work; and   ~1 a
receipt report signal. transmit process for
transmitting a. .receipt report signal indicating that
the relief request has been received to the mobile
communic:atio:n terminal fox the relief x:equester, if
the r fact that: information on the relief requester
is received from the mobile commrmication terminal for
the relief personnel. 18. The method as claimed in
claim 17, wherein the 10 relief request receipt
process of tlae mobile communication terminal further
includes a process of determining whether the power is
off and turning on the power when the power is off to
perform the emergency mode, when an emergency key of
the mobile communication device is depressed. 1S 19.
The method as claimed in claim 17, wherein he process
of transmitting emexqenclr contact information of the
mobile communication terminal .for the relief
requester further i~acludes a process of transmitting
surrounding 20 situation where the relief requester is
placed. to the emergency management system as a sound
signal. after being switched to a tapping mode. 20.
The method as claimed in claim 17, further 25
comprising a receipt report notice process by the
mobile communicati-on terminal for th.e relief
reauester for executing a vibration mode to perform a
vibration function of a specific signal form, when the
receipt report signal is received, and then informs
tlae relief reqrrest.er of the i0 fact. 21. The method
as claimed in claim 17, wherein i..n the relief
personnel search process, at least two relief  



5= personnel near the mobile communication terminal
for t:he relief requester are searched and then
selected. 22. The method as claimed in claim 17,
further 5 comprising: a call connection .request
admission deciding process by the mobile communication
terminal for the relief requester, for determining
whether a call connection request made in a state
where the emergency mode is 10 performed is the call.
connection request of the stored emergency contact
point; and a tapping mode execution process by the
mobile comnr-anication terminal for the relief
requester for not allowing the call cormection if the
counterpart who made 15 the call connection is not the
stored c-me.rgency contact:. point, and allowing the
call connection to the tapping mode if the counterpart
who made the call connection is the stored emergency
contact point. 20 23. The method as claimed in claim
17 or 22, further comprising: a tapping sound :storage
process by the emergency management system, for
storing a tapping sound. provided from the mobile
communication terminal for the relief 25 requester
connected thereto when the tapping mode is executed in
the mobile communication terminal for the relief
iernxester; and a tapping sound transfer process for
transmitting the tapping sound provided from the
mobile communication 30 terminal for the relief
reqmester to a mobile communication terminal of a
corresponding relief personnel. 24. The method as
claimed in claim 17, further   SJ comprising: a
release request p=-oc2ss of the emergency mode by t'he



mobile communication terminal for the relief
requester, for performing a release request of the
emergency mode in a. state where the terminal is
connected to the emergency management system; and a
process of receiving the release request signal of the
emergency mode from the mobile communication terminal
for the relief requester anal then notifying the
release of l0 the emergency mode to the mobile
communication terminal for the relief personnel. 25.
The method a.s claimed in claim 17, further comprising
a process for periodically storing loc:ati.on 15
information from the mobile communication terminal of
herein the relief personnel, and wherein location
information of the stored relief personnel is
information of the relief personnel that is
periodically updated. 20 26. The method as claimed in
claim 25, wherein :Location information received from
the mobile communication terminal for the relief
personnel is i.hformation generated from GPS receiving
information. 25 27.. The method as claimed in claim
17, wherein location information of the relief
requester that is i.-:ransmitted the mobile
communication terminal for the relief i:eqmester to
the emergency management system, is information
generated from GPS receiving information. 28. The
method as claimed in claim 17 or 2.6, further
comprising a location detection process of the relief
requester by the mobile communication terminal for the
54 relief personnel for displaying its detected
location coordinate along with a. location coordinate
of the mobile communication terminal :Eor the relief
requester received from the emerger_cy management
system, so that the mobile J communication terminal
of_ a corresponding relief requester can be traced
using these coordinates. 29. Tlie method as claimed in
claim 26 or 27, wherein in the process of
tra.n.smitting emergency contact 10 information,
information on the artificial satellites used to
detect the location of location information is further
contained, the location of its own GPS is newly
detected according to information on the artificial
satellites l5 received from the emergency ma.nag~ment
system, and its detected location coordinate is then
displayed along with the location coordinate of the
mobile comm;m_ication termina7_ for the relief
requester. 20 30. The method as claimed in claim 17,
wherein in the process of commanding the relief
personnel of the emergency management system, if
whether the beacon signal has been received from the
beacon is sensed, the location of the mobile
communication terminal of the relief request where 



25 the beacon signals are generated from corresponding
bearons is detected, and th.e detected location
information is then transmitted to tlxe mobile
communication terminal. for the relief personx~el. 30
31. The method as claimed in claim 17, wh.ere.i_n in
t:he process of transmitting emergency contact
information, emergency contact informastion that is
transmitted from the mobile communication terminal for
the relief requester to   55 the emergency management
system, contains informaticn on the relief requester
representing personal information o.f the relief
requester and a short message that is previously
written by the relief requester. 5 32. The method as
claimed in claim 31., wherein emergency contact
information further contains location information that
is registered in advance by a user. 33. The method as
clai.rned in claim 22, wherein in the process o:f
determining the location of the relief requester of
the emergency management system, generated location
information of the relief requester contains a reap
data of a graphic form representing a cu:nrent
location o.f the 15 mobile communication terminal for
the relief request and a character data describing the
current location using a short sentence. 34. The
method as claimed in any one of claims 17 to 20 22 or
24 to 27, further comprising: a. stop request process
of the emergency management system .for accessing the
'value added network server to transmit .financial
information on the relief .requester and then
requesting the stop of the financial transaction for a
25. cor~.esponding relief requester, if it is
determined that emergency contact p-reformation
received from the mobile communica.t:ion terminal .for
the relief requester .is a. relief request depending
on the emergency mode; an emergency authentication
request process of the value added network server for
making a corresponding financial institute request to
perform the emergency authentication process depending
on the emergency mode, according to financial
information of the relief requester   56 received from
the eme:rgencl> management system at the request of
the emergency management system t.c stop the financial
transaction; and a financial transaction stop process
for stopping t:he 5 financial transaction when the
financial transac~ti.ori for a corresponding relief
requester is attempted according to the emergency
authentication by the value added network 



server. ]~ 35. The method as claimed in claim 34,
wherein in the financial transaction stop process of
the fi_nancia.l institute, a virtual transaction
process is performed same t.o the normal financial
transaction when the financial_ transaction for the
relief requester is attempted. 35. The method as
claimed in claim 34, wherein i.n the financial
transaction stop process of the financial institute)
an error message for a cor~~esponding finar_ci.al
transaction is g-enerated when a direct financial
transaction such as cash withdrawal, etc. is
attempted. 37. The method as claimed in any one cf
claims 34 to 36, wherein the financial transaction
stop process of the financial institute further
includes a process of_ 2~ transmitting the result of
the financial transaction depending on the stop of the
financial transaction to 'the emergency management
system via the value added network server. 30 38. A
system for providing emergency relieL location
information casing a mobile ccmmuni.cation netwowk,
comprises: a mobile comnrunicati.on termina7_ on a
transmitter' side   57 having a lcey for executing a
location transmit mode, a location det:.ecting means
for detecting a current location, a storage means for
storing contact information of a system for providing
location info:rrnat:ion. to be called. when the 5
location transmit mode is executed, and a CCntrol
means that controls a location transmit mode process
for allowing a user of tine mobile communication
terminal. on the transmitter' side to t_ran.smit the
detected location t:o the mobile communication
terminal en a desired receiver side; 1~ and a location
information providing system that generates a
loca.ti_or. information signal of the mobile
communication terminal on the transmitter' side using
the detected positioning signal provided from the
mobile communication 15 terminal on the transmitter'
side connected through the mobile communication
network, and transmits the location information signal
provided to the mobile communication terminal on the
receiver' side that is specified by the user through
the mobile communication network t:o provide 20
location information so that location information of
the mobile oommunication terminal on the transmitter'
side on the mobile communication terminal on th.e
receiver' side. 39. The system a.s cla.i.med. in.
claim 38, wherein the 2J location detecting means of
the mobile communication of the transmitter' side is a
GPS receiving means. ;0. A method for providing
emergency relief location information using the mobile
communication networ)c:, the p0 method comprising the
steps of: 



a process or. transmitting the detected
pos:i.t:i.on.ing signal by the mobile communication
terminal on the transmitter' side, for selecting the
local=ion transmit mode   58 to access the location
i:nformati.on providing system through the mobile
communication network, assigning t:he mobile
communication terminal on a counterpart receiver' side
that will provide location info~nation to the location
5 information providing system, arid. transmitting the
detected positioning signal representing its location
that is currently detected; a process of generating a
location information signal by the location
information r_~rovidi.ng system, for 70 generating the
location information signal of the mobile
communication terminal on the transmitter' side
according to the detected positioning signal received
from the mobile communication terminal on the
transmitter' side that provides location information;
and lj a process of transmitting the location
information signal by the location information
providing system, for performing a call connection to
the mobile communication terminal on the receiver'
side specified by the mobile communication termi.:nal.
on the transmitter' side and 20 transmitting the
generated location information signal so that the
signal can be displayed on the mobile communication
terminal on the receiver' side. 41. The method as
claimed in claim 40, wherein the 25 detected
positioning signal that is transmitted from the mobile
communication terminal on the transmitter' side that
provides location in.formatior= to the location
information providing system is information generated
from the GPS receiving means. 42. The method a claimed
in claim 40, wherein location information that is
generated through the process of generating the
location information signal in the   59 location
information providing ,system and is hrov.ided to t:he
mobile communication terminal on the receiver' side,
contains a map data of a graphic form representing a
current location of the mob-7.e communication terminal
on 5 the receiver' side and a character data
describing a current location using a short sentence.
43. The method as claimed in any one of claims 40 to
42, the process of transmitting the detected
positioning 



10 signal. by the mobile communication terminal on the
transmitter' side further includes a step of
transmitting the message inputted by the user; and the
process of transmitting the location information
signal by the location information providing system
further l$ includes a step of transmitting the mesaage
provided from the mobile communication terminal on the
transmitter' side along with the generated 7.ocation
information.
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