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AMPLIFIER 

Technical field 

The present invention relates to an amplifier circuit. 

Background 

5 Radio receiver circuits are used in many different applications, such as cellular 

communications. Signals received by a radio receiver circuit may be relatively weak and need 

to be amplified. Hence, an amplifier is typically included in the radio receiver circuit. Such an 

amplifier should not add too much noise to the received signal. Therefore, a so called low- 

noise amplifier (LNA) is often used for this purpose. 

10 Some existing radio communications systems, such as fourth generation (4G) and fifth 

generation (5G) cellular communications systems, the used signal bandwidth is often 

relatively large, such as tens or hundreds of MHz. Furthermore, it should be possible to tune a 

receiver center frequency over a relatively large frequency range. One challenging task in the 

design of receiver amplifiers, such as LNAs, is to achieve an input impedance matching with 

15 enough frequency bandwidth. Such relatively wideband input impedance matching should 

preferably be obtained while at the same reaching sufficiently high performance in terms of 

other parameters of the LNA, such as gain and frequency selectivity. 

Summary 

Embodiments of the present invention concern an amplifier, such as an LNA, for a receiver 

20 circuit, having a tunable tank circuit, such as an LC circuit, connected to an output node of the 

amplifier. Such a tank circuit can provide a desired degree of frequency selectivity. 

Embodiments of the amplifier further comprise a feedback network between the output node 

and an input node. Such a feedback network can facilitate in providing input impedance 

matching. The inventor has realized that the phase of the output voltage, generated at the tank 

25 circuit, changes relatively abruptly around the resonance frequency of the tank circuit. The 

relatively abruptly changed phase has an impact on the feedback, and makes it challenging to 

meet input impedance matching requirements. For example, maximum gain of the amplifier 

and best input impedance matching may occur at different frequencies, which is undesired. 

Hence, some type of tuning is needed. The inventor has realized that a relatively efficient 

30 tuning can be obtained by connecting a feedback circuit path of the feedback network 

between the output node and the input node, and by connecting a tunable capacitor between 

an internal node of the feedback circuit path and a reference voltage node, such as ground or 
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signal ground. An advantage of this approach is that the tunability can be obtained with 

components, such as the tunable capacitor, with relatively low Q value. Such components are 

normally easier and cheaper to manufacture than components with higher Q value. 

According to a first aspect, there is provided an amplifier for a receiver circuit. The 

5 amplifier has an input node and an output node. The amplifier comprises a tunable tank circuit 

connected to the output node. Furthermore, the amplifier comprises a feedback circuit path 

connected between the output node and the input node. Moreover, the amplifier comprises a 

tunable capacitor connected between an internal node of the feedback circuit path and a 

reference-voltage node. 

10 In some embodiments, the feedback circuit path is a passive circuit. 

The feedback circuit path may comprise a series connection of at least one resistor and at 

least one capacitor. 

In some embodiments, the at least one resistor is tunable. This facilitates an even further 

degree of fine tuning of the input impedance. 

15 In some embodiments, said at least one capacitor comprises a first capacitor, and said at 

least one resistor comprises a first resistor connected between the output node and the first 

capacitor and a second resistor connected between the first capacitor and the input node. Said 

internal node may be a node between the first capacitor and the second resistor. 

The amplifier may comprise a first transistor in common-source configuration. 

20 Furthermore, the amplifier may comprise a second transistor connected in a cascode 

configuration between the first transistor and the output node. 

According to a second aspect, there is provided a differential amplifier for a receiver 

circuit, comprising a first and a second amplifier according to any preceding claim. The first 

and second amplifier may share some components, such as the tank circuit. 

25 According to a third aspect, there is provided a receiver circuit comprising an amplifier 

according to the first aspect or a differential amplifier according to the second aspect. 

According to a fourth aspect, there is provided a communication apparatus comprising the 

receiver circuit according to the third aspect. 

The communication apparatus may be a wireless communication device for a cellular 

30 communication network. The communication apparatus may be a radio base station for a 

cellular communication network. 

Further embodiments are defined in the dependent claims. It should be emphasized that the 

term "comprises/comprising" when used in this specification is taken to specify the presence 
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of stated features, integers, steps, or components, but does not preclude the presence or 

addition of one or more other features, integers, steps, components, or groups thereof. 

Brief description of the drawings 

Further objects, features and advantages of embodiments of the invention will appear from 

5 the following detailed description, reference being made to the accompanying drawings, in 

which: 

Fig. 1 illustrates a communication environment. 

Fig. 2 illustrates a transceiver circuit. 

Figs. 3-7 shows circuit diagrams of amplifier circuits. 

10 Fig. 8 illustrates implementation of a tunable resistor. 

Fig. 9 illustrates implementation of a tunable capacitor. 

Fig. 10 shows simulation results. 

Detailed description 

Fig. 1 illustrates an environment in which embodiments of the present invention may be 

15 employed. In Fig. 1, a wireless communication device 1 is in wireless communication with a 

base station 2 of a cellular communication system. In Fig. 1, the wireless communication 

device 1 is illustrated as a mobile phone. However, this is only an example. The wireless 

communication device may be any kind of device equipped with cellular communication 

capabilities, such as a table computer, laptop computer, cellular modem, or machine-type 

20 communication (MTC) device. The wireless communication device 1 and base station 2 are 

examples of what in this disclosure is referred to as communication apparatuses. It should be 

noted that other communication apparatuses than cellular communication apparatuses, such as 

terminals and access points for wireless local area networks (WLANs), are possible as well 

within the scope of the present disclosure. 

25 According to embodiments of the present disclosure, a communication apparatus, such as 

those described above, comprises a receiver circuit. The receiver circuit may e.g. be part of a 

transceiver circuit. Fig. 2 illustrates an example of such a transceiver circuit 10. In Fig. 2, the 

transceiver circuit 10 comprises a receiver circuit 15, arranged to be connected to an antenna 

20. In Fig. 2, the receiver circuit 15 comprises a radio frequency (RF) filter 25 arranged to be 

30 connected to the antenna 20. In some embodiments, the RF filter 25 is a band-pass filter. 

Furthermore, in Fig. 2, the receiver circuit 15 comprises an amplifier 30. Embodiments of the 

amplifier 30 are described in more detail below. The amplifier 30 may e.g. be what is 

commonly referred to as an LNA. In Fig. 2, the receiver circuit comprises a down-conversion 
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mixer 35, driven by a local oscillator (LO) signal, connected to an output node of the 

amplifier 30. The down-conversion mixer 35 is configured to down convert the RF signal 

output from the amplifier 30 to a baseband frequency or intermediate frequency. Furthermore, 

in Fig. 2, the receiver circuit 15 comprises a filter 40 arranged to filter out unwanted signal 

5 components from the down-converted signal output from the mixer 35. In some embodiments, 

the filter 40 is a low-pass filter. Moreover, in Fig. 2, the receiver circuit 15 comprises an 

analog-to-digital converter (ADC) 45 configured to convert the filtered down-converted 

signal output from the filter 40 to the digital domain. 

As illustrated in Fig. 2, the transceiver circuit 10 may comprise a digital signal processor 

10 (DSP) 50, such as a baseband processor, configured to process the digital output signal from 

the ADC 45, e.g. to recover received data. 

As also illustrated in Fig. 2, the transceiver circuit 10 may comprise a transmitter circuit 

55, arranged to be connected to an antenna 60 for transmitting RF signals. The DSP 50 may 

be configured to generate input data to the transmitter circuit 55. 

15 The diagram of the receiver circuit 15 is merely an example used to put embodiments of 

the amplifier 30 in a context. Embodiments of the amplifier 30 may be used in other receiver 

architectures as well. It should be mentioned that embodiments of the amplifier 30 may be 

integrated on an integrated circuit, e.g. together with some or all of the other components of 

the receiver circuit 15. 

20 Fig. 3 illustrates an embodiment of the amplifier 30. In Fig. 3, the amplifier 30 has an input 

node Vitt  and an output node Vout. Furthermore, it comprises a tunable tank circuit 100 

connected to the output node Vout. Moreover it comprises a feedback network 110 between 

the output node Vout  and the input node V1„. In order to provide amplification, an active 

element, such as a transistor, is generally used in an amplifier. The embodiment of the 

25 amplifier 30 illustrated in Fig. 3 comprises a MOS (Metal-Oxide-Semiconductor) transistor 

120 in common-source configuration. In Fig. 3, the gate terminal of the transistor 120 is 

connected to the input node V1„. Other types of transistors, such as bipolar junction transistors 

(BJTs) are possible as well. Moreover, in Fig. 3, the amplifier 30 comprises a MOS transistor 

130 connected in a cascode configuration between the transistor 120 and the output node Vout. 

30 The gate terminal of the transistor 130 is connected to a bias voltage node Vb2. In some 

embodiments, the cascode transistor 120 may be omitted. Other embodiments may include 

more than one cascode transistor. 

As illustrated in Fig. 3, the amplifier 30 may comprise a source-degeneration inductor 140, 

connected between the source of transistor 120. It may also comprise a biasing resistor 150 
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connected between the input node VII, and a bias voltage node Vbi. Fig 3 also illustrates some 

reactive components, such as an inductor 160 and a capacitor 170, connected in series with 

the inductor 160 between the input node VII, and preceding components, such as the filter 25 

(Fig. 2). Such reactive components 160, 170 facilitate the input impedance matching for the 

5 amplifier 30. 

The inventor has realized that the phase of output voltage, generated at the tank circuit, 

changes relatively abruptly around the resonance frequency of the tank circuit. The relatively 

abruptly changed phase has an impact on the feedback, and makes it challenging to meet input 

impedance matching requirements. It may be particularly challenging in applications with 

10 relatively high bandwidth, such as in the GHz range, and with relatively high carrier 

frequencies, such as several tens of GHz, e.g. as will likely be used for 5G systems in the 

future. For example, maximum gain of the amplifier and best input impedance matching may 

occur at different frequencies, which is undesired. Hence, some type of tuning is needed. 

Fig. 4 illustrates an advantageous implementation of the feedback network 110 provided by 

15 the inventor. It comprises a feedback circuit path 200 connected between the output node Vout 

and the input node VII,. Furthermore, it comprises a tunable capacitor 210 connected between 

an internal node of the feedback circuit path 200 and a reference-voltage node, such as ground 

or signal ground. 

The tunable capacitor 210 facilitates compensation of the relatively abruptly changed 

20 phase of the output voltage around the resonance frequency of the tank circuit 100. It enables 

tuning of the amplifier 30 such that, for instance, the maximum gain of the amplifier 30 and 

the best input impedance matching of the amplifier 30 can be tuned, in frequency, to occur at 

substantially the same frequency. Furthermore, simulations have shown that the capacitor 210 

can be implemented with a relatively low Q value, while still providing this desired tunability. 

25 This is advantageous, since the tunability can be obtained at a relatively low cost with 

relatively small components. 

The inventor has further realized that the feedback circuit path 200 can be implemented as 

a passive circuit. Using a passive feedback circuit path makes it relatively easy to obtain a 

combination of relatively high gain and stability, which can be a very challenging design goal 

30 if an active feedback circuit path would be used. Furthermore, a passive feedback circuit 

typically does not require any complex biasing circuit. Nevertheless, a desired input 

impedance matching can be obtained also in embodiments with active components in the 

feedback circuit path. 
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For example, the feedback circuit path can be implemented using a series connection of at 

least one resistor and at least one capacitor. This is illustrated in Fig. 5 with an embodiment 

wherein said at least one capacitor comprises a first capacitor 240, and said at least one 

resistor comprises a first resistor 220 connected between the output node Vout  and the first 

5 capacitor 240 and a second resistor 230 connected between the first capacitor 240 and the 

input node V.,. Furthermore, in Fig. 5, the internal node, to which the capacitor 210 is 

connected, is a node between the first capacitor 240 and the second resistor 230. 

As illustrated in Fig. 5, the at least one resistor (e.g., 220, 230) can be tunable as well. This 

provides a further degree of tunability to facilitate tuning of the input impedance implemented 

10 with relatively cheap and small components. 

Fig. 6 illustrates an embodiment of the tunable tank circuit 100. As can be seen from 

Fig. 6, the tunable tank circuit 100 may comprise a parallel LC circuit, comprising a capacitor 

250 connected in parallel with an inductor 260. As is further illustrated in Fig. 6, the tunability 

of the tank circuit 100 can be provided by making the capacitor 250 tunable, whereby the 

15 resonance frequency of the tank circuit 100 can be tuned. Preferably, the resonance frequency 

of the tank circuit is tuned to around the center frequency of a desired signal frequency band. 

As is further illustrated in Fig. 6, the tank circuit 100 may comprise another inductor 270 

magnetically coupled to the inductor 260 with a mutual inductance M. Such a solution can 

provide a desired overall inductance of the tank circuit with smaller inductor coils compared 

20 with embodiments where the inductor 260 is used alone, without the additional inductor 270. 

Inductors 260 and 270 forms a primary and secondary winding, respectively, of a transformer. 

In an example embodiment, nodes 51 and S2 of inductor 270 are used to drive subsequent 

stages in the receiver circuit 15, whereas node SO is connected to a bias voltage node. 

According to some embodiments, two of the amplifiers 30 are combined into a differential 

25 

30 

amplifier. Such a differential amplifier can, of course, be used in a receiver circuit, e.g. as a 

differential LNA. An example of such an embodiment is illustrated in Fig. 7. The embodiment 

of the differential amplifier illustrated in Fig. 7 can be seen as a differential version of the 

embodiment of the amplifier 30 illustrated in Fig. 6. Components 110a, 120a, 130a, 140a, 

150a,160a, 170a, 200a, and 210a, correspond to the components 110, 120, 130, 140, 150,160, 

170, 200, and 210 (Fig. 6) of a first one of the two amplifiers making up the differential 

amplifier. Similarly, components 110b, 120b, 130b, 140b, 150b,160b, 170b, 200b, and 210b, 

correspond to the components 110, 120, 130, 140, 150,160, 170, 200, and 210 (Fig. 6) of a 

second one of the two amplifiers making up the differential amplifier. In Fig. 7, the 

differential amplifier comprises a shared tank circuit 100. However, in other embodiments, 
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there may be separate tank circuits for the two amplifiers making up the differential amplifier. 

The nodes Vina and Vmb make up a differential input port. Similarly, the output nodes Vouta 

and Voutb  make up a differential output port. 

Fig. 8 illustrates a possible implementation of a tunable resistor 400. It illustrates that a 

5 tunable resistor 400 can be implemented with a number of parallel-connected switchable 

resistors, each comprising a resistor 410-i in series with a switch 420-i. By selecting which of 

the switches 420-i are closed and which are open, the total resistance of the tunable resistor 

400 can be tuned to a desired value, as would be readily understood by a person skilled in 

electronic circuit design. The switches 420-i can e.g. be controlled with a digital control word, 

10 where each bit of the control word controls a unique one of the switches 420-i. Any of the 

tunable resistors discussed in this disclosure can be designed in this way. 

In a similar way, Fig. 9 illustrates a possible implementation of a tunable capacitor. It 

illustrates that a tunable capacitor 500 can be implemented with a number of parallel- 

connected switchable capacitors, each comprising a capacitor 510-i in series with a switch 

15 520-i. By selecting which of the switches 520-i are closed and which are open, the total 

capacitance of the tunable capacitor 500 can be tuned to a desired value, as would be readily 

understood by a person skilled in electronic circuit design. The switches 520-i can e.g. be 

controlled with a digital control word, where each bit of the control word controls a unique 

one of the switches 520-i. Any of the tunable capacitors discussed in this disclosure can be 

20 designed in this way. 

Fig. 10 illustrates how the phase of the feedback current, from the feedback network 110, 

into the input node Vin  varies with frequency and capacitance C of the capacitor 210 

according to a simulation example. In the simulation example, the circuit topology of Fig. 5 

has been used, and an RF AC voltage source with a 50 f2 output resistance has been used to 

25 feed the left node of the capacitor 170. The quantitative behavior of the curve naturally 

depends on component parameter values for the circuit components. Selection of such 

component parameter values for a given requirement specification, e.g. based on circuit 

simulation, is considered a routine task for a person skilled in the art of analog RF circuit 

design and is not discussed herein in any further detail. An interesting observation, in the 

30 context of this disclosure, that can be made from Fig. 10 is the qualitative behavior of the 

curves. One of the curves is labeled C = 0. This case, where the capacitance C of the capacitor 

210 is 0, corresponds to a case where the capacitor 210 is absent. It can be observed that there 

is a relatively abrupt phase variation around the resonance frequency to the tank circuit 100, 

which in this simulation is around 30 GHz. This relatively abrupt phase variation makes it 



WO 2017/190764 
	

PCT/EP2016/059791 

8 

difficult to achieve a good input impedance matching over more than a relatively narrow 

frequency range. Furthermore, the best input impedance matching may occur at another 

frequency than the resonance frequency of the tank circuit 100, in particular in applications 

where the receiver circuit 15 is tunable to different frequency bands and, therefore, the tank 

5 circuit 100 is tunable to different resonance frequencies. As the value of C is increased, it can 

be observed that the phase variation is reduced, which enables input impedance matching over 

a wider frequency range. Furthermore, it is possible to tune the value of C such that the best, 

or at least an adequately good, input impedance matching is provided at the center frequency 

of the tank circuit 100. As mentioned above, such tuning can be obtained using tunable 

10 components with relatively low Q value. 

The present invention has been described above with reference to specific embodiments. 

However, other embodiments than the above described are possible within the scope of the 

disclosure. The different features of the embodiments may be combined in other combinations 

than those described. 

15 
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CLAIMS

1. An amplifier (30) for a receiver circuit (15), the amplifier having an input node (Vin) and

an output node (Vout), comprising

a tunable tank circuit (100) connected to the output node (Vout);

a feedback circuit path (200) connected between the output node (Vout) and the input node5

(Vin), wherein the feedback circuit path (200) comprises a series connection of at least one

resistor (220, 230) and at least one capacitor (240) and the at least one resistor (220, 230) is

tunable; and

a tunable capacitor (210) connected between an internal node of the feedback circuit path

(200) and a reference-voltage node.10

2. The amplifier (30) according to claim 1, wherein the feedback circuit path (200) is a

passive circuit.

3. The amplifier (30) according to claim 1, wherein said at least one capacitor (240)15

comprises a first capacitor (240), said at least one resistor comprises a first resistor (220)

connected between the output node (Vout) and the first capacitor (240) and a second resistor

(230) connected between the first capacitor (240) and the input node (Vin).

4. The amplifier (30) according to claim 3, wherein the internal node is a node between the20

first capacitor (240) and the second resistor (230).

5. The amplifier (30) according to any preceding claim, comprising a first transistor (120)

in common-source configuration.

25

6. The amplifier (30) according to claim 5, comprising a second transistor (130) connected

in a cascode configuration between the first transistor (120) and the output node (Vout).

7. A differential amplifier for a receiver circuit (15), comprising a first and a second

amplifier (30) according to any preceding claim.30

8. A receiver circuit (15) comprising an amplifier (30) according to any of the claims 1-6

or a differential amplifier according to claim 7.
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9. A communication apparatus (1, 2) comprising the receiver circuit (15) according to

claim 8.

10. The communication apparatus (1) according to claim 9, wherein the communication

apparatus (1) is a wireless communication device (1) for a cellular communication network.5

11. The communication apparatus (2) according to claim 9, wherein the communication

apparatus (2) is a radio base station (2) for a cellular communication network.


