
MAGNETIC RECORDING MEDIUM MANUFACTURING DEVICE

DESCRIPTION

lFieta of the Invention]

[OOO1] The present invention relates to
manufacturing device for manufacturing a
medium.

[Backgroundì

a magnetic recording medium
high density magnetic recording

IOOOZ] In a conventional method for manufacturing a magnetic recording

medium, a magnetic layer is etched in accordance with a resist pattern

formed on the magnetic layer by using plasma or an ion beam at first, and

then a groove in the etched magnetic layer is filled with a non'magnetic

material. Next, after flattening a surface of the magnetic layer through a

flattening process, such as ion beam etching and polishing, a protective film
is formed on the surface (For example, refer to Patent Document 1).

IOOOS] Using the method of manufacturing a magnetic recording medium,

disclosed in Patent Document 1, requires steps of filling with a non-magnetic

material and flattening the surface of the magnetic layer after etching an

area other than an information recording area for removal, so that the

manufacturing process becomes complicated. Accordingly, this also results

in another unfavorable effect that the production cost increases.

[OOO¿] As a method for solving the unfavorable issues described above,

proposed is a method, in which ions are locally implanted into a magnetic

film to change a magnetization state there, and afterwards an entire surface

of the magnetic film is annealed (For example, refer to Patent Document 2).

lPrior Art Documents]

lPatent Documents]

looosl Patent Document 1: JP2003-166214 (FIG. 3)

Patent Document 2: JP2005'2288I71.(FIG. 1)

[Summary of Invention]

MAGNETIC RECORDING MEDIUM MANUFACTURING DEVICE DESCRIPTION [Field of
the Invention] [0001] The present invention relates to a magnetic recording medium
manufacturing device for manufacturing a high density magnetic recording medium.
[Background] [0002] In a conventional method for manufacturing a magnetic recording
medium, a magnetic layer is etched in accordance with a resist pattern formed on the
magnetic layer by using plasma or an ion beam at first, and then a groove in the etched
magnetic layer is filled with a non-magnetic material. Next, after flattening a surface of the
magnetic layer through a flattening process, such as ion beam etching and polishing, a
protective film is formed on the surface (For example, refer to Patent Document 1). [0003]
Using the method of manufacturing a magnetic recording medium, disclosed in Patent
Document 1, requires steps of filling with a non-magnetic material and flattening the surface of
the magnetic layer after etching an area other than an information recording area for removal,
so that the manufacturing process becomes complicated. Accordingly, this also results in
another unfavorable effect that the production cost increases. [0004] As a method for solving
the unfavorable issues described above, proposed is a method, in which ions are locally
implanted into a magnetic film to change a magnetization state there, and afterwards an entire
surface of the magnetic film is annealed (For example, refer to Patent Document 2). [Prior Art
Documents] [Patent Documents] [0005] Patent Document 1: JP2003-16621A (FIG. 3) Patent
Document 2: JP2005-228817A (FIG. 1) [Summary of Invention] 
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lProblems to Be Solved]

[OOO0] However, in the method of manufacturing a magnetic recording

medium disclosed in Patent Document 2, it is required to implant
high-density ions within a density range from 1x1016 ions/cm2 to 1x101s

ions/cmz for changing â composition ratio of atomic elements in a magnetic
film. Accordingly, there exists a risk that a resist film and a protective film
may disappear, and a further risk that a magnetic frlm may also disappear

owing to ion beam milling. Meanwhile, since a substrate is externally
transferred when being moved among manufacturing processes, the
substrate exposes itself to the atmosphere so that unfortunately
deterioration in quality happens.

IOOOZ] Thus, it is an object of the present invention to provide a magnetic

recording medium manufacturing device that can manufacture a magnetic

recording medium with neither any disappearance of a resist film, a

protective film, and a magnetic fiIm owing to ion beam milling, nor any effect

of the atmosphere.

[Means to Solve the Problems]

IOOOS] To achieve the object described above, the present invention provides

the following aspect, i.e., a magnetic recording medium manufacturing

device for manufacturing a magnetic recording medium through steps of
dosing an ion beam into a substrate having a magnetic recording layer, and

ashing and removing at least one of a resist film and a metal mask on a
surface of the substrate having the magnetic recording layer after the ion

beam dosingi the magnetic recording medium manufacturing device

including: an ion implantation chamber, to which a required kind of ions are

supplied from a source of ion supply for generating ionsi the ions being

accelerated to have an energy as required, and the ion beam then being

dosed into a substrate having a magnetic recording layer created by applying

one of a resist film and a metal maski and an ashing chamber equipped with
a plasma generator for generating and diffusing plasmai in the ashing

chamber, at least one of the resist film and the metal mask being ashed and

removed by using the plasma diffused with the plasma generator, from the
substrate having the magnetic recording layer created by applying one of the
resist film and the metal mask; wherein, the ion implantation chamber and

2 - [Problems to Be Solved] [0006] However, in the method of manufacturing a magnetic
recording medium disclosed in Patent Document 2, it is required to implant high-density ions
within a density range from 1x1016 ions/cm2 to lx1019 ions/cm2 for changing a composition
ratio of atomic elements in a magnetic film. Accordingly, there exists a risk that a resist film
and a protective film may disappear, and a further risk that a magnetic film may also
disappear owing to ion beam milling. Meanwhile, since a substrate is externally transferred
when being moved among manufacturing processes, the substrate exposes itself to the
atmosphere so that unfortunately deterioration in quality happens. [00071 Thus, it is an object
of the present invention to provide a magnetic recording medium manufacturing device that
can manufacture a magnetic recording medium with neither any disappearance of a resist
film, a protective film, and a magnetic film owing to ion beam milling, nor any effect of the
atmosphere. [Means to Solve the Problems] [0008] To achieve the object described above,
the present invention provides the following aspect; i.e., a magnetic recording medium
manufacturing device for manufacturing a magnetic recording medium through steps of
dosing an ion beam into a substrate having a magnetic recording layer, and ashing and
removing at least one of a resist film and a metal mask on a surface of the substrate having
the magnetic recording layer after the ion beam dosing; the magnetic recording medium
manufacturing device including: an ion implantation chamber, to which a required kind of ions
are supplied from a source of ion supply for generating ions; the ions being accelerated to
have an energy as required, and the ion beam then being dosed into a substrate having a
magnetic recording layer created by applying one of a resist film and a metal mask: and an
ashing chamber equipped with a plasma generator for generating and diffusing plasma; in the
ashing chamber, at least one of the resist film and the metal mask being ashed and removed
by using the plasma diffused with the plasma generator, from the substrate having the
magnetic recording layer created by applying one of the resist film and the metal mask;
wherein, the ion implantation chamber and  the ashing chamber are connected with a vacuum
valve under vacuum condition, and the magnetic recording medium manufacturing device is
equipped with a substrate carrier for carrying the substrate from the ion implantation chamber
to the ashing chamber after the ion beam dosing. 
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the ashing chamber are connected with a vacuum valve under vacuum

condition, and the magnetic recording medium manufacturing device is

equipped with a substrate carrier for carrying the substrate from the ion

implantation chamber to the ashing chamber after the ion beam dosing.

IOOOS] According to the structure described above, the ion implantation

chamber and the ashing chamber are connected with the vacuum valve

under the vacuum condition. Therefore, the substrate having the magnetic

recording layer can be processed continuously without exposing itself to the

atmosphere at an interprocess point between the ion implantation and the

ashing. Accordingly, this arrangement makes it possible to avoid a quality

deterioration of the magnetic recording medium owing to a bad effect of the

atmosphere.

[OOfO] In addition to the above aspect, it is preferable that the magnetic

recording medium manufacturing device further includes a CVD (ChemicaÌ

Vapor Deposition) chamber for forming a thin film on a surface of the

substrate, having the magnetic recording layer after the ashing, by means of

generating plasma through applying a high'frequency power to one of a

parallel plate electrode and an inductive coupling antennai wherein the

ashing chamber and the CVD chamber are connected with a vacuum valve

under vacuum condition, and the substrate carrier carries the substrate

having the magnetic recording layer after the ashing from the ashing

chamber to the C\lD chamber.

[OOff] According to the structure described above, the magnetic recording

medium manufacturing device makes it possible to form a protective film on

a surface of the substrate. Therefore, it becomes possible to avoid damage

of the magnetic recording medium due to a defect, and also to surely avoid a

quality deterioration of the magnetic recording medium owing to a bad effect

of the atmosphere.

[OOfZ] In addition to the above aspect, it is preferable that furthermore the

substrate carrier includesi a substrate holder for holding the substratei and

a driving mechanism for driving the substrate holder.

[OO1S] According to the structure described above, the substrate having the

magnetic recording layer can smoothly be transferred to a next process

[0009] According to the structure described above, the ion implantation chamber and the
ashing chamber are connected with the vacuum valve under the vacuum condition. Therefore,
the substrate having the magnetic recording layer can be processed continuously without
exposing itself to the atmosphere at an inter-process point between the ion implantation and
the ashing. Accordingly, this arrangement makes it possible to avoid a quality deterioration of
the magnetic recording medium owing to a bad effect of the atmosphere. [OM] In addition to
the above aspect, it is preferable that the magnetic recording medium manufacturing device
further includes a CVD (Chemical Vapor Deposition) chamber for forming a thin film on a
surface of the substrate, having the magnetic recording layer after the ashing, by means of
generating plasma through applying a high-frequency power to one of a parallel plate
electrode and an inductive coupling antenna; wherein the ashing chamber and the CVD
chamber are connected with a vacuum valve under vacuum condition, and the substrate
carrier carries the substrate having the magnetic recording layer after the ashing from the
ashing chamber to the CVD chamber. [0011] According to the structure described above, the
magnetic recording medium manufacturing device makes it possible to form a protective film
on a surface of the substrate. Therefore, it becomes possible to avoid damage of the
magnetic recording medium due to a defect, and also to surely avoid a quality deterioration of
the magnetic recording medium owing to a bad effect of the atmosphere. [0012] In addition to
the above aspect, it is preferable that furthermore the substrate carrier includes; a substrate
holder for holding the substrate; and a driving mechanism for driving the substrate holder.
[0013] According to the structure described above, the substrate having the magnetic
recording layer can smoothly be transferred to a next process  chamber. [Advantageous
Effect of the Invention] 
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chamber.

lAdvantageous Effect of the Invention]

[OOf¿] According to the present invention, a magnetic recording medium can

be manufactured with neither any disappearance of a surface of a substrate,

including a magnetic recording layer, owing to ion milling, nor any effect of
the atmosphere. Furthermore, a manufacturing process according to the
present invention is simplified in comparison with the manufacturing
method described in Patent Document I so as to enable cost reduction.

[Brief Description of the DrawingsJ

[OOff] FIG. 1 is a side view drawing for explaining a structural overview of
a magnetic recording medium manufacturing device according to an

embodiment of the present invention.

FIG. 2 is a cross sectional view of the magnetic recording medium

manufacturing device taken along the line A'A of FIG. 1.

FIGs. 3A and 3BS show a structure of a substrate carrier of FIG. 1;

namely FIG. 3A is a side view drawing of the substrate carrier, and FIG. 38
is a cross sectional view of the substrate carrier taken along the line B'B of
FIG. 34.

FIG. 4 is a cross sectional view of an ion implantation chamber taken
along the line C-C of FIG. 1.

FIG. 5 is a cross sectional view of an ashing chamber taken along the

line D-D of FIG. 1.

FIG. 6 is a cross sectional view of a CVD chamber taken along the
line E-E of FIG. 1.

FIGs. 7A to 7D are drawings for explaining processes of
manufacturing a magnetic recording medium by using the magnetic

recording medium manufacturing device according to an embodiment of the

[0014] According to the present invention, a magnetic recording medium can be manufactured
with neither any disappearance of a surface of a substrate, including a magnetic recording
layer, owing to ion milling, nor any effect of the atmosphere. Furthermore, a manufacturing
process according to the present invention is simplified in comparison with the manufacturing
method described in Patent Document 1 so as to enable cost reduction. [Brief Description of
the Drawings] [0015] FIG. 1 is a side view drawing for explaining a structural overview of a
magnetic recording medium manufacturing device according to an embodiment of the present
invention.         FIG. 2 is a cross sectional view of the magnetic recording medium
manufacturing device taken along the line A-A of FIG. 1.         FIGs. 3A and 3BS show a
structure of a substrate carrier of FIG. 1; namely FIG. 3A is a side view drawing of the
substrate carrier, and FIG. 3B is a cross sectional view of the substrate carrier taken along the
line B-B of FIG. 3A.         FIG. 4 is a cross sectional view of an ion implantation chamber taken
along the line C-C of FIG. 1.        FIG. 5 is a cross sectional view of an ashmg chamber taken
along the line D-D of FIG. 1.        FIG. 6 is a cross sectional view of a CVD chamber taken
along the line E-E of FIG. 1.        FIGs. 7A to 7D are drawings for explaining processes of
manufacturing a magnetic recording medium by using the magnetic recording medium
manufacturing device according to an embodiment of the 
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present inventioni namely, FIG. 7A is a cross sectional view for explaining an

ion implantation, FIG. 7B is a cross sectional view of a substrate having a

resist film after the ion implantation, FIG. 7C is a cross sectional view of a

substrate having a magnetic recording layer after an ashing operation, and

FIG. 7D is a cross sectional view of a magnetic recording medium.

lDescription of the Preferred Embodiment]

[OOt0] A magnetic recording medium manufacturing device 10 according to

an embodiment of the present invention is described below with reference to

the accompanied drawings. In the following explanation, each direction

shown in FIGs. 1 to 6 represents its corresponding direction as described

below: Directions of arrows X1 and X2 represent the front and the rear,

respectively. Directions of arrows Yl and Y2, which are perpendicular to

the directions of the arrows X1 and X2 in a horizontal direction, represent

the left and the right, respectively. Directions of arrows ZI and 22, wltic},

âre perpendicular to the X'Y plane, represent the top and the bottom,

respectively.

IOO1Z] FIG. I is a side view drawing for explaining a structural overview of
the magnetic recording medium manufacturing device 10 according to the

embodiment of the present invention. FIG. 2 is a cross sectional view of the

magnetic recording medium manufacturing device 10 taken along the line

A-Aof FIG. 1.

IOOfS] As shown in FIG. 1 and FIG. 2, the magnetic recording medium

manufacturing device 10 is an endless in'line type apparatus, in which
connected in series are an ion implantation chamber 20, an ashing chamber

30, and a CVD chamber 40 (when the ion implantation chamber 20, the

ashing chamber 30, and the C\lD chamber 40 are referred to collectively,

these chambers are simply called the "process chambers 20, 30, and 40") and

a substrate transfer passage 50 interconnects these chambers externally.

The magnetic recording medium manufacturing device 10 is equipped with a

substrate carrier 60 for carrying a substrate including a magnetic recording

layer (hereinafter, a substrate before and after a processing operation in the
process chambers 20, 30, and 40 is collectively called a substrate 52). In the

- 5 - present invention; namely, F1G. 7A is a cross sectional view for explaining an ion
implantation, FIG. 7B is a cross sectional view of a substrate having a resist film after the ion
implantation, FIG. 7C is a cross sectional view of a substrate having a magnetic recording
layer after an ashing operation, and FIG. 7D is a cross sectional view of a magnetic recording
medium. [Description of the Preferred Embodiment] [0016] A magnetic recording medium
manufacturing device 10 according to an embodiment of the present invention is described
below with reference to the accompanied drawings. In the following explanation, each
direction shown in FIGs. 1 to 6 represents its corresponding direction as described below:
Directions of arrows X1 and X2 represent the front and the rear, respectively. Directions of
arrows YI and Y2, which are perpendicular to the directions of the arrows X1 and X2 in a
horizontal direction, represent the left and the right, respectively. Directions of arrows Z1 and
Z2, which are perpendicular to the X-Y plane, represent the top and the bottom, respectively.
[00171 FIG. I is a side view drawing for explaining a structural overview of the magnetic
recording medium manufacturing device 10 according to the embodiment of the present
invention. FIG. 2 is a cross sectional view of the magnetic recording medium manufacturing
device 10 taken along the line A-A of FIG. 1. [0018] As shown in FIG. 1 and FIG. 2, the
magnetic recording medium manufacturing device 10 is an endless in-line type apparatus, in
which connected in series are an ion implantation chamber 20, an ashing chamber 30, and a
CVD chamber 40 (when the ion implantation chamber 20, the ashing chamber 30, and the
CVD chamber 40 are referred to collectively, these chambers are simply called the "process
chambers 20, 30, and 40") and a substrate transfer passage 50 interconnects these chambers
externally. The magnetic recording medium manufacturing device 10 is equipped with a
substrate carrier 60 for carrying a substrate including a magnetic recording layer (hereinafter,
a substrate before and after a processing operation in the process chambers 20, 30, and 40 is
collectively called a substrate 52). In the  -6 
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meantime, the substrate 52 taken in at a start point 54 is processed through
the process chambers 20, 30, and 40 for each processing operation, and then
the substrahe 52 is transported back to the start point 54.

[OOfg] A load lock chamber 56 is each placed at the rear of the ion
implantation chamber 20 and in front of the CVD chamber 40. Each load

lock chamber 56 is used for a preparatory vacuuming operation in order to
avoid the air from entering the process chambers 20, 30, and 40, before the
substrate carrier 60 with the substrate 52 is introduced from the substrate

transfer passage 50, having the atmospheric environment, into the process

chambers 20, 30, and 40 under vacuum condition. The ion implantation
chamber 20, t}re ashing chamber 30, the CVD chamber 40, a front vertical
passâge 50a to be described later, a bottom horizontal passage 50d to be

described later, and each load lock chamber 56 are connected one another by

means of a connecting part 58 so as to be airtight. Though being not shown

in FIG. 1, each connecting part 58 for connecting the process chambers 20, 30,

and 40 and the load lock chamber 56 is equipped with a shutter valve

working as a vacuum valve.

IOOZO] The substrate transfer passage 50 includes the front vertical passage

50a, a rear vertical passage 50b, a top horizontal passage 50c, and the

bottom horizontal passage 50d. These passages are circularly connected so

as to interconnect one load lock chamber 56 with the other load lock chamber

56 for making up an endless circuit (Refer to FIG. 1). All of the front
vertical passage 50a, the rear vertical passage 50b, the top horizontal
passage 50c, and the bottom horizontal passage 50d are tubular and

box-shaped in their cross section. The front vertical passage 50a is placed

at a further front position from the load lock chamber 56 installed in front of
the CVD chamber 40. A lower part of the front vertical passage 50a is
connected to the load lock chamber 56 through the connecting part 58.

Facing the front vertical passage 50a, the rear vertical passage 50b is placed

in front of the ion implantation chamber 20. The start point 54 is placed,

for example, at a lower position of the rear vertical passage 50b. The top

horizontal passage 50c connects upper parts ofthe front vertical passage 50a

and the rear vertical passage 50b in a horizontal direction. The bottom

horizontal passage 50d connects the load lock chamber 56 installed at the

meantime, the substrate 52 taken in at a start point 54 is processed through the process
chambers 20, 30, and 40 for each processing operation, and then the substrate 52 is
transported back to the start point 54. [0019] A load lock chamber 56 is each placed at the
rear of the ion implantation chamber 20 and in front of the CVD chamber 40. Each load lock
chamber 56 is used for a preparatory vacuuming operation in order to avoid the air from
entering the process chambers 20, 30, and 40, before the substrate carrier 60 with the
substrate 52 is introduced from the substrate transfer passage 50, having the atmospheric
environment, into the process chambers 20, 30, and 40 under vacuum condition. The ion
implantation chamber 20, the ashing chamber 30, the CVD chamber 40, a front vertical
passage 50a to be described later, a bottom horizontal passage 50d to be described later,
and each load lock chamber 56 are connected one another by means of a connecting part 58
so as to be airtight. Though being not shown in FIG. 1, each connecting part 58 for connecting
the process chambers 20, 30, and 40 and the load lock chamber 56 is equipped with a shutter
valve working as a vacuum valve. [0020] The substrate transfer passage 50 includes the front
vertical passage 50a, a rear vertical passage 50b, a top horizontal passage 50c, and the
bottom horizontal passage 50d. These passages are circularly connected so as to
interconnect one load lock chamber 56 with the other load lock chamber 56 for making up an
endless circuit (Refer to FIG. 1). All of the front vertical passage 50a, the rear vertical passage
50b, the top horizontal passage 50c, and the bottom horizontal passage 50d are tubular and
box-shaped in their cross section. The front vertical passage 50a is placed at a further front
position from the load lock chamber 56 installed in front of the CVD chamber 40. A lower part
of the front vertical passage 50a is connected to the load lock chamber 56 through the
connecting part 58. Facing the front vertical passage 50a, the rear vertical passage 50b is
placed in front of the ion implantation chamber 20. The start point 54 is placed, for example, at
a lower position of the rear vertical passage 50b. The top horizontal passage 50c connects
upper parts of the front vertical passage 50a and the rear vertical passage 50b in a horizontal
direction. The bottom horizontal passage 50d connects the load lock chamber 56 installed at
the  7 - rear of the ion implantation chamber 20 to a lower part of the rear vertical passage
50b in a horizontal direction. In the meantime, being provided in plurality, substrate carriers 60
arc placed, for example, inside the process chambers 20, 30, and 40 as well as the substrate
transfer passage 50 at predetermined intervals. [0021] Described below next is a structure of
a substrate carrier 60. [0022] FIGs. 3A and 3B show the structure of the substrate carrier 60;
namely FIG. 3A is a side view drawing of the substrate carrier 60, and FIG. 3B is a cross
sectional view of the substrate carrier 60 taken along the line B-B of FIG. 3A. [0023] As FIGs.
3A and 3B show, the substrate carrier 60 includes a substrate holder 62 for holding the
substrate 52, and driving rollers 64 of a driving mechanism for driving the substrate holder 62.
The substrate holder 62 includes a protrusion 65, which protrudes in a horizontal direction at
an upper part of the substrate holder 62 (Refer to FIG. 3B), and a flat plate section 66 that is
almost flat. Then, the substrate holder 62 has its cross-section being almost T-shaped. Placed
almost at the center of the flat plate section 66 are 3 circular bores 67 penetrating horizontally
through the flat plate section 66. The circular bores 67 are each placed at positions
corresponding to 3 corners of an equilateral triangle. Then, each of the circular bores 67 in the
flat plate section 66 is equipped with substrate clamps 68 at its outer edge part for holding a
substrate 52. The substrate clamps 68 for each of the circular bores 67 are each laid out at
diagonal positions of 4 corners of a square internally touching an inside wall of the circular
bore 67. The substrate 52 having a disc-like shape is placed inside the circular bore 67. Then,
the substrate clamps 68 clamp an outer circumferential area of the substrate 52 to retain the
substrate 52 in the substrate holder 62. When the substrate 52 is retained in the substrate
holder 62, both surfaces of the substrate 52 are arranged so as to be almost in parallel with a
Z-X plane of the substrate holder 62. 
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rear of the ion implantation chamber 20 to a lower part of the rear vertical
passage 50b in a horizontal direction. In the meantime, being provided in
plurality, substrate carriers 60 are placed, for example, inside the process

chambers 20, 30, and 40 as weII as the substrate transfer passage 50 at

predetermined intervals.

IOOZf] Described below next is a structure of a substrate carrier 60.

IOOZZ] FIGs. 3A and 38 show the structure of the substrate carrier 60i

namely FIG. 3A is a side view drawing of the substrate carrier 60, and FIG.

3B is a cross sectional view of the substrate carrier 60 taken along the line

B'B of FIG. 34.

IOOZS] As FIGs. 3A and 3B show, the substrate carrier 60 includes a

substrate holder 62 for holding the substrate 52, and driving rollers 64 of a

driving mechanism for driving the substrate holder 62. The substrate

holder 62 includes a protrusion 65, which protrudes in a horizontal direction

at an upper part of the substrate holder 62 (Refer to FIG. 3B), and a flat
plate section 66 that is almost flat. Then, the substrate holder 62 has its

cross-section being almost TLshaped. Placed almost at the center of the flat
plate section 66 are 3 circular bores 67 penetrating horizontally through the

flat plate section 66. The circular bores 67 are each placed at positions

corresponding to 3 corners of an equilateral triangle. Then, each of the

circular bores 67 ín the flat plate section 66 is equipped with substrate

clamps 68 at its outer edge part for holding a substrate 52. The substrate

clamps 68 for each of the circular bores 67 arc each laid out at diagonal

positions of 4 corners of a square internally touching an inside wall of the

circular bore 67. The substrate 52 having a disc-Iike shape is placed inside

the circular bore 67. Then, the substrate clamps 68 clamp an outer

circumferential area of the substrate 52 to retain the substrate 52 in the

substrate holder 62. When the substrate 52 is retained in the substrate

holder 62, both surfaces of the substrate 52 arc arranged so as to be almost

in parallel with a Z-X plane of the substrate holder 62.

[OOZ+] The driving rollers 64, for example 4 sets in number, are laid out at a

bottom of the substrate holder 62 ín a back'and-forth direction. When the

[0024] The driving rollers 64, for example 4 sets in number, are laid out at a bottom of the
substrate holder 62 in a back-and-forth direction. When the  - 8 - driving rollers 64 rotate, the
substrate holder 62 moves backward and forward. Through controlling rotation movement of
the driving rollers 64 by a control device, not shown in the drawing, movement of the substrate
carrier 60 is controlled. [0025] Explained next with reference to FIG. 4 is a structure of the ion
implantation chamber 20. FIG. 4 is a cross sectional view of the ion implantation chamber
taken along the line C-C of FIG. 1. [0026] As shown in FIG. 4, the ion implantation chamber
20 principally includes a mass flow controller (MFC) 21 for blowing off process gas while
controlling the gas blowing operation, an ion generator 23 that generates and diffuses ions
while controlling the amount of ions to be generated, an accelerating electrode 24 for
regulating the diffusion and energy of the ions, a substrate storage section 25 for storing the
substrate carrier 60, a substrate holding section 26 for holding the substrate carrier 60, and a
vacuum pump 27 for discharging a residual gas out of the ion implantation chamber 20
externally. [0027] Each of both left and right sides of the substrate storage section 25 is
provided with one MFC 21, one ion generator 23, and one accelerating electrode 24. The
MFC 21 regulates the amount of process gas that is supplied from a process gas supply
source, not shown in the drawing, into the ion generator 23. The MFC 21 and the ion
generator 23 are so connected with a tube 28 that the process gas is fed from the MFC 21
through the tube 28 to the ion generator 23. The ion generator 23 generates the ions
according to the supplied process gas, and regulates the amount of ions and its spatial
distribution. Then, the accelerating electrode 24 blows off and accelerates the ions, for
example with a voltage within the range of 20 KV to 30 KV. Thus, the accelerated ions are
dosed from the ion generator 23 and the accelerating electrode 24 into the substrate 52 as an
ion beam. [0028] The substrate holding section 26 is placed in an upper area of the substrate
storage section 25, being almost at a center position in an Y1-Y2 direction of the substrate
storage section 25. Provided at a bottom section of the substrate holding section 26 is an
engaging groove 26a prepared by cutting out a part upward in a back-and-forth direction.
While a protrusion  
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driving rollers 64 rotate, the substrate holder 62 moves backward and

forward. Through controlling rotation movement of the driving rollers 64

by a control device, not shown in the drawing, movement of the substrate

carrier 60 is controlled.

IOOZf] Explained next with reference to FIG. 4 is a structure of the ion

implantation chamber 2O. FIG. 4 is a cross sectional view of the ion

implantation chamber taken along the line C'C of FIG. 1

[OOZ0] As shown in FIG. 4, the ion implantation chamber 20 principally
includes a mass flow controller (MFC) Zl for blowing off process gas while
controlling the gas blowing operation, an ion generator 23 that generates

and diffuses ions while controlling the amount of ions to be generated, an

accelerating electrode 24 for regulating the diffusion and energy of the ions,

a substrate storage section 25 for storing the substrate carrier 60, a
substrate holding section 26 for holding the substrate carrier 60, and a
vacuum pump 27 for discharging a residual gas out of the ion implantation
chamber 20 externally.

l0OZZl Each ofboth left and right sides ofthe substrate storage section 25 is

provided with one MFC 21, one ion generator 23, and one accelerating

electrode 24. The MFC 21 regulates the amount of process gas that is

supplied from a process gas supply source, not shown in the drawing, into
the ion generator 23. The MFC 21 and the ion generator 23 are so

connected with a tube 28 that the process gas is fed from the MFC 21

through the tube 28 to the ion generator 23. The ion generator 23 generates

the ions according to the supplied process gas, and regulates the amount of

ions and its spatial distribution. Then, the accelerating electrode 24 blows

off and accelerates the ions, for example with a voltage within the range of 20

KV to 30 KV. Thus, the accelerated ions are dosed from the ion generator

23 and the accelerating electrode 24 into the substrate 52 as an ion beam.

IOOZS] The substrate holding section 26 is placed in an upper area of the

substrate storage section 25, being almost at a center position in an Y1-Y2

direction of the substrate storage section 25. Provided at a bottom section

of the substrate holding section 26 is an engaging groove 26a prepared by

cutting out a part upward in a back-and-forth direction. While a protrusion

part 65 of the substrate holder 62 being in engagement with the engaging groove 26a under
contact-free condition, the substrate holder 62 is held almost at a center position of the ion
implantation chamber 20. Then, an ion beam is radiated toward the substrate 52 held by the
substrate holder 62 to accomplish ion implantation. A residual gas remaining inside the
substrate storage section 25 after the ion implantation is discharged externally by the vacuum
pump 27. [0029] Explained next with reference to FIG. 5 is a structure of the ashing chamber
30. FIG. 5 is a cross sectional view of the ashing chamber 30 taken along the line D-D of FIG.
1. [0030] As shown in FIG. 5, the ashing chamber 30 principally includes an MFC 21, a
plasma generator 32 that generates and diffuses plasma, a substrate storage section 34 for
storing the substrate carrier 60 sent out of the ion implantation chamber 20, a substrate
holding section 26, a vacuum pump 27, and a conductance-variable valve 35. [0031] Each of
both left and right sides of the substrate storage section 34 is provided with one MFC 21, and
one plasma generator 32. An appropriate amount of process gas regulated by the MFC 21 is
supplied from a process gas supply source, not shown in the drawing, to the plasma
generator 32. As the process gas for an ashing operation, a commonly used oxygen-based or
fluorine-based single-component gas or a mixed gas including those components can be
used. The MFC 21 and the plasma generator 32 are so connected with a tube 36 that the
process gas is fed from the MFC 21 through the tube 36 to the plasma generator 32. In the
plasma generator 32, the fed process gas is excited by a high-frequency wave to generate
plasma, and then the generated plasma is diffused toward a center of the substrate storage
section 34. Thus, the plasma is radiated to the substrate 52 held by the substrate holding
section 26 to perform ashing for a resist film on the substrate 52. Then, after the ashing
operation, a gas inside the substrate storage section 34 is externally exhausted by the
vacuum pump 27. The conductance-variable valve 35 placed between the vacuum pump 27
and the substrate storage section 34 controls an effective exhausting speed of the exhaust
out of the vacuum pump 27 to control a partial pressure inside the  - 10 - substrate storage
section 34. Connected to the substrate holding section 26 of the ashing chamber 30 is a bias
applying power supply which is able to apply a substrate bias to the substrate holder 62 held
by the substrate holding section 26, the bias applying power supply being not shown in the
drawing. Then, energy of the plasma radiated to the substrate 52 can be controlled by means
of controlling the substrate bias to the substrate holder 62. [0032] Explained next with
reference to FIG. 6 is a structure of the CVD chamber 40. FIG. 6 is a cross sectional view of
the CVD chamber 40 taken along the line E-E of FIG. 1. [00331 As shown in FIG. 6, the CVD
chamber 40 principally includes an MFC 21, a plate electrode 41 installed in a substrate
storage section 44, the substrate storage section 44 for storing the substrate carrier 60 sent
out of the ashing chamber 30, a substrate holding section 26, a vacuum pump 27, and a
conductance-variable valve 35. 
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part 65 of the substrate holder 62 being in engagement with the engaging

groove 26a under contact'free condition, the substrate holder 62 is held

almost at a center position of the ion implantation chamber 20. Then, an

ion beam is radiated toward the substrate 52 held by the substrate holder 62

to accomplish ion implantation. A residual gas remaining inside the

substrate storage section 25 after the ion implantation is discharged

externally by the vacuum pump 27.

IOOZS] Explained next with reference to FIG. 5 is a structure of the ashing

chamber 30. FIG. 5 is a cross sectional view of the ashing chamber 30 taken

along the line D-D of FIG. 1.

IOOSO] As shown in FIG. 5, the ashing chamber 30 principally includes an

MFC 21, a plasma generator 32 that generates and diffuses plasma, a

substrate storage section 34 for storing the substrate carrier 60 sent out of

the ion implantation chamber 20, a substrate holding section 26, a vacuum

pump 27, and a conductance'variable valve 35.

[OOgf] Each ofboth left and right sides ofthe substrate storage section 34 is

provided with one MFC 21, and one plasma generator 32. An appropriate

amount of process gas regulated by the MFC 21 is supplied from a process

gas supply source, not shown in the drawing, to the plasma generator 32.

As the process gas for an ashing operation, a commonly used oxygen-based or

fluorine-based single'component gas or a mixed gas including those

components can be used. The MFC 21 and the plasma generator 32 are so

connected with a tube 36 that the process gas is fed from the MFC 21

through the tube 36 to the plasma generator 32. In the plasma generator

32, the fed process gas is excíted by a high-frequency \ryave to generate

plasma, and then the generated plasma is diffused toward a center of the

substrate storage section 34. Thus, the plasma is radiated to the substrate

52 held by the substrate holding section 26 to perform ashing for a resist film
on the substrate 52. Then, after the ashing operation, a gas inside the

substrate storage section 34 is externally exhausted by the vacuum pump 27.

The conductance-variable valve 35 placed between the vacuum pump 27 and

the substrate storage section 34 controls an effective exhausting speed ofthe
exhaust out of the vacuum pump 27 to control a partial pressure inside the

[0034] Each of both left and right sides of the substrate storage section 44 is provided with
one MFC 21, and one plate electrode 41. A high-frequency power is applied through a
high-frequency power supply, not shown in the drawing, to each plate electrode 41. In the
meantime, an appropriate amount of process gas regulated by the MFC 21 is supplied from a
process gas supply source, not shown in the drawing, to the substrate storage section 44.
Furthermore, while the substrate holding section 26 being connected to a ground potential,
connected to the substrate holder 62 held by the substrate holding section 26 is a bias
applying power supply which is able to apply a substrate bias, the bias applying power supply
being not shown in the drawing. Then, a film forming performance is controlled through
controlling the substrate bias applied to the substrate holder 62. As the process gas for a CVD
operation, a commonly used carbon-based gas mixture can be used. The MFC 21 and the
substrate storage section 44 are so connected with a tube 46 that the process gas is
introduced from the MFC 21 through the tube 46 to the substrate storage section 44. Under
the condition, when the high-frequency power is applied to the plate electrode 41, the process
gas introduced from the MFC 21 to the substrate storage section  - 44 discharges between
the substrate holder 62 and the plate electrode 41 to become, plasma in the substrate storage
section 44, The process gas energized into plasma reaches a surface of the substrata 52,
which is held by the substrate holding section 26 at a center of the substrate storage section
44, to form a thin film on the substrate 52 RES expected. Then, after the film forming
operation, the gas inside the substrate storage section 44 is externally exhausted by the
vacuum pump WI. In the meantime, connected to the substrate holding section 26 of the CVD
chanther 40 is a bias applying power supply which is able to apply a substrate bias to the
substrate holder 62 held by the substrate holding section 26, the bias applying power supply
being not shown in the drawing. Then, characteristics of the tine film formed on the substrate
62 can be controlled by means of controlling, the substrate:bias to the substrate holder 62,
[00851 Explained neXt is series of processes for manufacturing a magnetic recording mediuni
70 by using the, tagaetie root:ding medium Mantlfacturingdavibe 10061 prGa" 7A to 7D are
drawings for explaining processes of manufacturing the magnetic recording mediuin 70 by
using the magnetic recording ractainn. manufacturing device. 18: None, na IA is a cross! 



10-

substrate storage section 34. Connected to the substrate holding section 2b

of the ashing chamber 30 is a bias applying power supply which is able to

apply a substrate bias to the substrate holder 62 held by the substrate

holding section 26, t}re bias applying power supply being not shown in the
drawing. Then, energy of the plasma radiated to the substrate 52 can be

controlled by means of controlling the substrate bias to the substrate holder

62.

IOO3Z] Explained next with reference to FIG. 6 is a structure of the CVD

chamber 40. FIG. 6 is a cross sectional view of the CVD chamber 40 taken

along the line E-E of FIG. 1.

IOOaS] As shown in FIG. 6, the CVD chamber 40 principally includes an

MFC 21, a plate electrode 41 installed in a substrate storage section 44, the
substrate storage section 44 for storing the substrate carrier 60 sent out of
the ashing chamber 30, a substrate holding section 26, avactum pump 27,

and a conductance'variable valve 35.

[OOg¿] Each ofboth left and right sides ofthe substrate storage section 44 is

provided with one MFC 21, and one plate electrode 41. A high-frequency

power is applied through a high-frequency power supply, not shown in the

drawing, to each plate electrode 41. In the meantime, an appropriate

amount of process gas regulated by the MFC 21 is supplied from a process

gas supply source, not shown in the drawing, to the substrate storage section

44. Furthermore, while the substrate holding section 26 being connected to

a ground potential, connected to the substrate holder 62 held by the

substrate holding section 26 is a bias applying power supply which is able to

apply a substrate bias, the bias applying power supply being not shown in
the drawing. Then, a film forming performance is controlled through

controlling the substrate bias applied to the substrate holder 62. As the

process gas for a CVD operation, a commonly used carbon'based gas mixture
can be used. The MFC 21 and the substrate storage section 44 are so

connected with a tube 46 that the process gas is introduced from the MFC 21

through the tube 46 to the substrate storage section 44. Under the

condition, when the high-frequency power is applied to the plate electrode 41,

the process gas introduced from the MFC 21 to the substrate storage section

I 'err forexplaining an ion implantation, FIG, 1)3 Is St cress sectional V1OW of a sithstrate 80
having a resist film after the ionimplaStion, rico. 70 is a cross sectional view of a substrata 84
hating a magnetic recording layer after an aehing operation; and FIG. ID is a cross sectional
view of a magnetic,recorcling medium '7,0, Well At first, a substrate With a rSISb film It In
which w magnetic .film 72,, a protective:film 74b and a resist film 76 are layered in tliisi order
on a base !substrate 78 shown in .FIG, 7A; is placed into the ,entistrate carrier 60 by using
transfer device at the start point 54 shingn In FIG. 1. The' placement of the substrate with a
resist Alm Ti. into the substrate carrier 60 is carried put through holding the substrate With a
reanit'llini 71 by using' the iMbstrateheIder 6Z as described above. The substrate with a:resist
film 71 has AO contour shaped almost like a disc in the same manner as the base Substrate
78, has. Med as the base substrato 78 is fox example, a  - 12 -  nonmagnetic substrate such
as an aluminum alloy substrate, a silicon glass substrate, and the like. Preferably, the
magnetic film 72 should be provided with an ordered structure having a high magnetic
anisotropy. The protective film 74 is a coating film, for example, made of diamond like carbon
and so on. The resist film 76 is a thin film of a resist material having a certain pattern.  [00381
The substrate with a resist film 71 is placed into the substrate carrier 60, and then the
substrate carrier 60 passes through the bottom horizontal passage 50d shown in FIG. 1, and
arrives at the load lock chamber 56. After the pressure inside the load lock chamber 56 is
lowered through vacuum evacuation down to a pressure level that does not significantly affect
the pressure inside the ion implantation chamber 20, the substrate carrier 60 passes through
the load lock chamber 56 and moves into the ion implantation chamber 20, if the load lock
chamber 56 is opened. Then, engaging with the substrate holding section 26 in the ion
implantation chamber 20, the substrate carrier 60 is held almost at a center of the ion
implantation chamber 20. Subsequently, an ion beam 77 from the ion generator 23 is radiated
to a surface of the substrate with a resist film 71 for ion implantation (Refer to FIG. 7A3. As
the ion implantation is carried out into the surface of the substrate with a resist film 71, a
magnetic force decreases at a part with implantation 78 where the ion implantation is carried
out through an opening area of the resist film 76, as shown in FIG. 713. [0039] Next, the
substrate carrier 60 moves from the ion implantation chamber 20 through the connecting part
58, shown in FIG. 1, into the ashing chamber 30. Then, engaging with the substrate holding
section 26 in the ashing chamber 30, the substrate carrier 60 is held almost at a center of the
ashing chamber 30. Subsequently, the plasma from the plasma generator 32 is radiated to a
surface of a substrate with an ion-implanted resist film 80 for ashing and removing the resist
film 76 and the protective film 74. As a result, formed is a substrate with a magnetic recording
layer 84; in which a characteristic magnetic film 82 having a certain magnetic characteristics is
laminated on the base substrate 73, as shown in FIG. 7C. 
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44 di$ch4yged bef,$èen the substrate holder.69 and the plate:electrode 41 to

become: plasma in the eubstrate storagie section 44-. The prOce$S gas:

ênergizéd.iîrtp plasmã r.eaches a surface of the sribstral:e 62; which is held by

the,substrate holding gection 2ß at a center of'the sub;stfâüe stofage section

44, tofor¡n a thin film gn tho substrate 62 as;expecûed. Then, after the film

forrning operfitiotti the .gae ineide the oUhçtna@ stotage sectioh 44 is
o4tê4¡¡ålly exhaupted by the vacuum pump 2.7. In'the meanúime, c¡nnected'

to the subsiraùt:ùroldïlrÊi settion 20 of the, OVÐ crha¡¡b* 4O' is a þias applying

powèr supply whloh is able to apply a subsüra,tebìas to ühe eubeträúo holder

69 .held by the etrtrstrate hOltling isection ?6', úhe p-ias. aprFly-ine powqr supply

hBiilg not ghqwn rin úhor dräwingr Ther¡ claractorísbios. 'of, the tleirl fi'[nr'

forrnsd. on..tÏe Eùb,qfÉåúê õ9 oan'be,contfoue.d þJ ftçans of eontrolling' the

sübþt¡:ate bias to: the,'srrbstnaüe holder 62.

IOOSSI DXplainçil ¡¡etßt rip a 6eflas of pro.eresees for mangfacturing'a magneiic

recondfng rnedl'rt¡n 7'O bV, usirlg the 'mag'ttÞþl{ rireording rlredir¡ur

marrüfÊêh¡rlng'deviæ I 0,

lOOg"ol FtrGs. ?,4 to ?.D, are drawings fo¡ explaîning procossos of

.,,îanufs,çturlng the rnagne0ic recording rnêttitiÌä 70 þyi üsing' the: rnagnetic

,recOxding nredigm. manufaçhrri¡rg dpv,ico, 1-.^O'nAmçk FfG. ?A is a 'cr':oss'

scctfp¡At,vrcW for,,e¡{plaining an ion irnplanktùiön,TI.G,: ?Bi's:ä o'roF$ oèctional

viëW 0f a rjüb'sùf¿tt6,80 havixtg:a resisù film afte$tlle iÖû,impiantation, FIG.

?fi ie & oro-gÊ,¡çectipnal view pf a substrats 84'havin$, a ¡liâgl¡etia,rocordÌng

lqy6t aftet ar¡ âÉhing opi-erationi åñ.d I{IG. ?D lg a ôr6'ss ,ÉÓ,cfiqna'l vien' of a

rnagnetlc rncording medium 70.

mçtfl Attfirgi, d Þuþ,ÞtÉaþ with ares,fst fiIm ?1í Ìn:whisha,rnagnetÍc fifun 79,

,a protective:flhn, ?'4¡, an¿ * ¡6sisf :fîlm 76 afs, layOreit i'tr [hiSi'of"der ob a hasq

ñuhstrãüÞ ?8 showfr icL,FIG, '74; is placed Ínto ttle çuþqßraúe carrler '60 by

uBing a transfer deyice, aù ûhe starú poinf '64' Shs\ryn :tn FL$ 1. The

plaoeinnnt of'ühe substrat¿ wiúh, a re.sint film ?1,into thc euþstlate car¡ier ôo

is ,aarr¡çd çuf .thrqugh, holiting the substratê lwi-th ä feríidf fiIm 7 t by using the

dd'bôttàtê,holder 62, aB dêscrihed above TIre substrate wlth a,resi6t film ?1,

has, i!Ë contgqr. phAped Almost like a disc in ùhelsâ,niè:Ïn¿innerr a$ the b'a$o

SubBtratir ?B has; Uþed ae thg ba'so' suþstraüp ?8 lQi for examplo, a

- 13 - [0040] Next, the substrate carrier 60 moves from the ashing chamber 30 through the
connecting part 58, shown in FIG. 1, into the CVD chamber 40. Then, engaging with the
substrate holding section 26 in the a CVD chamber 40, the substrate carrier 60 is held almost
at a center of the CVD chamber 40. Subsequently, while a process gas is supplied to the
substrate storage section 44, a high-frequency power is applied to the plate electrode 41, so
that the supplied process gas is energized into plasma inside the substrate storage section
44. Then, the process gas energized into plasma is radiated to the substrate with a magnetic
recording layer 84 to form a CVD protective film 86 having a flat surface on the substrate with
a magnetic recording layer 84. According to those processes described above, manufactured
is the magnetic recording medium 70 in which the CVD protective film 86 is laminated on the
substrate with a magnetic recording layer 84, as shown in FIG. 7D. [0041] Next, under the
condition that the pressure inside the load lock chamber 56 is equal to the atmospheric
pressure, the substrate carrier 60 holding the magnetic recording medium 70 passes through
the load lock chamber 56 and moves to the front vertical passage 50a. Furthermore, as the
substrate carrier 60 moves from the front vertical passage 50a through the top horizontal
passage 50c to the rear vertical passage 50b, the magnetic recording medium 70 is
transferred back to the start point 54. Then, being dismounted out of the substrate carrier 60
by using the transfer device at the start point 54, the magnetic recording medium 70 can be
removed from the magnetic recording medium manufacturing device 10. [0042] In the
magnetic recording medium manufacturing device 10 structured as described above, the ion
implantation chamber 20, the ashing chamber 30, as well as the CVD chamber 40 are
connected in series under the vacuum condition so that the processes of the ion implantation,
the ashing and the CVD can be carried out continuously without any contact with the
atmosphere. Therefore, this arrangement makes it possible to avoid a quality deterioration of
the magnetic recording medium 70 owing to a bad effect of the atmosphere. [0043]
Furthermore, the magnetic recording medium manufacturing device 10 makes it possible to
form the CV]) protective film 86 on a surface of the  - 14 - 
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nonmagnetic substrate such as an aluminum alloy substrate, a silicon glass

substrate, and the like. Preferably the magnetic film 72 should be provided

with an ordered structure having a high magnetic anisotropy. The

protective film 74 is a coating frlm, for example, made of diamond like carbon

and so on. The resist fiIm 76 is a thin film of a resist material having a

certain pattern.

IOOSS] The substrate with a resist film 71 is placed into the substrate carrier
60, and then the substrate carrier 60 passes through the bottom horizontal
passage 50d shown in FIG. 1, and arrives at the load lock chamber 56.

After the pressure inside the load lock chamber 56 is lowered through
vacuum evacuation down to a pressure level that does not signifrcantly affect

the pressure inside the ion implantation chamber 20, the substrate carrier
60 passes through the load lock chamber 56 and moves into the ion

implantation chamber 2O, if the load lock chamber 56 is opened. Then,

engaging with the substrate holding section 26 in the ion implantation
chamber 20, the substrate carrier 60 is held almost at a center of the ion

implantation chamber 20. Subsequently, an ion beam 77 from the ion

generator 23 is radiated to a surface of the substrate with a resist film 71 for

ion implantation (Refer to FIG. 7lù. As the ion implantation is carried out

into the surface of the substrate with a resist film 71, a magnetic force

decreases at a part with implantation 78 where the ion implantation is

carried out through an opening area of the resist film 76, as shown in FIG.

7B..

[OOgg] Next, the substrate carrier 60 moves from the ion implantation

chamber 20 through the connecting part 58, shown in FIG. 1, into the ashing

chamber 30. Then, engaging with the substrate holding section 26 in the

ashing chamber 30, the substrate carrier 60 is held almost at a center of the

ashing chamber 30. Subsequently, the plasma from the plasma generator

32 is radiated to a surface of a substrate with an ion-implanted resist film 80

for ashing and removing the resist film 76 and the protective fiIm 74. As a

result, formed is a substrate with a magnetic recording layer 84i in which a

characteristic magnetic film 82 having a certain magnetic characteristics is

laminated on the base substrate 73, as shown in FIG. 7C.

substrate 52. Accordingly, it becomes possible to avoid damage of the magnetic recording
medium 70 due to a defect, and also to surely avoid a quality deterioration of the magnetic
recording medium 70 owing to a bad effect of the atmosphere. [0044] Moreover, in the
magnetic recording medium manufacturing device 10, the substrate 52 is transferred into the
process chambers 20, 30, and 40 while being held by the substrate carrier 60. Therefore,
when being transferred, the substrate 52 exposes its surfaces in the substrate holder 62 in a
right-angle direction in relation to its moving direction. Accordingly, the substrate 52 can be
set ready for processing instantly by simply holding the transferred substrate carrier 60 in the
process chambers 20, 30, and 40. [0045] With respect to the embodiment according to the
present invention as described above, the present invention is not limited to the above
embodiment and various other variations may be made. [0046] In the above embodiment, the
substrate transfer passage 50 is so placed as to be circular in a vertical plane in relation to the
process chambers 20, 30, and 40. Alternatively, instead of the placement of the passage in a
vertical plane, the substrate transfer passage 50 may as well be placed to be circular in a
horizontal plane. Furthermore, the magnetic recording medium manufacturing device 10 may
be prepared in any arrangement other than such a circular inline mode. [0047] In the above
embodiment, the substrate carrier 60 is driven by the driving rollers 64. Since the present
invention is not limited to such an arrangement, alternatively possible may be another
arrangement in which, for example, a line is placed in the magnetic recording medium
manufacturing device 10 and the substrate carrier 60 moves along the line. Furthermore, in
the above embodiment, the number of substrates, i.e., the substrate 52 provided in plurality,
to be held in the substrate carrier 60 at the same time is 3. Alternatively, the number of
substrates may be 2 or less, or 4 or more, instead of the number of substrates at 3.  [0048] In
the above embodiment, the substrate carrier 60 is held in the process chambers 20, 30, and
40 by means of the engagement with the substrate holding section 26. Since the holding
method is not limited to such engagement, alternatively the substrate carrier 60 may be held
in the process chambers 20, 30, and 40 by any other method. [0049] In the above
embodiment, a mono-atomic ion beam is adopted. Since the type of ion beams is not limited
to that of such a mono-atomic ion beam, alternatively adopted may be for example a cluster
ion beam that includes a number of atoms in a bunch. [0050] The ion implantation chamber
20, the ashing chamber 30, and the CVD chamber 40 are connected in series in the above
embodiment. Instead, adopted may be another arrangement in which a processing chamber
for preheating or cooling the substrate 52 is placed among the process chambers 20, 30, and
40. Furthermore, a buffer chamber for controlling the pressure in the process chambers 20,
30, and 40 may as well be placed. 
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[OO¿O] Next, the substrate carrier 60 moves from the ashing chamber 30

through the connecting part 58, shown in FIG. 1, into the CVD chamber 40.

Then, engaging with the substrate holding section 26 in the a C\lD chamber

40, the substrate carrier 60 is held almost at a center of the CVD chamber 40.

Subsequently, while a process gas is supplied to the substrate storage section

44, a high'frequency power is applied to the plate electrode 41, so that the

supplied process gas is energized into plasma inside the substrate storage

section 44. Then, the process gas energized into plasma is radiated to the

substrate with a magnetic recording layer 84 to form a CVD protective film
86 having a flat surface on the substrate with a magnetic recording layer 84.

According to those processes described above, manufactured is the magnetic

recording medium 70 in which the CVD protective film 86 is laminated on

the substrate with a magnetic recording layer 84, as shown in FIG. 7D.

[OO¿f] Next, under the condition that the pressure inside the load lock

chamber 56 is equal to the atmospheric pressure, the substrate carrier 60

holding the magnetic recording medium 70 passes through the load lock

chamber 56 and moves to the front vertical passage 50a. Furthermore, as

the substrate carrier 60 moves from the front vertical passage 50a through

the top horizontal passage 50c to the rear vertical passage 50b, the magnetic

recording medium 70 is transferred back to the start point 54. Then, being

dismounted out of the substrate carrier 60 by using the transfer device at the

start point 54, the magnetic recording medium 70 can be removed from the

magnetic recording medium manufacturing device 10.

[OO¿Z] In the magnetic recording medium manufacturing device 10

structured as described above, the ion implantation chamber 20, the ashing

chamber 30, as well as the CVD chamber 4O are connected in series under

the vacuum condition so that the processes of the ion implantation, the

ashing and the CVD can be carried out continuously without any contact

with the atmosphere. Therefore, this arrangement makes it possible to

avoid a quality deterioration of the magnetic recording medium 70 owing to a

bad effect of the atmosphere.

[OO¿S] Furthermore, the magnetic recording medium manufacturing device

10 makes it possible to form the C\lD protective film 86 on a surface of the

[0051] In the above embodiment, the plasma is generated in the CVD chamber 40 by means
of applying a high-frequency power to the plate electrode 41. Alternatively, a loop-shaped
inductive coupling antenna may be placed instead of the plate electrode 41 to generate
inductive coupling high-frequency plasma by means of applying a high-frequency power to the
antenna. [Industrial Applicability] [0052] The magnetic recording medium manufacturing
device according to the present invention can be applied in various electronic industries using
semiconductors.  - 16 - [Reference Numerals] [0053] 10. Magnetic recording medium
manufacturing device 20. Ion implantation chamber 30. Ashing chamber 32. Plasma
generator 
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substrate 52. Accordingly, it becornes possible to avoid damage of the

magnetic recording medium 70 due to a defect, and also to surely avoid a

quality deterioration of the magnetic recording medium 70 owing to a bad

effect of the atmosphere.

[OO¿¿] Moreover, in the magnetic recording medium manufacturing device

10, the substrate 52 is transferred into the process chambers 20, 30, and 40

while being held by the substrate carrier 60. Therefore, when being

transferred, the substrate 52 exposes its surfaces in the substrate holder 62

in a right-angle direction in relation to its moving direction. Accordingly,

the substrate 52 can be set ready for processing instantly by simply holding

the transferred substrate carrier 60 in the process chambers 20, 30, and 40.

[OO¿f] With respect to the embodiment according to the present invention as

described above, the present invention is not limited to the above

embodiment and various other variations may be made.

[OO¿A] In the above embodiment, the substrate transfer passage 50 is so

placed as to be circular in a vertical plane in relation to the process chambers

20, 30, and 40. Alternatively, instead of the placement of the passage in a
vertical plane, the substrate transfer passage 50 may as well be placed to be

circular in a horizontal plane. Furthermore, the magnetic recording

medium manufacturing device 10 may be prepared in any arrangement

other than such a circular inline mode.

[OO¿Z] In the above embodiment, the substrate carrier 60 is driven by the

driving rollers 64. Since the present invention is not limited to such an

arrangement, alternatively possible may be another arrangement in which,

for example, a line is placed in the magnetic recording medium

manufacturing device 10 and the substrate carrier 60 moves along the line.

Furthermore, in the above embodiment, the number of substrates, i.e., the

substrate 52 provided in plurality, to be held in the substrate carrier 60 at

the same time is 3. Alternatively, the number of substrates may be 2 or less,

or 4 or more, instead of the number of substrates at 3.

40. CVD chamber 41. Plate electrode (parallel plate electrode) 60. Substrate carrier 62.
Substrate holder 64. Driving rollers (driving mechanism) 70. Magnetic recording medium
(substrate) 71. Substrate with a resist film (substrate) 76. Resist film 80. Substrate with an
ion-implanted resist film (substrate) 86. CVD protective film (thin film)  17 
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[OO¿g] In the above embodiment, the substrate carrier 60 is held in the
process chambers 20, 30, and 40 by means of the engagement with the

substrate holding section 26. Since the holding method is not limited to
such engagement, alternatively the substrate carrier 60 may be held in the
process chambers 20, 30, and 40 by any other method.

[OO¿g] In the above embodiment, a mono-atomic ion beam is adopted.

Since the type of ion beams is not limited to that of such a mono-atomic ion

beam, alternatively adopted may be for example a cluster ion beam that
includes a number of atoms in a bunch.

IOO5O] The ion implantation chamber 20, the ashing chamber 30, and the

CVD chamber 40 are connected in series in the above embodiment. Instead,

adopted may be another arrangement in which a processing chamber for
preheating or cooling the substrate 52 is placed among the process chambers

20, 30, and 40. Furthermore, a buffer chamber for controlling the pressure

in the process chambers 20, 30, and 40 may as well be placed.

[OOSf] In the above embodiment, the plasma is generated in the CVD

chamber 40 by means of applying a high-frequency power to the plate

electrode 41. Alternatively, a loop'shaped inductive coupling antenna may

be placed instead of the plate electrode 41 to generate inductive coupling

high-frequency plasma by means of applying a high-frequency power to the

antenna.

[I ndustrial ApplicabitityJ

IOO5Z] The magnetic recording medium manufacturing device according to

the present invention can be applied in various electronic industries using

semiconductors.

CLAIMS [Claim 1]A magnetic recording medium manufacturing device for manufacturing a
magnetic recording medium through steps of dosing an ion beam into a substrate layered a
magnetic recording layer, a protective film and a patterned resist film in this order and ashing
and removing the resist film and the protective film on a surface of the substrate having the
magnetic recording layer after the ion beam dosing; the magnetic recording medium
manufacturing device comprising:       an ion implantation chamber, to which a required kind of
ions are supplied from a source of ion supply for generating ions; the ions being accelerated
to have an energy as required, and the ion beam then being dosed into a substrate having a
resist film, a protective film and a magnetic recording layer; and       an ashing chamber
equipped with a plasma generator for generating and diffusing plasma; in the ashing chamber,
the resist film and the protective film being ashed and removed by using the plasma diffused
with the plasma generator, from the substrate having the resist film, the protective film and the
magnetic recording layer;       wherein, the ion implantation chamber and the ashing chamber
are connected with a vacuum valve under vacuum condition, and the magnetic recording
medium manufacturing device is equipped with a substrate carrier for carrying the substrate
from the ion implantation chamber to the ashing chamber after the ion beam dosing. [Claim
2]The magnetic recording medium manufacturing device according to Claim 1:       further
comprising a CVD (Chemical Vapor Deposition) chamber for forming a thin film on a surface
of the substrate, having the magnetic recording layer after the ashing, by means of generating
plasma through applying a high-frequency power to one of a parallel plate electrode and an
inductive coupling antenna; 
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lReference Numerals]

loossl
10. Magnetic recording medium manufacturing device

20. Ion implantation chamber

30. Ashing chamber

32. Plasma generator

40. CVD chamber

4I. Plate electrode (parallel plate electrode)

60. Substrate carrier
62. Substrate holder

64. Driving rollers (driving mechanism)

70. Magnetic recording medium (substrate)

71. Substrate with a resist fiIm (substrate)

76. Resist film
80. Substrate with an ion-implanted resist film (substrate)

86. CVD protective fiIm (tfrin nm)

wherein the ashing chamber and the CVD chamber are connected with a vacuum valve under
vacuum condition, and the substrate carrier carries the substrate having the magnetic
recording layer after the ashing from the ashing chamber to the CVD chamber. [Claim 3]The
magnetic recording medium manufacturing device according to Claim 1 or 2; wherein the
substrate carrier includes; a substrate holder holding the substrate'; and a driving mechanism
driving the substrate holder. 
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CLAIMS

[Ctaim f] A magnetic recording medium manufacturing device for manufacturing a

magnetic recording medium through steps of dosing an ion beam into a substrate

layered a magnetic recording layer, a protective film and a patterned resist film in this

order and ashing and removing the resist film and the protective film on a surface of the

substrate having the magnetic recording layer after the ion beam dosingi the magnetic

recording medium manufacturing device comprising:

an ion implantation chamber, to which a required kind of ions are supplied from

a source of ion supply for generating ionsi the ions being accelerated to have an energy

as required, and the ion beam then being dosed into a substrate having a resist film, a

protective film and a magnetic recording layeri and

an ashing chamber equipped with a plasma generator for generating and

diffusing plasmai in the ashing chamber, the resist film and the protective film being

ashed and removed by using the plasma diffused with the plasma generator, from the

substrate having the resist film, the protective film and the magnetic recording layeri

wherein, the ion implantation chamber and the ashing chamber are connected

with a vacuum valve under vacuum condition, and the magnetic recording medium

manufacturing device is equipped with a substrate carrier for carrying the substrate

from the ion implantation chamber to the ashing chamber after the ion beam dosing.

lCtaim 2l

1:

The magnetic recording medium manufacturing device according to Claim

further comprising a CVD (Chemical Vapor Deposition) chamber for forming a

thin film on a surface of the substrate, having the magnetic recording layer after the

ashing, by means of generating plasma through applying a high-frequency power to one

of a parallel plate electrode and an inductive coupling antennai

wherein the ashing chamber and the CVD chamber are connected with a vacuum

valve under vacuum condition, and the substrate carrier carries the substrate having

the magnetic recording layer after the ashing from the ashing chamber to the CVD

chamber.

[Ctaim g] The magnetic recording medium manufacturing device according to Claim

Ior2..

wherein the substrate carrier includesi

a substrate holder holding the substrate'l and

a driving mechanism driving the substrate holder.




