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I. Field [0002] The present disclosure relates
generally to communication, and more specifically to
pilot and data transmission in a wireless
communication system. II. Background [0003] A
multiple-access system can concurrently communicate
with multiple terminals on the forward and reverse
links. The forward link (or downlink) refers to the
communication link from the base stations to the
terminals, and the reverse link (or uplink) refers to
the communication link from the terminals to the base
stations. Multiple terminals may simultaneously
transmit data on the reverse link and/or receive data
on the forward link. This is often achieved by
multiplexing the multiple data transmissions on each
link to be orthogonal to one another in time,
frequency and/or code domain. Complete orthogonality
among the multiple data transmissions is typically not
achieved in most instances due to various factors such
as channelconditions, receiver imperfections, and so
on. Nevertheless, the orthogonal multiplexing ensures
that the data transmission for each terminal minimally
interferes 



with the data transmissions for the other terminals.
[0004] The number of terminals that can communicate
with the multiple-access system at any given moment is
typically limited by the number of traffic channels
available for data transmission, which in turn is
limited by the available system resources. For
example, the number of traffic channels may be
determined by the number of available orthogonal code
sequences in a code division multiple access (CDMA)
system, the number of available frequency subbands in
a frequency division multiple access (FDMA) system,
the number of available time slots in a time division
multiple access (TDMA) system, and so on. Li many
instances, it is desirable to allow more terminals to
simultaneously communicate with the system in order to
improve system capacity. [0005] There is therefore a
need in the art for techniques to support simultaneous
transmissions for more terminals in a multiple-access
system. SUMMARY [0006] Pilot transmission, channel
estimation, and spatial processing techniques that
support simultaneous transmissions for terminals in a
single-carrier frequency division multiple access
(SC-FDMA) system are described herein. The SC-FDMA
system may utilize (1) interleaved FDMA (IFDMA) to
transmit data and pilot on subbands that are
distributed across a frequency band or system
bandwidth, (2) localized FDMA (LFDMA) to transmit data
and pilot on a group of adjacent subbands, or (3)
enhanced FDMA (EFDMA) to transmit data and pilot on
multiple groups of adjacent subbands. IFDMA is also
called distributed FDMA, and LFDMA is also called
narrowband FDMA, classical FDMA, and FDMA. [0007] For
pilot transmission, multiple transmitters may transmit
their pilots using time division multiplexing (TDM),
code division multiplexing (CDM)5 interleaved
frequency division multiplexing (IFDM), or localized
frequency division multiplexing (LFDM), as described
below. The pilots from these transmitters would then
be orthogonal to one another, which allows a receiver
to derive a higher quality channel 



estimate for each transmitter.[0008] For channel
estimation, the receiver performs the complementary
demultiplexing for the pilots sent by the transmitters
with TDM, CDM, IFDM or LFDM. The receiver may derive a
channel estimate for each transmitter using, e.g., a
minimum mean-square error (MMSE) technique, a
least-squares (LS) technique, or some other channel
estimation technique. The receiver may also perform
filtering, thresholding, truncation, and/or tap
selection to obtain an improved channel estimate.
[0009] The receiver also performs receiver spatial
processing for data transmissions received from the
transmitters on the same time-frequency block. The
receiver may derive spatial filter matrices based on
the channel estimates for the transmitters and using,
e.g., a zero-forcing (ZF) technique, an MMSE
technique, or a maximal ratio combining (MRC)
technique. [0010] Various aspects and embodiments of
the invention are described in further detail below.
BRIEF DESCRIPTION OF THE DRAWINGS [0011] The features
and nature of the present invention will become more
apparent from the detailed description set forth below
when taken in conjunction with the drawings in which
like reference characters identify correspondingly
throughout. [0012] FIG. 1 shows a Q-FDMA system with
multiple transmitters and a receiver. [0013] FIG. 2A
shows an exemplary subband structure for IFDMA. [0014]
FIG. 2B shows an exemplary subband structure for
LFDMA. [0015] FIG. 2C shows an exemplary subband
structure for EFDMA. [0016] FIG. 3A shows the
generation of an IFDMA, LFDMA or EFDMA symbol. [0017]
FIG. 3B shows the generation of an IFDMA symbol.
[0018] FIG. 4 shows a frequency hopping (FH) scheme.
[0019] FIG. 5 shows a TDM pilot scheme. [0020] FIG. 6
shows a CDM pilot scheme. [0021] FIG. 7 shows
distributed/localized pilot schemes. [0022] FIG. 8A
shows distributed pilots for two transmitters with
IFDMA. 



[0023] FIG. 8B shows distributed pilots for two
transmitters with LFDMA. [0024] FIG. 9A shows
localized pilots for two transmitters with IFDMA.
[0025] FIG. 9B shows localized pilots for two
transmitters with LFDMA.[0026] FIG. 10 shows a
transmission with different data and pilot symbol
durations. [0027] FIG. 11 shows a process to transmit
pilot and data in the Q-FDMA system. [0028] FIG. 12
shows a process for performing channel estimation.
[0029] FIG. 13 shows an H-ARQ transmission. [0030]
FIG. 14 shows H-ARQ transmissions for two
transmitters. [0031] FIG. 15 shows a block diagram of
a transmitter. [0032] FIG. 16 shows a block diagram of
a receiver. DETAILED DESCRIPTION [0033] The word
"exemplary" is used herein to mean "serving as an
example, instance, or illustration." Any embodiment or
design described herein as "exemplary" is not
necessarily to be construed as preferred or
advantageous over other embodiments or designs. [0034]
The pilot transmission, channel estimation, and
spatial processing techniques described herein may be
used for various communication systems. For example,
these techniques may be used for an SC-FDMA system
that utilizes IFDMA, LFDMA, or EFDMA, an orthogonal
frequency division multiple access (OFDMA) system that
utilizes orthogonal frequency division multiplexing
(OFDM), other FDMA systems, other OFDM-based systems,
and so on. Modulation symbols are sent in the time
domain with IFDMA, LFDMA, and EFDMA and in the
frequency domain with OFDM. In general, the techniques
may be used for a system that utilizes one or more
multiplexing schemes for the forward and reverse
links. For example, the system may utilize (1) SC-FDMA
(e.g., IFDMA, LFDMA or EFDMA) for both the forward and
reverse links (2) one version of SC-FDMA (e.g., LFDMA)
for one link and another version of SC-FDMA (e.g.,
IFDMA) for the other link, (3) MC-FDMA for both the
forward and reverse links, (4) SC-FDMA for one link
(e.g., reverse link) and MCFDMA (e.g., OFDMA) for the
other link (e.g., forward link), or (5) some other 



combination of multiplexing schemes. SC-FDMA, OFDMA,
some other multiplexing scheme, or a combination
thereof may be used for each link to achieve the
desired performance. For example, SC-FDMA and OFDMA
may be used for a given link, with SC-FDMA being used
for some subbands and OFDMA being used on other
subbands. It may be desirable to use SC-FDMA on the
reverse link to achieve lower PAPR and torelax the
power amplifier requirements for the terminals. It may
be desirable to use OFDMA on the forward link to
potentially achieve higher system capacity. [0035] The
techniques described herein may be used for the
downlink and uplink. The techniques may also be used
for (1) an orthogonal multiple-access system in which
all users within a given cell or sector are orthogonal
in time, frequency and/or code and (2) a
quasi-orthogonal multiple-access system in which
multiple users within the same cell or sector may
transmit simultaneously on the same frequency at the
same time. For clarity, much of the description below
is for a quasi-orthogonal SC-FDMA system, which is
also called a Q-FDMA system. The Q-FDMA system
supports space division multiple access (SDMA), which
uses multiple antennas located at different points in
space to support simultaneous transmissions for
multiple users. [0036] FIG. 1 shows a Q-FDMA system
100 with multiple (M) transmitters 110a through HOm
and a receiver 150. For simplicity, each transmitter
110 is equipped with a single antenna 134, and
receiver 150 is equipped with multiple (R) antennas
152a through 152r. For the forward link, each
transmitter 110 may be part of a base station, and
receiver 150 may be part of a terminal. For the
reverse link, each transmitter 110 may be part of a
terminal, and receiver 150 may be part of a base
station. A base station is generally a fixed station
and may also be called a base transceiver system
(BTS), an access point, or some other terminology. A
terminal may be fixed or mobile and may be a wireless
device, a cellular phone, a personal digital assistant
(PDA), a wireless modem card, and so on. [0037] At
each transmitter 110, a transmit (TX) data and pilot
processor 120 encodes, interleaves, and symbol maps
traffic data and generates data symbols, which are
modulation symbols for traffic data. A modulation
symbol is a complex value for a 



point in a signal constellation, e.g., for M-PSK or
M-QAM. Processor 120 also generates pilot symbols,
which are modulation symbols for pilot. An SC-FDMA
modulator 130 multiplexes the data symbols and pilot
symbols, performs SC-FDMA modulation (e.g., for IFDMA,
LFDMA, or EFDMA), and generates SC-FDMA symbols. An
SC-FDMA symbol may be an IFDMA symbol, an LFDMA
symbol, or an EFDMA symbol. A data SC-FDMA symbol is
an SC-FDMA symbol for traffic data, and a pilot
SC-FDMA symbol is an SC-FDMA symbol for pilot. A
transmitter unit (TMTR) 132 processes (e.g., converts
to analog, amplifies, filters, and
frequencyupconverts) the SC-FDMA symbols and generates
a radio frequency (RF) modulated signal, which is
transmitted via an antenna 134. [0038] At receiver
150, R antennas 152a through 152r receive the RF
modulated signals from transmitters HOa through 110m,
and each antenna provides a received signal to an
associated receiver unit (RCVR) 154. Each receiver
unit 154 conditions (e.g., filters, amplifies,
frequency downconverts, and digitizes) its received
signal and provides input samples to a receive (RX)
spatial processor 160. RX spatial processor 160
estimates the channel response between each
transmitter 110 and the R antennas based on the pilot
received from that transmitter. RX spatial processor
160 also performs receiver spatial processing for each
subband used by multiple transmitters in order to
separate out the data symbols sent by these
transmitters. RX spatial processor 160 further
demultiplexes the SC-FDMA symbols received for each
transmitter. An SC-FDMA demodulator (Demod) 170
performs SC-FDMA demodulation on the detected SC-FDMA
symbols for each transmitter and provides data symbol
estimates for that transmitter. An RX data processor
172 symbol demaps, deinterleaves, and decodes the data
symbol estimates for each transmitter and provides
decoded data for that transmitter. In general, the
processing by receiver 150 is complementary to the
processing by transmitters 110a through 110m. [0039]
Controllers 140a through 140m and controller 180
direct the operation of various processing units at
transmitters 110a through 110m and receiver 150,
respectively. Memories 142a through 142m and memory
182 store program codes and 



data for transmitters HOa through HOm and receiver
150, respectively. [0040] System 100 may utilize
IFDMA, LFDMA, or EFDMA for transmission. The subband
structures and symbol generation for IFDMA, LFDMA, and
EFDMA are described below. [0041] FIG. 2A shows an
exemplary subband structure 200 for IFDMA. The overall
system bandwidth of BW MHz is partitioned into
multiple (K) orthogonal subbands that are given
indices of 1 through K, where K may be any integer
value. For example, K may be equal to a power of two
(e.g., 64, 128, 256, 512, 1024, and so on), which can
simplify the transformation between the time and
frequency domains. The spacing between adjacent
subbands is BW/ K MHz. For simplicity, the following
description assumes that all K total subbands are
usable for transmission. For subband structure 200,
the K subbands are arranged into S disjoint or
non-overlapping interlaces.The S interlaces are
disjoint in that each of the K subbands belongs in
only one interlace. In an embodiment, each interlace
contains N subbands that are uniformly distributed
across the K total subbands, and consecutive subbands
in the interlace are spaced apart by S subbands, where
K = S-N . For this embodiment, interlace u contains
subbands u, S +u , 2S +u , ..., (N-I)-S + , where
{l,...,S} . Index u is the interlace index as well as
a subband offset that indicates the first subband in
the interlace. In general, a subband structure may
include any number of interlaces, each interlace may
contain any number of subbands, and the interlaces may
contain the same or different numbers of subbands.
Furthermore, N may or may not be an integer divisor of
K, and the N subbands may or may not be uniformly
distributed across the K total subbands. [0042] FIG.
2B shows an exemplary subband structure 210 for LFDMA.
For subband structure 210, the K total subbands are
arranged into S non-overlapping groups. In an
embodiment, each group contains N subbands that are
adjacent to one another, and group v contains subbands
(v - 1) N + 1 through v N , where v is the group index
and v e {1, ..., S} . N and S for subband structure
210 may be the same or different from N and S for
subband structure 200. In general, a subband structure
may include any 



number of groups, each group may contain any number of
subbands, and the groups may contain the same or
different numbers of subbands. 10043] FIG. 2C shows an
exemplary subband structure 220 for EFDMA. For subband
structure 220, the K total subbands are arranged into
S non-overlapping sets, with each set including G
groups of subbands. In an embodiment, the K total
subbands are distributed to the S sets as follows. The
K total subbands are first partitioned into multiple
frequency ranges, with each frequency range containing
K'= K/G consecutive subbands. Each frequency range is
further partitioned into S groups, with each group
including V consecutive subbands. For each frequency
range, the first V subbands are allocated to set 1,
the next V subbands are allocated to set 2, and so on,
and the last V subbands are allocated to set S. Set 5,
for = 1, ..., S , includes subbands having indices k
that satisfy the following: (s-  )-Y  k modulo (K/ G)
< s V . Each set contains G groups of V consecutive
subbands, or a total of N = G -V subbands. In general,
a subband structure may include any number of sets,
each set may contain any number of groups and any
number of subbands, and the sets may contain the same
ordifferent numbers of subbands. For each set, the
groups may contain the same or different numbers of
subbands and may be distributed uniformly or
non-uniformly across the system bandwidth. [0044] An
SC-FDMA system may also utilize a combination of
IFDMA, LFDMA, and/or EFDMA. In an embodiment, multiple
interlaces may be formed for each subband group, and
each interlace may be allocated to one or more users
for transmission. For example, two interlaces may be
formed for each subband group, the first interlace may
contain subbands with even-numbered indices, and the
second interlace may contain subbands with
odd-numbered indices. Ih another embodiment, multiple
subband groups may be formed for each interlace, and
each subband group may be allocated to one or more
users for transmission. For example, two subband
groups may be formed for each interlace, the first
subband group may contain the lower subbands in the
interlace, and the second subband group may contain
the upper subbands in the interlace. IFDMA, LFDMA,
EFDMA, and combinations thereof may 



be considered as different versions of SC-FDMA. For
each version of SC-FDMA, multiple users may transmit
orthogonal pilots on a given subband set (e.g., an
interlace or a subband group) by partitioning the
subband set into multiple subsets and assigning each
user with a respective subset for pilot transmission.
[0045] FIG. 3A shows the generation of an IFDMA symbol
for one interlace, an LFDMA symbol for one subband
group, or an EFDMA symbol for one subband set. An
original sequence of N modulation symbols to be
transmitted in one symbol period on the interlace,
subband group, or subband set is denoted as {d d2,
d3,...,d } (block 310). The original sequence is
transformed to the frequency domain with an N-point
discrete Fourier transform (DFT) to obtain a sequence
of N frequency-domain values (block 312). The N
frequency-domain values are mapped onto the N subbands
used for transmission, and K-N zero values are mapped
onto the remaining K-N subbands to generate a sequence
of K values (block 314). The N subbands used for
transmission are in one group of adjacent subbands for
LFDMA (as shown in FIG. 3A), are in one interlace with
subbands distributed across the K total subbands for
IFDMA (not shown in FIG. 3A), and are in one set of
multiple groups of subbands for EFDMA (also not shown
in FIG. 3A). The sequence of K values is then
transformed to the time domainwith a K-point inverse
discrete Fourier transform (EDFT) to obtain a sequence
of K time-domain output samples (block 316). [0046]
The last C output samples of the sequence are copied
to the start of the sequence to form an IFDMA, LFDMA,
or EFDMA symbol that contains K -f- C output samples
(block 318). The C copied output samples are often
called a cyclic prefix or a guard interval, and C is
the cyclic prefix length. The cyclic prefix is used to
combat intersymbol interference (ISI) caused by
frequency selective fading, which is a frequency
response that varies across the system bandwidth.
[0047] FIG. 3B shows the generation of an IFDMA symbol
for one interlace for the case in which N is an
integer divisor of K and the N subbands are uniformly
distributed across the K total subbands. An original
sequence of N modulation symbols to be transmitted in
one symbol period on the N subbands in interlace u is
denoted as 



(J 1, dz , d3, ..., J N ) (block 350). The original
sequence is replicated S times to obtain an extended
sequence of K modulation symbols (block 352). The N
modulation symbols are sent in the time domain and
collectively occupy N subbands in the frequency
domain. The S copies of the original sequence result
in the N occupied subbands being spaced apart by S
subbands, with S-I subbands of zero power separating
adjacent occupied subbands. The extended sequence has
a comb-like frequency spectrum that occupies interlace
1 in FIG. 2A. [0048] The extended sequence is
multiplied with a phase ramp to obtain a
frequency-translated sequence of K output samples
(block 354). Each output sample in the
frequency-translated sequence may be generated as
follows: Xn = n . e -;2-("-i)("-i)/ k for n = l k E q
(1) where dn is the n- x modulation symbol in the
extended sequence, xn the rc-th output sample in the
frequency-translated sequence, and u is the index of
the first subband in the interlace. The multiplication
with the phase ramp e -JZ n- (u- /vi- in the time
domain translates the comb-like frequency spectrum for
the extended sequence up in frequency so that the
frequency-translated sequence occupies interlace u in
the frequency domain. The last C output samples of the
frequency-translated sequence are copied to the start
of the frequency-translated sequence to form an IFDMA
symbol that contains K + C output samples (block
356).[0049] An IFDMA symbol is periodic in the time
domain (except for the phase ramp) and hence occupies
N equally spaced subbands starting with subband u. S
IFDMA symbols may be generated with S different
subband offsets. These S IFDMA symbols would occupy
different interlaces and hence be orthogonal to one
another. [0050] The processing shown in FIG. 3A may be
used to generate IFDMA, LFDMA and EFDMA symbols for
any values of N and K. The processing shown in FIG. 3B
may be used to generate IFDMA symbols for the case in
which N is an integer divisor of K and the N subbands
are uniformly distributed across the K total subbands.
The IFDMA symbol generation in FIG. 3B does not
require a DFT or an IDFT and may thus be preferred.
FIG. 3A may be used to generate IFDMA symbols if N is
not an integer 



divisor of K or if the N subbands are not uniformly
distributed across the K subbands. IFDMA, LFDMA and
EFDMA symbols may also be generated in other manners.
[0051] The K+C output samples of an SC-FDMA symbol
(which may be an IFDMA, LFDMA or EFDMA symbol) are
transmitted in K + C sample periods, one output sample
in each sample period. An SC-FDMA symbol period (or
simply, a symbol period) is the duration of one
SC-FDMA symbol and is equal to K+C sample periods. A
sample period is also called a chip period. [0052] As
used genetically herein, a subband set is a set of
subbands, which may be an interlace for IFDMA, a
subband group for LFDMA, or a set of multiple subband
groups for EFDMA. For the reverse link, S users may
simultaneously transmit data and pilot on the S
subband sets (e.g., S interlaces or S subband groups)
to a base station without interfering with one
another. Multiple users may also share a given subband
set, and the base station may use receiver spatial
processing to separate out the interfering
transmissions on this subband set. For the forward
link, the base station may simultaneously transmit
data and pilot on the S subband sets to S users
without interference. [0053] FIG. 4 shows a frequency
hopping (FH) scheme 400 that may be used for the
forward and/or reverse link. Frequency hopping can
provide frequency diversity and randomization of
interference from other cells or sectors. With
frequency hopping, a user may be assigned a traffic
channel that is associated with a hop pattern that
indicates which subband set(s), if any, to use in each
time slot. A hop pattern is also called an FH pattern
or sequence, and a time slot is also called a hop
period. A time slotis the amount of time spent on a
given subband set and typically spans multiple symbol
periods. The hop pattern may pseudo-randomly select
different subband sets in different time slots.
Frequency diversity is achieved by selecting all or
many of the S subband sets over some number of time
slots. [0054] In an embodiment, one channel set is
defined for each link. Each channel set contains S
traffic channels that are orthogonal to one another so
that no two traffic channels map to the same subband
set in any given time slot. This avoids intracell/ 



sector interference among users assigned to traffic
channels in the same channel set. Each traffic channel
is mapped to a specific sequence of time-frequency
blocks based on the hop pattern for that traffic
channel. A time-frequency block is a specific set of
subbands in a specific time slot. For this embodiment,
up to S users may be assigned the S traffic channels
and would be orthogonal to one another. Multiple users
may also be assigned the same traffic channel, and
these overlapping users would share the same sequence
of time-frequency blocks and interfere with each other
all the time. In this case, the pilots for the
overlapping users may be multiplexed as described
below, and the data transmissions for these users may
be separated using receiver spatial processing as also
described below. [0055] In another embodiment,
multiple channel sets may be defined for each link.
Each channel set contains S orthogonal traffic
channels. The S traffic channels in each channel set
may be pseudo-random with respect to the S traffic
channels in each of the remaining channel sets. This
randomizes interference among users assigned to
traffic channels in different channel sets. [0056]
FIG. 4 shows an exemplary mapping of traffic channel 1
in each channel set to a sequence of time-frequency
blocks. Traffic channels 2 through S in each channel
set may be mapped to vertically and circularly shifted
versions of the time-frequency block sequence for
traffic channel 1. For example, traffic channel 2 in
channel set 1 may be mapped to subband set 2 in time
slot 1, subband set 5 in time slot 2, subband set 1 in
time slot 3, and so on. [0057] In general, multiple
users may overlap in a deterministic manner (e.g., by
sharing the same traffic channel), a pseudo-random
manner (e.g., by using two pseudo random traffic
channels), or a combination of both.1. Pilot
Transmission [0058] With quasi-orthogonal SC-FDMA5
multiple transmitters may transmit on a given
time-frequency block. The data transmissions from
these transmitters may interfere with one another and
may be separated using receiver spatial processing
even if these data transmissions are not orthogonal to
one another. The pilot transmissions 



from these transmitters may be orthogonalized using
TDM, CDM, IFDM, LFDM, or some other multiplexing
scheme. The orthogonal pilots improve channel
estimation, which may in turn improve data performance
since the channel estimates are used to recover the
data transmissions, hi general, any number of
transmitters (e.g., 2, 3, 4, and so on) may share a
given time-frequency block. For simplicity, the
following description assumes that Q = 2 , and the
pilot transmissions from two transmitters are
multiplexed on the same time-frequency block. Also for
simplicity, pilots for only IFDMA and LFDMA are
described below. [0059] FIG. 5 shows a TDM pilot
scheme. Transmitters 1 and 2 transmit data and pilot
on the same time-frequency block that is composed of
one set of N subbands in one time slot of T symbol
periods, where T > 1. For the example shown in FIG. 5,
transmitter 1 transmits data in symbol periods 1
through t-\, then pilot in symbol period t, and then
data in symbol periods t +2 through T. Transmitter 1
does not transmit data or pilot in symbol period t +1.
Transmitter 2 transmits data in symbol periods 1
through t - 1, then pilot in symbol period t +l , and
then data in symbol periods t + 2 through T.
Transmitter 2 does not transmit data or pilot in
symbol period t. The data transmissions from
transmitters 1 and 2 interfere with one another. The
pilot transmissions from transmitters 1 and 2 do not
interfere with one another and hence an improved
channel estimate may be derived for each transmitter.
Each transmitter may transmit (1) a data SC-FDMA
symbol in each symbol period designated for data
transmission and (2) a pilot SC-FDMA symbol in each
symbol period designated for pilot transmission. A
pilot IFDMA symbol may be generated as shown in FIG.
3A or 3B based on a sequence of N pilot symbols. A
pilot LFDMA symbol may be generated as shown in FIG.
3A based on a sequence of N pilot symbols. [0060] FIG.
6 shows a CDM pilot scheme. For the example shown in
FIG. 6, each transmitter transmits data in symbol
periods 1 through t -1, then pilot in symbol periods t
and t +l , and then data in symbol periods t + 2
through T. Transmitters 1 and2 transmit pilot
simultaneously in symbol periods t and t + l . Each
transmitter generates a pilot SC-FDMA symbol in the
normal manner, e.g., as shown in FIG. 3A or 



3B. Transmitter 1 is assigned an orthogonal pilot code
of {-I- 15 + 1}, multiplies its pilot SC-FDMA symbol
with + 1 for symbol period t, and multiplies the pilot
SC-FDMA symbol with + 1 for symbol period t + l .
Transmitter 2 is assigned an orthogonal pilot code of
{+ 1, - 1}, multiplies its pilot SC-FDMA symbol with +
1 for symbol period t, and multiplies the pilot
SC-FDMA symbol with - 1 for symbol period t +l . The
wireless channel is assumed to be static over the two
symbol periods used for pilot transmission. The
receiver combines the received SC-FDMA symbols for
symbol periods t and t + l to obtain a received pilot
SC-FDMA symbol for transmitter 1. The receiver
subtracts the received SC-FDMA symbol in symbol period
t + l from the received SC-FDMA symbol in symbol
period t to obtain a received pilot SC-FDMA symbol for
transmitter 2. [0061] For the embodiments shown in
FIGS. 5 and 6, two symbol periods are used for the TDM
or CDM pilots from two transmitters. Each transmitter
transmits its pilot over one symbol period for the TDM
pilot scheme and over two symbol periods for the CDM
pilot scheme. Each transmitter may have a certain
maximum transmit power level, which may be imposed by
regulatory bodies or design limitations. In this case,
the CDM pilot scheme allows each transmitter to
transmit its pilot over a longer time interval. This
allows the receiver to collect more energy for the
pilot and derive a higher quality channel estimate for
each transmitter. [0062] FlG. 7 shows
distributed/localized pilot schemes. For the example
shown in FIG. 7, each transmitter transmits data in
symbol periods 1 through t -1, then pilot in symbol
period t, and then data in symbol periods t + l
through T. Both transmitters 1 and 2 transmit pilot
simultaneously in symbol period t . However, the
pilots for transmitters 1 and 2 are multiplexed using
IFDM or LFDM, as described below, and do not interfere
with each other. As used herein, a distributed pilot
is a pilot sent on subbands that are distributed
across an interlace or a subband group, and a
localized pilot is a pilot sent on adjacent subbands
in an interlace or a subband group. Distributed pilots
for multiple users may be orthogonally multiplexed in
a given interlace or 



subband group using IFDM. Localized pilots for
multiple users may be orthogonally multiplexed in a
given interlace or subband group using LFDM.[0063]
FIG. 8A shows distributed pilots for transmitters 1
and 2 with IFDMA, which are also called distributed
IFDMA pilots. The N subbands in interlace u are given
indices of 1 through N and are partitioned into two
subsets. The first subset contains subbands with
odd-numbered indices, and the second subset contains
subbands with even-numbered indices. The subbands in
each subset are spaced apart by 2S subbands, and the
subbands in the first subset are offset by S subbands
from the subbands in the second subset. Transmitter 1
is assigned the first subset with N / 2 subbands, and
transmitter 2 is assigned the second subset with N / 2
subbands. Each transmitter generates a pilot IFDMA
symbol for the assigned subband subset and transmits
this IFDMA symbol on the subband subset. [0064] An
IFDMA symbol for a distributed pilot may be generated
as follows. 1. Form an original sequence of N / 2
pilot symbols. 2. Replicate the original sequence 2S
times to generate an extended sequence with K pilot
symbols. 3. Apply a phase ramp for interlace u as
shown in equation (1) to obtain a frequency-translated
sequence. 4. Append a cyclic prefix to the
frequency-translated sequence to generate the pilot
IFDMA symbol. [0065] FIG. 8B shows distributed pilots
for transmitters 1 and 2 with LFDMA, which are also
called distributed LFDMA pilots. The N subbands in
subband group v are given indices of 1 through N and
are partitioned into two subsets. The first subset
contains subbands with odd-numbered indices, and the
second subset contains subbands with even-numbered
indices. The subbands in each subset are spaced apart
by two subbands, and the subbands in the first subset
are offset by one subband from the subbands in the
second subset. Transmitter 1 is assigned the first
subset with N/2 subbands, and transmitter 2 is
assigned the second subset with N / 2 subbands. Each
transmitter generates a pilot LFDMA symbol for the
assigned subband subset and 



transmits this LFDMA symbol on the subband subset.
[0066] An LFDMA symbol for a distributed pilot may be
generated as follows. 1. Form an original sequence of
N/2 pilot symbols. 2. Perform a DFT on the N / 2 pilot
symbols to obtain N/2 frequency-domain values.3. Map
the N / 2 frequency-domain values onto the N/2 pilot
subbands in the assigned subset and map zero values
onto the K -N/2 remaining subbands. 4. Perform a
K-point IDFT on the K frequency-domain values and zero
values to obtain a sequence of K time-domain output
samples. 5. Append a cyclic prefix to the time-domain
sequence to generate the pilot LFDMA symbol.
Alternatively, an LFDMA symbol for a distributed pilot
may be generated by replicating the original sequence
of N/2 pilot symbols to generate an extended sequence
of N pilot symbols, which may be processed as
described above for FIG. 3A. [0067] As shown in FIGS.
8A and 8B, the distributed pilots for transmitters 1
and 2 occupy different subband subsets and hence do
not interfere with one another. The receiver performs
the complementary processing to recover the
distributed pilot from each transmitter, as described
below. [0068] FIG. 9A shows localized pilots for
transmitters 1 and 2 with EFDMA, which are also called
localized IFDMA pilots. The N subbands in interlace u
are given indices of 1 through N and are partitioned
into two subsets. The first subset contains subbands 1
through N / 2 in the lower half of the system
bandwidth, and the second subset contains subbands N /
2 + 1 through N in the upper half of the system
bandwidth. The subbands in each subset are spaced
apart by S subbands. Transmitter 1 is assigned the
first subset with N/2 subbands, and transmitter 2 is
assigned the second subset with N / 2 subbands. Each
transmitter generates a pilot IFDMA symbol for the
assigned subband subset and transmits this IFDMA
symbol on the subband subset. [0069] An IFDMA symbol
for a localized pilot may be generated as follows. 1.
Form an original sequence of N / 2 pilot symbols. 



2. Replicate the original sequence S times to generate
an extended sequence with K/2 pilot symbols. 3.
Perform a DFT on the K/2 pilot symbols to obtain K/2
frequency-domain values. N/2 frequency-domain values
are non-zero and the remaining frequency-domain values
are zero because of the repetition by S. 4. Map the
K/2 frequency-domain values such that the N/2 non-zero
frequencydomain values are sent on the N/2 pilot
subbands in the assigned subset. 5. Map zero values
onto the remaining subbands.6. Perform a K-point IDFT
on the K frequency-domain values and zero values to
obtain a sequence of K time-domain output samples. 7.
Append a cyclic prefix to the time-domain sequence to
generate the pilot IFDMA symbol. Steps 3 through 6
above are similar to the steps performed to generate
an LFDMA symbol that is allocated K / 2 subbands out
of the K total subbands. [0070] FIG. 9B shows
localized pilots for transmitters 1 and 2 with LFDMA,
which are also called localized LFDMA pilots. The N
subbands in subband group v are given indices of 1
through N and are partitioned into two subsets. The
first subset contains subbands 1 through N / 2 in the
lower half of the subband group, and the second subset
contains subbands N/2 + 1 through N in the upper half
of the subband group. The subbands in each subset are
adjacent to one another. Transmitter 1 is assigned the
first subset with N / 2 subbands, and transmitter 2 is
assigned the second subset with N / 2 subbands. Each
transmitter generates a pilot LFDMA symbol for its
subband subset and transmits this LFDMA symbol on the
subband subset. [0071] An LFDMA symbol for a localized
pilot may be generated as follows. 1. Form an original
sequence of N/2 pilot symbols. 2. Perform a DFT on the
N/2 pilot symbols to obtain N / 2 frequency-domain
values. 3. Map the N/2 frequency-domain values onto
the N/2 pilot subbands in the assigned subset and map
zero values onto the K - N/2 remaining subbands. 



4. Perform a K-point IDFT on the K frequency-domain
values and zero values to obtain a sequence of K
time-domain output samples. 5. Append a cyclic prefix
to the time-domain sequence to generate the pilot
LFDMA symbol. Steps 1 through 5 above are for
generation of an LFDMA symbol that is allocated N/2
subbands out of the K total subbands. [0072] For
clarity, exemplary methods of generating distributed
pilots with IFDMA and LFDMA and generating localized
pilots with IFDMA and LFDMA have been described above.
The distributed and localized pilots may also be
generated in othermanners. Distributed and localized
pilots may also be generated for EFDMA, e.g., in
manners similar to that described above for IFDMA and
LFDMA. [0073] FIGS. 8A through 9B show a case in which
Q = 2 and each transmitter is assigned N/2 subbands
for pilot transmission. In general, the N subbands in
a given time-frequency block may be allocated to the Q
users in any manner. The Q users may be allocated the
same number of subbands or different numbers of
subbands. Each user may be allocated N/ Q subbands if
Q is an integer divisor of N or approximately N/Q
subbands if Q is not an integer divisor of N. For
example, if N = 16 and Q = 3 , then three transmitters
may be allocated 5, 5, and 6 subbands. The pilot IFDMA
symbol or pilot LFDMA symbol for each transmitter may
be generated as shown in FIG. 3A using DFT-based
construction. [0074] The pilot subbands may be a
subset of the data subbands, as described above for
FIGS. 8A through 9B. In general, the pilot subbands
may or may not be a subset of the data subbands.
Furthermore, the pilot subbands may have the same or
different (e.g., wider) frequency spacing than the
data subbands. [0075] In the description above, the
data and pilot SC-FDMA symbols have the same duration,
and each data SC-FDMA symbol and each pilot SC-FDMA
symbol are transmitted in K + C sample periods. Data
and pilot SC-FDMA symbols of different durations may
also be generated and transmitted. [0076] FIG. 10
shows a transmission scheme 1000 with different data
and pilot 



symbol durations. For transmission scheme 1000, each
data SC-FDMA symbol is composed of ND output samples
that are transmitted in ND sample periods, and each
pilot SC-FDMA symbol is composed of Np output samples
that are transmitted in Np sample periods, where ND >
1, Np > 1 and ND  NP . For example, ND may be equal to
K + C, and Np may be equal to K/2 + C, K/4 + C , and
so on. As a specific example, K may be equal to 512, C
may be equal to 32, ND may be equal to K + C = 544 ,
and NP may be equal to K / 2 + C = 288 . Each data
SC-FDMA symbol may be a data IFDMA symbol that may be
generated as shown in FIG. 3A or 3B, a data LFDMA
symbol that may be generated as shown in FIG. 3A, or a
data EFDMA symbol that may be generated as shown in
FIG. 3A. [0077] As an example, a pilot SC-FDMA symbol
may be half the duration of a data SC-FDMA symbol (not
counting the cyclic prefix). In this case, there are K
/ 2 total"wider" sbbands for the pilot, with each
wider subband having twice the width of a "normal"
subband for the traffic data. [0078] For a shortened
LFDMA symbol, a subband group is composed of N/2 wider
subbands that are assigned indices of 1 through N/2 .
Transmitter 1 may be assigned a first subset of N/4
wider subbands with even-numbered indices, and
transmitter 2 may be assigned a second subset of N / 4
wider subbands with oddnumbered indices. A shortened
LFDMA symbol for a distributed pilot may be generated
as follows. 1. Form an original sequence of N / 4
pilot symbols. 2. Perform a DFT on the N/4 pilot
symbols to obtain N/4 frequency-domain values. 3. Map
the N / 4 frequency-domain values onto the N/4 wider
subbands in the assigned subset and map zero values
onto the remaining wider subbands. 4. Perform a K / 2
-point IDFT on the K/ 2 frequency-domain values and
zero values to obtain a sequence of K / 2 time-domain
output samples. 5. Append a cyclic prefix to the
time-domain sequence to generate the shortened pilot
LFDMA symbol. 



[0079] For LFDMA, the pilot and data from transmitters
1 and 2 are sent on the same subband group. The N/2
wider pilot subbands occupy the same portion of the
system bandwidth as the N normal data subbands. For
IFDMA, there is no direct mapping between the wider
pilot subbands and the normal data subbands for a
given interlace. N wider pilot subbands may be formed
with two interlaces and allocated to four transmitters
assigned to these two interlaces. Each of the four
transmitters may be assigned N / 4 wider pilot
subbands that are uniformly spaced across the system
bandwidth. Each transmitter may generate a shortened
IFDMA symbol for a distributed pilot, e.g., as
described above for the shortened pilot LFDMA symbol,
except that the N/4 frequency-domain values are mapped
to different wider pilot subbands. [0080] Transmission
scheme 1000 may be used to reduce the amount of
overhead for pilot. For example, a single pilot symbol
period with a duration that is shorter than a data
symbol period may be allocated for pilot transmission.
Transmission scheme 1000 may also be used in
combination with CDM. Multiple (L) pilot symbol
periods withshorter duration may be allocated for
pilot transmission, where L is the length of the
orthogonal code used for the CDM pilot. [0081] For
clarity, the TDM, CDM, distributed and localized pilot
schemes have been specifically described above for a
simple case with two transmitters. In general, these
pilot schemes may be used for any number of
transmitters. For the TDM pilot scheme, Q transmitters
may be assigned Q different symbol periods used for
pilot transmission, and each transmitter may transmit
its pilot on its assigned symbol period. For the CDM
pilot scheme, Q transmitters may be assigned Q
different orthogonal codes for pilot transmission, and
each transmitter may transmit its pilot using its
assigned orthogonal code. For a distributed IFDMA
pilot, an interlace may be partitioned into Q subsets,
with each subset containing approximately N/Q subbands
that may be uniformly distributed across the K total
subbands and spaced apart by Q S subbands. For a
distributed LFDMA pilot, a subband group may be
partitioned into Q subsets, with each subset
containing approximately N/Q subbands that may be
spaced apart by Q subband. For a localized IFDMA
pilot, an interlace may be partitioned into 



Q subsets, with each subset containing approximately
N/Q subbands that may be distributed across K/ Q
subbands and spaced apart by S subbands. For a
localized LFDMA pilot, a subband group may be
partitioned into Q subsets, with each subset
containing approximately N/Q adjacent subbands. In
general, Q may or may not be an integer divisor of N,
and each transmitter may be assigned any number of
subbands and any one of the subbands in a given
subband set. For the distributed and localized pilot
schemes, each transmitter may transmit its pilot on
its assigned subset of subbands. [0082] The pilot
symbols used to generate a pilot SC-FDMA symbol may be
selected from a modulation scheme such as M-PSK,
M-QAM, and so on. The pilot symbols may also be
derived based on a polyphase sequence, which is a
sequence that has good temporal characteristics (e.g.,
a constant time-domain envelope) and good spectral
characteristics (e.g., a flat frequency spectrum). For
example, the pilot symbols maybe generated as follows:
P n =ej f" , for /i =l,..., P , Eq (2)where P is the
number of pilot symbols. P is equal to N for the TDM
and CDM pilot schemes shown in FIGS. 5 and 6,
respectively, and is equal to N/2 for the exemplary
distributed and localized pilot schemes shown in FIGS.
8A through 9B. The phase fn may be derived based on
any one of the following: fn =p -{n-\)-n , Eq (3) fn p
-(n-l) 2 , Eq (4) fn =p -[{n -\)-(n -V-l)} , Eq (5) In
equation (6), Q' and P are relatively prime. Equation
(3) is for a Golomb sequence, equation (4) is for a P3
sequence, equation (5) is for a P4 sequence, and
equation (6) is for a Chu sequence. The P3, P4 and Chu
sequences can have any arbitrary length. [0083] The
pilot symbols may also be generated as follows: )-t+ =
Pi = yt > for =1 -.., T and i = 1, ..., T . Eq (7) The
phase fl may be derived based on any one of the
following: f m 2p -(-  )-(m ~  ) /U , Eq (8) fe,m - (
/ U) -(T-2 +l) -[(t-l) -t +(m-l)} , Eq (9) 



Equation (8) is for a Frank sequence, equation (9) is
for a Pl sequence, and equation (10) is for a Px
sequence. The lengths for the Frank, Pl and Px
sequences are constrained to be P = T 2 , where T is a
positive integer.[0084] FIG. 11 shows a process 1100
performed by a transmitter to transmit pilot and data
in the Q-FDMA system. A set of N subbands selected
from among the S subband sets is determined (block
1110). This subband set may contain (1) data subbands
to be used for data transmission or (2) pilot subbands
to be shared by multiple transmitters for pilot
transmission. For a distributed or localized pilot, a
subset of P subbands assigned for pilot transmission,
which is selected from among the Q subband subsets
formed with the assigned subband set, is determined
(block 1112). For a TDM or CDM pilot, the subset of
subbands assigned for pilot transmission is equal to
the set of subbands assigned for transmission, and P =
N . For a distributed or localized pilot, Q > 1 and P
may be equal to N / Q . The subband set and subband
subset may be defined in different manners depending
on (1) whether a distributed or localized pilot is
being transmitted, (2) whether IFDMA, LFDMA, EFDMA, or
hybrid IFDMA/LFDMA/ EFDMA is used by the system, (3)
whether the data and pilot SC-FDMA symbols have the
same or different durations, and so on. Blocks 1110
and 1112 may be performed for each time slot if the
Q-FDMA system utilizes frequency hopping. [0085] A
sequence of pilot symbols is generated, e.g., based on
a polyphase sequence (block 1114). This sequence
typically contains one pilot symbol for each subband
used for pilot transmission. For example, the sequence
may contain N pilot symbols for a TDM or CDM pilot
with N pilot subbands or N / 2 pilot symbols for a
distributed or localized pilot with N/2 pilot
subbands. Data symbols are also generated in the
normal manner (block 1116). [0086] A pilot SC-FDMA
symbol is generated with the sequence of pilot symbols
and such that these pilot symbols occupy the subbands
used for pilot transmission (block 1118). Data SC-FDMA
symbols are generated with the data symbols and such
that these data symbols occupy the subbands used for
transmission (block 1120). For a CDM pilot, multiple
scaled pilot SC-FDMA symbols are generated based on
the pilot 



SC-FDMA symbol and an orthogonal code assigned to the
transmitter. The data SCFDMA symbols are multiplexed
with the pilot SC-FDMA symbol, e.g., using TDM as
shown in FIG. 5 or 7 or using CDM as shown in FIG. 6
(block 1122). The multiplexed data and pilot SC-FDMA
symbols are transmitted on the assigned time-frequency
block (block 1124).2. Channel Estimation [0087]
Referring back to FIG. 1, at receiver 150, a channel
estimator for each receive antenna 152 estimates the
channel response between each transmitter and that
receive antenna. Multiple (Q) transmitters may share
the same time-frequency block and may multiplex their
pilots using TDM, CDM, IFDM or LFDM, as described
above. Each channel estimator performs the
complementary demultiplexing and derives a channel
estimate for each of the Q transmitters sharing this
time-frequency block. [0088] FIG. 12 shows a process
1200 performed by a channel estimator for one receive
antenna to estimate the response of the wireless
channel for each transmitter based on the pilot
received from that transmitter. For clarity, channel
estimation for one time-frequency block shared by Q
transmitters is described below. [0089] The channel
estimator receives an SC-FDMA symbol for the
associated antenna in each symbol period and undoes
the TDM or CDM performed for the pilot (block 1210).
For the TDM pilot scheme shown in FIG. 5, Q received
pilot SC-FDMA symbols are obtained in Q symbol periods
from the Q transmitters, and the received pilot
SC-FDMA symbol for each transmitter is processed to
derive a channel estimate for that transmitter. For
the CDM pilot scheme shown in FIG. 6, Q received
SC-FDMA symbols containing the CDM pilots from the Q
transmitters are multiplied with Q orthogonal codes
assigned to these transmitters and accumulated to
obtain Q received pilot SC-FDMA symbols for the Q
transmitters. For the distributed and localized pilot
schemes shown in FIGS. 7 through 9B, one received
pilot SC-FDMA symbol may be obtained in one symbol
period for the Q transmitters, and the received pilot
SC-FDMA symbol is processed to derive a channel
estimate for each of the Q transmitters. [0090] The
channel estimator removes the cyclic prefix in each
received SC-FDMA 



symbol and obtains K input samples for that received
SC-FDMA symbol (block 1212). The channel estimator
then performs a K-point DFT on the K input samples for
each received SC-FDMA symbol and obtains K
frequency-domain received values for that received
SC-FDMA symbol (block 1214). The channel estimator
performs channel estimation on received pilot values
obtained from the received pilot SC-FDMA symbol(s).
The channel estimator also provides to RX spatial
processor 160 received data values obtained from the
received data SC-FDMA symbols. For clarity, channel
estimation for one transmitter m is described
below.[0091] The pilots from the Q transmitters are
orthogonal to one another due to use of TDM, CDM, IFDM
or LFDM. The received pilot values for transmitter
mmay be given as: Rr p{k) Hm r {k) -Pm(k) Nr{k) , for
e , Eq (Il) where P (k) is a pilot value sent by
transmitter mon subband k ; Hmr(k) is a complex gain
for the wireless channel between transmitter mand
receive antenna r for subband k ; Rf(k) is a received
pilot value from receive antenna r for subband k;
Nr(k) is the noise on receive antenna r for subband k
; and Kp is the subset of P pilot subbands. For
simplicity, the noise may be assumed to be additive
white Gaussian noise (AWGN) with zero mean and a
variance of 0. [0092] The K-point DFT in block 1214
provides K received values for the K total subbands.
Only P received pilot values for the P pilot subbands
used by transmitter m are retained, and the remaining
K-P received values are discarded (block 1216). P is
equal to N for the TDM and CDM pilot schemes and is
equal to N/Q for the distributed and localized pilot
schemes. Different pilot subbands are used for the
TDM5 CDM, distributed and localized pilot schemes and
hence different received pilot values are retained for
different pilot schemes. Furthermore, different pilot
subbands are used by different transmitters for the
distributed and localized pilot schemes and hence 



different received pilot values are retained for
different transmitters. [0093] The channel estimator
may estimate the channel frequency response for
transmitter musing various channel estimation
techniques such as an MMSE technique, a least-squares
(LS) technique, and so on. The channel estimator
derives P channel gain estimates for the P pilot
subbands used by transmitter mbased on the P received
pilot values for these subbands and using the MMSE or
LS technique (block 1218). For the MMSE technique, an
initial frequency response estimate may be derived
based on the received pilot values, as follows:,Tr
(V-)/ = , : |,j2 , H/ " fo r keK p , Eq (12) IP( I2 +
o where H e{k) is a channel gain estimate between
transmitter m and receive antenna r for subband k and
" * " denotes a complex conjugate. For the LS
technique, an initial frequency response estimate may
be derived as follows: i ( ) for k Kp . Eq (13) [0094]
The initial frequency response estimate contains P
channel gains for the P pilot subbands. The impulse
response of the wireless channel may be characterized
by L taps, where L may be less than P. A channel
impulse response estimate for transmitter m may be
derived based on the P channel gain estimates and
using a leastsquares (LS) technique or an MMSE
technique (block 1220). A least-squares channel
impulse response estimate with L taps, h ' r(n) for n
= 1, ..., L , may be derived based on the initial
frequency response estimate, as follows: where HPxl is
an P x 1 vector containing H ' r (k) or H se (k) for k
<=K' ; WPxL is a sub-matrix of a Fourier matrix WKxK ;
b.hxl is an LxI vector containing h r (n) for n
=1,...,L; and "H " denotes a conjugate transpose. The
Fourier matrix WKxK is defined such that the (u, v)
-th entry, f u v , is given as: f U V l,...,K. Eq (15)



WPxL contains P rows of WKxK corresponding to the P
pilot subbands. Each row of Is WPxL contains the first
L elements of the corresponding row of WKxK . .Lxl
contains the L taps of the least-squares channel
impulse response estimate.[0095] An MMSE channel
impulse response estimate with L taps, h r'se(k) for n
=1, ..., L , may be derived as follows: where NLxL is
an LxL autocovariance matrix of noise and
interference. For AWGN, NLxL may be given as NLxL = N0
I , where N Qis the noise variance. A P-point IDFT may
also be performed on the initial frequency response
estimate to obtain a channel impulse response estimate
with P taps. [0096] The channel estimator may perform
filtering and/or post-processing on the initial
frequency response estimate and/or the channel impulse
response estimate to improve the quality of the
channel estimate (block 1222). The filtering may be
based on a finite impulse response (FIR) filter, an
infinite impulse response (HR) filter, or some other
type of filter. In an embodiment, truncation may be
performed to retain only the first L taps of the
channel impulse response estimate and to replace the
remaining taps with zeros, hi another embodiment,
thresholding may be performed to zero out channel taps
having low energy below a predetermined threshold. The
threshold may be computed based on the energy of all P
taps or just the first L taps of the channel impulse
response estimate, fri yet another embodiment, tap
selection may be performed to retain B best channel
taps and zero out remaining channel taps. [0097] The
channel estimator may derive a final frequency
response estimate for the N subbands in the
time-frequency block by (1) zero-padding the L-tap or
P-tap channel impulse response estimate to length N
and (2) performing an N-point DFT on the extended
impulse response estimate (block 1224). The channel
estimator may also derive a final frequency response
estimate for the N subbands by (1) interpolating the P
channel gain estimates, (2) performing least-squares
approximation on the P channel gain estimates, or (3)
using other approximation techniques. [0098] A
frequency response estimate and/or a channel impulse
response estimate for the wireless channel may also be
obtained in other manners using other channel 



estimation techniques.3. Spatial Multiplexing [0099J
Referring back to FIG. 1, a single-input
multiple-output (SIMO) channel is formed between the
single antenna at each transmitter 110 and the R
antennas at receiver 150. The SIMO channel for
transmitter m, for = l,...,M , may be characterized by
an R x I channel response vector hm(k,t) for each
subband, which may be expressed as: where hm r (k,t),
for r = l,...,R , is the coupling or complex channel
gain between the single antenna at transmitter HOm and
the R antennas at receiver 150 for subband k in time
slot t. A different SIMO channel is formed between
each transmitter and the receiver. The channel
response vectors for the M transmitters 110a through
110m may be denoted as Ji 1( , t) through hu (k,t) ,
respectively. [00100] If the number of transmitters
selected for transmission (M) is less than or equal to
the number of traffic channels in one channel set (or
M < S), then the M transmitters may be assigned
different traffic channels in one channel set. If the
number of transmitters is greater than the number of
traffic channels in one channel set (or M > S), then
these transmitters may be assigned traffic channels
from the smallest number of channel sets. The minimum
number of channel sets (Q) needed to support M
transmitter may be given as Q = [~M/S ~|, where "
|~x~|" denotes a ceiling operator that provides an
integer value that is equal to or greater than x. If
multiple (Q) channel sets are used for M transmitters,
then each transmitter observes interference from at
most Q-I other transmitters at any given moment and is
orthogonal to at least M-(Q-I) other transmitters.
[00101] For the Q-FDMA system, up to Q transmitters
may share a given timefrequency block. For a
frequency-hopping Q-FDMA system, a given transmitter
transmits on different subband sets in different time
slots and shares time-frequency blocks with different
transmitters over time due to the pseudo-random nature
offrequency hopping. For simplicity, the following
description is for one time-frequency block shared by
transmitters 1 through Q. [00102] A multiple-input
multiple-output (MIMO) channel is formed between the Q



transmitters sharing the same time-frequency block and
receiver 150. The MIMO channel may be characterized by
an RxQ channel response matrix EL(k, t) for each
subband in the time-frequency block, which may be
expressed as: H(*,0 = [hi(M) J 2( ) ... hQ(*,0] , for
k Kd , Eq (IS) where Kd is the set of subbands for the
time-frequency block. In general, each transmitter may
be equipped with one or multiple antennas. A
multi-antenna transmitter may transmit different
SC-FDMA symbol streams from multiple antennas and
would then have one channel response vector in H(A:,
t) for each transmit antenna. These multiple
transmissions from the multi-antenna transmitter may
be treated in the same way as multiple transmissions
from multiple single-antenna transmitters. [00103]
Each of the Q transmitters may transmit data and pilot
using IFDMA, LFDMA, or EFDMA. Receiver 150 processes
the input samples from the R receive antennas and
obtains received data values. The received data values
for each subband k in each symbol period n of time
slot t may be expressed as: r(k, t,) = U(k,t) x(k,
t,)+ n(k, t,) , for k eKd , Eq ( 19) where x(k,t,n) is
a QxI vector with Q data values sent by the Q
transmitters on subband k in symbol period n of time
slot t ; r(k,t,n) is an RxI vector with R received
data values obtained via the R receive antennas for
subband k in symbol period n of time slot t ; and
n(k,t,n) is a noise vector for subband k in symbol
period n of time slot t. For simplicity, the channel
response matrix  l(k,t) is assumed to be constant for
the entire time slot and is not a function of symbol
period n. [00104] N transmit vectors, x(k,t,n) for k
<Kd , are formed by the Q transmitters for the N
subbands in each symbol period n of time slot t . Each
vector x(k,t,n)contains Q data values sent by the Q
transmitters on subband k in symbol period n of time
slot t. [00105] N receive vectors, r(k,t,n) for k Kd ,
are obtained for the N subbands in each symbol period
n of each time slot t. Each vector r(k,t,n) contains R
received data values obtained via the R antennas at
receiver 150 for one subband in one symbol 



period. For a given subband k, symbol period n, and
time slot t, the j-th data value in the vector
x(k,t,n) is multiplied by the j-th vector/column of
the channel response matrix H(, t) to generate a
vector r j {k,t,n) . The Q data values in x(k,t,n) ,
which are sent by Q different transmitters, are
multiplied by the Q columns of H(k t) to generate Q
vectors Y {k,t,n) through r (k,t,n), one vector for
each transmitter. The vector r(k,t,) obtained by
receiver 150 is composed of a linear combination of
the Q vectors r {k,t,n) through rQ(k,t,n), or r(k,t,n)
= rj (k,t,n) . Each received data 7=1 value in
r(k,t,n) thus contains a component of each of the Q
transmitted data values in x(k,t,n) . The Q data
values sent simultaneously by the Q transmitters on
each subband k in each symbol period n of time slot t
thus interfere with one another at receiver 150.
[00106] Receiver 150 may use various receiver spatial
processing techniques to separate out the data
transmissions sent simultaneously by the Q
transmitters on each subband in each symbol period.
These receiver spatial processing techniques include a
zero-forcing (ZF) technique, an MMSE technique, and a
maximal ratio combining (MRC) technique. [00107]
Receiver 150 may derive a spatial filter matrix based
on the ZF, MMSE, or MRC technique, as follows: M^(k,t)
=m H(k,t)-E(k,t)T 1- H(k,t) , Eq (20) Mmmse (k,t)
=Ommse (k,t) m H(k,t) -H(M + s2 -I] 1 -H (k,t) , Eq
(21) Mmrc (k,t) = mrc(k,t)-E"(k,t) , Eq (22) where
mmse (k,t) =i eg {[UH(k,t)-n(k,t) +sz -I] 1 - (.*,*)
t)}-1;andmrc(k,t) =diag [ H(k,  -E( t)T1 Receiver 150
may estimate the channel response matrix H(A:, t) for
each subband based on the pilots received from the Q
transmitters. For clarity, the description herein
assumes no channel estimation error. Receiver 150 then
uses the estimated channel response matrix H(/c, ) to
derive the spatial filter matrix. Because H(A;,?) is
assumed to be constant across time slot , the same
spatial filter matrix may be used for all symbol
periods in time slot . 



[00108] Receiver 150 may perform receiver spatial
processing as follows: %{k,t, ) M(k,t) -l(k,t,n) , Eq
(23) = x(k, t,n) +n(k, t,n) , where M(*,0 maybe equal
to M (k,t) , Mmmse (k,  , or Mmrc(k,t) ; x(k,t,n) is
an LxI vector with L detected data values for subband
k in symbol period n of time slot t ; and n(k, t, ) is
the noise after the receiver spatial processing. A
detected data value is an estimate of a transmitted
data value. [00109] The estimates from the MMSE
spatial filter Mmmse {k, t) and the MRC spatial filter
Mmrc (k,t) are unnormalized estimates of the data
values in x(k,t,n) . The multiplication with the
scaling matrix J) mmse (k,t) or J mrc(k,t) provides
normalized estimates of the data values. [00110] In
general, different sets of transmitters may be
assigned different subband sets in a given time slot,
e.g., as determined by their hop patterns. The S sets
of transmitters assigned to the S subband sets in a
given time slot may contain the same or different
numbers of transmitters. Furthermore, each transmitter
set may contain singleantenna transmitters,
multi-antenna transmitters, or a combination of both.
Different sets of transmitters may also be assigned to
a given subband set in different time slots. The
channel response matrix H ( r5 ) for each subband in
each time slot is determined by the set of
transmitters using that subband in that time slot and
contains one or more vectors/columns for each
transmitter transmitting on that subband in that time
slot. Thematrix L(k,t) may contain multiple vectors
for a transmitter using multiple antennas to transmit
different streams to receiver 150. [00111] As shown
above, the multiple data transmissions sent
simultaneously by the Q transmitters on each subband k
in each symbol period n of each time slot t may be
separated by receiver 150 based on their spatial
signatures, which are given by their channel response
vectors hm(k,t) . This allows the Q-FDMA system to
enjoy higher capacity. 



[00112] Q-FDMA may be used for the forward and reverse
links. For the reverse link, multiple terminals may
transmit simultaneously on the same time-frequency
block to a multi-antenna base station, which may
separate the transmissions from these terminals using
the receiver spatial processing techniques described
above. For the forward link, the multi-antenna base
station may obtain channel estimates for all terminals
(e.g., based on pilots transmitted by these terminals)
and perform transmitter spatial processing for the
transmissions sent to these terminals. For example,
the base station may perform transmitter spatial
processing for terminal m, as follows: xm{k,t, ) =h*
m(k,t) -sm(k,t,n) , for k e Kd , Eq (24) where
sm(k,t,n) is a data symbol to be sent to terminal m on
subband k in symbol period n of time slot t ; and
xm(k,t,n) is an RxI vector with R transmit symbols to
be sent via the R antennas to terminal mon subband k
in symbol period n of time slot t. Equation (24) shows
transmitter spatial processing using MRC beamforming.
The base station may also perform other type of
transmitter spatial processing. For example, the base
station may transmit to two users simultaneously using
zero-forcing beamforming and may form a beam for the
first user such that the other user lies in the null
of this beam and observes no interference from the
first user. [00113] On the forward link, a
multi-antenna terminal may receive transmissions from
multiple base stations. Each base station may transmit
to the terminal using a different hop pattern assigned
to the terminal by that base station. The hop patterns
assigned by different base stations to the terminal
may collide. Whenever this occurs, the terminal may
use receiver spatial processing to separate out the
multipletransmissions sent simultaneously on the same
subband in the same symbol period by these base
stations. [00114] Q-FDMA may also be used to improve
performance during handoff. A terminal A may be handed
off from base station 1 to base station 2. During
handoff, base station 2 may receive a transmission
from terminal A on subbands that overlap 



with the subbands assigned to another terminal B
communicating with base station 2. Base station 2 may
perform receiver spatial processing to separate the
transmissions from terminals A and B. Base station 1
or 2 may also combine information (e.g., detected data
values) obtained by the two base stations for terminal
A, which is a process known as "softer handoff, to
improve performance. Base stations 1 and 2 may also
send orthogonal pilots to terminal A. The network may
be designed such that the pilots for the forward link
and/or reverse link in different sectors are
orthogonal to one another. [00115] Orthogonal pilots
may be sent on the forward and reverse links to
facilitate channel estimation. Multiple terminals
sharing the same time-frequency block may send
orthogonal pilots to a given base station. Multiple
base stations may also send orthogonal pilots to a
given terminal, e.g., during handoff. The orthogonal
pilots may be sent using any of the pilot transmission
schemes described herein. 4. H-ARQ Transmission
[00116] The Q-FDMA system may employ hybrid automatic
repeat request (HARQ), which is also called
incremental redundancy (ER.) transmission. With H-ARQ,
a transmitter sends one or multiple transmissions for
a data packet until the packet is decoded correctly by
the receiver or the maximum number of transmissions
has been sent. H-ARQ improves reliability for data
transmission and supports rate adaptation for packets
in the presence of changes in channel conditions.
[00117] FlG. 13 shows an H-ARQ transmission. A
transmitter processes (e.g., encodes and modulates) a
data packet (Packet 1) and generates multiple (B) data
blocks, which may also be called frames or subpackets.
Each data block may contain sufficient information to
allow the receiver to correctly decode the packet
under favorable channel conditions. The B data blocks
contain different redundancy information for the
packet. Each data block may be sent in any number of
time slots. For the example shown in FIG. 13, each
data block is sent in one time slot.[00118] The
transmitter transmits the first data block (Block 1)
for Packet 1 in time slot 1. The receiver receives and
processes (e.g., demodulates and decodes) Block 1, 



determines that Packet 1 is decoded in error, and
sends a negative acknowledgment (NAK) to the
transmitter in time slot 2. The transmitter receives
the NAK and transmits the second data block (Block 2)
for Packet 1 in time slot 3. The receiver receives
Block 2, processes Blocks 1 and 2, determines that
Packet 1 is still decoded in error, and sends a NAK in
time slot 4. The block transmission and NAK response
may continue any number of times. For the example
shown in FIG. 13, the transmitter transmits data block
x (Block x) for Packet 1 in time slot t, where x  B .
The receiver receives Block x , processes Blocks 1
through x for Packet 1, determines that the packet is
decoded correctly, and sends back an ACK in time slot
Tb . The transmitter receives the ACK and terminates
the transmission of Packet 1. The transmitter
processes the next data packet (Packet 2) and
transmits the data blocks for Packet 2 in similar
manner. [00119] In FIG. 13, there is a delay of one
time slot for the ACKTNAK response for each block
transmission. To improve channel utilization, the
transmitter may transmit multiple packets in an
interlaced manner. For example, the transmitter may
transmit one packet in odd-numbered time slots and
another packet in even-numbered time slots. More than
two packets may also be interlaced for a longer
ACK/NAK delay. [00120] FIG. 13 shows transmission of
both NAKs and ACKs. For an ACK-based scheme, an ACK is
sent only if a packet is decoded correctly, and NAKs
are not sent and presumed by the absence of ACKs.
[00121] FIG. 14 shows H-ARQ transmissions for two
transmitters a and b with frequency hopping. Each
transmitter may transmit a new packet starting in any
time slot. Each transmitter may also transmit any
number of data blocks for each packet and may transmit
another packet upon receiving an ACK for the current
packet. The packets transmitted by each transmitter
thus appear asynchronous with respect to the packets
transmitted by the other transmitters. With frequency
hopping, each transmitter transmits on a sequence of
time-frequency blocks. Each transmitter may interfere
with other transmitters in a pseudo-random manner if
these transmitters are assigned traffic channels in
different channel sets, as shown in FIG. 14. Multiple
transmitters may also 



interfere with one another in each time-frequency
block if they are assigned the same traffic channel
(not shown in FIG. 14).[00122] The receiver receives
the block transmissions from the transmitters and
performs receiver spatial processing for each
time-frequency block with block transmissions from
multiple transmitters. The receiver demodulates and
decodes each packet based on all data symbol estimates
obtained for all block transmissions received for that
packet. For each packet that is decoded correctly, the
H-ARQ transmission for that packet may be terminated,
and the interference due to that packet may be
estimated and subtracted from the input samples or the
received data values for the time-frequency block(s)
used by that packet. The interference estimate may be
obtained, e.g., by encoding and modulating the packet
in the same manner performed by the transmitter and
multiplying the resultant symbols with the channel
estimates for the packet. The receiver may perform
receiver spatial processing on the
interference-canceled symbols for all time-frequency
blocks used by the correctly decoded packets to obtain
new data symbol estimates for packets that are decoded
in error and transmitted on the same timefrequency
blocks as the correctly decoded packets. Each packet
decoded in error and overlapping at least partially
(i.e., sharing any time-frequency block) with any
correctly decoded packet may be demodulated and
decoded based on all data symbol estimates for that
packet. 5. Transmitter and Receiver [00123] FIG. 15
shows an embodiment of transmitter HOm. Within TX data
and pilot processor 120m, an encoder 1512 receives
traffic data, encodes each data packet based on a
coding scheme to generate a coded packet, and
partitions each coded packet into multiple data
blocks. An interleaver 1514 interleaves or reorders
each data block based on an interleaving scheme. A
symbol mapper 1516 maps the interleaved bits in each
data block to data symbols based on a modulation
scheme. A pilot generator 1520 generates pilot
symbols, e.g., based on a polyphase sequence. A
TDM/CDM unit 1522 multiplexes the data symbols with
the pilot symbols using TDM (e.g., as shown in FIG. 5
or 7) or CDM (e.g., as shown in FIG. 6). The data and
pilot symbols may also be 



multiplexed after the SC-FDMA modulation. [00124]
Within controller/processor 140m, an FH generator 1542
determines the set of subbands to use for transmission
in each time slot, e.g., based on a hop pattern
assigned to transmitter HOm. For distributed and
localized pilots, controller/processor 140m also
determines the subset of subbands to use for pilot
transmission. Forexample, the transmitters assigned
traffic channels in channel set 1 may be assigned the
first subset, the transmitters assigned traffic
channels in channel set 2 may be assigned the second
subset, and so on. SC-FDMA modulator 130m generates
data SC-FDMA symbols such that the data symbols are
sent on the set of subbands used for transmission.
SC-FDMA modulator 130m also generates pilot SC-FDMA
symbols such that pilot symbols are sent on the subset
of subbands used for pilot transmission. [00125] MG.
16 shows an embodiment of receiver 150. At receiver
150, R DFT units 1610a through 161Or receive the input
samples from receiver units 154a through 154r,
respectively, for the R receive antennas. Each DFT
unit 1610 performs a DFT on the input samples for each
symbol period to obtain frequency-domain values for
that symbol period. R demultiplexers/channel
estimators 1620a through 162Or receive the
frequency-domain values from DFT units 1610a through
161Or, respectively. Each demultiplexer 1620 provides
frequency-domain values for data (or received data
values) to K subband spatial processors 1632a through
1632k. [00126] Each channel estimator 1620 derives a
channel estimate for each transmitter based on
frequency-domain values for pilot (or received pilot
values) obtained for that transmitter. A spatial
filter matrix computation unit 1634 forms a channel
response matrix H(Ar, t) for each subband in each time
slot based on the channel response vectors for all
transmitters using that subband and time slot.
Computation unit 1634 then derives a spatial filter
matrix M(Jc, t) for each subband of each time slot
based on the channel response matrix H.{k,i) for that
subband and time slot, as described above. Computation
unit 1634 provides K spatial filter matrices for the K
subbands in each time slot. [00127] K subband spatial
processors 1632a through 1632k obtain received data 



values for subbands 1 through K, respectively, from
demultiplexers 1620a through 162Or. Each subband
spatial processor 1632 also receives the spatial
filter matrix for its subband, performs receiver
spatial processing on the received data values with
the spatial filter matrix, and provides detected data
values. For each symbol period, K spatial processors
1632a through 1632k provide K vectors of detected data
values for the K subbands to a demultiplexer (Demux)
1636. Demultiplexer 1636 maps the detected data values
for each transmitter onto detected SC-FDMA symbols. A
detected SC-FDMA symbol for a given transmitter m is
an SC-FDMA symbol that is obtained byreceiver 150 for
that transmitter with the interference from the other
transmitters suppressed via the receiver spatial
processing. [00128] SC-FDMA demodulator 170 processes
each detected SC-FDMA symbol and provides data symbol
estimates to RX data processor 172. SC-FDMA
demodulator 170 may perform equalization, removal of
the phase ramp for IFDMA, demapping of the symbols
from the assigned subbands, and so on. SC-FDMA
demodulator 170 also maps the data symbol estimates
for the M transmitters onto M streams based on the
traffic channels assigned to these transmitters. An FH
generator 1642 determines the subbands used by each
transmitter based on the hop pattern assigned to that
transmitter. [00129] RX data processor 172 symbol
demaps, deinterleaves, and decodes the data symbol
estimates for each transmitter and provides the
decoded data as well as the decoding status for each
decoded packet. Controller 180 may generate ACKs
and/or NAKs based on the decoding status and may send
the ACKs and/or NAKs back to the transmitters to
control the transmission of data blocks for H-ARQ.
[00130] The techniques described herein may be
implemented by various means. For example, these
techniques may be implemented in hardware, software,
or a combination thereof. For a hardware
implementation, the processing units used to perform
pilot transmission, channel estimation, receiver
spatial processing, and so on may be implemented
within one or more application specific integrated
circuits (ASICs), digital signal processors (DSPs),
digital signal processing devices (DSPDs),
programmable logic devices (PLDs), field programmable
gate arrays (FPGAs), processors, controllers, 



micro-controllers, microprocessors, electronic
devices, other electronic units designed to perform
the functions described herein, or a combination
thereof. [00131] For a software implementation, the
techniques may be implemented with modules (e.g.,
procedures, functions, and so on) that perform the
functions described herein. The software codes may be
stored in a memory unit (e.g., memory unit 142 or 182
in FIG. 1) and executed by a processor (e.g.,
controller 140 or 180). The memory unit may be
implemented within the processor or external to the
processor. [00132] Headings are included herein for
reference and to aid in locating certain sections.
These headings are not intended to limit the scope of
the concepts described therein under, and these
concepts may have applicability in other sections
throughout the entire specification.[00133] The
previous description of the disclosed embodiments is
provided to enable any person skilled in the art to
make or use the present invention. Various
modifications to these embodiments will be readily
apparent to those skilled in the art, and the generic
principles defined herein may be applied to other
embodiments without departing from the spirit or scope
of the invention. Thus, the present invention is not
intended to be limited to the embodiments shown herein
but is to be accorded the widest scope consistent with
the principles and novel features disclosed herein.
WHAT IS CLAIMED IS:CLAIMS 1. An apparatus comprising:
a processor operative to generate a sequence of pilot
symbols, to determine a set of subbands selected from
among at least two sets of subbands, to determine a
subset of subbands to use for pilot transmission, and
to generate a single-carrier frequency division
multiple access (SC-FDMA) symbol with the sequence of
pilot symbols sent on the subset of subbands, wherein
the subset of subbands is selected from among at least
two subsets of subbands formed with the set of
subbands; and a memory coupled to the processor. 2.
The apparatus of claim 1, wherein the set of subbands
comprises N subbands uniformly distributed across K
total subbands, wherein the subset of subbands 



comprises P subbands uniformly distributed across the
N subbands, and wherein K, N and P are integers
greater than one. 3. The apparatus of claim 2, wherein
the processor is operative to generate an interleaved
frequency division multiple access (IFDMA) symbol with
the sequence of pilot symbols sent on the subset of
subbands. 4. The apparatus of claim 1, wherein the set
of subbands comprises N adjacent subbands among K
total subbands, wherein the subset of subbands
comprises P subbands uniformly distributed across the
N adjacent subbands, and wherein K, N and P are
integers greater than one. 5. The apparatus of claim
4, wherein the processor is operative to generate a
localized frequency division multiple access (LFDMA)
symbol with the sequence of pilot symbols sent on the
subset of subbands. 6. The apparatus of claim 1,
wherein the set of subbands comprises N subbands
uniformly distributed across K total subbands, wherein
the subset of subbandscomprises P consecutive subbands
among the N subbands, and wherein K, N and P are
integers greater than one. 7. The apparatus of claim
6, wherein the processor is operative to generate an
interleaved frequency division multiple access (IFDMA)
symbol with the sequence of pilot symbols sent on the
subset of subbands. 8. The apparatus of claim 1,
wherein the set of subbands comprises N adjacent
subbands among K total subbands, wherein the subset of
subbands comprises P adjacent subbands among the N
subbands, and wherein K, N and P are integers greater
than one. 9. The apparatus of claim 8, wherein the
processor is operative to generate a localized
frequency division multiple access (LFDMA) symbol with
the sequence of pilot symbols sent on the subset of
subbands. 10. The apparatus of claim 1, wherein the
set of subbands comprises N subbands selected from
among K total subbands, wherein the subset of subbands
comprises P subbands selected from among the N
subbands, and wherein K, N and P 



are integers greater than one. 11. The apparatus of
claim 10 wherein the processor is operative to
replicate the sequence of pilot symbols a plurality of
times to generate an extended sequence with K pilot
symbols, to apply a phase ramp to obtain a
frequency-translated sequence, and to append a cyclic
prefix to the frequency-translated sequence to
generate an interleaved frequency division multiple
access (IFDMA) symbol. 12. The apparatus of claim 10,
wherein the processor is operative to perform a
discrete Fourier transform (DFT) on the sequence of
pilot symbols to obtain frequency-domain values, to
map the frequency-domain values onto the subbands in
the subset, to map zero values onto remaining ones of
the K total subbands, to perform an inverse discrete
Fourier transform (IDFT) on the frequency-domain
values and the zero values to obtain a sequence of
time-domain output samples, and to append a
cyclicprefix to the sequence of time-domain output
samples to generate the SC-FDMA symbol. 13. The
apparatus of claim 1, wherein the processor is
operative to generate data symbols, to generate at
least one SC-FDMA symbol for the data symbols, and to
time division multiplex (TDM) the at least one SC-FDMA
symbol for the data symbols with the SC-FDMA symbol
for the pilot symbols. 14. The apparatus of claim 1,
wherein the processor is operative to generate the
sequence of pilot symbols based on a polyphase
sequence having a constant envelope in the time domain
and a flat spectral response in the frequency domain.
15. The apparatus of claim 1, wherein the processor is
operative to determine different sets of subbands for
different time slots based on a frequency hopping
pattern. 16. The apparatus of claim 1, wherein the set
of subbands is used for pilot transmission by multiple
transmitters. 17. The apparatus of claim 16, wherein
the multiple transmitters are multiple wireless
devices, and wherein the SC-FDMA symbol is orthogonal
to at least one other SC-FDMA symbol generated by at
least one other wireless device for pilot. 18. The
apparatus of claim 16, wherein the multiple
transmitters are multiple 



base stations, and wherein the SC-FDMA symbol is
orthogonal to at least one other SCFDMA symbol
generated by at least one other base station for
pilot. 19. The apparatus of claim 1, wherein the
subset of subbands is used for pilot transmission and
the set of subbands is used for data transmission. 20.
The apparatus of claim 1, wherein the multiple sets of
subbands are used by multiple groups of transmitters
for pilot transmission.21. The apparatus of claim 1,
wherein orthogonal pilots are transmitted by
transmitters in different sectors of a wireless
network. 22. A method comprising: generating a
sequence of pilot symbols; determining a set of
subbands selected from among at least two sets of
subbands; determining a subset of subbands to use for
pilot transmission, wherein the subset of subbands is
selected from among at least two subsets of subbands
formed with the set of subbands; and generating a
single-carrier frequency division multiple access
(SC-FDMA) symbol with the sequence of pilot symbols
sent on the subset of subbands. 23. The method of
claim 22, wherein the generating the SC-FDMA symbol
comprises generating a localized frequency division
multiple access (LFDMA) symbol with the sequence of
pilot symbols sent on the subset of subbands. 24. The
method of claim 22, wherein the generating the SC-FDMA
symbol comprises generating an interleaved frequency
division multiple access (IFDMA) symbol with the
sequence of pilot symbols sent on the subset of
subbands. 25. The method of claim 22, wherein the
generating the SC-FDMA symbol comprises replicating
the sequence of pilot symbols a plurality of times to
generate an extended sequence with K pilot symbols, 



applying a phase ramp to obtain a frequency-translated
sequence, and appending a cyclic prefix to the
frequency-translated sequence to generate an
interleaved frequency division multiple access (IFDMA)
symbol. 26. The method of claim 22, wherein the
generating the SC-FDMA symbol comprisesperforming a
discrete Fourier transform (DFT) on the sequence of
pilot symbols to obtain frequency-domain values,
mapping the frequency-domain values onto the subbands
in the subset, mapping zero values onto remaining ones
of the K total subbands, performing an inverse
discrete Fourier transform (IDFT) on the
frequencydomain values and the zero values to obtain a
sequence of time-domain output samples, and appending
a cyclic prefix to the sequence of time-domain output
samples to generate the SC-FDMA symbol. 27. An
apparatus comprising: means for generating a sequence
of pilot symbols; means for determining a set of
subbands selected from among at least two sets of
subbands; means for determining a subset of subbands
to use for pilot transmission, wherein the subset of
subbands is selected from among at least two subsets
of subbands formed with the set of subbands; and means
for generating a single-carrier frequency division
multiple access (SCFDMA) symbol with the sequence of
pilot symbols sent on the subset of subbands. 28. The
apparatus of claim 27, wherein the means for
generating the SCFDMA symbol comprises means for
generating a localized frequency division multiple
access (LFDMA) symbol with the sequence of pilot
symbols sent on the subset of subbands. 29. The
apparatus of claim 27, wherein the means for
generating the SCFDMA symbol comprises 



generating an interleaved frequency division multiple
access (IFDMA) symbol with the sequence of pilot
symbols sent on the subset of subbands. 30. The
apparatus of claim 27, wherein the means for
generating the SCFDMA symbol comprisesmeans for
replicating the sequence of pilot symbols a plurality
of times to generate an extended sequence with K pilot
symbols, means for applying a phase ramp to obtain a
frequency-translated sequence, and means for appending
a cyclic prefix to the frequency-translated sequence
to generate an interleaved frequency division multiple
access (IFDMA) symbol. 31. The apparatus of claim 27,
wherein the means for generating the SCFDMA symbol
comprises means for performing a discrete Fourier
transform (DFT) on the sequence of pilot symbols to
obtain frequency-domain values, means for mapping the
frequency-domain values onto the subbands in the
subset, means for mapping zero values onto remaining
ones of the K total subbands, means for performing an
inverse discrete Fourier transform (IDFT) on the
frequency-domain values and the zero values to obtain
a sequence of time-domain output samples, and means
for appending a cyclic prefix to the sequence of
time-domain output samples to generate the SC-FDMA
symbol. 32. An apparatus comprising: a processor
operative to generate a sequence of pilot symbols, to
determine a set of subbands selected from among at
least two sets of subbands, to generate a
singlecarrier frequency division multiple access
(SC-FDMA) symbol with the sequence of pilot symbols
sent on the set of subbands, and to multiplex the
SC-FDMA symbol using time division multiplexing (TDM)
or code division multiplexing (CDM); and a memory
coupled to the processor. 33. The apparatus of claim
32, wherein the processor is operative to 



multiplex the SC-FDMA symbol onto a symbol period
designated for pilot transmission and to transmit no
data or pilot in at least one symbol period used for
pilot transmission by at least one other
transmitter.34. The apparatus of claim 32, wherein the
processor is operative to generate at least two scaled
SC-FDMA symbols based on the SC-FDMA symbol and an
orthogonal code and to multiplex the at least two
scaled SC-FDMA symbols onto at least two symbol
periods designated for pilot transmission by at least
two transmitters. 35. The apparatus of claim 32,
wherein the processor is operative to generate data
symbols, to generate at least one SC-FDMA symbol for
the data symbols, and to multiplex the at least one
SC-FDMA symbol for the data symbols with the SC-FDMA
symbol for the pilot symbols. 36. A method comprising:
generating a sequence of pilot symbols; determining a
set of subbands selected from among at least two sets
of subbands; generating a single-carrier frequency
division multiple access (SC-FDMA) symbol with the
sequence of pilot symbols sent on the set of subbands;
and multiplexing the SC-FDMA symbol using time
division multiplexing (TDM) or code division
multiplexing (CDM). 37. The method of claim 36,
wherein the multiplexing the SC-FDMA symbol comprises
generating at least two scaled SC-FDMA symbols based
on the SC-FDMA symbol and an orthogonal code, and
multiplexing the at least two scaled SC-FDMA symbols
onto at least two symbol periods designated for pilot
transmission by at least two transmitters. 38. An
apparatus comprising: means for generating a sequence
of pilot symbols; means for determining a set of
subbands selected from among at least two sets of
subbands; 



means for generating a single-carrier frequency
division multiple access (SCFDMA) symbol with the
sequence of pilot symbols sent on the set of subbands;
andmeans for multiplexing the SC-FDMA symbol using
time division multiplexing (TDM) or code division
multiplexing (CDM). 39. The apparatus of claim 38,
wherein the means for multiplexing the SCFDMA symbol
comprises means for generating at least two scaled
SC-FDMA symbols based on the SCFDMA symbol and an
orthogonal code, and means for multiplexing the at
least two scaled SC-FDMA symbols onto at least two
symbol periods designated for pilot transmission by at
least two transmitters. 40. An apparatus comprising: a
processor operative to generate pilot symbols and data
symbols, to generate at least one pilot single-carrier
frequency division multiple access (SC-FDMA) symbol
for the pilot symbols, to generate at least one data
SC-FDMA symbol for the data symbols, and to multiplex
the at least one pilot SC-FDMA symbol with the at
least one data SCFDMA symbol onto a time slot used by
at least two transmitters for data and pilot
transmission, wherein each pilot SC-FDMA symbol has a
first symbol duration and each data SC-FDMA symbol has
a second duration that is different from the first
symbol duration; and a memory coupled to the
processor. 41. The apparatus of claim 40, wherein the
first symbol duration is shorter than the second
symbol duration. 42. The apparatus of claim 40,
wherein the processor is operative to generate at
least two scaled pilot SC-FDMA symbols based on the at
least one pilot SC-FDMA symbol and an orthogonal code
and to multiplex the at least two scaled pilot SC-FDMA
symbols onto at least two symbol periods designated
for pilot transmission. 43. The apparatus of claim 40,
wherein the processor is operative to multiplex the at
least one pilot SC-FDMA symbol onto at least one
symbol period designated for pilot transmission and to
not transmit data or pilot in at least one othersymbol
period used for pilot transmission by remaining ones
of the at least two 



transmitters. 44. The apparatus of claim 40, wherein
the processor is operative to determine a set of
subbands selected from among at least two sets of
subbands, to determine a subset of subbands to use for
pilot transmission, wherein the subset of subbands is
selected from among at least two subsets of subbands
formed with the set of subbands, and to generate the
at least one pilot SC-FDMA symbol with the pilot
symbols sent on the subset of subbands. 45. A method
comprising: generating pilot symbols and data symbols;
generating at least one pilot single-carrier frequency
division multiple access (SC-FDMA) symbol for the
pilot symbols, each pilot SC-FDMA symbol having a
first symbol duration; generating at least one data
SC-FDMA symbol for the data symbols, each data SC-FDMA
symbol having a second duration that is different from
the first symbol duration; and multiplexing the at
least one pilot SC-FDMA symbol with the at least one
data SC-FDMA symbol onto a time slot used by at least
two transmitters for data and pilot transmission. 46.
The method of claim 45, wherein the multiplexing the
at least one pilot SC-FDMA symbol with the at least
one data SC-FDMA symbol comprises generating at least
two scaled pilot SC-FDMA symbols based on the at least
one pilot SC-FDMA symbol and an orthogonal code, and
multiplexing the at least two scaled pilot SC-FDMA
symbols onto at least two symbol periods designated
for pilot transmission. 47. An apparatus comprising:
means for generating pilot symbols and data symbols;
means for generating at least one pilot single-carrier
frequency division multiple access (SC-FDMA) symbol
for the pilot symbols, each pilot SC-FDMA symbol
having a first symbol duration; 



means for generating at least one data SC-FDMA symbol
for the data symbols, each data SC-FDMA symbol having
a second duration that is different from the first
symbol duration; and means for multiplexing the at
least one pilot SC-FDMA symbol with the at least one
data SC-FDMA symbol onto a time slot used by at least
two transmitters for data and pilot transmission. 48.
The apparatus of claim 47, wherein the means for
multiplexing the at least one pilot SC-FDMA symbol
with the at least one data SC-FDMA symbol comprises
means for generating at least two scaled pilot SC-FDMA
symbols based on the at least one pilot SC-FDMA symbol
and an orthogonal code, and means for multiplexing the
at least two scaled pilot SC-FDMA symbols onto at
least two symbol periods designated for pilot
transmission. 49. An apparatus comprising: at least
one receiver unit operative to receive at least one
single-carrier frequency division multiple access
(SC-FDMA) symbol in a time slot used by at least two
transmitters to send orthogonal pilots and
non-orthogonal data transmissions; and a processor
operative to process the at least one SC-FDMA symbol
to obtain channel estimates for the at least two
transmitters. 50. The apparatus of claim 49, wherein
the at least two transmitters transmit the orthogonal
pilots using time division multiplexing (TDM), code
division multiplexing (CDM), interleaved frequency
division multiplexing (IFDM), localized frequency
division multiplexing (LFDM), or a combination
thereof, and wherein the processor is operative to
perform demultiplexing of the orthogonal pilots
transmitted by the at least two transmitters.51. The
apparatus of claim 49, wherein the processor is
operative to transform the at least one SC-FDMA symbol
to obtain frequency-domain pilot values and to derive
a frequency response estimate for each transmitter
based on the frequencydomain pilot values. 



52. The apparatus of claim 51, wherein the processor
is operative to derive the frequency response estimate
for each transmitter based on the frequency-domain
pilot values and using a minimum mean-square error
(MMSE) technique or a leastsquares (LS) technique. 53.
The apparatus of claim 51, wherein the processor is
operative to derive a channel impulse response
estimate for each transmitter based on the frequency
response estimate for the transmitter. 54. A method
comprising: receiving at least one single-carrier
frequency division multiple access (SCFDMA) symbol in
a time slot used by at least two transmitters to send
orthogonal pilots and non-orthogonal data
transmissions; and processing the at least one SC-FDMA
symbol to obtain channel estimates for the at least
two transmitters. 55. The method of claim 54, wherein
the processing the at least one SCFDMA symbol
comprises transforming the at least one SC-FDMA symbol
to obtain frequency-domain pilot values, and deriving
a frequency response estimate for each transmitter
based on the frequency-domain pilot values. 56. An
apparatus comprising: means for receiving at least one
single-carrier frequency division multiple access
(SC-FDMA) symbol in a time slot used by at least two
transmitters to send orthogonal pilots and
non-orthogonal data transmissions; andmeans for
processing the at least one SC-FDMA symbol to obtain
channel estimates for the at least two transmitters.
57. The apparatus of claim 56, wherein the means for
processing the at least one SC-FDMA symbol comprises
means for transforming the at least one SC-FDMA symbol
to obtain frequencydomain pilot values, and 



means for deriving a frequency response estimate for
each transmitter based on the frequency-domain pilot
values. 58. An apparatus comprising: a first processor
operative to receive single-carrier frequency division
multiple access (SC-FDMA) symbols via a plurality of
receive antennas and to process the SCFDMA symbols to
obtain received data values for at least two
transmitters sending orthogonal pilots and
non-orthogonal data transmissions on a time-frequency
block comprised of a set of subbands in a plurality of
symbol periods; and a second processor operative to
perform receiver spatial processing on the received
data values to obtain detected data values for the at
least two transmitters. 59. The apparatus of claim 58,
wherein the first processor is operative to derive
channel estimates for the at least two transmitters,
and wherein the second processor is operative to
derive a set of spatial filter matrices for the set of
subbands based on channel estimates for the at least
two transmitters and to perform receiver spatial
processing based on the set of spatial filter
matrices. 60. The apparatus of claim 59, wherein the
second processor is operative to derive the set of
spatial filter matrices based on a zero-forcing (ZF)
technique, a minimum mean square error (MMSE)
technique, or a maximal ratio combining (MRC)
technique. 61. The apparatus of claim 58, further
comprising: a third processor operative to perform
SC-FDMA demodulation.62. The apparatus of claim 58,
further comprising: a controller operative to
determine the set of subbands from among at least two
sets of subbands based on frequency hopping patterns
assigned to the at least two transmitters. 63. The
apparatus of claim 58, further comprising: a third
processor operative to process the detected data
values for the at least two transmitters to obtain
decoded data. 64. The apparatus of claim 63, wherein
the third processor is operative to 



determine decoding status of each packet and to
provide an acknowledgment (ACK) for each packet
decoded correctly, the ACK being used to terminate
transmission of the correctly decoded packet. 65. The
apparatus of claim 58, wherein the at least two
transmitters includes a first transmitter
communicating with a first base station in a wireless
network and a second transmitter communicating with a
second base station in the wireless network, and
wherein the apparatus resides in the first base
station. 66. The apparatus of claim 58, wherein the at
least two transmitters includes a first transmitter
communicating with first and second base stations,
wherein the apparatus resides at the first base
station and further comprises a third processor
operative to obtain detected data values for the first
transmitter from the second processor, to obtain
detected data values derived by the second base
station for the first transmitter, and to combine the
detected data values obtained from the second
processor and the second base station for the first
transmitter. 67. A method comprising: receiving
single-carrier frequency division multiple access
(SC-FDMA) symbols via a plurality of receive antennas;
processing the SC-FDMA symbols to obtain received data
values for at least two transmitters sending
orthogonal pilots and non-orthogonal data
transmissions on a timefrequency block comprised of a
set of subbands in a plurality of symbol periods;
andperforming receiver spatial processing on the
received data values to obtain detected data values
for the at least two transmitters. 68. The method of
claim 67, further comprising: deriving channel
estimates for the at least two transmitters; and
deriving a set of spatial filter matrices for the set
of subbands based on channel estimates for the at
least two transmitters, and wherein the receiver
spatial processing is performed based on the set of
spatial filter matrices. 69. The method of claim 68,
wherein the deriving the set of spatial filter
matrices comprises 



deriving the set of spatial filter matrices based on a
zero-forcing (ZF) technique, a minimum mean square
error (MMSE) technique, or a maximal ratio combining
(MRC) technique. 70. The method of claim 67, further
comprising: performing SC-FDMA demodulation on the
detected data values for the at least two
transmitters. 71. An apparatus comprising: means for
receiving single-carrier frequency division multiple
access (SCFDMA) symbols via a plurality of receive
antennas; means for processing the SC-FDMA symbols to
obtain received data values for at least two
transmitters sending orthogonal pilots and
non-orthogonal data transmissions on a time-frequency
block comprised of a set of subbands in a plurality of
symbol periods; and means for performing receiver
spatial processing on the received data values to
obtain detected data values for the at least two
transmitters. 72. The apparatus of claim 71, further
comprising: means for deriving channel estimates for
the at least two transmitters; andmeans for deriving a
set of spatial filter matrices for the set of subbands
based on channel estimates for the at least two
transmitters, and wherein the receiver spatial
processing is performed based on the set of spatial
filter matrices. 73. The apparatus of claim 72,
wherein the means for deriving the set of spatial
filter matrices comprises means for deriving the set
of spatial filter matrices based on a zero-forcing
(ZF) technique, a minimum mean square error (MMSE)
technique, or a maximal ratio combining (MRC)
technique. 74. The apparatus of claim 71, further
comprising: means for performing SC-FDMA demodulation
on the detected data values for the at least two
transmitters. 




