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METHOD AND APPARATUS FOR MANUFACTURING 

MAGNETORESISTIVE ELEMENT, SOFTWARE AND SYSTEM FOR 

CONTROLLING MANUFACTURING OF M.t\.GNETORESISTIVE 

ELEMENT, SOFTWARE FOR ESTIMATING RESISTANCE VALUE OF 

MAGNETORESISTIVE ELEMENT, AND COMPUTER SYSTEM 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The invention relates to a method and an apparatus for 

manufacturing a magnetic transducer having properties of changing in 

electrical resistance in response to an external magnetic field, a method 

and an apparatus for manufacturing a magnetic head having a magnetic 

transducer, software and system for controlling manufacturing of a 

magnetic transducer, and software for estimating resistance value of such a 

magnetic transducer, and computer system. 

2. Description of the Related Art 

Recently, an improvement in performance of a thin film magnetic 

head has been sought in accordance with an increase in a surface recording 

density of a hard disk drive. A composite thin film magnetic head, which 

has a stacked structure comprising a recording head having an inductive 

magnetic transducer for writing and a reproducing head having a 

magnetoresistive (hereinafter referred to as MR) element for reading, is 

widely used as the thin film magnetic head. 

The MR element utilizes an MR film changing in electrical 
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resistance in response to an external magnetic field. MR elements include 

an AMR element utilizing an anisotropic magnetoresistive (AMR) effect, a 

GMR element utilizing a giant magnetoresistive (GMR) effect, and so on. 

The reproducing head using the AMR element is called an AMR head or 

simply an MR head, and the reproducing head using the GMR element is 

called a GMR head. The AMR head is used as the reproducing head 

whose surface recording density exceeds 1 gigabit per square inch, and the 

GMR head is used as the reproducing head whose surface recording density 

exceeds 3 gigabits per square inch. 

Methods of improving the performance of the reproducing head 

include a method in which a pattern width of the MR film, particularly, an 

MR height is made appropriate, and so on. The MR height refers to a 

length (height) of the MR element between the end thereof close to an air 

bearing surface and the opposite end thereof. The MR height is controlled 

in accordance with an amount of polishing of the air bearing surface. 

Incidentally, the air bearing surface refers to the surface of the thin film 

magnetic head facing a magnetic recording medium (a disk medium) and is 

sometimes called a track surface. 

This type of thin film magnetic head is manufactured through the 

following steps as proposed in Japanese Patent Application Laid-open No. 

Hei 11-863, for example. 

First, a large number (a large number of sets) of head cores, each 

of which includes a reproducing head using an MR element and a magnetic 

induction type recording head, and thin film structures such as dummy 
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sensors are formed on a wafer (a substrate) made of, for example, a 

predetermined ceramic material by a thin film process using 

photolithography or the like. The dummy senso1· is used for monitoring in 

order to control dimensions and performance of the MR element. 

Then, the wafe1· is cut into a plurality of rectangular bars, each of 

which includes a plurality (a plurality of sets) of head co1·es and dummy 

sensors, by the use of a dicing saw or the like. 

Then, a plurality of bars thus obtained is set on a polishing 

apparatus or the like, the cut surfaces thereof (the surfaces which are to be 

finally the air bearing surfaces) are polished, and polishing is stopped when 

the MR height of the MR element reaches a predetermined target 

dimension. The term "a predetermined target dimension'' generally refers 

to a target value predefined as a dimension capable of delivering 

electromagnetic performance required for the reproducing head. 

For example, Japanese Patent Application Laid-open No. Hei 

2·95572 proposes a method which includes: directly measuring resistance 

values of a plurality of MR elements formed on the bar; calculating a mean 

value of the resistance values; and stopping polishing the bar when the 

mean value reaches a value within a predete1mined range, not a method 

which includes conti·olling the timing of stopping polishing the cut surface 

of the bar while measuring the MR height. Incidentally, the polished bar 

is fu1·ther cut into separate head sliders. 

However, the method in which polishing is controlled until a 

mechanical dimension value of the MR height reaches the target value has 



a problem. Although the thin film magnetic head is manufactured with 

the intention of obtaining the MR element having predetermined 

electromagnetic performance, variation or an error out of predetermined 

tolerance is often detected when electromagnetic properties of the 

manufactured MR element are measured. When the electromagnetic 

properties of the MR elements of many thin film magnetic heads finally 

obtained are measured and the mean value of the electromagnetic 

properties is calculated, the mean value is sometimes out of predetermined 

tolerance. This problem is considered to arise because in forming the MR 

film on the wafer, a change in various conditions fo1· photolithography or 

film forming or the like causes variation in a thickness or pattern width of 

the formed MR film according to an inter-wafer or in·wafer position. 

The method, in which polishing of bars is controlled by measuring 

the resistance values of the bars during polishing and monit01-ing the mean 

value of the resistance values, theoretically allows the mean of the 

resistance values of the MR films of the bars under polishing to be within a 

predetermined range of numerical values. Even if the resistance value of 

the MR film is within tolerance, the method cannot, however, ensure that 

the MR height is within tolerance. Incidentally, not only the resistance 

value of the MR film but also the MR height is specified because too small 

an MR height may cause a phenomenon such as electro migration and thus 

cause damage to the MR film. 

As described above, a problem has heretofore existed: variation in 

the resistance value or the dimension (MR height) of the MR element of the 
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thin film magnetic head finally obtained occurs, and therefore the thin film 

magnetic head which does not fulfill required specifications is 

disadvantageously manufactured. 

The invention is designed to overcome the foregoing problems. It 

is an object of the invention to provide a method and an apparatus for 

manufacturing a magnetic transducer and a method and an apparatus for 

manufacturing a magnetic head which make it possible to fulfill 

specifications for predetermined magnetic reproducing by reducing 

variation in electromagnetic properties of an MR element finally obtained 

and variation of the median of distribution. 

SUMMARY OF THE INVENTION 

According to a first aspect of the invention, a method for 

manufacturing a magnetic transducer having a magneto-sensitive layer 

changing in electrical resistance in response to an external magnetic field 

comprises: a film forming step of selectively forming at least a 

magneto-sensitive layer on a predetermined substrate; a substrate 

information obtaining step of obtaining information about at least either 

the substrate or a structure including at least the magneto-sensitive layer 

formed on the substrate, as substrate info1·mation before polishing; a 

cutting step of cutting the substrate into a plurality of bars each including 

at least the magneto-sensitive layer; and a polishing step of polishing the 

bars, wherein the polishing step controls polishing of the bar based on at 

least the substrate information so that the magneto-sensitive layer 
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included in the bar has a predetermined target resistance value. 

In the method for manufactul'ing a magnetic transducer, a 

plurality of bars each including at least the magneto-sensitive laye1· is cut 

from the base, and each of the bars is polished. The polishing step 

controls polishing of the bar based on at least the substrate information so 

that the magneto-sensitive layer included in the bar has the predetermined 

target resistance value. The "substrate information" contains all 

information about the substrate itself in a stage before starting polishing 

or the structure on the substrate. The "stage before starting polishing'' 

contains not only a stage befo1·e the cutting step but also a stage befo1·e the 

polishing step after the cutting step. The substrate info1·mation contains, 

for example, information for identifying the substrate itself, information for 

identifying the bars cut from the substrate, information about various 

types of films formed on the substrate, and so on. 

A method for manufacturing a magnetic transducer according to 

the first aspect of the invention may further compl'ise: a step of calculating 

a first value constituting a part of a potential estimated resistance value of 

the magneto-sensitive layer by subjecting the substrate info1·mation to a 

predetermined operation using values previously subjected to statistical 

processing as weighting coefficients, wherein the polishing step calculates 

the estimated resistance value by using at least the first value and controls 

polishing of the bar so that the estimated resistance value reaches the 

target resistance value. 

In the method for manufacturing a magnetic transducer, the first 
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value constituting a part of the estimated resistance value of the 

magneto-sensitive layer is obtained by the predetermined operation using 

the substrate information and the weighting coefficients obtained through 

the statistical processing, and the estimated resistance value is calculated 

by using the first value. Polishing of the bar is controlled so that the 

estimated resistance value reaches the target resistance value. 

In a method for manufacturing a magnetic transducer according to 

the first aspect of the invention, the substrate information obtaining step 

may obtain at least either a resistance value or sheet resistance value of 

the magneto-sensitive layer made on the substrate or a virtual resistance 

value of the magneto-sensitive layer containing a crowding resistance 

component as well, whereby the substrate information contains data about 

at least either the obtained resistance value or sheet resistance value of the 

magneto-sensitive layer or the obtained virtual resistance value of the 

magneto· sensitive layer. 

In a method for manufacturing a magnetic transducer according to 

the first aspect of the invention, the deposition step may further form at 

least either a leading conductive film to be electrically connected to the 

magneto-sensitive layer or at least one resistance film pattern for 

functioning as a dummy, and the substrate information obtaining step may 

obtain the resistance value of at least either the leading conductive film or 

the resistance film pattern made on the substrate, whereby the substrate 

information contains data about at least either the obtained resistance 

value of the leading conductive film or the obtained resistance value of the 
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resistance film pattern. 

In a method for manufacturing a magnetic transducer according to 

a second aspect of the invention, in addition to the first aspect, the 

polishing step further obtains information about the bar unde1· working as 

ongoing-work-information and controls polishing of the bar based on both 

of the substrate information and the ongoing-work-information so that the 

magneto·sensitive layer included in the bar has a predetermined target 

resistance value. 

In the method for manufacturing a magnetic transducer, the 

ongoing·work·information about the bar under polishing is obtained, and 

polishing of the bar is controlled based on both of the 

ongoing-work-information and the substrate information so that the 

magneto-sensitive layer included in the bar has the predetermined target 

resistance value. The "ongoing·work·information" contains all 

information about the bar itself under working and the structure fo1-med on 

the bar under working. 

A method for manufacturing a magnetic transducer according to 

the second aspect of the invention may further comprise: a step of 

calculating a first value constituting a part of a potential estimated 

resistance value of the magneto· sensitive layer by subjecting the substrate 

information to a predetermined operation using values previously subjected 

to statistical processing as weighting coefficients, wherein the polishing 

step calculates the estimated 1·esistance value by using the first value and 

the ongoing-work-information and controls polishing of the bar so that the 
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estimated resistance value reaches the target resistance value. 

In the method for manufacturing a magnetic transducer, the first 

value constituting a pa11; of the estimated resistance value of the 

magneto·sensitive layer is obtained by the predetermined operation using 

the substrate information and the weighting coefficients obtained through 

the statistical processing, and the estimated resistance value is calculated 

by using the first value and the ongoing·work·information. Polishing of 

the bar piece is controlled so that the estimated i·esistance value reaches 

the target resistance value. 

In this.case, the method for manufacturing a magnetic transducer 

can further comprise: a step of calculating a second value constituting a 

part of the estimated resistance value by subjecting the 

ongoing·work·information to a predetermined operation using values 

previously subjected to statistical processing as weighting coefficients, 

wherein the polishing step calculates the estimated resistance value by 

using the first value and the second value and controls polishing of the bar 

so that the estimated resistance value reaches the target resistance value. 

In the method for manufacturing a magnetic transducer, the 

second value constituting a part of the estimated resistance value of the 

magneto·sensitive layer is obtained by the predetermined operation using 

the ongoing·work·information and the weighting coefficients obtained 

through the statistical processing, and the estimated resistance value is 

calculated by using the first value and the second value. Polishing of the 

bar is controlled so that the estimated resistance value reaches the target 
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resistance value. 

In a method for manufacturing a magnetic transducer according to 

the second aspect of the invention, the substrate information obtaining step 

may further obtain at least either a resistance value or sheet resistance 

value of the magneto-sensitive layer made on the substrate 01· a virtual 

resistance value of the magneto-sensitive laye1· containing a crowding 

resistance component as well, whereby the substrate information contains 

data about at least either the obtained resistance value or sheet resistance 

value of the magneto-sensitive layer or the obtained virtual resistance 

value of the magneto· sensitive layer. 

In a method for manufacturing a magnetic transducer according to 

the second aspect of the invention, the film forming step may further form 

at least either a leading conductive film to be electrically connected to the 

magneto-sensitive layer or at least one resistance film pattern for 

functioning as a dummy, and the base information obtaining step may 

obtain the resistance value of at least either the leading conductive film or 

the resistance film pattern made on the base, whereby the substrate 

information contains data about at least eithe1· the obtained resistance 

value of the leading conductive film or the obtained resistance value of the 

resistance film pattern. 

In this case, the polishing step can further obtain the resistance 

value of the resistance film pattern on the bar, whereby the 

ongoing-work-information further contains data about the obtained 

resistance value of the resistance film pattern. 
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In a method for manufacturing a magnetic transducer according to 

the second aspect of the invention, the polishing step may further obtain a 

dimension value of a predetermined portion of the magneto-sensitive layer 

on the bar, whereby the ongoing-work-information contains data about the 

obtained dimension value. 

According to a third aspect of the invention, a method for 

manufacturing a magnetic transducer having a magneto-sensitive layer 

changing in electrical resistance in response to an external magnetic field 

comprises: a deposition step of selectively forming at least a 

magneto·sensitive layer on a predetermined substi·ate; a cutting step of 

cutting the substrate into a plurality of bars each including at least the 

magneto-sensitive layer; and a polishing step of polishing the bars, wherein 

the polishing step includes: obtaining information about the bar under 

working as ongoing·work·information; calculating a second value 

constituting a part of a potential estimated i·esistance value of the 

magneto-sensitive layer by subjecting the obtained 

ongoing-work-information to a predetermined operation using values 

previously subjected to statistical processing as weighting coefficients; and 

calculating the estimated resistance value by using at least the second 

value and controlling polishing of the bar so that the estimated resistance 

value reaches the target resistance value. 

In the method for manufacturing a magnetic ti·ansducer, a 

plurality of bars each including at least the magneto· sensitive laye1· is cut 

from the substrate, and each of the bars is polished. The polishing step 



. 12. 

obtains the ongoing·work·information about the bar unde1· working and 

calculates the second value by the predete1·mined operation using the 

obtained ongoing·work·information and the weighting coefficients obtained 

through the statistical processing. Then, the polishing step calculates the 

estimated resistance value by using the second value and controls polishing 

of the bar so that the estimated resistance value reaches the target 

resistance value. 

In a method for manufacturing a magnetic transducer according to 

the third aspect of the invention, the polishing step may further obtain a 

dimension value of a predetermined portion of the magneto-sensitive layer 

on the bar under working, whereby the ongoing·work·information contains 

data about the obtained dimension value. 

In a method for manufacturing a magnetic transducer according to 

the third aspect of the invention, the deposition step may furthe1· form on 

the substrate at least one resistance film pattern for functioning as a 

dummy, and the polishing step may obtain the resistance value of the 

resistance film pattern, whereby the ongoing·work·information further 

contains data about the resistance value of the resistance film pattern. 

According to an aspect of the invention, an apparatus for 

manufacturing a magnetic transducer having a magneto-sensitive layer 

changing in electrical resistance in response to an external magnetic field 

comprises: substrate information obtaining means for obtaining 

information about at least either a predetermined substrate or a structure 

including at least a magneto-sensitive layer selectively formed on the 
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substrate, as substrate information before polishing; polishing means for 

polishing a plurality of bars which the substrate is cut into, each including 

at least the magneto·sensitive layer; and polishing control means for 

controlling the polishing means based on at least the substrate information 

so that the magneto·sensitive laye1· included in the bar has a 

predetermined target resistance value. 

According to the invention, a method for manufacturing a 

magnetic head comprising a magnetic transducer fo1· reproducing 

information having a magneto·sensitive layer changing in electrical 

resistance in response to an external magnetic field comprises the steps of: 

forming polished bars each including a plurality of magnetic transducers 

by a method for manufacturing a magnetic transducer according to the 

invention; and cutting the bar into a plurality of head sliders each 

including at least one magnetic transducer. 

According to the invention, an apparatus for manufacturing a 

magnetic head comprising a magnetic transducer for rep1·oducing 

information having a magneto-sensitive layer changing in electrical 

resistance in respons_e to an external magnetic field comprises: an 

apparatus for manufacturing a magnetic transducer according to the 

invention; and a cutting appa1·atus for cutting each of polished bars formed 

by the apparatus for manufacturing a magnetic transducer, into a plurality 

of head sliders each including at least one magnetic transducer. 

Software for controlling manufacturing of a magnetic transducer 

according to a first aspect of the present invention, which is used in 
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manufacturing of a magnetic transducer having a magneto-sensitive layer 

changing in electrical resistance in response to an external magnetic field, 

comprises a step of obtaining information about at least either a 

predetermined substrate supporting magneto-sensitive layer or a structure 

including at least magneto-sensitive layer formed on the substrate, as 

substrate information before polishing, and a control step of 

controlling polishing of a plurality of bars which substrate is cut into, each 

including at least magneto-sensitive layer, wherein the control step 

controls polishing of bar based on at least substrate information so that 

magneto-sensitive layer included in the bar has a predetermined target 

resistance value. 

Further, software for controlling manufacturing of a magnetic 

transducer according to a first aspect of the present invention may 

calculate, a first value constituting a part of a potential estimated 

resistance value of magneto-sensitive layer by subjecting substrate 

information to a p1·edetermined operation using values previously subjected 

to statistical processing as weighting coefficients, and calculate estimated 

resistance value by using at least the first value, and conti·ol polishing of 

bar so that obtained estimated resistance value reaches the target 

resistance value. 

Software for controlling manufacturing of a magnetic transducer 

according to a second aspect of the present invention, which obtains 

information about bar unde1· polishing as info1·mation during working, in 

addition to substrate information, and controls polishing of bar based on 
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both of substrate information and ongoing-work-information. In this case, 

software for controlling manufacturing of a magnetic transducer may 

calculate a first value constituting a part of a potential estimated 

resistance value of the magneto-sensitive layer by subjecting substrate 

information to a predetermined operation using values previously subjected 

to statistical processing as weighting coefficients, and calculate a second 

value constituting a part of a potential estimated resistance value by 

subjecting ongoing-work-information to a predetermined operation using 

values previously subjected to statistical processing as weighting 

coefficients, and calculates a potential estimated resistance value using 

both of a first and second value, and control polishing bars so that the 

estimated resistance value reaches the target resistance value. 

Software for controlling manufacturing of a magnetic transducer 

according to a third aspect of the present invention, which is used in 

manufactu1-ing of a magnetic transducer having a magneto-sensitive layer 

changing in electrical resistance in response to an external magnetic field, 

comprises a control step of controlling polishing of a plurality of bars which 

a predetermined substrate supporting a magneto-sensitive layer is cut into, 

each including at least a magneto-sensitive layer, and a step of obtaining 

information about a bar under polishing as ongoing·work·information, and 

a step of calculating a second value constituting a part of a potential 

estimated resistance value of a magneto·sensitive layer by subjecting a 

obtained ongoing·work·information to a predete1mined operation using 

values previously subjected to statistical processing as weighting 
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coefficients, wherein a control step calculates an estimated resistance value 

by using at least the second value and controls polishing of a bar so that an 

estimated resistance value reaches a target resistance value. 

Software for estimating a resistance value of a magnetic 

transduce1· according to a first aspect of the present invention, which is for 

estimating an electrical resistance value of a magneto·sensitive layer in a 

step of manufacturing a magnetic transducer having a magneto·sensitive 

layer changing in electrical resistance in response to an external magnetic 

field, comprises a step of obtaining information about at least either a 

predetermined substi·ate supporting the magneto-sensitive layer or a 

structui·e including at least the magneto-sensitive layer formed on the 

substrate, as substrate information befo1·e polishing, and a step of 

calculating a first value constituting a part of a potential estimated 

resistance value of the magneto-sensitive layer by subjecting the obtained 

substrate information to a predete1·mined ope1·ation using values 

previously subjected to statistical processing as weighting coefficients, and 

an estimating step of calculating the estimated i·esistance value by using at 

least the first value. 

Software for estimating a i·esistance value of a magnetic 

transducer according to a second aspect of the present invention, compl'ises 

a step of calculating the first value, and a step of obtaining information 

about a bar under polishing as ongoing·work·information, and a step of 

calculating a second value constituting a part of the estimated resistance 

value by subjecting the obtained ongoing·work·information to a 
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predetermined operation using values previously subjected to statistical 

processing as weighting coefficients, whe1·ein the estimating step calculates 

the estimated resistance value by using both of the first value and the 

second value. 

Software for estimating a resistance value of a magnetic 

transducer according to a third aspect of the present invention which is for 

estimating an electrical resistance value of a magneto-sensitive layer in a 

step of manufacturing a magnetic transducer having a magneto-sensitive 

layer changing in electrical resistance in response to an external magnetic 

field, comprises a step of obtaining information about the bar as 

information during working, during polishing a plurality of bars which a 

predetermined substrate supporting the magneto-sensitive layer is cut into, 

each including at least the magneto-sensitive layer, and a step of 

calculating a second value constituting a part of a potential estimated 

resistance value of the magneto-sensitive layer by subjecting the obtained 

information during working to a predetermined operation using values 

previously subjected to statistical processing as weighting coefficients, and 

a step of calculating the estimated resistance value by using at least the 

second value. 

A system for controlling manufacturing of a magnetic transducer 

according to a first aspect of the present invention, which is used in 

manufactu1·ing of a magnetic transducer having a magneto-sensitive layer 

changing in electrical resistance in response to an exte1·nal magnetic field, 

comprises means for obtaining information about at least either a 
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predetermined substrate supporting a magneto-sensitive layer or a 

structure including at least a magneto-sensitive layer formed on a 

substrate, as substrate information before polishing; and control means 

for controlling polishing of a plurality of bars which a substrate is cut into, 

each including at least a magneto-sensitive layer, wherein the control 

means controls polishing of a bar based on at least the substrate 

information so that a magneto-sensitive layer included in the bar has a 

predetermined target resistance value. 

A system for conti·olling manufacturing of a magnetic transducer 

according to a second aspect of the present invention, which obtains 

information about bar under polishing as ongoing·work·information, and 

controls polishing of the bar based on both of a substrate information and 

the ongoing-work-information. 

A system for controlling manufacturing of a magnetic transducer 

according to a third aspect of the present invention, which is used in 

manufacturing of a magnetic transducer having a magneto·sensitive layer 

changing in electrical resistance in response to an external magnetic field, 

comprises control means for controlling polishing of a plurality of bars 

which a predetermined substrate supporting the magneto·sensitive layer is 

cut into, each including at least a magneto·sensitive layer, and means for 

obtaining information about the bar under polishing as 

ongoing-work·information, and means for calculating a second value 

constituting a part of a potential estimated resistance value of a 

magneto-sensitive layer by subjecting an obtained information during 
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working to a predetermined operation using values previously subjected to 

statistical processing as weighting coefficients, wherein control means 

calculates an estimated resistance value by using at least the second value 

and controls polishing of a bar so that an estimated resistance value 

reaches a target resistance value. 

A computer system according to a fi.1·st aspect of the present 

invention, which is used in manufacturing of a magnetic transducer having 

a magneto-sensitive layer changing in electrical resistance in response to 

an external magnetic field, comprises means for obtaining information 

about at least either a predete1•mined substrate supporting a 

magneto-sensitive layer or a structure including at least a 

magneto-sensitive layer formed on a substrate, as substrate info1·mation 

before polishing, and control means for controlling polishing of a plurality 

of bars which the substrate is cut into, each including at least the 

magneto·sensitive layer, wherein a control means controls polishing of a 

bar based on at least a substrate information so that a magneto·sensitive 

layer included in the bar has a predetermined target 1·esistance value. 

A computer system according to a second aspect of the present 

invention, which obtains information about a bar under polishing as 

ongoing·work·information in addition to substrate information and controls 

polishing of a bar based on both of a substrate information and an 

ongoing·work·information. 

A computer system acc01·ding to a third aspect of the present 

invention, which is used in manufacturing of a magnetic transducer having 
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a magneto-sensitive layer changing in electrical resistance in response to 

an external magnetic field, comprises control means for controlling 

polishing of a plurality of bars which a p1·edetermined substrate supporting 

the magneto·sensitive layer is cut into, each including at least the 

magneto-sensitive layer, and means fo1· obtaining information about the 

bar under polishing as ongoing·work·information, and means for 

calculating a second value constituting a part of a potential estimated 

resistance value of the magneto-sensitive layer by subjecting the obtained 

ongoing·work·information to a predete1-mined operation using values 

previously subjected to statistical processing as weighting coefficients, and 

calculates an estimated resistance value by using at least the second value 

and controls polishing of the bar so that the estimated resistance value 

reaches a target resistance value. 

A computer system according to a fourth aspect of the present 

invention, which is for estimating an electrical resistance value of a 

magneto-sensitive layer in a step of manufacturing a magnetic transducer 

having a magneto-sensitive layer changing in electrical resistance in 

response to an external magnetic field, comprises means fo1· obtaining 

information about at least either a predetermined substrate supporting the 

magneto-sensitive layer or a structure including at least a 

magneto-sensitive layer formed on a substi·ate, as substrate information 

before polishing, and means for calculating a first value constituting a part 

of a potential estimated resistance value of the magneto·sensitive layer by 

subjecting the obtained substrate information to a predetermined operation 
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using values previously subjected to statistical processing as weighting 

coefficients, and estimating means for calculating an estimated resistance 

value by using at least a first value. 

A computer system according to a fifth aspect of the present 

invention obtains information about a bar under polishing as 

ongoing·work·information, and means for calculating a second value 

constituting a part of an estimated resistance value by subjecting an 

obtained ongoing-work-information to a predetermined operation using 

values previously subjected to statistical p1·ocessing as weighting 

coefficients, wherein the estimating means calculates the estimated 

resistance value by using both of the first value and the second value. 

A computer system according to a sixth aspect of the present 

invention, which is used for estimating an elect1·ical resistance value of a 

magneto-sensitive layer in a step of manufacturing a magnetic transducer 

having a magneto-sensitive layer changing in electrical resistance in 

response to an external magnetic field, comprises means fo1· obtaining 

information about a bar as ongoing·work·information, du1·ing polishing a 

plurality of bars which a predetermined substrate supporting a 

magneto-sensitive layer is cut into, each including at least the 

magneto·sensitive layer, and means for calculating a second value 

constituting a part of a potential estimated resistance value of a 

magneto·sensitive layer by subjecting an obtained 

ongoing·w01·k·information to a predetermined operation using values 

previously subjected to statistical processing as weighting coefficients, and 
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means for calculating an estimated i·esistance value by using at least the 

second value. 

Other and further objects, features and advantages of the 

invention will appear more fully from the following desc1·iption. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an external view of a general configuration of an 

apparatus for manufacturing a magnetic head according to an embodiment 

of the invention; 

FIG. 2 is a block diagram of a general configuration of a control 

section of the apparatus for manufacturing a magnetic head shown in FIG. 

1; 

FIGs. 3A to SD are schematic illustrations of steps of a method of 

manufacturing a magnetic head acco1·ding to an embodiment of the 

invention; 

FIGs. 4A to 4C are illustrations of steps following the step of FIG. 

3D; 

FIG. 5 is a flowchart of control operation of a computer shown in 

FIGs. 1 and 2; 

FIG. 6 is an illustration of an example of a cut pattern of a wafer; 

FIG. 7 is a plan view of an example of an arrangement of MR 

elements, RLG sensors and an M sensor in a bar; 

FIG. 8 is a table of types of substrate information for use in 

calculation of an S value and ongoing·work·info1·mation for use in 
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calculation of a K value; 

FIG. 9 is a table of an example of coefficient values of weighting 

coefficient names corresponding to individual pieces of substrate 

information and ongoing·work·informationi 

FIGs. lOA and lOB are cross sectional views of a structure of a 

magnetic head to be manufactured; 

FIG. 11 is a plan view of the structure of the magnetic head to be 

manufactured; 

FIGs. 12A and 12B are a graph and a plot of a state of variation in 

resistance values of MR elements of magnetic heads manufactured by the 

method of manufacturing a magnetic head according to the invention, 

respectively; 

FI Gs. 13A and 13B are a graph and a plot of a state of variation in 

MR resistance values of MR elements of magnetic heads manufactured by a 

method of manufacturing a magnetic head of the related art, respectively; 

and 

FIG. 14 is an illustration of an example of a blocking pattern for 

cutting a large wafer into bars. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Embodiments of the invention will be described in detail below 

with reference to the drawings. 

[Example of structure of thin film magnetic head] 

Prior to the description of a method of manufacturing a magnetic 
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head according to an embodiment of the invention, a structure of a thin 

film magnetic head to be manufactured by the method will be first 

described. 

FIGs. lOA and lOB show a sectional structure of the thin film 

magnetic head. FIG. 11 shows a planar structure of the thin film 

magnetic head shown in FIGs. lOA and lOB. FIG. lOA shows a cross 

section taken on the line A-A' of FIG. 11 perpendicular to an air bearing 

surface (not shown). FIG. lOB shows a cross section of a magnetic pole 

portion taken on the line B-B' of FIG. 11 parallel to the air bearing surface. 

The thin film magnetic head is a composite thin film magnetic 

head having a stacked structure comprising a repi-oducing head 110 for 

reading and a recording head 120 for writing on one surface (a top surface 

in FIGs. lOA and lOB) of a substrate 101 as a wafer (a base) with an 

insulating film 102 in between. The i·eproducing head 110 has an MR 

element. The recording head 120 has an inductive magnetic transducer. 

The substrate 101 is made of, for example, altic, i.e., a composite material 

containing aluminum oxide and titanium carbide (TiC), or the like, and the 

thickness thereof is about 2000 µm, for example. The insulating film 102 

is, for example, about 1 µm to 10 µm in thickness along a stacking direction 

(hereinafter referred to as a thickness) and is made of an insulating 

material such as aluminum oxide. The wafer of, for example, about 3 

inches thick is used as the substrate 101. 

The reproducing head 110 has a stacked structure comprising a 

first shield film 111, a first shield gap film 112, an MR film 113, a second 
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shield gap film 114 and a second shield film 115 in order on the insulating 

film 102. 

The first shield film 111 and the second shield film 115 are 

provided to magnetically shield the MR film 113. The first and second 

shield films 111 and 115 are located so as to face each other with the MR 

film 113 in between. The fi1·st shield film 111 is, for example, about 0.5 

µm to 3 µm in thickness and is made of a magnetic material such as an 

alloy (NiFe alloy) of nickel (Ni) and iron (Fe). The second shield film 115 

is, for example, about 3 µm in thickness and is made of a magnetic material 

such as NiFe alloy or iron niti·ide (FeN). The second shield film 115 also 

functions as a first magnetic pole of the recording head 120. The first 

shield gap film 112 is an insulating film for providing electrical insulation 

between the fi1·st shield film 111 and the MR film 113, and the second 

shield gap film 114 is an insulating film for providing electi'ical insulation 

between the second shield film 115 and the MR film 113. 

The MR film 113 is provided to read information wl'itten on a 

magnetic recording medium (not shown) and is located close to an air 

bearing surface 103. The MR film 113 comprises, for example, an AMR 

film exhibiting an AMR effect, a GMR film exhibiting a GMR effect, or the 

like. The AMR film has a single-layered structure made of a magnetic 

material exhibiting an MR effect, such as NiFe (permalloy). A GMR 

element comprises the GMR film having the GMR effect. GMR films 

include, for example, a multilayered type (antiferromagnetic type) film, an 

inductive ferromagnetic type film, a granular type film, a TMR (tunnel 
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effect MR) type film, a spin valve type film and the like. Of these types of 

films, the spin valve type GMR film is considered to have a relatively 

simple structure, to exhibit a great change in i·esistance even under a low 

magnetic field and to be suitable for mass production. 

A length of the MR film 113 between the end thereof close to the 

air bearing surface 103 and the opposite end thereof is called an MR height. 

The MR height is one of factors that dete1·mine a reproducing output. The 

MR height has the following properties: the shorter MR height results in 

the higher reproducing output, but too short an MR height increases 

electi·ical resistance of the MR film 113 and thus reduces the reproducing 

output due to a rise in temperatu1·e and also the longevity of the MR film 

113. Preferably, the MR height is therefore reduced to such an extent that 

the reproducing output and the MR film 113 are not adversely affected by 

the rise in temperature. The thickness of the MR film 113 is a few tens of 

nanometers, for example. The MR film 113 has a shorter length in the 

direction parallel to the air bearing surface 103 (hereinafter appropriately 

referred to as a track width direction) compared to the first shield film 111, 

the first shield gap film 112, the second shield gap film 114 and the second 

shield film 115. 

A pair of first lead layers 116, which is located so as to face each 

other with the MR film 113 in between in the track width direction, is 

electrically connected to the MR film 113. Each of the first lead layers 116 

is formed between the first shield gap film 112 and the second shield gap 

film 114, similarly to the MR film 113. Each fi1·st lead layer 116 is, for 
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example, about a few tens of nanometers to a few hundreds of nanometers 

in thickness and has a stacked structure compdsing a permanent magnet 

film and a conductive film. Incidentally, the permanent magnet film 

intrinsically functions as a film for applying a bias, but the pe1·manent 

magnet film is treated as a part of the first lead layer 116 in the 

embodiment. The permanent magnet film is made of, for example, an 

alloy (CoPt alloy) of cobalt (Co) and platinum (Pt), and the conductive film 

is made of, for example, tantalum (Ta). 

Each of second lead layers 117 is electrically connected to each of 

the first lead layers 116 on the side opposite to the air bearing surface 103 

(see FIG. 11). Each second lead layer 117 extends from each first lead 

layer 116 toward the side opposite to the air beal'ing surface 103. Each 

second lead layer 117 is formed between the first shield gap film 112 and 

the second shield gap film 114, similal'ly to each first lead layer 116. Each 

second lead layer 117 is made of, for example, coppe1· (Cu). 

The recording head 120 has a stacked structure comprising a write 

gap 121, a photoresist 122, thin film coils 123, a photoresist 124, thin film 

coils 125, a photoresist 126 and a second magnetic pole 127 in order on the 

second shield film 115. The write gap 121 is, for example, about 0.1 µm to 

0.3 µm in thickness and is made of an insulating material such as 

aluminum oxide. The write gap 121 has an opening 121a near the center 

of the thin film coils 123 and 125 so that the second shield film 115 and the 

second magnetic pole 127 are brought into contact with each other and thus 

they are magnetically coupled to each other. 
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The photoresist 122 determines a throat height TH and has a 

thickness of, for example, about 1.0 µm to 5.0 µm. The throat height 

refers to the length of the photoresist 122 between the end thereof close to 

the air bearing surface 103 and the air bearing surface 103 and dominates 

rec01·ding properties of the recording head. The photoresist 122 is spaced 

slightly away from the air bearing surface 103 so that the second magnetic 

pole 127 is in contact with the write gap 121 near the air bearing surface 

103. The photoresist 122 has the same opening 122a at the position 

corresponding to the opening 121a of the write gap 121 so that the second 

shield film 115 is brought into contact with the second magnetic pole 127. 

Each of the thin film coils 123 and 125 is, for example, about 3 µm in 

thickness and is located at the position corresponding to the photoresist 

122. The photoresists 124 and 126 are provided to ensure insulating 

properties of the thin film coils 123 and 125 and a1·e formed at the positions 

corresponding to the thin film coils 123 and 125, respectively. 

The second magnetic pole 127 is, for example, about 3 µm in 

thickness and is made of a magnetic material such as NiFe alloy or iron 

nitdde. The second magnetic pole 127 extends from the air bearing 

surface 103 to near the center of the thin film coils 123 and 125 and is in 

contact with the write gap 121 near the air bearing surface 103. The 

second magnetic pole 127 is also in contact with the second shield film 115 

near the center of the thin film coils 123 and 125 and is magnetically 

coupled to the second shield film 115. 

The second magnetic pole 127 on the air bearing surface 103, the 
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write gap 121 and a part of the second shield film 115 in contact with the 

write gap 121 are aligned in trim, i.e., they have the so-called ti·im 

structure. This structure is effective at preventing an increase in an 

effective track width resulting from a spread of magnetic flux which is 

generated during wi·iting data on a nanow track. 

Incidentally, an overcoat 104 is formed on the recording head 120 

on the side opposite to the reproducing head 110 (the top in FIGs. lOA and 

lOB) so as to cover the overall surface. The overcoat 104 is, for example, 

20 µm to 30 µm in thickness and is made of an insulating material such as 

aluminum oxide. Incidentally, the overcoat 104 is not shown in FIG. 11. 

The thin film magnetic head having the above-described structure 

functions in the following manner. That is, the magnetic flux for w1"iting 

is generated by passing a current through the thin film coils 123 and 125 of 

the recording head 120, whe1·eby information is reco1·ded on the magnetic 

recording medium (not shown). A signal magnetic field from the magnetic 

recording medium (not shown) is detected by passing a sense current 

through the MR film 113 of the reproducing head 110, whereby information 

recorded on the magnetic recording medium (not shown) is read out. 

Next, an apparatus and a method for manufacturing a magnetic 

head according to an embodiment of the invention will be described. Since 

a method and an apparatus for manufacturing a magnetoresistive element, 

software and a system for controlling manufacturing of a magnetoresistive 

element, software for estimating a resistance value of a magnetoresistive 

element, and a computer system acc01·ding to an embodiment of the 
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invention are embodied by the method and the apparatus for 

manufacturing a magnetic head according to the embodiment, the former 

will be described below in conjunction with the latter. 

[Configuration of apparatus for manufacturing magnetic head] 

FIG. 1 shows mainly an elevational external configuration of an 

apparatus for manufacturing a magnetic head according to an embodiment 

of the invention. FIG. 2 shows a general configuration of mainly a control 

circuit of the apparatus for manufacturing a magnetic head shown in FIG. 

1. The apparatus for manufacturing a magnetic head according to the 

embodiment is an apparatus for polishing a cut surface of a bar formed by 

cutting a wafer having a plurality of cores of a composite thin film 

magnetic head which has a stacked structure comprising a recording head 

having an inductive magnetic transducer for writing and a reproducing 

head having an MR element for reading. 

As shown in FIGs. 1 and 2, the manufacturing appa1·atus 

comprises a jig 2 for holding each of bars 1 cut from a wafer 14 in the form 

of pattern shown in FIG. 6, for example; a bar code reader 4 fo1· reading a 

bar code 3 on the jig 2; an RLG sensor resistance measuring instrument 6 

for measuring the resistance values of RLG (Resistance Lapping Guide) 

sensors (not shown in FIGs. 1 and 2, see FIG. 7) included in each bar 1; an 

M sensor resistance measuring instrument 7 for measuring the resistance 

value of an M (Magnetic) sensor 59 (see FIG. 7) included in each bar 1; and 

an RLG working machine 8 for polishing the bars 1. In FIG. 1, the RLG 

sensor resistance measuring instrument 6 and the M sensor resistance 
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measuring instrument 7 are not shown. The RLG sensor and the M 

sensor will be described later. The bar 1 corresponds to a specific example 

of "a bar piece" of the invention. 

The manufacturing appal·atus also comprises a computer 9 for 

controlling polishing of the bars 1; and a memo1·y 13 (not shown in FIG. 1) 

which is referred to when the computer 9 executes a predetermined 

operation. The memory 13 comprises a wafer information storage 10 for 

storing wafer information to be described later; an S value storage 11 for 

storing S values to be described later; and an operation coefficient table 12 

for storing predetermined operation coefficients to be described later in 

tabular form. A rewritable nonvolatile memory such as EEPROM 

(Electrically Erasable-Programmable ROM (Read Only Memory)), a 

rewritable volatile memory such as power-backed RAM (Random Access 

Memory), 01· the like can be used as the memory 13. However, the 

memory 13 is not limited to the above-mentioned memories. An external 

memory capable of high·speed operation, such as a hal·d disk drive or a 

magneto-optical disk drive can be also used as the memory 13. 

The jig 2 is provided to hold on the top surface thereof each of the 

rectangular bars 1, which the wafe1· 14 is cut into. The jig 2 is made of, for 

example, a white ceramic material or the like. A bar number for 

identifying the bar 1 held by the jig 2 is assigned to a side surface of the jig 

2 as the bar code 3 with any of shades of black. Each bar 1 cut from the 

wafer 14 is held by the jig 2 having the bar numbe1· corresponding to the 

wafer 14 and a cut position of the wafe1· 14. The bar code reader 4 can 
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identify the bar 1 held by the jig 2 by reading the bar code 3 of the jig 2. 

The bar code 3 may be attached to, for example, a reru.· surface of each bar 1 

opposite to the surface thereof to be polished, or the like, instead of the jig 

2. 

The RLG sensor resistance measuring instrument 6 is provided to 

measure the resistance values of RLG sensors 54, 55, 56, ... shown in FIG. 

7. The RLG sensors 54, 55, 56, ... are not structural components of the 

MR element but resistance film patterns serving as, so to speak, dummies, 

which are used as one of indicators for determining the timing of stopping 

polishing. 

The M sensor resistance measuring instrument 7 is provided to 

measure the resistance value of the M sensor 59 shown in FIG. 7. The M 

sensor 59 is a dummy MR film having the same dimensions as the MR 

element to be manufactured. Similarly to the RLG sensors 54, 55, 56 and 

so on, the M sensor 59 is used only as one of indicators for determining the 

timing of stopping polishing and is not a structural component of the MR 

element. 

The memory 13 stores wafer information, S values and 

predetermined operation coefficients. The wafer information contains, as 

well as data about the wafer 14 itself, data about the structure made on the 

wafer 14, such as MR film 113·1 to 113-3, the RLG sensors 54, 55 and 56, 

the M sensor 59 and lead conductors (the second lead layers 117). The 

wafer information corresponds to a specific example of "base information" 

of the invention. In a state in which the structure is made on the wafer 14 
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or a state before starting polishing after cutting the wafer 14 into the bars 

l, the data is to be obtained by measurement or the like and to be stored in 

the wafer information storage 10. The operation coefficient table 12 is a 

table which is previously created by using multiple i·egression analysis that 

is one of statistical schemes. The operation coefficient table 12 includes 

coefficients for use in weighting for calculating the S values and coefficients 

for use in weighting for calculating K values to be described later. The S 

value is data obtained by an operation based on the wafer information and 

the coefficients in the operation coefficient table 12. The S value is 

estimated data on portions associated with a state before polishing, of 

factors which have an influence on a final MR resistance value obtained 

through polishing. The S value corresponds to a specific example of "a 

first value" of the invention. 

The computer 9 comprises CPU (Central Processing Unit) playing 

a major part in controlling polishing to be performed by a polishing 

apparatus; a hard disk unit storing an operating system (OS) that is a 

basic program, an application program for controlling polishing, and the 

like; ROM storing BIOS (Basic Input/Output System) that is a program for 

booting a system, and the like; RAM that is a working memo1-y; and so on, 

although any of these components are not shown. An information 

processing apparatus such as a personal computer is used as this type of 

computer 9. The CPU is adapted not only to control each part based on 

the application program for controlling polishing but also to perform 

various operations for polishing and thereby perform the control of an 
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amount of polishing of the bar 1 or the like based on the result of the 

operations. Mainly, the application program f01· controlling polishing 

corresponds to a specific example of "software for controlling 

manufacturing of a magnetic transducer" or "software for estimating a 

resistance value of a magnetic transducer" of the invention. In the 

following description, processing executed by the application program for 

controlling polishing will be expressed by, in principle, taking the computer 

9 as the subject (the subject word). 

The computer 9 performs processing of reading out the S value 

from the memory 13. The computer 9 is also adapted to calculate the K 

value by performing predetermined weighting to be described later using 

the coefficients in the operation coefficient table 12 and various types of 

data measu1·ed at predetermined intervals du1·ing polishing by the RLG 

sensor resistance measuring instrument 6 and the M sensor resistance 

measuring instrument 7. The K value is an estimate on portions 

associated with a state during polishing, of factors which have an influence 

on the final MR resistance value obtained through polishing. The K value 

corresponds to a specific example of "a second value" of the invention. The 

computer 9 is also adapted to calculate, from the S value and the K value, 

an average estimate (hereinafter referred to as an MR estimate) of the MR 

resistance values of the bar 1 at eve1·y time of measurement, thereby 

performing the control so as to stop polishing at the time when the MR 

estimate reaches a predetermined value. Details of a method of 

calculating the MR estimate will be described later. The MR estimate 
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corresponds to a specific example of "an estimated resistance value" of the 

invention. 

The RLG working machine 8 is provided to polish the bars 1. The 

RLG working machine 8 is configured so that the start and stop of 

polishing of the bar 1 are controlled by the computer 9. 

[Method of manufacturing magnetic head] 

Next, a method of manufacturing a magnetic head using the 

manufacturing apparatus having the above·described configuration will be 

described with reference to FIGs. 3A to 3D through FIG. 5. FIGs. 3A to 

3D and FIGs. 4A to 4C show a general manufacturing process in the 

simplified form. FIG. 5 shows mainly the contents of processing by the 

computer 9, more specifically, the p1·ocedure for executing the 

above·mentioned application p1·ogram for controlling polishing. 

In the method of manufacturing a magnetic head according to the 

embodiment, first, as shown in FIG. 3A, a plu1·ality of head cores, each of 

which has a stacked structure comprising a reproducing head for reading 

having an MR element and a magnetic induction type recording head for 

writing, a plurality of conductive film patterns serving as the RLG sensors, 

and a plurality of conductive film patterns serving as the M sensors are 

formed on the wafer 14 of about 3 inches thick by a thin film process. The 

MR element of the reproducing head refers to a unit including the MR film 

113, the first lead layers 116 and the second lead layers 117. The MR film 

113 corresponds to a specific example of "a magneto-sensitive layer'' of the 

invention. The first lead layer 116 and the second lead layer 117 
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correspond to a specific example of "a leading conductive film" of the 

invention. A lead pattern comprising at least the MR film 113, the first 

lead layers 116 and the second lead layers 117, the conductive film 

patterns serving as the RLG sensors, and the conductive film patterns 

serving as the M sensors correspond to a specific example of "a structure 

formed on a wafer" of the invention. 

[Thin film process] 

The thin film process for forming the head cores and the like will 

be briefly described with reference to FIGs. lOA and lOB and FIG. 11. 

First, the ·insulating film 102 made of an insulating mate1·ial such 

as aluminum oxide is formed by sputtering or the like on the substrate 101 

(the wafer 14 in FIG. 3A) made of, fo1· example, altic, i.e., a composite 

material containing aluminum oxide and titanium carbide. Then, the first 

shield film 111 made of a magnetic material such as NiFe alloy is 

selectively formed on the insulating film 102 by sputtering, for example. 

Then, an aluminum oxide film containing aluminum oxide 1s 

deposited on the first shield film 111 by, for example, sputtering or ion 

beam sputtering and then the aluminum oxide film is heated, whereby the 

first shield gap film 112 with high insulation is formed. 

Then, after an MR effect film is fo1·med on the first shield gap film 

112 by, for example, sputtering, a photoresist pattern is selectively formed 

on the MR effect film. Prefe1·ably, the photoresist pattern having a shape 

capable of facilitating lift-off, e.g., a T·shaped c1·oss section is formed. 

After that, the MR effect film is etched by, for example, ion milling using 
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the photoresist pattern as a mask, whereby the MR film 113 having a 

predetermined planar shape and size is formed. In the same step as the 

step of forming the MR film 113, dummy resistance film patterns, which 

are to later function as the RLG sensors and the M sensors, are selectively 

formed using, for example, the same material as the material of the MR 

film. 

Then, each of the first lead layers 116 is selectively formed on the 

first shield gap film 112 by, for example, sputtering using the photoresist 

pattern as the mask. Each first lead layer 116 is formed by, for instance, 

stacking the permanent magnet film made of CoPt alloy and the conductive 

film made of tantalum. 

Then, the photoresist pattern is lifted off. After that, although 

not shown in FIG. 3A, each of the second lead layers 117 made of, for 

example, copper is selectively formed on the first shield gap film 112 by 

sputtering, for example. 

Then, the second shield gap film 114 is formed on the first shield 

gap film 112, the MR film 113, each of the first lead layers 116 and each of 

the second lead layers 117 in the same manner as the first shield gap film 

112. After that, the second shield film 115 made of a magnetic material 

such as NiFe alloy or iron nit1·ide is selectively formed on the second shield 

gap film 114 by sputtering, for example. 

After forming the second shield film 115, the w1·ite gap 121 made 

of an insulating material such as aluminum oxide is formed on the second 

shield film 115 by sputtering, for example. After that, the photoresist 122 
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is selectively formed on the write gap 121 by using lithography. Then, the 

thin film coils 123 are selectively formed on the photoresist 122 by, for 

example, plating or sputte1·ing. Then, the photoresist 124 is selectively 

formed on the photoresist 122 and the thin film coils 123 in the same 

manner as the photoresist 122. Then, the thin film coils 125 are 

selectively formed on the photoresist 124 in the same manner as the thin 

film coils 123. Additionally, the photoresist 126 is selectively formed on 

the photoresist 124 and the thin film coils 125 in the same manner as the 

photoresist 122. 

After forming the photoresist 126, the write gap 121 is partially 

etched, whereby the opening 121a is formed nea1· the center of the thin film 

coils 123 and 125. After that, the second magnetic pole 127 made of a 

magnetic material such as NiFe alloy or iron nitride is selectively formed 

on the wl'ite gap 121 and the photoresists 122, 124 and 126 by sputtering, 

for example. 

Then, the write gap 121 and the second shield film 115 are 

partially etched by, for example, ion milling using the second magnetic pole 

127 as the mask. After that, the overcoat 104 made of aluminum oxide is 

formed on the second magnetic pole 127 by sputtel'ing, for example. 

As described above, as shown in FIG. 3A, many thin film magnetic 

head cores, each of which includes the reproducing head using the MR 

element and the magnetic induction type recording head, many RLG 

sensors and many M sensors are formed on the wafer 14. An arrangement 

of the RLG sensors and the M sensor in the bar will be described in detail 
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with reference to FIG. 7 to be discussed later. 

In the embodiment, in the above·mentioned thin film process, 

various types of wafer information are previously obtained (step SO). 

Specifically, immediately after forming the MR film 113, the resistance 

film patterns to function as the RLG sensors and the M sensors and so on, 

a probe of a measuring apparatus foot shown) is brought into contact with 

the films so that the resistance value, sheet resistance and the like of each 

of the films are previously measured. Immediately after forming the first 

lead layers 116 and the second lead layers 117, the probe of the measuring 

apparatus is brought into contact with the lead pattern including the first 

lead layers 116 and the second lead layers 117 so that the resistance value 

and the like of the lead pattern are previously measured. Details of the 

wafer information obtained by the measurement will be desc1'ibed later. 

Step SO of obtaining the wafer information corresponds to a specific 

example of "a step of obtaining substrate information'' of the invention. 

The arrangement of the MR film 113, the RLG sensors and the M 

sensor on the wafer 14 will be described. 

FIG. 7 shows a planar arrangement pattern of the MR film 113, 

the RLG sensors and the M sensor in a single bar 1 cut from the wafer 14 

and the respective planar shapes thereof. Before cutting the bar 1 from 

the wafer 14, the wafer 14 includes a plurality of sets of arrangement 

patterns shown in FIG. 7. In FIG. 7, only the MR film 113 of the head 

core is shown, while the first lead layers 116, the second lead layers 117 

and the other films are not shown. 
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As shown in FIG. 7, a plurality of MR films 113-1, 113-2, 113-3, ... 

are arranged on a single bar 1 along a longitudinal direction of the bar 1. 

The first RLG sensor 54 is located between the MR films 113-1 and 113·2, 

the second RLG sensor 55 is located between the MR films 113-2 and 113·3, 

and the third RLG sensor 56, the M sensor 59 and the like are located 

between the MR film 113·3 and the neighboring MR film. 

The patterns of the RLG sensors 54, 55 and 56 and the M sensor 

59 have different dimensions. A plurality of sets of these sensors is 

formed on a single bar 1. The respective edges of the MR films 113·1, 

113-2, 113-3, ... and the RLG sensors 54, 55 and 56, opposite to a cut 

surface la are adapted to match a virtual line 57 parallel to the cut surface 

la. The cut surface la is a surface which is to be finally the air bearing 

surface by being polished by the RLG working machine 8. 

In the embodiment, the first RLG sensor 54 has a width Wl of 20 

µm and a height Hl of 20 µm. The second RLG sensor 55 has a width W2 

of 20 µm and a height H2 of 10 µm. The third RLG sensor 56 has a width 

W3 of 30 µm and a height H3 of 10 µm. The M senso1· 59 has a width W 4 

of 1.0 µm and a height H4 of 5.5 µm. 

The computer 9 writes measured values, which have been 

obtained by measuring the wafer 14 befo1·e being cut, into the memory 13 

as wafer information before polishing. More specifically, first, in a state in 

which the MR elements 113·1to113-3, the RLG sensors 54, 55 and 56, the 

lead pattern (the first lead layers 116 and the second lead layers 117) and 

the like are made on the wafer 14, the probe of the measuring apparatus 
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(not shown) is brought into contact with each appropriate portion of the 

wafer 14 so that various types of wafer information shown in FIG. 8 are 

measured. Then, the computer 9 causes the memory 13 to store the 

obtained wafer information. 

The compute1· 9 also calculates an S value from the following 

equation (1) using the wafer information: 

[0084] 

S value=CO+l:(CiXSi) 

[0085] 

(1) 

where i=l to 17, Si denotes wafer information in a variable list 

shown in FIG. 8 to be discussed later, and Ci denotes weighting coefficients 

in a coefficient list shown in FIG. 9 to be discussed later. FIG. 8 shows the 

types of wafer information measured in the thin film process of the wafer 

(or before starting polishing) and the types of ongoing-work-information 

measured in a working step to be described later, in conjunction with 

variable names. FIG. 9 shows an example of coefficient values, which are 

previously obtained by a statistical scheme based on empirical facts, 

corresponding to variables (various types of wafer information and 

info1·mation during working). For example, multiple regression analysis 

can be used as the statistical scheme. In FIG. 9, a variance ratio for each 

variable is also shown. 

Each of the wafer information shown in FIG. 8 will be described in 

detail. Only the wafer information will be described, and the information 

during working will be described later. 
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[1] Bar number (ROWNO): 

a unique number of the bar 1 cut from the wafer 14, which 

contains an identification number capable of identifying the wafer 14 

which the bar 1 is cut from, and an identification number capable of 

identifying the position of the bar 1 in the wafer 14. 

[2] Average of 1\1 sensor resistance du1ing integration in bar 

(IMAVG): 

the average of resistance values of the M sensor in a single bar, 

which are measured during integration (du1'ing the thin film process). 

[3] Range of M sensor resistance during integration in bar 

OMRNG): 

the range of distribution (a difference between a maximum value 

and a minimum value) of resistance values of the M sensor in a single bar, 

which are measured during integration (during the thin film process). 

[4] Average of RLG sensor (Rl) resistance during integration in 

bar (RlAVG): 

the average of resistance values of the RLG sensor 54 (Rl) in a 

single bar, which are measured during integration (during the thin film 

process). 

[5] Standard deviation of RLG sensor (RI) resistance during 

integration in bar (RlSTD): 

the value of the standard deviation of resistance values of the RLG 

sensor 54 (Rl) in a single bar, which are measured during integration 

(during the thin film process). 
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[6] Average of RLG sensor (R2) resistance during integration in 

bar (R2AVG): 

the average of resistance values of the RLG sensor 55 (R2) in a 

single bar, which are measured during integration (during the thin film 

process). 

[7] Standard deviation of RLG sensor (R2) resistance during 

integration in bar (R2STD): 

the value of the standard deviation of resistance values of the RLG 

sensor 55 (R2) in a single bar, which are measured du1-ing integration 

(during the thin film process). 

[8] Average of RLG sensor (R3) resistance during integration in 

bar (R3AVG): 

the average of resistance values of the RLG sensor 56 (R3) in a 

single bar, which are measured during integration (during the thin film 

process). 

[9] Standard deviation of RLG sensor (R3) resistance during 

integration in bar (R3STD): 

the value of the standard deviation of resistance values of the RLG 

sensor 56 (R3) in a single bar, which are measured during integration 

(during the thin film process). 

[10] Average of MR film resistance during integration in bar 

(IMRRAVG): 

the average of resistance values of the MR film 113 in a single bar, 

which are measured during integration (during the thin film p1·ocess). 
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[11] Standard deviation of MR film resistance during integration 

in bar (IMRRSTD): 

the standard deviation of resistance values of the MR film 113 in a 

single bar, which are measured during integration (during the thin film 

process). 

(12] Average of lead resistance during integration in bar 

(LDRAVG): 

the average of resistance values of the lead pattern in a single bar, 

which are measured during integration (during the thin film process). 

[13] Standard deviation of lead resistance during integration in 

bar (LDRSTD): 

the standard deviation of resistance values of the lead pattern in a 

single bar, which are measured during integration (during the thin film 

process). 

[14] Average of sheet resistance during integration in bar 

(SheetRA VG): 

the average of sheet 1·esistance of the MR film 113 in a single bar, 

which are measured during integration (during the thin film process). 

[15] Standa1·d deviation of sheet resistance during integration in 

bar (SheetRSTD): 

the standard deviation of sheet resistance of the MR film 113 in a 

single bar, which are measu1·ed during integration (during the thin film 

process). 

[16] Average of virtual resistance during integration in bar 
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(SVRAVG): 

the average of virtual resistance of the MR film 113 in a single bar, 

which are calculated during integration (during the thin film process). 

[17] Standard deviation of virtual resistance during integration in 

bar (SVRSTD): 

the standard deviation of virtual resistance of the MR film 113 in 

a single bar, which are calculated during integration (during the thin film 

process). 

A method of calculating lead resistance RL of a single MR element 

du1·ing integration and virtual resistance RSV (=C+RSHXWl) of a single 

MR element during integration will be described. C is called c1·owding 

resistance and represents the degree of difficulty of the passage of current 

resulting from the concentration of current on the connection between the 

MR film 113 and the first lead layer 116 (i.e., a type of contact resistance). 

RSH represents sheet resistance and is given by resistivity p/film thickness 

t. 

The method of calculating the lead resistance RL during 

integration and the virtual resistance RSV during integration is as follows. 

That is, provided that the resistance values of the RLG sensors 54, 55 and 

56 are indicated by Rl, R2 and R3, respectively, that the resistance value 

of the lead pattern (the first lead layers 116 and the second lead layers 117) 

is indicated by RL and that the sheet resistance of the MR film 113 is 

indicated by RSH, the following equations (2) to (4) hold as are apparent 

from FIG. 7. 
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Rl=RL+(C/Hl)+(RSH X Wl)/Hl 

R2=RL+(C/H2)+(RSH X W2)/H2 

R3=RL+(C/H3)+(RSH X W3)/H3 

(2) 

(3) 

(4) 

As shown in FIG. 7, H2=H3=Hl·a, W2=Wl and W3=Wl+a are 

substituted into equations (2) to (4), whereby the following equations (2a) 

to (4a) are obtained. It should be noted that a denotes a smaller constant 

than Hl and, for example, a=lO. 

Rl=RL+(C/Hl)+(RSHXWl)/Hl (2a 

R2=RL+C/(Hl·a)+(RSHXWl)/(H1-a) (3a) 

R3=RL+C/(Hl ·a)+RSHX (Wl +a)/(Hl ·a) (4a) 

Therefore, the lead resistance RL during integration and the 

virtual resistance RSV (=C+ RSH X Wl) during integration expressed by the 

following equations (5) and (6), respectively, are obtained by solving the 

above simultaneous equations with three unknowns. 

RL=Rl +(HI -a) X (Rl · R2)/a 

RSV=· Hl X (Hl ·a) X (Rl ·R2)/a 

(5) 

(6) 

A set of RL and RSV is obtained for each set of RLG sensors 54, 55 

and 56. 

Variables Si shown in FIG. 8 and coefficients Ci shown in FIG. 9 

are substituted into the above equation (1), whereby the following equation 

(I') is obtained. 

S value=-23.036+( ·0.005*ROWN0)+(·2.155*IM...t\ VG) 

+(1. 764 *IMRNG)+(6.029*R1A VG)+(-2.435*R1STD) 

+(·5.134*R2AVG)+(l.077*R2STD)+(7.116*IMRRA VG) 
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+(0.617*SheetRA VG)+(·0.281 *SheetRSTD) (la) 

After all, in the embodiment, the computer 9 obtains the S value 

by using equation (la) and causes the S value to be stored in the S value 

storage 11 of the memory 13 (step SI in FIG. 5). 

The S value may be previously calculated by using any computer 

independently of polishing (i.e., in offline state), as well as by using the 

computer 9 for use in polishing as described above. In either case, the S 

value has only to be calculated before starting polishing. 

Returning to FIGs. 3B to 3D, the description will be given. 

As shown in FIG. 3B, the wafer 14 is cut into many rectangular 

bars 1 having predetermined dimensions. Each bar 1 is adapted to 

include the arrangement of a plurality (a plurality of sets) of MR films, 

RLG sensors and the like. The wafer 14 is cut by a dividing pattern 

shown in FIG. 6, for example. In an example shown in FIG. 6, 104 bars 1 

are cut from a substantially available region of the wafer 14. A single bar 

1 includes, for example, 38 head cores each having the MR film 113, 24 

dummy RLG sensors, and 5 dummy M sensors. 

Then, as shown in FIG. 3C, the bar 1 is fixedly bonded to the jig 2 

with the cut surface thereof (the surface to be the air bearing surface) 

upward. Used is the jig 2 which has the bar code 3 corresponding to the 

bar number indicating the wafer 14 which the bar 1 is cut from and the 

position occupied by the bar 1 in the wafer 14. 

Then, as shown in FIG. 3D, the bar code 3 attached to the jig 2 is 

read by the bar code reader 4, whereby the number of the bar 1 is 
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identified. 

Then, as shown in FIG. 4A, the jig 2 holding the bar 1 is set on the 

RLG working machine 8 so that the RLG working machine 8 starts 

polishing the cut surface of the bar 1. 

As shown in FIG. 4B, in a step of polishing the bar 1, the computer 

9 measures the resistance values of the RLG sensors 54, 55 and 56 and the 

resistance value of the M sensor 59 after eve1-y elapse of a predetermined 

time interval (e.g., 5 sec to 10 sec) (YES in step 82 in FIG. 5) (step 83). 

Specifically, the RLG sensor resistance measuring instrument 6 brings a 

probe 20 into contact with the RLG sensors 54, 55 and 56 and measures the 

resistance values thereof, while the M sensor resistance measuring 

instrument 7 brings a probe 21 into contact with the M sensor 59 and 

measures the resistance value thereof. The computer 9 also calculates an 

MR height HMR by using the following equation (7) using the measured 

resistance values of the RLG sensors 54, 55 and 56, the measured 

resistance RL of the lead pattern and the already-obtained virtual 

resistance RSV during integration as the wafer information. 

HMR=RSV/(Rl ·RL)=C+RSHXWl/(Rl ·RL) (7) 

Then, the computer 9 reads out coefficients associated with 

measurement parameters from the operation coefficient table 12 previously 

created by multiple regression analysis of the measurement parameters 

during polishing. Furthermore, the computer 9 performs weighting by the 

following equation (8), that is, the computer 9 multiplies the read·out 

coefficients by the values of the measurement parameters and adds the 
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results of multiplication to one another, thereby calculating a K value (step 

84): 

K value=l:(Dj X Kj) (8) 

where j=l to 3, Kj denotes information during working in the 

variable list shown in FIG. 8, and Dj takes on values in the coefficient list 

shown in FIG. 9. The ongoing·wo1·k·information shown in FIG. 8 will be 

described. 

[1] Average of MR heights during polishing in bar (FMRHA VG): 

the average of a plurality of MR heights in a single bar, which are 

calculated by equation (7) in the polishing step. 

[2] Average of RLG sensor resistance during polishing in bar 

(FRLGAVG): 

the average of resistance values of a plurality of RLG sensors in a 

single bar, which are measured by the RLG sensor resistance measuring 

instrument 6 in the polishing step. 

[3] Average of virtual resistance RSV dui-ing polishing in bar 

(FMAVG): 

the average of a plurality of virtual resistance values RSV in a 

single bar, which are calculated by equation (6) in the polishing step. 

Assuming that the coefficient Dj takes on values shown in FIG. 9, 

equation (8) is expressed as the following equation (Sa). The computer 9 

calculates a K value using equation (Sa). 

K value=(5.660 X FMRHA VG)+(0.114 X FRLGAVG) 

+(0.212XFMAVG) (Sa) 



. 50. 

Then, the computer 9 captures the S value from the 8 value 

storage 11 of the memory 13 (step 85). Then, the computer 9 adds the S 

value to the K value calculated from equation (Sa), thereby calculating an 

MR resistance estimate (step 86). 

Furthermore, the computer 9 compares the calculated MR 

resistance estimate to a predetermined threshold value Rth (a target 

resistance value). When the MR resistance estimate is equal to 01· more 

than the threshold value Rth (YES in step 87), the computer 9 stops the 

RLG working machine 8 from polishing (step 88). When the MR 

resistance estimate is less than the threshold value Rth (NO in step 87), 

the computer 9 returns to step 82 and causes the RLG working machine 8 

to continue polishing, thereby reducing the MR height. Steps 82 to 88 in 

FIG. 5 correspond to a specific example of "a control step" of the invention. 

In the embodiment, the 8 value is captured from the memory 13 at 

every monitoring cycle. However, this example may be replaced by the 

following example. That is, the 8 value is captured only once at the time 

of starting polishing, the 8 value is stored in, for example, DRAM (Dynamic 

Random Access Mem01+y) or the like in the computer 9, and the 8 value is 

read out at every monitoring cycle so that the 8 value is used to calculate 

the MR resistance estimate as described above. 

Then, as shown in FIG. 4C, the ba1· 1, which has finished 

undergoing the polishing step, is cut into separate magnetic head sliders 15 

with predetermined dimensions by a dicing step or the like. 

[Distribution of resistance values of MR films of manufactured 
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magnetic heads] 

FIGs. 12A and 12B show the result of measurement of resistance 

values of MR elements of many magnetic heads manufactured by using a 

method and an apparatus for manufacturing a magnetic head according to 

the embodiment. FIGs. 13A and 13B show the result of measurement of 

resistance values of MR elements of many magnetic heads manufactured 

by using a method and an apparatus for manufacturing a magnetic head of 

the related art. FIGs. 12A and 13A are histograms of distribution of 

resistance values of MR films obtained. In FI Gs. 12A and 13A, the axis of 

abscissas represents an MR resistance value, and the axis of ordinates 

represents frequency. FIGs. 12B and 13B show a distribution of the 

average of MR resistance values of MR films obtained from each bar. In 

FIGs. 12B and 13B, the axis of abscissas represents a change (transition) of 

each bar, and the axis of ordinates represents an average MR resistance 

value of each bar. 

As is clear from FIG. 12B, according to the manufacturing method 

and apparatus of the embodiment, in, for example, a group WA4 of average 

MR resistance values of the bars obtained from a single wafer, a range of 

variation in the average MR resistance values of the bars is as narrow as 

about 1.2 Q. Even in a group W A2 or WA3 exhibiting the widest range of 

variation, the range of variation is about 3 Q or less. The average MR 

resistance value of each wafer is substantially fixed and exhibits a very 

narrow range of variation. Consequently, as a whole, the range of 

distribution is also narrow as shown in FIG. 12A. In an example shown in 
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FIG. 12A, the average of all the resistance values was 45.58 Q, and the 

standard deviation thereof was 0.4 7 Q. 

On the other hand, in the related art shown in FIG. 13B, the range 

of variation in the average resistance values of the bars obtained from a 

single wafe1· is as wide as about 5 Q at the maximum. The average MR 

resistance value of each wafer exhibits a wide range of wafer-to-wafer 

variation. Consequently, as a whole, the range of distribution is also wide 

as shown in FIG. 13A. In an example shown in FIG. 13A, the average of 

all the resistance values was 44.2 Q, and the standard deviation thereof 

was 1.22 Q. 

As described above, according to the method of manufacturing a 

magnetic head of the embodiment, various types of factors in a wafer stage 

which may have an influence on the resistance value of the final MR film 

are expressed as the S value using the statistical scheme before starting 

polishing, and various types of factors in a polishing stage which may have 

an influence on the resistance value of the final MR film are exp1·essed as 

the K value using the statistical scheme at regular intervals during the 

polishing step. From the two values, the MR resistance estimate during 

the polishing step is calculated every moment so as to stop polishing when 

the MR resistance estimate reaches the target resistance value. As a 

result, the MR resistance value of the manufactured magnetic head can fall 

within a target range with high precision, and variation in the MR 

resistance value can be reduced. 

In other words, according to the embodiment, the timing of 
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stopping polishing is determined in consideration of also various types of 

data (wafer information) which are obtained at the time when the MR 

elements and the like are integrated on the wafer or at the time before 

starting polishing. Therefore, compared to the related art in which the 

dimensions of the elements are tracking-controlled while the MR height is 

only monitored, the embodiment can reduce factors of variation which have 

been already produced during integration of the elements on the wafer, and 

consequently the embodiment can make the MR resistance values of the 

wafers and the bars uniform. Moreover, an absolute value of each MR 

resistance hardly falls outside an appropriate range of numerical values. 

Therefore, a yield of a product can be greatly improved. 

According to the embodiment, both of the S value and the K value 

are calculated based on the statistical scheme. Therefo1·e, optimum 

control of polishing based on empirical facts can be performed. As a result, 

the embodiment is still more effective in making the MR resistance values 

uniform and making the absolute value of the MR resistance approp1·iate. 

Although the invention has been described above by referring to 

some embodiments, the invention is not limited to these embodiments and 

various modifications of the invention are possible. For example, in the 

above-mentioned embodiments, the MR resistance estimate is calculated 

using both of the S value and the K value, but the invention is not limited 

to these embodiments. For instance, the MR resistance estimate may be 

calculated in consideration of only the S value. Alternatively, the MR 

resistance estimate may be calculated in consideration of the S value and a 
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part of the K value (e.g., the MR height). Alternatively, the MR resistance 

estimate may be calculated in consideration of only the K value without 

consideration of the S value. 

In the embodiment, multiple regression analysis is used as the 

statistical scheme for calculating the coefficients Ci and Dj in equations (1) 

and (8). However, a scheme other than multiple regression analysis may 

be used. 

In the above·mentioned embodiment, the description has been 

given with regard to an example in which the wafer of about 3 inches thick 

is used. However, a large wafer of 6 inches or more thick may be used. 

In this case, because of limits by an existing exposure system fo1· a wafe1· of 

about 3 inches to 5 inches thick, photolithography or the like, as an 

example is shown in FIG. 14, a large wafer 16 can be divided into a 

plurality of rectangular blocks A, B, C, ... , F so that bars are cut from each 

block. Preferably, position information indicating which block and which 

part of the block each bar cut from the large wafer 16 is cut from, 

information indicating a difference in exposure conditions according to 

positions in the same wafer, and the like a1·e used as variables for use in 

equations for calculating the MR resistance estimate. 

As the type of variable for use in equations for calculating the MR 

resistance estimate, in addition to the average and standard deviation of 

measured values shown in FIG. 8, statistical information such as a 

maximum value, a minimum value, a median value or a modal value of the 

measured values, 01· the like may be considered as another variable. 
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When such variables are considered, the degree of contribution of the 

variables to the MR resistance value can be p1·eviously determined as 

weighting coefficients by the statistical scheme so as to perform weighting 

using the coefficients as well. 

In the above·mentioned embodiment, the description has been 

given with regard to an example in which polishing is controlled for each 

bar. However, polishing may be controlled for each head slider obtained 

from a single bar. In this case, the S value and the K value can be 

calculated for each individual head slider. 

In the embodiment, a magnetoresistive element for use in a 

magnetic head has been described as an example. However, the invention 

is also applicable to a magnetoresistive element for use in various types of 

detection_ devices such as an acceleration sensor or a geomagnetic sensor 

and manufacturing of such a detection device. 

As described above, according to a method for manufacturing a 

magnetic transducer or an apparatus for manufacturing a magnetic 

transducer of the invention, polishing of each bar cut from the substrate is 

controlled based on the substrate information so that the 

magneto·sensitive layer included in the bar has the predetermined target 

resistance value. Therefore, achieved is an effect of making it possible to 

control polishing in consideration of facts that have already existed before 

starting polishing. 

More particularly, according to the method for manufacturing a 

magnetic transducer or the apparatus for manufacturing a magnetic 
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transducer of the invention, the first value is obtained by the 

predetermined operation using the substrate information and the 

weighting coefficients obtained through the statistical processing, and the 

estimated resistance value is calculated by using the first value. 

Polishing of the bar is controlled so that the estimated resistance value 

reaches the target resistance value. In addition to the above-mentioned 

effect, an effect of enabling control of polishing optimized based on 

statistical or empirical facts is therefore achieved. 

More particularly, according to the method for manufacturing a 

magnetic transducer or the apparatus for manufacturing a magnetic 

transducer of the invention, the ongoing·work-info1·mation about the bar 

under polishing is also obtained, and polishing of the bar is controlled 

based on both of the information during working and the substrate 

information so that the magneto-sensitive layer included in the bar has the 

predetermined target resistance value. Therefore, achieved is an effect of 

making it possible to control polishing in consideration of facts appearing 

after starting polishing, as well as facts that have already existed before 

starting polishing. 

According to another method for manufacturing a magnetic 

transducer or another apparatus for manufacturing a magnetic transducer 

of the invention, the polishing step includes: obtaining the 

ongoing-work·information about the bar under working; calculating the 

second value by the predetermined operation using the 

ongoing·work·information and the weighting coefficients obtained through 
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the statistical processing; and calculating the estimated resistance value by 

using at least the second value and controlling polishing of the bar so that 

the estimated resistance value reaches the target resistance value. 

Therefore, achieved is an effect of enabling contml of polishing optimized 

based on statistical or empirical facts after starting polishing. 

According to a method for manufacturing a magnetic head or an 

apparatus for manufacturing a magnetic head of the invention, the 

magnetic head is manufactured by using the method for manufacturing a 

magnetic transducer or the apparatus for manufacturing a magnetic 

transducer of the invention. Therefore, achieved is an effect of 

manufacturing the magnetic head through control of polishing performed 

in consideration of facts that have already existed before stai-ting polishing. 

Obviously many modifications and variations of the present 

invention are possible in the light of the above teachings. It is therefore to 

be understood that within the scope of the appended claims the invention 

may be practiced otherwise than as specifically described. 
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What is claimed is: 

1. A method for manufacturing a magnetic transducer having a 

magneto-sensitive layer changing in electrical resistance in response to an 

external magnetic field, comprising: 

a film forming step of selectively forming at least a 

magneto-sensitive layer on a predetermined substrate; 

a substrate information obtaining step of obtaining information 

about at least either the substrate or a structure including at least the 

magneto-sensitive layer formed on the substrate, as substrate information 

before polishing; 

a cutting step of cutting the base into a plurality of bars each 

including at least the magneto·sensitive layer; and 

a polishing step of polishing the bars , 

wherein the polishing step controls polishing of the bar based on at 

least the substrate information so that the magneto-sensitive layer 

included in the bar has a predetermined target resistance value. 

2. A method for manufacturing a magnetic transducer according 

to claim 1, further comprising: 

a step of calculating a first value constituting a part of a potential 

estimated resistance value of the magneto-sensitive layer by subjecting the 

substrate information to a predetennined operation using values 

previously subjected to statistical processing as weighting coefficients, 
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wherein the polishing step calculates the estimated resistance 

value by using at least the first value and controls polishing of the bar so 

that the estimated resistance value reaches the target resistance value. 

3. A method for manufacturing a magnetic transducer according 

to claim 1, 

wherein the substrate information obtaining step obtains at least 

either a resistance value or sheet resistance value of the magneto· sensitive 

layer made on the substrate or a vfrtual resistance value of the 

magneto-sensitive layer containing a crowding resistance component as 

well, 

whereby the substrate information contains data about at least 

either the obtained resistance value or sheet resistance value of the 

magneto-sensitive layer or the obtained virtual resistance value of the 

magneto· sensitive layer. 

4. A method for manufacturing a magnetic transducer according 

to claim 1, 

wherein the film forming step fu1·ther forms at least either a 

leading conductive film to be electrically connected to the 

magneto-sensitive layer or at least ·one resistance film pattern for 

functioning as a dummy, and 

the substrate information obtaining step obtains the resistance 

value of at least either the leading conductive film or the resistance film 
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pattern made on the subst1·ate, 

whereby the substrate information contains data about at least 

either the obtained resistance value of the leading conductive film or the 

obtained resistance value of the resistance film pattern. 

5. A method for manufacturing a magnetic transducer according 

to claim 1, 

wherein the polishing step further obtains information about the 

bar under working as ongoing-work-information and controls polishing of 

the bar based on both of the substrate information and the information 

during working so that the magneto-sensitive layer included in the bar has 

a predete1·mined target resistance value. 

6. A method fo1· manufacturing a magnetic transducer according 

to claim 5, further comp1·ising: 

a step of calculating a first value constituting a part of a potential 

estimated resistance value of the magneto· sensitive layer by subjecting the 

substrate information to a predetermined operation using values 

previously subjected to statistical processing as weighting coefficients, 

wherein the polishing step calculates the estimated resistance 

value by using both of the first value and the ongoing-work-information 

and controls polishing of the bar piece so that the estimated resistance 

value 1·eaches the target resistance value. 
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7. A method for manufacturing a magnetic transducer according 

to claim 6, furthe1· comprising: 

a step of calculating a second value constituting a part of the 

estimated resistance value by subjecting the ongoing·work·info1·mation to a 

predetermined operation using values previously subjected to statistical 

processing as weighting coefficients, 

wherein the polishing step calculates the estimated resistance 

value by using both of the first value and the second value and controls 

polishing of the bar so that the estimated resistance value reaches the 

target resistance value. 

8. A method for manufacturing a magnetic transducer according 

to claim 5, 

wherein the subst1·ate information obtaining step obtains at least 

either a resistance value or sheet resistance value of the magneto-sensitive 

layer made on the substrate or a virtual resistance value of the 

magneto-sensitive layer containing a crowding resistance component as 

well, 

whereby the substrate information contains data about at least 

either the obtained resistance value or sheet resistance value of the 

magneto-sensitive layer or the obtained virtual resistance value of the 

magneto-sensitive layer. 

9. A method for manufacturing a magnetic transducer according 
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to claim 5, 

wherein the film forming step further forms at least either a 

leading conductive film to be electrically connected to the 

magneto-sensitive layer or at least one resistance film pattern for 

functioning as a dummy, and 

the substrate information obtaining step obtains the resistance 

value of at least either the leading conductive film or the resistance film 

pattern made on the base, 

whereby the substrate information contains data about at least 

either the obtained resistance value of the leading conductive film or the 

obtained resistance value of the resistance film pattern. 

10. A method for manufacturing a magnetic transducer according 

to claim 9, 

wherein the polishing step further obtains the resistance value of 

the i·esistance film pattern on the bar piece, 

whereby the ongoing·work·information further contains data 

about the obtained resistance value of the resistance film pattern. 

11. A method for manufacturing a magnetic transducer according 

to claim 5, 

wherein the polishing step fu1-ther obtains a dimension value of a 

predetermined portion of the magneto·sensitive layer on the bar, 

whereby the ongoing-work-information contains data about the 
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obtained dimension value. 

12. A method for manufacturing a magnetic transducer having a 

magneto-sensitive layer changing in electrical i·esistance in response to an 

external magnetic field, comprising: 

a film forming step of selectively forming at least a 

magneto-sensitive layer on a p1·edetermined substrate; 

a cutting step of cutting the substrate into a plurality of bars each 

including at least the magneto-sensitive layer; and 

a polishing step of polishing the bars, 

wherein the polishing step includes: 

obtaining information about the bar under w01·king as 

ongoing·work·information; 

calculating a second value constituting a part of a potential 

estimated resistance value of the magneto· sensitive laye1· by subjecting the 

obtained ongoing·work·information to a predetermined operation using 

values previously subjected to statistical processing as weighting 

coefficients; and 

calculating the estimated resistance value by using at least the 

second value and controlling polishing of the bar so that the estimated 

resistance value reaches the target resistance value. 

13. A method for manufacturing a magnetic transducer according 

to claim 12, 
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wherein the polishing step obtains a dimension value of a 

predetermined portion of the magneto-sensitive layer on the bar piece 

under working, 

whereby the ongoing·work·information contains data about the 

obtained dimension value. 

14. A method for manufacturing a magnetic transducer according 

to claim 12, 

wherein the film forming step further forms on the substrate at 

least one resistance film pattern for functioning as a dummy, and 

the polishing step obtains the resistance value of the resistance 

film pattern, 

whereby the ongoing-work-information further contains data 

about the resistance value of the resistance film pattern. 

15. An apparatus for manufacturing a magnetic transducer 

having a magneto-sensitive layer changing in electrical resistance in 

response to an external magnetic field, comprising: 

substrate info1·mation obtaining means for obtaining information 

about at least either a predetermined substrate or a structure including at 

least a magneto-sensitive layer selectively formed on the substrate, as 

substrate information before polishing; 

polishing means for polishing a plurality of bai·s which the 

substrate is cut into, each including at least the magneto-sensitive layer; 
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and 

polishing control means for conti·olling the polishing means based 

on at least the substrate information so that the magneto-sensitive layer 

included in the bar has a predetermined target resistance value. 

16. An apparatus for manufacturing a magnetic transducer 

according to claim 15, wherein the polishing control means calculates a 

first value constituting a pa1·t of a potential estimated resistance value of 

the magneto·sensitive layer by subjecting the substrate information to a 

predetermined operation using values previously subjected to statistical 

processing as weighting coefficients, calculates the estimated resistance 

value by using at least the first value, and conti·ols polishing of the bar so 

that the estimated resistance value reaches the target resistance value. 

17. An apparatus for manufacturing a magnetic transducer 

according to claim 15, 

wherein the substrate information obtaining means obtains at 

least either a resistance value or sheet resistance value of the 

magneto-sensitive layer made on the substrate or a virtual resistance value 

of the magneto·sensitive layer containing a crowding resistance component 

as well, 

whereby the substrate information contains data about at least 

either the obtained resistance value or sheet resistance value of the 

magneto·sensitive layer or the obtained virtual resistance value of the 
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magneto-sensitive layer. 

18. An apparatus for manufacturing a magnetic transducer 

according to claim 15, 

wherein the substrate information obtaining means obtains the 

resistance value of at least either a leading conductive film formed so as to 

be electrically connected to the magneto-sensitive layer or a resistance film 

pattern formed as a dummy, 

whereby the substi·ate information contains data about at least 

either the obtained resistance value of the leading conductive film or the 

obtained resistance value of the resistance film pattern. 

19. An apparatus for manufacturing a magnetic transducer 

according to claim 15, furthe1· comprising: 

ongoing·work-information obtaining means for obtaining 

information about the bar under working as ongoing·work·info1·mation, 

wherein the polishing control means controls polishing of the bar 

based on both of the substrate information and the 

ongoing-work-information so that the magneto-sensitive layer included in 

the bar has a predetermined target resistance value. 

20. An apparatus for manufacturing a magnetic transducer 

according to claim 19, wherein the polishing control means calculates a 

first value constituting a part of a potential estimated resistance value of 
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the magneto-sensitive layer by subjecting the substrate information to a 

predetermined operation using values previously subjected to statistical 

processing as weighting coefficients, calculates the estimated resistance 

value by using both of the first value and the ongoing·work·information, 

and controls polishing of the bar so that the estimated resistance value 

reaches the target resistance value. 

21. An apparatus for manufacturing a magnetic transducer 

according to claim 20, wherein the polishing control means further 

calculates a second value constituting a part of the estimated resistance 

value by subjecting the ongoing·work·information to a predetermined 

operation using values previously subjected to statistical p1·ocessing as 

weighting coefficients, calculates the estimated resistance value by using 

both of the first value and the second value, and controls polishing of the 

bar so that the estimated resistance value reaches the target resistance 

value. 

22. An apparatus for manufacturing a magnetic transducer 

according to claim 19, 

wherein the substrate information obtaining means obtains at 

least either a resistance value or sheet resistance value of the 

magneto·sensitive layer made on the substrate or a virtual resistance value 

of the magneto·sensitive layer containing a crowding resistance component 

as well, 
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whereby the base information contains data about at least eithe1· 

the obtained resistance value or sheet resistance value of the 

magneto-sensitive layer or the obtained virtual resistance value of the 

magneto-sensitive layer. 

23. An apparatus for manufacturing a magnetic transducer 

according to claim 19, 

wherein the base information obtaining means obtains the 

resistance value of at least either a leading conductive film formed so as to 

be electrically connected to the magneto-sensitive layer or a resistance film 

pattern formed as a dummy, 

whereby the substrate info1·mation contains data about at least 

either the obtained resistance value of the leading conductive film or the 

obtained resistance value of the resistance film pattern. 

24. An apparatus for manufacturing a magnetic transducer 

according to claim 23, 

wherein the polishing control means further obtains the resistance 

value of the resistance film pattern on the bar, 

whereby the ongoing·work-information fu1·ther contains data 

about the obtained resistance value of the resistance film pattern. 

25. An apparatus for manufacturing a magnetic transducer 

according to claim 19, 
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wherein the polishing control means further obtains a dimension 

value of a predetermined portion of the magneto-sensitive layer on the bar, 

whereby the ongoing·wo1·k-info1·mation contains data about the 

obtained dimension value. 

26. An apparatus for manufacturing a magnetic transducer 

having a magneto-sensitive layer changing in electrical resistance in 

response to an external magnetic field, comprising: 

cutting means for cutting a subst1·ate, on which at least a 

magneto-sensitive layer is selectively formed, into a plui·ality of ba1·s each 

including at least the magneto-sensitive laye1·; 

polishing means for polishing the bars, and 

ongoing·work·info1mation obtaining means for obtaining 

information about the bar under working as ongoing-work-information, 

polishing control means for calculating a second value constituting 

a part of a potential estimated resistance value of the magneto-sensitive 

layer by subjecting the obtained ongoing-work-information to a 

predetermined operation using values previously subjected to statistical 

p1·ocessing as weighting coefficients, calculating the estimated i·esistance 

·value by using at least the second value, and controlling polishing of the 

bar so that the estimated resistance value reaches the target resistance 

value. 

27. An apparatus for manufacturing a magnetic transducer 
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according to claim 26, 

wherein the polishing control means obtains a dimension value of 

a predetermined portion of the magneto·sensitive layer on the bar under 

working, 

whereby the ongoing·work·information contains data about the 

obtained dimension value. 

28. An apparatus for manufacturing a magnetic transducer 

according to claim 26, 

wherein the polishing control means obtains the resistance value 

of the at least one resistance film pattern formed as a dummy on the 

substrate, 

whereby the ongoing·work·information further contains data 

about the resistance value of the resistance film pattern. 

29. A method for manufacturing a magnetic head comprising a 

magnetic transducer for reproducing information having a 

magneto·sensitive layer changing in electrical resistance in response to an 

external magnetic field, comprising the steps of. 

forming polished bars each including a plurality of magnetic 

transducers by a manufacturing method according to claim 1; and 

cutting the bar into a plurality of head sliders each including at 

least one magnetic transduce1·. 
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30. An apparatus for manufacturing a magnetic head comprising 

a magnetic transducer for reproducing information having a 

magneto·sensitive layer changing in electrical 1·esistance in response to an 

external magnetic field, comprising: 

an apparatus fo1· manufacturing a magnetic transducer according 

to claim 15; and 

a cutting apparatus for cutting each of polished bars formed by the 

apparatus for manufacturing a magnetic transducer, into a plurality of 

head sliders each including at least one magnetic transducer. 

31. Software for controlling manufacturing of a magnetic 

transducer, for use in manufacturing of a magnetic transducer having a 

magneto·sensitive layer changing in electrical resistance in response to an 

external magnetic field, comprising: 

a step of obtaining information about at least either a 

predetermined substrate supporting the magneto-sensitive layer or a 

structure including at least the magneto-sensitive layer formed on the 

substrate, as substrate information before polishing; and 

a control step of controlling polishing of a plurality of bars which 

the substrate is cut into, each including at least the magneto-sensitive 

layer, 

wherein the conti·ol step controls polishing of the bar based on at 

least the substrate information so that the magneto-sensitive layer 

included in the bar has a predetermined target resistance value. 
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32. Software for controlling manufacturing of a magnetic 

transduce1· according to claim 31, furthe1· comprising: 

a step of calculating a first value constituting a part of a potential 

estimated resistance value of the magneto-sensitive layer by subjecting the 

substrate information to a predetermined operation using values 

previously subjected to statistical processing as weighting coefficients; and 

a step of calculating the estimated resistance value by using at 

least the first value, 

wherein the control step controls polishing of the bar so that the 

obtained estimated resistance value reaches the target resistance value. 

33. Software for controlling manufacturing of a magnetic 

transducer according to claim 31, further comprising: 

a step of obtaining information about the bar under polishing as 

information during working, 

wherein the control step controls polishing of the bar based on 

both of the substrate info1·mation and the ongoing-work-info1·mation. 

34. Software for controlling manufacturing of a magnetic 

transducer according to claim 33, further comprising: 

a step of calculating a first value constituting a part of a potential 

estimated resistance value of the magneto-sensitive layer by subjecting the 

substrate information to a predetermined operation using values 
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previously subjected to statistical processing as weighting coefficients, 

wherein the control step calculates the estimated resistance value 

by using both of the first value and the ongoing·work·information and 

controls polishing of the bar so that the estimated resistance value reaches 

the target resistance value. 

35. Software for controlling manufacturing of a magnetic 

transducer according to claim 34, further comprising: 

a step of calculating a second value constituting a part of the 

estimated resistance value by subjecting the ongoing·work·information to a 

predetermined operation using values previously subjected to statistical 

processing as weighting coefficients, 

wherein the control step calculates the estimated resistance value 

by using both of the first value and the second value and controls polishing 

of the bar so that the estimated resistance value reaches the target 

resistance value. 

36. Software for controlling manufacturing of a magnetic 

transducer, for use in manufacturing of a magnetic transducer having a 

magneto-sensitive layer changing in electrical resistance in response to an 

external magnetic field, comprising: 

a control step of controlling polishing of a plurality of bars which a 

predetermined substrate supporting the magneto·sensitive layer is cut into, 

each including at least the magneto·sensitive layer; 
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a st~p; ~of obtaining information about the bar under polishing as 

ongoing·wor1t~Uiformation; and 

a step of calculating a second value constituting a part of a 

potential estitji-ated resistance value of the magneto·sensitive layer by 

subjecting tfili· obtained ongoing-work-information to a predetermined 

operation usitl:g values previously subjected to statistical processing as 

"' 
weighting co~ftf:cients, 

where"iP, the control step calculates the estimated resistance value 

by using at leJ$t the second value and controls polishing of the bar so that 

the estimate·d lesistance value reaches the target resistance value. 

37. '$6ftware for estimating a resistance value of a magnetic 

transducer, ;for estimating an electrical resistance value of a 

magneto·sensiii\te layer in a step of manufacturing a magnetic transducer 

having a m~-eto·sensitive layer changing in electrical resistance in 

response to an l!?)iternal magnetic field, comprising: 

a sfej_;. of obtaining information about at least either a 

predetermined ;f$ubstrate supporting the magneto-sensitive layer or a 

structure incliid1ng at least the magneto-sensitive layer formed on the 

substrate, as su1tt~trate information before polishing; 

a step tit calculating a first value constituting a part of a potential 

estimated resisf~ce value of the magneto-sensitive layer by subjecting the 

obtained substr"Ute information to a predetermined operation using values 
;; ~ 

previously subjlcted to statistical processing as weighting coefficients; and 
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an estimating step of calculating the estimated resistance value by 

using at least the first value. 

38. Software for estimating a resistance value of a magnetic 

transducer according to claim 37, further comprising: 

a step of obtaining information about the bar under polishing as 

ongoing·work·information; and 

a step of calculating a second value constituting a part of the 

estimated resistance value by subjecting the obtained 

ongoing-work-information to a pwdetermined operation using values 

previously subjected to statistical processing as weighting coefficients, 

wherein the estimating step calculates the estimated resistance 

value by using both of the first value and the second value. 

39. Software for estimating a resistance value of a magnetic 

transducer, for estimating an electrical resistance value of a 

magneto-sensitive layer in a step of manufacturing a magnetic transducer 

having a magneto-sensitive layer changing in electrical resistance in 

response to an external magnetic field, comprising: 

a step of obtaining information about the bar as information 

during working, during polishing a plurality of bars which a predete1·mined 

substrate supporting the magneto·sensitive layer is cut into, each including 

at least the magneto-sensitive layer; 

a step of calculating a second value constituting a part of a 
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potential estimated resistance value of the magneto-sensitive layer by 

subjecting the obtained information during working to a predetermined 

operation using values previously subjected to statistical processing as 

weighting coefficients; and 

a step of calculating the estimated resistance value by using at 

least the second value. 

40. A system for controlling manufacturing of a magnetic 

transducer, for use in manufacturing of a magnetic transducer having a 

magneto-sensitive layer changing in electrical resistance in response to an 

external magnetic field, comprising: 

means for obtaining information about at least either a 

predetermined substrate supporting the magneto-sensitive layer or a 

structure including at least the magneto-sensitive layer formed on the 

substrate, as substrate information before polishing; and 

control means for controlling polishing of a plurality of bars which 

the substrate is cut into, each including at least the magneto-sensitive 

layer, 

whe1·ein the control means controls polishing of the bar based on 

at least the substrate information so that the magneto-sensitive layer 

included in the bar has a predetermined target resistance value. 

41. A system for controlling manufacturing of a magnetic 

transducer according to claim 40, further comprising: 
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means for calculating a first value constituting a part of a 

potential estimated resistance value of the magneto·sensitive layer by 

subjecting the substrate information to a predetermined operation using 

values previously subjected to statistical processing as weighting 

coefficients; and 

means for calculating the estimated resistance value by using at 

least the first value, 

wherein the control means controls polishing of the ba1· so that the 

obtained estimated resistance value reaches the target resistance value. 

42. A system for controlling manufactu1'ing of a magnetic 

transducer according to claim 40, further comprising: 

means for obtaining information about the bar under polishing as 

ongoing-work-information, 

wherein the control means controls polishing of the bar based on 

both of the substrate information and the ongoing·work·information. 

43. A system for controlling manufacturing of a magnetic 

transducer according to claim 42, further comprising: 

means for calculating a first value constituting a part of a 

potential estimated resistance value of the magneto-sensitive layer by 

subjecting the substrate info1·mation to a predetermined operation using 

values previously subjected to statistical processing as weighting 

coefficients, 
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wherein the control means calculates the estimated resistance 

value by using both of the first value and the ongoing-work-information 

and controls polishing of the bar so that the estimated resistance value 

reaches the target resistance value. 

44. A system for controlling manufacturing of a magnetic 

transducer according to claim 43, further comprising: 

means for calculating a second value constituting a part of the 

estimated resistance value by subjecting the ongoing-work-information to a 

predetermined operation using values previously subjected to statistical 

processing as weighting coefficients, 

wherein the control means calculates the estimated resistance 

value by using both of the first value and the second value and controls 

polishing of the bar so that the estimated resistance value reaches the 

target resistance value. 

45. A system for controlling manufacturing of a magnetic 

transducer, for use in manufacturing of a magnetic transducer having a 

magneto·sensitive layer changing in electrical resistance in response to an 

external magnetic field, comprising: 

conti·ol means for controlling polishing of a plurality of bars which 

a predetermined substrate supporting the magneto-sensitive layer is cut 

into, each including at least the magneto-sensitive layer; 

means for obtaining information about the bar under polishing as 
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ongoing-work·information; and 

means for calculating a second value constituting a part of a 

potential estimated resistance value of the magneto-sensitive layer by 

subjecting the obtained information during working to a predetermined 

operation using values previously subjected to statistical processing as 

weighting coefficients, 

wherein the control means calculates the estimated resistance 

value by using at least the second value and conti·ols polishing of the bar so 

that the estimated resistance value reaches the target resistance value. 

46. A computer system for use in manufacturing of a magnetic 

transducer having a magneto-sensitive layer changing in electrical 

resistance in response to an external magnetic field, comprising: 

means for obtaining information about at least either a 

predetermined substrate supporting the magneto-sensitive layer or a 

structure including at least the magneto-sensitive layer formed on the 

substrate, as substrate information before polishing; and 

control means for controlling polishing of a plurality of bars which 

the substrate is cut into, each including at least the magneto-sensitive 

layer, 

wherein the control means controls polishing of the bar based on 

at least the substrate information so that the magneto·sensitive layer 

included in the bar has a predetermined target resistance value. 
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47. A computer system according to claim 46, further comprising: 

means for calculating a first value constituting a part of a 

potential estimated resistance value of the magneto-sensitive layer by 

subjecting the substrate information to a predetermined operation using 

values previously subjected to statistical processing as weighting 

coefficients; and 

means for calculating the estimated resistance value by using at 

least the first value, 

wherein the control means controls polishing of the bar so that the 

obtained estimated resistance value reaches the target resistance value. 

48. A computer system according to claim 46, further comprising: 

means fo1· obtaining information about the bar under polishing as 

ongoing·work·information, 

wherein the control means controls polishing of the bar based on 

both of the substrate information and the ongoing-work-information. 

49. A computer system according to claim 48, further comprising: 

means for calculating a first value constituting a part of a 

potential estimated resistance value of the magneto-sensitive layer by 

subjecting the substrate information to a predetermined operation using 

values previously subjected to statistical processing as weighting 

coefficients, 

wherein the control means calculates the estimated resistance 
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value by using both of the first value and the ongoing-work-information 

and controls polishing of the bar so that the estimated resistance value 

reaches the target resistance value. 

50. A computer system according to claim 49, further comprising: 

means for calculating a second value constituting a part of the 

estimated resistance value by subjecting the ongoing-work-information to a 

predetermined operation using values previously subjected to statistical 

processing as weighting coefficients, 

wherein the control means calculates the estimated resistance 

value by using both of the first value and the second value and controls 

polishing of the bar so that the estimated resistance value reaches the 

target resistance value. 

51. A computer system for use in manufacturing of a magnetic 

transducer having a magneto-sensitive layer changing in electrical 

resistance in response to an external magnetic field, comprising: 

control means for controlling polishing of a plurality of bars which 

a predetermined substrate supporting the magneto·sensitive layer is cut 

into, each including at least the magneto-sensitive layer; 

means for obtaining information about the bar under polishing as 

ongoing·work·information; and 

means for calculating a second value constituting a part of a 

potential estimated resistance value of the magneto-sensitive layer by 
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subjecting the obtained ongoing·work·information to a predetermined 

operation using values previously subjected to statistical processing as 

weighting coefficients, 

wherein the control means calculates the estimated resistance 

value by using at least the second value and controls polishing of the bar so 

that the estimated resistance value reaches the target resistance value. 

52. A computer system for estimating an electrical resistance 

value of a magneto·sensitive layer in a step of manufacturing a magnetic 

transducer having a magneto·sensitive layer changing in electrical 

resistance in response to an external magnetic field, comprising: 

means for obtaining information about at least either a 

predetermined substrate supporting- the magneto-sensitive layer or a 

structure including at least the magneto·sensitive layer formed on the 

subst1·ate, as substrate information before polishing; 

means for calculating a first value constituting a part of a 

potential estimated resistance value of the magneto-sensitive layer by 

subjecting the obtained substrate information to a predetermined operation 

using values previously subjected to statistical processing as weighting 

coefficients; and 

estimating means for calculating the estimated resistance value by 

using at least the first value. 

53. A compute1· system according to claim 52, further comprising: 
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means for obtaining information about the bar under polishing as 

ongoing·work·information; and 

means for calculating a second value constituting a part of the 

estimated resistance value by subjecting the obtained 

ongoing·work·information to a predetermined operation using values 

previously subjected to statistical processing as weighting coefficients, 

wherein the estimating means calculates the estimated resistance 

value by using both of the first value and the second value. 

54. A computer system for estimating an electrical resistance 

value of a magneto·sensitive layer in a step of manufacturing a magnetic 

transducer having a magneto-sensitive laye1· changing in electrical 

resistance in response to an exte1·nal magnetic field, comprising: 

means for obtaining information about the bar as 

ongoing·work·information, during polishing a plurality of bars which a 

predetermined substrate supporting the magneto-sensitive layer is cut into, 

each including at least the magneto-sensitive layer; 

means for calculating a second value constituting a part of a 

potential estimated resistance value of the magneto-sensitive layer by 

subjecting the obtained ongoing·work·information to a predetermined 

operation using values previously subjected to statistical processing as 

weighting coefficients; and 

means for calculating the estimated resistance value by using at 

least the second value. 


