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(54) Title: CONTACTLESS ACCESS TICKET AND METHOD FOR MAKING SAME

(54) Titre: TICKET D’ACCES SANS CONTACT ET SON PROCEDE DE FABRICATION-_.
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(57). Abstract: The invention concerns a ticket providing access to a zone with controlled access when it is presented without contact
in front of a scanner authorising access to the zone, said ticket having an Edmonson format and comprising a paper ticket body (12)
covered on both surfaces with a protective coating. The paper ticket body (12) is provided with a through recess wherein is an
electronic module (14) comprising an integrated circuit and an antenna. The latter is formed by at least one turn obtained by screen
printing with silvery powder in a polymerisable composition before being heat-cured. Said ticket provides the advantages of being
inexpensive to produce compared to a contactless access card and is hi ghly biodegradable, which is essential for a disposable ticket.

& (57) Abrégé: Ticket (10) permettant d’ obtenir I’accés & une zone 2 acces contr61é lorsqu’il est présenté sans contact devant un lecteur

g d’un revétement de protection.

d’accés 2 la zone, ce ticket étant de format Edmonson et comprenant un corps de ticket (12) en papier recouvert sur ses deux faces
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(57) Abstract: The invention concerns a ticket providing access to a,zone
with controlled access when it is presented w thout contact in front of a

scanner aut horising access tf , Sald ti ' t
and conprising a paper ticb&bb&%‘?gg‘ﬁ Aier edﬂmﬂ'@@mﬂwmmﬂmmﬂmmﬂmp
protective coating. The paper ticket body (12) is provided with a through
recess mega%ﬂ)cb,%s?éh, éllaﬁr&%ﬁz i, ., RO R Re,( 14) MKORDIPTSES) Srevdd DAPIBE.EI,TF B, CI, CM,
circuit angcap xRkEDOAK, LRI, LTatd, Bv, MDSME,0r medsAbgNaw, MEai, NBSY, TRITG). obt ai ned
by screen jKjMN,iMW MM, Nb, NZi PLVET, ROJRUVBIRISEi n a pol yneri sabl-e conposition
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Le corps de ticket (12) en papier dispose d"un évidement traversant dans lequel se trouve un module électronique (14) comprenant
un circuit intégré et une antenne. Cette derniére est formée d’au moins une spire obtenue par impression a I’encre sérigraphique
de poudre d’argent dans une composition polymérisable avant durcissement par traitement thermique. Un tel ticket présente les
avantages d’avoir un faible cofit de revient comparativement a une carte d’accds sans contact et d’éire largement biodégradable, ce
qui est primordial pour un ticket jetable.



