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CLAIMS 

 

1. A method for processing a hyperlink object, the method comprising: 

receiving an operation instruction for a hyperlink object, wherein the operation instruction 

comprises a click instruction (S11, S51); 

determining whether a predetermined event of a plurality of events other than the operation 

instruction exists at a same time when the operation instruction is received, wherein the 

predetermined event comprises a keyboard event (S12, S52); and 

in response to determining that the predetermined event does not exist at the same time when 

the operation instruction is received, redirecting to a target page based on a hyperlink (S13, S53); 

or 

in response to determining that the predetermined event exists at the same time when the 

operation instruction is received, determining an associated page corresponding to the 

predetermined event based on a predetermined event table, and redirecting to the associated page, 

wherein the predetermined event table includes a plurality of mapping relationships between the 

plurality of events and a plurality of associated pages, wherein each of the plurality of events is 

mapped to a different associated page, and the plurality of associated pages comprises a simplified 

page of the target page, a quick purchase window, and an add-to-cart window (S14, S54). 

 

2. The method according to claim 1, wherein the predetermined event comprises: a document 

object model (DOM) event comprising a plurality of related events.  

 

3. The method according to claim 1, wherein the predetermined event further comprises: a 

mouse event. 

 

4. The method according to claim 1, wherein the associated page comprises: a page obtained 

after an operation is performed on the target page. 

 

5. The method according to claim 1, wherein the associated page comprises: a simplified page 

of a page obtained after an operation is performed on the target page. 
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6. The method according to claim 1, wherein determining an associated page corresponding 

to the predetermined event comprises: 

determining, based on a mapping relationship between the predetermined event and the 

associated page, the associated page corresponding to the predetermined event. 

 

7. The method according to claim 6, wherein determining, based on a mapping relationship 

between the predetermined event and the associated page, the associated page corresponding to 

the predetermined event comprises: 

determining, based on the mapping relationship between the predetermined event and the 

associated page, the associated page corresponding to the predetermined event, wherein the 

mapping relationship comprises a locally configured mapping relationship or a mapping 

relationship obtained from a server. 

 

8. The method according to claim 6, wherein determining, based on a mapping relationship 

between the predetermined event and the associated page, the associated page corresponding to 

the predetermined event comprises: 

sending the predetermined event to a server, so that the server determines, based on the 

mapping relationship between the predetermined event and the associated page, the associated 

page corresponding to the predetermined event; and 

receiving information that is about the associated page and that is sent by the server. 

 

9. The method according to claim 2, further comprising: 

displaying a prompt message to a user when it is detected that a mouse hovers over a location 

of the hyperlink object, wherein the prompt message is used to prompt for a mapping relationship 

between the predetermined event and the associated page. 

 

10. The method according to claim 1, further comprising: 

in response to determining that the predetermined event exists, displaying the simplified page 

in a form of a floating window. 
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11. The method according to claim 1, further comprising: 

displaying a webpage, wherein the webpage comprises a merchandise picture with the 

hyperlink object. 

 

12. A device for processing a hyperlink object, the device comprising a plurality of modules 

configured to perform the method of any one of claims 1 to 11. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  


