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CYANATE ESTER COMPOSITION AND CURED PRODUCT THEREOF 

BACKGROUND OF THE INVENTION 

Field of the Invention 

The present invention relates to polyfunctional 

cyanate ester (herein-after, referred to as ucyanate 

ester") compos.i tions providing a cured product which is 

excellent in mechanical properties, and to cured 

products thereof. The cyanate ester composition of the 

10 present inv~tion:_ is particularly useful as an 

encapsulating material, a material for laminated boards, 

a structure material and a paint material. 

Description of the Related Art 

A cyanate esters have been mainly used as insulation 

15 materials for printed circuit boards because of their 

hi91;l glass transition t_emperatures and low dielectric 

properties. In this case, the cyanate ester is usualiy 

modified with other components and used in a composition. 

Further, as a composition· of a cyanate ester and an epoxy.:·.-

20 resin, Japanese Patent Publication (Kokoku) No.46-41112 

has been known as providing one such modification method. 

25 

A cyanate ·ester is usually produced by a reaction_ 

of a poly-valent phenol with a cyanogen halide. 

SUMMARY OF THE INVENTION 

An object of the present invention is to provide a 

cornposi tion that is capable of producing a cured product 
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which is excellent in mechanical properties, and a cured 

product thereof. 

The present inventors have studied intensively and. 

as a result, found th;at a cured product which is 
./ 

5 particularly excel~t in mechanical properties is 
. ,, 

produced in comDlnation with an epoxy resin by using a 

cyanate ester in which the total content of impurities 

containing imino carbonates, alkyl cyanamides, 

partially substituted cyanates and phenols is reduced 

10 tO 5% Or leSjS t an.d thereby have COmpleted the present 

invention. 

The present invention relates to a cyanate ester 

composition, comprising (A) a cyanate ester iri which the 

total content of imino carbonates, alkyl cyanamides, 

15 partially substituted cyanates and phenols as impurities 

is reduced to 5% or less, or a·prepolymer thereof, and 

(B) an epoxy resin as essential components, and a cur·ed 

product thereof. 

20 DETAILED DESCRIPTION OF THE INVENTION 

The present invention is illustrated in detail 

below. 

The cyanate ester(A) used in the present invention 

is a cyanate ester in which the total content of imino 

25 carbonates, alkyl cyanamides, partially substituted 

cyanates and phenols as impurities is 5% or less. 

The cyanate ester is a compound having at least two 

1iinm~r 
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cyanate ester groups, with examples thereof including 

difunctional cyanate compounds such as 2,2-bis(4-

cyanatophenyl)propane, l,l-bis(4-cyanatophenyl)ethane1 

bis ( 4-cyanato-3·~· 5-dimethylphenyl )methane, 1, 3-bis ( 4-

5 cyanatophenyl-1-(methylethylidene))benzene, bis(4-

cyanatophenyl) thioether, bis(4-cyanatophenyl)ether 

and the like; and polyfunctional cyanate compounds 

derived from a phenol novolac, a cresol and the like, 

but the same is not limited thereto. 

10 Any cyarliate. e~ter (A) in the present invention can 

be used, but a cyanate ester(A) derive4 from bisphenol 

A is preferable from the viewpoint of 'reactivity and heat 

resistance, in particular. 

The cyanate ester used in the present invention may 

15 be used as it is, that is, as a monomer or as a prepolymer 

thereof. 

Such a prepolymer can be obtained by heating the 

cyanate ester alone or in a mixture of 2 or more of the 

cyanate esters in a solvent or without a solvent at so~ 

20 to 200°C, or by heating them in a solvent or without a 

solvent at about 50 to 200°C in the presence of a curing 

catalyst (C) as described below. 

The cyanate ester used in the present invention has 

the total content of imino carbonates, alkyl cyanamides, 

25 partially substituted cyanates and phenols of 5% or less 

as impurities. Preferably the total content of all 

impurities is 5% or less. But, the impurities being 
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maintained at the low total level of 5% or less may consist 

essentially of imino carbonates, alkyl cyanamides, 

partially substituted cyanates and phenols. 

The cyanate".ester can be obtained, for example, by 

5 carrying out a de-hydrohalogenation of a phenol as a raw 

material with a cyanogen halide represented by cyanogen 

chloride or cyanogen bromide in an appropriate solvent. 

However, the cyanate ester which is obtained by this 

method occasionally contain_s a remarkable amount of -

10 impurities c:tepending on production conditions such as 

reaction temperat_ure, solvent utilized and the like_. 

Accordingly, when a compound is used in.the present 

invention, the total content of imino carbonates, alkyl 

cyanamides and partially substituted cyanates(cyanate 

15 monoesters) as by-products and unreacted phenols in the 

cyanate ester is required to be 5% or less. 

The content of the impurities can .. be reduced to ·be 

5% or less, by properly selecting the kind of solvent 

used in a crystallization step and washing step after· 

20 the synthesis of the cyanate ester. Further, the kind 

of a solvent differs depending upon the system of reaction 

and the kind of the cyanate ester being utilized. 

The content, in other words, purity of the cyanate 

ester used in the present invention is determined by using 

25 a high speed liquid chromatography method (LC) or a gas 

chromatography method ( GC) . Contents were determined by 

the peak area ratio of respective components to the total 



-----------------------------------------·----~--- ------

' . 

- 5 -

•,. · .. : 

peak area (set as 100) derived from the synthesized 

product of a chromatogram. Specific measurement 

conditions may be properly selected depending on the kinq 

of the compound/ and in LC, the content can be measured 

5 by changing the condition of a mobile phase, depending 

upon the kind of the compound used, for example among 

the conditions-indicated in the Examples herein 

provided. 

Any epoxy resins (B) in the present invention can 

10 be used, and ~poxy ;resins obtained by a-ny known processes 

can be also used. 

There is illustratively mentioned a process which 

comprises reacting a phenol or its derivative with an 

epihalohydrin in the presence of an alkali such-as sodium 

15 hydroxide or the like, as a common process for producing 

an epoxy resin, but the present invention is not limited 

thereto. 

20 

Examples of the epoxy resin include epoxy resins 

represented by the_ structural formula ( 1) or ( 2) below;~· 

( 1) 

or 

This Sheet Has Been .R 
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(OGly)j 

( 2) 

, 

wherein, n is an average repeating number and represents 

a number of 0 to 10 ,· h represents an integer of 1 to 

3(preferably 2 to 3), j represents an integer of 1 to 

5 3, i represents• zero or an integer of l to 4, 1 is zero 

or integer of 1_ to 3, and each of the R groups 

independently r~p±esents a brom~ne atom, a chlor'ine atom, 

an alkyl group hav'ing 1 to 10 carbon atoms, a cycloalkyl 

group having 5 to 7. carbon atoms, a hydroc'arbon group 

10 having 6 to 20 carbon atoms, which includes a cycloalkyl 

group having 5 to 7 carbon atoms, or a group represented 

by the structural formula (3) described below: 

15 

OGly OGly 

o-CH2 CH2 .· . . ·. 

----------- (3) H~¢CH3 ~¢c~ 

OGly OGly 
m , 

wherein m represents a number of 0 to 9, and each of the 

R groups may be the same or different when i is 2 or more, 

Gly represents a glycidyl group, and A represents any 
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one of an oxygen atom, a sulfur atom, or a group 

represented by the structural formuiae { 4) to { 14) below: 

~! CH3 
I 

-C-

-CH2- I 
-502- CH3 

( 4) 
' 

( 5)' ( 6) ' 

,• 

-CH-

~H 

1'Q 
OGly 

(7) 
' ( 8} ' ( 9)' 

-CH-

0-0Gfy 
(T)k 

-CH2-0ct12-
T T 

-6-o-~ b-
l - I 
T. T 

(10), (11) 
' 

(12), 

-C=C-
-CH==CH- 1 I 

T T 
(13), and 

(14) 

wherein each of the T groups represents independently 

·' 
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an alkyl group having 1 to i"o carbon atoms, and k is zero 

or an integer of 1 to 4;, and further epoxy resins 

represented by the structural formulae (15) and (16) 

described belowf 

(M 
vv (15) , 

-t---H--i--8 m . ( 16) 

n , 

wherein h, j and n are as defined above, and B represents 

any one of the structural forn_iula ( 4) as described above 

or the structural formula (17) below, 

T-6(U)i T . I ~ I 
- c . . c - -------------------- ( 1 7 ) 

I ~ I 
10 T T· 

15 

.· . . ·. (wherein each of the u groups independently represents 

a halogen atom or an alkyl group having 1 to 10 carbon 

atoms, and Tandi are as defined above)]. 

Examples of the epoxy resin represented by the 

above-mentioned structural formula (1) or (2) include 

difunctional epoxy resins derived from bisphenol A, 

tetrabrornobisphenol A, bisphenol S, an alkyl-

substituted dihydroxybiphenyl, dihydroxystilbene, an 

alkyl-substituted hydroquinone and the like; novolac 
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type epoxy resins derived from a phenol novolac, a cresol 

novolac, a formaldehyde novolac of bisphenol A, a 

benzaldehyde novolac of phenol, an alkyl-substituted , 

phenol, or the !ike; aralkyl type epoxy resins derived 

5 from phenol ~nd terephthalaldehyde, an alkyl-

substi tuted phenol and terephthalaldehyde, or the like; 

and epoxy resins derived from_dicyclopentadiene or a 

dicyclopentadiene novolac. 

Further, as the epoxy resin represente~ by the 

10 above-menti~nec:i" structural formula ( 13) or ( 14 }I novolac 

type epoxy resins. derived from a formaldehyde novolac 

of naphthol; and aralkyl type epoxy r~sins derived from 

naphthol and te·rephthalaldehyde, n·aphthol and an 

alkyl-substituted terephthalaldehyde, or the like can 

15 be exemplified. Moreover, mixtures of these epoxy resins 

can be exemplified. However, the epoxy resins are not 

J_imi ted thereto. The compounding ratio of the cyanate 

ester compound to the epoxy resin is properly selected, 

and usually from 1 : 99 to 99 : 1 (weight ratio). Further.,··· 

20 

25 

th~_ratio is preferably 30 70 to 95 : 5, and more 

preferably 50 : SO to 90 : 10, because with these weight 

ratios, there are obtained cured products which possess 

good and preferable properties in heat resistance and 

toughness. 

It is possible to use a well-known flame retardant 

in combination when flame resistance is desired to be 

bestowed to a cured product, but the epoxy resin used 
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in the present invention may be used in a. form for 

bestowing the flame resistance by previously reacting 

a bromine-containing_ phenol or a bromine-containing 

epoxy resin. The·wflame resistance of the composition is 

5 pref er ably enhanced to a certain level in which the level 

V-0 of the UL Standard is attained, for use as an 

electronics material. 

The curing catalyst ( C) used in the present invention 

is a curing catalyst for cyanate ~sters, and any 

10 well-known ope cap be used. Specific examples1 thereof 

include protonic acids such as hydrogen chloride, 

phosphoric acid and the like; Lewis acids such as aluminum 

chloride, a boron trifluoride complex, zinc chloride and 

the like; aromatic hydroxy compounds such as phenol, 

15 pyrocatechol, dihydroxynaphthalene and the like; 

organic metal salts such as zinc naphthenate, cobalt 

naphthenate, stannic octyl~±e, cobalt octylate and the 

like; organometallic complexes such as copper 

acetylacetonate, aluminum acetylacetonate and the like·;,,, 

20 tertiary amines such as triethylamine, tributylamine, 

quinoline, isoquinoline, diazabicyclo [ 2, 2, 2] octane and 

the like; quarternary ammonium salts such as 

tetraethylammonium chloride, tetrabutylammonium 

bromide and the like; imidazoles; and sodium hydroxide, 

25 sodium methylate, triphenylphosphine and a mixture 

thereof. 

Among these curing catalysts, organic metal salts 

-----
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such as zinc naphthenate, cobalt octylate, stannic 

octylate and the like; organic metal complexes such as 

copper acetylacetonate and the like; imidazoles; phenols, 

or mixtures ther·eof are more preferable to attain the 

5 present objects. 

The curing catalyst can be added to the resin 

composition at an arbitrary ratio, and they are usually 

blended so that.· the gelation time of the total resin 

composition is 1 minute to 15 minutes at respectively 

10 fixed tempelf{atur~s of from so°C to 2so°C. .. 

In the resin ~omposition of the present invention, 

other thermosetting_ resins can also be used in 

combination without departing from the object of the 

present invention.. Examples thereof include 

15 bismaleimides; addition polymers of bismaleimides with 

di amines; alkenyl aryl ether or amine resins represented 

by a vinyl-benzylation product of bisphenol A and ~ 

vinyl-benzylation product of diaminodiphenyl methane; 

alkynyl ether or amine resins represented by a .-.··· 

20 dipropargylation product of bisphenol A and a 

dipropargylation product of diaminodiphenyl methane; in 

addition, phenol resins, re~ol resins, aryl ether type 

compounds, aryl amine type compounds, isocyanates, 

triarylisocyanurates, polyolefin compounds containing 

25 a vinyl group, and the like, but the instant invention 

is not limited thereto. 

If necessary, a thermoplastic resin or rubber can 

---------··--- ·····----- ··--------



> 
' 

- 12 -

' I'••, 

be also added, and examples thereof include 

polyphenylene ethers, polystyrenei, polyethylenes, 

polybutadienes, polyimides, polycarbonates, 

polyacrylates, polymethacrylates, and polybutadiene-

5 acrylonitrile rubbers modified with a terminal amine or 

a terminal carboxyl group and a modified product thereof 

but are·not limited thereto. The thermoplastic resin or 

rubber may be mixed in the cyanate ester composition, 

or may be used by being previously reacted with the 

10 composition-~ 

In the pres~nt invention, known additives such as 

organic flame retardants, inorganic flame retardants, 

releasing agents, surface-treating agents, fillers and 

the like may be added to the composition depending upon 

15 uses. 

Examples of the organic flame retardant include 

bromine-containing polycarbonates, bromine-containing 

polyphenyleneoxides,bromine-containingpolyacrylates, 

bromine-containing polystyrenes and the like, and .· . . ·. 

20 examples of the inorganic flame retardant include 

antimony oxide, aluminum hydroxide, red phosphorous and 

the like. The releasing agent includes waxes, zinc 

stearate and the like, and the surface-treating agent 

·includes a silane coupling agent and the like. The filler 

25 includes silica, alumina, talc, clays and the like. 

As the polyfunctional cyanate ester compositions of 

the present invention can be utilized to produce a cured 
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product that is excellent in mechanical strength, and 

that is particularly useful as an encapsulating material, 

a laminated board material, a structural material and. 

a paint material. 

EXAMPLE 

Synthesis Exampl-es of polyfunctional cyanate ester 

compositions and Examples of cured· products thereof are 

illustrated below, but the present invention is not, 

10 limited there~o. 

Synthesis Example- ;t 

In 500g of water, 20g (0.0865mol) of 2,2-bis(4-

hydroxyphenyl)propane (manufactured by Mitsui Toatsu 

Chemicals Inc.) and 18.25g (0.438mol) of 96% sodium 

15 hydroxide were homogeneously dissolved to prepare a 

phenolate solution, and.the solution was cooled to S°C. 

Into a reactor equipped with a thermometer, a _stirrer, 

a dropping funne:J,. and a refluxing condenser, lOOg of water . . 

previously cooled to 0 to s°C was charged, and 7.97g 

20 (0.130mol) of cyanogen chloride was charged. The 

above-mentioned phenolate solution and 23. 94g ( 0. 389mol) 

of cyanogen chloride were simultaneously added dropwise 

in parallel into the reaction vessel over 4 0 minutes while 

keeping the temperature of the inner vessel between 0 and 

25 10°C, and after completion of the dropwise addition, the 

temperature of the mixture was kept at the same temperature 

for 15 minutes. 
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Then, 200g of methylisobutyl ketone was charged into 

the reaction vessel, the solution was subjected to 

layer-separation at 40°C, and then the organic layer was, 

rinsed twice with'"lOOg of water. Then, after the organic 

5 layer was concentrated to 30g under reduced pressure, lOOg 

of isopropanol was added dropwise to the concentrated 

organic layer, and the mixture was cooled to 2°C and 

stirred for 1 hour. The slurry obtained was filtered to 

obtain a solid, and the resulting solid was washed with 

10 lOg of isoprog~l alc_ohol and dried in air to obtain 19. 73g 

(yield: 82%) of a white crystalline cyanate ester with 

a melting point of 8 0°C. 

When the product was analyzed according to a liquid 

chromatography method (LC), bisphenol and a monocyanate 

15 compound of unreacted raw material were not detected. 

Iminocarbonates, which are produced from a side reaction· 

were aJso not detected(purity: 99+%). Further, chloririe 

ion detected with pote.ntiometric titration using silver 

nitrate was lOppm or less. ~ 

20 Synthesis Example 2 

The same operation as in Synthesis Example 1 was . 

carried out to obtain a synthesized product by using hexane 

in place of isopropanol described in Synthesis Example 

1 . 

25 When the objective obtained composition was analyzed 

according to LC, bis phenol and a monocyanate compound of 

unreacted raw material and iminocarbonates which were 
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produced from a side reaction were detected, and the total 

content thereof was 15% by weight. Further, the purity 

of a difunctional cyanate ester compound was 82% (by 

weight). 

5 The polyfunctional cyanate esters having different 

contents of impurities which are used in Examples below 

were obtained by changing the kind of a solvent which is 

used in the cryst~llization step ~nd washing step, afte~ 

the synthesis reaction. 

10 The speci\fic 'measurement conditions of the purity of 

the polyfunctional: cyanate ester and the respective 

contents of imino carbonates, alkyl cyanamides, partially 

substituted cyanates and phenols differ depending upon 

the kind of said compound. 2,2'-bis(4-

15 cyanatophenyl}propane as indicated in Examples was 

measured below. 

LC method: 

In 20ml of ac~tonitrile (for high speed liquid 

ch.romatography; manufactured by Wako Pure Chemical .·<· 

20 Industries, Ltd.), 100 to 200mg of the product obtained 

was dissolved, and the purity and the respective contents 

were determined by the peak area ratio of respective 

components to the total peak area (set as 100) derived 

from the synthesized product of a chromatogram which was 

25 obtained by the LC measurement conditions described below. 

LC measurement conditions: 

Equipment :HITACHI L-6200 type 
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Guard column : SUMIPAX PG-ODS ( 4mm ¢ X 4mm) 
.· 

Column :Wakosil-II 3C18HG( 3 µ m, 4. 6mm ¢ X lScm) 

Mobile phase A liquid; 1. 0% by weight aqueous solution, 

of acetic acid (acetic acid is extra pure grade. and 

5 manufactured by Waka Pure Chemical Industries, Ltd.) 

B liquid; acetonitrile (for LC use) 

Gradient" 

10 Flow rate· 

:Initial composition; B=50%(0 min.) 

Gradient; B=50% ~ (30 min.) ~ B=100% .. 

Final composition; B=l00%(10 min.) 

~: 1. Oml/min. 

Column temperature. : 40°C 

Detection :254nm 

Injection volume: 5 µ. 1 

15 Examples 1 to 6 

The. present Examples relate to preparation e.xampl.es 

of cur~d products. usLng polyfunctional cyanate est~r 

compositions.pf the present invention. 

The polyfunctional cyanate ester compositions of the-

20 invention were compounded at the compounding ratio (by 
. . 

weight) described in Tab.le 1, and were melt-kneaded at 

90°C. The resulting melt-kneaded mixture was poured on a 

casting plate made of glass plate and cured at a condition 

of 175°C x 2 hours to obtain a cured product with a 

25 thickness of 3mm. A three points-bending test of the cured 

products was carried out. The result is shown in Table 

1 • 
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Comparative Examples 1 and 2 

The polyfunctional cyanate ester·compositions 

comp~unded at the compounding ratio described in Table,. 

1 were melt-knead~d at 90°C. The resulting melt-kneaded 

5 mixture was poured on a casting plate made of glass plate 

and cured at a condition of 175°C X 2 hours to obtain a 

cured article with a thickness of 3mm. Three points­

bending test was carried out using the cured article. The 

result is shown in Table 1. 

10 The strenefi¥h s.ho:wn in Table 1 was measured by the three 

points-bending test according to JIS-C-6481. 
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Table 1 
Compara-

Example tive 
Example 

1 2 3 4 5 6 1 '.2 
~r 

2,2-bis(4-
cyanatophenyl) 
propane 

Total content of 
impurities 
Less than 1% : 50 - 50 - - - -
2 % - 50 - - 50 - - -
4 % - - 50 - - 50 - --
15% - - - - - - 50 50 

J ' 

Sumi epoxy® ESCN-195 50 50 50 - - - 50 -
.. 

LDX-4127 - - - 50 50 50 50 

zinc naphthenate ·0-.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 

Strength ( kg/mm2
) 15 16 16 14 12 15 11 

Sumiepoxy® ESCN-195: Cresol novolac type epoxy 

resin(manufactured by Sumitomo Chemical co., Ltd.) 

LDX-4127: Bromine-containing novolac type epoxy resin 

5 (manufactured by S·umitomo Chemical Co., Ltd.) 

The cured product of the cyanate ester composition 

of the present invention is excellent in mechanical 

property. 

11 
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What is claimed is: 

· 1. A cyanate ester composition comprising (A) a 

cyanate ester in which the total content of imino 

carbonates, alky1 cyanamides, partially substituted 

5 cyanates and phenols as impurities is 5%_ or less, or a 

prepolymer thereof, and (B) an epoxy resin. 

2. The cyanate ester composition according to claim 

1, wherein the cyanate ester composition further contains 
- . 

(C) a curing catalyst. 

10 3. The cyfinate:.ester composition according:to claim 

1, wherein the cyanate ester (A) is one derived from 

bisphenol A, or a prepolymer ·thereof. 

4. The cyanate ester composition according to claim 

1, wherein the epoxy resin (B) is an epoxy resin 

15 represented by structural formula (1) or (2) below: 

(OGly)h 

-~I ~ ---------- ( 1 ) 

(R). 
•- or 

(OGly)j 

(2) 

' 

.-. .·. 

wherein, n is an average repeating number and represents 

20 a number of 0 to 10, h represents an integer of 1 to 3, 
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j represents an integer of 1 to 3, i represents zero or 

an integer of 1 to 4, 1 is zero or integer of 1 to 3, 

each of the R groups independently represents a bromine, 

atom; a chlorine "ti tom, an alkyl group having 1 to 10 carbon 

5 atoms, a cycloalkyl group having 5 to 7 carbon atoms, 

a hydrocarbon group having 6-to 20 carbon atoms, which 

contains a cycloalkyl· group having 5 to 7 carbon atoms, 

or a group repr~sented by the structural formula (3) 

described below: 

10 

----------- (3) 

m 
I 

wherein ~ represents a number of 0 to 9, and each of the·: 

R groups may be the same or different when i is 2 or more, 

Gly represents a glycidyl group, and A represents an 

15 oxygen atom, a sulfur atom, or a group represented by 

the structural formulae (4) to (14) below: 
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CH3 
I 

-C-

-CH2-
I 

-SOz- CH3 

( 4) 
I 

,,;,· ( 5) I 
( 6) I 

CH3 
I 

-C-

¢\ ., 
-CH- '• 

Ha¢c~ 6H 

I 'O -EtG-
OGly 

OGly 

(7) 
I 

( 8) I ( 9) I 

-CH-

0-0Gly T T -CH20-cH2- -b-0-b-
I - I 
T T ··.:-. 

(T)k 

(10), (11) (12), 
I 

-C=C-
-CH==CH-· I I 

T T 
(13) I and 

(14) 

5 wherein each of the T groups represents an alkyl group 

having 1 to 10 carbon atoms, and k is zero or an integer 

of 1 to 4. 
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5. The cyanate ester composition according to claim 

1, wherein the epoxy resin (B) is an epoxy resin 

represented by the structural formula ( 15) or ( 16) below:, 

(00 --~~------------------------ ( 14) ' 

or 

( 16) -

' 

wherein n is an average repeating number and re.presents 

a number of 0 to 10, h represents an integer of 1 to 3, 

j rep~esents an integer of 1 t6 3, and B represents any 

one of the structural formula (4) or (17} below: 

- CH2- ---------------- ( 4) or 

T (U)i T. . 

-~-6~-
' ~ I T T 

-------------------- ( 1 7 ) 

wherein each of the U groups independently represents 

a halogen atom or an alkyl group having 1 to 10 carbon 

15 atoms, each of the T groups represents an alkyl group 

having 1 to 10 carbon atoms and i represents zero or an 

integer of 1 to 4). 

6. The cyanate ester composition according to claim 

4, wherein the epoxy resin (B) is a reaction product of 

U1iii1iliiir 
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the epoxy resin, tetrabromo bisphenol A and a gylcidyl 

ether of tetrabromo-bisphenol A. 

7. The cyanate ester composition according to claim. 

5, wherein the epoxy resin (B) is a reaction product of 

5 the epoxy resin, tetrabromo-bisphenol A and a gylcidyl 

ether of tetrabromo-bisphenol A. 

8. A cured product obtained by curing the cyanate ester 

composition of c~aim 1. 

9. A cured product obtained by curing the cyanate ester 

10 composition abco~ding to claim 2. 

10. A cured product obtained by curing the cyanate 

ester composition of· claim 3. 

11. A cured product obtained by.curing the cyanate 

ester composition of claim 4. 

15 12. A cured product obtained by curing the cyanate 

ester composition according to claim 5. 

13. A cured product obtained by cul:.i.ng the cyanate 

ester composition .according to claim 6. 

14. A cured product obtained by curing the cyanat~· 

20 ester composition according to claim 7. 


