
METHODS AND SYSTEMS FOR IDENTIFICATION OF BREACH ATTEMPTS 

IN A CLIENT -SERVER COMMUNICATION USING ACCESS TOKENS 

TECHNICAL FIELD 

[0001] The present disclosure relates to client-server architecture and, more 

particularly to, identification of breach attempts in a client-server communication. 

BACKGROUND 

[0002] In a typical client-server architecture, clients and servers exchange 

messages in a request and response pattern. For example, the client sends a request, and the 

server returns a response or vice versa. To communicate, client systems and server systems 

should have a common language, and they must communicate by following certain rules so 

that both the client and the server know what to expect in the communication. The 

language and rules of communication are normally defined in a communications protocol. 

[0003] In a client-server communication, there may be several Application 

Programming Interface (API) sessions between a client and a server. An API session may 

further include several API calls/requests from the client to the server for exchange of data. 

A server may verify or authenticate a client for exchanging sensitive information with the 

client for preventing security breaches and phishing related risks. Verification or 

authentication of a client may be performed using access tokens. An access token contains 

security credentials for a login session and the access token is used to identify a client/user, 

and, in some cases, an application. This kind of token is specifically meant for an API. The 

purpose of the access token is to inform via the API that the holder of this access token has 

been authorized to access the API and perform specific actions supported by the 

application. 

[0004] Currently, access tokens are configured to expIre based on time and 

location. These tokens can also be configured to expire or become invalid upon detection 

of a breach in the network. However, attempts to use the access tokens for prediction of 

risk! breach attempt have not been explored much. 
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[0005] Hence, in light of the foregoing discussion, it may be necessary to 

implement a system and method, wherein access tokens can be employed for breach/risk 

detection in a client-server communication. 

SUMMARY 

[0006] Various example embodiments of the present disclosure provide methods, 

systems, user devices and computer program products for using access tokens for 

identification of breach attempts in a client-server communication. Various embodiments 

provide a token server for generating tokens and facilitates generation of one or more 

token configuration parameters for a valid token in response to a token generation request. 

Various embodiments provide a client device for defining the one or more token 

configuration parameters, and Application Programming Interface (API) servers for 

facilitating in identification of breach attempts. Various embodiments further provide a 

method for validating a token, by the token server in response to a token validation request 

from an API server. 

[0007] An embodiment provides a method of using access tokens for identification 

of breach attempts in a client-server communication. The method includes receiving, by a 

server system, a token validation request for validation of a token from an Application 

Programming Interface (API) server sent from a client device to the API server. The 

method includes accessing, by the server system, one or more token configuration 

parameters associated with a valid token. The one or more token configuration parameters 

include one or more of a number of allowable access attempts using the valid token in the 

API session and a range of frequency of allowable access attempts using the valid token in 

the API session. The method includes verifying whether the token conforms to the one or 
, 

more token configuration parameters. The method further includes determining a breach 

attempt associated with the token if the token does not conform to the one or more token 

configuration parameters. 

[0008] Another embodiment provides a server system for using access tokens for 

identification of breach attempts in a client-server communication. The server system 

includes a memory including stored instructions and a processor. The processor is 

configured to execute the stored instructions and thereby cause the server system to 

2 



perform receiving a token validation request for validation of a token from an API server. 

The token is sent from a client device to the API server in one or more API calls of an API 

session. The server system is further caused to perform accessing one or more token 

configuration parameters associated with a valid token. The one or more token 

configuration parameters include one or more of a number of allowable access attempts 

using the valid token in the API session and a range of frequency of allowable access 

attempts using the valid token in the API session. The server system is further caused to 

perform verifying whether the token conforms to the one or more token configuration 

parameters associated with the valid token. The server system is further caused to perform 

determining a breach attempt associated with the token if the token does not conform to the 

one or more token configuration parameters. 

[0009] Another embodiment provides a client device for identification of breach 

attempts in a client-server communication. The client device includes a memory including 

stored instructions and a processor. The processor is configured to execute the stored 

instructions and thereby cause the client device to perform at least facilitating in defining 

of one or more token configuration parameters for a valid token. The one or more token 

configuration parameters are defined by a user of the client device. The client device is 

caused to send a token generation request to a server system. The token generation request 

includes the one or more token configuration parameters defined by the client device for 

the valid token. The client device is further caused to receive the valid token generated 

from the server system and to send an API request for client-server communication to an 

API server using a token generated based on the one or more token configuration 

parameters. 

[00101 Another embodiment provides a method of usmg access tokens for 

identification of breach attempts in a client-server communication. The method includes 

facilitating, by a client device, defining of one or more token configuration parameters. 

The one or more token configuration parameters are defined by a user of the client device. 

The method includes sending, to a server system by the client device, a token generation 

request including the one or more token configuration parameters which are associated 

with a valid token. The method further includes receiving the valid token from the server 

system. 
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[0011] Another embodiment provides a method of usmg access tokens for 

identification of breach attempts in a client-server communication. The method includes 

receiving, by an API server, an API request for client-server communication. The API 

request includes a token that is received by the API server from a client device in one or 

more API calls of an API session. The method includes sending, by the API server, a token 

validation request for validation of the token to a server system. The method includes 

receiving verification information corresponding to whether the token conforms to one or 

more token configuration parameters. The one or more token configuration parameters are 

associated with a valid token. The valid token is generated by the token server upon 

receiving a token generation request from the client device. The one or more token 

configuration parameters includes one or more of a number of allowable access attempts 

using the valid token in the API session and a range of frequency of allowable access 

attempts using the valid token in the API session. 

BRIEF DESCRIPTION OF THE FIGURES 

[0012] For a more complete understanding of example embodiments of the present 

technology, reference is now made to the following descriptions taken in connection with 

the accompanying drawings in which: 

[0013] FIG. I is an illustration of an example environment, in which at least some 

example embodiments of the present disclosure can be implemented; 

[0014] FIG. 2 illustrates a flow diagram of a method for facilitating validation of 

the token and determining a breach attempt associated with the token, in accordance with 

an example embodiment of the present disclosure; 

[0015] FIG. 3 illustrates a simplified schematic flow diagram representing a 

method of generating the token by the token server upon receiving the token generation 

request from the client device, in accordance with an example embodiment of the present 

disclosure; 

[0016] FIG. 4A illustrates an interface enabling defining the one or more token 

configuration parameters on the client device, in accordance with an example embodiment 

of the present disclosure; 
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[0017] FIG. 4B illustrates an example representation of a table including one or 

more token configuration parameters for a client, in accordance with an example 

embodiment of the present disclosure; 

[0018] FIG. 5 illustrates a schematic flow diagram representing a method of 

facilitating a client-server communication using access tokens, in accordance with an 

example embodiment of the present disclosure; 

[0019] FIGS. 6, 7 and 8 illustrate simplified schematic representations displaying 

different configurations of a client device, token server and application server for 

facilitating identification of breach attempts in a client-server communication, in 

accordance with one embodiment of the present disclosure; 

[0020] FIG. 9 illustrates a flow diagram of a method for facilitating generation of 

the token and determining a breach attempt associated with the token, in accordance with 

an example embodiment of the present disclosure 

[0021 ] FIG. 10 illustrates a flow diagram of a method for sending validation 

request for validation of the token and determining a breach attempt associated with the 

token, in accordance with an example embodiment of the present disclosure; 

[0022] FIG. 11 is a simplified block diagram of a server system, in accordance with 

one embodiment of the present disclosure; 

[0023] FIG. 12 is a simplified block diagram of another server system, In 

accordance with one embodiment of the present disclosure; and 

[0024] FIG. 13 shows simplified block diagram of a user device, such as the client 

device, in accordance with one embodiment of the present disclosure. 

[0025] The drawings referred to in this description are not to be understood as 

being drawn to scale except if specifically noted, and such drawings are only exemplary in 

nature. 

DETAILED DESCRIPTION 
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[0026] In the following description, for purposes of explanation, numerous specific 

details are set forth in order to provide a thorough understanding of the present disclosure. 

It will be apparent, however, to one skilled in the art that the present disclosure can be 

practiced without these specific details. 

[0027] Reference in this specification to "one embodiment" or "an embodiment" 

means that a particular feature, structure, or characteristic described in connection with the 

embodiment is included in at least one embodiment of the present disclosure. The 

appearance of the phrase "in an embodiment" in various places in the specification are not 

necessarily all referring to the same embodiment, nor are separate or alternative 

embodiments mutually exclusive of other embodiments. Moreover, various features are 

described which may be exhibited by some embodiments and not by others. Similarly, 

various requirements are described which may be requirements for some embodiments but 

not for other embodiments. 

[0028] Moreover, although the following description contains many specifics for 

the purposes of illustration, anyone skilled in the art will appreciate that many variations 

and/or alterations to said details are within the scope of the present disclosure. Similarly, 

although many of the features of the present disclosure are described in terms of each 

other, or in conjunction with each other, one skilled in the art will appreciate that many of 

these features can be provided independently of other features. Accordingly, this 

description of the present disclosure is set forth without any loss of generality to, and 

without imposing limitations upon, the present disclosure. 

OVERVIEW 

[0029] Various example embodiments of the present disclosure provide methods, 

systems, user devices and computer program products for using access tokens for 

identification of breach attempts in a client-server communication. Various embodiments 

provide a token server for generating tokens with one or more token configuration 

parameters in response to a token generation request. Various embodiments provide a 

client device for defining the one or more token configuration parameters. Various 

embodiments further provide methods for validating a token, by the token server, m 

response to a token validation request from an API server. 
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[0030] In various example embodiments, the present disclosure provides a token 

server, a client device, and an API server. The client device and the API server exchange 

information through an application. The application may be a payment transaction 

application or a digital wallet application, as an example. In an embodiment, the client 

device facilitates defining, by a user, one or more token configuration parameters 

associated with a valid token, where the valid token is generated by the token server for the 

client. The token configuration parameters are defined with a view that the any exchange 

between the client device and the API server should be in conformity with the token 

configuration parameters. The token configuration parameters are generally stored with the 

token server. Whenever the client devices uses the token while interacting with the API 

server, the API server communicates with the token server to check whether the token 

received from the client device is in conformity with the token configuration parameters or 

not, and based on such check, authenticity of the token (or occurrence of any breach 

attempt) is determined. 

[0031 ] In an example, the client device sends a token generation request including 

the one or more token configuration parameters to the token server. An example of the 

token configuration parameters includes a number of allowable access attempts using a 

token in an API session. Another example of the token configuration parameters is a range 

of frequency of allowable access attempts using the token in the API session. The token 

configuration parameters also include an allowed access pattern of the token for the API 

session or in a pre-defined period of time. The allowed access pattern for the API session is 

determined based on historical access patterns followed in previous API sessions. 

[0032] In response to the token generation request, the token server generates a 

valid token and sends the valid token to the client device. During an API session between 

the client device and the API server, the client device may send the valid token to the API 

server in one or more API calls. In many instances, in a typical client-server 

communication, the API server may receive malicious API requests from unauthorized 

sources posing as the client device. These unauthorized sources may send tokens in the 

API requests, which may be alike in appearance with the valid token generated by the 

token server. It is desired that the API server validates such tokens with the token server in 

order to prevent breach attempt by malicious entities, tools or software. 

7 



[0033] The API server sends a token validation request for validation of the token 

to the token server. The token validation request includes the token. The token server 

verifies/determines whether a number of times the token validation request is received 

from the API server in a given time conforms to the number of allowable access attempts 

using the token. Further, the token server may also verify whether a frequency at which the 

token validation request is received from the API server in a pre-defined time interval 

conforms to the range of allowable frequency of access attempts using the token. 

Additionally or alternatively, the token server further verifies/determines whether the 

access pattern associated with the token conforms to historical access patterns. In other 

words, the token server verifies whether the token received by the API server is same as 

the valid token generated by the token server. Based on these determinations, the token 

server verifies whether the token received from the API server is a valid token that 

conforms to the one or more token configuration parameters. The token server determines 

a breach attempt associated with the token if the token does not conform to the one or more 

token configuration parameters. If the token thus received has not conformed to any of the 

one or more token configuration parameters, validation of the API call is failed and hence 

a breach attempt may be prevented without the implementation of additional security 

systems. The token server provides instructions to the client device to renew the token 

upon determining a breach attempt. 

[0034] Various example embodiments of the present disclosure are herein 

explained with respect to FIGS. 1 to 13. 

[0035] FIG. 1 illustrates an exemplary representation of an environment 100, in 

which at least some example embodiments of the present disclosure can be implemented. 

In the illustrated environment 100, a client device 102 is illustrated. The client device 102 

is seen to be in operative communication with a token server 104 and an API server 106 

via a network 108. In some embodiments, the token server 104 and the API server 106 can 

be a single entity i. e. embodied within a single server system. The token server 104 and the 

application server 106 can be examples of logical servers built on cloud computing 

platform. Alternatively, these servers can be physical servers located at facilities of entities 

managing these servers. 

[0036] In an embodiment, the application server 106 hosts an application to be 
8 



used by various users. Some non-exhaustive examples of the application include a payment 

transaction application, an authentication application, a loyalty program application, a 

digital wallet application and an e-commerce application. The API and other components 

of the application rest on the application server 106. The application can be made available 

at application stores such as Google playstore managed by Google®, Apple App store 

managed by Apple®, etc. The application can be downloaded from the application stores, 

or from other sources such as web links and storage locations, to devices such as the client 

device 102. The application is a set of computer executable codes configured to perform 

functions inherently configured in the application. The set of computer executable codes 

may be stored in a non-transitory computer-readable medium of the client device 102 so as 

to access the application from the application server 106. The application installed on the 

client device 102 facilitates an application interface (not shown in FIG. 1) on the client 

device 102 to enable communication with the application server 106. 

[0037] The application, as an example, may be a payment transaction application. 

It shall be noted that accessing the payment transaction application may redirect the client 

device 102 to establish a connection/session with the token server 104 for generation of 

tokens comprising the one or more token configuration parameters. It shall be noted that 

the application may present an interface on the client device 102 that enables defining of 

the one or more token configuration parameters. 

[0038] Upon successful generation of tokens comprising the one or more token 

configuration parameters, an API session may be initiated between the application server 

106 and the client device 102 for authentication of the client device 102 or a user of the 

client device 102 and exchange payment transaction related information upon 

authentication. 

[0039] The application server 106 can take example of any server which requires 

authentication of a user communicating with the application server 106 via a digital token. 

In an example, the application server 106 may be associated with a financial institution 

such as an "issuer bank" or "issuing bank" or simply "issuer" or simply "bank", in which a 

user operating the client device 102 may have an issuer account. The application server 

106 includes an issuer database (not shown) for maintaining information such as one or 

more issuer accounts of the user, transaction history related information, permanent 
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account number (PAN) with which the one or more issuer accounts are linked, etc. 

Additionally or alternatively, the application server 106 may be associated with a merchant 

or a Point of Sale (POS) system network. For example, the application server 106 may be 

associated with an "acquirer bank" or "acquiring bank" or simply "acquirer", in which a 

user operating the client device I 02 may have an acquirer account. Additional non-limiting 

examples of the application server 106 may be a digital wallet server and an authentication 

server. 

[0040] Some non-exhaustive examples of the token server 104 include a payment 

server managed by payment cards issuing authorities and/or a payment server associated 

with a payment interchange network (not shown). Examples of payment interchange 

network include, but are not limited to, Mastercard® payment system interchange network. 

The Mastercard® payment system interchange network is a proprietary communications 

standard promulgated by Mastercard® International Incorporated for the exchange of 

financial transaction data between financial institutions that are members of Mastercard® 

International Incorporated. (Mastercard is a registered trademark of Mastercard 

International Incorporated located in Purchase, N.Y.). Additionally, the application server 

106 may be associated with a financial institution, merchant or a POS system network. 

[0041 ] In another example, the application server 106 and the token server 104 

may be managed by the same entity. For example, the application server 106 and the token 

server 104 may be managed by a financial institution such as an issuer bank, or by a 

payment interchange network such as Mastercard® payment system interchange network. 

In another example, both of the application server 106 and the token server 104 may be 

managed by a merchant, a POS system network or by a digital wallet server. In another 

example, the API server 106 and the token server 104 are managed by two separate 

entities. As an example, the API server 106 may be managed by a financial institution 

(e.g., issuer) and the token server 104 may be managed by a payment cards issuing 

authority (e.g. Mastercard®) as a payment interchange network or vice versa. In such 

cases, it shall be noted that there may be a separate token generation application hosted by 

the token server 104, which can be accessed on the client device 102. The client device 

102 can access the token generation application to define the one or more token 

configuration parameters and to send the token generation request to the token server 104. 
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[0042] Examples of the client device 102 include, but are not limited to, a 

smartphone, a tablet, a personal digital assistant (PDA), a notebook, etc. As an example, 

the client device 102 of FIG. 1 is depicted as a smartphone. However, it shall be 

understood that, the client device 102 is not limited to a smartphone and can include any 

electronic device of the likes of a smartphone and having the capability to allow 

installation of third party applications and communicate with other devices via the network 

108. 

[0043] The client device 102, the application server 106 and the token server 104 

may communicate with one another via the communication network 108. The 

communication network 108 may be a centralized network or may comprise a plurality of 

sub-networks that may offer a direct communication or may offer indirect communication 

between the client device 102, the application server 106 and the token server 104. 

Examples of the communication network 108 may include any type of wired network, 

wireless network, or a combination of wired and wireless networks. A wireless network 

may be a wireless local area network ("WLAN"), a wireless wide area network 

("WW AN"), or any other type of wireless network now known or later developed. 

Additionally, the communication network 108 may be or include the Internet, intranets, 

extranets, microwave networks, satellite communications, cellular systems, personal 

communication services ("peS"), infrared communications, global area networks, or other 

suitable networks, etc., or any combination of two or more such networks. 

[0044] In an example scenario, if the application is a typical payment transaction 

application, the client device 102 accesses the application to initiate a payment transaction. 

As described earlier, it shall be noted that accessing the application may redirect the client 

device 102 to establish a connection/session with the token server 104 for generation of 

tokens. Access of the application may present an interface on the client device 102 that 

enables defining of the one or more token configuration parameters. This may be the case 

when the token server 104 and the application server 106 can both be accessed via a single 

application, i.e. a payment transaction application. In an alternate embodiment, the client 

device 102 may initiate a session with the token server 104 to define the one or more token 

configuration parameters via a separate application such as a token generation application. 

[0045] It shall be noted that a user of the client device 102 configures/defines one 
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or more token configuration parameters and sends a token generation request to the token 

server 104, wherein the token generation request includes the one or more token 

configuration parameters. In response to the request, the token server 104 generates a token 

with the one or more token configuration parameters. The client device 102 may, 

subsequently initiate API calls with the API server 106 using the token. Upon receiving the 

token, the API server 106 now requests the token server 104 for validation of the token. 

[0046] FIG. 2 illustrates a flow diagram of a method 200 for facilitating validation 

of the token and determining a breach attempt associated with the token, in accordance 

with an example embodiment of the present disclosure. The method 200 depicted in the 

flow diagram may be executed by, for example, the token server 104. Operations of the 

flow diagram 200, and combinations of operations in the flow diagram 200, may be 

implemented by, for example, hardware, firmware, a processor, circuitry and/or a different 

device associated with the execution of software that includes one or more computer 

program instructions. The operations of the method 200 are described herein with help of 

the token server 104. It is noted that the operations of the method 200 can be described 

and/or practiced by using a system other than the token server 104. The method 200 starts 

at operation 202. 

[0047] At 202, the token server 104 receives a token validation request from the 

API server 106 for validation of a token. The token validation request includes a token. 

The token may be sent from the client device 102 or any other external devices, software 

and applications to the API server 106 in one or more API calls of an API session. The 

token received in the API request may be the valid token generated by the token server 104 

for the client device 102. It shall be noted that the valid token is generated by the token 

server 104 using the one or more token configuration parameters defined by the user in the 

client device 102. On the other hand, the token received in the API request may not be the 

valid token generated by the token server 104 for the client device 102 and may be a 

malicious token sent by an unauthorized entity or software while attempting fraudulent 

activities. 

[0048] At 204, the token server 104 accesses the one or more token configuration 

parameters which are associated with a valid token shared with the client device 102. The 

one or more token configuration parameters include at least a number of allowable access 
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attempts using the valid token in the API session and a range of frequency of allowable 

access attempts using the valid token in the API session. Additionally, the one or more 

token configuration parameters also include an access pattern, which is determined based 

on historical access patterns. In an example, the historical access patterns may include 

access patterns of the valid token in a pre-defined time period, for example, last 1 month, 

or last 2 weeks. 

[0049] At 206, the token server 104 verifies whether the token conforms to the one 

or more token configuration parameters. As an example, the token server 104 verifies 

whether the number of validation requests received from the API server 106 during a 

predetermined time conforms to the allowable access attempts defined/configured by the 

user and which was associated with the valid token. Further, the token server 104 verifies 

whether the frequency of validation requests received from the API server 106 conforms to 

the allowable frequency range defined/configured by the user which was associated with 

the valid token. Furthermore, the token server 104 verifies whether the access pattern 

conforms to the defined access pattern. 

[0050] At 208, the token server 104 determines a breach attempt associated with 

the token if the token does not conform to the one or more token configuration parameters. 

In other words, the token server 104 determines a breach attempt associated with the token 

if the token is not a valid token that conforms to the one or more token configuration 

parameters. The token server 104 further provides instructions to the client device 102 to 

renew the token upon determining a breach attempt. 

[0051] FIG. 3 illustrates a simplified schematic flow diagram 300 representing a 

method of generating the valid token by the token server 104 upon receiving the token 

generation request from the client device 102, in accordance with an example embodiment 

of the present disclosure. It shall be noted that the application on the client device 102 may 

establish a communication with the token server 104 before allowing any API call requests 

with the API server 106. Alternatively, a token generation application may be accessed in 

the client device 102 which initiates a token generation session with the token server 104. 

[0052] 

104. 

At 302, the client device 102 sends a registration request to the token server 
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[0053] At 304, in response to the registration request, the token server 104 

facilitates registration of the client device 102 or the user of the client device 102. Herein, 

facilitating registration may refer to facilitating a user interface on the client device 102. 

The user of the client device 102 may provide a valid client ID and client authentication 

parameters as part of registration, which enables the token server 104 to authenticate the 

client device 102. The token server 104 facilitates a registration interface and allows 

registration of the user and/or the client device 102. 

[0054] At 306, the client device 102 allows defining of one or more token 

configuration parameters of a valid token to be generated. As part of registration, the user 

of the client device 102 defines or configures one or more token configuration parameters. 

The one or more token configuration parameters include at least a number of allowable 

access attempts using the valid token in the API session and a range of frequency of 

allowable access attempts using the valid token in the API session. Additionally, the one or 

more token configuration parameters also include an access pattern, which is determined 

based on historical access patterns. In an example, the historical access patterns may 

include access patterns in a pre-defined time period, for example, last 1 month, or last 2 

weeks. 

[0055] At 308, the client device 102 sends the one or more token configuration 

parameters to the token server 104. 

[0056] At 310, the token server 104 generates the valid token with the one or more 

configuration parameters. As an example, a generated valid token may appear as 

'ABCDEFGHl123'. It shall be noted that even a malicious token may appear as 

'ABCDEFGH1123'. 

[0057] At 312, the token server 104 sends the valid token generated using the one 

or more configuration parameters to the client device 102 or the application installed at the 

client device 102. 

[0058] Referring now to FIG. 4A, an interface 402 enabling defining of the one or 

more token configuration parameters on the client device 102, in accordance with an 

example embodiment of the present disclosure. The interface 402 may presented to the 
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user on the client device 102 upon accessing the application installed on the client device 

102 before an API session is established between the client device 102 and the API server 

106. The interface 402 is a registration page and allows registration of the user and/or the 

client device 102. The interface 402 presents an access attempt field 404, an access attempt 

frequency field 406 and an access pattern field 408. The access attempt field 404 allows 

the user to enter a number which indicates a maximum number of access attempt using a 

valid token in a single API session. 

[0059] As an example, the user may define the maXImum number of access 

attempts in an API session as '5'. The access attempt frequency field 406 allows the user to 

enter a range of frequencies based on any time unit such as per second, per minute, per 

hour, per day, per week, per month, etc. in any time. As an example, the user may define 

the frequency range of access attempts using a valid token in an API session as '1-3' 

access attempts per second. The access pattern field 408 allows the user to enter a pattern 

identifier of token access. As an example, based on historical access patterns, a defined 

access pattern of a token in an API session may appear as first API call is received from an 

application feature A, second API call is received from an application feature B and a third 

API call is received from an application feature C. An example pattern identifier in this 

case may be 1A2B3C. 

[0060] The token server 104 is configured to facilitate validation of a token 

received in a token validation request from the API server 106 for an API call of the client 

device 102. For example, the token server 104 checks whether the token received from the 

API server 106 is a valid token that conforms to one or more token configuration 

parameters. Based on such checking, the token server 104 processes the token validation 

request. 

[0061] It shall be noted that, in a client -server communication, the API server 106 

may receive malicious API requests from unauthorized sources posing as the client device 

102. These unauthorized sources may send tokens in the API requests, which may be alike 

in appearance with the valid token generated by the token server 104. It is desired that the 

API server 106 validates such tokens with the token server 104 in order to prevent breach 

attempt by malicious entities, tools or software. Upon receiving the token, the API server 

106 now requests the token server 104 for validation of the token. Validation of the token 
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is described with reference to FIG. 5. 

[0062] Referring now to FIG. 4B, a schematic representation of a table 400 

containing token parameters is shown, in accordance with an example embodiment of 

present disclosure. As shown in the table 400, in column 402, client device identifiers 

(IDs) are provided. For each client device ID, corresponding token is provided in the 

column 404, and one or more token configuration parameters are populated in columns 

such as columns 406, 408a, 408b, 408c, 408d, and 41Oa, 410b. For instance, in the column 

406, a number of access attempts is defined. The column 408a contains a frequency of 

access attempts in a second, the column 408b contains a frequency of access attempts in a 

minute, the column 408c contains a frequency of access attempts in an hour, and the 

column 408d contains a frequency of access attempts in a single day. Further, the column 

4IOa contains an access pattern of token for an application 'X', and the column 4IOb 

contains an access pattern of token for an application 'Y'. 

[0063] As illustrated in FIG. 4B, for the client ID 'XYZ', a token 

'ABCDEFGHI123' is generated, and the number of access attempts is configured as '3', and 

the frequency of using the access token in a second is 'I', in a minute is '3', in an hour is '6' 

and in a day is '20'. When the client with client ID 'XYZ' accesses the application 'X', a 

typical access pattern is deduced as F 1 F 4 F7 (among various features F 1 to FlO of the 

application 'X'). Similarly, when the client with client ID 'XYZ' accesses the application 

'Y', a typical access pattern is deduced as F2F4F6 (among various features FI to FlO of the 

application 'Y'). 

[0064] For the client ID 'LMO', a token 'XYZDEFGHI567' is generated, the 

number of access attempts is configured as '4', and the frequency of using the access token 

in a second is 'I', in a minute is '4', in an hour is '10' and in a day is '25'. When the client 

with client ID ' LMO' accesses the application 'X', a typical access pattern is deduced as 

FIF2F3 (among various features FI to FlO of the application 'X'). Similarly, when the 

client with client ID 'LMO' accesses the application 'Y', a typical access pattern is deduced 

as FIF4F6 (among various features FI to FlO of the application 'Y'). 

[0065] In an embodiment, the access pattern for a client for an application can be 

defined by the client itself. For instance, the client with client ID 'LMO' defines that 

16 



whenever the application 'X' will be accessed by the client, it will be in sequence of 

FIF2F3 features/pages of the application 'X'. In other words, a normal usage pattern of the 

application 'X' by the client suggests that tokens are used for authentication/access of 

F 1 F2F3 features of the application 'X'. 

[0066] In another embodiment, the access pattern may be gathered from the usage 

pattern of the tokens when the client accesses the application 'Y'. For instance, the token 

server 104 or the application server 106 store a pattern in which the client uses tokens for 

accessing the application 'Y' over a pre-defined period, say 1 month. For instance, when it 

is observed that client accesses the application 'Y' by using tokens for the features FIF4F6 

majority of the times over the last month, the access pattern for the application 'Y' can be 

set as FIF4F6. It is also noted that the access pattern can be dynamic and can keep 

changing on the basis of any changes in the usage pattern of the application 'Y' by the 

client. 

[0067] FIG. 5 illustrates a schematic flow diagram 500 representing a method of 

facilitating a client-server communication using a token, in accordance with an example 

embodiment of the present disclosure. The client device 102 or the application make an 

API call to the API server 106. It shall be noted that, there may be a plurality of API calls 

and responses between the client device 102 and the API server 106 in an API session until 

the token expires. It shall be noted that an unauthorized external device/source may pose as 

the client device 102 and send malicious token which may be exactly like the valid token. 

[0068] At 502, an API request/call for an API session is initiated at the client 

device 102 in the application. At 504, the API request is sent to the API server 106 from 

the client device 102. The API request includes a token. The token received in the API 

request may be the valid token generated at operation 310 described with respect to FIG. 3. 

On the other hand, the token received in the API request may not be the valid token 

generated at operation 310 and may be a malicious token sent by an unauthorized entity or 

software while attempting fraudulent activities. It should be noted that an API session may 

include multiple API calls from the client device 102 to the API server 106. 

[0069] At 506, the API server 106 sends a token validation request to the token 

server 104 to request validation of the token. The token validation request includes the 
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token received by the API server 106. Validation of the token herein refers to determining 

whether the token conforms to the one or more configuration parameters. Further 

validation may refer to detern1ining if the received token is generated by the token server 

104 and exists in the token server 104 and whether the token possesses properties 

possessed by a valid token generated by the token server 104 for the client device 102. 

[0070] At 508, the token server 104 verifies whether access attempts using the 

token in a predefined time during an API session conforms to the user configured 

allowable access attempt using the valid token during an API session. In other words, the 

token server 104 verifies whether the number of validation requests received from the API 

server 106 in a predefined time is within the number of allowable access attempts. As an 

example, the user may define the maximum number of access attempts in an API session 

as '5'. Now, if the token server 104 receives validation request for a number of times that 

exceeds 5, the token server 104 may interpret it as a breach attempt by an intruder or an 

unwanted party. In an embodiment, upon determining such a breach attempt, the token 

server 104 may cause the token to expire and generate new token(s). The token server 104 

further provides instructions to the client device 102 to renew the token upon determining a 

breach attempt. 

[0071 ] At 510, the token server 104 verifies whether the frequency of access 

attempts using the token in a predefined time conforms to the user configured allowable 

frequency range. In other words, the token server 104 verifies whether the frequency at 

which the validation requests are received from the API server 106 in a predefined time 

conforms to the allowable frequency range. As an example, the token access frequency can 

be based on any time unit such as per second, per minute, per hour, per day, per week, per 

month, etc. As an example, the user may define the frequency range of access attempts in 

an API session as '1-3' access attempts per second. Now, if the token server 104 receives 

validation request for a number of times that is less than the lower limit, i. e. 1 and/or 

higher than the upper limit i.e. 3, the token server 104 may interpret that the frequency of 

access attempts using the token is less than 1 or higher than 3, which is not within the 

allowable range of frequency. The token server 104 then identifies a breach attempt and 

can thereby cause the token to expire and generate new token(s). 

[0072] At 512, the token server 104 verifies whether an access pattern using the 
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token conforms to a pre-defined access pattern. It shall be noted that the pre-defined access 

pattern is determined based on historical access patterns using tokens during API session 

between the client device 102 or the application installed at the client device 102 and the 

API server 106. It shall further be noted that the pre-defined access pattern may also be 

determined based on historical access patterns using tokens during API sessions between 

various other applications installed at devices other than the client device 102 and the API 

server 106. It shall also be noted that the pre-defined access pattern may again be 

determined based on historical access patterns using tokens during API sessions between 

the client device 102 or the application installed at the client device 102 and various other 

API servers. A pattern may be identified in terms of a pattern identifier. As an example, 

based on historical access patterns, a defined access pattern of a token in an API session 

may appear as first API call is received from an application feature A, second API call is 

received from an application feature B and a third API call is received from an application 

feature API C. Any deviation in the pattern in accessing the token may be interpreted as an 

invalid pattern and a breach attempt may be identified. Upon identification of the breach 

attempt, the token server 104 can cause the token to expire and generate new token(s). 

[0073] At 514, validation information may be sent to the API server 106. The 

validation information may include a notification of validation success or validation 

failure. 

[0074] At 516, the API server 106 informs the client device 102 of the successful 

validation of the token provided by the client device 102 as part of the API call. The API 

server 106 may inform the authentication notification to the client device 102 by a simple 

handshake message, or in form of text message or email. At 518, the API server 106 

authenticates the client device 102 or the application installed at the client device 102 upon 

successful validation. 

[0075] At 520, an authentication information is sent to the client device 102 in the 

application. Alternatively, the client device 102 receives the authentication notification in 

form of text message or email. 

[0076] At 522, the API server 106 exchanges information requested in the API 

calls during the API session with the client device 102 or the application installed at the 
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client device 102. 

[0077] FIGS. 6, 7 and 8 illustrate simplified schematic representation 600, 700 and 

800 respectively, displaying different configurations of a client device, token server and 

application server for facilitating identification of breach attempts in a client-server 

communication, in accordance with one embodiment of the present disclosure. 

[0078] Referring to FIG. 6, a client device 602 and a server system 604 are in 

operative communication for identification of breach attempts in a client-server 

communication using access tokens. As seen in FIG. 6, a payment token server 608 and a 

payment API server 606 are hosted/managed by the same entity i. e. payment cards issuing 

authorities such as a payment interchange network. An application 610 hosted/managed by 

the payment API server 606 runs on the client device 602. In an example, the client device 

602 may be an electronic device such as a smartphone of a user, and the application 610 

may be a payment application such an application provided by Mastercard® or a digital 

wallet application. Further, the payment API server 606 can be a payment server of a 

payment network, and the payment token server 608 may be a server configured to 

generate tokens for services associated with the payment API server 606. 

[0079] It shall be noted that by accessing the application 610, a session may be 

established between the payment token server 608 and the client device 602 for generation 

of tokens. The client device 602 defines one or more token configuration parameters and 

the payment token server 608 uses the one or more token configuration parameters for 

validation of the token when the token is received from the payment API server 606. 

Further, handshaking operations may be performed between the client device 602 and the 

payment token server 608 to establish the validity of the valid token. Once the validity of 

the valid token is established, the valid token can be used by the client device 602 to make 

API calls to the payment API server 606. Some non-exhaustive examples of the token 

configuration parameters include a number of allowable access attempts using the valid 

token in the API session, and a range of frequency of allowable access attempts using the 

valid token in the API session or in a pre-defined time period such as an hour or a day. The 

token configuration parameters also include an allowed access pattern for the API session 

associated with the token, wherein the allowed access pattern for the API session IS 

determined based on historical access patterns followed in previous API sessions. 
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[0080] Subsequently, an API session is initiated in the application 610 between the 

client device 602 and the payment API server 606 using a token generated by the payment 

token server 608. During the API session, the payment API server 606 sends a token 

validation request to the payment token server 608. The validation request may include the 

token received from the payment API server 606. As part of validation, the payment token 

server 608 verifies whether the token conforms to the one or more token configuration 

parameters stored with the payment token server 608. Upon successful validation, the 

payment API server 606 authenticates the client device 602. 

[0081 ] For instance, when the client device 602 uses the application 610 for 

making a payment, the client device 602 sends a token as part of one or more API calls, to 

the payment API server 606. The payment API server 606 further provides the received 

token to the payment token server 608. Thereafter, the payment token server 608 validates 

the one or more API calls for payment based on checking whether the token conforms to at 

least one of the one or more token configuration parameters. 

[0082] Referring to FIG. 7, a client device 702 and a server system 704 are in 

operative communication for identification of breach attempts in a client-server 

communication using access tokens. As seen in FIG. 7, an issuer token server 708 and an 

issuer API server 706 are hosted/managed by the same entity i.e. a financial institution or a 

bank. An application 710 hosted/managed by the issuer API server 706 runs on the client 

device 702. It shall be noted that by accessing the application 710, a session may be 

established between the issuer token server 708 and the client device 702 for generation of 

valid tokens. The client device 702 defines one or more token configuration parameters, 

and the issuer token server 708 uses the one or more token configuration parameters for 

validation of the token. The one or more token configuration parameters include one or 

more of a number of allowable access attempts using the token in the API session and a 

range of frequency of allowable access attempts using the token in the API session. The 

token configuration parameters also include an allowed access pattern for the API session 

associated with the token, wherein the allowed access pattern for the API session IS 

determined based on historical access patterns followed in previous API sessions. 

[0083] Subsequently, an API session is initiated in the application 710 between the 

client device 702 and the issuer API server 706 using a token generated by the issuer token 
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server 708. During the API session, the issuer API server 706 sends a token validation 

request to the payment token server 608. The token validation request may include the 

token received from the client device 702. As part of validation, the issuer token server 708 

verifies whether the token conforms to the one or more token configuration parameters. 

Upon successful validation, the issuer API server 706 authenticates the client device 702. 

For instance, when the client device 702 uses the application 710 for making a payment, 

the client device 702 sends a token as part of one or more API calls, to the issuer API 

server 706. The issuer API server 706 further provides the received token to the issuer 

token server 708. Thereafter, the issuer token server 708 validates the one or more API 

calls for payment based on checking whether the token conforms to at least one of the one 

or more token configuration parameters. 

[0084] Referring to FIG. 8, a client device 802, a payment token server 804 and an 

issuer API server 806 are in operative communication for identification of breach attempts 

in a client-server communication using access tokens. As seen in FIG. 8, the payment 

token server 804 is hosted/managed by a payment cards issuing authority such as a 

payment interchange network and the issuer API server 806 is hosted/managed by a 

financial institution or a bank. An application 808 hosted/managed by the issuer API server 

806 runs on the client device 802. It shall be noted that by accessing the application 808, a 

session may be established between the payment token server 804 and the client device 

802 for generation of valid tokens. 

[0085] The client device 802 defines one or more token configuration parameters 

and the payment token server 804 uses the one or more token configuration parameters for 

validation of the token. The one or more token configuration parameters include one or 

more of a number of allowable access attempts using the valid token in the API session 

and a range of frequency of allowable access attempts using the valid token in the API 

session. The token configuration parameters also include an allowed access pattern for the 

API session associated with the token, wherein the allowed access pattern for the API 

seSSIOn IS determined based on historical access patterns followed in previous API 

sessIOns. 

[0086] Subsequently, an API session is initiated in the application 808 between the 

client device 802 and the issuer API server 806 using the token generated by the payment 
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token server 804. During the API session, the issuer API server 806 sends token validation 

request to the payment token server 804. The validation request may include the token 

received from the client device 802. As part of validation, the payment token server 804 

verifies whether the token conforms to the one or more token configuration parameters. 

Upon successful validation, the issuer API server 806 authenticates the client device 802. 

[0087] FIG. 9 illustrates a flow diagram of a method 900 for facilitating generation 

of valid tokens, in accordance with an example embodiment of the present disclosure. The 

method 900 depicted in the flow diagram may be executed by, for example, the client 

device 102. Operations of the flow diagram 900, and combinations of operations in the 

flow diagram 900, may be implemented by, for example, hardware, firmware, a processor, 

circuitry and/or a different device associated with the execution of software that includes 

one or more computer program instructions. The operations of the method 900 are 

described herein with help of the client device 102. It is noted that the operations of the 

method 900 can be described and/or practiced by using a system other than the client 

device 102. The method 900 starts at operation 902. 

[0088] At 902, the client device 102 facilitates defining of one or more token 

configuration parameters. The one or more token configuration parameters are defined by a 

user of the client device 102. It shall be noted that the application managed by the API 

server 106 and running on the client device 102 provides a user interface (UI) where a user 

of the client device 102 can define the one or more token configuration parameters. 

[0089] At 904, the client device 102 sends to a server system such as the token 

server 104, a token generation request comprising the one or more token configuration 

parameters which are associated with a valid token. The token generation request may also 

include client device authentication parameters such as client ID, client device ID, etc. 

[0090] At 906, the client device 102 receives the valid token generated by the 

server system from the server system. It shall be noted that the valid token is sent to the 

client device 102 as part of a handshake between the client device 102 and the token server 

104. 

[0091] In some scenarios, the API server 106 may receive malicious API requests 
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from unauthorized sources posing as the client device 102. These unauthorized sources 

may send tokens in the API requests, which may be similar in appearance with the token 

generated by the token server 104. It is desired that the API server 106 validates such 

tokens with the token server 104 in order to prevent breach attempt by malicious entities, 

tools or software. Sending the token for validation is described with reference to FIG. 10. 

[0092) FIG. 10 illustrates a flow diagram of a method 1000 for sending validation 

request for validation of a token, in accordance with an example embodiment of the 

present disclosure. The method 1000 depicted in the flow diagram may be executed by, for 

example, the API server 106. Operations of the flow diagram 1000, and combinations of 

operations in the flow diagram 1000, may be implemented by, for example, hardware, 

firmware, a processor, circuitry and/or a different device associated with the execution of 

software that includes one or more computer program instructions. The operations of the 

method 1000 are described herein with help of the API server 106. It is noted that the 

operations of the method 1000 can be described and/or practiced by using a system other 

than the API server 106. The method 1000 starts at operation 1002. 

[0093) At 1002, the API server 106 receives an API request for client-server 

communication from the client device 102. The API request comprises a token. It shall be 

noted that the token received in the API request mayor may not be the one generated by 

the token server 104. It shall further be noted that the token may be received from an 

external unauthorized source posing as the client device 102. 

[0094) At 1004, the API server 106 sends a token validation request for validation 

of the token to a server system such as the token server 104. The token is received by the 

API server 106 from a client device such as the client device 102 in one or more API calls 

of an API session. The token server 104 receives a token validation request from the API 

server 106 for validation of the token. The token may be sent from the client device 102 to 

the API server 106 in one or more API calls of an API session. 

[0095) At 1006, the API server 106 receIves verification information 

corresponding to whether the token conforms to one or more token configuration 

parameters. The token configuration parameters are already available with the token server 

104, as these parameters are defined while generation of the token by the token server 
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upon receiving a token generation request from the client device 102. As an example, the 

token server 104 verifies whether the number of validation requests received from the API 

server 106 during a predefined time conforms to the allowable access attempts 

defined/configured by the user. Further, token server 104 verifies whether the frequency of 

validation requests received from the API server 106 conforms to the allowable frequency 

range defined/configured by the user. Additionally, the token server 104 may verify 

whether the access pattern conforms to the defined access pattern. 

[0096] In an example embodiment, the token server 104 verifies whether access 

attempts using the token in a predefined time during an API session conforms to the user 

configured allowable access attempt during an API session. In other words, the token 

server 104 verifies whether the number of validation requests received from the API server 

106 in a predefined time is within the number of allowable access attempts. As an 

example, the user may define the maximum number of access attempts in an API session 

as '5'. Now, if the token server 104 receives validation request for a number of times that 

exceeds 5, it may interpreted as a breach attempt by the token server 104. Upon 

determining such a breach attempt, the token server 104 may cause the token to expire and 

generate new token(s). Additionally or alternatively, the token server 104 verifies whether 

the frequency of access attempts using the token in a predefined time conforms to the user 

configured allowable frequency range. In other words, the token server 104 verifies 

whether the frequency at which the validation requests are received from the API server 

106 in a predefined time conforms to the allowable frequency range. As an example, the 

token access frequency can be based on any time unit such as per second, per minute, per 

hour, per day, per week, per month, etc. As an example, the user may define the frequency 

range of access attempts in an API session as '1-3' access attempts per second. Now, if the 

token server 104 receives validation request for a number of times that is less than the 

lower limit, i.e. 1 and/or higher than the upper limit i.e. 3, the token server 104 may 

interpret that the frequency of access attempts using the token is less than 1 or higher than 

3, which is not within the allowable range of frequency. The token server 104 then 

identifies a breach attempt and can thereby cause the token to expire and generate new 

token(s). 

[0097] Moreover, the token server 104 verifies whether an access pattern using the 
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token conforms to a pre-defined access pattern. It shall be noted that the pre-defined access 

pattern is defined based on historical access patterns using tokens during API session 

between the client device 102 or the application installed at the client device 102 and the 

API server 106. It shall further be noted that the pre-defined access pattern may also 

defined based on historical access patterns using tokens during API sessions between 

various other applications installed at devices other than the client device 102 and the API 

server 106. It shall also be noted that the pre-defined access pattern may again be defined 

based on historical access patterns using tokens during API sessions between the client 

device 102 or the application installed at the client device 102 and various other API 

servers. A pattern may be identified in terms of a pattern identifier. As an example, based 

on historical access patterns, a defined access pattern of a token in an API session may 

appear as first API call is received from an application feature A, second API call is 

received from an application feature B and a third API call is received from an application 

feature C. Any deviation in the pattern in accessing the token may be interpreted as an 

invalid pattern and a breach attempt may be identified. Upon identification of the breach 

attempt, the token server 104 can cause the token to expire. The token server 104 further 

provides instructions to the client device 102 to renew the token upon determining a breach 

attempt. 

[0098] FIG. 11 is a simplified block diagram of a server system 1100, in 

accordance with one embodiment of the present disclosure. The server system 1100 is an 

example of the token server 104 of FIG. 1. The server system 1100 includes a computer 

system 1105 and a database 1110. The computer system 1105 includes a processor 1115 

for executing instructions. Instructions may be stored in, for example, but not limited to, a 

memory 1120. The processor 1115 may include one or more processing units (e.g., in a 

multi-core configuration). The processor 1115 is operatively coupled to a communication 

interface 1125 such that the computer system 1105 can communicate with the client device 

102. For example, the communication interface 1125 may receive the token generation 

request from the client device 102. 

[0099] The processor 1115 may also be operatively coupled to the database 1110. 

The database 1110 is any computer-operated hardware suitable for storing and/or 

retrieving data. The database 1110 may include multiple storage units such as hard disks 
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and/or solid-state disks in a redundant array of inexpensive disks (RAID) configuration. 

The database 1110 may include, but not limited to, a storage area network (SAN) and/or a 

network attached storage (NAS) system. In some embodiments, the database 1110 is 

integrated within the computer system 1105. For example, the computer system 1105 may 

include one or more hard disk drives as the database 1110. In other embodiments, the 

database 1110 is external to the computer system 1105 and may be accessed by the 

computer system 1105 using a storage interface 1130. The storage interface 1130 is any 

component capable of providing the processor 1115 with access to the database 1110. The 

storage interface 1130 may include, for example, an Advanced Technology Attachment 

(A TA) adapter, a Serial ATA (SATA) adapter, a Small Computer System Interface (SCSI) 

adapter, a RAID controller, a SAN adapter, a network adapter, and/or any component 

providing the processor 1115 with access to the database 1110. 

[00100] The computer system 1105 further includes a token generation module 

1135. The token generation module 1135 may be configured to generate valid tokens as 

per the one or more token configuration parameters defined in the client device 102. The 

token generation module 1135 may store the token configuration parameters defined in the 

client device 102 for a predefined time until new token configuration parameters are 

received from the client device 102. The token generation module 1135 uses the 

communication interface 1125 to send the generated token to the client device 102. 

[00101] FIG. 12 is a simplified block diagram of another server system 1200, in 

accordance with one embodiment of the present disclosure. The server system 1200 is an 

example of the API server 106 of FIG. 1. The server system 1200 includes a computer 

system 1205 and a database 1210. The computer system 1205 includes a processor 1215 

for executing instructions. Instructions may be stored in, for example, but not limited to, a 

memory 1220. The processor 1215 may include one or more processing units (e.g., in a 

multi-core configuration). The processor 1215 is operatively coupled to a communication 

interface 1225 such that computer system 1205 can communicate with the client device 

102. For example, the communication interface 1225 may receive the token generation 

request from the client device 102. 

[00102] The processor 1215 may also be operatively coupled to the database 1210. 

The database 1210 is any computer-operated hardware suitable for storing and/or 
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retrieving data. The database 1210 may include multiple storage units such as hard disks 

and/or solid-state disks in a redundant array of inexpensive disks (RAID) configuration. 

The database 1210 may include, but not limited to, a storage area network (SAN) and/or a 

network attached storage (NAS) system. In some embodiments, the database 1210 is 

integrated within the computer system 1205. For example, the computer system 1205 may 

include one or more hard disk drives as the database 1210. In other embodiments, the 

database 1210 is external to the computer system 1205 and may be accessed by the 

computer system 1205 using a storage interface 1230. The storage interface 1230 is any 

component capable of providing the processor 1215 with access to the database 1210. The 

storage interface 1230 may include, for example, an Advanced Technology Attachment 

(A T A) adapter, a Serial AT A (SAT A) adapter, a Small Computer System Interface (SCSI) 

adapter, a RAID controller, a SAN adapter, a network adapter, and/or any component 

providing the processor 1215 with access to the database 1210. 

[00103] The computer system 1205 further includes an application module 1235. 

The application module 1235 is configured to implement features of the application on the 

client device 102 upon installation. As an example, the application may be a payment 

transaction application. The application module 1235 may be configured to receive 

payment transaction related information and user information from the client device 102. 

The application module 1235 further sends response to the payment transaction related 

information and the user information to the client device 102. The application module 

1235 may be configured to enable the client device 102 to define the token configuration 

parameters for valid tokens. 

[00104] The processor 1215 is configured to generate a token validation request and 

use the communication interface 1225 to send the token validation request to the server 

system 1200. 

[00105] The computer system 1205 further includes a client authentication module 

1240 that enables authentication of a client device or an application running on the client 

device upon successful validation of a token received from the client device. 

[00106] FIG. 13 shows simplified block diagram of a user device 1300, such as the 

client device 102 of FIG. 1. The user device 1300, for example, can be a desktop computer 
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or a mobile phone capable of implementing the varIOUS embodiments of the present 

disclosure. The user device 1300 is depicted to includes applications 1306. 

[00107] It should be understood that the user device 1300 as illustrated and 

hereinafter described is merely illustrative of one type of device and should not be taken to 

limit the scope of the embodiments. As such, it should be appreciated that at least some of 

the components described below in connection with that the user device 1300 may be 

optional and thus in an example embodiment may include more, less or different 

components than those described in connection with the example embodiment of the FIG. 

13. As such, among other examples, the user device 1300 could be any of an electronic 

device, for example, cellular phones, tablet computers, laptops, mobile computers, 

personal digital assistants (PDAs), mobile televisions, mobile digital assistants, or any 

combination of the aforementioned, and other types of communication or multimedia 

devices. 

[00108] The illustrated user device 1300 includes a controller or a processor 1302 

(e.g., a signal processor, microprocessor, ASIC, or other control and processing logic 

circuitry) for performing such tasks as signal coding, data processing, image processing, 

input/output processing, power control, and/or other functions. An operating system 1304 

controls the allocation and usage of the components of the user device 1300 and support 

for one or more applications programs (see, applications 1306), that implements one or 

more of the innovative features described herein. The applications 1306 may include 

common mobile computing applications (e.g., telephony applications, email applications, 

calendars, contact managers, web browsers, messaging applications such as USSD 

messaging or SMS messaging or SIM Tool Kit (STK) application) or any other computing 

application. 

[00109] The illustrated user device 1300 includes one or more memory components, 

for example, a non-removable memory 1308 and/or removable memory 1310. The non­

removable memory 1308 and/or the removable memory 1310 may be collectively known 

as database in an embodiment. The non-removable memory 1308 can include RAM, ROM, 

flash memory, a hard disk, or other well-known memory storage technologies. The 

removable memory 1310 can include flash memory, smart cards, or a Subscriber Identity 

Module (SIM). The one or more memory components can be used for storing data and/or 
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code for running the operating system 1304 and the applications 1306. The user device 

1300 may further include a user identity module (UIM) 1312. The UIM 1312 may be a 

memory device having a processor built in. The UIM 1312 may include, for example, a 

subscriber identity module (SIM), a universal integrated circuit card (UICC), a universal 

subscriber identity module (USIM), a removable user identity module (R-UIM), or any 

other smart card. The UIM 1312 typically stores information elements related to a mobile 

subscriber. The UIM 1312 in form of the SIM card is well known in Global System for 

Mobile Communications (GSM) communication systems, Code Division Multiple Access 

(CDMA) systems, or with third-generation (3G) wireless communication protocols such as 

Universal Mobile Telecommunications System (UMTS), CDMA9000, wideband CDMA 

(WCDMA) and time division-synchronous CDMA (TD-SCDMA), or with fourth­

generation (4G) wireless communication protocols such as L TE (Long-Term Evolution). 

[00110] The user device 1300 can support one or more input devices 1320 and one 

or more output devices 1330. Examples of the input devices 1320 may include, but are not 

limited to, a touch screen / a display screen 1322 (e.g., capable of capturing finger tap 

inputs, finger gesture inputs, multi-finger tap inputs, multi-finger gesture inputs, or 

keystroke inputs from a virtual keyboard or keypad), a microphone 1324 (e.g., capable of 

capturing voice input), a camera module 1326 (e.g., capable of capturing still picture 

images and/or video images) and a physical keyboard 1328. Examples of the output 

devices 1330 may include, but are not limited to a speaker 1332 and a display 1334. Other 

possible output devices can include piezoelectric or other haptic output devices. Some 

devices can serve more than one input/output function. For example, the touch screen 1322 

and the display 1334 can be combined into a single input/output device. 

[00111] A wireless modem 1340 can be coupled to one or more antennas (not shown 

in the FIG. 13) and can support two-way communications between the processor 1302 and 

external devices, as is well understood in the art. The wireless modem 1340 is shown 

generically and can include, for example, a cellular modem 1342 for communicating at 

long range with the mobile communication network, a Wi-Fi compatible modem 1344 for 

communicating at short range with an external Bluetooth-equipped device or a local 

wireless data network or router, and/or a Bluetooth-compatible modem 1346. The wireless 

modem 1340 is typically configured for communication with one or more cellular 
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networks, such as a GSM network for data and voice communications within a single 

cellular network, between cellular networks, or between the user device 1300 and a public 

switched telephone network (PSTN). 

[00112] The user device 1300 can further include one or more input/output ports 

1350 for establishing connection with peripheral devices including a power supply 1352, 

one or more sensors 1354 for example, an accelerometer, a gyroscope, a compass, or an 

infrared proximity sensor for detecting the orientation or motion of the user device 1300 

and biometric sensors for scanning biometric identity of an authorized user, a transceiver 

1356 (for wirelessly transmitting analog or digital signals) and/or a physical connector 

1360, which can be a USB port, IEEE 1294 (Fire Wire) port, and/or RS-232 port. The 

illustrated components are not required or all-inclusive, as any of the components shown 

can be deleted and other components can be added. 

[00113] The disclosed methods with reference to FIGS. 1 to 13 may be implemented 

using software including computer-executable instructions stored on one or more 

computer-readable media (e.g., non-transitory computer-readable media, such as one or 

more optical media discs, volatile memory components (e.g., DRAM or SRAM), or 

nonvolatile memory or storage components (e.g., hard drives or solid-state nonvolatile 

memory components, such as Flash memory components) and executed on a computer 

(e.g., any suitable computer, such as a laptop computer, net book, Web book, tablet 

computing device, smart phone, or other mobile computing device). Such software may be 

executed, for example, on a single local computer or in a network environment (e.g., via 

the Internet, a wide-area network, a local-area network, a remote web-based server, a 

client-server network (such as a cloud computing network), or other such network) using 

one or more network computers. Additionally, any of the intermediate or final data created 

and used during implementation of the disclosed methods or systems may also be stored on 

one or more computer-readable media (e.g., non-transitory computer-readable media) and 

are considered to be within the scope of the disclosed technology. Furthermore, any of the 

software-based embodiments may be uploaded, downloaded, or remotely accessed through 

a suitable communication means. Such suitable communication means include, for 

example, the Internet, the World Wide Web, an intranet, software applications, cable 

(including fiber optic cable), magnetic communications, electromagnetic communications 
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(including RF, microwave, and infrared communications), electronic communications, or 

other such communication means. 

[00114] Although the disclosure has been described with reference to specific 

exemplary embodiments, it is noted that various modifications and changes may be made 

to these embodiments without departing from the broad spirit and scope of the disclosure. 

For example, the various operations, blocks, etc., described herein may be enabled and 

operated US1l1g hardware circuitry (for example, complementary metal oxide 

semiconductor (CMOS) based logic circuitry), firmware, software and/or any combination 

of hardware, firmware, and/or software (for example, embodied in a machine-readable 

medium). For example, the apparatuses and methods may be embodied using transistors, 

logic gates, and electrical circuits (for example, application specific integrated circuit 

(ASIC) circuitry and/or in Digital Signal Processor (DSP) circuitry). 

[00115] Particularly, the server system 1100 (e.g., the token server 104) various 

components such as the computer system 1105 and the database 1110 may be enabled 

using software and/or using transistors, logic gates, and electrical circuits (for example, 

integrated circuit circuitry such as ASIC circuitry). Various embodiments of the disclosure 

may include one or more computer programs stored or otherwise embodied on a computer­

readable medium, wherein the computer programs are configured to cause a processor or 

computer to perform one or more operations. A computer-readable medium storing, 

embodying, or encoded with a computer program, or similar language, may be embodied 

as a tangible data storage device storing one or more software programs that are configured 

to cause a processor or computer to perform one or more operations. Such operations may 

be, for example, any of the steps or operations described herein. In some embodiments, the 

computer programs may be stored and provided to a computer using any type of non­

transitory computer readable media. Non-transitory computer readable media include any 

type of tangible storage media. Examples of non-transitory computer readable media 

include magnetic storage media (such as floppy disks, magnetic tapes, hard disk drives, 

etc.), optical magnetic storage media (e.g., magneto-optical disks), CD-ROM (compact 

disc read only memory), CD-R (compact disc recordable), CD-R/W (compact disc 

rewritable), DVD (Digital Versatile Disc), BD (BLU-RA Y® Disc), and semiconductor 

memories (such as mask ROM, PROM (programmable ROM), EPROM (erasable PROM), 
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flash memory, RAM (random access memory), etc.). Additionally, a tangible data storage 

device may be embodied as one or more volatile memory devices, one or more non­

volatile memory devices, and/or a combination of one or more volatile memory devices 

and non-volatile memory devices. In some embodiments, the computer programs may be 

provided to a computer using any type of transitory computer readable media. Examples of 

transitory computer readable media include electric signals, optical signals, and 

electromagnetic waves. Transitory computer readable media can provide the program to a 

computer via a wired communication line (e.g., electric wires, and optical fibers) or a 

wireless communication line. 

[00116] Without in any way limiting the scope, interpretation, or application of the 

claims appearing below, a technical effect of one or more of the example embodiments 

disclosed herein is to provide computer implemented methods and server systems for 

facilitating a client server communication using access tokens. Various embodiments 

provide a token server for generating tokens using one or more token configuration 

parameters. Various embodiments provide a system and method for facilitating defining 

the one or more token configuration parameters by a user at a client device. Various 

embodiments also provide an application that facilitates API calls between an API server 

and the client device using a token generated by the token server. Embodiments further 

provide method of validation of the token by the token server upon reception of a 

validation request by the token server from the API server for validation of the token. 

Embodiments further provide checking by the token server whether the token conforms to 

the one or more token configuration parameters. 

[00117] Various embodiments of the invention, as discussed above, may be 

practiced with steps and/or operations in a different order, and/or with hardware elements 

in configurations, which are different than those which, are disclosed. Therefore, although 

the invention has been described based upon these exemplary embodiments, it is noted that 

certain modifications, variations, and alternative constructions may be apparent and well 

within the spirit and scope of the invention. 

[00118] Although various exemplary embodiments of the invention are described 

herein in a language specific to structural features and/or methodological acts, the subject 

matter defined in the appended claims is not necessarily limited to the specific features or 
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acts described above. Rather, the specific features and acts described above are disclosed 

as exemplary forms of implementing the claims. 
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CLAIMS 

1. A method of using access tokens for identification of breach attempts in a client-

server communication, the method comprising:  

receiving, by a token server system from a client device, a token generation request, the 

token generation request comprising at least two token configuration parameters 

defined by a user of the client device;  

storing, by the token server system, the at least two token configuration parameters;  

generating, by the token server system, a valid token in response to the token 

generation request;  

transmitting, by the token server system to the client device, the valid token;  

receiving, by the token server system, a token validation request for validation of a 

token from an Application Programming Interface (API) server, the token 

validation request comprising the token received by the API server from the client 

device in one or more API calls of an API session, the token comprising token 

parameters; 

accessing, by the token server system, the at least two token configuration parameters 

associated with a valid token for the client, the at least two token configuration 

parameters comprising: 

a number of allowable access attempts using the valid token in the API session, and 

a range of frequency of allowable access attempts using the valid token in the API 

session;  

comparing, by the token server system, the token parameters to the at least two token 

configuration parameters associated with the valid token; 

determining, by the token server system, one of that a number of times the token 

validation request is received from the API server during the API session exceeds 

the number of allowable access attempts and that a frequency at which the token 

validation request is received from the API server during the API session exceeds 

the range of frequency of allowable access attempts; and 

transmitting, by the token server system to the API server, validation information 

comprising a validation failure message indicating a breach attempt. 
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2. The method as claimed in claim 1, wherein the at least two token configuration

parameters further comprise an allowed access pattern associated with the valid token. 

3. The method as claimed in claim 2, wherein the allowed access pattern is determined

based on historical access patterns of the valid token in a pre-defined time period.  

4. A server system for using access tokens for identification of breach attempts in a

client-server communication, the server system comprising:  

a memory comprising stored instructions; and 

a processor operably connected to the memory and configured to execute stored 

instructions which when executed cause the server system to perform: 

receive from a client device, a token generation request, the token generation 

request comprising at least two token configuration parameters defined by a 

user of the client device;  

store the at least two token configuration parameters;  

generate a valid token in response to the token generation request;  

transmit the valid token to the client device; 

receive a token validation request for validation of a token from an Application 

Programming Interface (API) server, the token validation request comprising 

the token received by the API server from the client device in one or more API 

calls of an API session, the token comprising token parameters; 

access the at least two token configuration parameters associated with a valid token 

for the client, the at least two token configuration parameters comprising: 

a number of allowable access attempts using the token in the API session, and 

a range of frequency of allowable access attempts using the token in the API 

session;  

compare the token parameters to the at least two token configuration parameters 

associated with the valid token; and 

determine one of that a number of times the token validation request is received 

from the API server during the API session exceeds the number of allowable 

access attempts and that a frequency at which the token validation request is 

received from the API server during the API session exceeds the range of 

frequency of allowable access attempts; and 
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transmit validation information to the API server, the validation information 

comprising a validation failure message indicating a breach attempt. 

5. The server system as claimed in claim 4, wherein the token validation request

comprises at least an information of: 

a number of access attempts using the valid token during the API session; and 

a frequency of access attempts using the valid token during the API session. 

6. The server system as claimed in claim 4, wherein the at least two token

configuration parameters further comprise an allowed access pattern associated with the 

valid token. 

7. The server system as claimed in claim 6, wherein the allowed access pattern for the

API session is determined based on historical access patterns of the valid token in a pre-

defined time period.  

8. A method of using access tokens for identification of breach attempts in a client-

server communication, the method comprising: 

receiving, by an Application Programming Interface (API) server, an API request for 

client-server communication, the API request comprising a token, the token 

received by the API server from a client device in one or more API calls of an API 

session; 

sending, by the API server, a token validation request for validation of the token to a 

token server system; and 

receiving verification information corresponding to whether the token conforms to at 

least two token configuration parameters from the token server system, wherein the 

at least two token configuration parameters are associated with a valid token 

generated by the token server upon receiving a token generation request from the 

client device and are defined by a user of the client device, wherein the at least two 

token configuration parameters comprise: 

a number of allowable access attempts using the valid token in the API session, 

a range of frequency of allowable access attempts using the valid token in the API 
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session, and 

an allowed access pattern associated with the token, wherein the allowed access 

pattern is determined based on historical access patterns of the valid token in 

previous API sessions taken over a predefined time period. 

9. The method of claim 2, further comprising, after comparing the token parameters to

the at least two token configuration parameters associated with the valid token:  

determining, by the token server system, that an access pattern does not comply with 

the allowed access pattern associated with the valid token; and  

transmitting, by the token server system to the API server, validation information 

comprising a validation failure message indicating a breach attempt. 

10. The server system as claimed in claim 6, wherein the memory stores further

instructions causing the processor which when executed cause the server system to 

perform, after comparing the token parameters to the at least two token configuration 

parameters associated with the valid token:  

determine that an access pattern does not comply with the allowed access pattern 

associated with the valid token; and  

transmit validation information to the API server, wherein the validation information 

comprises a validation failure message indicating a breach attempt. 
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