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A filter 

Field of the invention 

The present invention relates to a filter, for filtration of fluids or gases. In 

particular, the filter device is for separation of particles from either fluid or gas. 

5 The invention also relates to the fabrication of a filter. 

Background of the invention 

In environmental, physical, chemical and microbiological studies, filtration is 

often used to concentrate small particles (e.g. microbial cells) suspended in 

minute concentration in fluids or gases. In general, it may be necessary to 

10 separate and concentrate small particles according to the particle dimension. 

Further, it is desirable to rapidly and completely capture these small particles on 

a filter. 

Traditional particle filters consisting of cellulose ester are marketed with an 

average pore size. The user will usually select a suitable filter to use based on 

15 the average pore size of the filter but in general, these filters do not have 

uniform sized pores but have varied pore sizes. The actual pore sizes lie within 

a scale range of the average pore size. Accordingly, it may difficult to achieve a 

complete separation of small particles as these particles are trapped only by a 

fraction of pores equal to or smaller than the stated average pore size but may 

20 not be trapped efficiently by pores larger than the average pore size. Particles 

(such as microbial cells) may also have a tendency to adhere to the cellulose 

ester filter after being trapped or be trapped deep within the pores of the 

ceullulose ester filter. In filtration methods further requiring subsequent 

collection of trapped particles (for concentration and/or for further 

25 identification/analysis), the retrieval or elution of the particles from such 

cellulose may not be complete. 
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Other filters include thin polymer filters (usually polycarbonate), which have an 

irregular array of pores on the surface, a fairly low total area of pores and 

limited overall filter size. These filters are normally employed for single use only 

and are usually not strong or reliable enough for repeated use. 

5 Particle filters with uniform pore sizes have been described. For example, 

inorganic microfiltration membranes with a pore size down to 0.1 µm were 

fabricated using laser interference lithography and silicon micro machining 

technology. This filtration membrane was fabricated using silicon nitride 

deposited on a silicon wafer as a support substrate. These membranes were 

1 O reported to have small flow resistance due to a thickness smaller than the pore 

size, a smooth surface, high porosity, narrow pore size distribution, large flux, 

low trans-membrane pressures and relatively insensible to fouling. However, 

the fabrication involved numerous process steps and the use of expensive 

equipment results in a high production costs. Further, the thin membrane (< 1 

15 µm) allows only low working pressure (< 2 bar) and the lack of choice of 

membrane material (limited to nitride) also limits the application of this filtration 

membrane. 

A polymer through-hole membrane with high aspect ratios may also be 

fabricated by nano-imprinting using metal molds. The metal molds were 

20 prepared by a replication process using an anodic porous alumina template. 

With this technique, different resins can be used to make the through-hole 

membrane with a diameter of 250 nm. However, the use of the alumina 

template restricts the pore density and pore size of the membrane and the 

method typically produces membranes with a pore diameter down to 100 nm 

25 only. Further, as the membrane is thin, it is readily tom or damaged when being 

released from the mold. Increasing the thickness of the polymer membrane may 

result in larger friction and adhesion forces between the membrane and the 

metal mold and thus it is also difficult to detach the mold from a thicker polymer. 
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Phase separation micromolding is also a suitable method to prepare a 

polymeric filter with polyethersulfone (PES) but the fabrication method can be 

challenging. For example, although chemical resistance and mechanical 

properties of PES membranes is suitable for filtration, the fabrication method 

5 may result in an increase in pore size during the shrinkage stage and 

membrane folding and tearing during release from the mold. In addition, if a 

blend of polymers is used, the ratio of the blend is crucial to the integrity of the 

membrane during release from the mold. 

Fabrication of a microfilter using an excimer laser is also possible but the 

1 O formation of debris and ridges during the cutting process reduces the quality of 

the filter surface. In addition, the equipment (laser excimer) is expensive and 

the process is time-consuming. 

SU-8 submicrometric filters fabricated by UV interference lithography are 

suitable for biological applications, but the thinness of the membrane (typically 

15 in the order of 100 nanometers) is not suitable for a filtration system where the 

filter is subjected to substantial pressure. 

It is therefore desirable to further improve on fabrication methods of filters. 
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Summary of the invention 

The present invention relates to a filter device and a method of preparing a filter 

device. According to a first aspect, the invention provides a method for 

preparing a filter device: 

5 (i) providing a solvable mold comprising an array of pillars of substantially the 

same size; 

(ii) depositing a curable resin layer on the solvable mold, curing the resin to 

form a membrane filter comprising an array of pores of substantially the same 

size in contact with the solvable mold; 

1 o (iii) contacting at least a portion of a first surface of the membrane filter away 
from the mold to a first support; and 

(iv) dissolving away the solvable rriold leaving the membrane filter in contact 
with the support. 

At least a portion of the first surface of the membrane filter away from the mold 

15 may be bonded to the first support. With the bonded support, the membrane 

filter may be more resistant to damage. 

The method may further comprise the step of bonding at least a portion of 

second surface of the membrane filter to a second support. With a second 

bonded support, the membrane filter may be even more resistant to damage. 

20 According to another aspect, the present invention provides a filter device for 

filtering fluids or gas comprising a membrane filter comprising a plurality of 

pores of substantially the same size and at least a portion of one surface 

bonded to a support. Alternatively, a portion of each surface may be bonded to 

a support. The support may be substantially rigid and/or permeable to fluid or to 

25 gas. 
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A more complete understanding of the present invention, as well as further 

features and advantages of the present invention, will become apparent from 

the detailed description and figures below. 

Brief description of the figures 

5 Reference numerals indicated in the drawings and referred to in the detailed 

description are intended for illustrative purposes only and should not be 

construed as limited to the particular structure indicated in the drawings. 

Figure 1 depicts a perspective, cut-away view of an example of a holding device 

for a filter device. 

10 Figure 2 depicts a plan view, cross-sectional side view and an exploded view of 

the holding device of Figure 1. 

Figure 3 depicts an example of a filtration system. 

Figure 4 illustrates the operation of the filtration system of Figure 3. 

Figure 5 illustrates a method of preparing a membrane filter. 

15 Figure 6 depicts a top view of an example of a membrane filter with support 

grid. 

Figure 7 depicts a magnification of an example of a membrane filter and support 

grid. 

Figure 8(a) depicts an example of a silicon master mold and Figure 8(b) depicts 

20 an example of a silicon master mold with thinned pillars. 
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Figure 9(a) depicts an example of the trapping of Cryptosporidium oocysts from 

a water sample on the membrane filter and Figure 9(b) depicts the membrane 

filter after back-flushing. 

Definitions 

5 Curing refers to a process of hardening or solidifying a substance, for example 

a polymer material. 

Porosity refers to the proportion of pore area per unit surface area. 

Detailed description of the invention 

The method of preparing the filter itself is described below. For each filter, a 

10 solvable pillar mold may first be prepared and is subsequently used for casting 

the membrane filter. The membrane filter may be cast by depositing a curable 

resin onto the solvable mold. After curing, a portion of the surface of the 

membrane away from the mold is contacted to a first support. The solvable 

mold may then be dissolved with a suitable solvent leaving the membrane in 

15 contact with the first support. The first support may be bonded to a portion of 

the surface of the membrane. 

Dissolving the solvable mold eliminates the need to physically release the 

membrane filter from the mold. The method of the invention may accordingly 

reduce damage such as tearing, crimping and/or curling of the membrane filter 

20 during fabrication. The membrane filter also has a substantially smooth, flat 

surface. 

A second support may optionally be bonded to a portion of the second surface 

of the membrane filter to further strengthen the filter. 

The portion(s) of the first and/or second surfaces for bonding may comprise the 

25 circumferential or peripheral portion of the membrane. This circumferential or 
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peripheral portion may be in the form of a ring surrounding the central area 

comprising pores. 

The membrane filter may be sandwiched between two supports, in particular 

when in use. Alternatively, only the first surface of the membrane filter may be 

5 bonded to the first support for strengthening the membrane filter. This may 

reduce damage to the membrane filter, especially during use when the filter 

may be subject to a high flux and a large flow pressure. 

Alternatively, substantially the entire first and/or second surface may be bonded 

to support(s). In particular, either of or both the supports may be substantially 

10 rigid but permeable to fluid or gas,-so that in use, fluid and gas can flow through 

the first support to the membrane filter and flow from the membrane filter 

through the second support. The permeability of the support to fluid or gas may 

be due to openings in the support. In particular, the openings are larger than the 

pores of the membrane filter. The support may be made of any substantially 

15 rigid material, for example, metal, plastic, paper or ceramic. 

According to one exemplary embodiment, the present invention provides a filter 

device for filtering fluids or gas comprising a membrane filter comprising a 

plurality of pores of substantially the same size and with at least a portion of one 

surface bonded to a support. The membrane filter comprises a high porosity, for 

20 example, in the range of 5% to 80%. The plurality of pores of the membrane 

filter is arranged in a substantially regular array, corresponding to the pillar mold 

used during fabrication. 

The filter device may be used for trapping particles from either fluid or gas. For 

example, the filter device may be used for trapping organisms from water 

25 samples, such as bacteria, algae, fungi or eukaryotic cells. In particular, the 

filter device may be used for trapping pathogens, for example, Cryptosporidium. 

The filter device of the present invention may possess the following features: (i) 

membrane filter with substantially identical pore size for efficient trapping of 
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particles, (ii) substantially smooth surface of membrane filter which may reduce 

fouling of filter, (iii) capacity to handle large flux and high pressure. In particular, 

the size of the pores in the membrane filter may be precisely fabricated to suit 

the size of the particles to be trapped. Further, the fabrication process may be 

5 considered a low cost fabrication process, resulting in substantial cost savings 

in the manufacture process. 

Organisms and/or particles trapped by the membrane filter of the invention may 

be recovered from the membrane filter for further manipulation and/or analysis. 

Organisms and/or particles may be recovered from the membrane filter by 

1 O directing a flow of eluent to dislodge or flush out trapped organisms and/or 

particles (back-flushing) and using the eluent comprising organisms and/or 

particles for further manipulation and/or analysis. Alternatively, the membrane 

filter may be immersed in a liquid with agitation (e.g. tangential or lateral 

shaking) to dislodge the organisms and/or particles, and subsequently using the 

15 liquid comprising organisms and/or particles for further manipulation and/or 

analysis. 

Having now generally described the invention, the same will be more readily 

understood through reference to the following examples which are provided by 

way of illustration, and are not intended to be limiting of the present invention. 

20 Example 1: Fabrication of solvable pillar mold 

The fabrication of the solvable pillar mold precedes the fabrication of the 

membrane filter. The solvable pillar mold is itself a replica of a master pillar 

mold. This master pillar mold may be fashioned by any conventional fabrication 

m.ethod method. In one exemplary embodiment, the master pillar mold 

25 comprises a silicon pillar mold. The silicon pillar mold is fabricated from 4" 

silicon wafer 30 and the fabrication process is schematically illustrated in figure 

5(a) to (f). The silicon wafer 30 may first be cleaned in piranha solution 

(98% HzS04 + 30% Hz02) so as to remove any organic residue or other 
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undesired impurities from the silicon wafer. As shown in Figure 5(a), a suitable 

photoresist layer 31 may then be deposited onto a surface of the silicon wafer 

30. The photoresist layer 31 may be any suitable photoresist material including 

but not limited to AZ7220, AZ9260 or AZ4214. As shown in Figure 5(b), 

5 photolithography may be performed using a suitable mask aligner (e.g. Karl­

SUUS MA6) and a resist pattern 32 was patterned on the silicon wafer. As an 

example, a resist dot array with dot diameter of 1.5 µm separated by a space of 

2.5 µm may be patterned on the silicon wafer: The resist pattern 32 was then 

used as an etching mask for silicon etching to form high aspect ratio pillars 33 

10 (Figure 5(c)). The etching may be performed using any process capable of 

generating a high aspect ratio structure including but not limited to STS deep 

reactive etching, ICP deep reactive etching focus or ion bean milling. As the 

silicon etching does not extend to the entire wafer, a base 34 is formed. As an 

example, the pillars may be about 1 µm in diameter and 12 µm in height. As 

15 shown in Figure 5(d) the residual photoresist material was removed from the 

tops of pillars 33. An embodiment of a silicon master mold is shown in 

Figure 8(a). 

In optional step as shown in Figure 5( e ), the diameter of the pillars may be 

further reduced. This was performed by thermal oxidation and HF etching. 

20 Thermal oxidation was peliormed in an oxidation furnace at 1100 °C. During 

this process, the external surface of the silicon pillar will be covered by a silicon 

oxide layer 35. The thickness of the silicon oxide layer 35 'was controlled by 

controlling the oxidation time. As a result of the oxidation, thinner silicon pillars 

36 may be produced. An embodiment of a silicon master mold with thinned 

25 pillars is shown in Figure 8(b). The diameter of the pillars may thus be reduced 

to sub-micrometre or nanometre dimensions. As shown in Figure 5(f), the 

silicon oxide layer may be removed using buffered oxide etching (BOE) solution 

(BOE 7: 1 or Ammonium Fluoride: HF = 7:1 ). It can be understood that the 

diameter of the thinned silicon pillars 36 is dependent and may be controlled by 
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the oxidation time. This silicon pillar mold may then be used as a master mold 

to replicate interim blind hole molds or through hole molds. 

As shown in Figure 5(g), an interim blind hole mold 37 may be replicated from 

the master silicon pillar mold. In an exemplary embodiment, the interim blind 

5 hole mold may be fabricated using a curable silicon resin, e.g. 

polydimethylsiloxane (PDMS). The interim blind hole mold may then be used to 

replicate a solvable pillar mold. It can be readily understood that the master 

mold may be re-used to make a plurality of interim blind hole molds. Each 

interim blind hole mold 37 may also be reused to make a plurality of solvable 

1 o pillar molds. In this way, many solvable pillar molds may be replicated from 

each master silicon pillar mold. 

In Figure 5(h), the fabrication of the solvable pillar mold 38 from the interim blind 

hole mold 37 is illustrated. The solvable pillar mold 38 may be fabricated from 

any material that can dissolve in water or other solvent. In particular, the 

15 solvable pillar mold may dissolve in water or other solvent at a temperature less 

than 100 °C. More in particular, the solvable pillar mold 38 may dissolve in 

water or other solvent at room temperature. The solvable pillar mold 38 may be 

made from any suitable material, for example polymers including but not limited 

to polyvinylalcohol (PVA), polymethyl methacrylate (PMMA), photo resist 

20 (e.g. AZ9260), gels (e.g. agarose, gelatine), starch or wax. The solvable mold 

38 is then released from the interim blind hole mold 37. The solvable pillar mold 

38 is generally for single use only (see Example 2). 

Example 2: Fabrication of membrane filter. 

As illustrated in Figure 5(i), a layer of curable resin 39 is deposited onto the 

25 solvable mold 38 The curable resin may be any polymer material with suitable 

mechnical properties, chemical stability and biocompatibility for a filter, for 

example, polyurethane, epoxy, polyethylene, polypropylene, commercial resin 

·SU-8 (MICRO.CHEM), Ormocomp (Micro resist technology GmbH). For 
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· example, the curable resin may include but is not limited to uv curable resin or 

temperature curable resin. The curable resin 39 may be solidified by UV curing, 

temperature curing or other curing methods. 

A plate 40 with a substantially flat surface (e.g. a glass plate) is positioned over 

5 the resin. In one embodiment, the curable resin is UV curable and is exposed 

to UV light for curing as pressure is exerted on a substantially transparent plate 

40 (e.g. glass plate) as shown in Figure 5(i). Pressure due to the weight of the 

plate and/or the pressure exerted may serve to minimize the thickness of the 

curable resin on top of the solvable mold 38. In an alternative embodiment, the 

1 O curable resin is temperature curable resin and is exposed to a temperature 

suitable to cure the resin. The plate may also be substantially flexible or pliable 

such that it may be readily removed from the cured resin, for example, by 

peeling it off. Alternatively, the plate need not be flexible and/or pliable but may 

be substantially rigid and in this case, a flexible and/or pliable sheet may be 

15 placed in between the resin and the substantially rigid plate. After curing, the 

substantially rigid plate is removed and the flexible and/or pliable sheet is then 

peeled off the resin surface. 

After the plate 40 has been removed, any excess resin layer above the pillars of 

the solvable mold 38 may be removed by any of several methods, including but 

20 not limited to plasma etching, chemical and/or mechanical polishing, 

mechanical milling (e.g. by using a milling cutter), sandblasting and chemical 

etching, to form the membrane filter 5 comprising a plurality of pores of 

substantially the same size. Due to the fabrication method, the pores are 

arranged in a substantially regular array (corresponding to the array of pillars in 

25 the solvable pillar mold). The porosity may be 5% to 80 %. The size of the 

pores in the membrane filter is dependent on but may be slightly bigger than the 

size of the pillar molds. The size of the pores in the membrane filter can be 

fabricated precisely by engineering precisely the size of the pillars in the master 

mold, for example by controlling the thermal oxidation process described in 
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Example 1 above. It can be understood that the size of the pores of the 

membrane filter may be precisely adapted to trap particles of different sizes 

during the fabrication process by making a master mold with pillars of 

appropriate dimensions. Accordingly, a membrane filter with precise pore sizes 

5 may be fabricated according to specification depending on requirements of the 

membrane filter. For example, for trapping Cryptosporidium which are in the 

range of 3-6 µm, a suitable pore size may be -2 µm. For smaller organisms, the 

size of the pore may be reduced as appropriate. The diameter d of the pores of 

the membrane filter may, for example, be in the range of: 0.1 µm = d = 100 µm. 

1 O The excess resin removal process may be performed to just expose the tops of 

the pillars of the solvable mold 38 so that the thickness of the membrane filter is 

substantially equal to the length of the pillars (Figure 5(i)). Accordingly, 

membrane filter has a substantially even thickness t. In particular, t = 500 µm. 

As shown in Figure 5(k), the surface of the membrane away from the solvable 

15 mold is then contacted with a first support. The surface of the membrane may 

be bonded to a first support in the form of a support grid 4 with openings 11 

before the dissolution of the solvable mold. The support grid may be made of 

metal, plastic, paper or ceramic. Bonding the membrane filter to the first support 

provides additional strength to the membrane filter when in use. 

20 As shown in Figure 5(1), the solvable mold may be dissolved away in an 

appropriate solvent, leaving the membrane filter in contact or bonded to the 

support, as the case may be. If the solvable mold is soluble in water, it may be 

dissolved away in water. 

For additional strengthening, the second surface of the membrane filter may be 

25 bonded to a second support as shown in Figure 5(m). The second support may 

be in the form of a support grid 6 with openings 12 (similar to the first support 

grid 4). 
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An alternative embodiment is shown in Figure 5(n), where during fabrication, 

the solvable mold is dissolved while the membrane filter 5 is in contact with the 

first support 4. The second support 6 need also not bonded to the membrane 

filter 5. 

5 In Figure 5( o ), the first support 4 and the second support 6 are bonded to the 

membrane filter 5 after the dissolution of the solvable mold. 

Each support grid typically comprises a network of horizontal and perpendicular 

tracks defining openings with the openings being larger than the opening of the 

pores of the membrane filter as shown in Figures 6 and 7. 

1 o Example 3: Holding device 

The filter device comprising the membrane filter and the support grids may be 

part of a holding device designed to hold the filter device when in use. The 

holding device and the filter device may be used for trapping organisms, from 

fluids or liquids (e.g. a water sample). An embodiment of such a device is 

15 illustrated in Figure 1. The openings 11 of the upper support grid 4 may be 

aligned with the openings 12 of the lower support grid 6. The lower support grid 

6 is mounted on top of a base 8 with a gasket 7 in between to prevent leakage. 

The inner-upper surface of the base 8 may be shaped to facilitate liquid flow 

down and to reduce residue build-up. A lower opening 10 in the base 8 allows 

20 for inflow of the water sample and outflow of eluent (during back-flushing). 

A flow guide 2 is placed on top of the upper support grid 4, with a gasket 3 in 

between to prevent leakage. A lid 1 is fitted on top of the flow guide 2. In the lid 

1 there is an upper opening 9 for outflow of the water sample and inflow of 

eluent (for backwashing). When the above members are fastened together, a 

25 lower chamber 14 is formed between the membrane filter 5 and the base 8, and 

an upper chamber 13 is formed between the lid 1 and the membrane filter 5, as 

shown in Figure 2. 
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Example 4: Filtration system for trapping and retrieving particles 

The holding device 15 in turn may be part of a larger filtration system as 

illustrated in Figures 3 and 4. This filtration system is designed for trapping and 

retrieving particles. The holding device 15 including the membrane filter 5 and 

5 two support grids 4 and 6 is placed upright within the filtration system. The 

upper opening 9 of the device is coupled to a common port of a three-way valve 

17. The left port of the three-way valve 17 is connected to a reservoir 16 

through a tube. Compressed air is supplied to the system through air inlet 23. 

The air pressure is controlled with a valve 18, which is connected to the top of 

10 the reservoir 16. The right port of the 3-way valve 17 is coupled to an outlet 22. 

The lower opening 10 of the holding device 15 is coupled to a T-junction which 

splits the liquid communication into two paths. One path communicates with a 

water sample inlet 21 with a valve 19, the other path leads to an outlet 24 for 

collection of a concentrated eluent 29 comprising particles into container 25. 

15 Flow through this outlet 24 is controlled by valve 20. 

The operation of the filtration system is illustrated in Figure 4(a) to (d). The 

holding device 15 comprising a round membrane filter 5 (e.g. of total diameter 

47 mm) with pore size of 0.45 µm and two support grids 4 and 6 with 1 mm 

opening is placed upright within the filtration system and connected with valves 

20 18 , 19 , 20 and 17 and a reservoir 16 . A suitable amount (for example 10 ml) 

of liquid eluent 26 is loaded inside the reservoir 16. The two-way valves 18, 19 

and 20 are closed and the three-way valve 17 is positioned with its right port 

open and its left port closed (Figure 4(a)). 

The next step is illustrated in Figure 4(b ), the valve 19 that regulates the 

25 incoming liquid sample is opened and the liquid sample 27 (e.g. water sample) 

enters through the sample inlet 21 and passes through the membrane filter 5 at 

a pressure of approximately 2-5 bar. The water may be introduced into the 

filtration system directly from the tap or via a water pump. The pressure of the 
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water flow depends on the pressure of tap water or may be adjusted using the 

water pump. The membrane filter 5 does not bend or break under the pressure 

due to the upper support grid 4 and/or lower support grid 6. Particles, (e.g. 

organisms, pathogens etc) typically with a size larger than 0.45 µm, are blocked 

5 from passing into the upper chamber 13 by the membrane filter 5 and are 

retained in the lower chamber 14 of the holding device 15 and/or may 

accumulate on the membrane surface exposed to the openings of the lower 

support grid 6. In the upper chamber 13 of the holding device 15, the liquid 

passes through the membrane filter virtually particle free and exits out of the 

10 filtration system through the outlet 22. The "purified" liquid sample 28 may be 

collected on exit if required. In this step, 15 litres of liquid sample (e.g. tap 

water) may be passed through the membrane filter relatively quickly, such as in 

20 minutes, with almost all particles (organisms, pathogens etc) trapped by the 

membrane filter 5 and/or retained in the lower chamber 14 . 

15 In the next step as illustrated in Figure 4( c ), the valve 19 controlling the 

incoming liquid sample is closed. The three-way valve 17 is turned to the left 

position, closing the right port and opening the left port. The valve 20 is opened. 

The pressure control valve 18 is opened and air (e.g. at a pressure of 2.5 bar) 

enters the reservoir 16 via air inlet 23 and forces the eluent 26 into the upper 

20 chamber 13 of the holding device 15. Within upper chamber 13, the eluent is 

guided through the openings of the upper support grid 4 and as the openings of 

the upper support grid 4 are aligned with the openings of the lower support grid 

6, a jet flow of eluent is formed under pressure, and the eluent passing through 

the membrane filter 5, flushes down particles (organisms, pathogens etc) 

25 deposited on the pores of the membrane filter. The particles flushed down from 

the membrane filter 5 together with the particles retained in the lower chamber 

14 form a concentrated eluent 29. This process is known as "back-flushing". As 

the eluent 26 is still being forced through by the air pressure, the concentrated 

eluent 29 exits the outlet 24 and is collected in container 25 . 
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In the next step as illustrated in Figure 4(d), all the remaining eluent 26 in the 

reservoir 16 is passed through the membrane filter 5 and expelled out of the 

holding device 15 as concentrated eluent 29 into the container 25. The lower 

chamber 14 is specially shaped allowing for the smallest possible chamber 

5 volume and yet able to facilitate complete elution of the concentrated eluent 29. 

The air pressure is maintained through the membrane filter for 2 minutes before 

the valve 18 is closed so as to ensure substantially complete collection of the 

entire concentrated eluent 29 in container 25. Typically, a total volume of 15 ml 

(10 ml of eluent + 5 ml of liquid retained in the chambers of holding device 15 

1 o of concentrated eluent 29 is collected in container 25 and compared to input 

liquid sample volume of 15 litres, the concentration achieved is 1000 times. 

The operation of the filtration system may be automated. 

The membrane filter may be reused after back-flushing (or alternatively after 

tangential or lateral shaking). Figure 9(a) depicts the trapping of 

15 Cryptosporidium oocysts by the membrane filter from a test water sample 

deliberately seeded with Cryptosporidium oocysts. Figure 9(b) depicts that the 

Cryptosporidium oocysts may be efficiently removed by back-flushing. 

Accordingly, the membrane filter may be re-used for repeat filtrations after back­

flushing (or alternatively after tangential or lateral shaking). 

20 
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Claims 

1. A method for preparing a filter device, comprising: 

(i) providing a solvable mold comprising an array of pillars of substantially 

the same size; 

5 (ii) depositing a curable resin layer on the solvable mold, curing the resin 

to form a membrane filter comprising an array of pores of substantially 

the same size in contact with the solvable mold; 

10 

2. 

3. 

15 

4. 

20 5. 

(iii) contacting at least a portion of a first surface of the membrane filter 
away from the mold to a first support; and 

(iv) dissolving away the solvable mold leaving the membrane filter in 
contact with the support. 

The method according to claim 1, further comprising bonding the first 

support to at least a portion of the first surface of the membrane filter. 

The method according to claim 1 or 2, further comprising bonding at least 

a portion of a second surface of the membrane filter to a second support. 

The method according to any one of the preceding claims; wherein the 

portion(s) of the membrane in contact or bonded to the support(s) 

comprises a circumferential or peripheral portion(s) of the membrane. 

The method according to any one of the preceding claims; wherein step 

(i) comprises providing a through hole or blind hole mold wherein the 

holes are substantially the same size and using a solvable resin to cast 

the solvable mold from the through hole or blind hole mold. 
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6. The method according to any one of the preceding claims, wherein the 

curable resin of step (ii) comprises a uv curable resin or a temperature 

curable resin and step (ii) comprises: 

(a) depositing the uv curable resin or temperature curable resin onto the 

5 solvable mold; 

(b) positioning a plate with a substantially flat surface over the uv curable 

resin or temperature curable resin and exerting pressure on the resin; 

(c) exposing the resin to UV light or a temperature suitable to cure the 

resin as appropriate; 

1 O ( d) removing the plate and any excess resin to obtain a membrane filter 

with a substantially flat exposed first surface. 

7. The method according to any one of the preceding claims wherein the 

first and/or second support is substantially rigid and/or permeable to fluid 

or gas through to or from the membrane filter. 

15 8. The method according to claim 7, wherein the first and/or second support 

is made of metal, plastic, paper or ceramic. 

9. The method according to any one of the preceding claims, wherein the 

solvable mold is soluble in a solvent. 

10. The method according to claim 9, wherein the solvent is water. 

20 11. A filter device for filtering fluids or gas comprising a membrane filter 

comprising a plurality of pores of substantially the same size and with at 

least a portion of at least one surface bonded to a support permeable to 

fluid or gas, wherein the pores are in a substantially regular array. 
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12. The filter device according to claim 11, wherein at least a portion of each 

surface is bonded to the support. 

13. The filter device according to any one of claims 11 to 12, wherein the 

membrane filter comprises pores of diameter d and 0.1 µm s d s 100 

5 µm. 

14. The filter device according to any one of claims 11 to 12, wherein the 

porosity is 5% to 80%. 

15. The filter device according to any one of claims 11 to 14, wherein the 

membrane filter is of substantially even thickness t. 

10 16. The filter device according to any one of claims 11to15, with ts 500 µm. 

17. The filter device according to any one of claims 11 to 16, wherein each 

surface of the membrane filter is substantially smooth. 

18. The filter device according to any one of claims 11 to 17, wherein each 

surface of the membrane filter is substantially flat. 

15 19. The filter device according to any one of claims 11 to 18, wherein each 

support is substantially rigid. 

20. The filter device according to any one of claims 11 to 19, wherein each 

support is bonded to a peripheral or circumferential portion of the 

membrane. 

20 21. The filter device according to any one of claims 11 to 19, wherein each 

support comprises openings for passage of fluid or gas. 

22. The filter device according to claim 21, wherein the openings of the 

support are larger than the pores of the membrane filter. 
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23. The filter device according to any one of claims 11 to 19 and 21 to 22, 

wherein the support is in the form of a grid. 

24. The filter device according to any one of claims 11 to 23, wherein the 

support is made of metal, plastic, paper or ceramic. 


