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CHANNEL MONITORING METHOD AND APPARATUS, AND DEVICE AND STORAGE 

MEDIUM 

 

TECHNICAL FIELD 

[0001] The disclosure relates to a field of wireless communication technologies, and more 

particularly to a method and an apparatus for channel monitoring, a device and a storage medium. 

 

BACKGROUND 

[0002] In the R17 power saving project, a physical downlink control channel (PDCCH) 

monitoring adaptation solution is proposed, which adopts a method of scheduling one bit field in 

downlink control information (DCI) to indicate a PDCCH monitoring adaptation behavior. 

[0003] A user equipment (UE) may also receive DCI indicating bandwidth part (BWP) 

switching. The DCI indicating the BWP switching may be the same as or different from the DCI 

indicating the PDCCH monitoring adaptation behavior.  

  

SUMMARY  

[0004] For this, the present disclosure discloses a method and an apparatus for channel 

monitoring, a device and a storage medium. 

[0005] According to a first aspect of embodiments of the disclosure, there is provided a 

method for channel monitoring, performed by a user equipment. The method includes:  

[0006] receiving first downlink control information (DCI); and  

[0007] after bandwidth part (BWP) switching, performing physical downlink control 

channel (PDCCH) monitoring based on one of a first monitoring mode, a second monitoring mode 

and a third monitoring mode;  

[0008] in which the first DCI includes information indicating a PDCCH monitoring 

adaptation behavior, and is received by the user equipment before the BWP switching.  

[0009] In an implementation, performing the PDCCH monitoring based on the first 

monitoring mode includes: 

[0010] ignoring the PDCCH monitoring adaptation behavior indicated by the first DCI. 

[0011] In an implementation, performing the PDCCH monitoring based on the first 

monitoring mode further includes: 



 

 

 2 

[0012] stopping operation of a search space set group switching timer and/or a PDCCH 

skipping timer in response to presence of the search space set group switching timer and/or the 

PDCCH skipping timer in operation and associated to a BWP before the BWP switching. 

[0013] In an implementation, performing the PDCCH monitoring based on the first 

monitoring mode includes: 

[0014] in response to a BWP after the BWP switching being configured with a search 

space set group, monitoring a default search space set group, before receiving a second DCI; or 

[0015] in response to the BWP after the BWP switching being configured with no search 

space set group, monitoring a search space configured on the BWP after the BWP switching, 

before receiving the second DCI;  

[0016] in which the second DCI includes information indicating the PDCCH monitoring 

adaptation behavior, and is received by the user equipment after the BWP switching.  

[0017] In an implementation, the default search space set group is specified by a 

communication protocol.  

[0018] In an implementation, performing the PDCCH monitoring based on the second 

monitoring mode includes: 

[0019] in response to a number of PDCCH skipping durations configured by the BWP 

before the BWP switching being same as a number of PDCCH skipping durations configured by 

the BWP after the BWP switching, and a number of search space sets configured by the BWP 

before the BWP switching being same as a number of search space sets configured by the BWP 

after the BWP switching, performing the PDCCH monitoring adaptation behavior indicated by the 

first DCI.  

[0020] In an implementation, performing the PDCCH monitoring based on the second 

monitoring mode further includes: 

[0021] continuing operation of a search space set group switching timer and/or a PDCCH 

skipping timer on the BWP after the BWP switching in response to presence of the search space 

set group switching timer and/or the PDCCH skipping timer in operation and associated to a BWP 

before the BWP switching.  

[0022] In an implementation, performing the PDCCH monitoring based on the second 

monitoring mode includes: 

[0023] in response to a number of PDCCH skipping durations configured by the BWP 
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before the BWP switching being different from a number of PDCCH skipping durations 

configured by the BWP after the BWP switching, and/or a number of search space sets configured 

by the BWP before the BWP switching being different from a number of search space sets 

configured by the BWP after the BWP switching, performing following actions: 

[0024] ignoring the PDCCH monitoring adaptation behavior indicated by the first DCI;  

[0025] in response to a BWP after the BWP switching being configured with a search 

space set group, monitoring a default search space set group, before receiving a second DCI; or 

[0026] in response to the BWP after the BWP switching being configured with no search 

space set group, monitoring a search space configured on the BWP after the BWP switching, 

before receiving the second DCI;  

[0027] in which the second DCI includes information indicating the PDCCH monitoring 

adaptation behavior, and is received by the user equipment after the BWP switching.  

[0028] In an implementation, performing the PDCCH monitoring based on the second 

monitoring mode further includes: 

[0029] stopping operation of a search space set group switching timer and/or a PDCCH 

skipping timer in response to presence of the search space set group switching timer and/or the 

PDCCH skipping timer in operation and associated to the BWP before the BWP switching.  

[0030] In an implementation, performing the PDCCH monitoring based on the third 

monitoring mode includes: 

[0031] performing the PDCCH monitoring adaptation behavior indicated by the first DCI 

on a BWP after the BWP switching.  

[0032] In an implementation, performing the PDCCH monitoring based on the third 

monitoring mode further includes: 

[0033] continuing operation of a search space set group switching timer and/or a PDCCH 

skipping timer on the BWP after the BWP switching in response to presence of the search space 

set group switching timer and/or the PDCCH skipping timer in operation.  

[0034] In an implementation, performing the PDCCH monitoring based on one of the first 

monitoring mode, the second monitoring mode and the third monitoring mode includes:  

[0035] determining a PDCCH monitoring mode based on receiving time points or effective 

time points of the first DCI and a third DCI, and performing the PDCCH monitoring;  

[0036] in which, the PDCCH monitoring mode is one of the first monitoring mode, the 
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second monitoring mode and the third monitoring mode; 

[0037] the third DCI includes information indicating the BWP switching. 

[0038] In an implementation, determining the PDCCH monitoring mode based on the 

receiving time points of the first DCI and the third DCI includes: 

[0039] determining the PDCCH monitoring mode as the first monitoring mode or the 

second monitoring mode in response to the receiving time point of the first DCI preceding the 

receiving time point of the third DCI.  

[0040] In an implementation, determining the PDCCH monitoring mode based on the 

receiving time points of the first DCI and the third DCI includes: 

[0041] determining the PDCCH monitoring mode as one of the first monitoring mode, the 

second monitoring mode and the third monitoring mode in response to the receiving time point of 

the first DCI and the receiving time point of the third DCI being in a same PDCCH monitoring 

occasion, and the first DCI being different from the third DCI.  

[0042] In an implementation, determining the PDCCH monitoring mode based on the 

receiving time points of the first DCI and the third DCI includes: 

[0043] determining the PDCCH monitoring mode as the third monitoring mode in 

response to the receiving time point of the first DCI and the receiving time point of the third DCI 

being in a same PDCCH monitoring occasion, and the first DCI being same as the third DCI.  

[0044] In an implementation, determining the PDCCH monitoring mode based on the 

receiving time points of the first DCI and the third DCI includes: 

[0045] determining the PDCCH monitoring mode as the first monitoring mode or the 

second monitoring mode in response to the receiving time point of the first DCI and the receiving 

time point of the third DCI being in a same PDCCH monitoring occasion, and the first DCI being 

same as the third DCI.  

[0046] In an implementation, determining the PDCCH monitoring mode based on the 

effective time points of the first DCI and the third DCI includes: 

[0047] determining the PDCCH monitoring mode as the first monitoring mode or the 

second monitoring mode in response to the effective time point of the first DCI preceding the 

effective time point of the third DCI.  

[0048] In an implementation, determining the PDCCH monitoring mode based on the 

effective time points of the first DCI and the third DCI includes: 
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[0049] determining the PDCCH monitoring mode as one of the first monitoring mode, the 

second monitoring mode and the third monitoring mode in response to the effective time point of 

the first DCI being same as the effective time point of the third DCI.  

[0050] In an implementation, determining the PDCCH monitoring mode based on the 

effective time points of the first DCI and the third DCI includes: 

[0051] determining the PDCCH monitoring mode as one of the first monitoring mode, the 

second monitoring mode and the third monitoring mode in response to the effective time point of 

the first DCI being after the effective time point of the third DCI.  

[0052] In an implementation, the effective time point of the third DCI is a time point after 

a first offset following an end of a slot where the third DCI is located, or a time point after a 

second offset following an end of PDCCH symbols for transmitting the third DCI;  

[0053] in which the first offset is greater than or equal to a BWP switching delay specified 

in a communication protocol, and the second offset is a sum of remaining symbols in the slot 

where the third DCI is located, after removing the PDCCH symbols for transmitting the third DCI, 

and the first offset. 

[0054] In an implementation, the effective time point of the first DCI is specified by a 

communication protocol or by a high-level configuration. 

[0055] In an implementation, performing the PDCCH monitoring based on one of the first 

monitoring mode, the second monitoring mode and the third monitoring mode includes: 

[0056] determining a PDCCH monitoring mode based on the PDCCH monitoring 

adaptation behavior indicated by the first DCI, and performing the PDCCH monitoring;  

[0057] in which, the PDCCH monitoring mode is one of the first monitoring mode, the 

second monitoring mode and the third monitoring mode.  

[0058] In an implementation, determining the PDCCH monitoring mode based on the 

PDCCH monitoring adaptation behavior indicated by the first DCI includes: 

[0059] determining the PDCCH monitoring mode as the third monitoring mode in 

response to the PDCCH monitoring adaptation behavior indicated by the first DCI being PDCCH 

skipping. 

[0060] In an implementation, the method further includes: 

[0061] stopping the PDCCH monitoring on a BWP after the BWP switching in response to 

the BWP after the BWP switching being a sleeping BWP.  
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[0062] According to a second aspect of embodiments of the disclosure, there is provided 

an apparatus for channel monitoring, applied to a user equipment. The apparatus includes:  

[0063] a receiving module configured to receive first downlink control information (DCI); 

and  

[0064] a processing module, configured to, after bandwidth part (BWP) switching, perform 

physical downlink control channel (PDCCH) monitoring based on one of a first monitoring mode, 

a second monitoring mode and a third monitoring mode;  

[0065] in which the first DCI includes information indicating a PDCCH monitoring 

adaptation behavior, and is received by the user equipment before the BWP switching.  

[0066] According to a third aspect of embodiments of the disclosure, there is provided a 

mobile terminal. The mobile terminal includes:  

[0067] a processor; 

[0068] a memory for storing processor-executable instructions; 

[0069] in which, the processor is configured to execute the executable instructions in the 

memory to implement steps of the above method for channel monitoring. 

[0070] According to a fourth aspect of embodiments of the disclosure, there is provided 

non-transitory computer-readable storage medium with executable instructions stored thereon, in 

which, when the executable instructions are executed by a processor, steps of the above method for 

channel monitoring are implemented.  

[0071] The technical solution provided by embodiments of the disclosure may include 

following beneficial effects. 

[0072] With the method of the present disclosure, the user equipment may determine 

whether to perform the PDCCH monitoring based on the PAD (PDCCH adaptation DCI) received 

before the BWP switching based on different monitoring modes, thereby solving a problem of 

which method the user equipment uses to monitor the PDCCH after the BWP switching. 

[0073] It is to be understood that both the foregoing general description and the following 

detailed description are exemplary and explanatory only, and are not restrictive of the present 

disclosure.  

 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0074] The accompanying drawings described here are used to provide a further 
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understanding of embodiments of the present disclosure, and constitute a part of the present 

disclosure. The illustrative embodiments of embodiments of the present disclosure and their 

descriptions are used to explain embodiments of the present disclosure, and do not constitute 

limitations to embodiments of the present disclosure. undue limitation, in which: 

[0075] The accompanying drawings, which are incorporated in and constitute a part of this 

specification, illustrate embodiments consistent with the disclosure and, together with the 

description, serve to explain the principles of the disclosure. 

[0076] FIG. 1 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0077] FIG. 2 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0078] FIG. 3 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0079] FIG. 4 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0080] FIG. 5 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0081] FIG. 6 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0082] FIG. 7 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0083] FIG. 8 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0084] FIG. 9 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0085] FIG. 10 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0086] FIG. 11 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 

[0087] FIG. 12 is a flow chart illustrating a method for channel monitoring according to an 

exemplary embodiment. 
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[0088] FIG. 13 is a block diagram illustrating an apparatus for channel monitoring 

according to an exemplary embodiment. 

[0089] FIG. 14 is a block diagram illustrating a structure of an apparatus for channel 

monitoring according to an exemplary embodiment.  

 

DETAILED DESCRIPTION 

[0090] Embodiments of the present disclosure will be further described here in 

combination with the accompanying drawings and specific implementations. 

[0091] Exemplary embodiments will be described in detail herein, examples of which are 

illustrated in the accompanying drawings. When the following description refers to the 

accompanying drawings, the same or similar elements may be denoted by the same numerals in 

different accompanying drawings, unless otherwise indicated. The implementations described in 

the following exemplary embodiments do not represent all implementations consistent with the 

present disclosure. Instead, they are merely examples of apparatuses and methods consistent with 

some aspects of the disclosure as described in the appended claims.  

[0092] It should be noted that an embodiment of the present disclosure may include a 

plurality of steps. For convenience of description, these steps are numbered; however, these 

numbers do not limit execution slots and an execution order between the steps. These steps can be 

implemented in any order, which is not limited by embodiments of the present disclosure. 

[0093] DCI including information indicating a PDCCH monitoring adaptation behavior 

may be represented as PDCCH adaptation DCI (PAD), and DCI including information indicating 

BWP switching may be represented as BWP switching DCI (BSD).  

[0094] After a user equipment receives the PAD, the user equipment may adopt one of 

following behaviors: 

[0095] Behavior 1 (Beh 1): PDCCH skipping being not activated; 

[0096] Behavior 1A (Beh 1A): stopping PDCCH monitoring (that is, PDCCH skipping) 

within X duration, in which a value of X may be dynamically indicated in the DCI by a network 

device; 

[0097] Behavior 2 (Beh 2): stopping monitoring search spaces in search space set group 

(SSSG) #1 and SSSG #2 (if configured), and monitoring search spaces in SSSG #0;  

[0098] Behavior 2A (Beh 2A): stopping monitoring the search spaces in SSSG#0 and 
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SSSG#2 (if configured), and monitoring the search space in SSSG#1. 

[0099] Behavior 2B (Beh 2B): stopping monitoring the search spaces in SSSG#0 and 

SSSG#1, and monitoring the search space in SSSG#2 (if configured). 

[00100] The existing communication protocol specifies that the PAD can only be 

transmitted before the BSD or in a same monitoring occasion (MO).  

[00101] Then, it is required to define a PDCCH monitoring behavior in a scenario where the 

user equipment performs the BWP switching and receives a PDCCH monitoring adaptation 

indication. 

[00102] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 1 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 1, the method may include following steps.  

[00103] At step 101, first downlink control information (DCI) is received.  

[00104] At step 102, after bandwidth part (BWP) switching, physical downlink control 

channel (PDCCH) monitoring is performed based on one of a first monitoring mode, a second 

monitoring mode and a third monitoring mode;  

[00105] in which the first DCI includes information indicating a PDCCH monitoring 

adaptation behavior, and is received by the user equipment before the BWP switching.  

[00106] In an embodiment, the user equipment receives the PAD before the BWP switching, 

and performs the PDCCH monitoring based on one of the first monitoring mode, the second 

monitoring mode and the third monitoring mode after the BWP switching. In an implementation, 

the BWP switching is BWP switching based on receiving the DCI indicating the BWP switching. 

In an implementation, the BWP switching is BWP switching based on a timer. 

[00107] In the above implementation, the user equipment may determine whether to 

perform the PDCCH monitoring based on the PAD (PDCCH adaptation DCI) received before the 

BWP switching based on different monitoring modes, thereby solving a problem of which method 

the user equipment uses to monitor the PDCCH after the BWP switching.  

[00108] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 2 is a 
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flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 2, the method may include following steps.  

[00109] At step 201, first DCI is received.  

[00110] At step 202, after bandwidth part (BWP) switching, the PDCCH monitoring 

adaptation behavior indicated by the first DCI is ignored, in which the first DCI includes 

information indicating the PDCCH monitoring adaptation behavior, and is received by the user 

equipment before the BWP switching.  

[00111] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, ignores the PAD received before the BWP switching, that 

is, does not perform the PDCCH monitoring adaptation behavior indicated by the PAD received 

before the BWP switching.  

[00112] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, ignores the PAD received before the BWP switching, that 

is, does not perform the PDCCH monitoring adaptation behavior indicated by the PAD received 

before the BWP switching, and in response to a BWP after the BWP switching being configured 

with a search space set group, monitors a default search space set group before receiving a PAD 

after the BWP switching. The default search space set group is specified by a communication 

protocol, for example, SSSG#0. 

[00113] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, ignores the PAD received before the BWP switching, that 

is, does not perform the PDCCH monitoring adaptation behavior indicated by the PAD received 

before the BWP switching, and in response to the BWP after the BWP switching being configured 

with no search space set group, monitors a search space configured on the BWP after the BWP 

switching before receiving the PAD after the BWP switching.  

[00114] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementations is the first monitoring mode. 

[00115] In the above implementation, when performing the PDCCH monitoring, the user 

equipment ignores the PAD received before the BWP switching, such that the PDCCH monitoring 

can be performed based on configuration of the BWP after the BWP switching.  

[00116] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 
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in combination with any other embodiment of embodiments of the present disclosure. FIG. 3 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 3, the method may include following steps.  

[00117] At step 301, first DCI is received.  

[00118] At step 302, after bandwidth part (BWP) switching, the PDCCH monitoring 

adaptation behavior indicated by the first DCI is ignored.  

[00119] At step 303, operation of a search space set group switching timer and/or a PDCCH 

skipping timer is stopped in response to presence of the search space set group switching timer 

and/or the PDCCH skipping timer in operation and associated to a BWP before the BWP 

switching;  

[00120] in which the first DCI includes information indicating the PDCCH monitoring 

adaptation behavior, and is received by the user equipment before the BWP switching.  

[00121] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, ignores the PAD received before the BWP switching, that 

is, does not perform the PDCCH monitoring adaptation behavior indicated by the PAD received 

before the BWP switching, and stops the operation of the search space set group switching timer 

and/or the PDCCH skipping timer in a scenario that the search space set group switching timer 

and/or the PDCCH skipping timer in operation and associated to the BWP before the BWP 

switching is present.  

[00122] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, ignores the PAD received before the BWP switching, that 

is, does not perform the PDCCH monitoring adaptation behavior indicated by the PAD received 

before the BWP switching, and stops the operation of the search space set group switching timer 

and/or the PDCCH skipping timer in a scenario that the search space set group switching timer 

and/or the PDCCH skipping timer in operation and associated to the BWP before the BWP 

switching is present, and in response to a BWP after the BWP switching being configured with a 

search space set group, monitors a default search space set group before receiving a PAD after the 

BWP switching. The default search space set group is specified by a communication protocol, for 

example, SSSG#0. 

[00123] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, ignores the PAD received before the BWP switching, that 
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is, does not perform the PDCCH monitoring adaptation behavior indicated by the PAD received 

before the BWP switching, and stops the operation of the search space set group switching timer 

and/or the PDCCH skipping timer in a scenario that the search space set group switching timer 

and/or the PDCCH skipping timer in operation and associated to the BWP before the BWP 

switching is present, and in response to the BWP after the BWP switching being configured with 

no search space set group, monitors a search space configured on the BWP after the BWP 

switching before receiving the PAD after the BWP switching.  

[00124] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementations is the first monitoring mode. 

[00125] In the above implementation, when performing the PDCCH monitoring, the user 

equipment ignores the PAD received before the BWP switching, such that the PDCCH monitoring 

can be performed based on configuration of the BWP after the BWP switching.  

[00126] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 4 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 4, the method may include following steps.  

[00127] At step 401, first DCI is received.  

[00128] At step 402, after bandwidth part (BWP) switching, in response to a BWP after the 

BWP switching being configured with a search space set group, a default search space set group is 

monitored before receiving a second DCI; in response to the BWP after the BWP switching being 

configured with no search space set group, a search space configured on the BWP after the BWP 

switching monitored before receiving the second DCI.  

[00129] The first DCI includes information indicating the PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The second DCI 

includes information indicating the PDCCH monitoring adaptation behavior, and is received by the 

user equipment after the BWP switching.  

[00130] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to a BWP after the BWP switching being 

configured with a search space set group, monitors a default search space set group before 

receiving a PAD after the BWP switching. The default search space set group is specified by a 
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communication protocol, for example, SSSG#0. 

[00131] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the BWP after the BWP switching being 

configured with no search space set group, monitors a search space configured on the BWP after 

the BWP switching before receiving the PAD after the BWP switching.  

[00132] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementations is the first monitoring mode.  

[00133] In the above implementation, when performing the PDCCH monitoring, the user 

equipment adopts different modes of PDCCH monitoring based on whether the search space set 

group is configured on the BWP after the BWP switching.  

[00134] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 5 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 5, the method may include following steps.  

[00135] At step 501, first DCI is received.  

[00136] At step 502, after bandwidth part (BWP) switching, in response to a number of 

PDCCH skipping durations configured by the BWP before the BWP switching being same as a 

number of PDCCH skipping durations configured by the BWP after the BWP switching, and a 

number of search space sets configured by the BWP before the BWP switching being same as a 

number of search space sets configured by the BWP after the BWP switching, the PDCCH 

monitoring adaptation behavior indicated by the first DCI is performed.  

[00137] The first DCI includes information indicating the PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching.  

[00138] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the number of the PDCCH skipping 

durations configured by the BWP before the BWP switching being same as the number of the 

PDCCH skipping durations configured by the BWP after the BWP switching, and the number of 

the search space set groups configured by the BWP before the BWP switching being same as the 

number of the search space set groups configured by the BWP after the BWP switching, continues 

to perform the PDCCH monitoring adaptation behavior indicated by a PAD received before the 
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BWP switching is.  

[00139] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementation is the second monitoring mode.  

[00140] In the above implementation, in a scenario where the number of the PDCCH 

skipping durations configured by the BWP before the BWP switching is the same as the number of 

the PDCCH skipping durations configured by the BWP after the BWP switching, and the number 

of the search space set groups configured by the BWP before the BWP switching is the same as the 

number of the search space set groups configured by the BWP after the BWP switching, the user 

equipment continues to perform the PDCCH monitoring based on the PAD received before the 

BWP switching. In this way, in a scenario where configurations before and after the BWP 

switching are the same, performing the PDCCH monitoring adaptation behavior before the BWP 

switching can be continued.  

[00141] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 6 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 6, the method may include following steps.  

[00142] At step 601, first DCI is received.  

[00143] At step 602, after bandwidth part (BWP) switching, in response to a number of 

PDCCH skipping durations configured by the BWP before the BWP switching being same as a 

number of PDCCH skipping durations configured by the BWP after the BWP switching, and a 

number of search space sets configured by the BWP before the BWP switching being same as a 

number of search space sets configured by the BWP after the BWP switching, the PDCCH 

monitoring adaptation behavior indicated by the first DCI is performed.  

[00144] At step 603, operation of a search space set group switching timer and/or a PDCCH 

skipping timer on the BWP after the BWP switching is continued in response to presence of the 

search space set group switching timer and/or the PDCCH skipping timer in operation and 

associated to a BWP before the BWP switching.  

[00145] The first DCI includes information indicating the PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching.  

[00146] In an implementation, the user equipment receives the PAD before the BWP 
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switching, and after the BWP switching, in response to the number of the PDCCH skipping 

durations configured by the BWP before the BWP switching being same as the number of the 

PDCCH skipping durations configured by the BWP after the BWP switching, and the number of 

the search space set groups configured by the BWP before the BWP switching being same as the 

number of the search space set groups configured by the BWP after the BWP switching, continues 

to perform the PDCCH monitoring adaptation behavior indicated by a PAD received before the 

BWP switching, and continues the operation of the search space set group switching timer and/or 

the PDCCH skipping timer on the BWP after the BWP switching in response to the presence of the 

search space set group switching timer and/or the PDCCH skipping timer in operation and 

associated to the BWP before the BWP switching.  

[00147] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementation is the second monitoring mode.  

[00148] In the above implementation, in a scenario where the number of the PDCCH 

skipping durations configured by the BWP before the BWP switching is the same as the number of 

the PDCCH skipping durations configured by the BWP after the BWP switching, and the number 

of the search space set groups configured by the BWP before the BWP switching is the same as the 

number of the search space set groups configured by the BWP after the BWP switching, the user 

equipment continues to perform the PDCCH monitoring based on the PAD received before the 

BWP switching. In this way, in a scenario where configurations before and after the BWP 

switching are the same, performing the PDCCH monitoring adaptation behavior before the BWP 

switching can be continued, without interrupting the operation of the search space set group 

switching timer and/or the PDCCH skipping timer.  

[00149] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

includes:  

[00150] receiving a first DCI; and  

[00151] after bandwidth part (BWP) switching, in response to a number of PDCCH 

skipping durations configured by the BWP before the BWP switching being different from a 

number of PDCCH skipping durations configured by the BWP after the BWP switching, and/or a 

number of search space sets configured by the BWP before the BWP switching being different 
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from a number of search space sets configured by the BWP after the BWP switching, performing 

following actions: 

[00152] ignoring the PDCCH monitoring adaptation behavior indicated by the first DCI;  

[00153] in response to a BWP after the BWP switching being configured with a search 

space set group, monitoring a default search space set group, before receiving a second DCI; or 

[00154] in response to the BWP after the BWP switching being configured with no search 

space set group, monitoring a search space configured on the BWP after the BWP switching, 

before receiving the second DCI;  

[00155] in which the first DCI includes information indicating the PDCCH monitoring 

adaptation behavior, and is received by the user equipment before the BWP switching, the second 

DCI includes information indicating the PDCCH monitoring adaptation behavior, and is received 

by the user equipment after the BWP switching.  

[00156] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the number of the PDCCH skipping 

durations configured by the BWP before the BWP switching being different from the number of 

the PDCCH skipping durations configured by the BWP after the BWP switching, or the number of 

the search space set groups configured by the BWP before the BWP switching being different from 

the number of the search space set groups configured by the BWP after the BWP switching, or 

both the number of the PDCCH skipping durations and the number of the search space set groups 

configured by the BWP before the BWP switching being different from both the number of the 

PDCCH skipping durations and the number of the search space set groups configured by the BWP 

after the BWP switching, the following actions are performed: ignoring the PAD received before 

the BWP switching, that is, not performing the PDCCH monitoring adaptation behavior indicated 

by the PAD received before the BWP switching; or, in response to the BWP after the BWP 

switching being configured with the search space set group, monitoring the default search space 

set group, before receiving a PAD after the BWP switching.  

[00157] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the number of the PDCCH skipping 

durations configured by the BWP before the BWP switching being different from the number of 

the PDCCH skipping durations configured by the BWP after the BWP switching, or the number of 

the search space set groups configured by the BWP before the BWP switching being different from 



 

 

 17 

the number of the search space set groups configured by the BWP after the BWP switching, or 

both the number of the PDCCH skipping durations and the number of the search space set groups 

configured by the BWP before the BWP switching being different from both the number of the 

PDCCH skipping durations and the number of the search space set groups configured by the BWP 

after the BWP switching, the following actions are performed: ignoring the PAD received before 

the BWP switching, that is, not performing the PDCCH monitoring adaptation behavior indicated 

by the PAD received before the BWP switching; or, in response to the BWP after the BWP 

switching being configured with no search space set group, monitoring the search space 

configured on the BWP after the BWP switching, before receiving a PAD after the BWP 

switching.  

[00158] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementation is the second monitoring mode.  

[00159] In the above implementation, in a scenario where at least one of the number of 

PDCCH skipping durations configured by the BWP before the BWP switching being different 

from the number of PDCCH skipping durations configured by the BWP after the BWP switching, 

or the number of search space sets configured by the BWP before the BWP switching being 

different from the number of search space sets configured by the BWP after the BWP switching, 

the user equipment ignores the PAD received before the BWP switching. In this way, in a scenario 

where configurations before and after the BWP switching are different, the PDCCH monitoring 

may be performed based on the configuration of the BWP after the BWP switching, rather than 

based on the PAD received before the BWP switching. 

[00160] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

includes:  

[00161] receiving a first DCI; and  

[00162] after bandwidth part (BWP) switching, in response to a number of PDCCH 

skipping durations configured by the BWP before the BWP switching being different from a 

number of PDCCH skipping durations configured by the BWP after the BWP switching, and/or a 

number of search space sets configured by the BWP before the BWP switching being different 

from a number of search space sets configured by the BWP after the BWP switching, performing 
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following actions: 

[00163] ignoring the PDCCH monitoring adaptation behavior indicated by the first DCI;  

[00164] in response to a BWP after the BWP switching being configured with a search 

space set group, monitoring a default search space set group, before receiving a second DCI; or 

[00165] in response to the BWP after the BWP switching being configured with no search 

space set group, monitoring a search space configured on the BWP after the BWP switching, 

before receiving the second DCI;  

[00166] stopping operation of a search space set group switching timer and/or a PDCCH 

skipping timer in response to presence of the search space set group switching timer and/or the 

PDCCH skipping timer in operation and associated to the BWP before the BWP switching;  

[00167] in which the first DCI includes information indicating the PDCCH monitoring 

adaptation behavior, and is received by the user equipment before the BWP switching, the second 

DCI includes information indicating the PDCCH monitoring adaptation behavior, and is received 

by the user equipment after the BWP switching.  

[00168] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the number of the PDCCH skipping 

durations configured by the BWP before the BWP switching being different from the number of 

the PDCCH skipping durations configured by the BWP after the BWP switching, or the number of 

the search space set groups configured by the BWP before the BWP switching being different from 

the number of the search space set groups configured by the BWP after the BWP switching, or 

both the number of the PDCCH skipping durations and the number of the search space set groups 

configured by the BWP before the BWP switching being different from both the number of the 

PDCCH skipping durations and the number of the search space set groups configured by the BWP 

after the BWP switching, the following actions are performed: ignoring the PAD received before 

the BWP switching, that is, not performing the PDCCH monitoring adaptation behavior indicated 

by the PAD received before the BWP switching; or, in response to the BWP after the BWP 

switching being configured with the search space set group, monitoring the default search space 

set group, before receiving a PAD after the BWP switching. And the user equipment stops the 

operation of the search space set group switching timer and/or the PDCCH skipping timer in 

response to the presence of the search space set group switching timer and/or the PDCCH skipping 

timer in operation and associated to the BWP before the BWP switching.  
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[00169] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the number of the PDCCH skipping 

durations configured by the BWP before the BWP switching being different from the number of 

the PDCCH skipping durations configured by the BWP after the BWP switching, or the number of 

the search space set groups configured by the BWP before the BWP switching being different from 

the number of the search space set groups configured by the BWP after the BWP switching, or 

both the number of the PDCCH skipping durations and the number of the search space set groups 

configured by the BWP before the BWP switching being different from both the number of the 

PDCCH skipping durations and the number of the search space set groups configured by the BWP 

after the BWP switching, the following actions are performed: ignoring the PAD received before 

the BWP switching, that is, not performing the PDCCH monitoring adaptation behavior indicated 

by the PAD received before the BWP switching; or, in response to the BWP after the BWP 

switching being configured with no search space set group, monitoring the search space 

configured on the BWP after the BWP switching, before receiving a PAD after the BWP switching. 

And the user equipment stops the operation of the search space set group switching timer and/or 

the PDCCH skipping timer in response to the presence of the search space set group switching 

timer and/or the PDCCH skipping timer in operation and associated to the BWP before the BWP 

switching. 

[00170] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementation is the second monitoring mode.  

[00171] In the above implementation, in a scenario where at least one of the number of 

PDCCH skipping durations configured by the BWP before the BWP switching being different 

from the number of PDCCH skipping durations configured by the BWP after the BWP switching, 

or the number of search space sets configured by the BWP before the BWP switching being 

different from the number of search space sets configured by the BWP after the BWP switching, 

the user equipment ignores the PAD received before the BWP switching. In this way, in a scenario 

where configurations before and after the BWP switching are different, the PDCCH monitoring 

may be performed based on the configuration of the BWP after the BWP switching, without based 

on the PAD received before the BWP switching, and without continuing the operation of the 

search space set group switching timer and/or the PDCCH skipping timer associated to the BWP 

before the BWP switching.  
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[00172] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 7 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 7, the method may include following steps.  

[00173] At step 701, first DCI is received.  

[00174] At step 702, after bandwidth part (BWP) switching, the PDCCH monitoring 

adaptation behavior indicated by the first DCI is performed on a BWP after the BWP switching.  

[00175] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching.  

[00176] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, performs the PDCCH monitoring adaptation behavior 

indicated by the PAD received before the BWP switching on the BWP after the BWP switching.  

[00177] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementation is the third monitoring mode.  

[00178] In the above implementation, after the BWP switching, the user equipment may 

continue to perform the PDCCH monitoring based on the PAD received before the BWP 

switching.  

[00179] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 8 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 8, the method may include following steps.  

[00180] At step 801, first DCI is received.  

[00181] At step 802, after bandwidth part (BWP) switching, the PDCCH monitoring 

adaptation behavior indicated by the first DCI is performed on a BWP after the BWP switching.  

[00182] At step 803, operation of a search space set group switching timer and/or a PDCCH 

skipping timer is continued on the BWP after the BWP switching in response to presence of the 

search space set group switching timer and/or the PDCCH skipping timer in operation.  

[00183] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching.  
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[00184] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, performs the PDCCH monitoring adaptation behavior 

indicated by the PAD received before the BWP switching on the BWP after the BWP switching, 

and continues the operation of the search space set group switching timer and/or the PDCCH 

skipping timer on the BWP after the BWP switching in response to the presence of the search 

space set group switching timer and/or the PDCCH skipping timer in operation. It should be noted 

that the search space set group switching timer and the PDCCH skipping timer in this scenario are 

not exclusively dedicated to any particular BWP, instead, a plurality of BWPs share the search 

space set group switching timer and the PDCCH skipping timer.  

[00185] The PDCCH monitoring mode adopted by the user equipment in the foregoing 

implementation is the third monitoring mode.  

[00186] In the above implementation, after the BWP switching, the user equipment may 

continue to perform the PDCCH monitoring based on the PAD received before the BWP switching, 

and continue to operate, on the BWP after the BWP switching, the search space set group 

switching timer and the PDCCH skipping timer operating on the BWP before the BWP switching.  

[00187] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 9 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 9, the method may include following steps.  

[00188] At step 901, first DCI is received.  

[00189] At step 902, after bandwidth part (BWP) switching, a PDCCH monitoring mode is 

determined based on receiving time points or effective time points of the first DCI and a third DCI, 

and the PDCCH monitoring is performed.  

[00190] The PDCCH monitoring mode is one of the first monitoring mode, the second 

monitoring mode and the third monitoring mode.  

[00191] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching. For example, the first DCI may be PAD, and the third 

DCI may be BSD. The monitoring mode can be selected according to transmitting time points of 

the PAD and the BSD and/or effective time points of the PAD and the BSD. 
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[00192] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, determines the PDCCH monitoring mode based on 

receiving time points of the received BSD and the PAD received before the BWP switching, and 

performs the PDCCH monitoring based on the PDCCH monitoring mode.  

[00193] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, determines the PDCCH monitoring mode based on 

effective time points of the received BSD and the PAD received before the BWP switching, and 

performs the PDCCH monitoring based on the PDCCH monitoring mode.  

[00194] The determined PDCCH monitoring mode in the foregoing implementation is one 

of the first monitoring mode, the second monitoring mode and the third monitoring mode.  

[00195] The first monitoring mode, the second monitoring mode and the third monitoring 

mode have been described in detail in the foregoing embodiments, and will not be repeated here.  

[00196] In the above implementation, the PDCCH monitoring mode is determined based on 

the receiving time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the receiving time points of 

the received BSD and the PAD received before the BWP switching.  

[00197] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

may include:  

[00198] receiving first DCI; and  

[00199] after bandwidth part (BWP) switching, in response to the receiving time point of 

the first DCI preceding the receiving time point of the third DCI, determining the PDCCH 

monitoring mode as the first monitoring mode or the second monitoring mode and performing the 

PDCCH monitoring.  

[00200] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching.  

[00201] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to a receiving time point of the PAD received 

before the BWP switching preceding a receiving time point of the received BSD, determines the 



 

 

 23 

PDCCH monitoring mode as the first monitoring mode and performs the PDCCH monitoring.  

[00202] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the receiving time point of the PAD 

received before the BWP switching preceding the receiving time point of the received BSD, 

determines the PDCCH monitoring mode as the second monitoring mode and performs the 

PDCCH monitoring.  

[00203] The first monitoring mode and the second monitoring mode have been described in 

detail in the foregoing embodiments, and will not be repeated here.  

[00204] In the above implementation, the PDCCH monitoring mode is determined based on 

the receiving time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the receiving time points of 

the received BSD and the PAD received before the BWP switching.  

[00205] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

may include:  

[00206] receiving first DCI; and  

[00207] after bandwidth part (BWP) switching, in response to the receiving time point of 

the first DCI and the receiving time point of the third DCI being in a same PDCCH monitoring 

occasion, and the first DCI being different from the third DCI, determining the PDCCH 

monitoring mode as one of the first monitoring mode, the second monitoring mode, or the third 

monitoring mode, and performing the PDCCH monitoring;  

[00208] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching.  

[00209] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to a receiving time point of the PAD received 

before the BWP switching and a receiving time point of the received BSD being in the same 

PDCCH monitoring occasion, and the PAD is not a same DCI as the BSD, determines the PDCCH 

monitoring mode as the first monitoring mode and performs the PDCCH monitoring.  

[00210] In an implementation, the user equipment receives the PAD before the BWP 
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switching, and after the BWP switching, in response to the receiving time point of the PAD 

received before the BWP switching and the receiving time point of the received BSD being in the 

same PDCCH monitoring occasion, and the PAD is not a same DCI as the BSD, determines the 

PDCCH monitoring mode as the second monitoring mode and performs the PDCCH monitoring.  

[00211] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the receiving time point of the PAD 

received before the BWP switching and the receiving time point of the received BSD being in the 

same PDCCH monitoring occasion, and the PAD is not a same DCI as the BSD, determines the 

PDCCH monitoring mode as the third monitoring mode and performs the PDCCH monitoring.  

[00212] The first monitoring mode, the second monitoring mode and the third monitoring 

mode have been described in detail in the foregoing embodiments, and will not be repeated here.  

[00213] In the above implementation, the PDCCH monitoring mode is determined based on 

the receiving time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the receiving time points of 

the received BSD and the PAD received before the BWP switching.  

[00214] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

may include:  

[00215] receiving first DCI; and  

[00216] after bandwidth part (BWP) switching, in response to the receiving time point of 

the first DCI and the receiving time point of the third DCI being in a same PDCCH monitoring 

occasion, and the first DCI being same as the third DCI, determining the PDCCH monitoring 

mode as the third monitoring mode and performing the PDCCH monitoring;  

[00217] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching.  

[00218] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to a receiving time point of the PAD received 

before the BWP switching and a receiving time point of the received BSD being in the same 

PDCCH monitoring occasion, and the PAD is the same DCI as the BSD, determines the PDCCH 
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monitoring mode as the third monitoring mode and performs the PDCCH monitoring.  

[00219] It should be noted that in this scenario, a network device indicates the PDCCH 

monitoring adaptation behavior and the BWP switching in the same DCI, so the PDCCH 

monitoring adaptation behavior indicated by the network device in the DCI is based on the BWP 

switching indicated in the DCI. Therefore, the third monitoring more is suitable for this scenario. 

[00220] The third monitoring mode have been described in detail in the foregoing 

embodiments, and will not be repeated here.  

[00221] In the above implementation, the PDCCH monitoring mode is determined based on 

the receiving time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the receiving time points of 

the received BSD and the PAD received before the BWP switching.  

[00222] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

may include:  

[00223] receiving first DCI; and  

[00224] after bandwidth part (BWP) switching, in response to the receiving time point of 

the first DCI and the receiving time point of the third DCI being in a same PDCCH monitoring 

occasion, and the first DCI being same as the third DCI, determining the PDCCH monitoring 

mode as the first monitoring mode or the second monitoring mode and performing the PDCCH 

monitoring;  

[00225] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching.  

[00226] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to a receiving time point of the PAD received 

before the BWP switching and a receiving time point of the received BSD being in the same 

PDCCH monitoring occasion, and the PAD is the same DCI as the BSD, determines the PDCCH 

monitoring mode as the first monitoring mode and performs the PDCCH monitoring.  

[00227] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the receiving time point of the PAD 
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received before the BWP switching and the receiving time point of the received BSD being in the 

same PDCCH monitoring occasion, and the PAD is the same DCI as the BSD, determines the 

PDCCH monitoring mode as the second monitoring mode and performs the PDCCH monitoring. 

[00228] The first monitoring mode and the second monitoring mode have been described in 

detail in the foregoing embodiments, and will not be repeated here.  

[00229] In the above implementation, the PDCCH monitoring mode is determined based on 

the receiving time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the receiving time points of 

the received BSD and the PAD received before the BWP switching. 

[00230] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

may include:  

[00231] receiving first DCI; and  

[00232] after bandwidth part (BWP) switching, in response to the effective time point of the 

first DCI preceding the effective time point of the third DCI, determining the PDCCH monitoring 

mode as the first monitoring mode or the second monitoring mode and performing the PDCCH 

monitoring.  

[00233] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching.  

[00234] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to an effective time point of the PAD received 

before the BWP switching preceding an effective time point of the received BSD, determines the 

PDCCH monitoring mode as the first monitoring mode, and performs the PDCCH monitoring.  

[00235] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the effective time point of the PAD 

received before the BWP switching preceding the effective time point of the received BSD, 

determines the PDCCH monitoring mode as the second monitoring mode and performs the 

PDCCH monitoring.  

[00236] The first monitoring mode and the second monitoring mode have been described in 



 

 

 27 

detail in the foregoing embodiments, and will not be repeated here.  

[00237] In the above implementation, the PDCCH monitoring mode is determined based on 

the effective time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the effective time points of 

the received BSD and the PAD received before the BWP switching.  

[00238] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

may include:  

[00239] receiving first DCI; and  

[00240] after bandwidth part (BWP) switching, in response to the effective time point of the 

first DCI being same as the effective time point of the third DCI, determining the PDCCH 

monitoring mode as one of the first monitoring mode, the second monitoring mode and the third 

monitoring mode and performing the PDCCH monitoring;  

[00241] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching.  

[00242] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to an effective time point of the PAD received 

before the BWP switching being same as an effective time point of the received BSD, determines 

the PDCCH monitoring mode as the first monitoring mode and performs the PDCCH monitoring.  

[00243] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the effective time point of the PAD 

received before the BWP switching being same as the effective time point of the received BSD, 

determines the PDCCH monitoring mode as the second monitoring mode and performs the 

PDCCH monitoring.  

[00244] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the effective time point of the PAD 

received before the BWP switching being same as the effective time point of the received BSD, 

determines the PDCCH monitoring mode as the third monitoring mode and performs the PDCCH 

monitoring.  
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[00245] The first monitoring mode, the second monitoring mode and the third monitoring 

mode have been described in detail in the foregoing embodiments, and will not be repeated here.  

[00246] In the above implementation, the PDCCH monitoring mode is determined based on 

the effective time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the effective time points of 

the received BSD and the PAD received before the BWP switching.  

[00247] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

may include:  

[00248] receiving first DCI; and  

[00249] after bandwidth part (BWP) switching, in response to the effective time point of the 

first DCI being after the effective time point of the third DCI, determining the PDCCH monitoring 

mode as one of the first monitoring mode, the second monitoring mode and the third monitoring 

mode and performing the PDCCH monitoring;  

[00250] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching.  

[00251] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to an effective time point of the PAD received 

before the BWP switching being after an effective time point of the received BSD, determines the 

PDCCH monitoring mode as the first monitoring mode and performs the PDCCH monitoring.  

[00252] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the effective time point of the PAD 

received before the BWP switching being after the effective time point of the received BSD, 

determines the PDCCH monitoring mode as the second monitoring mode and performs the 

PDCCH monitoring.  

[00253] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, in response to the effective time point of the PAD 

received before the BWP switching being after the effective time point of the received BSD, 

determines the PDCCH monitoring mode as the third monitoring mode and performs the PDCCH 
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monitoring.  

[00254] The first monitoring mode, the second monitoring mode and the third monitoring 

mode have been described in detail in the foregoing embodiments, and will not be repeated here.  

[00255] In the above implementation, the PDCCH monitoring mode is determined based on 

the effective time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the effective time points of 

the received BSD and the PAD received before the BWP switching.  

[00256] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. The method 

may include:  

[00257] receiving first DCI; and  

[00258] after bandwidth part (BWP) switching, determining a PDCCH monitoring mode 

based on receiving time points or effective time points of the first DCI and the third DCI, and 

performing the PDCCH monitoring;  

[00259] in which, the PDCCH monitoring mode is one of the first monitoring mode, the 

second monitoring mode and the third monitoring mode. 

[00260] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching. The third DCI includes 

information indicating the BWP switching.  

[00261] The effective time point of the third DCI is a time point after a first offset following 

an end of a slot where the third DCI is located, or a time point after a second offset following an 

end of PDCCH symbols for transmitting the third DCI.  

[00262] The first offset is greater than or equal to a BWP switching delay specified in a 

communication protocol, and the second offset is a sum of remaining symbols in the slot where the 

third DCI is located, after removing the PDCCH symbols for transmitting the third DCI, and the 

first offset.  

[00263] In an implementation, the user equipment receives the PAD before the BWP 

switching, and after the BWP switching, determines the PDCCH monitoring mode based on 

receiving time points or effective time points of a received BSD and a PAD received before the 

BWP switching, and performs the PDCCH monitoring based on the PDCCH monitoring mode.  
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[00264] The PDCCH monitoring mode determined in the foregoing implementation is one 

of the first monitoring mode, the second monitoring mode and the third monitoring mode.  

[00265] The first monitoring mode, the second monitoring mode and the third monitoring 

mode have been described in detail in the foregoing embodiments, and will not be repeated here.  

[00266] In an implementation, the effective time point of the received BSD is a time point 

after a first offset following an end of a slot where the BSD is located, and the first offset is greater 

than or equal to a BWP switching delay specified in a communication protocol. In an 

implementation, the first offset is 3 or 4 slots. In an implementation, the first offset is a slot 

interval between a scheduled PDSCH and DCI indicated in the BSD.  

[00267] In an implementation, the effective time point of the received BSD is a time point 

after a second offset following an end of PDCCH symbols for transmitting the BSD, and the 

second offset is a sum of remaining symbols in the slot where the BSD is located, after removing 

the PDCCH symbols for transmitting the BSD, and the first offset. In an implementation, one slot 

includes 14 symbols, the PDCCH symbols for transmitting the BSD are first three symbols of its 

slot, and the remaining symbols are 11 symbols, then the second offset is a sum of 11 symbols and 

the first offset.  

[00268] In an implementation, the effective time point of the first DCI is specified by a 

communication protocol or by a high-level configuration. 

[00269] In the above implementation, the PDCCH monitoring mode is determined based on 

the receiving time points of the received BSD and the PAD received before the BWP switching, so 

that an appropriate PDCCH monitoring mode can be adopted based on the receiving time points of 

the received BSD and the PAD received before the BWP switching.  

[00270] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 10 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 10, the method may include following steps.  

[00271] At step 1001, first DCI is received.  

[00272] At step 1002, after bandwidth part (BWP) switching, a PDCCH monitoring mode is 

determined based on the PDCCH monitoring adaptation behavior indicated by the first DCI, and 

the PDCCH monitoring is performed.  
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[00273] The PDCCH monitoring mode is one of the first monitoring mode, the second 

monitoring mode and the third monitoring mode.  

[00274] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching.  

[00275] In an implementation, the user equipment receives a PAD before the BWP 

switching, and after the BWP switching, determines the PDCCH monitoring mode based on the 

PDCCH monitoring adaptation behavior indicated by the PAD received before the BWP switching, 

and performs the PDCCH monitoring.  

[00276] The PDCCH monitoring mode determined in the foregoing implementation is one 

of the first monitoring mode, the second monitoring mode and the third monitoring mode.  

[00277] The first monitoring mode, the second monitoring mode and the third monitoring 

mode have been described in detail in the foregoing embodiments, and will not be repeated here.  

[00278] In the above implementation, an appropriate PDCCH monitoring mode can be 

adopted to perform the PDCCH monitoring based on the PDCCH monitoring adaptation behavior 

indicated by the PAD received before the BWP switching.  

[00279] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 11 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 11, the method may include following steps.  

[00280] At step 1101, first DCI is received.  

[00281] At step 1102, after bandwidth part (BWP) switching, the PDCCH monitoring mode 

is determined as the third monitoring mode in response to the PDCCH monitoring adaptation 

behavior indicated by the first DCI being PDCCH skipping, and the PDCCH monitoring is 

performed.  

[00282] The first DCI includes information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching.  

[00283] In an implementation, the user equipment receives a PAD before the BWP 

switching, and after the BWP switching, in response to the PDCCH monitoring adaptation 

behavior indicated by the PAD received before the BWP switching being the PDCCH skipping, 

determines the PDCCH monitoring mode as the third monitoring mode, and performs the PDCCH 
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monitoring.  

[00284] The third monitoring mode have been described in detail in the foregoing 

embodiments, and will not be repeated here.  

[00285] In the above implementation, the third monitoring mode can be adopted to perform 

the PDCCH monitoring in a scenario where the PDCCH monitoring adaptation behavior indicated 

by the PAD received before the BWP switching is the PDCCH skipping.  

[00286] An embodiment of the disclosure provides a method for channel monitoring, 

performed by a user equipment. The method may be executed independently, or may be executed 

in combination with any other embodiment of embodiments of the present disclosure. FIG. 12 is a 

flow chart illustrating a method for channel monitoring according to an exemplary embodiment. 

As shown in FIG. 12, the method may include following steps.  

[00287] At step 1201, first DCI is received.  

[00288] At step 1202, after bandwidth part (BWP) switching, physical downlink control 

channel (PDCCH) monitoring is performed based on one of a first monitoring mode, a second 

monitoring mode and a third monitoring mode, in which the PDCCH monitoring is stopped on a 

BWP after the BWP switching in response to the BWP after the BWP switching being a sleeping 

BWP.  

[00289] In an implementation, the user equipment receives a PAD before the BWP 

switching, and after the BWP switching, in a scenario where the BWP after the BWP switching is 

the sleeping BWP, the PDCCH monitoring is stopped on the BWP after the BWP switching.  

[00290] In an implementation, the user equipment receives a PAD before the BWP 

switching, and after the BWP switching, in a scenario where the BWP after the BWP switching is 

not the sleeping BWP, the physical downlink control channel (PDCCH) monitoring is performed 

based on one of the first monitoring mode, the second monitoring mode and the third monitoring 

mode.  

[00291] The first monitoring mode, the second monitoring mode and the third monitoring 

mode have been described in detail in the foregoing embodiments, and will not be repeated here.  

[00292] In the above implementation, the PDCCH monitoring is stopped on the BWP after 

the BWP switching when the BWP after the BWP switching is the sleeping BWP.  

[00293] An embodiment of the disclosure provides an apparatus for channel monitoring, 

applied to a user equipment. As illustrated in FIG. 13, the apparatus includes:  
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[00294] a receiving module 1301, configured to receive first downlink control information 

(DCI); and  

[00295] a processing module 1302, configured to, after bandwidth part (BWP) switching, 

perform physical downlink control channel (PDCCH) monitoring based on one of a first 

monitoring mode, a second monitoring mode and a third monitoring mode;  

[00296] in which the first DCI includes information indicating a PDCCH monitoring 

adaptation behavior, and is received by the user equipment before the BWP switching.  

[00297] In some embodiments, the receiving module and the processing module of the 

apparatus for channel monitoring shown in FIG. 13 can be used to perform the steps of any one of 

the above methods for channel monitoring. 

[00298] An embodiment of the disclosure provides a mobile terminal. The mobile terminal 

includes:  

[00299] a processor; 

[00300] a memory for storing processor-executable instructions; 

[00301] in which, the processor is configured to execute the executable instructions in the 

memory to implement steps of the above method for channel monitoring. 

[00302] An embodiment of the disclosure provides a non-transitory computer-readable 

storage medium with executable instructions stored thereon, in which, when the executable 

instructions are executed by a processor, steps of the above method for channel monitoring are 

implemented.  

[00303] FIG. 14 is a block diagram illustrating an apparatus 1400 for channel monitoring 

according to an exemplary embodiment. For example, the apparatus 1400 may be a mobile phone, 

a computer, a digital broadcasting terminal, a message transceiving equipment, a game console, a 

tablet equipment, a medical equipment, a fitness equipment, or a personal digital assistant, etc. 

[00304] As illustrated in FIG. 14, the apparatus 1400 may include one or more of: a 

processing component 1402, a memory 1404, a power component 1406, a multimedia component 

1408, an audio component 1410, an input/output (I/O) interface 1412, a sensor component 1414, 

and a communication component 1416. 

[00305] The processing component 1402 typically controls overall operations of the 

apparatus 1400, such as the operations associated with display, telephone calls, data 

communications, camera operations, and recording operations. The processing component 1402 
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may include one or more processors 1402 for executing instructions to implement all or a part of 

the above method. Moreover, the processing component 1402 may include one or more modules 

which facilitate the interaction between the processing component 1402 and other components. For 

example, the processing component 1402 may include a multimedia module to facilitate the 

interaction between the multimedia component 1408 and the processing component 1402. 

[00306] The memory 1404 is configured to store various types of data to support the 

operation of the apparatus 1400. Examples of such data include instructions for any application or 

method operated on the apparatus 1400 for performing contraction data, phonebook data, 

messages, pictures, video, etc. The memory 1404 may be implemented using any type of volatile 

or non-volatile memory devices, or a combination thereof, such as a static random access memory 

(SRAM), an electrically erasable programmable read-only memory (EEPROM), an erasable 

programmable read-only memory (EPROM), a programmable read-only memory (PROM), a 

read-only memory (ROM), a magnetic memory, a flash memory, a magnetic or an optical disk. 

[00307] The power component 1406 is configured to provide power to various components 

of the apparatus 1400. The power component 1406 may include a power management system, one 

or more power sources, and any other components associated with the generation, management, 

and distribution of power in the apparatus 1400.  

[00308] The multimedia component 1408 includes a screen providing an output interface 

between the apparatus 1400 and the user. In some embodiments, the screen may include a liquid 

crystal display (LCD) and a touch panel (TP). If the screen includes the touch panel, the screen 

may be implemented as a touch screen to receive an input signal from the user. The touch panel 

includes one or more touch sensors to sense touches, swipes, and gestures on the touch panel. The 

touch sensors may not only sense a boundary of a touch or swipe action, but also sense a duration 

and a pressure associated with the touch or swipe action. In some embodiments, the multimedia 

component 1408 includes a front camera and/or a rear camera. When the apparatus 1400 is in an 

operation mode, such as a shooting mode or a video mode, the front camera and/or the rear camera 

may receive external multimedia data. Each front camera and rear camera may be a fixed optical 

lens system or have a focal length and an optical zoom capability. 

[00309] The audio component 1410 is configured to output and/or input an audio signal. For 

example, the audio component 1410 includes a microphone (“MIC”) for receiving an external 

audio signal when the apparatus 1400 is in an operation mode, such as a call mode, a recording 
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mode, and a voice recognition mode. The received audio signal may be further stored in the 

memory 1404 or transmitted via the communication component 1416. In some embodiments, the 

audio component 1410 further includes a speaker for outputting the audio signal. 

[00310] The I/O interface 1412 is configured to provide an interface between the processing 

component 1402 and peripheral interface modules, such as a keyboard, a click wheel, buttons, and 

the like. These buttons may include, but be not limited to, a home button, a volume button, a start 

button, and a lock button. 

[00311] The sensor component 1414 includes one or more sensors for providing status 

assessments of various aspects of the apparatus 1400. For example, the sensor component 1414 

may detect an open/closed state of the apparatus 1400, relative positioning of components, e.g., the 

display and the keypad of the apparatus 1400, a position change of the apparatus 1400 or a 

component of the apparatus 1400, a presence or absence of user contraction with the apparatus 

1400, an orientation or an acceleration/deceleration of the apparatus 1400, and a temperature 

change of the apparatus 1400. The sensor component 1414 1414 may include a proximity sensor 

configured to detect the presence of nearby objects without any physical contact. The sensor 

component 1414 may also include an optical sensor, such as a CMOS or CCD image sensor, for 

use in an imaging application. In some embodiments, the sensor component 1414 may also include 

an acceleration sensor, a gyro sensor, a magnetic sensor, a pressure sensor or a temperature sensor. 

[00312] The communication component 1416 is configured to facilitate communication, 

wired or wirelessly, between the apparatus 1400 and other devices. The apparatus 1400 may access 

a wireless network based on a communication standard, such as Wi-Fi, 2G, 3G, or a combination 

thereof. In an exemplary embodiment, the communication component 1416 receives a broadcast 

signal or broadcast associated information from an external broadcast management system via a 

broadcast channel. In an exemplary embodiment, the communication component 1416 further 

includes a near field communication (NFC) module to facilitate short-range communications. For 

example, the NFC module may be implemented based on a radio frequency identification (RFID) 

technology, an infrared data association (IrDA) technology, an ultra-wideband (UWB) technology, 

a Bluetooth (BT) technology, and other technologies. 

[00313] In one or more exemplary embodiments, the apparatus 1400 may be implemented 

with one or more application specific integrated circuits (ASICs), digital signal processors (DSPs), 

digital signal processing devices (DSPDs), programmable logic devices (PLDs), field 
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programmable gate arrays (FPGAs), controllers, micro-controllers, microprocessors, or other 

electronic components, for performing the above methods. 

[00314] In exemplary embodiments, there is also provided a non-transitory computer 

readable storage medium including instructions, such as the memory 1404 including the 

instructions. The instructions may be executed by the processor 1420 in the apparatus 1400 for 

performing the above method. For example, the non-transitory computer readable storage medium 

may be a ROM, a RAM, a CD-ROM, a magnetic tape, a floppy disc, an optical data storage device, 

and the like. 

[00315] Other implementations of the disclosure will be apparent to the skilled in the art 

from consideration of the specification and practice of the disclosure disclosed here. This 

disclosure is intended to cover any variations, uses, or adaptations of the disclosure following the 

general principles thereof and including such departures from the disclosure as come within known 

or customary practice in the art. It is intended that the specification and examples be considered as 

exemplary only, with a true scope and spirit of the disclosure being indicated by the following 

claims. 

[00316] It should be understood that the disclosure is not limited to the exaction 

construction that has been described above and illustrated in the accompanying drawings, and that 

various modifications and changes may be made without departing from the scope thereof. The 

scope of the disclosure only be limited by the appended claims.  

 

Industrial Applicability 

[00317] With the method of the present disclosure, the user equipment may determine 

whether to perform the PDCCH monitoring based on the PAD (PDCCH adaptation DCI) received 

before the BWP switching based on different monitoring modes, thereby solving a problem of 

which method the user equipment uses to monitor the PDCCH after the BWP switching. 
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CLAIMS 

 

1. A method for channel monitoring, performed by a user equipment, and comprising: 

receiving first downlink control information (DCI); and  

after bandwidth part (BWP) switching, performing physical downlink control channel 

(PDCCH) monitoring based on one of a first monitoring mode, a second monitoring mode and a 

third monitoring mode;  

wherein the first DCI comprises information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching.  

 

2. The method according to claim 1, wherein performing the PDCCH monitoring based on 

the first monitoring mode comprises: 

ignoring the PDCCH monitoring adaptation behavior indicated by the first DCI. 

 

3. The method according to claim 2, wherein performing the PDCCH monitoring based on 

the first monitoring mode further comprises: 

stopping operation of a search space set group switching timer and/or a PDCCH skipping 

timer in response to presence of the search space set group switching timer and/or the PDCCH 

skipping timer in operation and associated to a BWP before the BWP switching. 

 

4. The method according to claim 1, wherein performing the PDCCH monitoring based on 

the first monitoring mode comprises: 

in response to a BWP after the BWP switching being configured with a search space set 

group, monitoring a default search space set group, before receiving a second DCI; or 

in response to the BWP after the BWP switching being configured with no search space set 

group, monitoring a search space configured on the BWP after the BWP switching, before 

receiving the second DCI;  

wherein the second DCI comprises information indicating the PDCCH monitoring adaptation 

behavior, and is received by the user equipment after the BWP switching.  

 

5. The method of claim 4, wherein the default search space set group is specified by a 
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communication protocol.  

 

6. The method according to claim 1, wherein performing the PDCCH monitoring based on 

the second monitoring mode comprises: 

in response to a number of PDCCH skipping durations configured by the BWP before the 

BWP switching being same as a number of PDCCH skipping durations configured by the BWP 

after the BWP switching, and a number of search space sets configured by the BWP before the 

BWP switching being same as a number of search space sets configured by the BWP after the 

BWP switching, performing the PDCCH monitoring adaptation behavior indicated by the first 

DCI.  

 

7. The method according to claim 6, wherein performing the PDCCH monitoring based on 

the second monitoring mode further comprises: 

continuing operation of a search space set group switching timer and/or a PDCCH skipping 

timer on the BWP after the BWP switching in response to presence of the search space set group 

switching timer and/or the PDCCH skipping timer in operation and associated to a BWP before the 

BWP switching.  

 

8. The method according to claim 1, wherein performing the PDCCH monitoring based on 

the second monitoring mode comprises: 

in response to a number of PDCCH skipping durations configured by the BWP before the 

BWP switching being different from a number of PDCCH skipping durations configured by the 

BWP after the BWP switching, and/or a number of search space sets configured by the BWP 

before the BWP switching being different from a number of search space sets configured by the 

BWP after the BWP switching, performing following actions: 

ignoring the PDCCH monitoring adaptation behavior indicated by the first DCI;  

in response to a BWP after the BWP switching being configured with a search space set 

group, monitoring a default search space set group, before receiving a second DCI; or 

in response to the BWP after the BWP switching being configured with no search space 

set group, monitoring a search space configured on the BWP after the BWP switching, before 

receiving the second DCI;  
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wherein the second DCI comprises information indicating the PDCCH monitoring 

adaptation behavior, and is received by the user equipment after the BWP switching.  

 

9. The method according to claim 8, wherein performing the PDCCH monitoring based on 

the second monitoring mode further comprises: 

stopping operation of a search space set group switching timer and/or a PDCCH skipping 

timer in response to presence of the search space set group switching timer and/or the PDCCH 

skipping timer in operation and associated to the BWP before the BWP switching.  

 

10. The method according to claim 1, wherein performing the PDCCH monitoring based on 

the third monitoring mode comprises: 

performing the PDCCH monitoring adaptation behavior indicated by the first DCI on a BWP 

after the BWP switching.  

 

11. The method according to claim 10, wherein performing the PDCCH monitoring based on 

the third monitoring mode further comprises: 

continuing operation of a search space set group switching timer and/or a PDCCH skipping 

timer on the BWP after the BWP switching in response to presence of the search space set group 

switching timer and/or the PDCCH skipping timer in operation.  

 

12. The method according to claim 1, wherein performing the PDCCH monitoring based on 

one of the first monitoring mode, the second monitoring mode and the third monitoring mode 

comprises:  

determining a PDCCH monitoring mode based on receiving time points or effective time 

points of the first DCI and a third DCI, and performing the PDCCH monitoring;  

wherein, the PDCCH monitoring mode is one of the first monitoring mode, the second 

monitoring mode and the third monitoring mode; 

the third DCI comprises information indicating the BWP switching. 

 

13. The method according to claim 12, wherein determining the PDCCH monitoring mode 

based on the receiving time points of the first DCI and the third DCI comprises: 
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determining the PDCCH monitoring mode as the first monitoring mode or the second 

monitoring mode in response to the receiving time point of the first DCI preceding the receiving 

time point of the third DCI.  

 

14. The method according to claim 12, wherein determining the PDCCH monitoring mode 

based on the receiving time points of the first DCI and the third DCI comprises: 

determining the PDCCH monitoring mode as one of the first monitoring mode, the second 

monitoring mode and the third monitoring mode in response to the receiving time point of the first 

DCI and the receiving time point of the third DCI being in a same PDCCH monitoring occasion, 

and the first DCI being different from the third DCI.  

 

15. The method according to claim 12, wherein determining the PDCCH monitoring mode 

based on the receiving time points of the first DCI and the third DCI comprises: 

determining the PDCCH monitoring mode as the third monitoring mode in response to the 

receiving time point of the first DCI and the receiving time point of the third DCI being in a same 

PDCCH monitoring occasion, and the first DCI being same as the third DCI.  

 

16. The method according to claim 12, wherein determining the PDCCH monitoring mode 

based on the receiving time points of the first DCI and the third DCI comprises: 

determining the PDCCH monitoring mode as the first monitoring mode or the second 

monitoring mode in response to the receiving time point of the first DCI and the receiving time 

point of the third DCI being in a same PDCCH monitoring occasion, and the first DCI being same 

as the third DCI.  

 

17. The method according to claim 12, wherein determining the PDCCH monitoring mode 

based on the effective time points of the first DCI and the third DCI comprises: 

determining the PDCCH monitoring mode as the first monitoring mode or the second 

monitoring mode in response to the effective time point of the first DCI preceding the effective 

time point of the third DCI.  

 

18. The method according to claim 12, wherein determining the PDCCH monitoring mode 
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based on the effective time points of the first DCI and the third DCI comprises: 

determining the PDCCH monitoring mode as one of the first monitoring mode, the second 

monitoring mode and the third monitoring mode in response to the effective time point of the first 

DCI being same as the effective time point of the third DCI.  

 

19. The method according to claim 12, wherein determining the PDCCH monitoring mode 

based on the effective time points of the first DCI and the third DCI comprises: 

determining the PDCCH monitoring mode as one of the first monitoring mode, the second 

monitoring mode and the third monitoring mode in response to the effective time point of the first 

DCI being after the effective time point of the third DCI.  

 

20. The method according to claim 12, wherein the effective time point of the third DCI is a 

time point after a first offset following an end of a slot where the third DCI is located, or a time 

point after a second offset following an end of PDCCH symbols for transmitting the third DCI;  

wherein the first offset is greater than or equal to a BWP switching delay specified in a 

communication protocol, and the second offset is a sum of remaining symbols in the slot where the 

third DCI is located, after removing the PDCCH symbols for transmitting the third DCI, and the 

first offset. 

 

21. The method according to claim 12, wherein the effective time point of the first DCI is 

specified by a communication protocol or by a high-level configuration. 

 

22. The method according to claim 1, wherein performing the PDCCH monitoring based on 

one of the first monitoring mode, the second monitoring mode and the third monitoring mode 

comprises: 

determining a PDCCH monitoring mode based on the PDCCH monitoring adaptation 

behavior indicated by the first DCI, and performing the PDCCH monitoring;  

wherein, the PDCCH monitoring mode is one of the first monitoring mode, the second 

monitoring mode and the third monitoring mode.  

 

23. The method according to claim 22, wherein determining the PDCCH monitoring mode 
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based on the PDCCH monitoring adaptation behavior indicated by the first DCI comprises: 

determining the PDCCH monitoring mode as the third monitoring mode in response to the 

PDCCH monitoring adaptation behavior indicated by the first DCI being PDCCH skipping. 

 

24. The method of claim 1, further comprising: 

stopping the PDCCH monitoring on a BWP after the BWP switching in response to the BWP 

after the BWP switching being a sleeping BWP.  

 

25. An apparatus for channel monitoring, applied to a user equipment, comprising: 

a receiving module configured to receive first downlink control information (DCI); and  

a processing module, configured to, after bandwidth part (BWP) switching, perform physical 

downlink control channel (PDCCH) monitoring based on one of a first monitoring mode, a second 

monitoring mode and a third monitoring mode;  

wherein the first DCI comprises information indicating a PDCCH monitoring adaptation 

behavior, and is received by the user equipment before the BWP switching.  

 

26. A mobile terminal, comprising: 

a processor; 

a memory for storing processor-executable instructions; 

wherein, the processor is configured to execute the executable instructions in the memory to 

implement steps of the method for channel monitoring according to any one of claims 1 to 24. 

 

27. A non-transitory computer-readable storage medium with executable instructions stored 

thereon, wherein, when the executable instructions are executed by a processor, steps of the 

method for channel monitoring according to any one of claims 1 to 24 are implemented. 

 

 

 




