The present invention provides an apparatus for sinplifying the

configuration of
conmponents (10),

an electrical or electronic device that has a plurality of
each conmponent (10) having a connector (26) for connecting

a respective conponent (10) to at |east one other of the plurality of
conponents by neans of a conduit, the apparatus including: a plurality of

signal li ng neans

(18) for signalling thé 3cation of respective connectors

(26) to a user; and activation neans (20) for selectively activating a

respective signa

ling neans (18); wher eABSTR&CEcCti vation (20) neans is

operable to selectively activate that signalling nmeans (18) correspondi ng
to a desired connector (26 mherebﬁ the | ocation of the respective

connect or (26) APRARATHS | FQR REVIGR

LCGURRM IO ent i on al so provides a

device, such agha sPEREHET inPEVidsie brthiidesuah appappendt 86r simplifying
5 the configuration of an electrical or electronic device

that has a plurality of components {(10), each component
(10) having a connector (26) for connecting a respective
component (10) to at least one other of the plurality of
components by means of a conduit, the apparatus including:

10 a plurality of signalling means {18) for signalling the
location of respective connectors (26) to a user; and
activation means (20) for selectively activating a
respective signalling means (18}; wherein the activation
(20) means is operable to selectively activate that

15 signalling means (18) corresponding to a desired connector
(26), whereby the location of the respective connector (26)
is signalled to the user. The invention also provides a

device, such as a computer, provided with such an

apparatus.
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Fig. 1.



