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SUBSTRATE FOR INK JET HEAD, INK JET HEAD, INK JET PEN, AND 

INK JET APPARATUS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a substrate 

constituting an ink jet head for recording, printing or the 

like (hereinafter, referred to typically as •recording•) 

characters, symbols, images or the like (hereinafter, 

referred to typically as "images") by discharging ink, 

functional liquid or the like (hereinafter, referred to 

typically as "ink•) on a record holding body including a 

paper sheet, a plastic sheet, a piece of cloth, and an 

·article (hereinafter, referred to typically as •paper•); an 

ink- jet head using the substrate; an ink jet pen including an 

. ink reservoir for reserving ink to be supplied to the ink jet 

head; and an ink jet apparatus for mounting the ink jet head. 

In the present invention, the ink jet pen includes a 

cartridge form having an ink reservoir integrated with an ink 

jet head, and it further includes another form in which an 

ink jet ·head and an ink reservoir are separately prepared and 

are removably combined with each other. The ink jet pen is 

removably mounted on a mounting means such as a carriage of 

an apparatus main body. In .. the present invention, the ink 
:· ~::-
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jet apparatus includes a form integrally or separately 

provided on information processing equipment such as a word 

processor or a computer as an output terminal, and it further 

includes another form used for a copying machine in 

combination with information_ reading equipment or the like, a 

facsimile having an information transmitting/receiving 

function, a machine for performing textile printing on cloth, 

and the like. 

2. Description of the Related Background Art 

An ink jet apparatus has a feature capable of recording 

a highly precise image at a high speed by discharging ink 

from a discharge opening as small droplets at a high speed. 

In particular, an ink jet apparatus of a type, in which an 

electrothernial converting body is used as an energy 

generating means for generating energy utilized for 

discharging ink and ink is discharged by use of a bubble 

generated in ink by a thermal energy produced by the 

electrothermal converting body, is excellent in performances 

such as high precision of image, high s~>eed recording, and 

reduction in sizes of a head and the apparatus. In recent 

years, there have been strong demands of markets towards 

these performances of the ink jet apparatus, and to meet the 

demands, various attempts have been made to improve the ink 

.. j.et a~ratus. 
;~:· ~~: . --~;~ 
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One of such attempts for improving the ink jet 

apparatus is disclosed in U.S. Patent No. 4,458,256. In this 

reference, as shown in FIG. 11, for example, return portions 

of electrodes for imparting electric energy to heat 

generating portions (hereinafter, in some cases, referred to 

as "heaters") of resistors constituting electrothe:rma.l 

converting bodies are made common as a common lead electrode, 

and the common lead electrode is provided to lie as a 

conductive layer under an insulating layer. With this 

construction, a plurality of heaters can be arranged to be 

closer to each other as compared with the conventional manner 

because they are not interrupted by the return portions of 

the electrodes. Ink passages communicated to discharge 

openings are provided to correspond to the heaters. 

Accordingly, a higher density arrangement of the ink passages 

can be ~chieved, leading to a higher density arrangement of 

the discharge openings,· thus obtaining a higher precise 

image. The higher density arrangement of the ink passages 

also contributes to saving in space, to thereby further 

reduce the size of the head. 

Examined Japanese Utility Model PUblication No. HEI 6-

28272 also discloses a construction in which a metal layer as 

a common lead electrode is provided under a heating resistor 

layer by way of an under-coat layer. As the material of the 
. ' 
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metal layer, there are mentioned tantalum, molybdenum, 

tungsten or the like. 

The present inventors have examined the above-described 

ink jet heads, and found that they have undoubtedly various 

advantages described above, but they present the following 

problems; namely, the above-described ink jet heads are 

possibly shortened in service life contrary to the 

expectation or are possibly reduced in discharge perf onnance 

during discharge of ink. 

With respect to the cause of the above problems, the 

present inventors have examined, and found the fact that, for 

the common lead electrode made of aluminum, a stress 

concentration region having a projecting shape called a 

"hillock" is possibly formed on the surface of the common 

lead electrode due to the thermal effect. In particular, the 

temperature of a portion ne~~ the conman lead· electrode under 

the heater instantaneously reaches the melting point of a 

metal material constituting the common lead electrode due to 

a high heat energy generated by the heater. such stress 

concentration in the common lead electrode acts to accelerate 

the growth of the hillock, or to. generate a new hillock. The 

generation of hillocks is sequentially propagated upwardly by 

way of various layers, with a result that a projecting 

portion having a height of, for example about 2 /Lm is formed 
~::,;.. .~r :·;_ 
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on the bubbling surface of the heater. In such a proj~cting 

portion on the bubbling surface, a step portion (corner 

portion) where the film quality is weakened is concentratedly 

damaged by the effects of a large variation iri pressure and 

thermal stress generated on the bubbling surface (these 

effects are called "cavitation•) due to the repeated bubbling 

in the ink passage, and finally ink permeates through the 

step portion and causes electric corrosion, resulting in the 

disconnection of the resistor. This brings a failure of the 

ink jet head, and shortens the service life contrary to the 

expectation. Moreover, a strain appearing in the form of the 

projecting portion on the bubbling surface is increased as 

the hillock is grown, which gradually exerts adverse effect 

on the bubbling phenomenon; consequently the discharge 

performance is reduced during discharge of ink. 

The results of the examination on the above-described 

problem also showed the following point as one of the causes, 

though there have been an unclear phenomenon. In the case 

where the conmon lead electrode is made of tantalum, 

molybdenum, tungsten or the like as in Examined Japanese 

Utility Model Publ~cation No. HEI 6-28272, since the 

resistivity of such a metal is relatively large, the heat 

generated by the met~l_itself is accumulated in the head in 

addition to the heat generated by the heater during discharge 

.··,· · . .-: f ;- .·' 
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of ink. By the effect of the heat th~s accumulated, it 

becomes gradually ~if f icult to keep the thermal control and 

to keep the normal bubbling phenomenon on the bubbling 

surface. As a result, the discharge performance is dropped 

during discharge of ink. This problem significantly emerges 

in the case that the interval between the heaters is 

shortened for achiev:ing a higher density arrangement and thus 

the heat becomes easier to be accumulated, or that the ink 

jet head is driven at a higher speed and thus the heat 

becomes easier to be accumulated. 

SUMMARY OF THE INVENTION 

An object of the present invention is to solve the 

above-described problems, and to provide a substrate 

constituting an ink jet head capable of prolonging service 

life by reducing a failure ratio, and an ink jet head using 

the substrate. 

Another object of the present invention is to provide a 

substrate constituting .an ink jet head capable of continuing 

preferable discharge of ink for a long period of time, and an 

ink jet head using the substrate. 

A further object of the present invention is to provide 

a substr~te for an ink jet head provided with a plurality of 

discharge openings _arranged in a high density for recording a 

···.;· 
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high precise image at a high speed, and an ink jet head using 

the substrate. 

Still a further object of the present invention is to 

provide a substrate for constituting an ink jet head reduced 

in cost by saving a space of a base member made of a 

relatively expensive material such as a single crystal 

silicon, and an ink jet head using the substrate. 

An even further object of the present invention is to 

provide an ink jet pen including an ink reservoir for 

reserving an ink to be supplied to the above-described ink 

jet head, and an ink jet apparatus for mounting the ink jet 

head. 

According to a first aspect of the present invention, 

there is provided a substrate for an ink jet head comprising 

a base member and an electrothermal converting body formed on 

the base member, the electrothermal converting body including 

a resistor layer and a pair of electrode layers connected to 

the resistor layer wherein the resistor layer positioned 

between a pair of the electrode layers serves as a heat 

generating portion for generating thermal energy utilized for 

discharging ink; 

wherein one of a pair of the electrode layers passes 

under the heat generating portion; an electrode layer 

positioned under the heat generating portion has a multi-
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layer structure co~sed of a plurality of layers; and at 

least one of a plurality of the layers, being nearest to the 

heat generating portion, is made of a metal having a melting 

point of lSOO~C o~ more ·at 1 atm. 

According to a second aspect of the present invention, 

there is provided an ink jet head comprising: 

a substrate for an ink jet head, including a base 

member and an electrothermal converting body formed on the 

base member, the electrothermal converting body including a 

resistor layer and a pair of electrode layers connected to 

the resistor layer wherein the resistor layer positioned 

between a pair of the electrode layers serves as a heat 

generating portion for generating thermal energy utilized for 

discharging ink; 

an ink path disposed to correspond to the heat 

generating portion; and 

a discharge opening ~or discharging ink, which is 

disposed to be communicated to the ink path; 

wherein one of a pair of the electrode layers passes 

under the heat generating portion; an electrode layer 

positioned under the heat generating portion has a multi­

layer structure composed of a plurality of layers; and at 

least one of a plurality of the layers, being nearest to the 

lieat_generating portion, is made of a metal having a melting 
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point of 1soo·c or more at 1 atm. 

According to a third aspect of the present invention, 

there is provided an ink jet pen comprising: 

·an ink jet head including: a substrate for an ink jet 

head which has a base member and an electrothermal converting 

body formed on the base member, the electrothermal converting 

body including a resistor layer and a pair of electrode 

layers connected to the resistor layer wherein the resistor 

layer positioned between a pair of the electrode layers 

serves as a heat generating portion for generating thermal 

energy utilized for discharging ink; an ink path disposed to 

correspond to the heat generating portion; and a discharge 

opening for discharging ink, which is disposed to be 

communicated to the ink path; .and 

an ink reservoir for reserving ink to be supplied to 

the ink path; 

wherein one of a ~ir of the electrode layers passes 

under the heat generating portion; an electrode layer 

positioned under the heat generating portion has a multi­

layer structure composed of a plurality of .layers; and at 

least one of a plurality of the layers, being nearest to the 

heat generating portion, is made of a· metal having a melting 

point of 1soo·c or more at 1 atm. 

According to a fourth aspect of the present invention, 
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there is provided an ink jet apparatus comprising: 

an ink jet head including: a substrate for an ink jet 

head which has a base member and an electrothermal converting 

body formed on the base member, the electrothermal converting 

body including a resistor layer and a pair of electrode 

layers connected to the resistor layer wherein the resistor 

layer positioned between a pair of the electrode layers 

serves as a heat generating portion for generating thermal 

energy utilized for discharging ink; an ink path disposed to 

correspond to the heat generating portion; and.a discharge 

opening for discharging ink, which is disposed to be 

communicated to the ink path; and 

a means for mounting the ink jet head; 

wherein one of a pair of the electrode layers passes 

under the heat generating portion; an electrode layer 

positioned under the heat generating portion has a multi­

layer structure conposed of a plurality of layers; and at 

least one of a plurality of the layers, being nearest to the 

heat generating portion, is made of a metal having a melting 

point of 1soo·c or more at 1 atm. 

The above and other objects, effects, features, and 

advantages of the present invention will become more apparent 

from the following description of embodiments thereof taken 

in conjunction with the acconpanying drawings. 

· ... · :. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1A is a schematic sectiona.l view seen from the 

upper side of heaters, showing a main portion of one 

embodiment of an ink jet head according to the present 

invention; 

FIG. lB is a schematic sectional.view ·taken along line 

A-A' of FIG. lA, showing the main portion of the ink jet 

head; 

FIG. le is a schematic sectional view taken along line 

B-B' of FIG. lA, showing the main portion of the ink jet 

head; 

FIG. 2A is a schematic sectional view seen from the 

same direction as in FIG. lB, showing a main portion of a 

background art ink jet head; 

FIG. 2B is a schematic sectional view seen from the 

same direction as in FIG. lC, showing the main portion of the 

background art ink jet head; 

FIG. 3 is a graph for comparing an ink jet head of a 

first example with the background art ink jet head in 

discharge endurance performance; 

FIG. 4A is a schematic sectional view seen from the 

same direction as in FIG. lB, showing a main portion of an 

ink jet head according to another embodiment of the present 

:.· ..... -::i;-.-
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FIG. 4B is a schematic sectional view seen from the 

same direction in FIG. le, showing the main portion of the 

ink jet head in FIG. 4A; 

FIG. SA is a schematic perspective view of a further 

embodiment of the ink jet head of the present invention; 

FIG. SB is a schematic sectional-view taken along line 

c-c • of Fig. SA, showing the ink jet head; and 

FIG. 6 is a schematic perspective view showing a main 

portion of an ink jet apparatus mounting an ink jet pen in a 

cartridge fonn assembled with the ink jet head shown in FIGs. 

SA and SB. 

DESCRIPTION OF THE PREFERRED EMBODIMENTS 

The present inventors have obtained the Jmowledge that 

the above-described problems can be solved by a method 

wherein an electrode under a heater is constituted of a 

multi-layer structlire having a plurality of layers and at 

least the uppermost layer thereof is formed of a high melting 

point metal. On the basis of the lmowledge, the present 

invention has been accompl:ished. Specifically, an electrode 

under a heater most su~ceptible to the heat generated by a 

heater is constituted of a multi-layer structure having a 

pluraiity of layers which can function complementarily to 

.·.~t.:.; ::./'·· 
·.···· ··.. . . ~,r i , .•. 
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each other. Of a plurality of the layers, the ones on the 

lower side are . formed of a common electrode mater_ial baving a 

larger electric conductivity for reducing a power loss; while 

at least the uppermost one is formed of a high melting point 

metal. The uppermost layer functions to diffuse the heat and 

to lower the thermal effect, and nevertheless the layer 

itself is not affected by the thermal effect. This is· 

effective to prevent or suppress the generation of a hillock, 

and hence to prevent or suppress the formation of a 

projecting portion on a bubbling surface. 

As the material for forming the electrode portion other 

than the high melting point metal layer according to the. 

present invention, a material commonly used as an electrode 

material in this field can be adopted; however, a metal 

having a melting point of not less than 1soo0 c at 1 atm is 

preferable. For exanple, At , CU, At -Si alloy and At -cu 

alloy are preferable, and At is most preferable in ~e total· 

characteristics. In this specification, the term •metal• 

includes •metal element" and "alloy•, and also it includes a 

pure metal containing no impurity and a metal containing 

impurities. 

As the high melting point metal used in the present 

invention, a met.al having a melting point of 1500° C or more 

at 1 atm is preferable, and a metal having a melting point of 

- 13 -
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2soo·c or more at 1 atm is most preferable. For example, Ta, 

W, Cr, ·Ti, Mo, an alloy containing two or more metals 

selected from a group consisting of Ta, W, Cr, Ti, and Mo, 

and an ailoy containing at least one metal selected from a 

group consisting of Ta, W, Cr, Ti and Mo are preferable. Of 

these metals, Ta is most preferable. 

In the present invention, the high melting point metal 

layer is preferably formed to be applied with a compressive 

stress for suppressing the generation of stress concentration 

on the electrode under the heater, thereby further preventing 

the generation of a hillock. The compressive stress applied 

to the high melting point metal layer is preferable in the 

range from 1X107 to 1Xl012 dyn/an.2 , more preferably, in the 

range from 1X109 to 1x1010 dyn/cm2 • 

FIG. 1A is a schematic sectional view seen from the 

upper side of heaters, showing a main portion of one 

embodiment of an ink jet head according to the present 

invention. FIG. lB is a schema.tic sectional view taken along 

line A-A' of the main portion of the ink jet head shown in 

FIG. lA, and FIG. lC is a schematic sectional view taken 

along line B-B' of the main portion of the ink jet head shown 

in FIG. lA. 

The l,.nk jet head of this embodin).ent is provided with a 

plurality of discharge openings 1101. An.heat generating 

- 14 -
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portion (heater) 1102 of an electrothermal converting body 

for generating energy utilized for discharging ink from each 

discharge opening 1101, is provided for. each "ink path 1108 

communicated to the discharge opening 1101. The 

electrothermal converting body has a resistor layer 1103 

containing the heat generating portion 1102 and an electrode 

for supplying electric energy to the resistor layer 1103. 

The electrode includes an individual electrode layer 1110a, a 

connection electrode layer lllOd, and a common lead electrode 

layer. The common-lead electrode layer has a multi-layer 

structure including an upper electrode layer lllOc and a 

lower electrode layer lllOb, and which is not individually 

separated but is formed in a flat shape. 

The above common lead electrode layer having a multi-

layer structure is formed on a base member 103 by way of a 

lower ·insulating layer 1111. An upper insulating layer 1112 

is provided on the common lead electrode layer, and through­

holes 1105 are formed to be patterned on the upper insulating 

layer 1112 at specified portions. The resistor layer 1103, 

individual electrode layer lllOa and the connection electrode 

layer lllOd are formed to be patterned on the upper 

insulating layer 1112. The connection electrode layer 1110d 

is connected to the common lead electrode layer by way of the 
. . .. ~ ;:' 

resistor layer 1103 at the though-hole 1105. 
·r 
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The resistor layer 1103, individual electrode layer 

lllOa and connection electrode layer lllOd are covered with a 

lower protective layer 1113 and an upper protective layer 

1114. The substrate 104 for an ink jet head in this 

embodiment includes the base member 103 and the above-

described various thin film layers formed on the base member 

103. 

The ink jet paths 1108 are partitioned from each other 

by path wall members 1109. The end portion of the ink path 

1108 on the side opposite to the discharge opening 1101 is 

communicated to a conunon ink chamber 1106. Ink supplied from 

·an ink tank for reserving ink is temporarily reserved in the 

conunon ink chamber 1106. The ink supplied in the common ink 

chamber 1106. is introduced in each ink path 1108, and is held 

in ~he state that meniscus is formed at the discharge opening 

1101. When the elec~rothermal converting body is selectively 

driven for generating heat, the ink is film-boiled, to thus 

form a bubble. Based on the growth of such a bubble, the ink 

is discharged from the discharge opening 1101. 

In the ink· jet head according this embodiment, among a 

plurality _of the layers constituting the common lead 

electrode layer, the upper electrode layer lllOc is formed of 

a high melting point metal. According to the construction of 

this substrate for an ink jet head, with respect to the 

- 16 -
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electrode positioned under the heat g~erating portion 1102 

and being most susceptible to the heat generated by the heat 

generating portion 1102, at least the uppermost layer (upper 

electrode layer lllOC) is made of a high melting point metal, 

and the high melting point metal layer functions to diffuse 

the heat and to lower the thermal effect and nevertheless the 

layer itself is not affected by the heat. Accordingly, it 

becomes possible to prevent or suppress the generation of a 

hillock, and hence to prevent or suppress the generation of a 

projecting portion on the bubbling surface. 

Moreover, since the return portions of the electrodes 

are made common as a wide conductive layer, voltage drop can 

be prevented or suppressed, as compared with the case where 

they are individually provided for heaters. 

The substrate for an ink jet head according to this 

embodiment can be manufactured by adopting a film formation 

technique used in manufacture of semiconductors. First, the 

· surface of the base member 103 made of single crystal silicon 

is made insulating by forming a lower insulating layer 1111 

composed of a film of an inorganic material such as silicon 

oxide or silicon nitride on the base member 103 by using the 

known film formation technique. Subsequently, a film of ·A I, 

or the like as the lower electrode layer and a film of a high 

melting point metal such ·as Ta as the upper electrode layer 

- 17 -
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are sequentially formed on the insulating surface of the base 

member 103, for example by continuous sputtering, thus 

forming the material layers for the common lead electrode 

layer having a multi-layer structure. In this case, the high 

melting point metal layer is preferably formed to be applied 

with a compressive stress by adjusting argon pressure upon 

the continuous sputtering. Next, a plurality of the material 

layers for the common lead electrode layer are simultaneously 

patterned, to thus form the common lead electrode layer. In 

FIG. lA, the patterning is performed in a wide and flat 

shape. The manufacture of the substrate for an ink jet head 

after formation of the upper insulating layer 1112 is 

similarly performed by using the known film formation 

technique. 

FIG. 4A is a schematic sectional view of a main portion 

of another embodiment of the ink jet head, as seen from the 

same direction in FIG. lA; and FIG. 4B is a schematic 

sectional view of the main portion shown in FIG. 4A, as seen 

from the same direction in FIG. lB. 

This embodiment is different from the previous 

embodiment in that the electrodes under the upper insulating 

layer 1112 are formed not as a common conductive layer in a 

wide and £fat shape;· :bUt ~S. !I1divid'\lally separated conductive 
: .,_~·~; -~:; . -.- ~.. ·: ' 

layers for ''~ach h.~at: geiie~;_t~g -·~~~ion 1102. Each of the 
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electrodes has a multi-layer structure having an upper 

electrode layer lllOf and a lower electrode layer lllOe, and 

the upper electrode layer lllOf is fonned of a high melting 

point metal. According to the construction of this substrate 

for an ink jet head, with respect to the electrode positioned 

under the heat generating portion 1102 and being most 

susceptible to the heat generated by the heat generating 

portion 1102, at least the u:PPe:rmost layer {upper electrode 

layer 1110f) is made of a high melting point metal, and the 

high melting point metal layer functions to diffuse the heat 

and to lower the thermal effect and nevertheless the layer 

itself is not affected by the heat. Accordingly, it becomes 

possible to prevent or suppress the generation of a hillock 

and hence to prevent or suppress the generation of a 

projecting portion on the bubbling surface. 

Moreover, in the ink jet head in this embodiment, since 

the lower electrodes are independently disposed, the heat 

generated by each heat generating portion 1102 is prevented 

from being transmitted to the adjacent heat generating 

portion by way of the lower electrode. An energy loss due to 

the thermal diffusion through the lower electrodes can be 

also suppressed. 

The substrate for· an ink.Jet head in this embodiment is 
. : .:· :i. : : .; \ .i'• ··=:_·· ' .. 

manufactured by chafigillg the pattern used in the previous 
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embodiment in such a manner that the material layers of the 

electrode layers are separately and independently patterned .• 

FIG. SA is a schematic perspective view showing one 

embodiment of an ink jet head according to the present 

invention. FIG. SB is a schematic sectional view taken along 

line C-C' of the ink jet head shown in FIG. SA. In addition, 

the main portion of the schematic sectional view taken along 

line D-D' of the ink jet head shown in FIG. SA is equivalent 

to that shown in FIG. lA. 

An ink jet head 12 is so constructed that a resin-made 

top plate l_OS is pressingly joined to a substrate 104 for an 

ink jet head by using an elastic member such as a spring. 

The top plate lOS includes a discharge opening plate 1104 

provided with discharge openings 1101, and a path wall member 

1109 integrated with the discharge opening plate 1104. A 

common ink chamber 1106 is provided in the top plate lOS. 

Ink is supplied from an ink tank for reserving ink to the 

common ink chamber 1106 by way of a supply opening 107. The 

ink supplied to the common ink chamber 1106 is introduced 

into each ink path 1108, and is held in the state that 

meniscus is formed at the discharge opening 1101. When the 

electrothermal converting body is driven for generating heat, 

a change in the state including the film-boiling of ink 

occurs in ink, to thus f.orm a bubble. On the basis of the 
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growth of the bubbles, the ink is discharged from the 

discharge.opening 1101. 

FIG. 6 is a schematic perspective view showing a main 

portion of an ink jet apparatus lS on which an ink jet pen in 

a cartridge form assembled with the ink jet head shown in 

FIGs. SA and SB is mounted. 

As a drive motor 264 is normally or reversely rotated 

by way of drive force transmission gears 262, 260, a lead 

screw 256 is rotated. Since a pin_ (not shown) engaged with a 

screw groove 255 of the lead screw 256 is provided on a 

carriage 16, the carriage 16 is reciprocated in the 

directions shown by the arrows "a" and "b" along with the 

rotation of the lead screw 256. Reference numeral 253 

indicates a paper pressing plate, which presses a paper sheet 

272-against a platen 251 in the moving direction of the 

carriage 16. Reference numeral 258 and 259 indicate a photo-

coupler which acts. as a home position detecting means for 

confirming the presence of a lever 257 of the carriage 16 in 

this range and switching the rotational direction of the 

motor 264. Reference numeral 11 indicates an ink jet pen of 

a cartridge type integrally provided with an ink tank. 

Reference numeral 265 indicates a cap for capping the ink 

discharge opening of the ink jet pen. The cap 265 is 

supported by a supporting member'270. Reference numeral 273 
. -~ , 
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indicates a suction means for performing the suction from the 

ink discharge opening by way of the cap 265 and for sucking 

and recovering the head by way of an opening 271 of the cap 

265. Reference numeral 266 indicates a blade for cleaning 

the surface on which the .ink discharge opening is provided. 

Reference numeral 268 indicates a member for moving the blade 

266 in the longitudinal direction. These are supported on 

the main body supporting plate 267. 

The present invention will be more clearly understood 

with reference to the following examples. 

Example 1 

A plurality of substrates for ink jet heads shown in 

FIGs. lA, lB and lC were fabricated in the following 

procedure. 

A 1. 5 JLm thick lower insulating layer 1111 made of 

silicon oxide was formed on a base member 103 made of single 

crystal silicon by thermal oxidation. On the lower 

insulating layer 111, a 5, 500 A thick At layer and a 2, 000 

A thick Ta layer were sequentially formed by continuous 

sputtering. In this case, the Ta layer was formed so as to 

be appl~ed with a compressive stress of 5X109 dyn/cm2 by 

adjusting argon pressure upon sputtering at 1.8 Pa. The At 

layer and Ta layer were simultaneously patterned by dry­

etching using a mixed gas of· BCt3 (46%), C t2 (36%) and N2 (18%), 
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thus forming a lower electrode layer lllOb made of At and an 

upper electrode layer lllOc ma.de of Ta formed thereon shown 

in FIGs. lB and lC. · N'.ext, a 1.4 um thick upper insulating 

layer 1112 ma.de of silicon oxide was formed by plasma CVD, 

and then etched using ammonium fluoride, to form contact 

through-holes 1105. A 600 A thick tantalum nitride layer 

was formed by sputtering, and patterned by etching, thus 

forming a resisto.r layer 1103 having a shape shown in FIG. 1. 

On the resistor layer 1103, a S, 500 A thick pure 1\ t layer was 

formed by sputtering, and patterned by etching, thus forming 

individual electrodes lllOa and connection electrodes lllOd 

shown in FIG. lA. Moreover, a 1.0 Um thick lower protective 

layer ma.de of silicon oxide was formed by plasma CVD. On the 

lower protective layer, a 2,300 A thick upper protective 

layer 1114 ma.de of Ta was formed by sputtering. 

A top plate 105 made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured by using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

·arrangement density of the discharge openings 1101 was set at 

16 nozzles/mm, and the number of the discharge openings 1101 

was set at 128 nozzles. 

Example 2 
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A plurality of substrates for ink jet heads shown in 

FIGs. lA, ·lB and lC were manufactured in the same manner as 

in Example 1, except that the material of the upper electrode 

layer was changed from Ta to w. Namely, a 5,SOO A thick At 

layer and a 2,000 A thick W layer were sequentially fonned 

by continuous sputtering. In this case, the W layer was 

fonned so as to be applied with a compressive stress of sx109 

dyn/cm.2 by adjusting argon pressure upon sputtering at the 

same value as that of Example 1. The At layer and W layer 

were simultaneously.patterned by dry-etching in the same 

manner as in Example 1, thus fanning a lower electrode layer 

lllOb made of At and an upper electrode layer lllOc made of 

W formed thereon shown in FIGs. lB and lC. 

A top plate lOS made of polysulfone was pressingly 

joi-ned to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 

16 nozzles/mm, and the number of the discharge openings 1101 

was set at 128 nozzles. 

~le 3 

A plurality of substrates for ink jet heads shown in 

FIGs. lA; 1~--· ari~ ~C werl1i ij-~f~c,tured in the same manner as 
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in Example 1, except that the material of the upper electrode 

layer was changed from Ta to Cr. Namely, a 5, 500 A thick At 

layer and a 2, 000 A thick Cr layer were sequentially fonned 

by continuous sputtering. In this case, the Cr layer was 

formed so as to be applied with a compressive stress of SX109 

dyn/cm.2 by adjusting argon pressure upon sputtering at the 

same value as that of Example 1. The At layer and Cr layer 

were simultaneously patterned by dry-etching in the same 

manner as in Example 1, thus forming a lower electrode layer 

lllOb ma.de of At and an upper electrode layer lllOc ma.de of 

Cr formed thereon shown in FIGs. lB and lC. 

A top plate 105 made of polysulf one was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 

16 nozzles/mm, and the number of the discharge openings 1101 

was set at 128 nozzles. 

Example 4 

A plurality of substrates for ;ink jet heads shown in 

FIGs. lA~ lB and le were manufactured in. the same manner as 

in Example 1, except that the material of the upper electrode 

layer was chanSJed",Jr9m Ta. ,~o .. Ti~. :Namely, a 5, 500 A thick At 
·{.)}" .: ., .' .. :.{;·.:'· .. . ..... · 
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layer and a 2·, ooo· A thick Ti layer were sequentially formed 

by continuous sputtering. In this case, the Ti layer was 

formed so as to be applied with a compressive stress of SX109 

dyn/cm.2 by adjusting argon pressure upon sputtering at the 

same value as that of Example 1. The At layer and Ti layer 

were simultaneously patterned by dry-etching in the same 

manner as in Example 1, thus forming a lower electrode layer 

1110b made of At and an upper electrode layer lllOc made of 

Ti formed thereon shown in FIGs. lB and lC. 

A top plate 105 made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. ·In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 
~· .. 

16 nozzles/nm, and the number of the discharge openings 1101 

was s~t at 128 nozzles. 

Example 5 

A plurality of substrates for ink jet heads shown in 

FIGs. lA, lB and lC were manufactured in the same manner as 

in Example 1, except that the material of the upper electrode 

layer was changed from Ta to Mo. Namely, a 5,500 A thick At 

layer and .a 2, 000 A thick Mo layer were sequentially formed 

by continuous sputtering. In this case, the Mo layer was 
; .. 
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formed so as to be applied with a compressive stress of SX109 

dyn/cm.2 by adjusting argon pressure upon sputtering at the 

same value as that of Example i. The At layer and Mo layer 

were simultaneously patterned by dry-etching in the same 

manner as in Example 1, thus forming a lower electrode layer 

lliOb made of At and an upper electrode layer lllOc made of 

Mo formed thereon shown in FIGs. lB and lC. 

A top plate 105 made of polysulfone was ~ressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of.the discharge openings 1101 was set at 

16 nozzles/mm, and the number of the discharge openings 1101 

was set at 128 nozzles. 

Example 6 

A plurality of substrates for ink jet heads shown in 

FIGs.. lA, lB and lC were manufactured in the same manner as 

in Example 1, except that the material of the UJ;>Per electrode 

·layer was changed from Ta to Ti-Mo alloy. Namely, a 5, 500 A 

thick At layer and a ·2,000 A thick Ti-Mo alloy (Mo: 5%, the 
,.. __ ,., .. :·.. ··-· . ---: 

balance: :.Ti). ·1ay~:r.:'._were .,~~eq~i~lly formed by continuous 

sputtering. In this case, the Ti-Mo alloy layer was formed 

so as to be applied with a compressive stress of SX109 
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dyn/cm.2 by adjusting argon pressure upon ~_puttering at the 

same value as that of Example 1. The At la,yer and Ti-Mo 

alloy layer were simultaneously patterned by dry-etching in 

the same manner as in Example 1, thus forming a lower 

electrode layer 1110b made of At and an upper electrode 

layer 1110c made of Ti-Mo alloy formed thereon shown in FIGs. 

lB and lC. 

A top plate 105 made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 

16 nozzles/nun, and the number of the discharge openings 1101 

wag set at 128 nozzles. 

Example 7 

A plurality of substrates for ink jet heads shown in 

FIGs. lA, lB and lC were manufactured in the same manner as • 

in Example 1, except that the material of the upper electrode 

layer was changed from Ta to Ti-Cr alloy. Namely, a 5,.500 A 

thick Al layer and·'a 2, 000 A tJ:iick Ti-Cr alloy (Cr: 5%, the 

balance: Ti).' layexf; :jaefe :seqµen,ti4.t1y · formed by continuous . ,. . .•. . . 

sputtering. In this case, the Ti-Cr alloy layer was formed 

so as to be applied with a compressive stress of SX109 
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dyn/cm.2 by adjusting argon pressure upon sputtering at the 

same value as that of Exazrple 1. The At layer and Ti-Cr 

alloy layer were simultaneously patterned by dry-etching in 

the same manner as in Exazrple 1, thus forming a lower 

electrode layer lllOb made of At and an upper electrode 

layer lllOc made of Ti-Cr alloy formed thereon shown in FIGs. 

lB and lC. 

A top plate 105 made of polysulfone was pressingly 

_joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 

16 nozzles/mm, and the number of the discharge openings 1101 

was· set at 128 nozzles. 

Example 8 

A p~urality of substrates for ink jet heads. shown in 

FIGs. lA, lB and lC were manufactured in the same manner as 

in Example 1, except that the material of the upper electrode 

layer was changed from Ta to Ti-At alloy. Namely, a 5, SOO A 

thick At layer and a 2,000 A thick Ti-At alloy (At: S%, the 

balance: Ti) layer were sequentially formed·by continuous 

sputtering. In· this case,· the Ti-At alloy layer was formed 

so as to be applied with a compressive stress of SX109 
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same value as that of Example 1. The At layer and Ti-At 

alloy layer were simultaneously patterned by dry-etchi~g in 

the same manner as in Example 1, thus forming a lower 

electrode layer lllOb made of At and an upper electrode 

layer lllOc made of Ti-At alloy formed thereon shown in 

FIGs. lB and lC. 

A top plate 105 made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown) . 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 

16 nozzles/mm, and the number of the discharge openings 1101 

was set at 128 nozzles. 

Example.9 

A plurality of substrates for ink jet heads shown in 

FIGs. lA, lB and lC were manufactured in the same manner as 

in Example 1, except that the material of the lower electrode 

layer was changed from At to cu. Namely, ·a 5,500 A thick Cu 

layer and a 2, 000 A thick T~ layer w~e sequentially formed 

by continuous sputtering. In this case, the Ta layer was 

formed so as to be applied. w;th a compressive stress of SX109 

dyD./ cm.2 by adjusting· argon pres~~~ . upon sputtering at the 
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same value as that of Example 1. The Cu layer and Ta layer 

were simultaneously patterned by ~-etching in the same 

manner as in Example 1, thus .forming a lower electrode layer 

lllOb made of Cu and an upper electrode layer 1110c made of 

Ta formed thereon shown in_FIGs. lB and lC. 

A top plate lOS made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 

16 nozzles/nm, and the number of the discharge openings 1101 

was set at 128 nozzles. 

Example 10 

A plurality of substrates for ink jet heads shown in 

FIGs. lA, lB and lC were manufactured in the same manner as 

in Example 1, except that the material of the lower electrode 

layer was changed from At to At -Si alloy. Namely, a S, SOO A 

thick A t -Si alloy (Si: 10%, the. balance: A t ) layer and a 

2, 000 A thick Ta layer were sequentially formed by 

continuous sputtering. In this case, the Ta layer was formed 

so as to be applied with a compressive ~tress of SX109 

dyn/cm2 by adjusting argon pressure _upon sputtering at the 
. ,· . 

same value as that of Example 1. The At -Si alloy layer and 
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Ta ·1ayer were.simultaneously patterned by dry-etching in the 

same manner as in Example 1, thus forming a lower electrode 

.layer 1110b made of At -Si alloy and an upper electrode layer 

1110c made 0£ Ta formed thereon shown in FIGs. lB and lC. 

A top plate 105 made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 

16 nozzles/mm, and the number of the discharge openings 1101 

was set at 128 nozzles. 

Example 11 

A plurality of substrates for ink jet heads shown in 

FJ:Gs. lA, lB and lC were manufactured in the same manner as 

in Example l, except that the material of the lower electrode 

layer was changed from At to At -cu alloy. Namely, a 5, 500 

A. thick At -cu alloy (CU: 10%, the balance: At) layer and 

a 2, 000 A thick Ta layer were sequentially formed by 

continuous sputtering. In this case, the Ta layer was formed 

so as to be applied with a compressive stress of SX109 

dyn/an.2 by adjusting argon pressure upon sputtering at the 

same value as that of Example 1. . .. Th:e At -Cu alloy layer and 
:_,~:-~ ,·. -?~· .t·\: -'..-;: } 1:·· t'·~· '.~·,··~:·. '.- . 

Ta layer were simultideousiy patterned by dry-etching in the 
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same manner a.s ··in Example 1, thus forming a lower electrode 

layer lllOb made of· Al -cu alloy and an upper electrode layer 

·1rtOc made of Ta formed thereon shown in FIGs. lB and lC. 

A:· top -plate 105 made of polysU1fone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet heads thus manufactured using a ·spring (not shown). 

Thus, a plurality of the ink jet heads 12 shown in FIGs. SA 

and SB were obtained. In this ink jet head 12, the 

arrangement density of the discharge openings 1101 was set at 

16 nozzles/mm, and the number of the discharge openings 1101 

was set at 128 nozzles. 

Example 12 

A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in 

Example 1, except that the process of patterning the lower 

electrode material layer and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Example 1, the At layer and Ta layer were patterned by dry­

etching on the basis of such a pattern that the lower 

electrode layers lllOe made of At and the upper electrode 

layers lllOf made of Ta were separately and independently 

formed as shown in FIGs. 4A and 4B. 

A top plate 105 made of polysulf one was pressingly 
.; -~ ...... - ~ .' 

joined to each of apiurality of 'the substrates 10 for ink 
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jet head according to the embodiment thus manufactured using 

a spring (not shown). Thus, a plurality of the ink jet heads 

12 according. to the ~nt shown.in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/nun, and the number of the discharge openings 1101 was 

128 nozzles. 

Example 13 

A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in 

Exanq;>le 2, except that the process of patterning the lower 

electrode material lal"er and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Exanq;>le 2, the At layer and w layer were patterned by dry­

etching on the basis of such a pattern that the lower 

electrode layers lllOe ma.de of At and the upper electrode 

layers lllOf made of w were separately and independently 

fonned as shown in FIGs. 4A and 4B. 

A top plate 105 made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring. (not shown) . Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs~ SA and SB were 

obtained. ·The.density in arrangement of the discharge 
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openings 1101.of the ink jet head 12 was set at 16 

nozzles/mm, and the number of the discharge openings 1101 was 

128 nozzles. 

Example 14 

A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B·were manufactured in the same manner as in 

Example 3, except that the process of patterning the lower 

electrode material layer and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Example 3, the At layer and Cr layer were patterned by dry­

etching on the basis 6f such a pattern that the lower 

electrode layers lllOe made of At and the upper electrode 

layers lllOf made of Cr were separately and independently 

formed as shown in FIGs. 4A and 4B. 

A top plate 105 made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring (not shown). Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/mm, and the number of the discharge openings ilOl was 

128 nozzles. 

Example 15 
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.A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in 

Example 4, except that the process of patterning the lower 

electrode material layer and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Example 4, the At layer and Ti layer were patterned by dry­

etching on the basis of such a pattern that the lower 

electrode layers lllOe made of At and the upper electrode 

layers lllOf made of Ti were separately and independently 

formed as shown in FIGs. 4A and 4B. 

A top plate 105 made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring (not shown). Thus, a plurality of the ink jet heads 

12 -according to the embodiment shown in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/nun, and the number of the discharge openings 1101 was 

128 nozzles. 

Example 16 

A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in 

Example-5, except that the process of patterning the lower 

electrode IDa.terial layer and upper electrode material layer 

- 36 -



--··-·--·--------------

iiHi1m1m1nr 
ITI THIS SHEET HAS BEEN 
II REPLACED 

by etching was changed as follows. Namely, different from 

Example 5, the At layer ~Mo layer were patterned by dry­

etching on the basis of such a pattern that the lower 

electrode layers lllOe made of At and the upper electrode 

layers lllOf made of Mo were separately and independently 

formed as shown in FIGs. 4A and 4B. 

A top plate lOS made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring (not shown) . Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/mm, and the number of the discharge openings 1101 was 

128·nozzles. 

Example 17 

A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in 

Example 6, except that the process of patterning the lower 

electrode material layer and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Example 6, the At layer and Ti-Mo alloy layer were patterned 

by dry-etching on the basis of such a pattern that the lower 

electrode layers lllOe _ maqe of At and the upper electrode 
. ..· ·:. . '.~: ;j .. . 

.. :, ~-~ -!~ "3" .··: .:·: · . 

. · ... i ~-... ·:.~: : 
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layers lllOf made of Ti-Mo alloy were separately and 

independently formed as shown in FIGs. 4A and 4B. 

A top plate lOS made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring (not shown). Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/mm, and the number of the discharge openings 1101 was 

128 nozzles. 

Example 18 

A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in . ... 
Example 7, except that the process of patterning the lower 

electrode material layer and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Example 7, the At layer and Ti-Cr alloy layer were patterned 

by dry-etching on the basis of such a pattern that the lower 

electrode layers lllOe made of At and the upper electrode 

layers lllOf made of Ti-Cr alloy were separately and 

·independently formed as shown· in FIGs. 4A and 4B. 

A top plate lOS made ()f polysulfone was pressingly 
. .. . 

joined to each of ~·\.Plpr~~-i~y o.f the substrates 10 for ink 
•' ~, .. ·· . : ~ 
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jet h~ad according to the embodiment thus manufactured using 

a spring (not shown) . Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs. SA and SB were 

obtained. The density-in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/mm, and the number of the discharge op_enings 1101 was 

128 nozzles. 

Exanple 19 

A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in 

Example 8, except that the process of patterning the lower 

electrode material layer and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Example 8, the At layer and Ti-At a],.loy layer were patterned 

by·dry-etching on the basis of such a pattern that the lower 

electrode layers lllOe made of At and the upper electrode 

layers lllOf made of Ti-At alloy were separately and 

independently formed as shown in FIGs. 4A and 4B. 

A top plate lOS made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring (not shown). Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs. SA and SB were 

obt~~'.?ed._ The·density ~n ~r~gement of the discharge 
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openings 1101 of the ink jet head 12 was set at 16 

nozzles/nun, and the number of the discharge openings 1101 was 

128 nozzles. 

Example 20 : 

A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in 

Example 9, except that the process of patterning the lower 

electrode material layer and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Example 9, the Cu layer and Ta alloy layer were patterned by 

dry-etching on the basis of such a pattern that the lower 

electrode layers lllOe made of Cu and the upper electrode 

layers lllOf made of Ta alloy were separately and 

independently formed as shown in FIGs. 4A and 4B. 

A top plate lOS made of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring (not shown) . Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/mm, and the number of the discharge openings 1101 was 

128 nozzles. 

_ ExalilPle 21 ·· 
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A plurality of substrates for ink jet heads shown in 

FIGs. 4A and 4B were manufactured in the same manner as in 

Example 10, except that the process of pattern~ng the lower 

electrode material layer and upper electrode material layer 

by etching was changed as follows. Namely, different from 

Example 10 I the A e -Si alloy layer and Ta alloy layer were 

patterned by dry-etching on the basis of such a pattern that 

the lower electrode layers 1110e made of At -Si alloy and the 

upper electrode layers 1110f made of Ta alloy were separately 

and independently formed as shown in FIGs. 4A and 4B. 

A top plate lOS made of polysulf one was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head.according to the embodiment thus manufactured using 

a spring (not shown) . Thus, a plurality of the ink jet heads 

12·according to the embodiment shown in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/mm, and the number of the discharge openings 1101 was 

128 nozzles. 

Example 22 

A plurality of substrates for ink jet.heads shown in 

FIGs .• 4A and 4B were manufactured in the same manner as in 

Examp~e 11,except that' tli~ pl:o9ess:of patterning the lower 
. . . ·. ··~ •.. ~.. -.. ~-.. 

· ~- :.·. ~~~it ~~~i' ·\_.r . ~~ .. :·: · 
electrode material" l'~y~r and upper electrode material layer· 

·.: '· · .. 
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by etching was changed as follows. Namely, different from 

Example 11, the At -CU alloy layer and Ta alloy layer were 

patterned by dry-etching on the basis of such a pattern that 

the lower electrode layers lllOe made of At-cu alloy and the 

upper electrode layers lllOf made of Ta alloy were separately 

and independently formed as shown in FIGs. 4A and 4B. 

A top plate lOS made of polysulfone was pressingly 
r 

joined to each of a pl\.irality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring (not shown) . Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 16 

nozzles/mm, and the number of the discharge openings;iio1 was 

128' nozzles. 

Comparative Example 

A plurality of substrates for ink jet heads shown in 

FIGs. 2A and 2B were manufactured in the same manner as in 

Example 1, except that the process of forming the lower 

electrode layer and upper electrode layer was changed· as 

follows. Namely, a 7, SOO A thick pure At layer was formed 

by sputtering, and patterned by dry-etching using the same 

gas ~s tha~ in ~~e lt· . .,:~~~~ :J~o§ung an electrode layer 

lllOg having a single layer structure of At • 
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A top plate 105 ~de of polysulfone was pressingly 

joined to each of a plurality of the substrates 10 for ink 

jet head according to the embodiment thus manufactured using 

a spring (not shown) . Thus, a plurality of the ink jet heads 

12 according to the embodiment shown in FIGs. SA and SB were 

obtained. The density in arrangement of the discharge 

openings 1101 of the ink jet head 12 was set at 1.6 

nozzles/mm, and the number of the discharge openings 1101 was 

128 nozzles. 

Evaluation 

Each of the ink jet heads 12 obtained in Example 1 and 

Comparative Example was assembled in the ink jet pen 11, and 

the ink jet pen 11 was mounted on the ink jet apparatus shown 

in FIG. 6. The discharge endurance test for each ink jet 

head was made by perf o:rming ink discharge using the above ink 

jet apparatus 15. 

FIG. 3 is a graph for comparing the ink jet head of 

Example 1 with that of comparative Example (Background Art} 

in the discharge endurance performance. In the graph of FIG. 

3, the ordinate indicates the discharging pulse number, and 

the abscissa indicates the input energy amount in driving 

voltage (Vop) /bubble forming vqltage (Vth). Namely, the 

graph shows the number:.· of -the discharging pulse indicated 
~\.. -,; . : ,· ;-'.· 

along the ordinate at the time when either of the heat 
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generators is broken in accordance with an i~put energy 

amount indicated along the abscissa. With respect to each of 

Example 1 and Comparative Example, 10 pieces of ink jet heads 

were tested, and the average value thereof was plotted in the 

graph shown in FIG. 3. In this test, the width of the 

discharging pulse was 5 IL s. 

As is apparent from FIG. 3, the ink jet head in Example 

1 exhibits an excellent durability which is about four times 

that of the ink jet head in Comparative ~le. 

The ink jet heads in Example 1 and Comparative Example 

were disassembled for the same discharging pulse number, and 

the state of the bubbling surface was observed. As a result, 

it was confirmed that in the ink jet head in Example 1, the 

presence of projecting portions was little observed on the 

bubbling surface, as compared with the ink jet head· in 

Comparative Example. · 

The ink jet heads in the other examples were similarly 

subjected to comparative test. As a result, it was confirmed 

that each of the other examples showed the excellent 

performance similar to that of Example 1. 
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1. A substrate for an ink jet head . comprising a base 

member and an electrothe:rmal converting body formed on the 

base member, said electrothermal converting body including a 

resistor layer and a pair of electrode layers connected to 

said resistor layer wherein said resistor layer positioned 

between a pair of said electrode layers serves as a heat 

generating portion for generating thermal energy utilized for 

dicharging ink; 

wherein one of a pair of said electrode layers passes 

under said heat generating portion; an electrode layer 

positioned under said heat generating portion has a multi­

layer structure composed of a plurality of layers; and at 

least one of a plurality of said layers, being nearest to 

said heat generating portion, is made of a metal having a 

melting point of 1soo·c or more at 1 atm. 

2. A substrate for an ink jet head according to claim 1, 

wherein said metal has a melting point of 2soo·c or more at 1 

atm. 

3. A substrate for an ink jet head according to claim 1, 

wherein said metal is Ta, w, Cr, Ti, Mo, or an alloy 

containing at least two or more metals selected fran a group 
. ·.· .. 

of consisting of Ta, w, Cr, Ti and Mo. 
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4. A substrate for an ink jet head according to claim 1, 

wherein said metal is an alloy· containing at least one metal 

selected from a group consisting of Ta, W, Cr, Ti and Mo. 

5. A substrate for an ink jet head according to claim 1, 

wherein said layer nearest to said heat generating portion is 

formed to be applied with a compressive stress. 

6. A substrate for an ink jet head according to claim 1, 

wherein each of said layers apart from said heat generating 

portion is made of a metal having a melting point less than 

1soo·c at 1 atm. 

7. A substrate for an ink jet head according to claim 1, 

wherein each of said layers apart from said heat generating 

portion is made of At , CU, an At -Si alloy, or an A t -cu 

alloy. 

8. · A substrate for an ink jet head according to claim 1, 

wherein an insulating layer is provided between said resistor 

layer and said layers apart from said heat generating 

portion. 

9. A substrate for an ink jet head according to claim 8, 

wherein said.insulating layer is made of silicon oxide or 

silicon nitride. 

10. A substrate for an ink jet head according to claim 1, 

wherein a plurality of said heat generating pcirtions are 

provided. 
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11. A substrate for an ink jet head according to claim 1~ 

wherein said layer nearest to said heat generating portion 

and said layers apart from said heat generating portion are 

~ormed in the same pattern~ 

12. A substrate for an ink jet head according to claim 10~ 

wherein a plurality of layers is a common lead electrode 

provided in common to a plurality of said heat generating 

portions. 

13. A substrate for.an ink jet head according to claim 10, 

wherein a plurality of said layers are separately and 

independently provided to correspond to a plurality of said 

heat generating portions. 

14. A substrate for an ink jet head according to claim 1, 

wherein at least the surface of said base member is 

insulating. 

15. A substrate for an ink jet head according to claim 1, 

wherein a protective layer is formed on said electrothermal 

converting body. 

16. An ink jet head comprising: 

a substrate for an ink jet head, including a base 

member and an electrothermal converting body formed on said 

base member, said electrothermal converting body including a 

resistor layer and a pair of electrode layers connected to 

said resistor layer wherein said resistor layer positioned 
-....... 

j·· ,., . 
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between a pair of said electrode layers serves as a heat 

generating portion for generating thermal energy utilized for 

discharging ink; 

an ink path disposed to correspond to said heat 

generating portion; and 

a discharge opening for discharging ink, which is 

disposed to be communicated to said ink path; 

wherein one of a pair of said electrode layers passes 

under said heat generating portion; an electrode layer 

positioned under said heat generating portion has a multi­

layer structure composed of a plurality of layers; and at 

least one of a plurality of said layers, being nearest to 

said heat generating portion, is made of a metal having a 

melting point of 1soo·c or more at 1 atm. 

17.· An ink jet head according to claim 16, wherein said 

metal has a melting point of 2soo·c or more at 1 atm. 

18. An ink jet head according to claim 16, wherein said 

metal is·Ta, W, Cr, Ti, Mo, or an alloy containing at least 

two or more metals selected from a group of consisting of Ta, 

W, Cr, Ti and Mo. 

19. An ink jet head according to claim 16, wherein said 

metal is an alloy containing.at least one metal selected from 

a group consisting of Ta, w, Cr, Ti and Mo. 

20. An ink jet head according to claim 16, wherein said 
~ :•. : . 

_ .. •!··· 
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layer nearest to said heat generating portion is fanned to be 

applied with a compressive stress. 

21. An ink jet head according to claim 16, wherein each o.f 

said layers apart from said heat generating portion is made 
.. 

of a metal having a melting point less than 1soo·c at 1 atm. 

22. An ink jet head according to claim 16, wherein each of 

said layers apart from said heat generating portion is made 

of A t , Cu, an A t -Si alloy, or an A t -Cu alloy. 

23. An ink jet head according to claim 16, wherein an 

insulating layer is provided between said resistor layer and 

said layers apart from said heat generating portion. 

24. An ink jet head according to claim 23, wherein said 

insulating layer is made of silicon oxide or silicon nitride. 

25. An ink jet head according to claim 16, wherein a 

plucality of said heat generating portions are provided, and 

a plurality of said heat generating portions are provided to 

correspond to a plurality of said discharge openings 

respectively. 

26. An ink jet head according to claim 16, wherein said 

layer nearest to said heat generating portion and said layers 

apart from said heat generating portion are formed in the 

same pattern. 

27. - An ink jet head according to claim 25, wherein a 

plurality of layers constitute a common lead electrode 
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provided in common to a plurality of said heat generating 

portions. 

·2s. An ink jet head according to claim 25, wherein a 

·plurality of said layers are separately and independently 

provided to correspond to a plurality of said heat generating 

portions respectively. 

29. An ink jet head according to claim 16, wherein said 

electrothermal converting body is provided on a base member 

having at least the insulating surface. 

30. An ink jet head according to claim 16, wherein a 

protective layer is formed on said electrothermal converting 

body. 

31. An ink jet pen comprising: 

an ink jet head including: a substrate for an ink jet 

head which has a base member and an electrothermal converting 

body formed on said base member, said electrothermal 

converting body including a resistor layer and a pair of 

electrode layers connected to said resistor layer wherein 

said resistor layer positioned between a pair of said 

electrode layers serves as a heat generating portion for 

generating thermal energy utilized for discharging ink; an 

ink path disposed to correspond to said heat generating 

portion; and a discharge opening for dis~harging ink, which 

is disposed to be communicated to said ink path; and 
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an ink reservoir for reserving ink· to be supplied to 

said ink path; 

wherein one of a pair of said electrode layers passes 

under said heat generating portion; an electrode layer 

positioned under said heat generating portion has a multi­

layer structure composed of a plurality of layers; and at 

least one. of a plurality of said layers, being nearest to 

said heat generating portion, is made of a metal having a 

melting point of 1soo·c or more at 1 atm. 

3 2 . An ink jet apparatus comprising: 

an ink jet head including: a substrate for an ink jet 

head which has a base member and an electrothermal converting 

body formed on said base member, said electrothermal 

converting body including a resistor layer and a pair of 

electrode layers connected to said resistor layer wherein 

said resistor layer positioned.between a pair of said 

electrode layers serves as a heat generating portion for 

generating thermal energy utilized for discharging ink; an 

ink path disposed to correspond to said heat generating 

portion; and a discharge opening for discharging ink, which 

is disposed to be communicated to said ink path; and 

a means for mounting said ink jet l;lead; 

wherein one of a pair of said electrode layers passes 

under said heat generatingportion; an electrode layer 
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positioned under said~eat generating portion has a multi­

layer structure composed of a plurality of layers; and at 

least one of a plurality of said layers, being nearest to 

said heat generating portion, is made of a metal having a 

melting point of 1soo·c or more at 1 atm. 
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