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WIRELESS COMMUNICATION METHOD, NETWORK DEVICE 

AND TERMINAL DEVICE 

 
 5 

TECHNICAL FIELD 

 
The disclosure relates to the field of communication, and more particularly, to 

a method for wireless communication, a network device and a terminal device. 

 10 
 

BACKGROUND 

 
In a new radio (NR) system, a physical downlink control channel (PDCCH) is 

transmitted in a control resource set (CORESET). At the present phase, a terminal 15 

device may uniformly monitor a CORESET to receive a PDCCH. However, such a 

CORESET monitoring mechanism is inflexible. In some circumstances, it is not 

required, for example, in a multi-beam system, for a terminal device to keep 

monitoring a CORESET at the same frequency. In such case, uniform monitoring for 

the CORESET may cause additional unnecessary complexity and power consumption 20 

of the terminal device. Therefore, how to flexibly configure a PDCCH monitoring 

manner is a problem urgent to be solved. 

 
 

SUMMARY 25 

 
A method for wireless communication, a network device and a terminal device 

are provided according to the embodiments of the disclosure. The network device 

may configure a time-domain position of a first resource for transmitting a PDCCH 

on time slot level, and may also configure a time-domain position of the first resource 30 

for transmitting the PDCCH on a symbol level. Therefore, a terminal device is not 

required to monitor the PDCCH on the first resource in each time slot, thereby 

reducing energy consumption of the terminal device. 

According to a first aspect, a method for wireless communication is provided 

according to an embodiment of the disclosure, which may include the following 35 

operations. 
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Configuration information is sent to a terminal device. The configuration 

information is used to configure a time-domain position of a first resource, and the 

first resource is used to transmit a physical downlink control channel. The 

configuration information includes first configuration information and second 

configuration information. The first configuration information indicates at least one 5 

first time-domain unit, and each first time-domain unit includes the first resource. The 

second configuration information indicates at least one second time-domain unit in 

the first time-domain unit indicated by the first configuration information. Each 

second time-domain unit includes a part or all of the first resource. 

The physical downlink control channel is transmitted to the terminal device on 10 

the first resource. 

Optionally, the first time-domain unit is a time-domain unit on a time slot 

level, and the second time-domain unit is a time-domain unit on a symbol level. 

Optionally, a time-domain position, indicated by the configuration information, 

of the first resource may be a time-domain starting position of the first resource. 15 

Accordingly, in the method for wireless communication according to the 

embodiments of the disclosure, a network device configures the first resource for 

transmitting the physical downlink control channel at different levels through the first 

configuration information and the second configuration information, to implement a 

flexible PDCCH monitoring. Therefore, the terminal device is not required to monitor 20 

the PDCCH on the first resource in each time slot, thereby reducing energy 

consumption of the terminal device. 

Optionally, in an implementation of the first aspect, the first time-domain unit 

may include at least one time slot. 

Optionally, in an implementation of the first aspect, the second time-domain 25 

unit may include at least one symbol. 

Optionally, in an implementation of the first aspect, the first configuration 

information indicates an occurrence period of the first time-domain unit, or, the first 

configuration information indicates a time-domain position of the at least one first 

time-domain unit in a first time period. 30 

Optionally, in an implementation of the first aspect, in response to that the first 

configuration information indicates the at least one first time-domain unit through the 

time-domain position in the first time period, the time-domain position in the first 
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time period may include a set of time-domain positions of all of the first time-domain 

unit in the first time period. 

Optionally, in an implementation of the first aspect, the second configuration 

information indicates an occurrence period of the second time-domain unit, or, the 

second configuration information indicates a time-domain position of the at least one 5 

second time-domain unit in the first time-domain unit. 

Optionally, in an implementation of the first aspect, in response to that the 

second configuration information indicates the at least one second time-domain unit 

through the time-domain position in the first time-domain unit, the time-domain 

position in the first time-domain unit may include at least one of: a position of a 10 

starting symbol of the first resource in the first time-domain unit, information of time-

domain lengths of all of the first resource in the first time-domain unit, or a set of 

time-domain positions of all of the first resource in the first time-domain unit. 

Optionally, in an implementation of the first aspect, the first configuration 

information may be any information of radio resource control (RRC) signaling, 15 

system information, downlink control information (DCI) or a media access control 

control element (MAC CE). 

The second configuration information may be any information of RRC 

signaling, system information, DCI or a MAC CE. 

Optionally, in an implementation of the first aspect, the first resource may be a 20 

control resource set or search space for transmitting the physical downlink control 

channel. 

According to a second aspect, a method for wireless communication is 

provided according to an embodiment of the disclosure, which may include the 

following operations. 25 

Configuration information sent by a network device is received. The 

configuration information is used to indicate a time-domain position of a first resource, 

and the first resource is used to transmit a physical downlink control channel. The 

configuration information includes first configuration information and second 

configuration information. The first configuration information indicates at least one 30 

first time-domain unit, and each first time-domain unit includes the first resource. The 

second configuration information indicates at least one second time-domain unit in 

the first time-domain unit indicated by the first configuration information, and each 
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second time-domain unit includes a part or all of the first resource. 

The physical downlink control channel transmitted by the network device is 

monitored on the first resource. 

Accordingly, in the method for wireless communication of the embodiments 

of the disclosure, the network device configures the first resource for transmitting the 5 

physical downlink control channel at different levels through the first configuration 

information and the second configuration information, to implement more flexible 

PDCCH monitoring. Therefore, a terminal device is not required to monitor the 

PDCCH on the first resource in each time slot, thereby reducing energy consumption 

of the terminal device. 10 

Optionally, in an implementation of the first aspect, the first time-domain unit 

may include at least one time slot. 

Optionally, in an implementation of the first aspect, the second time-domain 

unit may include at least one symbol. 

Optionally, in an implementation of the first aspect, the first configuration 15 

information indicates an occurrence period of the first time-domain unit, or, the first 

configuration information indicates a time-domain position of the at least one first 

time-domain unit in a first time period. 

Optionally, in an implementation of the first aspect, in response to that the first 

configuration information indicates the at least one first time-domain unit through the 20 

time-domain position in the first time period, the time-domain position in the first 

time period may include a set of time-domain positions of all of the first time-domain 

unit in the first time period 

Optionally, in an implementation of the first aspect, the second configuration 

information indicates an occurrence period of the second time-domain unit, or, the 25 

second configuration information indicates a time-domain position of the at least one 

second time-domain unit in the first time-domain unit. 

Optionally, in an implementation mode of the first aspect, in response to that 

the second configuration information indicates the at least one second time-domain 

unit through the time-domain position in the first time-domain unit, the time-domain 30 

position in the first time-domain unit may include at least one of: a position of a 

starting symbol of the first resource in the first time-domain unit, information of time-

domain lengths of all of the first resource in the first time-domain unit, or a set of 
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time-domain positions of all of the first resource in the first time-domain unit. 

Optionally, in an implementation of the first aspect, the first configuration 

information may be any information of radio resource control (RRC) signaling, 

system information, downlink control information (DCI) or a media access control 

control element (MAC CE). 5 

The second configuration information may be any information of RRC 

signaling, system information, DCI or a MAC CE. 

Optionally, in an implementation of the first aspect, the first resource may be a 

control resource set or search space for transmitting the physical downlink control 

channel. 10 

According to a third aspect, a network device is provided according to an 

embodiment of the disclosure, which may include modules or units that can execute 

the method in the first aspect or any optional implementation of the first aspect. 

According to a fourth aspect, a terminal device is provided according to an 

embodiment of the disclosure, which may include modules or units that can execute 15 

the method in the second aspect or any optional implementation of the second aspect. 

According to a fifth aspect, a network device is provided, which includes a 

processor, a memory and a communication interface. The processor is connected with 

the memory and the communication interface. The memory is configured to store an 

instruction, the processor is configured to execute the instruction, and the 20 

communication interface is configured to communicate with another network element 

under control of the processor. The processor, when executing the instruction stored 

in the memory, executes the method in the first aspect or any possible implementation 

of the first aspect. 

According to a sixth aspect, a terminal device is provided, which includes a 25 

processor, a memory and a communication interface. The processor is connected with 

the memory and the communication interface. The memory is configured to store an 

instruction, the processor is configured to execute the instruction, and the 

communication interface is configured to communicate with another network element 

under control of the processor. The processor, when executing the instruction stored 30 

in the memory, executes the method in the second aspect or any possible 

implementation of the second aspect. 

According to a seventh aspect, a computer storage medium having a program 
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code stored thereon is provided. The program code includes an instruction configured 

to instruct a computer to execute the method in the first aspect or any possible 

implementation of the first aspect. 

According to an eighth aspect, a computer storage medium having a program 

code stored thereon is provided. The program code includes an instruction configured 5 

to instruct a computer to execute the method in the second aspect or any possible 

implementation of the second aspect. 

According to a ninth aspect, a computer program product having an instruction 

is provided. The instruction, when being run in a computer, enables the computer to 

execute the method in each of the above aspects. 10 

 
 

BRIEF DESCRIPTION OF DRAWINGS 

 
FIG. 1 illustrates a system for wireless communication to which the 15 

embodiments of the disclosure are applied. 

FIG. 2 is a schematic flowchart of a method for wireless communication 

according to an embodiment of the disclosure. 

FIG. 3 is a schematic diagram showing a distribution of time-domain positions 

of first resources according to an embodiment of the disclosure. 20 

FIG. 4 is a schematic diagram showing another distribution of time-domain 

positions of first resources according to an embodiment of the disclosure. 

FIG. 5 is a schematic diagram showing another distribution of time-domain 

positions of first resources according to an embodiment of the disclosure. 

FIG. 6 is a schematic diagram showing another distribution of time-domain 25 

positions of first resources according to an embodiment of the disclosure. 

FIG. 7 is a schematic flowchart of another method for wireless communication 

according to an embodiment of the disclosure. 

FIG. 8 is a schematic block diagram of a network device according to an 

embodiment of the disclosure. 30 

FIG. 9 is a schematic block diagram of a terminal device according to an 

embodiment of the disclosure. 

FIG. 10 is a schematic block diagram of a device for wireless communication 

according to an embodiment of the disclosure. 
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FIG. 11 is a schematic structural diagram of a system chip according to an 

embodiment of the disclosure. 

 
 

DETAILED DESCRIPTION 5 

 
The technical solutions in the embodiments of the disclosure will be clearly 

and completely described below in combination with the drawings in the 

embodiments of the disclosure.  

The technical solutions of the embodiments of the disclosure may be applied 10 

to various communication systems, for example, a global system of mobile 

communication (GSM) system, a code division multiple access (CDMA) system, a 

wideband code division multiple access (WCDMA) system, a general packet radio 

service (GPRS), a long term evolution (LTE) system, an LTE frequency division 

duplex (FDD) system, LTE time division duplex (TDD), a universal mobile 15 

telecommunication system (UMTS), a worldwide interoperability for microwave 

access (WiMAX) communication system or a future 5th-Generation (5G) system. 

FIG. 1 illustrates a system 100 for wireless communication to which the 

embodiments of the disclosure are applied. The system 100 for wireless 

communication may include a network device 110. The network device 110 may be a 20 

device which communicates with a terminal device. A communication coverage of the 

network device 110 may be in a specific geographical region, and the network device 

110 may communicate with a terminal device (for example, a UE) in the coverage. 

Optionally, the network device 110 may be a base transceiver station (BTS) in the 

GSM or the CDMA system, or may also be a base station (NodeB, NB) in the 25 

WCDMA system, or may further be an evolutional Node B (eNB or eNodeB) in the 

LTE system or a wireless controller in a cloud radio access network (CRAN). 

Alternatively, the network device may be a relay station, an access point, a vehicle-

mounted device, a wearable device, a network-side device in the future 5G network, a 

network device in a future evolved public land mobile network (PLMN) or the like. 30 

The system 100 for wireless communication further includes at least one 

terminal device 120 within the coverage of the network device 110. The terminal 

device 120 may be mobile or fixed. Optionally, the terminal device 120 may refer to 

an access terminal, a user equipment (UE), a user unit, a user station, a mobile station, 
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a mobile radio station, a remote station, a remote terminal, a mobile device, a user 

terminal, a terminal, a device for wireless communication, a user agent or a user 

device. The access terminal may be a cell phone, a cordless phone, a session initiation 

protocol (SIP) phone, a wireless local loop (WLL) station, a personal digital assistant 

(PDA), a handheld device having a wireless communication function, a computing 5 

device, another processing device connected to a wireless modem, a vehicle-mounted 

device, a wearable device, a terminal device in the future 5G network, a terminal 

device in the future evolved PLMN or the like. 

Optionally, the terminal device 120 may perform device to device (D2D) 

communication. 10 

Optionally, the 5G system or network may also be called a new radio (NR) 

system or network. 

A network device and two terminal devices are exemplarily shown in FIG. 1. 

Optionally, the system 100 for wireless communication may include multiple network 

devices, and the number of terminal devices in coverage of each network device may 15 

be different from two, which is not limited in the embodiments of the disclosure. 

Optionally, the system 100 for wireless communication may further include 

other network entity such as a network controller and a mobility management entity, 

which is not limited in the embodiments of the disclosure. 

In the embodiments of the disclosure, the network device may configure, for 20 

the terminal device, a time-domain position of a first resource for transmitting a 

physical downlink control channel (PDCCH) on a symbol level, and may configure, 

for the terminal device, a time-domain position of the first resource for transmitting 

the PDCCH on a time slot level. The terminal device receives the PDCCH sent by the 

network device at the time-domain position configured by the network device. 25 

Optionally, the first resource may be a control resource set (CORESET) and 

may also be a search space. 

Optionally, the network device may further configure information indicating a 

time-domain length of the first resource. 

Optionally, the control resource set may include a common search resource set 30 

and may also include a UE-specific search resource set. 

It is to be understood that terms "system" and "network" in the disclosure may 

usually be exchanged in the disclosure. In the disclosure, term "and/or" only refers to 
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an association relationship describing associated objects, and represents three 

relationships. For example, A and/or B may represent three cases: i.e., independent 

existence of A, existence of both A and B and independent existence of B. In addition, 

character "/" in the disclosure usually represents that an “or” relationship exists 

between previous and next associated objects. 5 

FIG. 2 is a schematic flowchart of a method 200 for wireless communication 

according to an embodiment of the disclosure. As shown in FIG. 2, the method 200 

may be executed by a network device. The network device may be the network device 

shown in FIG. 1, and a terminal device in the method 200 may be the terminal device 

shown in FIG. 1. The method 200 includes the following contents. 10 

At 210, the network device sends configuration information to the terminal 

device. The configuration information is used to configure a time-domain position of 

a first resource, and the first resource is used to transmit a physical downlink control 

channel. The configuration information includes first configuration information and 

second configuration information. The first configuration information indicates at 15 

least one first time-domain unit, and each first time-domain unit includes the first 

resource. The second configuration information indicates at least one second time-

domain unit in the first time-domain unit indicated by the first configuration 

information and each second time-domain unit includes a part or all of the first 

resource. 20 

Optionally, a part of the first resource refers to a time-domain starting position 

of the first resource, and all of the first resource refers to the time-domain starting 

position of the first resource and a time-domain length of the first resource. 

Optionally, the configuration information may indicate only the time-domain 

starting position of the first resource, or may indicate both the time-domain starting 25 

position and time-domain length of the first resource. 

Optionally, the first resource is a control resource set (CORESET) or search 

space for transmitting the physical downlink control channel. 

Optionally, the first resource may be a common search space and may also be 

a UE-specific search space. 30 

Optionally, the first time-domain unit includes at least one time slot. 

Optionally, the network device may configure the first resource on time slot level of a 

time domain through the first configuration information. 
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Optionally, the first configuration information indicates an occurrence period 

of the first time-domain unit, or, the first configuration information indicates a time-

domain position of the at least one first time-domain unit in a first time period. 

Optionally, in response to that the first configuration information indicates the 

at least one first time-domain unit through the time-domain position in the first time 5 

period, the time-domain position in the first time period includes a set of time-domain 

positions of all of the first time-domain unit in the first time period. 

Optionally, the first configuration information is any information of radio 

resource control (RRC) signaling, system information, downlink control information 

(DCI) or a media access control control element (MAC CE). 10 

Optionally, the second time-domain unit includes at least one symbol. 

Optionally, the network device may configure the first resource on a symbol level of 

the time domain through the second configuration information. 

Optionally, the second configuration information indicates an occurrence 

period of the second time-domain unit, or the second configuration information 15 

indicates a time-domain position of the at least one second time-domain unit in the 

first time-domain unit. 

Optionally, in response to that the second configuration information indicates 

the at least one second time-domain unit through the time-domain position in the first 

time-domain unit, the time-domain position in the first time-domain unit includes at 20 

least one of: a position of a starting symbol of the first resource in the first time-

domain unit, information of time-domain lengths of all of the first resource in the first 

time-domain unit, or a set of time-domain positions of all of the first resource in the 

first time-domain unit. 

Optionally, the second configuration information is any information of RRC 25 

signaling, system information, DCI or a MAC CE. 

Optionally, the network device indicates the occurrence period of the first 

time-domain unit through the first configuration information, and indicates the 

occurrence period of the second time-domain unit through the second configuration 

information. 30 

For example, as shown in FIG. 3, the network device indicates an occurrence 

period of a time slot including first resources (a CORESET or search space) through 

the first configuration information, and indicates an occurrence period of a starting 
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symbol of the first resource in the time slot through the second configuration 

information. As shown in FIG. 3, only time slot 0 out of time slot 0, time slot 1 and 

time slot 2 includes first resources, and only time slot 3 out of time slot 3, time slot 4 

and time slot 5 includes first resources. That is, one time slot out of every three time 

slots includes the first resources. In each time slot, symbol 0, symbol 2, symbol 4 and 5 

symbol 6 are starting symbols of the first resources. That is, one symbol out of every 

two symbols includes the starting symbol of the first resource. 

Optionally, the network device indicates the occurrence period of the first 

time-domain unit through the first configuration information and indicates the time-

domain position of the at least one second time-domain unit in the first time-domain 10 

unit through the second configuration information. 

For example, as shown in FIG. 4, the network device indicates an occurrence 

period of a time slot including first resources (a CORESET or search space) through 

the first configuration information, and indicates a starting symbol of the first 

resource in the time slot through the second configuration information. Specifically, 15 

as shown in FIG. 4, only time slot 0 out of time slot 0, time slot 1 and time slot 2 

includes first resources, and only time slot 3 out of time slot 3, time slot 4 and time 

slot 5 includes first resources. That is, one time slot out of every three time slots 

includes first resources. A first symbol and a fourth symbol are starting symbols of 

two first resources in each time slot, respectively. 20 

Optionally, the network device indicates a time-domain position of the at least 

one first time-domain unit in the first time period through the first configuration 

information, and indicates the occurrence period of the second time-domain unit 

through the second configuration information. 

For example, as shown in FIG. 5, the network device indicates time slots 25 

including first resources (a CORESET or search space) in a certain time period 

through the first configuration information, and indicates an occurrence period of a 

starting symbol of the first resource in the time slot through the second configuration 

information. Specifically, as shown in FIG. 5, time slot 0 and time slot 1 out of time 

slot 0, time slot 1 and time slot 2 include first resources, and time slot 3 and time slot 30 

4 out of time slot 3, time slot 4 and time slot 5 include first resources. That is, the first 

two slots out of every three slots include first resources. Symbol 0, symbol 2, symbol 

4 and symbol 6 in each time slot are starting symbols of the first resources. That is, 
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one symbol out of every two symbols is the starting symbol of the first resource. 

Optionally, the network device indicates the time-domain position of the at 

least one time-domain unit in the first time period through the first configuration 

information, and indicates the time-domain position of the at least one second time-

domain unit in the first time-domain unit through the second configuration 5 

information. 

For example, as shown in FIG. 6, the network device indicates the time slots 

including CORESETs in a certain period through the first configuration information, 

and indicates starting symbols of the CORESETs in the time slot through the second 

configuration information. Specifically, as shown in FIG. 6, time slot 0 and time slot 1 10 

out of time slot 0, time slot 1 and time slot 2 include first resources, and time slot 3 

and time slot 4 out of time slot 3, time slot 4 and time slot 5 include first resources. 

That is, the first two slots out of every three slots include first resources. Two 

CORESETS in each time slot start from a first symbol and a fourth symbol 

respectively. 15 

At 220, the network device transmits a physical downlink control channel to 

the terminal device on the first resource. 

Accordingly, in the method for wireless communication of the embodiment of 

the disclosure, the network device configures the first resource for transmitting the 

physical downlink control channel at different levels through the first configuration 20 

information and the second configuration information, to implement more flexible 

PDCCH monitoring. Therefore, the terminal device is not required to monitor the 

PDCCH on the first resource in each time slot, thereby reducing energy consumption 

of the terminal device. 

Further, the network device indicates the occurrence period of the first time-25 

domain unit or the time-domain position of the at least one first time-domain unit in 

the first time period through the first configuration information. Therefore, flexible 

configuration on the time slot level is implemented, and different delay requirements 

are met. 

Furthermore, the network device indicates the occurrence period of the second 30 

time-domain unit or the time-domain position of the at least one second time-domain 

unit in the first time-domain unit through the second configuration information. 

Therefore, flexible configuration on the symbol level is implemented, and different 
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delay requirements are met. 

FIG. 7 is a schematic flowchart of a method 300 for wireless communication 

according to an embodiment of the disclosure. As shown in FIG. 7, the method 300 

may be executed by a terminal device. The terminal device may be the terminal 

device shown in FIG. 1, and a network device in the method 300 may be the network 5 

device shown in FIG. 1. The method 300 includes the following contents. 

At 310, the terminal device receives configuration information sent by the 

network device. The configuration information is used to indicate a time-domain 

position of a first resource, and the first resource is used to transmit a physical 

downlink control channel. The configuration information includes first configuration 10 

information and second configuration information. The first configuration information 

indicates at least one first time-domain unit, and each first time-domain unit includes 

the first resource. The second configuration information indicates at least one second 

time-domain unit in the first time-domain unit indicated by the first configuration 

information, and each second time-domain unit includes a part or all of the first 15 

resource. 

Optionally, the first time-domain unit includes at least one time slot. 

Optionally, the second time-domain unit includes at least one symbol. 

Optionally, the first configuration information indicates an occurrence period 

of the first time-domain unit, or, the first configuration information indicates a time-20 

domain position of the at least one first time-domain unit in a first time period. 

Optionally, in response to that the first configuration information indicates the 

at least one first time-domain unit through the time-domain position in the first time 

period, the time-domain position in the first time period includes a set of time-domain 

positions of all of the first time-domain unit in the first time period. 25 

Optionally, the second configuration information indicates an occurrence 

period of the second time-domain unit, or, the second configuration information 

indicates a time-domain position of the at least one second time-domain unit in the 

first time-domain unit. 

Optionally, in response to that the second configuration information indicates 30 

the at least one second time-domain unit through the time-domain position in the first 

time-domain unit, the time-domain position in the first time-domain unit includes at 

least one of: a position of a starting symbol of the first resource in the first time-



 
14

domain unit, information of time-domain lengths of all of the first resource in the first 

time-domain unit, or a set of time-domain positions of all of the first resource in the 

first time-domain unit. 

Optionally, the first configuration information is any information of radio 

resource control (RRC) signaling, system information, downlink control information 5 

(DCI) or a media access control control element (MAC CE). 

The second configuration information is any information of RRC signaling, 

system information, DCI or a MAC CE. 

Optionally, the first resource is a control resource set or search space for 

transmitting the physical downlink control channel. 10 

At 320, the terminal device monitors the physical downlink control channel 

transmitted by the network device on the first resource. 

Optionally, the terminal device may monitor the physical downlink control 

channel transmitted by the network device on the first resource at a certain period. 

It is to be understood that regarding the steps in the method 300 for wireless 15 

communication, reference may be made to the descriptions for the corresponding 

steps in the method 200 for wireless communication, which is not elaborated herein 

for simplicity. 

Accordingly, in the method for wireless communication of the embodiment of 

the disclosure, the network device configures the first resource for transmitting the 20 

physical downlink control channel at different levels through the first configuration 

information and the second configuration information, to implement more flexible 

PDCCH monitoring. Therefore, the terminal device is not required to monitor the 

PDCCH on the first resource in each time slot, thereby reducing energy consumption 

of the terminal device. 25 

Further, the network device indicates the occurrence period of the first time-

domain unit or the time-domain position of the at least one first time-domain unit in 

the first time period through the first configuration information. Therefore, flexible 

configuration on the slot level is implemented, and different delay requirements are 

met. 30 

Furthermore, the network device indicates the occurrence period of the second 

time-domain unit or the time-domain position of the at least one second time-domain 

unit in the first time-domain unit through the second configuration information. 
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Therefore, flexible configuration on the symbol level is implemented, and different 

delay requirements are met. 

FIG. 8 is a schematic block diagram of a network device 400 according to an 

embodiment of the disclosure. As shown in FIG. 8, the network device 400 includes a 

sending unit 410. 5 

The sending unit 410 is configured to send configuration information to a 

terminal device. The configuration information is used to configure a time-domain 

position of a first resource, and the first resource is used to transmit a physical 

downlink control channel. The configuration information includes first configuration 

information and second configuration information. The first configuration information 10 

indicates at least one first time-domain unit, and each first time-domain unit includes 

the first resource. The second configuration information indicates at least one second 

time-domain unit in the first time-domain unit indicated by the first configuration 

information, and each second time-domain unit includes a part or all of the first 

resource. 15 

The sending unit 410 is further configured to transmit the physical downlink 

control channel to the terminal device on the first resource. 

Optionally, the first time-domain unit includes at least one time slot. 

Optionally, the second time-domain unit includes at least one symbol. 

Optionally, the first configuration information indicates an occurrence period 20 

of the first time-domain unit, or, the first configuration information indicates a time-

domain position of the at least one first time-domain unit in a first time period. 

Optionally, in response to that the first configuration information indicates the 

at least one first time-domain unit through the time-domain position in the first time 

period, the time-domain position in the first time period includes a set of time-domain 25 

positions of all of the first time-domain unit in the first time period. 

Optionally, the second configuration information indicates an occurrence 

period of the second time-domain unit, or the second configuration information 

indicates a time-domain position of the at least one second time-domain unit in the 

first time-domain unit. 30 

Optionally, in response to that the second configuration information indicates 

the at least one second time-domain unit through the time-domain position in the first 

time-domain unit, the time-domain position in the first time-domain unit includes at 
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least one of: a position of a starting symbol of the first resource in the first time-

domain unit, information of time-domain length of all of the first resource in the first 

time-domain unit, or a set of time-domain positions of all of the first resource in the 

first time-domain unit. 

Optionally, the first configuration information is any information of radio 5 

resource control (RRC) signaling, system information, downlink control information 

(DCI) or a media access control control element (MAC CE). 

The second configuration information is any information of RRC signaling, 

system information, DCI or a MAC CE. 

Optionally, the first resource is a control resource set or search space for 10 

transmitting the physical downlink control channel. 

It should be understood that the network device 400 according to the 

embodiment of the disclosure may correspond to the network device in the method 

embodiment of the disclosure, and at least one of the abovementioned and other 

operations or functions of each unit in the network device 400 are used to implement 15 

the corresponding flows executed by the network device in the method 200 shown in 

FIG. 2 respectively, and will not be elaborated herein for simplicity. 

FIG. 9 is a schematic block diagram of a terminal device 500 according to an 

embodiment of the disclosure. As shown in FIG. 9, the terminal device 500 includes a 

receiving unit 510. 20 

The receiving unit 510 is configured to receive configuration information sent 

by a network device. The configuration information indicates a time-domain position 

of a first resource, and the first resource is used to transmit a physical downlink 

control channel. The configuration information includes first configuration 

information and second configuration information. The first configuration information 25 

indicates at least one first time-domain unit, and each first time-domain unit includes 

the first resource. The second configuration information indicates at least one second 

time-domain unit in the first time-domain unit indicated by the first configuration 

information, and each second time-domain unit includes a part or all of the first 

resource. 30 

The receiving unit 510 is further configured to monitor the physical downlink 

control channel transmitted by the network device on the first resource. 

Optionally, the first time-domain unit includes at least one time slot. 
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Optionally, the second time-domain unit includes at least one symbol. 

Optionally, the first configuration information indicates an occurrence period 

of the first time-domain unit, or, the first configuration information indicates a time-

domain position of the at least one first time-domain unit in a first time period. 

Optionally, in response to that the first configuration information indicates the 5 

at least one first time-domain unit through the time-domain position in the first time 

period, the time-domain position in the first time period includes a set of time-domain 

positions of all of the first time-domain unit in the first time period. 

Optionally, the second configuration information indicates an occurrence 

period of the second time-domain unit, or, the second configuration information 10 

indicates a time-domain position of the at least one second time-domain unit in the 

first time-domain unit. 

Optionally, in response to that the second configuration information indicates 

the at least one second time-domain unit through the time-domain position in the first 

time-domain unit, the time-domain position in the first time-domain unit includes at 15 

least one of: a position of a starting symbol of the first resource in the first time-

domain unit, information of time-domain lengths of all of the first resource in the first 

time-domain unit, or a set of time-domain positions of all of the first resource in the 

first time-domain unit. 

Optionally, the first configuration information is any information of radio 20 

resource control (RRC) signaling, system information, downlink control information 

(DCI) or a media access control control element (MAC CE). 

The second configuration information is any information of RRC signaling, 

system information, DCI or a MAC CE. 

Optionally, the first resource is a control resource set or search space for 25 

transmitting the physical downlink control channel. 

It is to be understood that the terminal device 500 according to the 

embodiment of the disclosure may correspond to the terminal device in the method 

embodiment of the disclosure, and at least one of the abovementioned and other 

operations or functions of each unit in the terminal device 500 are used to implement 30 

the corresponding flows executed by the terminal device in the method 300 shown in 

FIG. 7 respectively, and will not be elaborated herein for simplicity. 

FIG. 10 is a schematic block diagram of a device 600 for wireless 
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communication according to an embodiment of the disclosure. The device 600 

includes a memory 610, a transceiver 620 and a processor 630. 

The memory 610 is configured to store a program. The program includes a 

code. 

The transceiver 620 is configured to communicate with another device. 5 

The processor 630 is configured to execute a program code in the memory 610. 

Optionally, when the code is executed, the processor 630 may implement each 

operation executed by a network device in the method 200 in FIG. 2, which is not 

elaborated herein for simplicity. In such case, the device 600 may be an access 

network device, or may also be a core network device. The transceiver 620 is 10 

configured to transmit or receive a signal under driving of the processor 630. 

Optionally, when the code is executed, the processor 630 may further 

implement each operation executed by the terminal device in the method 300 in FIG. 

7, which is not elaborated herein for simplicity. In such case, the device 600 may be a 

terminal device, for example, a mobile phone. 15 

It is to be understood that, in the embodiment of the disclosure, the processor 

630 may be a central processing unit (CPU), and the processor 630 may also be 

another universal processor, a digital signal processor (DSP), an application specific 

integrated circuit (ASIC), an field-programmable gate array (FPGA) or another 

programmable logic device, a discrete gate or a transistor logic device and a discrete 20 

hardware component and the like. The universal processor may be a microprocessor 

or the processor may also be any conventional processor and the like. 

The memory 610 may include a read-only memory (ROM) and a random 

access memory (RAM) and provides an instruction and data for the processor 630. A 

part of the memory 610 may further include a nonvolatile random access memory. For 25 

example, the memory 610 may further store information on the type of a device. 

The transceiver 620 may be configured to have signal sending and receiving 

functions, for example, frequency modulation and demodulation functions or up-

conversion and down-conversion functions. 

In an implementation process, at least one step of the above method may be 30 

completed through an integrated logical circuit of hardware in the processor 630, or 

the integrated logical circuit may implement the at least one step under driving of an 

instruction in a software form. Therefore, the device 600 for wireless communication 
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may be a chip or a chip set. The steps of the method disclosed in combination with the 

embodiments of the disclosure may be directly embodied to be executed and 

completed by a hardware processor, or executed and completed by a combination of 

hardware and software modules in the processor. The software module may be 

provided in a mature storage medium in this field such as a random access memory, a 5 

flash memory, a read-only memory, a programmable read-only memory or electrically 

erasable programmable memory and a register. The storage medium is provided in the 

memory. The processor 630 reads information in the memory, and completes the steps 

of the above methods in combination with hardware thereof, which is not described in 

detail to avoid repetitions. 10 

FIG. 11 is a schematic structure diagram of a system chip 700 according to an 

embodiment of the disclosure. The system chip 700 of FIG. 11 includes an input 

interface 701, an output interface 702, a processor 703 and a memory 704 which may 

be connected through an internal communication connection line. The processor 703 

is configured to execute a code in the memory 704. 15 

Optionally, when the code is executed, the processor 703 implements methods 

executed by a network device in the method embodiments, which are not elaborated 

herein for simplicity. 

Optionally, when the code is executed, the processor 703 implements methods 

executed by a terminal device in the method embodiments, which are not elaborated 20 

herein for simplicity. 

Those skilled in the art may realize that the units and algorithm steps of each 

example described in combination with the embodiments disclosed in the disclosure 

may be implemented by electronic hardware or a combination of computer software 

and the electronic hardware. Whether these functions are executed in a hardware or 25 

software manner depends on specific applications and design constraints of the 

technical solutions. Professionals may realize the described functions for each specific 

application by using different methods, however, such realization should be 

considered to fall within the scope of the disclosure. 

Those skilled in the art may clearly learn about that regarding specific 30 

operation processes of the system, the device and the unit described above, reference 

may be made to the corresponding processes in the above method embodiment, which 

are not be elaborated herein for convenient and brief description. 
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In some embodiments provided by the disclosure, it should be understood that 

the disclosed system, device and method may be implemented in another manner. For 

example, the device embodiment described above is only schematic. For example, the 

units are divided according to logic functions, and may be divided in other division 

manners during practical implementation. For example, multiple units or components 5 

may be combined or integrated into another system, or some characteristics may be 

neglected or not executed. In addition, displayed or discussed coupling or direct 

coupling or communication connection may be indirect coupling or communication 

connection of the device or the units through some interfaces, and may be electrical 

and mechanical or in other forms. 10 

The units described as separate parts may or may not be physically separated, 

and parts displayed as units may or may not be physical units. That is, the parts may 

be located in the same place, or may also be distributed to multiple network units. A 

part or all of the units may be selected to achieve the purpose of the solutions of the 

embodiments according to a practical requirement. 15 

In addition, all functional units in each embodiment of the disclosure may be 

integrated into a processing unit, each unit may also physically exist independently, 

and two or more units may also be integrated into a unit. 

When being implemented in form of software functional unit and sold or used 

as an independent product, the function may also be stored in a computer-readable 20 

storage medium. Based on such understanding, an essential part of the technical 

solutions of the disclosure or a part thereof making contributions to the conventional 

art or part of the technical solutions may be embodied in form of software product, 

and the computer software product is stored in a storage medium, including a plurality 

of instructions configured to enable a computer device (which may be a personal 25 

computer, a server, a network device or the like) to execute all or a part of the steps of 

the method in each embodiment of the disclosure. The above storage medium 

includes various media capable of storing program codes such as a U disk, a mobile 

hard disk, a read-only memory, a read access memory (RAM), a magnetic disk or an 

optical disk. 30 

The forgoing is only the specific embodiments of the disclosure and not 

intended to limit the scope of protection of the disclosure. Any variations or 

replacements apparent to those skilled in the art within the technical scope disclosed 
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by the disclosure shall fall within the scope of protection of the disclosure. Therefore, 

the scope of protection of the disclosure shall be subject to the scope of protection of 

the claims. 
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CLAIMS 

 
1.  A method for wireless communication, comprising: 

sending configuration information to a terminal device, wherein the 5 

configuration information is used to configure a time-domain position of a first 

resource, the first resource is used to transmit a physical downlink control channel, 

the configuration information comprises first configuration information and second 

configuration information, the first configuration information indicates at least one 

first time-domain unit, each first time-domain unit comprises the first resource, the 10 

second configuration information indicates at least one second time-domain unit in 

the first time-domain unit indicated by the first configuration information, and each 

second time-domain unit comprises a part or all of the first resource; and 

transmitting the physical downlink control channel to the terminal device on 

the first resource. 15 

 

2.  The method of claim 1, wherein the first time-domain unit comprises at least one 

time slot. 

 

3.  The method of claim 1 or 2, wherein the second time-domain unit comprises at 20 

least one symbol. 

 

4.  The method of any one of claims 1 to 3, wherein the first configuration 

information indicates an occurrence period of the first time-domain unit, or, the first 

configuration information indicates a time-domain position of the at least one first 25 

time-domain unit in a first time period. 

 

5.  The method of claim 4, wherein in response to that the first configuration 

information indicates the at least one first time-domain unit through the time-domain 

position in the first time period, the time-domain position in the first time period 30 

comprises a set of time-domain positions of all of the first time-domain unit in the 

first time period. 

 

6.  The method of any one of claims 1 to 5, wherein the second configuration 
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information indicates an occurrence period of the second time-domain unit, or, the 

second configuration information indicates a time-domain position of the at least one 

second time-domain unit in the first time-domain unit. 

 

7.  The method of claim 6, wherein in response to the second configuration 5 

information indicates the at least one second time-domain unit through the time-

domain position in the first time-domain unit, the time-domain position in the first 

time-domain unit comprises at least one of: a position of a starting symbol of the first 

resource in the first time-domain unit, information of time-domain lengths of all of the 

first resource in the first time-domain unit, or a set of time-domain positions of all of 10 

the first resource in the first time-domain unit. 

 

8.  The method of any one of claims 1 to 7, wherein the first configuration 

information is any information of radio resource control, RRC, signaling, system 

information, downlink control information, DCI, or a media access control control 15 

element, MAC CE; and 

the second configuration information is any information of RRC signaling, 

system information, DCI or a MAC CE. 

 

9.  The method of any one of claims 1 to 8, wherein the first resource is a control 20 

resource set or search space for transmitting the physical downlink control channel. 

 

10.  A method for wireless communication, comprising: 

receiving configuration information sent by a network device, wherein the 

configuration information is used to indicate a time-domain position of a first resource, 25 

the first resource is used to transmit a physical downlink control channel, the 

configuration information comprises first configuration information and second 

configuration information, the first configuration information indicates at least one 

first time-domain unit, each first time-domain unit comprises the first resource, the 

second configuration information indicates at least one second time-domain unit in 30 

the first time-domain unit indicated by the first configuration information, and each 

second time-domain unit comprises a part or all of the first resource; and 

monitoring the physical downlink control channel transmitted by the network 
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device on the first resource. 

 

11.  The method of claim 10, wherein the first time-domain unit comprises at least 

one time slot. 

 5 

12.  The method of claim 10 or 11, wherein the second time-domain unit comprises at 

least one symbol. 

 

13.  The method of any one of claims 10 to 12, wherein the first configuration 

information indicates an occurrence period of the first time-domain unit, or, the first 10 

configuration information indicates a time-domain position of the at least one first 

time-domain unit in a first time period. 

 

14.  The method of claim 13, wherein in response to that the first configuration 

information indicates the at least one first time-domain unit through the time-domain 15 

position in the first time period, the time-domain position in the first time period 

comprises a set of time-domain positions of all of the first time-domain unit in the 

first time period. 

 

15.  The method of any one of claims 10 to 14, wherein the second configuration 20 

information indicates an occurrence period of the second time-domain unit, or, the 

second configuration information indicates a time-domain position of the at least one 

second time-domain unit in the first time-domain unit. 

 

16.  The method of claim 15, wherein in response to the second configuration 25 

information indicates the at least one second time-domain unit through the time-

domain position in the first time-domain unit, the time-domain position in the first 

time-domain unit comprises at least one of: a position of a starting symbol of the first 

resource in the first time-domain unit, information of a time-domain length of all of 

the first resource in the first time-domain unit, or a set of time-domain positions of all 30 

of the first resource in the first time-domain unit. 

 

17.  The method of any one of claims 10 to 16, wherein the first configuration 
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information is any information of radio resource control, RRC, signaling, system 

information, downlink control information, DCI, or a media access control control 

element, MAC CE; and 

the second configuration information is any information of RRC signaling, 

system information, DCI or a MAC CE. 5 

 

18.  The method of any one of claims 10 to 17, wherein the first resource is a control 

resource set or search space for transmitting the physical downlink control channel. 

 

19.  A network device, comprising: 10 

a sending unit, configured to send configuration information to a terminal 

device, wherein the configuration information is used to configure a time-domain 

position of a first resource, the first resource is used to transmit a physical downlink 

control channel, the configuration information comprises first configuration 

information and second configuration information, the first configuration information 15 

indicates at least one first time-domain unit, each first time-domain unit comprises the 

first resource, the second configuration information indicates at least one second time-

domain unit in the first time-domain unit indicated by the first configuration 

information, and each second time-domain unit comprises a part or all of the first 

resource, and 20 

the sending unit is further configured to transmit the physical downlink control 

channel to the terminal device on the first resource. 

 

20.  The network device of claim 19, wherein the first time-domain unit comprises at 

least one time slot. 25 

 

21.  The network device of claim 19 or 20, wherein the second time-domain unit 

comprises at least one symbol. 

 

22.  The network device of any one of claims 19 to 21, wherein the first configuration 30 

information indicates an occurrence period of the first time-domain unit, or the first 

configuration information indicates a time-domain position of the at least one first 

time-domain unit in a first time period. 
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23.  The network device of claim 22, wherein in response to that the first 

configuration information indicates the at least one first time-domain unit through the 

time-domain position in the first time period, the time-domain position in the first 

time period comprises a set of time-domain positions of all of the first time-domain 5 

unit in the first time period. 

 

24.  The network device of any one of claims 19 to 23, wherein the second 

configuration information indicates an occurrence period of the second time-domain 

unit, or, the second configuration information indicates a time-domain position of the 10 

at least one second time-domain unit in the first time-domain unit. 

 

25.  The network device of claim 24, wherein in response to the second configuration 

information indicates the at least one second time-domain unit through the time-

domain position in the first time-domain unit, the time-domain position in the first 15 

time-domain unit comprises at least one of: a position of a starting symbol of the first 

resource in the first time-domain unit, information of time-domain lengths of all of the 

first resource in the first time-domain unit, or a set of time-domain positions of all of 

the first resource in the first time-domain unit. 

 20 

26.  The network device of any one of claims 19 to 25, wherein the first configuration 

information is any information of radio resource control, RRC, signaling, system 

information, downlink control information, DCI, or a media access control control 

element, MAC CE; and 

the second configuration information is any information of RRC signaling, 25 

system information, DCI or a MAC CE. 

 

27.  The network device of any one of claims 19 to 26, wherein the first resource is a 

control resource set or search space for transmitting the physical downlink control 

channel. 30 

 

28.  A terminal device, comprising: 

a receiving unit, configured to receive configuration information sent by a 
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network device, wherein the configuration information is used to indicate a time-

domain position of a first resource, the first resource is used to transmit a physical 

downlink control channel, the configuration information comprises first configuration 

information and second configuration information, the first configuration information 

indicates at least one first time-domain unit, each first time-domain unit comprises the 5 

first resource, the second configuration information indicates at least one second time-

domain unit in the first time-domain unit indicated by the first configuration 

information, and each second time-domain unit comprises a part or all of the first 

resource, and 

the receiving unit is further configured to monitor the physical downlink 10 

control channel transmitted by the network device on the first resource. 

 

29.  The terminal device of claim 28, wherein the first time-domain unit comprises at 

least one time slot. 

 15 

30.  The terminal device of claim 28 or 29, wherein the second time-domain unit 

comprises at least one symbol. 

 

31.  The terminal device of any one of claims 28 to 30, wherein the first configuration 

information indicates an occurrence period of the first time-domain unit, or, the first 20 

configuration information indicates a time-domain position of the at least one first 

time-domain unit in a first time period. 

 

32.  The terminal device of claim 31, wherein in response to that the first 

configuration information indicates the at least one first time-domain unit through the 25 

time-domain position in the first time period, the time-domain position in the first 

time period comprises a set of time-domain positions of all of the first time-domain 

unit in the first time period. 

 

33.  The terminal device of any one of claims 28 to 32, wherein the second 30 

configuration information indicates an occurrence period of the second time-domain 

unit, or, the second configuration information indicates a time-domain position of the 

at least one second time-domain unit in the first time-domain unit. 
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34.  The terminal device of claim 33, wherein in response to the second configuration 

information indicates the at least one second time-domain unit through the time-

domain position in the first time-domain unit, the time-domain position in the first 

time-domain unit comprises at least one of: a position of a starting symbol of the first 5 

resource in the first time-domain unit, information of a time-domain length of all of 

the first resource in the first time-domain unit, or a set of time-domain positions of all 

of the first resource in the first time-domain unit. 

 

35.  The terminal device of any one of claims 28 to 34, wherein the first configuration 10 

information is any information of radio resource control, RRC, signaling, system 

information, downlink control information, DCI, or a media access control control 

element, MAC CE; and 

the second configuration information is any information of RRC signaling, 

system information, DCI or a MAC CE. 15 

 

36.  The terminal device of any one of claims 28 to 35, wherein the first resource is a 

control resource set or search space for transmitting the physical downlink control 

channel. 

  20 




