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METHOD AND APPARATUS FOR SCHEDULING TRANSPORT BLOCKS 

 

TECHNICAL FIELD 

The disclosure relates to the field of communication technology, in particular to a 

method for scheduling transport blocks, and an apparatus for scheduling transport blocks. 

 

BACKGROUND 

Machine Type Communication (MTC) and Narrow Band Internet of Thing (NB-IoT) as 

representatives of the cellular Internet of Things, are widely used in data collection, 

intelligent transportation and other fields. Since the terminals using MTC and NB-IoT are 

generally deployed in locations where it is not easy to charge or replace batteries, it is best 

to use terminals that have low power consumption. 

According to the current version of the protocol, base stations using MTC and NB-IoT 

adopt a method for scheduling the transport blocks (TB), and continuously schedule the 

transport blocks through a physical downlink control channel (PDCCH), thereby reducing 

the power consumption of receiving or blindly detecting the power consumption of the 

PDCCH before the terminal receives or sends data. In addition, in the coverage enhancement 

scenario, the base station will schedule the same transport blocks to be sent repeatedly for 

multiple times, so that the coverage can be enhanced by repeatedly sending the same 

transport blocks. 

However, when the method for scheduling the transport blocks is adopted, the 

continuously scheduled transport blocks will occupy physical resources for a long time, 

which in turn affects the scheduling of other terminals. 

 

SUMMARY 

The embodiments of the disclosure provide a method for scheduling transport blocks, 

and an apparatus for scheduling transport blocks, which solves the problem that the 

continuously scheduled transport blocks in the related art will occupy the physical resources 

for a long time, and then affect the scheduling of other terminals. The technical solution is 

as follows. 

Embodiments of the disclosure in a first aspect provide a method for scheduling 
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transport blocks. The method includes: determining transmission interval parameters, in 

which the transmission interval parameters are used to determine a mode of setting a 

transmission interval among transport blocks; scheduling the transport blocks on a physical 

downlink control channel (PDCCH) according to the transmission interval parameters, the 

transport blocks scheduled on the PDCCH including at least one of physical uplink shared 

channel (PUSCH) transport blocks and physical downlink shared channel (PDSCH) transport 

blocks. 

In a possible implementation, determining the transmission interval parameters includes: 

determining the transmission interval parameters when a preset condition is met. The preset 

condition includes at least one of: adopting multi-transport-block scheduling, in which the 

multi-transport-block scheduling refers to scheduling at least two different transport blocks 

on the PDCCH; a maximum number of times of repeated transmissions configured for a 

channel being greater than a threshold of times of repeated transmissions; adopting a 

continuous transmission mode, in which after a transport block is repeatedly transmitted for 

n times, a next transport block is repeatedly transmitted, and n represents a total number of 

times of repeated transmissions of the transport blocks; and adopting the continuous 

transmission mode, and the maximum number of times of repeated transmissions configured 

for the channel being greater than a threshold of times of repeated transmissions. 

In a possible implementation, the transmission interval parameters include a 

transmission interval period and a transmission interval duration. The transmission interval 

period and the transmission interval duration are both configurable values; or, the 

transmission interval period is a configurable value, and the transmission interval duration 

is a fixed value; or, the transmission interval period is a fixed value, and the transmission 

interval duration is a configurable value. 

In a possible implementation, the transmission interval period is a configurable value, 

and determining the transmission interval parameters includes: in responding to adopting the 

continuous transmission mode, determining the transmission interval period according to a 

number of times of repeated transmissions of the transport blocks; or, in responding to 

adopting an alternate transmission mode, determining the transmission interval period by an 

alternate transport unit, the alternate transport unit being a smallest transport unit comprising 

different transport blocks; or, determining the transmission interval period according to the 
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number of scheduled transport blocks; or, determining the transmission interval period by an 

absolute time unit, the absolute time unit comprising at least one of a subframe and a time 

slot. 

In a possible implementation, the transmission interval duration is a configurable value, 

and determining the transmission interval parameter includes: determining the transmission 

interval duration according to the number of times of repeated transmissions of the transport 

blocks; or, determining the transmission interval duration according to the number of 

scheduled transport blocks; or, determining the transmission interval duration by an absolute 

time unit, the absolute time unit including at least one of a subframe and a time slot. 

In a possible implementation, the method further includes: configuring the transmission 

interval parameters for a terminal adopting a high-level signaling, in which the high-level 

signaling includes at least one of a radio resource control (RRC) signaling and a media access 

control element (MAC CE) signaling. 

In a possible implementation, scheduling the transport blocks on the PDCCH according 

to the transmission interval parameters includes: in responding to adopting multi-transport-

block scheduling, scheduling the transport blocks on the PDCCH according to the 

transmission interval parameters, in which the multi-transport-block scheduling refer to 

scheduling at least two transport blocks on the PDCCH; or, sending downlink control 

information (DCI) to the terminal through the PDCCH, the DCI including parameter usage 

information configured to indicate whether the transmission interval is preset in a current 

scheduling; or, scheduling the transport blocks on the PDCCH according to the transmission 

interval parameters in responding to the number of the transmission blocks being greater 

than a number threshold; or, scheduling the transport blocks on the PDCCH according to the 

transmission interval parameters in responding to the number of repeated transmissions of 

the transport blocks being greater than the threshold; or, scheduling the transport blocks on 

the PDCCH according to the transmission interval parameters in responding to a total 

transmission duration being greater than a duration threshold, in which the total transmission 

duration is determined according to the number of the transport blocks and the number of 

times of repeated transmissions of the transport blocks. 

Embodiments of the disclosure in another aspect provide a method for scheduling 

transport blocks. The method includes: receiving transport blocks scheduled by the base 
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station on a physical downlink control channel (PDCCH); setting a transmission interval 

among the transport blocks according to the scheduled transport blocks and the transmission 

interval parameters, in which the transmission interval parameters are configured to 

determine a setting mode of the transmission interval among the transport blocks, the 

transport blocks include at least one of physical uplink shared channel (PUSCH) transport 

blocks and physical downlink shared channel (PDSCH) transport blocks. 

In a possible implementation, the transmission interval parameters include a 

transmission interval period and a transmission interval duration, the transmission interval 

period and the transmission interval duration are both configurable values; or, the 

transmission interval period is a configurable value, and the transmission interval duration 

is a fixed value; or, the transmission interval period is a fixed value, and the transmission 

interval duration is a configurable value. 

In a possible implementation, the transmission interval period is a configurable value. 

In responding to adopting the continuous transmission mode, the transmission interval period 

is determined according to a number of times of repeated transmissions of the transport 

blocks, after a current transport block is repeatedly transmitted for n times in the continuous 

transmission mode, and a next transport block is repeatedly transmitted, and n represents a 

total number of times of repeated transmissions of the transport blocks; or, in responding to 

adopting an alternate transmission mode, the transmission interval period is determined by 

an alternate transport unit, in which the alternate transport unit is a smallest transport unit 

comprising different transport blocks; or, the transmission interval period is determined 

according to the number of scheduled transport blocks; or, the transmission interval period 

is determined by an absolute time unit, in which the absolute time unit includes at least one 

of a subframe and a time slot. 

In a possible implementation, the transmission interval duration is a configurable value, 

the transmission interval duration is determined according to the number of times of repeated 

transmissions of the transport blocks; or, the transmission interval duration is determined 

according to the number of scheduled transport blocks; or, the transmission interval duration 

is determined by an absolute time unit, in which the absolute time unit includes at least one 

of a subframe and a time slot. 

In a possible implementation, the method further includes: receiving the transmission 
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interval parameters configured by adopting a high-level signaling by a base station, in which 

the high-level signaling includes at least one of a radio resource control (RRC) signaling and 

a media access control element (MAC CE) signaling. 

In a possible implementation, receiving the transport blocks scheduled on the PDCCH 

by the base station includes: receiving downlink control information (DCI) sent by the base 

station through the PDCCH, in which the DCI includes parameter usage information 

configured to indicate whether the transmission interval is preset in a current scheduling; 

and setting the transmission interval among the transport blocks according to the scheduled 

transport blocks and the transmission interval parameters includes: in responding to the 

parameter usage information indicating to configure the transmission interval, setting the 

transmission interval among the transport blocks according to the scheduled transport blocks 

and the transmission interval parameters. 

In a possible implementation, setting the transmission interval among the transport 

blocks according to the scheduled transport blocks and the transmission interval parameters 

includes: in responding to adopting multi-transport-block scheduling, setting the 

transmission interval among the transport blocks according to the scheduled transport blocks 

and the transmission interval parameters, in which the multi-transport-block scheduling 

refers to scheduling at least two transport blocks on the PDCCH; or, in responding to the 

number of times of repeated transmissions of the transport blocks being greater than a 

threshold of times of repeated transmissions, setting the transmission interval among the 

transport blocks according to the scheduled transport blocks and the transmission interval 

parameters; or, in responding to the number of the transport blocks being greater than a 

number threshold, setting the transmission interval among the transport blocks according to 

the scheduled transport blocks and the transmission interval parameters; or, in responding to 

a total transmission duration being greater than a duration threshold, setting the transmission 

interval among the transport blocks according to the scheduled transport blocks and the 

transmission interval parameters, in which the total transmission duration is determined 

according to the number of the transport blocks and the number of times of repeated 

transmissions of the transport blocks. 

Embodiments of the disclosure in another aspect provide an apparatus for scheduling 

transport blocks. The apparatus includes: a determining module and a scheduling module. 
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The determining module is configured to determine transmission interval parameters, and 

the transmission interval parameters are used to determine a mode of setting a transmission 

interval among transport blocks. The scheduling module is configured to schedule the 

transport blocks on a physical downlink control channel (PDCCH) according to the 

transmission interval parameters, the transport blocks scheduled on the PDCCH include at 

least one of physical uplink shared channel (PUSCH) transport blocks and physical downlink 

shared channel (PDSCH) transport blocks. 

The beneficial effects brought about by the technical solution of the embodiments of 

the disclosure include at least: in responding to scheduling transport blocks on the PDCCH, 

determining the transmission interval parameters, and setting the transmission interval 

among the transport blocks when scheduling the transport blocks according to the 

transmission interval parameters, the physical resources released in the transmission interval 

are used for scheduling by other terminals. Therefore, the impact of the continuous 

scheduling of the transport blocks on the scheduling of other terminals is avoided, and the 

timeliness of scheduling other terminals is improved. 

 

BRIEF DESCRIPTION OF THE DRAWINGS 

In order to clearly illustrate the technical solution of embodiments of the disclosure, a 

brief description of drawings used in embodiments is given below. Obviously, the drawings 

in the following descriptions are only part embodiments of the disclosure, and for those 

skilled in the art, other drawings can be obtained according to these drawings without 

creative labor. 

FIG. 1 is a schematic diagram of a communication system according to an exemplary 

embodiment of the disclosure. 

FIG. 2 is a schematic diagram of multi-transport-block scheduling. 

FIG. 3 is a schematic diagram of multi-transport-block scheduling under coverage 

enhancement. 

FIG. 4 is a schematic diagram of alternatively multi-transport-block scheduling. 

FIG. 5 is a flowchart of a method for scheduling transport blocks according to an 

exemplary embodiment of the disclosure. 

FIG. 6 is a schematic diagram of a transmission interval period in a continuous 
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transmission mode. 

FIG. 7 is a schematic diagram of the transmission interval period in an alternate 

transmission mode. 

FIG. 8 is a block diagram of an apparatus for scheduling transport blocks according to 

an exemplary embodiment of the disclosure. 

FIG. 9 is a block diagram of an apparatus for scheduling transport blocks according to 

another exemplary embodiment of the disclosure. 

FIG. 10 is a schematic diagram of a terminal according to an exemplary embodiment of 

the disclosure. 

FIG. 11 is a schematic diagram of an access network device (a base station) according 

to an exemplary embodiment of the disclosure. 

 

DETAILED DESCRIPTION 

In order to make clear the objectives, technical solutions, and advantages of the 

invention, the implementation of the invention will be further described in detail below in 

combination with the accompanying drawings. 

The communication system and business scenarios described in the embodiments of this 

disclosure are intended to more clearly illustrate the technical solution of the embodiments 

of the disclosure, and do not constitute a limitation to the technical solution of the 

embodiments of the disclosure. Those of ordinary skill in the art will know that with the 

evolution of communication systems and the emergence of new business scenarios, the 

technical solution of the embodiments of the disclosure is equally applicable to similar 

technical problems. 

FIG. 1 is a schematic diagram of a communication system according to an exemplary 

embodiment of the disclosure. In this embodiment, the communication system is an MTC 

communication system or an NB-IoT communication system as an example for description. 

As illustrated in FIG. 1, the communication system may include: an access network 12 and 

a terminal 13. 

The access network 12 includes several access network devices 120. The access network 

device 120 and the core network device communicate with each other through a certain 

interface technology. For example, in the NB-IoT communication system, the access network 
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device 120 communicates with the core network device through S1 interface. The access 

network device 120 may be a base station, and the base station is a device deployed in an 

access network to provide a wireless communication function for a terminal. In the MTC 

communication system, the base station is the MTC base station, and in the NB-IoT 

communication system, the base station is the NB-IoT base station. The base station may 

include various forms of macro base stations, micro base stations, relay stations, and access 

points. In systems using different wireless access technologies, the names of devices with 

base station functions may be different, and with the evolution of communication technology, 

the description of the name “base station” may change. Although “base station” is used as 

an example in the embodiments of the disclosure, the base station can be understood as an 

access network device used to provide user access functions in various communication 

systems. 

The terminal 13 may include various handheld devices with wireless communication 

functions, vehicle-mounted devices, wearable devices, computing devices or other 

processing devices connected to wireless modems, as well as various forms of user 

equipment (UE), mobile stations (MS), and terminal devices. In the embodiments of the 

disclosure, the terminal 13 is an MTC terminal in an MTC communication system, or an NB-

IoT terminal in an NB-IoT communication system. For example, the terminal 13 is a device 

deployed on a smart light pole, a device deployed on a shared bicycle, or a device deployed 

on a smart parking space. The embodiments of the disclosure limit the specific deployment 

method and device form of the terminal 13. For ease of description, the devices mentioned 

above are collectively referred to as terminals. 

Since the terminal in the above communication system is generally set in a location that 

is not easy to charge or replace the battery, in order to reduce the power consumption of the 

terminal, the base station adopts a method for scheduling multi-transport blocks for multi-

transport-block scheduling on one PDCCH at the same time. Correspondingly, the terminal 

only needs to demodulate one PDCCH scheduled by the base station before receiving or 

sending data, thereby reducing the power consumption of the terminal during demodulation. 

Illustratively, as illustrated in FIG. 2, the base station adopts a method for scheduling 

transport blocks to schedule transport blocks TB1, TB2, TB3, and TB4 on the same PDCCH 

at the same time. 
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Moreover, in the MTC communication system and the NB-IoT communication system, 

in order to enhance coverage, the terminal will adopt a continuous transmission mode to 

repeatedly transmit the same transport block. Correspondingly, when performing the multi-

transport-block scheduling, the base station needs to schedule the same transport block to be 

repeatedly transmitted for multiple times on the PDCCH. 

Schematically, as illustrated in FIG. 3, when achieving coverage enhancement in the 

multi-transport-block scheduling scenario, the base station simultaneously schedules the 

transport blocks TB1, TB2, TB3, and TB4 on the same PDCCH, and each transport block is 

repeatedly transmitted for 4 times. 

In addition, in order to obtain the time diversity gain, when achieving coverage 

enhancement, the terminal further adopts an alternate transmission mode to repeatedly 

transmit the transport block in stages. Correspondingly, when performing the multi-

transport-block scheduling, the base station needs to schedule the same transport block for 

repeated transmissions based on an alternate scheduling mechanism. 

Schematically, as illustrated in FIG. 4, the base station schedules the transport blocks 

TB1, TB2, TB3, and TB4 on the same PDCCH at the same time, and each transport block is 

transmitted for 4 times repeatedly. When the alternate scheduling mechanism is introduced, 

the base station schedules first two times of each transport block for transmission, and then 

schedules the last two times of each transport block for transmission.  

However, during the multi-transport-block scheduling, the continuously scheduled 

transport blocks will occupy physical resources for a long time, causing other terminals to 

be unable to perform scheduling on multi-transport-block scheduling components.  

In order to solve the above problem, in the embodiments of the disclosure, in the process 

of multi-transport-block scheduling, a transmission interval is set among the transport blocks, 

and the physical resources released in the transmission interval are used for scheduling by 

other terminals, thereby ensuring the quality of scheduling the transport blocks, while 

reducing the impact of multi-transport-block scheduling on scheduling by other terminals. 

Illustrative embodiments are used for description below. 

FIG. 5 is a flowchart of a method for scheduling transport blocks according to an 

exemplary embodiment of the disclosure. The method may be executed by the 

communication system shown in FIG. 1, and the method includes the followings. 
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In step 501, the base station determines transmission interval parameters, the 

transmission interval parameters are used to determine a mode of setting a transmission 

interval among transport blocks. 

In a possible implementation, in any scenario, the base station performs the step of 

determining the transmission interval parameters. 

In another possible implementation, when in the scenario where the use of transmission 

interval is allowed, the base station determines the transmission interval parameters. When 

in the scenario where the use of the transmission interval is not allowed, the base station 

does not perform the step of determining the transmission interval parameters. The scenario 

where the transmission interval is allowed to be used is preset. 

Optionally, the transmission interval parameters include a transmission interval period 

and a transmission interval duration. The transmission interval period is the period for setting 

the transmission interval, and the transmission interval duration is the duration of each 

transmission time. 

In step 502, the base station schedules the transport blocks on the PDCCH according to 

the transmission interval parameters, and the transport blocks scheduled on the PDCCH 

include at least one of a PUSCH transport block and a PDSCH transport block. 

Optionally, when the PDCCH is applied to the MTC communication system, the 

PDCCH is MPDCCH. When the PDCCH is applied to the NB-IoT communication system, 

the PDCCH is NPDCCH. For ease of presentation, in the embodiments of the disclosure, 

MPDCCH and NPDCCH are collectively referred to as the PDCCH. 

In a possible implementation, if the current scheduling scenario meets the preset 

conditions, the base station will schedule the transport blocks on the PDCCH according to 

the transmission interval parameters. If the current scheduling scenario does not meet the 

preset conditions, the base station will schedule the transport blocks on the PDCCH 

according to the original scheduling logic (no transmission interval is set between the 

transport blocks). 

Optionally, when the transport blocks scheduled on the PDCCH are PUSCH transport 

blocks, the terminal uses the PUSCH transport blocks allocated by the base station to send 

uplink data to the base station. When the transport blocks scheduled on the PDCCH are 

PDSCH transport blocks, the base station sends downlink data to the terminal through the 
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corresponding PDSCH transport blocks. 

In step 503, the terminal receives the transport blocks scheduled by the base station on 

the PDCCH. 

In step 504, the terminal sets the transmission interval among the transport blocks 

according to the scheduled transport blocks and the transmission interval parameters. 

In a possible implementation, when the transmission interval setting conditions are met, 

the transmission interval is set among the PUSCH transport blocks to be transmitted 

according to the scheduled transport blocks of the base station and the stored transmission 

interval parameters, or when the PDSCH transport blocks are received, and the transmission 

interval locations are determined, the transport blocks sent by the base station to the terminal 

are determined. 

It can be determined whether the transmission interval setting conditions are met can 

be explicitly indicated by the base station, or can be determined by the terminal itself. 

In conclusion, in the embodiments, in the process of scheduling the transport blocks on 

the PDCCH, the transmission interval parameters are determined, and when the transport 

blocks are scheduled according to the transmission interval parameters, the transmission 

interval is set among the transport blocks, so that the physical resources released in the 

transmission interval are used for scheduling by other terminals, thereby avoiding the impact 

of the continuous scheduling of the transport blocks scheduled by other terminals, and 

improving the timeliness of scheduling by other terminals. 

Regarding the configuration of the transmission interval parameters in the embodiments, 

in a possible implementation, the base station uses high-level signaling to configure the 

transmission interval parameters to the terminal. The high-level signaling includes at least 

one of a RRC signaling and a MAC CE signaling. Correspondingly, the terminal receives the 

transmission interval parameters configured by the base station through the high-level 

signaling, and stores the transmission interval parameters. 

It should be noted that in the above embodiments, the steps of the execution subject of 

the base station can be separately implemented as the method of scheduling the transport 

blocks on the base station side, and the steps of the execution subject of the terminal can be 

separately implemented as the method of scheduling the transport blocks on the terminal side. 

The embodiments of the disclosure will not be repeated here. 
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In a possible implementation, not all scenarios need to set a transmission interval among 

the transport blocks, and the base station is allowed to use the transmission interval only 

when the transmission interval is allowed. For step 501 in the embodiments shown in FIG. 

5, optionally, when the preset conditions are met, the base station executes the step of 

determining the transmission interval parameters. 

The preset condition includes at least one of followings. 

(1) A multi-transport-block scheduling is adopted.  

Multi-transport-block scheduling refers to scheduling at least two transport blocks on 

the PDCCH. In an illustrative example, as illustrated in FIG. 2, when the four transport 

blocks TB1, TB2, TB3, and TB4 are simultaneously scheduled on the PDCCH, the base 

station is determined in a multi-transport block scheduling scenario and allows the use of 

transmission interval. 

Optionally, when single transport block scheduling is used, in order to avoid setting the 

transmission interval to affect the scheduling efficiency, the base station will not perform 

the step of determining the transmission interval parameters. 

(2) A maximum number of times of repeated transmissions configured for a channel is 

greater than a threshold of times of repeated transmissions.  

Optionally, the maximum number of times of repeated transmissions configured for the 

channel is the maximum value in the set of times of repeated transmissions configured for 

the control channel (which can be the PDCCH channel) or the data channel (which can be 

the scheduled PDSCH or PUSCH channel), and the threshold of the number of times of 

repeated transmissions is a preset value in the protocol. 

In an illustrative example, the set of times of repeated transmission configured for the 

channel is {2,4,8,16}, and the threshold of the number of times of repeated transmissions is 

8, since the maximum number of times of repeated transmissions of the channel is 16, which 

is greater than the threshold of times of repeated transmissions 8, so the base station 

determines that the transmission interval is allowed. 

Optionally, when the maximum number of times of repeated transmissions of the 

channel is less than the threshold of the number of times of repeated transmissions, even if 

the transmission interval is not set, the scheduling of other terminals will not be greatly 

affected. Therefore, the base station will not perform the step of determining the transmission 
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interval parameters. 

(3) A continuous transmission mode is adopted. Under the continuous transmission 

mode, a next transport block is repeatedly transmitted after a transport block is repeatedly 

transmitted for n times, and n represents a total number of times of repeated transmissions 

of the transport blocks.  

When the transport blocks adopt the continuous transmission mode, repeated 

transmission of the same transport block will affect the scheduling of other terminals. 

Therefore, the base station determines that the transmission interval is allowed to be used 

when the continuous transmission mode is detected. 

Optionally, when the transport blocks adopt the alternate transmission mode (as shown 

in FIG. 4), the base station does not allow the transmission interval to be used in the alternate 

transmission process. 

(4) The continuous transmission mode is adopted, and the maximum number of times 

of repeated transmissions configured for the channel is greater than a threshold of times of 

repeated transmissions. 

When the configured maximum number of times of repeated transmissions of the 

channel is less than the threshold of times of repeated transmissions, the maximum number 

is limited by the number of repeated transmissions of the channel itself. Even if the 

continuous transmission mode is adopted, it will not have a significant impact on the 

scheduling of other terminals. Therefore, the base station adopts the continuous transmission 

mode and the maximum number of times of repeated transmissions of the channel is greater 

than the threshold of times of repeated transmissions, the transmission interval is determined 

to be allowed. 

In a possible implementation, some of the transmission interval parameters may adopt 

fixed values, and some of the parameters may adopt configurable values, or all parameters 

may adopt configurable values. When the transmission interval parameters include the 

transmission interval period and the transmission interval duration, the transmission interval 

parameter may be any one of: the transmission interval period and the transmission interval 

duration are both configurable values; or, the transmission interval period is a configurable 

value, and the transmission interval duration is a fixed value; or, the transmission interval 

period is a fixed value, and the transmission interval duration is a configurable value. 
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Optionally, when the transmission interval period is a configurable value, in step 501, 

determining the transmission interval parameters may include the followings. 

1. In responding to adopting the continuous transmission mode, determining the 

transmission interval period according to a number of times of repeated transmissions of the 

transport blocks. 

In a possible implementation, in the continuous transmission mode, the occurrence 

period of the transmission interval is in the unit of the transport block, and the base station 

determines the transmission interval period according to the (total) number of repeated 

transmissions of the transport blocks. 

Optionally, the base station determines an integral multiple of the number of repeated 

transmissions as the transmission interval period. For example, when the number of repeated 

transmissions is K, the transmission interval period is determined to be K×N (N≥1), that is, 

after N transport blocks are repeatedly transmitted, a transmission interval is set. 

In an illustrative example, as illustrated in FIG. 6, when four transport blocks need to 

be scheduled, and the number of repeated transmissions for each transport block is 4, the 

base station determines that the transmission interval period is 8, that is, after transmitting 2 

transport blocks, a transmission interval is set. 

2. In responding to adopting an alternate transmission mode, determining the 

transmission interval period by an alternate transport unit, the alternate transport unit being 

a smallest transport unit comprising different transport blocks. 

In a possible implementation, when the alternate transmission mode is adopted, the base 

station determines the transmission interval period by using the alternate transmission unit 

as a unit. 

Optionally, the base station determines an integer multiple of the alternate transport unit 

as the transmission interval period. 

In an illustrative example, as illustrated in FIG. 4, when four transport blocks are 

alternately transmitted, the alternate transport unit includes two TB1s, two TB2s, two TB3s, 

and two TB4s. As illustrated in FIG. 6, the base station determines the transmission interval 

as an alternate transport unit, that is, a transmission interval between two alternate transport 

units is set. 

3. The transmission interval period is determined according to the number of scheduled 
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transport blocks. 

In a possible implementation, the base station determines an integer multiple of the 

number of scheduled transport blocks as the transmission interval period. 

In an illustrative example, the base station determines that the number of the scheduled 

transport blocks is 4, and the transmission interval period is determined to be 8 transport 

blocks, that is, a transmission interval is set between every 8 transport blocks. 

4. The transmission interval period is determined by an absolute time unit, the absolute 

time unit includes at least one of a subframe and a time slot. 

The transmission interval period may be in units of absolute time in addition to transport 

blocks or alternate transport units. Optionally, the transmission interval period is N times of 

an absolute time unit. 

For example, the base station determines the transmission interval period as 20 

subframes, that is, a transmission interval is set every 20 subframes. 

Certainly, in addition to the several methods of determining the transmission interval 

period, other methods may also be used to determine the transmission interval period, which 

is not limited in the embodiments of the disclosure. 

Optionally, when the transmission interval duration is a configurable value, in step 501, 

the possible manners may be included when determining the transmission interval parameters. 

1. The transmission interval duration is determined according to the number of times of 

repeated transmissions of the transport blocks. 

In a possible implementation, the base station may determine the transmission interval 

duration according to the (total) number of times of repeated transmissions of the transport 

blocks configured in the current scheduling. Optionally, the base station determines the 

transmission interval duration to be N times of the number of times of repeated transmissions. 

In an illustrative example, when N is set to 2, if the number of repeated transmissions 

of the transport blocks in the current scheduling is 100, the base station will determine the 

transmission interval duration as 200 ms. If the number of repeated transmissions of the 

transport blocks in the current scheduling is 50 times, the base station determines the 

transmission interval time as 100 ms. 

2. The transmission interval duration is determined according to the number of 

scheduled transport blocks. 
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In a possible implementation, the base station determines the transmission interval 

duration as an integer multiple of the number of the scheduled transport blocks. 

In an illustrative example, when the number of the scheduled transport blocks is 10, the 

base station determines the transmission interval duration as 100 ms, and when the number 

of the scheduled transport blocks is 20, the base station determines the transmission interval 

duration to be 200 ms. 

3. The transmission interval duration is determined by an absolute time unit, the 

transmission interval is an integer multiple of the absolute time unit, and the absolute time 

unit includes at least one of a subframe and a time slot. 

Similar to determining the transmission interval period, in a possible implementation, 

the base station may set the transmission interval duration to an integer multiple of the 

absolute time unit. 

In an illustrative example, the base station determines the transmission interval duration 

to be 100 times of the subframe, that is, the transmission interval duration is 100 ms. 

Certainly, in addition to the above several methods for determining the transmission 

interval duration, other methods may also be used to determine the transmission interval 

duration, which is not limited in the embodiments of the disclosure. 

In a possible implementation, after the transmission interval parameter is determined, 

the base station needs to meet specific conditions before scheduling the transport blocks 

(setting the transmission interval) according to the transmission interval parameters. 

Optionally, the step 502 may include the following possible implementations. 

1. In responding to adopting multi-transport-block scheduling, the base station 

schedules the transport blocks on the PDCCH according to the transmission interval 

parameters, the multi-transport-block scheduling refer to scheduling at least two transport 

blocks on the PDCCH. 

In a possible implementation, once the transmission interval parameters are configured, 

subsequent multi-transport-block scheduling is performed, and the base station will schedule 

the transport blocks based on the transmission interval parameters. 

Correspondingly, in a possible implementation, after the terminal receives the transport 

block scheduling of the base station, when it detects that the multi-transport-block scheduling 

is adopted, the transmission interval among the uplink transport blocks is set according to 
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the transmission interval period and the transmission interval duration indicated by the 

transmission interval parameters, or the transport blocks sent to itself are identified from the 

downlink transport block according to the transmission interval period and the transmission 

interval duration. 

2. The transport blocks on the PDCCH are scheduled by the base station according to 

the transmission interval parameters in responding to the number of the transport blocks 

being greater than a number threshold. 

In a possible implementation, after the transmission interval parameters are configured, 

the base station will schedule the transport blocks based on the transmission interval 

parameters only when the number of currently scheduled transport blocks is greater than the 

number threshold, and in the process of sending the downlink transport block, the 

transmission interval is set according to the transmission interval period and the transmission 

interval duration specified by the transmission interval parameters. In the process of sending 

the downlink transport blocks, the transmission interval is set according to the transmission 

interval period and the transmission interval duration specified by the transmission interval 

parameters. Otherwise, the base station will not set a transmission interval among the 

transport blocks. 

In an illustrative example, if the number of the currently scheduled transport blocks is 

greater than 3, that is, when three different transport blocks need to be scheduled, the base 

station will schedule the transport blocks based on the transmission interval parameters. 

Correspondingly, in a possible implementation, after receiving the transport block 

scheduling of the base station, when the terminal detects that the number of the scheduled 

transport blocks is greater than the number threshold, the transmission interval among the 

uplink transport blocks is determined according to the transmission interval period and the 

transmission interval duration indicated by the transmission interval parameters, or the 

transport blocks sent to itself are identified from the downlink transport blocks according to 

the transmission interval period and the transmission interval duration. 

Optionally, the number threshold is a fixed value or is dynamically configured to the 

terminal through high-level signaling. 

3. The transport blocks on the PDCCH are scheduled according to the transmission 

interval parameters in responding to the number of the transport blocks being greater than a 
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number threshold. 

In a possible implementation, after the transmission interval parameters are configured, 

only when the number of repeated transmissions of the currently configured transport blocks 

is greater than the number threshold, the transport blocks are scheduled based on the 

transmission interval parameters. In the process of sending the downlink transport blocks, 

the transmission interval is set according to the transmission interval period and the 

transmission interval duration specified by the transmission interval parameters. In the 

process of sending the downlink transport blocks, the transmission interval is set according 

to the transmission interval period and the transmission interval duration specified according 

to the transmission interval parameters. Otherwise, the base station will not set a transmission 

interval among the transport blocks. 

In an illustrative example, if the number of repeated transmissions of the currently 

configured transport blocks is greater than 50, that is, when each transport block needs to be 

repeatedly transmitted for 50 times, the base station will schedule the transport block based 

on the transmission interval parameters. 

Correspondingly, in a possible implementation, after the terminal receives the transport 

block scheduling of the base station, when it is detected that the number of repeated 

transmissions of the currently configured transport blocks is greater than the number 

threshold, the transmission interval is set between the uplink transport blocks according to 

the transmission interval period and the transmission interval duration indicated by the 

transmission interval parameters, or the transport blocks sent to itself are identified from the 

downlink transport blocks according to the transmission interval period and the transmission 

interval duration. 

Optionally, the number threshold is a fixed value or is dynamically configured to the 

terminal through high-layer signaling. 

4. The transport blocks on the PDCCH are scheduled according to the transmission 

interval parameters in responding to a total transmission duration being greater than a 

duration threshold, the total transmission duration is determined according to the number of 

the transport blocks and the number of times of repeated transmissions of the transport blocks. 

In a possible implementation, the base station determines the total transmission time 

duration of the transport blocks according to the number of currently scheduled transport 
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blocks and the number of repeated transmissions of each transport block. If the total 

transmission duration is greater than the duration threshold, in order to reduce the impact on 

the scheduling of other terminals, the base station schedules the transport blocks based on 

the transmission interval parameters (the transmission interval among the transport blocks is 

set). If the total transmission duration is less than the duration threshold, the base station 

schedules the transport blocks based on the original scheduling logic (without setting the 

transmission interval). 

In an illustrative example, the base station calculates that the total transmission time is 

200 ms according to the 4 transport blocks currently scheduled and the number of repeated 

transmissions of each transport block is 50 times. Since the total transmission duration is 

greater than the duration threshold 150 ms, the base station schedules the transport blocks 

according to the transmission interval parameters. 

Correspondingly, in a possible implementation, after the terminal receives the transport 

blocks scheduled by the base station, when it detects that the total transmission duration is 

greater than the duration threshold, the transmission interval among the uplink transmission 

blocks is determined according to the transmission interval period and the transmission 

interval duration indicated by the transmission interval parameters, or the transport blocks 

sent to itself are identified from the downlink transport blocks according to the transmission 

interval period and the transmission interval duration. 

Optionally, the duration threshold is a fixed value or is dynamically configured to the 

terminal through high-layer signaling. 

5. The base station sends the downlink control information (DCI) to the terminal 

through the PDCCH, the DCI includes parameter usage information configured to indicate 

whether the transmission interval is preset in a current scheduling. 

In the above method, whether the terminal uses the configured transmission interval 

parameters is determined by the terminal itself. In another possible implementation, the base 

station may add parameter usage information to the issued DCI through explicit indication, 

so as to indicate whether the terminal uses the configured transmission interval parameters 

through the parameter usage information. 

Optionally, 1bit parameter usage information is set in the DCI. When the parameter 

usage information is 1, it indicates that the transmission interval is set in the current 
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scheduling. When the parameter usage information is 0, it indicates that the transmission 

interval is not set in the current scheduling. 

Correspondingly, after receiving the DCI sent by the base station, the terminal reads the 

parameter usage information in the DCI, and when the parameter usage information indicates 

to set the transmission interval, the transmission interval is set among the transport blocks 

according to the scheduled transport blocks and transmission interval parameters. 

It should be noted that the above various embodiments can also be freely divided and/or 

combined into new embodiments by those skilled in the art, which is not limited. 

The following are device embodiments of the embodiments of the disclosure. For details 

that are not described in detail in the device embodiments, reference may be made to the 

above one-to-one corresponding method embodiments. 

FIG. 8 is a block diagram of an apparatus for scheduling transport blocks according to 

an exemplary embodiment of the disclosure. The device can be implemented as all or part of 

the base station (or an access network device) through software, hardware or a combination 

of both the hardware and the software. The apparatus includes: a determining module 810 

and a scheduling module 820.  

The determining module 810 is configured to determine transmission interval 

parameters, in which the transmission interval parameters are used to determine a mode of 

setting a transmission interval among transport blocks. 

The scheduling module 820 is configured to schedule the transport blocks on a physical 

downlink control channel (PDCCH) according to the transmission interval parameters, the 

transport blocks scheduled on the PDCCH includes at least one of physical uplink shared 

channel (PUSCH) transport blocks and physical downlink shared channel (PDSCH) transport 

blocks. 

In a possible implementation, the determining module 810 is configured to determine 

the transmission interval parameters when a preset condition is met. The preset condition 

includes at least one of: adopting multi-transport-block scheduling, in which the multi-

transport-block scheduling refers to scheduling at least two different transport blocks on the 

PDCCH; a maximum number of times of repeated transmissions configured for a channel 

being greater than a threshold of times of repeated transmissions; adopting a continuous 

transmission mode, after a transport block is repeatedly transmitted for n times, a next 
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transport block is repeatedly transmitted, and n represents a total number of times of repeated 

transmissions of the transport blocks; and adopting the continuous transmission mode, and 

the maximum number of times of repeated transmissions configured for the channel being 

greater than a threshold of times of repeated transmissions. 

In a possible implementation, the transmission interval parameters include a 

transmission interval period and a transmission interval duration. The transmission interval 

period and the transmission interval duration are both configurable values; or, the 

transmission interval period is a configurable value, and the transmission interval duration 

is a fixed value; or, the transmission interval period is a fixed value, and the transmission 

interval duration is a configurable value. 

In a possible implementation, the transmission interval period is a configurable value, 

the determining module 810 is configured to: in responding to adopting the continuous 

transmission mode, determine the transmission interval period according to a number of 

times of repeated transmissions of the transport blocks; or, in responding to adopting an 

alternate transmission mode, determine the transmission interval period by an alternate 

transport unit, the alternate transport unit being a smallest transport unit comprising different 

transport blocks; or, determine the transmission interval period according to the number of 

scheduled transport blocks; or, determine the transmission interval period by an absolute 

time unit, the absolute time unit including at least one of a subframe and a time slot. 

In a possible implementation, the transmission interval duration is a configurable value, 

the determining module 810 is configured to: determine the transmission interval duration 

according to the number of times of repeated transmissions of the transport blocks; or, 

determine the transmission interval duration according to the number of scheduled transport 

blocks; or, determine the transmission interval duration by an absolute time unit, the absolute 

time unit including at least one of a subframe and a time slot. 

Optionally, the apparatus further includes: a configuring module, configured to 

configure the transmission interval parameters for a terminal adopting a high-level signaling, 

in which the high-level signaling includes at least one of a radio resource control (RRC) 

signaling and a media access control element (MAC CE) signaling. 

In a possible implementation, the scheduling module is configured to: in responding to 

adopting multi-transport-block scheduling, schedule the transport blocks on the PDCCH 
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according to the transmission interval parameters, in which the multi-transport-block 

scheduling refer to scheduling at least two transport blocks on the PDCCH; or, send downlink 

control information (DCI) to the terminal through the PDCCH, the DCI includes parameter 

usage information configured to indicate whether the transmission interval is preset in a 

current scheduling; or, schedule the transport blocks on the PDCCH according to the 

transmission interval parameters in responding to the number of the transport blocks being 

greater than a number threshold; or, schedule the transport blocks on the PDCCH according 

to the transmission interval parameters in responding to the number of repeated transmissions 

of the transport blocks being greater than the threshold; or, schedule the transport blocks on 

the PDCCH according to the transmission interval parameters in responding to a total 

transmission duration being greater than a duration threshold, in which the total transmission 

duration is determined according to the number of the transport blocks and the number of 

times of repeated transmissions of the transport blocks. 

It should be noted that the modules related to signaling and data transmission in the 

above devices can be implemented as hardware devices such as radio frequency antennas, 

and the modules related to signaling and data processing can be implemented as hardware 

devices such as central processing units or baseband processors. 

FIG. 9 is a block diagram of an apparatus for scheduling the transport modules 

according to another exemplary embodiment of the disclosure. The apparatus can be 

implemented as all or a part of the terminal through software, hardware or a combination of 

both software and hardware. The apparatus includes: a first receiving module 910 and a 

setting module 920. 

The first receiving module 910 is configured to receive transport blocks scheduled by 

the base station on a physical downlink control channel (PDCCH). 

The setting module 920 is configured to set a transmission interval among the transport 

blocks according to the scheduled transport blocks and the transmission interval parameters, 

in which the transmission interval parameters are configured to determine a setting mode of 

the transmission interval among the transport blocks, the transport blocks include at least 

one of physical uplink shared channel (PUSCH) transport blocks and physical downlink 

shared channel (PDSCH) transport blocks. 

In a possible implementation, the transmission interval parameters include a 
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transmission interval period and a transmission interval duration. 

The transmission interval period and the transmission interval duration are both 

configurable values; or, the transmission interval period is a configurable value, and the 

transmission interval duration is a fixed value; or, the transmission interval period is a fixed 

value, and the transmission interval duration is a configurable value. 

In a possible implementation, the transmission interval period is a configurable value. 

In responding to adopting the continuous transmission mode, the transmission interval period 

is determined according to a number of times of repeated transmissions of the transport 

blocks, after a current transport block is repeatedly transmitted for n times in the continuous 

transmission mode, and a next transport block is repeatedly transmitted, and n represents a 

total number of times of repeated transmissions of the transport blocks; or, in responding to 

adopting an alternate transmission mode, the transmission interval period is determined by 

an alternate transport unit, wherein the alternate transport unit is a smallest transport unit 

comprising different transport blocks; or, the transmission interval period is determined 

according to the number of scheduled transport blocks; or, the transmission interval period 

is determined by an absolute time unit, wherein the absolute time unit includes at least one 

of a subframe and a time slot. 

In a possible implementation, the transmission interval duration is a configurable value. 

The transmission interval duration is determined according to the number of times of 

repeated transmissions of the transport blocks; or, the transmission interval duration is 

determined according to the number of scheduled transport blocks; or, the transmission 

interval duration is determined by an absolute time unit, wherein the absolute time unit 

includes at least one of a subframe and a time slot. 

In a possible implementation, the apparatus further includes: a second receiving module, 

configured to receive the transmission interval parameters configured by adopting a high-

level signaling by a base station, the high-level signaling includes at least one of a radio 

resource control (RRC) signaling and a media access control element (MAC CE) signaling. 

In a possible implementation, the first receiving module 910 is configured to: receive 

downlink control information (DCI) sent by the base station through the PDCCH, the DCI 

includes parameter usage information configured to indicate whether the transmission 

interval is preset in a current scheduling. 
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The setting module 920 is configured to: in responding to the parameter usage 

information indicating to configure the transmission interval, set the transmission interval 

among the transport blocks according to the scheduled transport blocks and the transmission 

interval parameters. 

In a possible implementation, the setting module 920 is configured to: in responding to 

adopting multi-transport-block scheduling, set the transmission interval among the transport 

blocks according to the scheduled transport blocks and the transmission interval parameters, 

the multi-transport-block scheduling refers to scheduling at least two transport blocks on the 

PDCCH; or, in responding to the number of times of repeated transmissions of the transport 

blocks being greater than a threshold of times of repeated transmissions, set the transmission 

interval among the transport blocks according to the scheduled transport blocks and the 

transmission interval parameters; or, in responding to the number of the transport blocks 

being greater than a number threshold, set the transmission interval among the transport 

blocks according to the scheduled transport blocks and the transmission interval parameters; 

or, in responding to a total transmission duration being greater than a duration threshold, set 

the transmission interval among the transport blocks according to the scheduled transport 

blocks and the transmission interval parameters, the total transmission duration is determined 

according to the number of the transport blocks and the number of times of repeated 

transmissions of the transport blocks. 

It should be noted that the modules related to signaling and data transmission in the 

above devices can be implemented as hardware devices such as radio frequency antennas, 

and the modules related to signaling and data processing can be implemented as hardware 

devices such as central processing units or baseband processors. 

FIG. 10 is a schematic diagram of a terminal according to an exemplary embodiment of 

the disclosure. The terminal includes: a processor 1001, a receiver 1002, a transmitter 1003, 

a memory 1004, and a bus 1005. 

The processor 1001 includes one or more processing cores, and the processor 1001 

executes various functional applications and information processing by running software 

programs and modules. 

The receiver 1002 and the transmitter 1003 may be implemented as one communication 

component, which may be a piece of a communication chip. 
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The memory 1004 is connected to the processor 1001 through a bus 1005. 

The memory 1004 may be used to store at least one instruction, and the processor 1001 

is configured to execute the at least one instruction to implement each step in the above 

method embodiments. 

The memory 1004 may be implemented using any type of volatile or non-volatile 

memory devices, or a combination thereof, such as a static random access memory (SRAM), 

an electrically erasable programmable read-only memory (EEPROM), an erasable 

programmable read-only memory (EPROM), a programmable read-only memory (PROM), a 

read-only memory (ROM), a magnetic memory, a flash memory, a magnetic or optical disk. 

In an exemplary embodiment, a computer-readable storage medium is also provided. 

The computer-readable storage medium stores at least one instruction, at least one segment 

of program, code set, or instruction set, and the at least one instruction, or the at least at least 

one segment of program, code set or instruction set is loaded and executed by the processor 

to implement the method for scheduling transport blocks with the terminal as the execution 

subject in the above method embodiments. 

FIG. 11 is a schematic diagram of an access network device (a base station) according 

to an exemplary embodiment. 

The access network device 1100 may include: a processor 1101, a receiver 1102, a 

transmitter 1103, and a memory 1104. The receiver 1102, the transmitter 1103, and the 

memory 1104 are respectively connected to the processor 1101 through a bus. 

The processor 1101 includes one or more processing cores. The processor 1101 runs 

software programs and modules to execute the method executed by the access network device 

in the method for scheduling transport blocks according to the embodiments of the disclosure. 

The memory 1104 is configured to store software programs and modules. In detail, the 

memory 1104 may store an operating system 11041 and an application program module 

11042 required by at least one function. The receiver 1102 is configured to receive 

communication data sent by other devices, and the transmitter 1103 is configured to send the 

communication data to other devices. 

In an exemplary embodiment, a computer-readable storage medium is provided. The 

computer-readable storage medium stores at least one instruction, at least one segment of 

program, code set or instruction set, and the at least one instruction, or the at least one 
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segment of program, the code set or the instruction set is loaded and executed by the 

processor to implement the method for scheduling the transport blocks with the base station 

as the execution subject in the above method embodiments. 

It would be understood by those skilled in the art that all or a part of the steps carried 

by the method in the above-described embodiments may be completed by relevant hardware 

instructed by a program. The program may be stored in a computer readable storage medium. 

The storage medium may be a magnetic disk, an optical disk or a read-only memory (ROM). 
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WHAT IS CLAIMED IS: 

1. A method for scheduling transport blocks, comprising: 

determining (501) transmission interval parameters, wherein the transmission interval 

parameters are used to determine a mode of setting a transmission interval among transport 

blocks; 

scheduling (502) the transport blocks on a physical downlink control channel (PDCCH) 

according to the transmission interval parameters, the transport blocks scheduled on the 

PDCCH comprising at least one of physical uplink shared channel (PUSCH) transport blocks 

and physical downlink shared channel (PDSCH) transport blocks. 

2. The method according to claim 1, wherein determining (501) the transmission 

interval parameters comprises: 

determining the transmission interval parameters when a preset condition is met; 

wherein, 

the preset condition comprises at least one of: 

adopting multi-transport-block scheduling, wherein the multi-transport-block 

scheduling refers to scheduling at least two different transport blocks on the PDCCH; 

a maximum number of times of repeated transmissions configured for a channel being 

greater than a threshold of times of repeated transmissions; 

adopting a continuous transmission mode, wherein after a transport block is repeatedly 

transmitted for n times, a next transport block is repeatedly transmitted, and n represents a 

total number of times of repeated transmissions of the transport blocks; and 

adopting the continuous transmission mode, and the maximum number of times of 

repeated transmissions configured for the channel being greater than a threshold of times of 

repeated transmissions. 

3. The method according to claim 1 or 2, wherein the transmission interval parameters 

comprise a transmission interval period and a transmission interval duration; 

the transmission interval period and the transmission interval duration are both 

configurable values; or, 

the transmission interval period is a configurable value, and the transmission interval 

duration is a fixed value; or, 

the transmission interval period is a fixed value, and the transmission interval duration 
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is a configurable value. 

4. The method according to claim 3, wherein the transmission interval period is a 

configurable value, and determining the transmission interval parameters comprises: 

in responding to adopting the continuous transmission mode, determining the 

transmission interval period according to a number of times of repeated transmissions of the 

transport blocks; or, 

in responding to adopting an alternate transmission mode, determining the transmission 

interval period by an alternate transport unit, the alternate transport unit being a smallest 

transport unit comprising different transport blocks; or, 

determining the transmission interval period according to the number of scheduled 

transport blocks; or, 

determining the transmission interval period by an absolute time unit, the absolute time 

unit comprising at least one of a subframe and a time slot. 

5. The method according to claim 3, wherein the transmission interval duration is a 

configurable value, and determining the transmission interval parameter comprises: 

determining the transmission interval duration according to the number of times of 

repeated transmissions of the transport blocks; or, 

determining the transmission interval duration according to the number of scheduled 

transport blocks; or, 

determining the transmission interval duration by an absolute time unit, the absolute 

time unit comprising at least one of a subframe and a time slot. 

6. The method according to any one of claims 1 to 5, further comprising: 

configuring the transmission interval parameters for a terminal adopting a high-level 

signaling, wherein the high-level signaling comprises at least one of a radio resource control 

(RRC) signaling and a media access control element (MAC CE) signaling. 

7. The method according to any one of claims 1 to 6, wherein scheduling (502) the 

transport blocks on the PDCCH according to the transmission interval parameters comprises: 

in responding to adopting multi-transport-block scheduling, scheduling the transport 

blocks on the PDCCH according to the transmission interval parameters, wherein the multi-

transport-block scheduling refer to scheduling at least two transport blocks on the PDCCH; 

or, 
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sending downlink control information (DCI) to the terminal through the PDCCH, the 

DCI comprising parameter usage information configured to indicate whether the 

transmission interval is preset in a current scheduling; or, 

scheduling the transport blocks on the PDCCH according to the transmission interval 

parameters in responding to the number of the transport blocks being greater than a number 

threshold; or, 

scheduling the transport blocks on the PDCCH according to the transmission interval 

parameters in responding to the number of repeated transmissions of the transport blocks 

being greater than the threshold; or, 

scheduling the transport blocks on the PDCCH according to the transmission interval 

parameters in responding to a total transmission duration being greater than a duration 

threshold, wherein the total transmission duration is determined according to the number of 

the transport blocks and the number of times of repeated transmissions of the transport blocks. 

8. A method for scheduling transport blocks, further comprising: 

receiving (503) transport blocks scheduled by the base station on a physical downlink 

control channel (PDCCH); 

setting (504) a transmission interval among the transport blocks according to the 

scheduled transport blocks and the transmission interval parameters, wherein the 

transmission interval parameters are configured to determine a setting mode of the 

transmission interval among the transport blocks, the transport blocks comprise at least one 

of physical uplink shared channel (PUSCH) transport blocks and physical downlink shared 

channel (PDSCH) transport blocks. 

9. The method according to claim 8, wherein the transmission interval parameters 

comprise a transmission interval period and a transmission interval duration; 

the transmission interval period and the transmission interval duration are both 

configurable values; or, 

the transmission interval period is a configurable value, and the transmission interval 

duration is a fixed value; or, 

the transmission interval period is a fixed value, and the transmission interval duration 

is a configurable value. 

10. The method according to claim 9, wherein the transmission interval period is a 
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configurable value; 

in responding to adopting the continuous transmission mode, the transmission interval 

period is determined according to a number of times of repeated transmissions of the 

transport blocks, after a current transport block is repeatedly transmitted for n times in the 

continuous transmission mode, and a next transport block is repeatedly transmitted, and n 

represents a total number of times of repeated transmissions of the transport blocks; or, 

in responding to adopting an alternate transmission mode, the transmission interval 

period is determined by an alternate transport unit, wherein the alternate transport unit is a 

smallest transport unit comprising different transport blocks; or, 

the transmission interval period is determined according to the number of scheduled 

transport blocks; or, 

the transmission interval period is determined by an absolute time unit, wherein the 

absolute time unit comprises at least one of a subframe and a time slot. 

11. The method according to claim 9, wherein the transmission interval duration is a 

configurable value; 

the transmission interval duration is determined according to the number of times of 

repeated transmissions of the transport blocks; or, 

the transmission interval duration is determined according to the number of scheduled 

transport blocks; or, 

the transmission interval duration is determined by an absolute time unit, wherein the 

absolute time unit comprises at least one of a subframe and a time slot. 

12. The method according to any one of claims 8 to 11, further comprising: 

receiving the transmission interval parameters configured by adopting a high-level 

signaling by a base station, wherein the high-level signaling comprises at least one of a radio 

resource control (RRC) signaling and a media access control element (MAC CE) signaling. 

13. The method according to any one of claims 8 to 12, wherein receiving (503) the 

transport blocks scheduled on the PDCCH by the base station comprises: 

receiving downlink control information (DCI) sent by the base station through the 

PDCCH, wherein the DCI comprises parameter usage information configured to indicate 

whether the transmission interval is preset in a current scheduling; and 

setting the transmission interval among the transport blocks according to the scheduled 
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transport blocks and the transmission interval parameters comprises: 

in responding to the parameter usage information indicating to configure the 

transmission interval, setting the transmission interval among the transport blocks according 

to the scheduled transport blocks and the transmission interval parameters. 

14. The method according to any one of claims 8 to 13, wherein setting (504) the 

transmission interval among the transport blocks according to the scheduled transport blocks 

and the transmission interval parameters comprises: 

in responding to adopting multi-transport-block scheduling, setting the transmission 

interval among the transport blocks according to the scheduled transport blocks and the 

transmission interval parameters, wherein the multi-transport-block scheduling refers to 

scheduling at least two transport blocks on the PDCCH; or, 

in responding to the number of times of repeated transmissions of the transport blocks 

being greater than a threshold of times of repeated transmissions, setting the transmission 

interval among the transport blocks according to the scheduled transport blocks and the 

transmission interval parameters; or, 

in responding to the number of the transport blocks being greater than a number 

threshold, setting the transmission interval among the transport blocks according to the 

scheduled transport blocks and the transmission interval parameters; or, 

in responding to a total transmission duration being greater than a duration threshold, 

setting the transmission interval among the transport blocks according to the scheduled 

transport blocks and the transmission interval parameters, wherein the total transmission 

duration is determined according to the number of the transport blocks and the number of 

times of repeated transmissions of the transport blocks. 

15. An apparatus for scheduling transport blocks, comprising: 

a determining module (801), configured to determine transmission interval parameters, 

wherein the transmission interval parameters are used to determine a mode of setting a 

transmission interval among transport blocks; 

a scheduling module (802), configured to schedule the transport blocks on a physical 

downlink control channel (PDCCH) according to the transmission interval parameters, the 

transport blocks scheduled on the PDCCH comprising at least one of physical uplink shared 

channel (PUSCH) transport blocks and physical downlink shared channel (PDSCH) transport 
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blocks. 

16. An apparatus for scheduling transport blocks, further comprising: 

a first receiving module, configured to receive transport blocks scheduled by the base 

station on a physical downlink control channel (PDCCH); 

a setting module, configured to set a transmission interval among the transport blocks 

according to the scheduled transport blocks and the transmission interval parameters, 

wherein the transmission interval parameters are configured to determine a setting mode of 

the transmission interval among the transport blocks, the transport blocks comprise at least 

one of physical uplink shared channel (PUSCH) transport blocks and physical downlink 

shared channel (PDSCH) transport blocks. 

17. A base station, comprising: 

a processor; 

a transceiver connected to the processor; and 

a memory for storing processor executable instructions; wherein,  

the processor is configured to load and execute the executable instructions to implement 

the method for scheduling transport blocks according to any one of claims 1 to 7. 

18. A terminal, comprising: 

a processor; 

a transceiver connected to the processor; and 

a memory for storing processor executable instructions; wherein, 

the processor is configured to load and execute the executable instructions to implement 

the method for scheduling transport blocks according to any one of claims 8 to 14. 

19. A computer-readable storage medium, wherein the storage medium stores at least 

one instruction, at least one program, code set or instruction set, the at least one instruction, 

the at least one program, and code set or instruction set is loaded and executed by the 

processor to implement the method for scheduling transport blocks according to any one of 

claims 1 to 7, or the method for scheduling transport blocks according to any one of claims 

8 to 14. 

 


