
ELECTRICAL CABLE RESTRAIN DEVICE USING A DOUBLE WEDGE CHUCK 

BACKGROUND OF THE INVENTION 

1; 

100011 	Electrical cable fittings may be used to connect a flexible cable to an enclosure 

and to provide strain relief. In some instances, the electrical fitting may include a chuck that 

is compressed against the cable to form a mechanical grip around the cable. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0002] 	Fig. 1 is an isometric view of a cable restrain device in an unassembled 

configuration according to an implementation described herein; 

[0003] 	Fig. 2 is a side view of the cable restrain device of Fig. 1 in an unassembled 

configuration; 

[0004] 	Fig. 3 is a cut-away perspective view of the cable restrain device of Fig. 1 in an 

assembled configuration; 

[0005] 	Fig. 4 is an exploded side cross-section view of the cable restrain device of Fig. 

and 

[0006] 	Figs. 5A and 5B are a front view and side perspective view, respectively, of the 

chuck of the cable restrain device of Fig. 1. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

[0007] 	The following detailed description refers to the accompanying drawings. The 

same reference numbers in different drawings may identify the same or similar elements. 

[0008] 	In systems and methods described herein, a cable fitting with a dual wedge can 

provide increased cable retention force and reduced fitting length over single wedge fittings. 
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Fig. 1 provides an isometric view of a cable restrain device 100 in an unassembled 

configuration according to an implementation described herein. 

[0009] 	As shown in Fig. 1, cable restrain device 100 may include a gland nut 110, a 

chuck 120, a bushing 130, and a body 140. In a use case, body 140 may be axially aligned 

over a cable 150 and joined together to secure cable 150 within cable restrain device 100. 

More particularly, threads 112 of gland nut 110 may engage threads 142 of body 140 to 

enclose chuck 120 and bushing 130. Tightening threads 112 and 142 cause gland nut 110 to 

overlap body 140. As gland nut 110 and body 140 move closer together along a central axis 

of cable restrain device 100, angled surfaces on the interior of gland nut 110 and body 140 

cause chuck 120 to collapse inwardly against cable 150 to retain cable 150. 

[0010] 	Gland nut 110 and body 140 may be formed from, for example, aluminum, steel, 

or non-metallic materials to provide a rigid structure for securing cable 150. Chuck 120 may 

include a softer material, such as nylon, that may allow chuck 120 to collapse inwardly and 

compress against cable 150. Bushing 130 may include a sealing material, such as a 

thermoplastic rubber, that may allow bushing 130 to be inwardly compressed and guided by 

chuck 120. 

[0011] 	Fig. 2 provides a side view of cable restrain device 100 in an unassembled 

configuration. Fig. 3 provides a cut-away perspective view of cable restrain device 100 in an 

assembled configuration. Fig. 4 provides an exploded side cross-section views of cable 

restrain device 100. Referring collectively to Figs. 2-4, gland nut 110 may include interior 

threads 112, a sloped contact surface 114, a hexagonal band 116, and a bore 118. 
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[0012] 	Interior threads 112 may be configured to engage corresponding external threads 

142 of body 140. Sloped contact surface 114 may extend annularly to form a portion of bore 

118 of gland nut 110. Sloped contact surface 114 may generally have an angle from a central 

axis that provides a gradually decreasing inside diameter of a portion of bore 118 in a 

direction extending axially from a proximal end to a distal end of cable restrain device 100. 

For example, as shown in Fig. 4, sloped contact surface 114 may have an angle of -45 

degrees that extends annularly about the central axis of cable restrain device 110. As 

described further herein, the angle of sloped contact surface 114 shown in Fig. 4 is 

illustrative, and other angles may be used (e.g., greater than or less than -45 degrees). The 

angle of sloped contact surface 114 may match a corresponding contact surface of chuck 120 

(e.g., distal end tapered surface 124, described below) and may guide chuck 120 inwardly 

(e.g., toward a central axis of cable restrain device 100) as gland nut 110 is advanced axially 

onto body 140. Hexagonal band 116 may be provided on an outer surface of gland nut 110 

to receive, for example, a wrench for tightening interior threads 112 of gland nut 110 onto 

threads 142 of body 140. Bore 118 may generally be configured to receive chuck 120 such 

that, when cable restrain device 100 is fully assembled, chuck 120 and bushing 130 may be 

contained within bore 118 of gland nut 110. 

[0013] 	Additional views of chuck 120 are included in Figs. 5A and 5B. Particularly, Fig. 

5A provides a front view (e.g., looking onto the distal end) of chuck 120, and Fig. 5B 

provides a side perspective view of chuck 120. Referring collectively to Figs. 2-5B, chuck 

120 may include multiple segments 121 joined in a hinged fashion to form a ring with an 

inside diameter 122 sized to fit around cable 150 (not illustrated in Fig. 5A). Each segment 

3 



121 of chuck 120 may include interior teeth 123, a distal end tapered surface 124, a shoulder 

125, and a proximal end tapered surface 126. Segments 121 may be connected via joints 

127, such that chuck 120 may have a variable inside diameter 122. 

[0014] 	As shown in Fig. 3, chuck 120 may be secured within gland nut 110 (e.g., within 

bore 118, Fig. 4). Distal end tapered surface 124 and proximal end tapered surface 126 of 

each segment 121 may be configured to interface with sloped contact surface 114 of gland 

110 and a sloped contact surface 144 (described further below) of body 140. 

[0015] 	Distal end tapered surface 124 and proximal end tapered surface 126 may 

generally have opposing angles that force segments 121 inwardly (e.g., toward a central axis 

of cable restrain device 100) as compressive axial pressure is applied to chuck 120. The 

angle of distal end tapered surface 124 may generally match an angle of corresponding 

sloped contact surface 114 of gland nut 110. 	The angle of proximal end tapered surface 126 

may generally match an angle of corresponding sloped contact surface of body 140 described 

below. 

[0016] 	Shoulder 125 of each segment 121 may form a seat for bushing 130. As 

described further below, bushing 130 may rest within a portion of chuck 120 in a 

circumference defined by shoulders 125. Shoulders 125 may position a central bore of 

bushing 130 in the axial pathway for cable 150. 

[0017] 	Each distal end tapered surface 124 and each proximal end tapered surface 126 

may slide each segment 121 toward a central axis of cable restrain device 100 as gland nut 

110 is advanced on body 140. 	In one implementation, joints 127 may collapse inwardly 

(e.g., toward a central axis of cable restrain device 100) to permit inward movement of 
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segments 121. In one implementation, joints 127 may include relatively thinner sections 

(e.g., compared to segments 121) with angled strips molded to fold inwardly. In another 

implementation, joints 127 may include scores lines or indentations essentially parallel to the 

axis of cable restrain device 100. Joints 127 may bend along the scored lines to allow 

segments 121 to collapse inwardly toward a central axis. Interior teeth 123 of each segment 

121 may engage cable 150 to secure cable 150 within cable restrain device 100. Also, as 

joints 127 collapse inwardly, shoulder 125 of each segment 121 may force bushing 130 

inward to seal around cable 150. 

[0018] 	Referring to Figs. 2-4, bushing 130 may include a generally ring-shaped object 

including a seating area 132 to engage chuck 120, a tapered surface 134 to engage body 140, 

and a central bore 136. The uncompressed diameter of bushing 130 at seating area 132 may 

generally be slightly smaller than an inside diameter of chuck 120 at shoulders 125 (e.g., 

before compression occurs). Tapered surface 134 may generally be configured to match the 

angle of proximal end tapered surface 126 and a sloped contact surface 144 of body 140 

(described below). Tapered surface 134 may contact body 140 along sloped contact surface 

144 when threads 112 of gland nut 110 are advanced onto threads 142 of body 140. Central 

bore 136 may generally be sized to accommodate cable 150 (or a particular range of sizes for 

cable 150). When inserted within chuck 120, central bore 136 may be axially aligned with a 

central axis of cable restrain device 100. Bushing 130 may be compressed (e.g., by shoulders 

125 and sloped contact surface 144) to seal around cable 150 and sloped contact surface 144. 

[0019] 	Body 140 may include external threads 142, sloped contact surface 144, a 

hexagonal band 146, installation threads 147, and a bore 148. External threads 142 may be 
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configured to engage corresponding interior threads 112 of gland nut 110. Sloped contact 

surface 144 may extend annularly within body 140. Sloped contact surface 144 may 

generally have an angle from a central axis that provides a gradually increasing inside 

diameter of a portion of bore 148 in a direction extending axially from a proximal end to a 

distal end of cable restrain device 100. For example, as shown in Fig. 4, sloped contact 

surface 144 may have an angle of 45 degrees that extends annularly about the central axis of 

cable restrain device 110. As described further herein, the angle of sloped contact surface 

144 shown in Fig. 4 is illustrative, and other angles may be used (e.g., greater than or less 

than 45 degrees). Sloped contact surface 144 may be wide enough to simultaneously contact 

surfaces on both chuck 120 and bushing 130 as chuck 120 and bushing 130 are compressed 

against body 140 by the threaded engagement of gland nut 110 with body 140. 

[0020] 	The angle of sloped contact surface 144 may essentially match the angle of 

corresponding proximal end tapered surface 126 (of chuck 120) and tapered surface 134 (of 

bushing 130). Similar to sloped contact surface 114 of gland nut 110, sloped contact surface 

144 of body 140 may guide chuck 120 inwardly as gland nut 110 is advanced axially onto 

body 140. Thus, chuck 120 may receive inwardly compressive forces on opposite ends from 

body 140 and gland nut 110, respectively. 

[0021] 	Hexagonal band 146 may be provided on an outer surface of body 140 and may 

be configured to receive, for example, a wrench. Installation threads 147 of body 140 may 

be inserted through, for example, a wall of an enclosure or another support structure to which 

body 140 may be secured. In one implementation, a nut (not shown) may be applied over 
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installation threads 147 with the wall in between to secure body 140 to the support structure. 

Bore 148 may generally be of a fixed diameter configured to receive cable 150 therethrough. 

[0022] 	The taper angles of particular contact surfaces in cable restrain device 100 (e.g., 

sloped contact surface 114, distal end tapered surface 124, proximal end tapered surface 126, 

tapered surface 134, and sloped contact surface 144) may generally be shallower than 

conventional fittings that use a chuck and bushing compression system. The shallower taper 

angles may contribute to a reduction in the overall axial length of the cable restrain device 

100. For example, as shown in Fig. 4, sloped contact surface 114 and distal end tapered 

surface 124 may have a one-to-one ratio of axial length to radial thickness (e.g., shown in 

Fig. 4 as an angle of -45 degrees). Similarly, proximal end tapered surface 126, tapered 

surface 134, and sloped contact surface 144 may have a one-to-one ratio of axial length to 

radial thickness (e.g., shown in Fig. 4 as an angle of 45 degrees). 

[0023] 	In other implementations, different angles/ratios than those shown in Fig. 4 may 

be used. For example, any slope angles greater than ±25 degrees up to ±45 degrees or more 

may generally provide for a reduction in overall length, with predictable alignment, of cable 

restrain device 100 over conventional fittings. In another example, the proximal side angles 

(e.g., for proximal end tapered surface 126, tapered surface 134, and sloped contact surface 

144) may be steeper or shallower than the distal side angles (e.g., for sloped contact surface 

114, distal end tapered surface 124). Thus, in contrast with the illustration of Fig. 4, the 

angles of all sloped surfaces on the proximal side may not have the same absolute degree 

(e.g. ± value) as sloped surfaces on the distal side. 
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[0024] 	In contrast with the implementations described herein, conventional fittings that 

use a single wedge chuck may have relatively long gland nuts at the distal end that are 

expensive to manufacture and require a larger amount of metal to form. Also, the length of 

these conventional fittings can make them difficult to mount in tight spaces. However, 

simply decreasing the length of the fitting would result in a larger taper angle on its internal 

parts which can compromise the self-guiding property of the bushing-chuck stack. For 

example, if the taper angle exceeds 25 degrees and a length/thickness ratio is less than 1, the 

alignment behavior of the bushing-chuck stack is generally unpredictable. 

[0025] 	Thus, according to an implementation described herein, a cable fitting may 

include a gland nut, a body, and a chuck. The gland nut may include first threads, an axial 

gland bore, and a first sloped surface along a portion of the axial gland bore. The body may 

include second threads configured to receive the first threads, an axial body bore, and a 

second sloped surface along a portion of the axial body bore. The chuck may include 

multiple segments joined in a hinged fashion to create a ring. Each of the multiple segments 

may include a distal end tapered surface and a proximal end tapered surface. The gland nut, 

the body, and the chuck may be configured to form an axial pathway for receiving a cable. 

When the first threads of the gland nut are advanced onto the second threads of the body, the 

first sloped surface is configured to apply a first compressive force to the distal end tapered 

surfaces, and the second sloped surface is configured to apply a second compressive force to 

the proximal end tapered surfaces. The compressive forces cause inward deformation of the 

chuck to secure the cable within the axial pathway. 
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[0026] 	In another implementation, the cable fitting may further include a bushing with a 

central bore. Each of the multiple segments of the chuck may include a seating area to 

support the bushing within a circumference of the chuck and a shoulder to position the 

central bore in the axial pathway. When the first threads of the gland nut are advanced onto 

the second threads of the body, the shoulders may compress the bushing to seal around the 

cable. 

[0027] 	The foregoing description of exemplary implementations provides illustration and 

description, but is not intended to be exhaustive or to limit the embodiments described herein 

to the precise form disclosed. Modifications and variations are possible in light of the above 

teachings or may be acquired from practice of the embodiments. 

[0028] 	Although the invention has been described in detail above, it is expressly 

understood that it will be apparent to persons skilled in the relevant art that the invention may 

be modified without departing from the spirit of the invention. Various changes of form, 

design, or arrangement may be made to the invention without departing from the spirit and 

scope of the invention. Therefore, the above-mentioned description is to be considered 

exemplary, rather than limiting, and the true scope of the invention is that defined in the 

following claims. 

[0029] 	No element, act, or instruction used in the description of the present application 

should be construed as critical or essential to the invention unless explicitly described as 

such. Also, as used herein, the article "a" is intended to include one or more items. Further, 

the phrase "based on" is intended to mean "based, at least in part, on" unless explicitly stated 

otherwise. 
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WHAT IS CLAIMED IS: 

1. A cable fitting, comprising: 

a gland nut including first threads, an axial gland bore, and a first sloped 

surface along a portion of the axial gland bore; 

a body including second threads configured to receive the first threads, an 

axial body bore, and a second sloped surface along a portion of the axial body bore; 

and 

a chuck including multiple segments and multiple joints interposed between 

the multiple segments, the multiple segments being positioned around a central axis 

and the multiple segments and multiple joints joined to create a ring, wherein each of 

the multiple segments includes a distal end tapered surface and a proximal end 

tapered surface, 

wherein each joint of the multiple joints includes a strip that folds inwardly 

along a line parallel to the central axis to reduce an inside diameter of the ring, 

wherein the gland nut, the body, and the chuck are configured to form an axial 

pathway for receiving a cable, 

wherein, when the first threads of the gland nut are advanced onto the second 

threads of the body, the first sloped surface is configured to apply a first compressive 

force to the distal end tapered surfaces, and the second sloped surface is configured to 

apply a second compressive force to the proximal end tapered surfaces, and 

wherein the compressive forces cause inward deformation of the chuck to 

secure the cable within the axial pathway. 

2. The cable fitting of claim 1, further comprising: 

a bushing with a central bore, 

wherein each of the multiple segments of the chuck include a seating area to 

support the bushing within a circumference of the chuck and a shoulder to position the 

central bore in the axial pathway, and 

wherein, when the first threads of the gland nut are advanced onto the second 

threads of the body, the shoulders compress the bushing around the cable. 
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3. The cable fitting of claim 2, wherein the gland nut and the bushing are 

configured to fit within the axial gland bore. 

4. The cable fitting of claim 2 or claim 3, wherein the bushing further comprises 

a tapered bushing surface and wherein the second sloped surface is configured to 

contact the tapered bushing surface. 

5. The cable fitting of any one of claims 2 to 4, wherein the bushing comprises a 

thermoplastic rubber material. 

6. The cable fitting of any one of claims 1 to 5, wherein a taper angle of one of 

the distal end tapered surfaces is larger than ±25 degrees from the central axis. 

7. The cable fitting of any one of claims 1 to 6, wherein a taper angle of one of 

the proximal end tapered surfaces is larger than ±25 degrees from the central axis. 

8. The cable fitting of any one of claims 1 to 7, wherein the taper angle of the 

proximal end tapered surfaces and the taper angle of the distal end tapered surfaces 

are of the same angular degree. 

9. The cable fitting of any one of claims 1 to 8, wherein each of the multiple 

segments comprises a nylon material with teeth along an inwardly-facing surface. 

10. The cable fitting of any one of claims 1 to 9, wherein the second threads are 

located at a distal end of the body and wherein the body is further configured with 

installation threads at a proximal end of the body to secure the body to a mounting 

structure. 

11. A chuck for a cable fitting, comprising: 

multiple segments positioned around a central axis, each segment including: 

a first tapered surface on a distal end, wherein the first tapered surface 

slopes outwardly from the distal end away from the central axis, 



a second tapered surface on a proximal end, wherein the second 

tapered surface slopes outwardly from the proximal end away from the central axis; 

and 

multiple joints interposed between the multiple segments, wherein the multiple 

segments and multiple joints form a ring configured to receive a cable, 

wherein each segment of the multiple segments is configured to receive 

compressive forces on the first tapered surface and the second tapered surface to force 

each segment of the multiple segments inwardly toward the central axis, and 

wherein each joint of the multiple joints includes a strip that folds inwardly 

along a line parallel to the central axis to reduce an inside diameter of the ring. 

12. The chuck of claim 11, wherein each segment of the multiple segments further 

includes teeth along an inwardly-facing surface to engage the cable. 

13. The chuck of claim 11 or claim 12, wherein the slope of the first tapered 

surface and the slope of the second tapered surface are each greater than ±25 degrees 

from the central axis. 

14. The chuck of claim 11 or claim 12, wherein the slope of the first tapered 

surface is 45 degrees from the central axis. 

15. The chuck of any one of claims 11 to 14, wherein the slope of the first tapered 

surface and the slope of the second tapered surface have different length-to-thickness 

ratios. 

16. The chuck of any one of claims 11 to 15, wherein each segment of the 

multiple segments further comprises: 

a seating area to support a bushing, and 

a shoulder to compress the bushing when the segment is forced inwardly 

toward the central axis. 

17. The chuck of any one of claims 11 to 16, wherein the chuck is configured to 

fit within an axial bore of a gland nut that includes a sloped internal surface that 
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matches the angle of the first tapered surface. 

18. A cable fitting, comprising: 

a gland nut including a first axial bore, wherein the gland nut includes internal 

threads along a portion of the first axial bore and a first sloped surface along another 

portion of the first axial bore; 

a body including external threads configured to receive the internal threads 

and a second axial bore at a distal end, wherein the body includes a second sloped 

surface along the second axial bore; 

a chuck, interposed between the gland nut and the body, wherein the chuck 

includes multiple segments and multiple joint sections interposed between each 

segment of the multiple segments, the multiple segments being positioned around a 

central axis, wherein each segment of the multiple segments includes: 

a distal end tapered surface that matches the first sloped surface, 

a proximal end tapered surface that matches the second sloped surface, 

a seating surface with a shoulder, and 

an inward-facing surface; 

wherein each of the joint sections includes a strip that folds inwardly along a 

line parallel to the central axis to reduce an inside diameter of the chuck; and 

a bushing, configured to seat on the seating surface, the bushing including a 

third axial bore and a bushing tapered surface that matches the second sloped surface; 

wherein the first axial bore, the second axial bore, the third axial bore, and the 

chuck are configured to form an axial pathway for a cable. 

19. The cable fitting of claim 18, wherein, when the internal threads are advanced 

onto the external threads, the first sloped surface is configured to apply a first force to 

the distal end tapered surfaces, and the second sloped surface is configured to apply a 

second force to both the proximal end tapered surfaces and the bushing tapered 

surface, 

wherein the first and second forces cause inward deformation of the chuck to 

force the inward-facing surfaces against the cable, and 

wherein, the shoulders force the third axial bore of the bushing against the 

cable. 
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