A-flexible strip test cable having an elongated flexible strip cable, a
series of strip traces disposed | engthwi se on the flexible strip cable and
*“having electrical strip contacts near one end of the flexible strip cable,
an extension cable integral with the flexible strip cable and having a

wi dth at one end greater than the width of the flexible strip cable, and a
series of test traces on the extensioriSable having el ectrical test
contacts near the end of the extension cable renote fromthe flexible strip
cable. Each of the test traces is electrically connected to one of the
strip traces, and the m ninum di stance between two test contacts is greater
t han t he NFREXIBLE I STRIR cCARBLEVEITH \EXERNSION FQRABSTING fl exible strip
test cable may have a tooling guide for aligning a cutting tool with the
end of the flexible strip cable which is connected to the extension cable.
Alternatively, the test contacts may be electrically accessible through one
surface of the extension cable in any pattern so that the m ninmum di stance
bet ween t&g %gﬂ ﬁontacts is greater than the 'm ni nrum di stance between two
strip con § (f still another enbodi ment, at | east one test contact is

el ectri cal | y Adladhle stripdestnablahaing as elongeteddiexitie stsiptashis; arseties|of stipd at
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surface anatr%%eeeﬁde rﬁrl\eoﬁ'exdﬂe s&'lp cable, an extension cable integral with the flexible strip
cable and having a width at one end greater than the width of the flexible strip cable,
and a series of test traces on the extension cable having electrical test contacts near the
end of the extension cable remote from the flexible strip cable. Each of the test traces
is electrically connected to one of the strip traces, and the minimum distance between
two test contacts is greater than the minimum distance between two strip contacts. The
flexible strip test cable may have a tooling guide for aligning a cutting tool with the end
of the flexible strip cable which is connected to the extension cable. Alternatively, the
test contacts may be electrically accessible through one surface of the extension cable
in any pattern so that the minimum distance between two test contacts is greater than
the minimum distance between two strip contacts. [n still another embodiment, at least
one tesf contact is electrically accessible through one surface of the extension cable and
at least one test contact is electrically accessible through the opposing surface of the
extension cable.

FIGURE 4



