| NK CARTRI DGE AND RECORDI NG APPARATUS ABSTRACT OF THE DI SCLOSURE The i nk
cartridge includes an ink supply port forned at a position, offset to one
side, of a wall configuring an ink container body; a positioning projecting
portion, formed on one wall out of two opposing walls adjacent the wall,
whose upper surface and side portion are regulated in position when the
cartridge has been nounted on a recording apparatus; a |lever, formed on the
other wall out of the two walls, maintaining a normal hinged-open state and
having a projection that is forcibly displaced outward when the cartridge
is mounted on the recoriNKREAPPRIRDGEANRREGEDRPINGIP AMATUSr e connected to
a nenory unit storing information on the ink in an ink container and forned

on the positioning projectingshanld-phe rHEBiECLosURE

The ink cartridge includes an ink supply port formed at a position, offset to
one side, of a wall configuring an ink container body; a positioning projecting portion,
fOI‘;'ﬂe.d on one wall out of two epposing walls adjacent the wall, whose upper surface and
side portion are regulated in position when the cartridge has been mounted on a recording
apparatus; a lever, formed on the other wall out of the two walls, maintaining a normal
hinged-open state and having a projection that is forcibly displaced outward when the
cartridge is mounted on the recording apparatus; and electrodes that. are connected to a

memaory unit storing information on the ink in an ink container and formed on the

positioning projecting portion.
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