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This invention relates to a shorts type disposable 

diaper for the use of infants, incontinent persons and 

adults, and more particularly to a shorts type disposable 

diaper which is capable of enhancing fitness and improving 

leak preventing efficiency 

[Description of the Prior Art] 

Conventional disposable diapers are mostly of the 

flat ty'pe, in which a flat diaper body is placed against 

the wearer and thereafter fastened by a tape fastener 

located at a side portion <side surface of the waist 

portion>. Recently, there has been devel~ped a so-called 

shorts type diaper ~n which side portions thereof ate 

preliminarily fixedly connected without using any tape 

fastener. Various kinds of ihorts type diapers of this 

type are proposed, including one in which gathers are 

provided at a waist portion and leg portions, for example. 

<Japanese Laid Open Patent Application Nos. Sha 58-115106, 

Sho 58-115107, Sho 62-231005, etc.> These shorts type 

diapers can all be wo~n by the wearer in a standing condi-

tion as in the case with the normal undergarments. They 

are intended to be used not only by infants as diapers, 
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but also by month-wise aged babies Cbabies of about eight 

to twelve months old> as a toilet training wear, or by 

incontinent persons and adults as a diaper. 

The shorts type ·disposable diaper has the feature, 

compared with the so-called flat type diaper, in the 

respect that the wearer can wear it by himself/herself or 

with the aid of a helper in such a manner as to pull it up 

and down just like when a normal undergarment is worn. 

However, there is a demand that su~h diaper has such 

functions as a favorable absorption with respect to a 

bodily liquid, fitness enough to prevent leakage of dis-

charged materials, compliance to various active movements, 

wearability, easy-to-wear and easy-to-remove characteris-

tic. 

In order to fulfill the above demand, Japanese Laid-

Open Patent Application No. Hei 2-4364 discloses a con-

struction in which a side panel Cside member> is disposed 

at each side portion for attaching a stomach side portion 

and a back side portion of a diaper body, and elastically 

expansible members are disposed respectively at end .por-

tions of the stomach side and back side of the diaper 

body. Japanese Laid-Open Patent Application No. Hei 3-

82467 disclosed a construction iri which the elastically 

expansible members around a pair of leg portions comprise 

first and second members, and central portions of ·the 
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first and second members are disposed generally at a 

central portion of an under-crotch portion of the diaper, 

thereby fitness is enhanced at the under-crotch portion to 

prevent leakage. 

However, these disposable diapers had the problems in 

that since the width of the absorber is ~omparatively 

small at the under-crotch t:>ortion and therefore, leakage 

often occurs at the area around each leg portion of the 

wearer. 

That is, in the shorts type disposable diaper dis­

closed in the Japanese Laid-Open Patent Application No. 

Hei 2-4364, since t·he side panel is a unitary member, the 

physical property of elastic expansion of each part is the 

same and therefore, in order to prevent slip-down and 

enhance fitness, it is necessary to increase the tighten-

ing force. However, this increase of tightening force 

gives the wearer an undue feel of compression and tends to 

jeopardize not only the easy-to-wear and easy-to-remove 

characteristic but also ·fitness. Moreover, sine~ the 

side panel is formed as a separate member from the diaper 

body, the number of component parts is increased, the 

manufacturing process becomes complicated, and the costs 

are increased. 

In the shorts type disposable diaper of the type as 

disclosed in the Japanese Laid-Open Patent Application No. 
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Hei 3-82467, the elastically expansible members used 

around the legs comprise first and second members and the 

central portions of the first and second members are 

intersected at generally central portion of the under-

crotch portion of the diaper. According to this Laid-

Open Application, the employment of such construction 

enables the elastically expansible members to hold the 

under-crotch section upwardly to intimately contact the 

under-crotch section to the wearer's body so that leakage 

from the under-crotch portion can be prevented. However, 

actually, this does not work well because the infant 

wearer's body contour is changed from time to time due to 

movement, with the result that the diaper slips down and 

urine leaks from a space formed between the diaper and the 

wearer's body. The relation between the width dimension 

of the absorber and the elastically expansible members is 

not yet improved to the full satisfaction. 

Also, since the ela·stically expansible members pro-

vided at the leg openings of the conventional shorts type 

disposable diaper are usually arranged in the area compar­

atively near the absorber, they are under the adverse 

effect of rigidity and bulkiness of the absorber. The 

result is that the elastically expansible members are not 

expanded and contracted sufficiently and thus unable to 

fit to.the area amount the leg portions of the wearer. 
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As a result, discharged materials leaked from the space 

between the wearer and the diaper, and the diaper slips 

down due to lack of compliance to the active movements of 

the wearer. 

Furthermore, in the shorts type disposable diaper, 

the under-crotch portion is formed narrow in order to 

enhance fitness. In this case, since an absorbing quan-

tity of bodily liquid is decreased, this decrease is 

supplemented by the anti-leakage function which is obtain-

able by increasing the elasticity of the elastically 

expansible members. However, the diaper having such 

anti-leakage function has the shortcomings .in that dis-

charged materials are strongly contacted with the wearer's 

skin because the diaper intimately contacts the wearer's 

skin at that area of the under-crotch portion where dis­

charged materials are discharged, thus resulting in soil 

and rash to the skin. 

SUMMARY OF THE INVENTION 

It is therefore an object ~f the present invention to 

provide a shorts type disposable diaper which is excellent 

in absorption of bodily liquid, fitness prohibiting leak-. 

age of discharged materials, compliance to active move-

ments, wearability, easy-to-wear/easy-to-remove character-

istic, and among all, excellent in anti-1,eakage. of dis­

charged materials, this being . the weakest point in the 
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conventional shorts type disposable diapers, a~ ~he time 

the diaper is worn by the wearer. 

After studying hard about the co~struction o= shorts 

type disposable diapers, the inventors of the present 

invention have found that the above object can be achieved 

by particularly specifying the thickness and wi~~~ of the 

absorber and also particularly specifying a ;.:::s"i tional 

relation between the absorber and the elastically expansi-

ble members located around the leg openings. 

The present invention has been accomplished based on 

the above-mentioned finding. According to t~e . pres.ent 

invention, there is ·provided a shorts type d!sposable 

diaper comprising an absorptive body including a liquid 

permeable topsheet, a liquid impermeable backsheet,· and an 

absorber interposed between the topsheet and the back­

sheet, the absorptive· body being divided into a stomach 

side portion, an und~r-crotch portion, and a back side 

portion, substantially continuous elastically expansible 

members being disposed over entire peripheral edge por-

tions of a waist opening and a pair of leg openings which 

are formed by fixedly connecting confronting opposite side 

portions between the stomach side portion and the back 

side portion, wherein the absorber being 8 mm or less . in 

thickness and 100 mm or more in width in the under-crotch 

portion, and a distance from a side edge of the under-
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crotch portion of the absorber to the elastically expansi­

ble members disposed in the leg opening being 15 mm or 

more. 

According to the shorts type disposable diaper of the 

present invention, at the under-crotch portion of the 

diaper, the absorber is wide or large in width a~d thin or 

small in thickness, and moreover, the elastically expansi-

ble members are at location where they are not adversely 

affected by rigidity of the absorber and act as gathers 

for the leg openings in an equally effective manner. 

Accordingly, the diaper of the present invention is capa-

ble of effectively preventing leakage of not only urine 

but also feces, and wearability and easy-to-wear/easy~to-

remove characteristic are further enhanced. Moreover, in 

the case where the side edge areas of the absorber is 

formed comparatively thin, fitness is even more enhanced 

and the diaper is hardly displaced even if the infant 

wearer •s body contour is changed due to its active move-

ments. 

The shorts type disposable diaper.of the present 

invention is excellent in absorption of bodily liquid, 

fitness prohibiting leakage of discharged materials, 

compliance to active movements, wearability, easy-to­

wear/easy-to-remove characteristic, and among all, ~xcel­

lent in anti-leakage of discharged materials, this being 
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the weakest point in the conventional shorts type disposa­

ble diapers, at the time the diaper is worn by the wearer. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. l is a perspective view showing a shorts type 

disposable diaper according to one embodiment of the 

present invention; 

Figs. 2A and 2B are an inner surface view when the 

disposable diaper of Fig. 1 is separated at the side waist 

portions, and a cross-sectional view of the crotch par-

tion, respectively; 

Figs. 3A and 3B are an inner surface view when a 

shorts type disposable diaper according to a second embod-

iment of the present invention is separated at the waist 

portion and a cross-sectional view of the crotch portion; 

Figs. 4A and 4B are an inner surface view when a 

shorts type disposable diaper according to a third embodi­

ment of the present invention is separated at the waist 

portion and a cross-sectional view of the crotch portion; 

Fig. SA and SB are an inner surface view when a 

shorts type disposable diaper according to fourth embodi­

ment of the present invention is separated a the waist 

portion and a cross-sectional view of the crotch portion. . 

Fig. 6 is a perspective view showing a shorts type 

disposable diaper according to a fifth embodiment of the 

present invention; 
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Fig. ·7 is a plan view, partly omitted, showing an 

absorptive body forming the shorts type disposable diaper 

of Fig. 6; 

Fig. 8 is a plan view showing an absorptive body 

continuous member used for manufacturing the shorts type 

disposable diaper of Fig. 6; 

Fig. 9 is a perspective view showing a shorts type 

disposable diaper according tb a sixth embodiment of the 

present invention; 

Fig. 10 is a view, like Fig. 7, showing an absorptive 

body forming the shorts ty~e disposable diaper according 

to the sixth embodiment of the present invention; 

Fig~ 11 is a plan view showing an absorptive body 

continuous member used for manufacturing the shorts type 

disposable diaper according to the sixth embodiment of the 

present invention; 

Fig. 12 is a view, like Fig. 10 <absorber is 

omitted>, showing another example of an absorptive body 

forming the shorts type disposable diaper of the preserit 

invention; 

Fig. 13 is a view, like Fig. 10 <absorber is 

omitted>, showing a further example of an absorptive body 

forming the shorts type disposable diaper of the present 

invention; 

Fig. 14 is a view, like Fig. 10 <absorber is 
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omitted>, showing a still further example of an absorptive 

body forming the ~horts type disposable diaper of the 

present invention; 

Fig. 15 is a view, like Fig. 10 <absorber is 

omitted), showing one example of an absorptive body form-

ing a conventional shorts type disposable diaper; 

Fig. 16 is a cross-sectJonal view, like the sectional 

view taken on line X-X of Fig. 7, showing an outline of a 

sectional configuration of the shorts type disposable 

diaper according to one embodiment of the present inven-

tion; 

Fig. 17 is a view, like Fig. 16, showing an outline 

of a sectional configuration of a shorts type disposable 

diaper according to another embodiment of the present 

invention; and 

Fig. 18 is a view, like Fig. 16, showing an outline 

of a sectional configuration according to a further embod-

iment of a shorts type disposable diaper of the present 

invention: 

DETAILED DESCRIPTION OF THE INVENTION 

Preferred one embodiment of a shorts type disposable 

diaper of the present invention will be described with 

reference to the accompanying drawings. In the dra"?ings, 

Fig. l is a perspective view showing a first embodiment of 

a shorts type disposable diaper of the present invention, 
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and Figs. 2A and 2B are an inner surface view of the 

shorts type disposable d~aper o·f Fig. 1 when the disposa­

ble diaper is separated at the side waist portions Coppa-

site side portions of the waist area) and a cross-section-

al view of the under-crotch portion. Figs. 3 to 5 are 

inner surf ace views of the shorts type disposable diapers 

according to the second to fourth embodiments when the 

diapers are separated at the side waist· portions and 

cross-sectional views of the under-crotch portion. 

As shown in Fig. 1, a shorts typ~ disposable diaper l 

of this embodiment comprises an absorptive body 9 includ­

ing a liquid permeable tops6eet. <outer surface sheet> ·2, a 

liquid impermeable backsheet Crear surface. she~t), and an 

absorber 4 interposed between the topsheet and backsheet. 

The absorptive body 4 is divided into a front body contact 

portion <stomach side portion) 4A, an under-crotch portion 

4B, and a back contact portion (back side portion> 4C, and 

substantially continuous elastically expansible members 6, 

8 and 8 are disposed over entire peripheral edge portions 

of a waist opening 11 and a pair of leg openings 12 which 

are formed by fixedly connecting GOnfronting opposite side 

portions 71 and 72 between the front body contact portion 

4A and the back contact portion 4C. In these respects, 

the shorts type disposable diaper l of this embodiment is 

just like the conventional shorts type disposable diaper. 
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In the shorts type disposable diaper l of this embod­

iment, the absorber 4 is 8 mm or less in thickness and 100 

mm or more in width in the under-crotch portion 4B, and a 

distance from a side edge 41 of the under-crotch portion 

of the absorber 4 to the elastically expansible members 8 

disposed in the leg openings is 15 mm or more. 

The shorts type disposable diaper 1 of this embodi-

ment will be described in more detail. As shown in Fig. 

1, the disposable diaper l comprises a liquid permeable 

topsheet 2 forming that side which contacts the wearer's 

skin, a liquid impermeable back-sheet 3 corresponding to 

the topsheet 2 and contactable to an undergarment, and an 

absorber 4 fixedly provided between the topsheet 2 and the 

backsheet 3 and adapted to absorb discharged materials. 

The topsheet 2 and the backsheet 3, when in a superimposed 

condition relative to each other, are further extended in 

a longitudinal direction of the diaper 1 from the absorber 

4 at the front body contact portion 4A and the back con-

tact portion 4C. The extended portions Ci.e., waist 

flaps 5 > of the topsheet 2 and backsheet · 3 are provided 

with elastically expansible members 6, respectively. The 

elastically expansible members 6 form gathers around the 

waist opening 11. The topsheet 2 and the backsheet 3, 

when in a superimposed condition relative to each other, 

ate further extended in the width direction of the diaper 

12 

This Sheet Has Been R 1 

· 1111111' ""~'~'"'Jr 



.J 

THIS SHEET HAS BEEN 
REPLACED 

1 from the absorber 4 at the front body contact portion 4A 

and the back contact portion 4C. The extended portions 

Ci.e., the under-crotch portion of the side flaps 7 and 7> 

are provided with the elastically expansible members 8 and 

8, respectively. The elastically expansible members 8 

and 8 form gathers around the leg openings 12 and 12, 

respectively. 

As shown in Fig. 2, in the state where opposite side 

portions 71 of on·e side flap 7 of the shorts type disposa­

ble diaper 1 are separated from opposite side portions 72 

of the other s·ide flap 7, the disposable diaper l is 

formed in a sandglass or hourglass shape in which the 

under-crotch area of the absorber 4 is twisted. As 

·mentioned above, the topsheet 2 and backsheet 3 are also 

curvedly formed at the under-crotch area following the 

shape of the absorber 4. Also as mentioned above, the 

respective elastically expansible members 8 of each side 

flap 7 are stretched between the topsheet 2 and the back-

sheet 3 such that the expansible members 8 extend respec­

tively along the generally curved peripheral edge por-

tions. The elastically expansible members 8 are con-

tracted in a free condition to form the gathers of Fig. 1, 

so that the diaper 1 is. well fitted to the under-crotch 

area. 

The opposite side portions 71 and 72 are preferably 
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connected such that the feel of the connected portions are 

soft even after connection. There materials for these 

portions 71 and 72 are selected such that the connection 

can be made, for example, by hot-melt type adhesive, or 

ultrasonic means. The length of those portions <opposite 

side portions 71 and 72) which are to be connected is 

preferably 2 mm to 100 -mm, and more preferably 15 mm to 50 

mm. 

In this embodiment, as shown in Fig. 2A, the elasti-

cally expansible members 8 around the leg opening portions 

12 are curved inwa~dly at th~ side flaps 9. Moreover, a 

distance H from the side edge 41 of the absorber 4 in th~ 

under-crotch portion 4B is set to be 15 mm or more. The 

distance H is particularly·preferably 15 mm to 30 mm. In 

this embodiment, the distance H is particularly preferably 

set to be from 15 nun to 30 mm. The distance H is partic-

ularly preferably from 15 mm to 30 mm, and in this embodi-

ment, the distance is 18 mm. If the distance H is less 

than 15 mm, there is a possibility that the rigidity, etc. 

of the absorbe·r 4 adversely affect the gathers and the 

fitness of the disposable diaper 1 itself becomes bad. 

The thickness s of the absorber 4 is preferably 8 mm 

or less at the under-crotch portion 4B, and particularly 2 

. to 5 mm:. In this embodiment, the thickness s is 5 mm. 

If the thickness exceeds 8 mm, rigidity and bulkiness of 
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the absorber 4 are increased in the disposable diaper 1 

and fitness around the wearer's waist portion be~omes 

poor. The width W of the absorber 4 in the under-crotch 

portion 4B is preferably 100 mm or more, and particularly 

pref er ably 120 mm to 160 mm. In this embodiment, the 

width W is 120 mm. If the width W is less than 100 mm, 

it becomes difficult for the disposable diaper to fully 

exhibit its anti-leak prop~rty against discharged materi-

als. 

Materials used fo_r the topshe~t 2, backsheet 3 and 

absorber 4 are not limited and may be those, known per se, 

which are already used for conventional disposable diapers 

and other sanitary goods. 

However, with respect to a material of the topsheet 

· 2, a liquid permeable sheet capable of permeating the dis­

charged materials to the absorber 4 and having the feel 

resembling an undergarment is preferable. An acceptable 

material· of the topsheet 2 may include woven fabric, 

nonwoven fabric, perforated film, or the like. The 

peripheral edge of the topsheet 2 is subjected to water 

repellent treatment by applying a hydrophobic compound 

such as silicon oil or paraffin wave to the peripheral 

edge, or by preliminarily applying a hydrophilic compound 

such as alkylic phosphilic ester to its entirety and then 

washing the peripheral edge with a hot water. By doing 
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this, leakage of urine, etc. permeating the peripheral 

edge can be prevented. 

The backsheet 3 is preferably a moisture permeable, . 

liquid impermeable sheet which is made by adding a thermo-

plastic res in with a filler and stretched and which is 

capable of permeating vapor, and preferably has the feel 

resembling·undergarments. An acceptable liquid imperme-

able sheet includes a composite material composed of a 

film and a nonwoven fabric, for example. 

The absorber 4 is preferably a high absorption poly­

mer chiefly·composed of a comminuted pulp or fibrillated 

pulp, and also preferably a mixture of a thermoplastic 

resin, a cellulosic fiber and a high absorption polymer 

which are subjected to heat treatment. The high absorp-

tion polymer may present in any of the upper layer, in­

termediate layer and lower layer of the absorber 4, and 

may also be a mixture with a pulp. The high absorption 

polymer is preferably in a granular state having a water 

absorption ability capable of absorbing and holding liquid 

more than twenty times its dead weight and gelled when it 

absorbs water. such high absorption polymer preferably 

includes a starch-acrylic acid <salt> graft copolymer, a 

saponified starch-acrylonitrile copolymer, cross linked 

polymer of sodium calboxymethyl-cellulose, acrylic acid 

<salt> polymer or the like. 
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The elastically expansible members 6 and 8 used for 

the disposable diaper 1 preferably include a yarn rubber, 

a flat rubber, a film type rubber, or a film-like foamed 

polyurethane, and are also preferably 70 g to 100 g in 

stress when stretched 150%. The elastically expansible 

members 8 are preferably formed from a non-woven type 

material having expansibility and breathability. 

Since the shorts type disposable diaper l thus con­

structed is wide or large in width W at the under-crotch 

portion 4B of the absorbe~ 4'and limited in the thickness 

S, a wide or large holding space for discharged materials 

can be formed at the under-crotch portion 4B of the diaper 

1 and the absorber 4 is restrained in rigid! ty and the 

feel of bulkiness at th·e under-crotch portion 4B, thereby 

enhancing wearability and easy-to-wear/easy-to-remove 

characteristic. Moreover, since the elastically expansi-

ble members 8 around the leg openings 12 are located in 

position where the rigidity of the absorber 4 is not 

adversely affected at all, there can effectively be pre­

vented not only urine but also face from leaking and the 

diaper is hardly displaced even if the infant wearer's 

body _contour is changed due to active movements of the 

wearer. 

A second embodiment of a shorts type disposable 

diaper of the present invention will now be described with 
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Fig. 3A is an inner surface view of the shorts type 

disposable diapers according to the second embodiment of 

the present inventi_on when the diaper is separated at the 

side waist portions, and Fig. 3B is a cross-sectional view 

of the under-crotch portion in which the thickness df the 

absorber is different. 

A shorts type disposable diaper · 10 of this second 

embodiment is .constructed generally in the same manner as 

in the first embodiment of Fig. 1, and like parts of the 

embodiment of Fig. l are represented by like reference 

numerals in Fig. 3 and detailed description thereof is 

omitted. This second embodiment is different from the 

first embodiment only in the respect that side edge areas 

45 of the absorber 4 are thinner than a central area 46, 

and these side edge areas 45 are compressed so as to have 

a thin thickness. The width L of the thin side edge 

areas 45 is preferably 5 mm to 30 mm and particularly 

preferably 10 mm to 20 mm. The width T of the thin side 

edge area 45 is· preferably 1/10 to 1/2 of the thickness·s 

Csame to the thickness s of the first embodiment> of the 

centra.l area 46 and particularly preferably l mm to 3 mm • 

. Also in the shorts type disposable diaper 10 thus 

constructed, there can be exhibited the same functions as 

in the first embodiment of Fig. 1. In addition, there is 
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almost no adverse affection from rigidity, etc. of the 

absorber _4, and wearability and fitness are further en-

hanced. 

Fig. 4A is an inner surface view of the shorts type 

disposable diapers according to the third embodiment of 

the present invention when the diaper is separated at the 

side waist portions, and Fig. 4B is a cross-sectional view 

of the under-crotch portion. 

A shor~s type disposable diaper 20 of this third 

embodiment is constructed generally in the same manner as 

in the first embodiment of Fig. 1, and like parts of the 

embodiment of Fig. 1 are represented by like reference 

numerals in Fig. 4 and detailed description thereof is 

omitted. This third embodiment is different from the 

first embodiment only in the respect that an absorptive 

paper 47 is provided between the absorber 4 and the back­

sheet 3 and the absorptive paper 47 forms the side edge 

areas. That is, the absorber 4 does not have the side 

edge areas 45 of Fig. 3, and the absorptive paper 47, this 

being wider than the absorber 4, is extended outwardly, 

preferably 5 nun .to 30 mm and more preferably 10 mm to 20 

mm, thereby forming the side edge areas. The thickness 

of that portion where the absorber 4 and the absorptive 

paper 47 are overlapped with each other is the same to the 

thickness s which is described with reference to the first 
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embodiment, and the thickness of the absorptive paper 47 

is the same to the thickness T of the side edge area which 

is described with reference to the second embodiment. 

Material used for the absorptive paper 47 is not limited 

and may be those which are conventionally used for sani-

tary goods such as disposable diapers. For example, it 

is preferable to use, in accordance with necessity, a 

natural pulp, a synthetic fiber, or the like, and particu-

larly preferably a bulky cellulosic fiber, or the like. 

Also in the shorts type disposable diaper 20 thus 

constructed, there can be exhibited the same functions as 

in the second embodiment of Fig. 3. In addition, the ab-

sorptive paper 47 undertakes a part of the role of . the 

absorber 4 and therefore, the disposable diaper 20 is 

further enhanced in fitness. 

Fig. SA is an inner surface view of the shorts type 

disposable diapers according to the fourth embodiment of 

the present invention when the diaper is separated at the 

side waist portions, and Fig. SB is a cross-sectional view 

of the under-crotch portion. 

A shorts type disposable diaper 30 of this fourth 

embodiment is constructed generally in the same manner as 

in the first embodiment of Fig. 1, and like parts of the 

embodiment of Fig. l are represented by like reference 

numerals in Fig. 5 and detailed description thereof is 
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omitted. This fourth embodiment is different from the 

first embodiment of Fig. 1 only in the respect that 

three-dimensional gathers 48 and 48, which have fixed 

points at the side edge areas 45 of the absorber 4, re-

spectively, are provided. That is, the three-dimensional 

gathers 48 are provided on the upper surface of the top­

sheet 2 located on the side edge areas 45 which are locat­

ed by a width of about 5 mm to 20 mm inwardly from the 

side edges 41 of the absorber 4. The three-dimensional 

gathers 48 having a belt-like configuration are fixed at 

one side peripheral edge 48A thereof to the upper surface 

of the topsheet 2. The other side peripheral edge 48B of 

the three-dimensional gathers 48 is defined as a free end 

on which the elastically expansible member 49 is mounted. 

Also in the shorts type disposable diaper 30 thus 

constructed, there can be exhibited the same functions as 

in the first embodiment of Fig. 1. In addition, bodily 

liquids such as urine are not partly leaked from the 

surface of absorber 4, and leakage of solid discharged 

materials can also be positively prevented, thereby fur-

ther enhancing the anti-leak property of the shorts type 

disposable diaper 30. The diaper having the three-dimen-

s ional gathers · 48 according to the fourth embodiment is 

more preferably used in combination with the absorber of 

Fig. 3 or 4 in which the side edge areas are thin. 
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Next, a shorts type disposable diaper according to a 

fifth embodiment of the present invention will be de-

scribed with reference to the drawings. 

Fig. ·5 is a perspective view showing a fifth embodi­

ment of a shorts type disposable diaper of the present 

invention, and Fig. 7 is a plan view, partly omitted, of 

an absorptive body which is in a developed condition. 

As shown in Fig. 6, the disposable diaper 120 of this 

fifth embodiment comprises an absorptive body llOA includ­

ing ~ liquid permeable topsheet 101 forming that side 

which contacts the wearer's skin, a liquid impermeable 

backsheet 102 corresponding to the topsheet 101, and an 

absorber 103 provided between the topsheet 101 and the 

backsheet 102 and adapted to absorb discharged materials. 

The absorptive body llOA comprises a stomach side portion 

111, an under-crotch portion 112, and a back side portion 

113. Opposite side edge portions llla and llla, and 113a 

and 113a o.f the stomach side portion 111 and back side 

portion 113 respectively are fixedly connected to form a 

waist opening 121 and a pair of leg openings 122 and 122. 

This construction is the same as the conventional diaper. 

As shown in Fig. 7, the absorptive body llOA used for 

the shorts type disposable diaper of this fifth embodiment 

is curvedly twisted at the central portion <under-crotch 

portion 112> in a developed condition (condition before 
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connect ion> • The absorptive body llOA comprises first 

and second elastically expansible members · 115a · and llSb 

which are fixedly stretched respectively on the side of 

the stomach side portion and on the side of the back side 

portion such that the expansible members extend respec-

tively, at the stomach side portion and back side portion, 

along an inner side of a part of one side. edge portion and. 

an inner. side of one side edge portion ll2a of the under­

crotch portion 112, then across the center of the under-

crotch portion and along an inner side of the other side 

edge portions 112a, llla and 113a. The first and second 

elastically expansible members llSa and llSb are in paral-

lel proximal relation to each other at the center of the 

under-crotch portion 112. 

The absorptive body llOA. will be described in more 

detail. A distance between the first and second elasti-

cally exp~nsible members llSa and 115b at the under-crotch 

portion 112 is just enough to prevent leakage of dis-

charged materials. The respective outermost elastically 

expansible members are located preferably i_n a ·range from 

0 mm to 20 mm. If it is smaller than 0 mm, there is 

formed an area surrounded by the elastically expansible 

members as shown in Fig. 15. This is not desirable in 

view of appearance. In addition, a contracting force of 

the elastically expansible members is disturbed at the 
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area of intersection and leakage tends to occur at that 

portion. In contrast, if it exceeds 20 mm, there occurs 

an area where no elastically expansible member is provided 

around the peripheral edge portion of each leg opening and 

therefore, leakage likewise tends to occur at that por-

tion. 

The width and thickness of the absorber 113 at the 

under-crotch portion 112 a~e the same as in th~ first 

embodiment. The distances from the side edges of the 

absorber 113 to the elastically expansible members llSa 

and llSb provided around the l~g openings 122 are shorter. 

by the dimensions of those portions of the respective 

elastically expansible members llSa and llSb crossing the 

center of the under-crotch portion, i.e., the portion of 

the width u 0-20 mm in the longitudinal direction .of the 

diaper at the center of the under-crotch portion 112. 

The elastically expans~ble members are not necessari-

ly fixed at the under-crotch portion 112. It is rather 

preferable in view of appearance that the elastically 

expansible members are left unfixed. Moreover, if the 

elastically expansible members are left unfixed in this 

way, the expanding stress of the elastically expansible 

members is not disturbed. 

The first and second elastically expansible members 

llSa and llSb are not necessarily single in number. As 
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shown in Fig. 9, a plurality of thread-like expansible 

members may be arranged at spaces. Also, the elastically 

expansible members may be arranged such that the expanding 

stresses of the first and second elastically expansible 

members llSa and l!Sb are different from each other. In 

the case where a plurality of elastically expansible 

members are arranged, the distance between the respective 

members is preferably in a range from o;s mm to 5 mm. 

As shown in Fig. 6, the shorts type disposable diaper 

120 of this embodiment is constructed such . that the ab­

sorptive body llOA is fixedly connected at the opposite 

side edge portions llla and llla of the stomach side 

portion and at the opposite side edge portions ll3a and 

113a of the back side portion 113 so that elastic annular 

portions 124 and 124 are formed by the elastically expan-

sible members llSa and llSb, respectively. In this way, 

gathers 123 and 123 are formed around the peripheral edge 

portions 122a and 122a of the pair of leg openings 122 and 

122, respectively. In Fig. 6, the respective elastically 

expansible members l!Sa and l!Sb are shown by solid lines 

instead of broken lines for the sake of convenience. 

Since the shorts type disposable diaper of this 

embodiment is constructed in the manner mentioned above, 

the effect of anti-leakage i$ high and the wearing feel is 

excellent. 
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With reference to the absorptive body constituting 

the shorts type disposable diaper of the present inven-

tion, there may be used, aside from the absorptive body 

llOA of .Fig. 7, an absorptive body llOB Csee Fig. 10> 

obtained by cutting an absorptive body continuous member 

110 of Fig. 11 as in the case where the absorptive body 

llOA is obtained from the absorptive body continuous 

member 110 of Fig. 8, that is, an absorptive body llOB is 

obtained by such that the first and second elastically 

expansible members. llSa and llSb comprise a plurality of 

members and they are stretched in parallel relation at the 

under-crotch portion 112. In this case, there can be 

obtained the shorts· type disposable diaper according to a 

sixth embodiment of Fig. 9. The disposable diaper of 

Fig. 9 also has substantially the· same construction and 

effect as the shorts type disposable diaper 120 of Fig. 6 

and is capable of providing a favorable wearing condition 

about the waist portion. 

Other absorptive bodies llOC, 1100 and llOE obtained 

respectively by cutting other absorptive body continuous 

bodies Cnot shown> in the same manner as described above 

may be used as the absorptive body constituting the shorts 

type disposable diaper of the present invention. As 

shown in Figs. 12, 13 and 14 respectively, in these ab­

sorptive bodies llOC, llOD and llOE, the first and second 
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elastically expansible members llSa and llSb comprise a 

plurality of members respectively, and the overlapping 

degree of the first and second elastically expansible 

members is changed while maintaining the mutual parallel 

arrangement condition at the under-crotch portion 12. The 

absorptive body llOC has the two elastically expansible 

members in contact with each other, the absorptive body 

llOD has the two elastically expansible ·members partly 

overlapped, and the absorptive body llOE has the two 

elastically expansible members fully overlapped. In the 

case where these absorptive bodies llOC, 1100 and llOE are 

· used, there can be obtained shorts type disposable diapers 

ha'!'ing substantially the same construction and effect as 

the shorts type disposable diaper 120 of Fig. 6, and which 

is capable of providing a favorable wearing condition 

about the waist portion. 

One mode for carrying out the method of manufacturing 

the shorts type disposable diaper 120 according to the 

fifth embodiment will now be described with reference to 

Figs. 6 to 8. 

Here, Fig. 8 is a plan view of a continuous member of 

the absorptive bodies used for manufacturing the product 

of the present invention shown in Fig. 6. 

In order to manufacture the shorts type disposable 

diaper of Fig. 6, first, as shown in Fig. 8, the first and 
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second elastically expansible members llSa and llSb are 

fixedly stretched on the continuous liquid impermeable 

backsheet 102 having a predetermined width dimension 

<corresponding to the longitudinal length of the shorts 

type disposable diaper in its developed condition> at a 

space equal to the width L of the absorptive body llOA of 

Fig. 7 in such a manner as to sway in the width direction 

of the backsheet 102 but in opposite directions and in 

proximal parallel relation at the longitudinal center Cthe 

under-crotch portion 112 > of ·the absorber 103, which is 

later provided, on the side of the backsheet 102. Then, 

the absorber 103 is arranged such that the proximal por­

tions of the elastically expansible members llSa and llSb 

are located at a width-wise central portion of the absorb­

er 103 and at an outer .surface side of the under-crotch 

portion 112. Thereafter, the continuous liquid permeable 

topsheet <not shown) of a predetermined width dimension is 

arranged on the absorber 103. By this, an absorpti_ve 

body continuous member 110 of the type shown in Fig. 8 is 

manufactured. 

Subsequently, the absorptive body continuous member 

110 obtained in the above-mentioned manufacturing process 

is cut at central portions between the adjacent absorbers 

103 and 103. By this, a plurality of absorptive bodies· 

llOA of the configuration as shown in Fig. 7 are obtained. 
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In this cutting process, the topsheet 101 and backsheet 

102 are cut away at the circular portion P of Fig. 8 

simultaneously with the cutting operation, or slightly 

earlier or later than the cutting operation, or after the 

connection between the opposite side edge portions, such 

that the opposite side edge portions of the under-crotch 

portion 112 are curvedly twisted as shown in Fig. 7. 

Thereafter, the respective absorptive bodies llOA obtained 

in the above-mentioned manufacturing process are connected 

at the opposite side edge portions llla and llla of the 

stomach side portion 111 and at the opposite side edge 

portions 113a and 113a of the back side portion 113. As 

a result, there can be obtained a shorts type disposable 

diaper 120 of the type as shown in Fig. 6. 

It is· also possible to obtain the absorptive body 

llOA of Fig. 7 in such a manner as that after the respec­

tive absorptive bodies llOA are connected at the opposite 

side edge portions llla and llla of the stomach side 

portion 111 and at the opposite ·side edge portions 113a 

and 113a of the back side portion 113, it is cut away at 

the central portions between the adjacent absorptive 

bodies 103 and 103. 

Also, there can be obtained the absorptive body 

continuous member 110 of Fig. 11 and the absorptive body 

llOB of Fig. 10 obtainable by cutting the absorptive body 

29 



THIS SHEET HAS BEEN 
REPLACED 

continuous body 110 in such a manner as that the elasti-

cally expansible members llSa and llSb respectively com-

prise three members. 

Furthermore, by .partly changing the swaying pattern 

of the elastically expansible members llSa and llSb in the 

above mode, there can be obtained the absorptive bodies 

llOC, llOD and llOE of Figs. 12 to 14. 

Also in the case where the absorptive bodies llOB to 

llOE are used, there can be obtained a shorts type dis-

posable diaper of the type as shown in Fig. 6 in the same 

manner as in the case where the absorptive body llOA is 

used. 

According to the above-mentioned manufacturing meth­

od, an absorptive body continuous member can be manufac­

tured easily and successively because at least two elasti­

cally expansible members are fixedly stretched in prede­

termined position at predetermined spaces and in a swaying 

manner or pattern in the width direction of the continuous 

backsheet. 

The above-mentioned embodiments of the absorptive 

article of the present invention and the modes for carry­

ing out the manufacturing methods thereof are based on the 

cross-sectional configuration <form> schematically shown 

in Fig. 16, taken on_li~e X-X of Fig. 7 <Fig. 16 shows an 

example in which the first or second elastically expansi-
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ble member llSa or ll5b comprises two members). However, 

the shorts type disposable diaper of the present invention 

may take the configurations which will be described here-

inaf ter and it can be manufactured in the manner as de-

scribed hereinafter. 

That is, the shorts type disposable diaper of the 

present invention may be. constr_ucted such that as shown in 

Fig. 17, the bac::ksheet 102 comprises a laminated member 

having at least two layers, and the elastically expansible 

member 115 <first or second elastically expansible members 

115a or llSb> is fixedly stretched in predetermined posi-

tion between the two layers of the laminated member and 

the absorber 103 is disposed on the laminated member. A 

film, a non-woven fabric, or the like may be used as the 

sheet constituting the laminated member. However, a 

sheet, which is used in a usual backsheet, should be 

provided at least on the outermost side. 

In the case where a shorts type disposable diaper 

having a· cross-sectional configuration as shown in Fig. 17 

is manufactured, the manufacturing process for the absorp­

tive body continuous member in the above-described mode 

may simply be changed as follows, for example. 

That is, at least the first and second elastically 

expansible members 115 are fixedly stretched between 

adjacent layers o~ at least two layers of the continuous 
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laminated member of a predetermined width constituting the 

backsheet 102 in such a manner as to sway in the width 

directi~:m of the backsheet 102 at predetermined spaces, 

and thereafter, the continuous liquid permeable topsheet 

102 of a predetermined width is provided on the absorber. 

Also, the shorts type disposable diaper of the 

present invention may be constructed such that as shown in 

Fig. 18, the absorber· 103 beforehand interposed between 

the liquid permeable topsheet 101 and the liquid imperme~ 

able Cor liquid permeable> sheet 101' is fixedly connected 

to the inner surface of the backsheet 102 which is com-

prised of the laminated member. In the Figure, reference 

numeral 115' denotes elastically expansible members dis­

posed outwardly of the opposite side edges of the absorber 

103. 

In the case where the shorts type disposable diaper 

having a cross-sectional configuration as ·shown in Fig. 18 

is manufactured, the above-mentioned manufacturing process 

for the absorptive body continuous member may simply be 

changed as follows, for example. 

That is, at least the first and second elastically 

expansible members 115 are fixedly stretched between 

adjacent .layers af at least two layers of the continuous 

laminated member of a predetermined width in-such a manner 

as to sway in the width direction of the backsheet 102 at 
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predetermined spaces, and thereafter, the absorber 103 

beforehand. interposed between the liquid permeable top­

sheet 101 and the liquid impermeable Car liquid permeable> 

sheet 101' is fixedly connected t·o the inner surface of 

the backsheet 102 which is comprised of the laminated 

member. 

In the shorts type disposable diapers having the 

backsheet 102 comprised of a laminated member as shown in 

Figs. 17 and 18, if the elastically expansible member 115 

is disposed between the adjacent layers of the laminated 

member as illustrated in Figs. 17 and 18, the contracting 

force of the elastically expansible member 115 does not 

prevail directly on the absorber 103 and therefore, the 

absorber 103 does not get out of shape and the contracting 

force of the elastically expansible member 115 is not 

disturbed, either. 

Needless to say, the shorts type di.sposable diaper of 

the present invention is not limited to ~he above embodi­

ments and modes for carrying out the manufacturing of the 

invention. For example, the elastically expansible 

members are not necessarily fixed at area over· the entire 

length thereof as long as they are fixedly stretched at a 

predetermined part as a whole. Also, the sizes of the 

various parts, etc. may be properly set with reference to 

those of the illustrat.ed embodiments or those of the 
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diaper. Although some description is omitted, the compo­

nent members are appropriately fixedly connected together, 

either totally or partly, by adhesive or the like~ 
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l. A shorts type disposable diaper comprising an absorp­

tive body including a liquid permeable topsheet, a liquid 

impermeable backsheet, and an absorber interposed between 

said topsheet and said backsheet, said absorptive body 

being divided into a stomach side portion, an under-crotch 

portion, and a back side portion, substantially continuous 

elastically expansible members being disposed over entire 

peripheral edge portions of a waist opening and a pair of 

leg openings which are formed by fixedly connecting con-

fronting opposite side portions between said stomach side 

portion and said back side portion, wherein: 

said absorber being 8 mm or less in thickness and 

100 mm or more in width in said under-crotch_ portion, and 

a distance from a side edge of. the under-crotch portion of 

said absorber to said elastically expansible members 

disposed in said leg opening being 15 mm or more. 

2. A shorts type disposable diaper as claimed in claim 

1, wherein the thickness of said absorber at opposite side 

edge_ areas in the longitudinal direction is smaller than 

the thickness of said absorber at a central area between 

said opposite side edge areas. 
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3. A shorts type disposable diaper as claimed in claim 2, 

wherein said opposite side edge areas are compressed into 

thin shapes, respectively. 

4. A shorts type disposable diaper as claimed in claim 2, 

wherein said opposite side edge areas are formed of ab-

sorptive paper. 

5 •· A shorts type disposable diaper as claimed in claim 1 

or 2, in which three-dimensional gathers are formed serv­

ing said opposite side edge ar~as as a fixed point. 

6. A shorts type disposable diaper as claimed in claim 1, 

wherein said elastically expansible members disposed in 

said leg openings comprise first and second elastically 

expansible·members which are fixedly stretched such that 

said expansible members extend respectively, at said 

stomach side portion and back side portion~ along an inner 
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side of a part of one side edge portion and an inner side 

of one side edge portion of said under-crotch portion, 

then across the center of said under-crotch portion and 

finally along an inner side of the other side edge par-

tion, said first and second elastically expansible members 

being in parallel relation to each other at the center of 

said under-crotch portion. 
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