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METHOD AND SYSTEM FOR ONLINE PURCHASING 

FIELD OF INVENTION 

PCT/AU00/00519 

The present invention relates generally to methods, systems and apparatus for interacting with.computers. 

More particularly, the invention relates to making online purchases utilizing such methods, systems and apparatus'. 

The invention has been developed primarily to allow a large number of distributed users to interact with 

networked information via printed matter and optical sensors. thereby to obtain interactive printed matter on demand via . . 

high-speed networked color printers. Although the invention will largely be described herein with reference to this use. it 

will be appreciated that the invention is not limited to use in this field. 

CO-PENDING APPLICATIONS 

Various methods, systems and apparatus relating to the present invention are disclosed in the following co­

pending applications filed by the applicant or assignee of the present invention simultaneously with the present 

application: 

PCT/AU00/00518, PCT/AU00/00519. PCT/AU00/00520, PCT/AU00/00521. PCT/AU00/00523, PCT/AU00/00524. 

PCT/AU00/00525. PCT/AU00/00526. PCT/AU00/00527, PCT/AU00/00528, PCT/AU00/00529, PCT/AU00/00530, 

15 PCT/AU00/00531, PCT/AU00/00532,PCT/AU00/00533. PCT/AU00/00534. PCT/AU00/00535, PCT/AU00/00536, 

PCT/AU00/00537, PCT/AU00/00538, PCT/AU00/00539, PCT/AU00/00540, PCT/AU00/00541, PCT/AU00/00542, 

PCT/AU00/00543. PCT/AU00/00544, PCT/AU00/00545, PCT/AU00/00547, PCT/AU00/00546, PCT/AU00/00554, 

PCT/AU00/00556, PCT/AU00/00557, PCT/AU00/00558, PCT/AU00/00559, PCT/AU00/00560, PCT/AU00/00561, 

PCT/AU00/00562, PCT/AU00/00563, PCT/AU00/00564, PCT/AU00/00566, PCT/AU00/00567, PCT/AU00/00568, 

20 PCT/AU00/00569. PCT/AU00/00570. PCT/AU00/00571, PCT/AU00/00572. PCT/AU00/00573, PCT/AU00/00574, 

PCT/AU00/00575, PCT/AU00/00576, PCT/AU00/00577. PCT/AU00/00578, PCT/AU00/00579, PCT/AU00/00581, 

PCT/AU00/00580, PCT/AU00/00582, PCT/AU00/00587, PCT/AUOOI00588, PCT/AU00/00589, PCT/AU00/00583, 

PCT/AU00/00593, PCT/AU00/00590. PCT/AU00/00591, PCT/AU00/00592, PCT/AU00/00594, PCT/AU00/00595, 

PCT/AU00/00596. PCT/AU00/00597, PCT/AU00/00598, PCT/AU00/00516, and PCT/AU00/00517. 

25 The disclosures of these co-pending applications are incorporated herein by cross-reference. 

BACKGROUND 

Online purchasing is typically carried out by selecting items from an on line catalog of items and adding them 

to an online shopping cart. Once all required items have been added to the shopping can a payment method is selected 

and the order is submitted. The items may then be shipped to the customer's address. 

30 Mail-order purchasing is typically carried out by selecting items from a pre-printed catalog delivered by mail, 

35 

40 

filling in an associated order form and submitting the order by mail, or submitting the order by telephone. 

OBJECT 

It is an object of the present invention ta combine advantages of paper-based catalogs, paper-based forms and 

online purchasing. 

SUMMARY OF INVENTION 

The present invention provides, in a first aspect, a method of online purchasing, the method including the 

steps of: 

providing a potential purchaser with a form containing information relating ta a purchasing transaction, the 

form including coded data indicative of an identity of the form and of at least one reference point of the form: 

receiving. in a computer system. indicating data from a sensing device regarding the identity of the form and 

a position of the sensing device relative to the form, the sensing device, when placed in an operative position relative to 

the form, sensing the indicating data using atleast same of the coded data; and 

RliQTIFIED SHEET (RULE 91) 
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identifying. in the computer system and from the indicating data. at. least one parameter relating to the 

purchasing transaction. 

Preferably, at least one parameter relating to the pun:basing transaction is associated with at least one zone. 

of the form and in which the method includes identifying, in the computer systCm and from the mne relative to which 

5 the sensing device is located, said at least one parameter. 

Preferably the method further includes :receiving, in the computer system, data regarding movement of the 

sensing device relative to the fonn, the sensing device sensing its movement relative to the fmm using at least some of 

the coded data. Preferably also the method includes identifying. in the computer system and from said movement being 

at least partially within said at least one zone, said at least one parameter ofthe purcbas:ing transaction. 

1 0 Jn a second aspect. the invention provides a method of enabling online pun:hasjng. the method including the 

steps of 

providing a potential purchaser with a form containing information relating to a pun:hasing 

1ransaction, the form including coded data indicative of at least one parameter ofthe purchasing transaction; 

:receiving. in a computer system, data from a sensing device regarding said at least· one parameter and 

15 regarding movement of the sensing device relative to the fonn, the sensing device, when moved relative to the fonn. 
sensing the data regarding said at least one parameter using at least some of the coded data and generating the data 

regarding it.s own movement relative to the fonn; and 

20 

interpreting. in the computer system, said movement of the sensing device as it relates to said at least one 

parameter. 

Jn .a third aspect. the invention provides a method of enabling online purchasing, the method including the 

steps of 

proViding a potential p1UChaser with a form containing infonnation relating to a purchasing transaction, the 

fozm including coded data indicative of an identity ofthe form; 

receiving. in a computer system, da1a from a sensing device regarding an identity of the potential purchaser 

25 and regarding the identity of the fonn, the sensing device containing the data regarding the identity of the user and 

sensing the data regarding the identity of the fmm using at least some of the coded data; and 

identifying. in the computer system and from the data regarding the identity of the potential purchaser and 

the identity of the fonn, a purchasing transaction. 

Preferably the coded data is also indicative of at least one parameter of the purchasing transaction, and the 

30 method includes receiving, in the computer system, indicating data from the sensing device regarding said at least one 

pammeter of the pun:hasing transaction, the sensing device sensing the indicating data using at least some of the coded 

data. 

Preferably also, the method includes receiving. in the computer system, data from the sensing device 

regarding movement of the sensing device relative to the form. the sensing device generating data regarding its own 
35 movement relative to the fmm. 

Preferably, in any of these aspects, the parameter is an action parameter of the purchasing transaction, the 

method inclwling effecting. in the computer system, an operation in respect of the action parameter. 

Preferably the action parameter of the purchasing transaction is selected from the group comp.rising: 

requesting information relating to an item to be pmchased. selecting an item to purchase, selecting the 

40 quantity of an item to be purchased, viewing a shopping cart and submitting a purchasing order. 

Jn a fourth aspect, the invention provides a system for enabling online purchasing. the system inclwling 

a form cnntaining infonnation relating to a purchasing transaction, the form including coded data indicative 
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of at least one parameter of the purchasing transaction; and 

a computer system for receiving data from a sensing device regmdjng said at least one parameter and 

regarding movement ofthe sensing device Ielative to the form, and for interpreting said movement of the sensing device 

as it relates to said at least one patameter, the sensing device, when moved relative to the form, sensing the data 

5 regarding said at least one parameter using at least· some of the coded data· and generating the data regarding its own 

movement relative to the fonn. 

Jn a fifth aspect, the invention provides a system for enabling on1ine purchasing. the system including: 

a form including coded data indicative of an identity ofthe form; and 

a computer system for receiving ftom a sensing device data regarding an identify of the potential purchaser 

1 0 and the identity of the form, and for identifying.· from said received data, a purchasing transaction, the sensing device 

containing the data regarding the identity of the potential purdJaser and sensing the data Rg8l"ding the identity of the 

fonn using at least some ofthe coded data. 

Jn a sixth aspect, the invention provides a system for enabling online purchasing. the system including: 

a fmm including coded data indicative of an identity of the form; and 

15 a computer system for receiving from a sensing device data regarding an identity of the potential purchaser 

and the identity of the farm, and for identifying. from said received data, a purchasing transaction, the sensing device 

contaitring the data reganling the identity of the potential purchaser and sensing the data regarding the identity of the 

form using at least some of the coded data. 

Accordingly, the present invention provides a system and a method which utilizes one or more fonns 

20 capable of interacting with a computer system. Whilst the novel method and system of the present invention may be 

used in conjmi.ction with a single computer system. in a particularly preferred form it is designed to operate ovec a 

computer networlc, such as the Jntanet. Physic:ally, the form is disposed on a surface medimn of any suitable structure. · 

However, in a preferred arrangement, the fonn is disposed on sheet material such as paper or the like which has the 

coded data printed on it and which allows interaction with the computer system. The coded data is detectable 

25 preferably, but not exclusively, outside the visible spectrum. thereby enabling it to be machine-readable but 

substantially invisible to the hmnan eye. The form may also include visible material which provides information to a 

user, such as the application or pwpose of the form, and which visil>le infonnation may be registered or COITelate in 

position with the relevant hidden coded data. 

The system also includes a sensing device to convey data .from the form to the computer system. and in 

30 some instanc:es. to contribute additional data. Again. the sensing device may take a variety of fOimS but is preferably 

compact and easily portable. Jn a particularly preferred amngement, the sensing device is configured as a pen which is 

designed to be able to physically mark the form as well as to selectively enable the coded data from the fonn to be read 

and transmitted to the computer system. The coded data then provides control infonnation, configured such that 

designation thereof by a user causes instructions to be applied to the software numing on the computer system or 

35 network. 

The nature of the interaction between the fmm and the sensing device and the data that each con1ributes to 

the computer system may vary. In one arrangement, the coded data on the form is indicative of the identity of the fonn 

and of at least one reference point on that fonn. Jn another embodiment, the form includes coded data which is 

indicative of a parameter of the form, whereas the sensing device is operative to provide data regarding its own 

40 movement relative to that form to the computer system together with coded data from the form. In yet ·another 

ammgement, the fmm includes the coded data which at least identifies the form, and the sensing device is designed to 

provide, to the computer system. data based on the fonn coded data, and also on data which identifies the user of the 
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Jn a preferred ammgement. the system and method also employs specially designed printers to print the 

fmm. Further these printers constitute or form part of the computer system and are designed to n:c:eive data ftom the 

sensing devi(:C. As indicated above. the system and method of the invention is ideally suited to operate over a network. 

5 Jn this ammgement. the.printers are fully integrated into the network and allow fOr printing of the fonns on demand and 

also for distributing of the fonns usmg a mixture of multicast and pointcast CQDDD.unication protocols. 

Accordingly. in a preferred fmm, the present invention provides methods and systems which use a paper and 

pen based interface far a computer system. This provides many significant benefits over traditional computer systems. 

The advan1age of paper is that it is widely used to dispJay and~ infcmnation. Further. printed information is easier 

10 to read than information displayed on a computer scnen. Moreover, paper does not nm on batteries. can be read in 

bright light. or robustly accepts coffee spills or the like and is portable and disposable. Furthmnore. the system allows 

for hand-drawing and hand-writing to be captmed which affords greater richness of expression than input via a computer 

keyboard and mouse. 

The present invention therefore provides a novel system and method for enabling online purchasing making 

15 use of novel surface inter&ces. 

B~EFDESCRIPTIONOFDRAWINGS 

Preferred and other embodiments of the invention will now be described. by way of non-limiting example 

only. with refe:nmce to the acc:ompanying drawings. in which: 

Figure I is a schematic of a the relationship between a sample printed netpage.and its online page description; 

20 Figure 2 is a schematic view of a interaction between a netpage pen. a netpage printer, a netpage page server, and a 

netpage application server; 

Figure 3 illustrates a collection of netpage servers and printers interconnected via a netwnJk; 

Figure 4 is a schematic view of a high-level ~ of a printed netpage and its on1ine page description; 

Figure S is a plan view showing a structure of a netpage tag; 

25 Figure 6 is a plan view showing a relationship between a set of the tags shown in Figure S and a field of view of a 

netpage sensing de_vice in the form of a netpage pen; 

Figure 7 is a flowdlart of a tag image processing and decoding algoritlun; 

Figure 8 is a perspective view of a netpage pen and its associated tag-sensing field-of-view cane; 

Figure 9 is a perspective exploded view of the netpage pen shown in Figure 8; 

30 Figure 10 is a schematic block diagmm of a pen controller for the nctpage pen shown in Figures 8 and 9; 

Figure 11 is a perspective view of a wall-mounted netpage printer; 

Figure 12 is a section through the length of the netpage printer of Figure 11; 

Figure 12a is an enlarged portion of Figure 12 showing a section of the duplexed print engines and glue wheel assembly; 

Figure 13 is a detailed view of the ink cutrldge. ink, air and glue paths, and print engines of the netpage printer of 

35 Figures 11 and 12; 

Figure 14 is a schematic block diagram of a printer controller for the netpage printer shown in Figures 11 and 12; 

Figure 15 is a schematic block diagram of duplexed print engine controllers and MemjetTM printheads associated with 

the printer controller shown in Figure 14; 

Figure 16 is a schematic block diagram of the print engine controller shown in Figures 14 and J 5; 

40 Figure 17 is a perspective view of a single Mcmjet"IM printing element. as used in, for example. the netpage printer of 

Figures 10 to 12; 

Figure 18 is a perspective view of a small part of an mmy of MemjetTM printing elements; 
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Figure 19 is a series of perspective views illuslmting the operating cycle of the MemjetTM printing element shown in 

Figure13; 

Figure 20 is a perspec:ti.ve view of a short segment of a pagewidth MemjetTM printhead; 

Figure 21 is a schematic view of a user class diagram; 

5 Figure 22 is a schematic view of a printer class diagram; 

Figure 23 is a schematic view of a pen class diagram; 

Figure 24 is a schematic view of an application class diagram;, 

Figure 2S is a schematic view of a document and page description class diagram; 

Figure 26 is a 11Cbematic view of a document and page ownetsbip class diagram; 

1 0 Figure 27 is a schematic view of a terminal eleme:nt speciali7.ation class diagmm; 

Figme 28 is a schematic view of a static element specialimion class diagram; 

Figun= 29 is a schematic view of a hyperlink element class diagram; 

Figun= 30 is a schematic view of a hyperlink element special:i7.ation class diagram; 

Figure 31 is a schematic view of a hyperlinked group class diagram; 

15 Figure 32 is a schematic view of a fonn class diagram; 

Figure 33 is a schematic view of a digital ink class diagram; 

Figure 34 is a schematic view of a field element specialization class diagram; 

Figure 35 is a schematic view of a checkbox field class diagram; 

Figure 36 is a schematic view of a text field class diagram; 

20 Figure 37 is a schematic view of a signature field class diagram; 

Figure 38 is a .Oowclmt of an input processing algorithm; 

Figure 38a is a detailed flowclmt of one step of the flowchart of Figure 38; 

Figure 39 is a schematic view of a page server command element class diagram; 

Figure 40 is a schematic view of a resource description class diagram; 

25 Figure 41 is a schematic view of a favorites list class diagram; 

Figure 42 is a schematic view of a histozy Ii~ class diagram; 

Figure 43 is a schematic view of a subscription delivery protocol; 

Figure 44 is a schematic view of a hyperlink request class diagram; 

Figure 4S is a schematic view of a hyperlink activation protocol; 

30 Figure 46 is a schematic view of a fonn submission protocol; 

Figure 47 is a schematic view of a commission payment protocol; 

Figure 48 is a schematic view of a set of user interface Oow document icons; 

Figure 49 is a schematic view of a set of user interface page layout element icons; 

Figure SO is a schematic view of a merchant class diagram; 

35 Figure 51 is a schematic view of a customer class diagram; 

Figure 52 is a schematic vi~ of an order class diagram; 

Figure S3 is a schematic view of a payment class diagram; 

Figure S4 is a schematic view of a shipping method class diagram; 

Figure SS is a schematic view of a user interface flow for online purchasing; 

40 Figure S6 is a schematic view of a header section of a checkout page; 

Figure S7 is a schematic view of a shipping address section of a checkout page; 

Figure 58 is a schematic view of a shipping method section of a cheekout page; 
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Figure 59 is a schematic view: of a payment method section of a checkout page;· 

Figure 60 is a schematic view of an item list section of a checkout page; 

Figure 61 is a sc:hematic view of an order c:oDfirmation section of a checkout page; and 

Figure 62 is a schematic view of a footer section of a checkout page. 
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5 DETAILED DESCRIPTION OF PREFERRED AND OTHER EMBODIMENTS 

Note: Memjet™ is a trade matk ofSilverbrook Research~ Ltd. Australia. 

Jn the preferred embodiment, the invention is configured to work with the netpage netwmked computer 

system. a detailed overview of which follows. It wiJl be app.reciated that not every implementation will necessarily 

embody all or m:n most of the specific details and extensions discussed below in relation to the basic system. However. 

1 0 the system is described in its most complete fmm to reduce the need· for external reference when attempting to 

understand the context in which the preferred embodiments and aspects of the present invention operate.· 

In brief sunmwy. the preferred fonn of the netpage system emp]oys a computer interface in the fonn of a 

mapped surface. that is, a physical surface which contains references to ·a map of the surface maintained in a computer 

system. The map references can be queried by an appropriate sensing device, DejJending upon the specific 

15 implementation. the map references may be encoded visibly or invisibly, and defined in such a way that a local quezy on 

the mapped surface yields an unambiguous map reference both within the map and among different maps. The computer 

system can contain infmmation about features on the mapped surface. and such infonnation can be retrieved based on 

map references supplied by a sensing device used with the mapped surface. The information thus retrieved can take the 

fo.on of actions which are :initiated by the computer system on behalf of the· operator in response to the operator's 

20 interact.ion with the surface features. 

25 

In its preferred fcmn. the netpage system relies on the production of, and human interaction with, netpages. 

These are pages of text. graphics and images printed on ordinmy paper, but which work like interactive web pages. 

Infonnation is encoded on each page using ink which is substantially invisible to the unaided hmnan eye. The ink. 
however, and thereby the coded data, can be sensed by an optically imaging pen and transmitted to the nelpage system. 

In the preferred fonn, active buttons and hyperlinks on each page can be clicked with the pen to request 

infonnation :from the network or to signal preferences to a network server. In one embodiment. text written by hand on a 

netpage is automatically recogni7.ed and converted to computer text in the netpage gystem, allowing fonns to be filled in. 

In other embodiments. signatures recorded on a netpage are automatically verified, allowing e-eommerce transactions to 

be securely authori7.ed. 

30 As illustrated in Figure 1, a printed netpage 1 can represent a interactive form which can be filled in by the 

user both physically, on the printed page, and "electronically", via communication between the pen and the netpage 

system. The example shows a '~" form containing name and address fields and a submit button. The netpage 

consists of graphic data 2 printed using visible ink. and coded data 3 printed as a collection of tags 4 using invisible ink. 

The corresponding page description 5, stored on the netpage network, describes the individual elements of the netpage. 

35 Jn particular it describes the type and spatial extent (zone) of each interactive element (i.e. text field or button in the 

example), to allow the netpage system to correctly interpret input via the netpage. The submit button 6, for example, has 

a zone 7 which corresponds to the spatial extent of the corresponding graphic 8. 

As illustrated in Figure 2, the netpage pen 101, a preferred form of which is shown in Figures 8 and 9 and 

described in more detail below, works in conjwicti.on with a . netpage printer 601, an · Intemet-connected printing 

40 appliance for home, office or mobile use. The pen is wireless and communicates securely with the netpage printer via a 

short-range radio link 9. 

The netpage printer 601, a preferred form of which is shown in Figures 11 to 13 and described in more 
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detail below, is able to deliver, periodically or on demand, personalized newspape(s, magazines, catalogs, brochures and 

other publications, all printed at high quality as in1erac:tive netpages. Unlike a personal computer, the netpage printer is 

an appliance which can be, for example; wall-mounted adjacent to ail area where the mamllig news is first c:cmsumed. 
such as in a user's kitchen. near a breakfast table, or near the household's point of departure for the day. h also comes in 

5 tabletop, desktop, portable and miniature versions. 

Netpages printed at their point of co.nsmnption combine the ease-of-use of paper with the timeliness and 

in1erac:tivity of an interactive medimn. 

As shown in Figure 2. the netpage pen 101 interacts with the coded data on a printed netpage 1 and 

communicates. via a short-nmge radio link 9, the interaction to a nelpage printer. The printer 601 sends the intemction 

1 0 to the relevant netpage page server 10 for interpretation. Jn appropriate cin:umstances, the page server sends a 

couesponding message to application computer software running on a netpage application server 13. The application 

server may in tum send a response which is priDted on the originating printer. 

The net.page system is made conaiderably more convenient in the preferred embodiment by being used in 

conjunction with high-speed microelectromechanical System (MEMS) based inkjet (MemjetTM) printers. Jn the preferred 

15 fOJUl of this technology, relatively high-speed and high-quality printing is made more affordable to COllSUIJlers. In its 

preferred fonn, a netpage publication has the physical cbaracteristics of a traditional newsmagazine. such as a set of 

letter-size glossy pages printed in full color on both sides, bound together for easy navigation and comfortable handling. 

The netpage printer exploits the growing availability of broadband Internet access. Cable service is 

available to 95% of households in the United States, and cable modem service offering broadband Internet access is 

20 already available to 20% of these. The netpage printer can also operate with slower connections, but with longer 

delivery times and lower image quality. Indeed, the netpage system can be enabled using existing consumer inkjet and 

laser printers. although the syst.em will operate more slowly and will therefore be less acceptable from a.COllSUlller's 

point of view. In other embodiments. the netpage system is hosted on a private intranet. Jn still other embodiments, the 

netpage system is hosted on a single computer or computer-enabled device, such as a printer. 

25 Netpage publication servers 14 on the netpage network are configured to deliver print-quality publications 

to netpage printers. Periodical publications are delivered automatically tO subscribing netpage printers via pointcasting 

and multicasting Internet protocols. Personalized publications are filtered and formatted· according to individual user . 

profiles. 

A ne1page printer can be configured to support any number of pens, and a pen can work with any number of 

30 netpage printers. Jn the preferred implementation, each ne1page pen has a unique identifier. A household may have a 

collection of colored netpage pens, one assigned to each member of the &mily. This allows each user to maintain a 

distinct profile with respect to a netpage publication server or application server. 

A netpage pen can also be registered with a netpage registnrtion server 11 and linked to one or more 

payment card accounts. This allows e-commerce payments to be securely authorized using the netpage pen. The netpage 

35 registration server compares the signatw'e captured by the netpage pen with a previously registered signature, allowing it 

to authenticate the user's identity to an e-commerce server. Other biometrics can also be used to verify identity. A 

version of the netpage pen includes fingerprint scanning, verified in a similar way by the netpage registration server. 

Although a netpage printer may deliver periodicals such as the morning ·newspaper without user 

intervention, it can be configured never to deliver unsolicited junk mail. Jn its preferred fonn, it only delivers periodicals 

40 from subsc:ribed or otherwise authorized souices. Jn this respect, the netpage printer is unlike a fax machine or e-mail 

account which is visible to any junk mailer who knows the telephone nmnber or email address. 
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1 NETPAOE SVSTEM ARcHITEcTURE .· ·. 

· Each object model in the system is described using a Unified. Modeling Language (UML) class diagram. A 

class diagram consists of a set of object classes Connected by reJaticmships, and-two Jcinds of relationships are of interest 

here: associations and gem:ralimti.cms. An association represents some kind of Ielatianship between objects, ie. between 

5 instances of classes. A generali7.ation relates actual classes, and can be und!:ntood in the following way: if a class is 

thought of as the set of all objects of that class, and class A is a generalimtion of class B. then B is simply a subset of A 

The UML does not directly support second-order modelling - ie. classes of classes. 

Each class is dmwn as a rectangle labelled with the name of the class. 1t contains a list of the atlributes of 

the class, separated from the mme by a horimntal line. and. a list of the operations of the class, separated .:from the 

10 atlribute list by a horizontal line. Jn the class diagrams which follow. however. operatiolls.are never modelled. 

An association is drawn as a line joining two classes, optionally Jabelled at either end with the multiplicity 

of the association. The defimlt multiplicity is one. An asterisk.(*) indicates a multiplicify of"many". ie. zero or more. 

Each association is optionally Jabelled with its name. and is also optionally labelled at either end with the role of the 

corresponding class. An open diamond indic8tes an aggregation association ("is-part-of'), and is ~at the aggregator 

15 end of the association line. 

20 

A generalization relationship ("is-a") is drawn as a solid line joining two classes. with an mow (in the fonn 

of an open triangle) at the generalimtion end. 

When a class diagram is broken up into multiple diagrams. any class which is duplicated is shown with a 

dashed outline in all but the main diagram which defines it. It is shown with attnbutes Qllly where it is~ 

1.1 NETPAGES 

Netpaps are the foundation on which a netpage network is built They provide a paper-based user interface 

to published information and interactive services._ 

A netpage consists of a printed page (or other surface region) invisibly tagged with references to an on1ine 

clescription of the page. The online page description is· maintained persisten.Uy by a netpage page server. The page 

25 description describes the visible layout and content of the page. including text, graphics and images. It also describes the 

input elements on the page, including buttons,, hyperlinks, and input fields. A llelpage iiilows markings made with a 

netpage pen on its surface to be simultaneously captured and processed by the netpage system. 

Multiple netpages can share the same page description. However, to allow input through otherwise identical 

pages to be distinguished,. each netpage is assigned a unique page identifier. This page ID has sufficient precision to 

30 distinguish between a very large number of netpages. 

Each reference to the_ page description is encoded in a printed tag. The tag idelrtifies the unique page on 

which it appears. and thereby indirectly identifies the page description. The tag also identifies i1s own position on the 

page. Characteristics of the tags are described in~ detail_ below. 

Tags are printed in infrared..absOive ink on any substrate which is infrared-reflective, such as ordinary 

35 paper. Near-infrared wavelengths are invisible to the luunan eye but are easily sensed by a solid-state image sensor with 

an appropriate filter. 

A tag is sensed by an area image sensor in the netpage pen. and the tag data is transmitted to the netpage 

system via the nearest netpage printer. The pen is wireless and communicates with the netpage printer via a short-range 

radio link. Tags are sufficic:nUy small and densely arranged that the pen can reliably image at least one. tag even on a 

40 single click on the page. It is important that the pen recognize the page ID and position on every interaction with the 

page, since the interaction is stateless. Tags are error-co:treetably encoded to make them partially tolerant to surface 

damage. 
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The netpage page SeJ"Vet maintains a unique page instance for each printed netpage, allowing it to maintain 

a distinct set of user-supplied values for input fields in the page description for each printed ne1page. 

The Ielationsbip between the page descri.pticm, the page instance, and the printed netpage is shown in 

Figure 4. The page :instance is associated with both the nelpage printer which printed it and, iflcnown, the netpage user 

5 who requested it 

1.2 NETPAGETAGS 

1.2.1 Tag Data Content 

In a prefmed fonn. each tag identifies the region in which it appears. and the location of that tag within the 

region. A tag may also contain flags which relate to the region as a whole or to :the tag. One or more flag bits may. fot 

10 example. signal a tag sensing device to prcmde feedback indicative of a function associated with the immediate area of 

the tag. without the sensing deYice having to refer to a description of the region. A netpage pen may, for example, 

illuminate an "active area» LED when in the zone of a hyperlink. 

As will be more clearly explainecl below, in a preferred embodiment, each tag contains an easily recognized 

invariant strw:ture which aids initial detection. and which assists in minimizing the effect of any wmp induced by the 

15 surf8ce or by the sensing process. The tags preferably tile the entire page, and are sufficiently small and densely 

arranged that the pen can reliably image at least one tag even on a single click on the page. It is important that the pen 

recognjze the page ID and position on every interaction with the page, since the interaction is stateless. 

In a preferred embodiment, the region to which a tag refers coincides with an entire page, and the region ID 

encoded in the tag is therefore synonymous with the page ID of the page on which the tag appears. Jn other 

20 embodiments. the region to which a tag refers can be an arbitrary subregion of a page or other surface.· For example, it 

can coincide with the zone of an interactive element, in which case the region ID can directly identify the interactive 

element. 

25 

Table 1-Tag data 

Fleld Precision (bits) 

Region 10 100 

Tag 10 16 

Flags 4 

Total 120 

Each tag contains 120 bits of infonnaticm, typically allocated as shown in Table 1. Assuming a maximum 

tag density of 64 per square inch, a 16-bit tag ID supports a region size of up to 1024 square inches. Larger regions can 

be mapped continuously without increasing the tag ID precision simply by using abutting regions and maps. The 100-bit 

region ID allows 2100 (-1030 or a million trillion trillion) different regions to be uniquely identified. 

1.2.2 Tag Data Encoding 

30 The 120 bits of tag data are redundantly encoded using a (15, 5) Reed-Solomon code. This yields 360 

encoded bits consisting of6 codewords of 15 4-bit symbols each. The (15. 5) code allows up to 5 symbol errors to be 

COirCCted per codeword, i.e. it is tolerant of a symbol error rate of up to 33% per codeword. 

Each 4-bit symbol is represented in a spatially coherent way in the tag, and the symbols of the six 

codewords are interleaved spatially within the tag. This ensures that a burst error (an error affecting multiple spatially 

35 adjacent bits) damages a minimmn number of symbols ove.rall and a minim.tun nwnber of symbols in any one codeword, 

thus maximising the likelihood that the burst error can be fully corrected. 

,· .. ·. 
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1.2.3 Physical Tag structure 

The physical representaticm of the tag, shown in Figure S, includes fixed target structures -15, 16, 17 and 

variable data areas 18. The fixed target stmctures allow a sensing device such as the ne1.page pen to detect the tag and 

infer its three-dimensional orientation relative to the sensor. The data areas contain representations of the indimual bits 

5 of the encoded tag data. 

10 

To achieve proper tag reproduction. the tag is rendered at a resoluticm of 256x2S6. dots. When printed at 

1600 dots per inch this yields a tag with a diameter of about 4 mm. At this resolution the tag is designed to be 

surrounded by a "quiet area" of radius 16 dots. Since the quiet area is also contributed by adjacent tags. it only adds 16 

dots to the effective diameter of the tag. · 

The tag includes six target structures. A detec:tion ring 15 allows the sensing deVice to initially detect the 

tag. The ring is easy to detect because it is rotationally invariant and because a· simple co.mction of its aspect mtio 

:removes most of the etreets of perspective distortion. An orientation axis 16 allows the sensing device to dete:r:mine the 

approximate planar orientation of the tag due to the yaw of the sensor. The orientation axis is skewed to yield a unique 

orientation. Four perspective targets 17 allow the sensing device to infer an accurate two-dimensional perspective 

15 transform of the tag and hence an accurate tbrC»dimension position and orientation of the tag relative to the sensor. 

All target structures are redundantly large to improve the.ir immunity to noise. 

The overall tag shape is circular. This supports. amongst other things. optimal tag packing on an irregular 

triangular grid. In combination with the circular detection ring. this makes a circular arrangement of data bits within the 

tag optimal. To maximise its size. each data bit is repesented by a radial wedge in the fonn of an area bounded by two 

20 radial lines and two concentric circular arcs. Each wedge has a minimuin dimension of 8 dots at 1600 dpi and is 

designed so that its base (its inner arc). is at least equal to this minimmn dimension. The height of the wedge in the 

radial direction is always equal to the minimmn dimension. Each 4-bit data symbol is represented by an 8JI8Y of 2x2 

wedges. 

The 15 4-bit data symbols of each of the six codewords are allocated to the four. concentric symbol rings 18a 

25 to 18d in interleaved fashion. Symbols are allocated alternately in circular progression arowid the tag. 

The interleaving is designed to maximise the average spatial distance between any two symbols of the same 

In order to support "single--click" interaction with a tagged region via a sensing device, the sensing device 

must be able to see at least one entire tag in its field of view no matter where in the region or at what orientation it is 

30 positioned. The requited diameter of the field of view of the sensing device is therefore a function of the size and 

spacing of the tags. 

Assmning a circuJar tag shape. the minimwn diameter of the sensor field of view is obtained when the tags 

are tiled on a equilateral triangular grid, as shown in Figure 6. 

1.2.4 Tag Image Processing and Decoding 

35 The tag image processing and decodllig performed by a sensing device such as the netpage pen is shown in 

Figure 7. While a captured image is being· acquired from the image sensor. the dynamic mnge. of the image is 

determined (at 20). The center of the range is then chosen as the binary threshold for the image 21. The image is then 

thresholded and segmented into connected pixel regions (i.e. shapes 23) (at 22)'. Shapes which are too small to represent 

tag target structures are discarded. The size and centroid of each shape is also computed. 

40 Binaiy shape moments 25 are then computed (at 24) for each shape. and these provide the basis for 

subsequently locating target structures. Central shape moments are by their nature invariant of position, and can be 

easily made invariant of scale, aspect ratio and rotation. 
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The ring target structure 15 is the fiist to be located (at 26). A ring has the advantage of being very well 

behaved when perspecti.ve-distorted MatChing proceeds by aspect-normaiizing and rotBtion-nnnnalizing each shape's 

JllQllKmfs. Once its seoond-order moments are no.noalized the ring is easy to recognize even if the perspective distortion 

was significant. The ring's original aspect and rot8ti0n 27 together provide a useful approximation of the perspective 

5 transfonn. 

The axis target structure 16 is the next to be located (at 28). Mat:ehing proceeds by applying the ring's 

nmmalizations to each shape's moments. and rotation-nonnalizing the resulting moments. Once its second-order 

moments are nonnalized the axis target is easily recognized; Note that one third order moment is required to 

disambiguate the two possll>le orientations of the axis. The shape is deliberately skewed to one side to make this 

10 possible. Note also that it is only poSSil>le to rotation-ncmnali7.e the axis target after it has had the ring's nor.malimtions 

applied, since the perspective distortion can hide the axis target's axis. The axis target's· original rotation provides a 

useful approximation ofthe tag's rotation due to pen yaw29. 

The four perspective target structnres 17 are the last to be located (at 30). Good estimates oftheir positions 

are computed based on their known spatial relationships to the ring aild axis targets. the aspect and rotation of the ring, 

15 and the rotation of the axis. Matching proceeds by applying the ring's nonnalli:ations to each shape's moments. Once 

their second-onier moments are ncmn8lized the circular perspective targets are easy to recognize, and the target closest 

to each estimated position is taken as a match. The miginal centroids of the four perspective targets are then taken to be 

the perspective-distorted comers 31 of a square of known ·size in tag space. and an eigh~f-freedom perspective 

transfonn 33 is inferred (at 32) based on solving the Well-understood equations relating the four tag-space and image-

20 space point pairs (see Heckbert, P., Fundamentals of Texture Mapping and Image Warping, Masters Thesis~ DeJ>t. of · 

EECS, U. of Califo.mia at Berkeley, Technical Report No. UCB/CSD 891516, June 1989, the contents of which are 

hemn incorporated by cross-reference). 

The inferred tag-space to image-space perspective transfonn is usCd to project (at 36) each known data bit 

position in tag space into image space where the real-viilued position is used to bilinearly inteJpolate (at 36) the four 

25 relevant adjacent pixels in the input image. The previously computed image threshold 21 is used to threshold the result 

to produce the final bit value 37. 

Once all 360 data bits 37 have been obtained in this way, each of the six 60-bit Reed:.Solomon codewords is 

decoded (at 38) to yield 20 decoded bits 39. or 120 decoded bits in total. Note that the codeword symbols are sampled in 

codeword order, so that codewords are implicitly de-interleaved during the sampling process. 

30 The ring target 1 S is only sought in a subarea of the image whose relationship to the image guarantees that 

the ring, if found, is part of a complete tag. If a complete tag is not found and successfully decoded, then no pen position 

is reconted for the current ftame. Given adequate procesSing power and ideally a non-minimal field of view ·193, an 

alternative strategy involves seeking another tag in the curn:nt image. 

The obtained tag data indicates the identity of the region containing the tag and the position of the tag 

35 within the region. An accurate position 35 of the pen nib in the region, as Well as the overall mientation 35 of the pen, is 

then inferied (at 34) from the perspective transfonn 33 observed oo.·the tag ·and the known spatial relationship between 

the pen's physical axis and the pen's optical axis. 

1.2.5 Tag Map 

Decoding a tag results in a region ID, a tag ID. and a tag-relative pen transfonn. Before the tag ID and the 

40 tag-relative pen location can be translated into an absolute Jocation within the tagged region, the location of the tag 

within the region must be known. This is given by a tag map, a fimction which maps each tag ID in a tagged region to a 

couesponding location. The tag map class diagram is shown in Figure 22, as part of the netpage printer class diagram. 
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A tag map :reflects the ~ used t.o tile the smface region with tags. and tbis can vmy according to 

surface type. When multiple tagged regions share.the same tiling scheme and the same tag numbering scheme. they am 

also sbm: the same tag map. 

The tag map for a region must be retrievable via the Iegion ID. Thus. given a region ID. a tag ID and a pen 

5 1ransfcmn. the tag map can be retrieved, the tag ID can be tnmslated into an. absolute tag location within the region. and 

the tag-relative pen location.can be added t.o the tag location t.o yield an. absolute pen location within the n:gian. 

1.2.6 Tagging Schemes 

Two distinct surface coding schemes are of interest, both of which use .the tag structure described earlier in 

this section. The preferred coding scheme uses "location-jndicating" tags as already discussed. An altemative coding 

1 0 scheme uses object-lltdicating tags. 

A location-indicating tag contains a tag ID which, when tnmslated through the tag map associated with the 

tagged region. yields a unique tag location within the n:gion. The tag-relative location of the pen is added to this tag 

location to yield the location of the pen within the region. This in tum is used to detcnnine the location of the pen 

relative to a user inteJface element in the page description associated with the region. Not only is the user interface 

15 element itself identified. but a location relative to the user interfaee element is identified. Location-indicating tags 

therefore trivially support the capture of an absolute pen path in the zone. of a particular user mterface element. 

An object-lltdicating tag contains a tag ID which directly identifies a user inter18ce element m the page 

description associated with the region. AU the tags m the zone of the user interface ~t identify the user interface 

element, making them all identical and therefore indistinguishable. Object-llldicating tags do not. therefore. support the 

20 capture of an absolute pen path. They do. .however. support the capture of a relative pen path. So long as the position 

sampling frequency exceeds twice the encountered tag frequency. the displacement from one sampled pen position to the 

next within a stroke can be unambiguously detenDined. 

With either tagging scheme, the tags function m cooperation with associated visual elements on the netpage 

as user mteractive elements m that a user can interact with the printed page using an appropriate sensing device m order 

25 for tag data to be read by the sensing device and for an appropriate response to be generated in the netpage system. 

1.3 DOCUMENT AND PAGE DESCRIPTIONS 

A preferred embodiment of a document and page description class diagram is shown m Figures 25 and 26. 

Jn the netpage system a document is described at three levels. At the most abstmct level the document 836 

has a hierarchical structure whose tenninal elements 839 are associated with content objects 840 such as text objects, 

30 text style objects. image objects. etc. Once the document is printed on a printer with a particular page size and according 

to a particular user's scale factor preference. the document is pagmated and otherwise formatted. Formatted t:enninal 

elements 835 will in some cases be associated with content objects which are different from those associated with their 

COITeSpOllding terminal elements. particularly where the content objects are style-related. Each printed mstance of a 

document and page is also described separately. to allow lllput captmed through a particular page instance 830 to be 

35 recorded separately from input captured through other instances of the same page description. 

40 

The presence of the most abstract document description on the page server allows a user to request a copy of 

a document without being fon:ed to accept the source document's specific fonnat. The user may be requesting a copy 

through a printer with a mfferent page size, for example. Conversely, the presence of the formatted docmnent 

description on the page server allows the page server t.o efficiently interpret user actions on a particular printed page. 

A formatted document 834 consists of a set of formatted page descriptions 5, each of which consists of a set 

of for.matted terminal elements 835. Each fonnatted element has a spatial extent.or zone 58 on the page. This defines the 

active area of input elements such as hyperlinks and input fields. 
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A document instance 831 cmn:sponds to a formatted docwnent 834. It consists of a set of page instances 

830, each of which com:sponds to a page description 5 of the formatted document. Each page instance 830 describes a 

single unique printed netpage l, and records the page ID 50 of the netpage. A page instance is not part of a document 

instance if it represents a copy of a page requested in isolaticm. 

5 A page instance consists of a set of tamina1 element instances 832. An element instance only exists if it 

records instance-specif infomiation. Thus, a hyperlink instance exists for a hyperlink element because it records a 

tnmsaction ID 55 which is specific to the page instance, and a field instance exists for a field element because it recotds 

input specific to. the page instance. An element instance does not exist, however, for static elements such as t.extflows. 

A tenniDal element can.be a static element 843, a hyperlink element 844, a field element 845 or a page 

10 server command element 846, as shown in Figure 27. A static element 843 can be a style element 847 with an 

associated style object 854, a textflow element 848 with an associated Styled text object 855, an image element 849 with 

an associated image element 856, a graphic element 850 with an associated graphic object 857, a video clip element 851 

with an associated video clip object 858, an audio clip element 852 with an associated audio clip object 859, or a script 

element 853 with an associated script object 860, as shown in Figure 28. 

15 A page instance has a background field 833 which is used to record any digital ink captured on the page 

20 

which does not apply to a specific input element. 

In the preferred fOII11 of the invention, a tag map 811 is associated with each page instance to allow tags an 

the page to be translated into locations an the page. 

1.4 THE NETPAGE NETWORK 

In a preferred embodiment, a netpage network consists of a distributed set of netpage page servers 10, 

netpage registration servers 11, netpage ID servers 12, netpage application servers 13, netpage publication servers 14, 

and netpage printers 601 connected via a netwoik 19 such as the Internet, as shown in Figure 3. 

The netpage registration server 11 is a server which records Iclationships between users, pens, printers,. 

applications and publications, and thereby a~orizes various network activities. It authenticates users and acts as a 

25 signing proxy on behalf of authenticated users in application transactions. It also provides handwriting recognition 

services. As descn"bed above, a netpage page server 10 maintains persistent information about page descriptions and 

page instances. The netpage network includes any number of page· servers, each hand1ing a subset of page instances. 

Since a page server also maintains user input values for each page instance, clients such as ne1page printers send 

netpage input directly to the appropriate page server. The page· server intelprets any such input relative to the 

30 description ofthe conesponding page. 

A net,page ID server 12 allocates document IDs S l on demand, and provides load-balancing of page servers 

via its ID allocation sclleme. 

A netpage printer uses the Intemet Distributed Name System (DNS). or sUnilar, to resolve a netpage page 

ID SO into the network address of the netpage page server handling the corresponding page instance. 

35 A netpage application server 13 is a server which hosts interactive netpage applications. A netpage 

publication server 14 is an application server which publishes netpage documents to netpage printers. They are 

described in detail in Section 2. 

Netpage servers can be hosted on a variety of network server platfonns from manufacturers such as IBM, 

Hewlett-Packard, and Sun. Multiple netpage servers can nm concurrently on a single host, and a single server can be 

40 distributed over a munber of hosts. Some or all of the fimctionality provided by netpage servets, and in partiCular the 

fimctionality provided by the ID server and the page server. can also be provided directly in a netpage appliance such as 

a netpage printer, in a computer workstation, or on a local network. 
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1.5 THE NETPAGE PRINTER 

The netpage printer 601 is an appliance which is registered with the netpage system and· prints netpage 

documents on demand and via subscription. Each printer has a tmique printer ID 62. and is connected to the netpage 

network via a network such as the Jntemet. ideally via a broadband connec:tion. 

5 Apart from identity.and security settings in non-volatile memmy. the netpage· printer contains no persistent 

storage. As far as a user is concemed. "the network is the computer". Netpages function interactively across space and 

time with the help of the distributed netpage page servers 10, independently of particular netpage printers. 

The netpage printer receives subscribed netpage documents from netpage publication servers 14. Each 

document is distributed in two parts: the page layouts, and the actual text and image objects which populate the pages. 

1 0 Because of perscmalimtion. page layouts are typically specific to a particular subscriber and so are pointcast to the 

subscn"ber's printer via the appropriate page server. Text and image objects, on the other hand, are typically sbaied with 

other subscribers, and so are multicast to all subscribers' printers and the appropriate page servers. 

The netpage publication server optimizes the segmentation of d()CUDlellt content into pointcasts and 

multicasts. After receiving the pointc:ast of a document's page layouts, the printer knows which multicasts, if any, to 

15 listen to. 

Once the printer has received the complete page layouts and objects that define the document to be printed, 

it can print the document. 

The printer rasterizes and prints odd and even pages simultaneously on both sides of the sheet. It cont.a.ins 

duplexed print engine controllers 760 and print engines utilizing MemjetTM printheads 350 for this pwpose. 

20.. The printing process ~ of two decoupled stages: 111Sterization of page descriptions. and expansion and 

printing of page images. The raster image ~esso.r (RIP) consists of one or more standard DSPs 757 numing in parallel. 

The duplexed print engine controllers consist of custom processors which expand, dither and print page images in real 

time, synchronized with the operation of the printheads in the print~-

Printers not enabled for IR printing have the option to print tags using IR-absOlptive ~ack ink, although this 

25 restric:ls tags to otherwise empty areas of the page. Although such pages have more limited fimctionality than IR-printed 

pages. they are still classed as netpages. 

A nonnal netpage printer prints netpages on sheets of paper. More specialised netpage printers may print 

onto more specialised surfaces. such as globes. Each printer supports at least one surface type. and supports at least one 

tag tiling scheme, and hence tag map. for each surface type. The tag map 811 which describes the tag tiling scheme 

30 actually used to print a document becomes associated with that docwnent so that the document's tags can be com:ctly 

intelpreted. 

Figure 2 shows the netpage printer class diagram, reflecting printer-related information maintained by a 

registration server 11 on the netpage network. 

A preferred embodiment of the netpage printer is described in greater detail in Section 6 below, with 

35 . merence to Figures 11 to 16. 

1.5.1 Memjet™ Printheads 

The netpage system can operate using printers made with a wide nmge of digital printing technologies. 

inclwling thermal inkjet, piezoelectric inkjet, laser electrophotograph and others. However. for wide consumer 

acceptance, it is desirable that a netpage printer have the following characteristics: 

40 • photographic quality color printing 

high quality text printing 

• high reliability 
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• low printer cost 

• low ink cost 

• low paper cost 

• 
• 
• 
• 
• 
• 

simple operation 

nearly silent printing 

high printing speed 

simultaneous double sided printing 

compact fOIDl factor 

low power consumption 

-15-

No commercially available printing technology has all of these cbaracteristics. 
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To enable to production of printers with these characteristics, the present applicant has invented a new print 

technology. referred to as MemjetTM technology. MentjetTM is a drop-on-demand inkjet technology that incorporates 

pagewidth printheads fabricated using microelectromechanical systems (MEMS) technology. Figure 17 Shows a single 

printing element 300 of a Memjet™ printhead. The netpage wallprinter incorporates 168960 printing elements 300 to 

15 fmm a 1600 dpi pagewidth duplex printer. This printer simultaneously prints cyan. magenta. yellow. black. and inftared 

inks as well as paper conditioner and ink fixative. 

20 

The printing element 300 is approximately 110 microns long by 32 microns wide. AII'ays of these printing 

elements are fo.nned on Ii silicon substrate 301 that incoJporates CMOS logic. data transfer, timing. and drive cilcuits 

(not shown). 

Major elements of the printing element 300 are the nozzle 302, the nozzle rim 303, the nozzle chamber 304. 

··the fluidic seal 305, the ink chaDnel rim 306, the lever arm 307, the active actuator beam pair 308,·the passive actuator 

beam pair 309, the active actuator anchor 310, the passive actuator anchor 311. and the ink inlet 312. 

The active actuator beam pair 308 is mechanically joined to the passive actuator beam pair 309 at the join 

319. Both beams pairs are anchored at the.irrespective anchor points 310 and 311. The combination of elements 308, 

25 309, 310, 311, and 319 fmm a cantilevered electrothennal bend actuator 320. 

30 

Figure 18 shows a small part of an may of printing e1ern.ents 300, including a cross section 315 of a 

printing element 300. The cross section 315 is shown without ink, to clearly show the ink inlet 312 that passes through 

the silicon wafer 301. 

Figures 19(a). 19(b) and 19( c) show the operating cycle of a Memjet'IM printing element 300. 

Figure 19(a) shows the quiescent position of the ink meniscus 316 prior to printing an ink droplet Ink is 

retained in the nozzle chamber by smface tension at the ink meniscus 316 and at the fluidic seal 305 formed between the 

nozzle chamber 304 and the ink channel rim 306. 

While printing. the priJithead CMOS circuitry distributes data from the print engine controller to the correct 

printing element, latches the data, and buffers the data to drive the electrodes 318 of the active actuator beam pair 308. 

35 This causes an e1ectrica1 cmrent to pass through the beam pair 308 for about one microsecond, resulting in Joule 

heating. The temperature increase resulting .from Joule heating causes the beam pair 308 to expand . .AJJ the passive 

actoator beam pair 309 is not heated, it does not expand, resulting in a stress diffeience between the two beam pairs. 

This stress difference is partially resolved by the cantilevered end of the electrothermal bend actuator 320 bending 

towards the substrate 301. The lever arm 307 tmnsmits this movement to the nozzle chamber 304. The nozzle chamber 

40 304 moves about two microns to the position shown in Figure 19(b ). This increases the ink pressure, forcing ink 321 out 

of the nozzle 302, and causing the ink meniscus 316 to bulge. The nozzle rim 303 prevents the ink meniscus 316 from 

spreading across the surface of the nozzle chamber 304. 
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As the temperature of the beam paiis 308 and 309 equali7.es, the actuator 320 retmns to its original 

position. This aids in the break-otrofthe ink droplet 317 from the ink 321 in the nozzle chamber, as shown in Figure 

19(c). The nozzle chamber is refilled by the action of the smfacetension at the meniscus 316. 

Figure 20 shows a segment of a printhead 350. Jn a netpage printer, the length of the printhead is the full 

5 width of the paper (typically 210 mm) in the direction 351. The segment shown is 0.4 mm long (about 0.2% of a 

complete printhead). When~ the paper is moved past the fixed prlnthead in the direction 352. The printhead has 

6 rows of interdigitated printing elements 300, printing the six colors or~ of ink supplied by the ink inlets 312. 

To protect the fragile smface of the printhead during operation. a nozzle guard wafer 330 is attached to the 

printhead substrate 301. For each nozzle 302 there is a conesponding nozzle guard hole 331 through which the ink 

10 drop1ets are fired. To prevent the nozzle guard hQles 331 ft.om becoming blocked by paper fibers or other debris, filtered 

air is pumped through the air inlets 332 and out ofthe nozzle guard holes during printing. To prevent ink 321 ftom 

dJying, the nozzle guard is sealed while the printer is idle. 

1.6 The Netpage Pen 

The active sensing device of the netpage system is typically a pen 101, which. using its embedded controller 

15 134, is able to capture and decode IR position·tags from a page via an image sensor. The image sensor is a solid-state 

device provided with an appropriate filter to permit sensing at only near-inftared wavelengths. As described in more 

detail below, the system is able to sense when the m'b is in contact with the surface, and the pen is able to sense tags at a 

sufficient mte to captme human handwriting (ie. at 200 dpi or greater and 100 Hz or faster). Infonnation captured by 

the pen is encrypted and wirelessly transmitted to the printer (or base station}, the printer or base station mterpn:ting the 

20 data with respect to the (known) page structure, 

The preferred embodiment of the ne1page pen operates both as a normal marking ink pen and a8 a non­

marking stylus. The marking aspect. however,· is not necessmy for using the netpage system as a browsing system, such 

as when it is used as an Jntcmet interface. Each netpage pen is registered with the netpage system and has a unique pen 

ID 61. Figure 23 shows the netpage pen class diagram. reflecting pen-related infor.m&tion maintained by a registration 

25 server 11 on the netpage network. 

When either nib is in contact with a netpage, the pen determines its position l!lld orientation relative to the 

page. The nib is attached to a force sensor, and the force on the nib is mteipreted relative to a threshold to indicate 

whether the pen is "up" or ••c1own". This allows a interactive element on the page to be •clicked' by pressing with the 

pen nib, in order to request, say, info.nnation from a network. Furtheml.Ore, the force is captured as a continuous value to 

30 allow, say, the full dynamics of a signature to be verified. 

The pen detennines the position and orientation of its nib on the netpage by imaging, in the inftared 

spectrum, an area 193 of the page in the vicinity of the nib. It decodes the nearest tag and computes the position of the 

nib relative to the tag from the observed perspective distortion on .the imaged tag and the known geometry of the pen 

optics. Although the position resolution of the tag may be low, because the tag density on the page is inversely 

35 proportional to the tag size, the adjusted position resolution is quite high, exceeding .the minimwn resolution required 

for accurate handwriting recognition. 

Pen actions relative to a netpage are captured as a ~es of strokes. A stroke consists of a sequence of time­

stamped pen positions on the page, initiated by a pen-down event and completed by the subsequent pen-up event. A 

stroke is also tagged with the page ID SO of the netpage whenever the page ID changes, which, under nonnaJ. 

40 circumstances, is at the commencement of the stroke. 

Each netpage pen has a cmrent selection 826 associated with it, allowing the user to perfOIDl copy and paste 

operations etc. The selection is Wnestamped to allow the system to discard it after a defined time period The cmrent 
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selection descn'bes a region of a page instance. It consists of the most recent digital ink stroke captured through the pen 

mJative to the background an:a of the page. It is intapreted in an application-specific manner once it is submitted to an 

application via a selection hyperlink activation. 

Each pen has a cum:nt m'b 824. This is the nib last notified by the pen to the system. In the case of the 

5 default netpage pen described above, either the madcing bJack ink nib or the non-marlcing stylus nib is cmrent. ·Each pen 

also has a cmn:nt nib style 825. This is the nib style last associated with the pen by an application, e.g. in response to 

the user selecting a color from a palette. The default nib style is the nib style associated with the current nib. S1rokes 

captured through a pen are 'tagged with the cmrent m'b style. When the strokes are subsequently reproduced, they are 

10 
ieproduced in the nib style with which they are tagged 

Whenever the pen is within range of a printer with which it can communicate, the pen slowly flashes its 

"online" LED. When the pen fails to decode a stroke relative to the page, it momentarily activates its "error" LED. 

When the pen succeeds in decoding a slroke telative to the page, it IDDDUmtarily activates its "ok" LED. 

A sequence of captured strokes is referrecl to as digital ink. Digital ink fonns the basis for the digital 

exchange of drawings and handwriting, for on1ine recognition of handwriting, and for on1ine verification of signatures. 

15 The pen is wireless and 1Ian.smits digital ink to the netpage printer via a short-range radio link. The 

tmnsmitted digital ink is encrypted for privacy and security and packeti7.ed for efficient transmission, but is always 

flushed on a pen-up event to ensure timely handling in the printer. 

When the pen is out-of-range of a printer it butre.ts digital ink in internal memory, which has a capacity of 

over ten minutes of continuous haruiwriting. When the pen is once again within range of a printer, it transfers any 

20 buffered digital ink. 

A pen can be registered with any number of printers, but because all state data resides in netpages both on 

paper and on the networlc, it is largely immaterial which printer a pen is communicating with at any particular time. 

A preferred embodiment of the pen is described in greater detail in Section 6 below, with reference to 

Figures 8 to 10. 

25 1.7 NETPAGE INTERACTION 

The ne1page printer 601 receives data relating to a stroke from the pen 101 when the pen is used to interact 

with a netpage 1. The coded data 3 of the tags 4 is read by the pen when it is used to execute a movement, such as a 

stroke. The data allows the identity of the particulltt page and associated interactive element to be determined and an 

indication of the reJative positioning of the pen relative to the page to be obtained. The indicating data is transmitted to 

30 the printer, where it resolves, via the DNS. the page ID 50 of the stroke into the network address of the netpage page 

server 10 which maintains the corresponding page instance 830. It then tmnsmits the stroke to the page server. If the 

page was recently identified in an earlier stroke, then the printer may already have the address of the relevant page 

server in its cache. Each nelpege caosists of a compact page layout maintained persistently by a netpage page server (see 

below). The page layout re~ers to objects such as images. fonts and pieces of text, typically stored elsewhere on the 

35 netpage netwotk. 

When the page server receives the stroke from the pen. it retrieves the page description to which the stroke 

applies, and detennines which element of the page description the stroke intersects. It is then able to inte.tpret the stroke 

in the context of the type of the relevant element. 

A "click" is a stroke where the distance and time between the pen down position and the subsequent pen up 

40 position are both less than some small maximum. An object which is activated by a click typically requires a click to be 

activated, and accordingly. a longer stroke is ignored. The failure of a pen action, such as a "sloppy'' click. to register is 

indicated by the lack of response from the pen's "ok" LED. 
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There are two kinds of input,elemenfs in a netpage page description: hyperlinks and. form fields. Input. 

through a form field can also trigger the activation of an associated hyperlink. 

1.7.1 Hyperllnks 

A hyperlink is a means of sending a message to a remote application, and typically elicits a printed response 

5 in the netpage system. 

A hyperlink element 844 identifies the application 71 which handles activation of the hyperlink, a link ID 

54 which identifies the hyperlink to the application, an "alias requiJ'ed" flag which asks the system to include the user's 

application alias ID 65 in the hyperlink activation, and a deseription which is used when the hyperlliik is recmded as a 

favorite or appears in the user's history. The hyperlink element class diagram is shown in Figure 29. 

1 0 When a hyperlink. is activated. the page server sends a request to. an application somewhere on the network. 

The application is identified by an application ID 64, and the application ID is iesolved in the noonal way via the DNS. 

There are three types of hyperlinks: general hyperlinks 863, .fonn hyperlinks 865, and selection hyperlinks 864, as 

shown in Figure 30. A general hyperlink can implement a request for a linked document. or may simply signal a 

preference to a server. A .fonn hyperlink submits the corresponding form to the application. A seleetion hyperlink 

15 submits the cmrent selection to the applicatiao. If the CUtTent selection contains a single-word piece of text, for example. 

the application may return a single-page document giving the word's meaning within the context in which it appears, or 

a translation into a different language. Each hyperlink type is characterized by what information is submitted to the 

application. 

The corresponding hyperlink instance 862 records a transaction ID SS whieh can be· specific to the page 

20 instance on which the hyperlink instance appears. The transaction ID can identify user-specific data to the application. 

for example a "shopping cart" of pending purchases maintained by a pure~ application on behalf of the user. 

The system includes the pen's curreli.t seleetion 826 in a selection hyperlink activation. The system includes 

the c;cmte:nt of the associated form instance 868 in a form hyperlink activation, although if the hyperlink has its "submit 

· delta" attn"bute set, only input since the last form submission is included. The system includes an effective return path in 

25 all hyperlink activations. 

A hyperlinked group 866 is a group element 838 which has an associated hyperl:ink, as shown in Figure 31. 

When input occurs through any field element in the group, the hyperlink 844 associated with the group is activated. A 

hyperlinked group can be used to associate hyperlink behavior with a field such as a checkbox. h can also be used, in 

coajunction with the "submit delta" attn'bute of a form hyperlink, to provide continuous input to an application. It can 

30 therefore be used to support a "blackboard" interaction modelo ie. where input is captmed and therefore shared as soon 

as it OCCUIS. 

1.7.2 Forms 

A form defines a collection of related input fields used to capture a related set of inputs through a printed 

netpage. A fmm allows a user to submit one or more parameters to an application software program running on a server. 

35 A form 867 is a group element 838 in the docwnent hierarchy. It ultimately contains a set ofte:nninal field 

elements 839. A form instance 868 represents a printed instance of a form. It consists of a set of field instances 870 

which correspond to the field elements 84S of the fonn. Each field instance has an associated value 871, whose type 

depends on the type of the corresponding field element. Each field value records input through a particular printed form 

instance, i.e. through one or more printed netpages. The form class diagram is shown in Figure 32. 

40 Each form instance has a status 872 which indicates whether the form is active, frozen, submitted, void or 

explled. A form is active when first printed. A form becomes frozen once it is signed. A form becomes submitted once. 

one of its submission hyperlinks has been activated, unless the hyperlink has its "submit delta" attn"bute set A form 
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becomes void when the user invokes a void fonn, eset form or duplicate ftmn page command A form expires when the 

time the form has been active exceeds the form's specified lifetime. While the form is active. fODD. input is allowed. 

1nput through a form which is not active is instead captured in the background field 833 ofthe :relevant page instance. 

When the form is active or ftozen. form submission is allowed. Any attempt to submit a fonn when the form is not 

5 active or frozen is rejected. and instead elicits an form status report. 

Each fonn instance is associated (at 59) with any ftmn instances derived from it. thus providing a version 

histoty. This allows all but the latest version of a form in a particular time period to be excluded ftom a search. 

All input is captured as digital ink. Digital ink 873 consists of a set of timestamped stroke groups 874, each 

of which consists of a set of styled strokes 875. Each stroke cOnsiSts of a set of timestamped pen positiODS 876, each of 

1 0 which also includes pen orientation and nib force. 'The digital ink class diagram is shown in Figure 33. 

A field element 845 ean be a checlcbox field 877, a text field 878, a drawing field 879, or a signature field 

880. The field element class diagram is shown in Figure 34. Any digital ink Captured in a field's zone 58 is assigned to 

the field. 

A checlcbox field has an associated boolean value 881, as shown in Figure 35. Any mark (a tick. a cross. a 

15 stroke, a fill zipg. etc.) captured in a checkbox field's zone causes a true value to be assigned to the field's value. 

A text field has an associated text value 882, as shown in Figure 36. Any digital ink captmed in a text 

field's zone is automatically converted to text via online handwriting recognition. and the text is assigned to the field's 

value. Online handwriting recognition is well-understood (see, for example, Tappert, C., C.Y. Suen and T. Wakahara. 

"The State of the Art in On-Line Handwriting Recognition", IEEE Transactions on Pattern Analysis and Machine 

20 Intelligence. Vol.12, No.8, August 1990, the contents of which are herein incorporated by cross-reference). 

A signature field has an associated digital signature value 883, as shown in Figure 37. Any digital ink 

captured in a signature field's zone is automatically verified with respect to the identity of the owner of the pen. and a 

digital signature of the content ofthe fonn of which the field is part is generated and assigned to the field's value. The 

digital signature is generated using the pen user's private signature key specific to the application which owns the fonn. 

25 Online signature verification is well-\Ulderstood (see, for example, Plamondon, R. and G. Lorette, "Automatic Signature 

Verification and Writer Identification-The State ofthe Art", Pattern Recognition. Vol22, No.2, 1989, the contents of 

which are herein ineorporated by cross-reference). 

A field element is hidden if its "hidden" attribute is set. A hidden field element does not have an input zone 

on a page and does not aceept input. It can have an associated field value which is included in the fonn data when the 

30 fmm c:ontaining the field is submitted. 

''Editing" eommands, such as strike-throughs indicating deletion, can also be recognized in fonn fields. 

Because the handwriting recognition algorithm. works "online" (i.e. with access to the dynamics of the pen 

movement), rather than "oflline" (i.e. with access only to a bitmap of pen markings). it c1111 recognize nm-on discretely­

written characters with relatively high aceuracy, without a writer-dependent training phase. A writer-dependent model of 

35 handwriting is automatically generated over time, however, and can be generated up-front if necessary, 

Digital ink, as already stated, consists of a sequence of strokes. Any stroke which starts in a particular 

element's zone is appended to that element's digital ink stream, ready for interpretation. Any stroke not appended to an 

object's digital ink stream is appended to the background field's digital ink stream. 

Digital ink captured in the background field is interpreted as a selection gesture. Circumscription of one or 

40 more objects is geocrally interpreted as a selection of the circumscribed objects. although the actual interpretation is 

application-specific. 

Table 2 summarises these various pen interactions with a netpage. 
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Table 2 -Summary of pen interactions with a netpage 

Object Type Pen input Action 

Hyperlink General Click Submit action to application· 

-orm Click $ubmit form to application 

$election Click Submit selection to application 

i:onnfield Checkbox Any mark· ~sign true to field 

Text Handwriting convert digital ink to text; assign text to field 

Di'awing Digital ink ~ign digital ink to field 

Signature Signature Verify digital ink signature; generate digital 

'ignature of form; assign digital signature to 

Weld 

None .. Circumscription Assign digital ink to current selection 

The system maintains a c:um:nt seleclion for each pen. The seleCtion consists simply of the most recent 

stroke captured in the background field. The seleclion is cleared after an :inactivity timeout to ensure predictable 

5 behavior. 

The raw digital ink captured in every field is retained on the netpage page server 8nd is optionally 

transmitted with the fonn data when the fonn is submitted to the application This allows the application to :interrogate 

the raw digital ink should it suspect the origiilal conwrs.ion. such as the conwrs.ion of handwritten text. This can, for 

example. involve human intervention at the application ]eve} for forms which fail certain application-specific 

1 0 consistency checks. As an extension to this, the entire background area of a form can be designated as a dtaw.ing field. 

The application can then decide. an the basis of the· presence of digital ink outside the explicit fields of the fonn, to 

route the forin to a hliman operator, on the assumption that the user may have :indicated amendments to the filled-in 

fields outside of those fields. 

Figure 38 shows a flowchart of the process of handling pen input relative to a netpage. The process consists 

15 of receiving {at 884) a stroke fi:om the pen; identifying (at 885) the page instance 830 to which the page ID 50 in the 

stroke refers; retrieving (at 886) the page description 5; identifying (at 887) a forinatted element 839 whose zone 58 the 

stroke intersects; detennining (at 888) whether the fonnatted element corresponds to a field element, and if so 

appending (at 892) the received stroke to the digital ink of the field value 871, interpreting (at 893) the accumulated 

digital ink of the field, and determining (at 894) whether the field is part of a hyperlinked group 866 and if so activating 

20 (at 89S) the associated hyperlink; alternatively determining (at 889) whether the formatted element corresponds to a 

hyperlink. element and if so activating (at 89S) the corresponding hyperlink; alternatively, in the absence of an input 

field or hyperlink, appending (at 890) the received stroke to the digital ink of the background field 833; and copying (at 

891) the received stroke to the current seleCtion 826 ofthe current pen. as maintained by the registration server. 

Figure 38a shows a detailed flowchart of step 893 in the process sho\vn in Figure 38, where the 

25 accumulated digital ink of a field is interpreted according to the type of the field. The process consists of detennining (at 

896) whether the field is a checkbox and (at 897) whether the digital ink represents a chec1anatk, and if so assigning (at 

898) a true value to the field value; altematively detennining (at 899) whether the field is a text field and if so 

converting {at 900) the digital ink to computer text, with the help of the appropriate registration server, and assigning (at 

901) the converted computer text tO the field value; alternatively detennining (at 902) whether the field is a signature 

30 field and if so verifying (at 903) the digital ink as the signature of the pen's owner, with. the help of the appropriate 

registration server, creating (at 904) a digital signatme of the contents of the corresponding form, also with the help of 
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the :n=gistration server and using the pen owner's private signature key relating to the cm:respoDding application, and 

assigning (at 905) the digital signature to the field value. 

1.7 :J Page Server Commands 

A page server command is a command which is handled locally by the page server. It operates directly on 

5 fmm. page and document instances. 

10 

A page server command 907 can be a void fonn command 908. a duplicate fonn command 909. a reset form 

command 910. a get form status command 911, a duplicate page command 912. a reset page command 913, a get page 

status command 914, a duplicate document command 915. a reset doeument eommand 916, or a get doc:ummt status 

command 917. as shown in Figure 39. 

A void fonn command voids the comsponding fonn instance. A duplicate fom1. command voids the 

corresponding fonn instance and then produces an active printed copy of the cwrent fonn instance with field values 

preserved. The copy contains the same hyperlink transaction IDs as the original, and so is indistinguishable from the 

original to an application. A reset fonn command voids the corresponding fonn instance and then produces an active 

printed copy ofthe fonn instance with field values diScarded. A get.form status command produces a printed report on 

15 the status of the cmresponding fonn instance, including who published it, when it was printed, for whom it was printed, 

and the fonn status of the fonn mstance.. 
Since a fonn hyperlink instance contains a tnmsaction ID, the application bas to be involved in producing a 

new fonn instance. A button requesting a new fonn instance is therefore typically implemented as a hyperlink. 

A duplicate page command produces a printed copy of the corresponding page instance with the background 

20 field value preserved. If the page contains a fonn or is part of a form, then the duplicate page command is interpreted as 

a duplicate fonn command. A reset page command produces a printed copy of the corresponding page instance with the 

background field value discarded. If the page contains a form or is part of a form.· then the reset page command is 

intapreted as a reset form command. A get page status command produces a printed report on the status· of the 

corresponding page instance, including who published it, when it was printed, for whom it was printed, and the status of 

25 any forms it contains or is part of. 

The netpage logo which appears on every nelpage is usually associated with a duplicate page element 

When a page instance is duplicated with field values preserved, field values are printed in their native fonn, 

ie. a checlanark appears as a standan1 checkmark graphic, and text appears as typeset text. Only drawings and 

signatures appear in their original fonn, with a signature accompanied by a standard graphic indicating successful 

30 signatme verificatiQD.. 

A duplicate document command produces a printed copy of the com:sponding docum.ent instance with 

background field values preserved. If the document contains any fonns, then the duplicate docwnent command 

duplicates the fonns in the same way a duplicate fonn command does. A reset docwnent command produces a printed 

copy of the corresponding docwnent instance with background field values discarded. If the document contains any 

35 forms, then the reset docwnent command resets the fonns in the same way a reset fmm command does. A get document 

status command produces a printed report on the status of the corresponding document instance, including who 

published it, when it was printed, for whom it was printed. and the status of any fonns it contains. 

If the page server command's "on selected" attribute is set, then the command operates on the page 

identified by the pen's c:um:nt selection rather than on the page containing the command. This allows a menu of page 

40 server commands to be printed. If the target page doesn't contain a page server command element for the designated 

page server rommand, then the command is ignored. 

An application can provide application-specific handling by embedding the relevant page server command 
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element in a hJperiinked group •. The page server activates the hyperlink associated '?lith the hyperlinked group rather . 

than executing the page server command. 

A page server command element is hidden if its "hidden" attribute is set. A hidden command element does 

not have an input mne on a page and so cannot be activated diiectly by a user. It can. however. be activated via a page 

5 server command embedded in a different page. if that page server command has its "on selected" attribute set. 

1.8 STANDARDfEATURESOFNETPAGES 

Jn the prefemd form. each netpige is printed with the netpage logo at the bottom to indicate that it is a 

ne1plge and therefore has iJ!,teractive properties. The logo also acts as a copy button. Jn most cases pressing the logo 

produces a copy of the page. Jn the case of a form. the button produces a copy of the entiie fOIJn.. And in the case of a 

10 secure document, such as a ticket or coupon. the button elicits an explanatory note or advertising page. 

15 

20 

25 

The defimlt single-page copy function is handled dUectly by the relevant netpage page server. Special copy 

functions are handled by linking the logo button to an application. 

1.9 USER HELP SYSTEM 

Jn a preferred embodiment, the netpage printer has a single button labelled "Help". When pressed it elicits 

a single page of infonnation. including: 

• 
• 
• 
• 
• 

status of printer connection 

status of printer comumables 

top-level help menu 

document :function menu 

top-level netpage network directory 

The help menu provides a hierarchical manUa1 on how to use the netpage system. 

The document fimction menu includes the following functions: 

• print a copy of a document 

print a clean copy of a form 

• print the status of a document 

A document function is initiated by s.imply pressing the button and then touching any page of the document. 

The status of a document indicates who published it and when. to whom it wa8 delivered. and to whom and when it was 

subsequently submitted as a fonn. 

The netpage network directory allows the user to navigate the hierarchy of publications and services on the 

30 networlc. As an altc:mative, the 1JSCr can call the netpage network "900" number "yellow pages" and speak to a human 

operator. The operator can locate the desired document and route it to the user's printer. Depencling on the document 

type. the publisher or the user pays the small "yellow pages" service fee. 

The help page is obviously unavailable if the printer is unable to print Jn this case the "error" light is lit 

and the user can request remote diagnosis over the network. 

35 2 PERSONALIZED PUBLICATION MODEL 

Jn the following descripti~ news is used as a canonical publication example to illustrate personalimtion 

mechanisms in the netpage system. Although news is often used in the limited sense of newspaper and newsmagazine 

news. the intended scope in the present context is wider. 

Jn the netpage system. the editorial content and the advertising content of a news publication are 

40 personalized using different mechanisms. The editorial content is personalized according to the reader's explicitly stated 

and implicitly captured interest profile. The advertising content is personalized according to the reader's locality and 

demographic. 
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2.1 EDITORIAL PERSONAU%ATIDN 

A subsm"ber can draw on two kinds of news sources: those that deliver news publications. and those that 

deliVel' news streams. While news publications ale aggregated and edited by the publisher, news streams are aggregated 

either by a news publisher or by a specialized news aggregator. News publications typically correspond to 1raditional 

5 newspapers and newsmagazines. while news streams can be many and varied: a "raw'' news feed from a news service. a 

cartoon strip, a fteelancewriter's column, a friend's bulletiD. boatd, orthe readers own e-mail. 

The netpage publication seiver supports the publication of edited news publications as well as the 

aggregation of multiple news streams. By handling the aggregation and hence the formatting of news streams selected 

directly by the reader, the server is able to place advertising on pages over which it otherwise bas no editorial control. 

1 0 The subscriber builds a daily newspaper by selecting one or more contnlmting news publications. and 

creating a perscmali7.ed version of each. The resulting daily editions are printed and bound together into a single 

newspaper. The various members of a household typically exi>ress their different interests and· tastes by selecting 

differe:nt daily publications and then customizing them. 

For each publication, the reader optionally selects specific sections. Some sections appear daily, while 

15 others appear weekly. The daily sections available from The New York Times online, for example, include "Page One 

Plus", "National", "International", ''Opjnion", "Business", "Arts/Living", "Technology", and "Sports". The set of 

available sections is specific to a publication, as is the default subset. 

The reader can extend the daily newspaper by creating custom sections, each one drawing on any nmnber of 

news streams. Custom sections might be created for e-mail and friends' announcements ("Personal"),. or for monitoring 

20 news feeds for specific topics ("Alerts" or "Clippings"). 

For each section, the reader optionally specifies its size, either qualitatively (e.g. short, medium. or long), or 

numerically (ie. as a limit on its number of pages), and the desired proportion of advertising, either qualitatively (e.g. 

high, nomud, low, none), or numerically (i.e. as a percentage). 

The reader also optionally expresses a preference for a large number of shorter articles or a small number of 

25 longer articles. Each article is ideally written (or edited) in both short and long forms to support this preference. 

An article may also be written (or edited) in different versions to match the expected sophistication of the 

reader, for example to provide children's and adults' versions. The appropriate version is selected according to the 

reader's age. The reader can specify a "reading age" which takes precedence over their biological age. 

The articles which make up each section are selected and prioritized by the editors, and each is assigned a 

30 useful lifetime. By default they are delivered to all relevant subsaibers. in priority order, subject to space constraints in 

the subsaibers' editions. 

In sections where it is appropriate. the reader may optiona1ly enable collaborative filtering. This is then 

applied to articles which have a sufficiently long lifetime. Each article which qualifies for collaborative filtering is 

printed with rating buttons at the end of the article. The buttons can provide an easy choice (e.g. "liked" and "disliked'}, 

35 making it more likely that readers will bother to rate the article. 

Articles with high priorities and short lifetimes are therefore effectively considered essential readllig by the 

editors and are delivered to most relevant sUbscribers. 

The reader optionally specifies a senmdipity factor, either qualitatively (e~g. do or don't smprise me). or 

nmnerically. A high serendipity factor lowers the· threshold used for matching during collaborative filtering. A high 

40 factor makes it more likely that the com:sprinding section will be filled to the reader's specified capacity. A different 

serendipity factor can be specified for different days of the week. 

The reader also optionally· specifies topics of particular interest within a section, and this modifies the 
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priorities assigned by the editors. 

The speed of the reader's lJdem.et COJlllCCtion affects the quality at Which images can be delivered. The 

reader optionally specifies a preference for fewer images or smaller images or both. If the number or si7.e of images is 

not reduced, then images may be delivered atlowe:r qualify (i.e. at~ resolution or with greater compression). 

5 At a global level, the reader specifies how quantities, dates, times and ~ values are 1oca1ized. 1bis 

involves specifying whether units are imperial or metric, a local timezone and time foimat, and a local currency, and 

whether the localization consist of in Bibi tmnslation or annotation. These prefam:es are derived fi:om the reader's 

locality by default. 

To reduce reading difiicalties caused by poor eyesight. the reader optionally specifies a global preference 

10 for a larger presentation. Both text and :images are scaled accordingly, and less irifonnati.on is 8CN)!Dmodated on each 

page. 

The language in which a news publication is published, and its corresponding text encoding. is a property of 

the publication and not a preference expressed ·by the user. However, the netpage system can be configured to provide 

automatic translation services in various guises. 

15 2.2 AD\IERTISING l.acAuzATION AND TARGETING 

20 

The personalization of the editorial content dllectly affects the advertising content, because advertising is 

typically placed to exploit the editorial context. Travel ads, for example, are more likely to appear in a travel section 

than elsewhere. The value of the editorial content to an advertiser (and therefore to.the publisher) lies in its ability to 

attract large numbers of reade.ts with the right demographics. 

Effective advertising is placed on the basis of locality and demographics. Locality detennines proximity to 

· particular services, :retailers etc., and particular interests and concerns associated with the local community and 

enYironment. Demographics determine general intel'ests and peoccupations as well as likely spending patterns. 

A news publisher's most profitable product is advertising "space", a multi-dimensional entity detennined by 

the publication's geographic coverage, the si7.e of its readership, its readership demographics. and the. page area 

25 available for advertising. 

30 

Jn the netpage system, the netpage publication server computes the approximate multi-dimensianal size of a 

publication's saleable advertising space on a pel'-section basis. ta1cing into account the publication's geographic 

coverage, the section's readership. the size of each reader's section edition, each reader's advertising proportion, and 

each reader's demographic. 

In comparison with other media, the netpage system allows the advertising space to be defined in greater 

detail. and allows smaller pieces of it to be sold separately. It therefore allows it to be sold at closer to its true value. 

For example; the same advertising "slot" can be sold in varying proportions to several advertisers, with 

individual readers' pages randomly receiving the advertisement of one advertiser or another, overall preserving the 

proportion of space sold to each advertiser. 

35 The netpage system allows advertising to be linked directly to detailed product infomurtion and online 

purchasing. It therefore raises the intrinsic value ofthe advertising space. 

Because pemonalimtion and localimtion are handled automatically by netpage publication servers, an 

advertising aggregator c:an provide arbitrarily broad covezage of both geography and demographics. The subsequent 

disaggregation is efficient because it is automatic. This makes it more cost-effective for publishers to deal with 

40 advertising aggregators than to directly capture advertising. Even though the advertising aggregator is taking a 

proportion of advertising revenue, publishers may find the change profit-neutral because of.the greater efficiency of 

aggregation. The advertising aggregatar acts as an inte:nnediary between advertisers and publishers, and may place the 
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same advertisement in multiple publications. 

It is worth noting that ad placement in a netpage publicatfon can be more complex than ad placement in the 

publication's traditianal counterpart, because the publication's advertising space is more campl«OC While ignoring the 

tbll camplexities of negotiations between advertisers, advertising aggregators and publishers,.the preferred fonn of the 

5 ne1p1ge system provides some automated support for these negotiations, including support fOJ' a~ auctions of 

advertising space. Automation is particularly desllable for the pJacement of advertisements which generate small 

amomrts of lllcome. such as small or highly locali7.ed advertisements. 

Once placement has been negotiated, the aggregator captures and edits the advertisement and records it on a 

ru:tpage ad server. Cmrespondingly, the publisher records the ad placement on the relevant netpage publication server. 

1 0 Whm the netpage publication server lays out each user's pe:rsonalized publication, it picks the relevant advertisem.en.ts 

from the netpage ad server. 

2.3 USER PROFILES 

2.3.1 Information Filtering 

The personali7.ation of news and other publications relies on an assortment of user-specific profile 

15 infonnati.on, including: 

20 

• 
• 
• 
• 

publication customizations 

collaborative filtering vectors 

contact details 

presentation preferences 

The customization of a publication is typically publication-specific, and so the customization infonnation is 

maintained by the relevant netpage publication server. 

A collaborative filtering vector consists of the user's ratings of a number of news items. It is used to 

c:om:late different users' interests for the purposes of making recommendations. Although there are benefits to 

maintaining a single collaborative filtering vector independently of any particular publication, there are two reasons why 

25 it is more practical to maintain a separate vector for each publication: there is likely to be more overlap between the 

vectors of subscn"bers to the same publication than between those of subscribers to different publications; and a 

publication is lilcely to went to present its users• collaborative filtering vectors as part of the value of its brand, not to be 

folUld elsewhere. Collaborative filtering vectors are therefore also maintained by the relevant ne1page publication server. 

Contact details, including name, street address. ZIP Code, state, cowttty, telephone nmnbers, are global by 

30 nature, and are maintained by a ne1;page registration server. 

Presentation preferences. including those for quantities, dates and times, are likewise global and maintained 

in the same way. 

The localization of advertising relies on the locality indicated in the user's contact details, while the 

targeting of advertising relies on personal infonnation such as date of birth, gender, marital status, income, profession, 

35 education, or qualitative derivatives such as age range and income .range. 

For those users who choose to reveal personal information for advertising purposes. the information is 

maintained by the relevant netpage registration server. Jn the absence of such infonnation, advertising can be targeted on 

the basis of the demographic associated with the user's ZIP or ZIP+4 Code. 

Each user, pen, printer, application provider and application is assigned its own unique identifier, and the 

40 netpage registration server maintains the relationships between them, as shown in Figures 21. 22, 23 and 24. For 

registration purposes. a publisher is a special kind of· application provider, and a publication is a special kind of 

application. 
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Each user 800 may be authorized to use any number of printers 802, and each printer may allow any nmnber 

of users to use it. Each user has a sWgle default printer (at 66), to which periodical pu.blications are delivered by default, 

whilst pages printed on demand are delivered to the printer through whiCh the user is interacting. The server keeps track. 

of which publishers a user has aulhorized to print to the user's defilult printer. A publisher does not record the ID of any 

5 particular printer, but instead :resolves the ID when it is required. 

10 

When a user subscribes 808 to a pu.blication 807, the publisher 806 (i.e. application provider 803) is 

authorized to print to a specified printer or the user's default printer. This autMrizatioil can be revoked at any time by 

the user. Each user may have seveml pens 801, but a pen is specific to a single user. If a user is authori7.cd to use a 

particuJarprinter, then that printerrec:Ognizes any ofthe user's pens. 

The pen ID is used to locate the corresponding user profile maintamed. by a particular netpage registration 

server. via the DNS in the usual way. 

A Web tenninal 809 can be authorized to print on a particular netpage printer, allowing Web pages and 

netpage documents encountered during Web browsing to be conveniently printed on the nearest netpage printer. 

The netpage system can collect, on behalf of a printer provider, fees and commissions on income earned 

15 through publications printed on the provider's printers. Such income can include advertising fees, click-through fees, e­

commerce commissions, and transaction fees. If the printer is owned by the user, then the user is the printer provider. 

Each user also has a netpage aa:ount 820 which is used to accumulate micro-debits and credits (such as 

those described in the preceding paragraph); contact details 815, including name, address and telephone numbers; global 

preferences 816, including privacy, delivery and localization settings; any nmnber of biometric records .817,. containing 

20 the user's encoded signature 818,; fingerprint 819 etc; a handWriting model 819 automatically maintained by the system; 

and SET payment card accounts 821 with which e-commerce payments can be made. 

2.3.2 Favorites Ust 

A netpage user can maintain a list 922 of "favorites" - links to useful documents etc. on the rietpage 

network. The list is maintained by the system on. the user's behalf. It is organjzed as a hierarc;hy of folders 924, a 

25 prefenred embodiment of which is shown in the class diagram in FigW'e 41. 

30 

2.3.3 History List 

The system maintains a histozy list 929 on each user's behalf, containing links to docwnents etc. accessed 

by the user through the netpage system. It is organized as a date-ordered list, a prefmed embodiment of which is shown 

in the class diagram in Figure 42. 

2.4 INTELLIGENT PAGE LAYOUT 

The netpage publication server automatically lays out the pages of each user's personalized publication on a 

section-by-section basis. Since most advertisements are in the fonn of pre-formatted rectangles, they are placed on the 

page before the editorial content 

The advertising ratio for a section can be achieved with wildly varying advertising ratios on individual 

35 pages within the section, and the ad layout algorithm exploits this. The algorithm is configured to attempt to co-locate 

closely tied editorial and advertising content, such as placing ads for roofing material specifically within the publication 

because of a special feature on do-it-yourself roofing repairs. 

The editorial content selected for the user, including text and associated images and graphics. is then laid 

out acc:otding to various aesthetic rules. 

40 The entire process. including the selection of ads and the selection of editorial content, must be iterated 

once the layout has converged, to attempt to more closely achieve the user's stated section size preference. The section 

si7.e preference can. however, be matched on average over time, allowing significant day-to.day variations. 
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2.5 ·DOCUMENT FORMAT 

Once the documcm.t is laid out. it is encoded for efficient distribution and persistent stomge on the netpage 

The primaiy efficiency mechanism is the separation of information specific to a single user's edition and 

5 infomation shared between multiple users• editions. The specific information consists of the page layout The shared 

infmmation corudsts ofthe objects to which the page layout refers. including images, graphics, and pieces of text. 

A text object contains fully-fonnatted text repiesented in the Extensible Madtup Language (XML) using the 

Extensi'ble Stylesheet Language (XSL). XSL provides precise control over text fomiatting indepc:ndcntly of the Jegion 

into which the text is being set, which in this case is being provided by the layout The text object C:ontains embedded 

10 language codes to enable automatic tmnslation. and embedded hyphenation hints to aid with paragraph fonnatting. 

An image object encodes an image in the JPEG 2000 wavelet-based compressed image fmmat. A graphic 

object encodes a 2D graphic in Scalable Vector Graphics (SVG) fonnat. 

The layout itself consists of a series of placed mge and graphic objects, linked textflow objects through 

which text objects tlow, hyperlinks and input fields as described above. and watennark regions. These layout objects are 

15 summarized in Table 3. The layout uses a compact fmmat suitable for efficient distribution and storage. 

Table 3 - netpage layout objects 

Layout Attribute Format of 

object linked object 

Image Position .. 
·Image object ID ~PEG2000 

Praphic Position 

Graphic object ID ~VG 

Textflow TextftowlD 

~ne 

Optional text object ID XML/XSL 

Hyperlink Type 

Zone -
Application ID, etc. .. 

l=ield if ype .. 
Meaning .. 
Zone 

Watermark Zone 

2.6 DocuMENT DISTRIBUTION 

As described above, for purposes of efficient distribution and persistent storage on the netpage network, a 

20 user-specific page layout is separated from the shared objects to which it refers. 

When a slibscribed publication is ready to be distributed, the netpage publication server allocates, with the 

help of the netpage ID server 12, a unique ID for each page, page instance, docwnent, 8nd document :instance. 

The server computes a set of optimized subsets of the shared content and creates a multicast charmel for 

each subset, and then tags each user-specific layout with the names of the multicast channels which will cany the shared 

25 content used by that layout The server then pointcasts each user's layouts to that user's printer via the appropriate page 

server, and when the poin1casting is complete, multicasts the shared content on the specified channels. After ·receiving 
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its pointcast, each page sctVer and printer subscribes to the multicast channels specified in the page layouts. During the 

mu1ticasts. each page server and printer ex.tncts :limn the multicast streams those objects refemd to by its page layouts. 

The page servers persistently an:bive the received page layouts and sban:d content. 

Once a printer has received all the objects to which its page layouts refer, the printer re-creates the fully-

5 populated 1ayont and then rasteri7.eS and prints it 

Under normal circwnstances, the printer prints pages faster than they can be delivered. ·Assuming a quarter 

of each page is covered with images, the average page has a size of less than 400KB. The printer can therefore hold in 

excess of 100 suCh pages :in its int.emal 64MB memozy, allowing for tempmmy buffers etc. The printer prints at a mt.e of 

one page per second. This is equivalent to 400KB or about 3Mbit of page data per second, which is similar to the 

10 highest expected rate of page data delivery over a broadband net.work. 

Even under abncmnal circwnstances, such as when the printer runs out of paper, it is likely that the user 

will be able to replenish the paper supply before the printer's 100.pagc :intcmal storage capacity is exhausted. 

However, if the printer's :intema1 mcrnmy does fill up, then the printer will be unable to make use of a 

multicast when it first occurs. The netpagc publication server therefore allows printers to submit requests for re-

15 multicasts. When a critical number of requests is received or a timeout occurs, the server re-mu1ticasts the 

com:sponding shared objects. 

Once a document is printed, a printer can produce an exact duplicate at any time by retrieving its page 

layouts and contents :limn the relevant page server. 

2.7 ON-DEMAND DOCUMENTS 

20 When a netpage documc:nt is requested on demand, it can be personalized and delivered in much the same 

way as a periodical. However, since there is no shared content, delivery is made directly to the requesting printer 

without the use of multicast 

When a non-netpage document is requested on demand, it is not personalized, and it is delivered via a 

designated netpage formatting server which refonnats it as a netpage document. A netpage formatting server is a special 

25 instance of a netpage publication server. Tue netpage fonnatting server has knowledge of various Internet document 

fannats. including Adobe's Portable Document Fonnat (PDF). and Hypertext Markup Language (HTML). In the case of 

HTML. it can make use of the higher resolution of the printed page to present Web pages in a multi-column format, with 

a table of contents. It can automatically include all Web pages directly linked to the requested page. The .user can tune 

this behavior via a preference. 

30 The netpage formatting server makes standard netpage behavior, including interactivity and persistence, 

35 

available on any Internet document, no matter what its origin and fonnat h hides knowledge of different document 

fonnats from both the netpage printer and the netpage page server, and hides knowledge of the netpage system from 

Web servers. 

3 SECUIUTY 

3.1 CRYPTOGRAPHY 

Cryptography is used to protect sensitive infonnation, both in storage and in ttansit, and to authenticate 

parties to a transaction. There are two classes of cryptography in widespread use: secret-key cryptography and public-key 

cryptography. The netpage network uses both classes of cryptography. 

Secret-key ezyptography, also referred to as symmetric cryptography, uses the same key to encrypt and 

40 decrypt a message. Two parties wishing to exchange messages must first arrange to securely exchange the secret key. 

Public-key cryptography, also referred to as asymmetric cryptography, uses two encryption keys. The two 

keys are mathematiatlly related in such a way that any message encrypted using one key can only be dec:Iypted using the 



5 

WOOOJ72242 
. . ~- ~ ,' PCT/AU00/00519 

-29-

othcr key. One of these keys is then published, while the other is kept private. The public key is used to encrypt any 

message intended for the holder of the priwte key. Once encrypted using the public key, a message can oiily be 

deceypted using the private key. Thus two parties can secmely exchange messages without first having to exchange a 

secret.key. To ensure that the priwtekey is secure. it is nomuil for the holder of the private key to gc:nerate the key pair. 

Public-key ccyptography can be used to create a digital signature. The holder of the private key can create a 

known hash of a message and then encrypt the hash using the private key. Anyone can then verify that the encrypted 

hash constitutes the "signature" of the holder of the private key with respect to that particular message by deCiypting the 

encrypted hash using the public key and verifying the hash against the message. If the signature is appended to the 

message, then the recipient of the message can verify both that the message is genuine and that it has not been altered in 

10 tmnsit. 

To make public-key cryptography work. there has to be· a way· to distribute public keys which prevents 

impersonation. This is normally done using certificates and certificate authorities. A certificate authority is a trusted 

thlld party which authenticates the connection between a public key and someone's identity. The certificate authority 

verifies the person's identity by examining identity docwnents, and then creates and signs a digital certificate containing 

15 the person's identity details and public key. Anyone who trusts the certificate authority can use the public key in the 

certificate with a high degree of certainty that it is genuine. They just have to verify that the certificate has indeed been 

signed by the certificate authority, whose public key is well-known. 

Jn most 1ransaetion environments, public-key cryptography is only used to create digital signatures and to 

securely exchange secret session keys. Secret-key cryptography is used for all other pUipOses. 

20 In the following discussion, when reference is made to the secure transmission of infonnation between a 

25 

netpage printer and a server, what actually happens is that the printer obtains the server's certificate, authenticates it 

with reference to the certificate authority, uses the public key-exc:bange key in the certificate to exchange a secret 

session key with the server, and then uses the secret session key to encrypt the message data. ·A session key, by 

definition, can have an arbitrarily short lifetime. 

3.2 NETPAGE PRINTER SECURITY 

Each netpage printer is assigned a pair of unique identifiers at time of manufacture which are stored in 

read-only memoiy in the printer and in the netpage registration server database. The first ID 62 is public and uniquely 

identifies the printer on the netpage network. 'The second ID is secret and is used when the printer is first registered on 

the networlc. 

30 When the printer connects to the netpage network for the first time after installation, it creates a signature 

public/private key pair. It transmits the secret ID and the public key securely to the nelpage registration server. The 

server compares the secret ID against the printer's secret ID i'ecorded in its database, and accepts the registration if the 

IDs match. It then creates and signs a certificate containing the printer's publfo ID and public signature key, and stores 

the certificate in the registration database. 

35 The netpage registration server acts as a certificate authority for netpage printers, since it has access to 

secret infonnation allowing it to verify printer identity. 

When a user subscribes to a publication, a record is created in the netpage registration server database 

authorizing the publisher to print the publication to the user's default printer or a specified printer. Every document sent 

to a printer via a page server is addressed to a particular user and is signed by the publisher using the publisher's private 

40 signature key. The page server verifies, via the registration database, that the publisher is authorized to deliver the 

publication to the specified user. The page server verifies the signature using the publisher's public key, obtained from 

the publisher's certificate stored in the registration database. 
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The netpage ~on ~~ accepts requests to ad4 printing anthorimions to the database, so long as 

those requests are initiated via a pen registcl'ed to the printer. 

3.3 NETPAGE PEN SECURITY 

Each netpage pen is assigned a unique identifier at time of manufacture which is stOJed in read-only 

5 memmy in the pen and in the netpage registmtion server database. The pen ID 61 uniquely identifies the pen on the 

netpage netwodc. 

A netpage pen can "lalow" a number of netpage printers, and a printer can "know" a number of pens. A pen 

conmmnicates with a printer via a radio frequency signal whenever it is within mnge of the printer. Once a pen and 

printer are registered. they .regularly exchange session .keys,· Whenever the pen transmits digital ink to the printer, the 

1 0 digital ink is always encrypted using the appropriate session key. Digital ink is never 1Iansmitted in the clear. 

A pen stores a session key for every printer it knows. indexed by printer ID, and a printer stores a session 

key for every pen it knows, indexed by pen ID. Both have a 1arge but finite storage capacity for session keys. and will 

forget a session key on a least-recently-used basis if necessaiy. 

When a pen comes within range of a printer. the pen and prinw discover whether they know each other. If 

15 they don't know each other, then the printer detennines whether it is supposed to know the pen. This might be, for 

example. because the pen belongs to a user who is registered to use the printer. If the printer is meant to know the pen 

but doesn't. then it initiates the automatic pen registration procedure. If the printer isn't meant to know the pen. then it 

agrees with the pen to ignore it until the pell is placed in a charging cup, at \Vhicl!. time it initiates the registration 

procedme. 

20 Jn addition to its public ID, the pen~ a secret key-exchange key. The key-exchange key is also 

recorded in the netpage registration server datab8se at time of manufacture. During registration. the pen transmits its 

pen ID to the printer. and the printer flailsmits the pen.ID to the netpage registration server. The server generates a 

session key for the printer and pen to use, and Securely trausmits the session key to the printer. It also transmits a copy 

of the session key enccypted with the pen's key-exchange key. The printer stores the session key intemally, indexed by 

25 the pen ID, and transmits the encrypted session key ti> the pen. The pen stores the session key inteml!lly, indexed by the 

printer ID. 

Although a fake pen can impersonate a pen in the pen registration protocol, only a real pen can deccypt the 

session key transmitted by the printer. 

When a previously unregistered pen is first registered, it is of limited use until it is linked to a user. A 

30 registered but "on-owned" pen is only allowed to be used to request and fill in netpage user and pen registration fonns, 

to register a new user to which the new pen is automatic:ally linked, or to add a new pen to an existing user. 

35 

the pen. 

3.4 

The pen uses secret-key rather than public-key encryption because of hardware perfonnance constmints in 

SECURE DocuMENTS 

The netpage system. supports the delivery of secure documents such as tickets and coupons. The netpage 

printer includes a tacility to print wate:rmarlcs, but will only do so on request from publishers who are suitably 

authorized. The publisher indicates its authority to print watennarks in its certificate, which the printer is able to 

authenticate. 

1be "watermark" printing process uses an alternative dither matrix in specified "watemiark" regions of the 

40 page. .Back-to-back pages contain minor-image watermark regions which cojncide when printed. The dither matrices 

used in odd and even pages' watermark regions are designed to produce an interference effect when the regions are 

viewed together. achieved by looking through the printed sheet 
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The eft"ect is similar to a watermark in that it is not visl"b.le when looking at only one side of the page. and is 

lost when the page is copied bynmmal means. 

Pages of secure documents cannot be copied using the built-in netpage copy mechanism descn"bed in 

Section 1.9 above. This extends to copying netpages on netpage-aware photocopiers. 

5 Sec:ure documents are typically gene:rat.ed as part Of e-Commc:rce transactions. They can therefore include the 

user's photograph which was captured when the user registered biometric infmmation with the netpage registration 

server. as described in Section 2. 

When p.resented with a secure netpage document. the recipient can verify its authenticity by requesting its 

status in the usual way. The unique ID of a secilre document is only valid fur the lifetime of the document. and secure 

1 0 document IDs are allocated non-contiguously to prevent their predic:tion by opportunistic forgers. A secure document 

verification pen can be developed with built-in feedback on verification failure. to support easy po.int-of-presentation 

document verification. 

Clearly neither the watermark nor the 'ilser's photograph are secure in a cryptographic sense. They simply 

provide a significant obstacle to casual forgery. Online document verification, particularly using a verification pen, 

15 provides an added level of security where it is needed, but is still not entirely immune to forgeries. 

3.5 NON-REPuDIATION 

Jn the netpage system, fonns submitted by users are delivered reliably to fmms handlers and are persistently 

archived on netpage page servers. It is therefore impossible for recipients to n:pudiate delivery. 

E-Commen:e payments made through the system, as described in Section 4, are also impossible for the payee 

20 to repudiate. 

4 El.EcTRONIC CoMMERCE MODEL 

4.1 SECURE ELECTRONJCTRANSACTION (SET) 

The netpage system uses the Secure Electronic Transaction (SET) system as one of its payment systems. 

SET, having been developed by MasterCard and Visa. is organized around payment cards, and this is reflected in the 

25 temllnology. However, much of the system is independent of the type of accounts being used. 

Jn SET, cardholders and merehants register with a certificate authority and are issued with certificates 

containing their public signature keys. The certificate authOrity verifies a cardholder's registration details with the card 

issuer as appropriate, and verifies a merchant's registration details with the acquirer as appropriate.· Cardholders and 

meichants store their respective private signature keys securely on their computers. During the payment process, these 

30 certificates are used to mutually authenticate a mezcliant and cardholder, and to authenticate them both to the payment 

gateway. 

SET has not yet been adopted widely, partly because Cardholder maintenance of keys and certificates is 

considered burdensome. Interim solutions wbiCh maintain cardholder keys and certificates on a server and· give the 

cardholder access via a password have met with some success. 

35 4.2 SET PAYMENTS 

Jn the netpage systeni the nelpage registration server acts as a proxy for the netpage User (i.e. the 

cardholder) in SET payment transactions. 

The netpage system uses biometrics to authenticate the user and authori7.e SET payments. Because the 

system is pen-based, the biometric used is the user's on-line signature, consisting of time-varying pen position and 

40 pressure. A fingerprint biometric can also be used by designing a .fingerprint sensor into the peil, although at a higher 

cost. The type ofbiometric used only affects the capture of the biometric, not the authO.rimtlon aspects of the system. 

The first step to being able to make SET payments is to register the user's biometric with the netpage 
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registration server. This is done in a contmlled enviromnent, for example a bapk. where the biometric can be captured at 

the same time as the user's identity is verified. The biometric is alptUred and stored in the mgist:ration database. linked 

to the user's record. The user's photograph is ·also optionally captured '8d linked. to the record. The SETcardholder 

registration process is completed, and the resulting private signature key and c:ertificate are stm:ed in the database. The 

5 user's payment card info.nnaticm is also stored, giving the netpage registration server enough information to act as the 

user's proxy in any SET payment transaction. 

When the user evallually supplies the biometric to complete a payment, for el(lllDJ>le by signing a netpage 

order fmm. the printer seeurely t:nmsmits the order infonnation, the. pen ID and the biometric data to the netpage 

registration server. The server verifies the biometric with respect to the user identified by the pen ID, and from th.en on 

10 acts as the user's proxy in completing the SET payment transaction.. 

4.3 MICRO-PAYMENTS 

The netpage system includes a mechanism far micro-payments, to allow the user to be conveniently charged 

for printing low-cost documents on demand and for copying copyright documents, and possibly also to allow the user to 

be n:imbursed for expenses incurred in printing advertising material. The latter depends on the level of subsidy already 

15 pro¥icled to the user. 

When the user registers far ~ a network account is established which aggregates micro­

payments. The user receives a statement on a regul8{ basis. and. can settle any outstanding debit balance using the 

standard payment mechanism. 

The network account can .be extended to aggregate sub$cription fees for periodicals, which would also 

20 otherwise be presented to the user in the form·of individual statements. 

4.4 TRANSACTIONS 

When a user requests a netpege in a particular application context. the application is able to embed a user­

specific: transaction ID 55 in the page. Subsequent input through the page is tagged with the transaction ID, and the 

application is thereby able to establish an appropriate context for the user's input 

25 When input occms through a page which is not user-specific, however, the application must use the user's 

30 

unique identity to establish a context. A typical example involves adding items from a pre-printed catalog page to the 

user's virtual "shopping cart". To protect the user's privacy, however, the unique user ID 60 known to the netpage 

system is not divulged to. applications. This is to prevent diffen:nt application providers from easily correlating 

independently accumulated behavimal data. 

The netpage registration server instead maintains an anonymous. relaticmship. between a user and an 

application via a Wlique alias ID 65, as shown in Figure 24. Whenever the user activates a hyperlink tagged with the 

"registered" attribute, the netpage page server asks the netpage registration server to translate the associated application 

ID 64, together with the pen ID 61, into an alias ID 65. 1be alias ID is then submitted to the hyperlink's applic:ation. 

The application maintains state infonnation indexed by alias ID, and is able to retrieve user-specific state 

35 infonnation without knowledge of the global identity of the user. 

1be system also maintains an independent certificate and private signature key for each of a user's 

applications, to allow it to sign application transactions on behalf of the user using only application-specific infonnation. 

To assist .the system in routing product bar code (UPC) "hyperlink" activations, the system records a 

favorite application on behalf of the user for any number of product types. 

40 Each application is associated with an application provider, and the system maintains an accomrt on behalf 

of each application provider, to allow it to credit and debit the provider for click-through fees etc. 

An application provider can be a publisher of periodical subscribed content The system recOids the user's 
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wil1ingness to receive the subscribed publication, as well as the expected frequency of publication. 

4.5 REsouRCE DESCRIPTIONS AND COPYRIGHT 

A prefmed embodiment of a resource description class diagram is shown in Figure 40. 

Each document and content object may be described by one or more resource descriptions 842. Resoun:e 
5 descriptions use the Dublin Core metadata element set, which is designed to facilitate discovezy of electronic resources. 

Dublin Core metadata conforms to the World Wide Web Consortimn (W3C) Resoun:e Description Framework (RDF). 

A resource description may identify rights holders 920. The netpage system automatically tiansfers 

copyright fees from users to rights holders when users print copyright content. 

5 COMMUNICATIONS PROTOCOLS 

1 0 A communications protocol defines an ordered exchange of messages between entities. Jn the netpage 

system. entities such as pens. printers and servers utilise a set of defined protocols to cooperatively handle user 

.intenu:tion with the netpage system. 

Each protocol is illustrated by way of a sequence diagram in which the horizontal climeusion is used to 

represent message fiow and the vertical dimension is used to represent time. Each entity is represented by a rectangle 

15 containing the name of the entity and a vertical col1ll1111 representing the lifeline of the entity. During the time an entity 

exists. the lifeline is shown as a dashed line. During the time an entity is active, the lifeline is shown as a double line. 

Because the protocols considered here do not create or destroy entities, lifelines an: generally cut llhort as soon as an 

entity ceases to participate in a protocol 

20 
5.1 SUBSCRIPTION DELIVERY PROTOCOL 

A preferred embodiment of a subscription delivery protocol is shown in Figure 43. 

A large number of users may subscribe to a periodical publication. Each user's edition may be laid out 

differently, but many users' editions will share common content such as text objects and image objects. The subscription 

delivery protocol therefore delivers docmnent s1ructun:s to individual printers via pointcast. but delivers shared content 

objects via multicast. 

25 The application (i.e. publisher) first obtains a document ID 51 for each docwnent from an ID server 12. It 

then sends each document structure, including its document ID and page descriptions, to the page server I 0 responsible 

for the document's newly allocated ID. It includes its own application ID 64, the subscriber's alias ID 65, and the 

relevant set of multicast channel names. It signs the message using its private signature key. 

The page server uses the application ID and alias ID to obtain from the registration server the corresponding 

30 user ID 60, the user's selected printer ID 62 (which may be explicitly selected for the application, or may be the user's 

default printer). and the application's certificate. 

The apptication•s certificate allows the page server to verify the message signatwe. The page server's 

request to the registration server fails if the application ID and alias ID don•t together identify a subscription 808. 

The page server then allocates document and page inst.ance IDs and forwards the page descriptions, 

35 including page IDs so. to the printer. It includes the relevant set of multicast channel names for the printer to listen to. 

h then returns the newly allocated page IDs to the application for future reference. 

Once the application bas distributed all of the document structures to the subscribers' selected printers via 

the relevant page servers. it multicasts the various subsets of the shared objects on the previously selected multicast 

channeJs Both page servers and printers monitor the appropriate multicast channels and receive their required content 

40 objects. They are then able to populate the pieviously pointcast document structures. This allows the page servers to add 

complete documents to their databases. and it allows the printers to print the documents. 
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5.2 HYPERLINKAcnvATION PROTOCOL' 

A preferred embodiment of a hyperlink activation protocol is shown in Figure 4S. 

When a user clicks on a netpage with a netpage pen. the pen comnnmicates the c1iclt to the nearest netpage 

printer 601. The click identifies the page and a loc:ation on the page. The printer already knows the ID 61 of the pen 

5 .from the pen connection protocol. 

The printer detennines, via the DNS, the network address of the page server lOa handling the partic:utar 

page ID SO. The address may already be in its cache if the user has recently interac:ted with the same page. The printer 

then forwards the pen ID, its own printer ID 62, the page ID and click location to the page server. 

The page server loads the page description S identified by the page ID and cletennines which input 

1 0 demmt's zone SB, if any, the click lies in. Assuming the relevant input element is a hyperlink element 844, the page 

saver then obtains the associated application ID 64 and link ID 54, and detennines, via the DNS, the network address 

ofthe application server hosting the application 71. 

The page server uses the pen ID 61 to obtain the corresponding user ID 60 Jiom the registration server 11, 

and then allocates a globally unique hyperlink request ID S2 and builds a hyperlink. request 934. The hype.rlink request 

15 class diagram is shown in Figure 44. The hyperlink request JeCOrds the IDs of the requesting user and printer, and 

identifies the clicked hyperlink instance 862. The page server then sends i1s own server ID S3, the hyperlink request ID, 

and the link ID to the application. 

The application produces a response document according to application-specific logic, and obtains a 

document ID 51 from an ID server 12. It then sends the document to the page server lOb responsible for the document's 

20 newly allocated ID, together with the requesting page server's ID and the hyperlink request ID. 

The second page server sends the hypcrlink request ID and application ID to the first page server to obtain 

the corresponding user JD and printer ID 62. The first page server rejects the request if the hyperlink request has expired 

or is for a different application. 

The second page server allocates document instance and page IDs SO, returns the newly allocated page IDs 

25 to the application; adds the complete document to its own database, and fmally sends the page descriptions to the 

requesting printer. 

The hyperlink instance may include a meaningful 1ransaction ID SS, in which case the first page server 

includes the transaction ID in the message sent to the application. This allows the a:pplication to establish a transaction­

specific context for the hyperlink activation. 

30 If the hyperlink requires a user alias. i.e. its "alias required" attribute is set. then the first page server sends 

both the pen ID 61 and the hyperlink's application ID 64 to the registration server 11 to obtain not just the user ID 

com:sponcling to the pen ID but also the alias ID 65 corJeSpODcling to the application ID and the user ID. It includes the 

alias ID in the message sent to the application, allowing the application to establish a user-specific context for the 

hyperlink activation. 

35 5.3 HANDWRITING REcoGNmoN PROTOCOL . 

40 

When a user draws a stroke on a netpage with a netpage pen, the pen cammunicates the stroke to the 

nearest netpage printer. The stroke identifies the page and a path on the page. 

The printer forwards the pen JD 61, its own printer ID 62, the page ID SO and stroke path to the page server 

10 in the usual way. 

The page server loads the page description S identified by the page JD and detcnnines which input 

elemenes zone SS. if any, the stroke inte:rsects.. Assuming the relevant input element is a text field 878, the page server 

appends the stroke to the text field's digital ink. 
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After a period of :inactivity in the zone of the text field, the page server sends the pen ID and the pending 

strokes to the regisb:ation server 11 for interpretation. The registration server identifies the user corresponding to the 

pen. and uses the user's accumulated handwriting model 822 to inteqm:t the strokes as handwritten text. Once it has 

c:onverted the strokes to text, the registration server returns the text to the requesting page server. The page server 

5 appends the text to the text value of the text field 

5.4 SIGNATURE VERIFICATION PROTOCOL 

.Assuming the input element whose zone the stroke intersects is a signature field 880, the page server 10 

appends the stroke to the signature field's digital ink. 

After a period of inactivity in the zone of the signature field, the page server sends the pen ID 61 and the 

1 0 pending strokes to the registration server 11 for verification. It also sends the application ID 64 associated with the fonn 

of which the signature field is part. as well as the fonn ID 56 and the cm:rent data content of the fonn. The registration 

server idc:ntifies the user corresponding to the pen, and uses the user's dynamic signature biometric 818 to verify the 

strokes as the user's signature. Once it has verified the signature, the registration server uses the application ID 64 and 

user ID 60 to identify the user's application-specific private signature key. It then uses the key to generate a digit.al 

15 signature of the form data, and n:tums the digital signature to the requesting page server. The page server assigns the 

digital signature to the signature field and sets the associated form's status to frozen. 

20 

The digital signature includes the alias ID 65 of the c:onesponding user. This allows a single fonn to capture 

multiple users' signatures. 

5.5 FORM SUBMISSION PROTOCOL 

A preferred embodiment of a form submission protocol is shown in Figure 46. 

Fmm submission occurs via a form hyperlink activation. It thus follows the protocol defined in Section 5.2, 

with some form-specific additions. 

In the case of a form hyperlink, the hyperlink activation message sent by the page server 10 to the 

application 71 also contains the form ID 56 and the cummt data content of the foun. If the form contains any signature 

25 fields, then the application verifies each one by extracting the alias ID 65 associated with the com:sponding digital 

signature and obtaining the corresponcling certificate from the registration server 11. 

5.6 COMMISSION PAYMENT PROTOCOL 

A preferred emboc:liment of a commission payment protocol is shown in Figure 47. 

In an e-commerce environment. fees and commissions may be payable from an application provider to a 

30 publisher on click-throughs, transactions and sales. Commissions on fees and commissions on commissions may also be 

payable from the publisher to the provider of the printer. 

The hyperlink request ID 52 is used to route a fee or commission credit from the target application provider 

70a (e.g. merchant) to the source application provider 70b (i.e. publisher), and from the somce application provider 70b 

to the printer provider 72. 

35 The target application receives the hyperlink request ID ftmn the page server 10 when the hyperlink is first 

activated, as described in Section 5.2. When the target application needs to credit the source application provider, it 

sends the application provider credit to the original page server together with the hyperlink request ID. The page server 

uses the hyperlink request ID to identify the source application, and sends the credit on to the relevant .registration 

server 11 together with the source application ID 64, its own server ID 53, and the hyperlink request ID. The registration 

40 server credits the corresponding application provider's account 827. It also notifies the application provider. 

If the application provider needs to credit the printer provider, it sends the printer provider credit to the 

original page server together with the hyperlink request ID. The page seiver uses the hyperlink request ID to identify the 
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printer. and sends the credit cm to the mevant regist[au.on server together with the printer ID. The registraticm server 

credits the corresponding printer provider account 814. 

The soun:e applicaticm provider is optionally notified of the identity of the target applicaticm provider. and 

the printer provider of the identity of the souri:e application provider. 

5 6. NETPAGE PEN DESCRIPTION 

8.1 PEN MECHANICS 

Referring to Figures 8 and 9. the pen, generally designated by refen:nce numeral tot. includes a housing 

102 in the form of a plastics moubling haWig walls t03 defining an interior space 104 for mounting the pen 

components. The pen top t05 is in operation rotatably momrted at one end 106 of the housing 102. A semi-transparent 

10 cover 107 is secured-to the opposite end 108 of the housing 102. The cover 107 iS also ofmoUlded plastics, and is 

fonned from semi-transparent material in order to enable the user to view the· status of the LED m01mted within the 

housing 102. The eover 10'7 includes a main part 109 which substantially surrounds the end 108 of the housing 102 and 

a projectin8 portion 110 which projects back ftom the main part 109 and fits within a corresponding slot 111 formed in 

thewallli 103 of the housing 102. Aiadio anterina 112 is molDlted behind the projectirig portion 110, within the housing 

15 102. Screw threads i 13 surrounmng an aperture 113A on the cover 107 are manged to receive a metal end piece 114, 

including cmresponding screw threads 115. The metal end piece 114 is removable to enable ink cartridge replacement. 

Also mounted within the cover 107 is a tri-color status LED 116 on a flex PCB 117. The antenna 112 is 8lso 

mounted on the flex PCB 117. The status LED 116 is mounted at the top of the pen 101 for good all-around vistl>llily. 

The pen can opemte both as a nonnal marlcing ink pen and as a non-marking stylus. An ink pen cartridge 

20 118withnib 119 and a stylus 120 with sfylusnib 121 are mounted side by side Within the housing 102. Either the ink 

cartridge nib 119 or the stylus nib t2 t can be brought forWard through open end 122 of the metal end pieee 114, by 

· rotation of the pen top 105. Respective slider blocks 123 and 124 are mounted to the ink cartridge 118 and stylus 120, 

· ·· :respectively. A rotatable cam bmel 125 is secured to the pen top 1 OS in operation and manged to rotate therewith. The 

cam barrel 125 includes a cam 126 ii:l the fonn ofa slot withii:l the walls 181 of the cam ban-el Cam followers 127 and 

25 128 projecting from slider blocks 123 and 124 fit within the cam slot 126. On rotation of the cam barrel 125, the slider 

blocks 123 or t24 move relative to each other to project either the pen nib t 19 or stylus nib 121 out through the hole 

122 in the metal end piece 114. The pen 101 has three states of operation. By turning the top 105 through 90° steps, the 

three states are: 

30 
• Stylus 120 nib 121 out; 

Ink cartridge 118 nib 119 out; and 

• Neither ink cartridge 118nib 119 out nor stylus 120mo 121 out. 

A second flex PCB t29, is mo1U1ted on an electronics chassis t30 which sits within the housing t02. The 

second flex PCB 129 mounts an infrared LED 13t for providing infrared radiation for projection onto the surface. An 

image sensor 132 is provided mounted on the second flex PCB 129 for receiving reflected radiation ftom the surface. 

35 The second flex PCB 129 also mounts a radio frequency chip 133, which ineludes an RF transmitter and RF receiver, 

and a controller chip t34 for controlling operation of the pen 101. An optics block 135 (fmmed from moulded clear 

plastics) sits within the cover 107 and projects an infrared beam onto the surface and receives images onto the image 

sensor 132; Power supply wires t36 connect the components on the second flex PCB 129 to batte.ty contacts t37 which 

are mounted within the cam barrel 125. A te.Dnina1 138 connects to the battery cOntacts 137 and the cam barrel 125. A 

40 three vOlt rechargeable battery 139 sits within the cam barrel 125 in contact with the battezy contacts. An induction 

charging coil t40 is mounted about the second flex PCB 129 to enable recharging of the battezy 139 via induction. The 

second flex PCB 129 also mounts an infrared LED t43 and infrared photodiode 144 for detecting displscenu:nt in the 

............................. ·~· •.:.:•·'~ ...... --.. ---·-~ .... 
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cam barrel 125 when either the stylus 120 or the ink cartridge 118 is Used for writing. in order to enable a determinat:iOn 

of the force being applied to the surface by the pen m"b 119 or stylus m"b 121. The IR photodiode 144 detects light from 

the IR LED 143 via reflectors (not shown) mounted on the slider blocks 123 and 124. 

Rubber grip pads 141 and 142 are provided towards the end 108 of the housing 102 to assist gripping the 

5 pen 101,andtop lOSalsoincludesaclip 142forclippingthepen101 to a pocket 

6.2 PEN CoN1'RoLLER 

The pen 101 is manged to deteonine the position of its nib (styltis nib 121 or ink cartridge nib 119) by 

imaging. in the infrared spectrum. an an:a of the surface in the 'Vicinity of the nib. It records the location data from the 

nearest location tag. and is manged to calcu1ate the distance of the m'b 121 or 119 from the location tab utilising optics 

10 135 and controller chip 134. The controller chip 134 calcu1ates the orientation of the pen and the nib-to-tag distance 

from the perspective distortion observed on the imaged tag. 

Utilising the RF chip 133 and antenna 112 the pen 101 can transmit the digital ink data (which is enciypted 

for security and packaged for efficient tmnsmissfon) to the computing system. 

When the pen is in range of a receiver. the digital ink data is transmitted as it is fonned. When the pen 101 

15 moves out of range, digital ink data is buffered within the pen 101 (the pen 101 cireW.tty includes a buffer manged to 

store digital ink data for approximately 12 minutes of the pen motion on the surface) and can be transmitted later. 

The controller chip 134 is mounted on the second flex PCB 129 in the pen 101. Figure 10 is a block 

diagram illustrating in more detail the architecture of the controller chip 134. Figure 10 also shows representations of 

the RF chip 133, the jmage sensor 132, the tri-color status LED 116, the IR illumination LED 131, the IR force sensor 

20 LED 143, and the force sensorphotodiode 144. 

The pen controller chip 134 includes a controlling processor 145. Bus 146 enables the exchange of data 

between components of the controller chip 134. Flash mem.ocy 147 and a 512 KB DRAM 148 are also included. An 

analog-to-digital converter 149 is arranged to convert the analog signal from the force sensor photodiode 144 to a digital 

signal. 

25 An image sensor :interface 152 interfaces with the mge sensor 132. A transceiver controller 153 and base 

band circuit 154 are also included to intertiwe with the RF chip 133 which includes an RF circuit 155 and RF resonators 

and inductors 156 connected to the antenna 112. 

The controlling processor 145 captures and decodes location data from tags from the surface via the image 

sensor 132, monitors the force sensor photodiode 144, controls the LEDs 116, 131 and 143, and handles short-range 

30 kadio communication via the radio transceiver 153. It is a medium-performance (-40MHz) general-purpose RISC 

processor. 

The processor 145, digital transceiver components (transceiver controller 153 and baseband cin:uit 154), 

image sensor interface 152, flash.memory 147 and 512KB DRAM 148 are integrated in a Single controller ASIC. Analog 

RF components (RF circuit 155 and RF resonators and inductors 156) are provided in the separate RF chip. 

35 The image sensor is a 21Sx215 pixel CCD (such a sensor is produced by Matsushita Electronic Cmporation, 

and is described in a paper by Itakma. K T Nobusada, N Okusenya. R Nagayoshi. and M Oz.aid, .. A Imm SOk-Pixel IT 

CCD Image Sensor for Miniature Camera System", IEEE Tnmsac:tions on Electronic Devices, Volt 47, number I. 

January 2000, which is incoiporated herein by reference) with an IR filter. 

The controller ASIC 134 enters a quiescent state after a period of inactiVity when the pen 101 is not in 

40 contact with a surface. It incmporates a dedicated circuit 150 which monitors the force sensor photodiode 144 and wakes 

up the c:ontroller 134 via the power manager 151 on a pen-down event. 

The .radio transceiver communicates in the unlicensed 900MHz band normally used by cordless telephones, 
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or alternatively in the mllicensed 2.4GHz industrial, scientific and medical (ISM) band, and uses ftequency hopping and 

collision detection to provide intaference.ftee c:cmummieation. 
In an alternative embodiment, the pen incolpmates an Infrared Da1a Association (IrDA) interface for shmt­

nmge communic:ation with a base station ornetpage printer. 

5 In a further embodiment, the pen 101 includes a pair of ortb.ogonal acce1ermneters mounted in the nomial 

plane ofthe pcm 101 axis. The acce1.erometers 190 are shown in Figures 9 and 10 :in ghost outline. 

The provision of the acce1.erometers enables this embodiment of the pen 101 to sense motion without 

refenmc:e to surface location tags, allowing the location tags to be sampled at a lower • Each location tag ID can then 

identify an object of interest lather than a position on the surf8ce. For example, if the object is a user interface input 

10 element (e.g. a command button). then the tag ID of each location tag within the area of the input element can direetly 

identify the ll!put element. 

The acceleration measured by the accelerometers in each of the x and y directions is integrated with respect 

to time to produce an instantaneous velocity and position. 

Since the starting position of the stroke is not known, only relative positions within a stroke are calculated. 

15 Although position int.egration accumulates mom in the sensed IM:Celeration, accelerometers typically have high 

resolution, and the time duration. of a stroke, over which Cll'OIS accumulate. is short. 

7. NETPAGE PRINTER DESCRIPTION 

7.1 PRINTER MECHANICS 

The vertically-mounted netpage wallprinter 601 is shown fully assembled in Figure 11. It prints netpages on 

20 Letter/A4 sized media using duplexed 8~" MentjetTM print engines 602 and 603, as shown in Figures 12 and 12a. It 

uses a straight paper path with the paper 604 passing through the duplexed print engines 602 and 603 whjch print both 

sides of a sheet simultaneously, in full color and with full bleed 

An integral binding assembly 60S applies a strip of glue along one edge of each printed sheet, allowing it to 

adhere to the previous sheet when pressed against it This creates a final bound docmnent 618 which can range in 

25 thickness from one sheet to sevenl hundred sheets. 

The replaceable ink carttidge 627, shown in Figure 13 coupled with the duplexed print engines, has 

bladders or chambers for storing fixative, adhesive, and cyan, magenta, yellow, black and infrared inks. The cartridge 

also can:tains a micro air filter in a base molding. The micro air filter interfaces with an air pump 638 inside the printer 

via a hose 639. This provides filtered air to the printheads to prevent :ingress of micro particles into the Me:ntjef'M 

30 printheads 350 which might otherwise clog the printhead nozzles. By incorporating the air filter within the cartridge, the 

operational life of the filter is effectively linked to the life of the cartridge. The ink cartridge is a fully recyclable product 

with a capacity for printing and gluing 3000 pages (1500 sheets). 

Referring to Figure 12, the motorized media pick-up roller assembly 626 pushes the top sheet directly from 

the media tmy past a paper sensor on the fixst print engine 602 into the duplexed Memjet™ printhead assembly. The 

35 two McmjetTM print engines 602 and 603 are mounted in an opposing in-line sequential configuration along the straight 

paper path. The paper 604 is drawn into the first print engine 602 by integral. powered pick-up rollers 626. The position 

and si7.e of the paper 604 is smsed and full bleed printing commences. Fixative is printed simultaneously to aid dtying 

in the shortest possible time. 

The paper exits the first MemjetTM print engine 602 through a set of powered exit spike wheels (aligned 

40 along the straight paper path), which act against a rubberized roller. These spike wheels contact the •wet' printed 

smface and continue to feed the sheet 604 into the second MemjetTM print engine 603. 

Referring to Figures 12 and 12a, the paper 604 passes from the duplexed print engines 602 and 603 into the 



--=--=-=-=-=-=-.....:-~:___.1_ ____________________________________ ------···-----:·.-·-.-::.....,.........,-

wooon2242 ' .. · .. ~ PCT/AU00/00519 
.. · ... 

-39-

binder assembly 605. The printed page passes between a powered spike wheel axle 670 with a fibrous support roller and 

another movable axle with spike wheels and a momentmy aetion glue wheel The movable axle/glue assembly 673 is 

mounted to a metal support bracket and it is transported fo.rwmd to inter&ce with the powered axle 670 via gears by 

action of a camshaft. A separate motor powers this camshaft. 

5 The glue wheel assembly 673 consists of a partially hollow axle 679 with a: rotating coupling for the glue 

supply hose 641 .from the ink cartridge 627. This axle 679 connects to a glue wheel, which absorbs adhesive by capillmy 

action through mdial holes. A molded housing 682 smrounds the glue wheel, with ail opening at the ftont Pivoting side 

moldings and sprung outer doors are attached to the metal bracket and hinge out sideways when the rest of the assembly 

673 is thrust fo.rwmd. This action exposes the glue wheel through the front of the molded housing 682. Tension springs 

1 0 close the assembly and effedively cap the glue wheel during periods of inactivity. 

As the sheet 604 passes into the glue wheel assembly 673; adhesive is applied to one vertical edge on the 

ftont side (apart from the first sheet of a document) as it is transported down into the binding assembly 605. 

7.2 PRINTER CONTROLLER ARCHITECTURE 

The nctpage printer controller consists of a controlling processor 750, a factmy-installed or field-installed 

15 network. interface module 625, a ndio transceiver (transceiver controller 753, baseband cimlit 754, RF circuit 155, and 

RF resonators and inductors 756). dual raster image processor (RIP) DSPs 757, duplexed print engjne controllers 760a 

and 760b, flash memoiy 658, and 64MB ofDRAM 657, as illustrated in Figure 14. 

The controlling processor handles c:ommunication with the network 19 arid with local wireless netpage pens 

101, senses the help button 617, controls the user interface LEDs 613-616, and feeds and synchronizes the RIP DSPs 

20 757 and print engine controllers 760. It consists of a medium-performance general-purpose microprocessor. The 

controlling processor 750 COJJlliltlDicates with the print engine controllers 760 via a high-speed serial bus 659. 

The RIP DSPs rasterize and compress page descriptiOllS to the netpage printer's compressed page format 

Each print engine controller expands, dithers and prints page images to its associated Memjet"IM printhead 350 in real 

time (i.e. at over 30 pages per minute). The duplexed print engine controllers print both sides of a sheet simultaneously. 

25 The master print engine controller 760a controls the paper transport and monitors ink usage in conjunction 

with the master QA chip 665 and the ink cartridge QA chip 761. 

The printer controller's flash memocy 658 holds the software for both the processor 750 and the DSPs 757, 

as well as configuration data. This is copied to main memory 657 at boot time. 

The processor 750, DSPs 757, and digital 1ransceiver Components (transceiver controller 753 and baseband 

30 circuit 754) are integrated in a single controller ASIC 656. Analog RF components (RF circuit 755 and RF resonators 

and inductors 756) are provided in a separate RF chip 762. The network interface mOclule 625 is separate, since netpage 

printers allow the netwodc comiection to be factmy-selected or field-selected. Flash memory 658 and the 2x256Mbit 

(64MB) DRAM 657 is also off-chip. The print engine controllers 760 are provided in separate ASJCs. 

A variety of network intertace modules 625 are provided, each providing a netpage networlc interface 751 

35 and optionally a local computer or network inteJface 752. Netpage network Internet :interfaces include POTS modems, 

Hybrid Fiber-Coax (HFC) cable modems, ISDN modems. DSL modems, satellite transceivers, cmrent and next­

generation cellular telephone transcei.vers, and wireless local loop (WLL) transceivers. Local interfaces include IEEE 

1284 (pamllel port). lOBase-T and lOOBase-T Ethemet, USB and USB 2.0, IEEE 1394 (Firewire), and various 

emerging home networlcing interfaces. If an Internet connection is awilable on the local networlc, then the local network 

40 interl8ce can be used as the net.page network interface. 

The radio transceiver 753 communicates in the unlicensed 900:MHz band nomially used by cordless 

telephones, or alternatively in the unlicensed 2.4GHz industrial, scientific and medical (ISM) band, and uses frequency 
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hopping and collision detection to provide :interference-free COJD1D1micatian. 

The printer controller optionally incorpomtes an Infrared Data Association (JrDA) interface for :receiving 

data "squirted" fimn devices such as nelpagc= cameras. In an altemative embodiment, the printer uses the JrDA interface 

for short-nmge communication with suitably ccmfigmed netpage pens. 

5 7.2.1 RAsrERIZATION AND PRINTING 

Once the main processor 150 has RCeived and verified the document's page layouts and page objects, it 

nms the appropriate RIP software on the DSPs 757. 

The DSPs 757 rasterim each page description and compress the rasterized page image. The main processor 

stores each c:ompn:ssed page image in memmy. The simplest way to load-balance multiple DSPs is to let each DSP 

1 0 IBSlerize a separate page. The DSPs can always be kept busy since an arbitnuy number of rasteri7.ed pages can, in 

general, be stored in memoiy. This strategy only leads to potentially poor DSP utilimtion when rasterizing short 

documents. 

15 

Watennark regions in the page description are rasterized to a ccmtone-resolution bi-level bitmap which is 

losslessly compressed to negligible size and which fonns part of the compressed page image. 

The infrared (IR) layer of the printed page contains coded. netpage tags at a density of about six per inch. 

Each tag encodes the page ID, tag ID, and control bits, and the data content of each tag is generated during msterization 

and stored in the compressed page image. 

The main processor 150 passes back-to-back page :images to the duplexed print engine controllers 760. Each 

print mgine controller 760 stores the c:ompessed page Dnage in its local memmy, and starts the page expansion and 

20 printing pipeline. Page expansion and printing is pipelined because it is impractical to store an entire 1141\,fB bi-level 

CMYK+IR page image in memoiy. 

7.2.2 PRINT ENGINE CONTROLLER 

The page expansion and printing pipeline of the print engine controller 760 consists of a high speed IEEE 

1394 serial intcrfilce 659, a standard JPEG decoder 763, a standard Group 4 Fax decoder 764, a custom 

25 balftoner/compositor unit 765, a custom tag encoder 766, a line loader/formatter unit 767, and a custom interface 768 to 

the MemjetTM printhead 350. 

The print engine controller 360 operates in a double buffered manner. While one page is loaded into DRAM 

769 via the high speed serial interface 659, the pieviously loaded page is read from DRAM 769 and passed through the 

print engine controller pipeline. Once the page has finished printing, the page just loaded is printed while another page 

30 is loaded. 

The first stage of the pipeline expands (at 763) the JPEG-compressed contone CMYK. layer, expands (at 

764) the Group 4 Fax-compressed bi-level black layer, and renders (at 766) the bi-level netpage tag layer according to 

the tag format defined in section 1.2, all in pmalleL The second stage dithers (at 765) the con.tone CMYK layer and 

composites (at 765) the bi-level black layer over the resulting .bi-level CMYK layer. The resultant bi-level CMYK +IR 

35 dot data is buffered and formatted (at 767) for printing on the MemjetTM printhead 350 via a set ofline buffers. Most of 

these line buffers are stored in the off-chip DRAM. The final stage prints the six channels of bi-level dot data (including 

fixative) to the MemjetTM printhead 350 via the printhead interface 768. 

When several print engine controllers 760 are used in unison. such as in a duplexed configuration, they are 

synchroni7.ed via a shared line sync signal 770. Only one print engine 760, selected via the external master/slave pin 

40 771, generates the line sync signal 770 onto the shared line. 

The print engine controller 760 contains a low-speed processor m for synchronizing the page expansion 

and nmdering pipeline. configuring the printhead 350 via a low-speed serial bus Tl3, and controlling the stepper motors 
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675,676. 

In the 8%'' versions of the netpage printer, the two print cngjnes each prints 30 Letter pages per minute 

along the long dimension ofthe page (11"). giving a line rate of8.8 kHz at 1600 dpi. In the 12" versions of the netpage 

printer, the two print engines each prints 45 Letter pages per minute along the short dimension of the page (8%''}, giving 

5 a line rate ofl0.2 kHz. These line rates are well within the operating frequency of the MemjetTM printhead. which in the 

commt design exceeds 30 kHz. 

8 PURCHASING 

The nelpage system provides efficient mechanisms for merchants to offer ·gooc1s and services to customers. 

and for customers to select and pay fur those goods and services. 

1 0 A customer can order directly :from a catalog browsed and printed dynamically via netpage, as well as ftom 

a pre-printed catalog delivered by traditional means. 

The customer's dynamic signature, in combination with the customer's uniquely identified pen, 

authenticates the purchasing transaction in a way which is impossible to forget. If the customer chooses to use the 

Secure Electronic Transaction (SET) payment mechanism built into the netpage system. then the customer's payment 

15 card details are never revealed to the mCrcliant. ensuring that card details can neither be accidentally nor maliciously 

compromised. 

20 

25 

The purchasing mechanisms described in this section are generic, and apply to the purchasjng of myriad 

kinds of goods and services. 

8.1 APPLICATION DRAWING NOTATION 

Each application user interface flow is illustrated as a collection of documents linked by command arrows. 

A command arrow indicates that the target document is printed as a result of the user pressing the corresponding 

command button on the source page. Some command mows are labeJled with multiple· commlinds separated by slashes 

('l's). indicating that any one of the specified commands causes the target docmnent to be printed. Although multiple . 

commands may label the same command arrow, they typically have different side-effects. 

Jn application terms. it is important to distinguish between netpage documents and netpage fonns. 

Documents contain printed infmmation, as well as command buttons which can be pressed by the user to request further 

info.nnation or some other action. Fonns. in addition to behaving like nmmal documents, also contain input fields which 

can be filled in by the user. They provide the system with a data input mechanism. It is also useful to distinguish 

between documents which contain generic infmmation and documents which contain infonnat:ion specific to a particular 

30 interaction between the user and an application. Generic documents may be pre-printed publications such as magazines 

sold at news· stands or advertising posters encountered in public places. Forms may also be pre-printed, including, for 

example, subscription forms encountered in pre-printed publications. They may, of course, also be generated on-the-fly 

by a netpage printer in response to user requests. User-specific documents and forms are nmmally generated on the fly 

by a netpage printer in response to user requests. Figure 48 shows a generic docmnent 990, a generic form 991, a user-

35 specific document 992, and a user-specific fonn 993. 

Netpages which participate in a user interface ftow are further described by abstract page layouts. A page 

layout may contain various kinds of elements. each of which has a unique style to differentiate it from the others. As 

shown in Figure 49, these include fixed infmmation 994, variable info1D1Btion 995, input fields 996, command buttons 

997, and draggable commands 998. 

40 When a user interface flow is broken up into multiple diagrams. any document which is duplicated is shown 

with dashed outlines in all but the main diagram which defines it 
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8.2 PuRcHASING OBJECT MODEL 

The purchasing object model revolves~~ 8IUi costomers. 

Each merchant 500 has a glo'bally unique iclentifier. as well as a name and other details. A merchant 500 is 

twically recorded as an application pmv.ider 803 (sh°"'8 in Figlm: 24) on a registnd:ion server ll, for the pmpose of 

5 click-through payments etc. Each customer 501 is reJ.atecl to a particular merchant 500, and has an identifier 65 which is 

unique within the scope of the particular:inCn:hant. The custo.trJ.er identifier is the alias id 65 of the application user 805, 

alloca1cd by a registration server 11. Each c:ustom.er 501 n:presents a particu]ar netpage user 800 to the men:hant 500. 

A net.page user 800, on the other hand. can be the~ of 1111y nmnber of me:n:hants. 

Each merchant offers a range ·of products 502 for sale,• t}pically presented in the fann of an organized 

1 0 c:atalog 503. Any netpage user can browse file merchant's catalog 503. but the user must become an explicit customer of 

the men:hant before being able to camp1ete an order with the merchant.. 

15 

20 

The merchant class diagram is shown in Figure 50, while the customer class diagram is shown in Figure 51. 

The name and description of a c:ustomcr derives from the details of the corresponding netpage user. 

Each customer has a histmy of payment methods S08 and shipping addresses S09 with the merchant. The 

most recent of each is recorded and used as the default on any new order. 

Each customer has an account S06 with the ~t which records the net balance of all invoices and 

received payments. Account payments SOS, ie. payments not associated with a particular invoice, are associated directly 

with the customer account 506. 

Each customer has a history of orders 507, each in ·a particµlar state of completion as reflected by its status 

S2S. The order class diagram is shown in F.igun: S2. 

Each order 507 is maiquely identified within the scope of the merchant SOO. 

Each order has a status 525 which indicates whether the order is pending (i.e. not yet submitted), active, 

partially or fully shipped, cancelled or completed. An order is not completed until full payment is received. 

25 Each order .consists of a nwnber of order items 512, each of which specifies the quantity of a particular 

product offered by the merchant. Each older item 512 also includes a backorder quantity 513 and a quantity shipped 

S14. The backorder quantity 513 is used to register a claim on futme stock when there is insufficient current stock to 

fully satisfy the order item. The quantity shipped S 14 is used to record the cmnulative quantity actually shipped. 

Each order S01 is associated with a particular payment method. shipping address S09, and shipping method 

30 S21. 

The most common of the many posSl"ble payment methods are shown in the payment method class diagram 

in Figure S3. The set of payment methods· supported by a particular merchant will be specific to that merchant, and may 

be different for ditrcn:nt customers of the merchant depending on their credit mtings etc. 

When the netpage account payment method S 1 S is used, the user's ~e account 820 is debited. and the 

35 transaction appears on the user's net.page account statement. 

40 

When the customer account payment method S16 is used, the user's customer account S06 is debited. and 

the user is invoiced for payment. 

When the pro fomia invoice payment method 517 is used. a pro fcmna invoice is issued requesting pre­

payment of the order. When payment is received, the goods are shipped. 

When the cash on delivery payment method Sl8 is used, payment is expected when the goods are delivered. 

When the SET payment card payment method S 19 is used, the corresponding SET payment card 821 linked 

to the user is used to make payment according to the nonnal SET protocol. 
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When the payment card.payment method 520 is used. the specified~ card is used to make payment 

acc:ordiDg to the nmna1 protocol ~ the memumt and their acquiring ~:;or institution which handles the 

particular payment card type. 

Invoice and pro faona invoice payments are nomially made with a check or money order. Cash on delivery 

5 payments are nonnally made with a cb.eck or cash. 

10 

The set of shipping methods 521 which applies to a particular order depc:nds on whether the order's 

shipping address 509 is do:mesti.c or intemational with respect to the location of the merchant's warehouse. Typical 

domestic shipping methods 522 include standard shippjng. second day air, and next day air. Typical intemational 

shipping methods 523 include standard shipping. ainnai1, and international priority. 

The most common shipping methods are shown in the shipping method class diagram in Figure 54. 

8.3 PURCHASING USER INTERFACE 

The status of the order determines the a1lowable set of operations on the order. While the order is pending. 

the user can browse the merchant's catalog and add items to the shopping cart which represents the order. After the 

order is submitted, the user can still amend the payment method, shipping address and shipping method until the order 

15 is fully shipped. A change obviously only applies to items not yet shipped when the change is made. The user can delete 

order items or change the quantity ordered until the items are actually shipped. Quantity increases are subject to 

availability and payment approval. The overall purchasing user interface tlow is illustrated in Figure SS. 

8.3.1 Locate Merchant 

A merehant can be located by browsing or searching the global netpage directory or the user's own. 

20 bookmarks. A merchant may also be encountered in the fonn of an advertisement in a netpage publication 807. Both a . 

direc:toly entry and an advertisement typically link to the merchant's main page 530. This in tum links to the merchant's 

product catalog 531. If the user aheady has a copy of the merchant's main page 530 from a previous encounter, then the 

catalog is immediately available. 

8.3.2 Browse Catalog 

25 A small product catalog is typically organized into a set of categories. The main catalog page 531 simply· 

lists the categories, and each category page 532 lists all of the products in the category. This is indicated in the user 

interface flow in Figure 55. 

If the product cata1og is large, then it may still be organized into categories, but it may be impractical to 

print the entire contents of a category when a user wishes to browse the category. Instead directory navigation techniques 

30 can be used. A catalog search will often be specific to the kinds of products represented in the catalog. 

35 

8A.3 Order Item 

Many applications involve the user maintainmg a collection of items. In the screen-based version of the 

application. the user's collection is typically shown evr::ry time an item is added or removed. The user therefore receives 

iwnMiate feedback when the collection changes. The collection may reflect an e-mail recipient list. a shopping cart, etc. 

In the netpage version of the application, it is less practical to re-print the collection every time it changes. 

Item deletions and quantity changes can be marked up visibly, and so do not necessarily require immediate re-printing. 

Item insertions. however. are more problematic. In some cases the entire soun:e list can be used as the input form. 

allowing it to be marked up visibly. This may be particularly apt if the SOUICe list already represents a user-specific 

subset of the complete source list, e.g. last week's shopping list rather than the grocery store's complete range. There 

40 will be cases. however, where the user will primarily be making selections from a complete catalog. The catalog may 

even be many hundreds of pages long, offset printed, and delivered in the mail. Since it is intended for multiple use, it is 

not suitable for vim"ble marlrup. 
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One way to order 'Via a lmge catalog is to print ~iate product-Specific pages 533. Each catalog entry 

has both an <iDfo> and an <buy> buttoil. ·The <info> button elicits a full-page deicription of the product 533 with a 

quantify field which. if filled in, adds the product to the shopping cart and prov.ides a visible record of the item order. 

1bis avoids having to print the conten1S of the shopping cart every time an: item is added to it The <buy> button elicits a 

5 similar full-page description 534 of the p.rodw:t but automatically adds it to the shopping cart. It contains a quantity 

field, already filled in with the quantity ordered bY default, whic;h can be used to vaiy the quantity ordered. 

Depending on the nature of the order, it mi.y be ~cal to also list the contents of the shopping cart on the 

product-specific page. However, it is the fact that the product page gives produet-specilic infonnation that is of primacy 

value to the user. 

1 0 The produet page ·is visibly linked to the order itself~ it is tagged with the name of the current user, 

the order transaction mun.her, and the order date and time. 

B.3A Complete Order 

The shopping cart 536 repiesents the contents of the burent order. The shopping cart 536 is accessible from 

any merchant page. whether the page is part of the cummt order fonn or not. The shoi>Ping cart 536 prov.ides a 

15 c:onvenient place to review the cm1er· and :inake f111111 crumges. 
The checkout 535 is also accessible from any merchant page. It prov.ides a place to specify shipping and 

payment infomlation, and finally tO confinn the order. 

The checkout foxm 535 is broken up into five secticms: shipping address 535b, shipping method 535c, 

payment method S35d, order items 535e, and order confinnation 535f. Sections have default selections based on the 

20 ·· user's most recent behavior. 

The order confirmation section 535f summari7.es the order and captures the user's signature. It shows the 

current shipping address, shipping method, payment method, and order total. 

Any clumge the user :inakes to the order on the checkout fonn 535 is reflected on the fonn, since the Change 

is made with. the inking pen. It is not reflected, however, in the order Sll1DID8IY in the order confirmation section 535f. 

25 To produce a consistent checkout fonn, the user can simply press the <update> button at the bottom ofthe form after 

making a munber of changes. An updated i:heckout form 535 is immediately printed. 

The <submit> button, when pressed, submits the order. Any handwritten clumge to ali.y item information 

page 533, shopping cart page 536, or checkout page 535 which is part of the order form is automatically inteJpreted and 

applied to the order. The order receipt 537, printed in response to the order submission, reflects the actual contents of 

30 the order. 

The checkout fonn 535 consists of a header 53Sa (Figure 56), a section for selecting a previously used 

shipping address or specifying a new address 53Sb (Figure 57). a section for selecting a shipping method 535c (Figure 

58). a section for selecting a·previously used payment method or specifying a new payment card 535d (Figure 59), a 

section for reviewing the list of order items and making last-minute changes 535e (Figure 60), a section for signing the 

35 order to confhm payment 53Sf (Figure 61), and a footer which contains the <update> and <submit> buttons 535g 

(Figure 62). 

The printed checkout fonn will vary in ·length depending on the number of previously used shipping 

addR:sses and payment cards, and the number of items in the order. In many cases it will fit conveniently on two pages 

printed on a single sheet of paper. 

40 The order receipt 537 lists the items ordered and summarizes the order parameters in much the same way as 

the order confinnation section of the checkout fmm (Figure 61 ). 

·-~-.......... -..;; ....................... ~ ...... "'""' .. ''l' ... · )•·:.1••.I!'=· 
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8.3.5 Edit Account ,; ·. · , :i, ·,, 

Users can edit their~ details maintained bY the merchant, ~their list of shipping addresses 

and their list of payment methods. They can also print their order list 540. and details of individUal orders. They can edit 

any order which has not been fully shipped. as described earlier. 

The order list 540 gives the status for each order. P.tessing the <info> button associated with each order 

yields a copy ofthe order nic:eipt 537, but with an updated status for each.order item. The status of an onler item derives 

ftom the status of the order it is part. as well as the presence of shipment items and backorder items associated with the 

order item. 

8.3.6 Edit Order 

The order receipt allows the quantities of individual order items which are still active to be altered. Once 

alterations are made. the user must press the <submit> button. An updated receipt is produced. 

To edit order parameters, the u8er can press the <edit> button on the order receipt 537. This produces an 

order editing fonn 538 which is similar in structure to the checkout form. Once alterations are made. the user must press 

the <submit> button. An updated receipt is produced 

15 8.3.7 Receive Shipment 

20 

The shipment is accompanied by payment receipt 541, or, if the payment method is "cash on delivery", an 

invoice 541 which allows the user to pay the delivery person by traditional mealis (e.g. cash, check, or payment card not 

processed through netpage). or using a netpage payment method listed on ihe form, simply by marking the appropriate 

payment method and signing the form with a netpage pen 801. 

A customer can therefore defer authorizing payment witil the goods are delivered. even when using a 

payment method which aJlows the ne1page s)'stem to obtain .immediate online payriient authOrlzation. Conversely, the 

delivery person can verify payment before handing over the goods. 

CONCWSION 

The present invention has been described with reference to a preferred embodiment and number of specific 

25 altemative embodiments. However, it will be appreciated by those skilled in the relevant fields that a nmnber of other 

embodiments, differing from those specilicaJly described, will also tall within the spirit and scope of the present 

invention. Accordingly, it will be Wlderstood that the invention is not intended to be limited to the specific embodiments 

described in the present specification, including documents incoiporated by cross-reference as appropriate. The scope of 

the invention is only limited by the attached claims. 
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C~MS 

1. A method of enabling online purchasing. the nu:thod including the .. of 

PCT/AU00/00519 

providing a potential purehaser :with a farm c:QDtaiirln& infcmnation ~;to a pun:hasing 1nmsac:tion. the 

fmm including coded data indicative of an identity of the form and of at least one ref~ point of the fmm; 

5 receiving. in a computer systc:m. indicating data from a sensing device regarding the identity ofthe form and 

10 

a position ofthe sensing device relative to the fmm, the sensing~. when placed: in an operative position relative to 

the faon, sensing the indicating data using at least some of the coded data; and 

identifying. in the computer system and from the indicating data, at least one parameter relating to. the 

pmchasing transaction. 

2. The method of claim 1 in which said at least one parameter relatiDg to the purchasing transaction is 

associated with at least one zone of the form and in which the method includes~ in the computer system and 

from the zone relative to which the sensing device is located, said at least one ~· 

3. The method of claim 2 which includeS: 

receiving, in the computer system, data regarding movement of the sensing device relative to the form. the 

15 sensing device sensing its movement relative to the fonn using at least some of the coded data; and 

identifying, in the computer system and from said movement being at least partially within said at least one 

zone, said at least one parameter of the purchasing transaction. 

4. A method of enabling online purchasing, the method including the ~s of: 

providing a potential pun:hailer with a form containing information relating to a purchasing 

20 tmnsaction, the farm including coded data indicative of at least one parameter of the purchasing transaction; 

25 

receiving, in a computer system, data from a sensing device regarding said at least one parameter and 

·· regarding movement of the sensing device relative to the fmm, the sensing device. when moved relative to the form, 

sensing the data regarding said at least one parameter using at least some of the coded data and generating the data 

iegarding its own movement relative to the fmm; and 

interpreting, in the computer system. said movement of the sensing device as it relates to said at least one 

. parameter. 

5. A method of enabling online pun:hasing. the method including the steps of: 

providing a potential purchaser with a form contaming information relating to a purchasing transaction, the 

fonn including coded data indicative of an identity of the form; 

30 receiving. in a computer system. data from a sensing device regarding an identity of the potential purchaser 

and regarding the identity of the fmm, the sensing device containing the data regarding the identity of the user and 

sensing the data regarding the identity of the fonn using at least some of the coded data; and 

identifying, in the computer system and from the data regarding the identity of the potential purchaser and 

· the identity of the form, a purchasing transaction. 

35 6. The method of claim S in which the coded data is also indicative of at least one parameter of the 

purchasing transaction, and the method includes receiving, in the computer system, indicating data from the sensing 

device regarding said at least one parameter of the purchasing transaction, the sensing device sensing the indicating data 

using at least some of the coded data. 

7. The method of claim 6 which includes recei'Ving, in the computer system, data from the sensing 

40 device regarding movement of the sensing devic:e relative to the fonn, the sensing device generating data regarding its 

own movement relative to the fonn. 

I 1111111 111111 11111 1111111 1111 
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8. The method of any_ one of claims 2, 4 or 6 in which the piramete:r is an action parameter of the 

purchasing transaction, the methoCl-;~thmng effecting, in the computer systerii;-~;operation in respect of the action 

parameter. 

9. The method of claim 8 in which the action paraineter of the purchasing tnmsactian is selected :fi:om 

5 the group comprising: 

requesting infcmnation relating to an item to be purchased. selecting an item to purchase, selecting the 

quantity of an item to be purchased. viewing a shopping cart and submitting a purchasing order. 

10. The method of any one of claims 3, 4 or 7 in which the parameter is an option parameter of the 

pun:basing transaction, the method including identifying, in the computer system, that the potential purchaser has 

1 0 entered a hand-drawn made: by means of the sensing device and effecting, in the computer system, an operation 

associated with the option parameter. 

11. The method of claim 10 in which the option parameter is associated with at least one of: 

a shipping address, a shipping method, a payment method and a card type. 

12. The method of any one of claims 3, 4 or 7 in which the parameter is a text parameter of the 

15 pun:hasing transaction, the method including identifying, in the computer system, that the potential purchaser has 

entered handwritten text data by means of the sensing device and effecting, in the computer system, an operation 

associated with the text parameter. 

13. The method of claim 12 which includes converting. in the computer·system, the handwritten text 

data to computer text. 

20 14. The method of claim 13 in which the text parameter is associated with at least one of: 

a shipping address, a billing address, a payment method and a quantity of an item to be purchased. 

1 S. The method of any one of claims 3, 4 or 7 in which the parameter is an authorization parameter of 

the purchasing transaction, the method including identifying, in the computer system, that the potential purchaser has 

·entered a handwritten signatme by means of the sensing device and effecting. in the computer system. an operation 

25 associated with the authorimtion parameter. 

16. The method of claim 15 which includes verifying. in the computer system, that the signatme is that 

ofthe potential pmchaser. 

17. The method of claim 16 in which the authori7.a1.ion parameter is associated with payment 

autharimtion. 

30 18. The metb~ of any one of c]ajm:s 3, 4 or 7 in which the puameter is a picture parameter of the 

35 

40 

pure.basing transaction, the method including identifying. in the computer system, that the potential purchaser has 

entered a hand-drawn picture by means of the sensing device and effecting, in the computer system. an operation 

associated with the picture parameter. 

19. The method of any one of claims I, 4 or S in which: 

a portion of the coded data is superimposed with a visual graphic, the visual graphic relating to the 

parameter associated with the portion. 

20. The method of any one of claims 1,4 or Sin which the form contains infonnationrelating to at least 

one of: 

an item to be purchased and order acceptance. 

21. The method of claim 1 or S which includes printing the form on demand. 

22. The method of claim 21 which includes printing the form on a surface of a surface-defining means 

and, at the same time that the form is printed, printing the coded data on the surface. 

' . 1-1111111111111 lllJl-lflll 11 1111 
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23. The method of claim 22 which includes printing the coded data to be. substantially invisi"ble in the 

Yisi.ble•spectrum. 

24. The method of any one of claim 1 or 5 which includes retaining a i:etrie'Vable record of each form 

generated. the form being retrievable using its identity as contained in its.coded data. 

25. The method of any one of claims I, 4 or 5 which includes distribution a plurality of the forms using a 

mixture of multicast and pointcast communications protocols. 

26. The method of claim l or 4 in. which the sensing device contains an identification means which 

imparts a unique identity to the sensing device and identifies it as belonging to a particuJar potential pmchaser and in 

which the method includes monitoring. in the computer system. said identity. 

27. The method of any one of claims 1, 4 or 5 which includes providing all requiied infmmation relating 

to the purchasing transaction in the form to eliminate the need for a separate display device. 

28. The method of any one of claims I, 4 or 5 in which the form is printed on multiple pages and in 

which the method includes binding the pages. 

29. A system for enabling online purchasing, the system including: 

a form containing infcmnation relating to a purchasing ~on, the foon including coded data indicative 

of an identity of the form and of at least one reference point of the fonn; and 

a computer system for receiving :indicating data from a sensing device for identifying at least one parameter 

relating to the purchasing transaction, the indicating data being indicative of the identity of the fonn and a position of 

the sensing device relative to the form, the sensing device sensing the indicating data using at least some of the. coded 

20 data. 

30. The system of claim 29 in which said at least one parameter relating to the purchasing transaction is 

associa1ed with at least one :zone of the foon. 

31. The system of claim 29 which includes the sensing device. the sensing device sensing its movement 

relative to the form using at least some of the coded data. 

25 32. A system for enabling online purchasing. the system including 

a form containing information relating to.a purchas.ing transaction, the form including coded data indicative 

of at least one parameter of the pun:basing transaction; and 

a computer system for receiving data from a sensing device regarding said at least one parameter and 

regarding movement of the sensing device relative to the form, and for :interpreting said movement of the sensing device 

30 as it relates to said at least one parameter, the sensing device, when moved telative to the form, sensing the data 

regarding said at least one parameter using at least some of the coded data and generating the data regarding its own 

movement relative to the form. 

33. A system for enabling online purchasing. the system including: 

a fonn including coded data indicative of an identity of the form; and 

35 a computer system for receiving from a sensing dev.ice data regarding an identity of the potential purchaser 

and the identity of the fonn, and for identifying. from said received data, a purchasing transaction, the sensing dev.ice 

containing the data regarding the identity of the potential purchaser and sensing the· data reganting the identity of the 

form using at least some of the coded data. 

34. The system of claim 33 in which the coded data is also indicative of at least one parameter of the 

40 purchasing 1ransacti.on, the computer system receiving indiQating data from the sensing dev.ice regarding said at least one 

parameter of the pun:hasllig transaction, and the sensing device sensing the :indicating .data using at least some of the 

coded data. 

11111111111111 11111 1111111 1111 
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35. 

nilid:ive to the fmm. 

36. The system of any one of cJaUns 29. 32 or 34 m which said at least one parameter of the purchasing 

transaction is selected from the group c:mnprlsing an action parameter of the purchasing transaction, an option parameter 

5 of the pmtbasing transaction, a text parameter of the purehasjng transacti.on, an authorization parameter of the 

purchasiDg transaction, and a picture parameter ofthe purchasing transaction. 

37. The system of clam 36 m which the action parameter of the purchasing transaction is selected from 

the group comprising: 

requesting data relating to an item to be purchased, selecting en item to pmchase, selecting the quantity of 

10 an item to be purehased and submitting a purchasing order. 

15 

38. The system of claim 36 in which the option parameter is associated with at least one of: 

a shipping address, a shipping method. a payment method and a card type. 

39. The system. of claim 36 in which the text parameter is associated with at least one of: 

a shipping address, a billing address, a payment method and a quantity of an item to be pmchased. · 

40. The system of claim 36 in which the authorimtion parameter is associated with payment 

authorization. 

41. The system of claim 36 in which the picture parameter is: 

a portion of the coded data is superimposed with a visual graphic, the visual graphic relating to the 

parameter associated with the portion. 

20 42. The system of any one of claims 31, 32 or 3S in which the sensing device includes a :marlcing nib. 

43. The system of claim 31 or 32 in which the sensing device contains an identification means whieh 

imparts a unique identity to the sensing device and identifies it as belonging to a particular potential ~-

44. The system of any one of clams 29, 32 or 33 in which the fonn is surface of a surface-defining 

means and in which the system includes a printer for printing the form on demand. 

25 45. The system of claim 44 in \Web the printer prints the coded data at the same time as printing the 

fmm on the snrf8ce-definin means. 

46. The system of any one of claims 29, 32 or 33 in which the coded data is substantially invisible in the 

visible spectrum. 

47. The system of claim 29 or 33 which includes a database for keeping a retrievable record of each form 

30 generated, each form being retrievable by using its identity as included in its coded data. 

48. The system of claim 44 in which, to cater for a fonn printed on multiple pages, the printer includes a 

binding means for binding the pages. 

49. A method of making an online purchase of goods or services, comprising the steps of: 

obtaining from a network source, a purchasing form surface; the surface having coded data printed on it, the 

35 coded data indicative of an identity of the form; the coded data being readable by a sensing device; 

providing to a networked computer system. information from the sensing device, the information based on at 

least some of the coded data; and 

make a purchase transaction associated with goods or services covered by the purchasing form. 

so. The method of claim 49, wherein: 

40 the sensing device generates the information indicative of its time-varying location by sensing its time-

varying acceleration via at least one accelerometer. 

···. : 1::1111111111111 11111: 1111111 1111 · 
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51. The~ of purchasing of claim.49, wherein: 
the networked computer comprises a local printer and the pun:hasing fonn smface is printed by the local 

printer. 

52. The method of purchasjngofclaim49, ~: 

5 the sensing device captures data .further comprising ~'V81}'ing location data fomrlng a series of strokes 

from which digital ink is derived; the digital ink derived from a sigt18ture zone being used to recogni7.e or authenticate a 

user. 

53. Themethodofclaim.49, wherein: 

the sensing device comprises a wireless pen intert8ce and a tnmsmission of digital ink from the wireless pen 

10 int.e.rfilce further comprises bio-metric information derived from bio-metric data captured by the pen intert8ce. 

54. The method of claim 49, wherein: 

the biometric data captured by the pen inte.tface is at least some data from the group including: pen tilt, pen 

force and fingerprint data. 

SS. The method of claim 49, wherein: 

15 the surface is part of a product or its package. 

56. The method of claim 49, wherein: 

at least some coded data is composed of an 8II'llY of macrodots which are manged to depict a target area and 

data areas. 

51. The method of claim 56, wherein; 

20 the target area comprises orientation indicating comers. 

58. the method of claim 49, wherein: 

the coded data is substantially invisi'ble. 

S9. The method of claim 58, wherein: 

the coded data is provided with infrared absorbing media. 
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